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mitting a  statement  of  the  quantity  of 

OoBsting  trade.  Letter  of  the  Secretary  of  the  Treasury,  stating 
the  reason  for  the  non-compliance  with  the  joint  resolu- 
tion of  May  14,  1866,  relative  to  statistics  of  the 

Ooist  survey  of  the  United  States  during  the  year  ending  June 
30,  1860.  Estimates  for  appropriations  for  the  continua- 
tion of  the............ . ............. ...... 

Oosst  Survey,  showing  the  number  and  names  of  persons  employed 
on  the  Coast  Survey.    Report  of  the  disbursing  agent  of 

the 

Coast  Survey,  of  expenditures  for  survey  of  the  Florida  reefe  and 
keys  for  the  year  1868.    Report  of  the  disbursing  agent  of 

the 

Coast  Survey,  showing  the  progress  of  the  survey  during  the  year 
1868.     Report  of  the  Superintendent  of  the 


96 

100 

69 

8 

102 
85 

21 

85 

1 
28 
62 
71 
73 
78 
91 
77 
82 
94 

1 

29 

29 
33 


800 


436 
649 


366 
612 


48 


IS 


i 

I 


INDEX. 


WUe. 


Coast  Survey  of  the  United  States— Continued. 

Pc^pen  accompanying  (he  said  rqfori. 

No.  1.  Distribution  of  the  parties  of  the  Coast  Surrey  upon 
the  coasts  of  the  United  States  during  the  surrey- 

ing  season  of  1857-'58 

No.  2.  List  of  army  officers  on  Coast  Surrey  duty,  March  1, 

1868 

No.  3.  List  of  army  officers  on  Coast  Surrey  duty,  Septem- 
ber 1,1868 , 

No.  4.  List  of  navy  officers  on  Coast  Survey  duty,  March  1, 

1868 

No.  6.  List  of  navy  officers  on  Coast  Survey  duty,  Septem- 
ber 1,1868 

No.  6.  list  of  information  furnished  during  year  1867-'68, 
under  the  authority  of  the  Treasury  Department. 
No.  7.  Ust  of  capes,  headlands,  islands,  harbors,  and  an- 
chorages on  the  western  coast  of  the  United  States, 
of  which  either  topographical,  hydrographic,  pre- 
liminary, or  complete  surveys  have  been  made,  or 

maps,  charts,  or  sketches  if»ued ............ 

No.  8.  Statistics  of  field  and  office  work 

No.  9.  General  list  of  Coast  Survey  discoveries  and  develop- 
ments to  1867,  inclusive . .... 

No.  10.  Letter  of  the  Superintendent  to  the  Secretary  of  the 
Treasury,  communicating  data  for  the  position, 
and  directions  for  clearing  a  dangerous  rock  off 
the  entrance  to  Portsmouth,  N.  H.,  developed  by 
the  examination   of   Lieut.  Ck>md'g  Alexander 

Murray,  United  States  navy 

Na  11.  Letter  of  the  Superintendent  to  the  Secretary  of  the 
Treasury,  transmitting  the  recoihmendation  of 
Lieut.  Comd'g  W.  G.  Temple,  U.  S.  N.,  for  a  buoy 
on  the  sand-pit  recently  formed  at  the  southern 

end  of  Sunken  ledge,  Boston  harbor 

No.  12.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

'  Treasury,   communicating  the  position  of   two 

points  of  rock  southwest  of  the  light-house  near 

New  Haven,   Conn.,   as  determined  by  Lieut. 

Comd'g  W.  Q.  Temple,  U.  S.  N ^ 

No.  13.  Beport  of  lieut.  Comd'g  T.  B.  Huger,  U.  8.  N., 
showing  the  result  of  comparisons  of  the  hydro- 
graphic  surveys  made  in  Dec.,  1866,  and  March, 
1868,  at  the  entrance  of  Cape  Fear  river,  N.  C 
No.  14.  Beport  of  Assistant  C.  P.  Bolles  on  the  results  of  a 
topographical  resurvey  of  the  shores  of  the  Cape 

Fear  entrances  and  adjacent  islands 

No.  16.  Letter  of  the  Superintendent  to  the  Secretary  of  the 
Treasury,  communicating  the  results  of  a  resurvey 
of  Maffit's  channel,  made  in  March,   1868,  by 

Lieut.  Comd'g  T.  B.  Huger,  U.  S.  N 

No.  16.  Letter  of  the  Superintendent  to  the  Secretary  of  the 
Treasury,  communicating  the  discovery  and  sound- 
ing out  of  a  new  channel  leading  into  the  eastern 
end  of  St.  George's  sound,  Fla.,  by  Lieut.  Comd'g 

J.  K.  Duer,  U.  8.  N 

No.  17.  Letter  of  the  Superintendent  to  the  Secretary  of  the 
Treasury,  communicating  the  discovery,  by  Lieut 
Comd'g  J.  K.  Duer,  U.  8.  N.,  of  the  shoals  near 
the  passes  of  St.  George's  sound,  and  a  new  chan- 
nel for  entering  the  sound  between  St.  Geoige's 
and  St.  Vincent's  island —-—........... 
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OcHt  Snrrej  of  the  United  States,  papers  accompanying — Cont'd. 

No.  18.  Letter  of  the  Saperintendent  to  the  Secretary  of  the 

Treasury,   communicating   the  development   of 

dangers  to  nayigation  in  San  Frandsoo  iMty,  Cal.. 

No.  19.  Beport  of  Capt.  W.  B.  Palmer,  U.  S.  topographical 

engineers,  and  extracts  from  sub-reports  of  chiefs 

of  the  office  divisions 

No.  20.  On  a    supposed  personal    equation  in  the  use  of 
the  xenith  telescope  for  determining  latitudes  by 
TUcott's  method,  by  A.  D.  Bache,  Superintendent. 
No.  21.  Method  of  computing  longitude  from  moon  culmi- 
nations......  

No.  22.  Beport  of  W.  C.  Bond,  director  of  Harvard  Obser- 
vatory, on  the  astronomical  observations  made  for 

the  Coast  Survey  since  November  1,  1857 .. 

No.  23.  Beport  of  Prof.  0.  M.  llitchel,  director  of  the  Cin- 
cinnati Observatory,  stating  the  number  of  astro- 
nomical observations  made  there  for  the  use  of 

the  United  States  Coast  Survey 

No.  24.  Continuation  of  the  list  of  magnetic  stations  and 
results  given  in  Appendix  No.  28,  Coast  Survey 

report  of  1866 

No.  2S.  Be-diecQssion  and  development  of  an  intermediate 
period  in  the  secular  change  of  the  magnetic  de- 
clination at  Hatboro*,  Pennsylvania. 

No.  26.  Beport  of  Assistant  Charles  A.  Bchott  on  the  pro- 
gTcm  made  in  discussing  the  secular  variation  of 
magnetic  declination    and  dip  for  Washington 

City,D.  C 

No.  27.  On  the  tidal  currents  of  New  York  harbor,  near 
Sandy  Hook,  by  A.  D.  Bache,  Superintendent  of 

the  Coast  Survey . • .. 

No.  28.  Beport  of  Assistant  H.  Mitchell,  on  the  investiga- 
tion of  currents  in  the  East  river,  at  Hell  Gate 
and  Throgg'sNeck,  the  sub-currents  of  New  York 
bay  and  harbor,  and  levellings  on  the  banks  of  the 

Hudson  river .... . . 

No.  29.  Beport  of  Assistant  L«  F.  Pourtales,  in  charge  of  the 
field  and  office  work,  relating  to  tidal  observa- 
tions.............  

No.  30.  The  co-tidal  lines  of  an  enclosed  sea,  derived  from 
the  equilibrium  theory,  by  Prof.  Benjamin  Pierce. 
No.  31.  On  the  dynamics  of  ocean  currents,  by  Lieut.  E.  B. 

Hunt,  corps  of  engineers,  U.  S.  army..... 

No.  32.  On  some  anomalies  in  the  Florida  Gulf  Stream,  and 
on  their  further  investigation,  by  Lieut.  E.  B. 

Hunt,  corps  of  engineers,  U.  S.  army 

No.  33.  Extracts  from  the  report  of  Assistant  A.  M.  Harri- 
son, relative  to  the  topographical  features  of  the 

shores  of  Ossabaw  sound,  Ga 

No.  34.  Extracts  from  the  report  of  Sub- Assistant  John 
Mechan,  relative  to  the  character  of  the  eastern 
coast  of  the  Florida  peninsula,  below  St.  John's 

river 

Ko.  35.  Beport  to  the  Conmiissioner  of  the  General  Land 
Office,  showing  the  progress  made  during  the  sur- 
veying year  in  the  survey  and  marking  in  quarter 

sections  of  the  Florida  keys 

No.  36.  Extracts  from  the  report  of  Sub-Assistant  F.  W. 
Dorr,  descriptive  of  Caloosahatchee  river,  Pine 
and  Sanibal  islands,  and  San  Carlos  bay,  on  the 
southwestern  coast  of  the  Florida  peninsula 
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Coast  Survey  of  the  United  States,  papers  aocompanying—- Cont'd. 
No.  37.  Investigation  of  the  Laws  of  motion  governing  the 

descent  of  the  weight  and  line  in  deep-sea  sound- 
ings, by  Prof.  W.  P.  Trowbridge,  assistant  in  the 

Coast  Survey 6    33         MSj 

No.  38.  Apparatus  for  harbor  soundings,  proposed  by  Lieut. 

E.  B.  Hunt,  and  constructed  for  the  use  of  the 

United  States  Coast  Survey 6    33         247 

No.  39.  Beport  of  Assistant  L.  F.  Pourtales,  on  the  progress 

made  in  the  microscopical  examination  of  speci- 
mens of  bottoms  from  deep-sea  soundings 6    ....    33         248 

No.  40.  Review  by  Prof.  W.  P.  Trowbridge,  assistant  in  the 

Coast  Survey,  relating  to  the  origin,  cost,  and 

progress  of  foreign  geodetic  surveys,  with  other 

data  for  comparison,  with  the  results  of  the  United 

States  Coast  Survey 6    ....    33         261 

No.  41.  Comparison  of  the  cost  and  progress  of  the  United 

States  Coast  Survey  during  the  periods  from  1832 

to  1844,  and  from  1844  to  1866-'57 6    33         270 

No.  42.  List  of  papers  accompanying  a  special  report  made 

to  the  Treasury  Department  by  A.  D.  Bache,  Su- 
perintendent, in  December,  1867 6    33         274 

No.  43.  Tide  tables  for  the  use  of  navigators,  prepared  from 

the  Coast  Survey  observations,  by  A.  D.  Bache, 

Superintendent 6    33         276 

No.  44.  Directory  for  the  Pacific  coast  of  the  United  States.     6    33         297 

No.  46.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

Treasury,  communicating  a  recommendation  from 

Comd'r  James  Alden,  U.  S.  N.,  of   Bed  Blufif, 

Washington  Territory,  as  a  site  for  a  light  house.      6    33         459 

No.  46.  Aids  to  navigation  recommended  in  reports  made  to 

the  Superintendent  by  assistants  in  the  Coast 

Survey.. * 6    33         4«0 

No.  47.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

Treasury,  transmitting,  for  the  consideration  of 

the  Light-house  Board,  recommendations  made  by 

Lieut.  Ccmd  g  W.  G.  Temple,  U.  S.  N.,  for  a 

small  light  and  fog-bell  on  Half-way  Bock,  Casco 

bay 6    .-.    33         4«0 

No.  48.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

Treasury,  and  correspondence  relative  to  the  ne- 
cessity for  a  beacon  on  •*  The  Elbow,"  Florida 

reef. 6    ....    33        461 

No.  49.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

Treasury,  conmiunicatiug  the  recommendation  of 

lieut.  Comd'g  J.  E.  Duer,  U.  S.  N.,  for  a  perma- 
nent   beacon  at   the  western   entrance  of   St. 

George's  sound,  Fla 6    33         462 

No.  60.  Letter  of  the  Superintendent  to  the  Secretary  of  the 

Treasury,  communicating  the  recommendation  of 

Lieut  Comd'g  K.  M.  Cuyler,  U.  S.  N.,  for  buoys 

to  facilitate  navigation  in  the  southern  part  of 

San  Francisco  bay,  California 6    33         463 

Coastwise  trade.    Letter  of  the  Secretary  of  the  Treasury,  relative 

to  the  statistics  of  the 

Code  of  regulations  for  the  government  of  the  navy,  prepared  by 
direction  of  act  of  Congress  of  March  3,  1867.    Beport  of 

the  board  on  a 2       4       2  24 

Coinage  at  the  mint  of  the  United  States  and  its  branches  during 

the  year  ending  June  30, 1868.    Statement  of  deposits  and. .     1    ....     3  67 

Coinage  at  the  United  States  mint  at  Philadelphia,  from  1793  to 

1868,  inclusive.    Statement  of  the  amount  of  the... 1   ....     3  69 
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Commercial  relations  of  the  United  States  with  the  Two  Sicilies 
during  the  year  ending  September  30,  1868.  Statements  of 
the 

Commercial  relations  of  the  United  States  with  Switzerland  during 
the  year  ending  September  30,  1868.     Statements  of  the... 

Commercial  relations  of  the  United  States  with  Turkey  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  Greece  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Conmiercial  relations  of  the  United  States  with  the  Ionian  Islands 
during  the  year  ending  September  30, 1868.  Statements  of 
the 

Commercial  relations  of  the  United  States  with  Africa  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  the  Barbary  States 
during  the  y«ar  ending  September  30,  1868.  Statements  of 
the 

Conmiercial  relations  of  the  United  States  with  Muscat  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  Slam  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  China  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  Japan  during  the 
year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  the  Sandwich 
Islands  during  the  year  ending  September  30,  1868.  State- 
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Commercial  relations  of  the  United  States  with  the  Fejee  Islands 
during  the  year  ending  September  30,  1868.  Statements  of 
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the  year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  Nicaragua  during 
the  year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  States  with  New  Granada  du- 
ring the  year  ending  September  30,  1868.  Statements  of 
the 

Commercial  relations  of  the  United  States  with  Costa  Rica  during 
the  year  ending  September  30,  1868.    Statements  of  the 

Commercial  relations  of  the  United  States  with  Venezuela  during 
the  year  ending  September  30,  1868.    Statements  of  the.... 

Commercial  relations  of  the  United  States  with  Ecuador  during 
the  year  ending  September  30,  1868.    Statements  of  the 

Commercial  relations  of  the  United  States  with  Bolivia  during  the 
year  ending  September  30,  1868.    Statements  of  the 

Commercial  relations  of  the  United  States  with  Brazil  during  the 
year  ending  September  30,  1868.    Statements  of  the 

Comm  ercialrelations  of  the  United  States  with  Peru  during  the 

year  ending  September  30,  1868.     Statements  of  the 

Commercial  relations  of  the  United  State  with  Chili  during  the 
year  ending  September  30,  1868.     Statements  of  the 


Part. 


Doc. 


86 

86 
86 

86 
86 

86 

16 

86 

86 

86 

86 
86 


86 


8 

8 

.... 

8 

,  — - 

8 

— 

8 

.... 

8 

---- 

8 

-  — 

8 

.... 

8 

.... 

8 

.... 

8 



8 

.... 

Fife. 


312 
601; 

319' 
348^ 

606 

36S 

363 
607 

S6«| 
607 


857 
366 
609 

610 
366 
612 

374; 

376 
615 


621 


85 

621 

86 

• 

380 
622 

86 

382 

86 

- 

383 
626 

86 

630 

86 

631 

86 

- 

397 
631 

86 

401 

86 

■ 

403 
637 

86 

638 

86 

406 

85 

407 
639 

85 

429 
644 

86 

435 
649 

16 


INDEX. 


TiUe. 


Vol. 


Part. 


Page. 


CoDstnictioii,  &o. ,  papers  accompanjring — Continued — 

H. — ^Abetiact  statement  showing  receipts  andfexpenditnres 
during  the  fiscal  year  ending  June  30, 1868,  and 
the  value  of  the  stores  on  hand  at  the  vuious 

navy  yards  on  July  1,  1868 

I. — Statement  of  the  numher  of  days'  labor  and  its  cost, 
from  July  1,  1867,  to  June  30,  1868,  for  the  re- 
spective navy  yards,  for  building,  repairing,  and 
equipping  vessels  of  the  navy,  or  in  receiving  or 
securing  stores  and  materials  for  those  purposes 
No.  1. — Scale  of  offers  to  furnish  live-oak  timber  under  the 
advertisement  of  the  bureau  of  June  14,  1868... 
No.  2. — Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Kittery,  Maine 

No.  3. — Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Charlestown,  Massach  usetts 

No.  4. — Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Brooklyn,  New  York 

No.  5. — Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Philadelphia,  Pennsylvania 

No.  6. —Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Washington,  District  of  Columbia 

No.  7. — Scale  of  offers  to  fiirnish  naval  supplies  at  the  navy 

yard  at  Gosport,  Virginia ... 

No.  8. — Scale  of  offers  to  furnish  naval  supplies  at  the  navy 

yard  at  Warrington,  Florida 

Contingent  expenses  of  the  navy  during  the  year  ending  Jnne  30, 
1868.  Statement  of  the  Fourth  Auditor  of  the  disburse- 
ments of  the 

Contingent  expenses  of  the  Department  of  State  and  of  foreign  in- 
tercourse during  the  year  1868.     Letter  of  the  Secretary  of 

State,  transmitting  a  statement  of  the ......... 

Contingent  expenses  of  the  Navy  Department  for  the  year  1868. 
Letter  of  the  Secretary  of  the  Navy,  transmitting  a  state- 
ment of  the .................. ... ............ 

Contingent  expenses  of  the  Territory  of  Kansas.  Letter  of  the  Sec- 
retary of  the  Treasury,  transmitting  a  report  of  sundry 

Contingent  expenses  of  the  Treasury  Department  for  the  year  1868. 
Letter  of  the  Secretary  of  the  Treasury,  transmitting  a  state- 
ment of  the ..... ... ..... 

Contingent  expenses  of  the  War  Department  for  the  year  1858. 
Letter  of  the  Secretary  of  War,  transmitting  statements  of 

the 

Contingent  expenses  of  the  military  establishment  during  the  year 
1858.  Letter  of  the  Secretary  of  War,  transmitting  a  state- 
ment of  the 

Contingent  expenses  of  the  Interior  Department  during  the  year 
1858.   Letter  of  the  Secretary  of  the  Interior,  transmitting 

a  statement  of  the - 

Contingent  expenses  of  the  Post  Office  Department  for  the  year  end- 
ing June  30, 1868.  Letter  of  the  Postmaster  General,  trans- 
mitting a  statement  of  the .... . 

Consuls  general,  consuls,  commercial  agents,  and  consular  agents 
during  the  year  1867.     Letter  of  the  Secretary  of  State, 

transmitting  a  statement  of  the  fees  returned  by... .... 

Consnlar  courts  in  China.  Message  of  the  President  of  the  United 
States,  traosmitting  a  decree  and  regulation  for  the  govern- 
ment of  the  . 

Consular  officers.  &c.  Letter  of  the  Secretary  of  State,  transmit- 
ting correspondence'  relative  to  the  inadequacy  of  the  com- 
pensation of- 
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Dome  of  the  Capitol  during  the  year  1868.  Report  of  the  engi- 
neer in  charge  of  the  reconstruction  of  the • 

Domestic  produce,  at  New  Tork,  for  the  yean  ending  June  30, 
1856,  1857,  and  1858.  Statement  of  the  average  monthly 
prices  of  certain  leading  articles  of 

Dominican  Republic  during  the  year  ending  September  SO,  1858. 
Statements  of  the  commercial  relations  of  the  United  States 
with  the 

Douglass,  of  Vancouver's  island.  Message  of  the  President  of  the 
United  States  relative  to  advances  made  by  Qovemor  James. 

Dromedaries.  Letter  from  Mr.  De  Leon  to  the  Secretary  of  War, 
enclosing  a  treatise  on 

E. 

Ecuador  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with 

Engineer  in  charge,  on  construction  of  custom-houses,  court-houses, 
post  offices,  marine  hospitals,  and  other  public  buildings 
confided  to  the  charge  of  the  Treasury  Department.  R[e- 
port  of  the.  .. . 

Engineer  in  charge  of  the  progress  in  the  erection  of  the  oapitol 
extension,  new  dome,  and  Post  Office  extension  for  1858. 

Report  of  the 

,  ^gineers,  for  the  service  of  the  army  during  the  year  June  30, 

^^*''*.e3-i'  1860.     Estimates  of  the  Ck>Ionel  of 

J^^^^J'^'Chgineers  of  the  army,  of  the  operations  of  his  department  during 
'  "^^  the  year  ending  June  30, 1858.  Annual  repoit  of  the  Colo- 
nel of - 

EogioeeTB  of  the  army,  of  the  operations  of  the  Military  Aaklemy 
during  the  year  ending  June  SO,  1858.  Annuid  report  of 
the  Colonel  of 

Engineers  of  the  army,  of  the  operations  of  his  department  during 
the  year  ending  June  3C,  1858.  Annual  report  of  the  Chief 
of  Topographical 

Estimates  for  appropriations  for  the  fiscal  year  ending  June  30, 
1860.    Statement  of  the 

Estimates  for  appropriations  for  per  diem  and  mileage  of  senators, 
and  for  the  support  of  the  office  of  the  Secretary  of  the 
Senate  for  the  fisical  year  ending  June  30,  1860 

Estimates  for  appropriations  for  per  diem  and  mileage  of  members, 
and  for  the  support  of  the  office  of  the  Clerk  of  the  House 
of  Representatives  for  the  fiscal  year  ending  June  30,  I860.. 

Estimates  for  appropriations  for  the  support  of  the  office  of  Super- 
intendent of  Public  Printing,  and  for  paper  required  by  the 
same  during  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Court  of  Claims 
during  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Executive  during 
the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Department  of 
State  during  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Treasury  De- 
partment for  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Department  of 
the  Interior  for  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  War  Department 
during  the  year  ending  June  30,  1860 

Estimates  for  appropriations  for  the  support  of  the  Navy  Depart- 
ment for  the  year  ending  June  30,  I860.. ........ 

Estimates  for  appropriations  for  the  support  of  the  Post  Office  De- 
partment for  the  year  ending  June  30,  1860...... ••••.... 
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Estimatefl  for  appropriations  for  that  portion  of  the  naval  leryice 
tinder  the  cogniainoe  of  the  Bureau  of  ProviBiociB  and 
Clothing  for  the  year  ending  June  30,  1860.  Statement  of 
the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of 
Medicine  and  Surgery  of  the  nayy  for  the  year  ending  June 
30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Pa3rma8ter'B  de- 
partment of  the  Marine  Corps  daring  the  year  ending  June 
30,  1860.     Statement  of  the 

Estimates  for  appropriations  fix  the  support  of  the  Quartermaster's 
department  of  the  Marine  Corps  during  the  year  ending  June 
SO,  1860.    Statement  of  the • 

Estimates  for  appropriations  required  to  meet  expenses  of  collect- 
ing the  revenue  from  the  sales  of  public  lands  for  the  year 
ending  June  30,  1860.    Statement  of  the 

Estimates  for  appropriations  for  public  buildings,  grounds,  &c., 
during  the  year  ending  June  30,  1860.  Statement  of  the 
Commissioner  of  Public  Buildings  of  tlM • .. 

Estimates  for  appropriations  for  the  office  of  the  Secretary  of  the 
Navy  and  the  southwest  executive  building  for  the  year 
ending  June  30,  1860.    Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of  Yards 
and  DocIls  of  the  navy  during  the  year  ending  June  30, 
1860.    Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of  Ord- 
nance and  Hydrography  of  the  navy  during  the  year  ending 
June  30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of  Con- 
struction, Equipment,  and  Repair  of  the  navy  during  the 
year  ending  June  30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of  Pro- 
visions and  Clothing  of  the  navy  during  the  year  ending 
June  30,  1860.    Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Bureau  of 
Medicine  and  Surgery  of  the  navy  during  the  year  ending 
June  30,  1860.    Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Pajrmaster's 
department  of  the  Marine  Corps  during  the  year  ending  June 
30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  support  of  the  Quartermaster's 
department  of  the  Marine  Corps  during  the  year  ending  June 
30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  pay  of  officers  of  the  navy 
attached  to  recruiting  staUons  during  the  year  ending  June 
30,  1860.    Statement  of  the 

Estimates  for  appropriations  for  the  pay  of  officers  of  the  navy 
attached  to  navy  yards  and  stations  during  the  year  ending 
June  30,  1860.     Statement  of  the 

Estimates  for  appropriations  for  the  construction  and  completion 
of  works  and  current  repairs  at  the  several  navy  yards 
during  the  year  ending  June  30,  1860.    Statement  of  the... 

Estimates  for  appropriations  for  the  construction  and  completion  of 
works  and  current  repairs  at  the  several  naval  hospitals 
during  the  year  ending  Jime  30,  1860.    Statement  of  the.. 

Estimates  for  appropriations  for  the  construction  and  completion 
of  works  and  current  repairs  at  the  several  naval  magazines 
during  the  year  ending  June  30,  1860.    Statement  of  the. . . 

Estimates  for  the  pay  of  certain  Florida  volunteers.  Letter  of  the 
Secretary  of  War,  transmitting.... 

Estimates  of  expense  in  takUig  the  Seventh  Census  of  the  United 
States.    Letter  of  the  Secretary  of  the  Interior,  trangmitting. 
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EzpenditureB  of  the  national  armories,  &o.,  for  the  year  1858. 
Letter  of  the  Secretary  of  War,  transmitting  a  statement  of 
the 

Expenditures  from  the  treasury  from  1840  to  1868.  Letter  from 
the  Secretary  of  the  Treesuiy,  transmitting  a  statement  of 
the ... 

Expenditures  for  the  improvement  of  the  aeyeral  navy  yards. 
Letter  of  the  Secretary  of  the  Navy,  transmitting  a  state- 
ment of  the  cost  of  sites  and 

Expenditures  for  harracks  and  quarters  for  the  army  during  the 
last  ten  years.  Letter  of  the  Secretary  of  War,  transmitting 
a  report  and  statement  of  the 

Explorations  and  surveys  of  the  War  Department  for  1858.  Annual 
report  from  the  office  of 

Exploring  Expedition.  Message  of  the  President  of  the  United 
States,  relative  to  the  pay  of  officers  of  the  navy  engaged  in 
the  preparation  and  publication  of  Wilkes' 

Expenditures  of  the  Chickasaw  trust  fund  during  the  year  1858. 
Letter  of  the  Secretary  of  the  Treasury,  transmittUig  a  state- 
ment of  the .-....--.-.... ..... -- 

Exports  to  foreign  countries  for  the  year  ending  June  30,  1858. 
Statement  exhibiting  the  total  value  of 

Exports  of  coin  and  bullion,  annually,  from  1821  to  1858,  inclusive. 
Statement  of  the  amount  of ...... .-... - - 

Exports  from  the  beginning  of  government  to  June  30,  1858. 
Statement  of  the  gross  value  of 

Exports  of  manufactured  articles  of  domestic  produce  to  foreign 
countries  from  June  30,  1846,  to  June  30,  1858.  Statement 
of  the 

Exports  of  the  United  States,  annually,  from  1821  to  1858.  State- 
ment of  the  value  of  domestic 

Exports  of  domestic  produce,  &c.,  of  the  United  States,  annually, 
from  1847  to  1858,  inclusive.  Statement  exhibiting  a  sum- 
mary view  of  the . ........*.......... ... 

Exports  of  foreign  merchandise  and  domestic  produce,  annually, 
from  182 1  to  1858,  inclusive.    Statement  of  the  value  of 

Exports  of  breadstuflb  and  provisions,  annually,  from  1821  to  1858. 
Statement  of  the  value  of  the 

Exports  of  cotton,  annually,  from  1821  to  1858,  with  the  average 
cost  per  pound.  Statement  of  the  quantity  and  value  of 
the 

Exports  of  tobacco  and  rice,  annually,  from  1821  to  1858,  inclusive. 
Statement  of  the  quantity  and  value  of  the 

Exports  of  the  manufactured  and  unmanufactured  products  of  for- 
eign countries,  from  1840  to  1858,  and  the  exports  of  do- 
mestic produce  of  like  character  during  the  same  period. 
Statement  of  the  value  of  the. ........ 

Exports  to  Canada  and  other  British  possessions,  from  July  1, 1851, 
to  June  30,  1858.    Statement  of  the  value  of  the 

Exports  of  the  growth,  produce,  and  manu&cture  of  the  United 
States  during  the  year  ending  June  30,  1858.  Statement  of 
the  value  of . . ...... .. 

Export  trade  of  Great  Britain  and  France  with  the  United  States 
for  the  years  1853,  1854,  1855,  1856,  and  1857.  Letter  of 
the  Secretary  of  the  Treasury  in  reference  to  the ... ... 

Exports  of  goods,  wares,  and  merchandise  of  the  growth,  produce, 
.and  manufiEu^ture  of  the  United  States  during  the  year  end- 
ing June  30,  1858.    Statement  of  the 

Exports  of  goods,  wares,  and  merchandise  of  the  growth,  produce, 
and  manufacture  of  foreign  countries  during  the  year  ending 
June  30,  1868.    Statement  of  the 
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Bxporti  of  goods,  wares,  and  merchandise  of  the  growth,  produce, 
and  manafiu^inre  of  the  United  States  from  each  collection 
district  during  the  year  ending  June  30,  1858.  Statement 
of  the 

Kiporifc  of  goods,  wares,  and  merchandise  of  the  growth,  produce, 
and  manuikctore  of  foreign  countries  from  each  collection 
district  during  the  year  ending  June  SO,  1868.  Statement 
of  the 
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Fecjee  Islands  during  the  year  ending  September  80, 1868.  State- 
ments of  the  commercial  relaUons  of  the  United  States  with 
the - 

Fees  of  consuls  general,  consuls,  commercial  agents,  and  consular 
sgents  during  the  year  1867,  as  returned  to  the  State  De- 
partment. Message  of  the  President  of  the  United  States, 
trsnsmitting  statements  of  the 

Fire  per  cent,  fund  arising  from  the  sales  of  the  public  lands  in  the 
State  of  Indiana.  Letter  from  the  Secretary  of  the  Treasury , 
relatiye  to  the  disposition  of  the 

Finances  of  the  country  during  the  year  ending  June  30,  1858. 
Beport  of  the  Secretary  of  the  'nreasury,  on  the  condition  of 
the 

Fines  and  deductions  from  the  pay  of  mail  contractors  for  the  year 
1868.    Statement  of  the 

Flax,  and  the  manufantures  thereof,  annually,  from  1840  to  1858, 
inclusire.  Statement  of  the  imports  and  the  exports  of 
foreign  and  domestic,  and  the  home  consumption  of ... 

Florida  for  the  year  1858.  Annual  report  of  the  surveyor  general 
of  public  lands  for  the  State  of 

Florida  volunteers.  Letter  of  the  Secretary  of  War,  transmitting 
estimates  for  the  pay  of  certain 

Florida  were  called  into  service.  Letter  of  the  Secretary  of  War, 
transmitting  all  the  papers  in  relation  to  the  mode  and  man- 
ner in  whidithe  troops  serving  in 

Focdgn  intercourse  for  the  year  1858.  Letter  df  the  Secretary  of 
State,  transmitting  a  statement  of  the  contingent  expenses 
of 

Foffdgn  intercourse  daring  the  year  ending  June  30,  1860.  Esti- 
mates for  appropriations  for  the  expenses  of,.... 

Foreign  mail  service  during  the  year  1858.    Statement  of  the 

Foteign  nations  during  the  year  ending  September  30, 1858.  Let- 
ter of  the  Secretary  of  State,  transmitting  a  statement  of 
the  commercial  relations  of  the  United  States  with 

Fortifications  and  defences  during  the  year  ending  June  30,  1860. 
Estimates  for  appropriations  for 

Fortifications  of  the  seaboard  and  northern  frontier  of  the  United 
States  during  the  year  1858.  Annual  report  of  the  Colonel 
of  Engineers  of  the  army,  on  the  condition  of  the 

France  for  the  years  1863,  1854,  1855,  1856,  and  1857.  Letter  of 
the  Secretary  of  the  Treasury,  in  reference  to  the  export  and 
import  trade  of  the  United  States  with  Great  Britain  and. . . 

France  dming  the  year  ending  September  30, 1858.  Statements  of 
the  commercial  relations  of  the  United  States  with 

F^rankfiirt-on-the-Mayn  during  the  year  ending  September  30,  1858. 
Statements  of  the  commercial  relations  of  the  United  States 

with 

Frontier  of  Texas.  Letter  of  the  Secretary  of  War,  transmitting 
correspondence  relative  to  the  protection  of  the........... 
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Gold  coins.  Report  of  the  director  of  the  mint  of  the  United 
States  upon  the  fineneas  and  yalne  of  certain  foreign 

Gold  deposited  at  the  mint  of  the  United  States  and  branches  and 
assaj  ofEice  from  1804  to  1858,  incloslYe.  Statement  of  the 
amount  of  domestic  ....... ................... 

Gold  coinage  of  the  mint  of  the  United  States  and  branches  from 
1793  to  1858,  incIasiTe.    Statement  of  the  amoont  of 

Gk>ods  in  warehouse  on  Julj  1,  1857,  and  on  each  sncceeding  month 
to  June  30,  1858.     Statement  of  the  amount  of 

Goundle,  United  States  consul  at  Zurich,  for  increased  compensa- 
tion. Letter  of  the  Secretary  of  State,  relative  to  the  appli- 
cation of  G.  H 

Great  Britain.  Letter  of  the  Secretary  of  the  Treasury,  transmit- 
ting the  report  of  Professor  Alexander  as  to  the  relative 
value  of  the  coinage  of  the  United  States  and 

Great  Britain  and  France  for  the  years  1853,  1854, 1855,  1856,  and 

1857.  Letter  of  the  Secretary  of  the  Treasury,  in  reference 
to  the  export  and  import  trade  of  the  United  States  with 

Great  Britain  during  the  year  ending  September  SO,  1858.  State- 
ments of  the  commercial  relations  of  the  United  States  with. 

Great  Britain.  Statistics  of  the  trade  under  the  reciprocity  treaty 
with 

Greece  during  the  year  ending  September  30,  1858.  Statements  of 
the  commercial  relations  of  the  Umted  States  with......... 

H. 

Hanover  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with 

Hanse  Towns  during  the  year  ending  September  30,  1858.  State- 
ments of  the  commercial  relations  of  the  United  States  with 
the 

Harbors  and  rivers  of  the  Atlantic  coast  during  the  year  1858. 
Annual  report  of  the  Colonel  of  Engineers  of  the  army,  in 
relation  to  the  improvement  of  ...*... . .... 

Harbors  on  the  northern  and  northwestern  lakes  during  the  year 

1858.  Report  of  the  Colonel  of  Topographical  Engineers  of 
the  army,  on  the  condition  of  the  improvements  of 

Hayti  during  the  year  ending  September  30,  1858.  Statements  of 
the  commercial  relations  of  the  United  States  with 

Hemp  and  manllla,  and  the  manufactures  thereof,  annually,  from 
1840  to  1858,  inclusive.    Statement  of  the  Value  of  the  im- 
ports and  exports  of  the  foreign  and  domestic,  and  home 
consumption  of ...... ....... 

Holland  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with 

Hospital  for  the  insane  during  the  yeai  ending  June  30,  1860. 
Estimates  for  appropriations  for  the  support  of  the 

Honduras  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with....... 


Hllnois  for  the  year  1858.  Annual  report  of  the  surveyor  general 
of  the  public  lands  for  the  State  of 

Imports  of  iron  and  steel,  and  manufactures  thereof  into  the  United 
States  during  the  fiscal  years  ending  June  30,  1856,  1857, 
1858.    Statement  of  the  quantity  and  value  of 

Imports  of  coin  and  bullion,  annually,  from  1821  to  1858,  inclu- 
sive.   Statement  of  the  amount  of........ ............ 
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Imports  from  the  beginning  of  goyemment  to  Jane  30,  1868. 
Statement  of  the  groeB  yalae  of , 

ImportB,  annually,  exdodTO  of  specie,  from  1821  to  1858.  State- 
ment of  the  TBlne  of  foreign 

Lnporto,  annnally,  of  certain  articles,  and  the  amount  of  duty 
which  accnied  on  each,  from  June  30,  1844,  to  June  30, 
1858.     Statement  of  the  yalae  of 

Imports  of  wine,  spirits,  kc.,  annually,  from  1843  to  1858,  inclu- 
sive.   Statement  of  the.. . . .... 

Imports,  annually,  from  1821  to  1858,  indusire.  Statement  of 
tlie  yalae  of... 

Imports  of  iron,  manufiactures  of  iron,  and  iron  and  steel,  steel, 
SQgar,  wines,  and  all  fabrics  of  which  wool,  cotton,  silk, 
iltt,  or  hemp  is  a  component  part,  annually,  from  1847  to 
18&8,  inclosiye,  with  the  duties  which  accrued  thereon 
during  each  year,  and  of  brandies  from  1856-'57-'58. 
Statement  of  the  yalue  of 

Imports  from  Canada  and  other  British  possessions  from  July  1, 
1851,  to  June  30,  1858.     Statement  of  the  yalue  of 

Import  tnde  from  Great  Britain  and  France  for  the  years  1853, 
'54-'55-'56-*57.     Letter  of  the  Secretary  of  the  Treasury 
in  reference  to  the 

haporiB  of  goods,  wares,  and  merchandise  of  the  growth,  produce, 
and  manafiBM^ture  of  foreign  countries  during  the  year  end- 
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Land  claims.  'Htles  derived  from  former  governments,  which  have 
been  recognised  by  the  United  States,  pursuant  to  treaty 
stipulations  of  private 

Lands  in  the  State  of  Minnesota  for  the  year  1858.  Annual  report 
of  the  surveyor  general  of  the  public 

Lands  in  the  States  of  Illinois  and  Biissouri  for  the  year  1858.  An- 
nual report  of  the  surveyor  general  of  the  public  .......... 

Lands  in  the  State  of  Iowa  for  the  year  1858.  Annual  report  of 
the  surveyor  general  of  the  public ...... 

Lands  in  the  State  of  Arkansas  for  the  year  1858.  Annual  report 
of  the  surveyor  general  of  the  public ... .... 

Lands  in  the  State  of  Louisiana  for  the  year  1858.  Annual  report 
of  the  surveyor  general  of  the  public............ ..». 

Lands  in  the  State  of  Florida  for  the  year  1858.  Annual  report  of 
the  surveyor  general  of  the  public 

Lands  in  the  Territory  of  Nebraska  for  the  year  1858.  Annual 
report  of  the  surveyor  general  of  the  public 

Lands  in  the  Territory  of  New  Mexico  during  the  year  1858.  An- 
nual report  of  the  surveyor  general  of  the  public 

Lands  in  the  State  of  Califoniia  during  the  year  1858.  Annual 
report  of  the  surveyor  general  of  the  public 

Lands  in  the  State  of  Oregon  for  the  year  1858.  Annual  report  of 
the  surveyor  general  of  the  public ......... 

Lands  in  the  Territory  of  Washington  for  the  year  1858.  Annual 
report  of  the  surveyor  general  of  the  public 

life  and  surf  boats.  Report  of  the  board  of  commissioners  ap- 
pointed by  the  Secretary  of  the  Treasury  upon 

Light-house  establishment  for  the  year  ending  June  SO,  1860.  Es- 
timates for  appropriations  for  the  support  of  the........... 

Light-house  Board  during  the  year  ending  June  SO,  1858.  Annual 
report  of  the...... ............... .......... 

light-house  Board.  Annual  expense  of  erecting  light-houses  and 
supporting  the  light-house  system  since  the  creation  of  the.. 

linen,  from  1840  to  1858,  inclusive.  Statement  of  the  foieign 
importation  and  exportation,  and  home  consumption,  and 
the  domestic  consumption  of  ... ........••• ... 

Louisiana  for  the  year  1858.  Annual  report  of  the  surveyor  gene- 
ral of  the  public  lands  for  the  State  of....... 

M. 


Mail  service  during  the  year  1858.  Statement  of  the  foreign  ..... 
Mail  service  during  the  year  1858.     Statement  of  the  amount  paid 

for  ocean  steamship  and  foreign ... ....... 

Mail  service  for  the  year  ending  June  SO,  1858.    Statement  of  the 

condition  of  the .............  ...* ............. 

Mail  service  for  the  year  1858  in  several  States  and  Territories. 

Statement  of  the.......... ......... ..•....••..••...... 
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Hail  Krvice  by  railroads,  as  in  operation  on  the  30th  June  and 
30th  September.  1858.     Statement  of 

Hall  service  by  steamboats,  as  in  operation  on  September  30,  1858. 
Statement  of 

Mail  serrice  and  cost  in  each  State  and  Territory  during  the  year 
1858.  Statement  showing  the  increase  and  decrease  of 
the 

Mail  service  of  routes  on  which  improvements  have  been  made 
and  additional  expense  incurred.     Statement  of  the 

Mail  service  during  the  year  ending  June  30,  1858.  Statement  of 
the  curtailment  of  the 

Mails  from  St.  Joseph,  Missouri,  to  Placerville,  California.  Mes- 
sage of  the  President  of  the  United  States,  transmitting  bis 
reasons  for  failing  to  approve  the  joint  resolution  relative  to 
carrying  the .... . 

Mails  to  foreign  countries.  Letter  of  the  Postmaster  General, 
transmitting  copies  of  contracts  made  for  carrying  the 

Mails  to  foreign  countries  and  the  Atlantic  and  Pacific  coasts  during 
the  year  ending  June  30,  1860.  Letter  of  the  Postmaster 
Genera],  transmitting  estimates  for  carrying  the . 

Mails  made  during  the  year  ending  June  30,  1857.  Letter  of  the 
PosUnaster  General,  transmitting  a  statement  of  the  offers 
and  contracts  for  carrying  the. , 

Mails  established  during  the  year  ending  June  30, 1858.  State- 
ment of  the  land  and  water 

Mail  oootiactoTs  for  failures  to  deliver  the  mails  for  the  year  1858. 
Statement  of  the  fines  and  deductions  from  the  pay  of 

Mail  oontractoTB  during  the  year  ending  June  30,  1858.  Statement 
of  the  curtailment  of  the  mail  service  and  pay  of  the 

Mann  for  his  services  as  confidential  agent  of  the  State  Department. 
Letter  of  the  Secretary  of  State,  asking  authority  to  pay  A. 
Dudley 

Manufactured  articles  of  domestic  produce  exported  to  foreign 
countries  from  June  30,  1846  to  June  30,  1858.  State- 
ment of  . 

Manufisctured  and  unmanufactured  articles  of  foreign  countries,  and 
domestic  products  of  like  character,  exported  annually  from 
1840  to  1858.     Statement  of  the  value  of 

Manufactures  of  iron,  and  iron  and  steel,  steel,  wool  and  cotton, 
silk,  fiax,  linen,  hemp,  manilla,  sun,  and  other  hemps  of 
India,  silk,  and  worsted  goods  imported  from  and  exported 
to  foreign  countries  from  1840  to  1858;  and  also  domestic 
exports  of  like  character  for  the  same  periods.     Statement 

exhibiting  the  values  of  the 

MannfJMrtures  of  iron,  steel,  sugar,  wines,  and  all  fabrics  of  which 
wool,  cotton,  silk,  flax,  or  hemp  is  a  component  part,  im- 
ported annually  from  1847  to  1858,  inclusive,  with  the 
duties  which  accrued  thereon  each  year  respectively.  State- 
ment exhibiting  the  values  of  the 

Mana£ftctures  for  the  year  1858.  Report  of  the  Commissioner  of 
Patents  on  Arts  and ...y.... ......... 

Manufoctures,  according  to  the  returns  of  the  Seventh  Census. 
Message  of  the  President  of  the  United  States,  relative  to 
the  digest  of  statistics  of 

Marine  Corps  of  the  navy  during  the  year  1858.  Report  of  the 
commandant  upon  the  condition  of  the . . 

Marine  Corps  of  the  navy,  October  1,  1858.  General  return  of  the 
officers,  non-commisBioned  ofBcers,  musicians,  and  privates 
of  the 

Marine  Corps  of  the  navy  during  the  year  ending  June  SO,  1860. 
Statement  of  the  estimates  for  appropriations  for  the  sup- 
port of  the  Quartermaster's  department  of  the 
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Marine  Corps  of  the  navy  daring  the  year  endiog  Jane  30,  1860. 
Statement  of  the  estimates  for  appropi-iations  for  the  sup- 
port of  the  Paymaster' s  department  of  the 

Marine  Corps  during  the  jear  ending  Juno  30,  1858.  Statement 
of  the  pay  and  emoluments  of  officers  of  the 

Marine  hospitals  during  the  year  ending  September  30,  1858. 
Beport  of  the  engineer  in  charge,  of  the  progress  in  the 
construction  of  the ... .......... ........ 

Marine  hospitals  purchased  or  built     Statement  of  the  number  of. 

Marine  hospitals.  Statement  of  the  appropriation,  cost  of  site, 
date  of  contract,  contract  price,  and  date  of  completion  of 
the 

Biarine  hospital  fund  during  the  year  ending  June  SO,  1858.  State- 
ment of  the  receipts  and  expenditures  of  the .. 

Medicine  and  Surgery  of  the  navy  duiing  the  year  ending  June  30, 
1860.  Estimates  for  appropriations  for  the  support  of  the 
Bureau  of —  .. .... 

Medicine  and  Surgery  of  the  navy  of  the  operations  of  his  bureau 
and  the  medical  service  during  the  year  1858.  Report  of 
theChief  of  the  Bureau  of 


Pigpen  aecompani/ing  the  abcM  report. 

A. — Estimate  of  the  amount  required  for  the  support  of  the 
Bureau  of  Medicine  and  Surgery  for  the  year  ending 

June  30,  I860 

B. — Estimate  of  the  amount  required  for  the  support  of  the 
medical  department  of  vessels  in  commission,  navy 
yards,  naval  stations,  Marine  Corps,  and  Coast  Survey 
for  the  year  ending  June  SO,  1860 

Merchandise  imported  during  the  fiscal  years  1856,-'57,  and  -'58, 
respectively,  with  the  duties  accruing  thereon;  also  the 
value  of  articles  imported  free  of  duty  during  the  same 
period,  including  those  made  free  by  act  of  March  3,  1857. 
Statement  exhibiting  the  value  of . 

Merchandise  imported,  reexported,  and  consumed:  the  estimated 
population  and  the  rate  of  consumption,  par  eapitOt  annually, 
from  1821  to  1858,  inclusive.  Statement  of  the  value  of 
foreign 

Merchandise  exported  annually  from  1821  to  1858.  Statement  of 
the  value  of  foreign  and  domestic . 

Merchandise  re-exported  annually  from  1821  to  1858,  inclusive. 
Statement  of  the  value  of  the  dutiable 

Mexico  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with 

Military  reservation  of  Rock  Island,  in  the  Mississippi  river.  Letter 
of  the  Secretary  of  the  Interior,  relative  to  the  present 
situation  of  the 

Military  Academy  during  the  year  ending  June  30,  1860.  Esti- 
mates for  appropriations  for  the  support  of  the 

Military  establishment  during  the  year  1858.  Statement  of  the 
expenditure  of  the  appropriation  for  the  contingent  expenses 
of  the -. 

Military  Asylum  for  the  year  1858.  Report  of  the  Commissioners 
of  the - .... 

Militia  during  the  year  ending  June  30,  1858.  Statement  of  ord- 
nance and  ordnaiice  stores  distributed  to  the .. 

Militia  of  the  United  btates  for  the  year  1858.  Abstract  of  the 
returns  of  arms,  accoutrements,  and  ammunition  of  the 

Ministers  resident,  out  of  any  balance  of  former  appropriations. 
Letter  of  the  Secretary  of  State,  asking  for  authority  to  pay 
Bidaries  of  certain 
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Hinneflotfi  dnricg  the  jear  1858.  Beport  of  the  CoIoDel  of  Topo- 
graphical Bngineera,  on  the  condition  of  the  military  n^adsin. 

Minnesota  for  the  year  1858.  Annual  report  of  the  surveyor 
general  of  the  pnhllc  lands  for  the  State  of 

Mint  of  the  United  States  and  branches,  and  assay  office,  during 
the  year  ending  June  30,  1860.  Estimates  for  appropria- 
tions for  the  support  of  the 

Mint  of  the  United  States  and  branches,  and  assay  office,  during 
the  year  ending  June  30,  1858.  Report  of  the  director  of 
the  operations  of  the . 

Mint  of  the  United  States  and  its  branches  during  the  year  ending 
June  30,  1858.  Statement  of  the  amount  of  deposits  and 
coinage  of  the 

Mint  <tf  the  United  States  and  branches.  Statem^.nt  of  the  amount 
of  coinage  from  their  organization,  in  1793,  t)  the  close  of 
the  fiscal  year  ending  June  30,  1858,  of  the 

Mint  of  the  United  States  at  I'hUadelphia,  from  1793  tri  1858,  in- 
dunve.     Statement  of  the  amount  of  coinage  at  the 

Mint  of  the  United  States  at  San  Francisco,  from  1854  to  1858,  in- 
dunre      Statement  of  the  amount  of  coinagf  at  the  branch. 

Mint  of  the  United  States  at  New  Orleans,  from  1838  to  1868,  in- 
clusive^    Statement  of  the  amount  of  coinage  at  the  branch  . 

Mint  of  the  United  States  at  Charlotte,  N.  C,  from  1838  to  1858,  in- 
clnsiTe.     Statement  of  the  amount  of  coinage  at  the  branch. 

Mint  of  the  United  States  at  Dahlonega,  Qa.,  from  1838  to  1858,  in- 
dnsive.     Statement  of  the  amount  of  coinage  at  the  branch 

Mint  of  the  United  States  and  branches,  from  1804  to  1858,  inclu- 
sive. Statement  of  the  amount  of  domestic  gold  deposited 
in  the ,..-- ..... - 

MisoellBDeoas  claims.  Letter  of  the  Secretary  of  the  Treasury, 
transmitting  a  statement  of  payments  of 

MiBsonri  for  the  year  1858.  Annual  report  of  the  surveyor  general 
of  the  public  lands  for  the  State  of 

Moiad,  late  consular  agent  of  the  United  States  at  Jaffii.  Letter  of 
the  Secretary  of  State,  relative  to  the  claim  of  J.  S 

Muscat  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  reLitions  of  the  United  States  with 


N. 

Kantkal  Almanac  during  the  year  ending  June  SO,  1860.  Esti- 
mates for  appropriations  for  the  expenses  of  compiling  and 
printing  of  the 

Nantical  Almanac  during  the  year  1858.  Report  of  the  progress 
and  condition  of  the 

Naval  Academy  during  the  year  ending  Juno  30,  1860.  Rieport 
of  the  board  of  Examiners,  of  the  condition  and  operations 
of  the 

Naval  Academy  during  the  year  ending  June  30,  1860.  Esti- 
mates for  appropriations  for  the  support  of  the 

Naval  Asylum  during  the  year  ending  June  30,  1858.  Statement 
of  the  operations  of  the 

Naval  commanders  in  the  Gulf  of  Mexico.  Message  of  the  Presi- 
dent of  the  United  States,  transmitting  copies  of  instruc- 
tions to 

Naval  hospitals  during  the  year  ending  June  30,  1860.  Estimates 
for  construction  and  completion  of  works  and  repairs  at  the 
several 

Naval  magazines  during  the  year  ending  June  30,  1860.  Esti- 
mates for  construction  and  completion  of  works  and  repaiis 
ai  the  several.... 
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Naral  Observatoiy,  &c. ,  of  the  operations  of  that  isstitation  during 
the  year  1868.     Report  of  the  commander  of  the ...... 

Naval  Observatory  and  Hydrographical  Office  during  the  year  end- 
ing June  30,  1860.  Estimates  for  appropriations  for  the 
support  of  the . — ...... . 

Naval  practice-ship  Preble  during  the  year  1858.  Report  of  Com- 
mander Craven,  of  the  cruise  of  the... .... 

Navigation.     {See  Oormnerce  and  Navigation.) 

Navy  Department  during  the  year  ending  June  30,  1860.  Esti- 
mates for  appropriations  for  the  support  of  the . 

Navy,  of  the  operations  of  the  navy  and  the  Navy  Department 
during  the  year  1858.     Annual  report  of  the  Secretary  of  the 


JRtporU  andpapen  aceon^panying  the  abovt. 

A. — list  of  deaths,  resignations,  and  dismissions  in  the 

navy'since  the  last  report .... 

B. — Code  of  regulations  for  the  government  of  the  navy, 
prepared  by  direction  of  act  of  Congress  passed 

March  3.  1867 

C. — Report  of  board  of  officers  appointed  to  witness  the 
examination  of  acting  midshipmen,  and  examine 
into  the  state  of  the  police  discipline  and  general 
management  of  the  Naval  Academy  at  Annapo- 
lis, Md 

D. — Report  of  the  criiise  of  the  practice-ship  Preble, 
under  Comd'r  Craven,  commandant  of  midship- 
men  

E. — Communication  from  Comd'r  Maury,  superintendent 
of  the  Naval  Observatory,  &c.,  in  relation  to 
the  work  accomplished  at,  and  the  wants  of  that 

institution ...... . 

F. — Report  of  Prof.  Winlock,  of  the  progress  and  state 
of  preparation  of  the  Nautical  Almanac  imder 
his  charge - - 

No.  1.  Estimate  of  appropriations  required  for  the  office  of 
the  Secretary  of  the  Navy  and  the  southwest 
executive  building,  for  the  fiscal  year  ending  June 
30,  1860 

No.  2.  Report  and  detailed  estimates  of  the  Bureau  of 
Yards  and  Docks . 

No.  S.  Report  and  detailed  estimates  of  the  Bureau  of 
Ordnance  amd  Hydrography,  including  those  of 
the  Naval  Academy,  Naval  Observatory,  and 
Nautical  Almanac 

No.  4.  Report  and  detailed  estimates  of  the  Bureau  of  Con- 
struction, Equipment,  and  Repair 

No.  6.  Report  and  detailed  estimates  of  the  Bureau  of  Pro- 
visions and  Clothing.. •• .... ... 

No.  6.  Report  and  detailed  estimates  of  the  Bureau  of  Medi- 
cine and  Surgery... ...... 

No.  7.  Report  of  the  Commandant  of  the  Marine  Corps,  and 
detailed  estimates  from  the  paymaster  and  quarter- 
master of  the  corps . . 

No.  8.  General  estimate  (civil)  of  the  office  of  the  Secretary 
of  the  Navy  and  bureaus  of  the  department  .... 

No.    9.  General  estimate  for  southwest  executive  building.. 

No.  10.  General  estimate  for  all  objects  under  the  control 
of  the  Navy  Department.................. 

No.  11.  General  estimate  for  the  navy  proper. ......... 

No.  12.  General  estimate  of  the  Marine  Corps 
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NaTj,  report  of  Secretary,  papers  accompanying — Continued. 

No.  13.  General  estimate  for  special  objects  under  the  con- 
trol of  the  department - 

No.  14.  Statement  of  the  Second  (Comptroller  of  the  appro- 
priations for  the  Navy  Department,  viz :  balances 
OQ  the  Ist  of  July,  1867;  appropriations  for 
1 857-' 68  ;  repayments  and  transfers  for  the  same 
time ;  amounts  applicable  to  the  service  of  the 
year  1867-'68  ;  amounts  drawn  from  the  treasury 
by  requisition  during  the  same  period ;  and  bal- 
ances on  hand  June  1,  1868,  with  the  sums 
which  have  been  carried  to  the  **  surplus  fund" 

specially  designated , 

Ko.  16.  Abstract  of  expenditures  under  the  head  of  **  con- 
tingent expenses  of  the  navy,"  as  settled  and 
allowed  at  the  office  of  the  Fourth  Auditor  of  th? 
treasury,  from  July  1,  1857,  to  June  30,  1858-.. 
Navy,  transmitting  a  statement  of  the  contingent  expenses  of  the 
Navy  department  for  the  year  1858.     Letter  of  the  Secre- 
tary of  the  - 

Navy,  transmitting  a  statement  of  the  number  of  vessels  on  foreign 
ftatioDs  without  regular  pursers.    Letter  of  the  Secretary  of 

the 

Navy,  transmitting  a  statement  of  the  number  of  officers  of  each 
grade  of  the  navy  and  Marine  Ck>rp6,  the  number  of  em- 
ployes under  charge  of  the  Navy  Department,  and  number 

of  vesMls  of  the  navy.     Letter  of  the  Secretary  of  the 

Navy,  transmitting  a  statement  of  the  number  and  names  of  pursers 
in  the  navy  not  actively  employed.     Letter  of  the  Secretary 

of  the 

Navy,  transmitting  a  statement  of  the  number  of  workmen  in  the 
several  navy  yards  during  the  year  ending  December  1, 

ISM.    Letter  of  the  Secretary  of  the - 

Navy,  transmitting  a  statement  of  the  quantity  of  coal  used  by 
the  navy,  names  of  coal  agents,  and  amount  paid  them  as 

commissions.     Letter  of  the  Secretary  of  the 

Navy  during  the  year  ending  June  30, 1860.  Estimates  for  appro- 
priations for  the  support  of  the 

Nebraska  for  the  year  1868.  Annual  report  of  the  surveyor  gene- 
ral of  the  public  lands  in  the  Territory  of 

Navy,  transmitting  a  list  of  the  names  and  compensation  of  the 
clerks  and  other  peisons  employed  in  the  Navy  Department 

for  the  year  1868.     Letter  of  the  Secretary  of  the 

Navy,  trausmitting  copies  of  the  Navy  Register  for  the  year  1859. 

Letter  of  the  Secretary  of  the 

Navy,  transmitting  a  statement  of  the  cost  of  sites  and  improve- 
ment of  the  several  navy  yards.     Letter  of  the  Secretary  of 

the ^ 

Navy,  transmitting  a  statement  of  contracts  made  by  the  Bureau 

of  Yards  and  Docks.    Letter  of  the  Secretary  of  the 

Navy,  transmitting  information  in  reference  to  chaplains  in  the 

navy.    Letterof  the  Secretary  of  the ... 

Navy,  transmitting  a  statement  of  the  pay  and  allowances  of  the 
officers  of  the  navy  and  Marine  Corps  during  the  year  ending 

June  30,  1868.     Letter  of  the  Secretary  of  the 

Navy  yards  of  the  United  States.     A  statement  of  the  cost  and 

expenditure  for  the  improvement  of  the  several 

New  Granada  during  the  year  ending  September  30,  1858.     State- 
ment of  the  commercial  relations  of  the  United  States  with. 
New  Mexico  for  the  year  1868.     Report  of  the  Colonel  of  Topo- 
graphical Engineers,  of  the  condition  of  the  military  roads  in 
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New  Mezioo  for  the  year  1858.  Aonaal  report  of  the  surveyor 
general  of  the  public  lands  for  the  Territory  of 

New  York,  by  Lieut.  Morton.  Memoir  of  the  dangers  and  defenoes 
of 

Nicaragua  during  the  year  ending  September  30,  1858.  State- 
ments of  the  commercial  relations  of  the  United  States  with. 


O. 

Offers  for  annual  supplies  under  the  cognizance  of  the  Bureau  of 
Yards  and  DocIls  for  the  year  1858.     Abstract  of.... 

Ordnance,  for  the  service  of  the  army  during  the  year  ending  June 
30,  1860.     Estimates  of  the  Colonel  of 

Ordnance  of  the  United  States  army,  of  the  operations  of  his  depart- 
ment during  the  year  ending  June  30,  1858.  Annual  report 
of  the  Colonel  of . ..... 

Ordnance  and  ordnance  stores  distributed  to  the  militia  during  the 
year  ending  June  30,  1858.     Statement  of  the ... 

Ordnance  and  ordnance  stores  issued  to  the  army  and  the  several 
military  posts  during  the  year  ending  June  30,  1858.  State- 
ment of  the..... ........ .................. 

Ordnance  and  Hydrography  of  the  navy  during  the  year  ending 
June  30,  1860.  Estimates  for  appropriations  for  the  sup- 
port of  the  Bureau  of . . ..... ., 

Ordnance  and  Hydrography  of  the  navy,  of  the  operations  of  his 
office  during  the  year  ending  June  SO,  1860,  Beportof  the 
Chief  of  the  Bureau  of.. 


Fajpen  aeoompanymg  the  abow  rqxfrt, 

A.— For  pay  and  contingent  expenses  of  the  bureau 

B. — For  pay  of  officers  on  ordnance  duty . .. 

C. — For  ordnance  and  ordnance  stores - 

Special. — For  arming  seven  steam-screw  sloops-of-war  .. 
D. — Statement  of  cost  or  estimated  value  of  stores  on  hand 
at  the  several  navy  yards  on  the  30th  June,  1858 .... 
E. — Statement  of  the  number  of  days'  labor  and  cost  there- 
of at  the  respective  navy  yards  during  the  year  end- 
ing June  30,  1858 

F. — For  the  purchase  of  articles  and  incidental  expenses 
connected  with  the  Naval  Observatory  and  Hydro- 
graphical  Office 

G. — For  the  pay  of  superintendent  and  officers  on  duty  at 

the  Naval  Observatory  and  Hydrographicai  Office 

H. — For  the  erection  and  repair,  &c.,  of  buildings  and  for 

contingent  expenses  at  the  Naval  Academy..... 

I.  —For  pay  of  officers,  &c.,  at  the  Naval  Academy 

J.  — For  Nautical  Almanac...... ....... 

Oregon  during  the  year  1858.  Beport  of  the  Colonel  of  Topographi- 
cal Engineers  on  the  condition  of  the  military  roads  in 

Oregon  for  the  year  1858.     Annual  report  of  the  surveyor  general 

of  the  public  lands  for  the  State  of ... 

Oregon  and  Washington  Territories.  Letter  of  the  Third  Auditor 
of  the  Treasury,  on  the  subject  of  claims  growing  out  of  In- 
dian hostilities  in.. 

Oregon  coast.     Directory  to  aid  the  navigation  of  the , 

Oregon  and  Washington.  Letter  of  the  Secretary  of  War,  tracs 
mitting  the  topographical  memoir  and  report  of  Captain  T. 
J.  Cram,  relative  to  the  Territories  of  ^ 
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ftcific  wagon  roads  constracted  under  the  direction  of  the  Interior 
Department.  Letter  of  the  Secretary  of  the  Interior,  trans- 
mitting reports  upon  the  several 

Puagnay  daring  the  year  ending  September  30, 1858.  Statements 
of  the  commercial  relations  of  the  Uniteid  States  with 

Funsmgrm  arriying  in  the  United  States  by  sea  during  the  year 
1858.  Letter  of  the  Secretary  of  State,  transmitting  a  state- 
ment of  the  number  of 

Patent  Office.  Letter  of  the  Secretary  of  the  Interior,  transmitting 
information  relative  to  the  Advisory  Board  of  Agriculture  of 
the 

Eaients,  of  the  operations  of  his  office  during  the  year  1858.  Be- 
port  of  the  Commissioner  of 

RUeots  have  expired  during  the  year  1858,  with  their  inventions 
and  clan.  An  alphabetical  list  of  the  names  of  persons 
whose. . . 

Fktents  for  inventions  that  have  expired  during  the  year  1858.  A 
dasBified  list  of  the 

Intents  for  designs  that  have  expired  during  the  year  1858.  A 
clasnfied  listof  the.. ....... 

Ailents  for  inventions  or  discoveries,  and  for  designs,  have  been 
granted  during  the  year  1858.  An  alphabetical  list  of  per- 
sons to  whom . ..-.....- 

Patents  for  inventions  and  discoveries  gpranted  during  the  year 
1858.     A  classified  list  of  the 

Patents  granted  during  the  year  1858      A  list  of  reissues  of 

Pkitenta  granted  during  the  year  1858.  A  list  of  additional  im- 
provements of . .. .- 

Patents  entered  during  the  year  1858.     A  list  of  disclaimers  of 

Patent  extensions  granted  during  the  year  1858.     A  list  of 

Patents  for  designs  granted  during  the  year  1858.     A  list  of 

Patents  for  inventions  and  discoveries  issued  during  the  year  1858. 
Description  and  claims  for 

Psients  for  the  year  1858.  Plates  and  illustrations  accompanying 
the  report  of  the  Commissioner  of 

Pstents,  on  agriculture  and  agricultural  statistics  for  the  year  1858. 
Report  of  the  Commissioner  of 

Plj  and  emoluments  of  the  officers  of  the  navy  and  Marine  Corps 
during  the  year  ending  June  30,  1858.    Statement  of  the  .. 

Paymaster  Qeneral  of  the  army,  of  the  operations  of  his  depart- 
ment daring  the  year  ending  June  30,  1858.     Report  of  the. 

F^ymsster  of  the  Marine  Corps  during  the  year  ending  Juoe  30, 
1860.    Estimatesof  the 

Payments  from  the  treasury  from  1840  to  1858.  Letter  of  the 
Secretary  of  the  Treasury,  transmitting  a  statement  of  the  .  . 

i^nitenttary  in  the  IMstrict  of  Columbia  for  the  year  ending  Juno 
30,  18S0.    Estimates  for  appropriations  for  the  support  of  the . 

Penitentiary  in  the  District  of  Columbia  during  the  year  ending 
September  30,  1858.     Annual  report  of  the  Warden  of  the.. 

Pensions  during  the  year  ending  June  30,  1860.  Estimates  for  ap- 
propriatiourt  fur  the  payment  of 

Peninons,  showing  the  operations  of  his  department  for  the  year 
ending  June  30,  1858.     Report  of  the  Commiasione**  of.  .... 


Papen  aeoompanying  the  above  report. 

A. — Tabular  statement  showing  the  number  of  original 
claims  for  army  pensions,  and  applications  for  increase 
of  those  previously  granted,  and  the  aggregate  annual 
amount  of  the  same  in  the  different  States  and 
Territories  for  the  year  ending  June  30,  1858   ...... 
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Pensions — report  Commit^BioDer — papers  accompanying — Continued. 

B. — Tabular  statement  showing  the  amount  of  arrears  of 
pension  allowed  in  the  different  States  and  Territo- 
ries for  the  year  ending  June  30,  1858 

C. — ^Tabular  statement  of  the  number  of  army  pensioners 
on  the  rolls,  and  aggregate  yearly  amount  of  their 
pensions  on  the  30th  June,  1858 

D. — ^T^bular  statement  showing  the  amoumt  paid  to  army 
pensioners  in  the  different  States  and  Territories 
during  the  year  ending  June  30,  1858 

E. — ^Tabular  statement  of  balance  of  funds  in  the  hands  of 
agents  for  paying  army  pensions  in  the  different 
States  and  Territories  on  the  30th  June,  1858 

F. — Tabular  statement,  having  exclusive  reference  to  navy 
pensions,  and  showing — 

1.  The  balances  in  the  hands  of  agents  in  the  several  States 

and  Territories  June  30,  1858 

2.  The  number  and  yearly  amount  of  original  applications, 

and  number  of  claims  for  increase  of  pensions  admit- 
ted during  the  last  fiscal  year 

3.  The'  number  on  the  rolls  in  the  several  States  and  Terri- 

tories June  30,  1858,  and  the  aggregate  amount  of 
their  pcubions - 

4.  The  amount  paid  In  the  several  States  and  Territories 

during  the  year  ending  June  30,  1858 

Peru  during  the  year  ending  September  30,  1858.  Statements  of 
the  commercial  relations  of  the  United  States  with 

Pontifical  States  during  the  year  ending  September  30,  1858.  State- 
ments of  the  commercial  relations  of  the  United  States  with. 

Portugal  during  the  year  ending  September  30,  1858.  Statements 
of  the  commercial  relations  of  the  United  States  with 

Poet  Office  Department  during  the  year  ending  June  30,  1858. 
Letter  of  the  Postmaster  General,  transmitting  a  statement 
of  the  contingent  expenses  of  the 

Post  Office  Department,  for  the 'fiscal  year  ending  June  30,  1860. 
Estimates  of  appropriations  for  the  support  of  the 

Poet  Office  Department  during  the  year  ending  June  30,  1860. 
Statement  of  the  estimates  for  the  support  of  the 

Post  Office  Department  for  the  year  ending  June  30, 1858.  Beport 
of  the  Auditor  for  the ....- - 

Paperi  accompanying  (he  above  rqtort, 

A. — Statement  exhibiting  the  receipts  of  the  Post  Office  De- 
partment   

B. — Statement  exhibiting  the  expenditures  of  the  depart- 
ment  ..... 

C. — Exhibiting  the  revenues  and  expenditures  of  the  several 

States  and  Territories - 

D. — Exhibiting  the  number  of  letters,  circulars,  handbills, 
newspapers,  and  pamphlets  received  and  delivered 
by  *' carriers,"  and  the  amounts  received  for  car- 
riage In  the  several  cities  named  therein 

Nos.  1  to  35.  Tables  exhibiting  In  detail  the  operations  and 

results  of  our  foreigm  mall  service 

Post  offices  during  the  year  ending  September  30,  1858.  Beport  of 
the  engineer  In  charge  of  the  progi*es8  in  the  construction 

of  the - 

Post  offices.     Statement  of  the  appropriation,  cost  of  site,  date  of 

contract,  contract  price,  and  date  of  completion  of  the 

Post  Office  extension  during  the  year  1858.  Report  of  the  engineer 
in  charge  of  the  progress  in  the  erection  of  the.. 
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PoBtmaster  Genera],  of  the  operations  of  his  department  dnring  the 
yeu  ending  June  30,  1858 .    Annual  report  of  the 

Papen  aeampanymg  the  obooe  report. 

Relative  to  express  mail  agents , 

New  York  and  New  Orleans  route. ... ...... 

St,  Louis  and  New  Orleans  mail 

Overland  mall  route 

Tehnantei>ec  route 

Utah  route . .... 

The  expenses  of  the  department. ..... 

Number  of  post  offices 

Transportation  statistics 

Berenue  and  expenditures 

fisdmate  of  receipts  and  expenditures  in  1859 

Ocean  and  foreign  mail  service . .. 

Great  overland  mail 

Beport  of  the  First  Assistant  Postmaster  General,  of  the  mail 

service  abroad  as  in  operation  on  September,  1858 . . 

Amount  paid  for  ocean  steamship  and  foreign  mail  service.. 

Postmaster  General,  for  the  year  ending  June  30,  1858.     Annual 

report  of  the  Second  Assistant ............. ... 

Papen  aecompanymg  the  above  report. 

A. — ^Tableof  mail  service  for  the  year  ending  June  30,  1858. 
B. — Number  of  mail  routes,  mail  contractors,  route  ageots, 
local  agents,  and  mail  messengers,  on  June  30,  1858 
C.  —Mail  service  in  the  States  of  Michigan,  Indiana,  Illinois, 
Wisconsin,  Iowa,  Missouri,  Minnesota,  Kentucky, 
Tennessee,  Alabama,  Mississippi,  Arkansas,  Louisi- 
ana, Texas,  California,  and  the  Territories  of  Oregon, 
New  Mexico,  Utah,  Nebraska,  Kansas,  and  Wash- 
ington  

D. — ^Railroad  service,  as  in  operation  on  the  30th  September, 

1858 

£. — Railroad  service,  as  in  operation  on  the  30th  June,  1858. 
F. — Steamboat  service,  as  in  operation  SOth  September,  1858 
G. — ^Table  showing  the  increase  and  decrease  of  mall  trans- 
portation and  cost  in  each  State  and  Territory  during 

the  year  ending  June  30,  1858 

H. — ^Detailed  statement  of  routes  on  which  improvements 

have  been  made  and  additional  expense  incurred 

Postmaster  General,  transmitting  copies  of  contracts  for  carrying 

the  mails  to  foreign  countries.     Letter  of  the 

Potfrnsster  General,  Attorney  General,  and  Secretary  of  the  Trea- 
sury, as  to  the  condition  of  the  public  buildings  at  Philadel- 
phia.    Beport  of  the 

Postmaster  General,  transmitting  the  annual  report  of  fines  imposed 
upon  and  deductions  from  the  pay  of  mail  contractors.  Let- 
ter of  the - - 

PoSfanaster  General,  transmitting  estimates  for  the  service  of  the 
Post  Office  Department  for  the  fiscal  year  ending  June  30, 

1860.     Letter  of  the 

Postmaster  General,  transmitting  estimates  for  carrying  the  mails 
to  foreign  countries  and  the  Atlantic  and  Pacific  coasts  during 

the  year  ending  June  30,  1860.     Letter  of  the 

PoUmaster  General,  transmitting  a  list  of  clerks  and  other  persons 
employed  in  the  Post  Office  Department,  and  their  compen- 
satioQ,  during  the  year  1858.    Letter  of  the • 
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Poetmaster  General,  transmittiDg  a  Btatement  of  the  oontingent 
expenses  of  the  Post  Office  Department  during  the  year  end- 
ing June  30,  1868.     Letter  of  the 

Postmaster  General,  transmitting  a  statement  of  the  offers  for  carry- 
ing the  mails,  land  and  water  mails  established,  additional 
allowances  made  to  contractors,  and  curtailments  of  mnil 
serrlce  and  pay  ordered  during  the  year  ending  June  30, 
1868.     Letter  of  the 

President  of  the  United  States,  on  the  state  of  the  Union,  with 
accompanying  documents  and  reports.  Annual  message  of 
the 


Vol. 


Part. 


DocumenU  and  rqtorU  aeeom^nymg  ike  above. 

Right  of  search — 

Mr.  Dallas  to  Mr  Casa,  June  8,  1868 

Mr.  Dallas  and  Lord  Malmesbury,  June  8,  1868 ....... 

Earl  of  Malmesbury  to  Lord  Napier,  June  11,  1868 

Mr.  Cass  to  Mr.  Dallas,  June  30,  1868 

Mexican  affairs — 

Mr.  Forsyth  to  Mr.  Caas,  June  17,  1868 

Mr.  Forsyth  to  Sr.  Don  Louis  Cuevas,  June  17,  1868. 

Mr.  Forsyth  to  Mr.  Cass,  June  19,  1868 

Mr.  Cass  to  Mr.  Forsyth,  June  23,  1858 

Mr.  Forsyth  to  Mr.  Cass,  June  26,  1868 

Mr.  Cass  to  Mr.  Forsyth,  June  16,  1868 

Mr.  Forsyth  to  Mr  Cass,  August  12,  1868 

Sr.  De  Castillo  T  Lansas  to  Mr.  Forsyth,  August  10,  1868.. 
Mr.  Forsyth  to  Mr.  Case,  August  31  and  November  22, 1868. 

Mr.  Forsyth  to  Sr.  Castillo  T.  Lansas,  October  20,  1868 

Central  America- 
Mr.  Cass  to  Mr.  Lamar 

Mr.  Lamar  to  Mr.  Cass,  September  29,  1868 

Sr.  Mora  to  Mr.  Lamar,  September  16,  1868 

Mr.  Jerez  to  Mr.  Cass,  October  4,  1868 

Mr.  Lamar  to  Mr.  Cass,  October  28.  1868 

Mr.  Martinez  to  Mr.  Lamar,  September  26,  1868 .. 

African  negroes — 

The  President  to  Mr.  McLain,  September  7,  1868 -- 

Mr.  McLain  to  the  President,  September  8,  1868 

Mr.  Gurley  to  the  President,  November  30,  1868 

Mr  Rainey  to  the  President,  October  23,  1868 

President  of  the  United  States,  transmitting  copy  of  the  treaty  be- 
tween the  United  States  and  the  Kingdom  of  Siam.  Message 
from  the 

President  of  the  United  States,  relative  to  visitation  of  American 
vessels  by  officers  of  the  British  navy.    Message  of  the 

President  of  the  United  States,  relative  to  the  importation  of 
Africans  into  the  State  of  Georgia,  or  any  other  State  of  this 
Union.     Message  of  the .. 

President  of  the  United  States,  transmitting  correspondence  rela- 
tive to  consular  officers  engaged  in  business,  in  violation  of 
the  consular  law  of  1866.     Message  of  the * 

President  of  the  United  States,  transmitting  copies  of  the  instruc- 
tions to  the  commanders  of  the  African  squadron,  since  the 
ratification  of  the  treaty  of  1842.     Message  of  the 

President  of  the  United  States,  transmitting  copy  of  *'  Regulations 
for  the  consular  courts  of  the  United  States  of  America  in 
China."     Message  of  the .. . 

President  of  the  United  States,  transmitting  copies  of  instructions 
to  naval  commanders  in  the  Gulf  of  Mexico.  Message  of 
the 
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President  of  the  United  States,  transmittiDg  copies  of  oorrespond- 
enoe  reUtive  to  the  clearance  of  vessels  at  the  port  of  Mo- 
bile     M^«imge  of  the 
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Ftendent  of  the  United  SUtes,  relative  to  the  post  office  claim  of 
Carmick  and  Ramsey.     Message  of  the ........ ........... 

President  of  the  United  States,  transmittinj?  copy  of  the  letter  of 
Messrs.  R  Johnson  and  Joseph  Williams,  in  relation  to  the 
decision  anon  the  Carmick  and  Ramsev  claim -.-. 

President  of  the  United  States,  of  his  having  transmitted  to  the 
Senate  a  digest  of  the  statistics  of  manufactures,  according 
to  the  returns  of  the  Seventh  Census.     Message  of  the 

President  of  the  United  States,  transmitting  a  statement  of  the  fees 
collected  by  consuls  general,  consuls,  commercial  agents, 
and  consular  agents  for  the  ye^r  1857.     Message  of  the 

Prendent  of  the  United  States,  relative  to  advances  made  by  Gov- 
ernor James  Douglass,  of  Vancouver's  Island.     Message  of 
the 
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ending  June  30,  1858.     Statement  of  the 

Tonnage  and  crews  of  American  and  foreign  vessels  which  entered 
into  the  United  States  from  foreign  countries  during  the 
year  ending  June  30,  1858.    Statement  of  the..... 

Tonnage  and  crews  of  the  American  and  foreign  vessels  which 
cleared  from  each  district  of  the  United  States  for  foreign 
countries  during  the  year  ending  June  30,  1858.  Statement 
of  the .- .....  ......... ..... 

Tonnage  and  crews  of  the  American  and  foreign  vessels  which  en- 
tered each  district  of  the  United  States  from  foreign  coun- 
tries during  the  year  ending  June  30,  1858.  Statement  of  the. 

Tonnage  of  the  several  districts  of  the  United  States  on  June  30, 
1858.     Statement  of  the , 

Tonnage  of  the  United  States,  showing  the  tonnage  employed  in 
the  whale  fishery,  also  the  proportion  of  the  enrolled  and 
licensed  tonnage  employed  in  the  coasting  trade,  cod  fishery, 
mackerel  fishery,  and  whale  fishery,  from  1815  to  1858,  in- 
clusive.    Comparative  view  of  the  registered  and  enrolled.. 
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Trade  of  tho  United  States,  the  countries  of  production  and  ship- 
ment, with  the  value  of  the  articles  imported  during  the 

year  ending  June  30,  1868.    Statement  of  the  indirect 

Treararer  of  the   United  States,  of  the  operations  of  his  office 
during  the  year  ending  June  30,  1858.    Annual  report  fk 

the 

Treasurer  of  the  United  States,  transmitting  a  statement  of  the 
acooonts  of  the  goremment  for  the  year  ending  June  30, 

1858.    Beportof  the 

Tresaory,  for  appropriations,  specific  and  indefinite,  which  may  he 
required  for  the  last  three  quarters  of  the  fiscal  year  ending 
June  30,  1859,  made  hy  former  acts  of  Congress.    Statement 

of  the  Bcgister  of  the 

TnmaTj  Department  during  the  year  ending  June  30,  1860.  Esti- 
mates for  appropriaSons  for  the  support  of  the.. 

Treasnry  during  the  year  ending  June  30,  1860.    Estimates  for 

appropriations  for  the  support  of  the  independent ....... 

TVeasury,  tnosmitting  estimates  for  appropriaUons  for  tho  fiscal 

year  ending  June  30,  1860.    Beport  of  the  Secretary  of  the. 

IVeasary,  on  the  condition  of  the  finances  of  the  government  for  the 

year  ending  June  30,  1858.     Annual  report  of  the  Secretary 

of  the 
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No.  1.  Statement  of  the  receipts  and  expenditures  for  the 
year  ending  June  30,  1858 

No.  2.  Statement  of  the  receipts  and  expenditures  for  the 
quarter  of  the  fiscal  year  1859,  ending  September 
30,  1858 

No.  8.  Statement  exhibiting  the  total  value  of  exports  to 
foreign  countries  for  the  fiscal  year  ending  June 
30,  1858 

No.  4.  Statement  exhibiting  the  value  of  foreign  mer- 
chandise, exclusive  of  specie,  and  specie  imported, 
and  the  value  of  domestic  and  fordgn  mer- 
chandise, exclusive  of  specie,  and  specie  exported, 
during  the  fiscal  years  ending  June  30, 1843-'44- 
'45  and  1846;  also  the  same  exhibits  for  the  fiscal 
yeaiv  ending  June  30, 1847-'48-'49-'50-'51-'52- 
•53-*54-'55-'56  and  1857 

No.  5.  Statement  showing  the  amount  of  public  debt  on 
July  1,  1857;  also  the  amount  of  public  debt  on 
July  1,  1858,  including  treasnry  notes  issued  un- 
der act  of  December  23,  1857 

No.  6.  Statement  exhibiting  the  qdantity  and  value  of  iron 

•    and  steel,  and  manufactures  thereof,  imported  into 

the  United  States  during  the  fiscal  years  ending 

June  30,  1856-'57  and  1858 

No.  7.  Statement  exhibiting  the  value  of  merchandise  im- 
ported during  the  fiscal  years  ending  June  30, 
1856-57  and  1858,  respectively,  with  the  duties 
accruing  thereon;  also  the  value  of  articles  im- 
ported free  of  duty  during  the  same  period,  in- 
cluding those  made  free  by  the  act  of  March  3, 1857. 

No.  8.  Statement  of  the  average  monthly  prices  of  certain 
leading  articles  of  domestic  produce  at  New  York 
for  the  years  ending  June  30,  1856-'57  and  1858. 
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for  the  fiscal  year  ending  June  SO.  1858 

A. — Statement  exhibiting  the  report  of  the  First  Auditor 

on  the  operations  of  his  office..... 

B. — Statement    exhibiting  the  report  of   the  Second 

Auditor  on  the  operations  of  his  office 

C— Statement  exhibiting  the  report  of  the  Third  Auditor 

on  the  operations  of  his  office 

D. — Statement  exhibiting  the  report  of   the  Fourth 

Auditor  on  the  operations  of  his  office 

K— Statement  exhibiting  the  report  of  the  Fifth  Auditor 

on  the  operations  of  his  office.. 

F.— Statement  exhibiting  the  report  of  the  Sixth  Auditor 

on  the  operations  of  his  office.. ....... 

Q.-— Statement  exhibiting  the  report  of  the  First  Comp- 
troller on  the  operations  of  his  office ...••.. 

H. — Statement   exhibiting  the  report  of   the  Second 

Comptroller  on  the  operations  of  his  office 

I. — Statement  exhibiting  the  report  of  the  Commiasiooer 
of  Customs  on  the  operations  of  his  office........ 

J.— statement  exhibiting  the  report  of  the  Treasurer  on 

the  operations  of  his  office..... 

K. — Statement  exhibiting  the  report  of  the  Solicitor  of 

the  Treasury  on  the  operations  of  his  office 

L. — Statement  exhibiting  the  report  of  the  Register  of 

the  Treasury  on  the  operations  of  hit  office 

No.  12.  Statement  exhibiting  the  report  of  the  Supenrising 

Inspectors  of  steamboats 

No.  13.  Statement  exhibiting  the  report  of  the  Light-house 

Board 

No.  14.  Statement  exhibiting  the  amount  due  under  treaties 
with  various  Indian  tribes,  payable  on  time...... 

No.  15.  Statement  exhibiting  the  amount  of  stock  held  in 
trust  by  the  United  States  for  the  Chickasaw  na- 
tional fund  and  Smithsonian  Institution 

No.  16.  Stotement  exhibiting  balances  of  various  other  trust 

funds 

No.  17.  Statement  exhibiting  the  gold  and  silver  coinage  at 
the  mint  of  the  United  States,  annually,  from  its 
establishment  in  1792,  and  including  the  coinage 
of  the  branch  mints  and  the  assay  office  (New 
York)  from  their  organintion  to  September  30, 
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No.  18.  Statement  exhibiting  the  amount  of  coin  and  bul- 
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over  exportation,  and  of  exportation  over  importa- 
tion, during  the  same  years 

No.  19.  Statement  exhibiting  the  gross  value  of  exports 
and  imports  from  the  beginning  of  the  govern- 
ment to  June  30,  1858 , 
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tion each  year ............. . 

Ko.  21.  Statement  exhibiting  the  revenue  collected  from 
the  beginning  of  the  goyemment  to  June  80, 
1868,  under  the  eereral  heads  of  customs,  pub- 
lic lands,  and  miscellaneous  sources,  including 
loans  and  treasury  notes ;  also  the  expenditures 
during  the  same  period,  and  the  particular  tariff, 
and  price  of  lands  under  which  revenue  from 

these  sources  was  collected •••. 

No.  22.  Statement  exhibiting  the  value  of  manufiurtured 
articles  of  domestic  produce  exported  to  foreign 
countries  from  June  30,  1846,  to  June  SO,  1858.. 
Ko.  23.  Statement  exhibiting  the  value  of  foreign  merchan- 
dise imported,  re* exported,  and  consumed  an- 
nually, from  1821  to  1858,  inclusive ;  and  also 
the  estimated  population  and  rate  of  consump- 
tion, jwr  arpda,  during  the  same  period 

Ko.  24.  Statement  exhibiting  the  total  value  of  imports 
and  the  imports  consumed  in  the  United  States, 
exclusive  of  specie,  daring  each  fiscal  yiar,  from 
1821  to  1868  ;  showing  also  the  value  of  foreign 
and  domestic  exports,  exclusive  of  specie,  and 
the  tonnage  employed  during  the  same  periods.. 
No.  25.  Statement  exhibiting  a  summary  view  of  the  ex- 
ports of  domestic  produce,  &c.,  of  the  United 
States,  annually,  from  1847  to  1858,  inclusive... 
Ko.  21.  Statement  exhibiting  the  value  of  certain  articles 
imported  annually  from  June  SO,  1844,  to  June 
SO,  1868,  (after  deducting  re-exportations,)  and 
the  amount  of  duty  accrued  on  each  during  the 

same  periods  respectively 

Ko.  27.  Statement  exhibiting  the  value  of  foreign  merchan- 
dise and  domestic  produce  exported  annually 

from  1821  to  1858,  incluttve 

Ko.  28.  Statement  exhibiting  the  quantity  of  wine,  spirits, 
&c.,  imported  annually  from  1843  to  1858,  In- 
clusive........ .. ........... .... 

No.  29.  Statement  exhibiting  the  value  of  imports  annually 

from  1821  to  1858 ■ 

No.  30.  Statement  exhibiting  the  value  of  dutiable  mer- 
chandise re-exported  annually  from  1821  to  1858, 
inclusive ;  also  the  value  re-exported  from  ware- 
house, under  act  of  August  6,  1846 

Ko.  31.  Statement  exhibiting  the  aggregate  value  of  bread- 
stuffs  and  provisions  exported  annually  from 

1821  to  1858 

Ko.  32.  Statement  exhibiting  the  quantity  and  value  of 
cotton  exported  annually  from  1821  to  1858,  In- 
durive,  and  the  average  price  per  pound... .... 

Ko.  83.  Statement  exhibiting  the  quantity  and  value  of 
tobacco  and  rice  exported  annually  from  1821  to 
1858,  Inclurive 
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Ko.  84.  Statement  exhibitlog  the  value  of  iron  and  mann- 
fiustnrea  of  iron,  and  iron  and  steel,  steel,  wool 
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and  linen  &brics,  hemp  and  mannfActares  of 
hemp,  manila,  son,  and  other  hemps  of  India, 
and  silk  and  worsted  goods,  imported  from  and 
exported  to  foreign  ooontries  from  1840  to  1868, 
inclnstve,  and  also  showing  the  domestic  exports 
of  like  Miicles  ftw  the  same  periods..... 

Ko.  8ft.  Statement  exhibiting  the  Talne  of  iron  and  iron 
and  steel,  steel,  sugar,  wines,  and  all  other 
fiihrics  of  which  wool,  cotton,  silk,  flax,  or  hemp 
is  a  component  part,  imported  annually  from 
1847  to  1868,  inclusive,  with  the  duties  which 
accrued  therepn  during  each  year,  respectively, 
and  brandies  for  the  years  1866-57  and  1868... 

Ko.  86.  Statement  exhibiting  the  exports  to  and  imports 
from  Canada  and  other  British  pooessions  in 
Korth  America  from  July  1,  1861,  to  June  30, 
1868 

Ko.  87.  Statement  exhibiting  the  amount  of  goods  in  ware- 
house on  July  1,  1857,  and  on  the  first  of  eadi 
succeeding  month  until  June  30,  1868 

Ko.  88.  Statement  exhibiting  a  synopsis  of  the  returns  of 
the  banks  in  the  different  States  at  the  dates 
annexed 

Ko.  89.  Statement  exhibiting  a  comparative  view  of  the 
condition  of  the  banks  in  different  sections  of 
the  Union  in  1854-'65, 1855-'56,  1856-'67,  and 
1857-'58 

Ko.  40.  Statement  exhibiting  a  general  statement  of  the 
condition  of  the  banks,  according  to  returns 
dated  nearest  to  January  1,  1858 

Ko.  41.  Statement  exhibiting  a  comparative  view  of  the 
condition  of  the  bankt  of  the  United  States, 
according  to  returns  nearest  to  January  1, 1834, 
1835,1836,1837,  1838,  1889,  1840,  1841,1842, 
1848, 1844, 1846,  1846, 1847,  1848,  1849, 1850, 
1851,1854,1855,1856,1867,  and  1858 

Ko.  42.  Statement  exhibiting  tbe  amount  of  moneys  in  the 
United  States  treasury,  amount  of  drafts  out- 
standingf  amount  subject  to  draft,  amount  of 
receipts,  and  amount  of  drafts  paid,  as  shown  by 
the  Treasurer's  weekly  exhibits  rendered  during 
the  fiscal  year  ending  June  80,  1858 

Ko.  43.  Statement  exhibiting  the  value  of  exporta  of  tbe 
growth,  produce,  and  manufiM^ure  of  the  United 
States  during  the  fiscal  year  ending  June  30, 
1858 

Ko.  44.  Statement  exhibiting  the  report  of  the  Board  of 
Commissioners  appointed  by  the  Secretary  of  the 
Treasury  upon  life  and  surf  boats 

Ko.  45.  Statement  exhibiting  the  annual  expense  of  erect- 
ing light-bouses  and  supporting  tbe  light-house 
system  since  the  creation  of  the  Light- house 
Board,  and  also  the  expense  for  the  same  number 

of  years  preceeding  its  establishment 

Treasury,  transmitting  a  statement  of  the  receipte  and  expenditures 

of  the  government  for  the  year  ending  June  80,   1858. 

Letter  of  the  Secretary  of  the 
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June  30,  1858.  Statement  of  the  number  of  American  and 
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of  the  United  States  during  the  year  ending  June  30, 1858. 
Statement  of  the  number  and  class  of 

Yessels  built,  and  the  tonnage  thereof,  in  the  several  States  and 
Territories  of  the  United  States,  from  1815  to  1858,  inclu- 
sive.    Statement  showing  the  number  and  class  of , 
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VI.  — STEAM    AND    GAS   ENGINES. 


No.  19,601. — Joseph  Wood  and  H.  N.  Winans,  of  Jersey  City, 
N.  J. — Improvemeni  in  Steam  Boilers, — Patent  dated  March  9, 1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  interposition  of  the  diaphragm  reflector  A  between  the 
flues  and  the  exhaust,  for  the  purpose  of  protecting  the  exhaust  from 
the  draught,  and  for  reflecting  the  heat  back  to  the  head;  the  whole  con- 
structed and  arranged  substantially  as  described. 

No.  19,621. — Abner  Clark,  of  Fort  Des  Moines,  Iowa. — Improve- 
m/ent  in  Steam,  Boilers. — Patent  dated  March  16,  1858. — This  inven- 
tion cousistB  in  a  certain  arrangement  of  tubular  water  and  steam 
spaces,  water  walls  and  connexions  in  a  steam  boiler,  to  obtain  a  very 
extensive  heating  surface  and  economize  the  fuel,  and  at  the  same 
time  insure  a  periect  circulation  of  the  water. 

The  inventor  says :  I  do  not  claim  broadly  the  employment  of  a 
series  of  pipes  for  heating  the  water  and  collecting  the  steam. 

Nor  do  I  claim  broadly  the  heating  of  the  feed  water  by  the  escap- 
ing products  of  combustion ;  but  the  special  arrangement  of  parts 
shown  and  described  I  believe  to  be  new. 

I  claim  a  steam  boiler  having  its  walls  A  B,  tubular  water  and 
steam  spaces  C  C  D  D,  the  cylindrical  steam  chamber  I,  tubes  E  H, 
connecting  elbows  F  G,  and  feed  water  pipes  and  boxes;  all  arranged 
and  combined  as  shown  and  described,  for  the  purposes  specified. 

No.  19,669. — Heney  Whinfield,  of  New  York,  N.  Y. — Improvement 
in  Steam  Boilers. — Patent  dated  March  16,  1858. — The  nature  of  this 
invention  consists  in  forming  a  steam  boiler  with  the  fire  box  B,  with 
one  or  more  longitudinal  tubes  or  flues  E,  longitudinal  tubes  or  flues 
F,  and  vertical  tubes  or  flues  G,  all  connected  together  and  to  the 
sides,  ends^  and  bottom  of  the  shell  A  of  the  boiler,  as  shown  in  the 
engravings. 

Claim. — The  arrangement  of  the  longitudinal,  latitudinal,  or 
transverse,  and  vertical  fire  tubes  or  flues,  as  set  forth. 

No.  20,167. — Jambs  Montgomery,  of  Brooklyn,  N.  Y. — Improve- 
Weill  in  Steam  Boilers. —Patent  dated  May  4,  1858.— The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and 
^graving. 

The  inventor  says :  I  do  not  claim  vertical  tubes  in  boilers  con- 
nected with  water  spaces  above  and  below,  except  under  an  arrange- 
ment like  that  set  forth,  viz :  Where  the  lower  water  space  is  imme- 
diately over  the  fire,  and  the  draught  of  the  furnace  returns  over  said 
■pace  and  among  the  tubes,  as  set  forth. 
I        That  is  to  say,  I  daim  the  arrangement  of  the  series  of  tubes  placed 

Vol.  ii 1 


2  YL — STEAM  AND  GAS  ENGINES; 

Terticallj  or  nearly  so  between  an  upper  and  a  lower  and  connecting 
Tertical  water  spaces,  when  said  lower  water  space  is  made  directly 
over  the  fire  chamber  and  the  draught  is  returned  over  said  lower  space  [ 
and  among  the  vertical  tubes,  as  set  forth. 

^  Second.  And  I  also  claim  the  arrangement  of  the  shield  plate,  in 
combination  with  and  interposed  between  the  crown  sheet  of  the  fur- 
nace and  the  lower  ends  of  the  series  of  water  tubes,  substantially  aa 
and  for  the  purpose  specified. 

No.  20,319. — Georgb  W.  Barnett,  of  Springfield,  Ohio. — Improve- 
ment in  Steam  Boilers. — Patent  dated  May  25,  1858. — ^The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — In  combination  with  a  furnace  arranged  centrally  within 
the  boiler  A,  the  smoke  flues  G  and  exhaust  pipes,  when  so  arranged 
that  the  smoke  and  waste  heat  of  the  furnace,  as  also  the  exhaust 
steam,  shall  be  conducted  together  downward  through  the  water  in, 
the  boiler  in  the  same  pipes,  lor  the  purposes  set  forth. 

No.  20,802. — Alonzo  R.  Ketchum,  of  Buffalo,  N.  Y. — Improvement 
in  Steam  Boilers. — Patent  dated  July  6,  1858. — The  nature  of  this 
invention  relates  to  the  construction  of  one  common  fire  and  combus^ 
tion  chamber  centrally  within  the  boiler,  and  the  relative  arrange- 
ment of  the  several  furnaces  and  registers  in  reference  thereto  ;  into 
which  fire  chamber  the  flames,  smoke,  and  gas,  from  the  several  fur- 
naces are  discharged  for  the  purpose  of  intensifying  and  retaining 
the  heat  therein,  and  consuming  the  gas  and  smoke  therein. 

Claim. — The  construction  and  arrangement  of  the  interior  fire 
chamber  C,  relatively  to  the  furnaces  A  A,  &c.,  and  the  registers 
B  hj  &c.,  for  the  purposes  substantially  as  set  forth. 

No.  21,017. — Orrin  Newton,  of  Pittsburg,  Pa. — Improvement  m 
Steam  Boilers. — Patent  dated  July  27,  1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says  :  I  am  aware  that  superheated  steam  has  oftet 
been  used  ;  but  as  I  do  not  design  by  my  invention  to  superheat  steamy 
nor  to  make  any  chemical  change  whatever  in  the  steam  itself,  bd 
merely  to  fit  it  for  exerting  its  lull  power  when  it  reaches  the  cylindei 
of  the  steam  engine,  by  previously  subjecting  it  after  it  leaves  the  prinoi 
generator  to  a  sufficient  degree  of  heat  to  expand  the  steam,  and  coB 
vert  into  steam  any  water  or  watery  vapor  which  has  passed  with  i 
from  the  prime  generator,  anhydrating  and  expanding  without  super 
heating  it,  I  therefore  do  not  claim  the  use  of  superheated  steam 
nor  any  apparatus  for  superheating  it. 

But  I  daim  the  mode  described,  or  its  equivalent,  producing  a  mo^ 
perfect  calorification  and  expansion  of  the  steam  after  it  leaves  tb 
prime  steam  generator,  and  before  it  enters  the  cylinders  of  the  steac 
engine,  by  means  of  two  or  more  steam  chambers  h  A,  constructed  a 
described,  separate  from  the  boiler  a,  and  heated  by  hot  air  from  tb 
furnace ;  the  steam  thus  anhydrated  passing  to  the  cylinder  of  tb 
engine  from  one  of  these  separate  chambers,  while  the  steam  in  th 
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No.  21,040. — Joseph  WnrrMORBy  of  Lowel,  Massaclmgetts. — Alarm 
Gauge  for  Steam  Boilers. — Patent  dated  July  27,  1858. — To  insare 
the  rise  of  the  valve  E  to  its  seat,  a  rod  L^  is  fastened  to  the  top  thereof, 
which,  passing  out  of  the  top  of  the  whistle,  is  attached  to  a  spring 

5  which  draws  the  valve  E  to  its  seat  as  soon  as  the  contraction  of  the 
spring  allows  it  to  rise.  The  thumb  nut  N  on  the  end  of  this  rod  se- 
cures the  spring  in  place,  and  also  serves  as  a  means  bj  which  the 
rod  L  may  oe  secured  more  or  less  into  the  bottom  of  the  brass  piece 
M,  thereby  making  the  action  of  the  spring  E  K^  on  the  valve  E 
adjustable. 

Claim. — The  combination  of  the  steam  whistle  W,  valve  E,  rod  L, 
spring  K  K^,  and  its  connexions,  and  box  D,  when  used  in  connexion 
with  a  steam  boiler  for  the  purposes  and  substantially  as  set  forth. 

No.  21,003. — Zalmon  L.  Jacobs,  of  Hebron,  Conn. — Apparatus  for 
Regulating  the  Supply  of  Water  to  Steam  Boilers. — Patent  dated  July 
27,  1858. — This  invention  consists  in  constructing  and  arranging  an 
apparatus  whereby  the  flow  of  fluid  from  a  reservoir  B  to  a  vessel  A 
below  it  is  automatically  adjusted  to  the  varying  requirements  of  the 
latter  vessel. 

The  inventor  says :  I  daim^  first,  the  combination  of  a  chamber  C, 
having  alternate  communication  with  a  reservoir  to  receive  a  fluid, 
and  a  Doiler  or  other  vessel  in  which  to  deliver  it,  causing  the  fluid, 
when  it  rises  to  the  desired  height  in  the  latter  vessel,  to  check  the 
passage  o^  air  and  other  aeriform  bodies  to  the  aforesaid  chamber, 
and  thereby  to  regulate  automatically  the  flow  of  fluid  from  said 
chamber,  substantially  in  the  manner  set  forth. 

Second.  I  claim  the  movable  pipe  L,  or  its  equivalent,  in  oombi'^ 
nation  with  the  vessel  A,  for  the  purpose  of  changing  the  line  s,% 
which  the  fluid  is  to  be  sustained  in  the  boiler  or  vessel  A,  as  described^ 

Third.  I  claim  the  ring  D  and  the  plug  0,  when  constructedy 
combined,  and  operated  in  the  manner  and  for  the  purpose  describeda 

No.  20,477. — George  Brodib,  of  Little  Rock,  Ark, — Improvemed 
in  Apparatus  for  Supplying  Waier  to  Steam  Boilers. — Patent  dated 
June  8,  1858. — The  oDJect  of  this  invention  is  to  gradually  supply 
st^am  boilers  with  water  equal  at  all  times  to  the  amount  evaporatel 
and  used,  so  that  the  water  within  the  boiler  will  be  constantly  kepi 
at  a  given  height. 

Claim. — The  arrangement  and  combination,  as  shown  and  described, 
of  the  cylinder  A,  cylinders  B  B,  pisitons  D  D  E  E,  and  cisterns  C  Q 
for  the  purposes  set  forth. 

No.  22,271. — JanbH.  Lloyd,  of  Philadelphia,  Pa.,  executrix  of  Ric» 
ARD  L.  Llotd,  deceased,  late  of  said  Philadelphia,  assignor  to  OsoROi 
T.  Parry,  of  said  Philadelphia. — Device  for  Preventing  Explosions  ti 
Steam  Boilers. — Patent  dated  December  7,  1858. — This  inventioi 
consists  in  placing  within  a  steam  boiler  a  metallic  conductor  madi 
to  communicate  with  the  outside,  for  the  purpose  of  maintaining  aai 
electrical  equilibrium  between  the  inside  of  the  boiler  and  the  outsidi 
thereof^  and  thus  preventing  the  explosion  of  the  boiler  when  thi 
water  becomes  low  and  the  plates  undulv  heated. 
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Claim. — As  tte  invention  of  the  said  Richard  L.  Lloyd,  placing 
within  a  steam  boiler  a  metallic  conductor,  arranged  to  commu- 
nicate with  the  outside  of  the  said  boiler  substantially  in  the  manner 
set  forth,  in  order  to  maintain  an  electrical  equilibrium  between  the 
inside  of  the  boiler  and  outside  thereof,  or  with  any  matter  surrounding 
or  in  connexion  therewith ,  for  the  purpose  specified. 

No.  20,380.— Leonabi>  Thorn,  of  New  York,  N.  Y.—Feed  Regu- 
laior  for  8Uam  fotfer^.— Patent  dated  May  25,  1858  —The  nature 
and  object  of  this  invention  will  be  understood  by  examining  the 
claim  and  engravings. 

The  inventor  says :  I  do  not  claim  to  h&ve  invented  the  combination 
of  a  cock  and  float  to  regulate  the  supply  of  water  to  a  boiler. 

But  I  daim  making  the  stem  or  arm  of  a  hollow  float  G-,  which  is 
applied  to  the  cock  in  the  manner  described,  with  a  passage  through 
it,  connecting  with  a  passage  leading  through  one  end  of  the  plug  B 
of  the  cock,  and  thereby  forming  a  communication  from  the  interior 
of  the  float  to  the  atmosphere,  for  the  purpose  set  forth. 

No.  22,284. — Jacob  Frick,  of  Philadelphia,  Fa.—rlmprovemerU  in 
Feed-  Water  and  Blow-Off  Apparai^ua  for  Steam  Boilers. — Patent  dated 
December  14,  1868. — This  invention  relates  to  an  improvement  in  the 
feed  and  blow-off  apparatus  patented  March,  1856,  and  consists  in 
combining  with  this  apparatus  an  air  vessel  with  cocl^s  and  branches, 
affording  a  means  of  throwing  a  jet  of  water  to  any  part  of  a  building, 
so  that  the  instrument,  in  addition  to  the  advantages  described  in  the 
above  mentioned  patent,  becomes  available  for  extinguishing  fires  as 
well  as  for  supplying  water  to  different  apartments  for  manufacturing 
and  other  purposes. 

(72a$in.— Combining  an  air  vessel,  having  cocks  and  branches  ar- 
ranged substantially  as  herein  described,  with  the  feed  and  blow-off 
apparatus,  for  which  letters  patent  of  the  United  States  were  granted 
to  me  on  March  18,  1856,  in  the  manner  and  for  the  purpose  specified. 

No.  22,169. — F.  P.  DiMPFBL,  of  Philadelphia,  Pa. — Improvement 
in  Furnaces  for  Steam  Boilers. — Patent  dated  November  30,  1858  ; 
patented  in  England  May  24,  1856. — This  invention  consists  in  pas- 
sing in  atmospheric  air  through  openings  through  the  water  spaces  ; 
and  in  distributing  air  through  guarded  openings,  so  that  the  streams 
of  air  may  be  deflected,  heated,  and  diffused  over  a  larger  surface  of 
heated  products  of  combustion ;  also  that  the  passages  for  the  air 
shall  not  be  clogged. 

The  inventor  says  :  I  claim  the  passages  through  the  water  spaces 
entering  the  combustion  chamber  or  extension  of  the  furnace,  as  de- 
scribed. 

I  also  claim  the  means,  substantially  as  described,  for  providing  for 
the  perfect  consumption  of  the  finer  particles  of  fuel  and  products  of 
combustion,  as  set  forth. 

No.  20,840.— Hrnry  Tatbs,  of  Brantford,  Canada.— Improvement  in 
Furnaces  of  SUam  BoOers.— Patent  dated  July  6,  1858.— This  in- 
vention has  for  its  object  to  economize  fuel  and  prevent  the  falling  of 
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coals  and  brands  upon  the  woodwork,  either  of  the  bridges  or  the 
permanent  roadway,  and  also  to  increase  the  water  space  heating 
surface  of  the  furnace. 

The  inventor  says  :  I  daim  the  perforated  metal  cone  H,  in  combi- 
nation with  the  tight  furnace  bottom,  operating  in  the  manner  sub- 
stantially as  set  forth. 

2d.  And  in  combination  with  the  above,  I  claim  the  damper  Y, 
operating  in  the  manner  substantially  as  set  forth. 

3d.  I  also  claim  the  water  heater  I  I^,  in  combination  with  the 
perforated  metallic  cone  and  damper,  constructed  and  arranged  in  the 
manner  specified. 

No.  21,013. — James  Montoob£brt,  of  Brooklyn,  N.  T. — Improvement 
in  Orates  for  Steam  Boilers.— Fatent  dated  July  27, 1858.— The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  am  aware  that  boilers  have  been  constructed 
in  the  manner  of  two  horizontal  tubular  boilers  placed  back  to  back 
with  one  smoke-box  common  to  both,  and  with  the  grates  of  the  two 
connected  so  as  to  appear  as  one  grate  for  the  two  series  of  flue  tubes, 
and  with  a  door  at  each  end.  But  this  mode  of  construction  does  not 
present  the  mode  of  operation  which  I  have  invented  and  claim  as  my 
invention;  for  each  half  of  the  grate  belongs  to  and  acts  in  connexion 
with  its  appropriate  set  of  flue  tubes  as  in  two  separate  boilers,  and  the 
products  of  combustion  from  the  coals  on  one  end  of  the  grate  cannot 
be  made  to  pass  over  the  other  end  of  the  grate. 

I  daim  combining  with  a  boiler  formed  with  a  series  of  vertical  water 
tubes,  and  the  flue  space  i  among  the  said  tubes  communicating  with 
the  fire  chamber  at  one  end  only,  substantially  as  described,  a  grate 
made  the  whole  or  nearly  the  whole  length  of  the  boiler,  and  with  the 
fire  door  at  each  end,  substantially  as  and  for  the  purpose  specified. 

No.  19,568. — William  Kemblb  Hall,  of  West  Hoboken,  New  Jer^ 
sey. — Safety  Apparattis  for  Steam  Boilers. — Patent  dated  March  % 
1858. — The  claim  and  engravings  will  explain  the  nature  of  this  in- 
vention. 

The  inventor  says :  I  am  aware  that  Cadwallader  Evans,  in  April 
1839,  invented  an  arrangement  by  which  the  melting  of  a  plug  allowed 
the  steam  to  escape,  and  caused  a  weight  to  fall  and  open  a  cock,  b) 
which  water  from  a  reservoir  might  extinguish  the  fire ;  that  Joht 
P.  Bakewell,.in  December,  1839,  patented  an  apparatus  by  which  thi 
steam  only  was  blown  from  the  boiler  on  the  melting  of  a  plug  ;  an< 
that,  in  May,  1855,  A.  M.  Glover  proposed  an  apparatus  by  which  ai 
over  pressure  of  steam,  when  the  boiler  had  a  full  supply  of  water 
would  force  some  of  the  water  into  the  furnace,  and  when  the  wate: 
became  low,  in  such  a  case^  would  permit  the  escape  of  steam^  tho 
occasioning  in  various  ways  the  premature  escape  of  steam,  whici 
my  apparatus  is  designed  to  prevent,  and  which,  in  many  instance! 
seems  to  have  been  the  final  link  in  the  chain  of  circumstances  lead 
ing  to  the  apprehended  disaster. 

'    But  I  dain  the  combination  of  a  valve,  fusible  metal,  and  intei 
vening  elastic  substance,  and  a  pipe  leading  from  the  lower  part  c 
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the  boiler,  as  described,  by  which  the  water  may  first  be  discharged 
from  a  boiler  when  dangerously  overheated,  and  employed,  if  desiredy 
to  extinguish  the  fire. 

No,  21,991. — Francis  Siebbins,  of  Hinsdale,  New  Hampshire. — 
Safety  Apparatus  for  Steam  Boilers. — Patent  dated  November  2, 1858. 
A  is  a  steam  boiler,  carrying  a  standard  B  for  supporting  the  shaft 
or  fulcrum  of  a  tilting  lever  C.  On  one  arm  of  said  lever  a  hollow 
globe  or  vessel  D  is  fixed,  while  the  opposite  arm  G  of  the  lever  car- 
ries a  ball  £  of  greater  weight  than  the  vessel  D,  or  of  such  weight 
as  to  be  capable  of  depressing  that  arm  of  the  lever  to  which  it  is  at- 
tached, and  elevating  the  other  arm  and  the  vessel  D,  whenever  the 
latter  is  empty  of  water. 

The  shaft  a  of  the  lever  should  be  tubular,  and  have  two  pipes  fg 
leading  out  of  it,  one  being  led  into  the  upper  part  while  the  other  is 
led  into  the  lower  part  of  the  vessel  D 

The  inventor  says:  I  am  aware  that  it  is  not  new  to  so  com- 
bine a  vessel  with  a  boiler  and  an  alarm  or  signal  apparatus  that 
such  vessel,  when  the  water  in  the  boiler  may  be  above  its  lowest  safe 
water  level,  shall  be  kept  filled  with  water  by  the  pressure  of  the 
steam,  and  when  such  water  may  fall  below  such  level  of  safety  such 
▼esflel,  by  the  entrance  of  steam  into  it,  shall  be  emptied  of  its  water, 
and  thereby,  by  the  abstraction  of  the  weight  of  water  from  such 
vessel,  the  alarm  or  signal  apparatus  shall  be  put  in  operation ;  and 
therefore  I  do  not  claim  such.  Although  I  maintain  this  principle  of 
operation  in  carrying  out  my  invention,  I  effect  an  important  and 
valuable  improvement,  as  my  invention  rests  on  an  improved  mode  or 
means  of  carrying  out  such  principle,  and  consists  in  an  arrangement 
of  pipes,  with  respect  to  the  vessel  and  boiler,  whereby  the  steam  and 
water  passages  are  entirely  separate  from  one  another,  so  that  the 
water  does  not  hinder  or  obstruct  the  passage  of  the  steam  from  the 
boiler  to  the  vessel  D,  one  not  having  to  rush  directly  by  and  in  con- 
tact with  the  other  while  the  steam  may  be  flowing  into  the  vessel  D 
of  the  safety  apparatus.  Furthermore,  my  arrangement  presents 
other  advantages,  as,  by  means  of  it,  the  safety  apparatus  is  entirely 
out  of  the  boiler,  and  is  not  liable  to  be  injuriously  affected  by  the 
foaming  of  the  water  in  the  boiler. 

I  daim  the  improved  safety  apparatus  as  specified,  or  the  above 
described  arrangement  of  the  two  separate  steam  pipes  /A,  the  two 
separate  water  pipes  g  t,  and  tubular  shaft  a,  together  and  with  re- 
spect to  the  boiler  A,  the  vessel  D,  and  its  loaded  level  0,  and  so  as 
to  enable  the  whole  to  operate  substantially  in  manner  as  explained. 

No.  22,178.— HiBAM  H.  Havens,  of  New  York,  N.  Y.— Improved 
Sediment-UoUector  for  Steam]  Boilers. — Patent  dated  November  {30, 
1858. — This  invention  is  intended  for  collecting  the  sediment  at  or 
near  the  surface  ot  the  water  in  a  vessel  that  contains  water  in  a  com- 
paratively quiescent  state. 

Claim. — The  vessel  a,  fitted  with  a  blow-off  pipe,  in  combination 
with  the  rings  ee,  or  their  equivalents,  presenting  alternate  horizontal 
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edges  and  openings  from  the  lowest  water  guage  or  level ,  for  the  pur- 
poses as  specified. 

No.  20,398. — Thomas  P.  Aebrs,  of  Lexington,  Missouri. — Tdepjuy- 
mc  Indicator  for  Steam  Boilers. — Patent  dat-ed  June  1,  1858. — With 
this  invention  the  fall  of  the  water  in  steam  boilers  to  a  dangerous 
point  will  always  be  made  known  to  the  engineer,  as  the  very  falling 
of  the  water  insures  the  opening  of  a  safety-valve  and  the  escape  and 
contact  of  steam  with  an  alarm  whistle.  The  same  arrangement  also 
enables  the  engineer  to  convey,  by  telephonic  signals,  the  &ct  that  all 
is  ready  for  starting,  or  any  other  facts  which  are  necessary  to  avoid 
mistakes  and  accidents.  It  likewise  affords  facilities  ior  examining 
the  working  condition  of  the  alarm,  and  thus  avoids  any  danger  from 
the  same  not  being  in  proper  working  condition. 

The  inventor  says :  I  daim,  first,  giving  the  peculiar  specified  form 
to  the  bracket  B  on  which  the  float  C  C^  is  suspended,  for  the  purposes 
set  forth. 

Second.  The  precise  manner  specified  of  connecting  the  valve  D 
with  the  float  stem  C^  by  means  of  a  lower  extension  screw-tapped 
stem  /,  oblong  slot  g,  and  adjustable  screw  nut  A,  for  the  purposes  set 
forth. 

Third.  Having  the  upper  extension  or  stem/^  of  the  valve  extend 
up  nearly  through  the  alarm  whistle  standard  E,  in  combination  with 
the  providing  of  a  set  or  valve-opening  screw  F  in  the  upper  end  of 
scud  standard  E,  and  a  valve-closing  spring  G*  on  the  lower  extension 
or  stem  /of  the  valve,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,686. — Levi  E.  Lincoln,  of  Lowell,  Massachusetts. — /m- 
proved  WcUer  Alarm  for  Steam  Boilers. — Patent  dated  October  5, 
1868. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says :  I  daimy  first,  the  application  of  an  alarm  whistle 
exclusively  to  the  water  space  of  a  steam  boiler  to  obtain  controlling 
motive  power,  in  conjunction  with  an  application  exclusively  to  the 
steam  space  of  said  boiler  to  obtain  warning  or  acoustic  power. 

Second.  The  application  of  a  self-adjusting  valve  to  the  stem  of  a 
steam  whistle  in  manner  such  that  a  current  may  be  intercepted 
thereby. 

Third.  The  application  to  a  whistle  of  a  metallic  tube  or  pipe  in 
such  manner  that,  unexpanded^  it  shall  be  pendent  from  the  whistle, 
and  that  by  expansion  and  contraction  it  shall  have  the  office  to  effect 
the  operation  of  the  whistle. 

Fourth  The  application  of  a  set  screw,  or  mechanical  equivalent,  to 
an  expansive  tube  in  such  manner  that  the  effective  expansion  and 
contraction  of  said  tube  may  be  prescribed  thereby. 

Fifth.  The  application  of  a  whistle  to  its  support,  standard,  or 
framework,  in  such  manner  that  the  whistle  shall  be  suspended  from 
said  framework  by  that  portion  of  itself  which  extends  upward  from 
its  bell. 

Sixth.  The  holding  of  a  valve-aeat  in  position  for  its  valve,  by  pen- 
dulous attachment^  by  suspension. 


10  YI. — 8TBAM  AND  OAS  ENGINES.  * 

The  inventor  says :  I  cZatm,  first,  arranging  all  the  parts  necessa- 
rily employed  in  generating  and  working  gaseous  vapor  within  a  tight 
chamber  which  is  supplied  with  oil,  hot  air,  or  other  suitable  heating 
medium,  substantially  as  and  for  the  purposes  set  forth. 

Second.  The  employment,  in  combination  with  the  above  named 
tight  chamber,  of  the  combined  arrangement  of  fire-flues,  smoke-stack, 
circulating  coil,  boilers,  vapor  chest,  and  cylinder,  for  accomplishing 
the  objects  above  specified,  substantially  as  set  forth.  ' 

No.  20,613. — Gbohge  Ambrose,  of  New  York,  N.  Y. — Improved 
Reciprocating  Rotary  Engine. — Patent  dated  June  22,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  bays :  I  daim  the  arrangement  and  combination  in  a 
rotary  engine  in  the  manner  specified  of  the  following  peculiar  features, 
to  wit:  First.  A  stationary  axle  A,  furnished  with  two  ports  C  C^ 
one  answering  as  the  supply  and  the  other  as  the  exhaust  to  a  series 
of  cylinders ;  said  ports  being  separated  by  a  transverse  S-shaped 
partition  1,  so  that  the  steam  shall  be  received  at  one  end  of  the  axle 
and  exhausted  through  the  other. 

Second.  A  series  of  revolving  cylinders  D  D  D  D  D^,  with  pistons 
whose  rods  have  friction  rollers  4  4  on  their  outer  ends. 

Third.  An  annular  grooved  eccentric  rim  F,  which  has  an  inner 
and  outer  bearing  for  said  friction  rollers  of  the  piston  rods. 

Fourth.  Two  cut-off  slides  7  7* ;  one  arranged  at  the  supply  and  the 
other  at  the  exhaust  port  of  the  hollow  axle  and  intermediate  between 
the  revolving  hub  D^  of  the  steam  cylinders  and  said  stationary  hol- 
low axle,  for  the  purpose  of  regulating  the  admission  of  steam  to  and 
the  escape  of  the'  same  from  the  cylinders,  as  may  be  desirable  or 
necessary.  All  of  the  above  parts  being  for  united  use  and  the  pur- 
poses set  forth. 

No.  19,100. — Lewis  Peter,  of  Gnadenhutten,  Ohio. — Improvement 
in  Rotary  Steam  Engines, — Patent  dated  January  12, 1858. — In  figure 
1,  t.he  engine  is  represented  as  turning  towards  the  left  hand ;  to  reverse 
the  motion,  it  is  necessary  to  change  the  position  of  steam  valve  2  and 
lever  L.  The  force  or  power  of  the  engine  is  gained  by  the  steam  act- 
ing against  the  abutment  J  and  the  sliding  heads  T. 

Claim, — The  movable  inclines  N  and  springs,  or  their  equivalents, 
to  operate  upon  the  sliding  pistons  of  the  engine,  as  described,  and 
for  the  purpose  set  forth. 

No.  19,247. — Levi  F.  Gobbn,  of  Spring  Hill,  Missouri. — Improve^ 
ment  in  Rotary  Steam  Engines, — Patent  dated  February  2,  1858. — 
This  invention  has  reference  to  the  ingress  and  egress  of  steam,  and 
to  the  point  of  resistance  of  the  steam.  A  main  shaft,  B  cylinder,  and 
C  solid  cylinder.  It  is  secured  to  the  shaft  A,  and  by  its  movement 
rotates  the  shaft. 

Claim. — The  double-branched  sliding  abutment  D,  roller  F,  flanged 
wheel  £S  stud  ty  arm  Z,  and  oscillating  valve  stem  P,  constructed, 
arranged,  and  operating  relative  to  each  other^  substantially  as 
specified. 
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No.  19,537. — Alfred  Arnold,  of  New  York,  N.  Y .—Improvements 
in  Notary  Steam  Engines.— P^kteni  dated  March  9,  1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2atm,  first,  the  hovelled  periphery  of  the 
wheel  A,  whereby  the  steam  expends  its  force  on  the  faces  of  the 
notches  while  being  divided  and  passed  away  from  the  resisting  surface 
of  the  wheel. 

Second.  The  steam  chest  D,  with  its  several  perforations,  as  de- 
scribed. 

Third.  The  combination  of  the  valve  F  and  steam  chest  D  with  the 
wheel  of  a  percussion  engine,  whereby  the  power  of  the  engine  may 
be  decreased  without  decreasing  the  velocity  and  density  of  the  steam 
applied,  substantially  as  described  and  for  the  purpose  specified. 

No.  19,697. — Jabibs  B.  Groombs,  of  Carmichael's,  Pennsylvania. — 
Improvement  in  Botary  Engines. — Patent  dated  March  23,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  make  no  claim  to  the  radial  piston  attached 
to  the  shaft,  as  equivalent  devices  are  well  known.  Neither  do  I  claim 
the  introduction  and  exit  of  the  steam  through  the  shaft. 

But  I  daim  the  flanged  cylinders  a  a,  encasing  the  shaft  at  its  trans- 
rerse  perforations  t  c,  and  packed,  as  described,  between  the  flanges 
and  the  cylinder  heads,  in  combination  with  the  steam  channels  e  and 
d  of  the  shaft,  and  the  induction  and  eduction  pipes  D  and  E  com- 
municating with  the  annular  spaces  between  the  flanges  of  the  cylin- 
ders, the  whole  operating  as  set  forth. 

No.  19,967. — Levi  Matthews,  of  Antrim,  Ohio,  assignor  to  Him- 
aelf  and  J.  K.  Andrews,  of  said  Antrim. — Improvement  in  Botary 
Steam  Engines. — Patent  dated  April  13, 1858. — This  improvement  has 
reference  to  that  class  of  rotary  engines  in  which  the  steam  is  confined 
in  a  close  and  rigid  chamber,  and  acts  on  a  solid  and  inflexible  surface, 
and  makes  its  escape  by  confined  passages,  so  that  its  full  efiect  may 
be  obtained  in  useful  work. 

The  inventor  says :  While  not  claiming  as  new,  or  broadly,  a  hinged 
connexion  of  the  piston  with  the  revolving  or  driving  ring,  by  jointed 
attachment  or  attachments, 

I  do  daimy  as  both  new  and  useful,  hinjging  the  circular  piston  B 
at  its  centre  to  the  outside  driving  ring  D,  by  means  of  a  rigid  arm 
or  piece  r  orojecting  from  said  ring  into  the  annular  steam  channel 
of  the  cylinder,  as  and  for  the  purpose  set  forth. 

No.  21,494. — John  Hartban  and  Ezra  Harthan,  of  Timbersbrook, 
England. — Improved  Botary  Steam  Engine. — Patent  dated  September 
14,  1858. — This  invention  relates  to  a  system  or  mode  of  obtaining 
motive  power  by  the  aid  of  a  rotary  engine  of  a  peculiar  construction, 
which  may  be  worked  either  by  steam  or  compressed  air,  whereby  the 
direct  pressure,  in  conjunction  with  the  reactive  force  of  the  propel- 
ling medium,  is  made  available. 

The  inventors  say :  We  are  aware  that  rotatory  engines,  consisting 
of  wheels  having  a  number  of  projections  formed  or  fitted  upon  their 
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peripheries,  and  actuated  by  the  impingeiuent  of  steam  or  air  against 
such  peripheral  projections  or  chambers,  have  long  been  known  in 
this  country,  and  therefore  we  lay  no  claim  to  the  principle  of  such 
arrangement.  We  may  also  observe  that  we  do  not  confine  or  restrict 
ourselves  to  the  precise  details  or  arrangements  which  we  have  had 
occasion  to  describe  or  refer  to,  as  variations  may  be  made  therefrom 
without  deviating  from  the  principles  or  main  features  of  our  said  in- 
vention. 

But  we  claim,  first,  the  system  or  mode  of  obtaining  motive  power 
by  causing  steam  or  air  to  impioge  upon  a  series  of  chambers  with 
curved  bottoms  arranged  around  a  wheel  at  or  near  the  periphery 
thereof,  as  described. 

Second.  The  general  constructions  and  arrangements  of  machinery 
or  apparatus  for  obtaining  motive  power,  as  described. 

No.  20,136. — Daniel  Babnum,  of  Jersey  City,  New  Jersey. — Im- 
provement  in  Sleam  Engines. — Patent  dated  May  4,  1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — I  claim  combining  with  an  air  pump  of  a  marine  engine 
an  independent  or  separate  suction  pipe  connecting  the  hold  of  the 
vessel  with  the  air  pump  directly,  and  not  through  the  channel  way 
or  condenser,  such  pipe  being  connected,  and  the  combination  Ymng 
substantially  such  as  is  set  forth. 

No.  20,782. — John  Ericsson,  of  New  York,  N.  Y. — Improvement 
in  Steam  Engines. — Patent  dated  July  6,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

Claim. — The  arrangement  of  the  two  cylinders  a  6  in  such  manner 
that  their  base  or  bottom  ranges  with  a  plane  which  passes  through 
the  axis  of  the  propeller  shaft,  or  nearly  so,  in  combination  with  a 
system  of  rock  shafts  e  /,  crank  levers,  and  connecting  rods,  so  pro- 
portioned, applied,  and  arranged,  that  the  use  of  a  driving  crank  I 
on  the  propeller  shaft,  of  greater  length  than  half  the  stroke  of  the 
piston,  is  permitted,  and  that  the  connecting  rods  will  operate  nearly 
at  right  angles  to  each  other,  and  will  be  in  line  with  each  other  at 
the  termination  of  each  stroke  of  either  piston,  substantially  as  set 
forth. 

No.  21,059. — Henrt  Blakdy  and  FaEDiaiicai:  I.  L.  Blandt,  of  Zanes- 
ville,  Ohio. — Improvement  in  Steam  Engines. — Patent  dated  August 
3, 1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

Claim. — The  application  to  portable  steam  engines  of  a  hollow 
continuous  bed  plate  2,  in  the  manner  substantially  as  described,  for 
the  support  and  attachment  of  the  operative  parts  of  the  engine, 
whereby  the  latter,  in  working,  is  rendered  independent  of  the  con- 
traction and  expansion  of  the  former,  and  the  boiler  1  relieved  from 
the  direct  strain  of  the  engine,  as  set  forth. 

No.  21,165. — John  J.  O.  Collins,  of  Philadelphia,  Pennsylvania, 
assignor  to  Himself,  Williah  A.  Rhodes,  and  Thomas  Drake,  of  said 
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Philadelpliia. — Imfirovemmt  in  Steam  Engines. — Patent  dated  August 
10, 1858. — The  objects  of  this  invention  are  economy  of  fuel,  by  using 
the  same  steam  over  and  over  again,  and  the  avoidance  of  the  usual 
cumbrous  boiler  arrangement.  The  claim  and  engravings  explain 
the  nature  of  this  invention. 

The  inventor  says :  Without  claiming  broadly  the  superheating  of 
steam  prior  to  its  admission  to  the  cylinder  of  a  steam  engine,  I  daim 
combining  together,  for  joint  action,  a  cooler,  regenerator^  and  steam 
engine,  when  the  said  regenerator  is  constructed  and  operated  sub- 
stantially in  the  manner  set  forth,  and  when  it  is  furnished  with  the 
devices  specified,  or  any  equivalent  to  the  same,  by  means  of  which  it 
receives  a  supply  of  steam  from  the  coolers,  retains  it  until  it  is  super- 
heated, and  delivers  it  to  the  engine  at  intervals  regulated  by  the 
movements  of  the  latter. 

No.  21,907. — 0.  A.  ScHULTZ,  of  New  York,  N.  Y. — Improvement 
in  Steam  Engines. — Patent  dated  October  26,  1858. — In  operating 
this  invention  the  revolving  cam  wheel  M  will  make  the  same  revolu- 
tions as  the  crank  shaft  G,  by  means  of  bevel  wheels  0  0  and  revolv- 
ing shaft  N,  and  the  same  will  open  and  shut  the  valve  H  by  means  of 
opening  cams  c  c  and  cut-off  cams  d  d.  The  cams  c  e  and  d  d  operate 
the  valve  H  by  coming  in  contact  with  the  friction  rollers  p  p  on  valve 
stem  E.  The  governor  P  is  attached  to  socket  L,  to  regulate  the 
speed  of  the  engine. 

The  inventor  says :  I  claim  the  revolving  cam  wheel  M,  with  the 
opening  cam  c  c  and  adjustable  cut-off  cams  d  d,  constructed  as 
described. 

Second.  I  claim  the  socket  L  with  guide  rods  e  e. 

No.  22,200. — Rupus  Pobtbr,  of  Washington,  District  of  Columbia. 
— Improvement  in  Steam  Engines. — Patent  dated  November  30, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  furnishing  steam  engine  cylinders  with 
balance  valves  E  F,  combined  with  lifting  shafts  G,  and  so  arranged 
that  both  induction  and  eduction  valves  communicate  with  the  same 
port,  substantially  as  described. 

I  also  claim,  in  combination  with  balanced  valves,  arranged  as  de- 
acribed,  so  connecting  the  induction  valves  E  to  a  governor,  by  an 
arrangement  of  mechanism  substantially  as  described,  that  the  said 
induction  valves  shall  be  so  regulated  by  the  governor  as  to  admit 
into  the  cylinder  such  quantities  of  steam  as  shall  be  required  to 
mmintain  a  proper  and  uniform  motion  of  the  engine. 

No.  20,533. — Jacob  Widmbr,  of  New  Haven,  Connecticut,  assignor 
to  Himself  and  Howard  Gilbert,  of  said  New  Haven. — Improve- 
mmi  in  Uie  Mode  of  Applying  the  Power  of  the  Steam  Engine. — Patent 
dated  June  8, 1858. — This  improvement  consists  in  so  arranging  and 
connecting  a  double-toothed  rack  (2,  cams  B  6,  levers  h  A,  and  grooves 
6,  with  gear  wheels,  that  the  levers,  cams,  and  grooves  will  cause 
the  rack  to  act  alternately  upon  the  two  gear  wheels  in  such  a  manner 
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as  essentially  to  cause  the  full  force  of  steam  on  the  piston  to  be  given 
off  to  the  machinery,  &c.,  at  all  points. 

The  inventor  says:  I  daim,  first,  the  combination  of  the  rack  d 
with  the  cams  B  B  and  grooves  b,  when  constructed,  arranged,  and 
made  to  produce  the  result,  substantially  in  the  manner  set  forth. 

Second.  I  also  claim  the  combination  of  the  levers  h  and  h  with 
the  rack  d  and  cams  g  and  B  B,  when  the  whole  is  constructed, 
arranged,  and  made  to  operate  substantially  as  described. 

No.  19,057. — Adam  Wood,  of  Pittsburg,  Pennsylvania. — Improve- 
ment in  Oscillating  Steam  Engine, — Patent  dated  January  5,  1858. — 
D  is  the  valve  by  which  the  induction  and  eduction  of  the  steam  is 
effected  ;  said  valve  extending  across  the  interior  of  the  steam  chest, 
and  fitting  to  two  seats  e  c^,  in  which  are  ports  d  d^.  The  valve  is 
made  entirely  hollow,  with  three  arms  f  /^  f*j  two  of  which  /*/* 
are  faced  to  fit  the  seat  e^,  and  the  other  /  is  faced  to  fit  the  seat  c. 
These  arms  have  each  one  port  communicating  with  the  hollow 
interior  of  the  valve ;  the  said  ports  corresponding  in  size  with  the 
ports  d  d^  in  the  steam  chest,  and  occupying  such  a  position  relatively 
to  the  axis  of  oscillation,  that  the  oscillation  of  the  cylinder  will  bring 
the  port  g  of  the  arm  /  into  communication  with  the  port  d,  which 
acts  for  the  purpose  of  exhausting  the  steam  from  the  cylinder  through 
the  interior  of  the  valve. 

The  inventor  says :  I  do  not  claim  the  exhaustion  of  the  steam 
through  the  valve. 

Nor  do  I  claim  broadly  the  attachment  of  the  steam  chest  to  the 
cylinder  to  oscillate  therewith,  and  operate  in  combination  with  a 
stationary  valve. 

I  daim  the  employment  of  a  treble-armed  centrally  balanced  valve 
D,  as  described. 

No.  19,464. — John  S.  Bardbn,  of  New  Haven,  Connecticut,  assignor 
to  Himself  and  Aaron  W.  Rockwood,  of  Boston,  Massachusetts. — Im- 
proved Oscillating  Steam  Engine — Patent  dated  February  28,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventor  says :  I  do  not  claim  applying  the  cylinder  and  the 
steam  chest  of  a  steam  engine  together  in  such  manner  that  the 
cylinder  may  turn  on  the  steam  chest. 

Nor  do  I  claim  confining  them  together  under  such  circumstances 
by  means  of  an  arched  bar  or  stfap  to  extend  or  turn  around  or  slide 
on  a  semi-cylindric  surface  of  the  same  radius  as  that  of  the  curved 
outer  surface  of  the  steam  chest,  such  being  shown  in  the  drawings  of 
letters  patent  granted  to  me  by  the  government  of  the  United  States 
of  America,  and  numbered  14,335  and  18,718. 

But  I  daim  combining  with  the  semi-cylindrical  steam  chest  H  and 
the  yoke  or  bar  I,  substantially  innnanner  as  specified,  a  small  rocker 
bearing  J9,  socket  o,  and  spaces  q  q,  arranged  between  or  with  respect 
to  the  valve  chest  and  bar  essentially  as  set  forth. 

I  also  claim  the  above  described  arrangement  of  the  induction  and 
eduction  chambers  and  their  ports  in  the  semi-cylindric  steam  chest. 
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I  also  claim  the  application  and  arrangement  of  the  two  separate 
rotary  cut-offs  r  r  within  the  induction  chamber  d  and  with  respect  to 
its  two  sub-ports  h  i,  as  specified. 

I  also  claim  the  combination  of  mechanism  for  operating  the  two 
cut-offs,  the  same  consisting  of  the  secondary  crank  M,  the  slotted 
rocker  lever  L,  the  cranks  S  8,  and  the  connexion  bar  K,  or  its 
mechanical  equivalent. 

I  also  claim  applying  the  wrist  of  the  secondary  crank  M  to  the 
wrist  of  the  primary  cranky  so  that  the  former  may  be  adjustable 
with  respect  to  the  axis  of  the  primary  crank,  as  and  for  the  purpose 
specified. 

Uo.  21,873. — ^EzRA  CoPB,  of  Cincinnati,  Ohio. — Improved  Steam 
Pumping  Engine, — Patent  dated  October  26,  1858. — The  nature  of 
this  improvement  consists  in  the  arrangement  of  a  single  trunnion, 
having  both  st^am  and  water  passages  therein  and  gaide  rods  to  con- 
nect the  piston  rods  of  two  cylinders  to  oscillate  thereon ;  and  the 
arrangement  of  the  escape  steam  passages  to  intervene  and  separate 
the  steam  and  water  passages  to  prevent  condension  of  the  supply 
steam. 

The  inventor  says :  I  daim  the  arrangement  of  the  water  passages 
both  in  one  trunnion,  and  guide  rods,  to  complete  an  independent 
pumping  engine. 

I  further  claim  arranging  the  escape  steam  passage  to  separate  the 
steam  supply^  and  water  passages  to  prevent  condensation  of  the 
supply  steam,  all  substantially  as  and  for  the  purposes  set  forth. 

No.  19,715. — Thomas  Rogers,  of  Philadelphia,  Pennsylvania. — /m- 
provemeni  in  Revolving  Cylinder  Steam  Engines, — Patent  dated  March 
23,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  do  not  claim  the  arrangement  of  ports  and 
passages  for  the  induction  and  eduction  of  steam. 

But  I  daim  the  two  L-sfaaped  stationary  hollow  steam  heads  0  D 
C^  D^ ,  applied  and  arranged  substantially  as  described,  to  constitute 
stationary  journals  for  the  two-hubbed  drum  or  fly-wheel  E  and  bear- 
ings for  the  cylinder  journals,  while  they  also  constitute  valves  for 
the  induction  and  eduction  of  the  steam,  substantially  as  described. 

No.  19,098.— Nahum  8.  0.  Perkins,  of  Norwalk,  Ohio.— Valve 
Arrangement  for  Steam  Engines. — Patent  dated  January  12,  1858. — 
The  claim  and  engravings  describe  the  nature  of  this  invention. 

Claim. — The  arrangement  of  the  reciprocating  driving  lever  F  to 
the  lap  valve,  when  permanently  geared  with  the  piston  rod  c  of  the 
engine,  so  as  to  have  a  constant  motion  with  it  in  a  direct  and  positive 
manner,  as  shown  and  described ;  lap  controlling  valve  G  permanently 
linked  or  geared  thereto,  for  like  continuous  operation  ;  and  indepen- 
dent, intermittent  piston  or  pressure-driven  main  valve  or  valves 
R  RS  for  operation  together  relatively  to  each  other  and  the  engine 
piston,  as  specified. 
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No.  21,911. — Thomas  Stewart,  of  Philadelphia,  Pennsylvania. — 
ImprovemerU  in  Applying  Power  to  the  Cromks  of  Engines. — Patent 
dated  October  26, 1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

Claim. — Keeping  the  piston-rod  F  at  rest  whilst  the  crank  E  makes 
about  one-fourth  of  its  revolution  on  each  opposite  Iside  of  an  imaginary 
line  passing  across  the  centre  of  the  said  crank's  shaft  at  right  angles 
with  another  such  line  passing  through  the  axis  of  the  piston-rod,  the 
same  being  effected  by  means  of  the  yoke  D,  or  its  equivalent,  con- 
structed so  as  to  operate  substantially  in  the  manner  and  for  the 
purpose  described. 

No.  21,789. — Wallace  Wells,  of  New  York,  N.  Y. — Improved 
Construction  of  Cylinders  and  Pistons  for  Pumps  and  Steam-Engines. — 
Patent  dated  October  12,  1858. — The  cylinder  is  constructed  without 
heads,  and  has  three  pistons,  the  two  end  pistons  B  B  being  connected 
together  by  rods  r  r  working  through  the  middle  piston  C  at  points 
opposite  the  centre.  The  middle  piston  has  a  rod  s  working  through 
the  centre  of  the  piston.  The  latter  has  two  connecting  rods  D  D  of 
equal  length  attached  at  points  opposite  its  centre  and  connecting  with 
one  arm  E  of  the  lever.  The  upper  end  of  the  rod  of  the  middle 
piston  has  a  connecting  rod  G  connecting  with  the  other  arm  H  of  the 
lever. 

Claim. — The  improved  mode  described  of  constructing  the  cylinders, 
pistons,  and  their  connexions,  for  steam-engines,  and  applying  steam 
thereto,  and  of  constructing  the  cylinders,  pistons,  and  their  con- 
nexions, in  fire-engines,  pumps,  and  other  machines  using  cylinders 
and  pistons. 

No.  19,220.— Norman  W.  Wheeler,  of  New  York,  N.  Y.— 
Arrangement  of  Passages  and  Valves  for  Cushioning  the  Piston  af 
Steam-Engines. — Patent  dated  January  26,  1858. — The  nature  of  this 
invention  consists  in  arranging  check-valves  F  and  Q  in  passages 
which  open  into  the  steam  cylinder  within  the  piston-stroke,  so  that 
live  steam  from  behind  the  piston,  near  the  end  of  a  stroke,  pass^ 
into  the  clearance  before  the  piston  and  into  the  side  pipe  and  spaces 
connected  therewith,  thus  arresting  the  motion  of  the  piston,  partially 
balancing  the  main  valves,  and  filling  the  dead  space  of  the  engine 
with  steam  which  would  otherwise  be  lost. 

Claim. — Arranging  the  check-valves  in  the  steam  passages  for 
cushioning  the  piston,  and  balancing  the  steam-valves  with  steam 
taken  from  behind  the  piston,  substantially  as  set  forth. 

No.  19,154. — AuGUSTiN  P.  Samuel,  of  New  York,  N.  Y. — Improve^ 
ment  in  Cut-off's  for  Steam-Engines. — Patent  dated  January  19, 
1858. — Motion  is  given  to  the  pieces  q  ty  being  the  movable  parts  ol 
the  helical  curves,  by  the  right  and  left  screw  u  v  working  the  rodfl 
1  and  2,  thus  pushing  and  pulling  the  curves  q  and  t.  The  screw 
I*  t;  is  worked  by  a  small  crank  e^,  or  by  regulators  or  governors. 

Claim. — The  adjustable  bars  q  tj  making,  with  the  helical  slot  in 
the  rock-shaft  plate  y,  an  uniform  curve,  arranged  substantially  as 
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described,  within  or  in  connexion  with  such  helical  curve  or  slot  in 
each  rock  shaft  y,  for  varying  the  cut-off,  as  above  set  forth. 

No.  21,399. — Jacob  Widmer,  of  New  Haven,  Connecticut,  assignor 
to  Himself  and  Howard  Gilbert,  of  said  New  Haven. — Improved 
OtU^jf  for  5ifcain-^ngnne».— Patent  dated  August  31,  1858.— This 
improvement  consists  in  so  constructing  and  arranging  the  two  cams, 
one  permanently  fixed  on  the  hollow  shaft,  of  sufficient  extent  from 
the  centre  of  the  shaft  to  open  the  steam  port  to  its  iuU  extent 
at  each  half  revolution ;  and  the  other  cam  so  adjustable  by  the 
operation  of  the  governor^ only  as  to  cut  off  the  steam  at  anv  desired 
portion  of  the  stroke,  so  as  to  preserve  a  uniform  motion  of  the  piston 
of  the  engine  by  the  operation  of  the  steam  only,  without  reference  to 
the  fire  or  throttle-valves. 

Claim. — The  combination  of  the  bevel  gear-pinion  J,  operated  by 
the  endless  chain  L  and  rod  M,  with  the  bevel  gear  wheel  H,  with  its 
cam  G,  when  the  whole  is  constructed,  arranged,  and  made  to  produce 
the  result  substantially  as  described. 

No.  22,344. — John  Brouohton,  of  New  York,  N.  Y. — Improved 
Cut-ofGear  for  Steam-Enginea. — Patent  dated  December  21, 1858.— 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim ^  first,  the  combination  of  the  two  rock- 
shafts  H  H,  their  arms  N  N,  the  vibrating  links  0  O,  the  rods  L  L, 
and  the  lifters  M  M,  the  whole  applied,  substantially  as  described,  to 
operate  upon  a  tappet  or  tappets  on  the  valve-stem  E  or  its  equivalent, 
for  the  i>urpo8e  ol  lifting  the  valve,  and  subsequently  tripping  it  by 
the  continued  and  inherent  motion  of  the  lifters. 

Sr'oond.  In  combination  with  the  above  specified  lifting  and  tripping 
mechanism,  I  claim  the  combination  of  the  pendulous  rods  B  B,  the 
toggle-links  S  8,  and  the  slide  T,  or  their  equivalents,  connecting 
with  a  governor  or  other  means  of  adjusting  the  same  to  vary  the 
positions  of  the  centres  of  motion  c  c,  substantially  as  described,  for 
the  purpose  of  varying  the  point  of  cutting  off  the  steam. 

No.  22,361.— P.  W.  Oatjbs,  D.  B.  Frasbr,  and  Thomas  ChalmbrS)  of 
Chicago,  Illinois. — Improvement  in  Gut-off  Oear  for  Steam-Enginea. — 
Patent  dated  December  21,  1858. — This  invention  consists  in  a  novel 
construction  of  two  sliding  toe-pieces,  and  a  mode  of  applying  the 
same  to  a  rocking  frame  operated  by  the  steam-engine,  in  conu^ina^- 
tion  with  a  double  lifter  attached  to  the  stem  of  the  cut-off  valve  and 
with  a  governor,  or  other  regulating  apparatus,  to  produce  and  vary 
the  action  of  the  cut-off  for  the  purpose  of  controlling  the  speed  of  the 
engine. 

Vlaim. — The  two  sliding  toe-pieces  L  L,  constructed  as  described, 
and  applied  within  the  rocking  frame  J,  to  operate  substantially  as 
described,  in  combination  with  the  double  lifters  Gee,  attached  to 
the  valve  stem,  and  with  a  stud  and  roller  j  i,  or  thoir  equivalent, 
connected  with  a  governor,  or  otherwise  made  movable.. 
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No.  19,890.— SosB  WuKANS,  of  Baltimore,  Md. — Improvement  in 
GrcUes  for  Steam- Engines. — Patent  dated  April  6,  1858. — The  claim 
and  eDgraviDgs  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  grate  of  a  locomotive  engine,  com- 

Eoeed  of  a  series  of  narrow  sections  O^  each  containing  two  or  more 
ars  and  supports  therefor,  the  sections  and  their  supports  being  con- 
structed and  arranged  substantially  as  set  forth,  to  permit  each  section 
to  be  rocked  independently  of  the  other  by  means  of  a  hand  lever 
applied  outside  of  the  fire-box,  as  set  forth. 

I  also  claim  the  construction  of  the  series  of  bars  of  the  grate  and 
the  bearer  for  supporting  the  same,  as  described,  so  that  any  member 
of  the  series  may  be  rocked  upon  two  axes,  without  contracting  the 
narrowest  part  of  the  spaces  between  it  and  the  adjacent  stationary 
members  of  the  series,  as  described. 

No.  19,888. — Eoss  Winans,  of  Baltimore,  Md. — Improvement  in 
Pifttons  for  Steamr-Enginea. — Patent  dated  April  6,  1858, — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  combination,  substantially  as  set  forth,  of  self-setting 
packing  that,  unaided  by  the  skill  of  the  engineer,  will  adjust  itself 
into  close  contact  with  the  cylinder,  and  bear  against  the  same  with 
the  proper  force;  means  for  binding  this  packing  firmly  in  place 
when  it  has  set  itself  out,  and  for  slackening  it  again  when  necessary 
to  allow  it  to  rest  itself;  and  means  by  which  the  packing  can  be 
easily  loosened  and  tightened  without  removing  the  cylinder  head, 
whereby  the  packing  of  the  piston  of  a  locomotive  can  be  adjusted 
better  and  in  less  time  than  by  any  combination  previously  invented. 

No.  19,''34. — Addibon  Crosby,  of  Fredonia,  N.  Y. — Improvement  in 
Variable  CtU-fffs  Jor  Steam-i^nginea.  —  Patent  dated  January  19, 
1H68. — The  nature  of  this  invention  is  explained  by  the  engravings 
and  claim. 

The  inventor  says :  I  am  aware  that  hollow  valves  have  been  before 
employed  upon  the  back  of  a  sliding  valve,  and  therefore  1  do  not 
claim  broadly  the  employment  of  hollow  valves,  except  as  described. 

I  daim  the  arrangement  of  the  two  hollow  plug  cut-off  valves  in  a 
double  chambered  valve  box  D  D,  which  has  a  sliding  movement  on 
the  back  of  the  main  valve,  for  the  purpose  of  opening  and  closing  the 
said  valves,  to  admit  and  cut  off  the  steam,  by  means  of  toe-pieces  t  i, 
or  their  equivalents  attached  to  the  latter,  coming  in  contact  with 
suitable  pieces  within  the  steam  chest,  substantially  as  described. 

No.  22,189.— EicHARD  L.  Mills,  of  Lancaster,  Ohio. — Improved 
Gauge  Cock. — Patent  dated  November  30,  1858. — This  invention 
consists  in  a  certain  arrangement  of  two  conical  valves  on  a  screwed 
stem,  in  combination  with  a  femal'j  screw  and  a  certain  arrangement 
of  two  conical  seats  within  the  cock,  whereby  all  packing  for  the  stem 
is  dispensed  with,  and  yet  the  escape  of  steam  around  the  stem,  when 
the  cock  is  open,  is  effectually  dispensed  with. 

Claim. — The  arrangement  and  combination  of  the  lining  tube  C 
and  the  cap  £  containing  the  adjustable  seats  eg,  with  the  double 
stem  D,  as  and  for  the  purposes  shown  and  described. 
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No.  20,726. — Alkxandbr  Miller,  of  Cleveland,  Ohio. — Improved 
Gauge  Cock  and  Alarm  Whistle,— PAient  dated  June  29,  1858. — This 
invention  consists  of  a  steam  whistle  A  A^,  of  the  usual  form  of  con- 
struction, and  is  inserted  into  a  boiler  above  high  water  mark,  and 
so  arranged  in  relation  to  its  valve  that  the  steam  is  allowed  to  escape 
as  soon  as  the  water  falls  below  the  point  of  safety. 

The  inventor  says:  I  am  aware  that  a  steam  whistle  has  been  so 
combined  with  a  valve  and  with  a  float,  that  when  the  water  in  the 
boiler  becomes  low  the  descent  of  the  float  will  operate  the  valve 
and  allow  steam  to  escape  to  the  whistle  and  give  alarm,  and  it  is 
upon  this  combination  that  my  improvement  bears ;  but  I  do  not 
claim  to  have  inveuted  the  combination  nor  the  means  or  devices 
irrespective  of  their  arrangement  by  and  under  which  such  combi- 
nation msy  be  made  useful,  and  therefore. 

What  1  €laim  is,  the  described  arrangement  of  the  steam  alarm 
whistle  and  gauge  cock,  with  the  jointed  lever  H  m  »,  when  constructed 
and  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  20,861. — Joshua  Lowb,  of  New  York,  N.  Y.,  assignor  to  Him- 
self and  Daiobl  Barnum,  of  Jersey  City,  N.  J. — Improved  Magnetic 
Sleam  Gauge. — Patent  dated  July  6,  1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says  :  I  am  aware  that  air  and  mercury  have  heretofore 
been  combined  and  used  in  tight  isolated  or  separate  chambers  to  make 
pressure  gauges,  but  not  in  combination  with  a  self  adjust! n£r  magnet 
and  traversing  needle.  I  am  aware  also  that  magnets,  dial  plates, 
and  needles,  have  been  used  in  combination^  but  not  in  a  tight, 
isolated  chamber  separated  from  the  steam  boiler  or  other  means  of 
making  pressure,  or  for  the  purpose  of  marking  or  indicating  either 
pressure  within  a  boiler  or  a  vacuum  in  a  condenser.  I  therefore  do 
not  claim  either  of  these  except  as  herein  specified  and  for  the  purposes 
named.  > 

But  I  claim  the  construction  of  a  polar  magnet  with  one  arm  or 
pole  larger  than  the  other,  so  that  the  enlarged  pole  will  float  on  the 
surface  of  the  mercury,  whether  the  lesser  pole  be  immersed  or  not, 
whenever  the  said  magnet  is  placed  within  a  chamber  filled  or  par- 
tially filled  with  mercury,  and  hung  on  pivots  a  in  the  centre,  thus 
making  a  self-adjusting  movable  magnet,  capable  of  being  used  as  a 
floating  magnet  within,  in  a  small  tight  chamber^  substantially  as 
described  and  shown. 

I  claim,  also,  th^  combination  of  a  floating  masrnet,  a  magnetic 
needle,  and  a  dial  or  index  plate  6,  forming  one  side  of  an  isolated 
tight  chamber^  and  with  mercury  and  air  within  said  chamber  or  their 
equivalents,  for  the  purpose  of  making  a  magnetic  pressure  gauge, 
substantially  as  described  and  shown. 

I  claim,  also,  the  combination  of  a  floating  magnet  d,  a  magnetic 
needle,  and  a  dial  or  index  plate,  forming  one  side  of  an  isolated 
tight  chamber,  and  with  mercury  or  other  fluid  within  said  chamber, 
for  the  purpose  of  making  a  magnetic  vacuum  gauge,  substantially 
as  described  and  shown. 
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No.  20,848. — William  C.  Grimes,  of  Philadelphia,  Pa.,  assignor 
to  David  Matthew,  of  Philadelphia  aforesaid. — Improved  Pressure 
Oauge. — Patent  dated  July  6,  1858. — ^The  claim  and  engravings  will 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  well  aware  that  pressure  gauges  with 
parallel  glass  tubes  B^  (?  and  siphon  tubes  indicating  pressure  by  a 
column  of  mercury  and  compressed  air  have  been  used  ;  but  they  have 
no  such  effect  as  mine,  and  I  do  not  wLsh  to  be  understood  as  claiming 
any  such  arrangement. 

but  I  do  daim  the  peculiar  construction  of  a  mercurial  pressure 
gauge,  having  two  concentric  glass  tubes,  so  proportioned  to  each 
other  and  the  reading  scale  as  to  produce  the  necessary  space  to  re- 
gister the  units  and  tens,  and  make  them  more  uniform  and  legible, 
substantially  as  set  forth. 

No.  19,731. — Franz  Bubcele,  of  Boston,  Massachusetts,  assignor 
to  Edward  H.  Ashcroft^  of  said  Boston. — Improvement  in  Steam 
Gauges. — Patent  dated  March  23,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  so  attaching  the  piston  to  an 
elliptic  spring  that  such  piston  shall  be  wholly  supported  by  such 
spring,  either  with  or  without  contact  of  the  piston  with  the  sides  of 
the  passage  or  space  within  which  the  piston  may  move. 

Nor  do  I  claim  connecting  one  end  only  of  the  piston  to  the  spriug. 

Nor  do  I  claim  supporting  one  end  of  a  rod  by  a  set  of  radial  bars 
or  toggles,  while  its  other  end  is  supported  by  a  spring,  and  the  rod 
is  carried  through  a  tube,  as  shown  m  the  drawings  of  No.  13,917  of 
United  States  patents  ;  for,  in  my  mode  of  supporting  the  piston  and 
keeping  it  from  contact  with  the  sides  of  the  passage  through  which 
it  extends,  the  radial  disk-spring  not  only  performs  the  function  of 
supporting  the  elastic  diaphragm  and  centralizing  the  piston,  but 
that  of  a  spring,  to  draw  the  latter  downward  under  any  relaxation 
of  the  pressure  of  the  steam. 

Nor  do  I  claim  the  employment  of  a  collapsible  hollow  spring,  or 
combination  of  concavo-convex  springs,  and  tifieir  application  to  their 
case  or  frame,  and  a  pitman,  as  shown  in  Orantoff  &  Albright's 
gauge,  as  described  in  the  London  '^  Mechanics'  Magazine,"  vol.  66, 
page  269,  wherein  the  collapsible  spring  operates  by  the  lateral  con- 
traction on  raising  the  pitman.  The  upper  spring  of  the  piston  of  my 
improved  gauge  operates  by  latitudinal  extension  in  elevating  the 
piston.  ♦ 

But  I  daim  supporting  the  upper  end  of  the  piston  by  the  main 
spring  H,  in  combination  with  supporting  the  lower  end  of  the  said 
piston  by  a  radial  disk-spring  applied  to  it  and  the  elastic  diaphragm, 
operating  therewith,  substantially  as  described  ;  the  same  serving  not 
only  to  centralize  the  piston  during  its  movements,  or  maintain  it  in 
a  straight  path,  and  out  of  contact  with  the  sides  of  the  passage 
through  which  it  plays,  but  to  operate  in  other  respects,  as  set  forth,  v 

I  also  claim  fastening  the  mam  spring  H  at  the  middle  part  of  its 
inferior  half  with  the  lower  part  of  the  box  or  case,  and  making  the 
piston  play  through  the  fastening  and  abut  against  the  upper  half  of 
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the  spring,  the  same  caasing  the  spring,  under  pressure  of  the  steam 
against  the  diaphragm,  to  operate  by  latitudinal  extension  rather 
than  by  contraction  ;  and  securing  advantages  as  set  forth. 

No.  22,287. — Qborob  W.  Grader  and  Benjamin  F.  Cowan,  of 
Memphis,  Tennessee. — Improved  Steam  and  Water  Alarm  Gauge  for 
Steam  Boilers. — Patent  dated  December  14,  1858. — This  invention 
consists  in  an  arrangement  of  the  parts  of  an  alarm  gauge  for  steam 
and  water,  whereby  the  whole,  with  the  exception  of  a  float  that  is 
arranged  within  the  boiler  and  a  whistle,  are  brought  into  a  very 
compact  form  within  a  closed  case  and  of  limited  size,  without  the  use 
of  stuffing-boxes  or  packing  of  any  kind,  making  an  instrument  which 
can  be  placed  in  the  cabin  of  a  steam  vessel,  and  which  is  beyond  the 
control  of  the  engineer  or  any  other  person  out  of  the  cabin,  and 
serves  to  announce  to  the  captain  or  other  officer  and  passengers 
when  there  is  an  excess  of  steam  or  deficiency  of  water. 

The  inventors  say:  We  do  not  claim  broadly  the  invention  of  a 
combined  steam  and  water  alarm  gauge. 

Nor  do  we  claim  broadly  the  dispensing  with  a  stuffing-box  or 
packing  in  a  water  gauge. 

But  we  daim  the  combined  arrangement  of  the  two  valves  F  I  and 
their  seats,  the  several  chambers  and  passages,  the  valve  levers  and 
their  connexions  within^he  case  A,  substantially  as  described ;  whereby 
the  construction  of  the  instrument  is  rendered  simple,  its  form  com- 
pact, and  its  size  limited,  without  the  use  of  stuffing-boxes  or  any 
pacUng. 

No.  19,400. — William  Burnett,  of  Boston,  Massachusetts,  assignor 
to  Sbth  Adams,  of  said  Boston. — Improved  Steam  Pressure  Gauge. — 
Patent  dated  February  16,  1868. — A  is  the  case,  with  a  glass  plate 
over  the  dial  and  working  parts.  To  the  inside  of  the  lower  part  of 
this  case  is  secured,  by  screws  a  a  passing  through  the  case,  a  block  B, 
from  which  ris€s  a  hollow  flattened  pipe  C,  of  brass  or  other  suitable 
metal  properly  tempered  by  hammering  or  otherwise  to  retain  its 
elasticity.  The  top  of  this  pipe  is  closed  steam-tight  by  a  block  D, 
which  is  brazed  into  it^  and  secured  by  riveting.  Upon  the  block  D 
are  secured  two  short  standards  b  ;  these  serve  as  bearings  for  a  shaft 
C,  which  projects  through  both  standards,  and  carries  on  its  front  end 
the  index  hand  E  pointing  to  the  dial  F. 

The  inventor  says :  I  am  aware  that  a  flattened  elastic  curved  tube 
has  been  used  to  indicate  the  amount  of  pressure  applied  to  its  inner 
surface  by  its  tendency  to  straighten  out  when  the  pressure  is  applied. 
I  do  not,  therefore,  claim  such  an  application  of  a  flattened  tube. 

But  I  daim  the  use  in  a  pressure  gauge  of  a  straight  flattened 
tube,  in  combination  with  suitable  mechanism  for  communicating  the 
motion  of  the  flattened  sides  of  the  tube,  caused  by  pressure  applied 
to  its  surfaces,  to  a  suitable  indicating  apparatus. 

No.  19,17T. — MosBS  M.  Touno,  of  East  Boston,  Massachusetts,  as- 
signor to  Himself,  Harvbt  F.  Litchfibld,  and  Jobbph  G.  Hamblin,  of 
East  Boston,  Massachusetts. — Improvement  in  Steam  Spring-Pressure 
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Oauges  — Patent  dated  Jannary  19,  1858. — This  ioTention  has  refer- 
eoce  to  what  is  usually  termed  a  ^'  spriog-pressnre  gauge,"  the  nature 
of  the  improvement  consisting  in  supporting  the  piston  entirely  by  an 
elliptic  spring,  sustained  in  position  by  a  cross-bar  or  partition  B,  or 
its  equivalent,  applied  to  the  case  of  the  instrument ;  the  piston  E 
being  made  to  rest  in  other  respects  only  against  the  elastic  dia- 
phrac^m,  and  to  have  no  communication  with  the  sides  of  the  space 
within  which  it  is  situated  and  moves. 

Claim. — Supporting  the  piston  entirely  by  an  elliptic  spring,  sus- 
tained in  position  by  across  bar  or  partition, or  the  equivalent  thereof 
applied  in  the  case,  and  making  tne  piston  to  rest  in  other  respects 
only  against  the  elastic  diaphragm  and  have  no  connexion  with  the 
sides  of  the  space  within  which  such  piston  may  move,  the  whole 
being  productive  of  an  advantage,  as  abcve  stated. 

No.  22,313. — Thomas  Stubblefield,  of  Columbus,  Georgia. — Imr 
provemerUin  WoierOaugeaJor  Steam  BoHers, — Patent  dated  December 
14,  1858. — This  improvement  in  water  gauges  consists  in  combining 
a  float  to  swim  on  the  water  in  a  steam  boiler  with  a  main  valve  to 
close  a  duct  for  the  escape  of  steam  or  water  from  the  boiler  and  a 
small  secondary  valve  between  the  float  and  the  main  valve,  in  such  a 
manner  that  the  water  in  the  boiler  falls  below  a  given  height.  The 
float,  by  descending  with  it,  will,  without  opposing  the  pressure  of 
the  steam,  put  the  main  vaUe  in  such  relations  with  the  boiler  that 
the  pressure  of  the  steam  therein,  independently  of  any  aid  from  the 
float,  will  open  the  main  valve  to  allow  steam  or  water  to  escape  and 
give  an  alarm. 

The  inventor  says  :  I  daim  the  combination  of  a  float,  a  secondary 
valve,  and  a  main  valve,  substantially  as  set  forth. 

I  also  claim  the  method  of  preventing  a  too  suddea  opening  of  the 
main  valve,  by  insulating  (in  a  chamber  or  its  outer  side  exposed  to 
the  air)  a  quantity  of  steam,  substantially  as  set  forth. 

No.  20,894. — Charles  T.  Portbe,  of  New  York,  N.  Y. — Improvement 
in  Oovemor  for  Steam-Engines. — Patent  dated  July  13,  1858. — The 
elaim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  daimj  first,  in  combination  with  arms  and 
balls,  or  their  equivalents,  revolving  at  a  much  higher  velocity  than 
would  be  natural  to  them  considered  as  a  conical  pendulum,  the  employ- 
ment of  a  counterpoise,  applied  substantially  as  described,  and  so  pro- 
Sortioned  in  weight  as  to  balance,  or  nearly  so,  the  centrifugal  force 
eveloped  by  the  revolution  of  said  arms  and  balls,  or  their  equivalents. 

Second.  I  claim  so  applying  the  counterpoise  to  the  governor  that 
its  efiective  load  shall  be  lessened  as  the  governor  rises  or  as  the  bails 
and  arms  thereof  or  their  equivalents  expand,  for  the  purpose  of  ren- 
dering it  constant,  or  as  nearly  so  as  desired,  relatively  to  the  power 
of  the  governor  to  sustain  it. 

Third.  I  claim  the  employment  of  the  counterpoise  applied  to  the 
governor  in  any  manner  substantially  as  specified,  as  a  means  of  fixing 
or  adjusting  the  exact  speed  of  the  engine,  as  described. 
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No.  21,036. — Alban  Andeksox,  of  Lancaater,  Ohio. — Improved  Gov- 
emor/or  Steam- Engines, — Patent  dated  August  3, 1858 — This  inven- 
tion consists  in  a  machine  which  sets  in  regulated  and  adjusted  motion 
a  disk  M,  and  the  frame  G  Q  which  supports  it,  and  obtaining  there- 
from a  resultant  force,  which  is  of  considerable  power  and  is  yerj 
sensitive  to  an  increase  or  diminution  of  velocitj ;  and  in  adjusting 
and  regulating  the  force  or  power  so  obtained,  so  that  it  may  be 
applied  as  a  governor  to  steam  or  other  engines,  or  machinery,  and 
to  control  and  regulate  valves  for  cutting  off  steam  where  steam  is 
used  expansively,  and  to  other  like  objects  and  purposes. 

The  inventor  says:  I  disavow  all  claim  to  the  invention  of  any  single 
or  isolated  part  of  the  machinery  used  in  the  combination  described^ 
each  and  all  of  such  parts,  taken  separately,  being  in  common  use. 

But  I  daim  the  combination  of  machinery  described,  and  the  pro- 
duction thereby,  or  by  its  equivalent,  of  the  resultant  force  defined, 
and  the  application  of  such  resultant  force  to  the  regulation  of  the 
movement  of  machines  or  engines. 

No.  21,475.— William  W.  W.  Wood,  of  Philadelphia,  Pennsyl- 
vania, assignor  to  John  fixes,  of  said  Philadelphia. — Improvement  in 
Governors  /or  Steam-Engines. — Patent  dated  September  7,  1858. — 
This  invention  consists,  in  regulating  the  throttle-valves  of  marine 
and  other  steam-engines  by  means  of  weighted  rods  acting  in  con- 
nexion with  a  central  pulley  or  lever,  and  other  devices,  or  other 
equivalents  ;  the  said  rods  being  so  guided  that  their  outward  move- 
ment, caused  by  their  centrifugal  action,  shall  be  in  a  straight  line 
radiating  from  the  centre  round  which  they  revolve ;  the  said  pulley 
being  so  arranged  in  respect  to  the  weighted  rods  that,  on  the  flying 
out  of  the  latter,  the  pulley  shall  turn  in  a  plane  at  right  angles  to 
that  in  which  the  said  weighted  arms  revolve.  The  central  pulley, 
or  its  equivalent,  is  so  connected  to  the  rod  or  other  device  for  moving 
the  regulating  valve  of  the  engine^  that  the  force  applied  may  con- 
stantly increase  as  the  weights  fly  out,  and  thus  compensate  lor  the 
increasing  resistance  of  the  force  applied  to  draw  the  weighted  rods 
inwards. 

The  inventor  says :  I  daimj  Ist.  Regulating  th^  throttle  valves  of 
steam-engines  by  means  of  the  weighted  rotating  rods  m  and  n,  in 
combination  with  the  pulley  c,  or  its  equivalent ;  the  said  weighted 
rods  being  so  guided  that,  when  actuated  by  centrifugal  force,  they 
can  only  move  in  a  straight  line  radiating  from  the  centre  round 
which  they  revolve ;  and  the  rods  being  so  constructed  and  arranged 
in  respect  to  the  said  pulley,  or  its  equivalent,  that,  on  the  flying  out 
of  the  said  rods,  the  pulley  will  turn  on  its  axis  in  a  path  at  right 
angles  to  the  path  in  which  the  said  rods  rotate. 

2d.  Applying  the  force  obtained  by  the  centriixigal  action  of  re- 
volving weights  to  the  regulation  of  the  throttle-valves  oi  steam 
engines  through  the  intervention  of  the  pulley  c,  or  its  equivalent, 
when  the  said  pulley  is  connected  to  the  revolving  weights  and  to  the 
rod  for  operating  the  valve  by  the  devices  described,  or  their  equiva- 
lents, whereby  a  force,  constantly  increasing  as  the  weights  fly  out, 
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may  be  obtained  to  compensate  for  the  constantly  increasing  force 
applied  to  draw  the  weights  inwards,  as  specified. 

No.  22,380. — H.  0.  Sbrqbant,  of  Columbus,  Ohio. — Improved  Ghv- 
tmor  for  Steam-Enginea. — Patent  dated  December  21,  1868  — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Tbe  inventor  says :  I  c2atm,  1st.  A  steam-engine  governor  com* 
posed  in  part  of  a  steam  engine  which  is  subject  to  a  uniform  resist- 
ance, and  which  works  independently  of,  and  by  its  own  velocity 
controls  the  velocity  of^  the  engine  to  be  governed,  substantially  as 
set  forth. 

2d.  The  employment  of  two  disks  I  and  N,  having  spiral  projec- 
tions//and  yy  on  their  faces,  and  provided  with  stop  pins  9  9,  ap- 
plied substantially  as  described^  to  combine  an  engine  which  is  to  be 
regulated  with  an  isochronous  revolving  regulator.  * 

3d.  The  combination  of  what  is  herein  termed  the  '^  regulator 
engine,"  its  regulator  STklm  and  regulating  valve  U,  or  their 
equivalents,  and  the  shafts  H  and  M  and  their  spiral-faced  disks  I  P, 
one  driven  by  said  engine  and  the  other  by  the  engine  to  be  governed, 
the  whole  applied  and  operating  in  combination  with  a  regulating 
valve  B  B^.,  or  its  equivalent,  substantially  as  described. 

No.  19,995. — ^RosswBLL  D.  Jacobus,  of  Newark,  New  Jersey. — Imr 
proved  Steam  Oovemor. — Patent  dated  April  20,  1858. — The  nature 
of  this  invention  consists  in  obtaining  an  action  of  the  throttle-valve 
simultaneous  with  the  change  of  speed  of  the  engine  by  means  of  a 
governing  power  separate  from  the  engine. 

Claim. — Using  a  distinct  motive  power  from  the  main  engine  with 
the  motive  power  of  the  main  engine  to  operate  a  governor  m  combi- 
nation with  machinery  constructed  in  the  same  or  similar  manner, 
and  for  the  purposes  specified. 

No.  21,699. — Martin  Bobbins  and  John  L.  Feisbie,  of  Cincinnati, 
Ohio. — Improved  Water  Indicator  for  Steam  Boilers. — Patent  dated 
October  5,  1858. — By  turning  the  stem  F,  by  means  of  a  handle  G, 
or  otherwise,  the  swivel  I,  forming  the  fulcrum  of  the  float,  is  moved 
up  or  down,  and  thus  the  point  of  alarm  is  graduated  to  the  minimum 
stage  of  water  desired,  or  the  alarm  may  be  sounded  by  hand  by 
temporarily  turning  up  the  stem  F,  when  it  is  desired  to  use  the 
whistle  for  the  ordinarjrpurposes  of  signalling. 

The  inventors  say :  We  daim,  1st.  In  the  described  combination 
with  a  customary  stieam  alarm,  the  steam  pipe  B,  provided  with  a 
central  screw,  stem,  and  swivel  F/I,  supporting  the  fulcrum  of  the 
float  arm,  in  the  manner  and  for  the  purposes  set  forth. 

2d.  In  this  connexion  we  claim  the  small  steam  dome  A  a,  enclosing 
the  branched  pipe  B  C,  valve  K,  and  lifter  L,  substantially  as  and 
for  the  purposes  set  forth. 

No.  20,847. — William  0.  Grimes,  of  Philadelphia,  Pennsylvania, 
assignor  to  David  Matthew,  of  Philadelphia  aforesaid. — Improvement 
in  Water  and  Steam  Indicators. — Patent  dated  July  6,  1858. — This 
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inTention  consists  in  making  the  glasses  B'  C^  D^  concentric  and 
making  the  areas  differ,  so  as  to  give  less  to  the  column  indicating 
the  water  level,  while  the  column  indicating  the  height  of  water  shaU 
traverse  nearly  inch  for  inch  with  the  rise  and  fall  of  the  water  in  the 
hoiler  when  under  pressure,  making  the  change  between  the  two 
columns  identical  with  the  rise  and  &11  of  the  water  in  the  boiler ; 
also  in  making  more  or  less  of  the  connecting  pipes  as  virtually  to 
form  a  compound  or  double  syphon. 

Claim. — ^The  manner  of  constructing  and  arranging  the  concentric 
glasses  and  connecting  tubes,  as  and  for  the  purpose  set  forth. 

No.  22,439. — David  Matthew,  of  Philadelphia,  Pa. — Improvement 
in  Locomotive  Axle  Bearings.  —Patent  dated  December  28,  1858. — A 
is  the  box,  B  is  the  hole  through  which  the  journal  passes,  C  is  the 
oil  collar,  D  D  are  the  bearings  of  brass,  d^  is  the  oil  cup,  E  is  a  slot 
cut  through  the  thickness  of  the  brass  and  extending  the  whole  length 
of  the  bearing  with  the  exception  of  the  connecting  pieces  F  at  each  end. 

Claim. — The  peculiar  construction  of  the  journal  box  or  bearing  in 
in  one  piece,  having  a  longitudinal  slot  or  opening,  operating  as  and 
for  the  purpose  set  forth. 

No.  20,115. — ^Ross  WiNANS,  of  Baltimore,  Md. — Improvement  in  Fire 
Box  of  Locomotive  Boilers. — Patent  dated  April  27,  1868. — This  im- 
provement has  reference  to  locomotive  engines  in  which  coal  is  used 
as  a  fuel,  and  particularly  to  the  fire-box  or  that  portion  of  the  loco- 
motive in  which  the  fuel  is  burned ;  it  consists  of  means  by  which  the 
fire  can  he  inspected  and  got  at  through  the  whole  extent  of  the  fire- 
box, so  as  to  permit  the  fireman  to  break  up  the  crusts  which  form,  and, 
if  necessary,  to  rake  the  whole  fire. 

Claim. — The  construction  of  the  fire*box  in  such  manner  that  its 
entire  rear  side  can  be  opened  and  closed,  substantially  as  set  forth. 

No.  20,117. — Boss  WiNANS,  of  Baltimore,  Md. — Improvement  in  the 
Furnaces  of  Locomotive  Boilers. — Patent  dated  April  27, 1858. — ^This 
invention  consists  in  a  new  mode  of  constructing,  combining  and  ar- 
ranging the  various  parts  of  a  locomotive  engine  in  such  a  manner  as 
to  obtam  an  enlarged  fire-box  suitable  for  burning  coal  advantageously 
without  interfering  with  the  working  of  other  parts  of  the  engme. 

Claim. — The  construction  and  arrangement  of  the  locomotive  engine 
substantially  as  set  forth,  so  as  to  obtain  a  fire-box  of  greater  width 
than  the  space  within  the  main  frame. 

No.  19,889.— Ross  Winans,  of  Baltimore,  Ud.— Improvement  in 
Locomotive  Engines. — Patent  dated  April  6,  1858.— The  claim  and 
engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  combination  of  a  foot-board  located 
below  the  usual  level  of  the  platform  of  the  tender  and  the  surface  of 
the  grate,  with  a  fire  box  and  grate  adapted  to  the  burning  of  coal  as 
fael,  whereby  the  interior  of  such  a  fire-bex  and  the  grate  thereof  can 
be  more  readily  reached  by  the  fireman,  and  his  duties  be  performed 
with  greater  expedition,  convenience,  and  effect. 
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I  also  claim  the  combination  of  an  ash-pan,  open  at  its  hinder  end, 
with  a  foot- board  located  below  the  grate  and  the  usual  level  of  the 
platform  of  the  tender,  whereby  the  lower  side  of  the  grate  and  the 
space  beneath  can  be  inspected  and  reached  by  the  fireman  while  the 
engine  is  in  moiion. 

No.  19,962. — Ross  Winans,  of  Baltimore,  Md. — Improvement  in 
Locomotive  Engines. — Patent  dated  April  13,  1858  —  The  nature  and 
object  of  this  invention  are  shown  by  the  claim  and  engravings. 

Claim. — The  arrangement  of  the  house  or  position  for  the  engine 
man  between  the  fire-box  and  the  forward  end  of  the  boiler,  to  aid  in 
properly  distributing  the  weight  upon  the  wheels  in  a  locomotive  en- 
gine, with  a  fire-box  of  the  large  size  necessary  for  the  economical 
burning  of  coal  as  fuel,  and  incidentally  to  secure  other  advantages, 
substantially  as  set  forth. 

No.  21,290.— Ross  Winans,  of  Baltimore,  Maryland. — Improvemeni 
in  Locomotive  Engines, — Patent  dated  August  24,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  combination  with  the  smoke-box  of 
a  locomotive  steam-engine,  of  a  blast  pipe  extending  from  within  the 
lower  end  of  the^  chimoey  downwards  to  near  the  lower  flues,  an 
annular  space  between  the  upper  end  of  the  blast  pipe  and  between 
the  latter  and  the  bottom  of  the  smoke-box,  and  a  nozzle  directing  a 
jet  of  steam  into  the  blast  pipe  ;  the  several  elements  of  the  combina- 
tion being  arranged  and  operaticg  substantially  as  described. 

I  also  claim  the  construction  of  the  diaphragm  with  its  upper  surface 
sloping  towards  the  exhaust  nozzle,  to  cause  the  coals  and  cinders  to 
run  down  by  their  own  gravity  beneath  the  blast  pipe,  thereby  bring- 
ing them  within  the  sweep  of  the  draught  and  so  rendering  their  dis- 
charge more  speedy  and  more  certain. 

No.  20,114. — Ross  Winans,  of  Baltimore,  Maryland. — Improve^ 
ment  in  Fire-Box  of  Locom^otive  Engine  Boilers. — Patent  dated  April 
27,  1858. — The  object  of  this  invention  is  to  adapt  a  locomotive  to 
the  employment  of  both  wood  and  coal  as  fuel,  and  to  the  use  of  either 
separately  with  advantage. 

Claim. — The  combination  of  a  fire-box  having  one  grate  and  an 
upper  and  lower  feeding  door  so  arranged  as  to  adapt  it  to  burning 
either  wood  or  coal,  or  a  mixture  of  botn,  as  fuel,  with  a  locomotive    - 
tubular  boiler  having  a  steam  blast  draught,  substantially  aa  set 
forth.  ^ 

No.  20,116. — Ross  Winans,  of  Baltimore,  Maryland. — Improve-  " 
ment  in  Boilers  for  Locomotive  ^fignnc».— Patent  dated  April  27, 1858. —  h 
This  invention  consists  of  a  new  mode  of  constructing  the  top  of  the  ;^ 
fire-box,  by  connecting  the  crown  sheet  by  stays  with  the  outer  shell  ' 
of  the  boiler,  and  making  space  between  the  crown  sheet  and  the  shell  ^^j 
above  it  of  sufficient  size  only  to  permit  the  due  circulation  of  water  c,^ 
and  the  free  escape  of  steam.  ^  %^ 

Claim. — The  method  of  constructing  the  fire-boxes  of  locomotive  ^^ 
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ragines  of  diminished  weight,  bnt  of  undimiDished  strength,  by  stay- 
ing the  crown  sheet  directly  to  the  exterior  shell  by  means  of  through 
bolts,  and  contractiog  the  space  between  the  two  as  described,  so  as 
to  get  rid  of  the  disadvantages  that  would  result  from  the  excessive 
weight  of  a  fire-box  of  the  ordinary  construction  of  sufficient  capacity 
to  barn  coal  as  fuel  with  economy. 

No.  19,986. — JoBN  P.  Eluott,  of  New  Haven,  Connecticut.— /m- 
pravement  in  Driving  Wheels  for  Locomotive  Engines. — Patent  dated 
April  20,  1858. — This  invention  consists  in  a  novel  arrangement  of 
legs  and  feet  applied  to  the  driving  wheels  of  locomotives  for  running 
on  common  roads,  or  for  agricultural  purposes,  such  as  ploughing  and 
otherwise  tilling  land,  or  reaping  and  mowing  by  steam  power,  and 
operated  by  a  cam  or  its  equivalent,  to  cause  the  propulsion  of  the 
engine  or  machine  by  the  rotary  motion  of  the  wheels. 

Ctaim. — The  combination  with  the  legs  E  E,  operated  as  described, 
of  the  feet  D  D  jointed  to  the  said  legs,  and  connected  together  by 
chains  to  operate  substantially  as  set  forth. 

No.  20,937. — Leonard  Cbobsman  and  Sabiuel  Atkinson,  of  Eliza- 
beth City,  New  Jersey. — Improvenient  in  Fire-Boaces  for  Locomotive 
Engines. — Patent  dated  July  20,  1858. — The  claim  and  engraving  ex- 
plain the  nature  of  this  invention. 

Claim  — ^The  arranging  of  the  grate  bars  A  centrally  in  the  bottom 
of  the  fire-box  of  wood-burning  locomotives,  and  surrounding  said 
grates  with  dead  plates  C  D  G  H,  when  said  grate  bars  and  dead 
plates  are  susceptible  of  being  removed  or  replaced,  substantially  in 
the  manner  and  for  the  purpose  set  forth.  - 

No.  21,021. — Joseph  W.  Pole,  of  Philadelphia,  Pa. — Improve- 
meni  in  Chraies  for  Locomotive  Engines. — Patent  dated  July  27, 
1858. — This  invention  consists  in  a  certain  construction  of  hollow 
grate  bars,  with  provision  for  the  admission  of  air  to  be  forced  through 
them  by  the  movement  of  the  locomotive  for  the  purpose  of  keeping 
them  cool. 

The  inventor  says  :  I  do  not  claim  the  invention  of  hollow  or  tubular 
grate  bars,  or  of  hollow  bearers  therefor,  having  air  passages  through 
them. 

Bat  I  daimihe  construction  of  the  tubular  bars,  with  hollow  upward 
projections  6  6,  fitted  with  movable  top  pieces  c  c,  substantially  as  and 
for  the  purpose  specified. 

No.  21,309.— Jacob  A.  Altbk,  of  Johnstown,  Pa.— iScropsr  far 
Removing  Sparks  from  the  Smoke  Stacks  of  Locomotive  Engines. — 
Patent  dated  August  31,  1858. — The  nature  of  this  invention  is 
explained  by  the  claim  and  engravings. 

The  inventor  says  :  I  claim  a  scraper  constructed  and  arranged  so 
as  to  scrape  such  parts  of  the  spark  arrester,  smoke  stack,  and  chimney 
of  locomotive  engines  and  other  furnaces  as  require  cleaning,  and  clean 
them  of  the  soot  and  sparks  substantially  as  described. 

I  also  claim,  in  combination  with  the  said  scraper,  a  ratchet  wheel 


28  YL — STEAM  AND  GAS  ENGINES. 

and  pall,  or  Buch  eqaivalent  device  as  will  enable  the  fireman  to  operate 
said  scraper  bj  hand,  or  connect  it  to  some  part  of  the  engine  so  that 
it  will  be  operated  by  it,  substantially  as  described. 

I  also  claim  the  pipe  or  spout  K,  for  conducting  the  soot  and  sparks 
from  the  spark  arrester  or  smoke  stack,  substantially  as  described. 

No.  21,936. — Levi  Bdssrl,  of  New  York,  N.  Y .—Improvement  in 
Trucks  for  Locomotive  Engines. — Patent  dated  November  2,  1858. — 
This  improvement  consists  in  the  application  of  a  rigid  truck  frame, 
set  and  moving  on  a  fixed  centre,  that  is,  located  between  the  centre 
of  the  driving-wheels  and  the  truck  wheels  ;  said  frame  carries  the 

{'ournal  boxes  of  said  truck  wheels,  and  sustains  the  forward  end  of  the ' 
ocomotive  on  double  inclined  bearing  blocks,  resting  on  double  inclined 
bearings  on  said  truck  firames. 

By  this  means  two  truck  wheels  can  be  used,  in  consequence  of  the 
fixed  centre,  where  the  truck  frame  is  attached  to  the  boiler,  becoming 
a  bearing  point  to  steady  and  sustain  the  two  truck  wheels. 

The  inventor  says  :  I  do  not  claim  a  single  pair  of  wheels  having  a 
lateral  motion,  as  the  same  have  been  proposed  for  carriages,  and  also 
for  locomotives ;  but  in  such  cases  they  have  moved  on  flat  bearing 
plates,  and  there  was  nothing  to  prevent  the  truck  from  maintaining 
an  angular  position  to  the  drivers  when  travelling  on  a  straight  line. 
But  by  my  invention  this  is  prevented^  because  the  inclines,  combined 
and  acting  as  set  forth,  bring  the  truck  to  its  proper  position  as  the 
euffine  passes  off  the  curve  on  to  a  straight  track. 

What  I  claim  as  an  improvement  on  the  aforesaid  patent  of  August 
4,  1857,  is  the  rigid  truck  frame/,  attached  to  the  engine  by  the  boll 
or  pin  A,  and  receiving  one  pair  of  truck  wheels,  in  combination  with 
the  double  inclined  beuarings  n  o,  for  the  purposes  and  substantially  as 
specified. 

No.  20,596.— A.  E.  Tubnbull,  of  Springfield,  Ohio. — Improvement  i$ 
Locomotive  Signals. — Patent  dated  June  15,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — I  am  aware  that  a  combination  of  levers  or  other  devicei 
have  been  arranged  on  locomotives  in  such  a  manner  as  to  cause  ob 
structions  or  cams  on  the  track  to  operate  upon  them  as  the  locomotivi 
passes  the  same,  and  ring  a  bell,  and  thus  sive  a  signal.  I  do  no! 
therefore  lay  claim  to  the  parts  for  accomplishing  this  object. 

But  I  daim  the  combination  of  the  additional  lever  F^  upon  whid 
the  second  stake  or  obstruction  H^  operates,  with  the  lever  E  fin 
sounding  the  whistle,  whereby  the  duration  of  the  blowing  of  th 
whistle  can  be  continued  to  any  required  extent  and  stopped,  substan 
tially  in  the  manner  set  set  forth. 

No.  21,130. — John  C.  Hagan,  of  Nashville,  Tenn. — Improvemen 
in  Locomotive  Steam-JSngines, — Patent  dated  August  10,  1858.- 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  oJatm,  first,  arranging  the  cylinder  of  a  steafl 
engine  substantially  as  described,  or  in  an  equivalent  manner,  so  tha 
it  IS  free  to  move  at  right  angles  to  the  motion  of  its  piston  rod  B,  an 
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in  a  plane  parallel  with  the  plane  of  motion  of  the  cranks  connected 
with  the  rod. 

Second.  In  combination  with  the  cylinder  of  a  steam  engine, 
arranged  so  that  it  is  free  to  vibrate,  I  claim  connecting  each  end  of 
the  piston  rod  with  the  crank  of  a  driver,  and  giving  motion  to  both 
drivers  in  the  same  direction,  without  the  interposition  of  connecting 
links. 

Third.  Giving  to  the  cylinder  of  a  steam  engine  a  positive  recipro- 
cating motion,  by  combining  therewith  a  secondary  engine,  or  any 
equivalent  mechanical  device,  arranged  so  as  to  support  and  move  the 
cylinder  in  a  plane  parallel  with  the  plane  of  motion  of  the  cranks 
connected  with  its  piston  rods,  and  in  right  angles  to  the  line  of  motion 
of  the  piston  rod. 

^  Fourth.  Supporting  the  main  cylinder  in  the  guides  in  which  it 
vibrates,  by  means  of  trunnions  arranged  as  described,  so  that  the 
cylinder  may  accommodate  itself  to  the  axles  of  the  drivers  on  an 
uneven  track. 

Fifth.  Connecting  the  slide  valves  of  the  secondary  engine  with  the 
quadrant  block  of  the  expansion  gear  of  the  main  engine,  by  which 
means  the  motion  and  the  changes  in  the  valves  of  both  engines  are 
uniform  and  simultaneous. 

Sixth.  The  combination  of  the  slotted  link  P  L,  the  cam  block  F, 
the  pump  hand  gear,  or  any  mechanical  equivalents,  whereby  not  only 
can  the  length  of  stroke  of  the  pump  be  varied  during  the  motion  of 
the  engine,  but  also  the  pump  may  be  worked  while  the  engine  is  at 
rest,  as  described. 

Seventh.  Combination  of  the  sliding  steam-pipes  I  with  the  main 
driving  cylinder,  arranged  substantially  as  described,  for  the  purpose 
of  admitting  steam  to  the  cylinder. 

No.  19,469. — John  0.  D.  Lilly,  Jambs  L.  Vauolain,  and  Jambs  W. 
Lilly,  of  La  Fayette,  Indiana. — Improved  Arrangement  for  Carrying 
qjg^  Smoke /rem  Locomoiivea  in  Engine  Houses . — Patent  dated  February 
23,  1858. — B  represents  the  furnace  (stationary),  and  C  a  stack.  D  is 
a  flue  which  encircles  the  building  beneath  the  floor,  and  connects  with 
the  stack  C.  E  are  pipes  which  extend  upward  from  the  flue  D  ;  each 
branch  descends  to  a  little  above  the  funnel  top  of  the  locomotive  when 
backed  into  its  stall.  F  is  a  short  tube  resembling  an  inverted  funnel, 
its  stem  fitted  to  play  up  and  down  snugly  within  the  depending  por- 
tion of  the  pipe,  and  its  mouth  adapted,  when  the  tube  is  lowered,  to 
fit  around  the  rim  of  a  locomotive  funnel  G,  bringing  the  flues  of  the 
locomotive  into  communication  with  those  of  the  building. 

The  inventors  say :  We  do  not  intend  to  claim  the  movable  hood  as 
new  in  itself. 

Neither  do  we  claim  broadly  the  idea  of  conducting  smoke  from 
a  movable  furnace  into  a  stationary  flue. 

But  we  claim  the  described  construction  and  arrangement  of  the 
movable  hood  F,  or  its  equivalent,  adapted  to  fit  closely  over  the  top 
of  a  locomotive  funnel,  when  used  in  combination  with  conducting 
floes  D  E,  stationary  furnace  B,  and  stack  C,  for  the  purposes  specified. 
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No.  19,468. — Solomon  G.  Hogb,  of  Bellefootaine,  Ohio,  assifcnor  to 
Himself^  R.  H.  St.  John,  of  said  Bellerontaioe,  aad  J.  E.  Leas,  of 
DaytoD,  Ohio. — Improvement  in  the  Manner  of  Af tacking  Legs  to 
Walking  Locomotives. — Patent  dated  February  23,  1868. — When  the 
machine  is  set  in  motion,  the  power  to  proepl  ir.  is  commanicat^  to 
the  small  driving  pinions  or  spur  wheels  J  J  J  J,  which  set  in  motion 
the  large  wheels  i  i  i  t,  whicb  being  attached  to  the  rods  n  n,  and 
the  ends  of  these  rods  being  connected  to  the  sliding  bars  o  o  o  o  o^ 
said  bars  thereby  have  a  reciprocating  motion  horizontally  back  and 
forth  ;  and  as  the  legs  or  walkers  P  P  P  P  are  hinged  to  the  said 
sliding  bars,  these  legs  must  consequently  have  a  forward  and  back- 
ward motion,  each  pair  of  legs  alternating  in  position,  and  as  it  were 
stepping  off  distances. 

The  inventor  says:  I  am  fully  aware  that  machines  or  land  con- 
veyances have  been  moved  or  actuated  by  le^-like  or  perambulating 
devices  ;  such^  however,  as  an  original  principle  of  invention,  1  do  not 
claim. 

But  I  cSlaim  the  construction  and  arrangement  of  the  sliding  bars 
0  0  000  with  pendant  hinged  legs  or  perambulating  devices  P  P  P  P, 
and  the  combination  thereof  with  the  connecting  rods  n  n  and  the 
wheels  I  I  I  J  J  J,  when  operated  substantially  in  the  manner  de* 
scribed  and  set  iorth. 

No.  19,722. — AuousTiN  P.  Samuel,  of  New  York,  N.  Y. — Improve- 
ment in  Pinions  and  Piston-Rod  Connexions, — Patent  dated  March  23, 
1868. — This  invention  will  be  explained  by  reference  to  the  claim  and 
illustrations. 

The  inventor  says :  I  do  not  claim  generally  transmitting  motion 
from  a  fixed  cylinder  direct  to  the  crank  without  intermediate  con- 
nexions, by  means  of  an  oscillating  cylinder  rod. 

But  1  dLaim  a  direct  connexion  of  the  piston  rod  to  the  crank,  with 
a  fixed  cylinder,  by  the  use  or  by  the  means  of  the  arrangement  of 
the  movable  boxes  Q-  G-  in  the  piston,  forming  the  connexions  between 
the  piston  and  piston  rod,  in  combination  or  connexion  with  the  part 
d  x^  moving  upon  the  curved  covers  of  the  cylinder,  the  whole 
arranged  substantially  as  and  for  the  purposes  set  Ibi  th  and  specified. 

No.  21,678.— Hanford  Hobton,  of  New  York,  N.  Y.—Improvemh^ 
in  Packiftg  Pistons  for  Steam  Engines. — Patent  dated  October  5, 
1868. — The  nature  of  this  invention  consists  in  a  new  m  )de  of  apply* 
ing  *^  springs"  for  the  purpose  of  keeping  the  ^^  packing  rings*'  in 
their  places  and  preventing  the'  rings  from  working  against  the 
follower  and  the  under  portion  of  the  piston,  (in  the  upright  cylinder,) 
by  which  means  the  wear  and  consequent  necessity  of  frequent  re* 
fitting  is  greatly  lessened. 

The  inventor  says :  I  daim  the  application  of  the  figure  8,  or  other 
appropriate  spring,  between  the  upper  and  the  lower  set  of  metallic 
cylinder  rings,  as  described  and  set  forth,  by  which  an  upward  and  a^ 
downward  pressure  ip  obtained  on  said  rings.  I  do  not  claim  the 
application  of  springs  to  produce  an  outward  pressure,  said  springs 
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acting  on  a  single  or  spring  ring  which  keeps  out  the  two  cylinder 
rin^s,  as  that  has  heretofore  heen  in  use  hy  others  as  well  as  myself. 
But  I  do  claim  the  oombioation  of  the  six  rings  al236123  with 
the  figure  of  8,  or  other  appropriate  spring  between  them,  to  produce 
an  upward  and  downward  pressure,  in  combination  with  the  figure  of 
8  or  other  appropriate  spring  acting  on  the  two  spring  rings,  pro- 
ducing an  outward  pressure  on  the  (our  cylinder  rings,  thus  making 
a  steam  tight  joint  on  the  upper  edge  of  the  upper  cylinder  ring,  as 
well  as  on  the  lower  edge  of  the  lower  cylinder  ring,  and  also  on  the 
cylinder  surface  of  the  cylinder  rings. 

No.  21,687. — Joseph  Marks,  of  Boston,  Massachusetts. — Improve- 
muni  in  Spark  Arresters, — Patent  dated  October  5,  1858. — This  in- 
vention consists  in  a  peculiar  arrangement  of  devices  by  which  the 
sparks  are  entirely  consamed  and  ground  up,  as  it  were,  before  they 
can  leave  the  smoke  pipe,  and  at  the  same  time  the  steam  is  allowed  a 
free  passage  every  time  the  engine  exhausts.  The  arraogement  of 
devices  employed  in  this  invention  connists  of  what  is  termed  by  engi- 
neers a '' petticoat  pipe"  formed  of  a  series  of  short  tapering  pipes 
slightly  overlapping  each  other,  but  not  in  immediate  contact,  sur- 
rounded by  a  wire  gauze,  or  other  similar  device,  the  whole  being  en- 
cIof>ed  by  a  smoke  pipe  of  enlarged  diameter. 

Claim, — The  combination  of  the  petticoat  pipe,  the  surrounding 
wire  net-work  and  the  smoke  pipe,  whereby,  while  a  free  exit  passage 
is  secured  lor  the  exhaust  steam,  an  intermittent  draught  is  produced 
upon  the  outer  surface  of  the  wire  net-work,  which  pulverizes  the 
sparks  and  retains  them  until  they  are  consumed,  as  set  forth. 

No.  20,835  — Sylvester  W.  Warren,  of  Brooklyn,  N.  Y.—^eam 
Alarm  and  Safety  Apparatus, — Patent  dated  July  6,  1858  — This  in- 
vention consists  in  a  certain  method  of  applying  a  spring  C  in  combi- 
nation with  a  valve  £  and  a  tube  B,  one  end  of  which  is  connected 
with  the  upper  part  constituting  the  steam  space  of  a  steam  boiler, 
and  the  other  the  lower  part  of  the  wattr  space  thereof.  When  the 
water  gets  below  the  proper  level  in  the  boiler,  the  water  leaves  the 
tube,  and  the  steam  fills  it,  and  thereby  causes  an  increase  of  its  tempe- 
rature, by  which  it  is  caused  to  expand  loDgitudioally,  and  by  its  expan- 
sion made  to  act  upon  the  spring  to  move  the  valve,  and  permit  the 
escape  of  steam  to  sound  an  alarm  whistle,  or  to  open  a  teed  pipe. 

The  inventor  says:  I  do  not  claim  the  expandiog  tube  nor  any  of 
the  parts  that  have  heretofore  been  used  in  boiler  alarms. 

But  I  daim  the  arrangement  and  combination,  substantially  as 
shown  and  described,  of  the  arched  or  curved  spring  C,  valve  E,  and 
tube  B,  for  the  purposes  set  forth. 

No.  21,000.— Robert  Hale,  of  Roxbury,  ^9^%.— Apparatus  for  Dis- 
tribt^ifig  iS/cam.— Patent  dated  July  27,  1858  — Tnis  invention  is  de- 
scribed by  the  claim  and  engravings. 

The  inventor  s  ♦ys :  I  do  not  limit  myself  to  the  exact  form  of  **  dis- 
tributor" described,  as  it  may  be  varied  without  departing  from  the 
spirit  of  my  invention.     For  instance,  if  the  distributor  is  placed  in  a 
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corner  of  the  tank,  a  quadrant  shape  may  be  found  to  be  better  suited 
to  the  position  occupied  by  it ;  a  flat  cap  may  be  placed  over  the  funnel- 
shaped  orifice  of  the  connecting  pipe,  leaving  an  annular  opening 
around  it. 

Thus  far  I  have  spoken  of  my  invention  as  particularly  applicable 
to  heating  the  feed  water  of  engines,  and  it  is  my  intention  to  employ  ^ 
my  distributor  in  connexion  with  a  method  of  separating  a  portion  of  \ 
the  exhaust  steam  of  locomotives  for  the  purpose  of  heating  the  feed 
water ;  but  it  is  obvious  that  it  may  be  used  to  advantage  whenever  ' 
water  is  to  be  heated  by  the  injection  of  steam,  as  in  bathing  estab- 
lishments and  manufactories.     I  do  not  therefore  limit  myself  to  its 
employment  for  the  purpose  of  heating  the  feed  water  of  steam  engines  | 
alone,  but  intend  to  employ  it  wherever  it  may  serve  to  accomplish  the 
end  which  I  have  in  view. 

What  I  daim  is  the  distributor  described,  or  its  substantial  equiva- 
lent, operating  as  set  forth^  for  the  purpose  of  injecting  the  steam  into 
the  water  in  a  thin  sheet,  as  set  forth. 

No.  21,237.— Joseph  L.  Wenslow,  of  Westbrook,  Maine,  assignor 
to  Jambs  N.  Winslow,  of  Portland,  Maine. — Improved  Steam  Code. — 
Patent  dated  August  17, 1858. — In  the  engravings  A  denotes  the  case 
of  the  steam  cock,  which  is  formed  with  a  conical  or  tapering  valve 
chamber  B  B,  furnished  with  an  induction  passage  C  and  an  eduction 
passage  D,  the  said  passages  being  arranged  with  their  axes  in  line 
with  one  another,  and  at  right  angles  to  the  axes  of  the  plug  chamber 
B. 

The  inventor  says :  I  do  not  claim  the  application  of  a  screw  directly 
to  the  shank  or  spindle  of  a  valve,  in  order  to  support  the  spindle  dur- 
ing its  rotary  movements,  and  to  move  the  valve  either  towards  or  away 
from  its  seat. 

But  what  I  daim  is  arranging  the  operating  screws  &  c  at  the  foot 
of  the  plug  and  its  case,  so  as  to  be  capable  of  being  rotated  therein, 
without  at  the  same  time  having  any  longitudinal  motion. 

And  I  also  claim  making  %he  spindle  F  separate  from  the  plug  E, 
and  combining  with  them  and  the  case  the  bearing  shoulder  m  and  the 
clutch  connexion,  the  whole  being  substantially  as  described. 

No.  21,276.— Robert  Ross  and  William  Holland,  of  Philadelphia, 
Pa. — Improved  Steam  Cock, — Patent  dated  August  24,  1858. — Thi< 
invention  consists  in  certain  improvements  in  steam  valves.  The  sten 
or  guide  piece  b  screws  upon  the  valve  rod  m*,  and  is  provided  witi 
two  wings  or  guide  pieces  xxy  which  fit  into  corresponding  recesses  ii 
the  outer  casing  or  cylinder  r,  so  that  when  the  rod  m  is  turned  oi 
its  axis  by  the  crank  or  wheel  «,  the  guide  piece  or  stem  b  moves  u] 
or  down,  carrying  the  valve  with  it. 

Claim. — Ist.  The  loose  valve  plug  a,  fitted  to  the  seats  c  and  e  abov< 
and  below,  as  set  forth. 

2d.  In  combination  with  the  loose  valve  plug  a  and  the  shoulder  c 
on  the  stem  &,  the  nut  d  is  claimed,  with  its  plane  and  concave  faces  t 
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whereas  in  my  apparatas  such  is  not  the  case,  it  heing  heated  in  a  coil 
of  pipes  arranged  within  a  flue  space  or  chamber  placed  within  the 
steam-generator  and  made  to  communicate  with  the  fire-place  or 
box,  and  with  flues  disposed  against  the  ends  and  bottom  and  top  of 
the  generator. 

What  I  daim  is,  the  arrangement  of  the  water-heating  coil  of  pipes 
within  flues  leading  to  the  fire-place  and  through  or  about  the  steam- 
generator,  as  described,  when  such  water-heating  pipes  terminate  in 
foraminous  pipes  m  m  extending  into  the  steam-generator,  so  as  to 
discharge  the  heated  water  into  it  in  fine  jets^  or  spray,  or  mist,  as 
described. 

And  in  combination  with  the  coil  containing  the  flue  within  the 
generator,  and  the  flues  about  the  ends  and  cylindrical  outer  surface 
of  the  generator,  I  claim  the  flue  space  directly  beneath  the  coil  flue 
and  arranged  within  the  generator,  as  described. 

I  also  claim  the  arrangement  of  the  side  flues,  the  two  bottom  flues, 
and  single  top  flue  of  the  generator,  in  combination  with  the  arrange- 
ment of  the  water-heating  pipes  extending  through  the  same,  and  with 
the  coil  flue  and  fire-place^  as  represented. 

No.  22,30^. — Robert  E.  Rogbrs,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Steam-OenercUors. — Patent  dated  December  14, 1858. — 
Tbe  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daimy  first,  the  arrangement  of  the  coils,  con- 
structed as  described,  the  one  being  concentrically  within  the  other, 
the  annular  spaces  between  the  successive  coils  constituting  direct  and 
separate  and  the  only  passages  and  outlets  for  the  products  of  com- 
bustion, the  entire  lower  portion  of  every  coil  having  fire  underneath 
it,  and  the  whole  operating  as  set  forth. 

Second.  I  claim  the  alrangement  of  the  feed  water-pipe  and  the  air- 
feeding  pipe  in  relation  to  each  other  and  to  the  generating  coils, 
whereby  I  am  enabled  to  introduce  the  water  in  graduated  guantities 
into  the  upper  part  of  the  ooil  and  use  atmospheric  air  to  force  the 
water  over  or  upon  the  heatea  surfaces,  as  described. 

Third.  I  claim  imbedding  the  lower  portion  of  each  of  the  concentric 
coils  in  cast-iron,  C€ist  around  it  to  a  greater  or  less  height,  for  the 
purpose  of  protecting  the  coils  from  high  degrees  of  heat,  as  set  forth. 

No.  21,489. — Patrick  Danvbrs,  of  New  York,  N.  Y.— Improved 
Steam  Hammer. — Patent  dated  September  14,  1858. — This  improve- 
ment consists  in  the  employment,  in  combination  with  that  kind  ot 
steam  hammer  whose  hammer  block  or  ram  consists  of,  or  forms  pari 
of,  a  cylinder  or  ram  working  on  a  stationary  piston,  of  an  external 
stationary  cylinder  which  receives  a  piston  on  the  head  of  the  recipro- 
rocating  cylinder  or  ram,  and  which  is  furnished  with  a  proper  system 
of  valves  to  admit  steam  to  act  above  the  last  named  piston,  for  the 
purpose  of  adding  the  force  due  to  the  pressure  of  steam  on  the  piston 
to  the  force  due  to  the  fall  of  the  ram  by  gravitation,  and  thereby 
increasing  the  power  of  the  hammer  beside  making  its  operation 
quicker. 

The  inventor  says :  I  do  not  claim  the  combination  of  the  recipro- 
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piston  a  working  in  its  cylinder  A,  and  actuated  in  opposite  directions 
alternately  by  the  steam  from  opposite  ends  of  the  engine  cylinder, 
acting  successively  on  its  opposite  sides  or  faces,  carriage  B,  pendulum 
H,  mainspring  m,  secondary  spring  t,  friction  wheel  or  roller  c  and 
disk  E,  arranged  for  operation  together,  in  the  manner  and  for  the 
purposes  set  forth. 

Second.  I  also  claim  driving  the  disk  E  in  both  directions  of  its 
travel,  by  cords  T,  operated  by  the  engine,  whereby  a  velocity  cor- 
responding to  the  velocity  of  the  piston  of  the  engine  is  at  all  times, 
and  throughout  both  strokes,  communicated  in  a  positive  and  accurate 
manner  to  the  friction  wheel  c,  for  the  purposes  mentioned. 

Third.  And  I  further  claim  providing  the  driving  cords  T  with  com- 
pensating springs  z  when  said  cords  and  springs  are  combined  for 
action  with  the  reciprocating  disk  E,  and  reciprocating  head-block,  or 
its  equivalent,  of  the  engine  piston  rod,  essentially  as  described,  to 
prevent  material  pause  of  the  disk  at  the  end  of  each  stroke,  and 
irregularity  in  the  action  of  the  disk,  by  the  driving  pull  on  either 
cord,  alternately  producing  stretch  and  the  relaxing  of  either  cord, 
when  not  acting  as  a  driver,  for  the  purpose  of  securing  accuracy  in 
registering,  as  specified. 

No.  21,468. — William  0.  Grimbs,  of  Philadelphia,  Pennsylvania, 
assignor  to  David  Matthew,  of  said  Philadelphia.— improved  Steam 
Pressure  and  Water  Indicator. — Patent  dated  September  7,  1858. — 
The  nature  of  this  invention  consists  in  the  manner  of  constructing 
and  arranging  two  or  more  concentric  glasses,  so  that  one  or  more 
forms  a  reservoir  for  mercury,  and  a  descending  column,  while  one  or 
more  of  the  inner  forms  a  central  and  rising  column,  so  that  the 
reading  scale  shall  be  from  the  top  of  the  sinking  column  of  the 
mercury  in  the  out^r  concentric  glass,  to  the  top  of  the  rising  col- 
umn in  the  inner  concentric  glass,  indicating  the  fall  and  rise  of  water 
in  the  boiler  and  its  distance  below  the  water  line :  thereby  indi- 
cating the  fall  and  rise  of  the  column  of  mercury  as  in  a  common  bent 
siphon  gauge;  giving  scale  of  mercury  as  the  s{)ecific  gravity  of 
the  mercury  is  to  that  of  water  in  the  boiler  to  the  rise  and  fall  of  the 
mercury  in  the  concentric  glasses. 

The  inventor  says :  I  do  not  claim  the  mercury  cup,  containing 
mercury,  nor  the  glass  tube  embodied  in  the  leg  of  the  siphon,  and 
showing  only  the  rise  and  fall  of  the  mercury  by  single  end  of  the 
mercury  column  in  single  tube^  as  this  has  been  done  before,  and  I  do 
not  wish  to  be  understood  as  claiming  any  such  device. 

But  I  daim  constructing  and  arranging  the  concentric  glass  tubes 
with  the  connecting  pi|)es,  as  and  for  the  purpose  set  forth.  Also, 
the  manner  of  constructing  and  arranging  the  connecting  pipes  with 
the  boiler  and  the  branch  or  equilibrium  pipe  between  the  concentric 
connecting  pipes  at  the  water  Kne  of  the  boiler,  as  and  for  the  purpose 
set  forth. 

No.  20,963. — J.  L.  Button,  of  Norristown,  Pennsylvania. — Im- 
proved Steam  Stove. — Patent  dated  July  20,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 
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But  I  daim  the  construction  of  a  balanced  lever  through  which  a 
passage  to  discharge  the  excess  of  condensation  is  opened  by  the 
weight  of  such  excess^  in  the  manner,  or  an  equivalent  manner,  to 
that  described. 

No.  21,183. — Joseph  S.  Bonnet,  of  Hanson,  Mass.,  and  Charles 
W.  WiLLARD,  of  Bridgewater,  Mass. — Improvement  in  OpercUing 
Steam  Drip  Hamm^era. — Patent  dated  August  17,  1868. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventors  say :  We  do  not  claim  the  combination  of  a  bent 
rocker  lever,  an  actuator  and  two  adjustable  cams,  applied  together 
and  to  a  valve  rod  and  trip-hammer,  as  represented  in  the  specifica- 
tions and  drawings  of  the  aforesaid  patent. 

But  what  we  do  daim  is  our  improved  arrangement  and  application 
of  the  parts,  the  same  consisting  not  only  in  having  a  curved  pendu- 
lous lever  I  to  extend  from  the  hammer  shank,  or  a  projection  there- 
from, and  play  through  and  in  the  valve  rod  as  described,  but  in 
arranging  and  applying  cams  0  P,  and  adjustable  bearers  with  respect 
to  the  said  lever,  and  to  operate  together  and  produce  a  reciprocating 
motion  of  the  lever,  essentially  in  the  manner  and  for  the  purpose  as 
specified. 

No.  21,694. — Samuel  H.  Yocum  and  James  O'Byrne,  of  Shelby ville, 
lx\^.— Steam  Water  Tani.— Patent  dated  October  5,  1858.— To  ope- 
rate steam  tank  A,  apply  the  hand  to  crank  N,  attached  to  plexus 
0  0,  turn  toward  railroad  P,  and  when  at  right  angles  therewith 
introduce  steam  through  pipe  D,  which  will  expel  the  air  from  tank 
A  through  stop  cock  M  ;  as  soon  as  the  air  is  driven  out  sufficiently, 
turn  pipe  D  again  parallel  with  railroad  P  by  crank  N,  and  plexus 
0  0  closes  the  stop  cocks  air  tight,  when  the  steam  immediately  con- 
denses, and  the  vacuum  forms  and  the  water  rises  in  pipe  B  and  flows 
in  tank  A  through  holes  in  valve  c. 

The  inventors  say  :  We  cZatm,  first,  the  extension  of  pipe  B  above 
the  bottom  and  inside  of  tank  A,  in  combination  with  valve  C  and 
gauge  U,  or  their  equivalents  in  the  manner  and  for  the  purposes  set 
forth. 

Second.  The  flexible  pipe  D,  and  stop  cock  G  2  and  M,  in  com- 
bination with  the  plexus  0  0,  and  air  tight  tank  A,  as  set  forth. 

No.  21,366. — J.  R.  EoBiNSON  and  H.  S.  Robinson,  of  Clinton, 
Mass. — Improvement  in  Valve  Codes. — Patent  dated  August  31,  1858. 
The  nature  of  this  invention  consists  in  so  improving  the  round  sliding 
valve  that  there  shall  be  a  straight  passage  through  the  valve,  valve 
case,  and  valve  spindle,  thereby  causing  less  friction  to  the  water, 
&c.,  passing  through  it,  and  thus  obviating  a  loss  of  pressure  or  head. 
And  moreover  of  so  forming  the  valve  that  it  will  effectually  with- 
stand a  pressure  from  either  end  of  the  valve  case  alternately,  with- 
out moving  the  valve  spindle  and  also  of  balancing  said  spindles. 

The  inventors  say  :  We  c2aim,  first,  the  construction  of  the  valve, 
whether  in  one  or  two  pieces,  valve  spindle^  and  valve  case,  in  the 
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steam  being  cat  off  at  anj  required  position  of  the  piston  in  the  cyl- 
inder without  producing  any  connexion  with  opposite  side  of  the  said 
piston  when  the  steam  is  cut  ^^  short "  off,  and  in  so  constructing  and 
operating  the  cut-off  as  to  cause  it  to  work  independently  of  said  valve. 

The  inventor  says  :  I  do  not  claim  generally  a  rotary  valve  for  the 
induction  and  eduction  of  steam. 

Neither  do  I  claim  generally  mounting  an  independent  cut-off  upon 
the  upper  side  of  a  valve. 

But  first,  I  daim  making  a  rotary  valve  with  an  independent  cut- 
off applied  thereto,  constructed,  arranged,  and  operating  substan- 
tially in  the  manner  set  forth. 

Second.  I  claim  constructing  the  said  rotary  valve  with  two  or 
more  sets  of  ports  or  ways  therein,  as  described,  for  the  induction  and 
eduction  of  the  steam,  so  as  to  enable  me  to  cut  off  the  said  steam  at 
any  required  part  of  the  stroke  without  producing  any  connexion 
with  the  opposite  side  of  the  piston  when  the  steam  is  cut  off  short, 
as  set  forth  and  described. 

No.  22,198.-— Charles  J.  C.  Petersen,  of  Davenport,  Iowa. — 
Improvement  in  the  Valve  Oear  of  Locom>otive  Engines. — Patent  dated 
November  30,  1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention 

The  inventor  says:  I  daim  connecting  the  eccentric  ring,  from 
which  the  slide-valve  is  operated,  to  the  spring  which  rests  on  the 
journal  box  of  the  axle  on  which  the  eccentric  plate  or  cam  fitting 
into  said  ring  is  fastened,  so  that  the  up  and  down  movement  of  the 
axle  has  no  infiuence  on  the  motion  of  the  slide-valve,  the  whole 
being  arranged  substantiaUy  as  described. 

Also,  in  combination  with  the  eccentric  ring  attached  to  the 
spring,  I  claim  the  arrangement  of  a  cam  F  in  connexion  with  the 
rods  J  and  L,  and  the  rocking-piece  K,  whereby  the  slide  is  thrown 
wide  open  before  the  piston  has  accomplished  one-quarter  of  its 
stroke,  and  which  rods  and  rocking-piece  are  so  constructed  that  the 
motion  of  the  slide-valve  may  be  reversed  by  raising  the  hook  e  from 
one  step  of  the  rocking-piece  to  the  other  one,  the  whole  being 
arranged  and  constructed  substantially  as  set  forth. 

No.  21,296.— Jabies  Ferguson,  of  Bridgewater,  Mass.,  assignor  to 
Himself  and  Lazell,  Perkins,  &  Co.,  of  said  Bridgewater. — Improve- 
ment  in  Valve  Gear  of  Steam  JEngines.-^FsLtent  dated  August  24, 
1858. — This  invention  relates  to  engines  in  which  a  separate  induc- 
tion valve  is  used  for  each  end  of  the  cylinder,  and  is  more  particu- 
larly applicable  in  connexion  ^ith  valves  which  open  and  close  by  a 
movement  from  and  toward  their  seat«.  It  consists  in  operating  each 
of  such  induction  valves  by  means  of  a  cam  of  peculiar  form  on  one 
of  two  rock  shafts,  which  are  connected  with  the  driving  eccentric  by 
tripping  mechanism ;  said  cam  working  in  a  yoke  attached  to  the 
stem  of  the  valve. 

Claim. — The  employment  of  cams  E  E^  of  the  form  specified^  ap- 
plied in  the  manner  described,  to  connect  the  valve  stems  with  the 
rock  shafts  D  D^^  which  receive  the  tripping  motion,  for  the  purposes 
set  forth. 
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former  sliding  bar  being  connected  with  the  valves  rockshaft  and  fur- 
nished with  fixed  or  adjustable  stop  pieces  N  I^  ^ ,  and  the  latter  being 
connected  by  an  arm  with  the  cylinder  trunnion,  and  the  whole 
operating  substantially  as  described  to  produce  the  motion  of  the 
valve  or  valves. 

Second. — Combining  the  stop-pieces  N  W  with  the  sliding  bar  I, 
by  fitting  them  to  slide  in  slots  6  in  the  said  bar  and  attaching  them 
to  a  double  slotted  wedge  S  8^  applied  to  the  said  bar,  substantially 
as  described,  for  the  purpose  of  adjusting  or  varying  the  lead  of  the 
valve  or  valves. 

No.  22,318. — Elijah  Warb,  of  South  Boston,  Massachusetts. — 
Improvement  in  Slide  Valve  Oear  of  Steam  Engines. — ^Patent  dated 
December  14,  1858. — ^This  invention  consists  in  a  certain  combination 
of  mechanical  devices  for  effecting  the  connexion  between  the  slide 
valve  and  an  eccentric  on  the  crank  shaft,  whereby  a  single  eccentric, 
fastened  permanently  on  the  shaft,  is  made  to  operate  one  valve 
to  run  an  engine  in  either  direction,  and  to  give  different  lengths  of 
stroke  and  different  degrees  of  lead  to  the  valve,  to  effect  the  regu« 
lation  of  the  engine ;  thus  performing  with  one  eccentric  what  in  ' 
locomotive  engines  requires,  with  ordinary  valve  gear^  three  eccentrics 
to  each  cylinder. 

Claim, — The  combination  of  the  single  eccentric  having  a  short 
eccentric  rod  D,  the  fiilcrum  plates  E  G,  carrying  a  fulcrum  pin  6, 
having  a  connexion  with  the  short  eccentric  rod,  the  slotted  frame  H 
receiving  the  iulcrum  pin  and  a  pin  on  the  eccentric  rod  and  the 
slotted  plate  J,  receiving  a  pin  e,  or  its  equivalent,  attached  to  a  rod 
connected  with  the  valve,  the  whole  being  applied  to  operate  substan- 
tially as  set  forth. 

No.  20,768. — John  F.  Allkw,  of  New  York,  N.  Y. — Improved 
Valve  Gearing  Jor  Steam  Engines. — Patent  dated  June  29,  1858. — 
This  invention  consists  in  a  certain  arrangement  of  parts  for  operating 
the  valve  of  the  rock-shaft  B  of  a  steam  engine  in  such  a  manner  as 
to  effect  the  induction  of  the  steam  at  the  proper  time  and  cut  it  off 
at  various  points  in  the  stroke. 

The  inventor  says :  I  do  not  claim  the  use  of  a  sliding  toe^  like  gr, 
applied  to  the  arm  of  the  valve  rock  shaft. 

But  I  daim  the  arrangement  of  the  swinging  plate  or  open  arm  F, 
with  its  two  pointed  swinging  piece  H,  or  equivalent,  substantially  as 
described,  in  combination  with  the  single  rock  shaft  B,  its  arm  L,  and 
moveable  toe  9,  to  operate  the  two  induction  valves  as  described. 

No.  21,433. — Stuart  B.  McCray,  of  Grand  Eapids,  Mich. — Im- 
proved  Oovemor-Valve/or  Steam  Engines. — Patent  dated  September  7, 
1868. — The  claim  and  engraving  explains  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  first,  having  a  hollow  cylindrical  valve 
B,  constructed  and  arranged  to  work  in  suspension  over  a  vertical 
piston  D,  so  that  it  does  not  come  in  contact  with  any  horizontal  sur- 
face, nor  has  any  point  ot  binding  contact  against  said  vertical  piston 
D.  substantially  as  and  for  the  purposes  set  forth. 

Second.  The  suspending  and  working  of  a  hollow  cylindrical  valve 
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of  the  two  diske  b  b^  connected  together  ;  the  opening  a  a  forms  an 
oatlet  passage  for  the  steam  from  the  lower  aperture  to  the  outer 
casing.  The  outer  casing  C,  which  covers  and  encloses  the  valve  and 
weight,  has  an  opening  through  its  side,  through  which  the  weight 
may  be  adjusted,  and  which  is  closed  by  the  cover  D  ;  the  perforated 
plate  E  is  placed  between  the  opening  H  for  the  escape  pipe.  The 
weight  F  is  made  hollow  and  filled  with  shot  or  lead,  so  as  to  be 
easily  adjusted  to  the  pressure  required.  The  handle  G  has  an  eye  at 
its  upper  end,  which  rests  upon  tne  top  of  the  casing  C ;  its  lower  end 
works  freely  in  the  hollow  spindle  6^^  of  the  valve,  and  is  provided 
with  a  cross-pin  9,  which,  when  the  handle  is  raised,  catches  in  the 
top  of  the  slotted  hole  g^  through  the  hollow  spindle,  and  thereby 
lifts  the  valve  from  its  seat. 

The  inventor  says :  I  am  aware  that  auxiliary  safety  valves  to  be 
weighted  to  a  given  pressure  and  locked  up  beyond  the  interference  of 
the  engineer  or  other  party  have  been  used,  and  I  do  not  claim  them 
broadly  ;  but  I  daim,  first,  the  combination  of  the  '^  double  beat  valve" 
B  with  the  seat  A  and  weight  F,  when  arranged  in  relation  to  the 
passages  a  a,  and  to  each  other  as  described  and  for  the  purposes  set 
forth. 

Second.  The  combination  of  the  double  beat  valve  B  with  the  handle 
G,  casing  c,  pin  ^,  and  slotted  hole  g^j  slb  and  for  the  purposes  set 
forth. 

No.  21,390. — James  H.  Winn,  of  Portage,  Wisconsin  — Improved 
Safety  Valve  and  Pressure  Oauge. — Patent  dated  August  31,  1858. — 
This  invention  ocmsists  in  a  new  and  simple  method  of  applying  and 
arranging  oua  or  more  pendulous  rods  and  an  index  and  dial  in  com- 
bination with  a  piston  valve  and  suitable  arrangement  of  steam 
passages,  whereby  the  escape  of  steam  from  a  boiler  as  soon  as  it 
arrives  at  any  desired  pressure  is  provided  for,  and  any  pressure  of 
steam  below  that  at  which  it  is  desired  to  escape  is  correctly  indicated 
by  the  index  on  the  dial. 

Claim. — The  weighted  pendulous  rods  and  suspended  index  L  ap- 
plied substantially  as  described  in  relation  with  each  other,  and  with 
the  dial  M,  and  combined  with  the  piston  valve  by  means  of  a  sector  I, . 
chain  e,  and  rod  d,  or  their  equivalents,  to  operate  substantially  as 
set  forth. 

No.  21,493. — Richard  Gk)RNALL,  of  Baltimore,  Maryland. — Im-^ 
proved  Combination  of  a  Governor  with  a  Slide  Valve. — Patent  dated 
September  14,  1858. — This  invention  consists  in  the  combination  of 
the  governor  with  a  slide  valve,  which  is  so  constructed  and  arranged 
that  it  has  its  usual  back  and  forward  movements,  and  a  movement 
in  a  contrary  direction  from  its  regular  course  whenever  the  speed  of 
the  engine  gets  too  high  ;  and  when  moved  in  said  contrary  or  trans- 
verse direction,  it  closes  up  partially^  cuts  off  the  feed  port,  and  leaves 
open  the  exhaust  port  at  any  position  of  the  piston. 

This  invention  also  consists  in  giving  the  crank-pin  by  which  the 
rock  shaft  is  operated  a  flaring  or  V-snape,  in  combination  with  the 
oblique  or  bevel  endfl  of  the  sUde  valve  and  the  enlarged  slot  of  the 
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hollow  stem  E,  which  is  reduced  so  that  its  end  presents  an  area  only 
equal,  or  nearly  so,  to  the  ports  F  P^  F*  O  GP  Gr,  in  combination  with 
a  main  steam  chest  or  chamber  J,  and  an  auxiliary  steam  chest  or 
casting  I,  furnished  with  a  stuffing-box  d,  and  constructed  so  as  to 
cover  the  whole  of  the  back  of  the  valve  excepting  the  end  of  the  stem 
or  a  portion  of  the  back  equal  or  nearly  equal  to  the  ports  in  its  fiBLce^ 
substantially  as  and  for  the  purposes  set  forth. 

Second.  In  combination  with  the  above,  the  peculiar  manner 
specified  of  making  the  fece  of  the  valve  D  with  six  ports  F  F^  F* 
O  G^  G*,  three  for  receiving  and  three  for  exhausting;  said  ports 
bein^  arranged  in  such  relation  to  each  other  that,  when  the  valve  is 
applied  to  an  oscillating  engine,  one  receiving  port  always  stands  in 
line  with  an  exhaust  port,  and  that  only  four  of  the  ports  shall  be  in 
use  when  the  engine  is  working  forward,  and  the  extra  two  thus  kept 
in  reserve,  so  that  the  engine  may  be  reversed  on  shifting  the  valve, 
by  the  pressure  of  steam  from  a  full  open  port,  as  set  forth. 

No.  21,155.— WnuAM  J.  Stephens,  of  New  York,  N.  Y. — Improve- 
merU  in  Steam  Valves. — Patent  dated  August  10,  1858. — ^This  inven- 
tion consists  in  a  certain  arrangement  of  a  spring  and  levers  for 
giving  a  sudden  movement  to  the  valves  to  change  the  direction  of 
the  induction  and  eduction  of  steam  to  and  from  the  steam  cylinder, 
as  the  piston  of  the  engine  answers  at  the  end  of  the  stroke. 

Claim. — The  inventor  says:  I  do  not  claim  broadly  the  use  of 
springs  to  move  valves,  and  I  do  not  confine  myself  to  the  application 
of  my  invention  to  a  system  of  valves  like  those  described. 

But  I  daim  the  slottc'd  lever  F,  the  T-shaped  lever  G,  and  the 
spring  K,  arranged  in  relation  with  each  other,  and  with  the  piston- 
rod  and  the  valve-stem,  to  operate  substantially  as  set  forth. 

No.  21,235. — William  S.  Mackintosh  and  Sabiubl  Wadsworth,  of 
Pittsburgh,  Pennsylvania,  assignors  to  Ortoge,  Wadsworth  &  Co., 
of  said  Pittsburgh. — Improvement  in  Steam- Vaives.^'PAtent  dated 
August  17,  1858. — This  invention  consists  in  a  novel  arrangement 
of  hollow  rolling. balanced  valves,  which  affords  great  convenience  for 
adjustment  to  cut  off  the  steam  at  such  point  in  the  stroke  of  the 
engine  as  may  be  desired  under  the  average  or  usual  load  of  the  engine 
and  the  average  or  usual  pressure  of  steam,  but  which  is  capable  of "' 
beiuf?  controlled  by  a  governor  in  such  a  manner  as  to  vary  the  point 
of  cut  off  to  meet  variations  in  the  steam  pressure  or  load  on  the 
engine,  and  thereby  regulate  the  velocity  of  the  engine. 

Claim. — The  described  arrangement  of  three  hollow  valves  B  0  0^ 
with  their  stems  and  ports,  and  the  passages  in  the  valve-box,  the 
whole  operating  substantially  in  the  manner  set  forth. 

No.  19,484. — Benjamin  Carley,  of  Paterson,  New  Jersey. — Im- 
proved Eccentric  for  Operating  Steam  Valves. — Patent  dated  March 
2,  1858. — This  invention  relates  to  a  method  ot  readily  giving  the 
proper  lead  in  Ihe  act  of  reversing  the  motions  of  the  engine  and 
varying  the  point  of  cut-off  so  that  by  one  operation  of  a  simple 
mechanism,  substituted  for  the  ordinary  link  motion,  the  valve  motion 
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The  inventor  says :  I  am  aware  that  hollow  conical  valves  have 
before  been  used,  and  such  alone  I  do  not  claim. 

Nor  do  I  claim  the  employment  of  recesses  formed  in  the  periphery 
for  the  admission  of  steam,  for  the  purpose  of  balancing  the  valve 
when  at  rest,  as  such  arrangement  does  not  produce  the  effect  claimed 
for  my  invention. 

But  I  daim  the  series  of  chambers  dd  in  the  valve  seat,  in  combh 
nation  with  corresponding  chambers  or  passages  in  the  valve  shell  B, 
and  the  bracing  and  binding  partitions  b  b,  the  whole  arranged  and 
operating  substantially  as  set  forth. 

No.  19,119. — Edward  D.  Barrett,  of  Cincinnati,  Ohio. — Arrange- 
ment of  Valves  and  Fassagts  in  the  Cylinders  of  Steam  Engines. — Patent 
dated  January  19,  185S. — The  valve  proper,  which  closes  the  ports  e 
or  e^,  consists  of  a  cup-formed  piece,  1,  having  a  cap,  J,  pierced  by  a 
stem,  K,  which  is  retained  within  the  cap  by  a  foot,  L. 

The  tapet  rocker  arm,  slide  valves,  and  piston  are  so  arranged  rela- 
tively to  each  other,  and  to  the  steam  and  exhaust  passages,  that  the 
instant  the  main  piston  P  has  passed  the  side  passage  D,  at  the  then 
exhaust  end  of  the  cylinder,  the  small  slide  valve  b  is  drawn  back  by 
the  rocker  arm  to  the  position  shown  in  the  engravings,  which,  by 
reversing  the  steam  in  the  small  cylinder,  shoots  the  main  slide  valve 
B  to  the  position  shown  in  the  engravings. 

Claim. — The  arrangement  of  check  valves  I  P  and  passages  E  E*, 
in  relation  to  the  passages  D  D^  and  the  main  valve,  substantially  as 
set  forth. 

No.  21,813. — Benjamin  Bunce,  of  New  York,  N.  Y. — Improvement 
in  C'iU'Off  Valves  for  Steam  Engines. — Patent  dated  October  ly, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

Claim. — Combining  with  a  slide  valve  of  ordinary  character  a  cut- 
off valve,  constructed  substantially  as  described ;  that  is  to  say,  the 
slotted  tube  secured  in  a  fixed  position  upon  the  slide,  sa\d  tube  having 
its  ends  so  closed  that  the  steam  shall  pass  to  the  valve  through  the 
slots,  and  having  also  upon  it  a  cylinder  slotted  in  like  manner,  capa- 
ble of  being  revolved  thereon,  so  that  the  opening  and  closing  of  the 
slotted  passages  shall  be  effected  by  the  action  of  the  slide  valve  itself 
in  carrying  the  cutoff  to  and  from  the  stops  set  to  intercept  the  re- 
volving cylinder,  as  set  forth. 

No.  21,300. — John  Jackman,  of  Newburyport,  Massachusetts,  as- 
signor to  Himself  and  E.  A.  Ashcroft,  of  Boston,  Massachusetts. — 
Improvement  in  OvJt-off  Valves  of  Steam  Engines. — Patent  dated  August 
24,  1858. — The  inventor  says :  My  invention  is  more  properly  appli- 
cable to  that  described  in  No.  6,162  of  United  States  patents,  and  is 
intended  to  accomplish  the  same,  or  a  somewhat  similar,  result, 
which  the  reversed  inclined  plane  S  (as  described  in  the  patent  of  the 
United  States  numbered  14,545)  effects,  when  used  in  connexion  with 
the  main  inclined  plane  of  the  regulator  and  valve  mechanism ;  it, 
however,  remedies  an  important  defect,  or  certain  difficulties  incident: 
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The  inventor  says  :  What  I  daim  is  my  improved  construction  and 
arrangement  of  the  valve  case,  its  induction  and  eduction  parts  in 
reference  to  the  steam  chest,  and  the  double-headed  piston,  made  in 
manner,  and  to  operate  within  such  valve  case,  substantially  as  de- 
scribed. 

I  also  claim  when  the  valve  case  is  made  tubular  and  open  at  both 
ends  as  described,  making  it  separate  from  the  steam  chest,  and  so  as 
to  rest  on  the  bottom  of  the  latter  and  confining  it  therein  by  means 
of  screw  bolts  S  S,  extending  through  the  top  plate  of  the  steam  chest, 
and  make  it  to  rest  on  the  said  valve  case,  essentially  as  described. 

I  do  not  claim  the  application  of  safety  valves  within  a  steam  chest, 
and  to  a  covering  plate  and  slide  valve^  in  manner  as  shown  in  the 
patent  No.  11,607  ;  that  is,  so  that  the  steam,  in  order  to  move  the 
safety  valves,  has  to  pass  through  the  slide  valve. 

But  I  claim  my  improved  arrangement  of  the  safety  valves  and  their 
conducting  passages,  with  reference  to  the  double-headed  or  slide 
valve,  in  which  arrangement  the  steam  in  passing  to  the  safety  valves, 
in  order  to  raise  them,  does  not  pass  through  the  double-headed  piston, 
or  slide  valve,  but  through  passages  x  Xy  arranged  on  the  opposite 
sides  thereof,  as  described. 

No.  22,  322.— H.  D.  Wickbs,  of  Flint,  mch.—Improvemeni  in 
Valves  of  Steam  Engines. — Patent  dated  December  14,  1858. — The 
nature  of  this  invention  consists  in  the  combination  of  a  peculiarly 
constructed  and  suspended  segment,  or  convex  valve,  with  a  peculiarly 
constructed  valve  seat,  whereby  a  steam  chest  is  dispensed  with  ;  or, 
in  other  words,  the  valve  and  seat  are  rendered  capable  of  fulfilling 
the  offices  of  a  steam  chest,  and  consequently  the  construction  of  the 
engine  is  simplified  and  the  steam  is  made  to  act  on  the  valve  in  such 
a  way  that  all  unnecessary  pressure  of  the  valve  upon  the  seat  is 
obviated. 

Claim. — The  valve  B,  having  the  ports  and  cavities  //^  Ac,  and 
suspended  between  screws  j  j^in  combination  with  valve  seat  a  a, 
having  the  cavity  or  port  6,  substantially  as  and  for  the  purposes  set 
forth. 

Ko.  22,320.— Norman  W.  Wheklkr,  of  Brooklyn,  N.  Y.— Improved 
Apparatus  for  operating  Valves  of  Steam  Engines. — Patent  dated  De- 
cember 14,  1858.— The  eccentric  E  is  set  upon  the  main  shaft  with  its 
throw  quite,  or  nearly  at  right  angles  with  the  crank  Q,  and  gives 
the  absolute  throw  to  the  main  valve,  through  and  by  means  of  G  H 
and  I,  carrying  with  it  the  rock  shaft  3  and  arm  K.  But  the  riding 
cut-off  valve  if  derives  its  motion  solely  from  the  eccentric  E  through 
F  G  H  »  m  and  o. 

Claim. — Actuating  the  cut-off  valves  of  steam  engines  by  means  of 
an  eccentric,  or  its  equivalent,  when  the  motion  of  the  main  valve  is 
derived  from  the  same  eccentric  or  its  equivalent,  but  modified  by  a 
movement  derived  directly  from  a  reciprocating  part,  substantially  as 
described. 

No.  22,164. — J.  M.  CoLMAN,  of  Milwaukie,  Wib.— Improvement  in 
Cut-off  Valves  of  Steam  Engines.  -  Patent  dated  November  30,  1858. — 
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taching  the  weight  when  used  in  the  manner  and  for  the  purpose  as 
described. 

No.  21,298. — ^H.  W.  Harknbss,  of  Bristol,  Connecticut,  assignor 
to  Himself  and  Jbrbmy  W.  Blibs,  of  Hartford,  Connecticut. — Im- 
proved Anchor  Ball. — Patent  dated  August  24,  1858. — ^The  nature  of 
this  improvement  consists  in  constructing  a  ball  with  flukes  having 
a  line  attached  to  a  staple  in  one  end  in  such  a  manner  that,  as  it  is 
placed  in  the  muzzle  of  a  gun,  the  flukes  will  be  compressed  into  the 
grooves  flush  with  the  outer  surface  of  the  ball,  and  be  thrown  from 
a  wreck  and  afford  means  of  escape  to  persons  on  board. 

Claim.— As  a  new  article  of  manufacture  an  anchor  ball  A,  with 
flukes  C,  springs  D,  grooves  B,  staple  F,  substantially  in  the  manner 
and  for  the  purpose  as  described. 

No.  22,432.— Obbd  Husset,  of  Baltimore,  Maryland. — Improved 
Spring  Tackle  Block. — Patent  dated  December  28,  1858. — A  is  the 
block ;  B  is  the  spring  made  of  In^ia  rubber ;  C  is  the  iron  strap, 
enclosing  the  block  and  spring  ;  D  is  a  plate  across  the  head  of  the 
block  making  part  of  the  strap,  connected  with  the  other  part  by 
screws  and  nuts  at  a  and  b  for  the  convenience  of  taking  apart  and 
putting  together  ;  E  is  the  eye  to  connect  the  block  with  the  boom, 
the  deck  or  other  point  of  attachment ;  F  is  a  pin  attached  to  one 
end  of  the  block  and  passing  through  the  spring  with  the  other  end 
extending  through  an  aperture  in  the  seat  of  the  strap  ;  this  pin  is 
to  secure  the  spring  in  its  place ;  e  e  are  plates  fastened  to  the  sides  of 
the  block,  with  projections  that  embrace  the  strap,  to  keep  the  block 
and  strap  in  the  proper  relative  positions,  and  to  allow  the  block  to 
slide  within  the  strap  during  the  compression  and  expansion  of  the 
spring. 

Claim. — A  block  having  a  yielding  seat,  substantially  as  set  forth. 

No.  22,154. — William  B.  Barnakd,  of  Waterbury,  Connecticut. — 
Improved  Tackle  Block.— Fsitent  dated  November  30,  1858. — The 
claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — A  tackle  block  having  its  bushing  B,  secured  and  adjusted 
to  the  pulley  A  by  means  of  a  nut  c,  as  shown  and  descri'bed. 

No.  21,602. — Gborgb  Focht,  of  Reading,  Pennsylvania. — Improved 
Attachment  for  Tackle  Blocks. — Patent  dated  September  28,  1858. — 
The  nature  of  this  invention  consists  in  a  tackle  block  so  constructed 
and  combined  with  a  shank,  that  the  block  will  always  be  in  the 
most  desirable  relative  position  with  the  rope  passing  around  the 
pulley. 

Claim. — Attaching  a  tackle  block  that  it  may  turn  freely  in  all 
directions  and  be  retained  in  the  proper  relative  position  with  the 
rope,  when  the  strain  on  the  rope  ceases,  in  the  manner  substantially 
as  described. 

No.  20,944. — Jambs  E.  Gibson,  of  Port  Carbon,  Pennsylvania.— 
Improved  Canal  -Boo^.— Patent  dated  July  20,  1858.— The  nature  of 


54  vn. — ^NAviGATioir. 

tiallj  as  specified  and  applied  to  davit  blocks  for  boats  or  to  other 
purposes,  as  set  forth. 

No.  19,693. — Joseph  I'rancis,  of  New  York,  N.  Y. — Improvement 
in  Metallic  Boats. — Patent  dated  March  23, 1858. — ^The  nature  of  this 
invention  consists  in  a  peculiar  corrugation  composed  of  a  series  of 
plane  surfaces  e  /gr,  united  by  a  curved  or  quarter  circle  corrugation 
e^ ,  in  such  a  manner  that  the  metallic  boats  formed  therewith  are  very 
strong  and  rigid,  and  are  adapted  to  the  most  severe  service. 

The  iuventor  says :  I  claim  preparing  sheets  or  plates  of  metal  for 
forming  boats  for  corrugations  composed  of  a  series  of  flat  or  nearly 
flat  surfaces  united  by  a  curved  or  nearly  quarter  circle  corrugation, 
substantially  as  ^d  for  the  purposes  specified. 

I  also  claim  the  manner  specified  of  varying  the  size  and  propor- 
tions of  corrugated  metallic  boats  made  from  sheets  pressed  in  one  size 
of  die  by  forming  the  corrugations  near  the  centre  parallel  or  nearly 
so,  and  increasing  or  decreasing  the  number  of  central  plates,  formed 
with  such  corrugations,  substantially  as  and  for  the  purposes  specified. 

No.  19,656. — George  W.  Swartz,  of  Buffalo,  N.  Y. — Improved 
Canal  Boat  Propeller. — Patent  dated  March  16, 1858. — The  nature  of 
this  invention  consists  in,  first :  The  combination  of  a  guard  A,  with  a 
recess  or  conduit  D  D  in  the  stern  of  the  boat,  for  the  purpose  of  pro- 
tecting the  propeller,  and  obtaining  for  it  the  most  advantageous 
location  to  accomplish  the  purposes  required. 

Second.  In  the  arrangement  of  braces  I,  within  the  guard  A,  for 
the  purpose  of  forming  a  support  and  bearing  for  the  propeller  shaft, 
and  giving  strength  to  the  gu^rd. 

Third.  An  improvement  in  the  form  of  the  recess  or  conduit  in 
which  the  propeller  is  placed. 

The  inventor  says :  I  do  not  claim  a  propeller  guard  broadly  con- 
sidered. But  I  claim  the  guard  A  when  arrang^  with  a  recess  or 
chute,  D  D,  &c.,  for  the  purposes  substantially  as  set  forth. 

I  also  claim  the  braces  I,  for  the  purposes  of  strengthening  the 
guard  and  supporting  the  propeller  shaft,  substantially  as  described. 

No.  19,666. — Henry  De  Veuve,  of  Galveston,  Texas. — Arrangement 
of  Devices  for  lowering  and  detaching  Boats. — Patent  dated  March  16, 
1858. — The  grapple  hooks  are  placed  round  the  neck  of  the  bolts 
C  C,  and  held  by  means  of  a  shackle  which  is  slipped  down  upon  the 
lower  jaws  of  the  grapple  hooks.  The  boat  being  filled  with  passen- 
gers, the  tackle  is  operated  and  the  boat  swung  out  and  lowered  as 
usual.  As  long  as  the  boat  is  suspended  above  the  water  the  grapple 
hooks  retain  firm  hold  upon  the  bolts  c  c ;  as  soon  as  the  boat  floats, 
and  the  shackle  is  thrown  u  >  off  the  jaws  the  weight  thereby  is 
removed,  the  springs  become  the  greater  power,  and  they  will  force 
apart  the  jaws  of  the  grapple  hooks  and  cause  them  to  release  their 
hold  upon  the  bolts  D  D,  and  thus  free  the  boat. 

Claim. — The  peculiar  arrangement,  consisting  of  the  chains  or 
braces,  B  B  B,  central  broad-headed  bolt,  0,  the  grapple  hook,  D, 
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with  the  lowering  tackle  of  a  ship,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  21,201. — Anson  Judson,  of  Unadilla,  N.  Y.— Improved  Con- 
struction of  Canal  Boats — Patent  dated  August  17,  1858. — A  is  a 
square  tube  extending  longitudinally  from  stem  to  stern  ;  F  is  a  cope 
formed  by  the  extension  of  the  top  of  the  tube,  as  indicated  by  the 
dotted  line  G,  to  aid  in  concentrating  the  water  in  its  ingress  and 
egress  to  and  from  said  tube  and  prevent  the  escape  of  the  water  from 
said  tube  by  the  action  of  the  wheel. 

The  inventor  says :  I  do  not  claim  the  tube  for  the  ingress  and 
egress  of  the  water  through  said  boat  as  motive  or  propelling  power, 
or  the  use  of  the  wheel  as  described  to  force  the  water  through  said 
tube. 

But  I  daim  the  wide  openings  in  the  bow  and  stern  of  the  boatyi 
extending  to  or  near  the  full  width  of  the  boat,  and  as  low  as  the 
bottom,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,308.— Nathan  Thompson,  Jr.,  of  Brooklyn,  E.  D  ,  N.  Y.— 
Improved  Moulding  Frame  for  the  Construction  of  Boats. — Patent  dated 
May  18,  1858. — This  invention  consists  in  a  suitable  frame  constructed 
of  any  proper  material  in  such  a  manner  as  to  be  capable  of  support- 
ing and  retaining,  in  proper  relative  position  to  each  other,  the  same 
that  they  occupy  in  a  finished  boat,  the  gunwale  ribs  6  6ft,  keel,  stem, 
and  stern  posts ;  and  in  mounting  such  a  frame  upon  supports  that 
admit  of  the  frame  being  easily  replaced  and  retained  in  various  posi- 
tions proper  for  the  operation  of  the  workmen,  and  also  in  providing 
the  frame  with  proper  means  for  the  purpose  of  removing  the  boat 
when  finished. 

The  inventor  says:  I  claim  a  frame  substantially  as  described, 
capable  of  supporting  and  confining,  in  proper  relative  position,  the 
various  parts  that  make  up  the  frame  of  a  boat  substantially  in  the 
manner  specified. 

And  in  combination  with  such  a  frame,  I  claim  means  substantially 
such  as  specified,  for  holding  the  frame  in  proper  necessary  positions^ 
and  admitting  of  an  easy  change  from  one  position  to  another. 

And  also  in  combination  with  such  a  frame,  lifting  screws  passing 
through  the  gunwale  frame,  substantially  in  the  manner  and  for  the 
purpose  described. 

No.  19,346.— Herman  Camp,  of  Dunkirk,  New  York.— Improve- 
ments in  Propelling  Canal  Boats. — Patent  dated  February  16,  1858. — 
The  nature  of  this  invention  relates  to  propelling  canal  boats  by  a 
wheel  running  on  the  bottom  of  the  canal,  the  arrangement  and 
location  of  the  wheel  D  and  its  supporting  frame  C  C,  near  the  centre 
of  the  boat.  The  frame  and  wheel  have  a  vertical  movement  sufficient 
to  allow  the  wheel  to  roll  on  the  bottom,  notwithstanding  the  irregu- 
larities thereof,  or  the  varying  depth  of  water,  and  which  also  may  be 
raised  within  the  boat  when  meeting  obstructions  or  passing  locks. 

The  inventor  says:  I  do  not  confine  myself  to  the  precise  construc- 
tion, proportions,  or  arrangement  set  forth,  but  include  all  modifica- 
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tioQS  thereof  as  shall  be  best  adapted  to  secure  the  desired  object  bj 
means  sabstantially  the  same. 

First.  I  claim  the  arrangement  and  location  of  the  propelling  wheel 
D,  and  its  supporting  frame  C  C,  at  or  near  the  centre  of  the  boat, 
for  the  purposes  and  substantially  as  set  forth. 
•  Second.  I  claim  supporting  the  engine  upon  the  vertically-moving 
frame  C  C,  for  the  purposes  substantially  as  described. 

Third.  I  claim  the  combination  of  the  flexible  steam  pipe  G,  with 
the  stationary  boiler  H^  and  the  vertically  moving  engine  E,  for  the 
purposes  and  substantially  as  set  forth. 

No.  19,403. — WiLUAM  H.  Bridge,  of  Boston,  Mass. — Improved 
Cable  Stoppers. — Patent  dated  February  23,  1858. — When  it  is  desired 
to  let  go  the  anchor,  the  clasp/  is  knocked  back  from  its  hold  on  the  ^ 
arm  e,  when  the  claw  immediately  opens  and  the  chain  runs  out  with- 
out obstruction. 

Claim. — The  cable  tongs,  with  the  levers,  prongs,  and  clasp,  con- 
structed and  arranged  substantially  as  set  forth  and  described. 

No.  21,135. — Pbtbr  H.  Jackson,  of  New  York,  N.  T. — Improved 
Cable  Stopper. — Patent  dated  August  10, 1858. — In  this  invention  is 
used  the  double  cam  levers  ^,  attached  at  2  2  to  the  flanges  /,  and 
united  to  each  other  at  the  handle  5.  The  shape  and  position  of  these 
cam  levers  are  such  that  the  cam-shaped  sides  3  3  of  the  pall  e  come 
in  contact  with  the  cam  parts  4  4  of  the  levers  near  the  fulcrums  2  2, 
so  that  the  power  exerted  to  start  the  pall  e  is  great,  but  as  said  pall 
rises  the  levers  come  in  contact  therewith  nearer  to  the  hinge  1,  in- 
creasing the  speed  of  movement  in  the  pall^  but  lessening  the  leverage, 
and  said  pall  assumes  the  position  shown  by  dotted  lines,  when  it  can 
either  be  thrown  over  on  the  flanges  /,  or  allowed  to  descend  again 
and  take  the  chain. 

The  inventor  says :  I  do  not  claim  a  hinged  chain  stopper,  as  this 
has  before  been  used. 

I  daim  the  combination  of  the  cam  lever  or  levers  g  with  the  hinged 
pall  e,  in  the  manner  and  for  the  purposes  substantially  as  specified. 

No.  19,131. — John  E.  Crane,  of  Lowell,  Mass. — Improvement  in 
Chain-Cable  Stoppers, — Patent  dated  January  19,  1858. — This  inven- 
tion consists  in  placing  a  pawl  between  suitable  cheek  plates  which  have 
segment  ledges  or  projections  on  their  inner  sides;  said  projections  are 
directly  behind  shoulders  near  the  outer  ends  of  the  pawl,  and  are  set 
eccentric  to  the  axis  of  the  pawl  and  serve  as  stays  to  prevent  by  their 
eccentricity  the  pressure  brought  against  the  pawl  by  the  chain  from 
bearing  or  acting  upon  the  pin  on  which  the  pawl  is  hung.  The  bed 
plate  underneath  the  pawl  being  grooved  as  usual,  so  that  the  links 
of  the  chain  or  cable  will  be  retained  in  proper  position  while  passing 
over  the  bed-plate,  every  alternate  link  being  upright  and  the  inter- 
mediate ones  in  a  horizontal  position  while  passing  over  the  bed. 

The  inventor  says :  I  do  not  claim,  separately  the  pawl  E^,  nor  the 
grooved  bed-plate  B,  for  they  have  been  previously  used. 

But  I  daim  the  combination  of  the  pawl  E  ^ ,  eccentric  segment  ledges 
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No.  21,949. — Georob  Doyle,  of  Provincetown,  Mass. — Improved 
Harpoon. — Patent  dated  November  2, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daimy  first,  attaching  the  shank  of  the  har- 
poon to  the  head,  so  that  when  the  latter  turns  in  the  fish,  the  flat 
side  instead  of  the  edge  shall  be  presented  to  the  resisting  body  sub- 
stantially as  described. 

Second.  The  slots  3  and  4,  and  lip  6,  operating  substantially  as 
set  forth  and  for  the  object  specified. 

No.  19,363. — H.  W.  Harknbss,  of  Bristol,  Conn. — Improved  Har^ 
poon  and  Lance. — Patent  dated  February  16,  1858. — The  barbed 
spears  A  A,  are  attached  to  the  thimble  B  ;  C  is  the  lance  attached 
to  D  which  is  made  to  slide  free  and  easy  through  the  thimble  B,  it 
is  held  in  its  position  by  the  lever  G  and  spring  H.  The  lever  G  is 
secured  to  one  side  of  the  thimble  B,  and  its  catch  takes  hold  upon  the 
collar  E  on  the  lance  rod  D.  The  end  of  the  rope  J  is  made  fast  in 
the  thimble  B  opposite  to  the  lever  G,  passing  around  the  pulley  E, 
thence  through  the  guide  L  L,  around  the  small  pulley  E,  thence 
back  through  guides  L  L  to  the  coil  in  the  boat. 

The  inventor  says  :  I  am  aware  that  other  devices  designed  to  ac- 
complish similar  results  have  been  made. 

But  I  claim  the  arrangement  of  the  barbed  spears  A  A,  lance  0,  rod 
D,  lever  G,  line  J,  substantially  in  the  manner  and  for  the  purpose  as 
described. 

No.  21,278. — Nathan  Scholpield,  of  Norwich,  Conn. — Improve- 
ment in  Harpoon  Lance. — Patent  dated  August  24,  1858. — The  claim 
and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claimy  first,  the  several  modes  described  of 
applying  the  sliding  and  extension  cases  E  and  F  either  with  or 
without  spurs  Q,  on  the  anterior  part  of  a  cylyndric  projectile,  so  as 
to  extend  either  wholly  or  partially  without  the  bore  of  the  gun  before 
its  discharge,  and  while  the  projectile  is  in  its  proper  position  therein. 

Second.  Attaching  a  ring  or  collar  holding  the  line  to  be  fired  from 
a  gun  to  the  rear  end  of  a  sliding  case  F,  with  or  without  spurs  Q, 
and  on  which  a  portion  of  the  said  line  may  be  coiled,  if  desired,  pre- 
paratory to  its  being  projected  substantially  as  described. 

Third.  Connecting  a  lance  head  and  shank  of  a  harpoon  lance  to 
be  fired  from  a  gun  to  a  cylyndrical  shell,  by  a  sliding  socket  joint  J, 
so  that  when  forced  in  or  in  place,  the  joint  shall  remain  rigid  and 
inactive ;  but  when  drawn  or  forced  out,  it  shall  be  susceptible  of 
flexibility  by  turning  on  its  point. 

No.  21,879. — John  R.  Henshaw,  of  Middletown,  Conn. — Improved 
Self  Mousing  Hook. — Patent  dated  October  26,  1858. — A  is  a  hook 
constructed  of  metal  having  an  eye  a  at  one  end.  The  front  or  end  b 
of  the  hook  is  made  oblique,  forming  an  angle  of  about  45^  with  the 
sides  thereof,  and  a  groove  c  is  made  centrally  in  and  across  the  iiEioe 
of  the  end  b.  At  the  end  of  the  shank  d  of  the  hook,  adjoining  the 
eye  a,  a  socket  e  is  formed  by  having  an  ear/  made  at  each  side  of  the 
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sliank  d^  and  within  the  socket  e,  one  end  of  the  bar  g  is  pivoted^  as 
shown  at  h. 

Claim. — An  improved  article  of  manufacture^  a  self  mousing  hook, 
having  a  socket  e  and  ear  /  and  a  horizontal  spring  * ;  the  whole 
made  as  shown  and  described. 

No.  20,072.— Francis  D.  Lee,  of  Charleston,  South  Carolina. — 
Improvemenis  in  the  Life  and  Treasure  Buoy, — Patent  dated  April  27, 
1858. — This  improvement  consists  in  a  certain  arrangement  of  the 
valves  for  the  escape  of  water  and  of  the  mechanism  for  operating 
them,  and  of  an  air  valve  to  admit  air  above  the  surface  of  the  water 
in  the  tank  to  cause  the  free  and  rapid  expulsion  of  the  water  when 
the  escape  valves  are  opened,  whereby  all  the  valves  are  operated  in  a 
convenient  manner  from  the  upper  deck  of  the  ship  or  vessel  on  which 
the  tank  is  employed. 

Claim, — ^The  arrangement  of  the  escape  valves  M  M,  rods  V  V, 
chain  U,  windlass  Q-,  and  the  air  valve  H,  and  screw  F  on  the  wind- 
lass shaft,  to  operate  in  the  manner  set  forth. 

No.  22,258.— James  P.  McLean,  of  New  York,  New  York.— 7m- 
proved  Life  Berth  fw  Vessels, — Patent  dated  December  7, 1858. — B  is 
a  perspective  of  the  life  berth,  having  the  air  and  water  tight  canvas 
joints  removed  in  order  to  exhibit  the  operation  of  the  movable  bed  c 
in  the  grooves  G  6^  G*  G*.  The  hatch  of  locker  F  and  signal  hatch 
D,  have  also  been  removed  in  order  to  show  the  manner  of  stowing 
the  oars  and  signal  rods,  also  showing  the  mode  of  securing  the  ad- 
justable bed  c  at  either  extreme  upward  or  lower  points  P  or  P^,  by 
means  of  a  pin  or  pins  passing  through  the  bulk  heads,  or  cross  tim« 
bers  at  each  end  of  the  adjustable  bed  c.  B^  represents  a  perspective 
view  of  the  lower  berth  secured  to  the  stanchions  by  means  of  two 
keys  11^,  which  are  attached  to  and  secured  by  a  cord  to  the  end  of 
the  stanchion  as  seen  at  v.  £  is  a  water  proof  canvas  joint  firmly 
secured  to  the  top  and  bottom  edges  of  the  sides  and  end  lockers  of  the 
berths  by  means  of  hydraulic  glue  and  copper  nails,  or  any  other 
suitable  means. 

Claim. — The  arrangement  of  the  removable  bed  or  bottom  c  c^ 
canvas  joints  E  E,  lockers  F  F^,  oar  and  signal  compartment  D,  air 
tubes,  and  the  projections,  grooves,  and  plates  G  G^  G*  G*,  combined 
SDd  operated  in  the  manner  and  for  the  purpose  substantially  as  de- 
scribed and  shown. 

No.  19,977. — Leverett  Ball,. of  Auburn,  New  York. — Improved 
Ufe-Boat. — Patent  dated  April  20,  1858. — This  invention  consists  of 
a  life-boat  made  very  light  and  provided  with  doors  covering  the 
greater  portion  of  the*  roof  or  top  of  the  boat,  and  capable  of  being 
<^ned  or  closed  at  pleasure,  so  that  a,  large  number  of  passengers  may 
occupy  the  boat,  and  by  their  added  weight  prevent  the  possibility  of 
capsising,  whilst  ingress  of  water  is  effectually  prevented  during  the 
lionching  or  any  other  like  emergency  by  closing  the  doors. 

Claim. — The  combination  of  the  described  doors  with  the  life-boat, 
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for  the  purpose  of  preserving  the  lives  of  shipwrecked  passengers,  sub- 
stantially as  set  forth. 

No.  20,374. — Albert  L.  Shears,  of  Omro,  Wisconsin. — Improved 
Life-Boat. — Patent  dated  May  25,  1858. — This  invention  consists  in 
•  the  arrangement  of  the  double  sides  forming  air  chambers  on  a  line 
with  the  upper  sections,  and  being  open  at  the  bottom  for  the  purpose 
of  buoying  and  sustaining  the  boat  and  protecting  the  scuppers  and 
valves  from  the  force  of  the  sea. 

Claim. — The  arrangement  of  the  sides  L  L,  as  constructed  with  the 
hull  proper  of  the  boat  forming  the  air  chambers  a^  a^^  and  being  open 
below,  and  these  sides  and  air  chambers  combined  and  arranged  with 
the  scuppers  and  valves,  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,462.— J ABKZ  M.  Woodward,  of  New  York,  N.  Y  —Im- 
proved Life-BoaJt  Constructed  of  Mattresses. — Patent  dated  September 
7,  1858. — The  object  of  this  invention  is  to  provide  a  safe  and  reliable 
means  for  preserving  life  in  case  of  the  sinking  of  a  vessel,  independent 
of  the  ordinary  boats  and  life-boats,  and  which  means  can  be  used 
and  applied  without  encumbering  the  vessel  or  adding  to  the  ordinary 
expense  of  fitting  out. 

The  inventor  says :  I  claim,  first,  constructing  the  mattresses  with 
the  strong  canvas  or  duck  attached  to  them  with  the  eyelet  holes,  so 
that  they  can  be  united  at  their  edges  by  lashing,  for  the  purpose  of 
making  a  boat  or  life-raft,  as  described. 

Second.  I  claim  the  manner  of  constructing  the  berth  bottoms  or 
supports  into  frames  in  the  shape  of  or  similar  to  right-angled  triangles, 
in  combination  with  the  mattresses,  constructed  as  described. 

Third.  The  combination  of  the  mattresses,  canvas,  and  eyelets,  with 
the  lashings,  diaphragm  frames,  and  spar,  arranged  into  the  form  of 
a  boat  or  life-raft,  as  described. 

No.  21,570. — Charles  Lbgros,  of  New  York,  N.  Y. — Improved  Ex- 
pansible Floats  for  Life- Boats. — Patent  dated  September  21,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Constructing  the  outer  sides  or  side  surfaces  of  the  floats 
of  some  non-corrosive  metal,  while  the  top  and  unexplored  surfaces 
are  formed  of  rubber  or  other,  air-proof  flexible  material,  substantially 
as  and  for  the  purposes  set  forth. 

No.  21,776. — Hiram  Palmer,  of  Augusta,  Mich. — Improved  Life- 
Preserver. — Patent  dated  October  12,  1858. — By  turning  the  crank  c 
the  propeller  is  set  in  motion,  and  thus  motion  is  given  to  the  pre- 
server. F  is  a  seat  upon  which  the  operator  sits,  and  a  a  a  a  straps 
which  secure  the  seat  to  the  frame  A  A.  bbbi  are  straps  which  pass 
over  the  operator,  when  seated,  and  secure  him  flrmly  in  his  seat,  so 
that  he  cannot  be  removed  by  the  violence  of  the  waves.  H  and  1 1 
represent  a  suit  of  india  rubber  clothes  which  the  operator  may  use, 
and  thus  prevent  his  becoming  wet  and  benumbed  with  cold  sea  water. 

Claim. — The  arrangement  of  the  folding  frame  A,  the  metal 
chambers  B  B,  the  provision  chamber  D  within  said  chambers  B  B, 
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attached  to  its  sides.  The  covering  D  is  provided  with  one  or  more 
pockets  E,  to  receive  bags  F,  of  watei:-proof  material,  to  contain  pro- 
visions, &c. 

The  inventors  say:  We  do  not  claim  the  employment  or  nse  of  cork, 
nor  do  we  claim  separately  or  apart  from  the  whole  any  of  the  parts 
described. 

But  we  daim  the  springs  A  and  corks  B,  connected  by  the  cords  or 
straps  a  o,  encompassed  by  the  filling  or  layers  C,  and  enclosed  by 
the  case  or  covering  D,  provided  with  pockets  E  and  straps  G,  the 
whole  forming  a  new  and  useful  article  of  manufacture  for  the  pur- 
pose specified. 

No.  19,593.— W.  Urquhakt,  of  New  York,  N.  Y.— Improved  Ltfe- 
Preserver  Eaft  of  Buoyant  MaUresaea. — Patent  dated  March  9, 1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventor  says :  I  am  aware  that  it  is  old  to  form  a  raft  by  strap- 
ping together  a  series  of  mattresses  which  are  arranged  in  the  same 
horizontal  plane,  the  straps  bein^  attached  to  the  side  edges  and  end 
of  each  mattress,  and  the  connexion  finally  formed  in  such  a  manner 
that  unclosed  joints  between  the  di£ferent  mattresses  exist  for  the 
water  to  dash  up  through  and  flood  the  raft,  therefore  I  do  not  claim 
a  raft  thus  formed. 

But  I  daim  providing  the  mattresses  of  a  ship  with  straps  and 
buckles  on  their  upper  and  under  surfaces,  and  with  loops  round 
their  edges  in  the  peculiar  manner  shown,  whereby,  in  case  of  emer- 
gency, a  series  of  mattresses  can  be  buckled  together,  and  a  life-pre- 
serving raft  formed,  by  placing  several  layers  or  tiers  of  the  mattresses 
thus  buckled  together  on  top  of  one  another,  in  a  manner  to  form 
angular  break  joints,  and  said  layers  or  tiers  thus  arranged  readily 
and  conveniently  strapped  together  in  such  a  manner  that  it  will  be 
impossible  for  the  ties  to  separate  or  change  their  position  longitudi- 
nally or  laterally,  as  set  forth. 

No.  19,216. — Lorenzo  Taggart,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Canvas  Sheets  connected  toith  Ly^e- Preserving  Bafts. — 
Patent  dated  January  26,  1858. — The  tubes  a  are  made  to  fit  in  the 
top  openings  of  the  casks,  so  that  by  inverting  the  canvas,  placing 
the  tubes  in  the  aforesaid  openings,  and  drawing  out  the  edges  of  the 
canvas,  a  receiver  is  formed  with  outlets  into  the  casks  for  securing  a 
supply  of  rain  water. 

The  canvas  is  used  also  as  an  awning,  and  by  elevating  one  por* 
tion  and  drawing  the  edges  outward,  as  the  circumstances  of  the  case 
suggests,  turned  into  a  sail. 

The  inventor  says :  I  do  not  claim  the  formation  of  rafts  by  the 
union  of  water  casks  or  other  buoyant  articles. 

Nor  do  I  claim  using  casks  partially  filled  with  water,  separately 
considered. 

But  I  cUiim  the  canvas  sheet  provided  with  tubes  a,  and  serving 
the  double  purpose  of  awning  ana  water  receiver,  and  connected  wita 
the  raft  substantially  as  set  forth. 
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No.  20,328. — Pbtbr  C.  Clark,  of  Beading,  Pennsylvania. — 7m- 
proved  BeciproccUing  Paddle, — Patent  dated  May  25,  1858. — In  this 
invention  there  is  applied  to  the  stern  of  the  vessel  a  number  of  upright 
levers,  the  fulcra  of  which  are  confined  to  a  radius  rod  d;  the  upper 
end  of  the  radius  rod  being  driven  by  a  crank,  will  receive  a  rotary 
motion  ;  the  fulcrum  of  the  lever  o,  being  confined  to  the  radius  rod, 
oscillates  in  the  direction  of  the  arc  of  a  circle ;  the  lower  end  of  a 
lever  to  which  a  paddle  e  is  attached,  being  influenced  by  these  mo- 
tions, moves  in  the  direction  of  an  ellipse.  ?he  paddle  enters  the 
water  endwise  and  remains  in  the  water  during  the  half-stroke  of  the 
crank,  when  another  enters,  thus  keeping  up  a  continuous  motipn. 

Claim. — The  arrangement  of  the  lever  e,  having  an  adjustable 
paddle,  with  the  radius  bar  d  and  crank  arm  b  in  their  relation  to 
each  other  and  to  the  crank  shaft,  as  and  for  the  purpose  set  forth. 

No.  19,482. — Andrew  Buchanan,  of  New  York,  N.  Y. — Improve- 
meat  in  Paddh-Wheels.—PsLteut  dated  March  2,  1858.— This  paddle 
wheel  has  paddle-floats  of  the  ordinary  form  with  a  series  of  arches 
D  D,  but  not  connected  with  the  floats  C  C,  for  the  purpose  of  pre- 
venting the  breaking  of  the  water  by  the  action  of  the  floats  and 
causing  the  water  to  be  kept  in  compact  condition  behind  the  floats 
during  the  operation.  There  are  also  ventilating  pipes  c  o  for  the 
escape  of  air  from,  under,  or  within  the  arches. 

The  inventor  says :  I  do  not  claim  the  closing  of  the  spaces  between 
the  floats,  as  I  am  aware  that  paddle-wheels  have  been  made  with 
peripheries  formed  like  cog-wheel  stars  and  in  other  forms  within  the 
said  spaces  closed. 

But  I  daim  the  arrangement  of  the  ventilating  pipes  c  c,  substan- 
tially as  described,  in  combination  with  the  arches  D  D  between  the 
floats,  for  the  purpose  set  forth. 

No.  20,096. — Nat^pan  Smith,  of  Berwick,  Louisiana. — Improved 
Paddle-  JFAcrf.— Patent  dated  April  27,  1858.— The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  first,  the  fitting  of  the  two  paddle  hubs 
with  their  arms  D  D  D^  D^  to  the  shaft,  and  the  attachment  of  the 
buckets  to  the  arms  in  such  a  manner  that  either  hub  may  be  per- 
mitted at  pleasure  to  be  turned  upon  the  shaft  by  the  pressure  of  the 
buckets  upon  the  water,  for  the  purpose  of  adjusting  the  buckets 
obliquely  in  either  direction  to  the  shaft  and  of  returning  them  to  a 
position  parallel  with  the  shaft,  substantially  as  described. 

Second.  The  employment  of  the  bolts  yy  and  a  system  of  levers  and 
sliding  collars  G  O^,  applied  substantially  as  described,  in  combina* 
tion  with  the  loose  paddle  hubs  C  C^  and  fast  hubs  E  E^  with  their 
corresponding  holes,  for  the  purpose  of  liberating  the  hubs  from  and 
securing  them  to  the  shaft,  to  permit  and  secure  the  adjustment  of  the 
buckets. 

No.  20,676.— Jambs  Wingatb,  of  Philadelphia,  Pa.— /mprowrf 
Paddle  JTAeeZ.— Patent  dated  June  22,  1858.— The  claim  and  engra- 
vings will  explain  the  nature  of  this  invention. 
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Claim. — Connecting  side  wheels  for  steamboats  with  recesses,  in 
which  blocks  are  arranged  to  slide  toward  and  from  the  center 
of  rotation  of  the  wheel  as  the  latter  revolves,  by  means  of  the  plates 
F^  F*  and  G^ ,  when  constructed  and  operating  on  the  blocks  b  as  de- 
scribed, so  as  to  cause  the  partitions  between  the  said  recesses  to 
assume  the  character  and  duty  of  floats  throughout  a  portion  of  the 
circumference  of  the  wheel,  the  outer  surfaces  of  the  said  blocks  being 
level  with  the  outer  edges  of  the  partitions  throughout  the  remaining 
pNortions  of  the  circumference,  as  set  forth  and  for  the  purposes  spe- 
cified. 

No.  21,826. — H.  Ehrhart,  of  Muscatine,  Iowa. — Improved  Paddle 
IF fced.— Patent  dated  October  19,  1^58. — This  invention  consists  in 
a  certain  system  of  lever-like  arms  carrying  the  floats  and  combined 
together,  and  with  wheel  to  operate  in  combination  with  fixed  guides 
attached  to  the  vessel  so  that  the  floats  shall  be  kept  vertical,  or 
nearly  so,  and  be  compelled  to  move  horizontally,  or  nearlv  so,  in  the 
water,  and  thus  be  caused  to  act  with  the  greatest  possible  degree  of 
propulsive  effect. 

Claim. — ^The  described  system  of  lever-like  arms  E  E  carrying  the 
floats  F  F,  pivoted  to  the  body  of  the  wheel,  and  combined  with  each 
other  by  the  floats  F  F,  and  rods  G  G,  and  operating  substantially 
as  described,  in  combination  with  the  guides  H  H,  for  the  purpose 
set  forth. 

Uo.  21,892. — ^Richard  B.  LocKB,of  Stapleton,N.Y. — Improved  Pad^ 
die  Wheel. — Patent  dated  October  26, 1858. — This  invention  consists 
lo  making  the  buckets  severally  of  a  series  of  boards  or  plates  having 
the  form  of  parallelograms,  and  arranged  side  by  side  obliquely  to 
the  plane  of  revolution  and  with  their  faces  oblique  to  the  axis  of  the 
wheel  and  united  at  their  angles  to  produce  a  zigzag  profile  in  the 
section  taken  in  a  flame  parallel  with  the  axis  of  and  perpendicular  to 
the  radius  of  the  wheel,  as  well  as  at  their  outer  and  inner  edges% 

Claim. — Connecting  the  plates  D  to  each  other,  or  to  staying  rings 
at  their  adjacent  angles  d  d^  substantially  as  shown  and  described  for 
the  purposes  set  forni. 

No.  21,432. — John  Mat,  of  Columbus,  Ga. — Improvement  in  Pad- 
dle Wheel  Prcpefler*.— Patent  dated  September  7,  1858.— A  A  is  the 
hollow  drum  or  cylinder,  B  B  are  the  buckets,  E  E  are  the  guides  for 
the  buckets,  F  F  is  the  adjustable  center,  1 1  is  the  slide  in  which  the 
center  F  is  made  fast  or  stationary,  K  K  is  the  circular  disk  or  plate 
with  grooves  for  the  purpose  of  making  the  slide  I  to  fit  therein. 

Claim. — ^The  arrangement  of  the  buckets  or  floats  B  B,  with  the 
guides  E  E,  with  the  center  F  I  K,  and  the  frame  C,  arranged  in  the 
manner  substantially  and  for  the  purpose  as  described. 

No.  20,606. — CharlbsF.  OARiDnrER,  of  East  Boston,  Mass.,  assignor 

to  Himself  and  H.  D.  Gardiner,  of  said  East  Boston. — Improved 

Propdier. — Patent  dated  June  15, 1858. — The  nature  of  this  invention 

consists  in  the  peculiar  construction  of  paddles,  and  in  the  manner  of 
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reversing  the  paddles  on  either  or  hoth  sides,  so  as  to  turn  the  vessel 
without  the  assistance  of  the  rudder,  from  the  movement  of  a  simple 
engine  working  ahead  at  all  times,  thus  obviating  the  necessity  for 
reversing  the  engine. 

Claim. — ^The  arrangement  of  the  wheels  w  w  on  the  heads  of*the 
shafts  8,  with  the  rack  r,  and  wheel  W,  geared  therewith,  operating 
to  reverse  the  paddles,  substantially  as  described,  in  combination  with 
the  wings  a  a,  and  tongues  b  of  the  shafts  S,  at  and  for  the  purpose 
set  forth. 

No.  20,744. — WiLUAM  Thurber,  of  Olean,  New  York. — Improved 
Propeller. — Patent  dated  June  29, 1858. — The  forward  portion  of  the 
blade  is  secured  to  arm  A,  closer  to  the  shaft  than  point  a^  on  arm  A^, 
and  the  face  of  the  blade  made  to*  vary  between  the  limits  of  forty- 
five  degrees  and  five  in  its  angle  of  impact  with  the  water.  This 
causes  the  pressure  of  the  blade  upon  the  water  to  increase  gradually 
from  head  to  heel,  preventing  the  lateral  throwing  off  of  the  water, 
which  would  take  place  did  the  blade  at  the  heel  make  a  large  angle 
with  the  axis  of  the  shaft. 

Claim. — The  falling  iace  of  the  blade,  in  combination  with  the  rear 
inclined  surface  P  and  the  filling  Q  on  the  back  of  the  blade,  the  con- 
struction and  operation  being  substantially  as  set  forth. 

No.  20,953. — ^Datus  E.  Merick,  of  Cleveland,  Ohio. — Improved 
Fropdler. — Patent  dated  July  20,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

Claim. — The  special^  form  of  the  wing  B  described,  having  its 
angular  position  upon  the  shaft,  in  combination  with  the  flange  C, 
having  its  greatest  depth  at  the  central  part  of  the  periphery  of  the 
wing,  and  tapering  therefrom  each  way  to  the  edge  of  the  wing,  as 
set  forth. 

No.  22,016.— George  R.  Comstock,  of  Little  Falls,  New  York.— 
Improved  Propeller. — Patent  dated  November  9,  1858. — This  inven- 
tion consists  in  constructing  the  paddles  with  elastic  blades,  which 
are  perforated  ;  also,  in  a  peculiar  device  for  reversing  the  action.  It 
also  consists  in  coilstructing  the  paddles  with  cutting  edges,  for  the 
purpose  of  preventing  them  from  becoming  clogged  with  vegetation. 

Claim. — The  series  of  spring  blades  //^  hung  and  reversed  sub- 
stantially as  set  forth,  in  combination  with  the  cutting  edges  of  the 
vibrating  frame  B^,  the  operation  being  substantially  as  specified. 

No.  22,209. — ^Washington  Van  Dusen,  of  Philadelphia,  Pennsyl- 
vania,— Improved  Propeller. — Patent  dated  November  30, 1858. — The 
nature  of  this  invention  consists  in  attaching  to  the  crank-pins  which 
give  motion  to  the  lower  end  of  the  paddles  or  blades,  whose  upper 
ends  are  guided  in  their  up  and  down  movements  by  blocks  sliding 
in  vertical  slots  or  grooves,  the  ends  of  the  brace-bars,  whose  opposite 
ends  are  secured  together  at  an  acute  angle,  and  are  provided  with 
bosses  or  nuts,  which  slide  horizontally  in  slots  formed  in  plates 
secured  to  the  sides  or  stern  of  the  vessel  to  be  propelled,  in  such  a 
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manner  as  to  give  additional  strength  to  the  paddles  or  blades,  and 
enable  them  to  better  resist  the  action  of  the  water,  ice,  or  other 
obstruction  likely  to  be  encountered  by  the  propelling  paddles  or 
blades.  * 

Claim, — The  arrangement  and  combination  of  the  frame  D,  blockg 
B,  paddles  A,  cranks  G,  rods  H,  and  slots  S,  substantially  as  and  for 
the  purposes  shown  and  described. 

No.  20,889.— MoRTDCBR  Nelson,  of  New  York,  N.  Y.— Improved 
Boat  Propeller, — Patent  dated  July  13,  1858. — This  invention  con- 
sists in  arranging  two  longitudinal  propeller  frames,  set  with  vertical 
paddles,  on  each  side  of  the  boat.  The  frames  g  g  have  a  longitudinal 
movement  in  opposite  directions  to^  one  another  alternately,  and  the 
paddles  of  one  frame,  as  said  frame  is  moving  forward,  opening  and 
acting  as  a  resistance  to  the  water,  and  the  paddles  of  the  other  frame 
closing  and  presenting  no  resistance  as  said  frame  is  moving  back- 
ward. By  this  arrangement  no  loss  of  power  by  back  water  is  expe- 
rienced, as  there  is  no  expenditure  of  power  in  entering  or  leaving 
the  water,  as  in  the  case  of  the  common  paddle  wheel. 

The  inventor  says :  I  datm,  first,  the  vertical  buckets  t  t,  when 
arranged  so  that  they  shall  be  capable  of  folding  against  the  side  of 
the  propeller  frame  gr,  whether  turned  on  their  axis  to  the  right  or 
left,  in  combination  with  a  reversible  stop,  which  will,  after  being 
adjusted,  hold  the  buckets  in  a  position  for  acting  against  the  water 
durin?  the  time  the  engine  piston  is  making  a  stroke  to  effect  the 
propmsion  of  the  boat  either  back  or  forwards,  substantially  as  and 
for  the  purposes  set  forth. 

Second.  The  arrangement  of  the  buckets  on  the  inner  side  of  one 
of  the  propeller  frames,  and  on  the  outer  side  of  the  other,  in  combina- 
tion with  the  supporting  slides,  constructed  and  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  22,373.— Jaices  Montoomery,  of  New  York,  N.  Y. — Improved 
Buoyant  PropeUer. — Patent  dated  December  21,  1858. — ^A  represents 
a  hollow  shaft  of  large  size,  constructed  of  either  cast  or  plate  metal, 
and  running  on  journals  a  a^.  B  B  are  hollow  heliacal  blades,  convex 
OB  their  rear  sides,  and  provided  with  segmental  flanges  C  fitting  the 
cylinder  A,  and  secured  thereto  by  screw  bolts  c. 

E  is  the  port  through  which  water  escapes  from  the  interior  of  the 
blade  through  the  cylindrical  casing  D,  its  return  being  prevented 
by  the  valve  P  opening  outward,  and  kept  in  its  seat  when  at  rest  by 
an  easy  spring  G.  H  is  a  hole  through  which  water  flows  from  the 
interior  of  the  shaft  into  the  blade. 

The  inventor  says:  I  daim,  first,  the  described  or  substantially 
equivalent  means  of  securing  the  flotation  of  a  screw  propeller  by 
ejecting  water  therefrom  by  centrifugal  action. 

Second.  The  detachable  hollow  blades  B,  in  the  described  combina- 
tion with  the  shaft  A,  for  the  purposes  set  forth. 

Third.  The  application  of  the  valve  Z,  arranged  as  described,  in  the 
forward  end  of  the  hollow  shaft  A,  for  the  purpose  explained. 
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No.  21,378.— Lb  Gkand  0.  St.  John,  of  Buffalo,  N.  Y.— Improved 
ProptUtr  f(yr  Boats, — Patent  dated  August  31, 1868. — The  claim  and 
eDgraviogs  explain  the  nature  of  this  invention. 

The  inventor  says :  I  ciatm,  first,  the  construction  and  use  of  a  pro- 
peller case  having  three  conduits  arranged  on  parallel  lines,  so  that 
the  water  will  be  received  into  the  case  through  the  outside  conduits 
at  the  same  stroke  of  the  piston  that  water  is  discharged  through  the 
middle  conduit,  and  vice  v^rsa,  as  set  forth. 

Second.  I  claim  the  arrangement  of  two  revolving  pistons  E  E  with 
respect  to  an  enclosing  case,  whether  said  case  is  made  single,  as  rep- 
resented in  fig.  7,  No.  2,  or  double,  as  represented  by  No.  3,  fig.  1, 
and  the  combination  thereof  with  a  boat,  so  that  in  the  act  of  propel- 
ling water  will  be  received  into  the  case  at  one  orifice  or  channel  and 
discharged  at  another  orifice  or  channel  through  the  bottom  of  the 
boat,  for  the  purposes  and  substantially  as  set  forth. 

Third.  I  claim  the  construction  of  my  revolving  piston,  partly  of 
wood  and  partly  of  iron^  substantially  as  described. 

No.  22,422. — James  Hamilton,  of  New  York,  N.  Y. —Improved  Pro- 
peller for  Boats, — Patent  dated  December  28,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — The  arrangement  of  two  sets  of  propeller  buckets  in  a  re- 
ciprocating frame,  so  set  that  they  act  in  opposite  directions  to  give 
head  or  stern  way  respectively,  when  said  buckets  are  combined  with 
»lidin^  stops  fitted  ana  acting  as  specified,  to  retain  one  set  of  buckets 
in  a  folded  and  inoperative  position  while  the  other  set  is  acting  to 
move  the  vessel,  as  set  forth. 

No.  20,862.— Abner  Bukbank,  of  Buffalo,  N.  Y.— Improved  Pro- 
peller/or Canal  Boats, — Patent  dated  July  13,  1858.— This  invention 
relates  to  a  propeller  shaft  P,  so  constructed  and  arranged  that  it  may 
be  moved  in  a  longitudinal  direction  any  distance  and  6Uj»port  the  pro- 
peller N  on  the  end  thereof,  so  that  the  propeller  may  be  projected  out- 
wardly to  get  a  good  hold  upon  the  water  and  drawn  inwardly  toward 
the  boat,  and  close  up  to  or  under  the  stern  when  passing  locks,  &c.] 
and  in  constructing  the  rudder  A  with  a  notch  or  recess  of  sufficient 
Aize  to  receive  the  propeller  and  allow  it  to  work  therein,  so  that  the 
rudder  will  swing  clear  of  the  propeller  and  at  the  same  time  guard 
and  protect  it. 

Claim. — A  propeller  and  shaft,  moyeable  in  a  longitudinal  direction, 
in  combination  with  a  rudder  having  a  notch  or  recess  therein  to  re- 
ceive the  propeller,  and  for  the  purposes  and  substantially  as  set  forth. 

No.  22,346. — MoRTiMBR  W.  Camp,  of  New  Haven,  Conn. — Improved 
Propeller  for  Li/e-Boats. — Patent  dated  December  21, 1858. — This  in- 
vention consists  in  a  method  of  propelling  that  class  of  life-boats 
having  an  enclosed  or  decked  hull,  by  the  application  of  the  power  of 
the  occupants  of  the  boat,  or  of  such  portion  thereof  as  shall  be  found 
requisite  to  effect  that  purpose. 

Claim. — The  methoa  of  propelling  enclosed  life-boats  by  the  appli- 
cation of  the  power  of  the  occupants  of  the  boat,  as  set  forth. 
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No.  21,825. — John  Eaton,  of  Bellevillo,  Canada.— Improved  Marine 
PropeU-er, — Patent  dated  October  19,  1858. — The  claim  and  engrav- 
insB  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  it  has  long  since  been  proposed 
to  propel  boats  and  other  vessels  by  means  of  reciprocating,  and  also 
by  meanrf  of  rotating  pumps,  discharging  a  stream  of  water  from  the 
stern,  and  therefore  I  do  not  wish  to  be  understood  as  making  claim, 
broadly,  to  such  method  of  propulsion. 

But  I  daim  propelling  boats  by  means  of  paddlep  or  vanes  rotating 
in  and  surrounded  by  a  casing  provided  with  an  aperture  or  apertures 
near  the  centre  to  receive  the  water,  and  with  a  radial  spout  for  the 
discharge,  when  such  rotating  vanes  or  paddles  and  surrounding  case 
are  placed  at  the  stern  and  outside  the  boat  or  vessel,  substantially  as 
described. 

I  also  claim  making  the  said  case  which  surrounds  the  paddles  or 
▼anes,  so  that  it  can  be  turned  to  place  the  discharge  spout  m  any  de- 
sired direction  relatively  to  the  plane  of  the  keel,  substantially  as  de- 
scribed, for  the  purpose  of  propelling  the  boat  or  vessel  either  forward 
or  backward  without  reversing  the  direction  of  the  propeller^  and  also 
for  steering  or  turning,  as  set  forth. 

No.  21,650 — Oliver  Byrne  and  J.  Q.  Elliott,  of  New  York,  N. 
Y. — Improved  Screw  Propeller. — Patent  dated  October  5,  1858. — The 
nature  of  this  invention  consists  in  forming  screw-propellers  so  that 
a  sufficient  quantity  of  water  may  be  passed  througn  a  hollow  shaft, 
or  through  a  pipe,  to  the  rear  of  the  blades,  for  the  purpose  of  filling 
up  the  hollow  space  established  behind  the  blades  by  the  motion  of 
the  vessel  through  the  water ;  thus  giving  a  firmer  purchase  to  the 
screw,  and  avoiding  in  a^reat  measure  what  is  termed  '*  slip." 

Claim, — The  device  and  method  described,  or  their  equivalents, 
for  conducting  useless  or  superfluous  water  to  the  rear  of  a  screw  pro- 
peller in  immediate  contact  with  the  blades  aft,  not  for  the  purpose 
of  giving  rotary  motion  to  the  propeller,  but  for  the  purpose  of 
diminishing  what  is  termed  ^*  slip,''  by  the  operation  and  methods 
described,  or  by  their  equivalents. 

No.  22,417. — H.  E.  Fbssel,  of  Chicago,  Illinois. — Improved  Steering 
Propeller. — Patent  dated  December  28,  1858. — This  invention  con- 
sists in  applying  the  propeller-shaft  in  bearings  carried  by  a  horizontal 
circular  frame  which  is  capable  of  rotating  to  some  extent  around  a 
vertical  driving  shaft  geared  with  the  propeller-shaft,  and  which  is  so 
geared  with  a  steering  apparatus  that  the  propeller-shaft  may  be  set 
at  any  required  angle  to  the  centre  line  of  the  vessel,  and  the  pro- 
peller thereby  made  to  perform  the  duty  of  a  rudder,  without  inter- 
fering with  its  action  as  a  propeller. 

Claim. — The  arrangement  and  combination  of  the  slotted  frame  A, 
propeller  F,  driving  shaft  C,  and  chain  wheel  i,  substantially  as  and 
for  the  purpose  shown  and  described. 

No.  20,332. — Aaron  Colton,  of  Le  Eoy,  New  YotIl.— Improved 
Valve  Propeller.— Feiient  dated  May  25, 1858. — This  invention  relate* 
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to  paddles  placed  in  horizontally  sliding  frames  C  C^,  and  consists  in 
attaching  the  same  by  means  of  pivots  o  between  their  centres  and 
their  upper  edges  to  these  frames;  the  upper  edges  being  guided 
by  loops  b,  which  are  attached  to  horizontal  plates  that  are  placed  on 
the  top  of  the  sliding  frame  in  such  a  manner  that  they  assume  a 
sliding  motion,  independent  of  the  motion  of  the  frames,  whereby 
the  paddles  are  inclined  either  one  way  or  the  other. 

Olaim. — The  connexion  of  the  paddles  with  the  sliding  frames  0  C^ , 
and  the  flat  plates  E,  in  combination  with  the  stops  i,  constructed  and 
operated  substantially  as  described. 

No.  20,751. — William  Wkbster,  of  Jefferson  county,  Washington 
Territory. — Improvement  in  Attaching  and  Bousing  FropeUera. — 
Patent  dated  June  29,  1858. — A  is  the  exterior  frame  of  the  ship,  B 
the  fore  peak,  G  the  rim,  D  the  after,  and  D^  the  forward  propeller 
blades  or  fins,  E  the  after  propeller-shaft,  F  the  forward  shaft,  H  Q 
the  forward  and  after  stern  slide  port,  I  the  forward  or  bow  slide  port, 
J  J^  the  after  and  forward  trunk,  E  the  pipe  connecting  the  pro- 
peller chamber  with  the  ship's  pump- well,  M  M  air  chambers,  N  chains 
attached  to  slide  ports  for  hoisting  and  lowering  them  from  the  deck, 
P  P  the  trap  hatches  in  the  trunks  J  J^. 

The  inventor  says :  *  I  daim,  first.  The  sliding  ports  G  H  I  (of  any 
shape  required  by  the  form  of  hull  and  propellers)  and  connected 
apparatus  by  which  they  are  operated  for  covering  and  uncovering  the 
propellers,  substantially  as  specified,  in  combination  with  the  trunk  J, 
and  trap  hatch  P. 

Second.  The  pipe  F  leading  from  the  propeller  chamber  to  the 
pump- well,  as  and  for  the  purpose  described. 

Third.  The  mode  of  attaching  and  detaching  the  after  propeller 
blades  as  and  for  the  purpose  specified,  in  combination  with  the  slide 
ports  and  propeller  chambers. 

Fourth.  The  air  chambers  in  the  bow  and  stern  as  arranged  rela- 
tively to  the  propeller  recesses  or  chambers,  substantially  as  and  for 
the  purpose  described. 

No.  19,887. — Seth  Wilmakth,  of  Charlestown,  Samuel  L.  Hat,  of 
Reading,  and  David  N.  B.  Coffin,  jr.,  of  Newton,  Massachusetts. — Im- 
provement  in  Coupling  of  Shafting  for  FropeUers. — Patent  dated  April 
6,  1858. — The  object  of  this  invention  is  to  provide  for  both  the 
angular  and  transverse  variation  of  the  joints  of  shafting,  particularly 
of  propelle^  shafts  in  steam  vessels,  dj  angular  variation  is  meant 
the  deviation  of  the  shaft  from  a  direct  line  when  the  axes  coincide  at 
the  joint.  By  transverse  variation  is  meant  the  want  of  coincidence 
of  the  axes  of  the  two  parts  of  the  shaft  at  the  joint. 

CZatm. — The  combination  of  plate  d,  or  its  equivalent,  with  the 
head  plates  of  the  shaft  in  any  manner,  substantially  as  described,  so 
that  the  coupling  may  accommodate  itself  to  the  angular  and  trans- 
verse variation  between  the  driving  and  driven  parts  of  the  shaft, 
whether  that  variation  be  variable  or  permanent. 
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No.  22,266.— HoKATio  0.  Pkrrt,  of  Buffalo,  N.  T.,  assignor  to 
Himself  and  Sidney  Sheppard,  of  said  Buffalo. — Improved  Means  for 
Securing  the  Arms  to  the  Hubs  of  Propellers, — Patent  dated  December 
7,  1858. — The  nature  of  this  invention  consists  in  fitting  the  arms 
into  conical  sockets  in  the  hubs,  and  in  confining  the  parts  together 
by  keys  so  arranged  that  the  small  end  of  the  second  key  extends 
across  the  head  of  the  first,  the  smaller  end  of  the  third  extends 
across  the  head  of  the  second,  and  the  small  end  of  the  fourth  across 
the  head  of  the  third,  so  that  none  of  the  other  keys  can,  by  any 
chance,  be  displaced  until  the  fourth  has  been  removed. 

Claim. — The  employment  of  the  conical  ends  c^,  confined  in  the 
corresponding  sockets  in  B^  by  the  keys  D^  D»  D»,  &c.,  substantially 
in  the  manner  and  for  the  purposes  set  forth. 

No.  22,431. — Sakusl  Husb  and  Samuel  Husb,  jr.,  of  Chicago,  Illi- 
nois.— Improved  PropeUing  and  Steering  Apparatus. — Patent  dated 
December  28,  1858. — A  is  the  deck  of  the  vessel,  B  a  vertical  post 
which  is  held  firmly  up  to  the  stern  post  H  by  strans  Z;  to  this  post 
is  suspended  by  similar  straps  X  the  rudder  0,  which  is  enlarged  as 
at  C,  so  as  to  form  a  frame  within  which  revolves  the  propeller  D, 
and  in  which  is  boxed  both  ends  of  its  shaft  /.  This  shaft  carries  at 
its  extremity  a  gear  E  that  is  driven  through  the  intermediate  gear  F 
by  a  similar  gear  G  upon  the  engine  shaft  G. 

The  inventors  say :  We  claim  as  an  improvement  in  propellers  when 
hung  within  the  rudder  and  operated  by  gears  E  F  G,  as  set 'forth, 
receiving  the  end  thrust  of  the  propeller  shaft  upon  the  sleeve  I  on 
the  post  B,  arranged  and  operating  in  the  manner  substantially  as 
described. 

No.  19,851. — Jambs  H.  Hills,  of  Burlington,  Vermont. — Jtit- 
jproved  Row-Lock. — Patent  dated  April  6,  1858. — The  nature  of  this 
invention  consists  in  constructing  a  row-lock  in  any  convenient  form, 
from  the  top  of  which  the  oar  is  suspended,  and  when  operated  in 
rowing  the  boat  the  oar  will  feather  itself  when  the  boatman  may  so 
desire  to  use  it ;  or,  by  the  use  of  screws,  the  oar  will  cease  to  be  a 
self-feathering  oar,  but  may  be  feathered  by  the  boatman  with  ease 
by  turning  the  oar  within  a  ring  which  encircles  it. 

Claim. — The  arrangement  and  combination  of  half  rings  H,  and 
Bet  or  adjusting  screws  F  and  J,  and  the  suspension  and  operating 
of  the  oar  at  point  e,  substantially  in  the  mode  and  manner  described. 

No.  19,084.— JosiAH  FosTEK,  of  Sandwich,  Mslsb.— Improvement  in 
Marine  Safes.— Psiient  dated  January  12,  1858.— The  claim  and  en- 
gravings explain  the  nature  of  this  invention.  ^ 

The  inventor  says:  I  do  not  claim  applying  air  chambers  to  a 
vessel  to  buoy  the  same  up  when  immersed  in  water.  ^ 

Mor  do  I  claim  a  marine  safe  or  trunk  made  with  an  air-tight 
chamber  applied  to  a  receiving  chamber^  provided  with  a  mouth  and 
closing  cap-plate. 

But  I  daimj  in  the  construction  of  a  marine  safe  for  preserving 
letters,  money,  or  other  articles  from  shipwreck,  the  arrangement  of 
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the  extra  cap  F,  with  the  air  chambers  D  and  B,  in  connexion  with 
the  safe  a,  constructed  and  operating  as  and  for  the  purpose  de- 
scribed. 

No.  19,067. — JoBKPH  F.  Boyd,  of  Charlestown,  Mass. — Improve 
merit  in  Reejing  Sails. — Patent  dated  January  12|  1858. — The  claim 
and  en^ravmgs  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  extending  both  the  reef  tackles 
and  the  reef  band  suspension  lines  of  a  topsail  upward  from  the  reef 
band  to  and  through  leading  blocks  or  sheaves  applied  to  the  topsail 
yard. 

Nor  do  I  claim  extending  both  the  reef  tackles  and  the  reef  band 
suspension  lines  of  a  topsail  upward  from  the  reef  band  to  and 
through  leading  blocks  or  sheaves  applied  to  the  topsail  yard,  thence 
toward  the  topmast,  and  through  other  leading  blocks  or  sheaves  ap- 
plied to  the  topsail  yard ;  thence  upward  to  and  through  leading 
olocks  suspended  from  the  topmast  at  or  near  its  head,  and  from 
thence  to  the  deck  of  the  vessel,  as  I  am  aware  that  such  an  arrange- 
ment and  application  of  reef  tackles  and  reefing  lines  is  exhibited  in 
the  patent  granted  to  William  H.  Foster,  September  6,  1854. 

I  daim  my  improved  arrangement  or  application  of  the  two  reef 
tackles  B  B,  and  the  series  of  intermediate  reefing  lines  G-  G  G  to  the 
sail,  the  mast,  and  the  topsail  yard,  the  same  consisting  in  carrying 
the  two  reef  tackles  of  the  outer  edges  of  the  sail  upward  through 
blocks  at  the  topmast  head,  and  thence  downward  to  the  top  or  deck, 
without,  in  the  mean  time,  leading  them  through  any  blocks,  or  their 
equivalents,  by  which,  when  said  lines  are  pulled,  they  shall  tend  to 
lift  the  yard,  in  connexion  with  arranging  the  intermediate  reefing 
lines,  so  that  they  may  extend  upward  from  the  reef-band  to  and 
around  sheaves  in  the  topsail  yard,  and  thence  down  to  the  top  or 
deck,  in  manner  specifiea,  without,  in  the  mean  time,  leading  them 
up  to  and  through  a  block  or  blocks  appended  to  the  topmast  head. 

No.  19,850. — Lewis  HiGGiNS,  of  Jersey  City,N.  J.,  and  Alexander 
,  Brown,  of  New  York,  N.  Y. — Improvement  in  Beefing  Saila. — Patent 
dated  April  6,  1858. — This  invention  is  described  by  the  claim  and 
engravings. 

The  inventors  say  :  We  do  not  claim  the  rolling  of  the  sail  on  the 
yard  itself. 

But  we  daimj  first,  the  truss  frame  E  E,  constructed  and  fitted 
with  a  series  of  rollers  a  a,  which  embrace  the  yard  and  rolled  up 
portion  of  the  sail,  substantially  as  described,  to  hold  the  yard  to  the 
mast,  but  to  permit  the  rolling  of  the  sail  thereon  without  the 
necessity  of  dividing  the  sail  down  the  centre. 

Second.  The  combination  of  the  rings  H  H,  which  carry  the  travel- 
ling leads  /,  with  the  yard  and  with  the  truss,  by  means  of  the 
collared  bands  d  d  and  the  rolling  stays  h  h,  in  the  manner  substan- 
tially as  described,  to  prevent  longitudinal  movement  of  the  yard, 
and  the  rolling  of  the  travelling  leads  with  the  yard. 
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No.  19,225. — Donald  McLean,  of  Boston,  Massachusetts,  assignor 
to  Himself,  Samuxl  Gbebn,  and  Nathan  Ames,  of  Saugus,  Massa- 
chusetts.— Improvement  in  Reefing  Topsails. — Patent  dated  January 
26,  1858. — The  nature  of  this  invention  is  explained  by  the  claim 
and  engravings. 

Claim, — ^The  arrangement,  substantially  as  described,  of  the  re  vol  v* 
ing  jack -yard  B  and  the  reef  lines  C,  whereby  the  sail  is  reefed  by 
simply  doubling  over  itself,  instead  of  being  rolled  or  tied  up. 

No.  22,097. — ^Dahikl  Vrooman,  of  Hudson,  Ohio. — Improvement  in 
Ship  Building.— FeLtent  dated  November  16,  1858.— The  nature  of 
this  invention  consists  in  forming  projections  on  the  bow,  bilge,  run, 
and  counter  of  ships  whose  sides  shall  be  parallel  with  the  keel  of 
the  same,  and  whose  upper  and  lower  surfaces  shall  incline  at  corre- 
sponding angles  with  the  water  line  so  as  to  form  acute  angles  at  their 
ternjinations,  and  attaching  to  these  wedge-shaped  portions  gutta 
percha  or  other  elastic  fins  or  wings,  in  such  a  manner  as  to  cause 
the  water  to  impinge  and  act  upon  the  inclined  surfaces  of  the  pro- 
jections, and  the  yielding  elastic  fins  or  wings  in  continuation  of  them 
daring  the  upward  and  downward  movement  of  the  vessel  through 
the  rolling  of  the  sea  and  the  corresponding  movement  of  the  water, 
and  thus  propel  the  vessel  on  her  course. 

Claim, — ^The  arrangement  and  combination  of  the  inclined  surfaces 
or  projections  B  D  and  the  elastic  fins  or  wings  A  with  the  hull  of 
the  vessel^  substantially  as  and  for  the  purposes  shown  and  described. 

No.  20,657. — Samuel  Nowlan,  of  New  York,  N.  T. — Improved  Air 
Cells  /or  giving  Buoyancy  to  Ships  and  other  Vtssela. — Patent  dated 
Jane  22,  1858. — ^This  invention  consists  in  a  permanent  arrangement 
beneath  the  deck  of  a  series  of  cylindrical  vessels  or  wrappers  E, 
made  of  a  yielding,  strong,  and  thin  material,  which  may  be  inflated 
with  air  from  an  air  pump  H,  located  outside  on  the  upper  deck. 
These  vessels  may  be  attached  to  belts  or  bands  and  may  be  wound 
up  on  reels  R  B^  in  order  to  remove  them  to  some  place  out  of  the 
way. 

The  inventor  says :  I  claim  the  arrangement  of  a  series  of  cylin- 
drical air  vessels  beneath  the  deck  or  decks  of  vessels  in  combination 
with  the  reels  and  their  appurtenances,  whereby  the  said  air  vessels 
may  be  readily  removed  from  or  brought  into  position  at  pleasure  to 
operate  substantially  in  the  manner  as  specified. 

I  also  claim  the  fiexible  induction  tube  communicating  through  the 
hollow  reel  shaft  with  the  air  pump  and  the  air  vessels,  by  means  of 
one  or  more  suitable  valves,  arranged  in  the  manner  and  ior  the  pur- 
poses described. 

No.  21,609  —John  Lewis,  of  Elizabeth  City,  N.  3.— Improved 
Balance  Sail  Rig  for  Ships.— VsXeni  dated  Seijtember  28,  185S.— 
Patented  in  England  September  4,  1855. — This  invention  relates  to 
the  peculiar  mode  of  constructing  and  working  a  set  of  yards  or  spars, 
connected  by  frame  work,  so  as  to  move  on  a  centre  or  pivot,  the  said 
frame  being  balanced  on  said  pivot  so  as  to  turn  easily  thereon,  and 
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also  receiving  sails  so  set  as  to  present  nearly  the  same  extent  of 
surface  on  each  side  of  said  centre  and  thus  be  balanced  in  their 
action. 

The  inventor  says :  I  claim  the  spring  beam  h  applied  between  the 
pyramidal  frame  or  shears  o  o  and  the  sides  of  the  vessel,  and  con- 
nected to  both  the  frame  and  vessel  in  substantially  the  manner  and 
for  the  purposes  specified. 

I  claim  constructing  a  frame  to  receive  sails  by  the  horizontal  yards 
combined  with  the  double  ranges  of  spars  and  braces,  substantially 
in  the  manner  specified,  whereby  the  said  yards  are  permanently 
sustained  at  the  desired  distances  apart,  and  a  clear  space  is  left  from 
end  to  end  of  said  yards  for  spreading  the  sails  without  their  coming 
in  contact  with  the  said  spars  and  braces  as  described. 

I  also  claim  the  sail  frame  constructed  as  aforesaid  and  combined 
with  the  pyramidal  shears  o  c  by  the  joint  x  near  the  middle  of  said 
sail  frame,  whereby  the  aforesaid  sail  and  frame  are  sustained  and 
permitted  to  be  turned  in  the  manner  and  for  the  purposes  specified. 

No.  19,737. — Charlbs  Mamphant,  of  New  York,  N.  Y.,  assignor  to 
Thomas  Wkst,  of  said  New  York. — ImprtwedShip'aBidkhead. — Patent 
dated  March  23,  1858.— The  nature  of  this  invention  consists  in  the  use 
of  double  diagonal  planking,  with  felt  or  equivalent  material  saturated 
with  turpentine  between  said  planking.  The  plankings  are  placed  be- 
tween stanchions,  whereby  the  bulkhead  is  rendered  perfectly  tight,  and 
the  working  of  the  vessel  or  the  shrinking  of  the  planks  cannot  cause 
the  said  bulkhead  to  leak. 

Claim. — The  arrangement  of  two  or  more  thicknesses  of  crossed 
planking,  the  interposed  felt  or  other  equivalent  material,  and  the 
stanchions  with  each  other,  substantially  as  specified,  and  for  the 
purpose  set  forth. 

No.  20,131.— James  R.  Taylor,  of  New  York,  N.  Y.,  assignor  to 
William  Skiddy,  of  said  New  York. — Improved  Ship's  Capstan. — 
Patent  dated  April  27,  1858. — This  improvement  lies  in  having  the 
gear  wheels  for  increasing  the  power  supported  and  carried  upon  a 
separate  or  detached  plate,  located  at  the  base  of  the  capstan,  and 
maintained  in  position  by  the  passage  of  the  spindle  through  it,  but 
to  which  said  spindle  is  not  attached. 

Claim. — Freely  revolving  plate  e  for  carrying  the  intermediate  gear 
wheels,  in  combination  with  the  capstan  head,  and  with  the  shifting 
stop  Pj  substantially  as  described. 

No.  19,043. — John  Rbbves,  of  Brooklyn,  N.  Y.— Improvement  in 
Construction  of  Ships.— FeLtent  dated  January  5, 1858.— The  nature 
of  this  invention  will  be  understood  by  an  examination  of  the  claim 
and  engravings. 

Clairti.* — ^^Tying  the  bilge  timbers  or  planks  of  a  ship's  hull  together, 
and  also  preventing  vibrations  of  the  sides  of  the  hulbby  means  of  strong 
knees,  which  conform  to  the  curve  of  the  bilge,  and  diagonal  braces 
which  attach  to  said  knees,  and  bear  in  opposite  directions  through  said 
knees  against  the  bilge  and  top  sides  of  the  hull,  substantially  as  and 
for  the  purposes  set  forth. 
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No.  20,233. — Samuel  VaRr,  jr.,  of  Salem,  Mass. — Improvement  in 
Working  Ship's  Lower  SaiUin  Courses, — Patent  dated  May  11, 1858. — 
The  claim  and  eDgravings  will  explain  the  natare  of  this  invention. 

Claim, — Constructing  what  are  commonly  known  as  the  '  ^courses' ' 
of  a  vessel,  viz,  the  foresail,  mainsail,  and  cross-jack,  with  a  central 
clew  for  a  sheet  or  tack  in  addition  to  the  usnal  sheet  and  tack  of  such 
sail,  for  the  purpose  of  enabling  a  lighter  crew  to  handle  those  sails, 
as  set  forth. 

No.  20,877. — BoswBLL  W.  Haskins,  of  Buffalo,  N.  Y. — Improved 
Method  of  Coppering  the  Interior  of  Ships  to  Protect  them  from  lAght- 
ning.  — Patent  dated  July  13,  1858. — The  claim  and  engravings  will 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  make  no  claim  to  lightning  rods  in  any  mode 
in  which  they  are  now  used. 

But  I  daim  protecting  vessels  from  lightning  by  means  of  metal 
linings,  arranged  substantially  as  described. 

No.  21,134. — Pbtbb  H.  Jackson,  of  New  York,  N.  Y. — Improved 
Ship's  Windlass.— FsLteiit  dated  August  10,  1858.— The  nature  of  this 
invention  consists  in  applying  a  movable  brace  or  bit  at  the  end  of 
the  windlass  shaft  in  such  a  manner  as  to  sustain  said  shaft  when  in 
nse,  or  when  disconnected  to  be  entirely  out  of  the  way,  so  that  a  chain 
can  be  slipped  onto  or  off  the  windlass  barrel  with  great  facility. 

Claim, — The  bit  I  taking  the  end  of  the  shaft  b  as  specified,  when 
combined  with  the  brace  n,  block  o,  and  key  t,  or  their  equivalents, 
Bubstantially  as  and  for  the  purposes  set  forth. 

No.  19,332. — ^Daniel  Ammen,  of  the  United  States  Navy. — Im- 
proved Signal  Lantern. — Patent  dated  February  1*>,  1858. — The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

Claim. — The  peculiar  construction  and  arrangement  described  of 
fixed  colored  screens  or  glasses  to  bowsprit  cap  lanterns,  whereby 
only  one  color  can  be  seen  from  any  given  point  at  the  same  time, 
which  consists  in  the  application  of  fixed  red  and  green  glasses  or 
Bcreens  indicating  respectively  ''port"  and  ''starboard"  sides,  when 
these  colored  glasses  or  screens  form  arcs  of  90^,  or  thereabout,  upon 
the  cylinder  of  the  lantern,  and  when  separated  by  a  white  glass  or 
screen  forming  an  arc  of  45°,  or  thereabout,  substantially  as  set  forth. 

No.  20j321.— BiCHARD  F.  Brtowbll,  of  St.  Louis,  Missouri.— 7m- 
proved  Sounding  Apparatus. — Patent  dated  May  25,  1858. — This 
invention  consists  in  the  application  of  a  lever  c  to  the  bow  of  the 
vessel  in  such  a  manner  tnat  the  said  lever  can  vibrate  in  either 
direction. 

A  is  the  hull  of  the  vessel  and  I  is  the  cutwater  around  which  the 
strap  b  is  passed  and  secured  to  the  hull  of  the  vessel.  This  strap 
has  a  journal  made  on  it  directly  in  front  of  the  cutwater,  as  shown 
at  m,  and  on  this  journal  a  cam  block  o  is  placed,  which  is  made  so  as 
to  vibrate  on  the  journal;  d  iB  Sk  vibrating  crotch-bar  which  has  a 
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sqnare  end  on  it  equal  to  the  cam  bar  o  and  the  cam  on  the  end  of 
lever  c,  the  cams  being  designed  to  act  against  the  said  square  surface 
on  the  end  of  the  catch-bar. 

The  inventor  says:  I  do  not  claim  broadly  the  application  of  a  lever 
to  the  bow  of  a  vessel  to  indicate  the  depth  of  water  beneath  the 
bottom. 

But  I  daim  the  use  of  a  lever  applied  to  the  bow  of  a  vessel  so 
constructed,  combined,  or  arranged  as  to  vibrate  in  either  direction,  . 
substantially  in  the  manner  described  for  the  purpose  specified. 

No.  21,919. — Ross  Wiktans  and  Thomas  Winans,  of  Baltimdre, 
Maryland — Improvement  in  Construction  of  Ocean  Steamers. — Patent 
dated  October  26,  1858. — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

The  inventors  say :  We  daim  the  combination  of  a  vertical  trans- 
verse trunk  within  the  hull  of  a  vessel,  with  a  screw  propeller  of 
lar^e  diameter,  whose  blades  shall  project  beyond  the  outline  of  the 
hull,  substantially  as  set  forth. 

No.  19,139.— John  Franz,  of  Boston,  Massachusetts. — TaMe-Back 
/or  SteamerSy  ShipSy  dec, — Patent  dated  January  19,  1858. — A  marks 
the  table  and  B  the  rack  in  both  figures.  This  improved  rack  is 
made  of  wood  of  the  same  size  as  the  top  of  the  table  to  which  it  is 
to  be  applied.  The  rack  is  elevated  above  the  surface  of  the  table  by 
means  of  strips  under  its  edge  as  shown  in  the  engravings ;  the  outer 
edge  of  this  strip  projects  downward  to  embrace  the  edge  of  the  table. 
The  rack  is  perforated  with  holes  corresponding  in  number  and  size 
with  the  ordinary  pieces  of  table  service  to  be  employed. 

The  inventor  says :  I  do  not  claim  a  fixed  rack,  for  that  has  been 
used  before  in  stewards'  pantries,  for  holding  ships'  crockery  and 
table  furniture. 

Neither  do  I  claim  a  perforated  metallic  plate  used  to  cover  a  hot 
water  bath,  nor  a  perforated  false  bottom  for  butlers'  trays. 

But  I  daim  the  adjustable,  removable,  perforated  wooden  rack  for 
vessels'  tables,  before  described,  constructed  and  used  substantially  in 
the  manner  and  for  the  purpose  specified. 

No.  19,813. — IsAAO  MooRE,  of  Brooklyn,  New  York,  assignor  to 
Himself  and  Francis  N.  Gove,  of  said  Brooklyn. — Improvement  in 
Steering  Apparatus. — Patent  dated  March  30,  1858. — The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and 
engravings. 

The  inventor  says :  I  do  not  limit  myself  to  the  relative  sizes  of  the 
gears  e  and/,  nor  to  the  exact  arrangement  of  the  screws  and  nuts,  as 
all  these  parts  are  well  known  and  might  be  varied  to  suit  particular 
circumstances.  And  I  do  not  claim  a  yielding  motion  between  the 
steering  wheel  and  rudder  head,  as  this  has  before  been  allowed  by 
means  of  springs  and  by  ropes  of  a  slightly  yielding  nature ;  but  I 
am  not  aware  of  any  previous  instance  in  which  the  screws  acting  on 
the  rudder  head  have  been  allowed  an  endwise  motion  resisted  by 
srpings  or  equivalent  yielding  pressure  as  specified. 
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Therefore  wbat  I  datm  is  the  manner  described  of  relieving  the 
rudder  stock  of  any  sudden  strain  or  concussion  by  the  endwise 
motion  allowed  to  the  screws  x  x,  in  combination  with  the  springs  1 1, 
or  equivalent  yielding  pressure,  as  and  for  the  purposes  specified. 

No.  20,239, — Stephen  B.  Cram  and  Charles  Weed,  of  Boston, 
Mass. — Assignors  to  Stephen  B.  Cram,  of  said  Boston. — Improved 
Steering  Apparatus. — Patent  dated  May  11,  1858 — As  the  wheel  is 
turned  in  the  direction  of  the  arrow,  the  nut  G  is  caused  to  travel  aft 
on  the  shaft  E  ;  this  draws  on  the  cord  /  attached  to  the  after  part, 
and  on  the  cord  p  attached  to  the  forward  part  of  the  cap  I,  and  re- 
volves it  in  the  direction  of  its  arrows.  As  the  strain  is  bifought  on 
both  sides  of  the  nut  G  in  the  same  direction,  little  or  no  torsion 
can  be  given  to  the  nut. 

When  the  motion  of  the  wheel  F  is  reversed,  and  the  nut  is  drawn 
forward  or  in  the  opposite  direction,  the  ropes  g  and  n  are  drawn  upon 
in  a  similar  manner. 

The  inventors  say :  We  daim  the  screw  a  and  nut  G,'in  combination 
with  the  ropes,  operating  in  the  manner  substantially  as  set  forth. 

Second.  And  in  combination  with  the  above,  we  claim  the  described 
tightening  apparatus,  or  any  equivalent  thereof,  arranged  in  the  man- 
ner set  forth  for  the  purpose  specified. 

Third.  And  in  combination  with  the  described  arrangement  of  ropes 
or  chains  as  applied  to  **  mechanical  steerers,"  we  claim  the  employ- 
ment of  springs  operating  as  described  for  the  purpose  specified. 

No.  21,  210. — ^Franklin  A.  Morley,  of  Sod  us  Point,  N.  Y. — 7m- 
proyed  Steering  Apparatus. — Patent  dated  August  17,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  combination  of  gears  and  shafts,  ar- 
ranged substantially  as  described,  for  operating  the  rudders  of  vessels, 
and  at  the  same  time  allow  them  ample  room  to  traverse  perpendicu- 
larly and  vibrate  slightly  horizontally. 

And  in  copibination  with  the  above,  I  claim  making  the  journals  of 
the  shaft  I  longer  than  the  boxes  in  which  it  turns,  or  elongating  the 
hole  in  the  box  E  so  that  the  shaft  can  vibrate  horizontally  on  both  of 
these  devices,  combined  to  accommodate  the  pinions  J  J  and  make 
them  act  with  the  same  power  or  force  on  each  of  the  gears  K  K  as 
described. 

No.  22,453. — Jbssb  Bbbd,  of  Marshfield,  Mass. — Improved  Steering 
Apparatus, — Patent  dated  December  28,  1858. — In  operating  this  in- 
vention, as  the  wheel  F  is  turned  in  the  direction  of  its  arrow  the  nuts 
G  recede  from  each  other,  the  rods  H  being  drawn  through  the  lugs 
d'  until  the  nuts  are  hard  up  against  the  blocks  D,  when  the  ends  of 
the  guide  rods  will  be  drawn  out  of  the  bearings  D,  or,  if  found  conve- 
nient, these  rods  may  be  made  of  such  length  that  their  ends  will 
remain  in  the  bearings  D,  which  will  make  them  still  more  firm  and 
unyielding  to  any  lateral  strain. 

Claim. — First.  The  duplex  screw-shaft  E,  in  combination  with  the 
nuts  G  and  guide  rods  H,  the  rods  being  eack  permanently  connected 
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with  one  of  the  nuts  and  passed  through  the  lug  d  *  on  the  other  nut, 
and  operating  in  the  manner  substantially  as  specified. 

Second.  In  combination  with  the  above,  connecting  the  nut  O  to 
the  rudder-head  by  means  of  the  arm  I,  bulb  E,  and  rod  bj  operating 
substantially  as  described. 

No.  21,852. — Van  Burbn  Rybrson,  of  New  York,  N.  Y. — Improved 
Svbmarine  Eocplorer, — Patent  dated  October  19,.  1858. — The  claim 
and  engraviugs  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  wish  to  be  understood  that  I  limit  my 
claim  to  the  special  form  and  construction  specified,  as  these  may  be 
greatly  varied  within  the  range  of  my  invention,  so  long  as  the 
principle  or  character  of  ray  invention  is  retained. 

What  I  daim  is  the  method  of  controlling  the  rising  and  sinking 
power  of  the  apparatus,  by  means  of  a  reservoir  or  reservoirs  of  com- 
pressed air,  connected  and  combined  with  a  working  chamber  or 
chambers,  and  rising  and  sinking  therewith,  substantially  as  de- 
scribed, so  that  the  operators  within,  by  the  use  of  the  compressed 
air,  can  readily  control  the  rising  and  sinking  power  of  the  apparatus 
without  communication  with  the  surface,  substantially  as  set  forth. 

I  also  claim  a  submarine  explorer,  in  which  the  rising  ^nd  sinking 
power  is  controlled  by  a  reservoir  or  reservoirs  of  compressed  air 
making  part  thereof,  and  rising  and  sinking  therewith,  and  in  which 
there  are  two  or  more  working  chambers,  substantially  as  described  ; 
the  dividing  the  said  working  chambers  by  a  hatchway,  which  can  be 
closed  water  and  air  tight,  substantially  as  described,  to  sustain  the 
apparatus  with  the  top  above  water,  when  said  top  is  open  for  any 
purpose,  as  set  forth. 

I  also  claim,  in  combination  with  the  reservoir  or  reservoirs  of 
compressed  air,  connected  and  combined  with  one  or  more  working 
chambers,  and  rising  and  sinking  therewith,  substantially  as  described, 
the  employment  of  one  or  more  ballast  chambers  at  or  near  the  bot- 
tom, and  so  arranged  substantially  as  described,  that  at  the  will  of 
the  operators  they  can  be  made  to  communicate  with  the  compressed 
air  reservoir  or  reservoirs  and  with  the  surrounding  water,  as  de- 
scribed, to  increase  the  lifting  or  sinking  power  of  the  apparatus,  as 
set  forth. 

I  also  claim,  in  a  submarine  explorer,  combining  with  the  working 
chamber  or  chambers  thereof  the  employment  of  a  spray  or  shower 
of  water,  which,  at  the  will  of  the  operators  inside,  may  be  discharged 
at  any  time  required  to  purify  the  air  by  absorption,  substantially  as 
described. 

I  also  claim,  in  combination  with  the  reservoir  or  reservoirs  for 
compressed  air,  combined  and  moving  with  one  or  more  working 
chambers,  the  employment  of  a  pump  which  can  be  worked  by  the 
operators  within,  and  which  communicates  with  the  reservoir  or  re- 
servoirs of  compressed  air,  and  also  by  means  of  a  flexible  pipe  and 
float  provided  with  a  self-acting  valve,  with  the  atmosphere  above, 
substantially  as  described,  so  that  in  case  of  accident  the  operators 
within  can  replenish  the  air  in  the  reservoirs  to  enable  them  to  con- 
trol the  apparatus,  as  described. 
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No.  21,906. — John  Sample,  of  Meadville,  Miss. — Improved  TiUer 
Bope  Protector. — Patent  dated  October  26,  1858. — This  invention 
consists  in  the  application  of  a  protector  to  the  tiller  ropes,  which  will 
shield  them  from  the  action  of  the  fire  and  until  the  boat  can  be  ran 
to  the  shore. 

Claim  — Placing  a  double  casing  of  metal,  made  in  sections  so  as 
to  reich  their  interior,  and  with  air  space  jbetween  them,  around,  over, 
or  under  the  tiller  ropes  of  vessels,  to  protect  them  from  the  accidents 
of  fire,  substantially  as  described. 

No.  22,088.— Jesse  F.  Potts,  of  Apalachicola,  Fls.,— Improved 
Centre  Boards  for  Vessels, — Patent  dated  November  16,  1858. — The 
principle  of  this  invention  consists  in  the  construction  and  arrange- 
ment of  a  centre  board  so  as  to  be  easily  adjusted,  and  to  present  U\e 
greatest  area  on  its  side  with  the  least  practicable  draught  or  depth  of 
water.  For  this  purpose  it  is  also  requisite  that  the  board  be  capable 
of  being  moved  upward  and  downward,  and  to  be  kept  in  a  position 
always  parallel  to  itself. 

Claim, — The  two  or  more  hinges  or  parallel  bars  D  and  D,  as  de- 
acribed,  when  arranged  in  the  manner  and  for  the  purposes  set  forth. 

No.  21,917. — Ross  Winans  and  Thomas  Winans,  of  Baltimore, 
Md. — ImprovemefU  in  Steam  Vessels. — Patent  dated  October  26, 1858. — 
The  object  of  this  invention  is  to  diminish  the  variation  of  resistance 
to  the  winds  and  waves  which  causes  a  vessel  to  roll,  and  also  to 
diminish  those  resistances  which  prevent  the  vessel  when  ^'  careened," 
or  inclined  to  one  side  from  '^  righting,"  or  returning  to  its  nominal 
upright  position,  while  at  the  same  time  is  obtained  increased  strength 
and  stowage  and  a  capacity  for  greater  average  speed.  These  objects  are 
accomplished  by  giving  to  the  hull  such  a  form  that  the  transverse 
section  of  tne  exterior  in  any  part  will  be  represented  by  a  circle. 

Claim. — Constructing  the  hull  of  a  steam-vessel  in  the  form  of  a 
spindle,  substantially  as  described. 

No.  20,673. — William  Webster,  of  Jefferson  County,  Washington 
Territory. — Improvement  in  Masting  and  Rigging  Vessels. — Patent 
dated  June  22,  1858. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

The  inventor  says  :  I  daim,  first,  substituting  for  the  compound 
and  connected  masts  now  in  use  on  large  vessels,  independent  and 
disconnected  masts  made  of  a  single  stick  of  timber,  as  and  for  the 
purpose  described. 

Second.  Attaching  the  masts  to  the  hull  by  shrouds  placed  at  the 
angle  with  the  mast  as  described  and  represented. 

Third.  The  truss  bands  E  G  for  attaching  the  yards  to  the  masts, 
and  holding  them  at  any  desired  point  thereon,  constructed  and  ope- 
rating as  described. 

Fourth.  The  lift  bands  K  K,  to  which  the  lifts  and  slings  are  at- 
tached, constructed  and  applied  as  described. 

No.  19,841.— W.  T.  Gill,  of  Henderson,  Kj.— Improved  Means 
far  Protecting  THUr  Bopes  of  Vessels  from  Fire.— Paieut  dated  April  6^ 
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1858. — This  inyention  consists  in  having  the  tiller  ropes  fitted  in  metal 
tubes,  which  tubes  are  enclosed  by  others  of  larger  diameter,  so  that  a 
space  is  allowed  between  them  to  be  filled  with  any  proper  non-conduct- 
ing material.  These  tubes  are  to  extend  from  the  wheel  house  to  the 
tiller,  so  that  the  entire  length  of  the  ropes,  or  the  parts  most  exposed, 
will  be  fully  protected. 

The  inventor  says:  I  do  not  claim,  broadly,  the  protecting  of  arti- 
cles from  fire  by  enclosing  the  same  within  a  doi\ble  case,  the  space 
between  its  sides  being  filled  with  a  non-conducting  material,  for  this  is 
a  well-known  means  of  protecting  articles  from  heat,  and  may  be  seen 
in  the  various  fire-proof  safes,  refrigerators,  water-coolers,  &c.,  in  com- 
mon use. 

But  I  daim  enclosing  the  tiller  ropes  G  of  steam  vessels  by  a  double 
tubing  b  d,  connected  with  double  boxes  c/,  or  their  equivalants,  to 
form  the  necessary  elbows,  the  spaces  between  the  tabes  and  boxes 
being  filled  with  a  proper  non-conducting  material  e,  and  the  whole 
arranged  and  applied  substantially  as  shown  and  described,  for  the 
purpose  set  forth. 

No.  21,534. — GuRDON  Conkltno,  of  Conklingsville,  N.  Y.,  assignor 
W.  T.  CoNKLiNO,  of  said  Conklingsville.. — Improvement  in  the  Mock 
of  Launching  Vessels, — Patent  dated  September  14,  1858. — The  object 
of  this  invention  is  to  facilitate  the  starting  of  a  vessel  on  its  ways, 
and  thereby  obviate  the  delay  and  embarrassment  usually  attending 
the  launching  of  vessels,  especially  those  of  large  dimensions.  It  con- 
sists in  the  employment  or  use  of  runners  provided  with  balls,  and 
nsed  in  connexion  with  ways,  whereby  the  desired  end  is  obtained  by 
simple  and  economical  means. 

Claim. — The  inventor  says :  I  am  aware  that  balls  have  been  used 
for  raising  vessels  on  ways,  and  they  have  also  been  used  as  anti- 
friction devices  in  various  ways. 

I  do  not  claim,  broadly,  therefore,  the  employment  or  use  of  balls, 
separately  considered. 

But  I  claim  the  runners  c,  halls  a,  and  ways  A,  combined  and  ar- 
ranged substantially  as  and  for  the  purpose  set  forth. 

No.  20,426. — Henry  Hallock,  of  Brookhaven,  N.  T. — Buoyant 
lAfe- Preserving  State  Rooms  for  Navigable  Vessels. — Patent  dated  June 
1,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

Claim. — The  arrangement  specified,  whereby  the  state-rooms  of 
boats  are  rendered  capable  of  self-detaching  in  the  event  of  the  hull 
of  the  boat  sinking,  and  when  detached,  of  floating  squarely  upon  the 
water,  and  of  afibrding  ventilation,  light,  food,  and  fresh  water,  and 
a  means  whereby  their  drifting  can  be  controlled  from  the  inside  by 
ihe  occupants,  all  for  the  purposes  set  forth. 

No.  19,996. — Benjamin  Joline,  of  Westfield,  N.  Y. — Improvement 
in  Cenire-boards  of  Navigable  Vessels. — Patent  dated  April  20,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  claim,  broadly,  suspending  a  centre- 
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lK)ard  within  its  trunk  by  chains  or  ropes,  for  this  has  been  previoaslj 
done. 

But  I  daim  suspending  the  front  end  of  the  centre-board  C  within 
its  trunk  A  by  means  of  the  bridle  D,  in  combination  with  the  bolt  e 
and  slot  c£,  or  their  equivalents,  to  serve  as  a  guide,  the  parts  being 
arranged  to  operate  substantially  as  and  for  the  purpose  set  forth. 

No.  22,002. — Silas  Yerkes,  Jr.,  of  Philadelphia,  Pa.,  assignor  to 
Himself  and  Qborgb  Yokes,  of  said  Philadelphia. — Improved  Budder 
for  Vessels. — Patent  dated  November  2,  1868. — This  invention  con- 
sists in  making  a  rudder  in  two  parts,  denominated  '^  main  rudder" 
and '' outside  rudder,"  of  which  the  former  is  hinged  in  the  same 
manner  as  a  common  rudder  to  the  stern-post  of  the  vessel,  and  the 
other  one  is  hinged  in  a  similar  manner  to  the  back  of  the  first  one, 
and  has  screwed  to  it  a  concentric  toothed  gear,  which  gears  with  sta- 
tionary toothed  arc  concentric  with  the  first  one.  The  main  rudder 
18  operated  like  a  common  rudder,  and  by  its  action  the  outside  one  is 
caused  to  move  in  the  same  direction,  but  faster,  and  the  two  com- 
bined are  caused  to  produce  a  greater  efiect  on  the  water  by  a  given 
movement  of  the  steering  apparatus  than  a  single  rudder  presenting 
the  same  area  of  surface. 

Claim. — The  gearing  of  the  outer  or  aftermost  of  the  two  hinged 
portions  of  the  rudder  with  a  fixed  gear  or  toothed  arc  attached  to  the 
Tessel,  substantially  as  and  for  the  purpose  specified. 

No.  19,047. — J.  C.  Salomon  and  G.  W.  Morris,  of  Baltimore,  Md. — 
Improvement  in  Lightening  Sea-going  Steam  Vessels. — ^Patent  dated 
January  6,  1858. — ^The  nature  of  this  invention  consists  in  devices 
for  releasing  steam  vessels  from  the  burden  of  their  engines  and  boilers 
by  means  of  unshipping  or  detaching  a  certain  portion  of  the  frames, 
&c.,  in  sections,  and  which  sustain  or  act  as  supports  of  the  boiler 
and  engine,  and  thus  freeing  such  vessels  of  the  boiler  and  engine  by 
dropping  them  into  the  sea. 

Claim. — We  claim  so  attaching  the  engine  and  support  of  the  boiler 
to  movable  or  detachable  bottoms  and  sides  of  the  vessel,  that  they  may 
be  dropped  out,  and  thus  relieve  the  vessel  of  its  weight,  in  the  manner 
set  forth. 

No.  21,918. — Ross  Winans  and  Thomas  Winans,  of  Baltimore,  Md.— 
Improvement  in  Steam  Vessels. — Patent  dated  October  26, 1858. — ^This 
invention  consists  in  the  combination  of  a  hull,  which  may  be  repre- 
sented by  a  spindle,  divided  transversely  near  the  middle  of  its  length 
with  a  transverse  vertical  propeller  occupying  a  space  between  the 
two  portions  of  the  spindle,  which  are  secured  together  by  a  suitable 
framing,  or  sleeve,  firmly  attached  to  their  adjacent  ends  and  extend- 
ing over  the  propeller,  thus  combining  the  two  ends  and  a  connecting 
frame  into  a  structure  possessing  the  requisite  rigidity  and  strength. 
This  invention  also  comprises  the  frame,  which  is  called  a  ^'  sleeve," 
and  the  series  of  plates  which  are  called  '^  ribs,"  for  constructing  the 
ends  of  this  frame  respectively  with  the  adjacent  ends  of  the  two  com- 
partments of  the  vessel,  steadying  the  vessel  in  the  manner  of  a  keel » 
Vol.  ii 6 
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and  together  with  the  sleeve  directing  the  water  to  and  from  the  pro- 
peller ;  and  it  further  consists  of  means  for  affording  ingress  to,  and 
egress  from,  each  of  the  two  compartments  of  the  vessel,  a  communica- 
tion between  and  a  means  of  ventilating  them. 

The  inventors  say :  We  dmm  firsts  the  combination  of  a  spindle- 
shaped  hull,  formed  of  two  separate  water-tight  vessels,  united  by  a 
sleeve  or  framing  with  a  propeller,  arranged  and  operating  substan- 
tially as  set  forth. 

Second.  The  sleeve  in  combination  with  the  ribs,  or  standards,  for 
connecting  the  two  end  portions  of  the  spindle-shaped  hull,  steadying 
the  vessel  as  a  keel  does,  and  directing  the  course  of  the  water  as  it 
enters  and  leaves  the  space  occupied  by  the  propeller. 

Third.  The  combination  of  the  two  end  portions  of  the  spindle- 
shaped  hull,  with  the  towers  and  bridge  between  them,  for  the  pur- 
pose of  affording  ingress  to  and  egress  from  each  end  of  the  hull, 
and  a  means  of  communication  between  them,  and  also  supplying  a 
suitable  means  for  the  ventilation  of  the  two  parts  of  the  hull^  substan- 
tially as  set  forth. 

No.  21,920. — ^Ross  Winans  and  Thomas  Winans,  of  Baltimore  Md. — 
Improvement  in  the  Connection  of  Steam  engines  with  propellers  of  Steam 
Vessels. — Patent  dated  October  26, 1858. — This  invention  is  designed 
to  secure  greater  compactness  in  the  arrangement  of  the  engines  and 
propeller  than  has  hitherto  been  attained,  particularly  in  ocean 
steamers  ;  to  secure  for  both  the  engines  and  the  propeller  the  best 
position  for  them  in  the  vessel,  and  to  connect  them  without  employ- 
ing long  shafts. 

Claim. — ^The  combination  of  two  engines,  or  sets  of  engines,  with 
an  intermediate  vertical  transverse-propelling  wheel,  to  the  shaft  of 
which  the  engines  are  directly  connected,  substantially  as  set  forth. 

No.  20,578. — MiLO  Osborn,  of  Osbornville,  Ohio. — Improvement  in 
Apparatus  for  raising  Sunken  Vessels. — Patent  dated  June  15, 1858. — 
The  sinker  H  is  a  heavy  mass  of  metal,  of  sufficient  weight  to  .  sink 
the  buoy.  From  the  upper  side  of  this  weight  projects  a  rod  J  to 
the  upper  end  of  which  is  attached  the  hook  K  ;  at  the  lower  end  of 
the  rod  J  is  a  sliding  hook  I  which  takes  hold  of  the  staple  I^  in  the 
lower  end  of  the  buoy  F.  Two  other  rods  J^  J^  are  secured  to  the 
upper  side  of  the  sinker  H. 

Claim. — ^The  sinker  arranged  with  the  rod  T,  adjustable  hooks  J 
and  K,  and  bale  J^  and  in  combination  with  the  buoy  F  and  clasp  G, 
substantially  as  described,  the  same  operating  in  connection  with  the 
cables  A  and  D,  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,532 — Aldridge  WiNHAM,ofNewYork,N.  Y. — Improvement 
in  Apparatus  for  liaising  Sunken  Vessels. — Patent  dated  September 
14,  1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says :  I  daim  the  construction,  arrangement,  and 
combination  of  the  rigid  and  elastic  inflatable  air  vessels  A  and  B, 
together  constituting  the  raiser  when  so  united,  and  so  small  as  to  be 
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conyenientlj  carried  by  any  vessel  which  they  can  raise,  essentially 
in  the  manner  and  for  the  purposes  fully  set  forth. 

I  also  claim  the  portable  shoe  d,  so  constructed  of  wood  and  iron,  or 
other  material,  as  to  be  manageable  under  water,  so  as  to  be  easily  a- 
pcliable  to  the  sunken  vessel,  to  receive  the  cable  for  raising,  and  pro- 
tect the  vessel  from  abrasion  or  jamming  by  the  cable,  essentially  in 
the  manner  and  for  the  purposes  fully  set  forth. 

I  also  claim  the  inflatable  elastic  stopper  L,  so  constructed  as  to  be 
easily  thrust  through  a  leak  or  opening  m  the  vessel,  and  afterwards 
inflated  with  air  which  stops  the  opening,  so  that  the  sunken  vessel 
may  be  exhausted  of  water  to  assist  its  raising,  essentially  in  the 
manner  and  for  the  purposes  fully  set  forth. 

No.  19,500.— Frederick  O.  Ford,  of  New  York,  N.  Y.,  and  Pascal 
Plant,  of  Washington,  District  of  Columbia. — ImprovemerU  in  Method 
of  Bamng  Sunken  Vessels. — Patent  dated  March  2,  1858. — This  in- 
vention consists  in  the  employment  or  use  of  a  chain  E,  used  in  con- 
nexion with  a  tube  C,  whereby  chains  may  be  passed  underneath  and 
around  sunken  .vessels,  and  also  vessels  in  a  sinking  condition,  and  by 
means  of  inflated  bags  or  other  suitable  air  vessels,  which  are  attached 
^o  the  chains  G  that  are  passed  underneath  the  vessel,  which  may  be 
raised  or  kept  afloat  by  their  buoyant  power.  This  invention  may  also 
be  applied  to  raising  of  obstructions  from  the  beds  of  rivers  and 
harbors. 

The  inventors  say :  We  do  not  claim  the  employment  or  use  of 
inflated  bags  for  raising  sunken  vessels,  for  such  means  have  been 
previously  used. 

But  we  claim  the  chain  E,  constructed  substantially  as  shown  and 
provided  with  one  or  more  internal  chains  G  H,  and  used  in  connexion 
with  the  tube  C  and  chain  E,  to  wit :  the  framing  B  provided  with 
the  pulley  I  and  pinions  F  D,  which  gear  into  the  racks  a  e,  made 
respectively  in  the  tube  C  and  chain  E,  substantially  as  and  for  the 
purpose  set  forth. 

No.  20,287. — Patrick  McLaughlin,  of  Camden,  Maine. — Machine 
/or  Worming^  Parcelling ^  and  Serving  the  Rigging  of  Vessels. — Patent 
<iated  May  18,  1858. — In  using  this  machine  the  rope  S  is  led  from 
the  windlass  P  throu^ht  the  hollow  shafts  of  the  mallets  and  is  secured 
to  the  gallows  Q,  it  is  then  drawn  taut  by  the  windlass,  the  mallets 
being  supplied  with  yarn  and  parcelling,  the  machine  is  set  in  motion 
when  the  carriage  D  will  be  fed  along  in  the  direction  of  its  arrow, 
then  as  the  mallets  are  revolved  the  worming  will  bo  put  on  by  the 
mallet  R,  the  carriage  then  travels  along  until  the  part  of  the  rope 
that  has  been  worm^  passes  through  between  the  posts  H  and  I,  when 
the  end  of  the  parcelling  is  attached  and  the  mallet  V  continues  to  wind 
the  parcelling  around  over  the  worming,  then  as  the  carriage  progresses 
further  and  the  portion  of  the  rope  which  has  been  parcelled  comes  out 
beyond  the  post  E,  the  yarn  Y  is  attached  and  the  mallet  X  serveft 
the  yarn  over  the  parcelling,  completing  the  operation. 

Claim. — ^The  described  machine,  consisting  of  an  arrangement  ol 
devices  for  worming,  parcelling,  and  serving  rope,  in  combination  witk 
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vnitable  devices  for  holding  and  straining  the  same,  operating  in  the 
manner  substantially  as  described. 

No.  22,475. — Henry  E.  Rowlands,  of  Boston,  Mass. — Improved 
Apparatus  for  Walking  on  the  Water. — Patent  dated  December  28, 
1858. — The  operator  standing  on  the  steps  c  c  belays  taut  the  forward 
float  lines  and  slackens  the  after  ones,  then^  by  taking  hold  of  the 
stanchions  H  H,  he  advances  one  foot  forward,  similar  to  the  action 
in  walking,  the  water  forcing  open  the  after  floats;  a  short  pause  thea 
ensues,  and  the  float  falls^  by  its  own  weight,  to  its  first  position, 
thereby  preventing  a  retrograde  motion  of  the  boat  while  the  other  i» 
advancing  in  the  same  manner.  To  back  water,  the  after  floats  are 
raised  and  the  forward  floats  lowered. 

Claim. — The  construction  and  use  of  the  apparatus  by  the  arrange- 
ment of  the  metal  floats  o  o,  the  metal  ballast  bands  m  m,  and  the 
wooden  stanchions  H  H,  in  a  manner  substantially  as  and  for  the 
purpose  described. 

No.  19,787. — Joseph  P.  Manton,  of  Providence,  R.  I.-- Improve- 
ment in  Windlasses. — Patent  dated  March  30,  1858. — This  is  an  im- 
provement in  that  class  of  windlasses  in  which  the  drum  may  be 
operated  with  two  different  speeds,  and  power  obtained  when  neces- 
sary by  sacrificing  speed,  and  vice  versa.  The  invention  consists  ia 
the  peculiar  arrangement  of  pawls  g  h  and  gearing  Q  Q^  R  F  Q,. 
whereby  the  desired  end  is  attained. 

The  inventor  says :  I  do  not  claim  the  brakes,  for  they  have  been 
previously  used  ;  and  I  am  also  aware  that  pawls,  ratchets,  and  gear- 
ing have  been  used  and  arranged  in  various  ways  for  the  purpose  of 
varying  the  speed  and  power  of  windlass  drums  by  simply  reversing 
the  movement  of  the  driving-shaft  or  arbor. 

I,  therefore,  do  not  claim  broadly  such  device,  irrespective  of  the 
described  arrangement  of  parts. 

But  I  daim  the  arrangement  of  the  pawls  g  h,  wheel  N,  hub  P, 
ratchets  S,  and  gearing  Q  Q^  R  F  G,  so  as  to  operate  as  and  for  the 
purpose  set  forth. 

No.  20,427. — David  D.  Hammond,  of  Duxbury,  Mass.— /mproved 
Windlass. — Patent  dated  June  1, 1858. — The  nature  of  this  inventioD 
will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — The  combination  of  the  sector-shaped,  cams  and  movable 
cogged  wheels  travelling  in  guides,  when  attached  to  a  bridle  which 
actuates  the  pawl  of  the  ratchet-wheel  of  a  windlass,  as  described. 

No.  20,555. — John  Harvey,  of  Carmel,  Maine. — Improvement  in^ 
Windlasses. — Patent  dated  June  15,  1858. — By  turning  the  wheel  C 
by  the  line  H,  so  as  to  wind  up  the  ropes  3  and  4  upon  the  larger 
cylinders  D  D,  the  ropes  1  and  2  on  the  smaller  ones  will  unwind 
therefrom  and  a  constant  power  will  be  gained.  The  windlass  ia 
formed  cylindrical  at  E  £',  and  of  a  less  diameter  than  it  is  at  D  D; 
beyond  the  parts  E  E  it  is  constructed  conical  or  tapering,  as  shown 
at  II. 
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Claim. — The  mode  of  obtaining .  power  by  a  windlass  and  ropes, 
constructed  and  arranged  substantially  as  specified ;  and  I  particu- 
larly claim  making  the  windlass  with  the  conical  or  tapering  parts  I 
in  conjunction  with  the  cylindrical  parts  D  E,  or  either,  as  described. 

No.  21,280.— Samuel  N.  SMrrn,  of  New  York,  N.  Y.— Improved 
WindUus. — Patent  dated  August  24,  1858. — This  invention  consists 
in  the  peculiar  means  employed  for  applying  or  transmitting  power  to 
the  windlass  shaft,  whereby  the  strength  of  the  operators  may  be 
applied  to  the  same  very  uniformly  and  advantageously. 

Claim, — The  lever  L  provided  with  the  rack  K,  which  gears  into 
the  rack  J,  in  connexion  with  the  rods  M  M  and  levers  N  N,  connected 
by  the  links  O  with  the  arms  1 1,  of  the  boxes  H  H  ;  the  whole  being 
arranged  for  joint  operation  as  and  for  the  purposes  set  forth. 
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No.  21,621. — John  B.  Newbrouoh,  of  St.  Louis,  Missouri. — Im- 
proved lUacltine  for  Adding  Numbers. — Patent  dated  September  28, 
1858. — ^The  nature  of  this  invention  consists  in  the  arrangement  of 
two  wheels,  or  rather  a  dial  and  a  wheel  placed  horizontal  and  parallel 
with  each  other  inside  of  a  box  ;  and  in  combination  a  lever  or  finger 
piece  which  operates  on  the  dial  or  larger  wheel  by  passing  through 
a  slot  in  the  box,  a  pointer  being  so  fastened  to  the  finger  piece  that 
it  will  point  to  the  figures  of  the  index,  marked  on  the  outside  of  the 
box  ;  thus  making  the  operation  for  adding  numbers  merely  the  mov- 
ing back  and  forth  of  the  finger  piece  on  the  index  to  the  numbers 
required  to  be  added. 

Claim. — The  obstructing  wheel,  con'aining  a  successive  number  of 
slots,  corresponding  to  the  circles  of  figures  on  the  dial,  when  arranged 
in  combination  with  the  dial,  to  produce  the  result  as  shown  and  de- 
scribed. 

No.  21,236. — Leonard  N.  Nutz,  of  Alton,  Illinois,  assignor  to  Irwin 
B,  Randlb  and  Elias  Hibbard,  of  Madison  county,  Illinois. — Improve- 
metU  in  Addometers.—PsLtent  dated  August  17, 1858.— The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  machines,  with  a  series  of 
circular  indicators  and  a  corresponding  number  of  sets  of  keys,  have 
been  made  to  eflfect  the  same  purpose ;  but  in  these  there  were  no  means 
of  connecting  or  disconnecting  at  pleasure  the  keys  and  the  several 
wheels,  so  as  to  make  the  same  set  of  keys  register  in  turn  the  addi- 
tions of  the  several  columns. 

I  therefore  do  not  claim  broadly  registering  the  result  of  the  additioa 
of  figures  in  columns,  by  means  of  movable  indicators  acted  upon  by 
ihe  keys  of  a  finger  board. 
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But  I  daim  the  feathered  shaft'  D,  when  combined  and  arranged 
"With  a  series  of  indicators  c  c  c,  and  a  set  of  keys,  substantially  as 
above  described,  for  the  purpose  of  enabling  the  operator  to  add  up 
and  register  any  number  of  columns  of  figures  in  succession  by  meana 
of  the  same  set  of  keys. 

No.  21,243. — Jabez  Burns,  of  New  York,  N.  T. — Improved  Addom- 
tier. — Patent  dated  August  24,  1858. — This  invention  consists  in  the 
toothed  wheels  I^  I*  1^  I*,  when  arranged  in  the  manner  described, 
relatively  to  the  index  plates,  in  combination  with  the  toothed  wheels 
of  the  registering  index  cylinders,  and  with  the  stop,  whereby  the 
same  teeth  which  actuate  the  wheels  of  the  registering  cylinder  can  be 
used  as  a  means  whereby  to  always  turn  the  wheels  the  proper  distance 
to  accomplish  any  required  movement  of  the  registering  cylinders. 

Claim. — First.  The  toothed  wheels  I^  I^  I*  I*,  when  arranged,  ia 
the  particular  manner  described,  relatively  to  the  arc  index  plates  J, 
in  combination  with  the  toothed  wheels  h^h^h^  6*  6*  of  the  registering 
cylinders  a^  a'  a'  a^  a^  and  stop  jy  substantially  as  and  for  the 
purposes  set  forth. 

Second.  The  particular  arrangement,  in  combination  with  the 
above,  of  pins  6^  6'  6'  6*  on  the  side  of  the  finger-wheels  I^  I*  I^  I*, 
toothed  segments  h^  k^  k^  k^  k^  and  pins  c  on  the  sides  of  the  regis- 
tering cylinders  a^  a^  a'  a*  a%  for  the  purpose  set  forth. 

No.  20,506.— John  Oakbs,  of  New  York,  N.  Y.— Improved  Hdio- 
graphic  Instrument  for  Talcing  the  Sun's  Altitude. — Patent  dated 
June  8,  1858. — The  claim  and  engravings  will  explain  the  nature  of 
this  invention. 

The  inventor  says :  I  have  stated  that  the  main  object  of  my  inven- 
tion is  to  find  the  altitude  of  the  sun  when  the  horizon  is  obscured^ 
but  I  by  no  means  intend  to  confine  its  application  to  that  condition, 
as  it  is  obvious  that  it  can  be  used  as  well  when  the  horizon  is  visible  ; 
but  it  is  under  the  former  condition  that  it  possesses  an  advantage 
over  the  quadrant  and  sextant. 

I  do  not  confine  myself  to  the  use  of  any  particular  sensitive 
preparation  for  the  concave  surface  of  the  hemisphere. 

But  I  daim  the  hollow  hemisphere  A,  having  its  concave  surface 
prepared  with  a  sensitive  coating,  and  having  an  orifice  in  the  centre 
of  its  equatorial  plane  through  which  to  admit  the  sun's  rays,  to  act 
upon  the  said  sensitive  coating,  substantially  as  and  for  the  purpose 
set  forth. 

And  I  also  claim  the  graduated  plate  G  with  its  appendages^ 
combined  with  the  hollow  hemisphere,  substantially  as  described,  for 
the  purpose  specified. 

No.  22,396. — George  C.  Ayling,  of  Boston,  Massachusetts,  assignor 
to  Himself  and  Henry  A.  Ayling,  of  said  Boston. — Improved  Insirvr 
ment  for  Measuring  Altitudes,  &c. — Patent  dated  December  21, 1858. — 
The  principal  new  feature  of  this  invention  which  distinguishes  it 
from  that  described  in  United  States  patent  No.  15,162,  is  to  be  found 
not  only  in  an  arrangement  of  the  index  glass  with  respect  to  the 
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detector  glass  so  as  to  enable  the  latter  to  be  moved  either  into 
parallelism  with  or  at  right-angles  to  the  former,  but  in  the  addition 
not  only  of  an  index  or  vernier  to  the  detector  arm,  but  a  divided  arc 
therefor  to  the  index'plate^  or  that  which  supports  the  index  glass. 

Claim. — ^The  arrangement  of  the  index  glass  with  respect  to  the 
detector  glass  so  as  to  enable  the  latter  to  be  moved  either  into 
parallelism  with  or  at  right-angles  to  the  former,  and  combining  with 
the  detector  glass  and  the  main  divided  arc  and  index  a  secondary 
index  and  divided  arc,  applied  to  register  the  movements  of  the 
detector  glass,  substantially  as  described. 

21,921. — Samuel  8.  Youno,  of  Eaton,  Ohio. — Improved  AriihmeUccd 
ProqP-iJtife.— Patent  dated  October  26, 1858.— This  invention  consists 
of  an  instrument  of  wood  or  any  other  suitable  material,  and  of  the 
manner  of  using  said  instrument  or  machine  to  accomplish  the  purpose 
intended,  which  is  that  of  a  perfect  arithmetical  proof-rule. 

Claim. — The  described  instrument  for  proving  the  result  of  arith- 
metical calculations,  when  constructed  and  operated  substantially  in 
the  manner  and  for  the  purposes  set  forth. 

No.  21,941. — 0.  L.  Castlb,  of  Upper  Alton,  Illinois. — Improved 
Arithmometer  for  Addition. — Patent  dated  November  2,  1868. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim,  first,  combining  the  shaft  D  of  the 
driving  wheel  0,  which  serves  to  give  motion  to  the  register,  with 
the  keys  F  F,  by  means  of  a  series  of  ratchet  wheels  on  the  said  shaft 
and  a  series  of  levers  of  different  lengths  which  work  on  said  shaft  as 
a  fulcrum,  and  are  connected  with  the  keys,  when  the  whole  are 
arranged  as  set  forth. 

Second.  Combining  the  register  wheels  of  lower  denomination  with 
those  of  higher  denomination  by  means  of  the  pawls  t  tj  ratchet 
wheels  8  «,  and  stationary  plates  u,  the  whole  applied,  arranged,  and 
operating  substantially  as  described,  for  the  purpose  set  forth. 

Third.  The  springs  tv  tv  Wj  with  their  elastic  arms  13,  applied  to 
the  register  wheels,  in  combination  with  the  stationary  plates  uuu^ 
and  their  projections  14  14  14,  to  operate  as  and  for  the  purpose  set 
forth. 

No.  22,075. — ^Hbnry  Glover,  of  New  York,  N.  Y — Improvemef^ 
t»  Astronomical  Instruments. — Patent  dated  November  16, 1868. — ^This 
invention  has  for  its  object  measuring  the  angular  distance  of  one  or 
nore  objects  from  each  other,  and  is  an  improvement  on  that  class  of 
reflecting  instruments  of  the  sextant  and  quadrant  kind.  By  means 
of  it  the  operator  is  enabled  to  measure,  at  one  and  the  same  time, 
not  only  the  angular  distance  of  two  celestial  or  other  similarly 
situaited  objects,  but  their  altitude  above  the  horizon  also. 

The  inventor  says :  I  daim^  first,  the  use  of  the  double  reflectors 
or  mirrors  G  G,  in  combination  with  a  vertical  sight,  whether  the 
nid  mirrors  are  fixed  or  made  adjustable,  substantially  as  set  forth. 

Second.  I  claim  the  second  graduated  arc  E,  in  combination  with 
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the  main  instrument  A,  and  with  the  second  mirror  G^  in  the  manner 
and  for  the  purposes  set  forth. 

Third.  I  claim  the  snpplemental  arc  I,  in  combination  with  the 
level  J,  and  with  the  main  instrument  A,  in  the  manner  and  for 
the  purpose  set  forth. 

No.  22,125. — Calvin  Kline,  of  Brooklyn,  New  York. — Improved 
Method  of  Neutralizing  Local  AUraction  of  the  Needle. — Patent  dated 
November  23,  1868. — The  nature  of  this  invention  consists  in  the 
arrangement  of  one  or  more  magnets  in  a  horizontal  position,  below 
or  above  the  needle  of  the  compass  whose  opposite  poles  lie  in  the 
horizontal  planes,  having  their  common  neutral  centre  in  the  needle's 
axis  of  rotation,  and  on  opposite  sides  thereof;  by  which  arrangement 
the  opposite  poles  of  the  magnet,  or  magnets,  are  caused  to  act  upon 
the  needle  to  force  it  into  the  same  direction  ;  and  in  so  applying  the 
so  arranged  magnet,  or  magnets,  as  to  make  it,  or  them,  adjustable 
on  a  centre  coinciding  as  nearly  as  practicable  with  the  vertical  axis 
about  which  the  needle  turns,  that  their  poles  may  be  made  to  point 
in  any  direction  necessary  to  compensate  for  the  local  attraction,  and 
may  have  their  direction  varied  to  meet  any  variation  in  the  point,  or 
points  of  local  attraction  that  may  be  produced  by  different  cargoes 
or  by  other  causes. 

Claim. — Applying  and  arranging  the  magnet,  or  magnets,  in  a 
horizontal  position,  or  positions,  below  or  above  the  needle  of  the 
compass,  with  opposite  poles  in  the  vertical  plane  of  the  axis  about 
which  the  needle  turns,  and  on  opposite  sides  thereof,  and  in  such  a 
manner  as  to  be  adjustable  on  centres  lying  in,  or  as  nearly  as  prac- 
ticable in,  the  vertical  axis  about  which  the  needle  turns,  that  their 
poles  may  be  made  to  point  in  any  direction  necessary  to  compensate 
for  local  attraction  and  have  such  direction  varied  as  may  become 
necessary,  substantially  as  herein  set  forth. 

No.  21,435. — Joseph  D.  Mann,  of  Chelsea,  Mass. — Improvement  in 
Calipers  and  Dividers. — Patent  dated  September  7,  1858. — This  in- 
vention relates  to  a  novel  means  for  adjusting  and  securing  at  any 
desired  point  the  legs  of  the  implement.  It  consists  in  having  the 
ends  of  the  legs  which  surround  their  pivots  made  circular  and  eccen- 
tric with  the  pivots,  and  having  said  circular  portions  toothed  with  a 
screw  fitted  between  and  gearing  into  them,  by  turning  which  the  legs 
are  operated  or  moved.  The  above  parts  are  placed  within  a  suitable 
socket,  and  the  screw  provided  with  a  jam-nut  to  prevent  the  casual 
movement  of  the  same. 

Claim. — Having  the  parts  a  of  the  legs  made  of  circular  form  geared 
or  toothed  as  shown,  and  the  screw  C  placed  between  them  and  gearing 
therein,  the  above  parts  being  fitted  within  the  socket  B,  and  the 
screw  provided  with  nuts  £  G,  when  arranged  as  described  and  for 
the  purpose  set  forth. 

No.  21,865. — Thomas  Morrison,  of  New  York,  N.  Y.,  assignor  to 
Aaron  S.  Solomons,  of  said  New  York. — Improved  Chronometer  Es- 
capement.— Patent  dated  October  19,  1858. — By  the  improvements  im 
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this  invention,  first,  the  detent  lever  is  perfectly  halanced  and  is  moved 
back  and  forth  mechanically,  so  as  to  be  free  from  all  friction,  and 
unimpeded  by  the  detent  spring.  ^ 

Second.  There  being  no  spring,  the  resistance  of  which  is  to  be 
overcome,  the  heavy  balance  wheel  is  unnecessary,  and  the  friction, 
wear,  and  risk  of  breakage  of  its  pivots  is  materially  reduced. 

Third.  The  expensive  parts  of  the  common  chronometer  are  super- 
6eded  by  others  of  simpler  construction  and  less  cost. 

The  inventor  says :  I  daim^  first.  Vibrating  the  detent  of  a  chro- 
nometer (or  single  beat)  escapement  by  direct  mechanical  action, 
flubetantially  as  described. 

Second.  I  claim  the  detent  lever  vibrating  on  pivots  or  a  utaS,  when 
operating  in  the  manner  set  forth. 

Third.  I  claim  the  arrangement  and  operation  of  the  pallet  n,  in 
the  manner  and  for  the  purposes  specified. 

No:  19,519. — Holly  Skinner,  of  Huron,'Ohio. — Improved  Calendar 
Clock, — Patent  dated  March  2,  1858. — The  nature  of  this  invention 
will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  claim  first.  The  extra  movable  tooth  m  and 
leap-year  wheel  G,  applied  to  the  year  wheel  F,  to  operate  in  the 
manner  described,  for  the  purpose  of  regulating  the  effective  length 
of  the  tooth  which  represents  the  month  of  February. 

Second.  The  arrangement  of  the  month  wheel  C,  its  attached  pinion 
t  and  pin  4,  the  rack  bar  H  and  its  pawl  q,  the  spring  t;,  or  its  equiv- 
alent, the  lever  D  E  and  its  stud  i,  or  its  equivalent,  the  catch  K  and 
the  stop  7,  the  whole  being  applied  to  operate  upon  and  be  controlled 
by  the  year  wheel  of  a  calendar  movement,  as  and  for  the  purpose  set 
forth. 

No.  19,472. — BussBL  Peck,  of  Bristol,  Conn.,  assignor  to  Himself 
and  G.  H.  Wooster,  of  New  York,  N.  Y. — Improved  Lathe  for  Oui- 
ting  Tenons/or  Clock  MovemeiHa. — Patent  dated  February  23,  1858. — 
This  invention  consists  in  the  employment  or  use  of  two  cutter-heads 
attached  to  vibrating  mandrels  0  G,  so  that  both  operate  or  move 
simultaneously,  and  using  in  oonnexion  with  the  cutter-heads  a  clamp 
J  K,  peculiarly  constructed  with  a  gauge. 

The  inventor  says :  I  do  not  claim  any  of  the  described  parts  sepa- 
rately or  irrespective  of  the  arrangement  as  shown,  for  they  or  their 
equivalents,  when  separately  considered,  have  been  used  for  analogous 
purposes. 

But  I  claim  the  clamp  formed  of  the  bars  J  K,  when  arranged  and 
combined  with  the  mandrels  C  C  and  gauge  I,  substantially  as  and 
for  the  purposes  set  forth. 

No.  19,351.— Aaron  D.  Cranb,  of  Boston,  ULs^h.— Improved  PMxc 
•C7oci.— Patent  dated  February  16, 1858. — The  nature  of  this  improve- 
ment will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  daimy  Ist.  Winding  up  and  renewing  the 
motive  power  at  regular  intervals  for  keeping  the  pendulum  in  motion 
«o  as  to  supersede  the  necessity  of  winding  up  by  hand,  and  so  as  to 
drive  the  pendulum  independently  of  the  other  movements  of  the  clock, 
by  the  arrangement  of  devices  described,  or  their  equivaleuta* 
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2d.  I  claim  winding  np  the  cord  and  weight  that  drives  the  pendu- 
Inm,  hy  means  of  the  drop  lever  catch,  or  its  equivalent,  operating  by 
its  downward  movement  upon  the  hooked  arm,  and  thereby  turning 
the  drum  upon  which  the  cord  is  wound,  substantially  as  described. 

3d.  I  claim  the  arrangement  of  devices  for  winding  up  every  hour 
the  cord  and  weight  whereby  the  hands  are  kept  in  motion,  in  com- 
bination with  the  drop  lever  catch,  whereby  the  escapements  are  ope- 
rated in  such  a  manner  as  to  give  an  intermittent  rotary  motion  to  the 
wheel  for  carrying  the  hands  and  prevent  its  moving  more  than  one 
tooth  at  a  time. 

And  in  combination  with  the  foregoing,  I  claim  the  means  employed 
for  carrying  the  hour  hand,  the  same  consisting  of  the  notched  or  tooth 
wheel,  moving  eccentrically  and  imparting  the  necessary  motion  to 
the  wheel  0^,  as  set  forth. 

No.  22,413. — Wright  L.  Coffinberry,  of  Grand  Rapids,  Mioh. — 
Improved  Compensating  Pendulum  for  Clocks, — Patent  dated  December  . 
28,  1&58. — The  nature  of  this  invention  consists  in  the  combination 
of  two  metals  of  different  degrees  of  expansibility  so  arranged  and 
adapted  as  to  completely  overcome  all  the  expansion  and  contraction 
of  any  simple  pendulum  rod,  and  can  be  used  in  any  pendulum  clock. 

Claim, — The  combination  of  two  metals  of  different  expansibility 
in  the  manner  and  for  the  purposes  set  forth. 

No.  20,786. — Stanislas  Fournier,  of  New  Orleans,  Louisiana. — 
Improved  Registering  Attachment  for  Clocks. — Patent  dated  July  6, 
1868. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

The  inventor  says :  First.  I  cTatm,  in  combination  with  the  clock, 
the  wheel  C  by  which  I  give  motion  to  the  wheel  D  that  moves  the 
rack  F  for  a  portion  of  the  twenty-four  hours ;  this  I  claim  when  either 
using  the  wheel  D  and  the  rack  F,  as  set  forth,  or  any  other  analogous 
mode  by  which  the  apparatus  can  be  made  to  register  substantially 
the  same,  as  regards  the  time  specified. 

Second.  I  claim  the  carriage  E,  in  combination  with  the  rack  F, 
when  the  action  of  the  clock,  through  the  use  of  the  rack,  or  its 
equivalent,  gives  motion  to  the  carriage,  and  holds  the  index  bar  M 
over  the  card,  ready  to  have  the  time  indicated,  as  already  set  forth^ 
and  for  the  purpose  specified. 

No.  22,388. — William  Tucker,  of  Blackstone,  Massachusetts. — 
Improved  Dynanometer, — Patent  dated  December  21 ,  1858. — A  grooved 
slider  D  encompasses  the  shaft  and  slides  freely  in  a  longitudinal  direc- 
tion thereon,  it  being  prevented  from  turning  on  a  shaft  by  a  spline 
Of  feather  a.  It  is  formed  with  a  groove  b  cut  around  and  in  its  entire 
periphery  to  receive  the  fork  c  of  a  bifurcated  lever  or  index  pointer 
il,  which  works  against  a  stationary  divided  arc  or  limb  F,  and  turns 
on  a  fulcrum  rf.  The  slider  D  is  connected  with  the  pulley  A  by  a 
screw  connexion  G,  the  same  consisting  in  a  male  screw  e  extending 
from  the  side  of  the  pulley  centrically  with  the  shaft,  and  made  to 
screw  into  a  female  screw /cut  in  the  slider. 

CTaim. — The  combination  of  the  grooved  slider  D,  and  its  screw 
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connexion  O,  with  the  index  pointer  E,  or  its  equivalent,  and  the 
spring  C  and  pulley  A,  or  its  equivalent,  applied  to  a  shaft  B,  sub- 
stantially as  described,  the  slider  having  a  feather  connexion  a  with' 
the  said  shaft,  as  explained. 

No.  19,058. — John  E.  Earle,  of  Leicester,  Massachusetts,  assignor 
to  Himself  and  Samuel  Sheperd,  of  Nashua,  New  Hampshire. — Im- 
proved Mathematical  Divider, — Patent  dated  January  5,  1858. — In 
this  improvement  the  spindle  or  axle  D  which  passes  through  the  in- 
clined plane  C  connects  the  legs  B  B  by  pins  E  E.  The  inclined 
plane  turns  upon  the  axle,  and  having  bearings  upon  the  legs  at 
points  F  F  and  G  O,  consequently  when  the  inclined  plane  is  turned 
upon  the  axle,  and  the  highest  part  H  is  brought  neirer  the  points 
F  F,  and  the  lower  or  thinnest  part  I  towards  the  points  G  G,  the 
extremities  a  a  will  be  forced  apart  and  remain  in  any  desired  position, 
and  in  like  manner  to  open  or  close  according  as  the  inclined  plane 
may  be  turned. 

^  Claim. — Operating  compasses,  dividers,  or  calipers,  by  means  of  & 
circular  revolving  cam,  as  described. 

No.  19,689.— Anton  Schaefbr,  of  New  York,  N.  Y.—Tniprovect 
Mathematical  ZH'yufcr^.— Patent  dated  March  9,  1858. — a  h  h^  a*  is  a 
parallelogram  applied  to  the  divider,  of  which  the  joint  pin  2  of  the 
arms  a  and  b  is  fixed  in  a  stanchion  P  attached  to  pin  3,  upon  which 
the  legs  of  the  divider  A  and  B  turn.  The  lower  part  of  the  stanchion 
P  is  provided  with  a  slot  o,  in  which  the  joint  pin  4  of  the  arms  a^ 
and  h^  works  up  and  down.  The  arms  a  and  h  are  lengthened  and 
connected  with  the  secondary  legs  A^  and  B^,  at  a  distance  below 
their  joints  5  and  6  equal  to  the  distance  from  the  pin  2  and  3. 

Claim. — The  application  and  use  of  a  parallelogram  to  dividers^ 
in  the  manner  and  for  the  purpose  specified. 

No.  21  041.— William  W.  Wythes,  of  Philadelphia,  Penn.— Jm- 
proired  Drawing  Instrument. — Patent  dated  July  27,  1858. — This 
invention  consists  of  a  beam  A,  on  which  is  an  adjustable  point  and 
an  adjustable  pencil-holder,  so  arranged  in  connexion  with  a  disk^ 
endless  chain,  and  other  devices,  that  a  rotary  motion  is  imparted 
from  the  disk  to  the  pencil-holder,  while  the  latter  is  on  the  adjustable 
centre,  thus  causing  the  pencil  to  produce  a  variety  of  figures,  the 
form  of  which  depends  upon  the  relative  position  with  each  other  of 
the  above  named  parts. 

The  inventor  says :  I  wish  it  to  be  understood  that  I  do  not  desire 
to  confine  myself  to  the  precise  form  or  arrangement  of  the  several 
parts  illustrated  and  described. 

But  I  claim,  first,  causing  the  adjustable  pencil-holder  to  revolve  as 
the  beam  is  turned  on  the  adjustable  centre  m,  by  means  of  the  disk 
G,  and  endless  chain  I,  with  the  wheels  and  pulleys,  or  their  equiva- 
lents, acting  in  conjunction  with  the  same,  for  the  purpose  specified. 

Second.  The  adjustable  sliding  piece,  K,  with  its  spindle  q,  and 
adjustable  pen^l-holder  L,  when  constructed  and  arranged  as  and  for 
the  purpose  set  forth. 
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Third.  Tho  spindle  d,  with  its  adjastable  bar  N,  and  palley/;  and 
the  spindle  e,  with  its  adjustable  bar  N,  and  pulley  hy  in  combination 
with  the  adjustable  point  m,  and  endless  chain  I,  the  whole  being 
Arranged  on  the  beam  A,  substantially  in  the  manner  and  for  the 
purpose  specified. 

No.  19,642. — Joseph  Lacassaone  and  Rodolphb  Thibbs,  of  Lyons, 
France. — Improved  Apparatus  jor  Begidaiing  and  Measuring  the  Intenr 
sity  of  Electric  Currents. — Patent  dated  March  16, 1858. — This  appa- 
ratus is  founded  upon  the  combination  of  the  following  three  well 
known  principles : 

First.  When  a  galvanic  current  is  made  to  pass  through  a  liquid 
that  is  less  conducting  than  the  wires  of  the  battery  the  intensity  or 
quantity  of  electricity  set  in  motion  in  a  given  time  is  inversely  pro- 

f^ortional  to  the  resistance  which  it  experiences  passing  through  the 
iquid,  aud  this  resistance  may  be  regulated  either  by  increasing  or 
diminishing  the  conducting  powers  of  the  liquid  or  by  increasing  or 
reducing  the  number  of  contact  points  immersed  in  the  same. 

Second.  When  the  surfaces  of  the  conductors  immersed  are  of  such 
metal  as  is  not  attacked  by  the  liquid,  platina  for  instance,  gases  may 
be  obtained  in  the  free  state  which  are  evolved  by  decomposition  of 
the  liquid  by  the  electric  current,  the  quantity  of  gas  obtained  being 
proportional  to  the  intensity  of  the  current  or  to  the  quantity  of 
electricity  to  which  the  immersing  liquid  has  given  passage. 

Third.  The  attracting  power  of  an  electro  magnet  varies,  cceteris 
paribusy  in  the  same  proportion  as  the  intensity  of  the  current  which 
creates  the  same. 

Claim. — Combining  the  application  of  the  three  principles  specified^ 
60  as  to  form  an  apparatus  for  regulating  and  measuring  the  force  or 
intensity  of  the  electric  current  produced  by  any  battery,  and  applica- 
ble to  telegraphing  and  motive  purposes,  substantially  as  set  forth. 

No.  19,766. — Samuel  Gardiner,  Jr.,  of  New  York,  N.  Y. — Im- 
proved Method  of  Lighting  Gas  by  Electricity. — Patent  dated  March 
30,  1868. — This  invention  relates  to  the  lighting  of  gas  as  it  issues 
from  a  burner  by  the  heat  generated  by  the  passage  of  a  current  of 
electricity  through  a  coil  of  platinum  6  wire,  forming  part  of  an 
electric  conductor,  and  placed  near  the  orifice  of  the  burner.  It  also 
relates  to  the  employment  of  a  platinum  coil  near  a  burner  to  be 
heated  by  the  flame  to  a  sufficient  degree  to  reignite  the  gas  if  the 
light  should  be  extinguished. 

Claim. — Placing  a  coil  of  platinum  wire,  or  its  equivalent,  in  the 
relative  position  to  the  jet  of  gas,  as  described,  for  the  purpose  of 
lighting  the  jet  by  electricity,  and  for  the  reigniting  it  when  blowa 
out,  under  the  circumstances  and  for  the  purposes  set  forth. 

•  No.  21,781. — Charles  W.  Smith,  of  Evans,  N.  Y. — Improved 
Method  of  Lighting  Street  Lamps  by  Electricity. — ^Patent  dated  October 
12,  1868. — The  nature  of  this  invention  will  be  understood  from  an 
examination  of  the  claim  and  engravings. 

The  inventor  says :  I  daim,  first,  the  combination  and  arrangement 
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of  a  circnit-cliaiiger  with  different  circaits  of  conducting  wires,  in 
which  are  included  a  number  of  street  lamps,  in  such  a  manner  that 
the  lamps  in  one  circuit  only  may  be  lighted  simultaneously  by  means 
of  the  battery  current. 

Second.  The  combination  of  conducting  wires  with  devices  for  opera* 
ting  by  electricity  such  a  circuit-changer  at  a  station  remote  from  the 
operat<)r. 

Third:  The  arrangement  of  the  magnet  A,  the  brass  plate  C,  the 
lever  D,  and  the  pawl  E,  substantially  as  and  for  the  purposes 
described. 

No.  19,460. — Archklaus  Wilson,  of  Boston,  Mass. — Improved  method 
of  lighting  Oas  by  Electro^Galvanic  Batteries. — Patent  dated  February 
23,  1858. — The  circuit  of  the  battery  F  being  closed,  the  coils  E  are 
rendered  magnetic,  and  the  armature  G  is  drawn  towards  them  as  far 
as  allowed  by  the  regulating  nuts  on  the  pin  S;  this  vibrates,  the  rods 
O  and  brings  the  thin  platina  wire  o  immediately  over  the  openings  in 
the  tip  9,  at  the  same  time  the  points  L  are  brought  into  contact  with 
the  elastic  strips  E,  which  are  connected  with  the  two  poles  of  the 
battery  I,  and  the  circuit  of  this  battery  is  closed,  by  which  the  wire 
o  becomes  heated  and  ignites  the  gas  as  it  escapes  from  the  tip. 

The  inventor  says  :  I  daim  combining  with  a  gas  or  other  burner 
a  vibrating  electric  conductor,  substantially  as  and  for  the  purpose 
specified^  so  that  after  producing  ignition  the  conductor  shall  be  re- 
moved from  the  flame,  substantially  as  described. 

And  I  also  claim  the  employment  of  the  motive  power  of  an  electro- 
magnet with  the  combined  vibrating  electric  conductor  and  burner, 
sulMtantially  as  described. 

No.  19,176. — Lewis  Troost,  of  Mobile,  Alabama,  assignor  to  Johw 
A.  M.  Battle,  of  Mobile,  Alabama. — Improved  Method  o/  Itegistering 
the  speedy  back  and  forward^  and  distances  passed  over  by  BaUroad 
trains  by  means  of  Electro-Galvanic  Batteries, — Patented  in  England 
June  15, 1857;  patented  in  France  June  18, 1857. — Patent  dated  Jan- 
nary  19,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  wish  it  to  be  particularly  understood  that  I  do 
not  confine  myself  to  the  use  of  any  of  the  particular  mechanical  devi- 
ces described,  nor  to  the  use  of  any  particular  marks  or  characters  in 
the  several  registrations,  as  such  may  be  varied  and  modified  without 
departing  from  the  principle  of  my  invention. 

But  I  claim,  first,  the  method  described  of  recording  the  performance 
of  a  railway  train  on  its  journey  by  the  combination  of  a  registration 
of  time,  and  one  or  more  registrations  of  distance,  such  registrations 
being  made  in  lines  parallel  with  or  contiguous  to  each  other,  to  show 
by  comparison  with  each  other  the  speed,  movements,  and  stoppages 
of  the  train,  substantially  as  specified. 

Second.  The  indication  of  the  backward  movements  of  the  train  by 
a  registration  of  a  different  character  to  that  of  the  forward  move- 
ments, but  in  the  same  relation  to  the  registration  of  time,  so  as  to 
ahow  the  time  occupied  and  the  distance  p.assed  over  in  backing,  and 


^4     '  YDL — ^MATHSBiATiCAL  INSXBUKENTS. 

to  enable  such  distanoe  to  be  deducted  from  the  distanoe  run  forward, 
•and  the  distance  run  from  the  starting  point  to  be  correctly  Ascertained. 

No.  19,132. — Stephen  D.  Carpenter,  of  Madison,  Wis. — Improved 
-appliccUion  of  Electro-Magnetic  Baiieriea  to  car  brakes. — Patent  dated 
January  19,  1858. — This  invention  consists  in  attaching  two  electro- 
maguets  to  the  shoe-bars  of  each  pair  of  wheels,  one  to  each  bar, 
whereby  the  power  will  be  applied  in  the  most  direct  manner. 

The  inventor  says :  I  do  not  claim,  broadly  and  irrespective  of  the 
arrangement  shown,  the  application  of  electro-magnets  to  car  brakes 
for  operating  the  same. 

I  daim  the  employment  or  use  of  electro-magnets,  one  or  more,  at- 
tached directly  to  the  bars  C  and  springs  Q  G,  for  the  purpose  set  forth. 

I  further  claim  the  particular  manner  of  attaching  the  magnets  to 
the  shoe-bars,  viz :  by  ^leans  of  the  links  b  and  screw  bolts  c,  substan- 
tially as  shown,  whereby  the  magnets  may  be  adjusted  for  the  purpose 
of  graduating  the  pressure  of  the  shoes  upo^  the  wheels  when  the 
circuit  is  closed. 

No.  21,105. — Frederick  Ykiskr,  of  Lexington,  Kentucky. — Im- 
proved ElectrO'Magnetic  Engine. — Patent  dated  August  3, 1858. — This 
invention  consists  in  a  certain  system  of  balanced  beams  or  frames  carry- 
ing soft  iron  bars  at  each  end,  applied  to  be  operated  upon  alternately 
by  two  series  of  electro-magnets  in  such  a  manner  as  to  receive  an  oscil- 
lating motion,  and  having  combined  with  them  certain  mechanism 
through  which  their  oscillating  motion  is  caused  to  produca  the  rotary 
motion  of  a  shaft. 

Claim. — The  employment  of  a  series  of  balanced  beams  F  with  bars 
G,  arranged  and  combiued  with  the  magnets  C,  frame  H,  and  rods  J, 
euhstantially  as  and  for  the  purposes  set  forth. 

No.  22,071. — MosBS  G.  Farmer,  of  Salem,  Mass. — Improved  Electro- 
Magnetic  Fire  Alarm  Apparatus. — Patent  dated  November  16,  1858. 
This  iuvention  consists  in  the  employment  of  the  snail  and  dial  of 
the  well  known  clock  striking  movement,  with  a  lifting  piece  or  key, 
in  combination  with  an  electric  circuit  and  a  means  of  making  and 
breaking  the  circuit. 

The  inventor  says :  I  claim,  first,  the  dial,  the  snail,  the  key  or 
lifting  piece  A  2,  in  combination  with  an  electric  circuit  and  with  the 
means  of  making  and  breaking  the  circuit,  for  the  purpose  of  striking 
a  definite  number  of  blows  upon  one  or  more  bells,  and  of  repeating 
the  same,  and  of  registering  or  indicating  the  number  of  the  blows  so 
struck,  as  described. 

Second.  The  arrangement  of  the  circuit  lever  Z,  the  lifting  piece  A 
2,  and  pin  i  2,  so  that  the  circuit  shall  be  closed  on  the  dropping  of 
the  lifting  piece  from  off  the  pin,  as  set  forth. 

Third.  The  arrangement  of  the  circuit  lever  e,  rack  W,  operating 
in  the  manner  set  forth,  whereby  the  circuit  is  completed  by  the 
falling  of  the  rack,  and  broken  when  the  required  number  of  blows 
have  been  struck,  as  set  forth. 

Fourth.  The  combination  of  the  circuit  levers  I  and  e,  operating  ia 
/jbejmanner  substantially  as  set  forth  for  the  purpose  described. 
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Fifth.  I  claim  the  arrangement  of  the  arm  /,  the  arms  a  and  6,  or 
their  equivalents,  for  the  purpose  of  effecting  electric  communication 
alternately  with  the  time  magnet  D,  and  the  striking  magnet  H, 
essentially  as  described. 

No.  20,970. — William  Whiting,  of  Roxbury,  Mass. — Improved 
Eledro-Magneiic  House  Jtarm.— Patent  dated  July  20,  1858.— The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim.  —The  improved  house  alarm  described,  consisting  of  a  com- 
bination of  the  following  elements,  viz :  First,  a  series  of  electro- 
magnetic circuits  B  ;  second,  an  indicator  B,  to  designate  the  respective 
<;ircuits;  third,  an  alarm  apparatus;  fourth,  the  window  or  door 
.aprings  t — the  whole  operating  as  set  forth  to  sound  the  alarm,  and 
indicate  the  circuit  attacked. 

No.  19,042. — Qborob  M.  Publps,  of  Troy,  N  Y. — Improvement  in 
Eleciro-Magnelic  Speed  Governor . — Patent  dated  January  5,  1858. — 
This  improvement  consists  in  causing  any  suitable  governor  or  indi- 
cator, of  variable  motion,  to  regulate  the  speed  of  the  machine  or  in- 
ifitrument  with  or  by  which  such  governor  or  indicator  is  driven,  by 
making  the  governor  or  indicator  control  and  regulate,  by  closing  and 
breaking  the  electric  circuity  the  motive  action  of  a  current  of  elec- 
tricity upon  an  electro-magnet,  or  other  electro-magnetic  device 
arranged  to  work,  or  to  regulate  the  action  of  whatever  contrivance 
or  mechanism  is  employed  to  change  the  speed  of  the  machine. 

Claim. — Causing  a  centrifugal  or  other  suitable  speed  governor 
to  regulate  the  motion  of  the  machine  or  instrument  with,  or  by 
which  sach  governor  is  driven,  by  making  the  governor  close  and 
break  a  current  of  electricity,  which  operates  an  electro-magnetic 
<x>ntrivance,  arranged  to  work  (whatever  device  or  mechanism  is  em- 
ployed, to  change  the  speed  of  the  machine  or  instrument,  as  described. 

No.  22,347. — ^E.  G.  Chobmann,  of  Philadelphia,  Pa. — Improved 
EVJ^p90fraph. — Patent  dated  December  21, 1858. — E  is  a  semi-circular 
plate,  having  formed  in  it  a  curved  slot  6,  concentric  with  the  pin  p. 
<8aid  slot  is  to  accommodate  a  thumb  screw  a,  which  projects  through 
it  from  the  arm  D,  and  by  which  the  said  arm  D  is  retained  at  any 
point  in  its  arc  of  motion. 

Claim. — I  claim,  first,  constructing  the  shoes  t  and  i>  in  two  parts 
«wiveled  together  as  specified,  in  combination  with  the  adjusting 
screw  shaft  d^,  the  whole  arranged  and  operating  as  described. 

Second.  In  combination  with  the  screw  adjustment  of  the  movable 
«hoe,  the  arrangement  of  the  pencil  or  dry  point  carrier  /,  on  a  screw 
ahaft  C,  in  order  that  the  relative  lengths  of  the  axes  may  be  readily 
Taried  to  the  smallest  extent,  or  a  series  of  concentric  ellipses  be  drawn 
•varying  very  slightly  in  size. 

Third.  Arranging  the  drawing  apparatus  with  a  vibrating  adjust- 
able arm  D,  on  a  vertically  adjustable  arm  B^  as  described  for  the 
purpose  set  forth. 
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No.  19,759. — Qborgb  Dotlb,  of  Ottawa,  Illinois. — Improved  Device 
for  Preventing  Corrosion  of  the  Binding  Screws  in  Ocdvanic  Batteries. — 
Patent  dated  March  30, 1858. — The  claim  and  engravings  will  explain 
the  nature  of  this  invention. 

CZatm.— Making  the  connexions  of  the  battery  by  fitting  the  jara 
with  covers  B  of  glass,  glazed  or  enameled  earthenware,  gatta  percha^ 
or  other  insulating  substance,  with  holes  a  in  them  to  receive  the 
shanks  h  of  the  binding  screw  sockets,  and  screwing  the  said  sockets 
through  the  said  holes  into  the  clamps  for  the  platen  with  interposed 
washers  of  India  rubber,  leather,  or  similar  protecting  material,  all 
substantially  as  described. 

No.  19,245. — JosBPH  Elmbndorf,  of  Penn  Yan,  New  York. — Im- 
proved Method  of  Attadiiftg  the  Electrodes  to  the  Poles  of  Galvanic 
Batteries. — Pateut  dated  February  2,  1858. — The  nature  of  this  im- 
provement consists  in  a  method  of  uniting  the  poles  with  the  zinc  and 
platinum  plates,  whereby  greater  constancy  and  uniformity  of  action 
is  secured.  In  this  improvement  the  binding  screws  are  entirely  dis- 
pensed with.  The  connexions  are  formed  with  a  fusible  alloy  of  the 
toUowiDg  composition  :  20  parts  of  pure  tin,  10  parts  of  cadmium,  1 
part  of  bismuth.  Small  brass  sockets  K  K  are  soldered  to  the  zinc  and 
platinum  plates  into  which  the  wires  are  inserted,  and  a  drop  of  the 
alloy  secures  them. 

Claim. — The  method  of  attaching  the  electrodes  by  means  of  a  fusible 
alloy  composed  of  the  ingredients  and  proportions  substantially  aa 
specified. 

No.  19,209. — ^Ebbkezer  Seaver,  of  Boston,  Massachusetts. — Im- 
proved  Oalvanic  Battery. — Patent  dated  January  26,  1858. — A  is  the 
tub  or  vessel  containing  the  solution  of  the  sulphate  of  copper,  which 
is  maintained  at  the  point  of  saturation  in  any  suitable  manner  ;  B  i» 
a  porous  cup  of  a  diameter  sufficiently  great  to  enclose  the  porous  cup 
C,  which  contains  the  zinc  D.  When  the  battery  is  set  up  the  ves- 
sels A  and  B  are-filled  with  a  saturated  solution  of  sulphate  of  copper, 
and  the  vessel  C  with  pure  water ;  the  solution  within  the  cup  B  ia 
soon  reduced  in  strength  and  recruits  itself  from  the  vessel  A.  The 
solution  within  the  vessel  A  may  thus  be  kept  saturated,  while  that 
within  the  cup  B  will  be  weaker,  the  latter  remaining,  so  long  as  the 
battery  is  in  constant  use,  of  a  uniform  strength. 

Claim. — The  employment  of  two  or  more  porous  cups,  the  one  withia 
the  other,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  22,029.— Joseph  R.  Palmbnbbro,  of  New  York,  N.  Y.— Im- 
proved Galvano-Electric  Machine. — Patent  dated  November  9, 1858. — 
A  is  a  wooden  block  in  which  the  battery  B  and  the  necessary  stands, 
cups,  &c.,  are  fastened.  The  coil  or  helix  of  copper  wire  C  is  secured 
inside  the  block  A,  as  wdl  as  the  spring-hammer  D,  and  the  whole  ia 
then  covered  by  a  plate  E  having  a  provision  for  milled  head  screw  F 
to  pass  through,  for  the  purpose  of  regulating  the  spring-hammer  D. 

Olaim. — The  arrangement  and  construction  of  a  magneto- gal vano- 
electrical  machine,  in  the  manner  substantially  as  described^  having: 
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the  helix  and  spring-hammer;  &c.,  situated  in  the  inner  part  of  the 
block  or  stand  which  supports  all  the  other  parts,  and  protected  from 
any  external  danger  through  which  the  action  of  the  apparatus  might 
be  deranged,  substantially  as  specified. 

No.  19,392. — J.  W.  Wbtmorb,  of  Erie,  Pa. — Improved  Gfravtmo- 
tometer. — Patent  dated  February  16, 1858. — The  nature  of  this  inyea- 
tion  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  claim  the  new  use  of  magnetic  induction  to 
form  a  gravimotometer,  by  means  of  the  magnets  on  the  equator  of 
the  globe  A,  so  that  when  A  is  revolved  on  the  vertical  axis  it  will 
cause  the  iron  globe  B  to  revolve  in  an  orbit  about  A,  and  also  on  its 
vertical  axis. 

I  also  claim  the  machine  described  as  an  improved  orrery,  because 
the  revolutions  correspond  in  cause  and  directions  with  the  actual  revo- 
lutions of  the  planets,  all  substantially  as  set  forth. 

No.  20,326. — Charlbb  L.  Clark,  of  Rochester,  N.  T. — Improved 
Device  for  Actuating  the  Index  of  Hygrometera. — Patent  dated  May  26, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  to  have  invented  the  employment 
of  a  twis^  cord  operating  on  the  principle  described,  to  indicate  the 
hygrometric  condition  of  the  atmosphere. 

But  I  daim  the  combination  of  the  slotted  weight  D  with  the  shaft 
E,  as  shown  and  described,  whereby  shaft  £  is  actuated  by  the  hori- 
zontal rotation  of  weight  D,  without  obstructing  the  vertical  move- 
ment of  the  latter. 

No.  22,378. — Joseph  Bedhead,  of  Woodville,  Miss. — Improved  Se^f- 
Adjustable  Levelling  Instrument. — Patent  dated  December  21,  1858. — 
A  represents  a  metallic  case,  made  like  an  ordinary  compass  case,  in 
which  are  arranged  two  bubbles  a  6  at  right  angles  to  each  other,  so 
as  to  indicate  when  the  case  is  level.  There  is  a  cross-bar  c  underneath 
the  case,  which  can  move  on  pins  or  studs  d  d,  firmly  connected  to  the 
bottom  of  the  case,  there  being  spiral  or  other  openings  e  e  between 
the  bar  and  case,  and  nuts  //  run  over  the  screws  on  the  ends  of  the 
Btuds  for  adjusting  the  cross-bar  to  the  case.  This  cross-bar  has  four 
arms  extending  at  right  angles  to  each  other,  and  the  two  bubbles  may 
be  placed  so  that  one  shall  Ue  over  the  line  of  each  pair  of  arms  of  said 
cross-bars. 

A  steel  point  t  directly  under  the  centre  of  the  instrument  is  fastened 
to  the  cross-bar  c,  and  a  rod  n,  to  the  lower  end  of  which  is  a  ball  or 
counterpoise  m,  is  also  connected  with  the  cross-bar. 

Claim. — Combining  with  the  dish  or  case  A  an  inclined  rod  and 
baU  or  weights  n,  so  that  when  said  case  is  set  xifon  an  inclined  staff 
by  its  steel  point  the  ball  will  swing  in  the  case  into  a  level  position 
for  the  purpose  of  making  a  levelling  instrument  for  ascertaining  the 
ascent  or  descent  of  ground,  as  set  forth. 
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No.  19,819.— Orbn  White,  of  Baoioe^  Wisconsin,  assignor  to 
Hbnrt  C.  Janes,  of  said  Racine. — Improvement  in  Lightning  Conduo- 
tors, — Patent  dated  March  30,  1858. — The  claim  and  engravings  will 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  a  lightning  conductor  consisting 
of  iron  wires  enwrapped  by  sheet  copper,  for  the  purpose  of  increasing 
the  strength  and  the  conducting  power  of  the  rod  without  materially 
lessening  its  flexibility  or  greatly  increasing  the  expense  of  manu- 
fiu^ture,  as  set  forth. 

Second.  The  sheet  metal  joint  or  clutch  L,  for  connecting  the  addi- 
tional rods  or  points  to  the  main  rod,  as  described. 

No.  20,916. — Victor  Schraob,  of  Cincinnati,  Ohio. — Improved 
Device  for  Securing  Lightning- Rods. — Patent  dated  July  13,  1868. — 
The  nature  of  this  improvement  consists  in  the  combined  arrange- 
ment of  a  spring  d  with  the  insulator  a,  with  which  the  rod  «fis 
attached  and  detached  with  the  insulator  without  haVing  to  slip  the 
insulators  over  the  ends  of  the  rods  in  attaching  the  rods  to  buildings. 

The  inventor  says :  I  am  aware  of  other  attachments  being  made  for 
the  same  purpose,  and  therefore  do  not  broadly  claim  attaching  and 
detaching  rods  after  this  manner. 

But  I  claim  the  spiral  spring  d  as  constructed  and  arranged  to  the 
insulator  a  in  the  manner  and  with  the  means  represented  for  the 
purposes  described. 

No.  21,906. — Elkanah  C.  Rogers,  of  Boston,  Massachusetts. — Im-- 
proved  Method  of  Insulating  and  Supporting  Lightning-Rods. — Patent 
*  dated  October  26,  1858. — The  insulator  cap,  as  shown  in  the  engrav- 
ings, is  cylindrical  in  form,  and  made  hollow  to  receive  an  insulating 
cylinder  E,  made  of  glass,  wood,  or  other  suitable  material,  by  which 
the  cap  may  be  electrically  insulated  from  the  shank,  or  part  F,  which 
serves  to  support  it.  The  supports  of  the  two  insulators  D  D*  are 
shown  as  sustained  in  position  by  screws/. 

The  inventor  says :  I  daim  making  the  insulator  cap  c  with  the 
adjustable  or  turning  loop  a  applied  to  it,  and  arranged  so  as  to  ope- 
rate substantially  as  described. 

I  also  claim  combining  with  the  rod,  or  conductor,  an  adjustable 
rest  G  applied  to  it  and  the  insulator  cap,  substantially  in  the  man- 
ner and  so  to  operate  as  specified. 

I  also  claim  combining  with  or  arranging  in  the  cap  c  of  the  insu- 
lator, and  with  respect  to  the  insulating  material,  an  annular  ring  L, 
applied  substantially  in  manner  and  for  the  purpose  set  forth. 

No.  22,188. — N.  N.  McLeod,  of  St.  Louis,  Missouri. — Improved 
Supporting  Insvlator  for  Lightning-Rods. — Patent  dated  November  30, 
1858. — This  invention  involves  no  new  principle  in  insulation,  but 
consists  in  providing  a  more  efficient,  economical,  and  convenient 
means  of  securing  the  rod  to  the  building,  or  rather  in  securing  the 
rod  to  the  insulator  and  the  insulator  to  the  building. 

The  inventor  says :  I  daim  so  cutting  the  groove  in  the  edge  of  the 
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f^lass  as  to  form  the  elliptical  body,  bIiowd  at  A*,  whereby  the  insu- 
ator  is  attached  to  the  building  in  the  manner  described. 

And  I  also  claim  the  combination  of  the  two  straps  d  d  with  the 
glass  and  with  the  pointed  conductor,  constructed  and  arranged  sub- 
stantially in  the  manner  set  forth  for  the  purpose  specified. 

No.  19,379. — Nathaniel  Parks,  of  Rome,  New  York. — Imprtymd 
JReceiving  Magnet.— Fhtent  dated  February  16, 1858.— A  A^  A»  is  the 
electro-magnet,  B  B*  the  helices.  The  leg  A'  of  the  magnet  fills  only 
a  part  of  the  bore  of  the  helix,  the  remaining  space  being  left  for  the 
▼ibrations  of  the  permanent  magnet  a.  In  contact  with  the  leg  A  is 
an  adjustable  piece  of  soft  iron  0,  the  end  of  which  is  made  to  ap- 
proach the  magnet  a  and  attract  it,  thus  combining  the  repulsive  and 
attractive  forces  in  moving  this  magnet  whenever  the  electro-magnet 
is  charged. 

The  inventor  says :  I  dainhj  of  my  improvement  in  receiving  mag- 
nets for  telegraphs,  opening  and  closing  the  circuit  by  means  of  a 
vibrating  permanent  magnet  enclosed  within  one  of  the  helices,  to- 
gether with  an  electro-magnet,  and  operated  upon  by  both  poles  of  the 
electro-magnet  in  the  manner  set  forth. 

No.  22,411. — Job  Brown,  of  Lawn  Bidge,  Illinois. — Improvement 
in  Orain  Measure, — Patent  dated  December  28, 1868. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

CZatm. — As  an  improved  article  of  manufacture,  a  grain  tally, 
having  a  slide  H  operated  by  a  pendant  g  and  spring  I,  a  lever  F,  pall 
E,  ratchet-wheel  D,  and  indicating  belt  C ;  the  whole  combined  and 
arranged  as  shown  and  described. 

No.  20,186. — Gborgb  W.  Atkins,  of  Milton,  Delaware. — Improve^ 
meni  in  Sd/'RegnUUing  Orain  Meaeurer, — Patent  dated  May  1 1 ,  1858. — 
The  nature  of  this  invention  consists  in  so  arranging  and  combining 
together  a  sj^ng  platform  B  and  a  pair  of  ratchet-wheels  C  C ,  with 
pawls  and  springs  attached,  that  when  the  usual  measure  of  grain  is 

S laced  upon  the  platform  it  shall  cause  the  latter  to  descend  a  short 
istanee,  moving  a  pawl,  which  is  attached  thereto,  and  as  the  said 
measure  is  lifted  off  the  said  platform  shall  spring  upwards,  so  as  to 
canse  the  said  pawl  to  force  round  the  ratchet-wheel  the  length  of  the 
notch  which  it  has  just  previously  passed  over,  and  at  the  same  time 
indicate  the  movement  audibly  by  a  bell  t;,  and  also  visibly  by  an  index 
hand  £^  and  so  that  the  said  ratchet-wheel,  on  the  completion  of  each 
full  rotaiion  on  its  axis,  shall  let  go  a  spring  lever,  which  is  connected 
by  a  pawl  with  a  second  ratchet-wheel,  so  as  to  cause  it  to  move  the 
latter  round  on  its  axis  the  length  of  one  of  its  notches,  causing  it  to 
indicate  the  movement  both  audibly  and  visibly jthe  axis  of  each  ratchet- 
wheel  carrying  the  point  of  an  index  hand  around  a  dial  plate  which 
is  numbered. 

The  inventor  says :  First,  I  dUiim  the  arrangement  of  the  platform 
B  in  combination  with  a  box  or  case  A,  so  that  the  said  platform 
•hall  have  an  np  and  down  motion,  by  turning  as  a  lever  upon  the 
hinge  H,  or  iti  equivalent,  and  being  supported  by  means  of  the  doabk 
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oross-lever  0  and  spring  F  in  such  a  manner  as  to  yield  downwardly 
Under  the  weight  of  the  measure  of  grain  when  it  is  placed  thereon 
and  spring  upwardly  on  moving  the  same,  substantially  in  the  man- 
ner ^nd  for  the  purpose  set  forth  and  described. 

Second.  I  also  claim,  in  combination  with  the  said  ratchet-wheels, 
pawls,  lever,  indexes,  and  platform,  arranged  and  operating  together 
substantially  as  described,  the  two  bells  v  and  y^  or  their  equivalents, 
for  the  purpose  of  indicating  audibly  both  the  single  and  hundreds  of 
measures  of  grain  registered  by  the  index,  as  described. 

No.  22,241. — E.  A.  Preston,  of  Battle  Creek,  Michigan. — Improved 
Method  of  Measuring  and  Recording  by  the  Tape. — Patent  dated  De- 
cember 7,  1868. — The  nature  of  this  invention  consists  in  arranging 
the  tape  measure  on  a  barrel  containing  a  spring  for  the  purpose  of 
drawing  in  the  tape  in  such  relation  to  the  drum  that  the  tape  while 
.  it  unwinds  from  the  barrel  passes  over  a  certain  portion  of  the  surface 
of  the  drum  and  causes  the  same  to  rotate;  said  drum  being  so  arranged 
by  means  of  a  ratchet-wheel  and  pawl  that  it  is  free  to  rotate  in  one  direc- 
tion, while  the  pawl  and  ratchet-wheel  prevent  its  rotation  in  the  other, 
00  that  by  the  rotation  and  a  certain  arrangement  of  gear  wheels  the 
amount  of  tape  drawn  out  during  a  number  of  consecutive  operations 
is  registered  by  hands  moving  on  a  dial  with  required  marks  and 
figures  on  the  face  of  the  box  containing  this  arrangement. 

Claim. — The  described  arrangement  of  a  tape  measure  whereby  the 
same  is  made  self-registering  by  means  of  the  drum  E,  the  pawl  /, 
and  the  ratchet-wheel  F,  in  combination  with  the  spring  c,  arranged 
in  the  barrel  D,  and  with  the  pinions  G  H  I  and  J,  and  the  wheels 
G*  H^  I^  and  K,  constructed  and  arranged  substantially  as  set  forth. 

No.  19,031. — Sknboa  C.  BLknnard,  of  South  New  Market,  N.  H. — 
^  Improved  Machine  for  Measuring  the  Superfices  of  Boards. — Patent 
dated  January  6,  1858. — In  operating  this  machine  a  board  to  be 
measured  by  it  is  laid  on  the  top  surface  of  the  table  A,  and  with  one 
edge  close  against  the  inner  surface  of  the  ledge  B,  the  other  edge  of 
the  board  being  pressed  upon  by  the  lever  C  or  wheel  F.  If,  under 
these  circumstances,  a  board  be  moved  endwise  through  the  machine 
the  roller  F  will  be  put  in  motion  and  will  communicate  with  the 
disk  k,  which  in  its  turn  will  rotate  the  wheel  Z,  whereby  motion 
will  be  imparted  to  the  index  pointer  n  on  the  divided  limb  or  index 
plate  0. 

Claim. — The  combination  of  the  stationary  ledge  B,  or  its  equiva- 
lent, the  arm  or  lever  C,  the  mechanism  carried  by  such  lever  and  the 
indicator  apparatus ;  the  whole  being  constructed  and  made  to  operate 
substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  19,153. — Charles  W.  Biob,  of  Worcester,  Massachusetts,  and 
John  E.  HARRiNaTON,  of  Millbury,  Massachusetts. — Improvement  in 
Compound  Pendulum. — Patent  dated  January  19,  1868. — In  this  im- 
provement the  rod  A  is  constructed  in  the  usual  form  at  the  top^  for 
the  purpose  of  suspending  it  and  connecting  the  lower  end  of  the  rod 
to  the  hook  L  that  holds  the  pendulum  weight  B  by  means  of  the 
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strap  D^  or  its  equivalent.  This  strap  may  be  made  in  one  piece, 
passing  around  the  ends  of  the  bar  B,  or  of  two  pieces  with  their  ends 
fastened  to  the  end  of  the  bar.  The  strap  is  connected  between  its 
two  outer  angles  o  o  by  an  adjustable  expansive  bar  or  connexion  B, 
by  which  the  distance  between  these  two  angles  of  the  strap  may  be 
increased  or  diminished. 

The  inventors  say :  We  dainiy  first,  the  adjustable  coixnexion  B,  or 
its  equivalent. 

Second.  The  strap  D,  by  altering  the  angles  of  which  we  are  ena- 
bled to  increase  or  decrease  the  effect  of  the  expansion  and  contraction 
of  the  connexion  B  in  raising  or  lowering  the  weight  B  of  the  pen- 
dulum, all  substantially  as  described. 

No.  19,479. — Dana  Bickfobd,  of  Westerly,  Bhode  Island. — Zm- 
proved  Oompound  Pendulum. — Patent  dated  March  2,  1868. — As  the 
rod  A  expands  by  increased  temperature  it  allows  the  lever  cross-pieoe 
to  descend,  but  the  rods  C  C  expanding  upwards  at  the  same  time 
slide  the  clamps  F  F  up  the  rod  A,  and  the  rods  E  E  expanding  in  a 
greater  degree  downwards  from  the  clamps  F  F  depresses  the  ends  of 
the  levers  G-  G-,  upon  which  they  bear,  and  cause  the  other  ends  to  be 
raised,  and  to  raise  the  weight  B  on  the  I'od  A.  A  contrary  effect  is 
produced  when  the  rod  A  contracts. 

Claim. — The  arrangement  and  combination,  substantially  as  shown 
and  described,  of  the  rods  E,  levers  Q,  and  the  bob  B,  so  that  by  the 
expansion  and  contraction  of  rods  E  the  position  of  bob  B  upon  the 
TOOL  A  will  be  changed  for  the  purpose  set  forth. 

No.  19,798. — Andrew  Slbvin,  of  Ann  Arbor,  Mich. — Improvement 
in  applying  Pendulum  Power. — Patent  dated  March  30,  1858. — The 
nature  of  this  invention  consists  in  a  pendulum  0-  fixed  on  shaft  H, 
moving  on  two  friction  rollers  W;  on  the  shaft  H  there  are  two  bevel- 
wheels  I  and  J  fitted  loosely  to  said  shaft  H  and  gearing  into  the 
pinion  L;  on  the  upright  shaft  N  Y  Y  are  two  ratchets,  placed  reversely 
to  each  other  and  keyed  on  shaft  H ;  U  U  are  two  pawls  attached  to 
the  two  bevel-wheels  I  and  J  and  operating  on  the  ratchets ;  K  is  a 
bevel  wheel  on  the  lower  part  of  the  upright  shaft  N  and  gearing  into 
the  pinion  M  on  shaft  Q  ;  0  is  a  fly-wheel  on  shaft  Q ;  li  is  a  crank 
on  end  of  shaft  with  a  connecting  rod  S  to  the  projecting  arm  T. 

The  inventor  says :  I  am  alr^y  aware  that  bevel-wheels,  pawls^ 
ratchets,  pendulum,  &c.,  have  been  heretofore  in  use  for  some  mechan- 
ical purpose  or  other,  and  therefore  I  do  not  claim  any  one  of  them 
separately,  nor  do  I  claim  the  bevel-wheels,  pawls,  and  ratchets, 
causing  thereby  of  themselves  rotary  motion. 

But!  claim  the  peculiar  combiaation  of  the  pendulum,  bevel- wheels, 
pawls,  and  ratchets  above  specified,  for  the  purpose  of  obtaining  a  rotary 
motion  from  the  reciprocating  motion  of  the  pendulum  for  the  uses  and 
purposes  described  and  set  forth. 

No.  19,091.— Charlbs  R.  Iufp,  of  Falmouth  Kj.— Improved  Ploir- 
ttmg  Jiw^rumeiU.— Patent  dated  January  12,  1858.— This  instrument 
is  composed  simply  of  two  limbs,  one  of  which  has  its  short  end  formed 
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with  a  quadrant  or  arc  of  a  circle,  said  arc  being  graduated  or  laid  off 
in  degrees  and  minutes  and  subdivided  into  equal  parts,  as  shown  in 
the  engravings. 

The  inventor  says :  I  am  fully  aware  that  quadrants,  graduated 
scales,  and  verniers  have  been  used  for  various  purposes,  consequently 
I  do  not  claim  the  invention  of  such  devices. 

But  I  daim  the  construction  of  a  portable  pocket  plotting  instru- 
ment, embracing  the  graduated  arc  of  a  circle,  or  quadrant,  the  pointed 
graduated  limbs  and  the  sliding-scale  verniers,  substantially  as  de- 
scribed and  for  the  purposes  set  forth. 

No.  19,81'?. — John  L.  Rowb,  of  New  York,  N.  T.,  assignor  to 
Fbedbrick  Stbvkns,  of  said  New  York. — Improved  Method  of  Attachn 
ing  the  Plumb  Line  to  a  Plumb  and  Level  Indicator. — Patent  dated 
March  30,  1868. — This  invention  consists  in  placing  within  a  suitable 
^hae  A  a  levelling  spirit-tube  B,  a  loaded  index  D  fitted  or  hung  over 
a  gra4uated  arc  a  and  a  plumb-line.  On  the  shaft  E  a  line  or  cord  H 
is  wound  which  has  a  bob  I  attached  to  its  end. 

The  inventor  says :  I  do  not  claim  the  employment  of  two  spirit- 
levels. 

Nor  do  I  claim  the  employment  of  a  pivoted-pointer  to  indicate  the 
plumb. 

But  I  daim  the  attachment  to  a  plumb-level  indicator,  made  sub- 
stantially as  described,  of  the  reel  E  and  cord  H,  as  and  for  the  pur- 
poses set  forth. 

No.  20,356. — JosiAH  Ltman,  of  Lenox,  Mass. — Improved  Pro- 
tractor.— Patent  dated  May  25, 1858.— P  represents  the  protractor  grad- 
uated at  70^  (sevetty  degrees)  on  each  side  of  zero.  It  is  made  of  rolled 
brass  one-eighth  of  an  inch  thick.  N.  denotes  north,  E.  east,  and  W. 
west.  The  figures  on  each  side  of  N.  indicate  degrees  of  arc  or  angle 
and  the  complement  of  the  same.  Y  denotes  the  protractor  vernier, 
reading  to  minutes  of  bronze  one-eighth  of  an  inch  thick;  Fio  de- 
notes the  pivot  orifice ;  0,  three  orifices  for  lessening  the  weight ;  Pr. 
is  the  protractor  rule,  made  of  steel  plate,  three  feet  long  from  the 
protractor  face,  two  inches  wide,  and  one-sixteenth  of  an  inch  thick, 
riveted  to  the  protractor  proper. 

Claim. — First.  The  arrangement  of  the  several  verniers,  limbs,  scales^ 
and  rule,  in  one  iubtrument,  in  the  manner  described  for  the  purposes 
set  forth. 

Second.  The  peculiar  arrangement  of  the  sliding  vernier  scale  by 
which  it  can  be  applied  with  equal  readiness  and  facility  to  either  side 
of  the  rule  so  as  to  read  the  given  angle  and  its  complement. 

No.  19,062. — James  0.  Lane,  of  Brooklyn,  N.  Y.,  assignor  to  Him- 
self and  T.  H.  Barnes,  of  New  York,  N.  Y.— Improved  Method  of 
determining  the  Artificial  Horizon  for  Quadrants^  Ac. — Patent  dated 
January  5,  1858. — In  describing  his  improvement  the  inventor  says: 
To  a  sextant  of  the  usual  construction,  with  an  index  glass,  horizon 
glass,  and  eye-piece,  I  add  a  vertical  mirror  or  reflecting  surface  a. 
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the  plane  of  which  is  perpendicular  to  a  continuation  of  the  visual  raj 
passing  from  the  eye-piece  and  intersecting  a  hair  line  b^  or  its  equiv- 
alent, which  is  placed  in  the  frame  of  the  horizon  glass  or  at  any  point 
between  the  mirror  a  and  the  eye  where  it  can  be  ^een  by  the  eye  with 
or  without  the  aid  of  a  lens. 

Cflaim. — The  combination  of  the  eye-piece,  hair-line,  and  vertical 
mirror,  when  attached  to  and  used  in  connexion  with  a  sextant^ 
quadrant,  or  similar  instrument^  in  the  manner  and  for  the  purpose 
set  forth. 

No.  22,081. — Charlbs  T.  Librkur,  of  Mobile,  Ala. — Improved 
Method  of  Registering  Speed  of  Railroad  Trains, — Patent  dated  No- 
vember 16,  1868. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

The  inventor  says:  First.  I  c2atm  in  the  indicating  apparatus  the 
governor  ABODE  placed  in  the  lower  part  of  a  casing  which  can  be 
used  as  a  car-seat,  said  governor  having  its  weights  so  united  by  con- 
necting-rods and  levers  as  to  cause  them  to  remain  in  their  centrifugal 
and  centripetal  action,  uninfluenced  by  any  horizontal  jars  and  shocks 
of  the  car. 

Second.  I  claim  the  compensation  beam  K,  or  its  equivalent,  with 
its  rods  and  levers,  to  bring  over  the  motion  of  the  cross- head  of  the 
governor  to  the  indicator^  no  arranged  as  to  cause  the  vertical  loltsand 
jars  received  by  the  various  moving  parts  to  absorb  one  anotner,  and 
the  indicator  X  which  points  out  the  degrees  of  speed  on  the  index  W, 
the  whole  so  arranged  as  to  enable  passengers  and  conduptors  to  be 
constantly  informed  of  the  exact  speed  of  the  train,  as  substantially 
described.  ^ 

Third.  In  the  registering  apparatus  I  claim  the  circular  register  of 
metallic  or  other  paper  with  its  radiating  and  circular  lines  expressive 
of  distance  and  speed,  said  register  receiving  any  degree  of  retarded 
motion  from  the  car  axle  by  means  of  the  worms  B^  and  B^  and  the 
worm  wheels  C^  and  D^,  and  the  pencil-holder  Z  with  its  adjustable 
pencil,  substantially  as  described  above,  the  whole  so  arranged  that 
the  various  degrees  of  speed  on  all  parts  of  the  road  shall  be  noted 
down  on  the  circular  register. 

No.  21,101. — S.  Lloyd  Wiboand,  of  Philadelphia,  Pa. — Improved 
Method  of  Registering  the  Motion  of  Machinery.— Fa^tent  dated  August 
3,  1858. — The  nature  of  this  invention  consists  in  the  combination  of 
a  series  of  zones  B  B^  B'  or  wheels  containing  numeral  characters, 
with  a  series  of  pawls  or  ratchets  E  E^  E'  moved  by  a  lever  D  and 
■nsoeptible  of  rotation  thereby,  used  in  conjunction  with  a  case  A, 
which  has  sufficient  friction  upon  the  zones  to  retain  them  in  the  posi- 
tions in  which  they  are  placed  by  the  ratchets,  and  also  to  impart  a 
rotative  motion  to  the  zones  when  it  is  desired  to  reverse  the  direo- 
tion  of  their  motion. 

The  inventor  says :  I  cJotm,  first,  reversing  the  motion  of  the  zones 
or  indicating  dials  by  friction  applied  to  them  in  the  manner  set  forth. 

Beoond.  The  arrangement  of  the  spring  L,  to  act  as  a  detent  in 
reversing,  in  the  manner  described. 
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ilo.  19,105. — ^L.  C.  Stevens,  of  Pine  Meadow,  Oonn. — Improved 
Oarpenters'  Rule. — Patent  dated  January  12,  1858. — The  claim  and 
engravings  describe  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  any  of  the  parts  composing  this 
instrument  when  received  separately. 

But  I  claim  a  measuring-rule  made  as  set  forth,  viz.,  having  a 
movable  blade  and  spirit  level  attached  thereto,  as  described,  the  whole 
constituting  an  instrument  which  may  be  used  either  atf  a  rule,  square, 
level,  level  plumb,  indicator,  &c. 

No.  20,943.— William  0.  C.  Fritschler,  of  Brooklyn,  N.  Y,— 
Improved  Carpenters'  Bide. — Patent  dated  July  20,  1858. — ^The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  arrangement  and  combination  of  the  level  a  with  the 
movable  arm  t,  furnished  with  a  spirit  level  upon  the  centre,  so  that 
by  means  of  the  arc  g  and  the  screw  h  the  glasses  c  and  d  may  be  so 
placed  as  to  indicate  the  precise  position  in  relation  to  the  '^  plumb 
and  level,"  whatever  may  be  the  variation  of  angle  the  part  b  may 
necessarily  assume,  the  said  variation  being  indicated  by  the  scale 
on  the  arc  e,  all  of  which  is  fully  described. 

No.  21,784. — Merriwbther  Jeff  Thompson,  of  St.  Joseph,  Mo. — 
Improved  Btde  for  Describing  Polygonal  Forms. — ^Patent  dated  Oc- 
tober 12, 1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  Being  fully  aware  that  instruments  have  been 
employed  formed  with  segments  of  circles  and  arc  having  graduation 
degrees  and  semi-degrees  described  by  radial  lines  proceeding  from  one 
common  centre;  therefore  such  graduations,  calculations,  and  ar- 
rangements of  lines  and  figures  I  do  not  claim. 

But  I  daim  the  construction,  use,  and  application  of  a  mitre  bevel 
gauge  formed  with  an  arc  of  a  circle,  whereon  are  described  various 
given  tabular  numbers  so  as  to  indicate  by  fixed  lines,  aneles,  or 
dots,  any  required  mitre  line  indicating  its  respective  polygonal  shape 
and  measurement  (without  describing  and  sulnlividing  a  circum- 
ference,) but  through  means  of  corresponding  tabular  numbers,  sub- 
stantially in  the  manner  set  forth  and  describ^. 

No.  20,431. — ^William  Howard,  of  Flushing,  N.  Y.— Improved 
Signal  Lantern. — ^Patent  dated  June  1, 1858. — ^This  invention  consists 
in  the  employment  of  a  conical  and  convex  reflector,  so  contrived  and 
arranged  as  to  form  a  chamber  for  the  reception  of  the  lamp,  and  at 
the  same  time  throw  the  light  in  a  concentrated  form  on  a  lens,  which 
is  placed  on  the  smaller  end  of  the  conical  reflector. 

Claim. — ^The  arrangement  of  the  conical  reflector  B  with  its  large 
•nd  placed  towards  the  deflector  D,  as  set  forth  and  described. 

No.  20,706. — Samuel  Gardiner,  jr.,  and  Levi  Blossom^  of  New 
York,  N.  Y. — Improved  Electric  Signal  Lights. — Patent  dated  June 
29,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

Claim. — The  combination  of  a  platinum  coil  0,  or  its  effective  equiva- 
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lent,  which  is  illuminated  hjr  electricity  with  a  transparent  signal 
lantern  B ;  said  combination  bein^  effected  by  arranging  the  coil  0 
within  the  lantern  B  upon  two  conaucting  wires  D  D,  which  are  con- 
nected with  an  electro-galvanic  battery. 

No.  21,656. — Jacob  D.  Custer,  of  Morristown,  Pa. — Improvement 
in  Fog-Signal  Marines, — Patent  dated  October  5, 1858. — The  nature 
of  this  invention  consists  in  furnishing  fog-signal  machines,  magnetic 
telegraph  registering  machines,  &c.,  with  a  spur  wheel  and  pinion- 
retaining  power^  on  the  reaction  principle  which  shall  be  convenient 
to  graduate  so  as  to  keep  the  proper  balance  of  power  in  time  of 
winding,  so  that  the  machine  shall  not  lose  or  gain,  and  which  retain- 
ing power  shall  be  convenient  to  oil,  and  as  durable  as  any  other  parts 
of  the  machine  ;  the  spur-wheels  and  pinions  all  being  on  the  outside 
where  they  can  be  made  as  strong  as  desired. 

The  inventor  says :  I  claim  the  application  to  fog-signal  machines, 
magnetic  telegraph  registering  machines,  &c.,  of  my  improved  re- 
taining power,  including  pinion  I,  wheel  J,  shaft  K,  pinion  L,  wheel 
Q,  click  spring  4>,  and  balance  piece  H,  when  arranged  and  combined 
as  above  described,  to  form  an  adjustable  and  durable  retaining  power, 
substantially  as  set  forth. 

No.  21,688. — Henry  Maulb,  of  Philadelphia,  Pa. — Improvement  in 
the  Mode  of  transmitting  Magnetic  Signals  on  Railroads. — Patent  dated 
October  5,  1858. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

Claim. — Securing  to  a  railroad  a  series  of  conducting  rails  inde- 

S'  endent  of  those  of  the  track,  and  placed  in  pairs,  one  pair  being 
isconnected  from  the  next  pair  throughout  the  series,  and  each  pair 
of  conducting  rails  being  arranged  to  connect  with  a  galvanic  battery 
on  the  train  by  the  devices  described,  or  their  equivalents,  one  rail  of 
each  pair  to  one  pole,  and  the  other  to  the  other  pole  of  the  said  battery, 
and  the  latter  being  connected  to  any  suitable  indicating  apparatus 
situated  on  the  train  as  set  forth  and  for  the  purpose  specified. 

No.  20,402. — ^WiLUAM  Boyd,  of  Washington,  D.  0. — Improved 
Mechanism  for  Operating  Bemaphoric  Signals. — Patent  dated  June  1^ 
1858. — ^The  nature  of  this  invention  consists  in  the  combination  and 
arrangement  of  parts  for  actuating  three  conical  flags  stretched  on 
frames,  their  colors  being  red,  white,  and  blue.  Each  can  be  moved 
irrespective  of  the  others  by  means  of  a  pulley  and  cord,  or  their 
equivalents,  and  each  moves  on  its  axle  independent  of  the  action  or 
movement  of  the  other  two  flags.  By  means  of  a  sliding  pole  working 
in  grooves  of  a  frame  the  flags  can  be  hoisted  and  lowered  at  pleasure. 

The  inventor  says :  I  do  not  claim  broadly  signalizing  by  revolving 
signs  or  flags,  whose  position  represent  certain  figures,  letters,  or 
numbers. 

But  I^aim  the  particular  mechanism,  described  and  shown,  for 
operating^ch  signs  or  flags  when  combined  and  arranged  substan- 
tially as  set  forth. 
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No.  20,046. — Geo.  N.  CuMMiNGSy  of  Hartford,  Conn. — Improvemefd 
in  the  Mode  of  Constructing  Joints. — Patent  dated  April  27, 1858. — ^The 
nature  of  this  improvement  consists  in  the  formation  of  an  improved 
joint  to  the  connexion  of  the  temple  bow  with  the  rim  of  the  glass 
frame. 

Claim. — The  double  conical- shaped  tube  joint  D  to  spectacles,  in 
the  manner  substantially  as  set  forth  and  described. 

Ko.  21,982 — Charles  A.  Saxe,  of  Philadelphia,  Pa. — Improved 
'Method  of  Adjusting  the  Plummet  without  moving  the  Tripod  in  Survey- 
ing Instruments. — Patent  dated  November  2,  1858. — The  nature  of 
this  invention  consists  in  constructing  the  head  of  the  tripod  and 
lower  plate  of  the  instrument  or  ball  plate,  upon  which  rest  the  levelling 
screws,  in  such  a  manner  that  the  ball  plate  to  which  is  attached  the 
instrument  may  be  moved,  and  thereby  bring  the  centre  or  axis  to 
any  point  within  the  circle  of  the  head  plate. 

Claim, — ^The  arrangement  described  for  placing  surveying  instru- 
ments' centres  over  any  point  within  the  circle  K  without  movint; 
the  legs  of  the  instrument  and  unscrewing  the  levelling  screws,  but 
by  unscrewing  the  screws  C  C,  moving  the  ball  plate  A,  and  revolving 
the  ring  H,  as  described. 

No.  20,908. — J.  M.  Wamplbr,  of  Baltimore,  Md. — Improved  Auto- 
nwUic  Mechanism  for  Operating  the  Surveyors*  Cfraphodometer. — Patent 
dated  July  13,  1868. — The  nature  of  this  invention  consists  in  the 
combination  in  a  suitable  vehicle  of  automatic  mechanism  for  recording 
courses,  distances,  and  levels. 

In  the  engravings  A  marks  the  frame  of  the  machine  ;  JB  a  roll  of 
paper  on  which  the  results  are  recorded ;  C  the  axle  of  the  last  retarding 
wheel ;  D  a  box  having  two  compartments ;  E  E^  are  rollers  over 
which  the  record  paper  passes  ;  F  F'  are  rollers  to  keep  the  paper  in 
place  by  pressure ;  U  are  guides  for  pencil  bars  ;  H  a  bar  to  which  weight 
W  is  swung  ;  I  the  connecting  joint  between  H  and  t ;  K  is  a  Iwnt 
lever  connecting  weight  W  with  pencil  bar  Y. 

Claim, — The  combination  with  a  moving  strip  of  paper,  or  other 
proper  material,  arranged  on  any  suitable  vehicle  of  automatic 
mechanism  for  taking  and  recording  distances  and  courses  or  dis- 
tances and  levels,  or  distances,  courses,  and  levels,  substantially  as 
described  and  shown. 

No.  19.356. — John  A.  Finn,  of  Simpson  county,  Ky. — Improved 
Surveyors'  Protractor  — Patent  dated  February  16, 1858. — The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and 
illustrations. 

Claim, — The  forming  of  two  concave  protractors  and  combining 
them  with  a  convex  protractor,  square  and  scale  of  admeasurement, 
so  as  to  form  one  instrument,  by  which  plotting  of  every  description 
may  be  done  with  greater  facility  and  equal  if  not  superior  accuracy. 

No.  20,916. — William  J.  Young,  of  Philadelphia,  Pa. — Improved 
Tripod  Head  for  Surveyors, — Patent  dated  July  13>  1868. — ^The  claim 
and  engravings  explain  the  nature  of  this  invention. 
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Claim. — Constructing  the  head  of  a  surveyorB'  tripod  in  such  a 
manner  that  the  portion  to  which  the  instrument  and  plumb  line  are 
attached  may  be  adjustable  in  any  direction  horiaontally  to  the  portion 
to  which  the  legs  are  jointed,  when  the  usual  levelling  screws  i  serve 
the  purpose  of  binding  the  two  portions  of  the  head  D  and  A  together 
after  adjustment,  as  set  forth  and  for  the  purpose  specified. 

No.  19,027. — John  J.  Hatdk^,  of  Bising  Sun,  Indiana. — Improved 
Mdhod  of  Operating  Telegram  Keys  — Patent  dated  January  5, 1858. — 
The  nature  of  this  invention  consists  in  placing  as  many  levers  side 
by  side  as  you  desire  to  make  letters  or  figures,  each  lever  having  ele- 
vated upon  its  upper  edge  the  number  of  dots  and  lines,  which,  accord- 
ing to  the  Morse  combination,  constitute  any  given  letter  or  figure, 
and  placing  the  levers  when  complete  underneath  a  finger-board  whose 
surface  is  perforated  with  openings  through  which  the  raised  dots  and 
lines  may  protrude,  the  suriiace  of  said  finger-board  being  fluted  so 
that  the  slots  or  openings  may  be  in  the  centre  of  the  groove  or  flute. 
In  the  front  part  of  the  lever  is  placed  a  wire  staple,  with  the  points 
downward,  and  the  lever  is  secured  by  means  of  a  screw  at  the  point 
marked  with  the  letter  by  and  caused  to  spring  back  to  its  place  upon 
being*  pressed  down,  by  passing  the  finger  along  the  flutes  over  the 
dots  and  lines  by  means  of  a  spring  at  the  opposite  end  of  the  lever 
from  where  the  staple  is  placed,  at  the  point  marked  by  the  letter  c. 

Claim. — The  particular  formation  of  the  levers  into  dots,  lines,  and 
spaces  of  any  desired  length,  thereby  securing  perfect  mathematical 
accuracy  in  tbc  formation  of  the  ciphers  which  compose  the  '^  Morse 
Telegraph  Alphabet." 

No.  19,278. — Louis  Brauhr,  of  Washington,  D.  C,  assignor  to 
Himself,  L.  G.  Brandsburt,  and  Joseph  B.  Stewart,  of  said  Wash- 
ington.— Improved  ApparcUue  for  Faying  out  Telegraphic  Cables. — 
Patent  dated  February  2,  1858. — This  invention  is  designed  to  over- 
oome  the  difficulty  which  has  heretofore  attended  the  laying  of  tele- 
graph cable  across  the  ocean.  It  provides  a  spring  pulley  frame  for 
iopporting  and  weighing  the  draught  on  the  cable,  and  receiving  all 
sadden  shocka  by  being  combined  with  the  valves  of  the  propelling 
engine  and  with  the  valves  of  the  engine  of  the  paying  out  apparatus, 
increases  or  cats  off  the  supply  of  steam  as  necessity  requires,  and  thus 
controls  the  paying  Out  of  the  cable  or  the  speed  of  the  steamer. 

Claim. — I  claim  the  arrangement  of  the  spring  pulley-frame  with 
tlie  paying  out  apparatus  and  the  valves  of  both  the  paying  out  engine 
And  propelling  engine  or  either  of  the  same  separately,  substantially 
is  and  for  the  purposes  set  forth. 

No.  21,371  —QborgbSoott,  of  Wiscasset,  Me.— -4pparo<ti« /or  Poy. 
mg  out  Telegraph  Cable.— Patent  dated  August  31,  1868,— The  claim 
•nd  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  in  combination  with  a  delivering  roller, 
Of  a  system  of  delivering  rollers  A  B,  a  tilting  iever  G,  or  its  equiva- 
lent, and  a  brake  mechanism,  or  any  equivalent  therefor,  for  arresting 
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or  controlling  the  revolution  of  the  delivering  roller  or  rollers,  the 
whole  heing  made  to  operate  in  such  manner  as  to  increase  the  paying 
out  or  delivery  of  the  cable  under  increase  of  tension  of  it,  as 
described. 

I  also  claim,  when  the  lever  is  applied  to  a  brake  apparatus  and  a 
guide  roller  K,  essentially  as  described,  combining  the  guide  roller 
with  it  by  means  of  a  spring,  or  making  the  outer  arm  of  the  lever  as 
a  spring  for  the  purpose  of  enabling  such  spring  to  operate  the  lever, 
in  manner  and  under  circumstances  as  set  forth. 

I  also  claim  combining  the  inertia  weight  with  the  spring  lever  so 
as  to  cause  such  to  operate  as  specified,  under  a  sudden  upheaval  of 
the  stern  of  the  vessel. 

No.  21,634. — Owen  G.  Warren,  of  New  York,  N.  T. — Improve- 
ment in  Method  of  Laying  Submarine  Telegraph  Cahlea. — Patent  dated 
September  28,  1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

The  inventor  says :  I  daim  the  use  of  a  reel  A  immersed  in  the 
water  to  deliver  a  telegraph  cable  at  the  bottom  of  the  sea,  con- 
structed and  operated  substantially  as  described. 

I  also  claim  the  combination  of  the  reel-boat  B  with  the  reel  for  the 
convenience  of  using  the  brake  or  operating  engine  in  the  manner 
described. 

No.  21,629. — Samuel  Samuels,  of  Brooklyn,  N.  T. — Improvement 
in  Method  of  Laying  Submarine  Telegraph  GtMsa. — Patent  dated  Sep- 
her  28,  1868. — This  invention  consists  in  passing  a  submarine  tele- 
graph cable  from  the  ship,  or  other  vessel  from  which  it  is  paid  out, 
through  an  opening  in  the  bottom  thereof,  as  near  as  convenient  or 
practicable  midway  between  the  stem  and  stern,  at  or  near  the  point 
where  the  least  motion  is  produced  by  the  pitching  of  the  vessel. 

The  inventor  says :  I  daim  passing  the  cable  from  the  ship  or  vessel 
through  the  bottom  thereof,  at  or  near  the  point  specified,  substan- 
tially as  and  for  the  purpose  set  forth. 

And  I  also  claim  the  employment,  to  conduct  the  cable  to  the  bot- 
tom of  the  vessel  and  to  exclude  the  water  from  the  opening  in  the 
bottom  where  the  cable  leaves  it,  of  a  tube,  the  whole  or  the  lower 
part  of  which  has  a  downward  inclination  toward  the  stern  of  the 
vessel,  substantially  as  and  for  the  purpose  specified. 

No.  21,492.— MosBS  G.  Farmer,  of  Salem,  Mass.,  and  John  M. 
Batchelder,  of  Cambridge,  Mass. — Improvement  in  Telegraph  Insular 
tors. — Patent  dated  September  14,  1858.— In  making  this  improved 
telegraph  wire  insulator  a  cast  iron  hook  H,  about  four  inches  in 
length  and  three-fourths  of  an  inch  in  diameter,  forms  the  support 
for  the  telegraph  wire,  the  horns  of  the  hook  at  the  lower  end  being 
double,  as  at  A  B,  and  the  upper  part  cylindrical.  About  three  inches 
in  length  of  the  upper  part  ot  the  hook  is  covered  with  hard  India- 
rubber.  This  compound  is  applied  to  the  hook  in  a  plastic  state, 
covering  the  end  of  the  shank  and  about  two-thirds  of  its  length,  as 
seen  at  G ;  the  hook  with  its  covering  of  rubber  is  embedded  in  pul- 
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rerized  soap-stone  and  placed  in  heaters  or  ovens,  where  it  is  exposed 
to  a  temperature  of  aboat  three  hundred  degrees  F.  for  about  ten 
hoars,  until  it  becomes  hard.  On  being  taken  from  the  heater  the 
rubber  C  is  found  firmly  attached  to  the  hook.  It  is  now  placed  in 
an  engine  lathe  and  a  screw  cut  upon  it. 

Claim. — The  iron  wire  supporter  or  hook  in  combination  with  a 
screw  insulator  made  of  hard  India-rubber  and  attached  to  the  hook 
or  shank,  in  the  manner  described. 

No.  20,698. — Giovanni  Casklli,  of  Florence  Italy. — Improved  Pan- 
tographic  Telegraph, — Patent  dated  June  29,  1858. — A  description  of 
this  invention  would  require  too  much  space  to  be  given  here.  The 
claim  and  engravings  will  give  an  idea  of  the  invention. 

The  inventor  says  :  I  do  not  claim  the  general  use  of  electricity  for 
producing  fac  similes  upon  chemically  prepared  paper  or  other  mate- 
rial. 

But  I  daim  the  mode  of  rapidly  transmitting  the  fac  similes  of 
writings,  drawings,  cyphers,  and  arbitrary  signs  in  colored  charac- 
ters, upon  ordinary  white  or  chemically  prepared  paper,  substantially 
as  described. 

I  also  claim  the  mode  of  receiving  and  transmitting  different  de- 
spatches at  the  same  time  and  with  a  single  wire,  as  described. 

I  also  claim  the  use  of  local  piles,  with  circuit  always  closed,  for 
the  production  of  the  characters  in  chemically  prepared  paper,  as 
described. 

No.  21,329. — MosBS  Q.  Farmer,  of  Salem,  Mass. — Improved  Method 
of  Sending  and  Receiving  Messages  simultaneously  over  the  same  Tete- 
^phic  Wire. — Patent  dated  August  31,  1858. — The  object  of  this 
invention  is  to  receive  messages  simultaneously  over  the  same  wire 
and  upon  one  instrument,  and  this  is  accomplished  by  the  employment 
of  an  accessory  battery  to  each  instrument,  in  combination  with  the 
main  batteries  and  main  magnets,  and  with  a  means  of  reversing  the 
current  ot  each  of  the  main  batteries. 

Claim. — ^The  employment  of  an  accessory  maenet  and  an  accessory 
battery  to  each  instrument  in  combination  with  the  main  batteries  and 
main  magnets,  and  with  a  means  of  reversing  the  direction  of  the 
current  of  each  of  the  main  batteries,  in  the  manner  substantially  as 
•et  forth. 

Ko.  19,116. — John  Abstbrdam,  of  Boston,  Mass. — Improved  Con- 
^Arwdum  of  Telegraphic  Cables.— Ps^iQui  dated  January  19,  1858.— 
In  the  engravings  A  represents  a  cable  formed  with  corrugations  or 
flextores,  as  shown  at  a  o  c.  In  figure  1  c2  is  the  circuit  wire  or  strand, 
while  e  e  represents  an  insulating  covering  of  gutta-percha  or  other 
tiiitable  flexible  material,  such  covering  oeing  surrounded  by,  or 
liaving  wound  on  it,  a  metallic  covering  //formed  of  twisted  strands 
of  steel  wire  in  the  usual  way.  The  metallic  portion  of  the  cable 
being  practically  inelastic  with  reference  to  its  insulating  and  pro- 
tecting covering,  the  whole  is  formed  either  with  corrugations  or 
flanles. 
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The  inventor  daimsy  ae  a  new  or  improved  mannfacture,  an  electric 
telegraph  cable  (or  one  constructed  in  part  of  metallic  wire,)  as  made, 
so  as  to  be  elastic  lengthwise,  pr  with  such  corrugations  or  bends  in 
the  circuit  wire  or  wires,  and  its  or  their  external  covering,  or  simply 
in  the  circuit  wire  or  wires,  or  in  the  circuit  or  other  wires,  as  will 
insure  elasticity  of  the  cable  in  a  longitudinal  direction^  as  specified. 

No.  22,082.— RuFDS  Kbndrick  and  Alphbus  W.  Arkbbsow,  of  Cam- 
bridgeport,  Massachusetts. — Improved  Telegraphic  Instrument. — Patent 
dated  November  16,  1858. — F  is  the  ordinary  finger-key  of  a  Morse 
instrument,  which  may  retain  its  location  on  the  table  where  the 
instrument  is  placed,  and  this  improvement  placed  in  a  suitable 
position  by  the  side  of  the  finger-key.  The  circuit  closers  c  c,  in  order 
to  insure  certainty  of  contact,  may  one  or  both  be  elastic,  or  the  lower 
one  may  have  a  little  cup  or  hollow  in  its  top  to  contain  a  drop  of 
mercury,  into  which  the  point  of  the  upper  may  dip. 

The  inventors  say :  We  c^atm  the  application  to  the  finger-key  of  a 
telegraph  instrument,  of  a  rocking  shaft  or  its  equivalent,  to  which  a 
succession  of  vibratory  motions  of  the  proper  proportionate  durations 
for  producing  the  characters  required  is  communicated,  as  specified. 

We  also  claim  the  construction  and  arrangement  of  the  rocking 
shaft  B  with  its  dogs  i  i  t,  &c.,  and  of  the  keys  D  D  D,  Ac,  operating 
in  combination,  substantially  as  set  forth. 

No.  21,132. — GeorgbB.  Hicks,  of  Cleveland,  Ohio. — Improvement 
in  Telegraphic  Instruments, — Patent  dated  August  10,  1858. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  described  devices,  or  their  equivalents, 
by  means  of  which  two  armature  levers,  one  of  which  is  upon '^  the 
receiving  instrument  and  the  other  upon  the  recording  instrument, 
are  moved  simultaneously,  as  seen  in  figures  4  and  6,  in  order  to  render 
it  impossible  for  any  portion  of  the  current  from  M*  or  N*  to  pass 
through  the  magnets  M  M  or  N  N,  figures  2  and  6,  except  when 
require^  to  change  the  position  of  lever  G  G^. 

I  claim  the  described  arrangement  for  so  connecting  a  circuit  through 
the  armature  levers  of  the  receiving  and  recording  (local)  magnets, 
.  figures  4  and  6,  that  a  current  may  be  diverted  through  the  magnets 
M  M  or  N  N,  figures  2  and  5,  at  the  pleasure  of  a  distant  operator, 
and  thereby  changing  the  position  of  the  lever  G  G,  figures  2  and  6, 
for  the  purpose  of  enabling  the  operators  upon  two  distant  circuits  to 
transmit  intelligence  irom  one  circuit  to  the  other  without  the  aid  of 
an  intermediate  operator,  by  the  means  and  in  the  manner  specified. 

I  claim  the  employment  of  the  devices  named,  or  their  equivalents, 
whereby  a  current  from  the  battery  s  may  be  diverted  from  one  magnet 
M  M  to  another  N  N,  as  set  forth,  by  means  of  the  arm  I  (upon  the 
lever  G  G,  fifi:ures  2  and 5,)  striking  upon  Z  Z^,  as  the  lever  G  G^  is 
depressed  at  X  or  X^ 

No.  20,982.— Edmund  F.  Barnes,  of  Brooklyn,  N.  Y.— Improved 
Self-AHjustivg  and  Embossing  Telegraphic  Machine. — Patent  dated  July 
27,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 
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The  ioventor  says :  I  do  not  claim  generally  the  use  of  the  power 
of  electricity  or  magnetism  for  telegraphic  messages  at  a  distance, 
and  recording  them  either  in  printed  letters  or  characters,  nor  the 
general  arranccement  of  the  wires,  posts,  or  electric  circuit  or  circuits, 
as  these  are  old  and  well  known. 

But  I  daim  the  use  and  application  of  the  combined  permanent  and 
electro-magnets  in  the  resident  magnet,  substantially  as  set  forth  and 
described. 

I  claim  also  the  arrangement  of  the  springs  k  and  8,  or  their  equi?^ 
alent,  in  connexion  with  the  circuit  breaker  shaft  0  and,  type- wheel 
shaft  T,  by  which  the  circuit  breaker  arm  d  and  type-wheel  B  are 
caused  to  return  to  a  given  starting  point  after  the  completion  of  each 
letter,  thereby  causing  the  instrument  to  be  kept  constantly  self- 
regulated. 

I  claim  also  the  use  and  arrangement  or  combination  of  the  circuit 
breaker  wheel  D  with  its  undulated  periphery,  and  the  hammer  I  and 
anvil  t,  placed  and  arranged  substantially  as  described,  so  that  the 
revolution  of  the  wheel  D  shall  alternately  connect  and  disconnect 
such  hammer  and  anvil,  and  also  connected  with  the  main  battery 
and  line,  for  the  purpose  of  closing  and  breaking  the  main  telegraphic 
circuit,  substantially  as  set  forth  and  described. 

I  claim  also  the  arrangement  substantially  as  described  of  the  hollow 
shaft  C  and  clutch/,  and  arm  d,  and  the  connexion  therewith,  sub* 
stantially  as  set  forth,  of  the  swing  frame  B,  by  which  the  clutch 
wheel  g  is  made  to  take  hold  of  such  clutch  /  on  the  hollow  shaft  C, 
to  carry  forward  such  shaft  C,  and  the  circuit  breaker,  and  the  arm  (2^ 
whenever  any  key  is  depressed,  substantially  as  set  forth. 

I  claim  also  the  arrangement  and  combination  of  the  vibrating 
lever  J  and  its  nipple  n,  with  the  escapement  wheel  o,  constructed  a* 
described,  to  cause  the  type-wheel  shaft  to  revolve  step  by  step  at 
every  vibration  of  such  lever,  substantially  as  and  for  the  purpofli^ 
set  forth. 

I  claim  also  the  use  and  arrangement  of  the  spring  L  with  its 
adjusting  slide  and  adjusting  screws,  substantially  as  set  forth  and 
described,  for  the  purpose  of  regulating  the  action  of  the  vibrating 
lever  J. 

I  claim  also  the  arrangement  and  combination  of  the  imprinting 
cam  p,  the  paper  propelling  eccentric  y,  and  the  type- wheel  releasing 
plane  i*,  substantially  as  set  forth,  being  attached  to  each  other  and 
placed  upon  a  common  shaft  or  otherwise,  but  so  that  it  is  impossible 
that  they  should  get  into  different  relative  positions. 

I  claim  also,  in  connexion  with  nuch  imprinting  cam  and  paper  pro* 
pelling  eccentric  and  type- wheel  releasing  plane,  the  arrangement 
and  combination  of  the  rod  z,  bar  y,  and  imprinting  press  Xj  and  the 
rod  c^  and  the  rod  o,  which  together  cause  the  letter  to  be  imprinted,  the 
paper  to  be  propelled  far  enough  for  the  next  letter,  and  the  detent 
cog-wheel  P  to  be  forced  down  so  that  the  type-wheel  may  return  to 
its  starting  point  and  again  forced  up  to  clutch  the  type-wheel,  and 
also  cause  each  of  these  several  things  to  be  done  at  and  in  its  proper 
time. 

I  also  claim  the  arrangement  of  the  armature  H,  constructed  of 
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alternate  plates  of  conducting  and  non-condacting  metals,  when  com- 
t  ined  witn  an  electro-magnet  and  used  in  connexion  with  telegraphic 
instruments  for  the  purpose  of  securing  a  more  rapid  vibration  of 
such  armature. 

I  also  claim  the  arrangement  of  the  coiled  spring,  as  described, 
about  the  type-wheel  shaft  T,  such  spring  being  set  up  and  held  at  a 
given  tension^  and  such  tension  being  increased  only  a  certain  amount 
by  the  friction  for  the  purpose  of  securing  prompt  action  to  such  shaft, 
as  described. 

I  also  claim  generally  the  arrangement  and  combination  of  the  said 
several  parts  described,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,024. — Thomas  Beevb,  Joseph  Rbevb,  and  Sidnst  M.  Ttler, 
of  Brooklyn,  New  York. — Improved  Mode  of  Operating  the  Mechanism 
of  Printing  Telegraphic  Machines. — Patent  dated  July  27, 1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventors  say :  What  we  daim  as  improvements  in  the  mechani- 
cal arrangement  of  Barnes'  telegraphic  instrument  is,  first,  arranging 
the  keys  in  a  flat  plate  or  key-board  A  in  a  semi-circular  form,  sub- 
stantially as  described,  securing  thereby  a  direct  connexion  between 
such  keys  and  the  swing  frame. 

Second.  Applying  the  points  or  clutches  12  12  at  a  distance  from 
the  shaft  e,  and  in  combination  therewith,  making  such  a  shaft  a 
round  instead  of  square,  for  the  purposes  set  forth. 

Third.  The  use  and  application  of  an  independent  friction,  con- 
structed substantially  as  described,  upon  the  type-wheel  shaft,  to 
secure,  in  connexion  with  the  coiled  spring,  more  prompt  and  instan- 
taneous action  to  such  shaft  and  the  type-wheel  thereon,  whenever  the 
magnet  releases  the  escapement  wheel  o. 

Fourth.  Disconnecting  the  receiving  portions  of  the  instruments 
from  the  transmitting  portions,  to  assist  the  operator  in  transmitting 
substantially  as  described. 

No.  20,930.— Edmund 'P.  Barnes,  of  Brooklyn,  New  York.— Jm- 
proved  Combination  of  Electro  and  Permanent  Magnets  to  Bender  Tele- 

?^aphing  Magnets  Easy  of  Adjustment. — Patent  dated  July  20, 1858. — 
he  claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  daim  the  combination  and  use  in  a  telegraphic 
line,  or  in  connexion  with  telegraphic  instruments,  of  the  permanent 
magnet  with  the  electro-magnet,  arrangcnl  and  connected  substan- 
tially as  and  upon  the  principles  set  forth,  to  prevent  the  disturbing 
effect  of  atmospheric  electricity,  &c.,  as  described. 

I  also  claim  constructing  the  permanent  magnet  B  when  used,  sub- 
stantially as  described,  as  an  armature  of  the  electro-magnet  A,  with 
soft  iron  inserted  therein,  substantially  as  set  forth,  to  render  its 
action  more  forcible  in  connexion  with  the  electro-magnet. 

No.  20,348. — SiMBON  Holton,  jr.,  of  Middlebury,  Vermont. — In^ 
proved  Thermostat. — Patent  dated  May  26,  1858. — This  invention 
consists  in  certain  means  of  adjustment,  whereby  the  pointer  a  is 
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made  to  indicate  correctly  npon  the  dial  G  the  variations  of  the  tem- 
perature. 

The  inventor  says:  I  claim  no  part  of  the  instrument,  hut  the 
means  of  adjusting  the  movement  of  the  pointer  relatively  to  the  ex- 
pansion and  contraction  of  the  compound  oar. 

But  I  claim  the  slotted  plates  I  and  j  carrying  the  pin  K,  and  the 
notch  in  which  it  works  applied  to  the  compound  bar  and  the  lever  G-, 
substantially  as  described,  to  vary  the  effective  length  of  one  arm  of 
said  lever,  and  yet  preserve  its  proper  relation  to  the  compound  bar, 
and  operating  as  set  forth. 

No.  21,020. — Charles  R.  M.  Pomi;,  of  Richmond,  Virginia. — Im- 
proved  Combination  of  the  Needle  and  Sun-Dial  to  ascertain  Time. — 
ratent  dated  July  27,  1868. — In  the  engravings  C  represents  the 
magnet  resting  upon  a  balancing-pin  in  the  centre  hollow  space  B ; 
A  the  surface  for  tne  dial  to  rest  upon,  A^  the  hand  placed  upon  the 
dial  with  hinges  so  as  to  fold  up  and  carry  in  pocket ;  B^  the  open 
space  through  which  is  seen  the  magnet  needle  to  get  the  point  of 
the  compass. 

The  inventor  says:  I  do  not  claim  as  my  invention  the  magnet 
needle,  nor  do  I  claim  as  my  invention  the  sun-dial. 

What  I  daim  is  combining  the  magnetic  needle  with  the  sun-dial, 
so  that  the  point  of  compass  is  at  all  times  at  hand,  and  thereby  the 
time  of  day  ascertained  from  the  dial  by  holding  the  dial  horizontal 
and  due  north  and  south. 

No.  20,201.— Henry  C.  Pat,  of  Troy,  New  York. — Improvement  in 
Time  Keepers. — ^Patent  dated  May  11,  1858. — The  claim  and  engrav- 
ings will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  disclaim  the  invention  of  a  jointed  verge,  or 
one  with  movable  detents,  as  that  has  been  used  by  John  Harrison 
and  others. — (Vide  **Reid  on  Clock  and  Watch-Making,"  page  205.) 

But  I  daim  the  invention  of  a  verge  with  movable  detents,  so  con- 
structed that  in  the  vibrations  of  the  pendulum  or  balance  each  detent 
will  be  carried  on,  nearly  on,  or  past  its  dead  centre,  so  as  to  greatly 
lessen  the  recoil  of  the  movement. 

No.  20,262. — Bamubl  Carpenter,  of  Flushing,  N.  T. — Improved 
Escapement  for  lime  Keepers. — Patent  dated  May  18,  1858. — ^The 
claim  and  engraving  will  explaiii  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  detent  spring  D,  as  that  is 
Hsed  in  all  chronometers. 

But  I  daim^  first,  so  constructing  a  scape  wheel  with  two  rims  or 
rows  of  vertical  teeth,  or  their  equivalent,  as  to  admit  the  potance  or 
lower  bearing  of  the  staff  which  carries  the  pallets  and  balance  to  b 

Slaoed  between  said  rims  or  rows  of  teeth,  for  the  purpose  of  giving 
ouble  action  to  the  pallets,  by  which  means  the  watch  is  prevented 
from  setting  by  a  sudden  jerk,  as  a  tooth  of  one  or  other  of  the  rims 
will  be  acting  on  its  corresponding  pallet. 

Second.  I  claim  the  pallets  in  combination  with  the  wheel  and  de« 
tent  spring,  as  specified. 
Vol.  u 8 
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No.  21,146. — ^Eugene  Paulus,  of  Philadelphia,  Pa. — Improved  Ea- 
capemerU  for  Time  Keepers. — Patent  dated  August  10,  1858. — ^The 
nature  of  this  invention  will  be  understood  by  an  examination  of  the 
claim  and  engravings. 

The  inventor  says :  I  claim  the  modification  of  the  duplex  escape 
wheel  A  in  suppressing  the  upright  row  of  cogs,  the  manner  of  giving 
the  impulse  directly  by  it  with  a  pin  jewel  set  in  the  main  roller  E 
mounted  on  the  balance  axis ;  the  detent  with  its  fork,  toothed  for 
gearing  with  the  pinion  of  the  resting  cylinder,  and  its  particular  ar- 
rangement on  the  escape  wbeel  axis  ;  the  arrangement  of  the  resting 
cylinder  with  its  pinion  ;  the  particular  disposition  of  the  lifting  rol- 
ler acting  in  the  fork  ;  the  new  and  more  solid  arrangement  to  hold 
the  escapement  without  bridges,  but  with  simple  pillars  supporting 
two  small  plates  secured  with  pins  or  screws,  the  whole  constructed 
and  operating  as  described,  constitute  a  new  escapemont,  which  I  in- 
troduce under  the  name  of  '^  Paulus  escapement." 

No.  21,738. — JosiAH  Bishop,  of  Austin,  Texas. — Improved  Eaoapt- 
ment  for  Time  Keepers. — Patent  dated  October  12, 1858. — The  nature 
of  this  invention  consists  in  so  forming  tlie  detents  on  the  lever  and 
arranging  them  in  relation  to  the  notches  of  the  escape  wheel  and 
pallets  on  the  balance  arbor,  as  to  render  the  movements  of  the  clock 
or  watch  to  which  they  are  attached  more  regular  and  less  liable  to 
get  out  of  order. 

Claim. — ^The  combination  of  the  lever  E,  springs  G  H,  and  the  de- 
tents formed  on  the  former,  arranged  in  the  relation  to  the  escapement 
wheel  described,  with  the  pallets  L  M  and  said  escapement  wheel,  so 
as  to  enable  the  balance  wheel  to  perform  its  oscillations  without  pres- 
sure from  the  motive  power  of  the  clock,  or  to  be  retarded  by  any  other 
resistance,  except  that  necessary  to  be  overcome  by  the  vibrations  of 
the  detent  lever  E  during  the  action  of  the  pallet  L  on  the  end  of  the 
spring  K  as  set  forth. 

No.  21,425. — Joseph  Jennet,  of  Meadville,  Pennsylvania. — Im- 
provemerU  in  the  Escapement  of  Time  Keepers. — Patent  dated  Sep- 
tember 7, 1858. — The  balance  wheel  C  has  cogs  on  its  periphery  ;  this 
gears  into  a  pinion  E  on  the  shaft  of  the  second  balance  D.  The 
first  balance  0  is  moved  by  the  fork  P  and  jewel  pin  0  on  the  ^*  collet " 
F  in  the  same  manner  that  the  balance  wheel  of  a  common  detached 
lever  watch  is  moved,  and  this  balance  C  causes  the  balance  D  to 
revolve  alternately  a  number  of  times  in  one  direction  and  then  a 
number  of  times  in  the  other  at  every  movement  of  the  fork  P,  and 
thereby  makes  a  steady  motion  and  causes  the  watch  to  be  less  Uable 
to  injury  from  jars  and  jolts. 

Claim. — The  first  balance  wheel  C,  constructed  with  cogs  on  its 
periphery  gearing  into  the  pinion  E,  and  the  second  balance  wheel  D^ 
moved  thereby  in  the  manner  described,  the  whole  being  arranged  in 
the  manner  and  for  the  purposes  set  forth. 

No.  22,428. — Edwin  B.  Thorn,  of  Boston,  Massachusetts. — bnr 
proved  Method  of  Adjusting  the  Tripper  to  the  Escapement  Lever  of 
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TKme  Keepers.— TtLtent  dated  December  28,  1858.— The  claim  and 
engraviDgs  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  a  compensating  scroll  or  coil  D, 
composed  of  two  metiCls  of  variable  expansive  properties  and  applied 
to  a  hair-spring  balance,  but  I  daim  the  movable  plate  E,  or  its 
equivalent,  supported  so  as  to  be  capable  of  turning  on  a  pivot,  or  its 
equivalent,  carried  by  the  stand,  the  same  being  for  the  adjustment 
of  the  beat  or  the  pin  or  tripper  of  the  lever  as  specified. 

No.  22,110. — Jonathan  Dillon,  of  Washington,  D.  C. — Improved 
Method  of  Begvlaiing  the  Winding  of  Time  Keepers. — Patent  dated 
November  2:{,  1858. — This  invention  does  not  consist  in  the  mode  of 
inserting  or  fastening  the  piece  in  the  groove  or  slot^  or  in  the  mere 
shape  thereof,  as  other  forms  might  be  substituted,  but  it  consists  in 
the  application  of  the  principle  of  deriving  the  power  from  the  coils 
of  the  spring,  causing  the  spring  to  act  upon  or  regulate  itself  and 
become  its  own  governor,  thereby  preventing  the  possibility  of  strain- 
ing the  hook,  or  otherwise  injuring  the  teeth  of  the  barrel  pinion  or 
other  appliance  into  which  they  act. 

Claim. — ^The  described  method  of  making  springs  or  coils  self- 
regulating  by  the  use  of  the  slot  and  lever,  or  by  any  other  similar 
devices  acting  substantially  in  the  same  manner  for  the  purposes  and 
uses  named. 

No.  19,744. — Dana  Bickpord,  of  Westerly,  R.  I. — Improved  Begu- 
lalor  for  2ime  Keepers.— PsLteut  dated   March   30,   1868.— A   is  a 
straight  lever,  with  a  segment-shaped  piece  B,  which  is  grooved  to 
receive  the  compensating  curb  C,  in  which  are  placed  the  curb  pins  a 
a,  which  regulate  the  effective  length  of  the  hair  spring.     The  com- 
pensating curb  C  is  made  of  such  length  that  its  entire  expansion  and 
contraction  will  move  the  pins  a  a  along  the  hair  spring  a  little 
further  than  is  necessary  to  effect  the  compensation,  and  is  secured  in 
the  groove  of  the  segment  B  by  one  of  a  number  of  set  screws  12  3  4 
5  6  7  8,  which  screw  through  tapped  holes  arranged  side  by  side  as 
near  as  possible  to  each  other  on  the  outer  side  of  the  groove. 
The  inventor  says  :  I  do  not  claim  the  compensating  curb. 
But  I  daim  fitting  the  compensating  curb  to  a  curved  groove,  or  its 
equivalent,  furnished  with  a  number  of  set  screws,  which  operate  as 
described,  to  secure  the  curb  in  its  place  and  to  adjust  or  vary  the 
effective  length  thereof,  and  thus  constitute  a  means  of  correcting  its 
compensation. 

No.  22,305.— Gborge  P.  RBED,of  Roxbury,Mass,— 7mpnw€rf^«cqpe- 
mentfor  Time  Piece*.— Patent  dated  December  14,  1858.— The  nature 
of  this  invention  consists  in  the  combination  of  a  double  impulse  pallet, 
and  a  double  detent  lifting  pallet  applied  respectively  to  the  balance- 
wheel  axis,  and  the  detent  lever  of  the  escape  wheel,  and  to  operate 
therewith  so  as  to  cause  the  balance  wheel  to  receive  impulse  from  the 
ejcape  wheel  during  each  vibration  or  swing  of  said  balance  wheel. 

Claim. The  improved  escapement  as  constructed  with   its  two 

impulse  cams,  or  a  double  impulse  pallet  J  applied  to  the  balance- 
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wheel  axle,  and  to  operate  with  the  escape-wheel  A,  substantially  as 
specified,  in  combination  with  the  double  detent,  lever-lifting  reverse 
cams  or  pallet  F,  applied  to  the  detent  lever  of  the  escape- wheel  A, 
and  operated  by  a  cam  screw  P,  or  its  equivalent,  supporting  the  axle 
of  the  balance  essentially  as  explained. 

No.  21,895. — Robert  C.  Matthewson,  of  San  Francisco,  Cal. — Imr 
proved  Transit  Instrument, — Patent  dated  October  26,  1858. — The 
compass  box  and  tripod  are  constructed  in  any  of  the  usual  forms  of 
the  ordinary  transit.  The  Btandards  8  S^  the  horizontal  axis  H,  and 
the  vertical  arc  A,  with  slight  changes  are  also  fixed  as  the  common 
transit.  The  telescope  T  is  permanently  attached  to  the  vertical  axis 
y,  which  is  fixed  at  right  angles  to  the  horizontal  axis  H,  and  revolves 
about  it  exactly  over  the  centre  of  the  compass-box. 

The  telescope  T  revolves  around  the  equatorial  circle  E  with  a  ver- 
nier N,  by  which  the  annular  motion  ot  the  telescope  can  be  read  off 
from  the  equatorial  circle  E. 

Claim. — The  manner  in  which  the  instrument  is  coi^structed,  so  as 
to  ascertain  the  longitude,  and  run  a  true  parallel  of  latitude  by  fore 
and  back  lights. 

No.  19,966. — Elihu  Buss,  of  Newark,  N.  J.,  assignor  to  Baldwin, 
&  Co.,  of  said  Newark. — Improvement  in  Watch  Cases. — Patent  dated 
April  13,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  claimj  first,  arranging  the  pendant  so  as  to 
form  one  of  the  centres  on  which  the  body  of  the  watch  turns,  and  by 
which  it  is  permanently  attached  to  the  outer  case,  wherebv  the  pendant 
itself  forms  a  handle  to  reverse  the  body  of  the  watch  on  the  outer  case, 
for  the  purpose  described. 

Second.  Arranging  the  case  holding  the  works  of  the  watch  within 
a  secondary  ring  6  pivoted  to  the  outer  case,  so  that  the  body  of  the 
watch  can  be  turned  in  a  plane  parallel  to  its  face,  in  order  to  change 
the  position  of  the  figures  on  the  dial  plate  when  the  watch  is  reversed 
in  the  outer  case. 

Third.  The  arrangement  of  the  push-piece/,  and  pin  h,  as  described, 
so  as  to  act  on  the  spring  holding  catch  of  the  close  bizzle  of  the 
outer  case  when  on  either  side  of  the  pendant. 

No.  19,972.— John  F.  Watson,  of  St.  John's  Square,  Clerkenwell, 
Middlesex  county,  England,  assignor  to  Jambs  Adams,  of  same  place, 
assignor  to  BioBLOW,  Brothbb8&  Rennard,  and  Palmbks  &  Batchblders, 
of  Boston,  Mass. — Improvement  in  Watch  Cases. — Patent  dated  April 
13,  1852. — This  improvement  consists  in  attaching  the  pendant  D  or 
handle  to  the  outer  case  B  instead  of  the  body  of  the  watch,  which 
admits  of  the  inner  case  being  swiveled  to  the  outer.  And  also  in 
arranging  the  pivots  on  which  the  body  of  the  watch  turns  or  springs, 
by  wmch  it  is  held  to  the  outer  case  in  such  position  that  when  the 
dial  is  shown  through  the  open  frame  the  figure  XII  will  be  opposite 
the  pendant,  and  when  the  body  of  the  watch  is  reversed,  the  figure 
XII  will  be  upward  at  right  angles  to  the  pendant. 
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The  inventor  says  :  I  cZatm,  first,  attaching  the  pendant  to  the  outer 
instead  of  the  inner  case  as  heretofore  done,  for  the  purposes  herein 
set  forth. 

Second.  The  arrangement  of  the  pivots  on  which  the  watch  turnsi 
or  the  springs  for  holding  the  body  of  the  watch  to  the  case,  in  rela- 
tion to  the  figures  on  the  dial  plate,  and  to  the  pendant  on  the  outer 
case,  as  described. 

No.  20,564. — Jambs  M.  Durano,  of  Newark,  N.  J. — Improvement 
in  JFcUch  Cases. — Patent  dated  June  15,  1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — Connecting  the  inner  case  A  of  a  watch  to  the  outer  one  B 
by  a  hinge  and  pivot  a,  so  that  said  inner  case  mav  be  raised  up  and 
turned  over  to  make  a  hunting  or  open-faced  watch  without  opening 
but  one  of  the  bizzles  C  D,  as  set  forth. 

No.  22,254. — AuousTB  Lachat,  of  New  York,  N.  T. — Improvement 
in  Watch  Cases. — ^Patent  dated  December  7, 1858. — ^Tbe  inventor  says : 
My  improvements  are  a  simple  and  ready  method  of  constructing  the 
case  of  a  watch,  in  order  that  it  may  either  have  the  appearance  of  an 
open-faced  or  of  a  hunting  watch,  as  desired  being  of  the  kind  known 
as  magic  '^cases ;"  and  a  second  feature  lies  in  a  method  of  so  con- 
structing the  ^'  push  pin  "  which  passes  through  the  pendant,  that  the 
front  cap  of  a  hunting  cover  cannot  be  accidentally  opened  whenever  it 
may  be  desired  to  have  that  part  of  the  case  kept  close. 

The  inventor  says : — ^I  oUnm  the  method  of  constructing  a  '^  magic  ** 
watch-odf  e,  substantially  as  described. 

I  also  claim  making  the  head  of  the  push-pin  movable,  in  the  manner 
and  for  the  purpose  set  forth. 

No.  20,942. — Edwin  Fihld,  of  Providence,  R.  I. — Improvement  in 
Making  Watch  Oases.— Ve^tent  dated  July  20,  1858.— The  nature  of 
this  invention  consists  in  the  peculiar  formation  of  the  face  of  the  rolls, 
by  means  of  which  the  stock  is  delivered  in  a  finished  state,  requiring 
thereafter  no  turning  or  reducing  in  size  or  form.  Also  in  imparting 
a  drcular  form  to  the  stock  after  it  has  passed  through  the  rolls^  and 
the  proper  incline  or  bevel  to  the  bevel  stocky  by  coiling  the  same  upon 
a  screw  mandrel,  the  threads  of  which  are  properly  formed  to  receive  it. 

The  inventor  says :  I  do  not  claim,  broadly,  any  peculiar  formation 
of  the  faces  of  rolls,  whereby  metallic  stock  generadly  may  be  delivered 
therefrom  finished  in  its  required  form. 

Nor  do  I  claim  any  peculiarity  of  form  thereof,  for  working  ^old  or 
other  plated  stock  exclusively,  or  for  delivering  such  stock  in  any 
required  form  or  shape,  in  a  finished  state  direct  from  the  rolls. 

Nor  do  I  restrict  myself  to  the  precise  form  described,  to  the  exclu- 
sion of  another  or  more  perfect  one  for  the  purpose. 

First.  I  daim  the  use  of  the  rolls  S  S,  in  connexion  with  the  rolls 
F  F,  constructed  and  operating  as  specified. 

Second.  I  claim  the  peculiar  shaped  threads  B  1  E  2  of  the  mandrel 
E,  to  prevent  flattening,  and  for  properly  stretching  the  centre  stock 
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in  coiling  the  same  in  the  first  instance  E^,  and  for  shaping  and 
imparting  a  proper  incline  to  the  bevel  stock  in  the  second  instieince  E  2. 

No.  22,897. — Samuel  Baldwin,  of  Newark,  N.  J.,  assignor  to  Bald- 
win &  Co.,  of  said  Newark. — Improvement  in  Watch  Faces. — Patent 
dated  December  21,  1868. — In  the  engravings  a  watch  case  is  shown 
embracing  these  improvements,  and  consists  of  a  single  case,  to  the 
central  ring  A  of  which  is  hinged  on  one  side  a  closed  back  B,  and 
to  the  opposite  side  an  open  bizzle  c.  A  slight  flange  or  projection  a, 
is  formed  around  the  inner  edge  of  the  open  bizzle,  to  which  is  fitted 
a  metallic  cap  D,  which  snaps  over,  and  is  held  by  this  flange,  cover- 
ing the  dial  as  in  ordinary  hunting  watches. 

Claim. — Arranging  the  figures  of  the  dial  without  turning  the 
works  of  the  watch  in  a  plane  parallel  to  its  face,  substantially  as 
described,  so  that  they  may  be  in  the  proper  positions  in  relation  to 
the  pendant,  whether  the  dial  faces  the  open  or  closed  bizzle  of  the  case. 

No.  20,491. — Charles  S.  Jacot,  of  New  York,  N.  Y. — Improvement 
in  Stop  Watch. — Patent  dated  June  8,  1858. — The  nature  of  this 
invention  consists  in  combining  the  whip  or  fly  t,  with  the  anchor 
escapement  e,  in  such  a  manner  that  each  vibration  of  said  anchor 
escapement,  either  one  way  or  the  other,  shall  allow  one  arm  of  said 
whip  t  to  pass,  and  thus  indicate  quarter  or  other  integral  parts  of  a 
secoud  by  a  hand  on  the  arbor  2  of  said  fly. 

Claim. — The  manner  described  of  allowing  motion  to  the  independ- 
ent train  by  a  pin^  or  its  equivalent^  on  the  escapement  lever  actino: 
on  the  arms  of  the  ^'whip"  or  ''fly,"  and  letting  one  arm  pass  at  each 
pulsation  of  the  balance,  as  specified. 

No.  20,403. — Matthias  W.  Baldwin,  of  Philadelphia,  Pa. — 7m- 
proved  Attachment  for  Watches  to  ascertain  the  time  without  looking  at 
the  Watch. — Patent  dated  June  1,  1858. — This  improvement  consists 
in  an  attachment  applicable  directly  to  the  ordinary  watch,  for  the 
purpose  of  striking  the  hours,  and  half  hours,  and  quarter  hours, 
when  required.  This  improvement  can  be  applied  directly  to  any 
watch  without  deranginff  its  existing  machinery,  and  by  means  of  it 
any  person  can  tell  the  hour  and  quarter  hour  indicated  on  the  face 
at  night  or  any  other  time. 

Claim. — The  snail  wheels  e  and/,, or  either  of  them,  the  lever  gr  At, 
the  arm  A:,  and  the  segment  ratchet,  combined  and  arranged  asdescribed. 

No  20,888.— Jacob  Muma,  of  Hanover,  Pa. — Improvement  in  the 
JEscapement  of  Watches. — Patent  dated  July  13,  1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  escapement,  consisting  of  a  single  escape  wheel  A 
and  two  geared  balances  B  B,  with  cylinders  or  cylindrical  segments 
h  h*  engaging  with  the  said  escape  wheel  on  opposite  sides  of  its  axis, 
when  said  escape  wheel  A  and  balances  B  B,  with  their  segments 
h  h*  are  arranged  in  relation  to  ecu)h  other,  with  their  axes  in  the 
same  plane,  and  the  gear  of  the  said  single  escape  wheel  A,  with  the 
segments  h  A*,  serve  the  double  purpose  of  escape  and  of  giving 
impulse  to  the  balances,  as  specified. 
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No.  22,174.— David  Buoklin  Pitts,  of  HolHston,  Mass. — Improved 
Device  to  Prevent  Injury  from  Bupture  of  the  Main  Spring  of 
Watches.— Pa,tent  dated  November  30,  1858.— The  object  of  this  in- 
vention is  to  prevent  injury  to  the  train,  or  the  usual  bad  effecib 
which  result  from  the  sudden  recoil  of  the  main  spring  in  case  of  its 
rapture  when  wound  or  partially  wound  up  ;  its  nature  consists  not 
only  in  the  application  of  the  main  or  other  wheel  of  the  train  to  the 
barrel  so  as  to  be  capable  of  being  revolved  independently  thereof, 
but  in  the  application  to  such  wheel  and  its  arbor  or  that  of  the 
barrel,  of  a  mechanism  termed  a  **  reverse  motion." 

Claim. — The  separation  of  the  barrel  and  the  main  or  other  gear 
wheel  of  the  train,  so  that  the  two  can  revolve  independently  of  each 
other,  as  described,  and  the  application  thereto,  substantially  as 
specified,  of  mechanism  described  and  termed  a  reverse  motion,  the 
same  being  for  the  purpose  as  explained. 
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No.  22,472. — Samuel  Eakins,  of  Philadelphia,  Pa.,  assignor  to 
Himself  and  M.  S.  Wickersham,  of  said  Philadelphia. — Improvement 
in  Method  of  Blasting  or  Removing  Submarine  Bodies, — ^Patent  dated 
December  28,  1868. — This  invention  consists  in  the  construction  of  a 
piece  of  ordnance  to  be  employed  under  water  for  the  removal  of  rocks 
and  other  bodies,  by  firing  balls  or  other  projectiles  at  them,  of  a 
series  of  adjustable  legs-  so  applied  as  to  support  it  in  such  varied 
positions  as  may  be  desirable. 

Claim. — The  combination  with  a  piece  of  ordnance,  to  be  em- 
ployed under  water  for  the  removal  of  rocks  or  other  bodies  by  the 
operation  described  of  a  series  of  adjustable,  legs  applied  and 
operating  substantially  as  and  for  the  purpose  set  forth. 

No.  19,170. — AsAHBL  Q-.  Batchblder,  of  Lowell,  Mass.,  assignor 
to  Hiram  E.  Pearson  and  A.  M.  Bdtterpield,  of  Lowell,  Mass. — 
Improvemefnt  in  Window  Blind  Fixtures. — ^Patent  dated  January  19, 
1858. — ^To  the  lower  and  inner  corners  of  the  blind  is  attached  the 
stands  G  with  wood  screws ;  these  stands  have  a  mortise  formed  in 
them,  as  seen  at  L,  through  which  the  bar  D  passes,  and  on  which 
these  stands  and  blinds  slide,  their  shutting  movement  being  stopped 
by  the  control  stand  J  and  the  guide  H  and  spring  I  at  the  top  of 
the  blind  ;  the  blinds  are  stopped  when  entirely  open  by  the  spring 
I  and  guide  H,  and  by  the  stands  G  coming  in  contact  with  the 
stands  K  on  the  window  stool. 

Claim. — The  application  of  a  stand  clasping  the  rail,  in  com- 
bination with  the  spring  and  guide  rod,  in  the  manner  and  for  the 
pnrpose  set  forth. 
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No.  21,292. — Jambs  Wyman,  of  Schaghticoke,  N.  T. — Improved 
Machine  for  Setting  the  Staples  in  Blind  Slata. — Patent  dated  Aagust 
24,  1858. — The  nature  of  this  invention  consists  in  the  arrange- 
ment and  combination  of  the  vertically  sliding  punch,  spring  sup- 
porting and  stop  bar  upon  which  the  staples  are  hung,  and  by  which 
their  descent,  except  when  forced  down  by  the  punch,  is  prevented, 
spring  feeding  slide  and  grooved  sliding  bar  or  anvil^  on  which  the 
slats,  or  the  rods  which  support  the  same,  are  placed,  while  staples 
are  being  set  into  the  same. 

It  also  consists  in  combination  with  the  above,  in  furnishing  the 

Srooved  sliding  bar  with  ratchet  teeth  on  its  under  side,  and  with  a 
og  on  its  upper  side  near  its  front  end,  and  arranging  said  bar  in 
such  relation  to  an  adjustable  spring  pawl  on  the  standard  which 
supports  said  bar,  and  an  admstable  gauge-plate,  that  the  proper 
distance  between  each  staple  ariven  into  the  rods,  which  carry  and 
adjust  the  slats,  can  be  accurately  gauged. 

The  inventor  says :  I  c2atm,  first,  the  arrangement  and  combina- 
tion of  the  vertically  sliding  punch  D,  spring  supporting  and  stop 
bar  E,  spring  feeding  slide  G-,  and  grooved  sliding  bar  or  anvil  B, 
substantially  as  and  for  the  purposes  set  forth. 

Second.  The  combination  with  the  above,  the  ratchet  teeth  E  of 
the  sliding  bar  or  anvil  B,  dog  M,  spring  pawl  L,  and  adjustable 
gauge  plate  N,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,795. — JohnC.  P.  Salomon,  of  Baltimore,  Md. — Improvemeni 
in  Bailroad  Brakes. — Patent  dated  March  30,  1858. — ^This  invention 
consists  in  introducing  small  adius'table  auxiliary  wheels  C  C  between 
the  main  wheels  B  B  B^  B^  of  the  truck,  so  that  when  the  train  is 
passing  around  curves,  those  wheels  which  are  in  line  with  the  in- 
ward or  shortest  curve  of  the  track,  may  be  suspended  above  the  rails, 
while  the  small  wheels  rest  on  the  rails  and  perform  the  office  of  the 
large  wheels.  It  also  consists  in  combination  with  the  small  wheels 
of  a  brake,  which  acts  with  a  downward  pressure  upon  the  upper  part 
of  the  periphery  of  the  main  wheels,  so  that  the  bra&es  may  be  applied 
to  the  main  wheels  and  the  speed  of  the  train  retarded. 

The  inventor  says :  I  daim,  first.  The  employment  of  small  auxili- 
ary wheels  between  the  main  wheels  of  the  locomotive  and  several  cars 
of  the  train,  said  wheels  being  adjustable  up  and  down,  substantially 
as  and  for  the  purposes  set  forth. 

Second,  The  combination  with  the  said  auxiliary  suspending  and 
compensating  wheels  of  a  brake^  which  is  constructed  and  arranged 
substantially  as  and  for  the  purpose  set  forth. 

No.  20,396. — Joseph  Harris,  of  Allegheny,  Pa. — Improvement  in 
Bailroad  Brakes, — Patent  dated  May  25,  1858. — This  invention 
consists  in  the  use  of  a  cross-arm  on  each  car  in  the  train,  in  combi- 
nation with  a  chain  shaft  on  one  car,  connected  by  chains,  ropes,  or 
rods,  for  the  purpose  of  adjusting  the  brakes  and  setting  them  in 
operation. 

The  inventor  says :  I  cZatm,  first.  The  combination  of  the  cross- 
arms  c  c  on  each  of  several  cars,  with  a  chain  shaft  on  one  car  con- 
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nected  as  described  bj  chains,  rods,  or  ropes  for  the  purpose  of 
adjusting  and  operating  the  brakes  A:  A:  in  the  manner  substantially  as 
set  forth. 

Second,  The  combination  of  the  tumbler  A  with  the  extension  shafts 
ff^  the  purchase-rods  m  m,  and  springs  «  9,  to  act  automatically  as  a 
raUroad  brake,  substantially  in  the  manner  described. 

No.  22,280. — William  Edge,  of  Downingtown,  Pa. — ImprovetMfiA 
m  Bailroad  Brake. — Patent  dated  December  14,  1858. — The  claim 
and  engravings  expain  the  nature  of  this  invention. 

Claim, — The  application  to  railroad  cars  of  vertical  self-acting  safety 
car-brake,  consisting  of  a  flanged  safety-block  F,  cam-wheel  M,  axle 
U,  lever  N,  chains  fl  and  I,  connecting  rods  K,  bumper  Q,  wheel- 
block  S,  pedestal  E,  and  shafts  P,  the  whole  combined  and  operated 
flubstantially  as  described  in  said  specification. 

No.  21,120. — 0.  L.  Daboll,  of  New  London,  Con. — Improvement  in 
Applying  Brakes  to  Hand-Trucka. — ^Patent  dated  August  10,  1858. — 
This  brake  is  so  arranged  as  to  act  at  all  times  automatically  adverse 
to  the  line  of  motion,  and  that  too,  whether  the  truck  be  drawn  or 
pushed  from  behind,  enabling  the  operator  to  keep  the  load  under 
easy  control  in  descending  an  incuned  surface ;  an  improvement 
useful  to  warehousemen,  &c. 

Olaim. — ^The  application  of  the  described  devices  to  hand- trucks,  in 
the  manner  and  for  the  purposes  set  forth. 

No.  20,105.— Edward  H.  Tracy,  of  New  York,  N.  Y.— Improve- 
ment in  the  Frames  or  Caissons  of  Breakwater,  do. — Patent  dated 
April  27,  1868. — This  invention  is  designed  to  obviate  the  difficulty 
attending  the  washing  away  of  the  foundation  of  breakwaters.  The 
claim  and  engravings  will  explain  its  nature. 

Claim. — Constructing  the  frames  A  of  breakwaters  with  longitudinal 
compartments  C  D,  two  or  more,  the  inner  compartment  or  compart- 
ments being  provided  with  a  flooring  or  bottom  E,  and  the  outer  com- 
partment being  open  at  its  lower  end,  substantially  as  and  for  the 
purpose  set  forth. 

No.  20,414. — ^Thomas  DuRDEN,  of  Montgomery,  Alabama. — Improve- 
meni  in  Bridges. — Patent  dated  June  1,  1858. — This  bridge  is  com- 
XK>8ed  of  an  arch  made  of  iron  tubes  A  extendiuj^  across  the  roadway, 
and  connected  with  interposed  locks  and  wooden  Naming.  The  tension 
rods  F  F  combine  with  the  sills  D  and  posts  E,  to  nrevent  the  de- 
pression and  longitudinal  extension  of  the  arch,  and  the  posts  H  H 
and  braces  G  G  combine  to  prevent  the  rising  of  the  arch,  and  to  dis- 
tribute the  weight  from  any  point  along  the  whole  arch. 

Claim. — Forming  the  arch  of  a  series  of  metallic  tubes  A  arranged 
transversely,  and  combined  with  blocks  B  B,  binders  C,  bolts  a  or  6, 
and  cores y,  substantially  as  shown  and  described. 

No.  21,203. — Stephen  H.  Long,  of  United  States  Army. — Improve^ 
ment  in  Bridge. — Patent  dated  August  17,  1858. — The  nature  of  this 
invention  consists,  first,  in  the  combination  of  the  suspension  tx\&A% 
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frame  with  an  inverted  soBpension  arch  or  arches,  or  with  suspension 
arch  stays;  and,  secondly,  the  introduction  into  the  truss  of  the 
auxiliary  stays  as  a  means  of  strengthening  and  fortifying  the  truss 
frames  of  the  bridge. 

The  inventor  says :  I  cZatm,  first,  the  combination  of  the  suspension 
truss  frame  with  the  suspension  arch  or  arches,  or  the  arch  stay,  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth. 

I  also  claim,  in  combination  with  the  truss  frame  the  auxiliary  stays, 
arranged  therein  as  a  means  of  strengthening  and  fortifying  said  truss 
frame,  as  stated. 

No.  21,388. — Lucius  E.  Truesdell,  of  Warren,  Massachusetts. — 
Improvement  in  Bridge. — Patent  dated  August  31, 1858. — This  inven- 
tion consists  in  the  use  and  combination  of  a  double  series  of  hori- 
zontal ribs  and  chords  with  a  series  of  diagconal  or  vertical  braces  or 
their  equivalents,  by  means  of  which  the  strain  or  tension  of  the  various 
parts  under  a  rolling  weight  is  in  a  measure  neutralized  by  the 
tendency  of  these  parts  to  distribute  it  more  evenly  throughout  the 
whole  structure,  thereby  giving  greater  strength,  rigidity,  and  firm- 
ness to  the  bridge,  with  less  weight  of  material  than  is  obtained  by 
other  modes  of  constructing  them. 

The  inventor  says :  I  daim,  first,  an  iron  bridge  constructed  with  a 
series  of  horizontal  chords  C,  in  combination  with  vertical  standards 
B,  and  diagonal  braces  A,  or  their  equivalents,  when  the  whole  is 
arranged  and  connected  together  in  the  manner  substantially  as  and 
for  the  purposes  set  forth. 

Second.  I  claim  constructing  the  clamp  D  in  the  manner  and  for 
the  purposes  substantially  set  forth. 

No.  22,106. — John  C.  Briggs,  of  Concord,  New  Hampshire. — 7m- 
]^ovem£nt  in  Truss  Bridges. — Patent  dated  November  23, 1858. — This 
invention  consists  in  the  application  of  springs  to  the  bearings  of  either 
the  posts,  main  braces,  counter  braces,  iron  rods  of  all  descriptions,  or 
to  any  compressed  joint  in  trusses  constructed  of  either  wood,  iron,  or 
wood  and  iron  combined. 

Claim. — The  application  of  India  rubber  or  equivalent  springs  to 
the  compressed  joints  of  truss  frames  and  truss  beams,  substantially 
in  the  manner  and  for  the  purposes  described. 

No.  20,987. — Albert  D.  Briggs,  of  Springfield,  Massachusetts. — 
Improvement  in  the  Bearing  Blocks  of  Truss  Bridges. — Patent  dated 
July  27,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  say^ :  I  do  not  claim  separately  any  of  the  parts  of 
the  truss  frame. 

But  I  claim  the  method  of  increasing  the  bearing  surfaces  for  the 
bearing  blocks  ddee,hj  the  employment  of  the  combination  of  blocks 
or  keys  c^  c^  and  blocks  h  A,  the  former  being  tightly  fitted  between 
the  chord  sticks  and  the  said  bearing  blocks,  and  the  latter  between 
the  ends  of  said  bearing  blocks  outside  of  the  chord  sticks,  substan- 
tially as  described. 
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No.  20,082. — David  H.  Morrison,  of  Dayton,  Ohio. — Improvement 
in  Metallic  Shoe  for  Truss  Bridges.— FQ.teut  dated  April  27,  1858.— 
The  claim  and  engravings  explain  the  nature  of  this  inventioii. 

The  inventor  says :  I  do  not  confine  myself  to  three  hearing  sur- 
faces, as  a  very  slight  modification  of  the  shoe  admits  of  two  bearing 
surfaces  for  the  chord  and  two  for  the  post. 

But  I  daim  the  combination  of  metallic  shoes  or  angle  pieces  with 
the  several  parts  of  wooden  trusses  in  such  manner  that  the  cuts  or 
gains  made  in  the  timbers  of  the  trusses  against  which  the  bearing 
surfaces  on  the  shoe  rest  are  at  right  angles,  or  nearly  so,  to  the  fibres 
of  the  timbers,  as  at  a  6  c,  for  the  purpose  of  preventing  the  injurious 
effects  of  shrinkage,  there  being  on  every  shoe  at  least  three  such 
bearing  surfaces,  one  each  for  the  chord,  post,  and  brace. 

No.  19,573.— William  McKibbin,  of  San  Francisco,  California. — 
Improvement  in  Constructing  Framing  of  Bridges. — Patent  dated  March 
9, 1858. — This  invention  consists  in  a  novel  method  of  clamping  and 
securing  together  the*  ends  of  metal  bars,  and  of  uniting  plates  with 
the  said  bars,  by  which  great  strength  is  obtained.  This  invention  is 
applicable  in  almost  all  cases  where  it  is  required  to  connect  the  ends 
of  iron  bars,  whether  or  not  it  is  required  to  combine  plates  with  the 
bars. 

Claim. — The  combination  of  the  slotted  lugs  a  a  on  the  ends  of  the 
bars,  the  slotted  plates  c  and  d,  and  the  wedges  or  keys  e  e,  substan- 
tially as  described,  for  the  purpose  set  forth. 

No.  22,204. — Joseph  W.  Spraqub,  of  Rochester  N.  T. — Improvement 
y^Stop  Gate  for  Canals,  cfec— Patent  dated  November  30,  1858. — 
When  this  invention  is  applied  to  canals,  it  would,  under  ordinary 
circumstances,  lie  below  the  level  of  the  bottom  of  the  canal,  but  when 
a  break  or  leak  occurs  it  may  be  easily  and  quickly  raised  so  as  to  form 
a  dam  to  prevent  the  flow  of  water  until  the  necessary  repairs  can  be 
made.  As  applied  to  streams  it  would  form  a  dam  for  slack-water 
navigation.     It  can  be  raised  and  lowered  as  the  occasion  may  require. 

The  inventor  says :  I  daim,  1st.  The  use  of  the  revolving  frames  A 
A  and  their  combination  with  the  cross  timbers  B  C  D  £  and  with  the 
planks  H  I. 

2d.  The  use  of  the  revolving  lever  0  in  connexion  with  the  check 
chain  T,  as  described. 

No.  19,682.— John  B.  Cornell,  of  New  York,  N.  Y .—Improvement 
in  Fire  Proof  Ceiling.— FAient  dated  March  23, 1858.— The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim. — My  improved  method  of  constructing  fire-proof  ceilings  be- 
neath wooden  beams,  viz :  by  suspending  combined  metallic  lath 
sections  b  b  beneath  the  aforesaid  beams,  and  then  coating  said  sections 
on  both  sides,  substantially  as  set  forth. 

No.  19,375.— Francis  McGhan,  of  Washington,  D.  C— Improve- 
meni  in  Water  Closeis.-FAtent  dated  February  16, 1858.— Behind  the 
valve/ ifl  a  chamber  D  entirely  closed  except  at  the  top  where  the  pipe 
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m  enters.  This  pipe  is  in  oommnnication  with  the  waste  chamber  C 
by  channel  n,  which  gives  an  ontlet  from  chamber  D  into  the  waste 
chamber.  This  communication  is  regulated  by  a  valye  v  at  the  lower 
end  of  rod  r,  so  that  when  the  yalre  rests  upon  its  seat  the  flow  of 
water  from  chamber  D  will  be  stopped. 

Claim. — The  chamber  D  behind  valve  /,  in  adjustable  communica- 
tion with  the  water-head,  and  having  a  waste  discharge  by  the  opera- 
tion of  the  lever  tilting  the  pan,  substantially  as  and  for  the  purpose 
set  forth. 

No.  20,142.— WmiAMS.  Oare,  of  New  York,  N.  Y .—Improvement 
in  the  Water  CJose^.— Patent  dated  May  4, 1868.— The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — ^The  concave  ring  or  cup  m  screwed  on  to  the  hollow  column 
If  in  the  manner  and  for  the  purpose  specified^  when  this  is  used  for 
passing  the  rod  to  the  lever  of  pan  water  closets,  substantially  as 
specific. 

No.  21,294. — Isaac  Edklbcan,  of  Philadelphia,  Penn.,  assignor  to 
G.  W.  Edblman,  of  said  Philadelphia. — Improved  Water  Cloeet. — 
Patent  dated  August  24,  1868. — This  invention  consists  in  surround- 
ing the  pipe  which  contains  the  basin  with  a  casing  attached  to  and 
communicating  with  a  ventilating  pipe  or  flue  and  this  flue  with  the 
exterior  atmosphere,  the  whole  being  arranged  for  the  purpose  of 
effectually  ventilating  both  the  soil-pipe  and  the  well  for  receiving  the 
soil,  thereby  obviating  the  offensive  smells  and  noxious  exhalations 
common  to  water  closets,  and  this  without  employing  the  usual  valve 
beneath  the  basin. 

Claim, — ^The  casing  G,  pipe  F,  soil-pipe  H,  and  exterior  pipe  I, 
when  Constructed  and  arranged  with  respect  to  each  other,  and  when 
communicating  with  a  ventuating  pipe  or  flue,  substantially  as  and 
for  the  purpose  set  forth. 

No.  21,407. — Gborgb  Blanchard,  of  New  York,  N.  Y. — Improved 
Water  Closet. — Patent  dated  August  7,  1868. — The  nature  of  this  in- 
vention consists  in  a  metallic  or  wooden  frame  C  C  attached  to  the 
stanchion  E  by  means  of  a  bolt  or  pin  L,  so  that  the  frame  may  easily 
swing  or  rock  to  and  fro,  and  having  a  rod  or  bolt  B  running  hori- 
zontally through  the  bottom  of  the  frame,  so  that  the  two  feet  pedals 
A  A  may  gravitate  upon  the  bolts,  to  keep  the  frame  and  seat  J 
properly  adjusted. 

Claim. — The  arrangement  of  the  swinging  frame  C  C,  the  pedals 
A  A,  the  bolt  B  B,  the  seat  J,  the  two  bars  E  and  F,  the  platform  D, 
substantially  as  described,  and  for  the  purpose  specified. 

No.  21,734.— Frederick  H.  Bartholomew,  of  New  York,  N.  Y. — 
Improved  Water  Closet. — Patent  dated  October  12, 1868. — The  nature 
of  this  invention  consists  in  providing  for  water  closets  a  cistern,  or 
drip  or  leak  chamber,  arranged  on  the  top  of  or  over  the  trunk  of  a 
closet,  and  placing  a  supply-cock  within  or  above  said  drip-box  or 
cistern,  so  that  any  waste  or  leak  or  drip  from  the  cock  shall  be  con- 


DL^-CIVIL  KNGINEEHING.  125 

ducted  into  the  trunk,  00  as  to  insure  the  keeping  of  the  floor  dry. 
Also,  in  providing  a  lever  and  cam  for  the  purpose  of  operating  a  cock 
80  arranged,  and  an  adjustable  standard. 

The  inventor  says :  First.  I  claim  the  use  of  a  drip-box  or  leak- 
chamber,  arranged  above  the  closet  and  below  and  around  the  supply- 
cock  substantially  as  described. 

Second.  I  claim  arranging  the  supply-cock  upon  the  cover  of  the 
closet,  whether  the  drip-box  be  employed  or  not,  snbstantially  as 
described. 

Third.  I  claim  the  adjusting-screw  D,  the  cam  M,  and  the  lever  H, 
or  the  equivalent  thereof,  arranged  for  the  purposes  substantially  as 
described. 

Fourth.  I  also  claim  the  laterally  adjustable  standard,  substantially 
as  described  and  for  the  purpose  set  forth. 

No.  19,030.— Jabos  Ingram,  of  New  Terk,  N.  Y.—Orah  for 
Clearing  Conduits. — Patent  dated  January  6,  1858. — The  nature  of 
this  invention  consists  in  the  use  of  a  grab  so  constructed  that  the 
fingers  d  of  the  same  cannot  be  forced  beyond  the  obstruction  out  of 
the  pipe  a,  and  in  combination  with  the  same.  A  clamp  or  follower 
e  eiB  used,  acting  against  any  article  in  the  pipe  so  as  to  work  the 
same  backwards  ana  forwards,  if  necessary,  until  it  becomes  loose 
enough  to  be  drawn  out  of  the  pipe  or  drain. 

Claim. — The  fingers  d,  or  their  equivalents,  set  and  moving  on  the 
pipe  or  slide  a,  and  actuated  by  the  rod  b  substantially  as  and  for  the 
purposes  specified,  and  in  combination  with  said  fingers  a  so  set  and 
actuating,  I  claim  the  clamp-plate  e  on  the  rod  c,  tor  the  purposes 
specified. 

No.  19,646  — John  Q-.  Miller,  of  Swanton,  Maryland. — Improved 
Door  Register. — Patent  dated  March  16,  1858. — In  the  operation  of 
this  machine  the  canvass  D^  D^  are  secured  to  their  respective  spools. 
The  face-plate  J  aud  slate  K  are  secnred  in  position,  the  keys  E  and  F 
are  made  to  operate  the  shaft  B  B  and  B^  B^  in  either  direction,  thus 
bringing  the  inscriptions  so  that  they  will  appear  through  the  aper- 
tures in  the  face-plate  J,  as  seen  in  the  engraving. 

The  inventor  says :  I  do  not  claim  the  employment  of  the  spools,  or 
the  rollers,  or  the  canvass  for  this  purpose,  as  these  have  been  used 
before ;  bat  I  daim  the  peculiar  arrangement  of  the  spools  A  A^  and 
shafts  B  B>,  with  the  rollers  0  0,  and  canvass  D  D^,  substantially  as 
set  forth,  and  these  in  combination  with  the  face  of  stationary  in- 
scriptions and  the  slate,  as  fully  described. 

No.  21,754.— John  C.  Harknbss,  of  Washington,  D.  0. — Improve- 
ment in  Se^-closing  Door. — Patent  dated  October  12, 1858. — ^The  nature 
of  this  invention  consists  in  so  arranging  the  doors  known  as  '^  bulk- 
head doors,"  or  those  which  are  used  as  the  inner  doors  of  vestibules, 
&c.,  in  such  a  manner  that  they  may  be  easily  opened  by  pushing  or 
pulling  on  either  side,  shall  be  self-shntting,  and  when  shut  shall  be 
self-secured  against  any  ordinary  draught  of  wind. 

Claim. — ^The  ball  E  projecting  through  the  socket  in  the  bridle  F,  and 
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falling  into  a  socket  in  the  plate  G  in  the  sill,  in  combination  with  the 
weight,  cord,  and  pnlleys,  the  whole  arranged  and  operating  substan- 
tially in  the  manner  and  for  the  purpose  described  and  set  forth. 

No.  19,673. — Gborgb  0.  Bioblow,  of  Worcester,  Mass. — Improve- 
ment in  Self 'adjusting  Door  SiU, — Patent  dated  March  23,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  strips  have  been  arranged  in 
and  on  doors  to  close  the  space  between  the  door  and  sills,  and  that 
strips  have  been  used  in  windows  that  were  forced  out  by  springs  be- 
nind  them.     These  I  do  not  claim. 

But  I  daim  constructing  a  movable  door  sill  that  shall  be  level  or 
even  with  the  floor  when  the  door  is  opened,  and  when  it  is  closed  shall 
be  raised  to  form  a  close  fit  to  the  bottom  of  the  door,  by  means  of  the 
spring  levers  D,  substantially  as  set  forth  and  described. 

No.  19,217. — Joseph  Tinnby,  of  Westfield,  New  York. — Improved 
Wea^herstrip/or  Doors. — Patent  dated  January  26, 1858. — The  nature 
of  this  invention'  is  explained  by  the  claim  and  engravings. 

The  inventor  says  :  I  am  aware  that  weather-strips  have  been  con- 
structed with  diagonal  slots,  taking  pins  in  the  door  in  such  a  manner 
that  an  endwise  motion  given  by  shutting  the  door  causes  the  strip  to 
press  against  the  sill  or  casing,  but  such  X  do  not  claim. 

Nor  do  I  claim  the  employment  of  springs  differently  arranged  and 
otherwise  combined  for  giving  a  yielding  or  elastic  pressure  to  weather- 
strips. 

But  I  daim  the  employment  of  curved  slots  in  weather-strips  with 
upwardly  curved  or  convex  springs  or  bearings  on  the  lower  side 
thereof,  substantially  in  the  manner  and  for  the  purposes  specified. 

No.  20,590. — MichablM.  Shbllabbbgbr,  of  Joliet,  111. — Improvement 
in  Weatherstrip  for  Doors, — Patent  dated  June  15, 1858. — A  metal 
plate  0  bent  upwards  at  its  ends,  F  F,  and  pivoted  to  the  casing  or 
frame  of  the  door  forms  the  weather-strip ;  the  horizontal  portion  of 
the  plate  extends  the  whole  length  of  the  door  sill,  and  a  slide  is  con- 
nected with  one  of  the  end  pieces  of  the  strip  and  so  arranged  that,  as 
the  door  is  closed,  the  plate  will  be  inclined  or  tilted,  so  that  its  upper 
edge  will  pass  underneath  a  plate  I,  attached  permanently  to  the 
door,  the  whole  being  arranged  so  as  to  obtain  a  pierfect  weather-proof 
strip. 

The  inventor  says:  I  do  not  claim,  broadly,  a  hinged  door  or 
weather-strip  so  arranged  as  to  be  actuated  by  the  opening  and  closing 
of  the  door,  for  many  such  devices  have  been  used. 

But  I  daim  the  plate  or  strip  C,  provided  with  end  pieces  E  F,  piv- 
oted to  the  casing  A,  as  shown,  namely,  by  pivots  or  screws  h  passing 
through  oblong  slots  a  in  the  end  pieces,  and  having  one  of  the  plates 
connected  to  a  slide  G,  as  shown,  and  provided  with  a  catch  /,  which, 
when  the  door  is  closed,  passes  within  a  recess  H  in  the  door,  and  over 
a  plate  I,  the  above  parts  being  used  in  connexion  with  the  plate  J, 
or  its  equivalent,  and  the  whole  being  arranged  to  operate  as  and  for 
the  purpose  set  forth. 
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No.  22,052.— Gborqb  Wood  and  John  Kino,  of  Philadelphia,  Pa., 
assignors  to  Themselves  and  William  Lawrbncb,  of  said  Philadelphia. 
— Improyement  in  Dredging  Crane. — Patent  dated  November  9,  1858. 
— This  invention  consists  in  a  certain  combination  of  a  post,  with  a 
pnlley  on  top,  a  jib  with  two  pulleys  and  a  barrel  and  clutch  ;  the 
whole  being  arranged  for  joint  action  on  the  deck  of  a  vessel,  and 
forming  a  crane  for  facilitating  the  operation  of  dredging^  and  dis- 
pensing with  the  usual  manual  exertion  required  in  the  ordinary 
mode  of  performing  that  operation. 

The  inventors  say  :  Without  claiming  broadly,  the  elevating  jib 
E,  as  binged  to  the  post  of  the  crane,  such  a  device  having  been  here- 
tofore used  in  connexion  with  hoisting  apparatus,  we  cZatm,  first,  the 
post  D  with  its  pulley  G  and  H,  and  the  barrel  with  its  clutch  M, 
when  arranged  for  joint  action  on  the  deck  of  the  vessel,  substantially 
as  and  for  the  purpose  set  forth. 

Second.  The  carrier  F,  with  its  pulley  U,  and  its  hollow  stem^  as 
arranged  to  turn  in  the  socket  in  the  end  of  the  jib,  in  the  manner 
and  for  the  purpose  specified. 

No.  19,908. — E.  B.  Bishop,  of  Shreveport,  Ala. — Improvement  in 
2>rec27sn$r  i/acAtne^.— Patent  dated  April  13,1858 — This  invention 
consists  in  having  two  screw  excavators  placed  at  the  bow  or  front  end 
of  a  boat ;  the  screws  being  placed  angularly  with  each  other  and  so 
arranged  that  as  they  are  rotated  and  the  boat  propelled  along,  the 
bed  or  bottom  of  the  river  or  harbor  will  be  scooped  out  and  thrown 
at  either  side,  thereby  deepening  the  channel.  The  screws  are  so 
arranged  that  they  may  be  raised  or  lowered  as  desired. 

The  inventor  says :  I  am  aware  that  screw  shafts  have  been  pro- 
posed for  use  as  snow  clearers  on  railroads,  and  therefore  I  do  not 
claim  them  broadly. 

But  I  daim  the  combination  with  the  bow  of  the  boat  A,  of  two 
spirally  flanched  shafts  F  F,  in  the  manner  substantially  as  described, 
for  the  purpose  of  dredging  or  deepening  the  channels  of  rivers,  &c. 

No.  21,  613. — Abbl  Minard,  of  New  York,  N.  Y. — Improvement  in 
Dredging  Machine. — Patent  dated  September  28,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim,  first,  the  combination  of  the  spring 
catch  E,  lever  F,  and  curve  Q,  with  the  lid  or  shutter  of  the  bucket 
C,  for  the  purpose  of  tripping  the  lid  to  empty  the  bucket  of  its  con- 
tents, as  described. 

Second.  The  attachment  of  the  dredge  wheel  B,  the  engine  I,  and 
chute  J,  to  the  hinged  frame  or  platform  H,  as  described  ;  which  at- 
tachment allows  the  chute  J  to  retain  its  relative  position  to  the  dredge 
wheel  at  all  points  of  the  latter's  elevation,  and  the  engine  I,  to  be 
connected  to  the  wheel  to  work  it  at  all  points  of  its  elevation,  without 
the  intervention  ot  other  connexions  or  gearing  than  that  shown. 

No.  22,  458. — Jaicbs  Stewart,  of  New  London,  Conn. — Improved 
Drying  Machine.— Peiteni  dated  December  28,  1858  —The  nature 
of  this  invention  consists  in  so  constructing  and  arranging  the  dredge 
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ing  macliinerj  aB  to  clear  a  channel  the  whole  width  of  the  boat  and 
wheels  which  propel  the  boat  that  carries  and  works  the  dredging 
machinerr.  Also,  in  feeding  the  dredging  backets  up  to  their  work 
by  the  side  paddle  wheels  which  propel  the  boat.  Lastly,  in  arranging 
the  windlass  barrels  which  raise  the  dredging  apparatus  out  of  the 
water,  on  the  same  shaft  that  operates  the  dredging  chains,  so  that 
they  may  be  locked  to  the  shaft  to  raise  the  dredging  apparatus  with- 
out stopping  the  engine  or  machinery. 

The  inventor  says :  I  daim  the  arrangement  of  the  three  series  of 
dredging  buckets  in  the  same  dredging  machine,  substantially  as  de- 
scribed and  shown,  for  the  purpose  of  excavating  a  channel  in  the 
earth,  throughout  the  entire  width  of  the  boat. 

I  also  claim  raising  the  windlass  barrels  which  raise  the  dredging 
apparatus  out  of  the  water,  on  the  same  shaft  that  operates  the 
dredging  chains,  so  that  they  may  be  locked  to  the  shaft  to  raise  the 
dredging  apparatus  without  stopping  the  chains  of  dredging  buckets, 
substantially  as  described. 

No.  21,140. — William  Lewis,  of  Harrisburg,  Pa. — Improvememt 
in  Bock  DriUa. — Patent  dated  August  10,  1858. — ^The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZotm,  first,  the  combination  of  the  pecu- 
liarly constructed  lifting  jaw  c,  with  the  peculiarly  constructed  vibra- 
ting flexible  frame  D  a,  and  inclined  planes  E  E^,  whether  operated 
by  a  lever  or  other  mechanical  device,  substantially  as  set  forth. 

Second.  The  peculiarly  constructed  vibrating  flexible  frame  D  a,  for 
holding  the  lifters  together,  and  shifting  them  out  of  the  way  alter- 
nately, substantially  as  set  forth. 

Third.  The  united  use  of  the  lever  E  and  strap  6,  for  operating  on 
the  lifting  jaw  c,  incline  plane  E^,  for  turning  the  barB,  and  flexible 
vibrating  frame  D  a,  for  throwing  the  jaw  out  of  gear  with  the  drill 
bar  B,  substantially  as  and  for  the  purposes  specifi^. 

No.  21,205. — W.  H.  LooBCis  &  John  Hkwitt,  of  St.  Louis,  Mo. — 
Improvement  in  Bock  Drills. — Patent  dated  August  17,  1858. — ^The 
nature  of  this  invention  consists,  first,  in  providing  the  drill  with 
grooved  guide-rods  which  shall  follow  the  drill-bar  down  as  fast  as  the 
drill  advances  in  the  rock^  so  as  to  keep  the  guides  of  the  said  bar  always 
the  same  distance  from  its  top  and  bottom  end. 

Second.  In  introducing  a  friction  box  between  the  cams  and  drill- 
bar,  whereby  the  said  bar  will  be  lifted  by  the  action  of  the  said  cams 
without  injury  from  them. 

Claim, — ^The  combination  of  the  two  grooved  guide  rods  A  A  with 
the  drill-bar  and  the  two  palls  J  J,  and  nuts  I  I,  whereby  the  two 
guide-rods  are  allowed  to  fall  with  the  drill-bar,  so  as  to  keep  the  top 
and  bottom  guides  always  the  same  distance  from  the  end  of  the  drill- 
bar,  all  substantially  as  set  forth. 

No.  22  046. — Lyman  Whitb  &  T.  Bumgarner,  of  Davenport,  Iowa.— 
Improvement  in  Bock  DriUa. — Patent  dated  November  9,  1858.— This 
invention  consists  in  operating  the  drill  and  giving  it  its  driving 
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power  bj  means  of  a  cam,  and  giving  the  feed  motion  to  the  drill  bj 
means  of  a  ratchet  and  screw  peculiarly  arranged  and  operated,  the 
working  parts  being  connected  with  a  swinging  or  adjustable  frame, 
and  the  whole  arranged  so  that  the  drill  is  operated  by  a  positive  move- 
ment, the  feed  motion  rendered  capable  of  being  graduated  as  desired, 
and  the  drill  allowed  to  be  placed  at  different  degrees  of  inclination, 
according  to  the  work  to  be  performed. 

The  inventors  say  :  WecJam,  first,  the  combination  of  the  cam  D, 
Bwineing  adjustable  frame  B,  slide-bar  E,  and  screw  rod  G,  containing 
the  drill-rod  E,  arranged  substantially  as  and  for  the  purpose  set 
forth. 

Second.  The  combination  of  the  adjustable  plate  J  attached  to  the 
frame  B,  arm  I,  nut  H,  with  collar  K,  and  pawiy  attached,  the  whole 
being  arrayed  substantially  as  described. 

Third.  We  claim  the  spritg  u  interposed  between  the  lower  collar 
t  on  the  drill-rod  and  the  lower  end  of  the  screw-rod  Q-,  for  the  pur- 
pose specified. 

Fourth.  We  claim  placing  the  screw-rod  O  on  the  drill-rod  K  be- 
tween two  adjustable  collars  t  ^,  substantially  as  shown  and  described, 
so  that  when  the  screw-rod  has  been  fed  or  moved  down  the  distance 
of  its  length,  it  may  by  loosening  or  detaching  the  collars  be  raised  on 
the  drill-rod  and  secured  upon  it  higher  up  in  order  to  continue  the 
work. 

No.  20,563. — OuvEB  Hydb,  of  Benicia,  Cal. — Improvement  in  Post 
and  PUe  Driver. — Patent  dated  June  15,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  suspending  of  the  gin  from  the  top 
by  any  of  the  mechanical  appliances  known  to  accomplish  that  end, 
thereby  enabling  a  post-drivicg  machine  to  accommodate  itself  to  any 
onevenness  of  the  ground  over  which  it  may  be  moving. 

I  idso  claim  the  sextant-formed  frame  B  to  keep  the  gin  in  position. 

No.  22,317. — ^Washington  Van  Dusbn,  of  Philadelphia,  Pa. — Im- 
provement in  adjusicMe  Cradle  for  Dry  Docks  and  Marine  Railwaye, — 
Patent  dated  December  14, 1858. — This  invention  relates  to  the  cradles 
of  marine  railways,  and  consists  in  so  constructing  the  cradle-bars  and 
arranging  the  same  in  relation  to  each  other  and  attaching  them  by 
bars  and  chains  to  sliding  blocks  aVtached  to  the  lower  ends  of  vertical 
screw-shafts  arranged  together  on  one  side  of  the  cradle,  by  which  said 
sliding  blocks  and  cradle-bars  can  be  raised  and  lowered  so  as  to  prop- 
erly aidjust  the  latter  to  the  bottom  of  the  vessel  they  are  intended  to 
jiustain,  by  the  turning  of  said  screws  6n  one  side  of  the  vessel. 

Claim. — The  combination  and  arrangement  of  the  cradle-bars  IB, 
jointed,  connecting  and  sliding  bars  M  N  B^  chains  H  H^,  and  sliding 
lifting  screw  blocks  F,  respectively  connected  together,  and  to  the 
cradle  frames  B,  or  ribs  E,  in  such  manner  and  in  such  relation  to 
each  other  as  to  enable  the  cradle-bars  I  B  to  be  adjusted  to  the  bilge 
of  the  vessel  desired  to  be  hauled  up  and  to  sustain  the  same  by  operating 
the  lifting  screws  F  on  one  side  of  the  cradle  frames  B,  substantially  as 
described. 

Vol.  u » 
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No.  20,912. — John  WOst,  of  Philadelphia,  Pa. — Improvement  in 
Self 'dumping  CoaL  Bucket, — Patent  dated  July  13, 1858. — The  object 
of  this  improvemeDt  is  the  constraction  of  a  self-dumping  coal  bucket, 
to  be  used  in  removing  coal  from  one  place  to  another,  and  in  dis- 
charging it  at  the  place  of  discharge  without  requiring  the  aid  of  an 
assistant  at  the  place  of  discharge. 

Claim. — The  employment  of  the  handle  B  B^  B*  attached  by  pivots 
below  the  centre  of  gravity  of  the  bucket,  in  combination  with  the 
sliding-rods  G  H,  and  the  spring-bolt  L,  or  their  equivalents,  arranged 
and  operating  substantially  as  described 

No.  20,155. — William  H.  Henderson.  .>f  Franklin,  Ind. — Improve- 
ment in  the  Braces  of  Eave  IVowgrA*.—  x'atent  dated  May  4,  1858. — 
B  is  the  trough,  D  is  the  cornice,  B  the  roof,  A  the  brace,  a  a  the 
pins  which  pass  through  the  brace  and  Secure  it  in  position  ;  C  is  a 
strap  of  tin  or  other  metal,  secured  at  one  end  to  the  brace  A,  and  at 
the  other  to  the  roof.  The  brace  A  is  made  in  the  form  in  figure  3, 
that  portion  of  the  brace  marked  x  being  hollow  to  allow  of  the  pin  a 
passing  through  it,  for  the  purpose  of  securing  the  trough  and  brace 
m  position. 

Claim. — The  arrangement  of  the  brace  A  as  constructed  in  the 
trough,  and  with  the  pins  a  a,  for  the  purpose  set  forth,  and  also  this 
arrangement  in  combination  with  the  strap  C,  for  the  better  security 
of  the  trough  as  is  fully  described. 

No.  20,511.— Nathan  Saunders  and  F.  T.  Sherman,  of  Chicago,  III. — 
Improvement  in  Excavating  Machine. — Patent  dated  June  8,  1858. — 
The  dipper  shaft  C  consists  of  two  parallel  beams  and  racks  g  g  attached 
to  each  beam,  each  having  sufficent  space  between  them  to.admit  the 
slide  rest  and  the  rope/.  These  racks  gear  with  the  pinions  8  8  fixed 
to  shaft  q,  driven  by  pulley  R  and  rope  e,  by  means  of  pulley  P  and 
crank  t.  Between  the  pinions  dsia  the  rotating  slide  rest  A,  turning 
on  shaft  q.  This  rest  is  bifurcated  at  the  upper  part,  and  each  branch 
a^  is  fitted  at  the  top  so  as  to  slide  freely  on  the  ways  or  guides  b  6, 
as  seen  in  figure  2. 

Claim. — The  extension  fulcrum  piece  in  combination  with  the  dipper 
Ehaft,  in  the  manner  set  forth,  so  that  when  the  dipper  shaft  arrives 
at  the  point  necessary  for  shifting  the  fulcrum*,  the  fulcrum  piece  may 
be  thrown  into  gear,  and  be  carried  to  the  extremity  of  the  crane,  for 
the  purposes  set  forth. 

No.  21,206. — William  R.  Maffet,  of  Wilkesbarre,  Pa. — Improve- 
ment in  Excavating  Machines. — Patent  dated  August  17,  1858, — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZaim,  first,  the  arrangement  of  excavating 
implements  on  either  end  of  the  beam,  in  such  manner  that  the  weight 
of  one  scoop  or  implement  is  made  to  counterbalance  and  assist  the 
other,  the  said  beam  being  capable  of  moving  longitudinally  forward 
or  backward,  and  of  swinging  to  the  right  or  left,  or  up  or  down, 
each  motion  being  had  separately  or  in  combination,  whereby  the 
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loading  of  one  digging  implement,  and  the  damping  of  the  other  form 
part  of  the  same  operation,  as  described. 

Second.  Constructing  and  arranging  the  toothed  picker  and  scoop, 
in  such  a  manner  that  they  may  be  turned  with  respect  to  the  beam, 
substantially  as  set  forth. 

Third.  In  combination  with  the  arrangement  for  turning  the  scoop 
and  picker  on  the  beam,  I  claim  attaching  them,  so  that  they  may 
separately  be  turned  on  their  own  axis,  whereby  the-  toothed  picker 
may  be  made  to  perform  the  duty  of  both  a  digger  and  a  rake,  and 
the  scoop  that  of  a  shovel  and  hoe  or  scraper,  substantially  as 
specified. 

No.  19,565. — William  K.  Johnstoit,  of  Rock  Island,  Illinois. — 
Machine  for  excavating  Post  Holes — Patent  dated  March  9,  1868. — 
The  operation  of  this  machine  is  as  follows  :  The  driving  wheel  aaa 
is  turned  in  a  direction  ^^  with  the  sun,"  the  cogged  bar  A  A  is  moved 
in  its  slot  away  from  its  auger  shaft  e,  which  connects  the  portion  of 
a  screw  nut  with  the  screw  on  the  shaft,  and  disconnecting  the  cogged 
bar  from  the  wheel  g.  The  cogs  on  the  wheels  aaa  turn  the  wheel 
or  pinion  b  6,  and  with  it  the  shaft  of  the  auger.  The  screw  on  the 
upper  portion  of  the  shaft,  working  in  the  half-nut,  causes  the  shaft 
to  aescend,  thus  forcing  the  auger  into  the  ground  at  the  same  time 
that  it  is  turning  round.  As  the  au^er  shaft  descends  it  carries  down 
with  it  the  gate  G  Q  and  its  attached  cog-wheel  g. 

The  inventor  says :  I  do  not  confine  myself  to  a  driving  wheel  of 
the  form  described,  but  contemplate  using  a  wheel  for  that  purpose, 
having  a  central  shaft,  and  cogs  on  the  outside,  I  have  also  contem- 
plated the  using  of  two  augers  at  once,  one  at  each  end  of  the  general 
framework,  and  both  moved  by  the  same  driving  wheel. 

But  I  daim  the  arrangement  of  the  pinion  2»,  the  shaft  e,  the  gate 
G,  the  wheel  9,  the  cogged-bar  A,  carrying  the  half-nut  /,  the  whole 
arranged  and  operating  as  described,  for  the  purpose  described. 

No.  19,104. — J.  D.  Smith,  of  Panton,  Vermont. — Improvement  in 
Excavators. — ^Patent  dated  January  12,  1858. — The  operation  of  this 
invention  is  as  follows :  As  the  machine  is  drawn  along  the  plough  J 
is  guided  by  an  attendant,  and  the  mould-board  K  throws  the  earth  on 
the  depressed  and  adjoining  end  of  the  platform.  The  platform  is 
rotated  in  the  direction  indicated  by  the  arrows  seen  in  fig.  2.  By 
the  friction  of  the  wheel  C  at  one  end,  and  its  contact  with  the  ground 
at  the  opposite  end,  the  earth,  as  it  is  thrown  on  the  platform  is  con- 
veyed around  by  it  and  discharged  therefrom  by  the  strip  G,  the 
outer  end  of  which  projects  beyona  the  periphery  of  the  platform  as 
seen  in  the  engravings. 

The  inventor  says :  I  claim  the  employment  of  a  fiat  circular  plat- 
form A,  having  one  of  its  sides  supported  by  vertical  travelling  wheels 
C  placed  below  the  platform  and  running  upon  the  ground. 

I  also  claim  the  employment  of  an  adjustable  discharging  strip  G 
when  arranged  and  operating  as  shown. 
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No.  22,279. — S.  S.  CimTis,  of  Croton  Corners,  New  York.— 7m- 
provement  in  Exmvators. — Patent  dated  December  14, 1858. — A  is  one 
of  the  wheels  of  the  truck,  or  cart,  of  which  B  is  the  axle.  A  frame 
C  is  attached  to  the  axle  having  the  parts  D  D  which  support  the 
friction  pulleys  E.  The  scoop  Fie  attached  to  the  axle  B  by  the 
branching  strap  Or  which  encircles  and  turns  upon  it.  A  chain  H  is 
connected  with  forward  part  of  the  scoop  on  each  side,  which  passes 
over  the  pulleys  E  E  and  is  wound  up  around  the  crank  shaft  I. 

Claim. — The  combination  of  the  eccentric  scoop  F,  with  the  adjusta- 
ble gauge-stops  and  braces  K  K,  or  their  equivalent,  arranged  and 
operating  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  19,353. — John  Drown,  of  Huron,  New  York. — Improved  Fidd 
Fence. — Patent  dated  February  16,  1858. — The  sections  of  the  fence 
are  made  by  nailing  to  the  rails  A  A  upright  pickets  a  a  ;  the  pickets 
b  b  are  nailed  to  the  rails  opposite  to  the  end  pickets  a  a  to  support  the 
rails  on  that  side  .  The  enas  of  each  rail  A  A  of  adjacent  sections  are 
halved  together  at  c  c,  the  ends  of  the  lower  rails  rest  in  chairs  B  B, 
which  serve  as  a  foundation  for  the  fence.  The  notch  d  receives  the 
end  of  the  lower  rails  which  rest  there,  are  made  wedging  downward 
so  as  to  fit  the  notch  in  the  chain. 

Claim. — ^The  combination  of  the  wedging  clamps  and  chairs,  with 
the  perpendicular  tension  wires  or  rods,  arranged  and  operating 
togetner,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  19,491.— Petbr  S.  Carhardtt,  of  CoUamer,  New  York.— im- 
proved  Field  Fence.— Patent  dated  March  2,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  mutually  binding  connexion  of 
panels  of  portable  fences,  consisting  of  rails  having  angular  grooves 
so  as  to  lap  over  and  to  fit  into  the  batten ;  said  rails  being  arranged 
in  relation  to  the  batten  in  the  manner  and  for  the  purposes  specified. 

Second.  In  combination  with  pairs  of  panels  connected  in  tbe  man- 
ner set  forth,  I  claim  the  shoes  or  sockets  made  of  planks  of  triangular 
form,  fitting  into  the  spaces  between  the  batten  of  both  pannels  so  as 
to  secure  their  relative  position  in  a  permanent  manner^  substantially 
as  set  forth. 

No.  19,566.— John  H.  Jones  and  Newton  W.  Smith,  of  Lebanon, 
Ohio.— Improved  Field  Fence.— TsLtent  dated  March  9,  1858.— The 
nature  of  this  improvement  consists  in  constructing  a  fence  in  such 
a  manner  as  to  dispense  with  lapping  and  double  battens  at  each  end 
of  the  panels,  and  arrange  a  system  of  bracing  with  the  fence,  by  which 
it  can  DC  lowered  and  raised  without  moving  the  braces. 

Claim. — The  means  for  uniting  the  panels  by  projecting  one-half 
of  the  bars  from  each  end  of  the  panel,  and  one-naif  of  their  length 
into  the  adjoining  panel,  between  the  battens,  and  connecting  them 
together  with  pins  P  or  otherwise,  substantially  the  same,  which 
mode  of  uniting  dispenses  with  the  lapping  and  double  batten  as 
before  stated. 
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No.  19,873. — Bennxng  Rowblls,  of  Ossian,  New  York. — Improved 
Fidd  Fence. — Patent  dated  April  6, 1858. — The  claim  and  engraving 
explains  the  nature  of  this  invention. 

Claim. — The  method  of  connecting  the  panels  and  the  braces  with 
each  other,  by  interlocking  the  upper  and  lower  rails  with  the  brace 
post,  in  the  manner  as  described,  wnereby  the  panels  are  firmly  con- 
nected with  each  other  and  interlock  with  the  posts,  without  the  aid 
of  independent  connecting  devices. 

No.  19,990. — Bbnkdict  Gabriel,  of  Elmira,  New  York. — Improved 
Field  Fence.— Phtent  dated  April  20,  1858.— The  objecte  of  thia 
invention  are  te  produce  a  fence  that  may  be  made  wholly  of  one  kind 
of  stuff,  such  as  ordinary  inch  boards,  and  one  which  is  readily  made, 
transported  and  set  up. 

Claim. — Constructing  the  post  halves  A  A,  with  points  //,  having 
their  inner  ed^es  wedging,  so  as  te  force  said  pointe  further  apart  in 
the  act  of  driving  the  post  into  the  ground,  arranged  in  combination 
with  the  step  B  £,  substantially  in  the  manner  and  for  the  purpose 
spedfied. 

No.  20,071. — Ebbnbzbb  E.  Lkwib,  of  Geneva,  New  York. — Improved 
Field  Fence.^—Vatent  dated  April  2T,  1858. — Thjs  improvement  con- 
siste  in  so  constructing  the  ends  of  the  fence  panels  that  they  will  lock 
into  the  posts  and  permit  the  poste  to  slide  between  them,  so  that  the 
panels  will  be  independent  of  the  poste,  in  order  that  the  poste  may 
be  driven  further  into  the  ground  when  disturbed  by  the  frost  or  rot 
without  disturbing  the  panels,  and  the  panels  may  be  removed  with- 
out disturbing  the  poste,  and  yet  have  them  connected  while  together 
in  a  permanent  and  durable  manner,  the  post  being  surrounded  and 
protected  by  the  peculiar  construction  of  tne  ends  of  the  panels. 

Claim. — The  combination  of  the  panels  and  poste  of  a  fence,  when 
arranged  independent  of  each  other,  substentially  in  the  manner  and 
for  the  purposes  set  forth. 

No.  20,599. — BssBY  8.  Wbntworth,  of  Norvell,  Michigan. — Im- 
proved  Fidd  Fence. — Patent  dated  June  15,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  the  tepered  or  pyramidal  poste 
are  not  new.  I  am  also  aware  that  the  panels  have  oeen  secured  to 
these  poste  by  various  devices,  among  which  notehes  in  cross-bars  aro 
included.    I  claim  none  of  these  devices. 

The  particular  improvement  which  constitutes  my  said  invention, 
and  which  I  claim  as  naving  been  originally  and  first  invented  by  me 
ia,  the  combination  with  tepered  movable  poste  of  movable  panels 
attached  alternately  upon  opposite  sides,  as  shown  and  described. 

No.  20,560. — Thomas  Hoob,  of  Waynesburg,  Pennsylvania. — Im- 
proved Field  Fence.— PAieni  dated  June  15,  1858.— This  inventioa 
consiste  in  a  new  mode  of  bracing  the  fence  with  a  single  brace  d, 
attached  to  a  chair /with  a  movable  pin  m.  Also  in  a  round  hole  or 
mortise  through  the  sill  or  chair/,  and  passing  the  projecting  ends  of 
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the  bottom  boards  of  the  panel  through  this  hole,  which  allows  them 
to  turn  in  it.  It  also  consists  in  placing  the  batten  C  at  one  end  of 
the  panel  slightly  inclined,  so  as  to  bring  the  two  end  battens  close 
together  at  the  top,  while  at  the  bottom  it  is  far  enough  back  to  allow 
the  bottom  board  of  the  next  panel  to  be  hinged  on. 

The  inventor  says :  I  do  not  claim  forming  a  hin^e  joint  as  being 
new,  as  that  has  been  done  before,  though  diflPerent  from  mine, 

Neither  do  I  claim  the  use  of  the  brace,  or  any  other  part,  in  any 
form  in  which  it  has  been  known  or  used. 

But  I  daim  the  round  hole  or  mortise  through  the  sill  or  chair  /, 
with  the  projecting  ends  of  the  boards  h^  h^  passing  through  said  hole 
or  mortise,  and  the  adjustable  brace  (f,  with  a  hole  or  series  of  holes 
in  its  upper  end,  and  the  battens  c^,  arranged  as  described,  for  the 
purposes  set  forth. 

No.  21,074. — Cornelius  Horton,  of  Phelps,  New  York. — Improved 
Fidd  jPence.— Patent  dated  August  3,  1858.— The  nature  of  this 
invention  consists  in  certain  methods  of  constructing  a  straight  porta- 
ble fence  in  panels  made  of  boards  A  and  slats  B,  supported  by 
biuces  C,  and  fastened  by  a  staple  and  key  near  the  top  of  the  braces, 
the  connexions  passing  through  the  slats  or  ends  of  the  panels  at  the 
joint. 

Claim. — The  combination  of  the  staple  with  the  two  panels,  the 
braces,  and  the  key  or  pin,  all  being  arranged  and  operated  substan- 
tially in  the  manner  and  for  the  purpose  set  forth. 

No.  21,073. — David  M.  Hbikbs,  of  Franklin  township,  York  county. 
Pa — Improved  Field  Fence, — Patent  dated  August  3,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim, — The  construction  of  the  fence  into  separate  panels  P  by 
framing  the  posts  </,  uprights^  and  rails  together  by  means  of  bevelled 
tenons  and  mortises,  and  the  application  of  the  circular  braces  t,  by 
the  application  of  which  the  fence  can  readily  be  raised  or  lowered  at 
one  end  from  a  horizontal  to  any  angular  position,  and  the  nosts  and 
uprights  will  in  every  case  stand  perpendicular  to  the  ground. 

No.  21,843.— John  B.  Mitchell,  of  Wayne,  N.  Y.— Improved  Fidd 
Fence, — Patent  dated  October  19,  1858. — This  fence  is  constructed  in 
sections,  consisting  of  panels  composed  of  a  suitable  number  of  strips. 
These  are  secured  together  by  nailing  two  narrow  strips  or  battens 
upon  opposite  sides  at  each  end,  and  two  in  the  middle,  using  hard 
wood  for  the  purpose  and  wrought  nails.  Upon  one  end  of  each  panel 
is  placed  two  short  battens  a,  distant  one  or  two  feet  from  the  ends, 
and  at  the  opposite  end  an  extra  batten  2»,  upon  one  side  of  the  panel 
only. '  ^ 

Claim. — The  combination  of  the  slotted  post  D  with  the  panels, 
when  constructed  with  the  slides  c  and  auxiUiary  battens  a  and  6,  so 
as  to  form  a  fence  readily  convertible  from  a  straight  to  an  angular 
one  substantially  in  the  manner  and  for  the  purposes  set  forth. 
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No.  22,202. — Cornelius  Quackenbush,  of  Huron,  N.  Y.— Improved 
Brace  Post  for  Fidd  Fences. — Patent  dated  November  30,  1858. — 
The  sections  or  panels  A  A  of  the  fence  are  made  in  the  usual  manner, 
except  that  the  ends  of  the  lower  rails  project  somewhat  beyond  the 
others,  as  seen  at  a  a,  for  the  purpose  of  keeping  the  lower  sides  of 
the  sections  united  and  in  place. 

Claim, — The  arrangement  of  the  supporting  braces  B  B  and  con- 
necting brace  C,  pivoted  together  and  combined  with  the  fence  sections 
in  such  a  manner  that  the  weight  of  the  fence  continually  acts  in  firmly 
supporting  and  clamping  together  the  sections  substantially  as 
specified. 

No.  20,005. — L.  S.  RoBisoN,  of  Gypsum,  N.  Y. — Improved  Portable 
Field  Fence, — Patent  dated  April  20,  1858 — Across  the  end  of  each 
panel  is  fastened  a  cross  bar  B,  and  beyond  this  cross  bar  each  hori- 
zontal bar  projects.  These  bars,  however,  which  project  at  one  end 
of  the  panel,  do  not  project  beyond  the  cross  bar  B  at  the  opposite 
end,  but  each  horizontal  bar,  alternating  with  those  in  the  first  set, 
does  project  and  ends  as  does  the  first  in  a  projection  e  6,  which  may 
be  formed  simply  of  a  block  of  wood  nailed  on. 

Claim, — Any  method  of  constructing  a  fence  which  will  be  portable 
and  easily  put  up  by  means  of  the  panels  constructed  substantially  as 
described,  with  the  cross  bar  B  and  the  blocks  e  e  on  the  end  of  the 
projecting  horizontal  bars. 

No.  19,724.—Hbbbr  G.  Sebkins,  of  Elyria,  Ohio. — Improved  Post 
far  Fidd  JPcncw.— Patent  dated  March  23,  1858.™ The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — The  foot  piece  A,  having  recess  a  and  lugs  c  c  in  com- 
bination with  the  posts,  said  posts  having  apertures  d  a^  and  recesses 
/  /^ ,  said  apertures  and  recesses  so  partitioned  as  to  correspond  with 
aperture  a  and  lugs  c  c^  of  foot  piece  A,  in  the  manner  and  for  the 
purpose  substantially  as  set  forth  and  described. 

No.  20,400. — Albert  Bbtteley,  of  Boston,  Mass. — Improved  Lattice 
Iron  Fence. — Patent  dated  June  1,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  improvement. 

Claim. — Uniting  the  bars  of  a  lattice  at  their  crossings,  by  suitable 
pieces  having  holes  or  tubes  through  them,  at  any  desired  angle  with 
each  other,  but  in  different  and  parallel  planes  which  embrace  the 
bars,  substantially  in  the  manner  set  forth. 

No.  21,064.— William  Bush,  of  Harrisburg,  Tsk.— Improved  Me- 
tallic Fence.— Paktent  dated  August  3,  1858.— The  claim  and  engra- 
vings explain  the  nature  of  this  invention. 

Claim. — The  construction  of  the  base  rail  B  with  a  continuous  dove- 
tail groove,  into  which  are  slipped  the  panels  A,  with  a  corresponding 
tenon,  and  the  top  rail  with  continuous  groove,  fitting  on  the  top  of 
the  panels  as  described,  the  whole  constructed  and  operating  as  de- 
scribed, and  for  the  purposes  set  forth. 
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No.  21,315. — ^Robert  J.  Bbown,  of  Perry,  F€l.— Improved  Portable 
Fence. — Patent  dated  August  31,  1858. — The  rails  A  of  the  worm 
fence  each  has  at  one  end  a  dovetail  tenon  a  and  at  the  other  a  dove- 
tail gain  by  cut  about  half  through  the  rail,  corresponding  in  size  and 
form  with  the  tenon  a  and  bevelled  at  an  angle  that  will  give  the  desired 
ground  plan  of  the  fence,  the  gain  of  each  alternate  rail  being  .inclined 
m  the  opposite  direction. 

Claim, — Constructing  a  portable  fence,  without  posts,  by  locking 
the  panels  together  by  means  of  dovetail  tenons  and  gains  in  the 
manner  specified.  Also,  in  combination  with  the  above,  the  use  of 
right  and  left  hand  screws,  in  the  manner  and  for  the  purpose  specified. 

No.  21,260. — John  B.  Johnson,  of  Linden,  Ind. — Improved  Per- 
idbie  Field  Fence.' j-Ve^tent  dated  August  24,  1858.— The  nature  of 
this  invention  consists  in  the  mode  of  locking  the  panels  at  the  top 
by  the  brace,  so  that  they  are  held  together  longitudinally,  and  in 
so  locking  the  panels  at  the  bottom  by  the  stay,  that  they  cannot  be 
pushed  together  or  slipped  by  one  another. 

Claim. — The  mode  of  locking  the  panels  at  the  top  as  described, 
so  as  to  prevent  their  being  drawn  apart  longitudinally  or  endwise : 
And  also  the  mode  of  locking  the  panels  at  the  bottom  as  described, 
so  as  to  prevent  them  from  being  pushed,  or  slipped  by  one  another, 
when  the  parts  are  arranged  in  relation  to  each  other  as  set  forth. 

No.  21,529. — Archibald  B.  Vandbmark  and  Madison  Vandbmark, 
of  Phelps,  N.  Y.— Improved  Portable  Field  Fence. — Patent  dated 
September  14,  1858. — This  fence  is  made  in  separate  panels,  one  of 
which  is  shown  in  figure  1,  and  when  put  up  and  adjusted,  it  supports 
itself  and  stands  self-fastened  without  the  use  of  posts,  clamps,  keys  or 
other  appliances. 

Claim. — The  placing  the  locking  batten  h  on  the  same  side  of  the 
rails  with  the  end  batten  gr,  and  its  combination  therewith,  and  with 
the  locking  batten  6,  and  end  batten  /,  and  forming  a  lock,  substan- 
tially as  described,  and  for  the  purpose  specified. 

No.  21,549. — Peter  S.  Carhart,  of  C!ollamer,  N.  T. — Improved 
Pof^able  Field  2^enc€.— Patent  dated  September  21, 1858.— The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  first,  constructing  the  panels  of  a  porta- 
ble  fence,  having  their  bearings  on  sills,  or  their  equivalents  below, 
shorter  at  their  tops  than  their  bottoms,  substantially  in  the  manner 
and  for  the  purposes  specified. 

Second,  in  combination  with  panels  constructed  as  described,  I 
claim  the  siUs  provided  with  one  or  more  cross  blocks,  arranged  to 
project  between  or  on  either  side  of  the  end  battens  of  the  panels,  to 
support  and  guide  them,  as  set  forth. 

Third.  I  claim  the  employment  for  tightening  up  the  panels  and 
uniting  them  firmly  and  expeditiously  with  the  sill  of  the  key  or 
wed^e  /  in  combination  with  the  brace  or  strap  e,  substantially  as 
specified. 
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ISo.  19,863. — ^BxNSSELAER  Merrill,  of  Elmira,  N.  Y. — Improved 
Fence  Post. — Patent  dated  April  6,  1858. — ^The  shoe  H  consists  of  a 
flat  cast  iron  plate,  the  corners  of  which  are  deflected  toward  the  per- 
pendicular, as  seen  at  h.  When  huried  in  the  earth  these  points  serre 
to  anchor  it  by  preventing  any  sidewise  or  slanting  moyement  to 
which  it  might  be  subjected  in  soft,  wet,  or  yielding  soil.  The  shoe 
acts  in  connexion  with  the  portions  of  the  members  a,  that  are  beneath 
the  snrfiEU^,  mutually  resisting  any  tendency  to  throw  the  post  out  of 
the  perpendicular. 

Claim. — The  shoe  or  foot  plate  H,  constructed  as  described,  with 
deflected  plates  {,  and  slotted  openiqgs  gr,  in  combination  with  the 
skeleton  post  a  and  flanges  e,  substantially  as  and  for  the  purpose  set 
forth. 

No.  19,434  — Rbnssblabr  Merrill,  of  Elmira,  N.  T. — Improved 
Device  for  Connecting  the  Panda  of  Field  Fences. — Patent  dated  Feb- 
ruary 23,  1858. — Every  alternate  panel  is  secured  by  a  foot  piece  and 
braces  at  each  end  G  G,  while  the  intermediate  ones  are  hung  as 
follows :  The  projecting  rails  b  b  and  c  c  of  the  permanent  panels  are 
halved  away  at  their  upper  sides,  and  the  projecting  rails  on  the 
movable  panel  H,  are  halved  to  correspond  at  d  d.  The  cap  e  is 
laid  on  so  as  to  project  as  far  as  the  rails  b  by  and  therefore  forms  a 
species  of  hinge  joint. 

The  inventor  says :  I  do  not  claim  simply  hinging  one  panel  to 
another,  as  that  has  before  been  done. 

But  I  daim  the  combination  and  arrangement  of  the  alternate 
anchored  or  fixed  panels  G,  with  the  movable  panels  H,  when  the 
same  are  connected  by  means  of  the  hooked  or  recessed  locking  joints 
and  keys,  in  the  manner  and  for  the  purpose  set  forth. 

No.  19,159  — William  D.  SuELnoN,  of  Huron,  N.  T. — Improved 
Method  of  Connecting  the  Panels  of  Field  Fences. — Patent  dated  Jan- 
uary 19, 1858. — The  nature  of  this  invldntion  is  explained  by  the  claim 
and  engravings. 

The  inventor  says :  I  wish  it  to  be  understood  that  I  distinctly  dis- 
claim the  use  of  notched  shoulders  on  the  rails  in  connexion  with 
coupling  pins,  or  their  equivalents ;  nor  do  I  claim  the  employment 
of  the  pickets  in  other  combinations  to  assist  in  locking  the  fence. 

But  I  daim  the  combination  of  the  end  pickets  of  the  sections  of  the 
fence  with  coupling  pins  or  spikes,  substantially  as  described,  so  that 
the  fence  may  be  put  together  or  taken  apart  by  simply  hooking  on  or 
lifting  off  the  alternate  lengths  or  sections,  for  the  purposes  specified. 

No.  21 ,037. — Charles  VanDb  Mark,  of  Oak's  Corners,  New  York. — 
Improved  Iriangviar  Brace  for  Locking  the  Panels  of  Field  Fentoes. — 
Patent  dated  July  27,  1858 — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  panels,  or  the  mode  of 
locking  the  same  together,  as  the  same  are  embraced  in  my  aforesaid 
patent. 
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Neither  do  I  claim  triangular  braces  to  support  the  panels  of  a  fence, 
as  the  same  have  before  been  used. 

But  I  am  not  aware  of  any  previous  instance  in  which  a  triangular 
brace  has  been  introduced  within  an  opening  in  one  panel  in  such  a 
manner  that  the  insertion  of  the  end  locking-board  h  of  the  next  panel 
through  the  same  opening  shall  hold  the  aforesaid  triangular  brace 
in  the  proper  position,  and  also  connect  the  panels  together. 

I  daim^  as  an  improvement  on  the  patent  of  June  2,  1857,  the 
brace  t,  constructed  as  specified,  when  combined  with  panels  formed 
as  set  forth,  with  the  end  locking- pieces,  and  set  together  in  a  straight 
or  nearly  straight  line,  as  described. 

No.  21,459. — Olly  Williams,  of  St.  Louis,  Missouri. — Improved 
Method  of  Allowing  for  Expansion  and  Contraction  of  Wire  Fence. — 
Patent  dated  September  7, 1858. — The  nature  of  this  invention  consists 
in  attaching  the  wires  in  such  a  manner  that  they  can  expand  and 
contract  with  freedom,  and  so  that  they  shall  always  have  the  same 
tension  or  tightness  ;  and  of  so  arranging  them  on  friction  rollers  that 
an  angle  can  be  made  in  the  fence  without  increasing  the  friction  on 
the  wires,  and  so  that  each  and  every  wire  shall  have  the  same  degree 
of  tension. 

Claim. — The  combination  of  the  shaft  B  with  the  post  A,  and  the 
application  of  the  wires  to  the  said  shaft,  whereby  all  the  wires  are 
tightened  at  one  and  the  same  time^  by  one  and  the  same  weight, 
substantially  in  the  manner  set  forth. 

No,  19,174, — ^Benjamin  H.  Shedaker,  of  Philadelphia,  Pennsylvania, 
assignor  to  Edwin  Bbndbr,  of  Philadelphia,  Pennsylvania. — Improve- 
ment in  the  Construction  of  Marquetry  Floors. — Patent  dated  January 
19,  1858, — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  do  not  claim  the  application  of  marquetry  to 
floors,  nor  the  securing  of  one  piece  of  wooa  in  and  across  the  one  side 
of  another  by  means  of  a  dove-tail,  half-dowel,  orotherwise. 

But  I  claim  constructing  marquetry  floors,  substantially  in  the 
manner  and  for  the  purpose  set  forth  and  described,  namely :  1  claim 
constructing  marquetry  floors  by  first  inlaying  or  inserting  the 
required  differently  colored  pieces  of  wood  or  other  material  across  in 
the  upper  sides  of  the  proper  flooring  boards,  (whether  these  are  of 
like  or  different  colors,)  prepared  with  tongues  and  grooves  in  the  usual 
manner  required  for  common  flooring,  so  that  the  said  boards  so 
prepared  as  set  forth  may  afterwards  be  laid  down  and  secured  directly 
upon  the  joists  in  the  usual  manner,  and  so  produce  a  marquetry  floor 
ot  any  surface,  pattern,  or  design,  which  may  be  adapted  to  such  mode 
of  construction,  without  the  use  of  the  sub-floor  required  by  other 
modes. 

No.  21,526. — William  Tobby,  of  Naples,  New  York.— 7mjproi?cd 
OaU. — Patent  dated  September  14,  1858. — The  nature  of  this  inven- 
tion consists  in  the  manner  in  which  the  gates  are  suspended  upon 
and  propelled  by  the  eccentric  levers  or  parallelograms  D  D. 
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Claim. — Opening  and  closing  the  gate  hy  the  use  of  the  parallel 
pivoted  levers  D  D^  when  arranged  in  the  manner  and  for  the  purposes 
set  forth. 

No.  21,646. — Silas  Alunqton,  of  West  Dresden,  N.  T. — Improved 
Oaie. — Patent  dated  October  5,  1868. — To  use  or  open  and  close  this 
gate,  the  lever  D  is  thrown  a  little  above  or  below  a  horizontal  posi- 
tion when  the  globular  weights  d  roll  out  or  in,  and  by  thus  shifting 
the  weight  to  the  outer  or  inner  end  of  the  lever  cause  the  gate  to  be 
shut  or  opened  ;  and  when  opened  or  shut  the  difference  of  the  power 
(weight)  on  the  lever  will  cause  it  to  stay  in  that  position  until  again 
operated  upon. 

Claim. — The  lever  D  with  its  self-shifting  weights,  and  its  con- 
nexion to  the  gate  in  the  manner  set  forth.  ^ 

No.  19,499. — Andrbw  Dibtz,  of  Raritan,  New  Jersey. — Improved 
Farm  Gate. — Patent  dated  March  2, 1868. — The  nature  of  this  inven- 
tion will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim  the  construction  of  gates  so  that 
they  can  be  operated  or  shut  without  alighting  or  dismounting. 

But  I  daim  the  combination  or  arrangement  of  the  rotating  incline 
h  and  friction  roller  gr,  substantially  as  described,  for  the  purpose  of 
causing  the  gate  to  open  or  shut  of  its  own  weight,  according  to  the 
position  of  such  incline  h,  and  in  connexion  therewith  the  arrange- 
ment of  the  cords  ct^^  mm^^^  and  their  springs  or  their  e<|uivalent,  to 
raise  the  gate  and  turn  the  incline  A,  the  whole  substantially  as  and 
for  the  purposes  set  forth. 

No.  21,785.— JosBPH  A.  Treat,  of  Tallmadge,  Ohio. — Improved 
Farm  Gate.— Patent  dated  October  12,  1858.— The  nature  of  this  in- 
vention consists  in  the  use  of  levers  connected  with  chains  or  cords 
arranged  and  applied  to  the  gate  in  a  peculiar  manner,  whereby  the 

Ete,  by  actuating  or  pulling  a  single  cnain  or  cord  at  one  side,  may 
first  raised  and  then  unlatched  and  opened.  The  gate  being  raised 
and  closed  by  actuating  a  chain  or  cord  at  the  opposite  side. 

The  inventor  says :  1  am  aware  that  various  plana  have  been  Revised 
for  opening  and  dosing  gates  from  vehicles  ;  levers  have  been  used 
and  applied  in  various  forms. 

But  1  am  not  aware  that  a  system  of  levers  combined  and  arranged 
80  shown  have  been  employed  for  elevating,  unlatching,  and  opening 
and  closing  gates  by  the  pulling  of  a  single  chain  or  cord. 

I  do  not  claim,  therefore,  separately  or  in  the  abstract,  any  of  the 
parts  shown  and  described. 

But  I  daim  the  levers  G  H,  in  combination  with  the  lever  E  and  link 
tj  said  parts  being  applied  to  the  gate,  arranged  and  connected  by  the 
chains  I  I  F  F,  substantially  as  shown  and  described,  to  operate  as 
and  for  the  purpose  set  forth. 

No.  22,131. — William  Nbwlovb,  of  Penn  Yan,  N.  Y. — Improved 
Farm  Gate. — Patent  dated  November  23,  1868. — A  is  the  platform, 
made  of  cast  iron,  the  size  is  made  to  correspond  with  the  size  of  the 


140  I^. — CIVIL    EK6INEEBIK0. 

gate  required  ;  it  is  in  shape  a  parallelogram  ;  it  is  made  to  receive  the 
posts  at  the  ends.  B  represents  the  posts,  they  are  made  of  iron,  and 
secured  to  the  platform  hy  means  of  the  screws  0,  and  made  as  shown 
in  the  engravings.  C  is  a  covering  of  plank  on  the  top  of  the  plat- 
form. D  is  the  gate.  E  is  a  chain  that  supports  and  closes  the  gate; 
it  is  secured  to  anadjustable  eye-bolt  at.  the  top  of  the  post  at  one  end, 
and  the  other  end  to  an  adjustable  eye-bolt  at  the  upper  part  of  the 
gate,  as  shown  in  the  engravings. 

The  inventor  says  :  I  daim  the  combination  of  the  post  and  hinges, 
constructed  and  operating  as  described. 

Second.  The  chain  E  or  its  equivalent,  with  the  means  for  ac^usting 
the  same,  as  and  for  the  purposes  specified. 

Third.  The  catches  and  latch  combined  with  the  means  for  actua- 
ting the  sam«,  as  arranged  in  the  specification. 

No.  20,008. — JosBPH  SuMBCBRS,  of  Baleigh,  Virginia. — Improved 
CcUch  Latch  for  Farm  OcUea.—Pekteut  daXed  April  20,  1858— With 
this  arrangement  the  end  of  the  spring  latch  is  prevented  from  pro- 
jecting out  beyond  the  closing  face  of  the  front  batten  of  the  gate 
when  the  gate  is  opened,  and  thus  the  annoyance  of  having  the  reins, 
gearing,  and  garments  catching  upon  the  same,  in  passing  through 
the  gate,  is  avoided. 

Claim. — The  peculiar  formed  spring  plate  Kg  in  combination  with 
the  spring  bolt  D  as  an  attachment  for  farm  gates,  arranged  and  ope- 
rating in  the  manner  set  forth,  for  the  purpose  of  accomplishing  the 
result  specified. 

No.  20,247.— William  F.  C.  Bbattie,  of  Cornwall,  New  York.— 
Improved  Method  of  Opening  and  Closing  Farm  Oaks. — Patent  dated 
May  18,  1858. — When  the  gate  is  open,  by  palling  rod  r,  or  pushing 
rod  r^,  catch  d  will  be  withdrawn  from  the  detent  by  which  the  gate 
is  retained  against  post  P^',  then  by  pulling  rod  W,  or  pushing  tm  r, 
the  gate  will  be  made  to  revolve  on  its  attachments  to  post  P.  A 
slight  twist  of  either  rods  r  r^  will  insert  catch  d  into  an  opening  in 
post  P"*",  and  the  gate  be  thus  fastened. 

Claim. — The  combination  of  the  handles  r  r*  with  the  latch,  in  the 
manner  and  for  the  purpose  set  forth. 

No.  22,023. — William  G.  Hbrmanch,  of  Gteneva,  New  York. — Im- 
moved  Method  of  Opening  and  Closing  Farm  Gates. — Patent  dated 
November  9,  1858. — In  constructing  this  improved  gate  the  inventor 
says :  I  construct  the  frame  in  the  usual  manner  with  posts  firmly  set 
in  the  ground,  and  surmounted  by  a  transverse  beam  or  plate,  connect- 
ing them  at  the  top  and  properly  braced.  A  A  are  posts,  B  B  the 
beam,  C  C  braces.  I  also  construct  a  double  gate  consisting  of  two 
distinct  and  independent  parts  shown  at  D.  These  gates  are  suspended 
on  vibrating  beams  E  E  by  means  of  slats  F  F,  firmly  fastened  to  them. 

Claim. — The  suspension  of  the  gates  by  means  of  suspension  bars 
of  unequal  length  with  pulleys  and  slat  heads,  arranged  as  set  forth. 
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No.  21,861. — Ezra  C.  Rowland,  of  Phelps,  New  York. — Improved 
Method  of  Opening  and  Oloaing  Farm  Oaiea  oy  Approaching  Vehides. — 
Patent  dated  October  19,  1868. — H  H  represent  a  rod  which  connects 
the  levers  C  C  with  the  levers  E  E.  The  rods  are  attached  to  the 
levers  C  C  by  a  joint ;  the  other  end  is  connected  by  a  slot  resting 
upon  the  ends  of  levers  E  E.  Levers  E  E  can  be  constructed  of  wood 
or  metal.  They  act  npon  the  pivot  K  by  means  of  the  rods  H  H  and 
the  levers  C  0,  which  act  upon  the  levers  D  D,  which  pass  through  a 
slot  in  the  top  of  levers  E  E. 

Claim. — The  connexions  described  of  the  levers  D  E,  and  the  end- 
less chain  as  connected  with  the  gate,  for  the  purpose  of  forming  self- 
opening  and  shutting  gates. 

No.  21,811. — ^W.  T.  BoGOS,  of  Cincinnati,  Ohio. — Improved  Mode 
of  Opening  and  Oloaing  Farm  Gates, — Patent  dated  October  19, 1868. — 
This  invention  consists  in  having  a  zigzag  grooved  cam  or  cylinder 
placed  near  the  post  to  which  the  gate  is  hung,  said  cam  being  con- 
nected with  a  lever  which  is  pivoted  to  an  arm  attached  to  the  gate, 
the  above  parts  being  used  in  connexion  with  an  automatic  gate-catch 
or  fastening  and  a  loaded  pawl-arm  actuating  the  cam  or  cylinder, 
whereby  the  gate  may  be  opened  and  closed  at  either  side,  and  from 
a  vehicle,  or  on  horseback. 

The  inventor  says :  I  am  aware  that  levers  have  been  applied  to 
gates,  connected  with  oords,  and  arranged  in  various  ways,  for  the 
purpose  of  allowing  the  gate  to  be  open^  and  dosed  by  persons  from 
a  vehicle  or  on  horseba^ ;  I  therefore  do  not  claim  separately  the 
levers  described. 

But  I  daim  the  grooved  cylinder  or  cam  C,  actuated  by  the  loaded 
pawl-arm  E,  and  used  in  connexion  with  the  lever  F  and  arm  G,  as 
and  for  the  purpose  set  forth. 

I  also  claim,  in  combination  with  the  cylinder  or  cam  C,  pawl-arm 
E,  lever  F,  and  arm  G-,  the  drop-latch  I,  arranged  with  the  levers  ib  {, 
80  that  the  latch  may  be  operated  automatically,  as  described. 

No.  22,261.— Caleb  Winboae,  of  Union  Springs,  New  York. — Imr 
proved  Mode  of  Opening  and  Closing  Farm  Gates  by  Approaching 
Vehicles. — Patent  dated  December  7,  1868. — In  this  invention  the 
chains  are  put  on  in  a  reversed  manner,  but  one  capstan-roller  is  used, 
and  but  one  weight.  The  chains  are  made  fast  to  the  capstan-drum  ; 
the  wheels  of  the  carriage  pass  over  the  lever  or  treadle  D,  which  draws 
the  chain  B  and  elevates  the  weight  E,  marked  60  pounds,  which  opens 
and  closes  the  gate.  When  the  wheel  leaves  the  lever  it  acts  unon 
the  capstan-roller,  the  ratchet  dog  M  takes  effect,  and  the  crank  Q  is 
rotated  and  the  gate  opened  by  means  of  the  pitman  X. 

The  inventor  says :  I  daim,  first,  the  combination  only  of  two  or 
more  capstan-rollers,  substantially  as  described. 

Second.  The  operating  of  eates  by  means  of  winding  up  the  weight, 
or  equivalent  spring,  with  the  wheel  of  a  carriage,  or  by  lever,  each 
time  in  passing  and  re-passing  the  gate,  sufficient  to  open  or  close  the 
gate  or  gates,  substantially  as  described. 
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No.  19,630. — Thomas  G.  Gatloed,  of  Cincinnati,  Ohio. — Improve^ 
ment  in  Wroiight'IronGirderB. — Patent  dated  March  16,  1858. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  as  new  anything  in  the  external 
form  of  the  metallic  tube  or  bar  here  exhibited,  knowing  that  there 
has  existed  a  structure  somewhat  similar  in  its  general  principles,  in 
which,  however,  a  different  combination  of  the  parts  is  employed. 

But  I  daim  the  duplex  girder  or  beam,  composed  of  an  upper  piece 
having  the  form  of  an  inverted  Y,  and  a  lower  piece  having  the  form 
of  an  inverted  T,  whose  stem  or  **comb"  is  adapted  to  fit  closely 
within  the  apex  of  the  upper  piece,  substantially  as  set  forth. 

No.  20,011. — T.  B.  Whitb,  of  New  Brighton,  Pennsylvania. — Im- 
provement in  Metallic  Shoes  for  the  Braces  of  Trvss-Oirders. — Patent 
dated  April  20,  1858. — The  nature  of  this  improvement  consists  in 
the  combination  with  the  diagonal  braces  in  a  truss-girder  of  a  metal 
shoe,  constructed  with  two  open  grooves  running  at  right  angles  to 
the  other,  and  a  male  shoe  constructed  with  a  narrow  central  tongue 
or  shoulder  on  its  under  side,  and  two  lateral  lugs,  ears,  or  stops,  one 
on  each  edge,  and  with  that  portion  of  its  under  surface  which  is  not 
occupied  by  the  tongue  bevelled. 

The  inventor  says :  I  do  not  claim  the  double  shoes  irrespective  of 
the  mode  of  construction  and  combining  the  same  with  truss  bracing. 

But  I  cJatw  the  combination  with  the  diagonal  braces  C  C,  in  a 
truBS-girder,  of  the  peculiarly  constructed  metal  male  and  female  shoes 
h  c  and  wedges  d  d,  substantially  as  specified,  for  the  purposes  of  set- 
ting up  the  braces  to  give  camber  to  or  to  raise  the  girder,  as  set  forth. 

No.  22,047. — Timothy  C.Wood,  of  Charleston,  Michigan. — Improve- 
ment in  Orubbing-Machine. — Patent  dated  November  9,  1858. — A  A 
represent  the  two  wheels  of  the  machine ;  B  is  the  axle ;  E  is  an  ellip- 
tical block,  which  is  secured  to  the  bottom  of  the  axle ;  and  C  is  a 
lever,  secured  also  to  the  axle.  These  two  are  attached  as  firmly 
and  securely  to  the  axle  as  though  they  formed  a  part  of  it.  D  is  an 
upright,  which  is  hinged  to  the  axle  as  shown  atxx;  dd  are  chairs, 
which  are  attached  to  the  under  side  of  the  lever  C  by  means  of  a  bolt. 
To  these  chairs  are  attached  the  hooks  c  c;  a  is  a  cord,  which  is 
secured  to  the  outer  extremity  of  the  lever  C  at  one  end ;  the  other 
end  passes  up  between  two  pulleys  on  the  upper  extremity  of  the 
upright  D,  and  then  passes  down  so  that  power  may  be  applied  to  it. 

Claim. — The  arrangement  of  the  lever  C,  the  hinged  supporter  D, 
the  cord  a,  the  elliptical  block  E,  and  hooks  c  c,  all  being  secured  in 
the  carriage  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  21,431. — GborobMaktz,  of  Pottsville,  Pennsylvania. — Improve- 
ment in  Hoisting  and  Dumping  ApparattM. — Patent  dated  September  7, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  combination  of  the  car  E,  hung  and  controlled  in  its 
up  and  down  movements  in  the  peculiar  manner  specified,  with  a 
sliding  gate  F  and  stationary  frame  A,  which  are  constructed  and 
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arranged  in  the  pecallar  manner  specified^  substantially  as  and  for 
the  purposes  set  forth. 

No.  19,237. — Leon  JosEpn  Pommb  db  Mikimondb,  of  Paris,  France. — 
Improvement  in  Seducing  the  Friction  of  JoumcUs  of  Axles  on  Bail" 
ways. — Patent  dated  February  2, 1868. — ^The  nature  of  this  improve- 
ment will  be  understood  by  reference  to  the  claim  and  illustrations. 

The  inventor  says :  I  daim^  first,  placing  the  bearings  d^  in  which 
the  journals  e  of  the  friction  rolls  run,  within  the  axle-box  and  sup- 
porting them  in  the  shell  of  said  box,  as  set  forth. 

I  also  claim,  in  combination  with  the  axle  or  journal/,  the  hanging 
of  the  friction  rolls  independent  of  each  other,  so  that  when  the  weight 
comes  unequally  upon  them,  by  the  rocking  of  the  rolling  stock,  one 
shall  not  wrench  or  cramp  the  other,  and  cause  it  to  cut,  as  described. 

I  also  claim  the  causing  of  the  axle  itself  to  take  and  carry  up  the 
lubricator  from  the  reservoir  to  the  journals  of  the  friction  rollers,  and 
supplying  itself  through  said  friction  rolls,  substantially  as  described. 

I  also  claim,  in  combination  with  the  journal/,  the  sectional  ring  I 
and  solid  one  m,  with  its  flexible  covering,  as  a  carrying  device  for 
taking  and  conveying  the  oil  from  the  reservoir  to  the  journals  of  the 
friction  rolls,  as  set  forth. 

No.  20,629. — John  B.  Cornell,  of  New  York,  N.  Y. — Improvement 
in  MetaUic  Xo^.— Patent  dated  June  22,  1858.— The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

Claim. — ^Forming  an  improved  plaster-supporting  metallic  surface 
of  a  closely  united  series  of  sheet  metal  sections,  whose  edges  are  first 
inclined  inwardly  and  then  outwardly  into  substantially  the  shape 
shown,  and  for  the  purposes  set  forth. 

No.  21,118. — John  B.  Cornell,  of  New  York,  N.  Y. — Improvement 
in  Metallic  Lath  Surface. — Patent  dated  August  10,  1868. — The  im- 
proved form  given  to  the  metallic  sheets  c  c  consists  of  a  series  of 
double  curves  or  angles,  which  enables  said  sheets  to  be  hung  upon  a 
series  of  hooks  a  a  or  inclined  pins  h  6,  projecting  from  suitable  par- 
tition studs^  and  when  thus  suspended  to  form  a  series  of  pockets  or 
horizontal  channels  for  portions  of  the  coating  of  plaster  to  settle  into 
by  gravity,  and  thereby  cause  said  coating  to  closely  and  securely 
udhere  to  the  curved  sheets. 

The  inventor  says :  I  daim  the  described  improved  shape  of  the 
sheet  metal  sections  c(^j  which  enables  them  to  securely  retain  coatings 
of  plaster,  when  the  said  sections  are  secured  to  vertical  supports,  and 
which  also  enables  said  sections  to  be  securely  combined  with  parti- 
tion studs  without  the  aid  of  nails,  screws,  or  bolts,  substantially  as 
set  forth. 

No.  19,487. — ^BiRDSALL  Cornell,  of  New  York,  N.  Y. — Improve- 
ment in  continuous  MetaUic  Lathing. — Patent  dated  March  2,  1858. — 
The  nature  of  this  improvement  will  be  understood  by  examining  the 
claim  and  illustration. 

The  inventor  says:  I  am  aware  that  narrow  angular  strips  of  sheet 
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metal  have  been  oombined  with  each  other  in  such  a  manner  as  to  form 
surfaces  for  the  reception  of  a  coating  of  plaster,  and  that  patents  have 
been  granted  to  Palmer  Sumner  and  to  John  B.  Cornell  for  varieties 
of  such  combinations. 

Therefore,  I  wish  it  to  be  distinctly  understood  that  I  daim  forming 
metallic  surfaces  for  the  reception  of  castings  of  plaster,  &c.y  of  sheets 
of  metal  after  they  have  been  swaged  into  alternating  elevations  and 
depressions  of  a  retaining  shape,  substantially  as  represented  in  the 
drawings. 

No.  21,386. — William  Todd,  of  Cherryfield,  Maine. — Implement 
for  BdUing  and  Piling  Logs. — Patent  dated  August  31,  1858. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  conioination  and  arrangement  of  the  tapered  roller  E 
with  the  diagonally  arranged  cylindrical  rollers  A  for  facilitating  and 
guiding  the  movements  of  logs  and  heavy  timbers,  and  piling  the 
same  in  racks  or  on  teams  and  vessels,  substantially  as  described. 

No.  21,908. — Elkha  Sdikins,  of  Allegheny,  Pa. — Improvement  in 
Machine  for  Mining  Coal. — Patent  dated  October  26,  1858. — This  in- 
vention consists  in  a  mechanical  arrangement  for  operating  picks  in 
such  a  manner  as  will  give  them  a  back,  forward,  side  and  angular 
motion. 

The  inventor  says :  I  c2atm,  first,  the  arrangement  of  the  double  or 
compound  slide  c  and  sliding  frame  d  when  used  in  connexion  with 
the  stationary  frame  a  and  operated  by  the  screws  t  and  u  and  the  nut 
B  as  herein  described,  and  for  the  purpose  set  forth. 

Second.  The  arrangement  of  tne  cam  r,  slide  rack  A,  wheel  o  1, 
shaft  2,  shifting  piece  8,  levers  z  and  y,  ratchet  wheel|>  1  and  p,  and  the 
ratchet  palls  B 1  and  B  for  the  purpose  of  moving  the  upper  end  of 
shaft  3  back  and  forward,  and  for  operating  the  screws  t  and  u  as 
herein  described  and  set  forth. 

Third.  The  arrangement  of  lever  1  o,  and  the  connecting  rod  /  for 
the  purpose  of  regulating  the  angle  of  the  picks  g  as  herein  des- 
cribed and  as  set  forth. 

Fourth.  The  arrangement  of  the  flexible  connecting  rod  r,  the  crank 
nl,  the  shaft  3,  the  arms  i,  the  pick  receivers  I  and  the  picks  g^  as 
herein  described,  and  for  the  purpose  specified. 

No.  19,543. — C.  A.  Chambbrlin,  of  Alleghany  City,  Pa. — Machine 
for  Mining  Coaly  Ac. — Patent  dated  March  9,  1858. — This  machine 
consists  of  a  rotary  cutter-wheel  F  of  proper  construction  and  furnished 
with  a  proper  arrangement  of  cutters  to  cut  in  a  direction  perpendicular 
to  its  axis,  arranged  in  a  carriage  C  C  D  D  which  is  fitted  to  travel 
upon  a  stationary  frame  A  A  B  B,  and  a  feed-screw  for  moving  the 
carriage  and  cutter-wheel  in  a  direction  perpendicular  to  the  axis  of 
the  cutter-wheel,  for  the  purpose  of  moving  the  said  wheel  forward  as 
it  cuts  its  way  into  the  coal  or  other  substance  to  be  mined.  The  ma- 
chine cuts  a  groove  or  narrow  cavity  directly  into  the  walls  of  a  mine, 
parallel,  in  such  a  manner  as  to  permit  the  masses  above  or  at  the  side 
of  the  said  cavities  or  grooves  to  be  removed  by  wedging  out  or 
blasting. 
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The  inyentor  flays :  I  daim  first,  the  oomhination  of  chisel-edged 
cotters  and  ohliqae  edged  cutters  applied  to  the  cutter-wheel  to  operate 
substantially  as  set  forth. 

Second.  The  construction  and  mode  of  fitting  together  the  cutter- 
wheel  and  the  head  N  in  which  its  axle  is  supported  in  the  manner 
substantially  as  described,  whereby  the  cutter-wheel  is  enabled  to  cut 
its  way  beyond  its  axis,  as  explained. 

Third.  The  arrangement  of  the  main  frame,  the  carriage,  and  the 
cutter-wheel,  to  operate  substantially  as  set  forth. 

No.  19,692. — Abijah  B.  Tewkbsburt,  of  East  Boston,  Massachu- 
(setts. — ImprovemefU  in  Iron  Pavements. — Patent  dated  March  9, 
1858. — ^The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  do  not  claim  an  irou  hexagonal  paving  block, 
formed  with  legs  or  lu^s  extending  downward  from  the  several  corners 
of  its  cap,  to  1m  united  or  fixed  to  other  blocks  of  like  character  by 
means  of  iron  slips  or  bands,  such  being  described  in  the  specification 
of  No.  15,776  of  United  States  patents. 

Nor  do  I  claim  a  pavement  block  made  of  metal,  and  formed  of  a 
series  of  arches  alternating  in  position  and  connected  to  ridge  or 
string  pieces,  and  having  interstices  between  the  arches,  the  same 
being  shown  iu  No.  15,479  of  United  States  patents. 

Nor  do  I  claim  a  pavement  block  made  of  a  hollow  cubical  box, 
havinc[  an  arched  or  ribbed  cup,  and  formed  with  round  holes  through 
its  vertical  sides ;  as  my  invention,  or  improved  block,  as  a  whole^ 
differs  essentially  from  such. 

In  the  first  place,  it  has  but  two  prongs  extended  down  from  the- 
ends  of  its  cap,  and  such  cap  is  arched  in  two  directions,  viz,  length- 
wise as  well  as  widthwise.  My  block  is  of  an  oblong  shape,  and  each 
Srong  is  made  wedge-shaped,  in  order  that  when  the  block  may  be 
riven  downwards  the  wedge-shaped  prong  will  enter  the  soil,  and 
consolidate  the  earth  which  may  enter  between  the  two  prongs.  Fur« 
thermore,  the  concave  cap  or  cup-shaped  arch  also  oondenses  and  con 
solidates  the  earth,  so  as  to  steady  and  support  the  pavement  block  in 
lateral,  as  well  as  in  longitudinal,  directions. 

I  daim  the  improved  cast  iron  pavement  block,  as  made  with  an 
arched  cap  and  two  wedge-shaped  prongs,  arranged  substantially  as- 
described. 

No.  22,444. — Richard  Montgobibry,  of  New  York,  N.  Y. — Improve- 
mtnt  in  Iron  Pavements. — Patent  dated  December  28,  1858. — ^The 
claim  and  engraviugs  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  a  metallic  pavement,  consisting  of  a 
series  of  parallel  arched  corrugations  reaching  or  extending  from  the 
curbstone  on  one  side  of  the  street  to  the  curbstone  on  the  other  side^ 
substantially  as  shown  and  deseribed. 

I  also  claim  casting  or  making  the  upper  parts  of  the  corrugations 
thicker  than  the  lower  parts,  in  the  manner  and  for  the  purpose  set 
forth. 
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I  also  claim  supporting  or  anchoring  the  pavement,  when  it  is  cast 
n  sections,  hy  a  grooved  central  support,  as  shown  and  described. 

I  also  claim  the  dovetailed  recesses  and  projectionn  k,  in  combina- 
tion with  the  projections  b  c,  for  the  purpose  of  holding  the  pavement 
in  plaoe. 

No  21,834. — Peter  H.  Jackson,  of  New  York,  N.  T. — Improve 
ment  in  Construction  of  Metallic  Side  Pavements, — Patent  dated  Octo- 
ber 19, 1858. — The  nature  of  this  invention  consists  in  so  forming  the 
edges  of  the  large  iron  plates  that  they  receive  a  wrought  iron  rod 
and  stanchions,  which  simultaneously  make  an  open  truss  to  support 
the  plate,  and  also  straighten  out  the  plate,  removing  any  twist  or 
buckling. 

Claim, — The  combination  of  the  tie  rods  h  h  and  brackets  g^  oj, 
formed  on  the  undersides  of  the  plates  a  a,  with  the  stanchions  K  K, 
acting  to  connect  said  plates  to  each  other,  straighten  said  plates,  and 
strain  the  said  tie  rods  h  A,  substantially  as  and  for  the  purpose 
specified. 

No.  20,883.— Tunis  W.  Loveless,  of  Corning,  New  York— /m- 

? movement  in  Adjustahle  Pile  Driver. — Patent  dated  July  13,  1868. — 
his  invention  consists  in  a  novel  construction  of  the  machine,  whereby 
the  monkey  guides  may  be  adjusted  in  a  vertical  position,  in  case  the 
ground  on  which  the  machine  rests  is  not  horizontal,  thereby  allowing 
the  machine  to  be  expeditiously  applied  to  its  work,  without  the 
trouble  of  grading. 

Claim. — The  frames  D  E,  connected  by  pivots  or  joints  c,  and  re- 
tained in  desired  positions  by  the  periorated  segment  plate  F  and  pin 
dj  in  combination  with  the  bolster  H  and  bars  h  h,  attached  to  the 
frame  D,  as  shown,  and  secured  in  desired  position  by  the  racks  J  J, 
serrated  plates  0,  and  bar  or  clamp,  the  whole  being  arranged  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  21,491.— Adam  Defbnbaugh,  of  Walnut  Run,  Ohio. — Improve- 
ment in  Mole  Plough. — Patent  dated  September  14,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  underground  ditching  ploughs 
have  been  used,  but  they  have  not  been  sufficiently  under  the  control 
of  the  attendant  to  make  them  of  much  use  ;  besides,  they  only  make 
a  ditch  parallel  with  the  surface  of  the  ground,  while  mine  will  form 
a  ditch  with  a  regular  grade  or  descent. 

I  daim  so  hanging  the  beam  D,  wheels  C  C,  and  underground 
plough  H  to  each  other  as  that  the  conductcir  of  the  machine  may,  at 
any  time,  without  seeing  the  plough,  raise  and  lower  it  so  that  the 
ditch  shall  have  a  r,egular  descent,  regardless  of  the  undulations  of 
the  ground  underneath  which  it  is  formed,  and  over  which  the  plough 
passes. 

1  also  claim,  in  combination  with  the  underground  plough,  the 
flcoring  wheel  m,  ior  forming.a  secondary  trench  in  the  bottom  of  the 
ditch,  lor  the  purpose  set  forth,  and  the  friction  rollers  for  relieving 
it,  as  represented.    . 
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No.  22,194. — Jamrs  Nevison  and  Edward  Nbvison,  of  Morgan, 
Ohio. — Improvement  in  Under  Drain  Plougha. — Patent  dated  Novem- 
ber 30,  1858. — A  is  the  beam  to  which  may  be  attached  the  handles 
B  and  clevis  G  in  any  convenient  manner  ;  near  the  rear  end  of  the 
beam  is  secured  by  any  of  the  ordinary  means  the  upper  end  of  the 
shank  D,  and  to  the  lower  end  is  connected  the  peculiar  shaped  plough 
E.     The  form  of  this  plough  can  be  varied  if  desirable. 

The  adjustable  pressure  roller  0,  acts  when  the  first  drag  I  enters 
the  opening  made  by  the  plough  ;  by  this  means  the  earth  which  is  dis- 
turb^ by  the  plough  is  compressed  upon  the  first  drag,  and  the  opening 
or  cut  caused  by  the  shank  D  is  also  closed  up  at  the  same  time. 

Claim. — The  adjustable  weighted  roller  0  in  combination  with  the* 

Slough  and  drags  as  set  forth,  and  operating  conjointly  for  the  purpose 
escribed. 

No.  20,352. — T.  E.  Kma,  Alex  Kino,  and  Edwin  Kino,  of  Cherry 
Valley,  Ohio. — Improved  Iron  Gate  and  Fence  Post. — Patent  dated 
May  25,  1858. — This  invention  consists  in  the  construction  of  a  fence 
post  of  cast  iron,  or  other  suitable  material,  of  such  structure  in  its 
several  parts  that  the  post  can  be  put  together  and  taken  apart  at 
pleasure,  and  by  this  means  to  introduce  the  rails  or  panels  without 
the  use  of  pins  or  bolts  ;  hinges  for  gates  may  also  be  secured  in  the 
same  manner  to  the  posts  as  are  the  rails. 

The  inventors  say :  We  daim  a  fence  post  composed  of  the  parts  G 
and  K,  provided  with  toothed  or  serrated  edges  a  a,  arms  B,  and  keys 
C,  and  in  combination  therewith  the  wings  i  i,  and  stud  o,  when  con- 
structed and  arranged  substantially  in  the  manner  and  for  the  pur- 
pose specified. 

We  also  claim  the  manner  of  securing  the  gate  hinges  D,  by  means 
of  the  lugs  c  c,  and  notches  a  a,  the  same  to  be  held  in  place  by  the 
keys  C^  as  described. 

No.  21,750. — William  8.  Fuller,  of  Millbury,  Mass. — Improved 
Construction  of  Iron  Bailings. — Patent  dated  October  12,  1S58. — The 
nature  of  this  invention  consists  in  the  application  and  arrang3ment, 
together  and  about  the  connexion  rod,  of  a  segmental  connexion  piece 
and  two  sockets  therefor,  the  sockets  being  arranged  in  the  two  abut- 
ting palings. 

Claim. — As  an  improvement  or  new  arrangement  of  parts,  viz,  the 
application  and  arrangement  of  ring  segments,  or  segmental  con- 
nexions and  their  sockets  made  substantially  as  described  to  fence 
palings  and  a  connexion  rod,  the  same  being  to  effect  advantages  in 
the  construction  of  metallic  fences. 

No.  22,448. — James  Nuttall,  of  New  Orleans,  La. — Improved 
Construction  of  Iron  Railing. — Patent  dated  December  28, 1858. — The 
inventor  says :  I  form  rails  out  of  wrought  iron  plates,  which  are 
drawn  to  the  shape  required.  Those  shown  in  figures  1  and  2,  are 
of  the  same  figure,  although  the  pattern  of  the  panels,  so  far  as 
figure  is  concerned,  is  different. 

Claim. — The  combination  of  bent  sheet  metal  rails  with  grooves  in 
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the  panels  receiving  the  edges  of  the  rail,  and  giving  an  internal  and 
external  bearing  to  the  rail,  substantially  as  set  forth. 

No.  20,797. — Luther  HoBfBS,  of  New  Orleans,  Louisiana. — Improved 
Method  of  Constructing  Iron  Railings, — Patent  dated  July  6,  1858. — 
This  improvement  consists  in  forming  the  horizontal  rails  D  of  iron 
railings  hollow  of  two  semi-circular  bars  D  D^,  connected  together 
and  to  the  upper  and  lower  parts  of  the  upright  bars  or  newels,  in  such 
a  manner  as  to  form  a  strong  and  durahle  railing  or  balustrade  in 
sections,  capable  of  being  readily  secured  together  or  detached,  and 
confined  in  a  small  space  for  transportation. 

Claim. — Securing  and  embracing  the  circular  projections  B  B^  at 
the  upper  and  lower  ends  of  the  upright  bars  A  within  the  horizontal 
tubular  rails  D,  formed  by  the  semi-circular  and  straight  bars  D  D^, 
and  the  portions  of  said  bars  next  the  flat  circular  parts  between  the 
notches  in  the  bridge  plates  H,  and  the  left  hand  ends  of  the  notches 
or  depressions  E  in  the  edges  of  the  bar  D,  and  the  right  hand  ends 
of  the  corresponding  notches  or  depressions  E^  in  the  edges  of  the  bars 
D^,  by  means  of  the  interlocking  pins  C  C*  and  pins  or  lugs  F  F», 
and  hubs  or  blocks  I,  substantially  in  the  manner  and  for  the  purpose 
described. 

No.  20,419. — Heman  Qardinbr,  of  New  York,  N.  Y. — Improve- 
ment in  Compound  Railroad  Axle, — Patent  dated  June  1,  1858. — The 
nature  of  this  invention  consists  in  arranging  the  parts  constituting 
the  hub  in  connexion  with  a  sleeve  or  sheath  over  the  joint  so  as  to 
hold  the  parts  together  with  sufficient  streLgth,  and  so  as  to  permit 
the  wheels  to  turn  independently  of  each  other. 

Claim, — The  combination  and  arrangement  of  the  hub,  cylindrical 
parts  c  c  and  axle  parts,  so  that  all  may  rotate  together,  or  one  wheel  and 
short  axle  independently,  as  described. 

No.  21,604. — J.  P.  GARNExrand  Daniel  Stickel,  of  Mercer  county, 
Pennsylvania. — Improvement  in  Compound  Railroad  Axles. — Patent 
dated  September  28,  18^. — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

Claim. — A  compound  axle,  the  main  portion  of  which  extends 
through  both  wheels  and  equals  in  length  the  width  of  the  track,  and 
is  reduced  in  size  from  its  centre  to  one  end,  in  combination  with  a 
tubular  axle  of  half  its  length  in  which  the  reduced  part  of  the  main 
axle  revolves  as  in  a  journal,  one  wheel  being  secured  to  the  main 
axle  and  the  other  to  the  tubular  part,  arranged  substantially  as 
described. 

No.  20,871. — Jacob  C.  Qeiskndorpp,  of  Cincinnati,  Ohio. — Imr 
provement  in  Railroad  Car-Box  Cases  and  Pedestals. — Patent  dated 
July  13,  1868. — The  claim  and  engravings  will  explain  the  nature  of 
this  invention. 

Claim. — The  employment  of  the  lugs  C  C  formed  on  box  case  D, 
when  used  in  connexion  with  the  notches  h  h  (two  or  more)  formed  in 
the  pedestal  £,  substantially  as  described,  for  the  purpose  of  readily 
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detaching  or  removing  the  box  from  the  axle,  yet  retaining  the  box 
case  in  a  proper  position  in  the  jaws  of  the  pedestal,  in  the  manner 
Bet  forth. 

No.  19,705. — Henry  E.  Loanb,  of  Baltimore,  Md. — Improvement  in 
Railroad  Car  Couplings. — Patent  dated  March  23,  1858. — The  doup- 
ling-bar  B  has  a  rounded  or  wedge-like  head  g  at  each  end.  At  the 
bottom  of  the  mouth  C  is  firmly  secured  a  fixed  jaw  F,  and  from  the 
upper  side  of  the  mouth  is  suspended  a  swinging  jaw  E,  directly  over 
the  fixed  lower  jaw.  The  journals  1 1  of  the  jaw  E  are  mounted  in 
suitable  bearings  in  the  coupling-head  A.  In  front  of  the  jaws  E  F 
is  a  transverse  vertical  slot  b  in  the  coupling-head  A,  for  the  purpose 
of  receiving  a  forked  holding-plate  D. 

Claim. — The  arrangement  and  combination  of  the  coupling-bar  B, 
jaws  E  E,  F  F,  and  holding-plate  D,  in  the  open-mouthed  coupling- 
heads,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  20,777. — Zknas  Cobb,  of  Chicago,  111. — Improvement  in  Bail- 
road  Car  Seats  and  Berths. — Patent  dated  July  6, 1858. — The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

The  inventor  says:  First,  I  daim  arranging  the  lower  portions  A^ 
and  hinged-backs  A^  of  the  seats  A  on  the  rail  and  ledges  C  E,  so  as 
to  either  enable  them  to  be  used  as  a  double  sleeping  couch  or  as  a 
seat,  in  the  manner  described. 

Second.  I  also  claim  the  arrangement  of  the  cushioned  frames  or 
platforms  F  above  the  seats  A,  and  jointing  them  to  the  uprights  of 
the  partitions  D  and  sides  of  the  car,  and  providing  them  with  lugs 
H  and  the  sides  of  the  car  and  the  movable  bar  with  swinging  hooks 
or  lugs  I,  for  forming  the  upper  double  berth  when  desired^  as  de- 
scribed. 

No.  19,124.-- Jambs  Bishop,  of  Owego,  N.  Y. — Improvement  in 
Bailroad  Chair. — Patent  dated  January  19,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — A  railroad  chair  or  joint-coupling  composed  of  two  parts 
E  F,  furnished  with  jaws  c  b  and  projections  d  e  fitting  to  each  other 
and  to  the  ends  of  the  rails  A  B,  substantially  in  the  manner  and  for 
the  purpose  set  forth. 

No.  20,472. — Thbodorb  Krausch,  of  Susquehannah  Depot,  Pa. — 
Improvement  in  Railroad  Chairs. — Patent  dated  June  1,  1858. — C  is 
the  chair,  R  the  rail  with  the  joint  J  on  centre  of  the  wedge  W,  whose 
surface  is  described  hj  s  s  s  s^  which  being  driven  transversely  in  its 
seat  S,  acts  on  the  base  line  G  of  the  rail  pressing  it  against  the  lips 
n  of  the  chair,  and  thereby  holding  the  rail  firmly  in  its  place. 

The  inventor  says:  I  do  not  claim  for  my  invention  the  particular  form. 
of  chairs  described  alone. 

But  I  daim  the  adaptation  of  a  chair  to,  and  the  use  of,  transverse 
wedging  as  above  described,  or  by  gibbs,  or  if  in  one,  two,  or  more 
parts,  by  bands  or  by  whatever  other  mode  transverse  wedging  may  be 
accomplished. 
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No.  20,464. — ^Elizur  Barnes,  of  Dorchester,  Mass.,  assignor  to  Ei>- 
WARD  Crane,  of  said  Dorchester. — Improvement  in  Railroad  Chairs. — 
Patent  dated  June  1,  1858. — The  claim  and  engravings  will  explain 
the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  use  of  elastic  cushions  under 
the  rail,  nor  the  use  of  movable  lips,  they  have  been  used  before. 

I  daim^  first,  the  use  of  elastic  cushions  E  over  the  web  of  the  rail 
in  such  manner  as  to  counteract  the  reaction  of  any  downward  force 
upon  the  rail,  or  any  lateral  thrust  or  pressure  upon  it,  substantially 
as  described. 

Second.  The  confining  of  the  rail  between  elastic  cushions  placed 
above  the  web  of  the  rail  and  under  the  base  of  the  rail  under  such  a 
pressure  that  the  rail  will  not  be  sensibly  depressed  by  the  weight  of 
an  engine  or  train  passing  over  it,  and  a  constant  tension  will  be 
maintained  upon  the  screws  which  confine  the  rail  substantially  in 
the  manner  described. 

Third.  The  mode  of  bringing  the  upper  surfaces  of  the  rail  to  an 
exact  level  by  the  compression  of  the  elastic  cushion  on  which  the  rail 
rests,  and  the  whole  device  arranged  and  operating  as  described. 

No.  20,617.-  E.  K.  Barnes,  of  Brookfield,  Couu,~Improvement  in 
Railroad  Chair. — Patent  dated  June  22,  1858. — This  invention  con- 
sists in  having  one  of  the  jaws  B  of  the  chair  attached  to  the  base-plate 
A  of  the  device,  and  the  other  attached  to  a  wedge  C,  which  is  fitted 
and  works  in  a  taper  recess  a  in  the  base-plate  corresponding  in  form 
with  the  wedge.  A  key  Q  passes  transversely  through  the  smaller 
end  of  the  wedge  adjoining  the  end  of  the  face-plate,  and  by  being 
driven  in  or  through  the  wedge  draws  the  wedge  within  its  recess  so 
as  to  cause  the  jaws  to  clasp  the  ends  of  the  rails  firmly  .- 

The  inventor  says :  I  do  not  claim  the  vertical  projection  £  on  the 
jaw  B  for  the  purpose  of  protecting  the  ends  of  the  rails  from  wear, 
for  that,  or  its  equivalent,  has  been  previously  used. 

Nor  do  I  claim,  broadly,  the  use  of  i^edges  for  adjusting  the  mov- 
able jaw,  irrespective  of  the  arrangement  shown. 

But  I  claim  the  two  jaws  B  D  attached  respectively  to  the  base-plate 
A  and  wedge  0,  and  provided  with  the  horizontal  projections  c  d,  the 
base-plate  having  a  recess  a  formed  on  it  to  receive  the  wedge,  and  the 
wedge  secured  firmly  in  position  by  the  key  G,  substantially  as  and 
for  the  purpose  set  forth. 

No.  21,471. — Adam  Hay,  of  Newark,  N.  J.,  assignor  to  Himself, 
RiLAS  W.  Miller  &  Lbbbbus  B.  Miller,  of  said  Newark. — Improve- 
ment  in  Railroad  Chairs, — Patent  dated  September  7,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  aatm,  1st.  The  lip  projection  C,  formed  and 
adapted  substantially  as  represented  to  support  the  fiange  of  the  rail 
and  in  turn  to  be  supported  by  the  upper  portion  of  the  wedge. 

2d.  I  claim  a  chair  having  an  aperture  for  the  wedge  substantially 
as  described,  which  will  in  itself  contain  and  secure  the  wedge,  and 
yet  leave  it  free  to  support  the  flange  perpendicularly  and  to  bind  the 
rail  laterally,  substantially  as  described. 
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Sd.  I  claim  the  oombination  of  the  lip  C,  with  the  flange  of  the  rail 
and  the  wedge  B;  in  other  words,  I  claim  the  support  of  the  flange 
by  the  lip  and  the  supports  of  the  lip  by  the  wedge,  affording  a  firm 
rest  for  the  flange,  at  the  same  time  preventing  by  this  combination  of 
wood  and  iron  ail  vibration  and  jar. 

4th.  I  claim  the  combination  on  the  chair  of  the  wooden  plug  e  and 
the  screw  D,  in  the  manner  and  for  the  purpose  described. 

No.  21,956.— Puny  F.  Hall,  of  Troy,  N.  Y .—Improvement  in  Rail- 
rocui  Chairs. — Patent  dated  November  2,  1858. — The  nature  of  this 
invention  consists  in  forming  a  compound  chair  that  will  firmly  grasp 
and  hold  the  end  of  rails  so  as  to  entirely  prevent  them  from 
-working  under  the  action  of  the  train,  and  securing  them  to  the  tie  by 
the  same  bolts  that  are  used  to  draw  the  parts  of  the  chair  together, 
making  a  secure  and  permanent  fastening  for  the  ends  of  rails. 

Claim. — The  combination  of  the  plates  bb  c  and  lips  or  jaws  a  and 
c,  together  with  the  draw  bore  spiking  of  the  same,  by  which  they 
are  keyed  and  also  wedged  and  fisistened  to  the  tie  by  one  operatioUi 
all  as  specified  and  for  the  purposes  set  forth. 

No.  21,986. — Jambs  H.  Simmon^,  of  Painted  Post,  N.  Y. — Improve- 
ment in  Railroad  Chairs. — Patent  dated  November  2,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  construction  of  a  chair  raised  in  the  centre  for  the  ends 
of  the  rails  to  rest  on,  as  shown  at  c  c,  and  sloping  from  near  the 
oentre  toward  each  end  of  the  chair,  leaving  a  space  between  the  rails 
and  the  chair  over  the  sloped  portion  to  accommodate  the  spring  of 
the  rails,  together  with  projections  Y  Y,  as  described. 

No.  19,306. — Jambs  Millikbn,  of  Philadelphia,  Pa. — Improvement 
in  Manufacture  of  Wrought  Iron  Railroad  Chairs. — Patent  dated  Feb- 
ruary 9,  1858. — The  pile  is  composed  of  a  series  of  bars  or  pieces  rolled 
into  the  several  shapes  shown  in  figures.  These  pieces  are  then  put 
together  in  the  following  manner,  the  piece  a  is  laid  in  the  floor,  the 
pieces  b  and  b^  are  then  placed  on  top  of  it,  and  c^is  laid  across  b  and  ft^, 
covering  the  joint.  The  pile  so  made  is  carefully  adjusted  and  inserted 
in  the  furnace  in  this  condition.  The  pieces  are  then  welded  in  the 
furnace  so  as  to  stick  together,  and  are  then  passed  successively  through 
a  series  of  grooves  in  rolls  of  the  shape  shown  in  the  figures,  and  thus 
finally  rolled  into  the  shape  as  shown  in  figures. 

Claim. — The  manufacture  of  railroad  chairs  by  forming  a  pile  of  the 
side  pieces  b  and  6^ ,  in  connexion  with  the  pieces  a  and  d,  in  the  manner 
and  substantially  as  described. 

No.  20,057. — M.  C.  Gardner,  of  Rochester,  N.  Y. — Improvement  in 
Buffer  Heads/or  Railroad  Couplings. — Patent  dated  April  27,  1858. 
— The  nature  of  this  invention  consists  in  a  certain  construction  or 
adaption  of  two  cast  iron  blocks  seen  in  fig.  2,  to  the  wrought  iron 
draught  bar  fig.  1,  so  that  they  may  form  a  suitable  and  efficient  bufler 
head  when  united  thereto. 

Claim. — ^The  peculiar  shape  of  the  wrought  iron  bar  and  cast  iron 
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blocks  described,  whereby  the  whole  may  be  easily  and  firmly  nnfted 
by  means  of  the  band  B,  fig.  3. 

No.  20,040.— En  T.  Conner,  of  the  Borough  of  East  Mauch  Chunck, 
Pa. — Improvement  in  Frogs  for  BaUroad  Oroaaings. — Patent  dated 
April  27,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

I  claim,  1st.  The  construction  of  a  frog  with  a  central  part  B  raised 
above  and  projecting  over  the  bar  C,  and  also  the  ledges  D  D,  in  com- 
bination with  the  frog  describftd,  for  the  purpose  of  securing  to  the 
frog  and  making  use  of  in  combination  with  the  frog  any  ordinary 
rail  used  upon  railroads,  substantially  as  described. 

2d.  The  wedge  and  dove-tail  shaped  cavity  E  in  the  central  part  B, 
in  combination  &s  aforesaid,  for  the  purpose  of  securing  the  point  A, 
substantially  as  described. 

3d.  The  cavities  or  depressions  F  G  and  F^  GMn  the  base  0,  in 
combination  as  aforesaid,  for  the  purposes  substantially  as  described. 

4th.  The  wedge  and  dove-tail  shaped  point  A  to  fill  the  cavity  £ 
in  the  central  part  B,  so  constructed  that  the  same  can  be  removed  for 
repairs,  and  removal  in  the  manner  described. 

No.  21,942. — William  Chadwick  and  S.  J.  B.  Anderson,  of  Terra 
Haute,  Indiana. — Improved  BaUroad  Ditching  Machine.  —  Patent 
dated  November  2,  1858. — The  nature  of  this  invention  consists  in  a 
series  of  levers  arranged  upon  a  railroad  car  and  extending  over  the 
sides  and  arranged  to  hold  or  operate  scoops  or  scrapers  to  take  the 
earth  from  the  side  of  the  rail  track  to  make  a  ditch  by  the  side  of 
the  railroad  on  which  the  car  runs  that  carries  the  levers.  Also  in 
makinff  the  scoops  or  scrapers,  so  that  they  can  be  worked  either  end 
forward,  the  same  side  up  to  be  filled.  Also  in  making  a  vibrating 
mouth  piece  to  the  scrapers  that  can  be  woiked  so  as  to  aid  in  loading 
the  scraper. 

The  inventors  say  :  We  daim  the  levers  2  4  7  and  9,  arranged  on 
a  car,  substantially  as  described,  for  holding  the  scoops  at  the  side  of 
the  car^  and  for  adjusting  or  raising  and  lowering  them,  as  required. 

We  also  claim  the  levers  13  5  6  8  and  10,  arranged  on  a  railroad 
car,  as  described,  for  operating  the  scoops  so  as  to  catch  their  load  of 
earth,  and  for  dumping  them  as  required. 

We  also  claim  the  scoops  F  F^,  made  as  described,  so  that  they 
may  be  worked  either  end  iorward  the  same  side  qp,  to  be  filled. 

We  claim  the  vibrating  mouth  piece  x,  hinged  to  the  scoop,  so  as 
to  be  vibrated  substantially  as  described. 

No.  21,067. — Jambs  M.  Dick,  of  Buffalo,  New  York. — Improvement 
in  BaUroad  Frogs. — Patent  dated  August  3,  1858. — This  invention 
consists  in  the  arrangement  of  the  rails,  which  form  the  frog,  upon 
chairs  by  which  either  limb  of  the  frog  can  be  removed  without  dis- 
turbing the  other  parts  ;  in  the  combination  of  a  rebated  chair  with 
an  underhanging  jaw  attached  to  the  end  of  the  movable  rail,  which, 
while  keeping  the  rail  from  rising,  also  allows  it  to  move  a  consider- 
able distance  longitudinally  without  interfering  with  its  action,  and 
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algo  ikllows  it  to  be  freelj  removed  when  the  spikes  are  drawn,  which 
hold  the  fixed  part  of  said  rail ;  and  also  in  placing  the  frog  upon 
chairs  in  such  a  manner  as  to  leave  an  open  space  under  the  rails  at 
the  point  of  contact  of  the  rail  E,  with  rails  B  and  C,  to  allow  par- 
ticles of  dirt,  &0.J  which  might  work  in  between  the  rails  at  this 
point,  to  escape. 

The  inventor  says :  I  daim,  first,  the  construction  of  the  chairs 
and  arrangement  of  the  parts  of  the  frog  upon  them,  in  the  manner 
described,  by  which  I  am  enabled  to  remove  any  part  of  the  frog 
without  disturbing  the  other  parts,  as  set  forth. 

Second.  The  combination  of  the  underhanging  jaw  upon  the  rail 
E,  with  the  rebated  chair-  K,  as  described,  for  the  purposes  set  forth. 

Third.  Arranging  the  frog  upon  chairs  in  such  a  manner  as  to 
leave  open  space  below  the  rails  at  the  point  where  the  rail  E  comes 
up  to  the  rail  B  and  C,  substantilly  as  and  for  the  purpose  set  forth. 

No.  21,426. — GardnkrB.  Lillibridgb,  of  Wayne  county,  Michigan. 
— Improvement  in  Bailrodd  Indicator — Patent  dated  September  7 , 
1858. — The  nature  of  this  invention  consists  in  enabling  any  party 
employed  on  a  railroad  train  (a  brakeman  for  instance)  to  apply  a 
key  (which  is  kept  in  the  possession  of  the  party)  to  the  indicator  and 
exhibit  to  the  view  of  the  passengers  on  leaving  a  station  the  next 
station,  together  with  the  distance  to  the  same,  as  also  its  distance 
from  either  end  of  the  railway. 

The  inventor  says :  I  do  not  claim  the  cylinders  and  scroll  or  the 
friction  rollers,  they  being  of  ancient  origin.  ^ 

But  I  daim  the  trap  or  obscurer,  in  combination  with  my  peculiar 
method  of  exhibiting  the  number  of  miles  between  stations. 

I  also  claim  a  movable  cradle,  which  contains  and  confines  the 
cylinder's  scroll  and  friction  rollers  in  combination  with  the  screw  for 
regulating  the  tension  of  the  scroll,  for  the  purposes  specifically  set 
forth. 

No.  19,675. — LbvbrbttBall,  of  Auburn,  New  York. — Improvement 
in  BaUread  ^at29.~Patent  dated  March  23,  1858.~The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  use  of  plates  C,  inserted  at  the  middle  and  ends  of  the 
sections  of  compound  rails  in  combination  with  said  sections,  locked 
together  throughout  their  whole  length  ;  thus  binding  the  rail  to- 
gether like  a  solid  continuous  rail ;  the  whole  being  constructed  and 
arranged  substantially  as  set  forth  for  the  purposes  specified. 

No.  20,007. — E.  W.Stephbxs  and  Richard  Jenkins,  of  Covington, 
Kentucky. — Improvement  in  Railroad  Bails. — Patent  dated  April  20, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Constructing  a  tubular  T  rail  when  the  walls  B  B  are 
welded,  forced,  or  pressed  together  from  C  to  C,  or  from  the  base  of 
the  rail  up,  as  represented  and  before  described,  (or  so  near  together 
that  when  the  weight  is  placed  on  the  rail  in  using  it,)  the  walls  will 
force  together,)  combined,  with  the  walls  made  concaving  on  their 
outside  at  d  d,  from  near  the  top  of  the  rail  down,  a  short  distance 
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below  where  they  are  made  to  me  t  for  the  purpose  of  making  the 
walls  brace  inwards,  with  which  combined  structure  and  form  of  rail 
we  can  make  a  stronger  one  with  the  same  quantity  of  metal,  as  men- 
tioned and  described  m  the  specification. 

No.  21,097. — Michael  J.  Waldron,  of  Dunkirk,  New  York. — Im^ 
provement  in  Connecting  Railroad  Bails. — ^Patent  dated  August  3, 
1858. — In  the  engravings  a  indicates  the  rails,  b  the  chair,  c  the  pro- 
longation of  the  chair,  d  the  sides  of  the  chair,  ethe  bolt,  /  the  recess 
in  the  ends  of  the  rails,  g  the  key  of  the  bolt,  h  the  washer,  t  the  nut, 
k  the  ties,  and  I  the  spikes 

The  inventor  says :  I  claimy  first,  placing  the  ends  of  the  rails  in  a 
suitably  constructed  chair  between  two  ties,  both  of  the  ties  being 
used  as  a  bearing  or  supporting  surface  to  the  chair,  substantially  as 
described. 

Second.  I  claim  the  bolt  in  the  enlarged  recess  in  the  ends  of  the 
rails  and  the  jaws  or  lapped  part  of  the  chairs  as  an  arrangement  of 
means  for  forming  an  elastic  or  spring  joint  for  the  ends  of  the  rails, 
as  set  forth. 

No.  21,241. — SiDNBY  A.  Bbers,  of  Brooklyn,  New  York. — Improve^ 
mentin  Railroad  Rails. — Patent  dated  August  24,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  construction  of  cast  or  other  iron  rails,  as  set  forth  in 
the  specification  and  drawings,  when  combined  in  their  formation 
with  the  lugs  or  cleats  h  h  and  c  c,  as  shown  in  figure  1,  for  the  pur- 
pose of  receiving  a  flat  iron  plate  or  wedge  for  securing  the  ends  of 
the  rails  evenly  together,  and  giving  the  rail  additional  strength  at 
the  point  of  connexion. 

No.  22,376. — Augustus  Plinta,  of  New  York,  N.  Y .—Improvement 
in  Railroad  Rails. — Patent  dated  December  21,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  construction  of  a  railway  rail  by  forming  the  same 
hollow  of  an  elliptical  or  oviform  shape  in  c^oss  section,  the  lower 
portion  of  the  arch  being  extended  into  a  foot  or  flange,  and  a  seg- 
ment of  the  upper  arch  being  extended  into  a  lip  or  face  for  the  tread 
of  car  wheels,  slots  being  made  through  the  bottom  and  across  the 
lower  part  of  the  body  of  the  rail,  substantially  in  manner  and  form 
and  for  the  purposes  set  forth  in  the  specification. 

No.  20,928. — K.  H.  Allbji,  of  Worcester,  Massachusetts. — Improve* 
ment  in  Connecting  the  ends  of  Railroad  £atb.-^Patent  dated  July  20, 
1858. — The  nature  of  this  invention  is  in  the  use  of  a  chair  A  which 
extends  from  one  tie  to  another,  in  conjunclion  with  railroad  rails 
which  have  open  horizontal  slots  in  their  meeting  end  and  an  elliptical 
or  spheroidal  band  D,  which  passes  through  the  slots  in  the  ends  of 
the  I  ails  E  E  and  underneath  the  chair  and  is  fastened  by  an  adjusta- 
ble wedge  F  firmly  in  place.  This  arrangement  so  secures  the  joints 
of  rails  that  the  weight  of  the  engine  ana  train  over  the  same  does 
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not  depress  or  deflect  the  point  of  janction  to  a  greater  degree  than 
other  portions  of  the  rails  are  depressed. 

Claim. — The  combination  of  the  rails  E  E,  elliptical  or  spheroidal 
band  D,  chair  A,  and  adjustable  wedge  F,  all  arranged  and  con- 
structed substantially  as  and  for  the  purposes  set  forth. 

No.  19,555. — M.  FiSHBR,  of  Trenton,  New  Jersey. — Improvement  in 
Splice  for  Joints  of  BaUrocid  Rails. — Patent  dated  March  9,  1858. — 
The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — The  combination  of  the  sole  piece  a,  forelocks  /,  and  bolt 
or  bolts  bj  fyr  splicing  the  ends  of  rails  on  railroads,  constructed, 
arranged,  and  employed  substantially  in  the  manner  and  for  the  pur- 
poses specified. 

No.  21,014.— Ellwood  Morris,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Splice  Pieces  for  Railroad  Rails. — Patent  dated  July 
27,  1858. — ^The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

The  inventor  says :  I  do  not  claim,  broadly,  splicing  together  the 
ends  of  two  rails  by  plates  bolted  to  t^e  sides  of  the  same,  as  this 
device  has  been  heretofore  used  both  in  this  country  and  in  Europe. 

But  I  daim  splicing  together  the  ends  of  the  two  rails  A  A^  by 
means  of  a  plate  or  plates  B  B^  so  bent  and  formed  and  so  secured 
to  the  opposite  sides  of  the  two  rails  as  to  embrace  the  lower  flanches 
of  the  same,  and  have  longitudinal  bearings  against  the  sides  and  at 
points  above  and  below  the  narrowest  portion  of  the  rails,  leaving  a 
longitudinal  open  space  between  these  points,  transversely  through 
which  space  pass  the  bolts  C  for  securing  the  splice,  the  whole  being 
arranged  subistantially  in  the  manner  set  forth  and  for  the  purpose 
specified. 

No.  19,361. — Henry  T.  Hartman,  of  Lexington,  Va. — Improve- 
ment  in  Railroad  Snow  Ploughs. — Patent  dated  February  16,  1858. — 
As  the  snow  is  gathered  lit  the  mouth  of  the  clearer  A,  it  is  forced  up 
the  short  incline  into  the  car.  This  car  is  divided  by  a  partition  a, 
which  separates  the  car  into  two  compartments  0  0.  The  floor  of 
the  car  is  made  to  conform  to  the  two  sides  D  D  of  the  clearer. 
Doors  or  gates  E  E  E  E  are  employed  on  either  side  of  the  car, 
reaching  down  to  the  bottom  of  the  inclined  floor^  where  they  are 
secured  by  bolts  F  F.  When  the  compartments  C  C  are  filled  with 
snow,  the  doors  are  raised  and  the  snow  falls  off  some  distance  from 
the  track. 

Claim. — The  combination  of  the  inclined  clearer  A  with  the  double 
inclined  bottom  of  the  car,  in  the  manner  and  for  the  purposes  set 
forth. 

No.  19,339.— Jabbz  K.  Babcock,  of  Honeoye  Falls,  N.  Y.— Im- 
provement in  Railroad  Snow  Ploughs  — Patent  dated  February  16, 
1858. — ^This  improvement  consists  in  having  two  oblong  rectangular 
boxes  A  A  placed  parallel  with  each  other  upon  a  truck  B,  and  so 
mounted  that  when  filled  they  can  be  readily  tilted^  and  the  snow 
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discharged  from  them.  An  inclined  plane  G  is  monnted  on  wheels, 
and  connected  to  the  front  end  of  the  trnck  to  form  a  share,  and  the 
onter  sides  of  the  boxes  are  provided  with  doors  6,  peculiarly 
arranged,  so  that  they  may,  when  necessary,  be  adjusted  to  form 
mould  boards  or  deflectors,  and  the  plough  rendered  capable  of  clearing 
the  rails  of  snow. 

The  inventor  says :  I  daim  forming  the  body  of  the  plough  or 
device  of  two  boxes  A  A,  mounted  on  the  truck  B,  substantially  as 
shown,  so  that  said  boxes  may  be  tilted  for  the  purpose  of  readily 
discharging  their  contents. 

I  also  claim,  in  combination  with  the  boxes  A  A,  the  inclined 
plane  C,  mounted  on  wheel  e,  and  applied  to  the  truck'  D,  substan- 
tially as  and  for  the  purpose  specified. 

I  further  claim  attaching  the  doors  b  to  the  boxes  A  A  by  means 
of  the  rods  d  fitted  in  the  pivoted  bearings ^  at  one  end,  and  provided 
with  hooks  k  at  the  opposite  ends,  whereby  the  doors  are  rendered 
capable  of  being  adjusted  either  parallel  with  each  other,  and  forming 
sides  for  the  boxes  A  A,  or  in  oblique  positions  to  form  mould-boards 
or  deflectors,  for  the  purposes  set  forth. 

No.  19,847. — John  M.  Harvbt,  of  Amsterdam,  N.  Y.,  and  N.  J. 
BbokbR;  of  Florida,  N.  Y. — Improvement  in  Railroad  Station  In-- 
dicator. — Patent  dated  April  6,  1858. — The  claim  and  engravings 
will  give  the  reader  an  idea  of  the  nature  of  this  invention. 

The  inventors  say  :  We  daimj  first,  the  arrangement  of  a  series  of 
separated  printed  indicating  cards,  plates,  or  boards  on  a  flexible 
endless  bolt  or  chain,  and  having  the  same  revolve  over  a  flat,  square, 
or  many-sided  revolving  shaft  within  a  case  which  has  a  transparent 
front,  substantially  as  set  forth. 

Second.  The  employment  of  a  self-adjusting  forked  rod  leading 
down  to  the  railroad  rails,  and  furnished  with  a  catch  on  each  prong, 
in  combination  with  projections  on  the  corners  of  the  square  or  many- 
sided  shaft,  a  reversing  cam,  and  double  inclines  or  bevel  stops, 
arranged  along  the  track  at  the  different  staMons  or  streets,  substan- 
tially as  and  for  the  purposes  set  forth. 

Third.  The  combination  of  a  spring  self  adjusting  bell-hammer  and 
bell  with  the  square  or  many-sided  shaft  and  its  projections,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  19,880. — Charles  J  SMrrn,  of  North  Prairie,  Wis. — Improve- 
ment in  Railroad  Station  Indicators. — Patent  dated  April  6,  1858. — 
This  invention  is  intended  as  a  railroad  indicator  for  the  purpose  of 
indicating  and  announcing  to  passengers  the  names  of  stations  on 
railroads. 

The  inventor  says:  I  claim  neither  the  cylinders  nor  the  scroll, 
but  I  claim  the  shifting  lever  or  bar  B,  and  the  mode  of  adjusting  it 
by  means  of  the  index  finger  at  the  end  of  the  crank  shaft  F  in  such 
manner  as  to  cause  the  rollers  or  cylinders  to  revolve  in  opposite 
directions  by  means  of  the  same  application  of  power  in  combination 
with  the  pin  or  stops  upon  the  lever  A  and  the  slots  or  openings  in 
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the  aforesaid  shifting  lever  or  bar  B,  arranged  spedficallj  as  shown 
and  described  for  the  purposes  set  forth. 

No.  19.304. — William  McVeigh,  of  Boone,  IW.— Improvement  in  the 
Mode  of  Operaiing  Railroad  Station  Pumps, — Patent  dated  February 
9,  1858. — When  a  train  passes  over  the  road,  every  car  upon  which 
the  roller  I  and  toggle  joint  K  are  placed  in  position  for  operating, 
operates  upon  the  ciouble  inclines  C  C^  alternately,  and  by  means  of 
the  levers  D  D^  produces  a  reciprocating  motion  of  the  piston  of  the 
pump  H.  The  levers  F  F^  are  made  cam-shaped  at  the  end,  so  that 
by  turning  them  over  into  the  position  opposite  to  that  in  which  tney 
are  represented,  the  incline  to  which  it  is  hung  is  let  down  by  lowering 
the  bcMEiring  of  the  lever  to  which  the  cam-lever  is  attached. 

Claim  — I  claim  the  combination  of  the  roller  I,  the  inclines  C  C% 
the  levers  D  D  S  the  lever  J,  and  pump  H,  arranged  as  described,  for 
the  purpose  set  forth. 

No.  20, 108. — Benjamin  M.  Van  Dervbbr  of  Clyde,  N.  Y. — Improve- 
ment in  Machinery  for  Supplying  Tenders  with  Waier  at  Railrocui  Sta- 
tions.— Patent  dated  April  2T,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  application  of  the  described  pipes  to 
the  water-houses  of  railroad  stations,  or  to  any  other  place  for  the 
same  purpose. 

I  also  claim  the  combination  of  these  pipe-heads  and  pipes,  acting 
upon  one  bore  or  nipple,  in  the  manner  shown  and  described. 

I  disclaim  the  hinged  joint. 

No.  20,959. — George  K.  Smith,  of  Ithaca,  N.  Y. — Improvement  in 
Railroad  Switches. — Patent  dated  July  20,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daim  the  rack  c,  and  pinion  at  the  base  of  a 
perpendicular  rotating  or  partially  rotating  shaft,  when  combined  with 
a  spring  lever  A,  and  a  circle  or  a  segment  of  a  circle  ;  said  lever  being 
fixed  at  right  angles  to  said  shaft  a,  and  playing  on  said  circle  or 
segment,  and  into  slots  in  the  same,  and  said  segment  or  circle  being 
horizontal. 

Further,  I  claim  the  above  named  combination  when  further  com- 
bined with  a  signal  lantern  Z,  which  lantern  revolves  wholly  or  in 
part  when  adjusted  to  the  top  of  said  shaft,  said  lantern  having  different 
colored  glasses,  and  revolving  on  an  axis  drawn  perpendicularly 
through  the  centre  of  said  lantern. 

No.  21,006.~S.  N.  Lennon,  of  Deposit,  N.  Y .—Improvement  in 
Signal  Lantern  for  Railroad  iSu?i^cAe«.— Patent  dated  July  27,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  colored  and  sliding  glass  plates 
have  been  employed  for  signal  lamps  or  lanterns  and  analogous  pur- 
poses, and  I  therefore  do  not  claim  broadly  the  use  of  such  plates. 

But  I  daim  attaching,  the  colored  glass  plates  or  slides  e  /,  two  or 
more  of  which  are  placed  at  each  side  of  the  lantern,  to  a  pendulous 
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frame  c  placed  within  the  lantern,  and  arranged  in  such  relation  with 
the  colored  plates  or  slides  e  /,  as  to  operate  in  connexion  with  the 
switch  lever  Fy  substantially  as  described  and* for  the  purpose  set  forth. 

No.  20,620. — Waltbr  Brybnt,  of  Boston,  Mass.,  assignor  to  Daniel 
D.  Badger,  of  New  York,  N.  Y. — Improvement  in  Combined  Railroad 
Track  and  Cast-Iron  Pavement. — Patent  dated  June  22,  1868. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  combination  of  a  cast-iron  pavement 
and  railway,  cast  and  united  together  in  suitable  sections,  substantially 
as  described. 

I  also  claim  the  combination  of  the  tenons  a  a,  mortises  b  b  on  the 
ends  of  the  rails,  and  the  alternate  over  and  under  lapping  tongues 
c  don  the  edges  of  the  pavement,  substantially  as  specified,  for  the 
purpose  of  interlocking  the  adjacent  sections  of  the  combined  pavement 
and  railway. 

No.  19,440. — Pblatiah  Osgood,  of  Waterville,  Me. — Improvement 
in  Railroad  Track  Nearer*.— Patent  dated  February  23,  1858.— The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  mode  of  supporting  each  scraper, 
viz,  by  a  chain  or  its  equivalent,  the  swinging  bar  B  or  B^,  and  the 
horizontal  bar  or  bars  thereof  connected  with  the  frame  F,  substan- 
tially as  specified. 

I  also  claim  combining  with  each  scraper  supporter,  made  as  de- 
scribed, a  balance  spring  I,  or  equivalent  device,  and  a  pressure  spring 
ly  to  operate  in  the  manner  and  for  the  purpose  specified. 
.     I  also  claim  the  particular  mode  of  making  each  scraper,  viz,  with 
a  cleaning  notch  at  its  heel,  and  a  riding  curve  at  its  toe  or  inner  end. 

I  also  claim  applving  the  wing  bars  of  the  scrapers  to  their  support- 
ing bars,  so  that  the  former  may  have  a  lateral  swing  or  play,  and 
connecting  the  two  swing  bars,  substantially  as  specified,  viz,  by  a 
rod  and  spring,  or  equivalent  devices,  the  whole  being  in  order  that 
the  scrapers,  while  being  drawn  over  the  track,  may  be  preserved  in 
close  contact  with  the  inner  edges  of  its  rails,  and  pass  obstructions, 
however  the  distance  between  the  rails  may  vary. 

No.  19,241. — Frederick  P.  Dimpfel,  of  Philadelphia,  Pa. — Im- 
provem^ent  in  Mode  of  Laying  Railroad  Tracks. — Patent  dated  Feb- 
ruary 2,  1858. — A  A  are  the  rails,  B  B  are  the  string  timbers  which 
are  cut  out  on  their  inner  or  adjacent  sides,  to  fit  to  and  receive,  each 
nearly  one-half  of  their  respective  rail :  a  a  are  bolts  which  pass 
through  the  two  string  timbers  and  through  holes  in  the  rail,  and  are 
made  by  means  of  nuts  b  b. 

The  inventor  says  :  I  do  not  claim  laying  rails  on  string  timbers. 

But  I  cfmm  the  clamping  of  each  line  of  rail  between  two  lines  of 
string  timbers  into  which  the  rails  are  fitted,  substantially  as  described, 
so  as  to  receive  not  only  a  lateral,  but  a  vertical  support  therefrom, 
both  at  the  base  and  head,  thereby  increasing  the  bearing  surface  of 
the  rail,  keeping  the  several  lengths  of  rail  in  place  at  the  joints 
and  other  parts,  enabling  a  lighter  rail  to  be  flsed  than  that  ordinarily 


IX. — CIVIL  ENGIKEBBING.  169 

employed,  and  making  a  less  solid  and  at  the  same  time  a  less  flexible 
track. 

No.  21,406. — E.  U.  Brnedict,  of  Horicon,  Wis. — Improvement  in 
Joints  for  BaUroad  Tracks,— FeLtent  dated  September  7,  1S58.— The 
object  of  this  invention  is  to  prevent  the  depression  of  the  rails  at  the 
junction  of  the  bars,  and  the  consequent  battering  and  lamination 
of  the  ends  of  the  bars  by  the  passing  of  the  trains  over  them.  It  con- 
sists in  a  joint  plate  constructed,  applied  and  secured  to  the  ends  of 
the  bars  in  a  novel  manner  to  effect  the  above-named  object. 

Claim. — The  combination  of  the  ends  of  the  rail  A  with  the  pecu- 
liarly constructed  wrought  iron  T-shap>ed  joint  plate  B,  by  means  of 
the  stirrup  bolts  c,  which  pass  from  the  upper  surface  of  the  base  b 
of  the  rail  through  the  said  base,  and  through  the  lips  a  of  the  plate 
B,  and  around  the  lower  edge  or  pan  of  said  plate,  substantially  as 
and  for  the  purposes  set  forth. 

No.  19,165. — Charles  A.  Wakefield,  of  New  Haven,  Conn. — 7m- 
pravement  in  the  Joints  of  Railroad  Tracks. — Patent  dated  January 
19,  1858. — This  invention  provides  a  joint  so  made  by  having  pieces 
of  unequal  size  cut  from  the  opposite  sides  of  the  head  of  the  rail,  so 
that  when  pieces  of  iron  are  bolted  in,  there  is  no  part  of  a  break  more 
than  one-third  the  diameter  of  the  rail,  and  consequently  the  wheel 
always  has  a  bearing  of  two-thirds  of  any  part  of  the  joint. 

The  inventor  says :  I  do  not  claim,  broadly,  the  employment  of 
splice-pieces  for  the  purpose  of  uniting  the  ends  of  rails,  nor  do  I  claim 
the  invention  of  chairs^  one  portion  whereof  is  so  fastened  as  to  form 
a  false  rail  fitting  into  corresponding  notches,  cut  out  of  the  ends 
of  the  true  rails,  as  in  Hawley  &  Forbush's  rejected  device,  1854. 

But  I  claim  forming  cavities  of  unequal  length  in  the  opposite  sides 
of  the  heads  of  the  two  lengths  of  rail  at  the  joint,  and  fitting  to  the 
sides  of  the  neck  of  the  rail  two  plates  with  upward  projections  to  fill 
the  said  cavities,  and  form  a  continuation  of  the  heads  of  the  rail^ 
substantially  as  and  for  the  purpose  set  forth. 

No.  21,971. — Elias  B.  Lowman,  of  Bell  Air,  Ohio. — Improvement 
in  Miners'  Railroad  Turn  or  Circular  Switch. — Patent  dated  November 
2,  1858. — The  nature  of  this  invention  consists  in  a  circular  section  of 
a  railroad  track,  combined  with  two  straight  sections  crossing  each 
other  at  right  angles,  at  or  near  the  centre  of  the  outside  rail  of  the 
circular  section,  in  such  a  manner  as  not  to  obstruct  the  free  passage 
of  cars  along  the  main  straight  track  leading  into  the  mines. 

Claim. — The  arrangement  of  the  crossings,  as  seen  at  letters  C  D  E  F 
M  N  i&  L  in  fig.  1,  together  with  its  adaptation  to  the  working  of  miners 
on  either  side  of  the  entry  by  reversing  its  position  on  the  main  stem. 

No.  21,007.— E.  E.  Lewis,  W.  B.  Dunning,  and  C.  .Wheat,  of 
Geneva,  N.  Y. — Improvement  in  Compound  Rails  for  Railroads, — 
Patent  dated  July  27,  1858.— This  improved  compound  rail  consists 
of  a  foundation  rail  in  its  cross  section,  composed  of  an  upright  web^a 
with  an  ordinary  flanch  b  projecting  outward,  and  an  inner  one  pro- 
jecting inward  as  at  e  at  the  base.     Over  this  is  formed  a  cap  rail  of 
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wronght  iron  as  seen  at  c;  this  rail  fits  over  the  top  of  the  flanch  d 
like  a  saddle,  and  forms  the  surface  on  which  the  wheels  of  the  train 
roll. 

Claim. — The  cap  and  base  rail,  constructed  as  described  and  keyed 
together  as  specified  and  for  the  purposes  set  forth. 

No.  19,433. — Jambs  Edward  McConnbll,  of  Wolverton,  England, 
and  William  Beaton,  of  Chester  Place,  Regents'  Park,  England. — 
Improvement  in  the  construction  of  the  Permanent  way  of  Railroads. — 
Patented  in  England,  June  24,  1852 ;  patent  dat^  February  23, 
1868. — The  nature  of  this  invention  will  be  understood  by  reference  to 
the  claim  and  engravings. 

The  inventors  say  :  What  we  consider  to  be  novel  and  original,  and 
forming  the  main  features  of  this  invention  is  the  system  or  mode  of 
constructing  the  permanent  way  of  railways  described,  consisting  in 
the  use  of  right-angled  triangular  longitudinal  sleepers  and  cross- ties 
in  combination  with  wrought  iron  rails,  when  the  latter  are  constructed 
on  the  plan  specified,  and  when  all  the  parts  constituting  the  railway 
are  united  together  and  arranged  in  relation  to  each  other,  in  the 
manner  and  for  the  purposes  set  forth. 

No.  20,218. — Stephen  Bcotton,  of  Richmond,  Indiana. — Improve-' 
ment  in  Implement  for  shooting  missiles  at  Cows,  dtc.y  on  BaUroads. — 
Patent  dated  May  11,  1858. — The  nature  of  this  invention  consists  in 
inserting  a  tube  A  in  the  front  of  a  locomotive,  and  connecting  said 
tube  with  the  steam  in  such  a  manner  that  the  steam  may  be  allowed 
to  blow  off  through  the  tube  thereby  projecting  the  contents  of  said  tube 
along  the  track  in  advance  of  the  locomotive. 

The  inventor  says :  I  do  not  claim  the  tube  for  shooting  or  squirting 
steam  at  stock  in  front  of  a  locomotive,  for  that  has  been  done  before. 

Neither  do  I  claim  separatelyany  of  the  parts  described  in  the  second 
claim. 

But  I  daim,  first,  the  combination  of  a  tube  and  gravel  feeder  with 
a  locomotive,  for  the  purpose  described. 

Second.  The  arrangement  for  closing  and  opening  the  slide  K  when 
combined  with  lever  J  and  tube  A,  substantially  as  described. 

Third.  The  self-adjusting  valve  F  in  combination  with  the  tube  A, 
as  herein  described. 

Fourth.  The  elastic  disk  E  combined  with  the  tube  A  and  plug  D, 
for  purposes  set  forth. 

No.  19,718. — WiLUAM  Sellers,  of  Philadelphia,  Pa. — Improvement 
in  Turning  and  Sliding  Tables  for  BaUroads. — Patent  dated  March  23, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

Claim. — Interposing  the  central  part  or  box  between  the  ends  of 
the  truss  rail  beams,  in  such  manner,  substantially  as  described,  as  to 
make  use  of  the  width  of  the  said  central  part  or  box  as  a  portion  of 
the  length  of  the  said  beams,  and  the  said  beams  and  central  box  are 
80  constructed  and  connected  as  to  form  a  .table  entirely  supported 
from  the  central  part  or  box,  substantially  as  described. 
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No.  20,828. — Cornelius  A.  Stanclipf  and  James  Mingis,  of  Wil- 
liamsport,  Pa. — Improvement  in  Gontinuotts  Chair-Bails. — Patent  dated 
July  6,  1858. — The  claim  and  engravings  will  explain  the  natare  of 
this  improvement 

Claim* — The  combination  and  arrangement  of  the  part  A  A^  with 
the  protected  cushion  D  and  with  the  continuous  chair  B  which  latter 
is  aoapted  to  ibrm  two  lines  of  continuous  rigid  supports,  one  under 
each  side  of  the  body  or  tread  of  the  rail  whenever  the  elastic  material 
is  compressed  to  a  certain  extent^  substantially  as  above  described  and 
for  the  purposes  set  forth. 

No.  19,053. — Levi  B.  Ttno,  of  Jersey  City,  N.  J. — Improvement  in 
Bails  for  Bailroads. — Patent  dated  January  5, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — A  solid  enlargement  of  the  ends  of  railroad  rails,  in  order 
that  they  may  rest  more  firm  on  their  foundation  and  for  increasing 
their  strength  and  solidity,  thereby  rendering  them  less  liable  either 
to  fractures,  wear,  unevenness  or  destruction  at  their  ends  or  joints, 
essentially  in  the  manner  described  and  set  forth. 

No.  22,103. — John  Cochrane,  of  New  York,  N.  T. — Improvement 
in  Bails  for  Bailroads, — Patent  dated  November  16, 1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim, — The  inventor  says:  In  the  manufacture  of  wrought  iron 
rails  or  bars  for  railroad  tracks,  I  claim  the  making  or  forming  of  such 
rails  by  means  of  rolls  with  additional  metal  upon  the  crown  or  head 
thereof,  which  additional  metal  is  forced  into  the  head  or  top  part  of 
the  rail  by  a  second  process,  thereby  consolidating  the  head  or  top  part 
of  the  rail,  and  hardening  the  bearing  surface  thereof,  substantially 
as  described. 

No.  19,992. — John  B.  Hence,  of  Boston,  Mass. — Improvement  in 
Bails  for  Street  Bailroads.— Fektent  dated  April  20, 1858.— The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — In  a  cast  iron  rail  the  combination  of  the  supporting  lap 
and  dove-tailed  dowel,  the  said  dove-tail  being  cast  on  the  said  lap  as 
set  forth,  whereby  the  rails  are  rigidly  locked  and  prevented  from 
rising  or  falling,  or  moving  in  either  lateral  direction. 

No.  21,266.— John  C.  Mather,  of  New  York,  N.  Y. — Improvement 
in  BaHs  for  Switching  Cars  off  the  Track. — Patent  dated  August  24, 
1858. — The  nature  of  this  improvement  consists  in  a  new  arrangment 
and  combination  of  certain  devices  with  the  replacer  of  G.  Perley  (or 
any  other  constructed  on  a  similar  plan)  wherebv  the  cars  can  not  only 
be  easily  replaced  on  the  track  when  casually  thrown  therefrom,  but 
whereby  means  are  provided  for  switching  them  off  the  track,  or  from 
one  track  to  another,  should  occasion  require. 

Claim. — Providing  the  shoe  A  with  two  frogs  C  and  D  in  the  man- 
ner and  for  the  purposes  substantially  as  set  forth. 

No.  20,248. — Sidney  A.  Beers,  of  Kings  County,  N.  Y. — Improve- 
ment in  Fastening  Bailroad  Bails. — Patent  dated  May  18, 1858. — The 
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nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  I  do  not  claim  all  the  several  parts  or  devices  as 
set  forth  and  described  in  the  accompanying  specification  and  drawing 
separately. 

But  I  daim  the  use  of  a  bolt  or  bolts  with  nut- key  or  clinch  in  com- 
bination with  or  as  an  improvement  on  the  rail  patented  to  me  by 
Letters  Patent,  dated  October  27,  1857,  the  bolt  passing  directly 
through  both  rails  horizontally,  and  also  the  form  of  the  mortises 
separate  or  combined  for  the  object  and  purpose  set  forth  in  the  speci- 
fication and  claim,  and  for  no  other  purpose,  as  by  reference  to  the 
drawings  will  more  fully  appear. 

No.  20,281. — Sandpord  Mason  and  Edward  M.  Davk,  of  Michigan 
City,  Indiana. — Improved  Block  for  repairing  T-BaUs. — Patent  dated 
May  18,  1858. — The  nature  of  this  invention  consists  in  constructing 
a  jointed  anvil  capable  of  beiug  easily  opened  and  closed,  and  made 
so  as  to  fit  the  T  or  other  rail,  for  the  purpose  of  holding  them  in 
proper  position  while  they  are  bein^  repaired. 

Claim. — The  method  by  which  is  combined  the  clamps  B  B  with 
the  bed-piece  or  main  block  A  A  by  means  of  the  studs  or  trunnions 
C  C  and  the  concentric  bearings  D  E  and  E  D,  substantially  as  herein 
stated. 

No.  21,480. — E.  U.  Benedict,  of  Horicon,  WiB.—ImprovemerU  in 
Joints  for  T-Bails. — Patent  dated  September  14,  1858. — This  inven- 
tion consists  in  uniting  the  adjacent  ends  of  T-rails  by  means  of  two 
upright  plates  which  are  applied  one  on  each  side  of  the  rails,  and 
are  slotted  to  receive  portions  of  the  rails  left  projecting  between 
notches  cut  in  the  base  thereof,  said  notches  receiving  portions  of  the 
said  plates  between  the  slots,  and  the  rails  and  plates  being  secured 
together  by  gibs  and  keys  passing  through  the  plates  in  such  a  man- 
ner as  to  support  the  ends  of  the  rails. 

The  inventor  says  :  I  daim  the  combination  of  the  rails  with  the 
side  plates  B  B,  by  means  of  the  slots  a  a  in  the  plates,  the  recesses 
6  6  in  the  bases  of  the  rails,  the  gibs  C  G  CS  and  the  keys  D  D  D, 
the  whole  applied  and  operating  substantially  as  set  forth. 

And  1  also  claim  forming  the  gib  C^  applied  at  the  juncture  of  the 
rail  with  the  downward  rectangular  projection  g  to  serve  as  a  stay 
between  the  plates,  substantially  as  set  forth. 

No.  21,957. — William  Harvey,  of  Albany,  N.  T. — Improvement 
in  Joint  for  T-Bails. — Patent  dated  November  2,  1858. — The  plates 
G  D,  constructed  and  applied  and  tongued  together  by  tongues  passing 
through  the  rails  and  secured  by  keys  h  h^  clamp  and  lock  the  rails 
together  both  vertically  and  laterally  in  a  firm  manner,  so  that  neither 
can  move  without  the  other,  and  this  method  of  clamping  used  in 
connexion  with  a  plate  which  stands  up  flush  with  the  tread  of  the 
rail  on  the  outer  side  of  the  joint  makes  a  track  perfectly  continuous. 

The  inventor  says :  I  do  not  claim  the  invention  of  a  plate  which 
like  the  plate  C  stands  flush  with  the  face  of  the  rails  at  the  joint  to 
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Berve  as  a  bearing  for  the  wheels  in  passing  the  joint,  as  I  am  aware 
that  numerous  different  modes  of  applying  such  plates  have  been  pro- 
posed, neither  do  I  claim  generally  the  use  of  side  clamping  plates. 
But  I  claim  the  arrangement  and  combination  of  the  laterally 
toDgued  side  plate  D  with  the  rails  A,  chair  B^  and  side-piece  C^  as 
and  for  the  purposes  shown  and  described. 

No.  22,168,— OhbistianE.  Detmold,  of  Orange,  N.  J. — Improve- 
tnerU  in  the  mode  of  securing  the  ends  of  Railway  Bars, — Patent  dated 
NoYember  30,  1858. — The  claim  and  engravings  explain  the  nature 
ot  this  invention. 

Claim. — The  described  method  of  joining  rails  at  their  ends  to  form 
continuity  thereof,  without  the  use  of  chairs  or  plates,  of  bolts  or 
rivets,  or  of  any  other  fastening,  by  insertingiron  joint  pieces  of  such 
shape  as  to  fit  into  slots  in  the  shanks  of  two  contiguous  rail  ends, 
and  at  the  same  time  afford  a  support  to  the  head  of  said  rails, 
whereby  the  rails  are  permanently  kept  in  the  same  vertical  and  hori- 
zontal planes,  and  are  allowed  to  expand  and  contract^  substantially 
as  set  forth. 

No.  20,452. — Edward  W.  Stbphbns  and  Richard  Jenkins,  of  Cov- 
ington, Ky. — ImprovedBoUera/orBaUwayBars. — Patent  dated  June 
1,  1858. — The  nature  of  this  improvement  consists  in  the  combined 
arrangment  of  a  pair  of  vertical  rollers  a  6  c,  and  furnished  with 
grooves  10  11  12  13  14  to  suit  the  required  external  form  of  the  rail, 
which  vertical  rollers  will  be  employed  to  close  the  walls  of  the  rail 
any  required  distance  apart  as  the  rail  passes  the  last  time  through 
and  from  the  horizontal  rollers. 

Olaim, — The  combined  arrangement  substantially  as  represented  of 
the  horizontal  and  vertical  rollers  ah  c  and  d  d,  when  finished  with 
grooves  as  represented,  substantially  ibr  the  purposes  mentioned  in 
the  specification  and  represented  in  the  drawings. 

No.  22,031. — Augustus  Punta,  of  Albany,  N.  Y. — Improvement  in 
securing  the  ends  of  Railway  Bars. — ^Patent  dated  November  9,  1858. 
The  claim  an^  engravings  explain  the  nature  of  this  invention. 

Claim, — The  formation  of  a  smooth  joint  where  the  ends  of  hollow 
rails  meet,  by  inserting  therein  a  plug  of  iron  or  dowel,  movable  by 
a  pin  F  in  combination  with  a  transverse  wedge  D,  washers  C  G^  and 
wedge-shaped  spikes  E  E,  combined  and  arranged  substantially  as 
described,  when  used  without  a  chair. 

No.  22,196. — John  F.  Pbabodt,  of  Salem,  Massachusetts. — Improve- 
ment- in  securing  the  ends  of  Bailway  Bars. — Patent  dated  November 
30,  1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says :     I  daim  the  improved  mode  of  constructing  th 
chair  and  rails,  the  same  consisting  in  making  the  said  chairs  with  the 
two  reversed  dovetailed  recesses,  and  the  rails  with  dovetails  to  enter 
such  recesses,  the  whole  being  arranged  substantially  as  and  for  the 
purpose  described. 

I  also  claim  conducting  the  dovetailed  recessed  flanch-cap,  with  a 
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projection  extending  below  it,  in  connexion  with  making  the  baae 
plate  of  the  chair  with  a  recess  to  receive  such  projection^  the  same 
being  in  manner  and  for  the  purpose  specified. 

No.  20,841. — Amos  Burnham,  of  Taunton,  Massachusetts  ;  assignor 
to  Himself  and  Jambs  M.  Cook,  of  Taiinton  aforesaid. — Improvement 
in  Railway  Bridge  Signalizer. — Patent  dated  July  6,  1858. — ^The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  What  I  claim  is  my  improved  signal  apparatus 
consisting  of  a  series  of  pendants  D  D  D  and  an  arrangement  of  such 
as  described,  each  pendant  being  of  such  weight  as  not  to  be  capable 
of  being  ro  affected  by  ordinary  asrial  currents  produced  by  a  railway 
train  or  otherwise,  as  to  be  readily  blown  out  of  the  way  of  a  person 
on  the  top  of  a  car  or  train  or  the  load  thereof  while  such  may  be 
passing  under  it,  but  still  of  a  weight  not  capable  of  doing  or  causing 
material  injury  to  such  person  under  such  circumstances,  and  each 
pendant  being  arranged  at  such  distance  from  that  or  those  next  to 
it  as  to  ensure  contact  with  some  one  or  more  of  them  by  a  person 
when  on  the  roof  or  load  of  a  car,  and  being  carried  under  them,  and 
situated  at  such  an  elevation  as  to  be  in  danger  of  injury  from  a  bridge 
or  obstacle  toward  which  the  train  or  car  may  be  advancing. 

No.  21,380. — James  H.  Swbtt,  of  Tittsburg,  Pennsylvania. — 7m- 
provement  in  Soiling  Railway  Chairs. — Patent  dated  August  31, 1858. 
— The  nature  of  this  invention  consists  in  cutting  under  or  into  the 
solid  iron  for  the  purpose  of  forming  the  jaw  after  the  bar  is  rolled 
and  bent  into  the  proper  form,  and  thus  avoid  the  raising  up  and 
afterwards  bending  down  of  that  part  or  portion  which  is  to  consti- 
tute the  jaw  of  the  chair. 

The  inventor  says:  I  am  aware  that  the  portion  of  the  metal  that 
is  to  form  the  jaw  or  jaws  has  heretofore  been  raised  up  and  then  bent 
down  into  proper  position.  This  injures  the  fibre  of  the  metal,  and 
makes  a  bad  chair.     I  do  not  claim  any  such  method. 

But  I  claim  the  process  of  rolling  railroad  chairs,  the  cutting  under 
or  into  the  solid  iron  for  the  purpose  of  forming  the.  jaw,  after  the 
bar  is  rolled  and  bent,  and  thus  avoid  the  raising  up  and  afterwards 
bending  down  of  the  part  that  is  to  form  the  jaw,  as  heretofore  done. 

No.  20,T93. — William  Hall,  of  Springfield,  Massachusetts. — Im- 
provement in  Chairs  for  Railways, — Patent  dated  July  6,  1858.-r-The 
purpose  of  this  invention  is  to  furnish  a  convenient  splice  for  joining 
the  ends  of  rails,  which  can  be  used  without  cutting  or  fitting  the 
rails  in  any  way  therefor,  by  slitting,  boring  or  otherwise. 

The  invention  consists  of  a  simple  splice  of  metal  D  composed  of 
the  parts  shown  in  the  engravings  ;  a  is  the  sole  plate  on  which  the 
ends  of  the  rails  rest,  b  is  the  lips. 

Claim. — The  mode  described  for  securing  the  ends  of  rails,  con- 
structed, arranged  and  combined  in  the  manner  and  for  the  purpose 
set  forth. 
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No.  21,899.— Samuel  Nicolson,  of  BoBton,  MaBsachusetts. — 7m- 
provement  in  Bails  for  Street  Railways, — Patent  dated  October  26, 
1858. — The  claim  and  engravings  explain  the  natare  of  this  inven- 
tion. 

The  inventor  says :  I  do  not  claim  making  the  railway  car  wheel 
bearing  surface  of  the  rail,  with  a  flat  or  slightly  curved  top,  having 
its  corners  rounded  down  to  quadrantal  arcs,  such  being  the  common 
way  of  forming  said  rail. 

But  what  I  daim  is  making  the  rail  with  the  straight  or  slightly 
curved  inclined  surface  or  plane  o  c  arranged  with  respect  to  the  sur- 
face of  the  street,  as  shown  in  figs.  2  and  3,  and  for  the  purpose 
specified. 

I  do  not  claim  a  concave  curved  guard  d  e  for  the  flange  guard, 
but  what  I  do  claim  is  an  improvement  in  the  guard  in  making  it  a 
flat  plane,  arranged  as  shown  at  (2  e  in  fiffs  2  and  3. 

I  also  claim  making  the  inside  corner  of  the  rail  angular  with  refer- 
ence to  the  upper  suriiEtce  of  the  horse  tread  as  shown  at  /  in  figs.  2 
and  3. 

No.  19,704. — Stephen  H.  Long,  U.  S.  A.,  of  Louisville,  Ky. — 7m- 
provtmefU  in  Superstructure  of  BaUways. — Patent  dated  March  23, 
1858. — A  A  are  the  rails,  pierced  with  holes  for  the  reception  of  rivets 
or  bolts,  to  confine  the  rails  to  the  sleepers,  &c.;  ab  compensation 
grade  plates  pierced  with  holes  or  furnished  with  notches  or  mortises, 
corresponding  to  the  holes  at  and  near  the  ends  of  the  rails  ;  b  c  sta- 
stionary  or  intermediate  grade  plates  pierced  with  holes,  corres- 
ponding to  the  intermediate  holes  in  each  of  the  rails ;  d  d  are 
the  ribs  of  the  abutting  and  common  sleepers  C  G  ;  e  e  the  flanges  or 
semi-ribs  of  the  stationary  sleepers  D  D  ;  //  are  the  anchor  plates 
connected  with  the  abutting  sleepers  B  B, 

The  inventor  says  :  I  daim^  first,  the  combination  of  grade  plates 
and  ribbed  sills,  as  set  forth  and  for  the  purposes  specified. 

1  also  claim  bolting  the  rails  to  the  sill  through  the  grade  plates,  in 
such  manner  as  that  the  expansion  and  contraction  (or  creeping  as  it 
it)  termed)  of  the  rails  shall  not  be  communicated  to  the  grade  plates, 
which  allows  said  plates  to  retain  their  position  regardless  of  the 
moving  of  the  rails,  substantially  as  stated. 

No.  19,T36. — Elbazbr  S.  Gardner,  of  Philadelphia,  Pa.,  assignor 
to  Himself  and  John  H.  Gould,  of  said  Philadelphia. — Improvement  in 
Trades  for  City  BaUways.—Fekteut  dated  March  23, 1858,— The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  Disclaiming  the  exclusive  use  of  a  continuous 
tube  with  a  slot  on  the  top,  as  a  device  employed  in  atmospheric  rail- 
ways, I  daim  forming  between  the  rails  of  a  city  railroad  track  an 
underground  tunnel,  and  hanging  a  series  of  pulleys  within  the  same, 
said  tunnel  having  a  longitudinal  slot  near  tne  level  of  the  ground, 
and  being  otherwise  so  arranged  that  a  rope  may  be  used  for  drawing 
the  cars  along  the  track  without  impeding  the  passage  of  the  vehicles 
across  the  same. 
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No.  19,268. — WiLUAM  H.  Ward,  of  Auburn,  N.  T. — Improvemeni 
in  Turning  TaUes  far  BaUwaya. —Fektent  dated  February  2,  lh58  — 
The  nature  of  this  invention  will  be  understood  by  referring  to  the 
claims  and  engravings. 

The  inventor  says  :  I  daimj  first,  the  combination  of  the  turning 
platform  arranged  without  a  central  pivot  or  its  equivalent,  and  the 
grooved  circular  tracks,  the  sides  of  wnich  form  inclined  planes  sloping 
toward  the  centre  of  the  grooves,  with  a  series  of  balls  arranged  in 
the  grooves,  whereby  the  platform  of  the  table  is  free  to  yield  later- 
ally to  shocks,  and  again  assume  its  central  position. 

Second.  The  combination  of  the  curbing  2,  with  the  platform,  track 
and  balls,  when  arranged  in  the  manner  and  for  the  purpose  described. 

Third.  The  combination  of  the  clamping  mechanism  arranged  as 
described,  with  the  turning  platforms  by  which  the  table  may  be 
stopped  in  any  part  of  its  revolution,  and  the  lateral  movement  grad- 
ually arrested,  as  described. 

Fourth.  The  combination  of  the  clamping  mechanism  with  the  bell 
cranks,  and  connecting  rods,  or  their  equivalents,  by  which  all  the 
clamps  are  simultaneously  brought  into  action  by  either  of  the  clamp- 
ing levers. 

No.  21,060. — Eli  Brazlbton,  of  St.  Louis,  Mo. — Improvemeni  in 
Method  of  Removing  Submarine  Deposits. — Patent  dated  August  3, 
1868. — This  invention  is  designed  for  removing  mud,  sand,  or  gravel, 
from  within  the  holds  of  sunken  vessels,  and  also  any  sunken  or  sub- 
merged articles  designed  to  be  raised.  The  invention  consists  in 
effecting  the  object  by  forcing  a  stream  of  water  directly  over  the 
objects  to  be  raised,  or  causing  the  said  stream  and  the  articles  exposed 
or  rendered  accessible  to  submarine  divers. 

Claim. — Removing  eand,  mud,  or  gravel  from  within  sunken  wrecks, 
or  from  submerged  articles,  with  a  view  of  raising  the  same,  by  means 
of  a  current  of  water  forced  by  any  proper  means  through  a  tube  or 
spout  by  which  the  current  is  directed  and  made  to  act  at  the  desired 
spots,   substantially  as  described. 

No.  19,627.— WxLLiAM  T.  Db  Golyer,  of  Schenectady,  N.  T,— 
Roofing  Oement. — Patent  dated  March  16, 1858.— The  nature  of  this 
invention  consists  in  preparing  a  roofing  material  or  compound  which 
is  elastic  and  extensible  to  a  certain  degree  in  the  middle  or  lower  por- 
tion thereof,  while  the  upper  or  exterior  portion  is  made  of  metallic 
matter  which  by  oxidizing  expands  and  fills  up  the  pores  of  the 
exterior  coating,  and  at  the  same  time  becomes  itself  insoluble  in 
water,  so  that  an  elastic  and  substantial  roof  is  formed. 

The  inventor  says  :  I  am  aware  that  it  is  not  new  to  saturate  can- 
vas with  tar  and  earthy  matter  to  form  a  chemical  roofing  thereby. 

Nor  is  it  a  new  thing  to  mix  iron  filings  or  turnings  with  salt  and 
water,  or  lime  and  water  and  salt,  to  make  a  cement  to  unite  iron 
pipes,  or  even  to  form  a  chemical  roofing,  when  such  roofing  contains 
no  elastic  basis  to  prevent  cracking.  I  disclaim,  therefore,  all  these 
devices.  But  I  daim  combining  an  elastic  basis,  consisting  of  tar, 
canvas,  and  earthy  matter,  as  set  forth,  with  a  super-imposed  coat  of 
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iron  turnings  filled  in  with  earthj  matter,  in  the  manner  and  for  the 
purpose  set  forth. 

No.  21,553. — Gbobgb  W.  Gushing,  of  Chicago,  Illinois. — Improve- 
ment in  Roofing-Cements. — Patent  dated  September  21,  1858. — The 
component  parts  of  this  cement  are  asphaltum,  coal  tar,  and  the 
pitchey  residue  known  as  "residuary  gum,"  which  is  separated  from 
the  fatty  substances  in  the  manufacture  of  stearic  acid  for  what  are 
known  as  "star  candles,"  or  for  other  purposes.  For  tbe  first  coat 
there  are  used  for  every  pint  of  coal  tar  six  ounces  of  asphaltum  and 
two  and  a  half  ounces  of  the  residuary  gum,  but  for  the  second  coat, 
to  obtain  more  body,  there  are  used  for  every  pint  of  coal  tar  eight 
ounces  of  asphaltum  and  two  and  a  half  ounces  of  residuary  gunu 
These  quantities  serve  for  four  square  feet  of  roof. 

Claim. — The  roofing  cement  composed  of  asphaltum,  coal  tar,  and 
the  residuary  gum  specified,  combined  in  about  the  proportions  stated. 

No.  19,695. — ^Robert  Glbnnon,  of  New  Orleans,  La. — Improvement 
in  Roofing-Cement  Composition. — Patent  dated  March  23,  1858. — The 
subject  matters  are  composed  of  fluids  and  solids,  as  follows:  First  is 
a  composition  of  three  gallons  of  the  spirits  of  turpentine  with  five 
pounds  of  Vandyke  brown,  which  must  he  well  stirred  and  kept  until 
the  others  are  prepared.  Second  is  a  composition  of  three  salloDS  of 
alcohol  with  five  pounds  of  gum  shellac,  which  also  must  be  stirred 
well.  Third  is  a  composition  of  five  gallons  of  linseed  oil,  boiled,  one 
pound  oil  of  amber,  one  gallon  of  Japan  varnish,  six  pounds  of  sul- 
phate of  zinc,  and  forty-six  gallons  of  coal  tar,  mixed  well  together. 
These  three  compositions  are  then  all  mixed  together,  thus  making 
the  fluid  portion.  The  solid  portion  is  composed  as  follows :  One 
half  bushel  of  fresh  slaked  lime,  four  quarts  plaster  of  Paris,  four 
quarts  of  red  ochre,  four  quarts  of  Spanish  whiting.  These  ingredi- 
ents are  to  be  mixed  together  and  dried  in  an  oven. 

The  inventor  says :  I  disclaim  the  compositions  patented  by  B.  H. 
Smith  and  0.  R.  Milks,  in  1867,  as  differing  from  my  invention. 

What  I  daim  is,  the  composition  made  up  of  the  ingredients  speci- 
fied^ in  substantially  the  proportions  and  in  the  manner  set  forth. 

No.  19,712. — Bradley  L.  Primb,  of  Hamilton,  Ohio. — Improvement 
in  Cement  Composition  for  Roofing. — Patent  dated  March  23,  1858. — 
The  composition  is  made  up  of  the  following  ingredients :  One  and  a 
half  gallons  coal  tar,  half  pound  vegetable  tar,  twelve  ounces  brim- 
stone, six  ounces  asphaltum,  one  and  a  half  pound  of  India  rubber, 
one  ounce  gutta  percha,  two  ounces  gum  copal,  ei^ht  ounces  red 
oxide  of  lead,  eight  of  red  lead,  eight  of  amber,  sixteen  Spanish 
whiting,  four  of  hydraulic  cement,  and  half  pint  Japan  varnish. 

The  inventor  says :  I  am  aware  that  some  of  the  ingredients  used 
by  me  have  been  employed  for  analogous  purposes  in  various  propor- 
tions, and  in  combination  with  various  other  substances.  Therefore, 
I  do  not  claim  broadly  the  employment  of  such  substances  in  roofing 
composition. 

But  I  daim  the  combination  of  the  substances  described,  in  sub- 
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stantially  the  proportions  set  forth,  for  the  manufacture  of  a  roofing 
composition. 

No.  20,173. — BiCHARD  SmoNS,  of  Rockford,  niinois. — Improvement 
in  Cements  for  Roofing. — Patent  dated  May  4,  1868. — The  ingredients 
are  as  follows :  To  thirty  gallons  of  coal  tar  is  added  two  gallons  of 
prepared  India  rubber  (in  turpentine)  and  two  gallons  of  prepared 
gum  shellac  (in  alcohol ;)  there  is  then  added  one  gallon  of  boiled 
linseed  oil  and  four  and  a  half  pounds  of  resin,  well  pulverized. 
They  are  put  into  a  cask  and  let  stand  for  one  month,  stirring  it  occa- 
sionally, after  which  is  mixed  with  it  a  powdet  conoposed  as  follows : 
One  peck  good  water  lime,  two  quarts  of  plaster  of  Paris,  two  pounds 
of  whiting,  two  of  yellow  ochre,  and  two  and  a  half  of  Spanish  brown, 
which  must  be  well  mixed  and  sifted  through  a  fine  sieve. 

Claim. — I  claim  the  composition  of  ingredients  when  compounded 
in  the  manner  set  forth. 

No.*  21,246. — Abram  Davis,  of  Chicago,  Illinois. — Improvement  in 
Boofing  Compoaiiions, -^F^tenl  dated  August  24,  1868. — In  the  en- 
gravings A  is  the  boiler  ;  a  the  fire  door ;  b  the  man-hole ;  C  the  con- 
denser ;  d  the  receptacle  for  the  distillate  ;  e  the  faucet ;  /  the  flue, 
and  G  the  pipe  and  worm  in  condeuser  0. 

Claim. — The  method  of  applying  a  cement  having  the  composition 
herein  set  forth,  namely  :  by  first  saturating  canvas,  or  other  suita- 
ble fabric  for  roofing,  with  asphaltum  softened  and  tempered  with 
crude  kerosine  oil,  or  its  equivalent,  in  the  manner  mentioned,  and, 
secondly,  by  covering  this  layer  or  foundation  with  a  cement  formed  of 
India  rubber  and  other  ingredients,  substantially  as  set  forth  and  for 
the  purposes  specified. 

No.  22,343. — C.  A.  Brenner,  of  Goshen,  New  York. — Improvement 
in  Composition  Jor  £aq/{ngr.— -Patent  dated  December  21,  1868. — The 
inventor  says :  To  make  the  composition  I  take  18  gallons  coal  tar,  2 
gallons  resin  oil,  2  gallons  India-rubber  solution,  2  gallons  shellac 
solution,  2  gallons  linseed  oil,  and  place  the  whole  in  a  kettle,  or  suit- 
able vessel,  over  a  moderate  fire,  and  stir  them  well  together  till  the 
mixture  has  its  component  parts  well  incorporated  together.  I  also 
take  the  following :  16  pounds  dry  marl,  3  pounds  alum,  2  pounds 
litharge,  3  pounds  ochre,  1  pound  borax,  all  pulverized,  and  mixed 
well  together  in  a  dry  state.  To  every  gallon  of  the  fiuid  mixture, 
while  still  in  its  heated  state,  I  add  one  quart  of  the  pulverized  mix- 
ture ;  the  whole  is  then  well  stirred  together. 

Claim. — The  composition  consisting  of  marl  and  the  other  sub- 
stances specified  combined  and  compounded  in  about  the  proportions 
and  in  the  manner  substantially  as  set  forth. 

No.  21,927. — JosKB  Johnson,  of  New  York,  N.  T.,  assignor  to 
Joseph  Ditto  &  Co.,  of  said  New  York. — Improvement  in  Composition 
for  Roofi^. — Patent  dated  October  26,  1858. — The  inventor  says :  I 
prepare  the  mica  by  first  reducing  it  to  a  suitable  size.  In  using  the 
mica  for  roofing  and  covering  the  sides  of  buildings  and  boat-decks, 
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I  nse  the  mica  reduced  to  a  buitable  size  with  any  suitable  glatinons 
water-proof  material,  snch  as  coal  tar,  gas  tar,  oil,  paint,  &c  ,  the 
composition  being  of  such  a  consistency  as  to  be  easily  spread  with 
a  Bti£f  brush,  and  forming  a  cohering  to  the  roof,  &c.;  the  mica  is  then 
spread  in  layers  on  this  tar,  paint,  or  other  material,  from  the  hand 
or  otherwise,  so  that,  by  repeated  coats,  this  flat,  thin  material  will 
form  in  connexion  with  the  other  substances  a  strong,  elastic  fire 
and  water-proof  covering. 

Claim, — The  use  of  mica  for  roofing,  coyering  the  sides  of  buildings 
and  boat  decks,  as  set  forth  and  described. 

No.  21,643. — ^Emanuel  Wkb,  of  Hannibal,  Missouri,  assignor  to 
Himself  and  Charles  L.  Wood,  of  St.  Louis,  Missouri. — Improved 
Hoofing  Machine. — Patent  dated  September  28,  1858. — One  of  the 
objects  of  this  invention  is  to  enable  the  operator  to  finish  a  joint  by 
turning  and  passing  it  over  the  joint  in  an  opposite  direction.  To  do 
this  the  operator  lets  go  the  lever  m  from  behind  the  hook  or  pin  q^ 
which  lets  the  machine  down  to  the  position  shown,  and  then  by 
lowering  or  raising  one  end  of  the  shaft  D  as  the  case  may  require,  the 
machine  may  be  passed  back  over  4he  same  joint  and  yet  turn  the 

cond  lap  in  the  same  direction  as  the  first  one. 

The  inventor  says :  I  daim,  first,  the  combination  of  the  adjustable 
wheel  0  with  the  two  wheels  B  B^  substantially  as  described,  for  the 
purpose  specified. 

And  I  also  claim  the  combination  of  the  two  connecting  rods  g  and 
h  with  the  lever  m  and  the  axles  y  ^/. 

And  I  also  claim  the  arranging  of  the  wheels  B  and  fi  against 
yielding  bearings,  substantially  as  described,  for  the  purpose  specified. 

No.  20,636. — J.  C.  Gaston,  of  Oxford,  Ohio. — Improvement  in  Me- 
tallic Roofing. — Patent  dated  June  22,  1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  claim y  first,  connecting  the  plates  for  a  me- 
tallic roof  by  means  of  yielding  joints,  consisting  of  only  two  thick- 
nesses of  metal,  and  formed  by  overlapping  the  flanges  turned  in  the 
same  direction  on  opposite  edges  of  each  plate,  in  combination  with 
the  boarding  of  the  roof,  formed  of  different  thickness  of  plank,  to 
correspond  with  the  difference  in  the  level  of  the  plates  when  con- 
nected, and  so  arranged  as  to  give  support  to  the  under  side  of  the 
plates,  and  also  to  the  joints,  as  described. 

Second.  Combination  of  the  lock  on  the  lower  corners  of  the  plates 
(formed  by  the  hook  e  in  one  plate  and  the  slot/ in  the  other,  or  their 
equivalents)  with  a  side-joint  formed  by  the  overlapping  ot  the  plates. 

No.  20,059. — JoH5  T.  Grassle,  of  Hamilton,  Ohio. — Improvement 
tn  Hoofing  Tt/e*.— Patent  dated  April  27,  1858.— This  invention  con- 
sists in  a  peculiar  construction  of  tile  for  roofing,  whereby  leakage  is 
prevented,  and  the  several  courses  readily  secured  together. 

The  inventor  says :  I  daim  the  grove  e  in  the  outer  tongue  6,  the 
perforated  flange  F^  shallow  groove  d  and  flange  /  of  recess  B,  in 
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combination  with  the  pin  P  and  lap  of  the  adjacent  tile,  suhetantially 
as  and  for  the  purpose  set  forth. 

I,  also,  claim  the  combination  of  the  double  grooves  a  a^  in  the  lap, 
tongues  b  6^  flanges  //^  /',  recess  R,  and  shallow  groove  d,  operating 
together  as  and  tor  the  purposes  set  forth. 

No.  19,314. — Stbphbn  Scotton,  of  Richmond,  Ind.— /mpiYwcmen^  in 
Joints  for  Sheet  Metal  Boofa. — Patent  dated  February  9,  1858. — 
The  nature  of  this  invention  consists  in  forming  a  three-leaved  metal 
plate  in  the  form  of  the  letter  T,  by  soldering  or  by  rolling  iron  or 
other  metal.  The  perpendicular  part  of  this  plate  is  fastened  to  the 
woodwork  of  the  roof,  the  edges  of  the  meeting  metal  plates  are  turned 
up  against  the  upright  stem  of  this  T  plate,  the  top  or  cross  piece  is 
then  bent  down  on  each  side,  thus  forming  a  water-proof  cap  or  saddle 
joint  and  fastening. 

Claim, — ^I  claim  forming  a  three-leaved  metal  plate,  shaped  thus, 
T,*by  soldering  or  rolling  iron  or  other  metal  for  securing  the  joints 
of  metal  roofs,  substantially  as  set  forth. 

No.  19,661. — Charlfs  Hartwell,  of  Boston,  Mass.,  assignor  to 
Lbwis  L.  Bartlbtt,  of  Brooklyn,  N.  Y. — Improvement  in  Metallic 
Sash — Patent  dated  March  16,  1858. — ^This  invention  consists  in 
constructinc^  the  sash  in  two  parts,  rubber  or  some  similar  elastic 
material  being  introduced  between  the  glass  and  the  sash  in  lieu  of 
putty,  so  that  the  elasticity  of  the  metal  aids  in  maintaining  a  light 
contact  with  the  glass  to  exclude  water,  while  it  allows  the  glass  to 
warp  or  spring  under  the  influence  of  temperature.  It  also  consists 
in  so  forming  and  combining  the  parts,  that  the  keys  or  nuts  by 
which  the  parts  are  secured  together,  are  let  into  or  concealed  within 
a  deep  groove  to  economize  room. 

The  inventor  says :  I  daim  the  construction  and  use  of  metallic 
sashes,  composed  of  two  parts  C  D,  in  the  form  substantially  as  above 
described,  so  that  one  or  both  the  parts  may  yield  by  its  elasticity, 
in  combination  with  an  elastic  bedding  F  F,  substantially  as  above 
described  for  the  purposes  set  forth. 

I  also  claim  making  the  portion  C  of  the  above  described  metallic 
sash  with  a  groove  I,  substantially  as  described  and  for  the  purposes 
set  forth. 

No.  19,941. — James  McTntyre,  of  New  York,  N.  Y. — Improvement 
in  Illuminating  Iron  Boiling  Shutters, — Patent  dated  April  13, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  am  aware  that  iron  and  glass  have  been  com- 
bined in  various  ways  for  vault  lights,  windows,  and  other  parts  of 
buildings,  and  therefore  I  disclaim  such  combination  for  all  other 
purposes  than  the  slats  of  rolling  iron  shutters. 

But  I  am  not  aware  that  glass  has  ever  been  used  in  a  rolling  iron 
shutter,  or  that  such  a  shutter  has  ever  been  made  to  possess  the 
combination  of  characteristics  herein  mentioned. 

I  therefore  daim  the  construction  of  rolling  a  shutter  with  its  slats 


IX. — CIVIL  ENGINEERIKO.  171 

of  iron  and  glass  combined  substantially  as  herein  described^  to  obtain 
the  characteristics  specified. 

No.  20,236  —WiLLUM  E.  Worthbn,  of  New  York,  TS .Y .—Improve- 
ment in  MetaJlic  Rolling  Shutters. — Patent  dated  May  11,  1858. — The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  I  daim^  first,  a  revolving  shutter,  composed  of 
slats  of  double  thickness  of  sheet  metal,  so  formed  at  their  edges  sub- 
stantially as  specified  that  each  slat  shall  interlock  with  its  neighbor 
by  being  bent  at  the  edge  into  a  configuration  substantially  such  as 
is  set  forth  herein. 

Second.  I  claim  the  combination  of  a  series  of  such  slats,  having 
such  interlocking  edges  substantially  as  defcribed,  with  a  chain  on 
the  sides  thereof,  said  chain  being  constructed  and  combined  with  the 
slats  substantially  in  the  manner  before  made  known. 

No.  20,630.— William  W.  Cornell,  of  New  York,  N.  Y.— Improve- 
ment in  Metallic  Rolling  Shutters, — Patent  dated  June  22, 1858. — The 
nature  of  this  invention  will  be  ui^erstood  by  reference  to  the  claim 
and  engravings. 

Claim. — The  improved  sectional  metallic  shutter,  composed  of  a 
series  of  sections,  whose  ed^es  are  first  brought  to  the  proper  shape 
and  then  combined  with  each  other  by  securing  said  sections  to  elastic 
metallic  strips,  substantially  as  set  forth. 

No.  21,011. — Samuel  Mathews,  of  New  York,  N.  Y. — Improvement 
in  *^ Flushing  Valve'*  Trapfw  Sinks ^  Sewers^  dec. — Patent  dated  July 
27,  1868. — The  nature  of  this  invention  consists  in  a  peculiarly  con- 
structed trap,  located  at  the  highest  end  of  the  inclined  ^ipe  a  leading 
to  the  sewer  immediately  below  the  privies,  or  at  the  point  where  the 
pipes  from  the  water  closets,  sinks,  or  leaders  from  the  house  are  dis- 
charged. The  peculiarity  of  this  trap  consists  in  the  use  of  a  valve  1 
in  connexion  with  an  overflow  culvert  in  such  a  manner  that  all  solid 
matter  is  retained,  together  with  a  body  of  water,  so  that  when  the 
valve  is  raised  the  rush  of  water  carries  off  the  solid  matter  directly 
into  the  sewer. 

The  inventor  says :  I  do  not  claim  a  culvert  in  itself,  or  valve  for 
water  closets. 

But  I  daim  the  combination  of  the  basin  d  and  valve  1  with  the 
overflow  culvert  8  9  10  in  the  trap,  substantially  as  and  for  the  pur- 
poses specified. 

No.  19,426. — Fbankun  L.  Knapp,  of  Qosport,  N.  Y .—Improvement 
in  Snow  Ploughs, — Patent  dated  February  23, 1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim  throwing  off  the  snow  on  the  dif- 
ferent sides  of  the  machine  at  the  will  of  the  operator,  as  this  has  been 
done  before. 

^But  I  daim  the  combination  and  arrangement  of  the  inclined  plat- 
form, provided  with  perpendicular  knives  F  F,  horizontal  knives  W  W, 
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and  ploughs  v  v,  with  the  sliding  gates  m  m,  and  their  corresponding 
doors,  said  slide  ^ates  being  operated  by  means  of  lever  wheels  P  P 
and  shaft  B,  all  being  so  arranged  and  operated  that  the  snow  may 
be  cut  and  all  thrown  off  either  on  one  side  or  the  other  of  the  ma- 
chine, or  at  different  depths  and  at  different  distances  and  different 
quantities,  on  either  side  of  the  machine  that  the  nature  of  the  case 
may  require^  as  fully  set  forth  and  described. 

No.  19,677. — Joseph  H.  Pawling,  of  Philadelphia,  Pennsylvania. — 
Im^ovement  in  Snow  PlougTis, — Patent  dated  March  9,  1858. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  disclaim  the  invention  of  the  inclined  plane 
A  A,  the  lateral  wings  D  D,  the  movable  wing  9,  the  cutters  C  G  C, 
simply  as  such,  the  scrapers  S  S  S  S,  simply  as  such,  and  every  part 
and  arrangement  not  after  specifically  claimed  by  me. 

But  I  daim^  first,  the  arrangement  set  forth  in  the  said  specifica- 
tion, or  any  other  substantially  the  same,  bv  which  the  cutters  G  C  C 
are  made  to  revolve  upon  their  axes,  and  by  which  the  movement  of 
the  truck  in  following  the  direction  and  curves  of  the  rails  is  commu- 
nicated to  the  cutters,  and  brings^hoir  edges  and  causes  them  to  act 
always  in  the  direction  in  which  the  plough  is  moving. 

Second.  The  arrangement  of  the  scrapers  as  before  specified,  or  any 
other  substantially  the  same,  by  which  they  can  be  elevated  and  de- 
pressed at  pleasure,  so  as  to  be  kept  clear  of  the  rails  when  the  train 
is  backing,  and  thus  prevented  from  catching  in  the  joints  of  the  rails, 
and  can  be  pressed  against  the  rails  when  the  train  is  moving  forward 
at  the  will  of  the  operator. 

No.  19,950. — Samuel  Bichards,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Snow  Ploughs. — Patent  dated  April  13,  1858. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  desire  to  claim  the  adjustment  of  the 
vertical  planes  up  or  down  the  inclined  plane  alone,  or  the  adjustment 
of  said  vertical  planes  to  the  right  or  left  side  separately  considered. 

But  I  daim  as  an  improvement  on  my  former  patent  of  May  13, 
1856,  the  snow  plough  having  vertical  planes  made  adjustable  at  the 
same  time  both  up  and  down  the  inclined  plane,  and  from  side  to  side, 
whereby  it  is  rendered  equally  effective  in  passing  from  light  snow  to 
deep  snow,  and  in  throwing  the  snow  to  either  side  of  the  track  at 
pleasure,  the  whole  being  arranged  and  operating  substantially  as 
described. 

No.  20,484. — John  B.  Cornell,  of  New  York,  N.  T. — Improvement 
in  Admitting  Light  and  Air  Through  StepSy  dec. — Patent  dated  June  8, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

Claim. — As  a  new  manufacture  an  illuminating  and  ventilating 
riser  for  door  sills,  &c.,  composed  of  a  perforated  and  partially  glazed 
front  plate  E  combined  with  an  inner  inclined  glazed  sash  G  substan- 
tially as  set  forth. 
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No.  19,070. — S.  P.  Castlb,  of  Urbana,  Ohio. — Improvement  in  Stump 
Extractors. — Patent  dated  January  12,  1858. — The  claim  and  engra- 
Tin^s  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  broadly  and  irrespective  of  con- 
struction and  arrangement^  the  employment  or  use  of  a  rack  and  pawls 
for  extracting  the  stumps  of  trees,  for  this  is  a.well-known  mechanical 
device  and  has  been  previously  used  for  similar  or  analogous  purposes. 

But  1  daim  the  annular  rack  B  placed  within  the  socket  D,  the 
lower  end  of  which  is  fitted  in  the  plate  0  on  the  cross-tree  B,  so  as 
to  form  a  ball  and  socket  joint  or  connexion  therewith,  the  above  parts 
being  used  in  connexion  with  the  lifting  and  retaining  pawls  J  J  F  F, 
and  the  whole  arranged  as  and  for  the  purpose  set  forth. 

No.  19,562. — ^Washington  Hall,  of  Brewer,  Maine. — Improvement 
in  Stump  Eoctractors. — Patent  dated  March  9,  1858. — o  6  c  rf  is  the 
frame  work.  A  horizontal  shaft  e  is  hung  in  the  uprights  a  a,  secured 
by  caps//.  This  shaft  has  a  ratchet  wheel  g  on  each  end  outside  of 
the  uprights  ;  each  ratchet  is  supplied  with  a  lever  A,  a  pawl  t,  and  a 
catchy.     The  head  of  the  lever  is  made  of  iron  with  two  prongs  k  k. 

Olaim,^The  combined  arrangement  of  the  simple  levers  h  A,  having 
their  fulcrum  in  the  windlass  axle,  with  the  ratchets  g  gr,  actuating 
and  retaining  pawls  i  %  and  / y,  axle  e  and  frame  work  ab  c  dj  the 
whole  so  constructed  and  operating  as  to  form  a  cheap  and  effective 
machine  for  the  purpose  set  forth. 

No.  22,415.— Francis  M,  Eaglb,  of  North  Manchester,  Ind. — Im- 
provement in  Stump  Extractors, — Patent  dated  December  28,  1858.— 
This  invention  consists  of  a  stout  frame,  a  roller  with  a  rope,  a  large 
link,  clevis  and  chain  or  hook,  and  two  wheels  to  facilitate  the  moving 
of  the  machine.  A  more  minute  description  would  be  too  long  for  a 
place  in  this  volume. 

Claim. — Overcoming  the  resistance  by  the  movement  of  a  roller  in- 
variably connected  with  the  stump,  substantially  as  described,  upon 
a  track  either  rectilinear  or  curved,  all  parts  of  which,  except  the 
starting  part  of  the  roller,  are  exterior  to  a  circle  with  the  invariable 
connexion  for  a  radius  and  the  point  of  attachment  of  the  hook  for  a 
centre,  the  operation  being  substantially  as  described. 

No.  20,49'4. — ^Frbdrrio  Kettler,  of  Milwaukie,  Wisconsin. — /m- 
proved  Machine  for  Gutting  out  Stumps. — Patent  dated  June  8, 1858  — 
The  arms  H  embrace  the  stump  on  four  sides,  the  apparatus  is  then 
securecl  to  the  stump  by  means  of  the  screws  b.  A  horse  is  then 
hitched  to  the  end  of  the  rope  P,  which  passes  over  the  drum  r  ;  the 
drum  is  rotated,  thereby  rotating  the  pulley  Q,  which  imparts  rotary 
motion  to  pulley  B  and  wheel  G,  which  latter  operates  the  rim  £, 
causing  the  latter  together  with  the  braces  L,  to  turn  on  the  frame  A. 

Claim. — The  circular  frame  A,  and  the  revolving  frame  E,  in  com- 
bination with  the  cutting  apparatus,  substantially  in  the  manner  and 
for  the  purposes  set  forth. 

No.  19,146. — John  C.  Mathbr,  of  New  York,  N.  Y. ^Improved 
Portable  Railroad  5wYcA.— Patent  dated  January  19,  1858.— At  the 
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end  of  plate  A  is  secured  an  arm  dy  projecting  horizontally  from  its 
outer  side ;  this  arm  prevents  any  tendency  of  the  plate  a  to  rock  as 
the  car  comes  upon  or  rolls  over  it.  In  order  to  adapt  the  plate  to  the 
attachment  of  the  feet  c,  so  that  the  groove  shall  run  diagonally  across 
the  rail,  its  ends  are  widened  sufficiently  to  afford  an  attachment  for 
a  standard  at  each  end. 

The  inventor  says :  I  claim  a  portable  switch,  constructed  in  the 
manner  substantially  as  and  for  the  purpose  set  forth. 

I  also  claim  the  arm  d,  as  arranged,  for  the  purposes  set  forth. 

No.  20,367. — ^Nathaniel  Pullbian,  of  New  Oregon,  Iowa. — Imn 
provement  in  Railroad  Switch. — Patent  dated  May  25,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim^  first,  the  combination  of  the  bent  switch 
rail  with  the  shoe,  when  arranged  in  the  manner  and  for  the  purpose 
set  forth. 

Second.  The  combination  of  the  curved  blocks  with  the  shoe  E  F, 
and  the  switch  rail  for  the  purpose  of  regulating  the  inclination  of  the 
switch  rail  C  to  the  track,  and  also  its  angle  of  divergence  from  the 
track,  substantially  as  described. 

No.  21,631. — Charles  L.  Spencer,  of  Providence,  R.  I. — Improve- 
ment in  Railroad  Svntchea, — Patent  dated  September  28,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim, — The  use  of  two  frog  guiding  rails,  having  the  tread  rails 
immovable,  but  an  inside  movable  section  of  each  guiding  rail  capable 
of  working  simultaneously  together,  for  the  purpose  of  influencing  the 
course  of  a  train  of  cars  when  proceeding  in  one  direction,  and  of  pre- 
venting injurious  consequences  in  case  the  switch  is  improperly  set 
when  the  train  is  proceeding  in  the  opposite  direction,  constructed, 
applied,  and  operated  substantially  as  described. 

No.  21,658. — Charles  C.  Dodge,  of  Marshall,  Michigan. — Improve- 
m^ent  in  Railroad  Stvitch. — Patent  dated  October  5,  1858. — ^This  inven- 
tion is  capable  of  transmitting  great  power,  and  is  so  compact  that  it 
can  be  placed  anywhere  between  or  about  the  track  without  creating 
any  inconvenience,  and  is  equally  adapted  to  a  double  as  well  as  a 
single  track  by  enlarging  its  capacity.  It  may  be  made  durable  by 
chilling  the  groove  E,  and  providing  the  pin  P  with  a  friction  roller. 
Instead  of  the  grooves  E  and  F,  threads  or  tongues  may  be  used  on 
the  cylinder  C,  working  between  rollers  on  the  bar  I. 

Claim, — The  application  and  use  of  the  combined  arrangement  of 
the  grooved  or  threaded  cylinder  0,  lever  L,  guide  pin  P,  pivoted 
target  staff  S,  and  pin  tie  bar  I,  and  box  A,  for  the  purpose  and  con- 
structed substantially  in  the  manner  as  described  and  set  forth. 

No.  21,880. — Simon  Heywood,  of  Claremont,  N.  H. — Improvement 
in  Railroad  Switch. — Patent  dated  October  26,  1858.— This  invention 
consists  in  using  in  connexion  with  the  ordinary  switch-rails,  a  mov- 
able frog  so  arranged  that  the  switch  and  frog  will  be  operated  simul- 
taneously by  the  movement  of  a  single  lever,  or  shaft,  and  the  frog, 
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afl  well  as  the  switch^  moved  in  line  with  the  rails  over  which  the  train 
is  to  pass. 

Claim. — ^The  arrangement  and  construction  of  the  hent  or  curved 
bars  F  G,  having  racks  H  attached  and  operated  by  a  pinion  J^  as 
and  for  tlie  purposes  shown  and  described. 

No.  19,397. — Joseph  Wood,  of  Jersey  City,  N.  J. — Improvement  in 
BaUroad  Safety  Switches.— Patent  dated  February  16,  1858.— If  a 
intend  to  p<iss  from  rails  hh  to  rails  e  6^,  or  vice  versa j  the  switch 
should  be  placed  by  the  lever  Sinto  the  position  shown  in  Jig.  1;  while 
the  switch  is  in  this  position  the  cars  must  pass  from  kkto  ee^j  and 
if  by  accident  a  train  should  pass  along  a  d^  towards  the  switch 
(while  in  this  position)  the  cars  could  not  possibly  leave  the  track,  but 
the  forked  rail  a^  a*  would  so  direct  the  flanges  of  the  wheels  on  that 
side  as  to  force  the  wheels  of  the  cars  to  run  upon  a*  and  upon  the 
eafety-rail  b  until  the  car  reached  the  point  p^,  when  the  guard-rail  c 
would  keep  the  wheels  in  position,  and  direct  them  on  to  the  track 
k¥. 

Claim. — The  combination  of  the  safety-rails  h  &\  the  forked  rails 
a  a^  a^  a*^  and  the  guard-rails  c  c^,  arranged  and  operating  in  the 
manner  and  for  the  purpose  described. 

No.  21,530. — Charlk  Weed,  of  Milledgeville,  111. — Improvement 
in  Mode  of  FHUng  Water  Tanks  at  Railway  Stations. — Patent  dated 
September  14,  1858. — The  nature  of  this  invention  consists  in  a 
method  of  applying  the  weight  of  a  locomotive  engine  to  working  a 
pump  for  raising  water  for  supplying  the  tender  by  means  of  a  com- 
pound leverage  connected  with  the  track,  and  a  train  of  cog-wheels, 
by  which  sufficient  motion  is  obtained  from  the  sinking  of  the  track 
slightly  to  operate  the  pump  to  the  required  extent. 

Claim. — The  combination  and  arrangemeat  of  the  yielding  track  B^ 
with  the  compound  levers  C  gr,  connecting  bars  E,  or  their  equivalents, 
weighted  segment  lever  F,  ratchet  pinion  A,  and  gear  wheels  as 
required,  for  giving  motion  to  the  pump  lever  L^  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

No.  22,035. — Silas  T.  Savage,  of  Albany,  N.  Y. — Improvement  in 
Connecting  Metallic  THeSy  Plates^  BeamSy  dtc. — Patent  dated  Novem- 
ber 9,  1858. — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

Claim. — The  application  and  use  of  hook  and  clasp-shaped  termi- 
nals, formed  and  arranged  as  represented,  at  the  ends  or  edges  of  malt 
kiln  tiles  and  beams,  or  analogous  structures,  such  as  floors  and  beams 
of  any  kind,  for  the  purpose  of  attaching  them  to  each  other,  and  sup- 
porting them  firmly  in  a  proper  position,  substantially  as  described, 
and  for  the  purposes  set  forth  in  the  specification. 

No.  19,597. — William  Wise,  of  Washington,  D.  C. — Improvement 
in  Trenddng  P/oi^grA.— Patent  dated  March  9,  1858. — The  manner  of 
operating  this  plough  is  as  follows :  The  bottom  of  the  trench  is  first 
broken  up  by  the  plough.     The  strap  to  which  the  swingle-trees  are 
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attached  being  fastened  on  one  side  of  the  beam,  tends  to  press  the 
forward  end  of  the  latter  towards  the  wall,  which  if  not  counteracted 
would  cause  the  shares  to  run  into  the  bank;  but  this  is  prevented  by 
the  guide-bar/,  which  holds  the  end  of  the  beam  off  the  wall,  while 
at  the  same  time  it  permits  the  plough  to  run  as  close  to  the  wall  as 
may  be  desired. 

The  inventor  says :  I  claim  the  combination  of  the  auxiliary  share 
with  the  plough,  substantially  as  described. 

I  also  claim  the  combination  of  the  guide-bar  with  the  plough,  sub- 
stantially as  described. 

No.  19,685. — John  W.  Cochran,  of  New  York,  N.  Y. — Improve^ 
ment  in  the  mode  of  connecting  the  sediona  of  Metallic  Funnels. — Patent 
dated  March  23,  1858. — In  the  engravings  aaa  show  the  rim  or  cir- 
cumference of  the  tunnel,  6  6  road  ways  or  track,  c  cc  vertical  supports 
or  braces, // and//  upper  and  lower  horizontal  braces.  These  braces 
are  welded  to  the  arches  of  the  tunnel  at  the  different  points  of  con- 
tact, d  d  are  elevated  walks  for  foot  passengers,  e  e  aqueducts  for  carry- 
ing fresh  water  from  shore  to  shore,  t  {  i  are  the  inclined  arms  attached 
to  the  ends  of  the  sections. 

Claim. — The  inclined  arms  t  attached  to  the  ends  of  the  sections 
and  couple  h  for  securing  and  connecting  the  same,  substantially  as  set 
forth. 

No.  19,f)39.— George  R.  Jackson,  of  New  York,  N.  Y. — Improve^ 
ment  in  attaching  the  Glasses  of  Vault  Covers. — Patent  dated  March  1 6, 
1858. — This  invention  consists  in  securing  the  glasses  b  within  vault 
covers  by  means  of  a  cement  and  the  glasses  having  grooves  or  chan- 
nels a  a  formed  in  them,  which  enables  the  cement  to  hold  them  in 
place. 

Claim. — The  tapering  and  grooved  glasses  in  combination  with  the 
tapering  and  grooved  apertures  in  the  metallic  portions  of  said  covers 
substantially  as  shown,  and  for  the  purposes  described. 

No.  21,050. — Thaddeus  Hyatt,  of  New  York,  N.  Y.;  assignor  to 
George  R.  Jackson  &  Co.,  of  New  York,  aforesaid. — Improvement  in 
illuminating  Classes  for  Vault  Covers. — Patent  dated  July  27,  1858.— 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  combining  glasses  of  an  inverted  pyra- 
midal, polygonal  or  conical  form,  with  the  sash  or  metallic  portion  of 
an  illuminating  vault  cover  or  its  equivalent,  for  the  purpose  of  pro- 
ducing a  wide-spread  and  perfect  diffusion  of  the  rays  of  light  which 
may  pass  through  said  cover  into  the  apartment  beneath,  substantially 
as  set  forth. 

No.  20,6T9. — ^Edwin  Lee  Brown,  of  Boston,  Mass.;  assignor  to  B. 
F.  Brown,  of  Bangor,  Me. — Improvement  in  Safety  Vault  Covers. — 
Patent  dated  June  22,  1858. — When  it  is  desired  to  open  the  cover 
from  the  inside,  the  guards  F  are  swiing  toward  the  hinges  a  when 
they  will  clear  the  hooks  8;  the  lid  may  then  be  raised  and  remain 
supported  on  the  rests  4  until  the  shoulder  5  is  tipped  off  from  the 
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rests.  The  hinges  a  are  formed  with  a  lip  9  projecting  back  under 
the  frame  E  which  prevents  the  lid  from  being  raised  from  the  outside. 
01mm. — The  hinged  lid  E  in  combination  with  the  guards  ^,  so 
arranged  as  to  support  the  lid  when  raised,  and  to  lock  it  when  closed, 
as  set  forth. 

Np.  22,069. — Cornelius  Donaldson,  of  New  York,  N.  Y. — Improve- 
ment in  Vavli  Light, — Patent  dated  November  16,  1858. — A  is  the 
curb,  platform,  floor,  deck,  or  other  place  receiving  the  lighter  cover, 
which  is  to  he  of  any  desired  size  or  shape.  The  light  is  formed  by 
the  upper  plate  h  and  the  lower  plate  c,  which  are  to  be  attached  to- 
gether by  screws  1  1  after  the  glasses  are  in  place,  and  the  two  plates 
are  kept  apart  by  blocks  or  lugs  2  2,  and  a  rib  and  groove  3  3  com- 
plete tne  connexion  of  one  plate  to  the  other.  Openings  are  provided 
at  the  desired  position  in  the  plates  a  and  6,  so  that  holes  in  the  plates 
coincide  with  each  other. 

Claim, — The  inventor  says :  I  do  not  claim  a  vault  light  formed  of 
several  glasses  set  in  a  frame,  as  one  or  more  glasses  have  heretofore 
been  used,  neither  do  I  claim  a  double  vault  cover  or  roof  with  perfor- 
ations in  the  lower  plate  or  a  pipe  connected  with  the  space  thus  formed, 
as  the  same  is  believed  to  be  the  invention  of  another  party. 

But  I  claim  the  annular  flange  4  on  each  glass  dy  in  combination 
with  the  supporting  plates  b  and  c,  and  the  ring  packings  of  rubber, 
or  equivalent  material,  in  substantially  the  manner  specified. 

No.  21,605. — Michael  Orosz  and  Pbtbr  H.Jackson,  of  New  York, 
N.  Y. — Improvement  in  Metallic  Fram^for  Vault  Light, — Patent  dated 
September  28^  1858. — The  nature  of  this  invention  consists  in  a  pecu- 
liar frame  of  a  U  shape,  to  set  over  the  aforesaid  bars  of  the  grating, 
and  secure  the  strips  or  plates  of  glass;  which,  at  the  same  time  that 
they  exclude  dust,  rain,  &c.,  form  a  good  surface  for  walking  over. 

Ulaim, — ^The  U-shaped  metallic  bars  receiving  the  glasses,  in  combi- 
nation with  the  wrought  iron  bars  of  a  grating,  over  which  the  said 
XT-shaped  bars  set  and  are  sustained,  substantially  as  and  for  the  pur- 
poses specified. 

No.  20,721. — Elijah  P.  Lbonard  and  Pbtbb  H.  Jackson,  of  New 
York,  N.  Y. — Improvement  in  Illuminated  Covers  for  Vardts^  dtc. — 
Patent  dated  June  29,  1858. — c  c  are  cross-bars  beneath  the  glass  b 
passing  from  one  part  of  the  frame  a  to  the  other;  the  bars  c  being  so 
arranged  that  the  glass  may  rest  their  entire  length  or  only  at  inter- 
vals upon  their  upper  surface.  The  thimbles  a  a  are  formed  with  a 
head  1  above  the  glass  and  a  screw  2  passing  through  the  bar  c  with 
a  nut  3.  The  grooves  5  are  formed  around  the  edges  of  the  glass  6, 
and  provided  with  corresponding  projections  6  6,  which  rise  above  the 
surfifMse  of  the  glass. 

The  inventors  say  :  We  do  not  claim  the  supporting  the  plate  of 
glass  at  their  edges  or  circumference,  as  that  is  old.  Nor  do  we  claim 
the  use  of  glass  generally  for  the  within  named  purpose. 

We  daimy  first,  the  use  of  a  plate  or  plates  of  glass  in  vaults,  covers, 
platforms,  pavements,  sidewalks,  decks,  or  for  similar  purposes^.which 
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plate  or  plateB  are  supported  from  below,  sabstantiallj  in  the  manner 
specified. 

Second.  We  claim  thimbles,  pins,  or  their  equivalents,  passing 
through  perforations  in  a  plate  of  glass  or  plates  of  glass,  and  formed 
with,  connected  to,  or  resting  on  a  suitable  support  beneath  the  plates 
of  glass,  substantially  in  the  manner  and  for  the  purposes  specified. 

Third.  We  claim  grooving  or  notching  the  edges  of  the  plate  of  glass 
for  the  purpose  of  receiving  projections,  occupying  said  grooves  or 
notches,  and  thus  protecting  the  edges  of  the  plate  of  glass  from  in- 
jury, as  specified. 

Fourth.  We  claim  the  use  of  perforated  plates  of  glass  for  pavements, 
sidewalks,  decks,  platforms,  vault  covers,  &c.,  prepared  substantially 
in  the  mauner  and  for  the  purposes  described. 

No.  2 1, 498.— William  H.  Horstmann,  of  New  York,N.Y.— ilfe/Aod 
of  building  Walls  under  water. — Patent  dated  September  14,  1858. 

The  inventor  says  :  My  invention  is  intended  to  prevent  the  neces- 
sity of  a  coffer  dam  or  other  like  device  to  build  walls  under  water, 
by  which  the  cement  is  wholly  retained  and  prevented  from  wasting 
or  being  removed  from  its  proper  position  until  it  is  set  and  become 
hard  when  laid  in  running  streams  or  other  moving  waters  that  tend 
to  remove  the  plastic  cement  before  it  becomes  solid,  by  which  I  save 
great  expense  consequent  upon  constructing  and  removing  coffer  dams, 
as  well  as  the  waste  of  cement  above  spoken  of,  and  secure  the  advan- 
tage of  building  under  water  and  in  still  water  without  a  complex 
apparatus  by  a  simple  structure. 

In  naming  what  he  claims  as  new  in  this  invention  the  inventor 
says  :  I  daimy  first,  the  sack  or  compartment  formed  by  cloth  or  some 
equivalent  thereof  to  produce  slack  water  in  a  current  or  other  mova- 
ble water,  and  protect  the  cement  from  being  washed  away  and  wasted 
before  it  is  hardened,  as  fully  set  forth. 

I  also  claim,  in  combination  with  a  flexible  enclosure,  the  panels  as 
above  specified,  and  supporting  the  same  by  spiles,  in  the  manner  and 
for  the  purposes  set  forth. 

I  also  claim  the  cement  feeder,  constructed  and  arranged  substan- 
tially as  and  for  the  purpose  specified. 

No.  22,151. — J.  M.  Butler,  of  Oxford,  Mississippi. — Improvemeni 
in  Apparatus  for  Boring  WeUs, — Patent  dated  November  23,  1858. — 
This  improvement  in  instruments  for  boring  wells  consists  in  making 
the  boring  chamber  of  square  form,  and  divided  within  into  several 
chambers  by  means  of  vertical  partitions. 

Claim, — The  square-chambered  auger  a,  constructed  substantially 
as  set  forth. 

No.  20,611. — Henry  Albrq,  of  Covington,  Kentucky. — Improvement 
in  Floating  Revolving  Wharf. — Patent  dated  June  22,  1858. — The 
object  of  this  invention  is  to  facilitate  the  landing  of  vessels  in  unfa- 
vorable situations,  and  especially  to  enable  ferry  boats  to  make  their 
berths  endwise,  when  a  strong  current  or  other  obstacles  interfere. 
It  is  so  arranged  that  a  man  on  shore  may  revolve  the  pier  to  the  right 
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or  left,  80  that  the  main  arm  b  of  the  pier  will  direct  the  boat  and 
receive  her  into  her  berth  with  ease. 

Claim. — The  revolving  or  floating  pier  described,  for  changing  the 
position  of  the  berth  of  terry  boats,  in  order  to  facilitate  their  landing 
when  strong  currents  or  other  obstacles  interfere,  the  whole  being  con- 
structed and  employed  substantially  as  set  forth. 

No.  21,648. — S.  W.  BiDWKLL,  of  Hartford,  Connecticut. — Improved 
EoUing  Window  Blind. — Patent  dated  October  5,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  so  hanging  the  roller  C,  upon 
which  the  blind  is  hung,  that  it  shall  traverse  in  a  horizontal  plane 
(or  nearly  so)  by  means  of  the  racks  k  k  and  toothed  journals  { t,  or 
their  equivalents,  substantially  as  and  for  the  purpose  set  forth. 

Second.  In  connexion  with  the  above  the  combination  with  a  rolling 
blind  of  a  weighted  cord  6,  arranged  with  a  helically  grooved  pulley 
E,  on  the  end  of  roll  c,  or  in  any  other  way  substantially  the  same, 
for  the  purpose  of  counteracting  the  weight  of  the  blind,  as  described. 

Third.  The  combination  with  the  traversing  roll  c  of  a  weighted, 
self-adjusting  '^  friction  fixture,"  consisting  essentially  of  a  weighted 
case  e,  and  enclosed  pulley  m,  the  whole  constructed  •and  operating 
substantially  as  described,  for  the  purpose  set  forth. 

Fourth.  So  arranging  the  tapes  €i  a  of  a  rolling  blind  with  the  shaft 
c,  on  which  the  slats  are  wouna,  that  the  slats  may  be  shifted  by  the 
partial  rotation  of  said  shaft,  as  described. 

No.  22,177.— Isaac  W.  Gbrb,  of  South  Granby,  New  York.— Zw- 
proved  Machine  for  Making  Window  Blind  Slate. — Patent  dated 
November  30,  1858. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

Claim. — A  machine  that  will  take  a  rough  slat,  as  it  comes  from  the 
bolt,  and  automatically  pass  it  along  to  and  past  the  series  of  mechani- 
cal devices  that  will  plane,  dress  and  form  the  tenons  thereon,  and 
complete  the  slat  before  it  leaves  the  machine,  substantially  in  the 
manner  described  and  represented. 

No.  21,417. — ^A.  Hbrdbr,  of  New  York,  N.  Y. — Improvemeni  in 
Window  Blinds. — Patent  dated  September  7,  1868. — This  invention 
consists  in  attaching  a  series  of  wire  cloth  strips  to  the  blind  in  such  a 
manner  as  not  to  interfere  in  the  least  with  the  opening  and  closing 
of  the  slats,  and  at  the  same  time  efiectually  close  the  spaces  between 
them,  so  as  to  prevent  insects  from  passing  through  between  them. 

Claim. — The  wire  cloth  strips  E  attached  to  the  window  blind,  to 
form  a  combined  blind  and  insect  bar  or  net,  substantially  as  set  forth. 

No.  20,576.— Charlbs  Nbkr,  of  Troy,  New  York.— Improved  Me- 
tallic Window  5Knrf«.— Patent  dated  June  15,  1858.— The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

The  inventor  says :  I  oZawn,  firsts  coaoectiog  the  slats  of  metallic 
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blinds  by  means  of  staples  inserted  into  a  folded  metallic  strip^  when 
bent  up  and  secured,  substantially  as  specified. 

Second.  I  claim  tbe  circular  spring  tenon  formed  on  the  ends  of 
sheet  metal  blind  slats,  substantially  in  the  manner  specified,  to  be 
inserted  into  the  hole  in  the  stiles,  and  cause  the  necessary  friction, 
but  prevent  the  tenon  bending,  as  set  forth. 

Third.  In  combination  with  said  sheet  metal  blind  slats,  I  claim 
the  metallic  frames  formed  of  the  detachable  rails  and  tapering  stiles, 
in  the  manner  and  for  the  purposes  specified. 

Fourth.  I  claim  berelling  the  stiles  each  way  from  the  line  of  holes 
receiving  the  ends  of  said  metallic  blind  slats,  for  the  purpose  of 
giving  freedom  to  the  slats  when  opened,  but  forming  a  tight  joint 
when  closed,  as  set  forth. 

No.  21,732. — W.  H.  Baboock,  of  Homer,  New  York. — Improvement 
in  Method  of  Adjusting  Window  Blinds. — Patent  dated  October  12, 
1868. — This  invention  consists  in  having  an  arbor  pass  horizontally 
through  the  casing  near  the  lower  part  of  the  blind,  said  arbor  being 
allowed  to  slide  longitudinally  in  its  bearings^  to  a  certain  extent,  so 
that  a  conical  screw  or  spiral  flanched  pinion,  which  is  on  the  outer 
end  of  said  arbor  and  gears  into  a  toothed  wheel  on  the  blind,  may 
be  connected  with,  and  disconnected  from,  the  arbor  as  desired ;  a 
toothed  wheel  being  also  placed  loosely  on  the  arbor,  which  wheel, 
when  the  blind  is  closed,  gears  into  a  segment  rack  on  a  lever  which 
is  connected  with  the  slat  rod,  the  whole  being  arranged  whereby  the 
blind,  by  adjusting  the  arbor  and  properly  turning  the  same,  may  be 
opened  and  closed  at  the  inner  side,  within  the  room,  without  raising 
the  sash  and  the  slats  ;  when  the  blind  is  closed,  also  adjusted. 

Claim. — The  sliding  spindle  or  arbor  for  alternately  engaging  the 
two  mechanisms  which  severally  move  the  slats  and  open  the  shutter, 
80  as  to  operate  either  mechanism  by  the  same  handle,  substantially 
as  shown  and  described. 

No.  19,488. — Thbodorb  Christian,  of  New  York,  N.  Y. — Improve 
ment  in  Operating  Window-Blinds. — Patent  dated  March  2,  1858. — 
In  this  invention  a  series  of  pullies  c  c  are  applied  within  a  cavity  a 
in  one  of  the  stiles  A  on  one  side  of  the  blind,  one  oh  each  tenon  of  the 
slot,  and  an  upright  rod  D,  to  which  are  connected  the  ends  of  a  series 
of  short  bands  d  (2,  one  of  which  passes  round  and  is  secured  to  each 
of  the  pulleys,  the  rod  being  also  within  the  cavity  in  which  the  rollers 
are  contained. 

Claim. — Tightening  the  straps  d  by  adjusting  the  pieces  e  e,  as 
described. 

No.  20,996.— Andrbw  Fbrbbr,  of  Elizabeth  City,  New  Jersey. — 
Improvement  in  Operating  Window  Blinds. — Patent  dated  July  27, 
1868. — ^The  slats  are  attached  to  a  rod  and  fitted  in  one  of  the  stiles 
of  the  blind,  and  the  rod  is  attached  to  the  stiles  so  that  the  rods 
cannot  obstruct  the  light  nor  act  as  encumbrances,  and  the  slats  cannot 
turn  or  move  casually. 

7he  inventor  says :  I  am  aware  that  the  rods  of  blind  slats  have 
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been  connected  to  the  ends  of  the  slats,  and  arranged  in  various  ways  ; 
a  patent,  for  instance,  was  granted  to  L.  Stevens  and  S.  B.  Elithap, 
June  26,  1856,  for  an  improvement  in  window  blinds,  in  which  the 
tenons  of  the  slats  were  forked,  and  the  rods  connected  to  them.  A 
patent  was  also  granted  to  T.  Christian,  March  2,  1858,  for  improve- 
ment in  window  blinds,  in  which  pulleys  were  attached  to  the  ends 
of  the  slats.  Both  the  cases  above  referred  to  differ  essentially  from 
mine. 

I  do  not  claim  broadly  operating  the  blind  slats  by  a  mechanism 
oonnected  with  one  end  of  them. 

Nor  do  I  claim  broadly  a  rod  attachment  at  the  ends  of  the  slats. 

But  I  daim  the  rod  c  fitted  in  one  of  the  stiles  a  of  the  blind  and 
provided  with  pins  t,  which  are  fitted  in  oblique  slots  e  in  plates  d 
attached  to  the  ends  of  the  slats,  the  parts  being  arranged  substantially 
as  and  for  the  purpose  set  forth. 

I  also  claim  the  rod  c  attached  to  the  slats  B,  as  shown,  in  combina- 
tion with  the  spring  k  fitted  within  the  mortise  j  and  attached  to  the 
stile  a,  the  whole  l^ing  arranged  substantially  as  and  for  the  purpose 
set  forth. 

No.  21,408.— Theodore  Chriotian,  of  New  York,  N.  Y. — Improve- 
ment in  Cfperating  Window  Jilinda, — Patent  dated  September  7, 1858. — 
In  this  invention  the  slats  are  made  in  the  ordinary  way,  but  the  tenon 
which  forms  the  axis  of  the  slat  passes  into  the  stile  into  a  hole  con- 
siderably larger  than  the  tenon.  There  is  a  groove  or  deep  channel 
in  one  stile,  seen  at  c,  into  which  the  tenons  above  named  enter  through 
the  large  openings  within  the  channel.  The  tenons  all  bear  small 
pulleys  d  of  metal,  and  they  have  a  metal  gudgeon  e  driven  into  their 
ends  and  projecting  sufficiently  beyond  the  pulley  d  to  enter  a  ioietal 
bearing  g. 

Claim. — The  inventor  says :  I  claim  the  coupling  the  slats  together, 
as  described,  and  connecting  a  whole  panel  by  means  of  a  rod,  in  the 
manner  and  for  the  purpose  set  forth,  grooving  the  rod  in  a  straight 
line. 

I  also  claim  taking  the  bearings  of  the  tenons  upon  the  inside  of  the 
diannel  therein,  and  beyond  the  pulley,  as  and  for  the  purpose 
specified. 

No.  19,362. — Sebastian  Haas^  of  Buffalo,  New  York. — Improvement 
in  Window  JFVame«.— Patent  dated  February  16,  1858.— In  the 
engravings  /and  /'  g  and  g^  are  the  grooves  which  conduct  the  sash 
into  and  oat  of  the  frame.  0  0  and  0*  0*  are  pins  or  nibs  projecting 
from  the  upright  stiles  of  the  sash,  and  are  made  to  fit  the  grooves 
and  hold  the  sash  in  its  place. 

Claim. — The  arrangement  of  the  grooves  //*  g  g^  and  h  in  the 
frame,  and  the  operation  of  the  sash,  as  described. 

No.  21,136. — Ross  Johnson,  of  Frederick,  Maryland. — ImprovemenJb 
in  Hanging  Window  /ScwA.— Patent  dated  August  10,  1858.— The 
nature  of  this  invention  consists  in  side  boxes,  constructed  on  the  face 
of  the  jambs  and  arranged  in  front  and  at  right  angles  to  the  face  of 
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the  sash,  in  combination  with  narrow  oblong  weights  and  with  pulleys 
arranged  in  a  manner  adapted  for  the  use  of  said  side  boxes  and  flat 
weights. 

Claim. — The  side  boxes  G  G,  constructed  on  the  face  of  the  jamb  a, 
and  arranged  in  front  and  at  right  angles  to  the  face  of  the  sash,  in 
combination  with  narrow,  oblong  weights  D  D  and  with  pulleys 
E  F,  arranged  in  a  manner  adapted  for  the  use  of  side  boxes  and  flat 
weights,  substantially  as  and  for  the  purposes  set  forth. 

No.  22,366. — Theodore  F.  Hall,  of  Marietta,  Ohio. — Improvement 
in  Hanging  Window  Sasn, — Patent  dated  December  21,  1858. — F  is 
the  window  frame  }  T  the  upper  sash  ;  L  the  lower  sash  ;  C  the  cord 
supporting  sash  T ;  K  the  cord  supporting  sash  L  ;  P  P*  P^  pulleys 
on  window  frame ;  G  grooves  in  the  sashes ;  R  pulley  on  friction 
rollers  in  the  grooves  in  the  sashes  ;  I  the  point  where  the  cord  0  is 
attached  to  the  frame  j  J  the  point  where  the  cord  E  is  attached  to 
the  frame ;  W  W^  weights  attached  to  cords  0  and  E ;  W*  weight 
in  box  frame. 

Olaim. — The  employment  and  arrangement  of  pulleys  or  friction 
rollers  at  the  lower  corners  of  the  sash  and  the  balancing  of  the  sash 
on  cords,  in  combination  with  pulleys  and  weights  or  a  weight,  sub- 
stantially as  set  forth. 

No.  19,301. — ^RoBBRi  H.  KiRCE,  of  Utica,  New  York. — Improve- 
ment in  Removable  Windovf  Sash. — Patent  dated  February  9, 1858. — 
The  object  of  this  invention  is  to  admit  of  the  sashes  of  windows 
being  removed  from  their  frame  or  casing  without  detaching  the  stop 
strips  or  parting  beads  ;  this  is  effected  by  the  employment  of  a  sash, 
divided  and  hinged  in  the  centre,  and  also  provided  with  a  catch  so 
that  it  cannot  come  out  by  accident,  but  can  only  be  removed  by  a 
person  who  releases  the  cateh. 

The  inventor  says  :  I  daim  jointing  the  sash  or  sashes  of  a  window 
at  the  centre,  substantially  as  described,  so  that  they  may  be  removed 
from  the  casing  without  detaching  the  parting  beads  or  stop  strips, 
the  sash  or  sashes  being  provided  with  a  catch,  or  any  equivalent 
device,  to  prevent  the  casual  folding  of  the  same. 

No.  19,267. — Francis  Thrjisher  and  Henrt  B.  Horton,  of  Akron, 
Ohio. — Improvement  in  Fastening  for  Window  Sashes. — Patent  dated 
February  2,  1858. — The  nature  of  this  invention  will  be  understood 
by  reference  to  the  claim  and  engrarings. 

The  inventors  say :  We  claim  the  friction  strip  C  riding  upon  an 
inclined  plane  and  operated  by  a  spring  so  as  to  be  self-locking,  for 
the  purpose  of  fixing  the  window  sash  at  any  desired  height,  as  set 
forth. 

No.  20,857. — Dana  Bickford,  of  Westerly,  Rhode  Island. — Im- 
provement in  Spring-Pulley  for  Window  Sashes. — Patent  dated  July 
13,  1858. — The  use  of  the  friction  wheel  D  is  to  prevent  the  sash  from 
sagging  when  it  is  covered  with  ice  or  snow,  it  being  arranged  with 
a  rachet  C  in  such  a  manner  as  to  turn  when  the  sash  is  pulled  down. 
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and  when  the  sash  is  raised  the  ratchet  allows  the  spring  case  to  run 
freely  and  give  the  full  force  of  the  spring  in  raising  the  sash,  thus 
providing  a  means  of  balancing  the  sash. 

The  inventor  says :  I  do  not  claim  either  of  these  devices  separately. 

Bat  I  daim  the  combination  of  the  friction  wheel,  or  its  equivalent, 
and  the  bearings  of  the  pulley  with  the  lip,  as  described,  in  connexion 
with  other  parts  of  the  spring  balance. 

No.  19,348. — John  B.  Cornell,  of  New  York,  N.  Y. — ImprovemerU 
in  Metallic  Window  Shutters.— Fhtent  dated  February  16, 1858— The 
frame  b  g  hin  of  T-shaped  iron,  to  which  is  secured,  by  means  of  the 
rivets  c/,  two  thicknesses,  c  d,  of  sheet  iron.  The  border  of  the  iron 
casing  d  is  trimmed  off  even  with  the  edge  of  the  outer  flanch  g  of  the 
frame,  the  casing  c  is  fitted  within  the  portion  &.of  the  frame,  and  rests 
upon  the  flanch  A,  the  rivets  e  e  pass  through  both  casings,  and  through 
the  flanch  A,  the  rivets  //  pass  through  the  border  of  the  casing  d 
and  through  the  flanch  g  of  the  frame,  which  will  firmly  unite  the 
respective  parts. 

The  inventor  says :  I  daim  constructing  metallic  shutters,  doors, 
&c.,  of  double  casings  of  sheet  metal,  combined  with  a  frame  com- 
posed of  T-shaped  metallic  bars,  substantially  as  set  forth. 

No.  21,916. — Turner  Williams,  of  Providence,  Rhode  Island. — 
Improved  Window  Stop. — Patent  dated  October  26,  1858. — The  claim 
and  engraving  describe  this  invention. 

Claim. — ^The  described  window  stop  consisting  of  the  roller  c,  shank 
m,  spring  E,  and  lever  &,  or  their  equivalents,  in  combination  with 
the  incliaed  surface  dy  and  operating  in  the  manner  substantially  as 
set  forth. 
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No.  19,762. — William  B.  Fahnestock,  of  Lancaster,  Pennsylvania. — 
Imjmyvement  in  Axle  Boxes. — Patent  dated  March  30,  1858. — The 
object  of  this  improvement  is  that  the  ends  of  the  axle  D  revolve  at  the 
same  time  that  they  describe  the  necessary  arc  of  a  circle,  thereby 
giving  the  wheel  freedom  to  follow  the  line  of  the  rail,  and  preventing 
the  sliding  and  friction  of  the  wheels  on  or  against  the  rail. 

Claim. — The  combination  of  the  axle  and  boxes,  arranged  and  con- 
structed as  described,  for  the  purpose  of  allowing  the  axle  to  turn  and 
accommodate  the  wheel  to  the  direction  of  the  rail. 

No.  21 ,998. — Henry  Howson,  of  Philadelphia,  Pa.,  assignor  to  Isaac 
P.  Wbndall  and  Jacob  L.  Wbndall,  of  said  Philadelphia. — Improve- 
ment in  Axle  Boxes. — Patent  dated  November  2,  1858. — This  inven- 
tion consists  in  a  combination  of  a  box,  bearings,  and  keys,  the  inte- 
rior of  the  box  being  arched  and  terminating  on  each  side  at  recesses 
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formed  in  the  sides  of  the  box,  the  keys  being  adapted  to  fit  into  re- 
cesses and  against  the  edges  of  the  bearings. 

Claim, — The  combination  of  the  box  with  the  bearings  B  and  B^, 
and  retaining  keys  C  and  C^,  when  the  interior  of  the  lx)x  is  arched 
on  the  top,  when  the  said  arch  terminates  on  each  side  of  the  recesses 
g  g^  formed  in  the  sides  of  the  box,  when  the  keys  are  adapted  to  fit 
into  the  recesses  and  against  the  edges  of  the  bearings,  and  when  the 
several  parts  are  arranged  in  respect  to  each  other,  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

No.  21,943. — John  W.  Cochran,  of  New  York,  N.  Y.— Improve- 
ment in  Car  Aide  Booces. — Patent  dated  November  2,  1858. — A  is  the 
outside  or  shell  of  the  box,  B  the  packing  disk  or  stuffing  box,  G  the 
lubricating  cell  or  well  for  holding  the  lubricating  liquid,  D  the  axle, 
6  the  packing  of  felt,  leather,  hide,  or  gutta  percha,  e^  recess  in  the 
collar  for  packing  between  the  collar  and  the  axle,/ the  point  between 
the  shell  of  the  box  A  and  disk  B  ;  g  the  door  of  the  box,  h  the  feed- 
hole,  jj  the  bolts,  j^  j^  slots  in  the  ears  or  lugs  of  the  box,  t  a  set  screw 
for  elevating  and  adjusting  disk  B.  The  sliding  collar  on  the  box 
axle  is  marked  a  and  the  slit  in  it  a^  for  the  pin  a^  of  the  axle. 

The  inventor  says :  I  c2atm,  first,  the  sliding  collar  a,  constructed 
and  arranged  upon  the  axle  and  in  relation  to  me  packing  of  the  box, 
as  set  forth. 

Second.  I  claim  the  arrangement  of  the  lubricator,  door,  disks, 
packing,  follower,  and  bolts,  as  described,  whereby  the  whole  may  be 
adjusted  to  the  bearing  brasses,  as  set  forth. 

No.  20,991. — David  Gumming,  of  Sorrel  Horse,  Pa. — ImprovemerU 
in  Axle  Boooea,  dc. — Patent  dated  July  27,  1858. — The  nature  of  this 
invention  consists  in  dividing  the  inner  portion  of  the  box  into  two 
parts  longitudinally,  the  said  parts  bein^  confined  upon  the  shaft  by 
a  solid  ring,  and  in  the  peculiar  formation  of  the  outer  ends  of  the 
axle  and  box. 

The  inventor  says :  I  c2atm,  first,  the  peculiar  form  of  the  outer  end 
of  the  axle  c  and  tapering  hole  e  in  box  F,  when  the  said  axle  and  box 
are  arranged  relatively  to  each  other  as  described,  for  the  purpose  set 
forth. 

Second.  The  combination  of  the  two  inner  portions  E  and  E^  of 
the  box  with  the  clasp  G,  as  and  for  the  purposes  described. 

No.  21,652. — John  W.  Coohban,  of  New  York,  N.  Y.— Improve- 
ment in  LubricaJtng  Oar  .^ajteff,— Patent  dated  October  5,  1858. — a  a 
marks  the  car  box,  b  h  the  axle,  c  c  the  lubricating  wheel  or  rotary 
feeder  which,  it  will  be  seen,  very  nearly  touches  the  sides  of  the 
opening  in  the  diaphragm,  thus  controlling  or  limiting  the  quantity 
of  fluid  fed  by  the  wheel  from  the  well  or  chamber  to  the  axle  ;  d  (2  is 
the  flat  spring  to  support  the  lubricating  wheel  and  keep  it  up  at  the 
axle,  e  e  the  well  or  chamber  to  contain  the  lubricating  matter. 

Claim, — In  connexion  with  the  spring  and  wheel,  the  inclined  dia- 
phragm gr,  having  the  space  for  the  play  of  the  wheel,  and  access  to 
the  wheel  and  spring  as  described. 
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No.  20,535. — William  D.  Arnett,  of  Chicago,  Illinoifl. — Improve-' 
ment  in  diaoonnecting  Car  Axle  Boxes  from  Pedestals. — Patent  dated 
June  15,  1858. — In  figures  E  M,  13  13  is  a  flange  furnished  with  lugs 
4  4,  and  attached  to  the  upper  bars  of  the  truck.  The  box  5  is  placed  up 
against  the  flange  13  so  that  the  lugs  4  4  will  come  in  the  recesses  11 
11  made  in  the  sides  of  the  box-case  5,  and  the  stay-bar  16  holds  the 
box  in  its  place  with  the  nut  and  screw-bolts  14  14,  and  thus  prevents 
the  box  case  from  slipping  laterally ;  and  when  it  is  required  to  take 
the  box  from  the  truck,  the  nuts  14  are  unscrewed  sufficiently  to  let 
the  stay-bar  16  fall  sufficiently  to  free  the  box  case  from  the  lugs  4  4 
on  the  flange. 

Claim. — -The  lugs,  recesses,  and  grooves,  arranged  with  the  pedes- 
tals and  box  cases  for  disconnecting  the  box  cases  from  the  sides  of  the 
pedestals,  as  set  forth  in  the  specifications  and  for  purposes  described. 

No.  19,290. — Gbobgb  W.  Gbisendorff,  of  Indianapolis,  Indiana, 
and  Jacob  0.  Gbisbndorfp,  of  Cincinnati,  Ohio. — Improvement  in  Bail- 
road  Car  Aade  Booces. — Patent  dated  February  9, 1858. — A  represents 
a  portion  of  the  axle,  B  a  portion  of  the  box.  The  box  is  slotted  b 
through  its  top,  and  recessed  l^  on  the  inside,  so  as  to  receive  the  ends 
of  a  casting  C  D  E  F  and  hold  it  firmly  against  lateral  displacement. 
This  casting  consists  of  a  rectangular  block  C  crowned  by  a  flange  D 
and  having  in  its  under  side  an  arch-like  cavity  E.  A  short  distance 
below  the  flange  the  casting  is  pierced  transversely  by  a  slot  F,  to 
receive  a  key  G,  by  which  it  is  held  to  its  place  in  the  box. 

Claim. — The  lug  C  D  E  F  G,  constructed  as  set  forth,  or  equivalent 
device,  in  the  described  combination  with  the  axle  A  and  box  C. 

No,  19,741. — ^R.  N.  Allen,  of  Cleveland,  Ohio. — Improvement  tn 
BaUroad  Car  Axle  £oaje».— Patent  dated  March  23, 1858.— The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2atm,  first,  the  self-adjusting  collar  or  washer 
F,  in  combination  with  the  slide-partition  G  and  packing  c,  operating 
in  the  manner  and  for  the  purpose  specified. 

Second.  I  claim  the  box  B  and  key  C,  provided  with  articulating  sur- 
faces ^  «^,  in  combination  with  the  key  jD,  for  the  purpose  of  relieving 
the  axle  from  strain  and  of  conveniently  removing  and  replacing  the 
box  B  and  collar  F,  by  simply  relieving  the  axle  from  strain  without 
removing  it,  the  whole  being  constructed  and  arranged  substantially 
as  specified. 

No.  19,840.— George  W.  Gbisbndorpf  and  Jacob  C.  Gbkendorpf, 
of  Cincinnati,  Ohio. — Improvemeni  in  Box  Cases  and  Lubricators  for 
BaUroad  Car  Axles. — Patent  dated  April  6,  1858.— The  inventors,  in 
describing  their  improvement,  say :  The  object  of  our  improvement 
is  to  prevent  the  waste  or  loss  of  oil  by  its  following  longitudinally 
on  the  car-axle.  We  accomplish  this  object  by  the  employment  of 
a  spring-stripper  e  placed  inside  the  box-case,  which  removes  the  sur- 
plus oil  from  the  car-axle  B  and  returns  it  to  the  reservoir.  In  addi- 
tion to  the  stripper  we  use  an  expansible  or  clasp  packing,  to  which 
the  stripper  is  attached  ;  said  packing  renders  the  use  of  the  stripper 
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more  perfect  and  completely  prevents  the  entrance  of  dust  to  the  journal 
and  box  inside  of  the  box-case. 

Claim. — The  employment  of  the  divided  packing  a  a^,  in  combina- 
tion with  the  springs  c  c  and  d  dy  constructed  substantially  in  the 
manner  and  for  the  purposes  set  forth. 

No.  19,630. — Isaac  P.  Wendell,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Boxes  and  Journals  for  Railroad  Gar  Axles, — Patent 
dated  March  2,  1858. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  intermediate  collars  have  been 
heretofore  used  for  the  purpose  of  lubricating  axles ;  but  in  all  in- 
stances such  collars  have  fitted  tightly  into  recesses  in  the  upper 
bearing,  which  thus  prevents  efficient  lubrication.  I  disclaim,  there- 
fore, the  exclusive  use  of  a  central  lubricating  collar. 

I  oZatm  employing,  in  connexion  with  the  boxes  and  journals  of  car 
axles  and  other  shafts,  a  central  lubricating  collar,  revolving  in  an 
oil  chamber  formed  in  the  lower  bearing,  in  combination  with  a  recess 
in  the  upper  bearing,  when  the  said  recess  is  wider  and  deeper  than 
the  collar,  as  set  forth,  and  for  the  purpose  specified. 

No.  19,095. — David  Matthew,  of  Philadelphia,  Pa. — Improvement 
in  B^ilroad  Car  Booces, — Patent  dated  January  12,  1858. — In  the 
engravings  A  is  the  box,  B  the  hole  through  which  the  journal  passes, 
C  the  oil  cellar,  D  D  the  bearings  of  brass,  x  the  oil  cup,  E  a  slot  cut 
entirely  through  the  brass  and  extending  the  whole  thickness  of  the 
box. 

The  inventor  says :  I  am  well  aware  that  it  is  common  to  use  a  slot 
in  journal  bearings  for  purposes  in  connexion  with  lubrication,  but 
they  have  no  such  efiect  as  mine,  and  I  do  not  wish  to  be  mistaken  as 
using  a  mere  modification  of  such  a  slot  or  crease,  or  as  claiming  any 
such  arrangement  or  device. 

But  I  daim  the  peculiar  construction  of  journal  box  having  a  longi- 
tudinal slot  or  opening  so  proportioned  to  the  relative  vertical  and 
horizontal  strains  as  to  produce  the  results  substantially  as  set  forth. 

No.  21,996. — J.  N.  Ward,  of  Brooklyn,  N.  Y. — Improvement  in 
Car  Brakes. — Patent  dated  November  22, 1858. — The  trucks  are  made 
in  the  ordinary  way  and  have  suspended  opposite  each  wheel  outside 
a  brake  piece  a;  a  stout  bar  b  extends  from  one  brake  piece  a  to  the 
one  opposite  thereto  across  the  car,  and  to  the  centre  of  this  bar  a 
pulley  c  is  affixed;  as  each  pair  of  brakes  a  are  thus  furnished  the  two 
pulleys  on  each  truck  stand  opposite  each  other ;  a  chain  d  passes 
around  these  pulleys,  and  one  end  of  it  is  affixed  to  the  ordinary 
upright  windlass  e  at  the  end  of  the  car,  the  other  extends  back  to 
the  other  truck  and  around  the  pulleys  of  the  brakes  thereon,  and 
thence  to  the  windlass  on  the  opposite  end  of  the  car. 

Claim. — The  combination  of  the  pulleys  and  brakes,  together  with 
the  mode  of  operating  the  same,  the  whole  being  constructed  and 
arranged  as  specified  and  for  the  purposes  set  forth. 
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No.  22,291. — Joseph  Hough,  of  Buckingham,  and  Jacob  Moorb,  of 
Bart,  Pa. — Improvement  in  Car  Brakes, — Patent  dated  December  14, 
1858. — A  represents  a  rectangular  frame  in  which  the  axles  B  B  of 
the  wheels  C  are  placed  as  usual.  In  each  side  of  the  frame  two  levers 
D  D  are  placed,  said  levers  working  on  fulcrum  pins  a.  To  the  lower 
end  of  each  lever  D  a  shoe  E  is  attached,  said  shoes  being  below  the 
horizontal  plane  in  which  the  axles  B  B  are  placed.  To  the  upper 
end  of  each  lever  D  a  horizontal  slide  F  is  attached  bj  a  pivot  or  pin 
i.  These  slides  are  fitted  in  grooves  c  in  the  upper  part  of  the  frame, 
and  two  slides  at  each  side  of  the  frame. 

Claim. — The  arrangement  and  combination  of  the  slides  F  and 
levers  D  J,  as  and  for  the  purposes  shown  and  described. 

No.  19,012. — John  L.  Branch,  Isaac  Branch,  and  Daniel  W. 
Branch,  of  Charleston,  S.  C. — Improvement  in  Railroad  Gar  Brakes. 
Patent  dated  January  5,  1858. — The  nature  of  this  improvement  con- 
sists, first,  of  the  immediate  application  of  steam  power  by  the  engine 
driver  to  the  brake  locks  on  all  cars  having  brakes.  Secondly,  of  a 
drum  E  secured  to  the  bottom  of  the  tender  and  applied  with  a  chain 
E^.  Thirdly,  the  manner  in  which  the  brake  levers  i  i^  are  worked, 
whether  the  train  be  moving  backwards  or  forwards. 

The  inventors  say  :  We  do  not  claim  in  general  terms  the  idea  of 
drawing  the  upper  end  of  the  brake  levers  x  a?,  &c.,  towards  the  center 
of  the  car  (thus  clamping  the  wheels  with  the  brake  blocks)  by  a 
winding  up  of  the  chains  at  the  end  of  rods  m  tn,  for  this  has 
been  done  already  by  means  of  a  rod  passing  up  into  a  car  with  a 
wheel  fixed  at  its  upper  end,  and  worked  by  a  man  usually  called  a 
brakeman. 

But  we  claim  the  drum  arranged  and  worked  as  set  forth. 

We  claim  to  operate  the  brake  blocks  of  a  continuous  train  of  cars 
by  means  of  a  steam  cylinder  or  hand  power,  in  combination  with  the 
drums,  levers,  and  chains,  substantially  as  set  forth. 

We  also  claim  the  drum  E  and  the  surplus  chain  E^  the  object  and 
use  of  which  is  substantially  set  forth  in  the  specifications,  as  are  also 
our  other  claims. 

No.  19,157.— Thobias  W.  Smith,  of  Alexandria,  Va.—/mprot;cmen« 
tfi  Railroad  Car  5ra*e«.— Patent  dated  January  19, 1858.— The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  use  of  a  bumper  or  other 
equivalent  sliding-piece  for  regulating  by  its  motion  the^tension  of  a 
brake  chain,  except  under  the  construction  and  combination  which  I 
here  set  forth  as  of  my  invention. 

I  daim^  first,  the  employment  of  the  rods  A  A^  at  each  end  of  the 
car  united  by  flexible  connexions  passing  round  compensating  pulleys, 
substantially  as  set  forth,  said  rod  transmitting  the  braking  power 
by  mutual  contact  of  their  outer  ends  or  heads,  as  set  forth. 

Second.  I  claim  the  compensating  apparatus,  substantially  as  set 
forth,  the  same  consisting  of  the  pulley  levers  E  E^  with  one  end 
attached  to  the  car  and  the  other  to  the  bumpers,  and  the  pulleys 
C  C  hung  at  the  centres  of  these  levers  for  tightening  or  slacking  the 
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chains  B  B^  bo  as  to  vary  the  distances  of  the  ends  of  the  rods  A  A^ 
directly  with  the  variations  of  the  bumpers  or  the  distance  between 
the  cars. 

No.  19,223. — George  W.  Windsor,  of  Allegheny,  Pa. — Improve- 
ment  in  Railroad  Car  Brakes. — Patent  dated  January  26,  1858. — This 
invention  consists  in  the  use  of  a  brake  for  locomotive  or  railroad  cars 
operating  to  stop  their  progress  by  pinching  the  rails  on  which  the 
wheels  run,  which  is  effected  by  means  of  levers  dd  working  in  the 
threads  of  a  screw  a  cut  on  the  axle  c,  operated  at  the  will  of  the 
brakeman. 

Claim. — The  use  of  a  brake  constructed  as  described  and  operating 
at  the  will  of  the  brakeman  by  means  of  levers  working  in  the  threads 
of  a  screw  cut  on  the  axle  of  the  car  or  locomotive  wheels,  to  pinch 
the  rails  on  which  the  wheels  travel  and  thus  retard  the  progress  of 
the  cars. 

No.  19,192. — Sabiubl  Gumabr,  of  Chicago,  111. — Imptovement  f» 
BaUroad  Car  Brakes. — Patent  dated  January  26,  1858. — The  object 
of  this  invention  is  to  check  the  rotation  of  the  wheels  without  stop* 
ping  them,  and  arrest  the  motion  of  the  car  by  the  friction  of  a  shoe 
forced  upon  the  rail. 

The  inventor  says :  I  disclaim  all  combinations  of  shoes  and  rubbers 
for  breaking  upon  both  rail  and  wheels  when  such  combinations  are 
designed  and  arranged  to  act  either  simultaneously  or  first  upon  the 
rail.  I  also  disclaim  all  shoes  acting  rigidly  upon  the  rail  as  forming 
no  part  of  my  combination.  I  ftirther  disclaim  the  use  of  cams  in 
applying  brake  rubbers. 

But  I  daim  the  loosely  hung  rubbers  and  spring-bottomed  shoe, 
connected  as  described  in  combination  with  the  tri-branched  cam,  when 
the  lower  toe  of  the  cam  acts  upon  the  spring  and  the  said  parts  are 
all  relatively  so  arranged  th  the  rubbers  areapplied  to  the  wheels 
prior  to  the  application  of  the  shoe  to  the  rail,  substantially  as  and  for 
the  purposes  set  forth. 

No.  19,260. — Nathaniel  Potter,  of  Hillsdale,  Mich. — Improvement 
in  BaUroad  Car  Brakes. — Patent  dated  February  2, 1858. — ^The  nature 
of  this  improvement  is,  that  by  using  the  balls  I  m  either  brake  wheel 
may  be  actuated  separately  irrespective  of  the  other,  while  the  balls 
do  not  interfere  with  the  firee  use  of  both  brake-wheels  together  if 
desired. 

Claim. — ^The  combination  of  the  balls  I  m  and  stops  h  i  with  chains 
H I  and  '^  oscillator  "  F,  arranged  and  operating  substantially  in  the 
manner  and  for  the  purpose  specified. 

No.  19,599. — Stephen  M.  Whipple,  of  North  Adams,  Mass.— /m- 
provement  in  BaUroad  Car  Brakes. — Patent  dated  March  9,  1858. — 
This' invention  consists  in  a  combination  of  two  quadrant  levers  TT 
and  two  horizontal  levers  B  B  with  each  other  and  with  the  brake- 
bars  of  the  track,  and  also  with  the  operating  connecting  through  the 
fulcrums  D  D  and  sliding  centre  E  for  the  transfer  of  any  and  all  the 
forces  of  a  moving  train  &om  the  operating  connexion  of  the  brakes. 
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Claim. — The  combination  of  levers,  pulleys,  and  chains,  operated 
and  arranged  substantially  as  described,  by  which  a  brakeman  on  the 
rear  end  of  the  last  car  of  the  train  is  enabled  to  brake  the  train. 

No.  19,734. — Daniel  H.  Fegbr,  of  Cincinnati,  Ohio,  assignor  to 
Himself  and  Mahlon  M.  Wombaugh,  of  said  Cincinnati. — Improvement 
in  BaUroad  Car  Brakes.— Feiient  dat^d  March  23,  1858.— The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — ^The  arrangement  of  the  friction  pulley  J  concentrically  on 
the  front  axle  D  of  the  truck,  and  combining  the  same  with  the  brake 
E  E  and  with  the  sliding  buffer  or  pulling  bar  N  by  means  of  the 
pivoted  vertical  spring  friction  block  K,  pivoted  horizontal  rising  and 
falling  shoulder  bar  0  Z  Z,  and  transverse  pins  P  P,  said  parts  being 
arranged  relatively  to  each  other  and  operating  in  conjunction,  sub- 
stantially as  and  for  the'  purposes  set  fortn. 

No.  19,917. — Gideon  Dobsch,  of  Schenectady,  N.  Y. — Improvement 
in  BaUroad  Car  Brakes. — Patent  dated  April  13,  1858. — This  inven- 
tion consists  in  combining  the  ends  of  the  brake  levers  with  an 
endless  chain,  by  which  the  levers  are  operated. 

The  inventor  says :  In  itself  considered,  I  do  not  claim  the  endless 
ehain  b. 

But  I  daim  combining  the  ends  of  the  levers  E  E  with  an  endless 
chain  b,  as  and  for  the  purposes  set  forth,  when  said  levers  are 
hung  and  operated  as  described. 

No.  20,237. — George  W.  Zeigler,  of  Tiffin,  Ohio. — Improvement 
in  BaUroad  Gar  Brakes. — Patent  dated  May  11,  1858. — The  nature 
of  this  improvement  consists  in  the  application  of  power  to  the 
wheels  through  the  rotation  of  a  rod  system  continuous  throughout 
the  train  and  in  so  applying  the  power  to  this  rotary  system  that  the 
operator  may  always  graduate  the  applied  pressure  to  the  resistance 
to  be  overcome. 

The  inventor  says:  I  claim  the  application  of  pressure  to  the 
rubbers  by  a  longitudinal  rotary  and  under  the  truck,  combined  with 
cams  C  C^,  arranged  and  operating  substantially  as  described. 

I  also  claim,  in  combination  with  the  rods  and  cams  of  the  several 
cars,  as  described,  the  universal  joint  coupling  H,  constructed  and 
operating  substantially  as  specified,  to  connect  the  aforesaid  rods 
throughout  the  train. 

I  further  claim  transmitting  the  power  to  rotate  the  rods  through 
a  spring  indicating  apparatus,  substantially  as  and  for  the  purpose 
specified. 

No.  20,339. — Christian  H.  Eisbnbrandt,  of  Baltimore,  Md. — 
Improvement  in  BaUroad  Car  Brakes. — Patent  dated  May  25, 1858. — 
The  nature  of  this  improvement  consists  in  constructing  a  car  brake 
wherein  can  be  applied  the  principle  of  screw  and  lever  directly  to  the 
axles  of  the  car  wheels. 

The  inveotor  says :  Being  well  aware  that  rubber  devices  and 
friction  rollers  have  been  applied  to  the  partial  surface  of  axles,  I  do  not 
claim  such  devices. 

But  1  daim  the  manner  or  mode  of  direct  application  to  the  axles 
of  the  wheels,  of  the  lever,  and  screw  L  m  m  cr  i^,  with  the  clasping 
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boxes//,  griping  collars  y  «,  and  the  pivot  and  socket  axles  g  h,  the 
pendant  bearings  ccc^  with  the  box  seats  e  e  e^  the  connecting  yoke 
eye  rods  c^  d^  o  o  o,  the  ear  guides  X  X,  the  whole  arranged,  com- 
bined and  operating  with  the  other  devices  described,  and  substan- 
tially in  the  manner  set  forth. 

No.  20,429. — Thomas  Hoppbe,  of  Newark,  N.  J. — Improvement  in 
Bailroad  Car  Brakes. — Patent  dated  June  1,  1858. — In  the  en- 
graving, n  is  a  lever  connected  with  the  journal  and  placed  at  right 
angles  with  the  arms  of  the  bumper  c;  e  is  a  sliding  bar  placed  be- 
tween the  arms  of  the  bumper,  and  extending  from  the  face  of  lever 
n  to  the  coupling-link ;  lever  n  rests  against  the  sliding  bar  e  by 
means  of  a  spring  m.  The  operation  is  to  hold  the  sliding  bar  e 
against  the  coupling-link  as  the  cars  separate  or  close  together  ;  lever 
n  acts  in  connexion  by  the  link  and  bumper. 

The  inventor  says :  I  claim  lever  n,  sliding  bar  e,  eccentric  wheel 
S,  connected  with  lever  n  by  means  of  a  shaft  and  two  universal 
joints,  operated  upon  as  specified. 

I  also  claim  brake  rods  b  6,  connected  from  6  to  6  by  reversible 
fulcra  transverse  lever  t  attached  to  fulcrum  1,  and  operated  by 
means  of  the  main  rod  a,  substantially  as  set  forth. 

No.  20,468. — G.  W.  Cummings,  of  Philadelphia,  Pennsylvania, 
assignor  to  D.  K.  Jackman  and  Joseph  Hanna,  of  Lock  Haven,  Penn- 
sylvania.— Improvement  in  Bailroad  Car  Brakes. — Patent  dated  June 
1, 1858. — The  rods  may  be  operated  upon  at  any  point,  and  pulled  in 
either  direction  to  throw  bacK  the  rod  L  out  of  catch  with  the  dog  p. 
The  arrangement  of  the  shaft  E,  arm  or  crank  G,  crank  I,  rods  fe, 
chain  gr,  and  windlass  attachment  h  i  A;,  constitute  the  common  hand 
braking  mechanism  ;  and  to  apply  this  automatic  braking  arrange- 
ment to  cars  with  such  common  mechanism  it  is  only  necessary  to 
put  the  dog  p  on  the  buffers,  attach  the  rod  L  and  crank  H,  and  the 
apparatus  for  unshipping  the  said  rod  L. 

The  inventor  says :  I  daim,  first,  the  combination  of  the  draw- 
head  c,  dog  p,  pushing  rod  L,  crank  H,  shaft  E,  crank  I,  rods  K,  and 
blocks  F,  when  the  several  parts  are  arranged  to  operate  as  and  for 
the  purpose  as  specified. 

Second.  The  mechanism  for  throwing  lever  L  out  of  gear,  consist- 
ing essentially  of  the  rod  D,  chain  N,  and  stationary  pulley  0,  the 
whole  arranged  and  operating  as  set  forth. 

No.  20,769.— Henry  M.  Collier,  of  Binghampton,  New  York.— 
Improvement  in  Bailroad  Car  Brakes. — Patetitjdated  June  29, 1868. — 
The  nature  of  this  invention  consists  in  attaching  the  brake-block  or 
rubber  B  B  to  an  adjustable  rock-shaft  R,  which  has  a  movement 
toward  and  from  the  wheel  simultaneous  with  said  rubber,  and  which 
has  a  connexion  with  the  car  axle  or  axle  box  I  by  means  of  a  chain 
and  rod,  strap,  or  some  analogous  device,  so  that  when  the  rock-shaft 
is  rotated  it  winds  up,  or  shortens  said  connexion,  or  is  otherwise 
depressed.  It  also  consists  in  the  use  of  a  spring  H  attached  near  its 
centre  to  the  rubber,  and  fastened  upon  the  truck  frame  C  C  C. 
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Claim. — The  arrangement  and  combination  of  the  rock-shaft  R 
with  the  spring  H  and  the  axle  boxes  1 1,  substantially  as  shown  and 
described. 

No.  21,038. — Wilbur  B.  Wait,  of  Portsmouth,  New  Hampshire. — 
Improvement  in  Railroad  Car  Brakes. — Patent  dated  July  27, 1858. — 
By  this  invention,  in  order  to  brake  up  one  or  more  cars  of  a  train,  it 
is  only  necessary  for  the  engineer  or  brakeman  to  raise  the  shaft  I  by 
means  of  the  lever  K,  so  as  to  draw  upon  the  belt  D,  and  hence  all 
necessary  power  is  acquired  from  the  revolution  of  the  axle  E  ;  or  in 
case  said  belt  and  power  is  not  needed,  the  engineer  or  brakeman  may 
"  brake  up"  one  or  more  cars  by  simply  turning  the  cog-wheel  A  by 
hand,  as  may  be  desired      . 

The  inventor  says :  I  do  not  claim  the  use  of  brake-chains  and  con- 
necting brake-rods,  as  the  same  are  now  generally  applied  to  car 
brakes. 

But  I  daim  the  combination  and  arrangement  of  the  frame  F, 
together  with  the  connecting  joints  Q  Q  or  P  P,  with  latch  L  attached, 
the  shaft  I,  with  drum  C  attached,  connecting  with  the  shaft  A  by  an 
eye  E^,  the  belt  D  passing  round  the  axle  E,  the  lever  K,  the  levers 
or  arms  C,  with  brake-chains  d^  and  rods  E  attached,  the  guide-bar 
Qt  and  slot  0,  the  main  shafts  M  A  and  g^  with  cog-wheels  attached 
thereto,  and  the  slots  N  and  eyes  or  links  B  and  B^,  in  the  manner 
substantially  as  shown  in  figs.  1  and  2,  and  as  described. 

No.  22,213. — Asa  L.  Whipple,  of  Elmira,  Nftw  York. — Improvement 
in  Railroad  Car  Brakes. — Patent  dated  November  30,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  as  my  invention  the  manner  of 
securing  the  armature  G  to  the  shaft  C  by  means  of  a  loose  collar  and 
bur. 

But  I  do  daim  them,  in  combination  with  the  spring,  for  a  new  pur- 
pose, viz :  a  mode  of  carrying  the  intensity  of  the  connexion  of  the 
armature  with  shaft  0,  and  allowing  that  connexion  to  give  way 
when  the  revisiting  force  is  sufiScient  to  prevent  the  car  wheels  re- 
volving and  causing  them  to  slide. 

I  also  claim  the  improved  method  of  communicating  the  motion  of 
the  car  wheels  to  their  brakes  through  the  medium  of  electro-mag- 
netism, consisting  substantially  of  the  spring-jaws  P  P  and  W  W, 
and  of  the  insulated  rings  on  the  axis  of  the  magnet,  arranged  and 
operating  in  combination  with  the  said  magnet  and  adjustable  arma- 
ture, in  the  manner  and  for  the  purposes  specified. 

No.  22,229. — Henry  E.  Chapman,  of  Albany,  New  York.— Improve^ 
ment  in  Railroad  Car  Brakes, — Patent  dated  December  7,  1858. — 
This  invention  has  reference  to  applying  the  brakes  directly  to  the 
rail  instead  of  to  the  wheels,  or  between  the  periphery  or  tread  of  the 
wheel  and  the  rail. 

Claim. — The  arrangement  of  the  shaft  L,  having  upon  it  the  right 
and  left  hand  screw  threads,  the  right  and  left  hand  nuts  E  E^,  the 
rods  J  J^,  the  levers  I  P,  the^hafts  H  H^  the  levers  G  Q^,  and  the 
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cross-bar  F,  in  their  relation  to  each  other  and  to  the  brake,  as  and 
for  the  purposes  set  forth. 

No.  22,455. — John  W.  Riob.  of  Springfield,  Massachusetts. — Intr 
provemefU  in  BaUroad  Oar  Brakes. — Patent  dated  December  28, 
1858. — This  invention  is  an  improvement  on  car  brakes  patented  by 
the  above  named  inventor  August  3,  1858. 

The  inventor  says :  I  daim,  first,  the  suspension-bar  H  and  crotch- 
bolt  I  and  nut  J,  when  arranged  and  operating  in  the  manner  sub- 
stantially as  and  for  the  purposes  substantially  as  described. 

Second.  I  claim  the  continuous  rod  Y  and  loose  pulley  K,  in  com- 
bination with  the  suspension-bar  H  and  crotchet-bolt  I  and  nut  J, 
when  arranged  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

Third.  I  claim  the  loose  collars  P  P  on  the  standards  gr,  when  ap- 
plied in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

No.  20,627. — C.  B.  Cotter,  of  Harrisburg,  Pa. — Improvement  in 
Car  Couplings. — Patent  dated  June  22, 1858. — The  claim  and  engrav- 
ing will  explain  the  nature  of  this  invention. 

Claim. — -The  peculiar  arrangement  of  coupling  bar  A,  as  constructed 
in  combination  with  the  spring  jaws  c  e,  the  lugs  m,  and  the  right 
and  left  screw  g,  for  the  purpose  of  making  a  self-connecting  and  self- 
disconnecting  car  coupler  and  friction  bumper,  as  is  fully  described. 

No.  21,737.— Georgb  S.  Bishop,  of  Washington,  D.  0. — Improve- 
ment in  Car  Couplings. -r-Ysient  dated  October  12,  1858. — This  inven- 
tion relates  to  constructing  the  bumper  head  and  pin  in  such  a  manner 
that  the  coupling  will  be  automatic,  and  allowing  the  link  to  be  set  at 
different  inclinations  to  accommodate  cars  of  different  height. 

The  inventor  says :  I  daim^  first,  the  loop  bolt  or  pin  B,  in  com- 
bination with  the  slots  H  and  L,  and  slide  block  with  grooves,  as  de- 
scribed. 

Second.  I  claim  the  manner  of  supporting  the  loop  bolt,  by  allowing 
the  short  arm  to  rest  on  the  bumper  head,  as  N,  instead  of  resting  on 
a  block  or  ball,  whether  the  slots  H  and  L  be  separated  or  connected, 
when  constructed  and  operated  in  the  manner  set  forth. 

No.  19,021. — jAifEsM.  CoNNBL,  of  Newark,  Ohio. — Improvement  in 
BaUroad  Oar  Couplings. — Patent  dated  January  5,  1858. — In  the 
engravings  B  B^  are  the  draw  heads  of  the  cars  to  be  connected. 
The  coupling  consists  of  two  plates  a  a,  held  at  one  extremity  of  the 
link  by  and  encased  in  a  cylinder  of  vulcanized  india  rubber  0.  In 
the  inner  faces  of  the  plat^  a  a  are  cavities  d  d  for  the  reception  of 
projections  e  e  on  the  tongue  /  of  the  link  L.  The  plates  a  a  are 
connected  by  chains  h  h  with  the  platform  P.  Bolts  i  i^  pass  through 
the  draw  heads  B  B^  and  the  links  L  and  b,  and  unite  the  cars  in  the 
same  manner  as  when  the  ordinary  coupling  bar  is  used. 

The  inventor  says :  I  do  not  claim  embracing  a  tongue  by  plates, 
when  said  tongue  has  a  longitudinal  movement  between  the  plates,  as 
shown  in  the  expired  patent  of  Hunt  &  Brown. 
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But  I  claim  the  platei  a  a,  tongue  L,  link  6,  and  chains  h  A,  in 
oombination  with  each  other  and  the  vulcanized  india-rubber  casing 
embracing  the  plates,  when  the  connexion  between  plates  and  tongue 
is  such  as  to  prevent  their  moving  longitudinally  upon  each  other^  as 
aet  forth. 

No.  19,049. — John  ScHinKDEB^  of  Chicago^  JR.—improvemefU  in 
BaUroad  Car  Coupling. — Patent  dated  January  6^  1868. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  circular  rotating  hook  bolt,  in  combination  with  tum- 
bler and  trigger,  wheo  so  constructed  and  arranged  as  to  operate 
substantially  in  the  manner  set  forth,  that  is  to  say,  when  both  the 
coupling  and  uncoupling  is  effected  automatically,  by  lifting  the  bolt 
for  the  passage  of  the  link,  either  by  the  direct  action  of  the  link 
against  the  tumbler,  or  by  the  downward  pressure  upon  the  trigger,  in, 
and  by  the  act  of  one  of  the  cars  running  off  the  track,  respectively, 
for  the  purpose  specified. 

No.  19,186.— auoBai  W.  DooiiTrLB,of  Bichfteld  Spriuffs,  N.  Y.— 
Improvement  in  BaUroad  Car  Coupling. — Patent  dated  January  26, 
1858. — ^The  nature  of  this  invention  consists  in  providing  a  convenient 
means  for  connecting  one  car  with  another,  and  also  in  providin|^  cer- 
tain agencies  by  means  of  which  a  car  will  be  self  detached  on  the 
occurrence  of  an  accident,  by  means  of  which  it  is  thrown  off  the 
track. 

The  frame  a  6  c  is  the  same  as  that  ordinarily  used,  its  horizontal 
length  and  means  of  attachment  to  the  platform  and  body  of  the  ear 
are  the  same  as  now  in  use,  and  may  be  varied  to  suit  convenience  ;  d 
is  the  draught  bolt  which  is  usually  dropped  into  the  link  e  by  the  use  of 
the  hand,  as  the  cars  are  brought  together.  Around  the  bolt  is  placed 
the  spiral  spring  /,  when  the  cars  approach  each  other  for  the  purpose 
of  bemg  connected,  and  the  link  e  is  brought  under  the  bolt ;   the 

Grson  attending  to  the  connexion,  standing  on  the  platform,  places 
B  foot  on  the  end  of  the  bolt  and  passes  it  down,  the  bolt  passing 
through  the  link  e  and  through  the  lower  end  of  the  frame,  where  it 
ie  caught  around  its  neck  by  the  clasp  h. 

The  inventor  says :  I  do  not  claim  as  new  the  general  form  of  the 
buffing  frame,  as  shown  and  described,  nor  do  I  claim  the  use  of  the 
draught  link  of  the  plain  form  as  here  used,  as  these  are  now  in  com- 
mon use. 

But  I  oZatm  the  mode  I  have  for  inserting  the  draught  bolt,  and  catch- 
ing the  link  while  the  operator  is  standing  on  the  platform,  as  well 
as  the  mode  of  holding  the  bolt  down  by  the  ciasp  A  beneath,  while 
drawing,  as  i9  also  described. 

I  also  claim  the  mode  of  releasing  the  hold  on  the  draught  bolt  which 
I  have  described,  by  the  self-operating  agency  of  the  pin  Y,  and  the 
thumb-piece  u;,  acting  as  a  self-uncoupler  as  described,  the  whole  being 
combined  and  arranged  substantially  as  set  forth* 

No.  19,204. — John  Pbabson,  of  Stirling,  Iowa. — Improvemmii  m 
EaUroad  Car  Coupling. — Patent  dated  January  26,  1858. — In  opera- 
Vol.  u 13 
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tion  the  conpling  bolt  passes  throngh  the  extremity  m  of  the  link.  If 
one  of  the  cars  thus  connected  deviates  from  the  track  one  of  the  levers 
h  will  press  against  the  pins  i,  and  the  end  of  the  links  open  so  that 
the  coupling  bolt  may  slip  out  and  disconnect  the  cars. 

The  inventor  says :  I  do  not  claim  the  use  of  a  single  spring  link 
86  a  coupling. 

Nor  do  I  claim  draught  pieces  held  together  by  an  exterior  spring. 

But  I  daim  the  combination  link  made  up  of  the  spring  c,  bent  as 
specified,  iron  piece  a,  and  arms  b  b^  connected  therewith  by  interior 
projecting  points,  as  described,  when  used  in  combination  with  the 
levers  A,  and  pins  1 1,  substantially  as  and  for  the  purpose  set  forth. 

No.  19,794.. — John  W.  Eicb,  of  Springfield,  Mass. — ImprovemerU 
in  Railroad  Car  Couplinga. — Patent  dated  March  30,  1858. — ^The  na- 
ture of  this  invention  consists  in  providing  a  hook  link  G  with  notches 
1 1  and  L  on  the  under  side,  and  a  fulcrum  drop  D,  which  serves  to 
hold  the  hook  link  at  any  desired  height,  and  also  to  hold  the  hook 
line  down  to  keep  it  from  working  when  the  cars  are  in  motion,  by 
means  of  the  notches.  It  also  consists  of  passing  an  iron  rod  Gr 
through  the  fulcrum  drop,  with  a  handle  h  on  each  end,  and  making 
the  rod  fast  in  the  drop,  by  which  means  the  hook  can  quickly  he 
raised  to  any  desired  height,  thus  uncoupling  the  cars. 

The  inventor  says  :  I  do  not  claim  the  hook  link,  as  that  has  been 
used  before,  but  was  found  defective,  as  the  hook  link  would  work 
out  when  the  cars  were  in  motion,  and  hence  was  abandoned  as  dan- 
gerous and  unsafe. 

What  I  daim  is  the  fulcrum  drop  D,  and  notches  I  and  I Z,  on  the 
vnder  side  of  the  hook  link  C,  and  the  rod  G,  when  used  in  combina-^ 
tion  with  each  other,  for  the  purposes  substantially  as  described. 

No.  19,925. — Albert  Hkbbard,  of  Galesburgh,  HI. — Improvemeni 
in  Railroad  Gar  Couplings. — Patent  dated  April  13,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim  — The  combination  of  the  round  or  oval  ring  A  a,  or  clevis 
attached  to  the  hook  of  the  bumper,  the  same  to  act  as  a  self-coupling, 
the  latch  and  the  catches,  or  any  other  equivalent  substantially  the 
same,  so  as  to  enable  any  one  to  use  the  bumper  and  ring  as  a  ^If- 
ooupling. 

No.  20,139. — William  H.  Burridge  and  Nathan  L.  Post,  of  Cleve- 
land, Ohio. — Improvement  in  Railroad  Car  Couplings, — Patent  dated 
May  4,  1858. — The  claim  and  engravings  will  explain  the  nature  of 
this  invention. 

The  inventors  say :  We  claim  making  the  fulcra  of  the  jaws  forward 
of  or  more  towards  the  centre  of  the  coupling  bar  or  link  than  those 
parts  of  jaws  which  catch  the  head  of  the  link,  so  that  thedraught  upon 
the  link  has  a  tendency  to  close  the  jaws  substantially  as  described. 

And  in  combination  with  vibrating  jaws  having  their  fulcra  ar- 
ranged as  described,  we  claim  the  peculiar  construction  of  the  link 
bar,  substantially  as  described,  by  which  the  said  link  connects  the 
couplings  when  the  cars  are  run  together,  and  by  which  they  uncouple 
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or  disconnect  themselves  when  one  of  the  cars  is  thrown  from  the 
track,  or  the  liq^  vibrated  beyond  a  given  angle  as  described. 

No.  20,264. — Francis  E.  Gleason,  of  Colnmbns,  Ohio. — Improve- 
ment  in  Railroad  Car  Couplinga. — Patent  dated  May  18, 1858. — ^When 
the  bar  c  is  depressed  by  pressing  upon  C,  it  presses  npon  the  spring 
D,  the  catch  E  and  rods  a  a  will  assume  the  position  shown  by  the 
dotted  lines  in  fig  2,  and  when  they  take  this  position  the  catch  E 
ialls  forward  beyond  the  bar  o. 

Claim. — ^The  arrangement  and  construction  of  the  catch  E^  with 
relation  to  the  bar  c,  and  this  in  combination  with  the  foot  piece  0, 
bars  or  rods  a  a,  spring  D,  and  link  B,  all  being  operated  in  the  man- 
ner and  for  the  purpose  set  forth.  « 

No.  20,392. — ^Allbn  Lapham  and  Daniel  H.  Bubns,  of  Brooklyn, 
N.  Y. — Assignors  to  Themselves  and  Charles  A.  Duroin,  of  New 
York,  N.  Y. — Improvement  in  Railroad  Car  Couplinga. — Patent  dated 
May  25,  1858. — ^The  object  of  this  invention  is  to  do  away  with  the 
objection  to  friction,  ice,  rust  and  uncertainty  of  action  which  is  often 
found  in  ordinary  car  couplings  from  some  of  these  causes. 

The  inventors  say  :  We  are  aware  that  automatic  car  couplings  have 
been  used,  examples  of  which  may  be  seen  in  the  patents  of  D.  R. 
Pratt,  December  12,  1848,  and  A.  a.  Safford,  December  11,  1849, 
and  we  therefore  lay  no  claim  to  such. 

But  we  daini  a  tilting  hook  C  and  lever  D,  acting  in  combination^ 
constructed  substantially  as  described,  whereby  the  coupling  mechan- 
ism is  rendered  automatic  and  capable  of  being  disconnected  instan- 
taneously irrespective  of  the  tension  or  draught  of  cars,  substantially  as 
get  forth  and  specified. 

No.  20,817  — J.  H.  Quackbnbush,  of  Owasso,  Mich. — Improvement 
in  Railroad  Car  Couplinga. — Patent  dated  July  6,  1858. — The  pin 
or  bolt  c  which  secures  the  link  in  the  head  is  attached  to  a  lever  B, 
constructed  in  a  peculiar  way,  so  that  the  pin  may  be  raised  and  the 
link  released  from  within  the  car  to  which  the  coupling  is  directly 
attached,  and  the  pin  also  released,  and  the  link  released  in  case  thje 
car  or  its  adjoining  one  be  thrown  or  runs  off  the  track. 

The  inventor  says :  I  am  aware  that  various  forms  of  self  couplings 
have  been  devised,  and  I  do  not  claim  separately  any  of  the  parts  irre- 
spective of  their  construction,  arrangement  and  relative  position  as 
described,  whereby  the  device  is  not  only  rendered  self-coupling  but 
is  also  rendered  susceptible  of  being  detached  from  within  the  cars, 
and  the  cars  also  if  thrown  from  the  track  made  to  disconnect  them- 
selves. 

I  claim  therefore  as  new,  and  desire  to  secure  by  letters  patent, 
the  lever  B,  formed  of  two  bars  c  a,  fitted  in  the  head  or  socket  A, 
provided  with  a  pendant  /,  connected  with  the  pin  or  bolt  C,  and 
having  the  chains  D  E,  attached  to  it,  the  whole  being  combined  and 
arranged  as  and  for  the  purpose  set  forth. 
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No.  21,486. — Jason  W.  Corby,  of  Crawfordsville,  Indiana. — Im- 
provement if»  BaUroad  Gar-Gouplings. — Patent  dated  September  14, 
1858. — The  nature  of  thia  invention  consists  in  the  arrangement  and 
combination  of  the  hinged  coupling  hook,  slotted  connecting  link  and 
double  inclined  plane,  whereby,  when  the  preceding  oar  of  a  train 
descends  into  a  stream  or  other  dangerous  place,  it  shall  instantly  by 
its  weight  upon  the  link,  cause  it  to  eleyate  the  forward  portion  of  the 
hook,  and  thus  uncouple  itself  from  the  hind  cars  and  avoid  pulling 
said  cars  along  with  it,  and  whereby,  also,  the  automatic  uncoupling 
of  the  cars,  whenever  one  car  on  the  train  runs  off  the  track  to  the 
right  or  left,  is  accomplished. 

The  inventor  says :  I  daim  the  arrangement  and  combination  of  the 
hinged  coupling  hook  B  e,  slotted  connected  link  C  d,  and  double 
inclined  plane  D,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,502.— Charles  P.  Kenton,  of  Wilson,  North  Carolina. — 
Improvement  in  BaUroad  Gar-Gouplinge. — ^Patent  dated  Septemb^ 
24,  1858. — C  C  are  supporting  ridges  on  the  top  and  bottom  of  the 
outside  of  the  coupling  box  A,  for  the  purpose  of  strengthening  it 
otherwise  weakened  by  the  grooves  it;  q  is  the  coupling  bolt ;  y  the 
coupling  link  ;  t;  v  lateral  concave  grooves  in  the  bottom  of  the  inside 
of  the  coupling  box,  said  grooves  being  on  each  side  of  groove  t ;  S  is 
the  slide  working  in  the  coupling  box  A  ;  r  the  pusher  for  the  pur- 
pose of  pushing  forward  the  slide  in  the  grooves  i  i  in  the  coupling 
Dox  ;  t  is  the  fastener  for  the  purpose  of  retaining  the  slide  and  pusher 
in  the  coupling  box. 

The  inventor  says :  I  daim  the  combination  of  the  grooves  t  i  sup- 
porting ridges  C  C,  lateral  grooves  Y  Y,  pusher  «,  and  block  o, 
arranged  and  operating  substantially  as  described. 

Second.  I  claim  adjusting  the  coupling  to  suit  cars  with  platforms 
of  dififerent  heights  by  means  of  the  slide  E,  and  a  bolt  passing  through 
the  holes  F,  arranged  and  operating  substantially  as  described. 

No.  21,901. — Philander  Perry,  of  Troy,  New  York. — Improve- 
ment  in  BaUroad  Car-Coupling. — Patent  dated  October  26,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  oUUm  the  combination  of  the  horizontally  and 
vertically  moving  link^  //with  the  parts  C  D  E,  whieh  adjust  said 
links  //  perpendicularly  so  as  to  suit  different  heights  of  platforms, 
and  with  the  vertical  lever  L  and  horizontal  rod  B  for  moving  the 
links  apart  horizontally,  so  as  to  disconnect  the  cars,  and  with  the 
sliding  spring  boxes  a  a  which  allow  the  cars  to  approximate  without 
sliraining  the  pins  when  the  cars  crowd  upon  one  another,  substaar 
tially  as  and  for  the  purposes  set  forth. 

No.  21,356. — WniiAM  Painter,  of  Wilmington,  Delaware. — Im- 
provement  in  Oar-Seats. — Patent  dated  August  31, 1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daimy  first,  jointing  tb^  ends  of  the  backs  7 
of  the  seats  to  the  swinging  bars  E  at  points  between  the  centres  and 
corners  of  the  same,  and  combining  and  arranging  the  pins  or  studs 
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G  on  the  ends  of  the  backs  F,  and  the  pins  or  stnds  I  on  the  faces  of 
the  arm  rests,  or  on  the  ends  of  the  bacKiB,  in  snch  relation  to  the  bars 
E  and  slots  H,  as  to  enable  them  to  be  suspended  in  the  proper  rela- 
tion to  the  bottoms  A  of  the  seats  to  form  the  usual  seats,  or  to  be 
Bwnng  and  extended  to  form  reclining  or  sleeping  couches,  substan- 
tially in  the  manner  described. 

Second.  I  also  claim  the  combination  of  the  spring  bars  or  catches 
c,  having  studs  at  their  ends  and  segmental  slots  D^  with  the  swing- 
ing seat  bottoms,  substantially  in  the  manner  and  for  the  purposes 
described. 

No.  21,870. — A.  C.  Blondyk,  of  St.  Joseph,  Mo. — Improvement  in 
Car  /Seate.— Patent  dated  October  26,  1858.— The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

Claim. — The  combination  and  arrangement  of  the  swinging  frame 
B,  extending  and  rolling  mattress  E,  the  roller  D,  i^aft  H,  roller  H^, 
and  cord  G,  or  their  equivalent  for  operating  said  mattress  and  the 
sectors  N,  to  which  the  seat  bottoms  M  are  secured,  by  which  a  seat 
fiEudng  either  end  of  the  car,  or  a  reclining  or  sleeping  couch  capable 
of  acconmiodatiug  the  two  occupants  of  the  seat  can  be  obtained,  the 
whole  being  constructed  and  operated  substantially  as  described. 

No.  21,967. —  P.  P.  JosHPF,  of  Philadelphia,  Pa. — Improvement  in 
Car  Seats. — Patent  dated  November  2,  1858. — In  the  engravings, 
figure  1  is  an  end  elevation  of  two  seats,  the  parts  of  one  being  arranged 
in  the  proper  position  to  accomodate  persons  in  a  sitting  posture,  and 
the  back  and  extension  bottom  of  the  other  being  arranged  in  the 
positions  they  are  made  to  assume  when  the  seats  are  converted  into 
sleeping  couches. 

Claim, — The  combination  and  arrangement  of  the  slotted  vertical 
bar  E,  having  grooved  wheels  K  on  its  face,  cogged  plate  E,  pinions 
D  F^,  radical  arm  D^,  and  wrist  pin  or  stud  0,  projecting  from' the 
end  of  the  movable  seat  bottom  A^,  and  jointed  crank  Q,  substantially 
in  the  manner  described. 

No.  21,985. — John  W.  Sibbbt,  of  Cincinnati,  Ohio. — Improvement 
in  Car  Beats. — Patent  dated  November  2,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

CUnm. — Constructing  every  alternate  seat  in  two  distinct  parts, 
and  providing  the  upper  detachable  portions  A^  with  guiding  hubs  L 
at  their  ends,  to  which  are  attached  straps  or  bands  K  for  elevating 
them^  horizontal  spring  bars  N,  whose  ends  enter  slots  J  in  the  guide 
columns  orposts  I  for  sustaining  them,  in  conjunction  with  the  straps 
or  bands  K  in  their  elevated  portions  A>,  and  combining  with  the 
said  upper  detachable  portions  A^,  and  the  permanent  seats  A,  pieces 
of  cushioned  or  stuffed  cloth  Q  or  other  material,  capable  of  being 
packed  in  the  boxes  b  of  the  seats,  the  whole  being  constructed, 
arranged,  and  operated  substantially  as  described. 

No.  19,079.— Jacob  S.  Dbnmak,  of  Brooklyn,  N.  Y.— Improvement 
in  BaOroad  Oar  Seats.— Phtent  dated  January  12,  1858.— The  claim 
and  engravings  explain  the  nature  of  this  invention. 
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Claim. — Attaching  the  back  C  at  one  end  to  the  sideB  of  the  seat, 
by  means  of  the  arm  E,  bar  F,  with  roller  E  attached ,  arm  Q  and 
ratchet  H,  arranged  substantially  as  shown,  and  used  in  connexion 
with  the  curved  ledge  L  and  pawls  I,  the  opposite  end  of  the  back  being 
connected  to  the  nde  B^,  and  properly  euided  by  the  arm  E^,  roller 
d  and  guide  N,  or  their  equivalents  for  the  purpose  set  forth. 

No.  19,910. — David  Buzzell,  of  Charlestown,  Mass. — Improved 
BaUroad  Car  iSfeo^.— Patent  dated  April  13,  1858.— The  claim  and 
engraving  explains  the  n  ture  of  this  invention. 

The  inventor  says :  I  dc  'm  an  improved  railway  chair  or  combina- 
tion of  stationary  seat,  a  rev  rsible  back,  two  -swinging  foot  rests,  and 
mechanism  so  connecting  the  Raid  foot  rests  and  the  reversible  back 
as  to  enable  the  foot  rests  to  b  operated  by  the  back,  in  manner  and 
under  circumstances  substantially  as  described. 

I,  also,  claim  making  the  reverbible  back  A  in  three  parts,  K  2  m, 
arranged  and  applied  together,  substantially  in  the  manner  and  so  as 
to  operate  as  specified. 

I,  also,  clai  a  the  application  of  the  springs  to  the  head  rests,  in 
the  manner  set  forth,  such  head  rests  being  provided  with  latches,  or 
their  equivalents  as  specified. 

No.  20,654. — John  Millar,  of  Paterson,  New  Jersey. — Improved 
BaUroad  Car  Sea4, — Patent  dated  June  22, 1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  am  aware  that  car  seats  have  been  arranged 
to  turn  horizontally ;  but  I  am  not  aware  that  the  two  seats  of  each 
base  or  stand  have  been  made  separately  or  detached,  and  so  connected 
to  the  base  or  stand  that  they  may  be  turned  independently  of  each 
other. 

Neither  am  I  aware  that  the  fastening  or  catch,  arranged  as  shown, 
has  been  used  in  connexion  with  a  pivoted  back.  I  do  not  claim 
broadly,  therefore,  the  horizontal  rotating  movement  of  a  car  seat,  for 
the  purpose  of  adjusting  the  same  to  face  in  either  direction. 

But  1  claim  the  two  horizontal  rotating  seats  B  B  attached  to  the 
face  or  stand  A  as  shown,  in  combination  with  the  pivoted  backs  d 
attached  to  the  seats  B  and  arranged  with  the  bars  C,  having  the  rods 
D  and  springs  F  attached,  and  the  pins  h  connected  with  the  upright 

Sarts  c  of   the  seat,  the  whole  being  arranged  substantially  as 
escribed. 

No.  21,052.-^JoHMr  McMurtrt,  of  Fayette  county,  Kentucky, 
assignor  to  James  B.  Clow  and  John  Best,  of  Fayette  countv, 
aforesaid. — Improvement  in  BaUroad  Car  Seats. — Patent  dated  July 
27,  1858. — The  nature  of  this  invention  consists  in  making  the  seats 
in  cars,  &c.  adjustable  for  night  travel  so  as  to  form  a  comfortable 
birth  at  night  and  at  the  same  time  be  readily  adjusted  for  travel  by 
day. 

The  inventor  says :  I  do  not  claim  the  quadrants  d  d  and  P  P,  with 
their  thumb-screws  separately.  Neither  do  I  claim  the  mode  of 
hingeing  the  seats  B  and /together,  as  these  devices  are  not  new. 
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Bnt  I  claim  the  combination  and  arrangement  of  the  seat  back, 
footboard,  and  quadrants,  for  the  parpose  of  making  the  seat  adjusta- 
ble and  reversible  at  pleasure,  substantially  as  described,  and  for  th^ 
purposes  set  lorth. 

No.  21,178. — James  M.  Baird,  of  Wheeling,  Virginia. — Improve- 
ment  in  Railroad  Car  Seats. — Patent  dated  August  17,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2atm,  first,  the  oscillating  pedestal  B  and  the 
vertical  lever-stay  L,  in  combination  with  the  stationary  seat-stand 
D  and  the  arrangement  of  the  slats  in  each,  by  which  to  adjust  the 
seat  to  any  position  required  with  the  wheel  A,  and  also  the  arrange- 
ment by  which  the  backs  are  changed  and  held  permanently  to  their 
places  by  the  arm-catch  h  and  g  and  drop-catch  marked  B. 

Second.  I  claim  the  arrangement  of  the  oscillating  foot-brace,  in 
combination  with  a  lady's  foot-stool,  as  seen  in  fig.  3. 

Third.  I  claim  the  arrangement  of  the  spittoon-holder,  as  seen  at 
fig.  4,  for  the  purposes  described. 

No.  21,352. — G.  M.  Mann,  of  Detroit,  Michigan. — Improvement  in 
BaUroad  Car  Seats. — Patent  dated  August  31, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  daim  the  two  car  seats,  constructed  as  stated, 
substantially  so  that  they  may  be  turned  from  the  ordinary  form  of 
seats,  one  to  the  right  the  other  to  the  left,  one-fourth  round,  bring- 
ing the  ends  next  the  windows  to  meet  together,  and  the  backs  or 
hinges  may  be  turned  over  and  fall  upon  the  ledge  upon  which  the 
ends  before  rested,  and  are  held  firmly  m  place  as  a  bed  by  the  pin  c. 

I  also  claim  the  bed  formed  as  above  claimed,  in  combination  with 
the  door  h  and  pillow,  which,  being  on  hinges,  opens  into  place  upon 
the  bed  for  use,  or  may  be  instantly  shut  out  of  the  way  and  out  of 
sight  at  pleasure. 

I  also  claim  the  columns  B,  each  containing  and  concealing  two 
counter  weights,  in  combination  with  the  upper  and  lower  movable 
beds,  as  described,  and  for  the  purposes  mentioned  only. 

I  also  claim  the  general  device  as  set  forth,  combining  the  upper 
and  lower  beds  and  seats  with  the  legs  and  columns  and  counter 
weights,  all  convertible  as  set  forth,  either  into  beds  or  seats,  for  four, 
at  pleasure,  so  that  all,  or  a  part  of  them,  may  sit  up  or  lie  down  in 
the  space  occupied  by  four  persons. 

No.  21,326.— John  C.  Db  Witt,  of  West  Bloomfield,  N.  J.— /m- 
provement  in  BaUroad  Car  Seats. — Patent  dated  August  31,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Sustaining  the  bottoms  D  of  the  car  seats  on  the  slotted 
corners  of  the  oscillating  cradles  A,  capable  of  being  turned  on  hori- 
zontal transverse  shafts  B,  and  combining  and  arranging  therewith 
slotted  bars  G,  connected  at  their  upper  ends  to  the  backs  I  of  the 
seats  by  bars  H,  and  oscillating  levers  K,  and  movable  trucks  L,  with 
tilting  platforms  0,  in  such  a  manner  as  to  enable  the  seats  to  be 
sustained  and  secured  in  the  proper  position  to  accommodate  the  pas- 
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sengers  in  a  sitting  posture,  or  their  bottoms  D,  and  backa  I,  to  be 
brought  to  the  proper  angle  of  inclination  with  the  tilting  platforms 
0|  and  in  relation  to  each  other  to  form  sleeping  and  reclining  couches 
or  berths,  substantially  as  set  forth. 

No.  21,727. — ^Drapbr  Stonb,  of  Milwaukie,  Wisconsin,  assignor  to 
Himself  and  E.  T.  Turner,  of  Grafton,  Wisconsin. — Improvement 
in  Railroad  Cars. — ^Patent  dated  October  5,  1858. — The  claim  and 
engravings  ezpain  the  nature  of  this  invention. 

The  inventor  says :  I  claimy  first,  providing  the  back  frame  D,  of 
the  high  back  seats  with  hinged  cushioned  frames  F  F^  at  different  or 
the  same  points  of  elevation,  and  jointing  the  front  ones  F  of  them  to 
horizontal  bars  E  E^,  secured  to  the  back  frame  D  and  attaching  and 
oombining  therewith  bracing  or  supporting  bars  Z,  and  slotted  bars  J^ 
in  which  their  curved  ends  move,  in  such  a  manner  as  to  enable  the 
said  cushioned  back  frames  F  F^  to  be  folded  together  with  the  back 
frame  D  between  them  to  form  comfortable  and  distinct  reversible 
seats,  as  represented  in  figure  3,  or  raised  and  extended  to  the  high 
back  seat  frame  next  in  advance  to  form  sleeping  berths  or  couches 
on  different  horizontal  planes,  as  represented  in  figures  1  and  2,  as 
described. 

Second.  I  also  claim  the  combioation  and  arrangement  of  the  double 
hinged  cushioned  back  frames  L  L^,  of  the  low  back  seats,  with  and  in 
the  relation  to  the  double  hinged  cushioned  bottoms  N  N^^  curved  bars 
K,  and  spring  notched  bars  M,  attached  thereto,  and  horizontal  ledges 
or  ribs  I  on  the  sides  of  the  uprights  A  of  the  frame,  substantially 
in  the  manner  and  for  the  purpose  set  forth. 

Third.  I  also  claim  living  a  greater  elevation  to  the  hinged 
cushioned  double  back  and  bottoms  N',  of  the  low  back  seats,  by  oom- 
bining therewith  the  pins  or  studs  on  the  edges  of  the  former  lugs  or 
projections  in  which  they  rest^  and  rock  shaft  P,  and  bars  or  arms  o, 
attached  thereto,  and  spring  notch  bars  Q,  and  lugs  or  projections  in 
which  they  rest,  and  rock  shaft  P,  and  bars  or  arms  o,  attached  thereto, 
and  spring  notch  bars  Q,  and  lugs  or  projections  B,  on  the  high  back 
seat  frame  next  in  advance,  the  whole  of  these  parts  being  operated 
and  arranged  as  described. 

No.  22,471. —Gborgb  L.  Dulanet,  of  Mount  Jackson,  Va.,  assignor 
to  Himself  and  Solomon  K.  Moorb,  of  said  Mount  Jackson. — Improve^ 
ment  in  Railroad  Oar  Seats. — Patent  dated  December  28, 1858. — The 
frame  A  of  each  seat  consists  of  two  end  uprights  which  serve  as  arm 
rests  for  the  passengers,  connected  together  by  a  platform  A^,  on  the 
edge  of  which  is  secured  a  right  angled  rib,  extending,  like  it^  from 
one  upright  to  the  other,  and  bein^  bevelled  on  the  upper  edge.  To 
the  horizontal  platform  A^  is  attached,  by  bars  B,  the  seat  bottom  0, 
which  consists  of  a  horizontal  frame  work  or  plank  having  a  cushion 
upon  its  upper  surface,  and  bevelled  on  one  of  its  edges  to  correspond 
with  the  bevelled  edge  of  the  right  angled  rib  upon  which  it  rests,  and 
having  a  right  angled  rib  r  secured  to  its  opposite  edge,  which  rests 
on  the  edge  of  the  horizontal  platform  when  the  bottom  is  brought  to 
the  position  to  form  a  seat. 
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Claim. — The  combination  and  arrangement  of  the  movable  seat 
bottoms  C,  hinged  folding  cushions  G,  sliding  slat  blind  frames  H^, 
and  hinged  cushioned  frames  I^  and  cushioned  flaps  E  L  on  the  backs 
£  of  the  seats,  and  slides  or  panels  M. 

No.  20,622. — SiDNBY  C.  Cask,  of  Detroit,  Mich. — Improvement  in 
Badroad  Car  Seats  and  Bertha. — Patent  dated  June  22,  1858. 

The  inventor  says :  I  am  aware  that  chairs  have  been  constructed 
with  hinged  seats  and  backs^  for  the  purpose  of  enabling  them  to  b« 
folded  together  to  occupy  less  space  when  not  being  used,  and,  there- 
fore, do  not  lay  claim  to  the  particular  device  for  accomplishing  thi« 
object. 

But  I  cZatm,  first,  extending  the  backs  A  of  the  seats  nearly  to  the 
floor  of  the  car,  and  suspending  said  backs  on  pivots  or  centres  a  short 
distance  above  the  lower  ends^  and  providing  the  seat  portions  C  with 
piBS  e  near  their  vibrating  edges,  which  enter  and  rest  in  correspond- 
ing  mortises  formed  in  the  sides  of  the  car,  and  partitions  forming  the 
«&d8  of  the  seats,  substantially  as  described. 

Seooiid.  I  also  claim  the  peculiar  method  of  connecting  the  berth 
{datform  E  E  together  and  raising  them  out  of  the  way  to  the  roof  of 
the  car,  when  not  desired  to  be  used^  and  lowering  them  to  form  berths 
by  means  of  segmental  grooves  fi  H^  H*  H*  formed  in  or  secured  to 
the  transverse  partitions  D,  and  round  and  oblong  pins  or  studs  G-  G- 
<m  the  ends  of  the  platforms  E  F  which  traverse  m  them;  the  said 
grooves  being  so  formed  and  in  such  relation  to  each  other  as  to  enable 
the  berth  platforms  to  be  rolled  upward,  connected,  and  tilted,  and 
suspended  near  the  roof  of  the  car,  and  detached  and  lowered  as  occa- 
sion may  require,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  21,  251. — J.  N.  FoRRBSTBR,  of  Fairfax  Court  House,  Va.~/m- 
provement  in  CarSeaie  and  Couches. — Patent  dated  August  24,  1858.-^ 
The  nature  of  this  invention  consists  in  combining  with  car  seats,  which 
have  an  adjustable  bottom  and  back,  an  auxiliary  back  and  bottom 
which  are  adjustable;  said  auxiliary  back  and  bottom  being  arranged 
below  the  bottom  and  back  of  the  main  seat. 

Cladm. — First,  combining  with  car  seats  D  C  an  auxiliary  back 
mid  bottom  which  are  adjustable,  said  auxiliary  back  and  bottom  0^ 
D^  being  arranged  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

Second.  The  ratchet  teeth  6  B^  and  spring  palls  F  F,  combined  and 
arranged  in  the  manner  and  for  the  purposes  set  forth. 

No.  21,331.— K.  Fribmah,  of  Fond  Du  Lac,  Wis.—Improvement  in 
Car  Beats  and  CottcAe*.— Patent  dated  August  31,  1858. — ^The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — ^Making  one  of  the  ends  of  car  seats  detachable,  and  the 
seats  on  one  side  of  the  car  so  that  they  can  be  brought  in  direct  con- 
tact with  those  immediately  opposite,  in  the  manner  described,  so  as 
to  transfer  the  longitudinal  passage  way  from  the  center  to  one  side 
of  the  car,  and  in  combining  with  the  said  car  seats  a  series  of  bars 
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E  F  L,  and  rods  G  G^  G»  G»,  capable  of  being  folded  together  and 
contained  within  the  lower  parts  of  the  seats,  or  raised  and  elongated 
so  as  to  form  supports  for  horizontal  single  sleeping  berths  or  couches 
A^  A'  A^  A*,  placed  one  above  the  other  at  suitable  distances  apart, 
the  whole  being  constructed  and  operated  substantially  as  set  forth. 

No.  21,412. — E.  E.  Fowler,  of  Clayton,  New  York. — Improvement 
in  Car  Seats  and  Couches. — Patent  dated  September  7,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  combination  of  a  numbering  machine 
B,  and  pawl  F  or  its  equivalent,  with  a  printing  press,  for  the  pur- 
poses and  substantially  as  set  forth. 

I  also  claim  the  adjustable  plate  E  in  combination  with  the  num- 
bering machine  B,  for  the  purposes  and  substantially  as  described. 

No.  21,636. — Alexanddr  M.  Holbcbb,  of  Eaton,  New  York,  assignor 
to  Himself  and  Albert  G.  Purdt,  of  said  Eaton. — Improvement  in  Cor 
Seats  and  Couches. — Patent  dated  September  14,  1858. — The  nature 
of  this  invention  consists  in  providing  a  couch  so  fitted  and  adjusted 
to  a  car  seat  as  will  enable  the  passenger  to  recline  or  lie  down  for  the 
purpose  of  repose  when  travelling. 

A,  B,  0,  D,  is  the  ordinary  car  seat ;  E,  P,  G,  H,  is  the  movable 
seat  or  bench  when  drawn  out ;  I,  J,  is  the  back ;  K,  L,  is  the 
upright  lever ;  K,  M,  is  the  upper  arm  ;  L,  N,  the  lower  arm ;  O, 
P,  Q,  is  the  semicircle  ;  B,  S,  the  wheels  ;  T  are  the  catches  or  dogs 
to  hold  the  seat  in  its  proper  place. 

Claim. — The  combination  and  arrangement  of  the  specific  devices 
set  forth,  substantially  as  described  for  the  purposes  indicated. 

No.  22,283. — G.  W.  Fairfield,  of  Holyoke,  Massachusetts. — 
Improvement  in  Car  Seats  and  Couches, — ^Patent  dated  December  14, 
1858. — This  invention  consists  in  constructing  the  backs  of  seats  of  a 
series  of  slats,  which  are  placed  parallel  to  each  other  in  a  horizontal 
direction  longitudinally  across  the  backs,  being  attached  to  the  cloth 
which  covers  the  same,  so  that  the  backs  slide  easily  up  and  down  in 
curved  grooves  of  such  a  shape  that  when  the  seats  are  arranged  for 
persons  in  a  sitting  position,  the  backs  ma^  be  brought  to  face  either 
way,  and  that  the  same  may  be  arranged  in  a  horizontal  position  in 
which  they  are  supported  on  one  side  by  a  groove  in  one  of  the  beams, 
which  extends  in  a  longitudinal  direction  from  one  end  of  the  car  to 
the  other,  and  on  either  side  by  a  similar  groove  in  a  corresponding 
beam  which  slides  up  and  down  in  suitable  guides  at  the  outside  of 
the  seats,  so  that  it  may  be  brought  to  the  suitable  height  when  the 
seats  are  to  be  arranged  for  sleeping  couches  while  it  is  pushed  up 
and  fastened  close  under  the  roof  of  the  car  when  not  needed ;  and  sA 
the  same  time  the  seats  are  so  constructed  that  they  may  be  unfolded. 

Claim. — The  combination  of  the  flexible  backs  with  the  curved 

frooves  F  and  c2,  and  the  sliding  beam  G,  so  that  the  backs  may  be 
rought  into  a  horizontal  position,  substantially  as  specified. 
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No.  22,338. — Horace  L.  Arnold,  of  Elkhorn,  Wis. — Improvement 
in  Car  Seeds  and  Couches, — Patent  dated  December  21,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2atm,  first,  jointing  the  ends  of  the  seats 
next  the  sides  of  the  car  to  a  stud  or  bolt  B,  so  as  to  enable  them  to 
be  arranged  to  right  angles  to  the  sides  of  the  car,  or  to  be  swung 
round  or  turned  to  a  diagonal  position,  and  to  thus  occupy  the  spaces 
between  them  longitudinally  and  increase  the  width  of  the  passage- 
way, and  thus  admit  of  their  elongation  to  convert  them  into  distinct 
sleeping  berths  or  couches,  as  set  ibrth. 

Second.  I  claim  the  combination  of  the  slotted  bar  F^,  eccentric 
lever  clamp  H,  and  plates  I  K,  with  lips  or  raised  edges  for  firmly 
fastening  the  seats  in  the  required  position  to  answer  their  designs,  as 
described. 

Third.  I  also  claim  the  combination  of  the  slides  0,  or  their  equiva- 
lents, and  the  T-shaped  bars  M  M^  for  sustaining  the  backs  N  of  the 
seats  in  an  inverted  position  and  bolts  or  slides  a  for  securing  the 
backs  in  their  said  inverted  position,  as  described. 

No.  22,462. — Nathan  Thompson,  jr.,  of  Brooklyn,  N.  Y. — Improve*- 
ment  in  Railroad  Car  Seats  and  Couches. — Patent  dated  December  28, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  first,  the  combination  of  longitudinal 
seats  with  a  raised  platform  and  berths  or  reclining  places  beneath 
the  seats  and  platform,  substantially  in  the  manner  described. 

Second.  In  combination  with  berths  or  reclining  places  beneath  a 
seat,  and  a  raised  platform  serving  as  a  foot-stool  to  such  seat,  I  claim 
a  back  to  the  seat  capable  of  being  moved,  or  of  change  of  place,  sub- 
stantially as  specified,  so  that  it  may  serve  at  will  as  a  back,  or  as  a 
couch  above  the  main  seat. 

Third.  I  claim  making  the  top  of  the  platform,  or  foot-place  per- 
taining to  the  main  tier  of  seats,  movable,  substantially  in  the  manner 
and  for  the  purposes  specified. 

Fourth.  I  claim  arranging  within  a  railroad  car  longitudinal  couches 
along  or  upon  the  fioor,  and  other  couches  or  seats  above  these  with 
backs  whidi  may  be  converted  into  couches  and  passage-ways,  or  a 
passage-way  from  which  free  access  may  be  had  to  all  the  seats  and 
couches,  the  arrangement  of  the  whole  being  substantially  in  the 
manner  described. 

Fifth.  I  claim  combining  with  longitudinal  passage-ways,  or  a  lon- 
gitudinal passage-way,  longitudinal  seats,  when  these  seats  have  backs 
so  constructed,  substantially  as  specified,  that  they  may  be  converted 
into  couches,  or,  when  th^se  seats  are  free,  to  slide  transversely,  sub- 
stantially in  the  manner  described,  the  combination  as  a  whole  being 
as  set  forth. 

Sixth.  I  claim  adjustable  or  movable  end  seats,  substantially  such 
as  described,  and  serving,  if  necessary,  as  steps  in  combination  with 
longitudinal  car  seats  having  backs  capable  of  conversion  into  coucheSi 
substantially  in  the  manner  specified. 
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No.  21,952. — ^Prbbt  Q.  Gabdinkr,  of  New  York,  N.  Y. — Improve- 
ment  in  Car  Springs. — ^Patent  dated  November  2,  1858. — ^This  spring 
is  constructed  of  an  oblong  plate  of  steel,  as  shown  in  figure  1,  of  uni- 
form thickness  from  end  to  end^  and  of  uniform  width,  except  that  at 
the  ends  on  opposite  sides,  a  very  acute  angular  piece  is  cut  from  the 
plate,  as  shown  at  a  a,  so  that  when  the  plate  is  coiled  into  a  spring 
the  top  and  base  will  be  in  horizontal  planes  parallel  to  each  other  ; 
this  gives  the  spring  at  top  and  bottom  an  even  bearing  all  round. 

The  inventor  says :  I  dmm  as  my  invention  the  following  named 
improvements  and  features  in  the  conical  coiled  steel  springs,  viz : 

First.  Its  construction  out  of  a  plate  or  bar,  as  described,  not 
thinned,  slotted,  or  hammered  out  at  the  ends,  which  is  to  constitute 
the  apex  of  the  spring. 

Second.  Nicking  or  compressing  the  face  of  the  plate,  as  shown  at 
tibe  line,  without  breaking  or  cutting  the  fiber  of  the  metal,  for  the 
purpose  described. 

No.  22,292. — Chablbs  R.  Hublburt,  of  Seymour,  CJonn. — Improve- 
ment in  Car  Springs. — Patent  dated  December  14,  1858. — This  im- 
provement consists  in  constructing  the  spring  with  a  case,  in  which  is 
placed  a  series  of  metal  rings  and  sheet  metal  disks,  one-half  or  less 
than  one-half  of  which  disks  have  a  raised  portion  in  the  oentre,  so  as 
to  give  the  spring  alternately  from  the  oentre  and  the  periphery,  and 
with  a  suitable  piston  to  press  upon  the  rings  and  disks  in  the  case. 

Claim. — The  combination  of  the  two  kinds  of  disks,  figures  3  and  4, 
plane,  and  raised  with  the  rin^s,  figure  5,  when  the  whole  is  con- 
structed, combined,  and  arranged  substantkdly  as  described. 

No.  21,624.— SA2m)RD  Pbatfibld,  of  Ipswich,  Mass. — Imprwement 
in  Idia  Rubber  Oar  Springs.— Patent  dated  SeptOTiber  28, 1858.— The 
daim  and  enpavings  explain  the  nature  of  this  invention. 

Claim.— The  application  in  the  construction  of  oar-springs  of  the 
combination  knit  and  rubber  fabric  specified,  in  the  following  manner, 
to  wit :  the  combination  knit  and  rubber  fabric  being  wound  in  several 
layers  tightly  round  a  central  axis  or  *' former,"  or  placed  flatwise, 
layer  upon  layer  over  the  axis  or  former,  and  afterwards  pressed  and 
acted  upon  by  heat  until  it  becomes  a  compact  or  united  universally 
yielding  mass,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,767. — Pbrby  G.  GABMNiai,  of  New  York,  N.  Y. — Improve- 
meni  in  Machine  for  testing  and  Measuring  the  strength  of  Car  Springe. — 
Patent  dated  March  30,  1858. — ^The  nature  of  this  invention  will  be 
understood  from  the  claim  and  engravings* 

Claim. — The  combination  and  arrangement  of  the  plunger  Q  with 
the  adjustable  spindle  N  and  adjustable  knife-edge  pivot  tv,  and  the 
guide-plate  Q,  arranged  and  operating  in  connexion  with  the  balance 
beam  so  as  t.o  test  the  power  of  the  spring  and  at  the  same  time 
measure  with  great  facility  and  rapidity  the  exact  weight  or  pressure  to 
which  the  spring  has  been  subjected,  the  whole  being  adjustable  to 
any  required  size  or  power  of  spring. 
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No.  19,219. — ^Hhnkt  Waterman,  of  Hudson,  N.  Y. — Invprovemewl 
Ml  BaUrcad  Oar  Springs. — Patent  dated  January  26,  1858. — In  the 
engrayingg  a  a  show  tke  leaves  that  compose  the  spring;  6  is  a  bear- 
ing piece  which  is  denominated  a  distributer  upon  which  the  spring 
rests,  the  distributer  being  rigid  to  support  the  spring  and  its  load  at 
two  determined  points  between  the  ena  bearings  and  its  centre;  c  is 
the  axle-box  and  d  d  are  the  end  bearings. 

Claim. — The  combination  of  a  series  of  bars  or  leaves  of  steel,  as 
above  specified,  with  the  end  bearings  d  d  and  the  distributer  h  or 
their  equivalents,  substantially  in  the  manner  set  forth. 

No.  19,448. — ^David  B.  Rogbks,  of  Pittsburgh,  Pa. — ImprovtmeiU 
in  BaUroad  Car  Springs.— Patent  dated  February  23,  1858.— The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  the  so  bending  of  a  plate  or  a 
number  of  plates,  as  to  form  leavei  of  such  shape  that  when  placed 
one  above  the  other,  the  highest  and  lowest  pomta  of  one  leaf  shall 
be  in  contact  with  the  lowest  and  highest  pomta  respectively  of  the 
next  adjacent  leaf,  as  recently  patented. 

But  I  o2atJ}i,  first,  the  forming  of  a  spring  of  a  square  plate  of  thin 
steel  by  bending  the  four  corners  in  one  direction,  or  two  corners  in 
one  direction  ana  the  other  two  in  an  opposite  direction,  as  described. 

Second.  I  claim  the  forming  of  a  spring  of  one  piece  of  thin  plate 
steel,  with  antagonistic  bearings  by  which  is  obtained  a  central  equi- 
lilmum  in  or  between  a  sncoeesion  of  squares,  as  siibstantially  describidd. 

No.  19,435. — SxBPHEir  Mobsb,  of  Springfield,  Mass. — Improvement 
in  BaUroad  Gar  Springs, — Patent  dated  February^  23,  1858. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  combination  of  the  metallic  cups  A 
A  fitting  into  each  other,  as  described,  filled  with  pieces  or  parts  of 
India-rubber  which  has  be^n  used  and  in  a  measure  worn  out,  when 
mixed  with  sponge,  cork,  or  cotton,  or  any  other  substance,  which, 
under  compression,  will  prevent  the  India-rubber  from  solidifying. 

I  also  claim  casting  one  of  the  cups  in  the  recess  of  the  jaw  in  order 
to  strengtixen  it,  whue  at  the  same  time  the  cup  thus  cast  forms  a 
pATt  of  tne  spring. 

No.  20,148. — Andrew  M.  Db  Habt,  of  Reading,  Pa. — Improvement 
in  BaUroad  Car  Springs. — ^Patent  dated  May  4, 1858. — The  nature  of 
this  invention  consists  in  the  employment  of  loose  horizontal  and  per- 
pendicular semi-elliptic  plate  springs  a  a  a  and  b  b  within  a  box  Cj 
the  ends  of  the  horizontal  springs  resting  against  and  near  the  centres 
of  the  perpendicular  springs,  the  weight  of  the  car  pressing  upon  the 
horizontal  springs. 

Claim. — The  combination  of  the  semi-elliptic  plate  springs  aaa 
and  &  6  as  arranged  with  the  box  C,  press  block  D  and  connecting  rod 
E,  substantially  in  the  manner  and  for  the  purpose  AiUy  set  forth. 

No.  20,998. — John  J.  Fdelds,  of  Brooklyn,  N.  Y. — Improvemeni  in 
BaUroad  Car  Springs. — Patent  dated  July  27, 1868. — The  claim  and 
Migravings  explain  the  nature  of  this  invention. 
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The  inyentor  says :  Disclaiming  the  mere  application  of  elastic  sub- 
stances for  springs,  as  well  as  disclaiming  in  full  the  invention,  use, 
or  application  of  perforated  concave  devices  or  forms^  described  and 
claimed  by  Fowler  M.  Bay,  and  by  him  designated  as  '^frnstams  of  hol- 
low cones"  with  central  rod. 

I  dcdm  the  cup  or  receptacle  aa  aa  formed  with  the  larger  cavity 
bbb,  the  swell  or  ledge  c  c  Cj  the  sloping  or  conical  cavity  dd  d  e  e  e^ 
the  elastic  hollow  cone  or  sheath //gr  gr,  the  inverted  cone  plunger  or 
core  part  hhi  t,  through  all  of  which  the  whole  elastic  principle  or 
property  of  the  material  or  substance  used  is  brought  into  requisition, 
and  the  pressure  or  weight  applied  is  equalized  or  diffused  throughout 
the  substance  employed,  substantially  as  set  forth  and  described. 

No.  21,603.— Pbrry  Gt.  Gardiner,  of  New  York,  N.  Y.— Improve- 
merU  in  Tempering  Steel  Car  Springs. — Patent  dated  September  28, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  datm,  1st.  The  subjecting  the  oil  or  fluid 
divided  into  small  streams  or  showers  to  the  contact  of  a  blast  of  cold 
air  while  falling,  by  means  of  the  cylindrical  chambers  or  compart- 
ments^ and  the  cylindrical  air  chamber  operating  as  described,  or  in 
any  manner  substantially  the  same. 

2d.  I  claim  the  construction  arrangement  and  combination  of  the 
cylindrical  chamber  G-,  the  cylindrical  chamber  H  for  distributing  the 
air,  and  the  desk  and  perforations  as  described. 

3d.  I  claim  the  arrangement  and  combination  of  the  tanks  A  B  and 
the  coils  of  tubes  or  worms,  the  chambers  Q-  H  and  their  connexions 
operating  together  so  as  that  at  the  same  moment  the  oil  or  fluid  is  sub- 
jected to  the  cooling  by  both  air  and  water  as  described. 

No.  19,763. — William  B.  Fahbnstock,  of  Lancaster,  Pa. — Improve- 
ment in  Car  Wheels. — Patent  dated  March  30,  1858. — The  nature  of 
this  invention  will  be  understood  by  the  claim  and  engravings. 

The  inventor  says :  I  claimy  Ist.  The  wheel  with  the  hub  outside 
of  the  tread  or  rim  and  the  bearing  on  the  axle  within  the  tread  or 
rim,  or  at  the  balancing  point. 

2d.  I  also  claim  the  combination  of  the  independent  wheel,  bearing 
K  and  pivot  M  with  the  short  axle,  for  the  purpose  of  preventing  the 
sliding  and  friction  of  the  wheels  on  or  against  the  rail. 

No.  20,583. — JohnPugh,  of  Franklin,  Tenn. — Improvement  in  Car 
Wheels. — Patent  dated  June  15,  1858. — ^This  invention  consists  in 
employing  solid  wrought  iron  spokes  A,  surrounded  by  and  enclosed 
within  hollow  wrought  iron  spokes  B  of  a  shorter  length,  in  such  a 
manner  as  to  enable  the  outer  segments  or  rim  of  the  wheel  and  the 
inner  sections  of  the  inner  portion  of  the  same,  to  be  cast  around  the 
ends  of  said  spokes,  and  to  shrink  in  cooling  independent  of  each  other, 
and  the  hub  to  be  subsequently  cast  within  and  around  the  inner  ends 
of  the  spokes  after  the  rim  has  been  cast. 

Claim. — The  employment  of  the  hollow  or  tubular  spoke  B,  com- 
bined with  the  solid  spoke  A,  for  the  purpose  of  respectively  receiving 
the  strain  arising  from  the  unequal  contraction  in  cooling  of  the  di& 
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ferent  volumes  of  metal  in  the  inner  and  outer  sections  E  D  or  portions 
of  the  rim  independent  of  each  other,  in  the  manner  described. 

No.  21,614. — Hiram  W.  Moore,  of  Jersey  City,  New  Jersey. — 
Improvement  in  Cast-Iron  Car  Wheels. — Patent  dated  September  28, 
1868. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  cast-iron  wheel  as  described,  the  hub  of  which  is  made 
of  an  inner  and  outer  straight  cylinder  F  and  E,  joined  together  by 
concentric  plates  at  their  ends  and  an  intermediate  plate  H  between, 
for  imparting  great  strength  and  durability  to  the  wheel ;  and  in 
oombining  and  uniting  such  hubs  to  the  rim  or  tread  by  straight 

Slate  A  radiating  therefrom  between  the  end  of  the  liub  and  interme- 
iate  disk  H,  or  connexion  otherwise  formed,  in  order  that  every 
portion  of  the  wheel  may  be  of  a  uniform  thickness  to  cool  even,  be 
durable  and  cheaply  constructed,  and  to  render  hooping  of  the  hub 
tinnecessary,  essentially  in  the  manner  fully  set  forth  and  described. 

No.  20,924. — ^BoBBRT  Pools,  of  Baltimore,  Maryland,  assignor  to 
Himself  and  G-erman  H.  Hunt,  of  Baltimore  aforesaid. — Improvement 
in  Cooling  Car  Wheels. — Patent  dated  July  13,  1858. — This  invention 
consists  in  a  process  for  regularly  or  equably  cooling  car  wheels  in  the 
flasks  in  which  they  are  cast,  so  that  all  strain  within  itself  shall  be 
avoided,  annealing  dispensed  with,  and  the  web  of  the  wheel  need  not 
be  corrugated  or  curved  to  compensate  for  unequal  contraction. 

Claim. — The  described  process  of  regularly  cooling  car  wheels, 
whereby  all  strain  within  the  wheel  is  avoided,  the  chill  uninjured, 
and  the  web  of  the  wheel  is  without  curve  or  corrugation,  substantially 
as  described. 

No.  19,380.— Stephen  E.  Parrish,  of  Nashville,  Tennessee. — 7m- 
provement  in  Railroad  Car  Wheels. — Patent  dated  February  16, 1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  improve* 
ment. 

The  inventor  says :  I  daim  a  car  wheel  made  substantially  as  shown 
and  described,  viz :  the  hub  and  rim  connected  by  means  of  two  plates 
having  corresponding  radial  corrugations,  said  plates  being  cast  with 
the  hub  and  rim,  and  their  several  corrugations  being  united  together 
80  as  to  form  a  series  of  radial  chambers  within  the  wheel,  as  and  for 
the  purposes  set  forth. 

No.  19,445. — Seymour  Rogers,  of  Pittsburgh,  Pennsylvania. — 
Improvement  in  Railroad  Car  Wheels. — Patent  dated  February  23, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

The  inventor  says :  I  daim  so  constructing  a  railroad  car  wheel  that 
the  rim  thereof  may  revolve  independent  of  the  hub,  when  required, 
substantially  as  and  for  the  purpose  set  forth. 

I  further  claim  inserting  a  spring  or  springs  therein,  substantially 
as  and  for  the  purposes  described. 
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No.  19, T "76. — ^William  W.  Hubbell,  of  Philadelphia,  Pennsyl^aniai 
and  Richard  Henrt  Hubbbll,  of  Delaware  county,  Pennsylvania. — 
Improvement  in  Railroad  Gar  WheeU. — Patent  dated  March  30, 1868. 
a  is  the  rim  or  thread,  b  is  the  running  flange,  o  is  the  circular  verti- 
cal flange  to  the  rim  fitting  tightly  against  tne  vertical  circular  flange 
d  of  the  centre  plate,  and  bearing  on  the  same  against  the  fiEMesJ  I  m, 
secured  firmly  thereto  by  the  wrought  iron  rivets  e  e  fsuitened  when  red 
hot,  %o  that  diey  shall  adapt  themselves  in  this  state  to  the  holes.  / 
is  the  central  plate^  extending  from  the  solid  hub  cast  therewith,  and 
forming  on  its  outer  &ce  a  vertical  flange  with  enlarged  horizontal 
bearing  surface  j  sustaining  the  rim;  the  hub,  plate,  and  enlarged  ftoe 
ie  strengthened  by  the  radial  ribs  g  between  the  rivets ;  h  ie  the  hub 
and  i  the  centre  of  the  wheel. 

The  inventors  say :  We  daim  the  circular  vertical  flanges  of  the  rim 
and  plate  cast  separately,  turned  off  smooth  and  fltted  togetheri  sub^ 
stantially  as  described. 

Also,  the  central  plate  strengthened  with  ribs  and  made  thicker 
around  its  water-edge  where  it  is  secured  to  the  rim  in  combination 
with  the  vertical  flanges  on  the  rim  and  plate,  substantially  as  described* 

No.  19,810. — Hbnrt  C.  Bulelet,  of  Springfield,  Mass.;  assignor  te 
James  M.  Boss,  of  said  Springfield. — Improvement  in  Bail/road  Oa^ 
WheeU. — Patent  dated  March  30,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  oleum,  first,  my  mode  of  constructing  the  hub, 
viz :  by  reducing  tibe  iron  around  the  outer  periphery  of  the  hub  and 
ffive  the  requisite  strength,  I  substitute  a  flange  or  ring  on  the  end  of 
uie  hub  F  when  used  in  combination  with  a  railroad  car  wheel  of  one 
or  more  plates,  for  the  purpose  substantially  as  described. 

Second.  I  claim  increasing  the  thickness  of  the  disk  as  it  recedes 
from  the  hub  to  the  tread  of  the  wheel,  in  the  manner  and  for  the  pur- 
poses described. 

No.  22,049.— Thomas  0.  Ball,  of  Eeene,  New  Hampshire,  assignor 
to  Himself,  L.  Bisco,  A.  S.  Davis,  E.  Crossfield,  Edwabd  Edwards, 
and  Jacob  Green,  of  said  Eeene. — Improvement  in  BaUread  Oiw 
Wheeli. — Patent  dated  November  9, 1868. — ^The  daim  and  engravings 
explain  the  nature  of  this  invention. 

Claim. — The  inventor  says  :  (For  a  car  wheel  with  an  insertion  of 
rubber  or  other  elastic  substances  between  the  two  parts,)  the  making 
of  the  rim  or  tire  and  its  flanch  M  in  one  piece,  mr  the  purpose  of 
strengthening  each  other. 

Second.  I  claim  the  mode  of  confining  the  two  parts,  A  and  B,  to- 
gether by  means  of  the  hook  or  pivot  bolts,  substantially  as  describedi 
or  their  equivalents,  to  prevent  the  wear  and  chafing  of  any  stationary 
confinement;  also  to  be  at  liberty  to  make  each  bolt  do  its  share  of 
labor  assigned,  for  castings  are  almost  invariably  too  uneven  to  get  any 
equality  of  confinement  in  other  modes. 

No.  20,004. — Lea  Pusey,  of  Philadelphia,  Pa. — Improvement  in  Se^ 
curing  Tires  to  BaUroad  Oar  JTAeeb.— Patent  dated  April  20^  1868. 
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The  nature  of  this  improvement  consists  in  securing  chilled  tires  to  the 
centres  of  locomotive  and  car  wheels  by  means  of  two  rings,  one  of  the 
rings  being  formed  so  as  to  present  a  series  of  openings  around  its 
circumference  admitting  corresponding  parts  of  the  tire  to  pass  through 
them,  thereby  dispensing  with  the  necessity  of  removing  either  ring 
in  taking  off  worn  out  and  replacing  new  tire. 

The  inventor  says  :  I  do  not  claim  constructing  locomotives  and  car 
wheels  with  plates  or  rings  riveted  to  centres  and  tires,  as  these  have 
been  previously  used. 

But  I  claim  tbe  slotted  ring  b  forming  a  series  of  openings  to  admit 
corresponding  parts  of  the  tire  c,  passing  through  said  openings  for 
the  purpose  specified  and  set  forth. 

No.  20,610. — Webster  Willouqhby,  of  Markwell,  Mississippi,  as- 
signor to  W.  H.  WiZEMAN,  of  said  Markwell. — Improvement  in  Car 
IVheeUy  &c. — Patent  dated  June  15,  1858. — This  invention  consists 
in  suspending  and  supporting  the  axle  on  which  the  weight  of  railroad 
cars  and  other  vehicles  rest,  by  means  of  slotted  bars  A  attached  to 
the  main  body  or  tread  portion  of  the  wheels,  and  securing  an  addi- 
tional wheel  H  to  the  axle  for  steadying  the  same  laterally,  in  such  a 
manner  as  to  enable  the  axles  to  oscillate  to  either  of  the  centres  of 
said  tread  portion,  and  to  be  slightly  in  advance  of,  and  eccentric 
with,  the  same  during  the  forward  progress  of  the  car,  or  other  vehicle 
supported  by  the  same. 

Claim. — The  combination  of  the  slotted  bars  or  spokes  A,  and  oscil- 
lating hub  E,  and  disk  B,  for  suspending  the  axle  of  the  wheel  in 
advance  of  the  centre  of  the  tread  portion  of  the  wheel  with  the  addi- 
tional disk  or  wheel  H,  for  keeping  the  tread  portion  of  the  wheel 
and  disk  B  in  a  vertical  position  during  its  revolution,  as  described. 

No.  21,391. — D.  B.  Wright  and  L.  Sawyer,  of  South  Amesbury, 
Mass. — Improvement  in  Attaching  the  Props  of  Carriage  Bows. — ^Patent 
dated  August  31,  1858. — 0  represents  the  prop,  which  is  of  the  usual 
form,  with  the  exception  of  a  screw  6,  is  formed  at  its  inner  end ;  ako 
a  shoulder  c,  the  latter  being  somewhat  larger  in  diameter  than  the 
screw  6.  The  screw  b  is  then  screwed  into  the  nut  a,  and  the  prop>  is 
secured  to  the  bow. 

Claim. — As  an  improved  article  of  manufacture,  a  carriage  prop  in 
which  the  prop  C  is  rendered  independent  of  its  plate  B,  substantially 
as  and  for  the  purposes  set  forth. 

No.  20,412. — George  L.  Dickson,  of  CarbonJale,  Pennsylvania. — 
In^ovement  in  Carriage  Brake. — Patent  dated  June  1,  185&. — This 
invention  consists  in  having  the  draught  poles  and  shafts  of  vehicles 
so  arranged  that  a  certain  degree  of  longitudinal  play  or  movement 
is  allowed  them,  the  back  ends  of  the  poles  or  shafts  being  attached 
to  levers  F,  which  have  shoes  Gt  at  their  ends,  the  parts  being  so 
arranged  that  the  shoes  are  pressed  against  the  wheels  as  the  speed  of 
the  horses  is  checked,  or  as  the  horses  are  ^'  backed,."  and  the  brake 
thereby  rendered  self-acting. 

Vol.  ii 14 


210  X. — LAND  CONVEYANCE. 

Claim, — The  arrangement  as  shown  and  described  by  the  tongue  E, 
slotted  levers  F,  frame  C,  box  D,  and  link  H,  for  the  purposes  set 
forth. 

No.  21,353.— William  P.  McKinstry,  of  New  York,  N.  Y.~Imn 
provement  in  Children's  Carriages. — Patent  dated  August  31,  1858. — 
The  handles,  or  draught  bars  A  A 2,  are  attached  to  a  roller  c  c,  which 
runs  transversely  under  the  running  gear,  or  connecting  bars  D  D, 
to  which  it,  the  roller,  is  secured  by  means  of  two  bands  that  serve  as 
boxes  for  the  roller  to  turn  in  when  operated  by  the  draught  bars.  B 
also  is  a  draught  bar,  and  serves  to  brace  A  A^. 

Claim. — The  use  of  three  draught  bars  or  handles  A  A^  and  B, 
attached  to  a  child's  carriage,  and  operated  substantially  as  described 
and  shown  in  the  drawings. 

No.  22,300. — Gilbert  Maynard,  of  Greenfield,  Massachusetts. — 
Improvement  in  Children's  Carriages, — Patent  dated  December  14, 
1858. — This  invention  relates  to  an  improvement  in  a  mode  of  forming 
the  springs  of  children's  chaises,  which  was  patented  by  the  above 
named  inventor  July  7,  1858,  in  which  the  springs  and  bearings  of 
the  wheels  were  formed  of  a  single  rod,  bent  in  proper  shape.  The 
present  invention  is  designed  to  render  springs  constructed  on  the 
above  named  plan  without  adding  materially  to  the  cost  of  con- 
struction. 

Claim. — Connecting  the  axle  C  with  the  tongue  N  by  means  of  the 
peculiarly  formed  rods  B,  which  also  serve  as  springs  for  the  vehicle, 
as  shown  and  described. 

No.  21,449. — Isaac  S.  Schuyler  and  Lucius  A.  Rockwell,  of  New 
York,  N.  Y. — Improvement  in  Hose  Carriage. — Patent  dated  Septem- 
ber 7,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventors  say :  We  daim,  first,  the  arrangement  and  combina- 
tion of  two  separate  and  independent  rope  reels  respectively  and  sepa- 
rately with  the  bearing  wheels  rotating  on  the  axle-tree  to  which  the 
reels  are  secured,  substantially  as  described  and  for  the  purposes  set 
forth. 

Second.  The  described  method  of  connecting  and  disconnecting  the 
rope  reels  with  the  bearing  wheels  of  a  fire-engine,  hose-cart,  or  other 
fire  apparatus,  for  the  purpose  of  taking  in  the  drag-rope  while  the 
apparatus  is  drawn  by  it. 

No.  22,304.— Henry  H.  Potter,  of  Carthage,  New  York.— Imr. 
provement  in  Adjustable  Carriage  Seais. — Patent  dated  December  14, 
1858. — This  invention  consists  in  having  the  seat  of  a  vehicle  secured 
to  its  body  in  such  a  manner  that  the  seat  may  be  turned  obliquely 
with  the  body  either  to  the  right  or  left,  and  thereby  aflbrd  greater 
£EU)ility  than  usual  in  getting  in  and  out  of  vehicles,  and  also  by  a 
proper  adjustment  of  the  seat  sheltering  the  occupants  from  the  sun 
or  from  storms. 

Claim, — Attaching  the  seat  B  to  the  body  A  of  the  vehicle  substan- 
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tially  as  shown,  or  in  any  equivalent  way^  so  as  to  admit  of  the  seat 
being  turned  obliquely  with  the  body,  either  to  the  right  or  left,  for 
the  purpose  set  forth. 

No.  21,420.— Amos  K.  Hopfmkibb,  of  Lancaster,  Penn.— Jmprorc- 
merU  in  Convertible  Carriage  Shafts.— Pekteut  dated  September  7, 
1858.— The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

The  inventor  says:  I  daim,  first,  the  combination  of  the  pole  hook 
with  its  eyes  Q  and  points  B  as  they  fit  into  the  front  ends  of  the 
shafts  which  form  the  pole. 

I  also  claim  the  arrangement  and  combination  of  the  shafts,  opera- 
ting on  joints,  that  when  closed  together  form  the  pole,  substantially 
as  described. 

No.  19,396.T— Thomas  Winans,  of  Baltimore,  Maryland. — Improve- 
ment in  Carriage  Spring  Guard. — Patent  dated  February  16,  1858. — 
This  invention  consists  in  placing  a  strap  of  leather  or  a  chain,  dis- 
tinct from  the  spring-plates,  under  the  spring,  so  that,  if  the  spring 
would  break,  the  strap  would  still  be  strong  enough  to  support  the 
weight  upon  it  and  prevent  injury  or  damage. 

Claim. — The  combination  of  the  spring  with  a  guard,  arranged  in 
relation  to  the  spring,  the  body,  and  the  bolster  or  axle  of  the  carri- 
age, substantially  as  set  forth. 

No.  20,497.— Davis  M.  Lane,  of  West  Philadelphia,  Penn.— 
Improvement  in  Carriage  Springs. — Patent  dated  June  8,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  broadly  the  combining  of  wood 
and  steel  in  the  manufacture  of  springs  for  vehicles,  for  this  has  been 
previously  done. 

But  I  daim  providing  the  extremities  of  the  plates  A  A^  with 
sockets  c  to  receive  the  ends  of  the  wooden  springs  6  B^,  as  and  for 
the  purposes  set  forth. 

No.  20,820. — Luther  Otway  Eicb,  of  Berlin,  Canada  West. — J/»- 
provement  in  Attaching  Carriage  Springs. — Patent  dated  July  6, 
1858. — The  nature  of  this  invention  consists  in  placing  a  scroll-plate 
divergent  with  the  axle,  and  supporting  the  same  on  the  axle  near 
the  wheel  by  means  of  a  device  which  will  sustain  the  spring  two  or 
three  inches  above  the  axle,  at  its  point  of  support  near  the  wheel. 

The  inventor  says :  I  do  not  claim  either  section  of  the  springs  de- 
scribed when  separately  considered.  I  daim  placing  the  scroll-spring 
A  divergent  to  the  axle,  and  supporting  the  same  on  the  axle  by 
means  of  the  clip  c  at  the  end  thereof,  and  the  raised  double  clip  D, 
or  equivalent,  near  the  wheel,  for  the  purposes  and  substantially  as 
described. 

No.  19,102. — Daniel  G.  Rollin,  of  New  York,  N.  Y. — Improve- 
ment for  Equalizing  Carriage  Springs — Patent  dated  January  12, 
1858. — The  plate  at  each  end  of  the  after-tree  is  connected  with  the 
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corresponding  plate  on  the  "bolster  above  by  a  pair  of  toggle  jointed 
bars  i  i,  and  the  toggle  joint  of  each  pair  of  bars  is  connected  by  a 
rod  u  with  one  extremity  of  an  equalizing  lever  «,  which  is  pivoted  to 
a  plate  or  bracket  d  that  is  secured  i;o  the  centre  of  the  axle-tree  F. 

The  inventor  says :  I  do  not,  therefore,  limit  myself  to  the  precise 
arrangement  and  construction  set  forth.  ^ 

But  I  claim  the  equalizing  apparatus  for  equalizing  the  strain  upon 
the  springs  of  carriages,  consisting  of  toggle  joints,  connecting-rods, 
and  equalizing  lever,  or  their  equivalents,  constructed  and  operating 
substantially  as  set  forth. 

No.  20,268.— Samuel  H.  Hartman,  of  Pittsburg,  Pa. — Improvement 
in  Forming  the  Heads  of  Carriage  Springs. — Patent  dated  May  18, 
1858. — The  plates  cut  and  bent  into  a  clip  i  are  placed  on  the  end  of 
the  straight  steel  bar  K.  It  is  then  heated  and  put  under  the  action  of 
the  die  and  counter  die  of  F  and  G,  which  welds  the  clips  to  the  bar. 
It  is  then  subjected  to  the  dies  and  counter  dies  of  F^  and  G^,  and 
finally  to  the  dies  and  counter  dies  d  din  the  die  blocks  J  J^,  as  well 
as  those  in  F^^  and  G^^. 

Claim. — Forming  the  head  or  socket  on  the  head  plate  of  a  spring, 
by  subjecting  them  to  the  action  of  the  dies  and  counter  dies  in  the 
die  blocks  F  F^  F^  S  and  the  levers  G  G^  G^  S  in  the  order  of  their 
sequence,  substantially  as  represented  and  described. 

No.  22,314. — John  W.  Sibbet,  of  Cincinnati,  Ohio. — Improvement 
in  Attaching  Carriage  Thills  to  Axles. — Patent  dated  December  14, 
1858. — This  invention  consists  in  having  the  shanks  of  hooks,  which 
encompass  pins  attached  to  the  inner  of  the  thills,  pass  through  sockets 
attached  transversely  to  clips  which  encompass  tne  axle.  The  ends 
of  the  shanks  of  the  hooks  have  screw  threads  formed  on  them,  on 
which  nuts  are  fitted,  the  nuts  being  attached  to  rachets,  into  which 
pawls  secured  into  the  back  side  of  the  clips  catch  and  prevent  the 
casual  turning  and  unscrewing  of  the  nuts. 

Claim. — The  plate  C  and  socket  or  tube  D,  attached  to  the  clip  B, 
in  connexion  with  the  pin  G,  attached  to  the  thill  F,  and  the  hook  H, 
provided  with  a  shank  I  and  nut  J,  and  ratchet  K,  the  shank  of  the 
nook  being  fitted  in  the  tube  I),  and  the  ratchet  having  a  pawl  I 
catching  into  or  engaged  with  it ;  the  whole  being  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  19,065. — Newton  Benedict,  of  Aurelius,  N.  T. — Improvement  in 
Carriage  Tops. — Patent  dated  January  12, 1858. — To  throw  back  and 
down  the  bows  it  is  only  necessary  to  pull  upon  the  rod  T,  disengaging 
the  catch  from  the  detention  piece  d,  when  the  action  of  the  spring  D 
rotating  the  shaft  A  in  the  direction  1,  2,  3,  the  hinges  h  fillo^ing 
the  ends  of  C,  contained  in  the  loops  N,  to  move  away  from  the  bow, 
while  the  latter  lies  horizontally,  and  the  loops  N  prevent  the  top  of 
the  bow  from  tipping  too  far  forward,  or  swaying  from  side  to  side,  in 
the  act  of  passing  back  and  forth. 

This  invention  is  further  explained  by  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim  the  extension  front  F  i  *  ^ffjj 
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and  g  g^  which  part  is  coanected  as  a  sliding  part  with  the  dash  of  the 
carriage. 

But  I  cJatm  the  arrangement  for  operating  the  cariiage  bows,  as 
described. 

I  claim  the  arms  C,  connected  with  the  main  bow  and  with  the  shaft; 
A,  in  the  manner  for  the  purpose  set  forth. 

I  also  claim  connecting  the  spring  D  with  the  carriage  body,  and 
causing  it  to  act  upon  the  shaft  A^  in  the  mauner  and  for  the  purpose 
set  forth. 

I  also  claim  the  combination  and  arrangement  of  the  detention  piece 
dy  with  the  catch  lever  L  and  its  spring  8,  whereby  the  shaft  A  is 
held  at  the  proper  point  from  rotating,  as  set  forth. 

I  also  claim  the  combined  u  es  of  the  hinges  h  and  loops  N,  in  the 
manner  and  for  the  purpose  substantially  as  set  forth. 

No.  21,766. — E.  W.  McClelland,  of  Pekin,  Illinois. — Improvement 
in  Boxes  for  Carriage  Wheels, — Patent  dated  October  12,  1858. — A  is 
the  hub  box.  This  box  is  let  into  and  fastened  into  the  hub  in  the 
usual  manner  of  fastening  such  boxes,  with  the  addition,  if  necessary, 
of  bolts  or  screws,  as  seen  at  h.  The  hub  boxes,  having  a  groove  B 
and  flange  D,  with  spindle  boxes  C,  properly  fitted  into  them,  give  a 
double  direct  bearing,  and  thereby  reduces  the  wear. 

Claim. — In  combination,  a  hub  box,  with  an  interior  groove  and 
flange,  as  represented,  the  peculiar  manner  of  constructing  and  placing 
upon  the  spindle  the  spindle  boxes  or  bearings,  so  as  to  properly  fit 
into  the  above  described  hub  boxes,  all  as  represented  in  the  specifica- 
tions in  the  manner  and  for  the  purposes  expressed. 

No.  21,083. — Norman  Platt,  of  Jackson,  Miss. — Improvem^ent  in 
Evhhs  for  Carriage  Wheds. — Patent  dated  August  3,  1858. — The 
claim  and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  know  that  metalic  hubs  are  not  new,  nor  are 
clips  to  secure  the  spokes,  perhaps,  a  novelty  ;  nor  is  cast  boxing,  as 
Buch,  the  subject  of  a  patent,  while  the  peculiar  construction  and  the 
mode  of  securing  the  one  I  have  described  may  be,  still, 

I  daim  the  combination  of  a  flanged  metallic  hub  A  for  carriage, 
wagon,  and  buggy  wheels,  with  clips  e  to  stay  and  strengthen  the 
spokes,  together  with  a  metallic  boxing  for  said  hub,  secured  by  a 
swelled  head-screw  and  tap,  substantially  as  described. 

No.  19,820. — James  M.  Whiting,  of  New  Bedford,  Mass.,  assignor 
to  Himself,  George  F.  Wilson  and  Alfred  Anthony,  of  Providence 
oounty,  R.  I. — Improvement  in  the  Hubs  of  Carriage  Wheels. — Patent 
dated  March  30,  1858. — The  nature  of  this  invention  will  be  under- 
stood by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  daim  the  making  of  the  hub  an  elastic  com- 
pound cylindrico  lever,  each  end  of  which  rests  for  a  fulcrum  on 
vulcanized  India  rubber  or  gutta  percha,  or  other  elastic  substance,  in 
combination  with  the  coupling  nut,  by  which  the  pressure  thereon 
may  be  regulated. 

1  also  claim  the  grooves  z  in  the  body  of  the  hub,  or  their  equivalent, 
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and  the  projections  on  the  outside  of  the  box,  or  their  equivalent,  in 
combination  with  the  said  elastic  substance. 

No.  19,478. — Waldren  Beach,  of  Baltimore,  Md. — Improvement  in 
Metallic  Carriage  Wheels. — Patent  dated  March  2,  1858. — The  tire  or 
rim  iron  is  first  rolled  out  in  the  required  form.  It  is  then  cut  in 
proper  lengths  and  perforated  at  proper  intervals  for  the  reception  of 
the  ends  of  the  spokes,  and  then  formed  into  a  hoop  and  welded,  which 
is  the  rim.  The  spokes  are  then  riveted  in  the  rim,  care  being  taken 
that  they  shall  alternately  incline  in  opposite  directions,  so  that  when 
the  hub  is  cast  upon  the  opposite  ends  they  will  brace  the  rim.  The 
rim  and  spokes  are  then  placed  so  that  the  hub  can  be  cast  around  the 
inner  end  of  the  spokes. 

The  inventor  says  :  I  do  not  claim  to  be  the  first  inventor  of  any 
one  of  these  features,  nor  ask  a  patent  tl^erefor. 

But  I  claim  the  combination  and  arrangement  of  the  several  parts 
as  described,  whereby  I  have  made  a  strong,  light,  durable,  and  cheap 
metallic  wheel,  which  consists  of  but  three  essential  parts,  while  I 
have  preserved  all  the  important  qualities  of  a  good  carriage  wheel  in 
the  highest  degree. 

No.  20,586. — Samuel  J.  Eussell,  of  Chicago,  Illinois. — Improve- 
ment in  Metallic  Hubs  for  Carriage  Wheels. — Patent  dated  June  15, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference  to 
the  claim  and  engravings. 

The  inventor  says  :  I  daim  the  wedge-shaped  projections  E  and  F, 
when  employed  in  connexion  with  the  spaces  e  e  and  hooks  S  S,  for 
receiving  the  spokes  and  locking  the  two  parts  of  the  hub  firmly 
together,  substantially  as  set  forth. 

I  also  claim  the  use  of  India  rubber  to  prot^t  the  woody  fibre  of  the 
spokes,  as  set  forth. 

No.  20,869. — ^Nathaniel  T.  Edson,  of  New  Orleans,  La. — Improve- 
ment in  Metallic  Hvb  for  Carriage  Wheels. — Patent  dated  July  13, 
1858. — Q-  represents  a  screw  bolt  with  a  corresponding  thread  cut  in  the 
axle,  which  bolt,  with  the  cone  shaped  collar  H,  connects  the  wheel 
and  axle.  B  represents  an  oil  chamber  or  cup,  which,  being  filled 
with  oil,  furnishes  a  constant  supply  to  the  cone  and  axle. 

The  inventor  says :  I  daim^  first,  the  cone  U,  when  made  and  ap- 
plied in  the  manner  substantially  as  specified. 

Second.  The  oil  chamber  5,  in  combination  with  one  or  more  orifices 
4,  when  formed  on  the  outside  of  the  box  by  means  of  a  nut,  sub- 
stantially as  represented. 

Third.  The  combination  of  the  oil  cup  B  with  the  cone  H,  for  the 
purposes  specified. 

Fourth.  I  claim  the  chamber  5,  substantially  as  described,  in  com- 
bination with  the  outer  cup  B,  for  the  purposes  specified. 

No.  19,951. — B.  A.  EoQBRS,  of  Shubuta,  Miss. — Improvement  in 
Tightening  Spokes  and  Felloes  of  Carriage  Wheels. — Patent  dated 
April  13,  1858. — The  nature  of  this  invention  consists  in  the  combi- 
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nation,  in  a  wheel,  of  an  annular  chamber,  spoke-sockets  commuDi- 
eating  with  said  chamber,  expanding  packing  ring,  taper  axle-box^ 
and  extended  spokes. 

The  inventor  says :  I  do  not  claim  having  the  spokes  communicate 
with  the  eye  of  the  hub  and  expanded  by  a  cone  box. 

But  I  do  daim  the  combination,  in  a  wheel,  of  the  annular  cham- 
ber E,  spoke-sockets  G  communicating  with  said  chamber,  expand- 
ing packing  ring  H,  taper  axle-box  I,  and  extended  spoke  B  B,  sub- 
stantially as  and  for  the  purposes  set  forth. 

No.  19,721. — EoBBRT  B.  Scott,  of  Philadelphia,  Pa. — Improvement 
in  Tightening  the  Tires  of  Carriage  Wheels, — Patent  dated  March  23, 
1858. — This  invention  consists  in  securing  the  two  ends  of  a  tire 
together,  and  binding  the  whole  firmly  to  the  felly  of  a  wheel  by 
means  of  taper  keys  D  D^  fitting  into  slotted  lips  a  in  one  end  of  the 
tire,  and  in  a  slotted  enlargement  d  on  the  opposite  end  of  the  tire ; 
one  end  being  so  bent  that  the  other  may  lap  over  it,  and  so  secured  to 
the  felly  by  means  of  a  bolt  E  that  the  tire  may  be  readily  tightened 
to  the  wheels. 

The  inventor  says :  Disclaiming  the  exclusive  use  of  taper  keys  for 
drawing  together  the  two  ends  of  the  tire, 

I  daim  the  end  C,  with  its  slotted  lips  a,  and  the  bent  end  B,  with 
its  slotted  enlargement  d,  in  combination  with  the  taper  keys  D  and 
D^,  and  bolt  E^  when  the  two  ends  are  arranged  and  adapted  to  each 
other,  substantially  in  the  manner  set  forth,  and  for  the  purpose  spe- 
cified. , 

No.  19,204.— Frederick  0.  Rogers,  of  Elmira,  New  York. — Im- 
proved Adjustable  AxLe-Bra^e  far  Carriages. — Patent  dated  February 
2,  1858. — The  lever  E  is  fastened  in  the  standard  F  by  the  pivot  Q- 
and  turns  upon  it  as  the  springs  B  play,  and  at  the  same  time  the 
handle  of  the  lever  plays  through  a  loop  fastened  in  the  lower  side  of 
the  axle  C.  The  braces  D  are  fast^hed  to  the  axle  and  lever  with  a 
joint  at  each  end.  When  the  springs  are  pressed  together  the  braces 
are  gathered  or  drawn  up  under  the  body  by  the  lever  just  enough  to 
allow  the  springs  to  play  perpendicularly  or  at  right  angles  with  the 
body  A,  and  are  by  means  of  the  lever  expanded  as  the  springs 
expand. 

The  inventor  says :  I  do  not  claim,  in  general  terms,  the  adjust- 
ment of  a  brace  to  adapt  it  to  the  contractions  and  expansions  of  a 
carriage  spring  by  hanging  it  to  a  vibrating  arm  or  lever. 

But  I  daim  the  lever  E  when  constructed  and  arranged  and  opera- 
ting in  combination  with  the  body  A,  springs  B  B,  axle  C,  and  braces 
D  D  of  the  carriage,  substantially  in  the  manner  and  for  the  purpose 
specified. 

No.  21,012. — Gilbert  Maynard,  of  Greenfield,  Massachusetts. — 
hnprovement  in  Hanging  Carriages  for  Children. — Patent  dated  July 
27,1858. — By  this  invention  springs  of  children's  chaises  and  the 
axles  or  bearings  of  the  wheels  C  C,  of  a  single  rod  B  of  iron  or  steel, 


*216  X. — LAND  CONVKTANCE. 

bent  or  curved  in  a  peculiar  way  so  that  their  construction  is  sim- 
pii^ed. 

The  iaventor  says:  I  am  aware  that  spiral  springs  have  been 
aprlii  i  to  vehicles  and  arranged  in  various  ways,  both  singly  and 
coaioined  with  other  forms  of  springs ;  I  therefore  do  not  claim 
broadly  and  in  the  abstract  the  employment  and  use  of  spiral  springs 
in  children's  vehicles. 

But  I  daim  forming  the  springs  of  the  chaise  and  the  axle  or  bear- 
ings of  the  wheels  C  of  the  same,  by  means  of  a  single  rod  B  bent 
and  applied  to  the  device  as  shown  and  described. 

No.  19,113. — V.  N.  Mitchell,  of  Concord,  North  Carolina,  as- 
signor to  Himself,  H.  A.  Arba,  and  C.  N.  White,  of  Concord,  North 
Carolina. — Improvement  in  Attaching  Shafts  and  Poles  to  Carriages. — 
Patent  dated  January  12,  1858. — Through  the  outer  ends  of  the  bars 
D  and  through  the  inner  ends  of  the  shafts  E  holes  are  made  to 
receive  bolts  d.  These  bolts,  when  the  vehicle  is  used  with  one  horse, 
pass  through  holes  near  the  ends  of  the  bar  A  and  secure  the  shafts 
firmly  to  the  ends  of  said  bar,  and  to  the  centre  of  bar  A  a  whiffle- 
tree  F  is  attached  by  a  bolt  e. 

Claim. — Attaching  the  shafts  E  E  to  the  vehicle,  substantially  as 
shown,  or  in  any  equivalent  way,  so  that  said  shafts  may  be  turned, 
moved,  or  folded  towards  and  from  each  other  and  secured  in  either 
position,  so  as  to  form  either  shafts  or  a  draught  pole  or  tongue,  and 
the  vehicle  thereby  readily  converted  from  a  single  to  a  two  horse  one 
and  vice  versa. 

No.  19,446. — Jahbs  Eodgbrs,  of  New  York,  N.  Y. — Improvement 
in  Boxes  for  Receiving  Money  in  Carriages. — Patent  dated  February 
23,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  do  not  claim  a  glass  receptacle  to  receive 
money  to  be  deposited  in  a  drawer  beneath. 

Bui  I  daim  the  movable  glass  slide  /  to  the  receptacle  or  hopper, 
kept  at  the  bottom  to  the  fixed  glass  c  by  spring  or  other  equivalents, 
and  acting  in  the  manner  and  for  the  purposes  specified. 

I  also  claim  connecting  the  cover  e  of  the  money  receptacle  to  a 
bell  for  the  purpose  of  attracting  the  driver's  attention  when  money 
is  placed  in  said  receptacle,  as  specified. 

I  also  claim,  in  combination  with  said  bell  connected  to  the  cover 
of  the  money  receptacle,  the  slide  m  and  dog  11  to  call  attention  of 
passengers  to  the  payment  of  their  fares,  as  specified. 

No.  19,676. — Adolphus  Bruns,  of  Pavenport,  Iowa. — Improvement 
in  ISecfuring  the  Wheels  oj  Carriagts. — Patent  dated  March  23,  1858. — 
On  the  inside  of  the  rim  there  is  a  shoulder  decreasing  the  size  of 
the  square  at  that  point.  This  part  of  the  axle  projects  half  an  inch 
beyond  the  outside  of  the  rim,  upon  which  is  shipped  the  oast  iron 
])Iate  C,  said  plate  being  countersunk  into  the  hub,  and  also  fastened 
with  two  wood  screws  d.    The  axle  is  further  secured  in  the  hub  by 
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a  wooden  wedge  u^  which  fills  the  space  between  the  angle  of  the  axle 
and  the  square  hole  of  the  hub  in  which  it  is  placed. 

The  inventor  says  :  I  hereby  disclaim  being  the  inveittor  of  wheels 
with  independent  axles  or  of  revolving  axles  running  upon  friction 
rollers,  they  having  been  heretofore  used. 

But  I  claim  securing  the  wheels  upon  the  independent  revolving 
axleS;  in  the  manner  set  forth. 

No.  21,696. — Charlbs  Page,  of  West  Meriden,  Conn. — Improve^ 
merU  in  Windlass  for  Moving  Cars  and  Locomotives  when  untJiotU 
Steam. — Patent  dated  October  5, 1858. — ^This  improvement  consists  in 
arranging  and  connecting  a  windlass,  by  means  of  clamps  or  jaws,  to 
any  portion  of  the  rails  of  railroad  tracks,  so  as  to  form  or  afford, 
by  means  of  cranks,  an  apparatus  or  machine  for  moving  locomo- 
tives and  other  cars  on  railroad  tracks  without  steam. 

Claim, — The  inventor  says  :  I  am  aware  that  the  windlass  and  its 

fearing  is  old,  and  that  jaws  or  clamps  to  bite  on  a  stationary  form 
ave  been  long  used,  and  that  double  levers  have  often  been  expanded 
longitudinally  by  the  double  joint.  I  therefore  do  not  claim  either 
of  these  as  such  as  my  invention. 

But  I  claim  the  combination  of  the  windlass  A  with  the  jaws  g  g 
and  the  levers  i  and  i,  when  connected,  arranged,  and  made  to  pro- 
duce the  result,  by  the  means  and  in  the  manner  substantially  as 
described. 

No.  21,086. — John  W.  Ricb,  of  Springfield,  Mass.— Improvement 
in  Brakes  for  Bailroad  Cars. — Patent  dated  August  3,  1858.— The 
nature  of  this  invention  consists  in  doing  away  with  a  multiplicity  of 
levers,  pulleys,  rachets,  dogs,  &c.,  that  are  generally  used  in  applying 
a  double  action  brake  from  either  end  of  the  car  to  railroad  cars  by 
means  of  a  new  arrangement  or  combination  of  parts. 

The  inventor  says :  I  claim,  first,  the  nut  H  and  screw  I,  and  its 
arrangement  when  used  for  braking  railroad  cars,  substantially  as 
described. 

Second.  I  claim  my  new  combination,  viz :  the  bar  N  N  extending 
from  one  brake  to  the  other,  the  double  fulcrum  lever  M,  and  the  rods 
S  B  playing  through  and  against  the  double  fulcrum  lever  M,  and 
the  arrangement  of  the  chain  J  and  pulley  F,  when  used  in  combi- 
nation with  each  other,  and  operating  substantially  as  described. 

No.  20,614. — Leverett  Ball,  of  Auburn,  N.  Y. — Improvement  in 
Preventing  Cars  from  Sunning  Off  the  Tra^ck. — Patent  dated  June  22, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

Claim. — The  double  flange  railroad  car  wheels,  with  the  broad 
space  A  between  the  flanges,  and  the  strong  flat-edge  flange  or  car 
wheels  B,  in  combination  with  the  iron  plate  L,  the  guide  rail  D,  the 
clasp  E,  swivel  rail  F,  and  the  ends  of  the  rails  0  C  C  C,  the  whole 
being  constructed  and  arranged  substantially  as  set  forth. 
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No.  21,026. — Blanet  E.  Sampson,  of  Boston,  Mass. — Improvement 
in  Coupling  for  Horse  Bailing  Gars. — Patent  dated  July  27,  1858. — 
This  improvement  consists  in  so  applying  or  constructing  the  car 
pole  B  that  it  shall  be  sustained  at  the  proper  height  to  couple  with 
the  car  hunter  0,  and  to  be  self  coupling  at  all  horizontal  angles  of 
presentation  to  which  the  pole  may  be  liable. 

The  inventor  says :  I  am  aware  that  it  is  not  new  to  make  cars 
self-shackling  when  brought  together,  railroad  cars  often  having 
couplings  so  applied ;  and  I  am  also  aware  that  common  carriage 
poles  are  made  without  joints.  I  therefore  do  not  claim  making  horse 
cars  self-shackling,  nor  making  a  pole  to  a  horse  car  in  one  piece. 

I  claim  the  described  method  of  constructing  and  applying  the  pole 
so  that  it  shall  be  in  position  to  shackle  when  brought  against  the 
platform  at  any  common  angle  of  presentation. 

I  also  claim  so  applying  the  pole  as  described  that  it  shall  be  sup- 
ported by  the  car,  instead  of  upon  the  horses,  as  is  usually  done. 

No.  20,675. — John  White,  of  Boston,  Massachusetts. — Improve- 
ment in  Machine  for  replacing  Railroad  Gars  on  the  Track. — Patent 
dated  June  22,  1858. — ^The  timber  A  is  passed  between  the  two  pairs 
of  wheels  of  the  truck,  (when  it  is  to  be  used,)  and  the  carriages  B  are 
adjusted  with  one  of  them  under  each  side  of  the  frame  of  the  truck. 
A  block  of  wood  is  placed  beneath  the  foot  of  each  jack  D  to  prevent 
its  pressing  into  the  ground ;  the  truck  is  then  moved  along  until  the 
wheels  are  over  the  rails,  when  the  jacks  are  turned  in  the  opposite 
airection,  and  the  truck  is  lowered  in  its  proper  position  on  the  track. 

The  inventor  says:  I  am  aware  that  the  mechanical  devices  which 
I  employ  have  all  been  previously  used  for  raising  or  for  moving  heavy 
bodies,  and  also  that  for  the  purposes  to  which  my  apparatus  is 
applicable  machines  have  been  constructed  in  which  some  of  the 
features  of  mine  have  been  used,  but  without  producing  a  similar 
apparatus.  I  therefore  do  not  claim  any  of  the  constituent  parts  of 
this  machine  individually  or  collectively,  except  when  arranged  as 
described. 

But  I  daim  as  a  new  article  of  manufacture  the  described  ^^car 
replacer,"  consisting  essentially  of  the  beam  A,  with  its  two  separate 
and  independent  carriages  B,  running  on  rolls  g,  with  the  screw 
jacks  D  for  raising  the  beam,  the  whole  constructed  and  operating 
in  the  manner  substantially  as  set  forth  for  the  purpose  specified. 

No.  21,469. — John  Hartman,  jr.,  of  Philadelphia,  Pennsylvania, 
assignor  to  John  Hartman,  sen.,  of  said  Philadelphia. — Improvement 
in  Gouch  Seats  for  Railroad  Gars. — Patent  dated  September  7, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  am  aware  that  car  seats  have  been  made  before 
BO  as  to  be  isolated  from  each  other,  and  to  swivel  round  upon  their 
bases.  I  am  also  aware  that  the  back  has  been  made  adjustable  to 
various  angles  of  inclination  to  a  horizontally  fixed  seat,  an^  also  that 
an  office  oouch  chair  has  been  made  with  a  foot  rest  and  back,  so  con- 
nected together  and  to  a  fixed  horizontal  seat  as  to  move  in  unison  to 
any  required  angle  of  inclination  to  the  said  horizontally  fixed  seat, 
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bj  the  occupant  simply  changing  his  position  thereon,  bat  neither  of 
these  have  been  constructed  in  such  a  manner  as  that  the  seat  proper 
can  be  inclined  into  the  same  plane  with  an  inclined  foot-rest  frame, 
so  as  to  adapt  them  as  couches  to  the  requirements  of  a  railroad  car, 
as  described.  I  therefore  do  not  claim,  broadly,  a  swiveling  seat  with 
an  adjustable  back  and  foot  rest. 

But  what  I  claim  in  adjustable,  backed,  reversible  couch  seats,  is 
the  combination  and  arrangement  of  devices,  whereby  the  seat  proper 
Bean,  at  the  pleasure  of  the  operator,  be  arranged  and  securely  main- 
tained either  in  the  horizontal  position  of  a  chair  seat  as  shown  in  Fig. 
1,  or  in  the  same  plane  with  the  inclined  position  of  the  foot- rest 
frame  E  as  a  couch,  or  as  shown  in  Fig.  2,  the  same  consisting  of  a 
pedestal  A,  seat  B,  stem  /,  brace  A,  and  foot-rest  frame  E,  or  their 
equivalents,  combined  and  arranged  so  as  to  operate  substantially  in 
the  manner  described. 

No.  21,436.— F.  R.  MYBRsand  F.  H.  Furniss,  of  Cleveland,  Ohio.— 
Improvement  in  Oouches  for  Railroad  Cars. — Patent  dated  September 
7,  1858. — This  invention  relates  to  an  arrangement  of  means  for  pro- 
viding such  number  of  couches  as,  in  connexion  with  such  as  may  be 
made  of  the  car  seats,  will  accommodate  a  complement  of  passengers. 

Claim. — The  couch  P,  with  the  rods  L  M  N  0  and  the  collars  L^ 
M^,  or  the  adjustable  collars  and  springs  B  B^  S  8^,  as  an  arrange- 
ment of  means  for  providing  such  number  of  couches  as,  in  connexion 
with  such  as  may  be  made  of  the  car  seats,  will  accommodate  a  com- 
plement of  passengers  substantially  as  set  forth. 

No.  21,600. — J.  B.  Creighton,  of  TiflSn,  Ohio. — Improvement  in 
Couches  for  Railroad  Cars. — Patent  dated  September  28,  1858. — The 
nature  of  this  invention  consists  in  the  peculiar  arrangement  of  the 
folding  partitions  and  couches 

In  the  engravings  A  A^  represent  the  couches,  which  are  suspended 
by  the  stretchers  a  a  and  c  c\  B  B^  show  the  partitions  at  the  end  of 
the  couches ;  these  partitionsare  made  solidand  firm,  but  are  so  arranged 
and  secured  to  the  stretchers  that  they  may  be  folded  up  with  them. 
The  stretchers  c  c  are  secured  to  the  slotted  bars  dc^,  which  are  attached 
to  the  ceiling  of  the  car. 

Claim. — The  combination  of  the  couches  A  A^  folding  partitions 
B  B%  stretchers  aac  Cy  slotted  supports  d  dy  and  hooks m n,  and  pins 
o  p,  the  whole  being  arranged,  constructed,  and  operated,  in  the  manner 
and  for  the  purposes  described  and  set  forth. 

No.  20,983.— George  8.  Bishop,  of  Washington,  D.  0. — Improve- 
ment in  Coupling  for  Railroad  Cars. — Patent  dated  July  27,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  squared  chambered  bumber  block 
A,  when  made  to  receive  the  sliding  and  block  C,  to  overcome  the 
friction  on  pin  D  and  link  B. 

Second.  I  claim  the  lever  E,  in  combination  with  the  pin  D  and 
block  C,  and  bumber  head  A,  and  pin  or  handle  L. 

Third.  I  claim  the  peculiar  manner  of  constructing  the  mouth  of 
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the  bumper,  and  its  connexion  with  the  Y-shaped  mouth  of  the  block 
0,  for  holding  the  link  B,  to  any  desired  horizontal  angle,  and  by 
which  the  block  may  be  tipped  to  prevent  the  link  from  being  crippled, 
and  also  for  holding  the  same  in  poise  at  any  desired  angle,  the  whole 
operated  by  lifting  the  pin  D^  when  constructed  and  operated  in  the 
manner  and  for  the  purposes  set  forth. 

No.  21,244. — Jbbsb  Campbell,  V.  B.  Lbighthizer  and  Patrick 
Shannon,  of  Steubenville,  Ohio. — ImprovemefU  in  Coupling  for  Bail' 
road  Oars, — Patent  dated  August  24,  1858. — The  nature  of  this  in- 
vention consists  in  the  peculiar  construction  and  arrangement  of  the 
link  or  coupling  head,  the  jaws  and  spring  that  control  them,  and 
the  chain  and  hand  wheel  or  their  equivalents  for  opening  said  jaws 
to  disconnect  the  link  therefrom. 

Claim. — The  link  A  made  rounding  at  the  point  with  square  offsetts 
on  each  side  in  combination  with  the  jaws  B  B,  the  spring  C,  chain 
D,  and  hand  wheel  E,  or  its  equivalent,  when  constructed,  arranged, 
and  operated,  in  the  manner  and  for  the  purpose  substantially  as 
described. 

No.  20,070. — SAB4UBL  R.  JoNBS,  of  York,  Pa. — Improvement  in  El- 
lipiic  CvshionfoT  Railroad  Cars. — Patent  dated  April  27,  1858 — The 
nature  of  this  invention  consists  in  having  an  iron  frame,  the  sides  of 
which  line  the  inner  surface  of  the  side  plates  of  the  car  body,  on  the 
front  of  which  is  placed  a  semi* elliptic  spring,  the  ends  resting  on 
the  front  of  the  frame,  and  the  centre  resting  on  an  iron  shaft,  ex- 
tending to  the  elliptic  springs,  or  a  series  of  them,  which  will  rest  on 
the  bolster  of  the  car  body. 

The  inventor  says :  I  c2atm,  first,  the  local  relation  and  mode  of 
application  of  the  semi-elliptic  buffer. 

becond.  The  combination  and  arrangement  of  the  elliptic  cushion, 
as  described^  arranged  and  operating  substantially  as  described  and 
set  forth. 

No.  20,254. — J.  B.  Crbighton,  of  Tiffin,  Ohio. — Improvement  in 
Railroad  Cars  for  Day  and  Night  Service. — Patent  dated  May  18, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

The  inventor  says:  I  claim,  first,  the  formation  of  car  beds  by 
means  of  the  stationary  seats  and  reversible  backs  as  now.  in  use,  in 
combination  with  the  slotted  supporters  A,  stops  t,  pins  t^  stretchers 
B,  eccentrics  U,  and  reversible  hooks  cc,  arranged  and  operated  sub- 
stantially as  set  forth. 

Second.  The  described  method  of  forming  and  concealing  when  not 
in  use  in  the  spaces  between  the  windows  and  upper  tier  of  beds,  as 
set  forth  and  for  the  purpose  specified,  and  also  tne  same  in  combina- 
tion with  the  devices  constituting  the  subject  of  the  first  claim. 

No.  20,021. — Calvin  Pepper,  of  Albany,  N.  Y.,  assignor  to 
Nei£ON  R.  Scovbl,  of  said  Albany. — Improved  Method  of  Ventilating 
Railroad  (7ar«.— Patent  dated  April  20,  1858.— The  nature  of  this 
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inTention  consists  in  leading  a  current  of  air  into  the  car  in  such  a 
manner  that  cinders,  dust,  or  other  solid  particles  contained  in  said 
current  of  air,  shall  be  deposited  into  a  water  receptacle,  which  is 
termed  a  pneunometer.  In  connexion  with  said  pneunometer  an 
apparatus  is  used  for  heating  and  distributing  the  current  of  air  in 
winter,  and  can  also  apply  ice  to  refrigerate  or  cool  the  current  of  air 
in  summer. 

Claim. — The  manner  specified  of  purifying  the  air  as  it  enters  the 
car  by  passing  the  same  through  the  pneunometer  composed  of  the 
tubes  b  and  c  in  the  water  chamber  C  lor  the  purposes  and  substan- 
tially as  specified. 

No.  20,176. — Apollos  B.  Spencer,  of  Rochester,  New  York. — Im-- 
proved  Method  of  Ventilating  and  Excluding  Dust  from  Baiiroad  Cars. 
Patent  dated  May  4,  1858. — The  claim  and  engravings  will  explain 
the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  revolving  wet  sheet  or  endless  apron 
(passing  through  water)  for  the  purpose  of  cleansing  and  purifying 
the  air  as  it  passes  into  the  car,  which  sheet  or  apron,  together  with 
the  tank  containing  the  water,  and  that  portion  of  the  bottom  whereon 
it  rests. 

I  claim  as  a  partition,  by  which  I  divide  the  instrument  into  two 
complete  ventilators,  either  of  which,  as  set  forth,  will  act  as  the  down- 
ward ventilator,  while  the  other  always  acts  simultaneously  in  the 
opposite  direction. 

No.  19,674. — ^Mblvillb  McGee,  of  Jackson,  Michigan. — Improve- 
ment  in  Mode  of  Operating  Brakes  of  Bailroad  Cars, — Patent  dated 
March  9,  1858. — This  improvement  is  for  the  purpose  of  giving  to  the 
engine  driver  power  to  instantly  brake  up  an  entire  train  of  cars, 
bringing  the  brakes  on  each  car  into  immediate  and  simultaneous 
action  at  will. 

Claim, — The  compound  adjustable  link  and  pulleys  specified,  in 
combination  with  the  device  upon  the  locomotive  for  operating  the 
brakes,  the  whole  being  constructed,  arranged,  and  operated  substan- 
tially in  the  manner  and  for  the  purposes  above  described. 

No.  21.259. — James  Ingbrsoll,  of  Grafton,  Ohio. — Improvement  in 
Bunning  Gear  for  Bailroad  Cars, — Patent  dated  August  24,  1858. — 
The  natui:e  of  this  invention  consists  in  so  constructing  rollers,  with 
long  and  short  axles,  that  they  shall  extend  down  along  the  sides  of 
the  rails  of  the  railroad,  and  the  axles  rest  upon  the  rails  in  such  a 
manner  that  the  rollers  will  serve  as  guards  or  flanges  to  prevent  the 
train  from  running  off  the  rails,  and  the  axles  produce  sufficient  trac- 
tion  on  the  rails  to  insure  the  forward  propulsion  of  the  locomotive  or 
car  when  the  endless  chain  is  set  in  motion.  It  consists,  secondly,  in 
the  employment  of  an  internally  toothed  endless  chain  in  contradis- 
tion  to  a  toothless  endless  chain  and  an  externally  toothed  driving 
wheel,  which  is  arranged  within  the  ellipse  in  which  the  chain  travels, 
in  combination  with  an  endless  ellipsoidal  guideway  and  an  end- 
less series  of  rollers  running  in  said  guideway,  and  having  their 
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peripheries  or  their  axles  come  in  contact  with  the  elevated  or  other 
rails  of  a  railroad. 

Olaim, — Ist.  The  manner  described  of  constructing  the  rollers  with 
long  and  short  axles,  so  that  they  shall  extend  down  along  the  sides 
of  the  rails  of  the  railroad,  and  the  axles  rest  upon  said  rails,  sub- 
stantially as  and  for  the  purposes  set  forth. 

2d.  The  employment  oi  an  externally  toothed  driving  wheel  in  com- 
bination with  an  endless  ellipsoidal  guideway  and  an  endless  series  of 
rollers,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,293. — H.  A.  Newhall,  of  Newton,  Massachusetts. — Im- 
provement in  Safety  Attachment  for  Railroad  Cars, — Patent  dated  May 
18,  1868. — This  invention  consists  in  the  employment  of  supplemen- 
tary yielding  platforms  or  treads,  constructed  in  a  peculiar  way  and 
used  in  connexion  with  side  guards  ;  these  parts  being  so  arranged 
that  they  may  be  applied  to  the  cars  and  afford  protection  to  the  pas- 
sengers while  they  are  passing  from  one  car  to  another. 

The  inventor  says :  I  am  aware  that  sliding  platforms  have  been 
applied  to  cars,  and  I  do  not  claim,  separately  and  broadly,  such 
device,  irrespective  of  construction  and  their  connexion  with  proper 
side  guards. 

But  I  daim  the  supplementary  platforms  or  threads,  formed  of  the 
rods  E  fitted  in  tubes  C  attached  to  the  platforms^  the  rods  bearing 
against  springs  a  in  the  tubes,  in  combination  with  the  side  guards 
formed  of  the  vertical  rods  F  attached  to  the  bars  6  and  the  chains  Q-, 
which  are  connected  to  the  rods  F  and  the  railing  or  guards  H  of  the 
platforms,  the  whole  being  arranged  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  22,364. — Pltmon  B.  Grbbn,  of  Chicago,  Illinois. — Improvement 
in  Seats  and  Sleeping  Couches  for  Railroad  Cars. — Patent  dated  De- 
cember 21,  1858. — This  invention  consists  in  the  arrangement  under 
a  car  seat,  having  a  hinged  back  and  stationary  section  of  cushion,  of 
a  sliding  drawer  E,  which  has  one  portion  of  the  top  closed  or  cush- 
ioned and  the  other  portion  open,  in  combination  with  a  stationary 
cushion  and  back  of  an  opposite  seat ;  also  in  combination  with  the 
above  in  the  arrangement  of  the  upper  couches  on  hinges,  in  the  man- 
ner specified. 

The  inventor  says :  I  oJatm,  first,  the  arrangement  under  the  seat 
of  a  sliding  drawer  E,  which  has  one  portion  of  its  top  cushioned  and 
the  otlber  portion  open,  in  combination  with  the  hinged  back  or 
cushion  A  and  stationary  cushions  D  N,  substantially  as  and  for  the 
purposes  set  forth. 

Second.  In  combination  with  the  above  arrangement  of  the  upper 
couches  on  hinges,  in  the  peculiar  manner  specified,  so  that  they  can 
be  adjusted  with  facility,  substantially  as  described. 

No.  22,025. — D.  M.  Lawrbnce,  of  Cincinnati,  Ohio. — Improvement 
in  Sleeping  Berths  for  Raili^oad  Cars. — Patent  dated  November  9, 
1858. — This  invention  consists  in  the  application  of  the  ball  and  socket 
hinge,  or  other  similar  device,  to  adjustable  platforms  or  sleeping 
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berths  for  railroad  cars^  for  the  purpose  of  attaching  said  platforms  or 
sleeping  berths  to  the  side  of  the  oar,  and  at  the  same  time  allowing 
said  platform  or  berth  to  move  up  and  down  ;  and  also  in  the  applica- 
tion of  the  strap  hinge,  one  end  of  which  is  attached  to  the  cornice 
near  the  roof  and  the  other  to  the  inner  edge  of  the  platform  or  sleep- 
ing berth. 

Claim. — ^The  arrangement  of  the  strap  hinge  A  A  in  combination 
with  the  ball  and  socket  hinge  6  6,  for  the  purpose  of  securing  adjust- 
able platforms  or  sleeping  berths  for  railroad  cars  at  any  desired  eleva- 
tion, and  operating  as  described,  or  otherwise  substantially  the  same, 
and  for  the  purposes  set  forth. 

No.  21,992. — J.  DuttonStbblb  and  William  Lorenz,  of  Pottstown, 
Pennsylvania. — Speed  Indicator  and  Recorder  for  Railroad  Oars. — 
Patent  dated  November  2,  1858. — The  principle  of  this  improvement 
consists  in  attaching  to  a  main  shaft,  caused  to  revolve  by  the  motion 
of  the  car,  or  two  revolving  shafts,  one  carrying  a  governor  and  pen- 
cil, and  the  other  carrying  or  revolving  a  cylinder,  or  continuous  sheet 
of  paper,  with  different  distances  marked  upon  it  by  a  series  of  par- 
allel lines  indicating  distance  travelled. 

Claim. — The  governor  shaft  and  indicator,  and  the  shaft  carrying 
the  prepared  paper,  in  combination  with  the  main  driver,  arranged 
and  operated  as  described. 

No.  20,418. — Hebcan  Garmnkr,  of  New  York,  N.  Y. — Improvement 
in  Springs  for  Railroad  Cars. — Patent  dated  June  1, 1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  It  is  not  my  intention  to  claim  as  my  invention 
the  forming  of  a  spring  out  of  a  fillet  or  plate  folded  back  and  forth, 
nor  the  use  simply  of  auxiliary  or  intermediate  springs  in  detached 
pieces.  I  am  aware  of  the  use  of  small  springs,  as  described  in  the 
specifications  of  Holmes  and  Evans  and  Clark  and  Proctor. 

I  am  also  aware  of  the  plate  described  in  the  specifications  of  D.  B. 
Bogers,  and  that  of  Hill,  patented  in  England. 

But  I  claim  the  arrangement  of  the  peculiar-shaped  semi-elliptical 
springs  B  B,  in  the  form  of  a  square-shaped  column,  held  in  position 
and  made  to  act  as  one  spring  by  the  folded  steel  plate,  so  as  to  give 
the  long  leverage  and  easy  soft  action,  as  described,  the  several 
springs  and  folded  plate  being  combined  and  held  together  by  the 
bolt  passing  vertically  through  them,  as  set  forth. 

No.  19,789. — Myron  L.  MicKijBsand  Lewis  L.  Olmstead,  of  Aurora, 
Illinois. — Improvement  in  Ticket-Holders  for  Railroad  Cars, — Patent 
dated  March  30,  1858. — The  nature  of  this  invention  will  be  under- 
stood by  the  claim  and  engravings. 

Claim. — A  ticket-holder  composed  of  two  chambers  or  compart- 
ments A  B^  into  the  upper  one  of  which  the  ticket  is  placed  and  ex- 
hibited, and  thence  transferred  to  the  lower  one  in  the  act  of  closing 
and  opening  the  door  of  said  upper  compartment  by  means  of  the 
movable  floor  and  ledge  or  projection  P,  all  operating  substantially 
•  in  the  manner  and  lor  the  purposes  specified. 
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No.  19,331. — T.  F.  Allkk,  of  Dyersville,  Iowa. — Improvement  in 
the  mode  of  connecting  the  Trucks  of  Railway  Cars, — Patent  dated 
February  16,  1858. — This  improvement  consists  in  connecting  the 
inner  corners  of  the  pair  of  trucks,  under  a  car,  with  each  other,  by 
means  of  diagonal  rods  a  a,  or  their  equivalents,  at  the  same  time 
that  the  counteracting  tension  rods  h  h  connect  the  inner  end  beams  e  e 
of  said  trucks  with  the  ring  bolts  or  with  the  cross  beams  hk  oi  the 
car  body. 

The  inventor  says :  I  daim  connecting  the  trucks  of  railway  cars 
with  each  other,  and  with  the  bodies  of  said  cars,  by  means  of  the 
diagonal  rods  a  a  and  the  auxiliary  tension  rods  h  ft,  or  the  equiva- 
lents of  said  rods,  when  combined  and  operating  with  each  other, 
substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,099. — Eli  Whkbler,  of  Elmira,  New  York, — Improvemevd 
in  Sleeping  Cars  for  Railroads. — Patent  dated  August  3,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cJatm,  in  connexion  with  a  pair  of  car  seats 
B  B  ft  ft,  which  are  enclosed  within  a  compartment  A  a  and  placed  at 
the  proper  distance  apart,  pivoting  by  fixed  pivots  m  m  the  backs  c  o 
of  said  pair  of  seats  at  such  points  on  the  arms  of  the  seat  frame  B  B 
h  bj  and  in  such  relation  to  each  other  that,  by  turning  the  backs  over 
in  opposite  directions  in  the  path  of  a  vertical  circle,  they  will  both  be 
brought  and  made  to  lie  horizontally  or  on  a  level  with  the  cushions 
of  the  seats  within  the  space  existing  between  the  two  seats,  and  upon 
a  supporting  cleat  F,  and  thus  form  a  comfortable  sleeping  couch 
entirely  enclosed  within  the  compartment,  substantially  as  and  for  the 
purposes  set  forth. 

No.  21,070. — Charles  L.  Harrington,  of  Buffalo,  N.  Y. — Improve- 
ment in  Sleeping  Cars  for  Railroads. — Patent  dat^d  August  3, 1858. — 
The  engravings  and  claim  give  an  idea  of  the  nature  of  this  invention. 

Claim. — The  single  rods  v  v  in  relation  to  the  berths  or  couches 
Nos.  1  and  2,  the  said  rods  being  without  collars  or  projections^  and 
attached  at  each  end  to  the  side  of  the  car^  in  combination  with  the 
shifting  seats  with  slotted  arms  A  B,  and  reversible  and  convertible 
backs  a  a,  the  rail  o,  and  bead  t,  with  the  partitions  s  Sj  the  whole 
constructed,  arranged,  and  operated  in  the  manner  and  for  the  pur- 
poses set  forth. 

No.  20,507.— Charles  G.  Paqb,  of  Washington,  D.  C.—  Combitked 
Umbrella  and  Head  Rest. — Patent  dated  June  8,  1858. — The  rest  is  a 
thin  piece  of  metal  fastened  to  the  umbrella  by  bands  b.  When  the 
rest  is  not  needed  for  use  it  may  be  tied  anywhere  upon  the  inside  of 
the  umbrella.  This  invention  will  be  further  understood  by  reference 
to  the  engravings. 

Claim. — Combining  a  head  rest  with  an  umbrella,  as  set  forth. 

No.  20,197.— LovBTT  Eambs,  of  Kalamazoo,  Mich. — Improved  Hub 
Machine. — Patent  dated  May  11,  1858. — This  invention  consists  in  a 
peculiar  means  employed  for  feeding,  the  mortising  tool  to  its  work, 
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whereby  the  tool  may  be  fed  with  a  variable  speed  commensurate  with 
its  cutting  capacity. 

Claim. — Operating  or  giving  the  feed  movement  to  the  carriage  B, 
in  which  the  mortising  tool  is  fitted  05  placed  by  means  of  the  hori- 
zontal rotating  disk  K,  provided  with  the  ledges  e  /,  and  haviuj^  its 
shaft  G  stepped  in  the  treadle  H,  in  connexion  with  the  rollers  in  on 
the  shaft  L,  which  is  rotated  from  the  driving  shaft  F,  the  parts  being 
arranged  as  shown,  or  in  an  equivalent  way,  to  operate  as  described! 

No.  19,424. — David  A.  Hopkins,  of  Paterson,  N.  J. — Improvement 
in  Journal  Boocea. — Patent  dated  February  23,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  various  arrangements  and  con* 
structions  of  ledges  and  flanges,  both  internal  and  external,  have  been 
used  to  secure  the  anti-friction  metal  in  its  casing  or  backing,  and 
that  various  forms  and  sizes  of  bearings  have  been  used,  some  of  which 
occupy  a  no  greater  portion  of  a  circle  around  the  journal  than  mine. 
But  I  am  not  aware  that  in  any  case  the  ledges  for  retaining  the  bear* 
ing  have  been  so  constructed  as  to  completely  surround  said  bearing, 
extending  to  its  extreme  edge,  in  such  a  manner  as  to  secure  all  pai^ 
of  its  borders  from  escape,  should  they  be  broken. 

Neither  am  I  aware  that  in  any  case  the  combined  construction  of 
the  anti-friction  metal  and  backing  has  been  such  as  to  give  a  narrow 
bearing  of  the  anti-friction  metal  or  lining  upon  the  top  of  the  axle, 
while  at  the  same  time  a  contingent  or  occasional  side  bearing  was 
furnished  by  the  backing,  as  described  and  shown,  or  that  in  any  case 
that  side  of  the  backing  which  is  next  the  axle  has  been  so  made  as  to 
€t  it,  and  thus  allow  the  bearing  metal  to  be  completely  worn  away, 
with  the  exception  of  the  ledges  used  for  keeping  it  in  place. 

The  particular  improvements  which  I  claim  are,  first,  providing  the 
housing  with  a  diapnragm,  as  described,  or  in  manner  equivalent,  to 
prevent  or  nearly  destrojr  the  formation  of  currents  of  air,  caused  by 
the  end  play  of  the  axle  into  and  out  of  the  housing. 

Secona.  The  combination  of  a  boss,  or  its  equivalent,  upon  the  axle, 
with  its  location  inside  of  the  housing,  and  the  feeding  of  the  oil  only 
to  that  portion  of  the  axle  not  between  the  packing  and  the  boss,  as 
«et  forth,  said  boss  being  formed  by  turning  a  recess  in  the  axle,  or 
by  any  other  convenient  means. 

Third.  Combining  with  the  housing  a  movable  stuffing  box  which 
eurrounds  the  journal,  and  may  be  moved  with  it,  without  opening  a 
passage  for  air  or  dust  into  the  hotising,  the  parts  being  combined, 
arranged,  and  operating  substantially  as  set  forth  for  tne  purposes 
etated. 

Fourth.  The  combination  of  the  Backing  F  with  the  bearing  brass 
I,  when  both  are  constructed  and  combined  substantially  as  described 
for  the  purposes  stated. 

No.  20,363. — James  A.  Norrib,  of  Philadelphia,  Pa. — Improvmeut 
in  Journal  Boxes. — Patent  dated  May  25,  1858. — ^The  claim  aidP^  en- 
gravings explain  the  nature  of  this  invention.  '  *' '  : 

The  invented  My^'tll^lTTi^'firMi  the  combinalSCiftf  of  the  gtaijda 
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D  D^,  &c.,  with  a  box  A,  having  stufBng  boxesformed  in  each  end^ 
substantially  as  and  for  the  purposes  described. 

Second.  Arranging  a  packing  0  between  the  adjacent  sides  of  the' 
box,  as  described,  whereby  the  entrance  of  any  dust  between  said  sides 
is  rendered  impossible. 

No.  19,548. — Levi  Dkdbrick,  of  Albany,  N.  Y. — Improvemeni  in- 
the  Mode  of  Tighteniny  and  Securing  the  Keys  of  the  Journal  Boxes  of 
Connecting  Rode  or  Pitman, — Patent  dated  March  9,  1858. — Springs 
h  are  applied  to  the  tightening  keys  of  the  journal  boxes  6  6*  of  con- 
necting rods  and  pitmen  A  in  such  a  manner  that  the  said  springs 
will  drive  up  the  keys  g  to  tighten  up  the  boxes  as  fast  as  required  by 
the  wear  of  the  boxes  and  journals,  and  hold  the  keys  in  their  places 
to  retain  the  proper  degree  of  tightness  of  the  boxes. 

Claim. — The  application  of  springs  to  act  upon  the  tightening 
keys  of  the  journal  boxes  of  connecting  rods  and  pitmen,  substantially 
as  and  for  the  purpose  specified. 

No.  19,471. — Israel  S.  Reeves,  of  New  Orleans,  La.,  assignor  to 
J.  B.  Slawson,  of  said  New  Orleans. — Improved  Omnibus  Fare  Box, — 
Patent  dated  February  23, 1858. — ^The  parts  marked  h  is  the  frame  of 
the  box;  a  the  opening  in  which  the  fare  is  put,  which  falls  into  the 
chamber  h.  This  chamber  has  glass  sides  i  and/,  through  which  the 
fare  can  be  examined  before  allowed  to  pass  into  the  drawer  d  through 
the  opening  e;  m,  a  movable  table,  which  is  the  base  of  the  chamber 
&,  actuated  on  by  the  spring  o  to  hold  the  end  of  m  against  the  glass 
plate/. 

Claim, — The  glass  plates  land/,  as  arranged  in  connexion  with 
the  sliding  table  m,  the  whole  being  operated  in  the  manner  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  19,765  —Samuel  Ward  Francis,  of  New  York,  N.  Y,—Cane 
for  Paying  Omnibua  Fares, — Patent  dated  March  30,  1858.- -The 
slide  G  is  drawn  out  in  H,  the  cane  is  shaken  and  tube  B  comes  out,, 
the  cover  F  is  removed,  together  with  spring  E  and  piston  D.  Three 
cent  pieces  are  let  fall,  one  by  one,  into  the  tube  B,  then  the  piston^ 
spring,  and  cover  F  are  put  in,  the  tube  is  inserted  in  the  cane  and 
made  fast  by  pushing  in  slide  G-.  When  the  cane  is  to  be  used,  the 
knob  B  is  pressed  down,  wire  T  is  thus  pulled  upon  and  puts  lever  L 
in  motion,  projection  K  acts  on  lever  I,  uncovers  opening  P,  and  the 
end  of  long  arm  of  lever  L  K  pushes  two  pieces  half  way  out,  which 
are  removed  by  the  driver.    . 

The  inventor  says  :  I  do  not  limit  myself  to  the  arrangement  just 
described,  as  I  know  it  can  be  modified  in  a  variety  of  ways  to  obtain 
the  same  result. 

But  I  claim  inserting  pieces  of  money  in  a  cane  for  the  purpose  of 
handing  omnibus  fares^  substantially  as  described  and  set  forth. 

No.  20,349,— Royal  E.  Housb,  of  Bingham  ton,  N.  Y. — Improved 
Omnibus  Register, — Patent  dated  May  25,  1858. — The  nature  of  this 
invention  is  such  that  the  weight  of  each  person  passing  over  the 
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machine  pats  into  motion  a  recording  machine,  and,  bringing  it 
against  paper,  or  a  suitable  material  to  receive  the  record,  previously 
adjusted  for  that  purpose,  makes  an  impression  or  mark.  This  is 
accomplished  by  a  movable  step  C  adapted  to  receive  the  foot,  and, 
consequently,  the  weight  of  a  person  passing  over  it,  combined  with 
a  spring,  produces  a  reciprocating  motion  of  the  recording  instrument^ 
forcing  it  against  the  material  receiving  the  record. 

Claim. — The  combination  of  a  step,  protected  substantially  as 
described,  resting  on  a  yielding  support,  such  a  spring  or  its  equiva- 
lent, with  recording  mechanism,  to  be  operated  by  the  step,  substan- 
tially as  and  for  the  purpose  described. 

No.  20,986. — Louis  Bbauer,  of  Washington,  D.  C. — Improved  Om- 
nibus Register. — Patent  dated  July  27, 1858. — This  invention  consists 
in  an  improvement  in  omnibus  registers,  whereby  the  weight  of  a 
passenger  on  the  step  is  made  to  operate  the  indicator  or  register. 

The  inventor  says :  I  do  not  claim  moving  the  indicator  of  a  regis- 
ter by  pressure  upon  the  steps. 

But  I  daim  the  employment  of  an  elastic  step,  by  means  of  the 
movable  rods  K  K,  for  operating  the  register  plate  and  bell  in  the 
manner  set  forth. 

No.  21,372. — J.  B.  Slawson,  of  New  Orleans,  Louisiana. — Improve 
ment  in  Pari  Boxes  for  OmnibusseSy  dtc. — Patent  dated  August  31, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says  :  I  daim,  1st.  The  arrangement  of  an  opening 
in  the  top  of  the  fare  box,  through  which  outside  passengers  can 
deposit  their  fare,  when  such  opening  communicates  with  a  chamber 
in  which  the  fare  first  falls,  and  is  temporarily  arrested  previous  to 
being  deposited  in  the  receiving  drawer  oeneath,  for  the  purposes  set 
forth. 

2d.  I  claim  the  arrangement  of  the  passage  block  D  and  cover  E 
over  the  opening  in  the  top  of  the  fare  box,  for  the  purposes  described. 

No.  22,298. — Albertus  Larrowe,  of  CJohocton,  New  York. — J/n- 
provement  in  Sled  Brake. — Patent  dated  December  14^  1858. — The 
nature  of  this  invention  consists  in  the  manner  of  operating  a  self- 
acting  brake  for  sleighs  for  the  purpose  of  stopping  them. 

Claim. — The  arrangement  of  lever  c,  scrapers  e,  and  rods  /,  ope- 
rating as  described,  for  the  purpose  of  a  self-acting  brake,  and  self- 
relieving  and  backing  the  sled,  as  set  forth. 

No.  19,994. — John  Hott,  of  Fishkill,  New  York. — Improvement  in 
the  Bunners  of  Sleds.— Patent  dated  April  20,  1858.— The  nature  of 
this  invention  consists  in  connecting  the  two  bobs  of  the  sleigh  or 
sled  together  by  a  jointed  reach,  so  that  the  rear  bob  X  is  drawn  from 
or  near  its  front  end,  at  the  same  time  that  it  has  an  oscillating  mo- 
tion in  a  vertical  direction  entirely  independent  of  the  front  bob  A  ; 
also  in  attaching  and  connecting  the  rear  bob  to  the  body  of  the 
sleigh  by  a  double-cranked  axle  F,  to  permit  it  to  have  a  lonei- 
tadinal  motion  to  compensate  for  the  different  distances  between  uie 
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two  bobs,  which  may  be  caused  by  the  different  angles  by  them  in 
passing  over  a  sinuous  or  uneven  track. 

The  inventor  says :  1  daiwi,  1st.  The  combination  of  the  T-headed 
noddle  pin  P,  with  the  dog  joints  D  D',  and  the  front  bob  A,  as  de- 
scribed, and  for  the  purposes  set  forth. 

2d.  The  combination  of  the  noddle  pin  P  with  the  jointed  reach  B, 
constructed  and  operated  as  and  for  the  purpose  described. 

3d.  The  attachment  of  the  rear  bob  X  to  the  double-cranked  axle 
F  and  to  the  body  of  the  sleigh^  in  the  manner  and  for  the  purposes 
set  forth. 

No.  19,980. — Silas  Bullart,  of  Hartland^  Michigan. — Improve- 
merU  in  the  Bunners  of  Bleda, — Patent  dated  April  20,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  giving  a  movement  to  sleigh 
runners  independent  of  the  load  that  is  above  them  ;  nor  do  I  claim 
giving  the  runner  on  one  side  a  movement  independent  of  that  of  the 
other  ;  nor  do  I  claim  the  use  of  the  link  joint  for  connecting  sleigh 
runners  to  the  frame- work  of  a  sleigh. 

But  I  daim  constructing  the  rear  runners  of  sleighs  in  separate 
frames,  each  frame  being  hung  by  link  joints  to  the  cross-bar  H,  so 
as  to  admit  of  a  fore  and  aft  rising  and  pitching  movement  in  each 
runner,  which  shall  be  independent  of  the  movement  of  the  opposite 
Tunner,  as  set  forth. 

I  also  claim  the  construction  of  the  tie  beam  H,  so  contrived  as  to 
hold  the  separate  forward  runner  frames  at  the  proper  distance  apart 
by  the  fastening  bolts  B  h  near  its  ends,  and  at  the  same  time  to 
allow  the  independent  rising  and  pitching  movement  in  each  runner 
by  making  the  mortise  holes  in  H^  so  large  as  to  admit  the  bars  £^  E' 
to  play  loosely  therein,  so  as  to  allow  of  a  slight  rolling  motion  on 
the  axis  of  H^  whenever  the  runners  rise  or  pitch  from  the  irregu- 
larities of  the  ground. 

No.  20,903.— William  W.  St.  John,  of  Lima,  New  York.— im- 
provement  in  Attaching  Sleigh  Runners. — Patent  dated  July  13,  1858. 
— ^The  claim  and  engravings  will  explain  the  nature  of  this  invention 

The  inventor  says :  I  do  not  claim  allowing  motion  to  the  hind 
runner  at  the  bolsters,  said  runner  being  drawn  along  by  a  connexion 
at  its  forward  end. 

But  I  daim  the  combination  of  the  T-formed  slide  5,  cap  3,  and 
joint  4,  for  attaching  the  hind  runner  of  sleighs  to  the  body  when 
said  runner  is  drawn  by  a  connexion  to  its  forward  end,  substantially 
as  and  for  the  purposes  specified. 

No.  21 ,255. — Jambs  Habrison,  jr.,  of  New  York,  N.  Y. — Improvement 
in  Metallic  Springs. — ^Patent  dated  August  24,  1858. — This  invention 
consists  of  a  strip  or  plate  of  metal  wound  into  a  spiral  form  in  such 
a  manner  as  to  give  the  several  coils  or  revolutions  of  the  spiral  a 
conical  form.       ,  ,.,ahc7,,. 

CZat|w.-7ThgjCMlqa  ^j^ng^  the  several  revo- 

.,j9fiWf;tW^  te  for??,<>f  ^9P^i;fr«ij.other 

intially  as  speciued. 
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No.  19,764. — William  R.  Feb,  of  Cincinnati,  Ohio. — Improvement 
in  Fnevmatic  Springs. — Patent  dated  March  30, 1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim, — The  described  pneumatic  spring,  having  a  hollow  metallic 

{)i8ton  working  closely  in  a  hollow  metallic  cylinder,  and  packed  by 
eather  and  oil,  for  the  purpose  of  increasing  the  elasticity  of  the 
spring,  and  preventing  explosions  and  leakage,  the  whole  being  con- 
structed substantially  as  set  forth. 

No.  19,450. — Danibl  G.  Rolltn,  of  New  York,  N.  Y. — Improvement 
in  Volute  /SJw^'ngr*.— Patent  dated  February  23,  1858.— The  object  of 
this  invention  is  to  obtain  in  a  volute  spring  the  requisite  amount  of 
play  in  the  direction  of  the  endwise  strain,  with  sufficient  rigidity  to 
sustain  strains  transverse  thereto,  and  it  consists  in  a  double  volute 
spring,  which  has  the  form  of  two  volutes  adjoining  each  other,  and 
is  constructed  of  a  strip  of  metal  coiled  spirally  so  that  the  rings  of 
the  spirals  overlap  each  other,  and  forms  ends  or  bases  which  are 
symmetrical. 

Th^  inventor  says :  I  wish  it  to  be  understood  that  I  do  not  confine 
myself  to  the  peculiar  manner  in  which  the  double  volute  spring  is 
made,  or  to  the  peculiar  machinery  which  I  have  described  for  making 
it,  as  these  may  be  varied  without  affecting  the  principle  of  my  inven- 
tion. 

But  I  daim  a  double  volute  spring,  constructed  substantially  as 
described,  having  the  form  of  two  volutes  rigidly  connected  so  as  to 
form  a  single  spring. 

No.  20,127. — George  J.  Lucas,  of  Poughkeepsie,  New  York,  as- 
signor to  Himself  and  John  G.  Lucas,  of  said  Poughkeepsie. — Im- 
provement in  Adjustable  Seats  for  Vehicles. — Patent  dated  April  27, 
1858. — The  nature  of  this  invention  consists  in  the  means  employed 
t6  convert,  in  a  short  time,  a  one  seat  vehicle  into  one  with  two  seats. 

The  inventor  says :  I  do  not  claim  broadly  and  irrespe  .tive  of  the 
arrangement  shown,  so  connecting  wagon  seats  that  one  may  be  folded 
or  closed  over  the  other,  for  this  has  been  previouslv  done. 

But  I  daim  the  connexion  of  the  two  seats  6  C  by  means  of  levers 
D  D  and  links  1 1,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,033. — John  A.  Boyce,  of  Monroe,  New  York. — Improvement 
in  Attaching  Shafts  to  FcAicte*.— Patent  dated  April  27,  1858.— This 
invention  has  for  its  object  the  combination  of  the  two  fastenings,  viz : 
the  bolt  attachment  and  the  hemispherical  or  other  suitably  formed 
projections,  made  to  bear  against  corresponding  depressions  in  the 
ring  e,  by  which  each  is  relieved  of  a  portion  of  the  strain  which  would 
otherwise  bear  upon  it. 

Claim. — Attaching  the  shafts  or  poles  to  the  axles  of  carriages  or 
other  vehicles,  by  means  of  the  combination  of  fastenings,  as  described, 
namely,  the  bolt  connexion  and  the  projections  c  c  on  the  pieces  b  6, 
made  to  bear  against  the  depressions  d  d  in  the  double  concave  ring  e; 
the  whole  being  constructed  and  arranged  in  the  manner  and  for  the 
purpose  set  forth. 
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No.  19,567. — F.  L.  Kiddkr  and  A.  E.  Aeby,  of  Brooklyn,  New 
York. — Improvement  in  Attaching  the  Springs  of  Vehicles. — Patent 
dated  March  9,  1858. — ^The  nature  of  this  invention  will  be  under- 
stood bj  reference  to  the  claim  and  engravings. 

Claim. — So  arranging  and  connecting  the  springs  of  four-wheeled 
vehicles  with  the  body  and  axles  as  that  the  draught  is  transmitted  from 
the  bolster  longitudinally  through  the  springs  to  their  points  of  con- 
nexion with  the  body  of  the  vehicle  at  each  eide,'  and  tnence,  in  like 
manner,  through  the  hind  springs  to  the  hind  axle,  forming  a  direct 
line  of  draught  on  each  side  of  the  body  from  the  front  to  the  rear  axle^ 
thus  dispensing  with  the  necessity  of  the  ordinary  perch  and  braces  to 
support  the  axle,  using  for  this  purpose  the  0  G  or  such  other  form  of 
spring  as  will  accomplish  the  object  in  the  manner  substantially  as 
described. 

No.  19,558. — H.  P.  GtooDALE,  of  Clinton,  Massachusetts. — Improve^ 
ment  in  ''Fifth  Wheel"  for  Vehides. —PeLtent  dated  March  9,  1858.— 
The  object  of  this  invention  is  to  connect  the  front  axle  with  the  front 
spring  of  the  vehicle,  and  also  with  the  reach,  in  such  a  way  as  to 
allow  the  former  to  turn  freely,  both  vertically  and  horizontally,  so 
that  said  axle  naay  be  turned  or  moved  to  conform  to  the  inequalities 
of  the  surface  of  the  ground  without  straining  or  at  all  afifecting  the 
reach,  and  the  axle  is  also  allowed  to  be  turned  freely  by  the  team  for 
the  guidance  of  the  vehicle. 

Claim. — The  arrangement  of  the  reach  H  with  the  groove  /  to  re- 
ceive a  screw  e,  in  combination  with  the  conical  shell  or  cap  E  and 
projection  C,  connected  by  bolt  D,  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  20,652. — Thomas  McCoNAUonT  and  James  MoCollum,  of  Burns- 
ville,  Alabama. — Improvement  in  Metallic  Wheels  for  Vehicles, — Pat- 
ent dated  June  22,  1858  — The  wheel  consists  of  a  box  B  feathered  at 
each  extremity  ;  two  wrought  metal  bands  shrunk  upon  the  feathers  ; 
a  system  of  peculiarly  constructed  braces,  and  a  wrought  metal  rim  B 
connected  with  the  central  portion  by  screw  rods.  The  brace  C  con- 
sists of  a  shank  and  head,  and  is  attached  to  the  box  by  a  bolt  through 
the  shank. 

Claim. — The  combination  of  the  feathered  box,  wrought  metal  bands, 
and  system  of  braces  C,  with  the  screw  rods  and  rim  of  the  wheel, 
constructed,  arranged,  and  operating  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  19,088. — John  Heiden,  of  New  York,  N.  T. — Improvement  in 
Wheel  Vehicles. — Patent  dated  January  12,  1858. — This  invention 
consists  in  having  both  the  front  and  back  wheels  attached  to  levers, 
in  both  pairs  of  wheels,  connected  by  rods  in  such  a  way  that  both 
the'front  and  back  pairs  of  wheels  may,  as  the  shafts  of  draught  pole 
is  turned,  be  **cramped,"  or  turned  simultaneously  in  opposite  direc- 
tions. The  object  of  this  construction  is  to  turn  the  vehicle  in  a  small 
space. 

The  inventor  says :  I  am  aware  that  vehicles  have  previously  been 
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constructed  so  that  their  front  and  back  wheels  could  move  or  tnrn 
simultaneously,  as  shown. 

But  I  am  not  aware  that  the  particular  means  employed  for  effecting 
the  purpose,  as  shown,  has  ever  been  employed.  The  devices  hitherto 
employed  for  such  purposes,  so  far  as  I  am  awaie,  have  been  compli- 
cated, their  operation  attended  with  considerable  friction,  and  the 
movement  of  the  wheels  comparatively  restricted,  cross  levers  being 
employed  to  connect  the  two  pairs  of  wheels. 

I  do  not  claim^  broadly,  connecting  the  front  and  back  wheels  of 
vehicles  so  that  both  pairs  of  wheels  may  be  '^ cramped"  or  turned 
simultaneously,  for  the  purpose  specified. 

But  I  daim  attaching  the  front  and  back  wheels  J  J  G  G  to  their 
respective  levers  K  K  L  L  M  H  H  and  I,  which  are  pivoted  respec- 
tively to  the  bars  A  B,  and  connected  by  the  rods  N  N,  substantially 
«8  and  for  the  purpose  set  forth. 

No.  19,092. — Louis  Killner,  of  Brooklyn,  N.  T. — Improvement  in 
Veiodpedea, — Patent  dated  January  12,  1858. — This  invention  con- 
sists in  the  use  of  treadles  in  connexion  with  a  gearing  board,  so 
arranged  and  applied  to  a  wheel  vehicle  that  the  occupant  thereof 
may  propel  the  vehicle  along  by  operating  the  treadle  with  a  greater 
or  less  speed  commensurate  with  the  strength  or  physical  capacity  of 
the  occupant ;  also  in  using,  in  connexion  with  the  treadles,  levers  so 
arranged  as  to  serve  as  auxiliaries  to  the  treadles  when  an  increased 
propelling  power  is  required. 

The  inventor  says :  I  daim  the  treadles  E  E  connected  by  strip  H, 
or  its  equivalent,  and  used  in  connexion  with  the  guides  h  and  board 
O,  arranged  to  operate  as  and  for  the  purpose  set  forth. 

I  also  claim  the  adjustable  or  yielding  foot-pieces  d  attached  to  the 
treadles  E  E,  substantially  as  described  for  the  purpose  set  forth. 

I  further  claim,  in  connexion  with  the  treadles  E  E,  the  auxiliary 
propelling  devices  formed  of  the  levers  J  J  M  M  N  N,  arranged  as 
<le8cribed  and  for  the  purpose  set  forth. 

No.  21,615. — Israel  Mose3,  of  New  York,  N.  Y. — Improvem,ent  in 
Ambulance  Wa^on. — Patent  dated  September  28,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cfaim  an  army  ambulance  constructed  and 
arranged  as  described — that  is  to  say,  having  ability  to  transport  the 
sick  and  wounded  under  cover,  either  lying  or  sitting,  by  means  of  a 
system  of  sectional  folding  seats  arranged  along  the  sides  as  described  ; 
as  also  for  carrying  the  surgeon's  medicines  and  implements  in  re- 
movable cases,  fitting  in  and  under  said  seats  and  arranged  in  drawers 
under  the  body  of  the  vehicle,  so  that  said  cases  may  be  used  for  gen- 
eral or  detached  service  as  required.  In  the  arrangement  of  an  ad- 
justable door  capable  of  serving  as  a  table,  as  set  forth.  In  the 
arrangement  herein  described  of  the  hammock  for  one,  two,  or  more 
persons.  And  in  combining  with  the  vehicle,  as  a  central  support, 
the  tent  necessary  for  the  hospital  camp;  the  whole  being^  combined 
and  operating  as  a  connected  device  for  transporting,  subsisting,  and 
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protecting  the  sick  and  wounded  of  an  armj  and  their  appropriate 
attendants,  as  herein  set  forth. 

No.  19,112. — Sylvester  A.  Hough,  of  Oxford,  6a.,  assignor  to  Him- 
self and  A.  S.  Houap,  of  Madison,  Ga. — Improvement  in  Wagon 
Brakes. — Patent  dated  January  12, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  applying  the  hrake  ruhhers  hy 
the  gravity  of  the  load  broadly  considered,  as  such  is  not  new. 

But  I  claim  as  an  improved  construction  of  running  gear  for  ren- 
dering the  gravity  of  tne  load  thus  available,  the  secondary  frame  H 
I  secured  to  the  front  axle,  in  combination  with  the  plates  e  e,  con- 
necting the  same  with  the  main  frame,  the  rollers  c  c  between  the 
frames,  and  the  notches  m  m  related  to  the  connexion  of  plates  and 
frames,  as  described,  when  used  with  a  slotted  connexion  of  coupling 
bar  and  rear  axle. 

No.  21,569. — Albkrtus  Larrowe,  of  Cohocton,  N.  Y. — Improvement 
in  SeJf'Acting  Wagon  ^rajfce.— Patent  dated  September  21,  1858.— In 
the  engravings  letter  A  shows  the  hand  wheels  :  B  the  brake  bar  ;  C 
a  cross-piece  on  which  the  bar  B  rests^  and  is  guided  by  the  spring 
which  passes  over  each  end  of  it  into  the  brake  bar  as  the  bar  moves 
forward  or  backward ;  D  the  guide  pole ;  E  the  neck  yoke ;  G  the 
rubbers ;  on  the  front  side  of  these  rubbers  is  a  piece  of  metal  which 
extends  on  the  side  of  the  rubber  and  which  operates  in  a  groove  ia 
the  bar  B,  and  is  to  prevent  the  rubbers  from  falling  out  of  place ;  H 
the  rear  lever ;  c  rods  extending  from  the  lever  H  to  the  brake  bar^ 
the  lower  ends  of  which  pass  below  piece  C,  and  is  also  a  guide  to  it 
in  giving  direction  to  the  movement  of  the  brake  bar. 

Claim. — Constructing  the  rubbers  with  the  flanges  on  each  side 
operating  loosely  in  grooves  in  bar  B,  and  resting  on  springs  e  for 
allowing  the  rubber  to  rise  upon  an  inclined  plane,  and  relieve  the 
friction  of  the  wheels  when  backing  the  wagon  and  for  replacing  the 
rubbers,  the  whole  operating  as  described  and  for  the  purposes  set 
forth. 

No.  19,477. — Jethro  W.  Barnes,  of  Murfreesboro,  N.  C. — Improve- 
ment in  Manure  Wagons, — Patent  dated  March  2,  1858. — The  wagOD 
body  A  is  furnished  with  two  inclined  sides  a  a^ ,  one  of  which  is  made 
to  work  up  and  down,  and  at  the  same  time  has  a  vibratory  motioi^ 
given  it  by  a  wedge-shaped  piece  c  fastened  to  the  outside  and  resting 
om  the  lever  t.  The  bottom  of  the  body  is  provided  with  two  hinged 
pieces  d  c2,  which  open  and  close  the  passage  through  which  the 
manure  drops.  Two  bent  straps  e  are  connected  with  the  hinged 
piece  d,  and  pass  under  projection  //on  the  ends  of  piece  d^.  C  is  a 
screw  shaft  placed  inside  of  and  near  the  bottom  of  the  wagon,  which 
has  a  vertical  adjustment ;  this  shaft  grinds  and  feeds  the  manure  to 
the  discharge  opening,  and  prevents  the  choking  up  in  the  bottom  oi 
the  machine. 

The  inventor  says:  I  daim  converting  the  broadcast  distributor 
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into  a  drill  machine  bj  reversiDg  the  axle,  substantiallj  in  the  man- 
ner set  forth. 

I  also  claim  the  movable  side  or  end  e^  in  combination  with  the 
sliding  bottom  gr,  as  set  forth,  whether  the  machine  is  used  for  a  drill 
or  broadcast  machine. 

No.  19,550. — Edward  L.  Dorset,  of  Johnson  county,  Indiana. — 
Improved  Machine/or  Fitting  Wagon  Tires, — Patent  dated  March  9, 
1858. — The  spring  slide  M  governs  and  applies  the  main  wheel  B  to 
the  rim  or  tire.  The  small  wheels  D  D  are  attached  to  the  head  piece 
N  N  of  the  arms  on  horizontal  axis,  and  guide  the  main  wheel  on  a 
direct  line.  The  small  wheels  E  E  are  also  attached  to  the  arms  on 
perpendicular  axis,  and  are  to  guide  the  wheels  D  D  on  the  edge  of 
the  tire.  The  hand  F,  permanently  attached  to  the  axis  of  the  wheel 
B,  is  to  mark  the  starting  point. 

The  inventor  says :  I  do  not  claim  the  wheel  B,  or  the  measuring 
of  the  tire  by  means  of  this  wheel. 

But  I  daim  the  arrangement  described  of  the  wheels  E  E  and  D  D^ 
with  the  wheel  B,  hand  F,  and  spring  slide  M,  substantially  in  the 
manner  and  for  the  purpose  fully  set  forth. 

No.  19,^72. — J.  W.  Langdon,  of  Marengo,  Illinois. — Improvement 
in  Extension  Beach  for  Wagons, — Patent  dated  February  16,  1858. — 
This  reach  is  formed  of  two  parts  A  B,  one  being  placed  over  the 
other,  and  connected  by  clasps  or  guides  a  a,  which  keep  them  to- 
gether, but  allow  them  to  slide  longitudinally.  To  one  part  B  there 
18  fitted  a  rack  C,  and  a  pinion  D  in  the  other  part  A,  the  pinion 
gearing  in  the  rack,  and  provided  with  a  stop  or  pawl  E,  and  has 
several  teeth  e.  The  pawl  is  secured  down  upon  the  pinion  by  means 
of  a  thumb-screw  F. 

The  inventor  says :  I  am  aware  that  reaches  have  been  devised  in 
various  ways  so  as  to  be  rendered  capable  of  being  extended  as  occa- 
sion may  require,  and  I  do  not  broaaly  claim  constructing  a  reach  of 
two  parts  so  connected  as  to  be  extended  or  shortened. 

But  I  claim  the  arrangement  of  the  pawl  E,  screw  F,  pinion  D,  and 
rack  C,  as  and  for  the  purposes  set  forth,  whereby  the  reaches  may 
be  expanded,  contracted,  and  locked  at  pleasure,  and  efiective  assist- 
ance given  to  the  team,  when  necessary,  by  the  driver. 

No.  20,795. — Jonathan  Hibbs,  of  TuUytown,  Pennsylvania. — iwi- 
provement  in  the  Running  Gear  of  Wagons, — Patent  dated  July  6^ 
1858. — This  invention  is  an  improvement  in  that  class  of  vehicles 
which  have  both  of  the  axles  capable  of  turning  on  king-bolts  or 
centre-pins,  in  order  thereby  that  the  vehicle  itself  may  be  turned  in 
a  curve  of  shorter  radius  than  it  could  be  when  the  hind  axle  is  fixed. 

As  shown  in  the  engravings,  both  the  axles  are  connected  to  any 
suitable  framing,  as  a  a.  At  6  is  the  front  axle,  held  to  the  bolster 
by  the  king-bolt  b^ ;  and  at  c  is  the  hind  axle,  held  in  like  manner  by 
the  bolt  c^.  At  a  is  a  curved  or  segment  rack,  the  arc  being  struck 
from  &  as  its  centre.    At  e  is  represented  a  similar  rack,  curv^  in  the 
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Opposite  direction,  and  attached  to  the  hind  axle  bj  pieces  e^  in  like 
manner. 

Claim. — The  method  described  of  operating  both  the  axles  of  a 
wagon  in  turning  curves,  namely,  by  means  of  the  curved  rack  affixed 
to  each  axle,  in  combination  with  the  connecting  pinion,  in  the  man- 
ner and  for  the  purposes  substantially  as  set  forth. 

No.  20,504.— Benjamin  B.  Munrob,  of  South  Dansville,  New  York.— 
Improvement  in  Brake  for  Wagons j  dc. — Patent  dated  June  8,  1868. — 
A  IS  the  tongue,  to  the  forward  end  of  which  the  team  is  secured  by 
«  yoke.  B  is  the  brake-bar,  pivoted  to  the  tongue,  in  the  centre,  at 
'C.  The  tongue  is  secured  in  tne  hounds  A  by  a  pin  p  passing  through 
them  in  mortises,  which  admit  of  a  backward  and  forward  movement 
of  the  tongue.  The  brake- bar  has  hinge  joints  t  near  the  brakes  at 
«ach  extremity. 

The  inventor  says :  I  daim,  1st.  The  brake-bar  B,  when  jointed  in 
the  manner  and  for  the  purpose  set  forth. 

2d.  1  claim  the  extension  perch,  constructed  in  the  manner  specified. 

No.  19,947. — John  T.  Price,  of  Rockville,  Indiana. — Improvement 
in  Giving  Adhesion  to  Driving  Wheels  of  Steam  Vehicles ^  Ploughs ^  dtc. — 
Patent  dated  April  13,  1858. — The  wheels  are  so  arranged^that  one 
{or  one  set  with  spurs)  makes  a  perfect  wheel  ;  if  that  is  not  power 
enough,  two  can  be  applied,  or  even  three,  as  seen  in  the  engravings. 
"When  three  are  applied  the  corrugations  run  zig-zag  across  the  face  of 
the  wheel,  as  seeq  at  letters  W  WW  W  running  across. 

Claim. — The  arrangement  of  spurs  on  driving  wheels  for  a  steam 
plough  or  land  carriage,  so  that  the  said  spurs  do  not  interfere  with 
the  rolling  of  said  wheel,  unless  it  should  slip  on  the  ground,  and 
then,  when  it  slips,  said  spurs  (aided  by  the  diagonal  corrugations 
tending  to  face  the  dirt  against  them)  to  take  effect  and  prevent  it,  as 
43ubstantially  set  forth. 

No.  21,081. — Georgb  F.  Outtbn,  of  Norfolk  county,  Virginia. — 
Improvement  in  Safety  Whijffletrees. — Patent  dated  August  3,  1858. — 
A  is  the  whiffletree  ;  B  the  rod  ;  c  clips  or  bands  ;  D  D  the  hooks ; 
E  the  traces  ;  F  the  lever  ;  G  the  strap. 

Claim. — The  hooks  D  D,  constructed  with  two  different  angles,  and 
which  allow  the  traces  to  commence  detaching  as  soon  as  they  com- 
mence revolving,  and  are  released  entirely  at  one-fourth  of  a  revolu- 
tion, operating  as  and  lor  the  purposes  set  forth. 
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No.  22,219. — Henry  M.  Paine,  of  Worcester,  Massachusetts. — Im-- 
provement  in  Air  Engines. — Patent  dated  November  30,  1858. — The 
nature  of  this  invention  consists,  first,  in  moistening  atmospheric  air 
preyious  to  its  entrance  into  the  pump,  so  as  to  refrigerate  and  render 
it  highly  sensitive,  at  comparative  low  temperatures,  when  pressed  into 
the  heater,  and  thus  obtain  an  expansive  force  possessing  great  elas- 
ticity and  lubricating  property  not  realized  in  the  use  of  air  or  the 
gases  in  their  normal  condition. 

Claim. — The  simultaneous  moistening  and  refrigerating  of  the  air 
previous  to  its  entrance  into  the  pump,  in  combination  with  the  modi- 
fying  valve  P,  substantially  in  the  manner  [and  for  the  purposes 
described. 

No.  22,281. — John  Ericsson,  of  New  York,  N.  Y. — Imjrrovement 
in  Air  Engines. — Patent  dated  December  14,  1858. — This  invention 
consists  in  lo  constructing,  arranging,  and  actuating  the  supply  and 
working  pistons  within  a  single  cylinder,  that  the  cold  supply  air,  ia 
being  transferred  to  the  heater  for  the  purpose  of  having  its  tensioa 
augmented,  shall  cool  that  portion  of  the  cylinder  in  which  the  work- 
ing piston  moves,  and  keep  it  at  so  low  a  temperature  that  any  kind 
of  metal,  or  any  other  suitable  material,  may  be  employed  for  ren- 
dering the  piston  air-tight. 

The  inventor  says :  I  claim^  first,  the  within  described  system  of 
levers,  rock  shafts,  and  connecting  rods,  or  its  equivalent,  for  com- 
bining the  supply  and  working  pistons  with  the  crank  shaft  of  the 
engine  to  produce  the  operation  specified. 

Second.  The  ring  C^,  the  notches  C%  check  pins  CS  and  the 
elongation  C^,  of  the  supply  piston,  or  their  equivalents,  for  effecting 
the  required  transfer  of  the  air  to  and  from  the  heater,  and  the  cooling 
of  the  cylinder  and  preservation  of  the  packing  of  the  working  piston. 

Third.  The  telescopic  tube  g  applied  within  the  working  cylinder 
and  its  prolongation,  by  means  of  which  tube  the  air  is  brought  in 
proper  contact  with  the  heating  surfaces,  substantially  as  set  forth. 

No.  19,475. — Jacob  Armdt,  of  Wheeling,  Va. — Improved  Bellows. — 
Patent  dated  March  2,  1858. — A  A  A  A  is  an  oblong  right-angled 
trunk  resting  on  platform  B  B  B.  C  C  is  a  plank  dividing  the  trunk 
into  two  parts,  and  in  it  is  placed  the  valve  D.     £  £  £  £  is  the  lower 

{hunger.  H  is  a  valve  in  the  plunger  £  £  £  £.  By  working  the 
ever  M  M  M,  the  lower  plunger  £  £,  &c.,  is  put  in  operation,  and 
the  air,  coming  in  through  the  plunger  valve  H  and  being  forced 
through  the  middle  valve  D,  is  pressed  against  the  upper  plunger 
xl  N  N  N,  which  is  forced  downwards  by  its  own  weight ;  a  continuous 
blast  is  forced  out  at  the  throat  Y. 

The  inventor  says :    I  do  not  claim  the  movable  wings  with  the 
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springs  attached,  as  they  are  but  a  modification  of  the  well  known 
arrangement  of  metallic  packing. 

But  I  daim  the  combination  of  the  trunk  A  A  A  A  with  the  lever 
plunger  E  E  E  E,  the  upper  plunger  N  N  N  N,  and  the  blast  gauge 
Q  Q  Q,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,045. — David  CuMMiNe,  of  Sorrel  Horse,  Pa. — Lnprovement 
in  Blowing  Apparatus. — Patent  dated  April  27,  1858. — The  nature 
of  this  invention  consists  in  certain  improvements  in  apparatus  for 
blowing  a  uniform  and  efficient  stream  of  air  for  the  purpose  of  con- 
centrating a  flame  from  a  lamp  or  gas  burner. 

The  inventor  says :  I  dainiy  first,  the  bellows  B  in  combination 
with  the  exhaling  bellows  or  receiver  C,  when  the  former  and  latter 
are  compressed  by  springs  or  weights  of  different  capacities  in  propor- 
tion to  the  exits  of  the  said  bellows,  for  the  purpose  of  producing  a 
uniform  blast,  as  described. 

Second.  The  arrangement  of  the  bellows  B  and  C  on  the  base  A> 
with  the  channel  D,  valve  a,  orifice  E,  valve  6,  and  exit  c,  essentially 
as  described  for  the  purpose  set  forth. 

No.  19,013.— William  8.  Carr,  of  New  York,  N.  Y .—Improvement 
in  Supply  Cocks. — Patent  dated  January  5,  1858. — k  is  a  valve  in  the 
cock  A.  opening  upwards  by  the  primary  supply  from  the  pipe  d;  I  ia 
a  seat  formed  in  the  cock  by  a  division  6,  in  such  a  manner  that  water 
passing  from  the  pipe  g  goes  through  said  seat  in  the  direction  of  the 
arrows  to  the  pipe  n  ;  over  the  peat  Hs  a  diaphragm  x  of  India  rubber, 
leather,  or  other  suitable  material,  kept  in  plaje  by  a  screw  cap  & 
confining  its  edges  tightly;  m  is  a  plunger  passing  through  the  cap 
6,  and  formed  as  a  bottom  end  of  a  size  to  set  over  and  cover  thu 
seat  I — the  diaphragm  x  intervening — and  the  plunger  is  forced 
towards  the  seat  Z  by  a  regulated  amount  of  power  from  the  lever  n^ 
and  weight  o,  or  an  equivalent  device.  The  cock  A  and  parts  are  to 
be  sustained  on  a  plate  p. 

The  inventor  says :  I  do  not  claim  the  use  and  secondary  supply  of 
water;  neither  do  I  claim  any  peculiar  arrangement  of  pipes  in  con- 
nexion with  such  two  supplies  and  a  hot  water  boiler ;  nor  do  I  limit 
myself  to  the  manner  of  arranging  the  water  pipes  shown  in  figure  2, 
as  the  same  forms  no  part  of  my  invention. 

But  I  daim  a  weighted  diaphragm  x,  or  its  equivalent,  and  seat  l^ 
between  the  secondary  supply  and  the  hot  water  boiler,  in  combination 
with  the  valve  k^  or  equivalent,  between  the  primary  supply  and  the 
hot  water  boiler^  substantially  as  and  for  the  purposes  specified. 

No.  20,314, — Seth  Adams,  of  Boston,  Mass. — Improved  Valve 
Cock. — Patent  dated  May  25,  1858. — The  claim  and  engravings  ex- 
plain the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  any  of  the  stop  cocks  to  which  I 
have  had  occasion  to  refer  in  the  explanation  of  the  difference  between 
them  and  my  improved  disk  valve  cock. 

But  I  daim  my  improved  disk  valve  cock,  made  substantially  aa 
described,  viz :  with  one  coupling  pipe,  a  valve  seat,  disk  valve,  and 
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valve  chamber,  arranged  and  applied  together  essentiallj  as  spocifiedi 
60  that  when  the  valve  may  be  raised  above  the  bore  of  the  coupling 
pipe,  and  a  column  of  fluid  may  be  passing  through  the  said  pipe, 
such  column  shall  flow  through  the  pipe  and  valve  chamber  in  a  line 
with  the  axis  of  the  pipe,  or  in  a  straight  line,  and  enter  the  valve 
chamber  at  one  side  and  pass  out  of  its  bottom,  or  enter  at  its  bottom 
and  pass  out  of  its  side,  and  through  an  opening  of  the  valve  seat, 
whose  sectional  area  shall  be  equal  to  or  greater  than  that  of  the  bore 
of  the  coupling  pipe. 

No.  20,788. — Henry  Qbtty,  of  Brooklyn,  N.  Y. — Improvement  in 
Faucets, — Patent  dated  July  6,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  supplying  air  to  the  cask  or 
barrel  through  the  cock. 

Neither  do  I  claim  a  self-closing  or  valve  faucet. 

And  I  do  not  claim  a  drip  hole  to  allow  water,  leaking  through  at 
the  valve  stem  or  piston  rod,  to  run  away  at  the  discharging  orifice. 

But  I  claim,  first,  the  cylinders  g  and  A,  and  slots  3  and  4,  in  com- 
bination with  the  arm  t  on  the  valve  stem  e  and  the  inclines  6  6,  sub- 
stantially as  and  for  the  purposes  specified. 

Second.  I  claim  the  suction  pipe  k  between  the  point  of  leakage  or 
overflow  at  the  spindle  rod  or  valve  stem  and  the  delivery  pipe,  when 
said  pipe  k  is  in  such  a  position  to  the  discharging  liquid  that  the 
rush  of  said  liquid  past  its  end  shall  augment  the  speed  of  the  liquid 
in  said  pipe  and  draw  away  any  leakage,  as  specified. 

Third.  I  claim  the  air  tube  I,  of  thin  sheet  metal,  or  equivalent  ma- 
terial, inserted  into  the  shell  of  the  faucet,  substantial^  as  and  for 
the  purposes  specified. 

And,  in  combination  with  said  tube  l,  I  claim  the  self-acting  air 
valve  0  on  the  cock,  substantially  as  and  for  the  purposes  specified. 

Nd.  20,853. — N.  P.  WmxraiflEY,  of  Meriden,  Conn.,  assignor  to 
James  A.  Frary,  of  Meriden,  aforesaid. — Improved  Faucet. — Patent 
dated  July  6,  1858. — This  invention  relates  to  an  improvement  in 
that  class  of  faucets  designed  for  drawing  molasses  and  other  thick 
substances.  The  object  is  to  obtain  a  free  passage  for  the  substance 
to  be  drawn. 

Claim. — The  adjustable  gate  B  constructed  in  the  form  of  a  segment 
of  a  sphere,  and  fitted  to  the  tube  A  over  a  concave  seat  a  provided 
with  a  packing  e,  substantially  as  and  for  the  purpose  set  forth. 

No.  22,402. — Martin  Bobbins  and  Jambs  Powell,  of  Cincinnati, 
Ohio,  assignors  to  Jambs  Powell,  aforesaid. — Improvement  in  Faucets. 
Patent  dated  December  21, 1858. — This  invention  relates  to  that  class 
of  cocks  in  which  a  valve  and  seat  take  the  place  of  the  more  cus- 
tomary taper  chamber  and  perforated  plug,  and  consists  in  an  arrange- 
ment to  insure  the  effective  relative  working  of  the  valve  and  the  key, 
and  to  prevent  leakage  around  the  stem  of  the  latter. 

Claim. — The  application  to  the  key  stem  of  the  collar  I,  cushion  Q, 
«nd  loose  collar  B^  or  their  equivalents,  arranged  and  operating  in 
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combioation  in  the  manner  described^  to  compensate  for  the  lateral 
wear  or  displaoement  x)f  the  stem. 

No.  20,799. — Gilbert  Hubbard,  of  Montville,  Mass. — Improved 
Measuring  Faucet. — Patent  dated  July  6,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

C^tm.-^The  combination  of  the  passages  A  e  with  the  rotating  cyl- 
inders B  B%  provided  with  followers  N,  connected  by  the  lever  P,  and 
operated  through  the  medium  gearing  i  h  G,  pawl  gr,  nitchet  F,  and 
spring  H,  the  above  parts  being  used  in  connexion  with  the  cut-off  M, 
arranged  with  the  nut  J  and  levers  K  L,  or  other  equivalent  device^ 
whereby  the  cut-off  may  be  closed  automatically  and  simultaneously 
with  the  cessation  of  the  rotation  of  the  cylinders  B  B^,  substantially 
as  and  for  the  purpose  set  forth. 

No.  19,929. — A.  Jaminet,  of  Florisant,  Mo. — Improvement  in  FH- 
ierera, — Patent  dated  April  13, 1868. — The  claim  and  engravings  ex- 
plain the  nature  of  this  invention. 

Claim, — Combining  one  or  more  doubled-chambered  preparatory- 
separating  vessels  B  B^  B'  B^  with  one  or  more  filtering  vessels  E 
E^  £%  and  furnishing  both  sets  of  vessels  with  puppet  or  other  valves 
D  D,  and  operating  said  valves  by  means  of  iilting  troughs  through 
the  agency  of  the  weight  of  the  filtered  water,  all  substantially  as  and 
fpr  the  purposes  set  forth. 

No.  19,335. — Charles  Ballard,  of  Worcester,  Massachusetts. — 
ImprovemenU  in  FiUering  Apparatus. — Patent  dated  February  16^ 
1858. — The  pipe  B  is  fastened  to  the  supply  pipe  leading  from  the 
reservoir  fountain,  with  the  aperture  G  on  one  side,  the  niter  being: 
turned  so  that  the  passages  D  D  range  from  right  to  left,  the  water 
will  have  free  entrance  to  the  case  through  the  filtering  medium  F. 
When  the  pipe  C  is  turned  so  that  its  opening  H  agrees  with  the  left 
hand  passage  in  the  lever  head,  the  water  is  drawn  in  the  centre  of 
the  filter. 

The  inventor  says :  I  daim^  first,  increasing  the  extent  of  the  sur- 
face of  the  filtering  medium  by  folding  or  supporting  the  folds,  sub- 
stantially as  described. 

Second.  I  claim  the  combination  of  the  pipes  B  and  C  and  heads^ 
having  passages,  as  described,  with  the  case  A,  when  constructed  and 
operating  as  set  forth. 

No.  21,964. — Lemuel  P.  Jk^ks,  of  Boston,  Massachusetts,  and 
F&ANCis  Draper,  of  East  Cambridge,  Massachusetts. — Improved  Fil- 
tering Cock. — Patent  dated  November  2,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  thb  invention. 

The  inventors  say :  We  do  not  claim  the  reversal  of  the  filter  to 
change  the  current,  nor  the  reversion  of  the  vessel  containing  the 
filtrating  portion  of  the  filter,  nor  the  purifying  the  filter  by  means 
of  the  specific  gravity  of  a  small  portion  of  water  left  behind  after  the 
full  current  has  ceased. 

We  do  not  claim  the  alternate  transmission  of  the  water  frcm  one 
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side  to  the  other  in  filtering  cocks,  nor  do  we  claim  that  device  in 
combination  with  the  optional  passage  of  liquid  through  the  case- 
without  passing  through  the  filter. 

Nor  do  we  claim  the  alternate  transmission  of  the  water  by  one  pas- 
sage across  the  width  of  the  filter. 

Bat  we  daim  the  combination  and  arrangement  of  a  filtering  cock, 
substantially  as  described^  giving  the  optional  transmission  of  the- 
water  through  the  filtering  medium,  in  either  direction,  or  through 
the  nltericg  case;  the  former,  without  unnecessary  impediment  to  the 
current,  by  one  passasce  across  the  width  of  the  filter,  from  a  rotating 
two-way  cock  placed  by  the  side  of  the  filtering  medium  and  closed  or 
discharging  at  pleasure,  the  filtering  case  and  the  filteiing  medium 
being  stationary. 

No.  21,809. — John  K.  Barney,  of  Warren,  Rhode  Island. — 7i»- 
provedGauge  for  Contents  of  CaskSj  dtc. — Patent  dated  October  19,1858. 
The  body  of  the  instrument  is  composed  of  two  rods  inserted  in 
hollow  tubes,  marked  a  a,  which  tubes  are  united  so  that  the  rods 
turn  therein  as  upon  a  hinge,  with  arms  on  each  end  of  the  rods, 
marked  6  b  and  c  c.  Attached  to  the  arms  c  c  is  an  index  d  made  to 
slide  in  an  open  bar,  so  adjusted  and  adapted  as  to  show  the  exact 
distance  between  the  points  of  the  arms  b  b  when  extended  in  the 
cask. 

Accompanying  the  instrument  are  tables  of  calculations  by  which, 
when  on  inspection,  the  contents  of  the  cask  are  ascertained  when  the 
measurements  are  made,  by  meaMS  of  a  sliding  scale  adapted  to  the 
table. 

Claim. — The  double  rods,  with  arms,  tubes,  and  index;  as  described, 
and  their  combination  in  the  instrument,  by  which  the  cask  is  mea- 
sured in  length  and  diameter,  outside  or  inside,  in  manner  set  forth, 
and  the  construction  of  the  tables  with  slides,  by  which  is  found  by 
inspection  the  mean  diameter^  the  proper  allowance  for  thickness  of 
staves  or  head,  and  the  quantity  of  contents  of  the  cask,  from  the 
given  or  ascertained  admeasurement. 

No.  21,814. — Erastus  T.  Buesell  and  Joseph  Smpih,  of  Cincinnati, 
Ohio.  —  Improved  Liquid  Gauge. — Patent  dated  October  19,  1858. — 
The  nature  of  this  invention  consists  in  providing  a  double-spring 
valve  cock,  with  a  graduated  cylinder,  and  plunger  working  therein, 
by  means  of  which  all  manner  of  liquid  substances  can  be  measured 
as  they  are  drawn  from  the  barrel,  and,  when  so  measured,  can  be 
discharged  suddenly  into  a  jug  or  other  vessel  without  the  use  of  a 
tunnel. 

Claim. — The  double  spring  valve,  composed  of  valves  F  F,  springs 
B,  and  rod  E,  or  their  equivalents,  combined  with  a  measuring  faucet, 
as  shown  and  described. 

No.  20,532. — Charles  Vander  Wokrd,  of  Cambridge,  Massachu- 
setts^ assignor  to  Alvah  Clark  &  Sons,  of  said  Cambridge. — Improved 
Hose  Coupling.— VeLtent  dated  June  8,  1858. — This  invention  consists 
in  the  employment  of  an  elastic  tube  E  placed  within  the  coupling 
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A  B,  and  arranged  in  relation  to  the  other  parts,  that  the  pressure  of 
the  water  within  the  hose  will  keep  the  coupling  water  tight.  Also, 
in  a  peculiar  means  for  connecting  the  heads  of  tne  coupling  together. 
Claim. — The  arrangement  and  comhination  of  an  elastic  tube  E  with 
the  heads  of  the  couplings  A  B,  so  as  to  cover  the  joint  j  and  allow 
the  same  to  be  kept  tight  by  the  pressure  of  the  liquid,  substantially 
as  shown  and  described. 

No.  22,166. — Jaices  C.  Cooke,  of  Middletown,  Connecticut. — 2m- 
jprovcd  Hose  Coupling, — Patent  dated  November  30,  1858. — This 
invention  consists  in  providing  each  part  or  half  of  the  coupling 
with  both  male  and  female  flanges,  or  parts  that  interlock  each  other, 
arranged  and  applied  in  such  manner  that  either  half  of  one  coupling 
will  readily  match  or  unite  with  either  half  of  any  other  coupling, 
and  thus  prevent  the  necessity  of  ever  changing  ends  with  the  length 
of  hose  or  other  article  upon  which  the  coupling  is  placed  or  used, 
as  is  often  the  case  with  the  ordinary  coupling ;  and  this  invention 
further  consists  in  providing  this  coupling  with  a  tapered  part  upon 
which  the  hose  is  fastened,  the  end  being  leveled,  and  with  a  tapering 
ring  or  band  screwed  or  otherwise  fastened  to  the  coupling. 

Claim, — The  female  parts  a  a  in  combination  with  the  male  parts  c  c, 
arranged  and  made  to  operate  substantially  for  the  purpose  specified. 

No.  22,296. — Charles  Lenzmann,  of  Brooklyn,  New  York. — Jm- 
provement  in  Engine  Hose. — Patent  dated  December  14,  1858. — ^This 
hose  consists  of  a  seamless  tubular  web,  woven  in  a  peculiar  manner, 
of  the  best  and  strongest  hemp,  thoroughly  saturated  and  covered 
with  a  composition  of  matter  of  which  linseed  oil  and  umber  are  the 
principal  ingredients,  with  the  addition  of  a  proportion  of  yellow 
ochre,  or  a  similar  pigment,  for  the  purpose  of  producing  a  more 
agreeable  color. 

Claim. — As  a  new  article  of  manufacture,  the  hempen  hose,  woven, 
saturated,  and  covered  as  described. 

No.  21,307. — John  B.  Alden,  jr.,  and  Edwin  L.  Gates,  of  Wor- 
cester, Massachusetts. — Machine/or  Cleaning  Hose,  dec. — Patent  dated 
August  31  j  1858. — A  represents  the  frame,  a  part  B  of  which  is 
jointed  to  the  other,  so  as  to  be  movable  to  the  position  shown  in  the 
dotted  lines  in  the  engravings,  and  which  has  bearings  for  the  brush 
C,  and  the  other  part  similar  ones  for  the  brush  D  The  brushes  C  D 
are  bolted  or  geared  to  admit  of  their  separating  from  each  other 
without  stopping  their  rotar/  mbtion,  they  being  cylindrical  brushes. 
F  F  are  rolls  to  guide  the  hose.  I  is  a  roll  supported  by  the  arms 
J  L  and  receiving  motion  from  D.  0  is  a  catch  to  hold  the  part  B  in 
place  when  not  opened. 

The  inventors  say :  We  are  aware  that  revolving  brushes  are  not 
new,  and  do  not  claim  such,  as  they  have  been  used,  but  only  when 
constructed  and  operating  as  described. 

.  We  rf(i:m  the  combination  and  arrangement  of  the  brushes,  one  or 
°^V6ffi''of  Ni^hldK'l^  Wifdrt)le  to  and  from  the  other  during  operation,  and 
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the  rolls  F  F  I,  when  constructed  and  operating  in  the  manner  and 
for  the  purposes  substantially  as  described. 

No.  19,029. — John  Hydb,  of  New  York,  N.  Y. — Improvement  in 
Hydrants, — Patent  dated  January  5, 1858. — A  is  the  hydrant;  B  the 
water  pipe  connecting  with  it ;  C  the  valve  ;  D  the  waste  pipe ;  E  the 
space  between  the  open  and  shut  valve ;  F  the  aperture  to  admit  air 
into  the  upper  part  of  the  space  E  when  the  valve  is  open  ;  Q  is  the 
collar  or  shoulder  on  which  tne  valve  rests  to  shut  off  the  water ;  H 
is  the  valve.  The  lower  part  of  the  rod  C  is  bored  out  and  a  branch 
D  added  ;  the  branch  D  being  hollow,  the  two  constitute  a  siphon. 
This  rod  is  firmly  set  on  the  valve  H,  and  the  hole  closed  at  the  lower 
end  where  the  rod  is  fastened  to  the  valve  by  a  nut. 

Claim. — The  application  and  use  of  a  siphon  to  hydrants  for  the 
purposes  specified,  constructed  and  arranged  substantially  as  described. 

No.  19,022. — Richard  Db  Charms,  of  Philadelphia,  Pennsylvania. 
Improved  Hydrant. — Patent  dated  January  5,  1858. — The  claim  and 
engravings  explain  the  nature  and  object  of  this  invention. 

The  inventor  says :  I  do  not  claim  to  have  invented  a  plug  and 
hydrant  operating  on  the  principle  of  wasting  water  by  a  three-way 
cock,  but  I  merely  claim  to  have  improved  them  (as  they  have  been 
from  time  immemorial  constructed  on  that  principle)  by  a  very  pecu- 
liar simplification  of  their  operation.  For,  in  respect  to  so  much  of 
my  present  improvement  as  pertains  to  the  voiding  of  the  waste  water, 
that  which  I  do  daim  is— 

The  making  the  solid  rod  of  the  three-way  cock,  by  which  it  is 
operated,  a  tube  bent  at  the  top  so  as  to  let  on,  stop  off,  and  waste  the 
water,  by  the  simple  turning  of  that  tube  as  the  top  of  a  faucet. 
The  combining  of  the  first  two  with  the  last  of  these  three  functions 
in  the  vertical  motion  of  a  single  member  of  the  three-way  cock  is 
what  I  claim  as  the  gist  of  my  improvement  of  that  hydraulic  ma- 
chine, and  this  feature  of  my  claim,  together  with  the  provision  of  the 
two  air-tight  chambers,  and  the  shaft  for  deriving  the  waste  water  as 
well  from  the  outside  as  from  the  inside  of  the  plug  or  hydrant,  sub- 
stantially as  set  forth. 

No.  19,206. — Washburn  Rack  and  S.  R.  C.  Mathews,  of  Seneca 
Falls,  New  York. — Improvement  in  Hydrants. — Patent  dated  January 
26,  1858.^-The  claim  and  engravings  explain  the  nature  of  this  in* 
vention.  f    % 

The  inventors  say :  We  do  not  claim  broadly,  for  we  are  aware 
that  hydrants  have  been  constructed,  and  their  parts  arranged  in 
various  ways,  so  that  they  could  be  removed  for  repairs  without  ex- 
cavating, the  parts  being  rendered  capable  of  being  withdrawn  from 
the  case ;  but  we  are  not  aware  that  an  arrangement  like  ours  has 
ever  been  used  for  effecting  the  purpose. 

.  Neither  do  we  claim  the  casing  of  hydrants,  when  the  case  and  base- 
or  pipe  D  are  in  one  piece  and  permanently  attached  to  .the  pipe  from 
the  ''main,"  as  that  has  been  previously  done. 

Vol.  ii 16  * 


243  XI. — HYDRAULICS  AND  PNEUMATICS. 

Neither  do  we  claim,  separately,  the  arrangement  of  the  valves 

But  we  cUdm^  1st..  The  annular  valve  B*  and  the  disk  valve  G 
attached  to  the  rod  C,  in  combination  with  the  escape  or  leak-opening 
j  and  seat  F,  the  above  parts  being  arranged  to  operate  as  and  for  the 
purpose  set  forth. 

2d.  The  combination  of  the  case  A,  induction  pipe  D,  provided 
with  flanch  h  and  the  jacket  E^  when  arranged  as  shown  and  de- 
scribed to  effect  the  desired  end,  to  wit :  the  ready  removal,  when 
necessary,  of  the  case  and  working  parts  of  the  hydrant  for  repairs. 

No.  19,330. — Kingston  Goddard,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Hydrants. — Patent  dated  February  9,  1858. — When 
the  water  is  required  to  run,  the  handle  C  must  have  its  outer  end 
elevated  to  a  position  which  causes  the  plunger  B  to  descend  and 
press  upon  the  plate  A,  whereby  the  valve  c  is  opened  and  the  water 
rushes  up  on  all  sides  of  the  plunger,  between  it  and  the  shell  A,  and 
exits  through  the  spout  F. 

The  inventor  says :  I  do  not  wish  to  be  understood  as  claiming 
broadly  the  use  of  a  plunger,  or  the  construction  of  a  self-closing 
valve. 

But  I  cZatm,  1st.  The  plunger  B  operated  upon  by  a  weighted 
handle,  in  combination  with  the  self-closing  spring  valve  C  ;  the  whole 
constructed  and  operating  substantially  as  and  K)r  the  purpose  spe- 
cified. 

2d.  The  construction  of  the  shell  A  in  two  sections,  in  combination 
with  the  removable  valve  seat  piece  D  and  bottom  piece  e,  the  several 
parts  arranged  and  operating  substantially  as  described  for  the  pur- 
poses set  forth. 

No.  19,513. — James  Powell,  of  Cincinnati,  Ohio. — Improved  Hy- 
drant.— Patent  dated  March  2,  1858. — This  invention  provides  a 
hydrant  which  prevents  any  waste  of  water,  and  thus  saves  the  founda- 
tions of  buildings  from  being  undermined,  avoids  freezing  in  winter, 
and  affords  facilities  for  getting  at  and  repairing  its  valves  without 
digging  up. 

The  inventor  says :  I  cZatm,  1st.  The  combination  of  two  plungers 
E  F  working  in  line  with  each  other,  and  the  double-chambered 
cylinder  C  having  two  escape  passages,  substantially  as  and  for  the 
purposes  described. 

2d.  The  combination  of  the  peculiarly  shaped  slotted  cam  L  and 
the  crank  J^  with  the  two  plunger  shafts  G  H,  substantially  as  and 
for  the  purposes  set  forth. 

No.  19,511. — John  Parham^  of  Philadelphia,  Pennsylvania,  and 
Samuel  P.  Parham,  of  Trenton,  New  Jersey. — Improved  Hydrant. — 
Patent  dated  March  2,  1858. — The  object  of  this  invention  is  to  pre- 
vent the  water  being  obstructed  by  the  valve  and  foreign  substances 
which  the  water  may  contain  when  the  valve  is  open  and  the  water  is 
passing  up  through  the  main  pipe  into  the  plug  cylinder. 

Cladm. — The  peculiarly  combined  arrangement  for  a  fire  plug  or 
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street  hydrant,  consisting  of  the  case  or  cylinder  A  of  the  plug  or 
hydfant,  which  has  its  valve  seat  E  on  a  level  with  the  bottom  of  hte 
waste  passage  N,  so  that  the  whole  of  the  waste  water  may  discharge, 
and  its  main  or  supply  pipe  B  a  short  distance  above  the  lower  end 
of  the  cylinder,  so  that  the  valve  F  may  be  let  down  below  out  of  the 
way  of  the  free  passage  of  the  water,  and  the  hollow  revolving  but 
not  risine  and  falling  female  nut  J  K,  which  is  made  to  operate  the 
screw  rod  of  the  supply  valve,  so  as  to  force  it  down  into  the  reception 
chamber  0  below  the  supply  pipe  B  and  the  waste  valve  M  m,  which 
is  coupled  loosely  and  peculiarly  to  the  main  valve  rod  a  and  fast  to 
a  spring  6,  so  as  to  be  held  closed  when  the  main  valve  is  opened,  and 
opened  when  it  is  shut;  all  substantially  as  and  for  the  purpose  set 
forth. 

No.  21,338.— James  R.  Higgs,  of  Utica,  New  York.— Improved 
Hydrant, — Patent  dated  August  31,  1858. — This  invention  consists 
in  placing  in  the  upper  part  of  the  hydrant  a  cylinder  which  extends 
from  the  cap  of  the  pipe  downwards,  in  which  cylinder  is  the  prin- 
cipal valve  and  the  valve  shaft,  by  means  of  which  the  valves  are 
opened  and  closed,  and  which  cylinder,  with  the  shaft  and  valve,  may 
be  removed  without  interfering  with  the  case  or  pipe  ;  the  use  of  two 
valves,  one  of  which  is  placed  at  the  bottom  of  the  cylinder  and  the 
other  further  down  in  the  pipe,  both  valves  being  made  to  operate  at 
the  same  time.  The  waste  rod  is  connected  with  the  cylinder  and 
valve  rod  in  such  a  manner  that  the  waste  pipe  is  opened  and  shut 
when  the  valves  are  shut  and  opened. 

The  inventor  says :  I  olatm,  1st.  The  cylinder  C,  constructed  sub- 
stantially as  described. 

2d.  The  combination  of  the  cylinder  C  with  the  upper  valve  E  and 
its  ro<l  G,  when  contained  and  operated  in  ease  A,  substantially  as 
described. 

3d.  The  combination  of  the  cylinder  C  and  valve  E  with  the  waste 
rod  S  and  waste  pipe  a,  substantially  as  described. 

4th.  The  combination  of  the  cylinder  C  and  valve  E  with  the  lower 
valve  F,  substantially  as  described. 

No.  21,858  — James  Swan,  of  Brooklyn,  New  York. — Improvement 
in  Hydrants.— PaXent  dated  October  19,  1858.— The  design  of  this 
invention  is  to  shut  off  the  water  from  the  hydrant  below  the  surface 
of  the  earth  sufficiently  to  protect  it  from  freezing,  and  at  the  same 
time  to  exclude  it  entirely  from  within  the  hydrant. 

Claim. — ^The  use  of  the  elastic  tube  in  combination  with  the  metal 
or  rigid  tube  A,  for  the  purpose  of  excluding  water  from  the  entire 
length  of  the  hydrant,  when  arranged,  combined,  and  operated  sub- 
stantially as  described. 

No.  22,357. — Samuel  P.  Fbangisco  and  William  P.  Dickinson,  of 
Reading,  Pennsylvania. — Improvement  in  Hydrants. — Patent  dated 
Deceml^r  21,  1858. — The  nature  of  this  invention  consists  in  pro- 
viding a  cylinder  and  piston  for  the  hydrant  or  fire  plug  with  suit- 
able openings  in  both  ;  the  openings  in  the  piston  being  provided 
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with  valves  on  the  under  side  ;  the  air  admitted  through  the  openings 
in  the  cylinders  is  allowed,  after  water  has  been  drawn,  to  flow  into  the 
cylinder  under  the  piston,  when  the  piston  is  raised  by  the  operator, 
either  through  the  piston  openings  or  the  orifice  at  the  side  of  the 
cylinder  ;  and  the  operator,  by  the  downward  motion  ot  the  piston, 
which  thus  compresses  the  air,  is  enabled  to  eject  the  water  remain- 
ing in  the  cylinder  and  delivery  pipe,  thus  preventing  any  danger 
from  freezing  by  allowing  no  water  to  remain  in  the  cylinder  or  de- 
livery pipe. 

Claim. — Providing  said  cylinder  and  piston  with  suitable  openings 
for  the  admission  of  the  air,  and  for  the  purposes  set  forth. 

No.  19,224.— Jamrs  S.  Gwynnb,  of  New  York,  N.  Y.,  assignor  to 
Samuel  Nicoiaon,  of  Boston,  Massachusetts. — Improved  Hydraulic 
Engine. — Patent  dated  January  26,  1868. — An  apparatus  constructed 
to  embrace  the  principle  of  this  invention  can  be  employed  as  a  pump, 
a  steam  engine,  or  a  water  wheel. 

The  inventor  says  :  I  claim  applying  and  arranging  the  roller  pas- 
sage b  bj  the  roller  D,  and  the  cam  piston  B,  together,  and  in  the  case 
A,  in  such  manner  that  a  liquid,  when  expelled  from  the  pamp,  may 
pass  out  through  the  said  roller  passage  6  6,  as  described. 

I  do  not  claim  the  combination  of  an  air  vessel  with  a  pump. 

But  I  claim  the  arrangement  of  the  closed  air  vessel  G  on  the  case 
A,  and  in  respect  to,  and  so  as  to  operate  in  connexion  with,  the 
opening  b  b  and  the  roller  D  of  the  said  case,  or  serve  not  only  as  an 
air  vessel,  but  as  a  receiver  and  guide  for  the  roller,  substantially  as 
set  forth. 

No.  20,523. — JosBPH  F.  Warner,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Hydraulic  Rams. — Patent  dated  June  8,  1858. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

CTatm.— Using  the  water  after  passing  the  puppet  valve  by  con- 
ducting it  to  a  vessel  or  cup  or  basin  having  a  waste  opening  or 
openings  in  the  bottom,  and  used  as  a  power  upon  a  lever  or  beam  to , 
overbalance  another  power  which  is  greater  when  the  cup  is  empty, 
and  less  when  the  cup  or  basin  is  full.  The  conducting  pipe  D^  the 
closed  valve  chamber  A,  the  set  screw  I  fixed  over  the  valve,  the  ful- 
crum H,  and  beam  or  lever  G,  all  the  parts  as  substantially  set  forth 
or  used  in  combination  for  the  puri)0se  of  keeping  any  hydraulic  ram 
to  which  it  may  be  attached  in  motion. 

No.  19,398. — Calvin  Woodward  and  George  M.  Woodward,  of 
New  York,  N.  Y. — Improved  Hydraulic  Valve. — Patent  dated  Feb- 
ruary 16,  1868. — G  are  the  valves,  which  are  formed  of  the  section 
or  segment  of  a  tube,  so  that  they  may  be  fitted  snugly  within  the 
tubes  F  and  cover  the  orifices  of  the  passages  a.  The  valves  G  have 
tenons  or  axes  o,  one  at  each  end,  which  fit  in  holes  made  in  caps  H 
which  cover  the  tubes  F,  and  are  connected  by  screw  bolts  I  which 
extend  entirely  through  the  opening  C  and  through  the  centre  of  the 
caps  H. 

Claim, — The  arrangement  and  combination^  as  shown  and  described, 
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of  the  valves  G,  caps  H,  and  bolts  I,  the  caps  serving  the  extra  pur- 
pose of  bearings  for  the  valves,  and  the  bolts  the  double  purpose  of 
packing  the  caps  and  stopping  the  valves. 

No.  20,169. — William  C.  Perrine,  of  New  York,  N.  Y. — Improve- 
meni  in  Fluid  Metres. — Patent  dated  May  4, 1858. — The  nature  of  this 
invention  will  be  explained  by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  daim  making  the  measuring  chambers  gradu- 
ally larger  in  each  direction  from  near  the  middle,  where  the  exterior 
edges  of  the  diaphragms  are  fastened  substantially  as  described,  so 
that  the  diaphragm  will  be  held  by  the  water  or  remain  in  contact 
with  the  part  so  enlarged  until  it  is  drawn  away  by  the  centre  of  the 
diaphragm  or  by  the  plates  which  move  and  traverse  with  the  centre 
of  the  diaphragm. 

I  claim  the  recesses  P  P  in  the  ends  of  the  measuring  chambers 
in  combination  with  the  plates  H  H,  arranged  to  work  into  them, 
(the  said  recesses.) 

I  also  claim  the  openings  w  w  in  the  plates  H  H  provided  with 
valves,  or  such  equivalent  openings  as  will  well  answer  the  same  pur- 
pose. 

I  claim  making  recesses  pp  with  their  sides  parallel  in  the  flanges 
T  T,  so  that  that  portion  of  the  diaphragm  in  or  opposite  to  said  re- 
cesses may  vibrate  a  very  little  between  the  measuring  chamber  and 
the  line  where  it  is  bound  or  held  firmly  by  the  flanges. 

No.  20,979. — Ephraim  D.  Wbatherbeb,  of  Worcester,  Massachu- 
setts, assignor  to  Himself  and  Lorenzo  Harding,  of  Worcester  afore- 
said.—/mproverf  Fluid  Metre.— Patent  dated  July  20,  1858.— To 
construct  this  metre  a  tight  vessel  A  is  made  having  a  partition  B 
across  its  middle  reaching  from  the  bottom  to  a  little  above  the  top 
of  the  sides,  and  dividing  the  vessel  into  two  equal  parts  On  the 
sides  of  the  vessel  there  is  made  two  supports  L  opposite  to  each  other 
to  hold  the  shaft  0  which  lays  across  directly  over  the  partition  B  ; 
on  this  shaft  C  is  fastened  the  tube  D  at  right  angles  to  it ;  this  tube 
is  to  have  inside  a  proper  quantity  of  mercury  8,  or  to  be  otherwise 
weighted.  Between  each  pair  of  the  tubes  F  is  put  a  short  tube  Q 
projecting  down  below  the  bottom  of  the  vessel,  and  having  at  their 
lower  ends  valves  P  I  opening  downward ;  under  each  pair  of  tubes 
F  is  placed  two  small  vessels  E}  H,  which  are  suspended  oy  rods  K  K. 

The  inventor  says :  I  do  not  wish  to  be  understood  as  confining  my- 
self to  the  exact  shape  or  proportion  described,  but  to  vary  them  as 
may  be  found  convenient,  so  long  as  I  keep  the  same  principles  or 
modes  of  operation. 

What  I  claim  is,  1st.  The  arrangement  of  the  weightied  tube  D, 
the  vessels  H  and  A,  when  constructed  and  operating  substantially  as 
set  forth. 

2d.  I  claim  the  combination  of  the  siphons  J  J  with  the  vessels 
H^  H,  and  tubes  G  with  valves  P  I,  for  the  purposes  specified. 

No.  22,315.- Charles  William  Siemens,  of  London,  Eng  —Improve- 
meni  in  Fluid  Metres. — Patent  dated  December  14,  1858 ;  patented  in 
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England  March  4, 1863. — The  claim  and  engraving  explain  the  nature 
of  this  invention. 

The  inventor  says :  I  daim^  first,  the  construction  of  rotary  fluid 
metres  with  a  revolving  wheel  or  drum,  having  tangential  or  oblique 
apertures,  and  connected  with  a  counter  and  enclosed  in  a  fluid-tight 
case,  and  so  arranged  that  the  fluid  to  be  measured  flows  from  the 
centre  towards  the  circumference  of  the  wheel  or  drum,  substantially 
in  manner  described. 

Second.  The  application  to  rotary  fluid  metres  of  retarding  vanes, 
substantially  in  manner  and  for  the  purpose  described. 

Third.  Constructing  the  revolving  part  or  wheel  of  a  fluid  metre 
and  the  fixed  part  or  pipe  which  introduces  the  fluid  into  it  with  two 
or  more  collars  or  flanges  on  one  or  both  of  the  said  parts,  so  as  to 
check  the  passage  of  the  fluid  by  the  producing  of  eddies,  substantially 
in  manner  described. 

Fourth.  Supporting  the  wheels  or  revolving  parts  of  fluid  metres 
by  means  of  a  flat  or  hollow  plate  or  cap  of  steel,  or  other  suitable 
material,  attached  to  the  wheel  and  resting  upon  a  fixed  pivot,  and 
combined  witfi  an  oil  chamber,  substantially  as  described. 

Fifth.  Constructing  fluid  metres  with  a  revolving  wheel  or  drum 
having  tangential  or  oblique  apertures  and  retarding  vanes,  and  pro- 
vided with  an  oil  chamber  and  pivot,  and  connected  to  a  counter  and 
enclosed  in  a  fluid-tight  case,  substantially  as  described. 

Sixth.  Constructing  fluid  metres  with  a  dirt  box  or  strainer  arranged 
so  that  it  may  be  opened  and  the  dirt  removed  without  disturbing  the 
metre  or  the  pipes,  substantially  as  described  with  reference  to  figures. 

Seventh.  Constructing  fluid  metres  with  the  wheel  work  or  a  portion 
of  the  wheel  work  of  the  counter  enclosed  in  an  oil  chamber  which  is 
exposed  to  the  pressure  of  the  fluid  in  the  metre,  substantially  as 
described. 

No.  19,414. — William  M.  Faris,  of  Wheeling,  Va. — Improved 
Water  Jtfirfre.— Patent  dated  February  23,  1858.— This  invention 
provides  a  simple  attachment  for  hydrant  pipes,  whereby  the  exact 
quantity  of  water  used  by  each  family  in  a  city  may  be  measured. 

Claim, — The  employment  of  two  vessels,  constructed  and  combined 
in  the  peculiar  manner  shown,  in  combination  with  the  "horizontal 
discharge  pipes  and  a  registering  device,  whereby  nearly  an  accurate 
registration  of  the  quantity  of  water  discharged  may  be  efiected  with 
a  uniform  or  ununifbrm  pressure  of  the  head  or  source,  substantially 
as  described. 

No.  20,842. — William  Darker,  jr.,  of  Philadelphia,  Pa.,  assignor 
to  J.  B.  Thompson,  of  Philadelphia  aforesaid. — Improved  Water 
Metre, — Patent  dated  July  6,  1858. — This  invention  consists  in  com- 
bining and  arranging,  with  an  oscillating  piston  A  enclosed  in  a  box 
B,  a  series  of  parts  for  operating  a  slide  valve  K  connected  with  the 
registering  apparatus  in  such  a  manner  as  to  cause  the  valve  to  be 
moved  at  the  end  of  each  oscillation  of  the  piston. 

Claim, — The  combination  and  arrangement  of  the  eccentric  cams 
G  GP,  angular  rods  H  H^,  attached  to  the  valve  K,  and  curved  springs 
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E  E%  and  friction  rollers  F  F%  on  the  sides  of  the  piston  A,  for  giving 
the  required  reciprocating  movement  to  the  valve,  substantially  in  the 
manner  described. 

No.  21,283. — Franklin  A.  Tbnnet,  of  Concord,  N.  H. — Improved 
Water  Metre, — Patent  dated  August  24,  1858. — In  this  invention  the 
water,  as  it  flows  from  the  measuring  vessel,  will  first  fall  on  to  one  of 
the  wings  j,  and  then  on  one  of  the  wings  m,  during  its  passage  to 
the  eduction  tube  n  at  the  bottom  of  the  casing  A.  The  said  wings 
m  J  prevent  the  eduction  valves  Hot  the  measuring  vessel  from  being 
tampered  with  bj  means  of  any  instrument  inserted  into  the  eduction 
pipe  ». 

Claim. — ^The  arrangement  of  the  shifting  weight  6,  the  spring 
valves  1 1,  and  the  pins  k  i,  or  the  equivalents  of  said  parts,  with  the 
double-chambered  vessel  B,  substantially  in  the  manner  and  for  the 
purpose  set  forth. 

No.  19,286. — William  Boybks,  of  Mount  Carroll,  111. — Improvement 
in  Pumps, — Patent  dated  February  9,  1858. — The  cylinder  A  must  be 
located  at  the  bottom  of  the  well,  from  which  a  tube  D  conducts  the 
water  upward  to  the  delivery  spout  a.  The  two  pistons  G  H  are 
situated  in  the  same  cylinder  A,  one  above  the  other,  so  that  no  addi- 
tional diameter  of  well  is  required  for  employing  two  pistons  instead 
of  one.  One  piston  is  lifting  while  the  other  is  descending,  so  that 
they  move  continually  in  opposite  directions ;  from  the  sides  of  the 
pistons  there  projects,  through  slots  1 1  in  opposite  sides  of  the  cylinder 
A,  ears  or  lugs  ^/,  to  which  the  small  connecting  rods  b  c  are  attached. 

The  inventor  says :  I  do  not  claim  the  employment  of  two  pistons 
working  in  the  same  cylinder. 

But  I  claim  the  combination  of  the  connecting  chain  h  with  the 
lifting  rods  b  c,  and  with  double  pistons  Ot  H  working  in  a  single 
cylinder  A,  substantially  in  the  manner  and  for  the  purposes  specified. 

No.  19,699. — Jacob  0.  Joyce,  of  Cincinnati,  Ohio. — Improvement 
in  Pumps, — Patent  dated  March  23,  1858. — By  operating  hand  lever 
C  and  imparting  to  it  a  vibrating  motion,  said  motion  is  communicated 
to  the  valves  h  and  h^  by  means  of  shaft  B  and  arms  D  E.  As  the 
valve  h^  rises,  it  is  closed  by  the  action  of  the  water  on  ball  F,  and 
the  valve  G  is  forced  to  the  position  represented  in  the  drawings,  the 
water  passing  through  passage  I  into  the  air  vessel  and  out  through 
hose  N. 

Claim. — The  arrangement  of  the  circular  chambers  having  their 
valves  operated  as  described,  with  the  wedge  valve  G  and  its  inlet  and 
exit  openings;  the  whole  being  arranged  in  the  manner  and  for  the 
purpose  set  forth  and  explained. 

No.  19,671. — Jambs  B.  Atwatbr,  of  Brooklyn,  N.  Y. — Improvement 
in  Pumps. — Patent  dated  March  23,  1858. — This  is  an  arrangement 
of  the  plunger  E  and  other  parts  of  the  pump,  so  that  the  water,  as 
it  is  raised  and  pumped  up,  is  made  to  act  as  an  efficient  packing,  and 
the  pump  is  thereby  rendered  very  durable. 
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Claim. — The  arrangement  of  the  plunger  E  and  cylinder  A^  with 
their  respective  enlarged  portions  c  dy  constructed  and  operating  as 
and  for  the  purpose  set  forth. 

No.  20,442. — Silas  S.  Putnam,  of  Boston,  Mass. — Improved  Pump. — 
Patent  dated  June  1 ,  1858. — The  nature  of  this  invention  consists  of 
a  double  acting  pump,  so  arranged  as  to  force  the  water  from  the 
eduction  pipe  or  nozzle  both  at  the  upward  and  the  downward  stroke 
of  a  single  pump  rod. 

Claim. — The  single  cylinder  A,  with  its  partition  head  D,  in  com- 
bination with  the  pistons  M  and  N,  operating  in  the  manner  substan- 
tially as  set  forth. 

No  20,787. — A.  A.  Gbnuno,  of  Painesville,  Ohio. — Improvement 
in  Pumps. — Patent  dated  July  6,  1858. — The  claim  and  engraving 
will  explain  the  nature  of  this  invention. 

Claim. — Forming  the  plunger  rod  in  two  separate  and  distinct 
parts,  and  constructing  said  parts  with  the  barbs  D^  and  D^  and 
raised  surface  E^;  also  the  form  and  location  of  the  guides  P  J^  and 
K*,  as  specified,  or  their  equivalents,  by  which  said  arrangement  of 
parts,  in  combination  with  the  motion  of  the  wind  wheel,  I  am  enabled 
to  apply  the  connecting  and  disconnecting  principle  to  the  plunger, 
for  the  purposes  set  forth. 

No.  20,783. — Gilbert  B.  Farnam,  of  Meriden,  Conn. — Improvement 
in  Pumps. — Parent  dated  July  6,  1858. — The  nature  of  this  invention 
will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — The  use  of  the  thimble  E*,  cap  D*,  guide  rod  m^,  having 
a  reacting  spring  N  att€u;hed  to  its  upper  end  and  confined  within  the 
air-tight  thimble,  in  combination  with  the  valve  U  and  elastic 
diaphragm  0,  for  the  purpose  of  lifting  and  dropping  said  valve 
squarely  from  and  to  its  seat,  and  at  the  same  time  protecting  the 
guide  rod  and  reacting  spring  attached  thereto  from  the  rust  of  the 
liquids  acted  upon  by  the  pump. 

No.  20,880.— Gborgb  Hibsch,  of  BuffiEilo,  New  York. — Improved 
Pump. — Patent  dated  July  13,  1858. — In  this  improvement  there  is 
placed  at  the  lower  end  of  a  vertical  cylinder  A  two  screw  wheels  B  B, 
similar  to  those  used  for  screw  propellers,  one  of  a  **  right "  and  the 
other  of  **a  left-hand  thread,"  and  by  means  of  a  gearing  they  are 
revolved  in  reverse  directions,  thereby  causing  a  change  of  direction 
in  the  current  of  water ;  the  action  of  the  upper  wheel  B  gives  an 
increased  impetus  to  these  currents,  which  forces  the  water  to  the  top 
of  the  cylinder,  where  it  is  discharged  from  the  spout. 

Claim. — The  two  screw  wheels  B  B,  constructed  and  operated  as  set 
forth,  in  combination  with  the  bands  C  C,  when  arranged,  in  relation 
to  the  cylinder  A,  in  the  manner  and  for  the  purposes  described. 

No.  21,043. — Henry  Zeno,  of  Elizabethport,  New  Jersey. — Improve- 
ment in  Pumps. — Patent  dated  July  27,  1858. — This  improvement 
consists  in  the  employment  of  a  loose  plate,  or  disk  valve  JF,  fitted  to 
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and  held  in  place  in  the  upper  part  of  the  cylinder  B  by  the  piston 
rodD. 

The  inventor  says :  I  do  not  claim  broadly  the  employment  of  a 
water  chamber  in  the  upper  part  of  the  pump  cylinder,  nor  broadly 
the  employment  of  a  valve  therein. 

But  I  daim  the  combination  of  a  loose  plate  or  disk  valve  F  with 
the  piston  rod  D,  in  the  upper  part  of  the  cylinder  B,  substantially  as 
and  for  the  purpose  shown  and  described. 

No.  21,561. — Foster  Hbnshaw,  of  Washington,  D.  C. — Improve- 
ment  in  Pumps.— Patent  dated  September  21,  1858. — ^The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  What  I  daim  is,  first,  operating  the  piston  by 
a  curved  slot,  possessing  the  characteristic  features  described  and  ar- 
ranged or  formed  in  a  vibrating  handle,  substantially  as  set  forth. 

Second.  In  the  construction  of  lifting  pumps  the  combination  of 
three  or  more  valves,  arranged  and  operating  as  before  described. 

Third.  The  arrangement  of  washers  1 1,  formed  as  specified,  with 
the  series  of  valves,  substantially  as  and  for  the  purposes  set  forth. 

Fourth.  Casting  in  the  well  pipe  a  series  of  steps,  essentially  as 
described. 

No.  21,560. — Sylvester  H.  Gray,  of  Bridgeport,  Connecticut. — 
Improvement  in  Pumps. — Patent  dated  September  21,  1858. — This 
invention  relates  to  an  improvement  in  the  ordinary  hand  recipro- 
cating pump,  and  consists  in  a  novel  means  employed  for  adjusting 
the  handle  relatively  with  the  spout. 

The  inventor  says :  I  daim  having  the  upright  or  stand  B  of  the 
pump  handle  provided  with  a  claw  or  hook  a  at  one  side  of  its  lower 
e^d,  and  having  a  bolt  c  pass  through  the  lower  part  of  the  upright 
or  stand,  the  bolt  being  provided  with  a  curved  or  hook-formed  head  df, 
the  above  parts  being  used  in  connexion  with  fianch  a  on  the  upper 
end  of  the  pump  cylinder,  as  and  for  the  purpose  set  forth. 

I  further  claim,  in  connexion  with  the  upright  or  stand  B,  the 
cover  C,  arranged  as  shown,  so  that  it  may  be  secured  to  the  cylinder 
A  by  the  upright  or  stand,  as  shown  and  described. 

No.  21,801. — Henry  W.  Regan,  of  Cressona,  Pennsylvania,  assignor 
to  Himself  and  George  H.  Neuer,  of  Harrisburg,  Pennsylvania. — 
Improvement  in  Pumps. — Patent  dated  October  12,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — Combining  with  the  water  ways  of  a  double  acting  pump, 
and  air  chambers  divided  by  a  partition  e,  so  that  each  of  the  water 
ways  shall  have  its  own  air  chamber,  but  the  water  from  each  to  be 
transmitted  into  a  common  chamber  B  before  its  exit  from  the  pump, 
substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  22,201. — OuvER  W.  Preston,  jr.,  of  Corning,  New  York. — 
Improvement  in  Pumps. — Patent  dated  November  30,  1858. — ^The 
pump  cylinder  A  and  its  ports  p  p  are  of  ordinary  construction  ;  the 
induction  pipe  g  is  closed  and  opened  alternately  to  the  two  valve 
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chambers  r  r  by  ball  valves  8  8  of  India-rubber,  or  other  suitable  ma- 
terial, which  are  actuated  by  the  motion  of  the  water.  For  closing 
the  eduction  pipes  into  the  air  chamber  D  a  valve  is  employed  of  pecu- 
liar construction,  to  operate  in  a  single  chamber  J,  for  both  ports  of  the 
pump.  This  valve  is  made  in  two  parts  1 1,  which  may  be  the  halves 
of  a  ball  valve,  and  these  parts  are  connected  by  an  elastic  strip  or 
band  u  of  the  proper  length  to  allow  the  valve  halves  1 1  to  reach  from 
one  valve  seat  to  the  other. 

The  inventor  says :  I  daim  the  employment  of  the  elastic  band  Uy 
or  its  equivalent,  serving  to  close  the  valves  1 1^  and  also  as  a  means 
to  keep  said  valves  in  place,  substantially  in  the  manner  and  for  the 
purposes  specified. 

I  also  claim  the  construction  of  the  piston  B  with  the  concave  cleft 
plates  d  dj  in  combination  with  the  disks  or  rings  b  b  and  double 
adjusting  piston  rod  c  ik,  all  arranged  substantially  as  and  for  the  pur- 
pose set  forth,  at  the  same  time  disclaiming  all  other  modes  designed 
to  effect  similar  purposes  not  substantially  equivalent  thereto. 

No.  22,182. — A.  L.  Ebbports  and  GBOBaB  Falmbr,  of  Littlestown, 
Pennsylvania. — Improvement  in  Pumpe. — Patent  dated  November  30, 
1858. — The  nature  of  this  invention  consists  in  the  combination  of 
the  fountain  pump  with  the  main  stem,  and  in  determining  the  point 
which  is  termed  the  true  point  at  which  to  place  the  gain  of  leverage 
in  operating  the  pump. 

Claim. — The  combination  of  the  main  pump  r  with  the  reservoir  a 
and  ascension  pipe  b  elastic  spring  valve  V,  the  whole  arranged  in 
relation  to  the  proportions  existing  between  the  valves  and  pipes, 
operating  as  described  and  for  the  purposes  set  forth. 

No.  22,165. — AsAHBL  Coolby,  of  Springfield,  Illinois. — Improvement 
in  Pumps. — Patent  dated  November  30,  1858. — A  is  the  suction 
chamber ;  B  B^  the  cylinder ;  C  C^  the  air  chamber ;  D  D*  the  dis- 
charge pipe ;  E  E^  the  piston ;  F  FMts  valve ;  G  GMts  lower  valve  ; 
H  the  working  lever ;  1 1  the  ring  around  the  discharge  pipe  ;  K  K^ 
the  pitman  for  connecting  the  lever  to  the  ring ;  and  L  a  transverse 
section  of  the  pitman. 

The  inventor  says :  1st.  I  claim  the  parts  E,  G,  F, «,  and  ccCj  com- 
posing the  piston  and  its  valves,  when  combined  with  the  hollow 
piston  rod  D,  substantially  as  described. 

2d.  I  claim  the  parts  H,  K,  and  I,  constructed  as  described,  when 
combined  with  the  hollow  piston  rod  D,  for  the  purposes  and  in  the 
manner  described. 

No.  19,981. — Samubl  CmcHBSTBR,  of  Poughkeepsie,  New  York. — 
Compound  Air  Pump  and  Oa^someter. — Patent  dated  April  20, 1868. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — A  machine  composed  of  a  reservoir  and  two  pumps,  whose 
pistons,  having  their  weight  proportioned  as  described,  are  combined 
with  a  shaft  K,  or  its  equivalent,  to  which  the  power  of  a  spring  or 
weight,  or  other  constant  first  mover,  is  applied  by  means  of  a  cord 
or  chain  /,  connecting  them  with  a  loose  pulley  on  the  said  shaft ;  a 


XI. — ^HYDRAULICS  AND  PNEUMATICS.  251 

"wheel  M  fast  upon  the  said  shaft ;  a  stop  for  acting  on  the  said  wheel 
to  stop  the  shaft,  and  a  proper  contrivance  for  engaging  the  loose 
pulley  withy  and  disengaging  it  from,  the  shaft ;  the  whole  operating 
substantially  as  descril^d  for  the  purpose  set  forth. 

No.  19,173. — ^WnuAM  F.  Horton,  of  Lockport,  N.  Y.,  assignor  to 
Walter  K.  Marvin,  of  New  York,  N.  Y. — Improved  Pump  BuckeL — 
Patent  dated  January  19,  1868. — D  is  a  flange  attached  to  nut  E,  and 
made  the  same  size  as  flange  B,  both  of  these  flanges  being  made 
convex  on  their  sides,  which  are  presented  to  the  packing.  E  is  a 
nut  which  passes  over  the  screw  F  or  shaft  A,  and  made  secure  by 
the  packing  in  its  place.  Fig.  2  represents  a  section  of  this  bucket, 
showing  the  flanges  B  and  D  and  their  convexity,  the  packer  C  and 
its  convexity,  and  the  washer  d. 

The  inventor  says :  I  do  not  claim  any  single  member  of  this  bucket 
as  new,  either  shaft,  flanges,  washer,  or  packing. 

But  I  daim  the  peculiar  arrangement  of  the  flanges  D  and  B  with 
the  corrugated  washer  d  and  packing  C,  when  all  are  operated  and 
secured  in  the  manner  described  and  for  the  purpose  set  forth. 

No.  20,443. — ^Emmext  Quinn,  of  Trenton,  N.  J. — Improvement  in 
Pump  Buckets. — Patent  dated  June  1,  1858. — The  claim  and  engra- 
vings will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  claim  the  central  diaphragm  e,  having  its 
under  edge  concentric  with  the  connecting  pin  of  the  rod  and  in  con- 
tact with  the  bottom  of  its  jaw,  in  combination  with  the  valve  Y^, 
constructed  and  operating  so  that  the  diaphragm  receives  the  pressure 
on  the  valve  and  transmits  it  directly  to  the  piston  rod. 

I  also  claim  the  combination  of  the  dovetail  recess  in  the  metallic 
core  with  the  plug,  penetrable  by  nails,  filling  the  same,  for  the  more 
easy  and  economical  attachment  of  the  valve  and  packing,  as  described. 

No.  21,756. — WnxiAM  C.  Hibbard,  of  West  Boxbury,  Mass. — 
Imprcvement  in  Centrifugal  Pumps. — Patent  dated  October  12, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  c2atm,  first,  in  the  construction  of  the  fan 
wheel,  the  combination  of  the  curved  guide  plate  B  with  the  vanes  C 
arranged  around  a  central  open  space,  substantially  as  described,  and 
working  in  connexion  with  the  covers  D  and  F  and  casing  A,  or  such 
other  equivalent  devices  as  will  co-operate  with  it  upon  the  same 
principle. 

I  do  not  claim  the  spiral  passage  of  discharge,  constantly  enlarging 
towards  its  exit  to  receive  the  accumulated  discharge  from  the  fan 
wheels  as  that  has  before  been  used ;  but,  in  combination  with  the 
centrifugal  pump,  I  claim  the  expanding  outlet  constructed  upon  the 
principle  described,  whether  employed  in  combination  with  the  spiral 
passage  of  discharge  or  applied  directly  to  the  fan  wheel,  substantially 
as  described. 

I  also  claim  constructing  the  casing  of  a  centrifugal  pump,  with  a 
detached  cover  F,  in  combination  with  the  fan  wheel  and  fixed  casing, 
substantially  as  described. 
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No.  20,060. — S.  H.  Gray,  of  Bridgeport,  CoDn. — Improved  Pump 
Coupling, — Patent  dated  April  27,  1858. — This  invention  consists  in 
the  employment  of  a  curved  or  bowHshaped  bar  fitted  underneath  lugs 
attached  to  one  of  the  parts  to  be  connected,  the  ends  of  the  bar 
resting  on  the  other  part,  or  on  a  flanch  connected  therewith,  and  in 
line  with  its  centre ;  the  bar  being  adjusted  or  set  by  means  of  a 
screw,  so  that  the  parts  will  be  firmly  secured  together  and  allowed, 
while  the  bar  is  being  set,  to  adjust  themselves  so  as  to  fit  snugly  and 
water-tight. 

The  inventor  says:  I  daim  the  curved  or  bow-shaped  bar  D  fitted 
underneath  the  lugs  or  projections  lion  the  base  A,  and  bearing  on 
the  flanch  h  of  the  cylinder  B,  the  bar  D  being  adjusted  by  a  thumb- 
screw E,  or  its  equivalent.  It  being  understood  that  I  do  not  claim 
any  of  the  above  named  parts  separately  or  in  themselves  considered, 
but  the  whole,  when  arranged  and  applied  to  a  pump,  for  the  specific 
purpose  set  forth. 

No.  19,907. — EuaBNB  Bellamy,  of  St.  Louis,  Mo. — ImproveTnent  in 
Doulfle  Acting  Force  Pumps, — Patent  dated  April  13,  1858. — ^The 
claim  and  engraving  explains  the  nature  of  this  invention. 

The  inventor  says:  I  daimy  first,  the  division  piece  Y  as  constructed 
with  top  and  bottom  grooves  u^  fitting  or  corresponding  flanches  u^^ 
on  the  lower  chamber  and  on  the  adjustable  piece  U,  for  the  purpose 
set  forth. 

Second.  I  claim  the  cylinder  B  as  constructed  with  flanches  h  fitting 
into  grooves  d  in  cylinder  A,  as  a  removable  cylinder,  easily  removed, 
so  that  another  can  be  replaced  in  case  of  breakage. 

No.  19,680. — Ezra  C!opb  and  Isaac  W.  Bbago,  of  Cincinnati,  Ohio. — 
Improvement  in  Oscillating  Pumps. — Patent  dated  March  23,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventors  say :  We  do  not  claim  the  movement  nor  the  arrange- 
ment of  any  part  of  our  pump  separately  considered. 

But  we  daim  the  described  arrangement  of  two  single  acting  oscil- 
lating plunger  pumps  to  oscillate  upon  a  single  trunnion  placed 
between  them,  as  shown,  in  combination  with  the  employment  and 
use  of  two  or  more  induction  ports  in  the  one  chamber  of  the  trunnion, 
and  two  or  more  eduction  ports  in  the  other  chamber  of  the  trunnion, 
arranged  to  alternately  communicate  with  corresponding  ports  or 
openings  and  passages  in  each  cylinder,  substantially  as  and  for  the 
purposes  set  forth  in  the  specification. 

No.  19,834. — WnuAM  Douglas  and  Benjamin  Douglas,  of  Middle- 
town,  Conn. — Improved  Portable  Pump, — Patent  dated  April  6, 
1858. — By  a  peculiar  arrangement  of  pipes,  air  vessels  and  a  suction 
and  force  chamber,  so  that  a  portable  and  efficient  pump  is  obtained^ 
and  one  that  is  especially  applicable  to  watering  gardens,  syringing 
plants,  washing  windows,  and  like  purposes. 

The  inventors  say:  We  do  not  claim  an  elastic  cover  d  placed  over 
a  chamber  E  in  order  to  form  a  pump,  for  such  device  has  been  pre- 
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viously  used,  and  pomps  thus  constructed  are  generally  known  as 
bellows  pumps. 

Nor  do  we  claim  any  of  the  parts  separately. 

But  we  claim  the  pipes  A  F  B  and  the  chamber  E  provided  with 
the  flexible  cover  d  and  lever  L,  or  their  equivalents,  and  the  cup  M, 
the  parts  being  constructed  and  arranged  relatively  with  each  other 
so  as  to  operate  as  and  for  the  purpose  specified. 

No.  19,180. — John  S.  Babdbn,  of  New  Haven,  Conn. — Improvement 
in  Botary  Pumps. — Patent  dated  January  26,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  a  rotary  pump  constructed  with 
a  cylindrical  case,  an  annulus  or  ring  piston,  and  a  wing  or  slide 
either  hinged  or  fastened  firmly  to  the  piston,  and  made  to  slide 
through  a  recess  in  the  edge  of  the  case,  the  said  ring  piston  being 
moved  around  in  the  case  by  an  eccentric  plcused  within  such  piston; 
this  principle  of  construction  being  common  to  the  pumps  or  pro- 
pellers described  in  the  specifications  of  the  United  States  patents 
numbered  13,979,  14,599,  and  18,314,  and  also  in  the  specifications 
of  several  foreign  patents. 

But  what  I  daim  is  the  above  described  application  or  arrangement 
of  the  reciprocating  cylinder  D,  and  its  chamber  C,  with  the  case 
chamber  B,  the  induction  opening  df,  and  the  slide  wing  E,  fixed  per- 
manently to  and  so  as  to  vibrate  with  the  ring  piston,  and  slide  up 
and  down  in  accordance  with  other  movements  thereof,  and  have  a 
water  passage  through  it,  as  specified. 

I  do  not  claim  making  both  the  induction  and  eduction  passages  in 
the  slide  wing,  as  this  is  shown  in  the  pumps  described  in  the  said 
patents  13,979  and  14,699. 

But  I  do  claim  arranging  one  passage  only  in  the  slide  wing,  and 
the  other  in  the  reciprocating  cylinder  D,  or  through  the  case  as  spe- 
cified. 

No.  19,581. — William  Pbircb,  of  New  Orleans,  La. — Improvement 
in  Rotary  Pumps. — Patent  dated  March  9,  1858. — In  operating  this 
pump  the  blades  o  fall  of  their  own  weight,  and  draw  the  water 
through  the  pipe  c,  discharging  it  at  /.  The  projection  m  prevents 
the  water  from  passing  between  the  centre  piece  a  and  rim  d. 

The  inventor  says:  I  am  aware  that  separate  blades  designed  to  be 
thrown  out  by  centrifugal  force,  and  having  shoulders  to  arrest  their 
movement,  have  been  used  in  connexion  with  an  eccentric  inner  sur- 
face. This  I  do  not  claim^  as  such  pumps  require  rapid  rotation  to 
render  them  operative.  I  also  disclaim  the  connecting  of  blades  and 
arresting  their  motion  by  shoulders  of  the  opposite  blade  when  sepa- 
rately considered. 

But  I  €iaim  the  united  blades  whose  amplitude  of  motion  is  limited 
by  shoulders  of  the  opposite  blades,  as  described,  in  combination  with 
the  projection  m,  in  filling  the  space  between  rim  d  and  centre-piece  a, 
as  specified. 
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No.  20,796. — Alanson  P.  Holly,  of  Seneca  Falls,  N.  Y. — Improved 
Rotary  Lamp. — Patent  dated  July  6,  1858. — As  represented  in  the 
engravings,  a  tight  case  A  is  shown  having  two  cylindrical  compart- 
ments a  a,  communicating  with  each  other  by  an  open  space  in  the 
middle  An  induction  pipe  Q  opens  in  the  middle  of  the  case  from 
the  bottom,  directly  beneath  the  communicating  space  between  said 
compartments,  and  an  eduction  pipe  H  leads  upward  through  the  top 
of  the  case  directly  over  said  communicating  space.  Within  these 
compartments  are  placed,  respectively,  two  cylinders  B  C. 

Claim. — A  rotary  pump  provided  with  eccentric  cylinders  B  C, 
having  concentric  portions////,  and  corresponding  depressions  g  ggg, 
and  operating  within  the  compartments  a  a  of  the  case,  substan- 
tially m  the  manner  specified. 

No.  21,318. — Levi  Burnbll,  of  Milwaukie,  Wis. — Improved  Rotary 
Pump, — Patent  dated  August  31,  1858. — By  inspecting  the  engra- 
vings it  will  be  perceived  that  the  piston  P  does  nor  commence  to  re- 
cede into  the  cam  box  until  after  the  piston  d^,  which  immediately 
succeeds  it,  has  been  thrust  out  to  its  extreme  actuating  position  to 
take  the  place  of  the  said  piston  P  in  carrying  forward  the  body  of 
water  in  the  piston-way,  and  also  that  the  piston  d^  does  not  commence 
to  recede  into  the  cam  box  until  the  piston  /  has  been  thrust  forward 
into  its  actuating  position,  and  so  on  with  the  other  pistons. 

Claim. — Operating  the  double  sets  of  radially  sliding  pistons  d  d^ 
and  fP  in  directions  at  right  angles  to  each  other  by  means  of  the 
three-sided  stationary  cam  g,  the  rotating  cam  box  b  b^,  and  the  cam 
yokes  c  e,  arranged  and  operating  with  each  other  in  the  manner  set 
forth. 

No.  21,550.-  M.  R.  Clapp,  of  Seneca  Falls,  N.  Y.— Improved 
Rotary  Pump. — Patent  dated  September  21,  1858. — This  invention 
consists  of  a  cylindrical  case  A  provided  with  internal  teeth  or  cogs 
bb.  A  cylinder  C  of  less  diameter  than  the  case  revolves  within  the 
same  on  a  shaft  D,  having  bearings  on  each  side.  A  circular  portion 
is  taken  out  of  the  side  of  0  to  receive  the  pinion  E,  which  revolves  on 
the  journals/  in  bearings  in  the  side  plates  g  g  of  said  cylinder.  The 
teeth  of  the  pinion  correspond  with  and  mesh  into  the  internal  gearing 
b  and  the  cylinder  C,  being  rotated  in  the  direction  indicated  by  the 
arrow;  the  pinion  traverses  the  periphery  of  the  C€ise  revolving  in  a 
counter  direction  to  that  of  the  cylinder. 

Claim. — ^The  combination  and  arrangement  of  the  revolving  toothed 
pinion  E  and  cylinder  C  with  the  abutment  K  or  its  equivalent, 
cylindrical  case  A,  and  internal  gearing  by  substantially  as  and  for 
the  purposes  set  forth. 

No.  21,632.— B.  T.  Tbimmee,  of  Rochester,  N.  Y.— Improved 
Rotary  Pump. — Patent  dated  September  28,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  annular  pistons  are  and  have 
been  employed  in  rotary  pumps,  and  the  use  of  such  I  do  not  claim, 
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except  in  combination  with  the  described  devices  for  rendering  their 
operation  durable  and  efficient. 

But  I  claim  the  construction  of  the  triangular  reciprocating  hutments 
L,  working  in  grooves  in  the  case  f/,  with  arms  clasping  around  the 
edge  and  into  the  annular  recesses  d  of  the  loose  piston  Q,  to  admit 
of  the  hutment  accommodating  itself  to  eccentric  action  of  the  piston 
without  materially  obstructing  the  motion  thereof,  and  at  the  same 
time  packing  against  its  seat  a  and  the  periphery  of  the  piston  by  the 
pressure  of  the  water  on  its  double  inclined  surfaces  i  ky  the  parts 
oeing  arranged  and  operating  substantially  in  the  manner  described. 
I  also  claim  the  combination  and  arrangement  of  the  two  cylinders 
or  cases  A  A,  cams  I,  pistons  G,  and  hutments  L,  with  the  chambers 
C  E,  and  ports  b  b  and  c  c,  whereby  the  parts  will  operate  conjointly 

for  the  purpose  described,  or  either  cylinder  work  independently  of 

the  other,  substantially  as  set  forth. 

No,  21,904. — Danibl  J.  Rogers,  of  Magnolia,  N.  C. — Improvement 
in  Mode  of  OpercUing  Pumps, — Patent  dated  October  26,  1858. — The 
nature  of  this  invention  consists  in  the  arrangement  of  the  flexible 
frame,  elevated  rocking  shaft,  pendulous  lever,  elevated  balls  and  pump 
pistODS,  in  the  relation  to  each  other  as  shown. 

Claim, — The  arrangement  of  the  intermediate  auxiliary  lever,  flex- 
ible frame  C  D  D  E,  pistons,  elevated  rocking  shaft  F,  elevated 
weighted  rod  Q  H,  and  pendulous  handle  or  lever  I,  in  the  relation  to 
each  other  as  shown  and  for  the  purposes  set  forth. 

No.  19,276. — Simeon  Wood,  of  Worcester,  Massachusetts. — Improve- 
ment in  the  Mode  ^  Operating  Pistons  of  Pumps. — Patent  dated  Feb- 
ruary 2,  1858. — This  invention  consists  in  effecting  the  operation  of 
the  pistons  of  a  system  of  pumps  communicating  with  a  receiver  R  by 
the  rotation  of  wheels  W  W^  W*  over  the  heads  of  the  piston  rods 
when  said  rotation  is  produced  by  the  turning  of  a  horizontal  weighted 
disk  D  resting  upon  the  wheels.  Power  applied  to  the  pulley  c  rotates 
disk  D,  which  by  its  weight  causes  the  rotation  of  the  wheels  and  the 
consequent  turning  of  the  system  about  the  discharge  pipe  p.  As  the 
wheels  rotate  they  reoounter  the  inclined  planes  c  on  the  piston  rods, 
depressing  the  pistons.  The  connexion  of  levers  I  and  arms  i  causes 
the  depression  of  one  piston  to  lift  the  piston  in  advance. 

The  inventor  says :  I  disclaim  the  actuating  of  pistons  by  the  rolling 
of  wheels  over  upward  projecting  inclined  planes,  separately  considered, 
as  not  embracing  the  full  scope  of  my  invention. 

But  I^c2atm  the  combination  of  the  weighted  disk  D  with  the  system 
of  wheels  W  W^  W*,  the  floor/,  and  the  protruding  inclined  planes 
or  their  equivalent^  arranged  and  operating  substantially  as  set  forth. 

No.  21,071. — ^B.  G.  Hatfield,  of  Mount  Vernon,  N.  Y. — Improved 
Tube  for  Conveyance  of  Sound, — Patent  dated  August  3,  1858. — The 
object  of  this  invention  is  to  collect  an  adequate  volume  of  sound  at 
distances  from  a  tube  and  reflect  the  same  through  the  tube  in  parallel 
lines  of  vibration,  provision  being  made  for  properly  reflecting  the 
sound  at  the  angles  of  the  tube  should  any  be  required. 
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The  inventor  says :  I  am  aware  that  implements^  such  as  speaking 
trumpets  and  musical  wind  instruments,  have  been  provided  with 
flaring  mouths  or  ends,  for  the  purpose  of  projecting  the  vibratory 
lines  of  sound  parallelly  and  the  paraboloid,  and  approximate  forms 
have  been  given  the  mouths  of  such  implements;  I  therefore  do  not 
claim  separately  the  mouth  B,  for  that  has  been  previously  used. 

But  I  daim  the  mouth  B,  in  combination  with  the  reflector  E,  the 
mouth  and  reflector  being  of  paraboloidal  or  approximate  form,  and 
arranged  relatively  with  each  other,  so  as  to  operate  substantially  as 
and  for  the  purpose  set  forth. 

I  further  claim  the  plate  F,  placed  in  the  elbow  b  as  described,  for 
the  purpose  specified,  and  also  the  combination  of  the  mouth  B,  re- 
flector E,  and  plate  F,  when  arranged  to  act  conjointly  as  described 
for  the  purpose  set  forth. 

No.  21,898.— Robert  Nkmon,  of  New  York,  N.  Y.— Device  far 
Elevating  Water  by  the  Combustion  of  VokUiziMe  Hydro-carbon, — 
Patent  dated  October  26,  1858. — The  claim  and  engraving  explain 
the  nature  of  this  invention. 

The  inventor  says :  I  daim  elevating  water  by  producing  a  vacuum 
within  a  proper  receiver  A  by  means  of  any  hydro-carbon  fluid,  when 
so  applied  and  arranged  with  suitable  mechanism  that  the  fluid  will 
be  volatilized  in  proper  or  described  quantities  and  exploded  by  one 
and  the  same  source  of  heat. 

I  further  claim  the  particular  means  employed  for  volatilizing  and 
exploding  the  hydro-carbon  fluid,  to  wit :  the  box  M  provided  with  a 
lamp  N  and  valve  0  and  attached  to  the  box  G,  into  which  the  tube 
J  from  the  box  or  receptacle  I  passes,  the  tube  J  being  provided  with 
a  cock  L,  which,  as  well  as  the  valve  0,  is  operated  by  the  movement 
of  a  slide  g,  substantially  as  shown  and  described. 

No.  21,928  — Caleb  Bidbr,  of  Plymouth,  Mass.,  assignor  to  Gborgb 
T.  McLauthlin,  of  Boston,  Mass. — Improvement  in  frater  Metres. — 
Patent  dated  October  26,  1868. — The  claim  and  engravings  explain 
the  nature  of  this  invention. 

The  inventor  says :  What  I  daim  as  my  invention  is  the  union  or 
combination  of  the  following  elements  or  ligatures,  viz : 

1st.  Making  the  inlet  aperture  of  the  tub  and  the  outlet  apertures 
of  the  wheel  of  the  same  aggregate  area. 

2d.  Forming  the  buckets  of  two  planes  or  curves,  the  lower  one 
making  an  angle  of  27^,  or  thereabouts,  with  the  plane  of  rotation  of 
the  wheel,  and  90°  with  the  float  or  upper  portion  of  the  bucket. 

3d.  Making  the  tub  circular  and  of  sufficient  height  and  diameter 
to  allow  free  action  of  the  water  therein,  and  causing  the  water  to 
enter  from  the  flume  on  a  tangent  thereto,  whereby  the  inlet  current 
is  relieved  from  immediate  and  direct  contact  against  the  floats  and 
buckets  of  the  wheel,  and  caused  to  spend  its  force  on  the  water 
already  accumulated  in  the  tub,  and  through  that  upon  all  the  floats 
and  buckets  of  the  wheel  itself,  the  whole  forming  a  water  meter, 
arranged  and  operating  substantially  as  described. 
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No.  19,214. — Frbderick  Sbcith,  of  Buflfalo,  N.  Y. — Improved  WcUer 
Wheel. — Patent  dated  January  26,  1868. — By  this  improveoient  the 
water  enters  the  scroll  and  acts  with  its  full  percussive  force  upon  the 
radial  buckets ;  then  glides  smoothly  into  spiral  buckets  and  gives  a 
full  reaction  force,  aided  by  the  pressure  of  air  above,  which  is  induced 
to  enter  the  bucket  case  through  a  hollow  central  shaft  by  the  suction 
of  the  buckets  and  a  vacuum  existing  between  the  water  and  the 
hollow  shaft. 

The  inventor  says :  I  do  not  claim,  broadly,  admitting  air  into  the 
bucket  case  to  secure  the  full  percussion,  reaction,  and  n'ee  discharge 
of  the  water,  irrespective  of  the  peculiar  manner  in  which  the  air  is 
introduced,  and  the  peculiar  construction  of  wheel  in  connexion  with 
which  this  principle  is  employed. 

But  I  claim  the  peculiar  construction,  arrangement,  and  combina- 
tion of  the  hollow  perforated  vertical  shaft  C,  radial  and  spiral  buckets 
A  B,  and  the  scroll  and  cylinder  case  D  E,  whereby  the  two  actions 
of  the  water,  to  wit:  the  full  percussion  and  the  full  reaction  are  em- 
ployed in  the  same  wheel  without  one  interfering  with  the  other,  and 
whereby  also  a  continuous  draft  of  air  is  admitted  into  the  bucket  case 
above  the  water,  so  as  to  fill  the  vacuum  or  space  between  the  water 
and  perforated  shaft,  and  the  force  and  gravity  of  the  water  in  its 
reaction  thereby  greatly  increased  and  a  free  discharge  secured,  sub- 
stantially as  set  forth. 

No.  20,187. — Jbssb  Bartoo,  of  East  Aurora,  N.  Y. — Improved  Water 
JTAerf.— Patent  dated  May  11,  1868.— The  nature  of  this  invention 
consists  in  the  employment  of  a  cast-iron  segment  H,  an  adjustable 
band  D,  and  semi-cylindrical  cap  C,  in  combination  with  a  water 
wheel  for  the  purpose  of  adjustability  and  the  protection  of  the  wheel 
against  unequal  wear  and  waste  of  water. 

Claim. — The  iron  segment  H  in  combination  with  the  adjustable 
band  D  and  semi-cylindrical  cap  G,  for  the  purposes  substantially  as 
set  forth. 

No.  20,234. — Alonzo  Warbbn  and  Elijah  Damon,  jr.,  of  Wareham, 
Mass. — Improvement  in  Water  Wheels. — Patent  dated  May  11, 1858. — 
This  invention  consists  in  the  employment  or  use  of  auxiliary  buckets 
{  attached  to  the  under  side  of  the  wheel  and  arranged  relatively  with 
the  space  or  leak  between  the  lower  rim  of  the  wheel  and  the  scroll, 
whereby  the  water  or  leakage  water  as  it  escapes  is  made  to  impinge 
on  auxiliary  buckets,  and  thereby  assist  in  propelling  the  wheel,  it 
also  consists  in  using,  in  connexion  with  the  auxiliary  buckets,  certain 
means  for  preventing  the  upward  escape  of  water  betweeti  the  upper 
disk  of  the  wheel  and  the  scroll,  so  that  all  the  waste  water  will  be 
Tendered  available. 

The  inventors  say :  We  claim  the  supplementary  or  auxiliary  buckets 
{ attached  to  the  under  side  of  the  lower  rim  m  of  the  wheel,  and 
arranged  relatively  with  the  edge  of  the  rim  and  plate  i,  as  shown, 
for  the  purpose  set  forth. 

We  further  claim,  in  combination  with  the  auxiliary  buckets  7,  the 
annular  L  shaped  plate  0  and  D  attached  to  the  scroll  A,  in  oon- 
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nexion  with  the  ledge  c  on  the  upper  surface  of  the  disk  b  of  the  wheel , 
the  whole  being  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No,  20,200. — J.  H.  Faibchild,  of  Jericho,  Vt. — Improvement  in 
Water  Wheds. — Patent  dated  May  11, 1868. — This  is  an  improvement 
in  that  class  of  water  wheels  in  which  the  water  is  made  to  act  upon 
the  wheel  by  means  of  atmospheric  pressure  or  suction,  produced  by 
a  vacuum  formed  in  a  draft  below  the  wheel.  It  consists  in  the  pe- 
culiar construction  of  the  wheel  and  gates  in  connexion  with  the 
draft,  whereby  the  wheel  is  exceedingly  simple. 

The  inventor  says :  I  do  not  claim,  separately,  the  draft  tube  F,  for 
that  has  been  previously  used. 

But  I  daim  the  tube  F  in  combination  with  the  wheel  formed  of  the 
screws  D  D  placed  on  a  shaft  B,  and  working  within  the  tubular  pro- 
jections a  a,  the  whole  being  arranged  to  operate  as  described. 

I  also  claim,  in  combination  with  the  wheel  and  draft  tube,  the  gates 
E  E,  arranged  as  described. 

No.  20,336. — John  CusTKR,  of  Finley,  Ohio. — Improvement  in  Water 
Wheda, — Patent  dated  May  26,  1858. — ^The  wheel  and  chute  are  ar- 
ranged in  such  a  manner  that  the  wheel  is  capable  of  being  raised  and 
lowered  as  circumstances  may  require,  and  the  water  properly  directed 
into  the  buckets  at  any  point  or  portion  of  the  wheel  within  the  range 
of  its  adjustment. 

The  inventor  says :  I  do  not  claim,  broadly,  so  forming  the  buckets 
of  horizontal  water  wheels  that  the  percussive  force  of  the  water,  as 
well  as  that  caused  by  gravity,  are  obtained,  for  buckets  have  been 
devised  and  arranged  in  various  ways  to  accomplish  this  purpose. 

But  I  daimy  first,  placing  the  plate  A  loosely  on  the  shaft  B,  and 
rendering  the  same  adjustable  thereon  by  means  of  set  screws  h 
or  their  equivalents,  in  connexion  with  the  adjustable  mouth  F,  in 
the  sluice  D,  the  parts  being  arranged  substantially  as  shown  and 
described,  for  the  purpose  set  forth. 

Second.  The  buckets  C  constructed  of  the  form  shown  and  described, 
so  that  the  percussive  force  of  the  water  is  obtained,  and  also  the  force 
produced  by  its  weight,  as  it  passes  from  the  buckets,  and  the  water 
at  the  same  time  allowed  to  pass  in  a  very  direct  and  uninterrupted 
manner  through  the  buckets,  so  as  not  to  occasion  much  loss  of  power 
by  friction. 

No.  20,456.— John  Tyleb,  of  West  Lebanon,  N.  H.— Improvement 
in  Water  IFAecfo.— Patent  dated  June  1,  1858. — The  nature  of  this 
invention  will  be  understood  by  the  claim  and  engravings. 

The  inventor  says :  I  daim  combining  an  elevated  air  tight  cap 
with  the  casing  and  shaft  of  a  water  wheel  whose  buckets  descend 
from  a  close  head  for  the  purpose  of  enabling  said  wheel  to  be  operated 
without  loss  of  power  when  entirely  immersed  in  back  water,  and  also 
for  the  purpose  of  furnishing  an  independent  upper  bearing  to  the 
shaft  of  saitt  wheel  of  so  firm  a  character  as  to  enable  said  wheej  to 
be  connected  directly  to  the  machinery  to  be  propelled  thereby,  without 
any  auxiliary  shafting  or  journal  boxes,  substantially  as  set  forth. 
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I  bIso  claim  combiaing  the  flanched  box  of  a  sliding  gate  with  the 
tnouth  of  the  water  way  of  my  improved  water  wheel,  for  the  purpose 
of  enabling  a  number  of  said  wheels  to  be  readily  bolted  to  a  wooden 
water  tube  or  trunk,  and  to  be  operated  independently  of  each  other, 
6ubstantially  as  set  forth. 

No.  20)921. — David  K.  Kraaic,  of  Ephrata,  Pa.,  assignor  to  Isaac 
S.  Roland,  of  Bareville,  Pa. — Improvement  in  Waler  Wheels. — Patent 
dated  July  13,  1858. — In  this  invention  when  l^he  water  first  strikes 
against «  bucket  it  will  drive  a  current  of  air  violently  through  the 
aperture  in  the  flanch  ciS  at  the  upper  end  of  the  bucket,  which  will 
produce  a  pulsation  of  the  atmosphere  within  the  air  chamber  above 
the  wheel  of  sufficient  force  to  drive  the  dead  water  out  from  the 
spaces  between  the  preceding  bucket  of  said  wheel. 

Cfatm.— The  perforated  flanch  a^  which  closes  the  spaces,  between 
the  upper  ends  of  the  series  of  buckets  d  d  when  the  perforations  in 
the  said  Aanch  are  made  to  open  into  a  dose  air  chamber,  substantially 
in  the  manner  and  for  the  purpose  set  forth. 

No.  21,678. — Alpha  Smith,  of  Saaquoit,  New  York. — Improved 
Water  ^AeeZ.— Patent  dated  September  2U  1868.— The  nature  of  this 
invention  consists  in  having  the  buckets  of  the  wheel  in  curved  form 
and  provided  with  ledges  or  projections,  so  that  each  individual  bucket 
will  virtually  consist  of  a  series  of  buckets  extending  from  the 
periphery  to  the  centre  of  the  wheel,  and  against  which  the  water 
will  act  successively  in  its  passage  through  the  wheel,  and  a  corre- 
eponding  relative  speed  observed  between  the  water  and  the  wheel  at 
all  points,  whereby  the  desired  effect  is  obtained. 

Claim. — Constructing  the  buckets  0  with  ledges  or  prominences  (f, 
the  buckets  being  curved  and  fitted  between  the  shells  a  dy  which 
form  the  body  of  the  wheel  A,  and  arranged  relatively  therewith, 
eubstantially  as  and  lor  the  purpose  eet  forth. 

No.  21,763.— W.  H.  Harbaugh,  of  Piqua,  Ohio.— /mprai;«i  WcUer 
Wheel. — Patent  dated  October  12,.  1838. — The  nature  of  this  invention 
consists  in  the  peculiar  construction  of  buckets  for  water  wheels,  in 
the  operation  of  which  the  percussive  and  reactive  force  of  the  water 
will  be  combined  and  made  to  act  near  the  outer  periphery  of  the 
wheel,  and  thereby  secure  greater  leverage  and  more  power  from  a 
given  quantity  of  water  than  is  obtained  by  water  wheels  in  ordinary 
use  ;  and  also  in  the  employment  of  a  projecting  annular  float  or  rim 
in  combination  with  said  peculiar  form  of  bucket,  so  that  the  wheel 
will  be  partially  supported  by  the  force  of  water  acting  beneath  the 
rim  and  the  friction  upon  the  shaft  upon  which  the  weight  of  the 
wheel  rests  will  be  greatly  diminished. 

The  inventor  says :  I  daimy  flrst,  the  peculiar  arrangement  of  the 
bucket  E  in  combination  with  the  projecting  annular  float  B,  for  the 
purposes  specified. 

Second.  I  claim  the  peculiar  form  of  the  bucket  E,  with  reference 
to  the  percussion  plate  a,  all  arranged  and  operating  in  the  manner 
and  for  the  purposes  set  forth. 
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No.  21,757. — John  P.  Hoyt  and  David  W,  Hott,  of  Lumber  Cftj, 
PcDngylvania. — Improved  Water  Wheel. — Patent  dated  October  12, 
1868. — Tbe  claim  and  engravings  explain  tbe  nature  of  this  invention. 

Claim. — The  combination  of  a  wheel  as  constructed  with  the  casing 
as  constructed,  when  the  two  are  so  arranged  that  the  water  will  be 
received  on  the  broad  backs  of  the  buckets,  and  be  discharged  by 
their  inclined  fronts  between  the  casing  and  the  shaft  of  the  wheel, 
in  the  manner  specified  and  for  the  purpose  set  forth. 

No.  22  282. — John  H.  Fairchild,  of  Jericho,  Vermont. — Improve^ 
ment  in  Water  Wheela. — Patent  dated  December  14,  1858. — This  in- 
vention relates  to  an  improvement  in  a  water  wheel  for  which  letters 
patent  were  granted  to  the  above  named  inventor.  May  11,  1858. 
The  object  of  this  invention  is  to  simplify  the  above  mentioned 
patented  wheel  without  departing  from  the  principle  of  its  operation, 
or  in  the  least  degree  detracting  from  its  efficacy,  and  at  the  same 
time  regulate  in  a  more  perfect  manner  the  supply  of  water  thereto,  so 
that  the  speed  of  the  wheel  may  be  made  uniform,  or  constant  with  a 
varying  supply  of  water. . 

The  inventor  says :  I  daim  the  single  wheel  D  in  combination  with 
the  draught  tube  F,  said  wheel  being  placed  within  the  penstock  A, 
and  arranged  either  horizontally  or  vertically  with  said  tube  substan- 
tially as  and  for  the  purpose  set  forth. 

I  also  claim  the  annular  gate  H,  placed  within  the  sliding  frame 
O  in  connexion  with  the  adjustable  plate  J,  arranged  substantially 
as  shown  to  operate  as  described. 

No.  21,791. — Alden  Whitman,  of  Auburn,  Me. — Improved  Water 
Wheel  and  Chute. — Patent  dated  October  12,  1858. — A  is  a  shaft  car- 
rying the  wheel  B,  c  c  c  are  its  buckets  (the  number  for  a  wheel  de- 
pend upon  its  diameter)  arranged  in  order  as  shown  in  the  engravings, 
so  that  the  interstice  shall  be  of  sufficient  extent  for  the  water  to 
escape  without  any  resistance  to  the  wheel;  D  is  an  inclined  tapering 
spout  conducting  the  water  in  a  direct  course  upon  tbe  buckets  on  the 
under  side  of  the  wheel  and  in  a  direct  line  with  its  travel  on  the 
double  bucket  curving  concentrically  with  the  same  about  the  length 
of  one  bucket  at  the  aperture  of  the  discharge  E. 

Claim. — The  peculiar  form  of  the  bucket  in  conjunction  with  the 
corresponding  form  and  relative  position  of  the  spout  thereto,  in  the 
manner  described  and  for  the  purpose  set  forth. 

No.  19,115. — Chauncey  B.  Whitnet,  of  Ithaca,  N.  Y.,  assignor  to 
Phillip  Cask,  of  Ithaca,  N.  Y. — Improved  Chute  for  Water  Wheels. — 
Patent  dated  January  12,  1858. — a  in  fig.  3  is  a  transverse  section  of 
the  fiume  or  water  chest.  In  it  L  L  is  the  flanking  or  sides,  and  M 
M  the  inner  flanking.  N  is  the  shaft  and  connected  with  it  are  dotted 
lines  representing  the  hub  or  centre  of  the  water  wheel,  the  buckets 
and  rims  of  the  wheel;  &  is  a  vertical  section  of  the  flume  at  right 
angles  to  the  one  above  named,  in  it  0  is  the  entrance  for  the  water, 
and  the  lines  P  P,  continued  from  the  entrance,  show  the  conooidal  or 
screw-shaped  top  of  the  flume. 
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Claim. — ^The  double  helix  or  scroll  or  curved  funnel-shaped  flume 
or  water  chest,  when  combined  with  the  described  bucket  in  the  said 
water  wheel. 

No.  20,437. — John  McCartt,  of  Catharine,  N.  Y. — Improved  Hori- 
zontal Water  fTAecZ.—Patentdated  June  1,1858.— The  bucket  Fin  this 
water  wheel  is  so  formed  that  the  water  is  retained  or  allowed  to  act 
6ufficiently  long  against  the  bucket,  so  that  they  may  receive  its  full 
effective  force,*  and  is  then  discharged  at  the  centre  of  the  wheel.  Four 
chutes  K  K  K  E  are  employed,  arranged  relatively  with  the  bucket  and 
wheels  so  that  the  water  will  be  properly  presented  or  conducted  to  the 
bucket,  so  as  to  act  in  the  most  effective  manner. 

The  inventor  says  :  I  do  not  claim  broadly  the  operating  of  all  the 
gates  simultaneously.  I  am  aware  that  many  horizontal  centre  vent 
wheels  have  been  devised,  and  I  am  also  aware  that  four  chutes  have 
been  employed  to  let  the  water  on  the  wheel  at  opposite  points  of  its 
shafts  for  the  purpose  of  preserving  the  equilibrium  of  the  wheel.  I, 
therefore,  do  not  claim,  separately,  the  chutes  K,  nor  do  I  claim, 
broadly,  a  centre  vent  or  centre  discharge  wheel. 

But  I  claimy  1st.  The  buckets  F,  constructed  of  the  form  specifically 
as  shown  and  described  for  the  purpose  set  forth. 

2d.  I  claim,  in  combination  with  the  buckets  thus  formed,  the  four 
chutes  K,  arranged  as  shown  and  described. 

3d,  I  claim  the  manner  of  operating  the  gates  L,  the  same  being 
curved  and  attached  to  the  levers  M  as  shown,  and  connecting  the 
levers  M  with  the  rising  and  falling  frame  0,  the  parts  being  arranged 
as  described  for  the  purposes  set  forth. 

No.  20,350. — Jambs  B.  Johnsoit,  of  San  Francisco,  Cal. — Improve- 
merU  in  Wind  Wheels. — Patent  (hited  May  25,  1858. — This  invention 
constets  in  the  peculiar  means  employed  for  giving  a  uniform  speed  to 
the  wheel,  during  variable  degrees  of  velocity  of  the  wind,  and  also  in 
a  peculiar  means  employed  for  stripping  the  wheel  when  desired. 

The  inventor  says:  I  do  not  claim  operating  the  adjustable  sails  i  by 
means  of  the  eliding  head  or  plate  I,  actuated  by  a  governor  thi:ough 
the  medium  of  the  levers  as  shown,  for  this  has  been  previously  used. 

Nor  do  I  claim  the  manner  of  attaching  the  rotating  plate  C  to  the 
framing  A,  for  this  has  also  been  previously  done. 

But  I  daim  constructing  the  wind  wheel  G  with  stationary  and  ad- 
justable sails  h  t,  substantially  as  and  for  the  purpose  as  set  forth. 

No.  20,336. — William  H.  Drrrick,  of  Stockton,  Cal. — Improvement 
in  Wind  WheeU.—FAtent  dated  May  25, 1858.— The  object  of  this  in- 
vention is  to  render  the  wind  wheel,  by  a  very  simp.o  means,  self-regu- 
lating and  self-adjusting,  so  that  the  wheel  will  rotate  with  equal  or 
nearly  equal  speed  during  variable  degrees  of  velocity  of  the  wind,  or 
made  to  veer  in  accordance  with  it. 

Claim. — The  movable  or  traversing  vane  G  with  weight  H  attached, 
in  combination  with  the  permanent  or  stationary  vane  F  arranged  as 
shown,  or  in  an  equivalent  way  to  operate  as  and  for  the  purpose  set 
forth. 
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No.  19,383. — Geokob  W.  Shaw,  of  Thompson,  Cone. — Improved 
method  of  furling  the  Sails  of  Wind  Wheels. — Patient  dated  February 
16,  1858. — This  wind-mill  is  formed  of  vertical  sails  E  placed  between 
two  horizontal  frames  B  and  C.  They  are  set  angularly,  so  that  the 
wind  may  enter  the  frames  between  the  sails  and  propel  it  by  reaction 
and  passes  out  between  them^  the  wiz^  as  it  leaves  the  wheel  aeting* 
simultaneously  upon  the  greater  portion  of  the  sails. 

The  inventor  says :  I  cZatm  attaching  the  saiU  E  to  the  frames  B  C^ 
substantially  as  shown,  whereby  the  wind  is  allowed  to  pass  betweea 
the  sails  and  within  the  wheel,  and  to  act  against  the  sails  as  it  passed 
out  from  the  wheel. 

I  further  claim  attaching  the  upper  ends  of  the  sails  £  to  rollers  h, 
which  have  e^rds  i  passing  around  them  at  one  end,  the  ends  being 
connected  to  a  plate  F  pieced  on  the  shaft  A,  and  resting  upon  the 
spring  G,  the  above  parts  being  used  in  connexion  with  the  movable 
frame  C,  whereby  the  area  of  the  sails  may  be  incieased  or  diminished 
as  desired,  for  the  purpose  set  forth. 
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No  19,830.— W.  H.  Cloud,  A.  L.  Hatmeld,  and  C.  H.  Branics, 
of  Fremont,  Ohio. — Improvement  in  Clasps  for  fastening  Bags. — ^Patent 
dated  April  6,  1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

Claim. — The  peculiar  construction  of  semi-circles  a  ei,  with  thin  edge 
to  prevent  slipping,  and  hinge  B  at  one  side,  clasp  c  and  catch  d  on  the 
other  side,  the  peculiar  construction  of  lever /so  as  to  be  operated  upon 
by  the  pressure  of  the  bag  when  fastening,  and  thumb-piece  A,  by  which 
it  is  easily  opened,  the  whole  being  arranged  and  combined  in  the 
manner  and  for  the  purposes  set  forth,  or  in  any  otl^r  manner  sub^ 
stantially  tbe  same. 

No.  21,520. — George  H.  Smith,  of  Gknwood,  Iowa. — Improvement 
in  Spring  Balances  in  comhination  with  a  Knife  — Patent  dated  Septem- 
ber 14,  1858. — This  invention  consists  in  placing  a  spring  balance 
within  the  handle  of  a  knife,  such  as  is  used  by  butchers  and  retail 
dealers  in  articles  that  are  cut  and  soM  by  weight,  so  that  articles 
may  be  cut  and  weighed  by  one  and  tbe  same  implement,  the  work 
being  done  equally  as  accurate  and  more  expeditiously  that  by  any 
usual  mode. 
^^  The  inventor  says :  I  do  not  claim  the  knife. 

Nor  do  I  claim  in  the  abstract,  or  when  separately  conaidered,  a 
spring  balance. 

But  I  daimy  as  a  new  and  useful  article  of  manufacture,  a  knife  having 
a  spring  balance  inserted  in  its  handle,  as  and  for  the  purposes  set  forth» 
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No  19,437.— John  McMurtry,  of  Lexiagton,  Ky.,  assignor  to  Daniel 
WiEHL,  of  Fayette  county,  Kentucky. — Improvement  in  Cotton  Bale 
iHbop«.— Patent  dated  February  23,  1858,— The  nature  of  this 
invention  will  be  understood  by  examining  the  claim  and  engravings. 

The  inventor  says  :  I  claim,  first,  splitting  one  end  of  a  cotton  bale 
hoop  so  that  it  may  be  contracted  or  expanded  in  width  as  may  be 
required,  in  order  to  efiect  the  locking  of  the  hoop  around  the  bale 
without  slack,  substantially  as  set  forth. 

Seoond.  The  combination  of  the  split  and  shouldered  end  of  the 
cotton  bale  hoop  with  the  slotted  end,  in  the  manner  described  and 
for  the  purpose  set  forth. 

"  No.  21,517. — AubbrtC.  Richards,  of  Newtown,  Oonn. — Improvement 
%»  CUxepefor  Chiton  Bale  Hoope. — Patent  dated  September  14, 1858. — 

This  invention  consists  in  a  peculiar  mode  of  clasping  or  tying  cotton 
bale  hoops  by  the  use  of  three  rings.  The  hoop  is  made  of  unusually 
thin  hoop  iron.  Three  rings  A  C  G  are  employed,  one  of  these  rings  is 
larger  than  the  other  two.  They  may  be  made  of  malleable  cast  iron 
and  very  small. 

Claim. — The  use  of  the  three  rings  A  and  C  0  in  combination  with 
the  hoop  B,  as  a  cheap  and  convenient  cotton  bale  hoop,  substantially 
as  described. 

No.  21,305. — John  Aonew,  of  Oolumbia,  S,  0. — Improvement  in 
Coupling  for  Bale  Hoops. — Patent  dated  August  31,  1858. — This  in- 
vention consists  in  having  a  small  metal  casting,  with  a  longitudinal 
slot  in  it  of  doable  taper  form,  and  having  the  ends  of  the  hoops 
doubled  or  bent  over  in  loop  form,  so  that  the  same  may  bind  or  become 
wedged  in  the  casting,  forming  a  perfect  coupling  or  fastening. 

CUiim. — The  socket  A,  provided  with  the  double  taper  opening  a, 
in  connexion  with  th  ^  loops  6  i  at  the  ends  B  B  of  the  hoops,  sub- 
stantially as  and  for  the  purposes  set  forth. 

No.  19,709. — DavidG.  Olmstbad,  of  Vicksburg,  Miss. — Improvement- 
in  Cotton  Bale  Tte^.— Patent  dated  March  23,  1858.— This  invention 
consists  in  a  clasp  A,  made  of  cast  metal,  and  a  band  B,  made  of  thin 
metal,  so  that  it  will  bend  easily.  The  band  is  bent  at  right  angles 
to  its  length,  and  inserted  through  the  open  space  of  the  clasp  A  ; 
the  band  is  then  carried  around  the  bale  or  package,  and  passed 
through  the  clasp,  where  it  is  secured  by  the  wedge  G. 

Claim. — The  clasp  A  and  wedge  C,  arranged  and  operating  in  com- 
bination with  the  band  B,  with  its  bent  extremities  a  a,  substantially 
in  the  manner  and  for  the  purpose  specified. 

No.  19,490. — Frederick  Cook,  of  New  Orleans,  La. — Improvement 
in  Metallic  Ties  for  Cotton  Bales.— Patent  dated  March  2, 1858.— The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  I  claim  the  friction  clasp  or  buckle  for  attaching 
the  ends  of  iron  ties  or  hoops  for  fiiistening  cotton  bales  and  other 
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paclraoresy  so  that  the  ties  are  prevented  slipping  by  the  friction  against 
a  certain  portion  of  the  bnckle. 

I  claim  also  the  looping  of  the  ends  of  iron  ties  or  hoops  for  hales 
into  a  buckle,  by  the  form  of  which  they  are  prevented  slipping  by 
friction,  when  the  strains  of  the  expansion  of  the  bale  comes  on  the 
ties.  The  ends  of  the  hoops  or  ties  not  being  attached  together  in 
any  way,  the  connexion  being  formed  by  a  distinct  buckle  or  friction 
dasp. 

I  also  claim  the  described  "  slot "  cut  through  one  bar  of  clasp, 
which  enables  the  end  of  the  tie  or  hoop  to  be  slipped  sideways  under- 
neath the  bar  in  clasp,  so  as  to  effect  the  fastening  with  greater  rapidity 
than  by  passing  the  end  of  the  tie  through  endways. 

No.  20,311.— P.  0.  Inobrsoll,  of  Green  Point,  N.  Y.,  assignor  to 
Himself  and  H.  F.  Douohbrtt,  of  said  Green  Point. — Improvement  in 
Securing  Metallic  Bands  on  Cotton  Bales. — Patent  dated  May  18, 
1858  — This  invention  consists  in  having  a  metal  plate  provided  at 
•ach  end  with  an  opening  or  recess,  through  which  the  two  ends  of 
the  hoop  pass,  and  hav  ng  a  battt  n  rivete<i  to  the  outer  6ide  of  the 
plate  ;  this  batten  being  recessed  at  its  outer  ends  on  its  face  side  to 
receive  the  ends  of  the  hoop,  which  are  bent  so  as  to  pass  in  those 
recesses^  and  so  keep  the  hoop  from  moving. 

Claim. — The  batten  B,  pivoted  to  the  plate  A,  provided  with  open- 
ings a  a,  the  button  B  being  provided  with  recesses  c  at  its  ends,  and 
the  whole  arranged  as  and  for  the  purpose  specified. 

No.  21,190. — WiLUAM  Field,  of  Providence,  R.  I. — Improvement 
im  MetaUic  Bands  for  Binding  Bales  — Patent  dated  August  17^ 
1858. — The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

The  inventor  says  :  I  do  not  confine  myself  to  the  staple-shaped  key, 
as  shown  in  the  first  described  class,  as  two  single  keys  may  oe  used, 
and  produce  the  same  effect  in  preventing  the  loops  from  slipping. 

I  clcAm  first,  arranging  the  band  over  the  clasp  and  the  ends  of 
the  band,  which  are  bent  under  to  form  the  loops  by  which  the  band  is 
connected  with  the  clasp,  so  that  the  ends  lie  above  the  clasp,  and 
the  band,  covers  and  protects  both  of  these  ends,  and  also  the  elasp, 
substantially  as  described. 

Second.  Connecting  the  looped  ends  of  the  band  with  the  clasp  by 
means  of  a  double  key  or  its  equivalent,  arranged  substantially  aa 
described,  so  that  the  turning  of  the  key  prevents  the  loop  from 
slipping  as  described. 

Third.  Arranging  the  key  or  keys  on  the  under  side  of  the  band 
and  clasp,  for  the  purpose  described. 

No.  21,360.— Georgb  W.  Pennhton,  of  North  Vernon,  Ind. — Im- 
provement in  Machine  for  Tightening  and  Securing  MetaUic  Bands  for 
Cotton  Bales,  dc. — Patent  dated  August  31, 1858. — The  object  of  this 
invention  is  to  produce  a  machine  which  will,  with  the  greatest 
ease  and  facility,  secure  metallic  and  other  hoops  for  cotton  and  hay 
bales,  &c. 
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Claim, — The  constraction  of  a  hoep  tightener  and  holder  in  con- 
nexion with  doors  D  D,  and  arms  B  B,  and  lever  A,  constructed  as 
described)  or  any  other  constraction  substantially  the  same^  and  which 
will  produce  the  same  results. 

No.  21,272. — Incrbasb  0.  Plant,  of  Macon,  'la. — Improvemeni  in 
Metallic  Bands  or  Ties  for  Bales y  dtc, — Patent  dated  August  24, 
1858. — The  nature  of  this  invention  consists  in  constructing  a  bale  tie 
or  lock  of  cast  or  wrought  iron,  or  copper,  or  other  metal,  to  be  used 
in  connexion  with  iron  or  other  metallic  bands  for  baling  cotton  or 
other  articles  in  such  a  manner  that  the  two  ends  of  the  band  may 
be  easily  connected,  and  as  easily  loosed  and  shortened  in  repressing 
the  bale,  without  injuring  the  fastening. 

Claim. — The  bale,  tie,  or  lock,  made  open  at  one  edge  and  both 
ends,  so  that  the  band  may  be  inserted  in  it  edgewise^  in  the  manner 
substantially  as  described. 

No.  21,848. — Albert  0.  Richard,  of  Newtown,  Conn. — Improve- 
merU  in  Ciaspa/or  Metallic  or  other  Flexible  Bands. — Patent  dated  Oc- 
tober 19,  1868. — This  clasp  consists  of  the  frame  a  and  ring  6,  made 
of  cast  iron.  Frame  a  has  a  recess  in  which  ring  6  can  be  easily 
inserted,  the  inside  of  one  of  the  ends  slightly  inclined  ;  the  length 
or  longitudinal  diameter  of  the  recess  in  frame  a  is  such,  that  when 
the  end  of  the  band  e  is  inserted  in  it,  and  against  the  inclined  surface 
at  c,  and  ring  h  placed  in  contact  with  the  band  with  one  end,  while 
the  other  end  of  ring  h  rests  against  the  opposite  extremity  of  the 
recess  of  frame  a. 

The  small  ring  /  is  made  of  cast  iron,  and  is  employed  for  com- 
bining the  frame,  rin^  hy  and  band  at  one  end. 

Claim, — The  use  of  frame  a,  and  ring  6,  in  combination  with  band 
e,  substantially  as  described. 

No.  22,372. — Jambs  C.  McGrew,  of  Smithfleld,  Ohio. — Improvement 
in  Macliines/or  Elevating  Hay. — Patent  dated  December  21,  1^58. — 
The  nature  of  this  invention  consists  in  arranging  a  platform,  on  the 
sheers  by  which  the  hay  or  fodder  is  hoisted,  for  the  hay  and  fodder 
to  slide  upon,  as  it  is  elevated  to  the  top  of  the  stack  or  rick  being 
built  or  formed. 

Claim. — In  the  described  machine  for  elevating  hay,  grain^  fodder, 
&c.,  the  arrangement  of  the  bar  a',  and  inclined  platform,  a^  a^,  with 
the  sheers  and  hoisting  fork,  all  substantially  as  described,  for  the 
purposes  set  forth. 

No.  19,087. — James  H.  Gill,  of  Mount  Pleasant,  Ohio. — Improve- 
ment  in  Hay  and  Straw  Elevators. — Patent  dated  January  12, 1858.— 
This  invention  consists :  1st.  In  hinging  the  base  of  the  boom  which 
sustains  the  hoisting  mechanism  to  a  strong  portable  carriage,  and 
combining  with  it  an  adjustable  apron  or  fender,  which  not  only  assists 
in  sustaining  the  boom  in  an  inclined  position,  but  also  serves  to  pro- 
tect the  bundles  of  hay  and  straw  as  they  are  elevated.  2d.  In  giving 
support  to  the  stationary  section  of  the  fender,  retaining  the  sliding 
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section  in  the  position  as  it  isNraised,  and  keeping  it  off  from  the 
stack. 

The  inventor  says :  I  do  not  confine  myself  to  the  precise  method 
as  described,  of  connecting  the  fender,  as  many  other  equivalent  ways 
can  be  used  to  accomplish  the  same  object.  ^ 

I  daim,  1st.  The  combination  of  the  inclined  hoisting  boom  hinged 
to  the  supporting  frame  with  the  adjustable  fender,  arranged  as  de- 
scribed for  the  purpose  set  forth. 

2d.  The  combination  of  the  hinged  forked  feet  e,  with  the  sliding 
section  of  the  fender,  for  the  purpose  described. 

No.  19,939. — George  Martz,  of  Pottsville,  Pa. — Improvement  in 
Machine /or  Hoisting  and  Dumping  Coal, — Patent  dated  April  13, 
1858. — In  practical  operation  two  ot  these  machines  are  combined  and 
arranged  in  such  a  manner  that  the  car  of  one  shall  be  ascending, 
while  the  car  of  the  other  is  descending.  The  tilting  bar  J  is  yield- 
ing, so  that  in  case  the  engine  is  reversed  just  a  moment  after  the 
load  of  one  car  has  heen  dumped,  and  before  said  car  has  passed  down 
below  the  tripping  bar  or  plate,  this  car  shall  have  a  chance  of  rising 
without  breaking  the  machine. 

The  inventor  says :  I  cZatm,  1st.  The  employment,  in  combination 
with  the  car  F,  and  dumping  chute  I,  of  the  peculiar  arrangement  of 
mechanism  consisting  of  the  sliding  gate  B,  pivoted  platform  E,  con- 
fining catches  T,  ^  gr,  trip  bar  H,  tilting  or  dumping  stop  bar  J, 
all  substantially  as  and  for  the  purposes  set  forth. 

2d.  The  employment  of  the  tilting  or  dumping  stop  bar  J,  whether 
yielding  or  stationary,  above  the  front  of  the  platform  E,  ^bstantially 
as  and  for  the  purposes  set  forth. 

3d.  Having  the  sections  d  dot  the  railroad  attached  to  the  plat- 
form, so  that  they  may  rise  and  come  in  contact  with  the  wheels  of 
the  car  and  cause  the  car  to  assume  a  proper  litting  position,  and  also 
serve  for  lifting  the  car,  and  likewise  for  holding  it  from  forward  or 
backward  play  while  tilted  or  dumped,  substantially  as  and  for  the 
purposes  set  forth. 

No.  20,455. — George  Thompson,  of  Cincinnati,  Ohio. — Improvement 
in  Machinery  for  Hoisting  and  Loioering  Ooodsj  dtc. — Patent  dated 
June  1,  lb58. — The  goods  to  be  raised  are  placed  on  platform  C,  and 
if  the  load  is  too  heavy  to  be  hoisted  with  the  crank  11,  the  pinion  and 
shaft  M  is  brought  in  gear,  the  crank  placed  on  the  pinion  shaft  which 
now  becomes  a  driver  capable  of  hoisting  a  very  heavy  weight.  This 
machine  can  be  used  for  persons  going  up  and  down  stairs. 

The  inventor  says :  I  cZatm,  first,  the  use  of  windlass  H,  one  or  more, 
whether  parallel  or  tapered,  corrugated  or  grooved  in  combination  with 
the  travelling  frame,  for  the  purpose  set  forth. 

Second.  I  claim  the  use  of  the  brake  P,  or  its  equivalent,  for  the 
purpose  substantially  as  described. 

No.  19,250. — AUGUSTUS  Hunt,  of  Philadelphia,  Pa. — Improvement 
in  Apparatus  for  Hoisting  Ice. — Patent  dated  February  2, 1858. — The 
claim  and  drawings  explain  the  nature  of  this  invention. 
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The  inventor  says:  I  cZatm,  first,  the  employment,  for  raising  and 
delivering  ice,  of  two  cradles,  so  arranged  in  connexion  with  any 
suitable  driving  apparatus,  that  one  shall  ascend  simultaneously  with 
the  descent  of  the  other,  said  cradles  being  so  constructed  and  arranged 
as  to  retain  and  deliver  the  ice  without  the  aid  of  assistants. 

Second.  Forming  that  portion  of  the  cradle  on  which  the  ice  rests 
with  an  incline,  and  combining  that  incline  with  the  retaining  and 
releasing  levers  K  and  K^,  or  their  equivalents,  for  the  purpose 
specified. 

No  20,170. — Beuben  Packabd, of  Bockland, Maine. — Improvement  in 
Eoisling  Machines. — Patent  dated  May  4,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim, — The  circular  plate  or  its  equivalent,  ai  ranged  substantially 
as  described,  in  order  that  it  may  be  turned  easily  and  held  in  any 
desired  position  by  pawls  or  their  equivalents,  for  the  purpose  of  sus- 
taining any  combination  of  mechanical  powers  constructed  thereon  for 
drawing  or  lifting  heavy  weights  or  their  equivalents. 

No.  22,008. — Daniel  W.  Barr,  of  Lancaster,  Pa. — Improvement  in 
Hoisting  Machines, — Patent  dated  November  9,  1858. — The  object  of 
the  central  pulley  J  is  to  keep  the  burden  in  the  centre  of  the  natch- 
way  while  hoisting  by  means  also  of  the  double  pulleyed  hoisting 
tackle  E,  and  drums  or  attachments,  the  ropes  keep  spread  and  prevents 
that  twisting  so  annoying  by  the  use  of  the  ordinary  means  employed^ 
and  to  the  saving  of  time  and  muscular  force. 

Claim, — The  central  pulley  J,  bevelled  cog  wheels  and  drums  C,  sida 
wheels  H  I,  double  pulley  hoisting  tackle  K,  slide  door  T,  drum  and 
crank  P,  with  cord  N,  with  the  whole  combined  and  arranged  sub- 
stantially as  described,  for  the  purposes  set  forth. 

No.  21,837. — William  Kearney,  of  Newark,  New  Jersey. — Improve-^ 
ment  in  Hoisting  Jacks, — Patent  dated  October  19, 1858. — The  nature 
of  this  invention  consists  in  combining  a  screw  shaft  with  a  right  and 
left  thread,  two  concave  worm  wheels,  two  worms  with  difierent 
threads,  the  journals  nfthe  worms  working  in  eccentrics,  two  nuts  or 
boxes,  and  an  adjustable  crank  by  which  the  speed  and  power  of  the 
jack  may  be  varied  as  in  use  it  may  be  required. 

Claim. — The  combination  of  the  screw  shaft,  two  or  more  concave 
faced  worm  wheels,  two  or  more  worms  of  different  threads,  the  journals 
of  the  worms  in  eccentrics,  two  nut  cases  or  boxes  with  an  adjustable 
crank,  in  the  manner  and  for  the  purpose  specified. 

No.  20,372. — Albert  C.  Bichard,  of  Newtown,  Connecticut. — Im- 
provement in  Lifting  Jacilw.— Patent  dated  May  26, 1858. — This  inven- 
tion consists  of  a  portable  lifting  jack,  by  which  railroad  cars  or  other 
heavy  bodies  may  be  raised  and  traversed  in  every  direction,  whether 
upon  a  horizontal  plane  or  an  inclined  one. 

Claim. — The  standard  A,  provided  with  screws  and  pinions,  in 
combination  with  the  traverse  bar  D  and  the  adjustable  friction 
rollers  M,  the  whole  being  constructed  substantially  as  set  forth. 
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No.  21,342.— Joel  C.  Jackson,  of  Rochester,  New  York. — Improve 
merU  in  Li/ting  Jacks. — Patent  dated  August  31,  1858.— The  nature 
of  this  invention  consists  in  a  certain  construction  of  jack,  whereby 
with  the  use  of  certain  adjuncts  thereto  a  railway  car  or  any  similar 
body  may  be  raised  to  any  desired  height  with  a  single  lift  or  opera- 
tion of  the  machine. 

Claim.— The  arrangement  of  the  screw  c,  slides  8  «,  and  nut  N,  in 
combination  with  the  bar  B  or  fork  T^  in  the  manner  and  for  the 
purpose  substantially  as  described. 

No.  21,107. — Amos  Jones,  of  Lebanon,  New  Hampshire,  assignor 
to  Himself  and  Solon  M.  Davis,  of  said  Lebanon. — Improvement  in 
Mechanical  Jack. — Patent  dated  August  3,  1858 — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — Constructing  an  improved  jack  by  combining  a  doubly 
toothed  shank  with  a  suitable  head- piece  A,  when  the  teeth  of  said 
shank  are  arranged  in  such  a  manner  as  to  furnish  the  necessary  ful- 
crum and  catches  for  the  operating  lever  C  in  the  performance  of  its 
appropriate  functions^  substantially  as  set  forth. 

No.  20,624. — George  E.  Clay,  of  Stillwater,  Minnesota. — Improve- 
ment  in  the  Mode  of  Applying  Lever  Power. — Patent  dated  June  22, 
1868  — The  nature  of  this  invention  consists  in  so  gearing  the  vibrating 
arms  G  H  to  which  the  rachet  pawls  are  attached  together  by  a  series 
of  cog  wheels  F,  so  as  to  enable  a  continuous  rotary  motion  to  be 
transmitted  to  a  shaft  A  b}  the  vibratory  or  oscillating  movement  of 
a  lever  on  which  the  motive  power  is  first  exerted. 

The  inventor  says :  I  am  aware  that  oscillating  spring  fall  arms  or 
bars  and  rachet  wheels  have  heretofore  been  employed  for  giving  a 
continuous  motion  to  shafts,  and  I  do  not  therefore  lay  claim  to  these 
parts. 

But  I  claim  the  combination  of  the  oscillating  arms  or  bars  G  H, 
secured  to  the  pinion  E,  and  cog  wheel  P,  which  turn  loosely  on  the 
horizontal  shaft  A,  and  pinions  K  L^  and  cog  wheel  M,  for  gearing 
the  two  arms  together,  substantially  in  the  manner  and  for  the  purpose 
described. 

No.  21,822  — T.  J.  Davis,  of  Schroepell,  New  York,  and  J.  B. 
Warner,  of  Volney,  New  York  — Improvement  in  Machines  for  Lifting 
Heavy  Weights. — Patent  dated  October  19,  1858. — In  figure  1,  A  is 
the  inclined  plane  or  way  for  the  weight  to  slide  on  ;  B  the  sliding 
beam  with  alternate  rachets  in  it ;  C  the  bent  levers  acting  as  palls 
falling  into  said  ratchets  ;  D  the  lever  to  which  the  power  is  attached  ; 
E  is  the  foundation  for  supporting  the  inclined  plane  ;  F  the  tongue 
working  in  a  groove  on  the  under  side  of  the  beam  B  ;  a  the  fulcrum 
of  the  power  lever  ;  C  C  the  fulcrum  to  which  are  attached  the  pall 
levers  0  ;  d  the  screws  for  securing  a  longer  arm  to  the  lever  D. 

In  figure  2,  A^  is  the  foundation  ;  B^  the  rachet  wheel;  C^  the 
pall  levers ;  D^  the  power  lever. 

Claim. — The  combination  of  lever  D  operating  horizontally,  and 
lever  C  moving  parallel  to  each  other  in  a  line  with  the  fulcrum,  and 
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catching  alternately  into  rachet  B  as  they  are  made  to  reciprocate  hy 
the  vibrations  of  lerer  D^  as  described  aiid  set  forth. 

No.  19,291. — Jacob  C.  Geisbndorpf,  of  Cincinnati,  Ohio. — Improve- 
ment in  Ltibricaling  Apparatus  for  Journal  Boxes  for  Railroad  Cars,-^ 
Patent  dated  February  9,  1858. — A  represents  the  end  and  A^  the 
jonrnal  of  the  axle ;  B  is  the  grease  box  ;  C  is  the  step  or  journal 
bearing.  Secured  in  the  bottom  of  the  box  B  by  cleats  6  is  a  frame 
D,  whieh  is  at  each  end  provided  with  a  pair  of  cheeks  (2,  which  confine 
to  a  vertical  point  the  journal  boxes  E  of  a  suitable  lubricating  roller 
F,  by  means  of  the  spring  G  the  summits  of  the  boxes  E  E  are  held 
strongly  against  the  axle  A  A^  ;  H  is  a  rachet  wheel  mounted  on  the 
front  end  of  the  roller  shaft/;  1 1  are  spring  pawls  which,  being  hinged 
to  the  frame  D,  engage  with  the  rachet  wheel  H  on  opposite  sides. 

Claim, — The  guards  E,  springs  G,  rachet  wheel  H,  and  pawls  1 1% 
or  substantially  equivalent  devices,  in  the  described  combination  with 
the  lubricating  roller  F  and  axle  A  A ^,  for  the  purposes  set  forth. 

No.  20,331. — John  W.  Cochran,  of  New  York,  N.  T. — Improve- 
ment in  Lubricating  Car  Axles, — Patent  dated  May  25,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim,-^The  arrangement  of  the  rollers  h  h  upon  the  coil  e,  said 
coil  having  within  it  a  shaft  or  rod  of  metal  or  wood  with  the  rods  d 
attached  to  studs  c,  in  their  relation  to  each  other  and  to  the  box  and 
axle,  as  and  for  the  purposes  set  forth. 

No.  20,406. — John  W.  Cochran,  of  New  York,  N.  Y. — Improvement 
in  Lubricating  Car  Axles, — Patent  dated  June  1,  1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  elastic  rings  c  upon  the  roller  6  serving  the  double 
purpose  of  elastic  bearing  and  oil  conductors,  as  set  forth. 

No.  20,674. — Seth  H.  Whitmore,  of  Cincinnati,  Ohio. — Improve- 
ment in  Oil  Cups  for  Lubricating  Engines, — Patent  dated  June  22, 
1858. — F  is  an  axial  stem  capable  of  being  partially  rotated  by  means 
of  a  lever  J,  and  provided  with  two  collars  G  H  which  fit  respectively 
the  top  of  the  upper  floor  and  the  bottom  of  the  lower  floor,  the  collars 
occupying  the  relation  of  valves  and  the  floors  that  of  valve  seats. 

Claim. — The  combined  arrangement  of  the  external  valves  Qc  and  H 
mounted  on  a  central  stem  F^  and  operating  as  described  in  connexion 
with  the  globe  A  B  C  D  F. 

No.  19,108.— John  B.  Tom  &  Stephen  D.  Tucker,  of  New  York,  N, 
T. — Improved  Method  of  Lubricating  JoumalSy  dc.j  by  a  Pendulum 
Valve  Arrangement, — Patent  dated  January  12,  1858. — A  is  a  reser- 
voir into  which  the  lubricating  material  is  put,  (see  figures  1  and  2.) 
B  is  a  cock  having  a  chambered  plug  or  cylinder  C.  This  plug  or 
cylinder  has  one  or  more  chambers,  which,  as  the  ping  revolves,  connect 
alternately  with  the  reservoir  A  and  the  outlet  passage  D.  On  the 
stem  of  the  plug  are  the  worm  wheel  £,  running  loose,  the  raehet 
wheel  F,  made  fast,  and  the  crank  handle  G,  also  made  fast.    To  the 
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worm  wheel  E  is  attached  pawl  H,  which  drops  into  and  carries  forward 
the  rachet  wheel  F  and  the  chambered  plug  0. 

The  inventors  say :  We  do  not  claim  any  peculiar  mechanism  for 
moving  the  chambered  plug  or  cylinder,  as  that  may  be  done  in  various 
ways;  but  what  we  claim  as  novel  and  useful  is  the  chambered  plug 
or  cylinder  moved  by  mechanism  for  rendering  it  automatic  or  selt- 
operating  or  any  or  all  modifications  of  the  same  or  thjeir  equivalentS| 
for  the  purposes  already  set  forth,  substantially  as  described. 

No.  19,551. — William  Diller,  of  Lancaster,  Pa. — Improvement  in 
Lubricating  the  Axle  Booces  of  Carriage  JTAccfo.— Patent  dated  March 
8,  1858. — The  box  A  has  a  series  of  oblique  or  inclined  grooves  B, 
formed  in  its  inner  side,  extending  entirely  around  the  inner  surface, 
and  placed  at  such  distances  apart  that  the  portion  of  the  arm  C  of  the 
axle  around  which  one  groove  will  pass  over  as  the  box  rotates,  will 
adjoin  or  nearly  adjoin  the  portion  of  the  arm  around  which  its  adjoin** 
ing  grooves  will  nass  over*  These  grooves  are  made  of  a  requisite 
depth  and  breadth  to  form  oil  chambers  for  the  perfect  lubrication  of 
the  arm  without  diminishing  in  any  appreciable  degree  the  bearing 
of  the  box. 

Claim. — The  oblique  or  inclined  grooves  or  oil  chambers  B  formed 
within  the  axle-box  A,  substantially  as  and  for  the  purpose  set  forth. 

No.  19,385. — William  K.  Stevens,  of  Alexandria,  La. — Improve'- 
ment  in  Lubricatora. — Patent  dated  February  16,  1858. — The  two 
valves  F  F  are  so  arranged  relatively  to  each  other  and  to  the  passages 
a  and  &,  that  when  the  spindle  D  and  disk  £  are  turned  to  bring  one 
valve  in  a  position  to  open  the  passage  a,  it  moves  the  other  over  the 
passage  6  and  thus  allows  the  oil  to  descend  by  gravitation  from  the 
cup  B  to  the  chamber  A  without  allowing  steam  to  pass  through  the 
chamber.     The  spindle  is  turned  by  a  lever  G. 

Claim, — The  arrangement  shown  and  described  of  the  disk  E  and 
valves  F,  when  the  latter  operate  and  are  rendered  adjustable^  sub- 
stantially as  and  for  the  purposes  set  forth. 

No.  21,816. — Elias  Clampitt,  of  Baltimore,  Md. — Improved  Lvbri^ 
color. — Patent  dated  October  19,  1858. — The  nature  of  this  invention 
consists  in  supplying  lubricating  matter  to  steam  cylinders,  chests, 
&c. ,  when  it  is  required  under  a  pressure  of  steam,  by  means  of  a  valve 
which  opens  upon  a  downward  pressure  upon  the  cup,  and  closes  itself 
by  means  of  a  spiral  spring  when  said  pressure  is  removed. 

Claim, — The  peculiar  construction  of  my  valve  E  and  the  intro- 
duction of  hollow  tubes  G  into  stem  J,  (in  connexion  with  valve  E,) 
with  its  openings  &  and  flange  below  acting  as  a  valve  against  the 
lower  end  of  shaft  J  supplied  with  a  spiral  spring  F  at  top,  producing 
thereby  a  self-acting  valve  when  the  presure  on  cup  A  is  removed,  as 
described. 

No.  19,750. — William  Clough,  of  Madison,  Indiana. — Improvement 
in  Lubricator  for  Railroad  Axles. — Patent  dated  March  30,  1858.— 
This  inventfon  consists  in  a  *'  hand"  E  attached  to  a  sleeve  F,  which 
is  fitted  to  work  on  a  spindle  within  the  oil  box.    It  has  also  attached 
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a  slotted  or  jointed  arm  O,  that  is  conDected  with  an  eccentric  wrist  b 
at  the  end  of  the  axle,  which  gives  a  rotary  motion  to  the  wrist,  and 
causes  the  hand  to  receive  a  swinging  motion,  which  alternately  dips 
it  into  the  oil  in  the  oil  box  A,  to  take  up  a  small  quantity  of  oil, 
and  lifts  it  up  into  contact  with  the  journal  B  to  deposit  the  oil  upon 
the  journal.  It  also  consists  in  making  the  slotted  arm,  sleeve, 
and  hand  of  a  single  piece  of  wire,  so  that  the  sleeve  will  constitute 
a  spring. 

The  inventor  says :  I  do  not  claim  the  use  of  an  arm,  deriving  such 
a  motion  from  the  axle  as  to  dip  into  the  oil  or  grease,  and  deposit 
it  upon  the  journal  at  every  revolution  thereof. 

But  I  daim  the  combination  of  the  oiling  finger  E,  slotted  arm  G, 
and  wrist  6,  in  the  manner  and  for  the  purpose  described. 

And  I  also  claim  making  the  oiling  finger  E,  sleeve  F,  and  slotted 
arm  G,  from  the  same  piece  of  wire,  in  the  manner  and  lor  the 
purpose  set  forth. 

No.  20,665. — ^RoBBRT  Ross  and  William  Holland,  of  Philadelphia, 
Pennsylvania. — Improved  Oil  Cup  for  Machinery. — Patent  dated  June 
22,  1858. — When  sufficient  oil  has  been  introduced  into  chamber  b 
the  stem  h  is  allowed  to  rise  and  C' ose  the  valve  s  by  the  action  of  the 
spring  L  By  then  turning  the  handle  x,  the  key  k  unscrews  and 
raises  valve  e  and  allows  the  oil  to  flow  into  the  steam  cylinder,  the 
previous  closing  of  valve  8  preventing  the  escape  of  steam. 

The  inventors  say  :  We  daim  the  combination  of  the  spring  valve 
stem  with  the  screw  valve  e  in  the  intermediate  chamber  6,  as  set 
forth,  each  operating  in  conjunction  with  and  at  the  same  time  inde- 
pendently of  the  other,  to  the  extent  and  in  the  manner  set  forth. 

We  also  claim  the  air  passage  u  within  the  stem  A,  in  combination 
with  the  oil  passage  m^  around  the  stem  A,  in  the  manner  set  forth.  ^ 

No.  19,572. — JuDSON  Mattison,  of  Oswego,  New  York — Improve-^ 
meni  in  Machine  Jor  Packing  Flour. — Patent  dated  March  9,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventor  says :  I  daim^  as  a  protection  to  the  sack  or  barrel  to 
be  packed,  a  stationary  or  movable  cylinder  containing  a  screw  or 
some  other  packing  apparatus  arranged  to  work  within  said  cylinder 
and  force  the  flour  or  other  substance  to  be  packed  out  of  said  cylinder, 
and  pack  it  into  the  sack  or  barrel  that  surrounds  it,  substantially  as 
described. 

I  also  claim  a  traversing  or  yielding  platform,  so  constructed  and 
arranged  as  to  hold  the  sack  or  barrel  up  around  the  cylinder  contain- 
ing the  packer,  sifbstantially  as  described,  and  yield  as  the  sack  or 
barrel  is  tilled  with  packed  flour  or  other  substance  beinff  packed  by 
tbb  machine  ;  and  in  combination  with  the  traversing  platform  I  claim 
one  or  a  series  of  weights  E,  arranged  so  as  to  counterbalance  the 
weight  of  the  material  being  packed  on  the  platform,  so  as  to  pack  the 
flour  or  other  substance  uniformly,  from  the  bottom  to  the  top  of  the 
sack  or  barrel. 
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No.  19,811. — Simon  Tnqeksoll,  of  Brooklyn,  N.  T.,  assignor  to 
Himself,  S.  B.  Turner,  and  George  W.  Kimball,  of  said  Brooklyn. — 
Improvement  in  Presses. — Patent  dated  March  30,  1858. — By  raising 
lever  P,  the  pawl  X  will  drop  in  the  teeth  of  rachetO;  an«l  by  pulling 
down  lever  P,  the  windlass  N  will  turn  and  wind  up  the  rope  L,  which, 
being  fastened  to  the  lever  y,  at  D"",  by  bolt  «,  the  connecting  chain 
I  being  fastened  to  the  same  bolt,  and  passing  round  shieve  J  to  lever 
f/,  at  D^^,  will  pull  both  levers  ^  &  at  the  same  time  in  opposite  direc- 
tions, and  pass  from  D^^"  to  D*,  and  from  D"  to  D"*^,  which  will 
complete  the  pressing  of  the  bale. 

The  inventor  says :  I  am  aware  that  levers  similar  to  those  used  by 
me  have  been  used  before  in  various  ways.  I  therefore  disclaim  them 
in  and  of  themselves  considered. 

But  I  claim  the  levers  g  g,  A  A,  chain  I,  shieve  J,  when  arranged 
on  the  beams  E  E,  in  the  manner  shown  and  for  the  purpose  set  forth. 

No.  22,387. — Enoch  Thomas,  of  Beverly,  Va. — Improvement  in  Cam 
Press  — Patent  dated  December  21,  1858. — The  nature  of  this  inven- 
tion consists  in  the  mode  of  constructing  and  arranging  the  journal 
boxes,  so  as  easily  to  vary  the  space  under  the  follower,  and  retain  the 
uniform  position  of  the  pressure;  also,  combining  the  cam  and  wind- 
lass cast  in  one  solid  piece. 

Claim, — The  mode  of  making  and  arranging  the  journal  boxes  so 
as  easily  to  vary  the  space  under  the  follower,  and  retain  the  uniform 
position  of  the  pressure,  in  combination  with  the  cam  and  windlass, 
cast  solid,  when  constructed  and  operated  substantially  as  specified| 
and  for  the  purposes  set  forth. 

No.  20,346. — Jacob  Hibbard,  of  Weathersfield,  N.  Y. — Improve- 
ment in  Cheese  Presses. — Patent  dated  May  26,  1858. — This  invention 
consists  in  operating  the  follower  of  the  press  by  a  system  of  levers 
and  a  weight,  whereby  a  progressive  power  is  obtained,  and  the  cheese 
or  curd  so  acted  upon,  or  subjected  to  such  a  pressure  that  all  the 
whey  and  useless  substances  will  be  expelled  from  it,  and  all  the  cream 
or  oily  and  essential  substances  retained. 

The  inventor  says :  I  am  aware  that  progressive  power  presses  have 
been  previously  used  for  compressing  hay,  cotton,  and  other  substances; 
and  I  do  not  claim,  therefore,  broadly  such  operation. 

But  I  claim  the  combination,  as  described  and  shown  of  the  levers, 
I  G,  connecting  rods  F  H,  weight  L,  and  follower  D,  for  the  purpose 
set  forth. 

No.  21,883. — Hartwell  Kendall,  of  East  Dorset,  Vt. — Improve- 
mefd  in  Cheese  Press, — Patent  dated  October  26, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention.    * 

Claim, — Applying  the  power  through  the  sliding  frame  F  G  H  K, 
by  means  of  the  ratchet  wheel  0,  and  the  pawls,  lever,  and  crank 
connected  therewith,  or  their  equivalents,  so  that  the  shaft  of  said 
rachet  wheel  shall  act  upon  and  move  the  eccentric.,  at  the  same  time 
serving  as  an. an ti- friction  roller,  whereby  simplicity,  lightness,  and 
compactness  of  construction  and  greater  e£Sciency  of  action  are  se- 
cured, as  specified. 
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No.  19,071. — ^Nathan  Chapman,  of  Mystic  River,  Connecticut. — 
Improvewient  in  Cotton  Press, — Patent  dated  January  12,  1858. — The 
nature  of  this  improvement  consists  in  making  the  rods  which  connect 
the  head  and  foot  of  the  press  in  two  parts,  and  connecting  them  by  a 
hinged  joint  so  that  one  of  the  parts  can  be  vibrated  while  the  other 
remains  stationary ;  in  hanging  the  press  box  on  pivots  so  that  it 
may  be  turned  upright  to  be  filled  and  turned  horieontal  to  press  the 
cotton;  also  in  constructing  and  arranging  the  pivots  of  the  press 
box  that  they  may  serve  for  pins  in  the  hinge  joints  of  the  connecting 
rods  ;  in  making  the  boxes  on  which  the  pivots  of  the  press  box  turn 
to  traverse  on  ways  so  as  to  accommodate  the  position  of  the  press 
box,  and  in  arranging  a  bar  to  slide  in  a  groove  for  the  purpose  of 
holding  the  follower  in  place  and  guide  it  in  the  press  box. 

Claim. — The  bar  T^  and  groove  T,  as  described,  in  combination  with 
the  follower,  for  the  purpose  of  holding  it  in  position  while  the  press 
box  is  turned  up  to  be  filled,  and  to  guide  it  in  the  press  box  while  it 
is  pressing  the  balK 

No.  19,202. — David  Q-.  Olbotbad,  of  Vicksburg,  Mississippi. — 
Improvement  in  Cotton  Press. — Patent  dated  January  26,  1858. — The 
wheel  H  may  be  cast  solid ;  it  consists  of  a  plate  gr,  and  spiral  flanges 
hk  on  the  opposite  surface  of  the  plate,  starting  from  the  periphery 
thereof,  but  gradually  approaching  the  centre  as  they  wind  around  until 
they-  reach  the  shaft  I.  These  flanges  are  of  sufficient  strength  to 
sustain  the  tension  of  the  chain,  and  from  a  point  at  the  periphery 
gradually  increase  in  width  toward  the  shaft  sufficientfy  to  cause 
the  chain  or  rope  to  wind  in  the  proper  positions  on  the  flanges  of  the 
shaft. 

The  inventor  says:  I  do  not  claim  the  employment  of  a  fusee  wheel, 
single  or  double,  for  the  purpose  of  pressing. 

But  I  daim  providing  the  fusee  wheel  with  holes  or  equivalent 
means  of  attachment  at  intervals  from  end  to  end  of  the  flanges  thereof, 
8o  that  the  leverage  of  the  press  may  be  readily  varied  when  desired, 
substantially  as  specified. 

No.  19,279.— James  A.  Disbrow  and  James  E.  Crone,  of  Pough- 
keepsie,  N.  Y.,  assignors  to  James  A.  Disbrow  aforesaid. — Improve- 
ment  in  Cotton  Presses. — Patent  dated  February  2, 1858. — The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and 
engravings. 

The  inventors  say :  We  are  aware  that  windlasses  have  been  pre- 
viously used  and  arranged  in  various  ways  to  operate  the  followers  of 
Eresses,  but  we  are  not  aware  that  the  windlasses,  ropes,  and  followers 
ave  been  so  arranged  that  the  ropes  could  protect  the  press  box  from 
lateral  pressure,  while  the  substance  within  the  box  was  being  com- 
pressed. We  do  not  claim,  therefore,  broadly,  the  employment  or  use 
of  windlasses  for  operating  the  follower. 

But  we  daim  the  arrangement  of  the  drums  H  H,  ropes  J,  and 
follower  E,  substantially  as  shown  and  described,  whereby  the  ropes 
are  made  to  serve  the  double  function  of  lateral  supports,  and  as  a 
means  for  connecting  the  follower  to  the  gearing  or  driving  parts. 
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We  further  claim  applying  the  power  to  the  follower  K,  snhfftan- 
tially  as  shown  and  described,  to  wit :  by  means  of  the  rotating  press 
box  A  and  base  B,  annular  rack  £,  gearing  F  6  O  G,  in  connexion 
with  the  drnms  H  H  and  ropes  J,  or  their  e^Luiyalents. 

No.  19,399.— P.  W.  WrmNO,  of  Torktown,  Texas.— Improvement 
in  Cotton  Presses. — Patent  dated  February  16,  1858. — The  nature  of 
this  inrention  consists  in  baring  one  side  of  the  press  box  B  made 
movable,  or  00  arranged  that  it  may  slide,  and  having  toggles  con- 
nected with  it,  the  toggle  being  attached  to  rods  1 1,  and  so  arranged 
with  a  follower  E  connected  with  a  power  screen,  that  as  the  follower 
descends  it  will  automatically  engage  with  the  mechanism  and  move 
the  side  of  the  box  inward,  compressing  the  cotton. 

The  inventor  says :  I  do  not  claim  broadly  compressing  cotton  by 
giving  or  subjecting  it  to  both  a  lateral  or  vertical  pressure,  for  this 
has  been  previously  done. 

But  I  daim  the  peculiar  means  employed  for  effecting  such  purpose, 
whereby  the  two  movements  are  produced  by  one  and  the  same  appli- 
cation of  power,  to  wit :  having  the  side  k  connected  to  the  toggles 
formed  of  the  levers  n  0,  in  which  the  bars  I  O  are  attached,  the  bars 
I  being  provided  with  projections  q  r  arranged  relatively,  as  shown, 
with  the  follower  E,  which  is  operated  by  the  screw  C,  or  its  equivi^ 
lent. 

No.  19,381. — H.  W.  Rahdlb,  of  Barnsville,  Alabama. — Improve- 
ment in  Cotton  Presses. — Patent  dated  February  16,  1858. — ^Power 
being  applied  to  the  shaft  P  causes  the  withdrawal  of  the  follower  C, 
and  permits  the  bale  to  be  discharged  from  its  chamber.  As  the  fol- 
lower is  drawn  out  of  the  box  B  the  rear  of  its  frame  encounters  the 
cross  piece  (2,  and  thus  enables  the  power  exerted  in  the  withdrawal 
of  the  follower  to  overcome  the  strength  of  springs  s,  and  cause  slide 
pieces  e  e  to  be  withdrawn  from  off  the  string  pieces  of  the  box. 
Shoulder  1  of  lever  I  then  rises  in  front  of  cross  piece  <2,  {Jig.  2,)  and 
box  B  turns  to  its  vertical  position. 

Claim. — The  revolving  box  B  and  follower  C,  mounted  on  a  carriage 
as  described,  in  combination  with  the  sliding  frame  c£  e  e,  so  con- 
structed as  to  lock  the  box  and  be  withdrawn,  substantially  as  set 
forth. 

No.  19,413.— Eugene  Duchamp,  of  St.  Martinsville,  Louisiana.— 
Improvement  in  Cotton  Presses. — Patent  dated  February  23,  1858. 
The  object  of  this  invention  is  to  obtain  a  progressive  or  variable 
power,  so  that  the  power  is  increased  and  the  speed  decreased  as  power 
IS  required,  and  the  power  decreased  and  speed  increased  as  a  gradu- 
ally less  or  diminishing  power  is  required. 

The  inventor  says :  I  am  aware  that  presses  have  been  devised  in 
various  ways,  so  that  the  plungers  may  be  operated  by  a  progressive 

r)wer,  and  levers  variously  arranged  have  been  used  for  such  purpose, 
therefore  do  not  claim  broadly,  and  irrespective  of  the  means  em- 
ployed, thus  operating  the  plungers. 

But  I  daim  the  arrangement  and  combination  of  the  link  G,  leveia 


Xn. — ^LEVER.  SCREW,  ETC.  276 

F  J  E  I^  straps  D  H,  and  plungers  B  0,  as  and  for  the  purposes  set 
forth. 

No.  19,571. — Joseph  Loving,  of  Moscow,  Tennessee. — Improvement 
in  Cotton  Presses. — Patent  dated  March  9,  1858. — This  invention 
relates  to  an  improvement  in  that  class  of  presses  in  which  a  progres- 
sive power  is  obtained,  and  consists  in  the  peculiar  means  employed 
for  actuating  the  follower,  whereby  a  progressive  power  is  not  only 
obtained  by  a  very  simple  means,  but  the  small  amount  of  friction 
attending  the  operating  or  moving  of  the  follower  gradually  dimin- 
ishes as  the  lever  power  is  increased. 

The  inventor  says :  I  do  not  claim  broadly  so  operating  the  follower 
of  the  press  that  a  progressive  or  variable  power  is  obtained,  for  vari- 
ous plans  have  been  devised  for  eflTecting  this  purpose. 

But  I  daim  the  peculiar  means  employed  for  thus  operating  the  fol- 
lower, to  wit :  the  crossed  levers  F  G  in  combination  with  the  rollers 
aab  and  e  e/,  attached  respectively  to  the  follower  bar  E  and  straps  c  c, 
substantially  as  shown  and  described. 

No.  19,714. — Hiram  Ross,  of  Rockport,  Indiana. — Improvement  in 
Ootton  Presses, — Patent  dated  March  23,  1858. — This  is  an  improve- 
ment on  that  class  of  presses  in  which  a  progressive  power  is  obtained, 
and  consists  in  the  employment  of  toggle  E  EHn  connexion  with  a 
lever  G,  so  arranged  that  the  work  is  performed  expeditiously. 

The  inventor  says :  I  do  not  claim  separately  the  toggles  E  E^  for 
operating  the  follower  D,  for  they  are  a  common  and  well  known 
devioe,  and  have  been  previously  used  for  similar  and  analogous  pur- 

But  I  claim  the  toggles  E  E^,  in  combination  with  the  lever  G,  pro- 
vided with  the  semi-circular  projections  I  J,  and  connected  with  toggles 
by  cords  or  chains  F  K  ;  the  whole  being  arranged  to  operate  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  19,821. — Henry  Shbader,  of  Burnsville,  Alabama. — Improve- 
ment in  Cotton  Presses. — Patent  dated  March  30,  1858. — ^A  A  is  the 
frame  ;  B  B  are  the  braces  ;  c  is  the  cap  or  beam  to  which  the  braces 
are  jointed  ;  R  R  are  two  double  racks  to  which  both  braces  are  con- 
nected by  the  head  H  of  the  racks  ;  I  is  a  shaft  on  which  is  fastened 
the  pinion  P  ;  this  gears  into  the  two  racks. 

The  inventor  says :  I  do  not  claim  the  use  of  racks,  as  they  have 
been  heretofore  used  ;  neither  do  I  claim  the  toggle  joints. 

But  I  daim  the  construction  and  combination  of  the  double  racks 
with  the  toggle  joints,  as  above  described,  for  the  purpose  explained, 
and  in  the  manner  as  set  forth. 

I  also  claim  the  hinge  connecting  the  lower  ends  of  the  toggle  levers 
with  the  follower,  in  combination  with  the  operation  of  the  levers,  as 
described,  by  which  both  followers  are  operated  in  the  same  time  and 
with  the  same  application  of  power. 

No.  19,838. — William  Field,  of  Providence,  Rhode  Island. — Im^ 
provement  in  Cotton  Presses. — Patent  dated  April  6,  1858. — This  in- 
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yentioD  consists  in  connecting  the  followers  with  each  other  by  chainf, 
or  any  other  flexible  connexion,  so  arranged  that  the  motion  imparted 
to  the  upper  follower  D  is  transmitted  by  it  to  the  lower  one  E,  whereby 
the  power  is  only  applied  to  one  instead  of  both  the  followers.  Also 
in  arranging  the  chains  connecting  the  followers ;  and  also  the  screw  g 
that  gives  motion  to  the  upper  follower,  so  that  the  strain  of  the  screw 
on  one  side  of  the  top  of  the  press  is  counterbalanced  by  the  strain  of 
the  chains  on  the  opposite  side,  by  which  means  the  press  is  borne  by 
the  top  girt  alone,  and  not,  as  in  other  presses,  transferred  to  the 
frame,  thereby  requiring  it  to  be  made  of  great  strength. 

The  inventor  says :  I  claim^  1st.  The  arrangement  of  the  chains,  or 
their  equivalent,  connecting  the  followers,  so  that  by  applying  power 
and  motion  to  one  follower  it  is  transmitted  to  the  other,  and  also  the 
followers  retain  their  parallelism  to  each  other,  however  unequal  the 
resistance  at  either  ends. 

2d.  The  combination  of  the  screw  for  raising  the  follower  with  the 
chains,  or  their  equivalent,  for  raising  the  followers,  when  arranged 
as  described,  for  the  purpose  set  forth. 

3d.  The  guard  plate,  in  combination  with  the  followers,  for  the 
purpose  described. 

No.  20,973. — BEDDnrG  G.  Williams,  of  Hannahatchee,  Oeorgia. — 
Improvemewt  in  Cotton  Presses. — Patent  dated  July  20,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — Arranging  the  press  in  relation  to  the  screw  that  any  re- 
quired length  of  lever  for  operating  the  press  may  be  obtained,  the 
press  resting  on  the  upper  main  sill  A,  instead  of  resting  on  the  ground 
sill,  as  set  Ibrth. 

No.  21,317. — TnoifAB  J.  Bottoms  and  Jambs  A.  Bullock,  of  Thomas 
county,  Georgia. — ImprovemefU  in  Cotton  Presses. — Patent  dated 
August  31,  1858.— The  lever  D  is  attached  to  the  staff  C  of  the  fol- 
lower C^  by  means  of  the  pin  c,  which  passes  through  the  end  of  the 
staff  0,  and  through  the  bridle  plate  ».  The  box  B  is  of  a  form  and 
dimensions  to  receive  the  material  to  be  pressed,  and  the  follower  (7, 
which  enters  at  the  end  F,  and  plays  within  it,  fitting  closely. 

Claim. — The  combination  of  tne  follower  staff  C,  bridle  A,  lever  D, 
follower  C^,  and  the  revolving  perforated  box  B,  operating  as  de- 
scribed and  for  the  purposes  set  forth. 

No.  21,894. — Cornelius  Martratt,  of  Waterford,  N.  Y. — Improve- 
ment  in  Cotton  Presses. — ^Patent  dated  October  26,  1858. — The  nature 
of  this  invention  is  explained  by  the  claim  and  engravings. 

Claim. — The  application  of  the  racks  connect^  to  the  frame,  in 
combination  with  the  pinions  and  side  shafts,  revolving  freely,  and 
connected  to  the  sides  of  the  follower  L,  for  the  purpose  of  dis- 
tributing the  pressure  equally  over  the  surface  of  follower  as  it  is 
raised,  and  obviating  the  tipping  and  end  strain  and  diminishing 
the  friction,  substantially  as  set  forth. 
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No  19,708. — Charlbb  Moorb,  of  Trenton,  N.  J. — Improvement  in 
Presses  for  Eoctracting  Oil  from  Linseed. — Patent  dated  March  23, 
1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says  :  I  claim  the  comhination  of  the  ground  plates 
with  the  hair  padding,  or  such  other  padding  as  mav  he  used,  fastened 
to  the  plates  of  the  press,  with  its  edges  made  thicker  than  the  body 
of  the  padding. 

I  also  claim  connecting  the  upper  plate  D  to  the  top  of  the  press 
by  links  or  staples  and  pins,  and  the  plates  to  one  another  by  links 
and  pins,  sa  arranged  that  the  plates  may  be  pressed  together  with- 
out cramping  the  links  by  which  they  are  connected. 

No.  19,149. — Charlbs  Moorb,  of  Trenton,  N.  J. — Improvement  in 
Presses  for  Packing  the  Pulp  of  Linseed  or  other  Seeds  Preparaiory  to 
Extracting  the  Oil  from  them. — Patent  dated  January  19,  1858. — 
The  nature  of  this  invention  consists  in  arranging  a  hinged  hopper 
M  over  the  mould,  into  which  the  pulp  or  other  substance  is  to  be 

Eassed,  in  combination  with  a  follower  L,  working  down  through  the 
opper,  and  pressing  the  pulp  or  other  substance  into  the  mould  0. 
Claim. — In  combination  with  the  described  mould  and  hinged 
hopper  a  follower  fitted  to  work  through  the  said  hopper  into  the 
mould,  and  operated  substantially  as  described  for  the  purposes  set 
forth. 

No.  20,551. — Lincoln  L.  Cummings,  of  Munnsville,  N.  T. — Improve- 
ment in  Hay  and  Cotton  Presses^  dtc. — Patent  dated  June  15,  1858. — 
The  object  of  this  invention  is  to  overcome  the  difficulty  attending 
the  free  or  perfect  operation  of  the  press,  in  case  the  follower  in  its 
descent  assumes  an  inclined  position.  This  object  is  attained  by 
having  the  screws  which,  in  connexion  with  rotating  nuts  J,  form 
the  device  by  which  the  follower  is  operated,  fitted  in  movable  plates, 
80  that  the  screws  and  nuts  may,  when  necessary,  be  shifted  or  ad- 
justed for  the  purpose  of  regulating,  during  the  operation  of  pressing, 
the  position  oi  the  follower. 

The  inventor  says  :  I  do  not  claim  the  screws  I  and  nuts  J  for  the 
purpose  of  operating  the  follower  B,  for  they  have  been  previously 
used. 

But  I  claim  the  caps  D,  plates  E  E,  and  the  bar  G,  in  combination 
with  the  screws  1 1  and  nuts  J;  the  whole  being  arranged  to  operate 
as  and  ior  the  purpose  set  forth. 

No.  22,216. — Hbnrt  Barnes,  of  Blairsville,  Penn.,  assignor  to 
Himself  and  N.  G.  Macrum,  of  Pittsburg,  Penn. — Improvement  in 
Hay  and  Cotton  Press. — Patent  dated  November  30,  1858. — In 
operating  this  machine,  when  the  cam  or  eccentric  is  twined  in  the 
direction  of  the  arrow,  so  as  to  shove  the  follower  C  inward,  the  speed 
of  the  follower  will  be  gradually  decreased  as  the  periphery  of  the 
cam  or  eccentric  gradually  approaches  nearer  its  axis.  The  leverage 
and  power  will,  therefore,  be  correspondingly  increased  as  power  is 
required. 
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Claim. — The  arrangement  and  combination  of  the  geared  eocentric 
F,  inclined  rack  E,  and  follower  D,  substantially  as  and  for  the  pur- 
pose shown  and  described. 

No.  19,232. — JosKPH  W.  Socage,  Pine  BluflF,  Ark. — Improvement 
in  JadcnScrew  Presses . — Patent  dated  February  2,  1858. — These  im- 
provements refer  only  to  the  •*  Jack-Screw  Press,"  and  are  designed — 
1st,  to  simplify  the  same  so  that  negroes  may  superintend  its  manage- 
ment; 2d,  to  render  the  follower  of  the  same  capable  of  self-lower- 
ing; and,  3d,  lessen  the  weight  of  the  toothed  rack-bar,  which  carries 
the  follower,  without  impairing  the  strength  at  the  point  where  the 
greatest  strain  comes  upon  it. 

The  inventor  says:  1  daim  the  arrangement  and  combination  of  the 
follower  E,  toothed  rack-bar  F,  pinion  G,  grooved  pulley  I,  and  wind- 
lass L,  in  the  position  and  manner  specified,  for  the  purpose  of  ren- 
dering the  follower  capable  of  pressing  upward  and  self-lowering,  as 
set  forth. 

Second.  Giving  the  toothed  rack-bar  a  gradual  taper  on  each  edge, 
from  bottom  to  top,  so  that  it  shall  contain  less  metal,  and  require 
less  power  to  raise  it,  substantially  as  set  forth. 

No.  20,509. — Philip  H.  Raiford,  ot  Mobile,  Ala. — Improvement  in 
jRcUchet  Presses. — Patent  dated  June  8,  1858. — The  object  of  this  in- 
vention is  to  actuate  the  pawl  a  b  that  moves  the  ratchet  c  by  means 
of  an  eccentric  c  /  on  a  revolving  shaft  g.  The  power  with  which  the 
ratchet  is  operated  by  this  arrangement  is  inversely  as  the  difference 
between  the  longest  and  shortest  radii  of  the  eccentric. 

Claim. — The  combination  of  the  eccentric  pawl  and  ratchet  with 
the  platen  of  a  press,  substantially  as  described. 

No.  19,256. — William  R.  Mussbr,  of  Baltimore,  Md.,  and  John 
Coleman,  of  Lynchburg,  Va. — Improvement  in  Tobacco  Presses. — 
Patent  dated  February  2, 1858. — The  nature  of  this  invention  consists 
in  the  application  of  levers  A  and  U  to  a  stout  piston-rod  d  d  running 
through  the  head  of  the  press  E  for  the  purpose  of  giving  pressure 
to  the  platen  H  I  J  of  the  press,  which  is  detached  from  the  piston-rod 
and  made  to  fit  over  the  top  bar.  M  is  the  truck  which  is  used  for 
the  purpose  of  running  the  braces  K  K  containing  the  material  to  be 
pressed  under  the  rod,  and  removing  them  after  being  pressed. 

Claim. — The  application  of  the  levers  A  and  U,  the  sheaths  over 
which  the  chain  passes,  said  chain  being  connected  to  the  end  of  lever 
U;  the  braces  K  K  to  retain  the  pressure,  and  the  movable  truck 
passing  under  the  press.  Also  the  combination  of  the  whole  as  a  new 
and  useful  machine  for  mechanical  purposes,  substantially  as  set  forth. 

No.  21,079. — David  L.  Millbb,  of  Madison,  New  Jersey. — Improve^ 
ment  in  Mode  of  Operating  Presses. — Patent  dated  August  3,  1858. — 
L  is  the  movable  or  press  plate,  which  is  provided  with  a  hole  in  its 
centre  to  receive  the  lower  end  of  the  movable  cylindrical  nut  C,  which 
is  also  provided  with  a  shaft  or  bearing  at  its  lower  end,  upon  which 
it  revolves  when  turned  by  the  large  crank  D. 
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The  inyentor  says :  1>  do  not  pretend  to  claim  the  individaal  or 
separate  parts  of  the  described  apparatus  for  operating  presses,  as  my 
patent  on  '^lifting  jacks"  covers  both  the  gearings,  outer  cylinder  B 
and  inner  cylinder  0. 

But  I  dcUm  the  application  of  two  distinct  actions  by  means  of  the 
bevel  gearing  D,  endless  screw  ^ear  G,  barrel  B,  cylindric  nut  c, 
arranged  and  operated  substantially  as  described  and  shown. 

No.  20,947. — HtoffRY  Erausb,  of  New  York,  N.  Y. — Improvement  m 
Uachine/or  Pressing  Grape*.— Patent  dated  July  20,  1858.— The 
grapes  pass  from  the  hopper  A  down  between  the  soft  roller  D  and 
the  hand  roller  E,  where  they  are  thoroughly  mashed  or  squeezed, 
but  the  skins  and  seeds  adhere  to  the  roller  D,  and  not  to  the  roller  E. 
The  skins  and  seeds  are  scraped  off  the  soft  roller  by  the  scraper  F, 
and  thrown  out  of  the  door  Y.  The  juice  passes  down  through  the 
strainer  N  into  the  receiver^  from  thence  through  the  pipe  e  to  the 
casks. 

The  iuTcntor  says :  I  do  not  claim  to  be  the  inyentor  of  rollers  for 
pressing  crapes. 

But  I  daim  the  soft  roller  D,  in  combination  with  the  adjustable 
hard  roller  E,  arranged  and  operated  by  means  of  the  cogged  gearing, 
in  the  manner  and  for  the  ostensible  purpose  substantially  as  described 
and  shown. 

No.  22,014. — William  Cameron,  of  Petersburg,  Virginia. — Im^^ 
pravement  in  Mctdtinery  for  Pressing  Tobaooo. — Patent  dated  Novem- 
ber 9,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  o2atm,  first,  the  construction  of  the  ring  which 
contains  the  tobacco  boxes,  vie :  by  segments  held  together  by  a  band 
which  can  be  tightened  or  loosed,  and  move  independent  of  said  seg- 
ments, as  set  forth. 

I  also  claim  the  forming  of  a  press  by  means  of  one,  two,  or  mor  3 
of  such  rings,  enclosing  a  series  of  tobacco  boxes  with  plates  abov3 
and  below  them,  and  screw-rods  furnished  with  hand  wheels  and  null 
passing  through  said  rings  and  plates,  substantially  as  described. 

No.  20,623.— Thomas  F.  CnRisnAN,  of  Wilson,  North  Carolina.— 
Improvement  in  Machine  for  Sowing  Marly  Dirty  <kc. — ^Patent  dated 
June  22,  1858. — The  nature  of  this  invention  consists  in  providing, 
suitable  buckete  to  lift  the  marl  or  dirt  from  excavations,  and  also  the 
water  that  accumulates  in  the  bottom  of  the  same,  and  an  apron  to 
receive  and  elevate  the  marl  or  dirt  to  the  top  of  the  pit,  which  is 
worked  by  cranks  and  wheels. 

Claim. — The  adjustable  marl,  dirt  and  water  elevator,  in  combina- 
tion with  the  movable  pinions  p  p,  cross  bar  n,  and  endless  apron  Sj 
as  described,  and  with  the  additional  elevator  and  extension  piece,  for 
the  purpose  set  forth,  and  substantially  as  described,  in  the  manner 
specified. 
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No.  21,145. — Horatio  B.  OseooD,  of  New  Hayen,  Oonnecticnt. — 
Improvement  in  Counter  Scales. — Patent  dated  August  10,  1858. — 
The  nature  of  this  invention  consists  in  an  improred  method  of  bring- 
ing the  pea  e  to  a  standard  weight  for  reading  from  a  double  scale — 
f.  e.,  a  scale  marked  on  each  side  of  the  beam. 

Claim.  *— The  method  of  bringing  the  pea  to  a  standard  weight,  and 
to  enable  it  to  indicate  weight  from  scales  on  opposite  sides  of  the 
beam,  consisting  of  the  adjustable  pins,  in  combination  with  the  pea 
as  described,  substantially  in  the  manner  set  forth. 

No.  19,061. — James  Kellt,  of  Sag  Harbor,  New  York,  assignor  to 
Himself  and  John  Sherry,  of  Sac  Harbor,  New  York. — Improvement 
in  Flai/orm  Scales. — Patent  dated  January  6, 1858. — In  this  improve- 
ment  the  bars  B,  arms  C,  arm.  E,  lever  F,  and  rod  H,  form  the  con- 
nexion between  the  scale  beam  I  and  platform  D.  If  the  weight  upon 
the  platform  D  bears  upon  one  projection  d  more  than  on  the  others, 
it  will  not  affect  the  operation  of  the  scales,  because  the  arm  C  are 
connected,  and  the  pressure  of  the  weight  will  be  transmitted  equally 
to  all  the  bearings. 

Claim. — The  combination  of  the  bars  B  by  linking  together  the 
extremities  of  the  arm  c,  when  the  said  bars  and  arms  are  arranged 
in  respect  to  each  other  as  set  forth. 

No.  19,985. — Charlbs  H.  Earlb,  of  Green  Bay,  Wisconsin. — In^ 
]^rovement  in  Platform  Scales.— YeX^nX  dated  April  20,  1868.— This 
invention  consists  of  a  peculiar  arrangement  of  means  employed  for 
connecting  the  scale  beam  with  the  platform,  the  object  being  to  sim- 
.plify  the  construction  of  platform  scales,  and  render  the  different  parts 
less  liable  to  get  out  of  repair. 

The  inventor  says :  I  clmmy  first,  supporting  the  platform  by  plates 
I  F,  arranged  as  shown,  and  connecting  the  platform  with  the  beam 
Q,  by  means  of  the  bent  lever  0,  rod  N,  and  arm  M,  or  an  equivalent 
de\  ^'ce,  for  the  purpose  specified. 

Sectnd.  The  auxiliary  weight  formed  of  the  chain  U,  in  connexion 
with  the  cup  T,  arranged  as  shown,  or  in  any  equivalent  way,  to 
operate  as  and  for  the  purpose  set  forth. 

No.  20,492. — J.  F.  Kbeler,  of  Cleveland,  Ohio. — Improvement  in 
Platform  /ScaZe«. —Patent  dated  June  8,  1858. — The  nature  of  this 
invention  consists  in  constructing  platform  scales  with  a  spirit  lever 
G,  or  plumb  line  C,  so  arranged  that  the  level  of  the  scale,  or  any 
variation  therefrom,  will  be  indicated  and  corrected  by  a  weighted 
pointer  or  indicator  a. 

The  inventor  says :  I  daim  the  application  of  a  device  for  levelling 
the  bearings  of  platform  scales,  when  arranged  substantially  as  de- 
scribed. 

I  also  claim  combining  with  platform  scales  a  weighted  lever  or  in- 
dicator, in  such  a  manner  that  the  platform  scales  may  be  used  either 
with  or  without  it,  substantially  as  set  forth. 
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No,  22,244. — Elnathan  Sabjpson,  of  St.  Jobnsbury,  Vermont. — 
Improvement  in  Platform  Scales. — Patent  dated  December  7,  1858. — 
This  invention  consists  in  dispensing  with  the  lower  cross-bars  and 
their  attachments,  heretofore  employed  for  sustaining  the  platform 
and  indicating  the  weight  of  objects  brought  upon  the  same^  and  sub- 
stituting therefor  a  more  simple  and  economical  combination  and 
arrangement  of  parts,  which  shall  not  only  render  the  scale  more 
effective  and  sensitiye  in  its  operation,  but  also  less  liable  to  get  out 
of  order  from  the  constant  traversing  of  cars  and  other  objects  over 
its  platform. 

Claim. — The  arrangement  of  the  stationary  frame  B,  descending 
and  sliding  platform  L  L^,  rising  frame  H,  descending  arm  0,  and 
weighing  beam,  when  the  whole  is  combined  by  means  of  links  E  E 
I  N,  and  knife-edge  bearings  D  G  M  M^  K^  and  arranged  in  the  man- 
ner and  for  the  purpose  as  described. 

No.  20,792. — Samuel  H.  Habtman,  of  Pittsburg,  Pennsylvania. — 
Improvement  in  Machines  for  Testing  the  Strength  in  Springs. — Patent 
dated  July  6,  1858. — The  spring  is  placed  upon  the  point  b  of  the 
cross-head  I^  and  the  cross-head  E  is  then  run  down  upon  it  until  its 
point  c  rests  upon  the  highest  point  of  the  spring,  which  is  then  held 
Detween  its  highest  and  lowest  points.  The  steam  cock  L  is  then 
turned  so  as  to  admit  steam  under  the  piston  G,  which  rises  and  com- 
presses the  spring.  When  an  amount  of  pressure  has  been  put  upon 
the  spring  equal  to  that  which  it  is  designed  to  sustain,  the  steam  cock 
L  is  turned  so  as  to  connect  the  cylinder  with  the  exhaust  K,  and 
the  piston  drops  to  its  original  position. 

The  inventor  says :  I  ctoim,  first,  the  application  of  steam  through 
mechanical  appliances,  substantially  such  as  represented,  to  the  com- 
pressing sprmgs,  with  a  view  of  testing  their  temper  or  strength^ 
substantially  as  described. 

I  also  claim,  in  combination  with  steam  applied  as  stated  for  com- 
pressing the  spring  to  ascertain  its  temper  or  strength,  the  application 
of  a  steam  indicator,  for  showing  in  pounds  weight  or  otherwise  the 
amount  of  pressure  applied,  as  set  forth. 

No.  21,950. — John  Ferribr,  of  Charlestown,  Massachusetts. — Im- 
provement in  Tackle  Blocks. — Patent  dated  November  2,  1858. — This 
invention  consists  in  constructing  the  block  with  two  rows  of  pul- 
leys, one  placed  above  the  other,  with  the  axis  of  one  row  at  right 
angles  to  that  of  the  other,  the  rope  passing  around  the  pulleys  of  the 
blocks  so  that  a  great  number  of  pulleys  may  be  placed  within  a  block 
of  less  cumbersome  dimensions  tnan  usual,  friction  diminished,  and 
a  strong  block  obtained. 

Claim. — Placing  two  rows  of  pulleys  C  D  in  each  block,  the  axis 
o  of  one  row  being  at  right  angles  to  the  axis  h  of  the  other,  and  the 
rope  passe4  or  adjusted  around  the  pulleys,  as  and  for  the  purpose  set 
forth. 

No.  21,028. — J.  ScHEiTLTN,  of  Columbia,  South  Carolina. — Improve- 
ment  in  Machine  for  Weighing  and  Begistering  Orain. — Patent  dated 
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July  27,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  cZatm,  first,  a  bucket  F  with  two  compart- 
ments, for  a  grain  weighing  and  registering  machine,  which  is  sus- 
pended freely  from  the  arm  R  of  the  balance  until  the  weighing  is 
completed,  and  does  not  require  to  be  turned  or  oscillated  to  dislodge 
the  grain. 

Second.  The  combination  of  a  bucket  with  a  tipping  bottom  to  open 
and  close  the  compartments  alternately,  with  a  tipping  tray  operating 
substantially  as  described. 

Third.  The  combination  of  the  roller-arm,  or  its  equivalent,  with 
the  scale  beam  B  and  registering  apparatus,  in  such  manner  that  the 
same  part  of  the  mechanism  which  makes  the  count  also  resets  and 
locks  the  tipping  bottom,  so  that  no  miscount  cfin  be  made. 

No.  21,999. — James  W.  Mabtin,  of  Philadelphia,  Pennsylvania, 
assignor  to  Lewis  Bothermbl,  of  said  Philadelphia. — Improvement  in 
Weighing  Oarts. — Patent  dated  November  2,  1858. — This  invention 
relates  to  an  improvement  on  a  weighing  cart,  which  was  patented  by 
the  inventor  May  20, 1856.  The  device  is  intended  for  weighing  loads 
previously  to  being  dumped,  so  that  the  purchaser  can  ascertain  the 
weight  of  the  article  bought,  and  thereoy  prevent  imposition.  It 
consists  in  an  improved  mechanism  whereby  the  cart  body  may  be 
firmly  secured  to  its  bed,  and  also,  when  necessary,  detached  there- 
from, and  elevated  so  as  to  be  connected  only  with  the  scale  beam  for 
the  purpose  of  having  the  load  weighed. 

Claim. — The  shaft  E,  provided  with  hooks  d  d  and  arms  e  e,  which 
are  connected  by  rods  //  with  lever  ^,  having  their  fulcra  i  connected 
by  pendants  j  to  the  arms  i  of  a  shaft  Z,  which  is  connected  with 
the  scale  beam  G  by  the  arm  o  and  rod  a,  the  rods  q  of  the  body  rest- 
ing on  the  lever  A,  when  the  latter  raises  the  body,  and  the  latter  pro- 
vided with  the  rod  c  for  the  hooks  d  to  catch  over ;  the  whole  being 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  20,513.— WiLUAM  ScHNEBLY  and  Thomas  Schnebly,  of  Hacken- 
sack,  New  Jersey. — Improvement  in  AuUnruUic  Grain  Weighing  Ma- 
chines.— Patent  dated  June  8,  1858. — The  inventors  say:  We  do  not 
claim  to  be  the  first  inventors  of  weighing  machines  in  which  the 
weight  of  grain  was  made  to  open  and  close  valves  for  regulating  the 
supply  and  discharge  of  the  same ;  for  many  such  machines  have  oeen 
made. 

Neither  do  we  claim  broadly  in  weighing  machines  the  operating 
of  the  parts  which  control  the  supply  and  discharge  of  the  grain  by 
means  of  the  scale  beam,  or  by  means  of  parts  connected  with  the 
scale  beam ;  many  other  machines  have  been  made  in  which  this  fea- 
ture is  seen.  The  patent  of  W.  H.  Bramble,  April  8,  1856,  is  an 
example  in  point.  In  this  device  a  connexion  is  made,  forgone  of  the 
purposes  just  mentioned,  with  the  scale  beam ;  our  connexion  is  be- 
hind or  in  the  rear  of  the  fulcrum.  It  is  a  great  and  important  point 
to  have  the  scale  beam  elongated  in  front,  or  in  advance  of  the  ful- 
crum, and  to  operate  the  parts  which  control  the  supply  of,  and  dis- 
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charge  of,  the  grain  hy  arms  M  M'  in  front  of  the  fulcrum.  This 
arrangement  permits  the  discharge  yalves  0  0  to  be  kept  open  for  the 
full  exit  of  the  grain  until  the  opposite  tub  I  has  been  filled.  The 
valves  could  not  thus  be  kept  open  if  they  were  operated  by  means 
of  the  rear  end  of  the  scale  beam.  The  use  of  the  elongated  arm  in 
front  of  the  fulcrum  also  permits  a  great  simplification  of  the  machine, 
and  dispenses  with  the  necessity  of  connecting  rods  and  levers,  lessens 
the  number  of  points  of  friction^  and  promotes  the  probabilities  of 
accuracy. 

We  therefore  daim  the  weighing  of  grain,  &c.,  automatically, 
under  a  continuous  flow  or  otherwise,  without  employing  the  gravity 
or  weight  of  grain  being  weicched  for  the  purpose  of  checking  or 
cutting  oflf  the  supply  of  grain  entering  into  the  receptacles  to  be 
weighed,  or  for  the  purpose  of  discharging  the  grain  from  the  recep- 
tacles in  which  it  has  been  weighed,  during  the  period  of  the  process 
of  weighing,  or  when  the  quantity  of  grain  is  being  determined  or 
weighed,  substantially  in  the  manner  as  set  forth. 

We  claim  providing  the  hopper  B  with  hinged  valves  c  c,  each 
having  a  lever  with  a  weight  D  D  on  it,  and  attached  thereto,  when 
used  in  combination  with  projecting  arms,  which  are  made  to  operate 
the  same,  in  the  manner  and  for  the  purpose  as  set  forth. 

We  claim  the  balanced  valve  E  in  its  location  below  the  hopper  and 
above  the  stationary  chute  or  bridge,  when  used  in  combination  with 
projecting  arms  Gt  G,  cams  F,  &c.,  and  a  pendulum,  with  an  adjust- 
able weight,  in  the  manner  and  for  the  purpose  substantially  as  set 
forth. 

We  claim  the  toggle  joints  P  P,  in  combination  with  vertical  hinged 
valves,  when  operat^  on  and  for  the  purpose  as  substantially  set  forth. 

No  19,466. — John  HARTMAN,jr.,  of  Philadelphia,  Pennsylvania, 
assignor  to  John  Hartman,  sr.,  of  said  Philadelphia  — ImprovemerU  in 
the  ConsirtAction  and  Arrangement  of  the  Weighing  Mechanism  Applied 
to  the  Carta  of  Coal  Dealers  arui  Others. — Patent  dated  February  23, 
1858. — This  invention  consists  in  supporting  the  platform  levers  C 
and  C^  directly  upon  the  cart  axle  tree  and  a  single  cross  piece  F  fixed 
to  the  thill,  or  shaft  timbers  B  B,  so  as  to  dispense  with  the  supple- 
mentary frame ;  in  making  the  weight  points  of  the  said  levers  to 
serve  also  as  axles  to  friction  rollers,  so  as  to  cause  the  latter  to  bear 
directly  against  parts  of  the  bottom  frame  of  the  cart  body  without  a 
dragging  motion  ;  and  also  to  allow  the  tilting  motion  of  the  body 
without  its  carrying  with  it  both  of  the  platform  levers  ;  and  also  the 
mode  of  keeping  the  body  in  its  proper  position  in  connexion  with  the 
shaft's  frame,  so  as  to  permit  its  more  free  motion  up  and  down  in 
weighing  and  in  tilting  the  body,  so  that  it  shall  not  impair  its  fixed 
security  thereon  whilst  the  cart  is  used  in  hauling  or  driving. 

The  inventor  says :  I  daim^  first,  supporting  the  platform  lever  0 
and  C^  directly  upon  the  axle  tree  E  and  the  cross  piece  F,  which  is 
fixed  to  the  thill  timbers,  substantially  in  the  manner  and  for  the 
purposes  set  forth  and  described. 

Second.  I  claim  the  use  of  the  friction  rollers  1 1,  so  that  their 
axles  shall  serve  as  the  weight  points  to  the  levers  C  and  C^,  the  same 
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being  applied  to  the  levers  so  as  to  operate  substantiallj  in  the  man- 
ner and  for  the  purposes  set  forth  and  described. 

Third.  I  also  claim  the  combination  of  the  vertically  slotted  plates 
//,  rigidljr  fixed  to  the  axle  tree  B,  and  the  thill  pieces  B  B,  as  de- 
scribed, with  the  friction  rollers  g  g  working  in  the  said  slots  and 
upon  the  journals  h  h  fixed  in  the  frame  of  the  cart  body  as  described, 
so  as  to  operate  together  in  the  manner  and  for  the  purposes  set  forth 
and  described. 

No.  19,263. — William  Riebb,  of  Penn  Yan,  New  York. — Improve- 
ment in  Safety  Winch. — Patent  dated  February  2,  1858.— A  repre- 
sents the  shaft  to  which  the  winch  is  applied ;  B  the  main  arm  or 
lever  of  the  winch ;  C  C  the  ratchets  placed  on  the  shaft ;  D  D  are  the 
pawls  placed  on  the  sides  of  the  lever  and  attached  to  the  cross  bar  I. 
'The  operator  must  take  hold  of  the  handle  C  and  turn  either  direc- 
tion, when  one  of  the  pawls  will  catch  and  allow  him  to  exert  his  force 
upon  the  shaft.  When  he  lets  go  the  handle  the  pawl  will  leave  the 
ratchet  and  the  winch  will  hang  down  loose  upon  the  shaft,  and  there 
will  be  no  danger  from  the  winch  if  the  shaft  continues  to  revolve. 

Claim, — The  means  used  to  operate  the  pawls  D  and  D,  substan- 
tially as  above  specified;  also  the  racthets  C  and  C,  when  used  in  com- 
bination with  the  devices  mentioned. 
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No.  19,T35. — Samuel  Grbrn,  of  Grand  Rapids,  Michigan,  assignor 
to  Silas  B.  Grbbn,  of  Rochester,  New  York. — Improvement  in  BeU 
Coupling. — Patent  dated  March  23,  1858. — This  invention  consists  of 
a  metal  plate  C  of  oblong  form,  equal  in  length  to  the  width  of  the 
belt  to  which  it  is  appliea,  and  firmly  riveted  to  one  end  of  the  belt 
parallel  with  its  edge.  This  plate  or  stock  has  one  or  more  slots  in 
it,  in  which  slots  tongues  D,  corrugated  or  grooved  at  one  edge  and 
provided  with  spurs,  are  fitted.  The  opposite  end  of  the  belt  is  passed 
through  the  slot  in  the  plate,  and,  owing  to  its  relative  position  with 
the  tongues  and  plate,  is  firmly  secured  therein  by  the  tension  of  the 
belt,  and  the  two  ends  of  the  same  are  firmly  connected. 

Claim. — The  plate  or  stock  0  slotted  and  provided  with  tongues  D, 
one  or  more,  corrugated  at  one  edge  and  provided  with  spurs  g,  the 
whole  being  constructed,  arranged,  and  applied  to  the  ends  A  B  of 
the  belt,  so  as  to  act  substantially  as  and  for  the  purpose  set  forth. 

No.  19,318. — Henry  Underwood,  of  New  York,  N.  Y. — Improved 
Lap  Joints/or  Belting. — Patent  dated  February  9, 1858. — This  inven- 
tion is  designed  to  prevent  the  ruffling  or  turning  up  of  the  outer  ends 
of  the  laps  which  is  generally  caused  by  the  friction  produced  as  the 
joint  passes  over  pulleys,  drums^  &c.,  and  also  to  prevent  the  cutting 
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of  tbe  thin  outer  ends  of  the  lap  by  the  heads  of  the  rivetfl  in  case  the 
cement  loses  its  adhesive  property  or  gives  way^  and  the  connexion 
thereby  forjned  solely  by  the  rivets. 

Claim. — The  straps  b  placed  on  the  rivets  a  a}  which  pass  through 
the  outer  and  inner  ends  of  the  laps  or  ^'  skived  "  portion  of  the  parts 
or  ends  A  B  of  the  belt,  as  shown,  so  that  the  straps  may  project  over 
the  outer  thin  ends  of  the  laps,  substantially  as  and  for  the  purpose 
as  set  fortn. 

No  21,596. — John  H.  Chbbver,  of  New  York,  N.  T. — Improvement 
in  Machine  BeUing, — Patent  dated  September  28,  1858. — This  inven- 
tion consists  in  so  combining  wire  cloth  or  netting,  or  strands  of  wire, 
with  India-rubber  or  gutta-percha  to  produce  machine  belting,  or 
banding,  that  the  wire  shall  give  the  oanding  or  belting  the  great 
strength  necessary  to  resist  the  great  strain  it  is  required  to  sustain,  * 
while  that  peculiar  surface  which  has  been  found  so  useful  for  belting 
or  banding  is  obtained  by  the  India-rubber  or  gutta-percha. 

Claim. — The  manufacture  of  belts  or  bands  of  a  combination  of 
India-rubber  or  gutta-percha  with  wire  cloth  or  netting,  or  strands  ot 
wire,  substantially  as  and  for  the  purpose  described. 

No.  20,564. — Marshall  Jewell,  of  Hartford,  Connecticut. — /m- 
frovement  in  the  Manufacturing  of  Bound  Belting . — Patent  dated  June 
15,  1858. — Fig.  1  shows  two  pieces  of  leather,  one  a  little  broader 
than  the  other,  and  put  together  so  that  one  piece  shall  lap  over  the 
joint  of  the  other  and  sewed  through  the  centre. 

Claim. — A  new  manufacture  of  round  leather  belting,  composed  of 
two  or  more  thicknesses,  stitched  and  twisted,  as  shown^  in  the  man- 
ner and  for  the  purpose  set  forth  and  described. 

No.  19,272. — Morris  Wells,  of  Brooklyn,  N.  T. — Improvement 
far  Shifting  -Beft^.— Patent  dated  February  2, 1858.— The  shifting  bar 
A  with  a  spring  for  shifting  it  in  on^  direction  and  a  cord  D  and 
pulley  E  for  drawing  it  in  the  opposite,  are  placed  in  a  box  B  B^,  and 
a  bolt  C  F  is  provided  for  locking  the  bar,  which  brings  the  entire 
shifter  within  a  very  small  compass  and  in  such  convenient  form  that 
it  can  be  attached  to  a  beam,  post,  or  any  required  support,  in  a  few 
moments,  and  is  immediately  ready  for  use. 

The  inventor  says :  I  claim  the  arrangement  of  the  shifting  bar  A, 
spiral  spring  C,  pulley  £,  bolt  F,  and  cords  D  A,  within  and  relatively 
to  the  box  B  B^,  in  the  manner  substantially  as  described,  whereby 
the  whole  of  the  shifter  is  brought  within  a  very  small  compass,  and 
in  such  convenient  form  that  it  can  be  very  readily  attached  in  any 
convenient  place. 

No.  19,892. — Joel  Woodward,  of  Philadelphia,  Pa.  ^Improvement  in 
Machinery  for  BeUing^  Dusting  ^  and  Separating  the  Ground  Material. — 
Patent  dated  April  6,  1858. — The  nature  of  this  invention  consists, 
first,  in  the  stationary  brush,  or  distributor,  resting  on  the  coarse 
wire  to  keep  the  meal  scraped  off  and  distribute  the  same  evenljr. 
Secondi  the  manner  of  making  the  separations  in  connexion  and  m 
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combination  with  the  bolting,  scouring,  and  dusting,  by  which  room, 
power,  and  expense,  are  reduced,  and  any  number  of  separations 
made  that  may  be  required.  Third,  the  construction  of  the  bottom 
and  the  manner  of  the  discharge. 

The  inventor  says  :  I  claims  first,  the  stationary  brush  or  distriba* 
tor  shown  by  letter  a,  for  the  purpose  as  set  forth. 

Second.  The  brushes  E  E  E  so  arranged  as  to  carry  the  meal  or 
bran  to  or  from  the  centre,  whereby  the  substance  can  be  scoured  or 
brushed  as  much  as  desired,  in  the  manner  and  for  the  purposes  set 
forth. 

Third.  The  manner  of  making  any  number  of  separations  or  any 
mode  of  combining  more  than  two  separations  in  the  duster  or  sepa- 
rator, in  the  manner  and  for  the  purpose  set  forth. 

Fourth.  The  manner  of  providing  the  corresponding  bottom  or 
platform  below  E  E  with  sweeps  or  scrapers  to  carry  the  flour  to 
spouts,  as  set  forth. 

Fifth.  And  the  mode  of  regulating  the  brushes  on  the  wire  or  cloth 
by  the  bolts  or  set  screws,  and  the  screw  b  at  the  bottom  of  the  shaft 
I,  in  the  manner  and  for  the  purpose  substantially  as  described,  and 
to  be  used  in  connexion  with  the  specification. 

No.  19,024. — ^David  Geib,  of  Mifflintown,  Pa. — Improvement  in 
Flour  BoUing. — Patent  dated  Januarys,  1858. — This  invention  con- 
sists in  the  employment  of  two  or  more  bolts  in  connexion  with  eleva- 
tors and  conveyors,  so  arranged  that  the  inferior  boltings  of  the  first 
bolt  are  passed  or  fed  into  the  second  or  other  bolts,  certain  portions 
of  the  bolting  of  which  are  mixed,  and  others  allowed  to  pass  or  be 
discharged  separately  therefrom.  The  object  of  the  invention  is  to 
avoid  the  necessity  of  rebolting  all  the  meal,  good  and  inferior,  in  one 
and  the  same  bolt,  and  thereby  keep  the  superior  portion  free  from 
the  substances  which  darken  it  or  render  it  speckled. 

Claim, — The  bolts  0  D,  two  or  more,  provided  with  conveyors, 
spouts,  and  elevators,  combined  and  arranged  with  each  other  rela- 
tively as  shown,  or  in  an  equivalent  way  to  effect  the  purpose  set  forth. 

No.  21,277. — Benjamin  D.  Sanders,  of  HoUiday's  Cove,  Va. — Im- 
provement in  Machinery  for  Bolting  Flour. — Patent  dated  August  24, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  depriving  superfine  flour  of  fine  offal  or 
impurities  by  rebolting  it  after  escape  from  the  head  of  the  first  reel 
C^ ,  or  by  a  second  reel  0^,  apart  from  the  main  body  of  meal,  or  coarse 
meal  and  coarse  offal  in  the  first  reel,  substantially  as  specified. 

And  I  further  claim  rebolting  the  coarser  grades  of  fine  offal  and 
material  admixed  therewith,  passing  off  at  the  tail  end  of  the  second 
reel  by  or  in  a  third  reel  (7  for  restoring  to  the  superfine  flour  that 
which  belongs  to  it,  and  for  the  more  perfect  separation,  without 
waste,  of  impurities  therefrom. 

No.  19,303.— Samuel  G.  McMurtrt,  of  West  Urbana,  Illinois.— 
Improvement  in  Flour  Belts. — Patent  dated  February  9,  1858. — The 
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nature  of  this  improYemoDt  will  be  understood  bj  examining  the 
claim  and  engravings. 

The  inventor  says :  I  am  aware  that  fans  have  been  previously 
applied  to  bolts  to  effect  the  purpose  described,  and  I  do  not  therefore 
claim  the  employment  or  use  of  the  fan  in  itself  considered. 

Nor  do  I  claim  the  employment  or  use  of  the  rotating  beaters  or 
brushes  within  the  bolt,  for  they  have  been  previously  used. 

But  X  claim  the  arrangement  of  the  bolt  frame  6,  bottom  plate  r, 
flanches  1 7,  plates  c  d  Cy  and  spouts  E  F  G  H,  substantially  as  de- 
scribed, whereby  the  current  of  air  is  prevented  from  drawing  through 
the  centre  of  the  bolt,  but  is  spread  so  as  to  pass  along  near  the  sur- 
face of  the  bolting-cloth,  while  the  flour  is  not  only  suspended  in  a 
current  of  dry  air,  but  is  conducted  through  the  cloth  out  upon  the 
annular  plates,  and  down  the  peculiarly  arranged  air-tight  spouts  to 
the  place  of  storing,  nothing  whatever  being  able  to  escape  except 
through  the  proper  channel. 

No.  21,609. — S.  B.  Manning,  of  Alleghany,  Pennsylvania,— /m- 
provemerU  in  Bran  Dusters. — Patent  dated  July  27, 1858. — This  inven- 
tion consists  in  making  a  bran  duster  in  two  sections  or  chambers,  one 
of  which  is  surrounded  by  a  covering  of  coarse  open  wire-work  which 
allows  everything  to  pass  through,  except  hard  lumps  of  dough  or 
foreign  substances  which  ought  to  be  separated  from  the  feed,  and 
allows  nothing  to  pass  into  the  lower  chamber  K  that  would  injure 
the  gauze  by  being  thrown  over  it. 

The  inventor  says :  I  do  not  claim  as  new  the  use  of  the  wire  gauze 
covering,  nor  the  slats  r^  r^,  nor  the  concave  a. 

But  Idaim  the  use  of  a  separate  chamber  covered  with  coarse  wire 
net-work,  in  addition  to  and  in  combination  with  the  ordinary  chamber 
covered  with  fine  gauze  wire  net-work,  arranged  substantially  in  the 
manner  and  for  the  purposes  set  forth. 

No.  21,061. — Aaron  Brooks,  of  Crawford  county,  Indiana. — Im- 
provefnent  in  Substitute  for  the  Crank. — Patent  dated  August  3, 1858. — 
The  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — A  perpendicular  pitman,  and  the  dispensing  with  a  crank 
by  means  of  the  wheel  B  B  attached  to  the  shaft  A,  and  the  slide  or 
rollers  E  F  attached  to  the  pitman  C  C,  and  maving  in  the  groove 
D  D^  the  said  pitman  always  moving  perpendicular. 

No.  21,030. — Charles  Powel  Stanford,  of  Mount  Gregory,  Cali- 
fornia.— Improvement  in  Feeding  Quartz^  dkc.y  to  Machines/or  Crushing 
and  Grinding  the  same. — Patent  dated  July  27, 1868. — This  invention 
consists  in  arranging  a  lever  I,  in  connexion  with  the  shoe  H,  in  such 
a  manner  that  it  is  agitated  by  the  dropping  of  the  stamper  E  when- 
ever the  crushing  surfaces  come  close  enough  into  contact  to  make 
a  fresh  supply  desirable. 

Claim. — The  arrangement  described  of  a  lever  I,  which  is  adjust- 
able by  a  set  screw  J,  in  connexion  with  a  shoe  H,  in  such  a  manner 
that  said  shoe  is  agitated  by  the  dropping  of  the  stamper,  and  some 
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of  the  quartz  or  other  substance  is  caused  to  fall  into  the  pan  or  mortar 
at  such  a  time  and  in  such  a  quantity  as  desired. 

No.  20,601. — John  A.  Wilson,  of  Dover,  New  Jersey. — Improve- 
ment in  Hulling  Stone  Dress. — Patent  dat^d  June  15,  1858. — Fig.  1 
is  a  runner  36  inches  in  diameter.  The  inventor  eays  :  First  draw 
two  straight  lines  A^  and  A',  intersecting  each  other  at  right  angles. 
Second,  describe  a  circle  of  3  inches  radius  B  for  eye  of  stone  ;  then 
describe  a  circle  of  8  inches  radius  C.  Third,  draw  a  straight  line 
D^  from  the  intersection  of  circle  B  with  a  radius  A^  to  the  intersec- 
tion of  circle  0  with  radius  A^;  bisect  line  D^  and  describe  arc  of 
circle  £^ ;  contract  dividers  f  of  an  inch  and  describe  corresponding 
circle,  which  will  show  size  and  shape  of  first  discharging  furrow. 
Fourth,  extend  dividers  1 6  inches  and  place  each  foot  at  intersection 
of  radial  line  A^  with  circle  C,  and  describe  first  retaining  furrow  F* 
from  side  intersection  to  skirt  of  stone ;  contract  dividers  f  of  an  inch 
and  describe  corresponding  line,  which  will  indicate  shape  and  width 
of  retaining  furrows. 

Claim, — The  manner  of  generating  and  constructing  furrows  in 
hulling  stones  for  the  purpose  of  equalizing  the  distribution  of  the 
grain  over  the  surface  of  the  stones,  so  as  to  prevent  clogging  at  the 
eye,  and  retaining  the  grain  on  the  periphery  of  the  stone  until  per* 
fectly  hulled,  as  is  substantially  set  ferth  and  described. 

No.  22,006.— Horace  B.  Alms,  of  Little  Rock,  Arkansas. — /m- 
j^nrovement  in  Flour  Coolers. — Patent  dated  November  9,  1858. — This 
invention  consists  in  the  combination  with  a  polygonal,  cylindrical, 
or  conical  cooler  hung  upon  a  nearly  horizontal  shaft,  of  radial  or 
nearly  radial  screens  tor  breaking  up  and  separating  the  adhering 
particles  of  meal  or  flour,  and  thus  facilitating  the  cooling  action. 

Claim. — The  combination  with  a  cooler  hung  so  as  to  revolve  upon 
a  nearly  horizontal  shaft  as  described,  of  nearly  radial  screens,  as 
stated  land  shown,  and  also  the  combination  therewith,  as  an  auxiliary 
to  accomplish  the  desired  result,  of  the  solid  flanges  $r,  for  checking 
the  motion  of  the  meal  till  the  screens  have  arrived  at  the  proper  angle 
to  properly  distribute  the  meal,  as  set  forth. 

No.  22,116. — G.  P.  Ganstbr,  of  Reading,  Pennsylvania. — Improve 
ment  in  Gearing. — Patent  dated  November  23,  1858. — E  and  F  are 
two  wheels  respec'tively.  The  collars  of  wheel  F  correspond  in  thick- 
ness with  the  plates  of  wheel  £,  and  the  plates  D  D^  D'  correspond 
in  thickness  with  the  wheels  B.  When  the  two  wheels  £  and  F  are 
placed  together  they  will  mask,  as  seen  in  the  engravings.  Power 
being  applied  to  wheel  F,  the  teeth  of  the  plates  D^  D^,  &c.,  will 
bear  at  their  points  upon  the  wheels  B  B^  B^  successively  from  end  to 
end,  only  one  tooth  bearing  at  a  time  upon  the  rollers,  except  when 
the  wheels  change  from  one  cog  to  the  other,  in  which  case  one  tooth 
of  each  end  plate  will  bear  upon  its  corresponding  roller^  thus  changing 
the  bearing  from  one  end  to  the  other^  and  the  wheels  from  one  end 
to  the  other. 

Claim. — The  arrangement  on  the  wheels  E  and  F,  of  the  plates 
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A  A*  A',  rollers  or  wheels  B  B  B,  plates  D  D^  D%  and  collars  ooo^ 
the  whole  being  constructed  and  operating  in  the  manner  and  for  the 
purpose  specified. 

No.  22,118. — Ebenezer  A.  Goodbs,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Gearing, — ^Patent  dated  November  23,  1858. — This 
invention  is  designed  to  supersede  the  ordinary  cog  or  tooth  gear- 
ing, and  consists  in  having  spiral  ledges  or  threads  formed  on  one 
wheel  and  made  to  gear  or  work  into  corresponding  in  its  fellow. 

Claim. — Providing  the  wheels  respectively  with  the  spiral  projec- 
jections  a  and  spiral  grooves  6,  substantially  as  and  for  tne  purposes 
shown  and  described. 

No.  20,672. — William  Webster,  of  Jeflferson  county,  Washington 
Territory. — Improvement  in  Gearing  for  Machinery. — Patent  dated 
June  22,  1858. — The  nature  of  thisinvention  consists  in  the  employ- 
ment in  a  face  wheel  B  C  of  any  required  number  of  concentric  movable 
rin^s  of  cogs  eeee  gearing  into  a  corresponding  number  of  uniform 
pinions  11^  I',  either  one  of  said  rings  being  thrown  into  gear  with 
its  appropriate  pinion  at  will,  thus  causing  a  change  of  speed  cor- 
responding with  the  change  of  proportion  between  the  diameter  of 
cog  rings  and  that  of  the  pinion. 

The  inventor  says :  I  daim  the  compound  annular  cog-wheel  de- 
scribed, the  same  being  constructed  and  operating  substantially  in  the 
manner  specified. 

I  also  claim,  in  combination  with  a  wheel  having  two  or  more  con- 
centric rings  of  cogs,  the  use  of  a  corresponding  number  of  pinions  on 
one  shaft,  or  of  a  shifting  pinion  arranged  for  combined  operation 
with  the  wheel,  substantially  as  and  for  the  purpose  specified. 

No.  21,245. — Charles  D.  Clark,  of  Chicago,  Illinois. — Improved 
Apparatus  for  Cooling  and  Ventilating  Grain. — Patent  dated  Au- 
gust 24,  1858. — The  object  of  this  invention  is  to  cool  and  purify 
grain.  A  represents  the  blast-pipe ;  B  the  cylinder ;  C  the  rectangu- 
lar grates ;  D  the  sectional  view  of  the  grates ;  E  the  blast ;  F  the 
separating  cone. 

Claim. — The  arrangement  of  the  cylinder  B,  provided  with  rectan- 
gular grates,  and  blast-pipe  A  and  separating  cone  F  operating  in 
connexion  with  the  blast  through  the  pipe  E,  substantially  and  for 
the  purposes  described. 

No.  20,422. — J.  G.  Goshon,  of  Mercersburg,  Pennsylvania,  and 
Wiluam  Bowers,  of  Chambersburg,  Pennsylvania. — Improvement  in 
Machines  for  Cleaning  Grain. — Patent  dated  June  1,  1858. — The 
scourer  consists  of  a  disk  B  studded  with  upright  te^th  a  a,  and 
mounted  upon  a  vertical  shaft  C,  driven  by  pulley  D.  Around  the 
edge  of  the  disk  and  secured  to  it  is  a  concave  roughened  rim  E,  and 
above  the  teeth  and  rim  is  a  cap-piece  F,  concave  on  its  under  side. 
Under  the  disks  are  four  arms  6,  terminated  by  brushes  reaching  to 
the  casing  G,  which  is  of  wire  gauze,  and  opens  into  a  chamber  I, 
concentric  with  the  beater  chamber. 
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The  inventors  say:  We  make  no  claim  to  the  employment  of  a  disk 
scourer  with  upright  beaters,  separately  considered,  as  such  is  not 
new. 

But  we  claim  the  scourer  composed  of  the  spike-studded  disk  B, 
coucave  rim  E,  and  concave  cap-piece  F,  as  described,  in  combination 
with  the  brushes  H,  and  the  casing  enclosing  the  said  parts,  arranged 
and  operating  substantially  as  and  for  the  purposes  set  forth. 

No.  20,399. — Pklbo  Barker,  of  North  Adams,  Michigan. — Improve- 
ment in  Machine  for  Elevating,  Measuring,  Registering,  and  Bagging 
Grain — Patent  dated  June  1,  1868. — The  measures,  reservoirs  B,  ele- 
vators A,  &c.,  comprising  this  invention,  are  secured  to  the  separators 
and  fanning-mill  as  connected  to  threshing  machines  in  general  use, 
in  a  permanent  manner,  with  the  lower  ends  of  the  measures  high 
enough  to  admit  of  the  hanging  on  of  bags.  The  elevators  pass  en- 
tirely around  the  separator,  wim  the  lower  quarter  placed  just  below 
the  lower  edge  of  the  shoe  or  grain  board,  so  that  the  grain  is  dis- 
charged into  the  side  of  the  trunk  of  the  elevators.  The  perpendicular 
quarters  of  the  elevators  pass  up  on  either  side  of  the  separator,  with 
the  top  end  inclining  outward.  The  elevators  receive  their  motion 
from  the  shake- rod  of  the  fanning-mill. 

The  inventor  says:  I  claim  the  application  to  threshing  machines 
of  elevators,  reservoirs,  measures,  and  registers,  which  will  elevate 
the  grain,  measure  it,  and  discharge  it  into  bags,  without  the  neces- 
sity of  handling. 

I  do  not  claim  this  particular  kind  of  elevators  and  fixtures,  but 
these  or  any  others  substantially  the  same^  which  will  produce  the 
desired  effect. 

No.  21,144. — RuFUS  Nutting,  of  Randolph,  Vt. — Improvement  in 
Machines  for  Fanning  and  Assorting  Orain, — Patent  dated  August  10, 
1858. — A  description  of  this  invention  is  too  long  for  a  place  in  this 
volume ;  the  reader  will  have  an  idea  of  it  by  an  examination  of  the 
claim  and  drawing. 

The  inventor  says  :  I  claim,  first,  the  arrangement  of  the  screens  J 
J^  J>  for  separating  and  assorting,  substantially  as  described,  when  so 
combined  with  shoes,  frames,  and  motive  arrangement,  that  the  grain, 
seeds,  beans,  &c.,  are  required  to  pass  over  them  in  a  sliding  or  rolling 
manner,  and  not  caused  or  allowed  to  drop  on  their  surface,  or  fall 
thereupon  vertically,  or  so  as  to  strike  an  aperture  endwise  first,  con- 
structed and  operated  substantially  as  set  forth. 

Second.  The  hold-fast,  substantially  as  described  and  for  the  pur- 
poses set  forth. 

Third.  The  extra-screens  box,  substantially  as  described  and  for  the 
purposes  set  forth,  in  combination  with  the  drawers. 

Fourth.  The  percussion  bar,  substantially  as  described  and  for  the 
purposes  mentioned. 

No.  22,359.— Philip  C.  Fritz,  of  Barrytown,  N.  Y .—Improvement 
in  Machines  for  Separating  Garlic  from  Grain. — Patent  dated  Decem- 
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ber  21,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

Claim. — ^Separating  garlic  from  grain  by  passing  the  same  between 
crashing  rollers,  in  the  manner  substantially  as  shown  and  described, 
that  the  garlic  seed  and  kernels  of  grain  will  be  crushed  separately 
between  the  rollers,  and  the  crushed  grain  allowe4  to  descend  into  a 
proper  receptacle,  while  the  garlic  seed,  on  account  of  the  moisture  or 
juice  they  contain,  adhere  to  the  rollers  and  are  scraped  therefrom. 

No.  20,490. — Franklin  B.  Hunt,  of  Richmond,  Ind. — Improvement 
in  Machine  for  Grinding  and  Cutting. — Patent  dated  June  8,  1858. — 
This  invention  embraces  the  arrangement  in  the  same  machine  of  the 
two  peculiarly  constructed,  hinged,  adjustable  troughs  B  C  6,  spring 
set-bar  a  s^  t^,  and  cutter  or  grinder-shaft  E,  with  spring-key  e  e,  and 
radial  arms  6  7  8  9,  whereby  a  machine  is  provided  in  which  the 
operations  of  cutting  straw,  grinding  apples,  shelling  corn,  or  cutting 
or  slicing  vegetables  can  be  performed  separately  and  at  different 
periods. 

Claim. — The  arrangement  in  the  same  machine  of  the  two  peculiarly 
constructed,  hinged,  adjustable  troughs  or  boxes  B  C  6,  spring  set- 
bar  8  8^  ^,  and  cutter  or  grinder-shaft  E,  with  spring-key  e  e^,  and 
radial  arms  6  7  8  9,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,688— Calvin  Dickey,  of  Mercersburg,  Pa. — Improvement  in 
Machine  for  Cutting  the  Leaves  from  the  Sugar  Preparatory  to  Grinding.  — 
Patent  dated  March  23,  1858. — This  invention  consists  in  having  a 
series  of  cutters  attached  to  a  tubular  flanch  so  as  to  form  a  hoUow 
cutting  cylinder,  connected  with  a  grinding  or  crushing  mill,  in  such 
a  way  that  the  stalk  of  the  sugar-cane  will  be  drawn  through  it  by  the 
rollers  of  the  mill,  and  the  leaves  cut  from  the  stalk. 

Claim. — The  cutting  device  formed  of  the  cutters  a  attached  to  a 
tubular  flanch  A,  the  whole  being  constructed  and  arranged  so  as  to 
operate  substantially  as  and  for  the  purpose  set  forth. 

No.  20,282. — Bbnjamin  Mackbrly,  of  New  Petersburg,  Ohio. — Im- 
provement in  Toothed  Cylinder  for  Grinding. — Patent  dated  May  18, 
1858. — ^The  nature  of  this  invention  will  be  understood  by  reference  to 
the  claim  and  engravings. 

Claim. — Producing  a  new  manufacture  in  the  shape  of  an  improved 
toothed  cylinder,  by  combining  a  properly  perforated  tube  a  with  a  series 
of  teeth  b  6,  and  the  journal  pieces  c  c,  substantially  in  the  manner  set 
forth. 

No.  20,279. — Benjamin  F.  Lovb  and  James  H.  Frazee,  of  Shelby- 
ville,  Ind. — Improvement  in  Horee-Powera. — Patent  dated  May  18, 
1858. — The  nature  of  this  invention  consists  in  the  application  of  a 
friction-wheel  C  to  the  disk  of  a  tread- wheel  A,  so  that  a  uniform  force 
or  power  may  be  employed  in  giving  motion  to  the  fly-wheel  E,  and 
at  the  same  time  retaining  a  perfect  connexion  in  such  manner  that 
the  axle  of  the  friction-wheel  may  be  moved  in  any  direction,  and  its 
axle  maintain  its  parallel  with  the  axle  of  the  fly-wheel. 
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Claim. — ^The  method  by  which  we  combine  the  clamps  B  B  with 
the  bed-piece  or  main  block  A  A,  by  means  of  the  studs  or  trunnions 
c  c,  and  the  concentric  bearings  D  E  and  E  D,  substantially  as  described. 

No.  20,257. — JbremiahDarling,  of  Cincinnati,  Ohio. — Improvemeni 
in  Horse-Powers. — Patent  dated  May  18,  1858. — This  invention  con- 
sists of  two  or  more  independent  endless  chains  or  series  of  friction- 
rollers  G,  running  in  double-flanged  tracks  r,  in  combination  with  an 
endless  apron  B  of  peculiar  construction. 

Claim. — The  independent  and  endless  series  of  friction-rollers  above 
described,  in  combination  with  the  double-flanged  track  r  and  the  pe- 
culiarly constructed  endless  apron  B,  for  the  purpose  of  preventing 
friction  and  for  increasing  the  efficiency  of  the  horse-power  sub- 
stantially as  set  forth. 

No.  20,461.— Thomas  H.  Wilson,  John  E.  Wilson,  Jabibs  P.  Wil- 
son, and  R.  J.  Wilson,  of  Athens.  Gkt. — Improvement  in  Horse- Power. — 
Patent  dated  June  1,  1858. — A  series  of  driving  wheels  are  fitted  on 
to  an  annular  tread  or  way  A,  and  attached  to  radius  axles  D  con* 
nected  at  their  inner  ends  ;  a  wheel  E  from  which  the  power  is  taken 
being  fitted  on  the  driving  wheels  C,  the  latter  wheels  rotating  the 
former  one  with  an  increased  speed  due  to  their  combined  forward  and 
rotating  movements. 

Claim. — The  annular  tread  or  way  A,  wheels  C,  any  proper  number 
being  used  and  attached  to  axles  D,  and  the  wheel  E,  the  whole  being 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  20,421. — MiCAH  QniiAM,  of  Troy,  Pa. — Improvement  in  Horse- 
Power. — Patent  dated  June  1,  1858. — This  is  an  improvement  in  that 
class  of  horse-power  in  which  a  rotating  inclined  wheel  is  used  for 
transmitting  power  from  the  animal  to  the  machine  to  be  driven.  It 
consists  in  stepping  the  shaft  of  the  wheel  in  an  adjustable  bar  or  shaft, 
whereby  the  wheel  may  be  placed  in  a  horizontal  position  and  the 
speed  of  the  wheel  thereby  regulated. 

The  inventor  says  :  I  claim  arranging  or  hanging  the  wheel  B  sub- 
stantially as  shown,  or  in  any  suitable  way,  so  that  the  plane  of  its 
rotation  may  be  variably  inclined,  for  the  purpose  set  forth. 

I  further  claim  the  peculiar  means  shown  and  described  for  adjusting 
the  wheel  B.  to  wit :  its  axis  or  shaft  D  being  stepped  in  the  shaft  E, 
to  which  the  cross-tree  F  is  attached,  the  cross-tree  F  being  provided 
with  friction-rollers  Q  G,  and  connected  with  a  lever  M,  isubstantially 
as  described. 

No  20,978. — ^William  Ridbr,  of  Almont,  Michigan,  assignor  to  J. 
B.  Swebtland,  of  Almont  aforesaid. — Improvement  in  Horse^Potver,— 
Patent  dated  July  24,  1858.— ^A  right  and  left  screw  is  placed  on  the 
shaft  from  which  the  power  is  taken,  and  arranged  with  worm-wheels 
and  driving  gear,  whereby  a  simple  device  is  obtained,  and  the  requi- 
site degree  of  speed  transmitted  irom^  the  driving  shaft  to  that  from 
which  the  power  is  taken  with  the  least  possible  amount  of  friction. 
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The  inventor  says:  I  do  not  claim  broadly  a  worm-wheel  and  screw, 
as  that  is  a  well  known  mechanical  device. 

But  Idaim  the  arrangement  and  combination  as  shown  and  described| 
of  the  right  and  left  screws  J  J^,  placed  in  the  shaft  K,  in  connexion 
with  the  worm-wheels  1 1,  which  gear  into  the  screw  J  J^,  and  are 
rotated  from  the  driving  wheel  D  by  means  of  the  gearing  F  G  G. 

No.  21,495. — Gborob  Hkly,  of  Rochester,  Wisconsin. — Improvement 
in  Horse  Pkmgha, — Patent  dated  September  14, 1858. — This  invention 
has  reference  to  the  attttching  of  horses  to  the  draught-arms  of  the 
power,  and  is  designed  for  equalizing  the  draught  of  the  several  arms. 
Its  nature  consists  in  certain  lever,  connexions  between  the  several 
teams. 

The  inventor  says:  I  do  not  claim  the  mere  connecting  the  several 
teams,  as  such  is  not  new. 

But  I  daim  the  combination  of  the  sliding  levers  D  and  the  loosb 
coupling  bar  E,  with  the  draught  chains,  substantially  as  set  forth. 

No.  22,079. — J.  Hbrva  Jones,  of  Rockton,  Illinois. — Improvement 
in  Horse-Power  Draught. — Patent  dated  November  16,  1858. — The 
nature  of  this  invention  consists  in  providing  the  sweeps  A  of  horse- 
powers with  levers  B,  whether  straight  or  otherwise^  so  attached  to 
them  by  fulcra  aaaa  that  when  the  draught  of  the  teams  is  applied 
to  the  levers  at,  or  nearly  at,  right  angles  to  them,  or  to  the  sweeps,  the 
inner  ends  of  the  levers  shall,  by  means  of  the. rods  c  or  any  other 
connexion,  produce  a  movement  to  and  from  the  centre  of  the  horse- 
power. When  the  sweeps  are  in  their  places  for  operation,  a  flexible 
link  t)  is  placed  upon  or  beneath  them,  immediately  around  the  centre 
of  the  horse-power,  and  connected  at  its  several  corners  to  the  inner 
ends  of  the  rods.c. 

Claim, — The  QombiDation  of  the  levers  B  B  B  B,  and  the  flexible 
link  D  D  D  D,  in  the  manner  and  for  the  purpose  set  forth. 

No.  22,360. — Edward  M.  Fuller,  of  Salisbury,  N.  Y. — Improve 
ment  in  Horse-Power  for  Driving  Beciprocating  Satos. — Patent  dated 
December  21,  1858. — The  claim  and  engravings  explaio  the  nature  of 
this  invention. 

Claim. — The  connexion  of  the  saw  to  the  main  body  of  a  horse  - 
power  which  is  operated  by  the  circular  movement  of  the  animal,  and 
extending  the  reciprocating  rod  o,  or  its  equivalent,  from  the  main 
body  of  the  machine  across  the  track  of  the  horse  to  the  saw,  in  such 
a  position  as  to  allow  the  horse  to  pass  over  it;  the  parts  being  con- 
structed, arranged,  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

No.  19^976. — Cyrus  Avbry,  of  Tunkhannock,  Pa. — Improvement  in 
Gearing  for  Horse-Power.— F&ient  dated  April  20,  1858.— The  claim 
and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim]  first,  forming  the  main  wheel  with  a 
wide  periphery,  cast  vbole  or  in  sections,  so  that  any  desired  number 
of  series  of  intermediate  wheels  may  work  within  it,  one  series  above 
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another,  and  each  series  to  gear  into  the  main  wheel,  thns  enabling 
me,  by  slipping  on  or  shipping  off  one  or  more  series  of  intermediate 
wheels,  to  produce  a  very  low,  very  high,  or  medium  velocity. 

Second.  I  claim  the  method  by  which  the  main  wheel  is  kept  in 
position,  viz:  by  means  of  a  thimble  attached  to  the  centre  of  the  bed 
plate  in  connexion  with  the  flanges  upon  the  lower  intermediate 
wheelSj  and  by  the  flange  upon  the  outside  of  the  main  wheel,  in  con- 
nexion with  the  circle  around  and  above  it,  ani  by  the  pivot  at  the  top 
of  the  main  shaft. 

Third.  I  claim  the  method  by  which  any  desired  velocity  is  ob- 
tained, namely,  by  removing  or  adding  one  or  more  series  of  interme- 
diate wheels,  as  described. 

No.  20,368. — Lea  Pusey,  of  Wilmington,  Del. — Improvement  in 
Governor  for  Horse-Power. — Patent  dated  May  25,  1858. — lu  this 
invention  there  are  attached  to  the  arms  which  are  secured  to  or  pro- 
ject from  the  fly-wheel  shaft,  or  the  fly-wheel  itself,  loaded  levers  pro- 
vided with  Iriction  blocks  connected  by  a  spring  rod  and  fitted  within  a 
stationary  rim,  whereby  the  speed  of  the  horse-power  or  other  machine 
to  which  the  governor  is  applied,  may  be  regulated  as  desired  by  a 
sinople  mechanical  arrangement. 

Claim, — The  loaded  levers  D  D',  or  sliding  weights,  provided  with 
brakes  A,  connected  by  a  spring  and  rods  attacheoL  to  an  independent 
rotating  disk,  or  rotating  arms,  or  to  the  fly-wheel  of  the  machine  to 
which  the  device  is  applied,  in  combination  with  a  stationary  or  re- 
volving rim  K;  the  whole  being  arranged  to  operate  as  and  for  the 
purpose  set  forth. 

No.  19,769. — James  Grant,  of  Rochester,  N.  Y. — Improvement  in 
Horse-Power  Machines, — Patent  dated  March  30,  1858. — The  nature 
of  this  invention  consists  in  constructing  the  cap  A  with  an  open 
centre  over  the  pinion  B,  and  making  the  centre  bearing  or  axis  of 
the  cap  in  the  bridge-piece  a,  and  of  making  a  double  length  pinion 
B,  and  a  ''female  gear"  in  the  hub  of  the  bevel  wheel  C,  to  receive  the 
lower  end  of  the  pinion,  thus  clutching  it  to  the  bevel  wheel,  whereby 
motion  is  transmitted  from  the  planetary  wheels  D  through  pinion 
B,  to  the  bevel  wheel  C.  The  centre  pin  E  is  lengthened  at  the  lower 
end,  and  has  two  bearings  b  and  d. 

Claim. — Making  iron  horse-powers  with  an  open  centre  to  the  caps 
A,  and  an  adjustable  or  a  fixed  bridge-piece  a,  and  making  a  double 
length  or  reversible  pinion  B,  as  and  for  the  purposes  specified. 

No.  21,032. — James  A.  Stone,  of  Rochester,  N.  Y. — Improvement 
in  Horse-Power  Machine. — Patent  dated  July  27,  1858. — The  nature 
of  this  improvement  is  explained  by  the  claim  and  engravings. 

Claim. — The  construction  of  the  base  when  combined  with  the 
wheel  I,  to  form  a  trussed  arch,  whereby  not  only  is  great  strength 
secured,  but  the  length  of  the  shaft  c  and  its  consequent  liability  to 
vibration  is  lessened. 
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No.  19,408.— Qborgb  E.  Burt  and  Gborgb  P.  Wright,  of  Harvard, 
Mass. — Improvement  in  the  Wheel  and  Axle  Attachment  of  Horse-Pow- 
ers, dc. — Patent  dated  Pebruary  23,  1858. — B  is  a  wheel  attached  to 
link  A,  by  the  bolt  C  passing  through  the  thimble  or  hollow  tube  D; 
E  is  the  pin  to  couple  the  sections  together,  and  is  kept  in  its  place  by 
the  flanch  P  on  the  thimble  D;  and  all  are  held  in  their  proper  places 
by  the  bolt  C  and  the  screw  nut  G. 

The  inventors  say :  We  do  not  claim  the  method  of  chill-hardening 
cast  iron,  for  we  are  aware  it  has  been  long  known  and  used  for  boxes 
and  other  purposes. 

But  we  claim  the  method  by  which  the  coupling  pin  E  is  held  in 
its  proper  place  by  the  flanch  P,  on  the  thimble  D,  in  combination 
with  the  bolt  C,  the  thimble  D,  the  wheel  B,  and  the  link  A,  substan- 
tially as  set  forth. 

No.  21,474. — Harlow  H.  Thaybr,  of  Sandwich,  Mass.,  assignor  to 
James  A.  Woodbury,  of  Winchester,  Mass.,  and  S.  A.  Woods,  of 
Boston,  Mass. — Improvement  in  Journal  Boxes, — Patent  dated  Sep- 
tember 7,  1858. — By  this  invention,  as  the  journal  revolves  in  the  box 
the  surface  of  such  journal  will  be  lubricated  by  the  sponge  or  wicking, 
or  lubricator  of  the  chambers  a  a  a  ;  the  amount  of  surface  so  lubri- 
cated will  depend  on  the  width  of  each  chamber  and  its  angular  posi- 
tion with  reference  to  the  side  of  the  box,  or  to  the  axis  of  the  journal. 
When  this  invention  is  in  operation  a  constant  circulation  of  the  oil 
from  the  trough  to  the  journal,  and  from  the  latter  to  the  former,  will 
take  place;  nearly  all,  if  not  all  the  entire  surface  of  the  journal 
being  thoroughly  lubricated  at  the  same  time. 

The  inventor  says :  1  claim  the  combination  of  two  or  any  other 
suitable  number  of  lubricating  chambers  a  a,  and  bearing  surfaces 
g  gr,  with  one  trough  or  channel  arranged  below  them  as  specified. 

I  also  claim  the  combination  of  the  intercepting  chamber  rf,  at  each 
end  of  the  box,  with  the  oil  trough  rf,  the  lubricator  chambers  a  a, 
and  the  bearing  surfaces  g  g. 

I  also  claim  making  the  opening  of  the  chamber  d,  of  greater  di- 
ameter than  the  journal,  in  manner  and  for  the  purpose  as  specified. 

And,  in  combination  with  the  intercepting  chamber  c2,  I  claim  the 
intercepting  groove  /,  arranged  in  the  cap  B,  in  the  manner  and  for 
the  purpose  specified. 

No.  19,984. — John  Deuchfield,  of  Oswego,  N.  Y. — Improvement  in 
Cooling  and  Drying  Meal, — Patent  dated  April  20,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  forcing  a  current  of  air  between 
a  pair  of  mill-stones,  while  the  same  are  in  operation,  for  the  purpose 
of  keeping  the  stones  in  a  cool  state  and  preventing  the  heating  of 
the  grain,  for  such  means,  although  not  very  efficient,  have  been  pre- 
viously used. 

But  I  am  not  aware  that  parts  arranged  as  herein  shown,  so  as  to 
allow  the  meal  to  be  subjected  to  the  blast  during  its  entire,  or  nearly 
entire,  passa^^e  from  the  stones  to  the  bolts,  and  insure  the  perfect 
cooling  and  drying  of  the  meal,  have  been  previously  used. 
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I  daim  therefore  the  arrangement  and  combination  of  the  chests 
D  J,  shafts  F  K,  elevators  F^,  fan  G,  and  spout  I,  substantially  as 
and  for  the  purpose  shown  and  described. 

No.  22,003. — Joseph  H.  Davis,  of  Woburn,  Mabs. — Improvement  in 
Mechanical  Movement. — Patent  dated  November  2,  1858. — A  repre- 
sents a  frame  in  which  the  top  and  bottom  journals  a  b  are  supported 
in  suitable  boxes  or  bearings.  These  journals  are  connected  together 
as  follows :  On  the  upper  journal  a  there  is  a  spur  wheel  c,  to  which 
may  be  affixed  on  its  underside  a  fiat  plate,  or  disk  d,  to  shield  the 
parts  below  it  from  conflict  with  said  gear  c.  To  the  underside  of  the 
gear,  or  spur  wheel  c,  and  through  the  shield  d,  are  hinged  four  arms 
6  e  e  e,  to  each  one  of  which  the  upper  end  of  one  of  the  bent  arms 
B  B  B  B  is  attached  by  a  pivot  or  stud  in  the  top  of  the  bent  arm, 
which  enters  a  hole  in  the  arm  e. 

Claim, — The  arrangement  set  forth  for  transmitting  power  from 
any  prime  motor  to  a  propelling  gear  or  wheel,  viz:  through  the  in- 
tervention of  a  series  of  curved  or  bent  and  weighted  arms,  said  arms 
working  together  and  connected  to  the  gearing  at  their  ends,  substan- 
tially in  the  manner  and  for  the  purpose  set  forth. 

No.  19,807. — Joel  Woodward,  of  Philadelphia,  Pa. — Improvement 
in  Mills, — Patent  dated  March  30,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says :  1  daim,  first,  the  mode  of  the  bush  on  the  plate 
A  A,  running  up  inside  of  the  balance  syne  C  C,  in  the  manner  and 
for  the  purpose  set  forth. 

Second.  And  the  mode  of  the  lower  stone  K  K  working  on  a  loose 
or  balance  syne  C  C,  that  has  a  nut  or  breaker  v  v  resting  on  or 
fastened  to  the  top  of  it,  and  may  work  with  or  without  a  balance  or 
upper  bearing,  as  set  forth. 

Third.  And  the  manner  of  the  inside  pot  or  teeth  Q  Q,  made  to 
raise  and  lower  to  open  and  close  the  aperture  r  r,  by  means  of  the 
lever  W  (or  screw)  to  regulate  the  feed  of  the  stones  and  grinding  of 
the  crusher  or  breaker^  in  the  manner  and  for  the  purpose  set  forth. 

No.  19,386. — George  Strause,  of  Boonsborough,  Md. — Improve- 
ment  in  Mill  Bushes, — Patent  dated  February  16, 1858. — This  invention 
consists  in  adjustable  segments  C  C  situated  in  the  centre  of  a  brush 
block  B.  When  put  together,  they  compose  a  ring  or  tube,  slightly 
tapering  on  the  outer  side,  so  that  by  having  the  joints  or  spaces  be- 
tween one  another  somewhat  open,  and  by  moving  the  segments  simul- 
taneously up  or  down  in  the  aperture  of  the  brush  block  B  made  conical, 
the  central  aperture  between  them  will  be  enlarged  or  contracted,  thus 
loosening  or  tightening  the  brush  around  the  spindle  A. 

The  inventor  says :  I  daim  providing  the  bush  segments  with 
shoulders  rf  rf,  arranged  substantially  as  described,  whereby  all  the 
segments  are  adjusted  by  moving  either  one  of  them  by  means  of  a 
single  set  screw. 

I  also  claim  bevelling  the  upper  end  of  the  segments,  in  the  manner 
and  for  the  purpose  specified. 


i 


Xni — GRINDINa  MILLS.  ETC.  297 

No.  19,T2T. — John  Wells,  Baltimore,  Md. — Improvement  in  Mill- 
Bushes. — Patent  dated  March  23,  1858. — The  nature  of  this  improve- 
ment consists  in  a  plate  P  secured  to  the  top  of  the  bed  stone  B,  having 
a  depending  perforated  cylinder  C  embracing  the  outer  surface  of  the 
collar  through  which  the  spindle  S  passes,  the  collar  rotating  with 
the  spindle,  which  is  free  to  move  longitudinally  through  it. 

The  inventor  ^ays :  I  disclaim  concentric  rims,  the  one  secured  to 
the  shaft  and  the  other  to  the  stationary  portion  of  the  system,  as 
such  is  not  new  and  does  not  constitute  my  invention. 

But  I  daim  the  feathered  spindle  S  and  recessed  flanged  collar  a 
resting  upon  plate  P^,  in  combination  with  plates  P^  and  P,  the  cylin- 
drical guide  C  depending  from  the  latter  plate,  when  said  parts  are 
arranged  for  joint  operation  substantially  as  set  forth. 

No.  19,421. — M.  W.  Helton,  of  Bloomington,  Ind. — Improvement 
in  Cider  Mills. — Patent  dated  February  23,  1838. — Motion  being 
applied  to  the  shaft  B,  the  apples  are  thrown  into  the  hopper  F,  and 
pass  down  between  the  cylinder  C  and  the  cylindrical  portion  of  the 
shell  A,  and  are  ground  into  pumice  by  the  teeth  c  b.  The  pumice  is 
forced  along  by  the  screw  D,  and  its  discharge  from  the  orifice  /  is 
resisted  by  the  stopper  £,  which  is  acted  upon  by  the  spring  g.  This 
resistance  of  the  stopper  subjects  the  pumice  to  a  pressure,  and  the 
juice  is  consequently  expressed  therefrom  through  the  perforations  t. 

The  inventor  says :  I  do  not  claim,  separately,  the  toothed  cylinder 
C,  for  that  is  a  common  device  for  grinding  apples. 

Nor  do  I  claim,  separately,  the  screw  D,  for  that  is  a  well-known 
device,  and  is  frequently  used  as  a  feeder  or  conveyor.  But  I  am  not 
aware  that  a  taper  f^crew  has  been  used  in  connexion  with  a  toothed 
cylinder  and  stopper  for  the  purpose  set  forth. 

But  I  claim  the  arrangement  and  combination,  substantially  as  set 
forth,  of  the  yielding  stopper  E,  taper  screw  D,  toothed  cylinder  C, 
and  case  A,  for  the  purpose  specified. 

No.  20,220. — Michael  Stevens,  of  Lucas,  Ohio. — Improvement  in 
Cider  MiUs. — Patent  dated  May  11, 1858. — A  is  the  standing  parts  of 
the  press  and  mill;  B  is  the  beam;  s  s  are  the  screws;  c  c  are  cylinders 
or  rolls,  being  indented  so  as  to  gear  together;  D  D  are  the  sides  of 
the  mill;  e  e  are  two  clearers,  hinged  at  the  bottom  of  the  sides  of  the 
mill,  and,  extending  upward,  are  bent  forward  so  as  to  hook  into  the 
dents  of  the  cylinders;  as  the  cylinders  revolve,  each  cog  presses  back 
the  clearer,  and  a  spring  t  is  placed  back  of  the  clearer  and  presses  it 
forward. 

Claim. — The  arrangement  of  the  several  parts  for  the  purpose  ^^  of 
retaining  the  liquor,"  and  in  the  manner  set  forth. 

No.  21,874. — John  Eibbewbisee,  of  Cincinnati,  Ohio. — Improvement 
in  Cider  M/fe.— Patent  dated  October  26,  1858.— The  nature  of  this 
invention  consists  in  the  construction  and  arrangement  of  the  two 
cylinders  d  cutting  and  mashing  the  apples  by  providing  the  one  with 
knives  at  a  distance  of  two  inches  from  each  other,  the  knives  being 
three  quarters  of  an  inch  high,  and  the  other  with  flutes  or  channels 
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corresponding  with  said  knives.  The  invention  has  for  its  object  the 
cutting  and  mashing  the  apples  with  the  least  possible  power,  and 
thereby  obtaining,  without  any  loss,  the  full  amount  of  juice  contained 
in  the  apples. 

Claim, — The  particular  construction  and  arrangement  of  the  two 
cylinders,  constructed  in  such  a  manner  as  described. 

No.  20,208. — Charles  Lbavitt,  of  Cleveland,  Ohio. — Improvement 
in  Com  Mills. — Patent  dated  May  11,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

Claim. — The  manner  of  securing  the  revolving  grinder  P  to  the 
spindle  F,  by  means  of  the  collar  L,  wings  L^,  cap  and  nut  Q  Q' , 
when  arranged  as  described;  also  the  recess  S  in  the  outer  casing  B^ ,  in 
combination  therewith,  the  adjusting  and  securing  the  grinder  R  in 
place  by  means  of  the  outer  casing  B  and  B^,  and  the  diaphragm  M 
upon  which  the  grinder  is  superimposed  in  the  manner  specified.  Also 
dividing  the  surfieices  of  the  two  grinders  into  an  unequal  number  of 
parts  or  sections  for  the  purpose  of  bringing  the  several  sections  of 
the  grinders  successively  into  opposition,  in  the  manner  described  and 
for  the  purposes  specified;  and  also  the  diaphragm  M,  when  arranged 
in  relation  to  the  support  of  the  spindle  F  and  grinder  R,  and  the 
collecting  and  discharging  of  the  meal  at  one  point,  as  specified;  these 
several  devices  I  claim  when  arranged  as  described  and  applied  to 
the  purpose  set  forth. 

No.  20,121. — Bbnjabii^  Winter,  of  Buckingham  Court-House, 
Virginia. — Improvement  in  Com  and  Cob  Mills. — Patent  dated  April 
27,  1858. — This  improvement  has  reference  to  that  class  of  mills  in 
which  an  inner  vertical  cone  is  made  to  revolve  within  an  outer  cone, 
shell,  or  case,  the  feed  being  from  above  and  the  ground  matter  pass- 
ing off  below  in  its  escape  from  between  the  cones  which  form  the 
grinding  surfaces. 

Claim, — The  combination  of  the  adjustable  bridge  tree  C,  rollers  a, 
inclined  planes  6,  on  the  base  of  the  revolving  cone  A,  and  horizontal 
stopped  disks  c  d,  for  action  together,  substantially  as  and  for  the 
purposes  set  forth. 

No.  19,016. — Edwin  Clark,  of  Lancaster,  Pennsylvania. — Improve- 
m^ent  in  Flouring  MiUs. — Patent  dated  January  5,  1858. — The  claim 
and  engravings  show  the  nature  of  this  invention. 

Claim. — In  combination  with  the  bolt  I  and  hopper  formed  by  the 
sides  L  M,  the  separate  conveyors  Q  W,  and  the  slides  b  d,  connected 
together  and  operating  in  the  manner  set  forth,  for  the  purpose  of 
making  such  a  separation  of  the  ground  material  as  will  obviate  the 
necessity  of  requiring  the  bolt  to  carry  the  material  any  further  than 
is  actually  neccessary  to  bolt  it,  to  avoid  all  danger  of  clogging, 
whilst  conveying  the  separate  qualities  to  their  exit  or  elevators,  and 
prevent  any  possibility,  by  the  perfect  separation,  of  returning  that 
which  is  too  light  to  be  re-ground  to  the  stones^  as  explained. 
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No.  20,329. — Edwin  Clark,  of  Lancaster,  Pennsylvania. — Improve^ 
ment  in  Flouring  MiUs. — Patent  dated  May  25,  1858,  ante-dated 
February  2,  1858. — The  nature  of  this  invention  relates  to  the  more 
perfect  separation  of  the  different  qualities  of  the  ground  material, 
which  may  be  afterwards  mixed  to  suit  the  operator  or  consumer,  or 
may  be  rebolted,  or  reground  and  rebel  ted,  and  again  separated  as 
may  be  required. 

The  inventor  says :  I  am  aware  a  series  of  valves  and  a  circular 
division  has  been  used  in  bolting  machines  ;  these  I  do  not  claim. 

But  I  daim  the  valve  or  series  of  valves  6,  with  their  perforations 
c,  in  combination  with  the  apertures  d  ein  the  bolting  chamber,  so 
as  to  make  said  valves  common  to  the  three  different  transits  of  the 
ground  material,  substantially  as  described. 

I  also  claim,  in  combination  with  the  circular  division  F,  the  inclined 
planes  i,  for  properly  conducting  that  portion  of  the  material  that 
falls  upon  the  space  between  them  into  its  proper  channel,  as  set  forth. 

No.  20,370. — Christophbr  Rands,  of  Peoria,  Illinois. — Improvement 
in  Flouring  Mill. — Patent  dated  May  25,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says:  I  cZatm,  first,  the  combined  arrangement  of  the 
upper  and  lower  stories  C  C,  reduced  from  their  centre  outward  to 
mere  rim-grinding  surfaces,  comparatively,  two  annular  non-grinding 
plates  F  F^  one  or  both  concave,  placed  over  the  enlarged  eye  of  the 
stones,  and  the  horizontally  revolving  fan  or  blower  G,  arranged 
intermediately  between  the  stones,  and  crossing  vertically  the  space 
existing  between  the  same,  so  as  to  force  the  grain,  with  a  direct 
action,  out  of  the  grinding  surface,  and  to  give  a  direct  blast,  substan- 
tially as  and  for  the  purposes  set  forth. 

Second.  I  claim  the  fan  when  constructed  with  its  blades  radial  and 
situated  in  the  specified  relation  to  the  space  existing  between  the 
stones,  so  as  to  give  a  direct  blast,  for  the  purposes  set  forth. 

Third.  Incombination  with  the  above,  thearrangementfor  suspending 
the  stones  C  C^  consisting  of  rings  D,  each  having  four  axes  c  c  dd 
or  6  effy  and  one  being  arranged  on  the  spindle  of  the  stones,  and  the 
other  between  the  standards  of  the  frame,  substantially  as  and  for  the 
purposes  set  forth. 

Fourth.  The  combination  of  the  spirally-flanched  revolving  and 
sliding  cylinder,  friction  wheels  M  N,  and  spindle  B,  substantially  as 
and  for  the  purposes  set  forth. 

No.  20,972. — Samson  Wolff,  of  Vicksburgh,  Mississippi. — Improve-' 
ment  in  Flouring  Mills. — Patent  dated  July  20,  1858. — By  this  inven- 
tion any  necessary  additional  weight  can  be  given  to,  or  any  surplus 
weight  removed  from,  the  running  stone  in  such  a  manner  that  said 
stone,  although  heavily  weighted,  will  act  with  a  pressure  which  can 
be  counteracted  by  any  peculiar  resistance  of  the  grain  or  other  object 
between  the  stones,  as  in  the  event  of  clogging  of  the  grain  from  too 
great  moisture  or  ununiform  distribution  offeed,  and  in  perfect  delivery 
at  the  periphery  of  the  stones,  and  consequently  the  flour  will  be  kept 
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discharged  in  a  cooled  state,  and  tlie  miller  enabled  to  adjust  his  grind- 
ing sur^ces  to  suit  the  amount  steam  power  he  has  on  hand. 

Claim, — Increasing  or  decreasing  the  effective  grinding  action  or 
friction  of  the  stones  B  B,  without  the  necessity  of  changing  the  distance 
between  the  grinding  surfaces,  by  having  the  spindle  C  of  the  running 
stone  B^  arranged  between  an  unyielding  but  adjustable  step  D  and 
a  pivoted  weighted  yielding  lever  J  J,  in  the  particular  manner 
specified,  for  the  purposes  set  forth. 

No.  21,062. — Robert  J.  Brown,  of  Perry,  Pennsylvania. — Improve- 
ment in  Flouring  Milla. — Patent  dated  August  3, 1858. — This  invention 
relates  principally  to  the  bolting  apparatus  of  flouring  mills  and  the 
elevator  and  conveyors  connected  therewith. 

The  inventor  says:  I  ctotm,  first,  the  combination  of  cups  without 
backs,  with  a  perforated  strap  c2,  for  the  purpose  of  elevating  and 
discharging  meal  in  the  manner  set  forth. 

Second.  The  combination  of  a  ribbed  pulley  6,  with  a  conveyor  on 
the  bolting  shaft,  in  the  manner  and  for  the  purpose  specified. 

Third.  The  arrangement  of  two,  three,  or  more  bolts  within  and 
concentric  with  each  other,  and  upon  the  same  reel  shaft  9,  in  the 
manner  and  for  the  purpose  set  forth. 

No.  22,384. — Ira  Speight,  of  Woodville,  Mississippi. — Improvement 
in  Hominy  Mills  — Patent  dated  December  21,  1858. — The  nature  of 
this  improvement  consists  in  effecting  the  attachment  of  the  upper 
stone  A  to  the  hollow  spindle  B  by  means  of  a  left-hand  screw  C,  and 
the  lower  stone  D  to  the  solid  spindle  E  by  means  of  a  right-hand 
screw  F;  the  left-hand  screw  attachment  consisting  of  a  metal  female 
screw-tapped  thimble  G  fitted  in  the  eye  o  of  the  upper  stone,  and  a 
left-hand  screw  thread  C  cut  on  the  hollow  spindle;  and  the  right-hand 
screw  attachment  consisting  of  a  metal  female  screw-tapped  thimble 
H  fitted  in  the  eye  b  of  the  lower  stone. 

Claim. — Hanging  mill-stones  by  means  of  right  and  left  screws, 
substantially  as  and  for  the  purposes  set  forth. 

No.  20,784. — John  J.  Farrington,  of  Pittsborough,  North  Caro- 
lina.— Improvement  in  Mills  for  Cutting,  Crushing,  and  Expressing  the 
Juice  from  Sugar-Cane, — Patent  dated  July  6,  1858. — This  invention 
consists  in  the  arrangement  of  the  cutter  C  over  the  pressing  rollers 
F  G,  which  stand  one  over  the  other,  and  a  conducting  trunk  H  to 
direct  the  cut  material  from  the  cutter  C  to  the  presser  roller  F 
G,  so  that  the  expressed  juice  and  the  spent  cane  shall  be  separated 
from  each  other  and  each  pass  to  its  proper  receptacle. 

Claim. — In  combination  with  the  cutter  C  and  the  pressing  rollers 
F  G,  the  guiding  trunk  H  and  the  dividing  board  I,  the  whole  being 
arranged  for  cutting,  conducting  to  the  presses,  pressing  and  separating 
the  spent  cane  from  the  juices,  as  described  and  represented. 

No.  20, 102. — Chauncey  Thomas,  of  West  Newbury,  Massachusetts. — 
Improvement  in  MM  for  Grinding  Paint. — Patent  dated  April  27, 
1858. — In  this  invention,  instead  of  using  a  hopper  to  receive  the 
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semi-fluid  material  or  paint  to  be  ground,  and  to  introduce  it  into  the 
grinder,  a  force  pump  or  itH  equivalent  is  used.  The  barrel  of  such 
force  pump  is  shown  at  C^  as  affixed  to  and  extended  above,  and  made 
to  open  at  its  lower  end  into  the  rear  part  of  the  hollow  grinding  cone 
o;  with  this  barrel  C  and  piston  D  operates. 

The  inventor  says:  I  daim  the  combination  of  the  forcing  pump  (or 
its  equivalent)  with  the  grinder  or  mill  for  grinding  paint,  and  so  as 
to  operate  therewith,  substantially  as  described. 

£  also  claim  the  mode  of  combining  the  piston  with  the  mechanism 
or  means  of  elevating  and  depressing  it ;  that  is  to  say,  by  such  a 
mechanical  device  or  devices  as  will  not  only  allow  the  piston  to  be 
elevated  out  of  the  pump,  but  swung  laterally  out  of  the  way,  or  beyond 
the  mouth  of  the  pump,  when  receiving  the  material  to  be  ground. 

No.  19,541. — Thomas  Blanchard,  of  Boston,  Massachusetts. — /m- 
provemerU  in  Mills  for  Seducing  Substances. — Patent  dated  March  9, 
1858. — The  object  of  this  invention  is  to  reduce  grain  into  meal  or 
flour,  and  to  effect  this  reduction  of  substances  by  a  shearing  action 
of  two  series  of  rotating  disks  c2,  and  combining  with  the  disks  d  one 
series  of  stationary  eccentric  plates  h  K  for  each  series  of  disks,  and 
interposed  between  the  disks  for  the  purpose  of  forcing  the  particles 
of  the  reduced  substance  from  between  any  two  of  the  disks  and  dis- 
charge it  at  the  periphery. 

The  inventor  says:  I  do  not  wish  to  be  understood  as  claiming 
broadly  the  use  of  two  series  of  circular  disks  on  parallel  rotating 
shafts,  with  the  periphery  of  one  series  working  in  the  spaces  between 
the  disks  of  the  other  series,  except  when  arranged  so  as  to  have  a 
mode  of  operation  such  as  I  have  invented  and  described. 

I  daim^  in  the  construction  of  mills  for  reducing  substances,  the 
employment  of  two  series  of  rotating  shears^  constructed  substantially 
as  described,  combined  with  each  other,  and  with  a  suitable  hopper 
for  the  supply  of  the  material  to  be  reduced,  and  having  a  mode  of 
operation  substantially  such  as  described. 

And  I  also  claim,  in  combination  with  the  two  series  of  rotating 
shears  for  reducing  substances,  substantially  as  described,  the  two 
series  of  eccentric  clearers,  substantially  such  as  described. 

No.  21,340. — Jeremiah  Howard,  of  New  York,  N.  Y. — Improve- 
ment in  MiUsfor  Sugar-Cane, — Patent  dated  August  31,  1858.— This 
invention  consists  in  applying,  by  suitable  means,  hydraulic  pressure 
to  the  lower  rollers  of  a  crushing  mill,  so  that  the  rollers  will  be 
allowed  to  yield  or  give,  and  the  space  between  them  and  the  upper 
roller  regulated  according  -to  the  work  to  be  performed,  thereby  in- 
suring the  mill  against  fractuieand  causing  it  to  work  more  efficiently 
than  usual. 

Claim. — The  employment  or  use  of  a  pump  G,  water  reservoir  P, 
and  valve  J,  in  connexion  with  necessary  pipes  H  1  and  cylinders  E, 
provided  with  pistons  d,  acting  on  the  bearing  of  the  roller  or  rollers, 
the  whole  being  arranged  as  shown,  or  in  any  equivalent  way,  so  as 
to  operate  as  and  for  the  purpose  set  forth. 
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No.  20,288. — Henry  Mbybr,  of  Bridgeton,  New  Jersey. — Improve- 
ment in  Mill  for  Treating  Chinese  Stigar-Cane. — Patent  dated  May  18, 
1858. — This  invention  is  a  combination  of  expanding  strippers  with 
a  system  of  rollers,  and  in  an  arrangement  of  the  latter  with  certain 
strips  and  a  revolving  knife,  the  whole  being  designed  for  the  purpose 
of  stripping  the  leaves  from  the  stalks  of  the  Chinese  sugar-cane, 
prior  to  their  being  submitted  to  the  rollers,  and  for  the  purpose  of 
cutting  the  spent  stalks  into  suitable  lengths  to  be  used  as  fodder  for 
cattle. 

The  inventor  says :  I  do  not  claim,  separately,  the  expanding  strip- 

Sers,  the  system  of  rollers,  or  the  revolving  knife,  as  each  of  these 
evices  have  been  used  in  other  machines. 
But  I  claim,  first,  the  arrangement,  substantially  as  described,  of 
the  rollers  H  I  and  J,  the  strips  a  /  and  6,  and  the  revolving  cutter 
n,  for  the  purpose  specified. 

Second.  The  expanding  strippers  U  in  combination  with  the  rollers 
H  I  and  J,  the  same  being  arranged  in  relation  to  each  other,  as  and 
for  the  purpose  set  forth. 

No.  19,251. — James  J.  Johnston,  of  Alleghany,  Pennsylvania. — 
Improvement  in  Chain  MUla. — Patent  dated  February  2,  1858. — This 
invention  consists  in  the  arrangement  fpr  feeding  grain  in  at  the  hub 
of  the  stationary  bar,  and  also  in  the  arrangement  for  gathering, 
bolting,  and  separating  the  flour. 

Claim, — First.  The  use  of  the  pin  c  on  the  revolving  bar,  for  the 
purpose  of  operating  the  bolting  sieve/and  spring  rod  e,  as  described 
and  set  forth. 

Second.  The  arrangement  of  the  hopper  k,  spring  rod  e,  hollow 
hub  I J  and  feed  screw  d,  as  described  and  for  the  purpose  set  forth. 

Third.  The  arrangement  of  the  recess  6  in  the  bars  and  flange  X 
on  the  stationary  bar,  for  the  purpose  of  forming  the  gathering  cham- 
ber o,  as  described  and  for  the  purpose  set  forth. 

Fourth.  The  arrangement,  in  the  face  of  the  bars,  of  the  recess 
with  the  blank  surface  marked  S,  in  connexion  with  the  arrangement 
of  the  teeth  or  cutters  and  rubbing  surface  p,  as  described  and  for 
the  purpose  set  forth. 

Fifth.  The  arrangement  of  the  spring  y,  the  bolting  sieve  /,  with 
the  recess  1  and  4,  and  the  chutes  8  t  and  r,  as  described  and  for  the 
purpose  set  forth. 

No.  19,441. — Philander  Perry,  of  Troy,  N.  Y. — Improvement  in 
Grain  Mills.— Feitent  dated  February  23,  1858.— In  figure  1  A  AUs 
the  frame,  B  B*  is  the  fly-wheel,  C  is  the  shaft  that  supports  the 
eccentric  plates,  £  is  the  gearing  shaft,  F  is  the  feeder,  G  Q^  are 
eccentric  plates  or  disks  revolving  in  opposite  directions,  arranged  on 
the  shaft  C.  The  eccentric  plate  G*  makes  two  revolutions  while  the 
plate  G  makes  one ;  D  D^  D'  D'  is  the  gearing  arranged  upon  the  fly- 
wheel B  B^,  and  shaft  E,  and  the  plate  G^  The  cog-wheels  D^  and 
D^  are  one-fourth  the  size  of  the  fly-wheel  B  B^;  the  wheel  D  is  twice 
the  size  of*  the  small  wheels  D*  D^ 

The  inventor  says  :  I  cZatm,  first,  the  arranging  two  eccentric  plates 
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or  disks  upon  one  shaft,  both  plates  revolving  in  opposite  directions, 
for  the  purposes  specified. 

Second.  The  arranging  an  eccentric  cone  upon  an  eccentric  and 
revolving  plate,  in  connexion  with  crackers  placed  within  the  concave 
surface  of  the  convex  receiver,  for  the  purposes  specified. 

Third.  The  manner  of  arranging  the  gearing  upon  the  fly-wheel 
and  eccentric  plate,  for  the  purposes  specified. 

Fourth.  The  arranging  a  stationary  hopper  on  an  eccentric  and 
revolving  plate,  for  the  purpose  specified. 

No.  19,093. — Burton  W.  Leonard,  of  Bridgeport,  Conn. — Improve- 
ment in  Grinding  Mills, — Patent  dated  January  12,  1858. — In  the 
engravings  figure  1  is  the  spindle,  with  bail  and  step  connected,  pass- 
ing through  the  bed-stone  0.  Figure  2  is  the  bed-stone  as  hung  in 
the  frame.     Figure  3,  the  bottom  step  or  cup. 

Claim, — The  arrangement  for  connecting  the  bail  or  carrier  to  the 
spindle ;  also  the  manner  of  hanging  the  bed-stone  in  the  frame  by 
means  of  a  universal  joint  or  balance  ;  also  the  manner  of  construct- 
ing the  step  and  oil  cups,  as  set  forth  and  described. 

No.  19,289.— Hendrick  V.  Duryea,  of  Fulton,  N.  T. — Improve^ 
meni  in  Grinding  Mills, — Patent  dated  February  9, 1858. — The  rollers 
B  and  G  are  constructed  by  casting  of  metal  in  two  parts,  D  and  E, 
each  being  hollow  and  having  a  bearing  tor  the  shaft  F  at  both  outer 
and  inner  ends  of  each  part,  making  four  in  all;  the  two  parts,  D  and 
£,  are  connected  by  the  shaft  F  running  through  all  four  of  the  bear- 
ings, and  by  the  rods  H,  lengthwise  through  the  parts.  Near  the  end 
of  each  cylinder  there  is  a  groove  I  to  receive  the  end  boards  J  of  the 
hopper  A.  The  sideboards  K  of  the  hopper  are  made  to  rest  upon 
the  upper  surface  of  the  cylinders;  the  ends  being  expanded  at  L,  the 
hopper  is  firmly  held  in  contact  with  the  cylinder. 

The  inventor  says:  I  daim,  first,  the  method,  substantially  as 
described,  of  constructing  metallic  rollers  for  grinding  mills,  when 
the  parts  of  each  roller  are  connected  by  the  contraction  of  metallic 
rods,  as  set  forth. 

Second.  I  also  claim  the  method,  substantially  as  described,  of 
attaching  the  hopper  A  with  the  rollers  B  and  C,  for  the  purpose 
mentioned. 

Third.  I  also  claim  the  described  method  of  attaching  hoppers,  in 
combination  with  rollers,  constructed  as  set  forth. 

No.  19,521. — HosEA  SouTHWicK,  of  Little  CJooley,  Pa. — Improvement 
in  Grinding  Mills, — Patent  dated  March  2,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  friction  rollers  on  which  the 
main  shaft  runs. 

I  daim  the  mode  of  grinding  all  kinds  of  grain  into  flour  and  meal 
with  a  perpendicular  stone  fitting  into  a  stone  concave,  and  a  counter- 
stone  or  crusher  on  the  top  of  the  runner  near  the  upper  end  of  the 
concave;  said  counter-stone  or  crusher  is  to  crush  the  grain  before  it 
drops  between  the  runner  and  the  cSoncave,  thereby  grinding  faster 
and  with  much  less  power  than  common  mills. 
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No.  19,587. — Gelston  Sanford,  of  Poughkeepsie,  N.  T. — Improve- 
merit  in  Grinding  Mills. — Patent  dated  March  9,  1858. — The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and  engrav- 
ings. 

The  inventor  says  :  The  particular  improvement  which  constitutes 
my  invention,  and  which  I  daimy  is  giving  the  edges  of  the  plates  D  ' 
and  E,  having  a  longitudinal  and  lateral  motion  with  reference  to 
each  other,  the  notch  form  described,  or  its  equivalent,  by  which  the 
breaking  of  the  coarser  particles  and  their  introduction  between  the 
plates  is  insured,  substantially  as  set  forth. 

No.  19,559. — Rensselabr  D.  Granger,  of  Philadelphia,  Pa. — /m- 
provement  in  Grinding  Milla. — Patent  dated  March  9, 1858. — The  burrs 
being  set  in  motion  by  turning  the  shaft  H,  the  grain  will  drop  through 
the  orifices  cc^  and  being  acted  upon  by  the  grinding  surfaces  of  the 
shell  B  and  burrs,  will  be  reduced  to  the  required  consistency  and  be 
dropped  into  the  box  A.  As  the  outer  burr  C  moves  over  more  space 
in  the  same  time  than  the  inner  burr  D,  the  orifices  c  c  must  be  larger 
than  those  of  the  latter. 

The  inventor  says :  Without  laying  any  exclusive  claim  to  the  em- 
ployment of  two  or  more  grinding  cones,  and  without  confining  myself 
to  any  particular  number  of  such  cones — 

I  daimy  first,  so  constructing  grinding  mills  having  any  convenient 
number  of  annular,  concentric,  grinding  cones  that  each  cone  shall    ^ 
have  its  own  hopper  communicating  with  the  general  hopper  and  ite 
own  set  of  feed  openings,  substantially  as  set  forth  and  for  the  pur- 
poses specified. 

Second.  The  combination  of  the  bridge-tree  G  as  secured  to  the  shell 
B,  the  burr  shaft  F  with  its  pinion  I,  and  the  shaft  H  with  its  wheel 
J,  when  each  is  arranged  in  relation  to  the  other,  substantially  as  set 
forth  and  for  the  purpose  specified. 

No.  19,826. — David  E.  Breinig,  of  Philadelphia,  Pa. — Improvement 
in  Grinding  Milla. — Patent  dated  April  6,  1858. — This  invention  re- 
lates to  mills  for  grinding  paint,  printers'  ink,  drugs,  grain,  and  other 
materials,  and  consists  in  constructing  the  shell  and  burr  with  their 
upper  surfaces  cone-shaped,  with  inclined  sides  terminating  in  a  hor- 
izontal grinding  surface,  in  combination  with  arms  for  directing  the 
material  towards  said  grinding  surfaces,  and  also,  in  combination  with 
the  above  mentioned  form  of  grinding  surface,  a  scraper,  whereby  the 
ffround  material  is  allowed  full  liberty  to  escape  and  is  yet  prevented 
from  falling  off. 

The  inventor  says:  I  daim,  first,  the  upper  portion  of  the  grind- 
ing surface  of  the  shell  and  burr  cone-shaped,  with  inclined  sides  ter- 
minating in  a  horizontal  or  curved  grinding  surface,  in  combination 
with  the  defiecting  arms  n  and  p.  or  their  equivalents. 

Second.  The  shell  and  burr,  formed  as  above  described,  in  combina- 
tion with  the  scraper  W,  sliding  segment  N  and  pinion  P,  arranged 
and  operating  substantially  as  described. 
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No.  20,310. — Salvadore  Vascow  &  Adolph  Guirand,  of  Cincinnati, 
Ohio  — Improvement  in  Grinding  MiUs. — Patent  dated  May  18, 1858. — 
The  nature  of  this  improvement  consists  in  the  combined  arrangement 
of  parts  composing  the  mill,  a  a  is  the  general  frame- work  of  the  mill. 
B  18  a  French  burr  stone  mounted  on  the  shaft  J  and  attached  firmly 
to  it,  so  that  the  stone  can  be  revolved  by  a  belt  working  over  the  pulley 
h  on  the  end  of  the  shaft  J.  C  C  is  a  concave  piece  made  of  French 
burr  stone  and  attached  to  the  frame-work  d  d. 

Claim. — The  combined  arrangement  of  the  breaking  rollers  c*  c^ 
with  the  cylindrical  grinder  B  and  concave  C  C,  when  the  whole  is 
constructed  as  described,  for  adjusting  the  cylinder  and  concave  apart, 
as  described,  for  grinding. 

No.  20,692. — Backus  A.  Bbardslby,  of  Waterville,  N.  T. — Improve- 
ment in  Grinding  MiUs. — Patent  dated  June  29, 1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  am  aware  that  conical  or  semi-spherical  shells, 
toothed  both  on  their  upper  and  lower  surface  and  encompassed  by 
toothed  cases,  have  been  previously  used. 

And  1  am  also  aware  that  rotating  toothed  shells,  perforated  to  allow 
the  bark  to  pass  through,  have  been  used;  for  such  device  was  pre- 
viously patented  by  me,  the  letters  patent  bearing  date  February  4, 
1843. 

But  I  am  not  aware  that  conical  or  semi-spherical  toothed  shells 
have  been  used  in  connexion  with  stationary  arms  and  toothed  cases, 
and  arranged  as  shown,  so  that  any  number  of  shells  may  be  used 
and  the  mill  made  of  any  desired  grinding  capacity,  and  at  the  same 
time  rendered  capable  of  being  operated  with  a  comparatively  moderate 
expenditure  of  power,  and  also  rendered  capable  of  being  graduated 
to  grind  fine  or  coarse,  as  desired. 

I  do  not  claim,  therefore,  any  of  the  described  parts,  separately 
considered. 

But  I  cZatm,  first,  the  alternate  combination  of  grinding  shells  C 
G  with  shells  F  I,  the  shells  C  G  having  a  smaller  diameter  or  curve 
than  the  shells  F  I,  so  that,  by  merely  duplicating  the  above  parts 
and  employing  them  in  connexion  with  cases  D  H,  as  shown  and  de- 
scribed, the  capacity  of  the  mill  is  correspondently  increased. 

Second.  I  claim  providing  the  shell  G  with  a  ffuard  a,  which  fits 
into  a  rebate  b  in  the  upper  part  of  the  case  D,  so  tnat  shell  G  may  be 
moved  vertically  at  pleasure  without  the  escape  of  the  contents  of  the 
mill  between  the  edges  of  said  shell  and  case,  substantially  as  described. 

No.  20,734. — ^WmiAM  Scarlett,  of  Kenosha,  Wisconsin. — Improve- 
ment in  Grinding  Mills. — Patent  dated  June  29,  1858. — This  inven- 
tion consists,  first,  in  a  novel  arrangement  of  certain  parts  whereby 
these  parts  are  connected  in  the  simplest  possible  way,  and  the  con- 
struction of  the  mill  rendered  very  simple,  and  the  principal  bearing 
of  its  working  parts  kept  continually  in  a  lubricated  state.  Second, 
the  peculiar  device  with  which  ears  of  corn  may  be  crushed  with  a 
moderate  expenditure  of  power.    Third,  an  adjustable  feed  plate  is 
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used,  placed  within  the  hopper,  so  as  to  regulate  the  supply  of  small 
grain  to  the  mill  and  prevent  the  choking  and  clogging  of  the  same. 

The  inyentor  says:  I  do  not  claim  broadly  the  screw  rod  with  nut 
at  the  top  for  adjusting  the  grinding  surfaces;  nor  do  I  claim  broadly 
the  employment  of  crushing  knives  or  blades  above  the  grinding 
surfaces. 

But  1  daim^  first,  the  combination  of  the  screw  rod  B  /  J,  thimble 
c  gy  and  separated  hubs  E  K  6 mn  o,  in  the  particular  manner  shown, 
and  for  the  purposes  described. 

Second.  The  arrangement  of  the  conical  feed  plate  in  the  bottom  of 
the  hopper,  loosely  over  the  central  box  of  the  central  screw,  and  so  as 
to  be  Mjusted  vertically  by  means  of  set  screws,  independently  of  the 
crushing  and  grinding  devices,  in  the  manner  and  for  the  purposes  set 
forth. 

Third.  The  arrangement  of  the  cutters  g  so  that  their  vertical  edge 
shall  only  nearly  touch  the  horizontal  edge  of  the  cutter  S,  and  thus 
insure  the  crushing  of  the  corn,  &c.,  between  the  same  at  a  point  near 
the  centre  of  the  mill,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,941. — Qbrrett  Erkson,  of  New  York,  N.  T. — Improvemeni 
in  Qrinding  MiUs, — Patent  dated  July  20,  1858. — This  invention 
consists  in  combining  with  and  attaching  to  two  eccentric  rotating 
plates  j  and  m  having  the  same  axis  of  rotation  and  tarning  in 
opposite  directions,  or  in  the  same  direction  but  with  different 
velocities,  and  whose  contiguous  surfaces  are  formed  or  otherwise 
prepared  for  grinding  and  reducing  substances,  a  male  and  female 
nut,  one  within  the  other  and  concentric  with  each  other,  for  the 
purpose  of  breaking  or  crushing  the  substances  which  are  passed 
between  and  finally  ground  or  reduced  between  the  surfaces  of  the 
eccentric  plates. 

Claim. — Combining  with  the  two  eccentric  giinding  plates  having 
the  said  axis  of  rotation,  substantially  as  described,  a  male  and  female 
nut,  concentric  with  each  other,  and  attached  to  and  rotating  with  the 
eccentric  plates,  as  set  forth,  and  for  the  purpose  specified. 

No.  19,060. — Ezra  Fahrnet,  of  Deep  River,  Iowa,  assignor  to 
John  Donaldson,  of  Mount  Morris,  Illinois. — Improvement  in  nominy 
Mills. — Patent  dated  January  5,  1858. — The  nature  of  this  improve- 
ment is  shown  by  the  claim  and  engravings. 

The  inventor  says :  I  wish  it  to  be  distinctly  understood  that  I 
make  no  claim  in  this  application  to  an  intermittent  feeding  and 
discharging  device  for  hominy  machines  having  two  slides,  one 
arranged  at  the  top  and  the  other  at  the  bottom  of  the  cylinder,  said 
slides  being  operated  alternately  by  a  cam-wheel  driven  by  a  worm- 
wheel  and  screw-shaft,  as  such  an  arrangement  was  patented  by  me 
in  1855. 

But  I  cZatm,  as  an  improvement  on  the  mill  patented  to  me  on  the 
15th  of  May,  1855,  the  employment  of  two  self-closing  hinged  flap 
valves  t  m,  one  at  the  top  and  the  other  at  the  bottom  of  the  cylinder 
A,  in  combination  with  a  ratchet  C  arranged  loosely  on  the  hub  of 
the  cylinder,  and  having  two  pins  gr  A  on  its  face,  and  being  actuated 
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slowly  by  a  pawl/,  which  is  connected  with  a  crank  shaft  E  by  means 
of  a  vertical  rod  G  and  jointed  elbow  lever  d  e,  as  and  for  the  purposes 
set  forth. 

No.  19,29T.— Philip  Homriqhaus,  of  Royalton,  Ohio.— Improvement 
in  Hominy  MiUa. — Patent  dated  February  9,  1858. — The  operation  of 
the  mill  is  as  follows  :  The  sliding  bottom  M  of  the  hopper  L  being 
first  closed,  the  hopper  is  filled  with  corn,  and  water  added  to  dampen 
it,  any  unabsorbed  water  passing  oflF  by  means  of  the  trough  M  K. 
The  shafts  A  B  are  then  set  in  motion,  and  corn  admitted  into  the 
cylinder  by  withdrawing  the  gauge  board  M  to  any  extent  desired. 
The  upper  shaft  A,  rotating  at  greater  speed  than  the  lower  one, 
causes  greater  friction  i^pon  the  corn,  and  equalizes  the  labor  performed 
by  the  two  shafts.  The  swinging  side  D  of  the  cylinder  is  then 
thrown  back,  when  the  hominy,  falling  into  the  conveyor  trough,  is 
by  the  conveyor  J  forwarded  to  the  action  of  the  fan  I,  by  means  of 
which  the  husks,  eyes,  &c.,  are  impelled  forward  and  deposited  in  the 
box  8,  while  the  clean  hominy  passes  down  the  spout  Q  into  the 
boxT. 

Claim, — The  construction  of  the  gauge  plate  M,  when  used  in 
connexion  with  the  hopper  L  and  trough  K,  substantially  as  and  for 
the  purposes  set  forth. 

No.  19,691. — Frederick  E.  Dakb  and  John  W.  Teal,  of  Indian- 
apolis, Indiana. — Improvement  in  Hominy  Milk. — Patent  dated  March 
23,  1858. — A  is  a  hopper,  into  which  the  corn  is  placed  and  is  fed  by 
the  shoe  B.  C  is  an  upright  shaft,  upon  which  are  the  disks  D  U  D  D, 
separated  by  the  blocks  £  E  £  E.  F  is  a  pinion,  gearing  into  the 
wheel  G,  which  is  upon  the  same  shaft  with  the  pulley  H.  1 1 1 1  are 
wings  or  beaters,  designed  to  throw  the  corn  from  the  centre.  K  K 
are  fans,  designed  to  draw  a  current  of  air  down  through  the  mill. 
L  L  L  are  openings  through  the  disks  D  D  D  D.  M  is  a  spout  for 
the  hominy,  and  N  a  spout  for  the  meal. 

Claim. — The  combination  and  arrangement  of  the  perforated  disks 
D  D  D  D  with  the  fan  K  K,  when  constructed  and  arranged 
substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  20,327. — Jabies  M.  Clark,  of  Lancaster,  Pennsylvania. — 
Improvement  in  Hominy  MiUs. — Patent  dated  May  26,  1858. — In  the 
operation  of  this  invention,  the  material,  after  being  ground  at  the 
stones,  passes  down  the  spout  K  and  into  conveyor  £,  and  is  carried 
by  conveyor  £  into  the  elevators  G',  and  up  the  elevators  into  the 
short  conveyor  case  B,  and  through  the  conveyor  case  by  conveyor  D 
into  the  superfine  bolt  A. 

The  inventor  says :  First.  I  daim  the  arrangement  of  the  apertures 
T  and  i  in  the  conveyor  case  M  with  the  slide-valve  0,  constructed 
and  operated  as  set  forth. 

Second.  I  claim  the  combination  of  the  movable  or  stationary  con- 
veyor with  and  formed  on  the  shaft  of  the  bolting  reel,  for  the  purpose 
of  conveying  the  material  into  the  bolt  to  any  required  distance,  to 
,  effect  the  object  fully  specified. 
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No.  21,184. — Jacob  P.  Brady,  of  Mount  Joy,  Pa. — Improvement  in 
MiU  Pick  floWer*.— Patent  dated  August  17,  1858.— Figure  1  is  a 
perspective  view  of  this  invention;  A  is  the  double  socket,  with  its 
nanale  C  and  two  double-wedged  picks  B  6  in  place. 

Figure  2  shows  the  double  socKet,  which  may  be  hollowed  out  at, 
as  shown  at  b  b,  or  left;  full  in  a  line  with  e  e,  the  bit  holders,  and  c,  for 
the  handle  C  at  D. 

C^tm.— Thedouble-socket  pick  holder,  when  constructed  as  described, 
and  used  in  combination  with  the  diamond-shaped  picks,  in  the  man- 
ner and  for  the  purposes  set  forth. 

No.  19,696. — David  H.  Gage,  of  Dover,  N.  H. — Improved  Grinding 
Attachment  to  Fug  JfiHs.— Patent  dated  March  23, 1858.— The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

Claim. — The  combination  of  the  double  series  of  rotating  arms  E  E 
and  F  F  with  the  stationary  arms  d  d  and  the  dish-shaped  grinder  C, 
when  the  said  parts  are  so  shaped  and  arranged  as  to  operate  in  con- 
junction with  each  other  substantially  as  set  forth. 

No.  20,012. — LoBiNo  W.  Williams,  of  Nevada  City,  California. — 
Improvement  in  Quartz  MiUa, — Patent  dated  April  20,  1858. — The 
nature  of  this  invention  consists  in  constructing  the  inside  bottom  of 
a  circular  battery  of  a  series  of  inclined  planes  or  curves,  commencing 
at  a  common  base  and  produced  to  any  required  height,  and  over  and 
in  contact  with  which  the  stampers  or  wheels  move,  and  by  means  of 
which  they  are  alternately  raised  and  let  fall. 

The  inventor  says :  I  do  not  claim  the  circular  battery,  that  being 
by  no  means  new. 

But  I  daim  constructing  the  inside  bottom  of  circular  batteries  (in 
which  quartz  is  to  be  crushed)  of  a  series  of  inclined  planes  or  curved 
surfaces,  commencing  at  any  desired  base  and  produced  to  any  required 
height,  and  over  and  in  contact  with  which  stampers  or  wheels  are 
made  to  revolve,  and  by  their  revolution  over  such  inclines  are  alter- 
nately raised  and  let  fall^  substantially  in  the  manner  and  for  the 
purpose  described. 

No.  20,161.— John  C.  Kelly  and  Amos  Frost,  of  Edinburg,  Ind. — 
Imjyrovement  in  Smut  Milla. — Patent  dated  May  4,  1858. — A  repre- 
sents the  hopper;  c  the  aperture  through  which  the  grain  descends; 
b  b  and  d  d  are  partitions  which  form  the  air  passage  F;  B  is  the  beater 
encased  within  two  drums  e  e  and  f  f;  C  is  an  air  chamber  above  the 
fans;  P  is  the  driving  shaft,  having  secured  to  its  upper  extremity  the 
beater  B;  B  B  are  fans  secured  to  shaft  P;  H  H  H  are  triangular 
blocks  for  the  purpose  of  scattering  the  grain;  a  is  a  spout  forming  a 
connexion  between  the  scourer  and  the  air  passage  D^. 

The  inventors  say  :  We  daim^  first,  the  arrangement  of  the  hopper 
as  constructed  with  the  air  passage  F,  in  the  manner  herein  set  forth 
and  for  the  purpose  described. 

Second.  We  claim  the  peculiar  arrangement  of  the  scourer  as  con- 
structed with  the  air  passage  D  and  C^  connecting  si>out  a  and  fan  B, 


XIIL — GRINDING  MILLS,  ETC.  309 

for  the  purpose  ot  separating  the  smut  from  the  wheat,  as  fully  set 
forth. 

No.  21,199. — Gideon  Hotchkiss,  of  Windsor,  N.  Y. — Improvement 
in  the  Mode  of  Securing  and  AdjvMing  the  Stqps  of  Mill  Spindles. — 
Patent  dated  August  17,  1858. — The  nature  of  this  improvement  will 
be  onderlstood  by  an  examination  of  the  claim  and  engravings. 

The  inventor  says :  I  claim  the  double  fulcrum  lever  operating  out- 
side of  the  shell  F,  and  over  the  base,  resting  on  two  raised  fulcra 
j  on  the  shell  fitted  to  said  levers  h;  and  the  suspending  the  sway  bar 
and  pot  by  means  of  sway  bolts  passing  through  said  lever  in  the 
manner  described ;  also  the  flanges  e  e  on  the  bottom  of  the  pot. 

I  also  claim  the  manner  of  supporting  the  regulating  screw  on  an 
adjustable  base  L  or  safety  lightener,  by  whicn  the  stones  can  be 
quickly  raised  and  returned  again  to  the  same  position,  substantially 
as  described,  in  combination  with  the  foregoing  arrangement. 

No.  20,083. — Gabriel  Natchbr,  of  Indianapolis,  Ind. — Improve- 
ment  in  MiUstone  Dress. — Patent  dated  April  27,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

I  claim,  1st.  The  lines  a  upon  the  upper  portion  of  the  inclined 
plane  of  the  furrow. 

2d.  The  curved  or  retarding  lines  C  upon  the  breast  circle. 

3d.  The  parallel  or  uniform  lines  upon  the  whole  surface,  running 
straight  or  at  any  desired  curve. 

4th.  The  combination  and  arrangement  of  the  various  parts  above 
described,  making  up  the  complete  dress  of  the  millstone,  when 
arranged  and  operatea  substantially  as  set  forth. 

No.  20,084. — Gabriel  Natchbr,  of  Indianapolis,  Ind. — Improve- 
ment in  Millstone  Dress. — Patent  dated  April  27,  1858. — ^The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  application  of  the  diamond  in  the  production  of  the 
small  lines  in  any  required  form  upon  the  face  of  millstones  for  dress- 
ing the  same. 

No.  20,029  — Franklin  Bellinger,  of  Lockport,  N.  Y. — Improve- 
ment in  Millstone  Dress. — Patent  dated  April  27,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  furrows  0  cut  into  the  stones  tangentially  with  the 
eye  6,  and  gradually  diminishing,  both  in  depth  and  width,  from  the 
eye  to  the  periphery  where  they  terminate  in  points,  the  space  between 
the  circle  a  and  eye  6  of  the  runner  A  being  inclined  or  made  open, 
substantially  as  and  for  the  purpose  set  forth. 

No.  20,462. — Samson  Wolff,  of  Vicksburg,  Miss. — Improvement 
in  MiUstone  Dress. — Patent  dated  June  1,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

Claim. — Dressing  millstones  with  elbow-shaped  furrows  A  and  B, 
which  are  partly  concave  in  their  transverse  section  or  curved  as 
shown  at  a,  and  partly  bevelled  in  the  same  section  as  shown  at  5,  and 
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80  constructed  that  all  the  feather  edges  c  c  of  the  main  farrows  radiate 
from  the  centre  of  the  eye  B  of  the  stone,  and  that  the  elbows  d  dy  or 
commencement  of  the  angles,  are  at  a  point  nearer  the  circumference 
than  the  eje  of  the  stone,  substantially  as  and  for  the  purposes  set 
forth. 

No.  20,960. — George  W.  Loy,  of  Jefferson,  Texas. — Improvemerd 
in  MtUaione  Dress. — Patent  dated  July  20,  1858.— This  invention 
consists  in  having  one  stone  provided  with  straight  tangential  furrows, 
and  the  other  with  curved  furrows,  whereby  the  millstones  are  ren- 
dered much  more  efficient  in  their  operation  than  by  the  ordinary 
dress  most  generally  employed. 

Claim. — Having  the  two  stones  A  B  provided  respectively  with 
straight  and  curved  furrows,  disposed  or  arranged  as. shown  and 
described,  for  the  purpose  set  forth. 

No.  22,366. — John  Faibclough,  of  Louisville,  Ky. — ImprovemerU 
in  Balancing  Millstones. — Patent  dated  December  21,  1858. — This  in- 
vention relates  toan  improved  arrangement  of  adjustable  weights,  which 
are  fitted  in  the  upper  stone,  or  runner,  in  such  a  manner  that  the  stone 
may  be  perfectly  oalanced  on  its  spindle,  both  as  regards  its  gravity 
or  weight,  and  the  centrifugal  force  generated  by  its  rotation. 

The  inventor  says:  I  am  aware  that  adjustable  weights  have  been 
previously  used  on  millstones,  and  I  therefore  do  not  ciaint  broadly 
such  feature. 

But  I  daim  the  arrangement  of  the  cylinders  I  within  the  boxes  H, 
the  former  being  provided  with  tubes  e  having  (>crewthreads  on  their 
outer  and  inner  surfaces,  and  provided  with  screws  gr,  and  the  cylinders 
provided  with  projections  I  which  fit  in  the  grooves  m  of  the  boxes,  as 
and  for  the  purpose  set  foi;th. 

I  also  claim  the  plates  h  and  bottoms^  of  the  cylinders  I  when  screwed 
on  the  tubes  e,  and  used  in  conaexion  with  the  nuts  k,  substantially 
as  and  for  the  purpose  specified. 

No.  19,273. — ^IsAAC  Whissbn,  of  Mount  Jackson,  Va. — Improvement 
in  Dressing  Millstones. — Patent  dated  February  2,  1858. — The  nature 
of  this  improvement  will  be  understood  from  the  claim  and  engravings. 

Claim, — The  construction  of  a  mill  dress,  having  a  central  sloping 
draught  circle  //with  para-centric  curves  proceeding  therefrom,  and 
terminating  in  main  and  branch  furrows  I  J  2,  K  K  L,  formed  by  the 
mathematical  divisions,  subdivisions^  and  especial  angular  c^alculations, 
substantially  as  shown  and  described. 

No.  19,156. — WiNSBR  Sbcith,  of  Princeton,  Iowa. — Improvemeni  in 
Feeding  MiUstones. — Patent  dated  January  19^  1868. — As  the  stone  A 
rotates,  the  cylinder  D  will  be  vibrated  or  moved  up  and  down  in  con- 
sequence of  the  projection  c  passing  over  the  inclined  projection  d,  thus 
the  eye  will  be  prevented  from  choking  or  clogging  as  the  grain  is 
fed  into  it. 

The  inventor  says :  I  do  not  claim  the  employment  of  a  tube  for  con- 
ducting the  grain  through  the  eye  of  the  rotating  stone. 
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Bat  I  claim  giving  a  jarring  or  shakine  motion  to  the  tube  D,  as 
described^  for  the  purpose  of  preventing  the  clogging  of  the  grain. 

No.  21,330. — Joseph  A.  Forsman,  of  Cincinnati,  Ohio.— Improve- 
ment in  Hanging  MillsUmea. — Patent  dated  Auguflt  31,  1858. — This 
invention  relates  to  the  manner  of  hanging  and  adjusting  the  bed-stone 
and  runner  to  the  frame  and  to  each  other. 

A  is  the  frame,  the  base  of  which  is  made  to  receive  the  bed-stone 
B.  U  is  the  runner.  Y  is  a  ring,  which  is  centrally  hung  in  the  eye 
of  the  runner  by  the  drivers  W,  which  drivers  have  a  screw-thread  cut 
on  them  that  works  in  either  a  nut  or  bush  in  the  eye  of  the  stone,  so 
that  said  drivers  may  be  screwed  out  when  it  becomes  necessary  to 
dress  the  runner  or  bed-stone. 

Claim. — The  combination  and  arrangement  of  devices  for  hanging 
and  adjusting  the  bed- stone  and  runner  to  the  frame  and  to  each  other, 
substantially  as  represented,  and  for  the  purposes  set  forth. 

No.  20,818. — L,  Baghtb,  of  Joliet,  Illinois. — Improvement  in  Vend- 
laiing  MiUatones. — Patent  dated  July  6,  1858. — This  invention  con- 
sists in  having  the  eye  of  the  runner  or  upper  stone  so  enclosed  that 
while  the  grain  is  readily  admitted  into  the  eye  a  perfectly  air-tight 
blast  passage  is  formed  through  the  eye  of  the  stone,  between  the  stones 
and  through  the  curb. 

The  inventor  says :  I  am  aware  that  a  blast  of  air  has  been  forced 
through  or  between  millstones,  in  order  to  keep  them  in  a  cool  state 
and  to  absorb  the  moisture  which  the  grain  may  contain,  and  I  there- 
fore do  not  claim  broadly  forcing  a  blast  of  air  between  the  stones. 
But  I  daim  the  arrangement  and  combination  of  the  blast  pipe  H,  curb 
D,  flanch  E,  rim  L,  flexible  bottom  M,  tube  G,  and  exhaust  pipe  0, 
as  and  for  the  purposes  set  forth. 

No.  20,124. — Frbdsrice  E.  Daxb,  of  Indianapolis,  Ind.,  assignor 
to  Himself  and  TnoBiAS  E.  Hunt,  of  said  Indiana^lis. — 7mproi;emeii^ 
in  Sugar  MiJla. — Patent  dated  April  27,  1858. — A  is  a  bed-plate  firmly 
bolted  to  the  platform  E.  C  C  are  rollers  in  the  frame  B,  which  work 
upon  the  journals  L  L.     G  is  a  weight  sliding  upon  the  rod  H  for  the 

Eurpose  of  increasing  or  decreasing  the  pressure  produced  by  the  lever 
'ame  D  between  the  rollers  C  C  and  bed-plate  A.  N  is  a  hopper  or 
spout  where  the  cane  is  fed  to  the  rollers.  I  is  a  scraper  to  clear  the 
crushed  cane  from  the  surface  of  the  plate  A.  M  is  a  trough  to  con- 
duct the  juice  to  the  spout  J. 

Claim. — The  combination  and  arrangement  of  the  lever  frame  D, 
sliding  weight  G,  and  rollers  C  C,  with  the  bed-plate  A,  when  con- 
structed substantially  in  the  manner  and  operated  for  the  purpose  set 
forth. 

No.  21,601.— Samuel  L.  Dennbt,  of  Lancaster  county.  Pa. — Im- 
provement in  Sugar  Mills. — Patent  dated  September  28,  1858. — The 
respective  movement49  of  this  sorghum  or  improved  Chinese  sugar  cane 
mill  are  combined  with  the  eccentric  bearings,  being  conaected 
together  in  such  a  manner  as  to  effect  the  instantaneous  enlargement 
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or  dimunition  of  the  space  between  the  rolls  simultaneonsly  with  the 
movement  of  the  lever  F. 

Claim. — The  combination  of  the  eccentric  bearinss  R  R,  their  arms 
c  c  connecting  the  rod  D^  lever  F,  sliding  bolt  g^  hand-piece  M,  and 
arch  H,  or  their  equivalents^  substantially  in  the  manner  and  for  the 
purposes  set  forth. 

No.  19,546. — ^Hamilton  J.  Cox,  Warren  county,  Ohio. — ImprovemerU 
in  Sugar  and  Gider  itUla, — Patent  dated  March  9,  1858. — To  operate 
this  mill  it  must  be  fastened  upon  the  top  of  a  trough  or  box  made 
for  the  purpose,  and  a  lever  attached  to  No.  2  for  the  horses.  In  grind- 
ing sugar  cane,  the  cane  is  fed  in  between  Nos.  2  and  3,  and  the  bagasse 
escapes  at  No.  4.  The  cane  is  only  to  pass  between  the  lower  or 
smooth  part  oi  the  rollers  2  and  3  and  2  and  7  to  escape  at  4,  and  the 
juice  runs  down  into  the  box  or  trough  below.  In  grinding  apples,  they 
are  poured  into  the  hopper  5,  pass  between  the  rollers  2  and  3,  and  fall 
down  in  front  into  the  trough. 

Claim, — The  combination  of  the  several  parts  of  a  grooved  roller 
cider  mill,  and  the  several  parts  of  a  smooth  roller  sugar  mill,  in  man- 
ner and  form  described  in  tne  specification,  forming  a  new  combination 
of  machinery  for  the  purpose  of  grinding  sugar  cane  and  apples^  the 
same  being  perfectly  adapted  to  b^th  without  alteration. 

No  20,290. — Charles  Mooub,  of  Trenton,  N.  J. — Improvement  in 
Chasing  JUiUa. — Patent  dated  May  18,  1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  making  a  chasing  mill  self-feeding,  au- 
tomatically and  continuously,  by  means  of  one  or  more  circular  troughs 
which  receive  the  substances  to.be  ground  or  acted  upon,  and  deliver 
them  through  the  spouts  on  to  the  bed  of  the  mill  under  the  chasing 
wheels^  substantially  as  described. 

I  claim  the  scraper  I,  so  constructed  and  operated  as  to  separate  that 
portion  of  the  material  on  the  bed  of  the  mill  which  is  ground  most, 
automatically  and  continuously,  from  that  which  is  ground  less,  and 
deliver  it  to  the  discharge  opening  in  the  bed  of  the  mill,  substantially 
as  described. 

And  in  combination  with  a  continuous  automatic  self-feeding  appa- 
ratus, or  a  continuous  automatic  self-delivering  apparatus  appliea,  to 
a  chasing  mill,  I  claim  a  heated  bed,  so  as  to  heat,  grind,  mull,  and 
mix  the  materials  supplied  to  the  mill  automatically  or  without 
manual  labor,  at  one  and  the  same  time,  as  described. 

No.  20,540. — Joseph  Bartholomew,  of  Dundee,  N.  Y. — Improvement 
in  Machine/or  Gathering  the  Toll  in  Grist  Afilla. — Patent  dated  June 
15,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says  :  I  do  not  confine  myself  to  the  precise  arrange- 
ment of  the  parts  as  shown  and  described,  for  a  modification  of  the 
same  may  be  used  and  made  to  answer  a  good  purpose — the  valves,  for 
instance,  may  be  operated  by  a  different  arrangement  of  parts,  &c.;  the 
machine,  however,  would  be  substantially  the  same  as  regards  its  prin- 
ciple of  operation. 
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What  I  olatM  is  the  employment  or  use  of  a  rotating  cylinder  C 
provided  with  chambers  D,  and  haring  valves  or  movable  bottoms 
a  so  arranged  and  operated  that  as  the  cylinder  rotates  the  grist 
will  be  conveyed  to  the  hopper  of  the  stones  or  any  proper  receptacle, 
and  the  toll  gathered  or  taken  from  the  grist,  sabstantially  as  de- 
scribed. 

No.  19,605. — David  Collins,  of  Jersey  City,  N.  J,,  assignor  to  Him- 
self and  W.  L.  Hanford,  of  said  Jersey  City. — Improvement  in  Dress 
<^  Stones  for  HuUing-MUls. — Patent  dated  March  9, 1868. — The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

The  inventor  says:  I  do  not  claim  dressing  hulling  stones  with 
radial  or  curved  furrows. 

But  I  claim  the  runner  stone,  dressed  with  the  radial  polygonal  fur- 
rows 3  and  4  as  specified,  when  combined  with  the  bed-stone  having 
radial  furrows  1  1  and  straight  furrows  2  2,  or  their  equivalents,  sub- 
stantially as  and  for  the  purposes  specified. 

No.  19,302. — Thomas  E.  Littlb,  of  Janesville,  Wis. — Improvement 
in  Scrappers  for  Grinding-MiUs. — Patent  dated  February  9,  1858. — 
This  invention  consists  in  having  a  series  of  scrapers  attached  to  a 
rotating  head  placed  on  the  curb,  the  scrapers  being  fitted  in  the  space 
between  the  curb  and  runner,  and,  as  they  pass  around  within  the 
space,  clearing  or  scraping  the  ground  meal,  as  it  escapes  between  the 
stones,  into  the  discharge  pipe. 

Claim. — The  employment  of  the  rotating  head  &,  having  rods  e  and 
scrapers  /attached,  said  parts  being  arranged  to  revolve  slowly  around 
the  runner  at  whatever  speed  the  latter  may  be  driven,  substantially 
as  and  for  the  purposes  set  forth. 

No.  20,384. — 8.  Lloyd  Wibgand,  of  Philadelphia,  Pa. — Improve- 
ment in  Changing  Rotary  into  Beciprocaiing  Motion. — Patent  dated 
May  25,  1858. — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says:  I  c2atm,  first,  the  obliqne  wheel  adjustable  in 
an  axis  transverse  to  the  revolving  shaft  C. 

Second.  Giving  a  permanent  lead  to  the  motion  by  a  permanent 
inclination  of  the  wheel  A,  in  combination  with  a  variable  inclination. 

Third.  Conveying  the  vibratory  motion  to  the  rods  by  means  of  ball 
and  socket  or  universal  joints  G,  whem  said  joints  are  used,  in  combi- 
nation with  the  frame. 

No.  19,848.— FoRBST  H.  Harwood,  of  Rushville,  N.  Y. — Improve- 
ment  in  Converting  Reciprocating  into  Rotary  Motion. — Patent  dated 
April  6,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says  :  I  daim  the  arrangement,  substantially  as  shown 
and  described,  of  a  revolving  eccentric  ring  or  l)and  B,  with  edge 
clips  a  &  of  a  reciprocating  rod,  or  its  equivalent,  for  operation  to- 
gether, to  produce  a  revolving  motion  from  a  reciprocating  one,  and 
the  reverse,  as  specified. 
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And  I  further  claim  the  combination  with  the  reciprocating  clips  a 
b  of  the  rod  D,  having  a  radial  action  to  the  ring  shaft  A  of  the 
endless  band  B,  arranged  eccentrically  to  its  shaft ,  when  said  band  is 
made  of  diminishing  thickness  in  opposite  directions  from  its  dead 
points  or  portions  for  operation  with  the  clips,  in  the  manner  and  for 
the  purposes  set  forth. 

And,  lastly,  I  claim  connecting  the  revolving  eccentric  ring  or  band 
B  that  reciprocates  the  clips  a  6,  or  is  revolved  by  them,  with  its  shaft 
by  or  through  the  fly  wheels  which  aids  the  ring  in  passing  its  dead 
points  or  centres,  whereby  the  fly  wheel  is  braced  by  the  ring,  and 
more  immediate  relief  is  given  to  and  generally  di£fused  over  the 
latter. 

No.  21,565. — ^IsAAC  Chapman,  of  New  York,  N.  Y. — ImprovemeiU 
in  Oonveriing  Redprocating  into  Rotary  Motion. — Patent  dated  August 
3,  1858. — This  invention  is  an  improvement  in  the  mode  of  operating 
shafts.  A  A  are  the  standards  ;  B  B  the  frames  that  support  the  main 
shaft  N ;  F  F  is  the  double  ratchet  wheel,  which  is  formea  of  two  plates 
which  are  separated  by  a  number  of  anti-friction  rollers  i  i  i  i  suffi- 
ciently far  to  allow  the  bearing  m,  plate  1,  of  the  frame  C,  to  play 
freely  back  and  forth  between  the  ratchet  plates  or  wheels  and  on  the 
rollers. 

TbtB  inventor  says:  I  do  not  claim  the  separate  or  individual  parts 
of  the  described  apparatus. 

But  I  daim  the  ratchet  wheel  or  wheels  F  P,  in  combination  with 
the  pawls  12  3,  &c.,  arranged  and  operated  by  means  of  a  parallel 
motion,  in  the  manner  substantially  as  described  and  shown. 

I  also  claim  the  manner  of  throwing  the  pawls  12  3,  &c.,  in  and 
out  of  gear  with  the  ratchet,  while  the  power  is  in  motion,  by  means  of 
the  levers  D  d  and  the  parallel  spring  slide  e  e^,  in  the  manner  and 
for  the  purpose  set  forth  and  shown. 

No.  20,980.— John  J.  Wbeks,  of  Locust  Valley,  New  York,  assignor 
to  Susan  Weeks,  of  Locust  Valley  aforesaid. — Improvement  in  Oon~ 
verting  Rotary  into  Reciprocating  Motion. — Patent  dated  July  20, 
1858. — This  invention  consists  in  forming  an  arm  £  obliquely  on  a 
rotating  shaft,  and  having  a  collar  F  fitted  loosely  on  this  arm,  the 
collar  having  a  rod  H  attached  to  it  at  right  angles,  and  the  lower 
end  of  the  rod  fitted  loosely  in  an  aperture  in  the  slide  I,  to  which  a 
reciprocating  movement  is  given  from  the  shaft  D,  or  a  rotary  motion 
given  the  shaft  from  the  slide.  • 

Claim. — Forming  the  oblique  arm  £  on  the  rotating  shaft  D,  and 
placing  the  collar  or  hub  F  with  rod  H  attached  on  said  arm,  the 
lower  end  of  the  rod  H  being  fitted  in  the  slide  I,  substantially  as  and 
for  the  purpose  set  forth. 

No.  19,T26. — Isaac  Van  Doren,  of  Somerville,  New  Jersey. — 7ia- 
provement  in  Reciprocating  and  Rotary  Motion. — Patent  dated  March 
23,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :   I  do  not  claim,  generally,  changing  recipro- 


XIU  — GBINDING  MILLS,  EXa  815 

eating  into  rotary  motion  by  means  of  the  gearing  B  and  rotating 
wheel  A. 

But  I  claim  the  arrangement  of  the  wheel  D  and  its  projection  by  as 
described,  so  that  the  wheel  D  shall  be  constantly  rotated  by  the  use  of 
d  and  b  alone,  without  springs,  sliding  cogs,  or  any  other  mechanism. 

No.  19,586. — Matthias  Stbioers,  of  St.  Louis,  Missouri. — Improve- 
meni  in  Mode  of  Producing  Vertical  and  Horizontal  Beciprocating  Mo- 
tion.— Patent  dated  March  9, 1858. — This  invention  consists  in  a  new 
mode  of  imparting  motion  to  machinery  in  a  vertical  and  horizontal 
direction,  and  in  a  parallel  line  with  a  given  plan,  by  means  of  a  pecu- 
liar arrangement  of  double  cranks  or  eccentrics,  to  which  that  part  of 
the  machine  is  attached  to  which  such  motion  is  intended  to  be  com- 
municated. 

Claim. — So  arranging  and  combining  a  series  of  eccentrics,  or  their 
equivalents,  as  to  communicate  to  machinery  a  reciprocating  motion 
in  a  vertical  and  horizontal  direction  at  one  and  the  same  time,  sub- 
stantially as  set  forth. 

No.  22,445. — Henry  Morris,  of  West  Philadelphia,  Pennsylvania. — 
Improvement  in  Device  for  Transmitting  Rotary  Motion. — Patent  dated 
December  28,  1858. — The  nature  of  this  invention  consists  in  the 
combination  of  two  bevel  gears,  one  of  which  has  its  teeth  arranged 
in  convolute  form,  and  the  other  of  which,  gearing  with  the  first  one, 
has  its  teeth  concentric  to  its  axis  ;  the  latter  being  fitted  to  slide  on 
its  shaft,  that  it  may,  when  geared  with  and  driving  or  being  driven 
by  the  first  one,  approach  or  recede  from  the  axis  of  the  same  under 
the  guidance  of  a  convolute  groove,  which  is  formed  between  the  con- 
volute coils  of  teeth,  and  be  thereby  caused  te  receive  from  or  impart 
to  the  first  one  a  gradually  diminishing  or  increasing  velocity. 

Claim. — The  combination  of  the  convolute  gear  A  and  convolute 
groove  b  with  a  sliding  pinion  or  gear  C,  substantially  as  and  for  the 
purposes  herein  shown  and  described. 

No.  21,934. — Gerard  Bancker  and  Andrew  Campbell,  of  New  York, 
N.  Y. — Improvement  in  Mechanism  for  Transmitting  Rotary  Motion. — 
Patent  dated  November  2,  1858. — The  nature  of  this  invention  con- 
sists in  attaching  to  a  frame  of  the  crank-shaft  an  extension  rod, 
having  on  its  lower  end  a  friction  roller,  over  which,  and  another 
roller  secured  on  the  crank  shaft,  is  arranged  an  endless  belt  or  band. 
This  is  operated  by  means  of  a  sliding  clamping  block  on  the  exten- 
sion rod,  in  combination  with  a  double-acting  clamping  lever,  the  ful- 
crum of  which  is  secured  in  the  sides  of  the  clampiLg  block,  so  that 
as  the  outer  end  of  the  clamping  lever  is  operated  by  a  piston  rod  or 
other  rectilinear  motion,  the  clamping  edges  of  the  clamping  lever 
alternately  impinge  one  side  of  the  belt  against  the  clamping  block, 
which,  sliding  up  or  down  on  the  extension  rod,  causes  the  belt  te 
rotate,  and  thus,  by  clamping  alternately  the  opposite  sides  of  the  belt 
at  each  half-stroke  of  the  piston-rod,  keep  up  a  continuous  motion  of 
the  crank-shaft. 

C72atm.— The  use  of  the  combination  of  the  sliding  clamping  block 
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G  and  extension  rod  C  with  the  douhle-acting  clamping  lever,  made 
and  operated  in  the  manner  and  for  the  purposes  set  forth. 

No.  21,133. — Warren  Hidden  and  John  Reeves,  of  New  York,  N. 
Y. — Improved  Apparatus  for  Heating  and  Cooling  Air^  to  he  used  as  a 
Motive  Power. — Patent  dated  August  10, 1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

Claim. — Heating  air  in  one  section  of  a  rotating  or  reciprocating 
cylinder  A,  and  at  the  same  time  condensing  the  exhausted  air  from 
the  engine  in  another  section  of  the  same  cylinder,  and  at  intervals 
changing  the  condensing  section  into  a  heater,  and  the  heating  section 
to  a  condenser,  hy  revolving  or  reciprocating  the  cylinder  so  as  to 
alternately  have  the  upper  section  occupy  the  place  of  the  lower  section 
in  a  tank  C^  of  water,  and  the  lower  section  to  occupy  the  place  of  the 
upper  one  in  proper  relation  to  a  furnace  flue  6,  substantially  as  and 
for  the  purposes  set  forth. 

No.  20,701. — John  F.  Dunnington,  of  Washington,  D.  C,  admin- 
istrator of  Peter  Daniel,  (deceased,)  late  of  Frankfort  county,  Ken- 
tucky.— Improvement  in  Mode  of  Obtaining  Motive  Power  — Patent  dated 
June  29,  1858. — When  the  weight  o^  runs  down,  to  set  the  other 
weight  o  at  work,  the  wheel  4  is  thrown  in  gear  with  wheel  3  by 
means  of  lever  i,  and  then,  by  turning  the  wheel  M  in  an  opposite  di- 
rection, the  car  £  runs  off  to  the  other  end  of  the  track  ana  relieves 
the  weight  of  its  power.  While  this  weight  is  running  down,  the 
other  weight  is  wound  up  in  the  same  manner  by  means  of  the  car 
on  the  other  track. 

Claim. — The  arrangement  of  pulleys  12  6  7,  wheels  345,  lever  i, 
belt  or  cord  J,  shafts  8  and  S',  and  pulleys  K  K,  with  the  cords  F^ 
F^,  weights  oo^,  car  E,  railroad  c,  and  the  levers  B  B,  pulleys  P^  and 
/,  cord  0,  and  wheel  M,  when  all  are  operated  in  the  manner  set  forth 
and  for  the  purpose  described. 

No.  19,183. — Erastus  T.  Busskll,  of  Shelbyville,  Indiana. — Jw- 
provement  in  Machinery  for  Obtaining  and  Preserving  Power  from  Trains 
while  Passing  Railway  Stations  — Patent  dated  January  26,  1858. — 
When  the  weight  is  wound  high  enough  to  lift  the  short  arm  of 
crooked  lever  14  slightly,  it  throws  the  foot  of  said  lever  above  the 
ratchet  hook  J,  so  that  until  said  weight  runs  down  a  little  the  said 
hook  cannot  be  made  to  engage  with  the  ratchet  wheel  (2;  ^  is  a  spiral 
spring,  one  end  attached  to  the  frame  C  and  the  other  to  lever  m,  so 
that  when  the  pressure  is  removed  from  curved  planes  6  6  its  function 
is  to  restore  all  the  parts  to  their  proper  places  ;  this  reaction  is  re- 
strained within  proper  limits  by  the  stop  P  on  the  lower  side  of  the 
rod  0,  one  end  of  which  strikes  against  the  rail  nearest  the  machinery; 
a  a  is  a  wooded  frame  sustaining  the  pulley  for  elevating  the  weight. 

The  inventor  says  :  As  I  am  well  aware  that  there  is  no  novelty  in 
running  machinery  by  weight,  no  claim  is  laid  on  that  score. 

But  1  daim  the  catching  or  saving  of  power  from  a  train  of  cars  in 
its  flight  through  the  curved  planes  6  6,  and  the  appended  mechanism 
or  any  other  equivalent  device,  substantially  as  set  forth. 
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No.  21,611 — Elisha  Matteson,  of  Troy,  N.  Y. — Improvement  in 
Mechanical  Powers. — Patent  dated  September  28,  1858. — The  opera- 
tion of  this  invention  is  as  follows :  By  rotating  the  wheel  G  in  one 
direction,  or  in  the  other,  the  top  of  the  shaft  B  is  put  in  motion,  and 
the  plane  of  inclination  changes.  The  weight  F,  which  in  conse- 
quence of  its  gravity  is  compelled  to  seek  to  place  itself  in  that  plane 
of  inclination,  will  therefore  follow  up  the  top  of  the  shaft  in  its  rota- 
tion, and  it  will  commence  to  rotate,  and  continue  so  long  as  the  wheel 
G  is  kept  in  motion.  In  so  moving,  said  weight  will  acquire  a  cer- 
tain momentum,  which  is  further  increased  by  the  centrifugal  force 
developed  by  rotating  the  weight  and  the  power  gained  by  this  mo- 
mentum. 

Claim. — The  arrangement  of  the  gearing  LKJIMNHH,  in 
combination  with  the  shaft  B,  weight  F,  and  wheel  G,  substantially 
as  and  for  the  purposes  set  forth. 

No.  20,881. — Caleb  S.  Hunt,  of  Bridgewater,  Massachusetts. — Zw-. 
provement  in  Mackine  Pulleys. — Patent  dated  July  13,  1868. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  construction  and  use  of  machine  pulleys  with  the 
bearing  or  band  surface  made  of  cork,  as  described. 

No.  21,156. — John  Tallon,  of  New  Orleans,  La. — Improvement 
in  Machines  for  Pounding  Rice. — Patent  dated  August  10,  1858. — 
C  C  are  two  posts  ;  each  of  these  posts  is  provided  with  two  ribs  S  S, 
which  form  grooves  on  the  insides  of  the  posts  for  the  ends  of  the 
cross-head  C  H  to  traverse  in.  This  cross-head  has  an  arm  S  A  firmly 
fastened  to  it  by  being  put  through  a  hole  in  the  cross-head.  This 
arm  is  perforated  perpendicularly  at  its  outer  end  for  the  pounder  P, 
which  passes  through  it,  and  has  a  screwthread  upon  it,  so  as  to  be 
fastened  to  two  nuts,  one  above  and  the  other  below  the  arm,  so  as  to 
adjust  and  fasten  it  higher  or  lower  as  required.  A  wrist  is  formed 
at  the  bottom  of  the  cross-head  for  the  upper  end  of  the  connecting 
rod  C  B,  the  lower  end  of  which  rod  is  applied  to  the  wrist  of  the 
crank  C  E,  arranged  to  turn  in  boxes  on  the  posts  C  C. 

Claim. — The  combination  of  the  pounder  P,  arms  S  A,  cross-head 
C  H,  connecting  rod  C  B,  and  crank  0  K,  constructed  and  arranged 
to  operate  in  relation  to  each  other  as  shown  and  described,  and  for 
the  purposes  set  forth. 

No.  21,913. — BoBERT  P.  Walker,  of  New  York,  N.  Y.— Improve- 
ment in  Machinery  for  Pearling y  Polishing ^  and  Finishing  Bice. — Patent 
dated  October  26, 1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

The  inventor  says :  I  daim  the  revolving  cylinder  d  coated  with 
emery  and  carrying  the  sectional  Rubbers  of  gum  elastic  or  equivalent 
material,  in  combination  with  the  hollow  cylinder  /  revolving  in  the 
opposite  direction  to  the  cylinder  c2,  for  the  purpose  of  pearling  and 
polishing  rice  or  grains  in  substantially  the  manner  specified. 

I  also  claim  the  cylinder/  constructed  substantially  as  specified, 
with  alternate  screens  and  emery  surfaces,  to  act  in  connexion  with 
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the  interior  revolviDg  cylinder  d^  to  remove  and  pass  away  the  douse 
and  chits,  as  set  forth. 

No.  22,337. — WnfiON  Agbr,  of  Rohrshurg,  Pa. — ImprovemerU  in 
the  Mode  of  Cleaning  JJtce.— Patent  dated  December  21,  1858.— The 
inventor  says :  In  the  engravings  I  show  the  mode  of  introducing  the 
current  of  sir  to  the  mortar  at  M.  Under  the  bottom  is  a  pipe  a 
communicating  by  pipe  b  with  a  condensing  pump,  and  having 
branches  c  c  c  leading  into  the  mortar  through  its  sides,  the  ends  of 
these  branches  turning  upward  and  terminating  in  flattened  orifices  too 
small  for  the  admission  of  the  rice.  A  pipe  d  is  also  run  up  the 
outside  of  the  mortar,  which  is  bent  at  the  top  so  as  to  direct  a  current 
of  air  to  the  centre  of  the  interior. 

Claim. — An  improvement  in  the  mode  of  cleaning  rice  is  the 
forcing  of  a  current  of  air  into  or  through  the  grain  during  the  clean- 
ing operation  for  the  purpose  set  forth. 

No.  19,637.— Simeon  Howes,  of  Silver  Creek,  N.  Y.,  and  Gardner 
E.  Throop  of  Chicago,  111. — Improvement  in  Orain  Separators  and 
Cleaners, — Patent  dated  March  16,  1858. — The  shaft  E  being  put  in 
motion,  the  fan  produces  a  powerful  current  of  air.  The  wheat  or 
other  grain  passing  from  the  hopper  0,  the  spout  N  is  subjected  to 
the  action  of  the  upward  current  in  K'  ;  this  takes  up  smut  balls, 
chess,  cha£f,  &c.,  and  carries  them  over  the  plate  M.  The  heavy  but 
uncleaned  grain  passes  by  its  gravity  to  the  top  of  the  revolving 
cylinder  I),  which  distributes  it  equally  by  centrifugal  force  as  it  falls 
into  the  mill,  where  it  is  subjected  to  the  action  of  the  beaters,  which 
drives  the  smut  and  dust  through  into  the  space  between  the  shell 
and  its  casing  B  ;  it  is  then  taken  up  through  the  tubes  I  into  the  fan 
case,  and  discharged  through  H. 

Claim. — The  combination  of  the  tubes  I  and  the  outer  casing  B, 
when  so  constructed  and  arranged  in  connexion  with  the  fan  case  G-, 
as  to  prevent  the  smut,  &c.,  from  coming  in  contact  with  the  cleaned 
grain,  as  specified. 

No.  19,629. — Daniel  M.  Donehoo,  of  Hookstown,  N.  J. — Improved 
Separator  and  Smut  Machine. — Patent  dated  March  16,  1858. — The 
nature  of  this  improvement  will  be  understood  by  reference  to  the 
claim  and  engranngs. 

The  inventor  says  :  I  daim,  first,  the  arrangement  of  a  horizontal 
flaring  blast  spout  F  with  a  vertical  spout  G  furnished  with  sliding 
adjustable  screeniDg  gates  formed  of  wire  gauze  and  with  separating 
partitions  H  I,  said  spout  also  beins  arranged  at  right  angles,  or  nearly 
so,  to  the  horizon  on  the  outer  end  of  the  blast  spout,  substantially  as 
and  for  the  purposes  set  forth. 

Second.  The  arrangement  of  a  vibrating  shoe  J,  when  made  with 
two  reverse  incline  shutes,  one  of  which  is  adjustable,  and  made  of 
wire  or  perforated  plate,  with  the  shute  K,  and  with  the  screening  and 
separating  spout  G  and  the  scouring  cylinder,  substantially  as  and 
for  the  purposes  set  forth. 

Third.  The  employment  of  radially  fluted  scouring  plates  J,  when 
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shaped  on  top  in  the  form  of  trancated  cones,  in  combination  with 
radially  fluteo  stationary  concentrated  prismatic  rings  e /,  substan- 
tially as  and  for  the  purposes  set  forth. 

Fourth.  I  claim  the  particular  arrangement  shown  and  described 
of  the  screening  and  separating  spout  G,  blast  spout^  F,  fan  with 
valves,  double  reverse  incline  cocUe  shute  J,  peculiar  scouring  appa- 
ratus B,  and  dust  spout  M,  for  the  purposes  set  forth. 

No.  20,566. — WnxLAM  Johnson,  of  Lambertville,  N.  J. — Improve- 
merU  inAc(]U8table  Hanger  for  Shafting. — Patent  dated  June  15, 1858. 

The  inventor  says :  What  I  claim  is  not  the  employment  of  a  box 
with  trunnions  or  pivots  solidly  attached  thereto,  nor  a  box  movable 
by  means  of  a  ball  and  socket,  nor  the  adjusting  of  the  box  in  position^ 
either  vertically  or  laterally,  by  means  of  screws,  or  screws  and  nuts, 
with  or  without  a  vertical  stem,  carrying  the  box  with  it,  nor  in  a 
particular  proportion,  size,  or  shape  (except  in  the  particulars  men- 
tioned) of  any  of  the  parts.  But  it  is  the  cylindrical  instead  of  the 
elobular  form  of  the  curved  surfaces  of  the  box,  the  axes  of  etich  cylin- 
der (of  which  the  opposite  surfaces  are  parts)  being  at  right  angles 
to  the  other,  and  the  axis  of  both  being  at  right  angles  to  the  axis  of 
the  box  or  tube  itself,  so  as  to  allow  either  pair  of  opposite  plugs  ot 
blocks  to  serve  as  trunnions,  or  pivots,  or  centres,  upon  which  the 
box  or  tube  may  turn  or  revolve  longitudinally,  and  so  that  the  action 
or  pressure  or  strain  of  or  upon  the  box,  in  whatever  direction  or 
from  whatsoever  cause,  shall  always  be  perpendicular  to  the  several 
surfaces  of  the  box  and  of  the  plugs  or  blocks  pressing  against  the 
same,  and  so  that  the  plugs  or  blocks  become  so  many  perfect  abut- 
ments, always  acting  perpendicularly  and  never  obliquely  against  the 
point  of  resistance,  thereby  securing  a  greater  degree  of  compactness, 
simplicity,  and  strength  relatively  to  the  weight  of  material  and  costs 
of  construction  than  by  other  methods. 

What  I  claim  is  the  two  pairs  of  cylindrical  surfaces  at  right  angles 
to  each  other  and  to  the  axis  of  the  box,  in  connexion  with  the  four 
plugs  or  blocks,  each  with  a  cylindrical  curvature  fitting  to  that  of 
the  box,  and  secured  and  adjusted  by  the  four  screws  D  I)  D  D,  the 
whole  constructed  and  operating  substantially  as  described  and  set 
forth. 

No.  20,634. — WiLUAM  B.  Dunning,  of  Geneva,  N.  Y. — Improve- 
ment in  Coupling-Box  for  Shafting, — Patent  dated  June  22,  1858. — 
To  use  this  invention  the  coupling  F  is  put  where  a  support  is  needed, 
and  the  coupling  E  where  the  shaft  will  more  frequently  require  to  be 
taken  down  to  put  on  or  take  off  wheels  ;  and  if  a  permanent  coupling 
is  required  on  one  end  of  the  shaft,  use  the  part  D  ;  the  part  D  will 
be  convenient  when  the  shaft  is  used  in  a  vertical  position. 

The  inventor  says :  I  daim^  first,  the  coupling-box,  substantially 
as  and  for  the  purpose  specified. 

Second.  The  means  used  for  securing  the  same  together,  as  described 
and  set  forth. 
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No.  21,640. — Frbderiok  W.  Howe,  of  Newark,  N.  J.,  assignor  to 
The  Newark  Machine  Company. — Improvement  in  Hangers  and  Boxes 
for  Shafting. — Patent  dated  September  28,  1858. — A  is  the  hanger 
fastened  to  a  beam  or  joist  above  by  screws  or  bolts.  It  is  open  at  the 
bottom,  the  arms  being  connected  by  the  brace  M.  6  B  is  the  box 
for  the  shafting  to  turn  in,  resting  on  the  oil  box.  E  is  the  babbit 
metal  which  lines  the  box  on  the  inside.  F  is  the  bolt  supporting  the 
oil  box,  by  which  the  latter  is  suspended  to  the  hanger. 

The  inventor  says :  I  do  not  claim  the  self-oiling  of  the  boxes,  nor 
the  adjustment  of  the  boxes;  nor  do  I  claim  by  itself  the  device  of  a 
hanger  open  at  the  bottom,  so  as  to  receive  the  shaft  and  its  box  from 
below. 

But  I  daimy  in  combination  with  such  a  hanger,  the  self-adjusting 
box  in  the  manner  set  forth. 

No.  19,340. — William  B.  Bbment,  of  Philadelphia,  Pa. — Improve- 
'ment  in  Hangers  for  Shafting. — Patent  dated  February  16,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventor  says :  I  do  not  claim  supporting  a  box  or  bearing  for 
a  shaft  upon  trunnions  cast  on  the  box,  nor  suspending  the  same  upon 
the  pointed  ends  of  screws. 

Nor  do  I  claim  the  more  common  arrangement  for  holding  the  box, 
so  as  to  allow  an  universal  motion  of  the  same  by  means  of  the  ball 
and  socket. 

Nor  do  I  claim  adjusting  the  same  vertically  by  means  of  a  screw 
and  two  nuts,  the  former  sliding  up  and  down  in  a  cylindrical  tube. 

I  claim  the  construction  of  the  single  stem  k  carrying  the  box  C, 
and  so  arranging  it  relatively  with,  and  connecting  it  to,  the  hanger 
or  support  by  bushing  £,  that  the  box  and  shaft  shall  have  a  co- 
operative self  and  universal  line  adjustment  with  each  other,  and  the 
shaft  have  a  universal  position  adjustment,  so  as  to  be  moved  readily 
to  find  any  and  every  point  or  location  within  the  required  limits,  and 
be  secured  therein;  and  that  the  line  of  the  shaft  may  be  placed  and 
run  above  the  support  or  below  the  hanger,  to  constitute  it  a  long  or 
short  one,  and  also  receive  any  and  every  line  and  self-adjustment 
position  within  a  complete  horizon  or  circle,  essentially  in  the  man- 
ner and  for  the  purposes  set  forth  and  described. 

No.  20,800. — Semon  Inoersoll,  of  Greenwich,  Conn. — Improvement 
in  Rotating  Shafts  without  using  a  Crank. — Patent  dated  July  6, 1858. 
The  nature  of  this  invention  consists  in  substituting  in  place  of  the 
crank  a  wheel  with  a  groove  in  its  side,  in  which  is  fitted  a  slide  P, 
with  its  lever  N,  which  is  curved  sufficiently  to  allow  of  its  crossing 
the  face  of  the  wheel  and  not  come  in  contact  with  its  shaft.  This 
rotary  movement  can  be  applied  to  any  lathe,  shaft,  or  any  other  thing 
where  a  crank  is  used. 

Claim. — The  lever  N  with  its  slide  P  or  its  equivalent,  when 
arranged  in  the  manner  described  and  for  the  purpose  set  forth. 
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No.  20,104. — Jrremiah  Tobin,  of  Newark,  N.  J. — Improved  Smut 
and  Grain  Cleaning  Machine. — Patent  datt^d  April  27,  18  )8. — Thii 
iDventioQ  consists  in  the  arrangement  of  a  fan,  blast  passage,  scour- 
ing device,  and  screws,  whereby  the  cleaning  of  grain  from  smut  and 
other  impurities  may  be  performed  expeditiously. 

The  inventor  says  :  I  do  not  claim  the  scourer  0,  for  that  has  been 
previously  used. 

Nor  do  I  claim  the  screws  C  C,  separately  considered. 

But  I  daimj  first,  the  blast  passage  formed  by  the  cylinder  J  and 
case  K,  arranged  as  shown  in  connexion  with  the  rotating  basin  L  or 
an  equivalent  device  for  the  purpose  of  properly  presenting  the  grain 
to  the  action  of  the  blast  in  said  passage,  substantially  as  and  for  the 
purpose  shown  and  describedw 

Second.  The  screws  C  C,  fan  I,  scourer  0,  blast  passage  P,  cylinder 
J,  and  case  K,  when  combined  and  arranged  to  operate  as  and  for  the 
purpose  set  forth. 

No.  19,860. — Samuel  B.  Manning,  of  Alleghany,  Fa..— Improvement 
in  SmtU  Machines. — Patent  dated  April  6,  1858. — In  the  engravings 
a  is  the  shaft  or  axis,  which  is  placed  vertically  in  the  centre  of  the 
machine.  This  shaft  turns  on  two  stationary  pins  b  b^y  which  are  let 
into  sockets,  one  at  each  end  of  the  shaft.  The  smut  machine  or  con- 
cave c  is  placed  at  the  lower  extremity  of  the  apparatus.  It  consista 
of  an  upright  cylindrical  box,  the  sides  of  which  are  smooth  exter- 
nally but  corrugated  on  the  inner  surface,  excepting  that  there  are  in- 
serted in  the  spaces  left  in  the  sides  of  concave,  slats  d  d,  &c.,  set 
obliquely  so  as  to  leave  openings  for  the  admission  of  air  into  the 
smut  machine. 

Claim. — The  use  of  a  cone  I  placed  above  the  distributing  cup  to 
prevent  any  eddy  or  interruption  of  the  draught  of  air  which  would 
cause  the  deposit  of  the  screenings  and  dirt  in  the  cup. 

No.  20,420.— John  German,  jr.,  of  Southfield,  Mich.,  and  S.  R. 
Pbbkins,  of  Pontiac,  Mich. — Improvement  in  Smut  Machines. — Patent 
dated  June  1,  1868. — The  operation  is  as  follows :  Motion  is  given  to 
the  shaft  B,  and  a  draught  or  blast  of  air  passes  through  the  space  c^ 
and  also  through  the  cylinder  C.  The  grain  passes  through  the  pipe 
G  into  the  cylinder  C,  and  is  scoured  by  the  rotation  of  cylinder  F, 
the  beaters  /,  and  inner  fluted  surface  of  the  cylinder  0,  which  breaks 
the  smut  balls  and  scours  off  the  dirt.  The  dirt  and  smut,  as  it  is 
pulverized  and  loosened  by  the  scouring  device,  is  carried  upward  by 
the  blast  within  the  cylinder  C  into  the  fan  box  E,  from  which  it  is 
ejected  by  the  action  of  the  fan. 

The  inventors  say :  We  are  aware  that  smut  mills  have  been  devised 
80  as  to  subject  the  grain  while  passing  through  them  to  two  or  more 
blasts ;  and  we  also  are  aware  that  rotating  beaters  and  fluted  cylin- 
ders have  been  used.  But  we  are  not  aware  that  a  fan  has  been  used 
in  connexion  with  rotating  beaters  and  cylinders,  so  arranged  as  to 
form  a  simple,  efficient,  and  economical  device,  as  described. 

We  do  not  claim,  therefore,  separately  and  irrespective  of  their 
arrangement,  the  parts  described. 
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But  we  daim  tbe  arrangement  of  an  annular  air  space  c  between 
the  cjlinders  C  D,  with  openings  hj  ky  as  and  for  the  purpose  set  forth. 

No.  20,621. — Duncan  M.  Vancb,  of  Urbana,  Ohio. — ImprovemmU 
in  Smut  Machines. — Patent  dated  June  8,  1858. — The  nature  of  this 
invention  consists  in  the  use  of  two  rubbers  g  h  made  of  wire  cloth, 
and  placed  one  upon  the  other  in  an  inclined  position.  They  re- 
ceive reciprocating  motion  hj  means  of  connexions  with  two  oppo- 
site cranks.  A  seed  screen  c  is  also  used,  made  of  fine  wire  cloth, 
which  is  arranged  in  two  inclined  sheets  which  descend  from  the  out- 
side^ and  their  approximate  inner  edges  terminate  in  and  form  a  slotted 
openi<ng  through  which  the  screened  grain  is  discharged  and  directed 
between  the  two  rubbers  at  their  upper  end.  It  consists  also  in  tho 
use  of  a  rotary  fan  which  produces  a  blast  of  air. 

The  inventor  says  :  I  do  not  claim  the  air  suction  apparatus  6,  nor 
'do  I  wish  to  be  confined  to  its  use  in  connexion  with  the  other  parts 
of  my  invention ;  for,  though  of  advantage,  it  can  be  dispensed  with, 
and  external  air  be  admitted  directly  into  the  ends  of  the  fan  case. 
Either  one  or  both  of  the  rubbers  may  have  motion,  though  the  best 
results  are  produced  when  both  rubbers  move  in  opposite  directions. 

What  I  daim  is,  first,  the  reciprocating  wire  cloth  rubbers  g  and  h 
in  connexion  with  a  rotary  fan,  constructed  and  operating  substan- 
tially as  described. 

Second.  The  double  inclined  grain  screen  c  combined  with  recipro- 
cating rubbers,  substantially  as  described  and  for  the  purposes  set 
forth. 

No.  21,202.— J.  N.  Lbster,  of  Oswego,  New  York. — ImpronemetU 
in  Smut  Machines. — Patent  dated  August  17,  1858. — Thia  invention 
consists  in  the  employment  or  use  of  a  series  of  rotating  and  stationary 
conical  scourers  placed  within  a  proper  case,  the  rotating  scourers 
being  placed  on  a  hollow  shaft,  and  the  whole  constructed  and  ar- 
ranged relatively  with  each  other  and  with  a  fan,  whereby  the  grain 
will  be  thoroughly  cleansed  from  smut,  dust,  &c. 

The  inventor  says :  I  do  not  claim  separately  the  parts  described, 
for  they  or  their  equivalents  have  all  been  used  under  difierent  forms 
of  arrangement,  and  in  connexion  with  various  devices,  forming  the 
majority  of  smut  machines  in  use.  I  am  not  aware,  however,  that 
sinuous  scouring  passages  arranged  with  a  fan,  hollow  shaft,  cylindri- 
cal case^  and  induction  blast  spout,  as  shown,  have  been  used. 

I  daim  the  rotating  conical  plates  P  F^  F'  attached  to  the  hollow 
shaft  E,  in  combination  with  the  stationary  conical  plates  D  D^  D*, 
rims  C,  cylinder  case  G,  and  fan  I,  the  plates  F  F^  F'  and  D  D^ 
D'  being  provided  with  scouring  ledges  I  n,  and  the  whole  arranged 
relatively  with  the  fan  I,  induction  spout  J,  and  blast  spout  K,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  21,663. — HiBAM  Hopkins,  of  Evansville,  Indiana. — Improve- 
ment in  Smut  Machines.— Psktent  dated  September  21,  1858.— This 
invention  consists  in  the  use  of  a  scourer  peculiarly  constructed,  and 
used  in  connexion  and  arranged  relatively  with  the  blast  spouts  and 
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a  fan,  whereby  the  effectual  cleaning  of  the  grain  from  smut  and  other 
impurities  and  foreign  substances  is  expeditiously  performed  and  by  a 
simple  arrangement  of  means. 

Claim, — The  scourer  constructed  of  the  vertical  bars  F  provided  with 
radial  projections  h  at  their  inner  sides,  and  the  arms  R  provided  with 
ledges  K,  and  attached  to  the  shaft  B,  when  said  scourer  thus  con- 
structed is  enclosed  by  a  box  M,  and  arranged  relatively  with  the  blast 
spouts  J  K  L  and  fan  D,  to  operate  as  and  for  the  purpose  set  forth. 

No.  22,128. — Hugh  Mabshmak  and  Charlbb  F.  Fouleb,  of  Carlisle, 
Iowa. — Improvement  in  Smut  Machines. — Patent  dated  November  23, 
1868. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventors  say :  We  datm,  first,  the  combination  and  arrange- 
ment of  the  casing  D  and  funnel-mouth  opening  d,  the  parts  being  so 
arranged  in  relation  to  each  other  as  to  at  the  same  time  give  a  con- 
verging descent  to  the  grain,  and  an  inward  partially  downward  blasif 
through  it  at  that  point. 

Second.  The  introduction  of  an  auxiliary  blast  into  the  upper 
portion  of  the  horieontal  trunk  <f ,  as  described,  by  which  a  more  perfect 
separation  of  the  light  grain  is  secured,  as  set  forth. 

No.  22,395. — J.  A.  Wooi)WARD,  of  Burlington,  Iowa. — Improvement 
in  Smut  Machines. — Patent  dated  December  21, 1858. — This  invention 
relates  to  certain  improvements  on  a  smut  mill  and  separator  which 
was  patented  by  the  above  named  inventor  October  20,  1857.  The 
object  of  this  invention  is  to  effect  a  more  thorough  separation  than 
formerly  of  the  dust  and  other  foreign  substances  from  the  grain  before 
the  latter  is  brought  in  contact  with  the  scourers,  and  also  to  augment 
to  a  considerable  degree  the  efficiency  of  the  scouring  device,  as  well 
as  the  part  designed  for  the  separation  of  the  light  or  imperfect  grain 
from  the  offal  or  foreign  matter. 

In  operating  this  machine,  power  is  applied  to  shaft  F  in  any  proper 
way,  and  a  rotary  motion  is  communicated  therefrom  to  the  shaft  a, 
which,  by  means  of  the  crank  t;  and  connecting  rod  u,  gives  a  vibrating 
movement  to  the  bar  K  and  shoe  J.  The  grain  to  be  cleaned  falls  on 
the  screen  a^  of  the  shoe  J,  and  passes  through  said  screen,  the  large 
foreign  substances  passing  off  through  spout  c.  The  grain  cannot 
pass  through  screen  6%  but  is  conducted  by  it  to  the  cylinder  H,  and  it 
falls  into  scourer  £,  being  divided  in  its  descent  by  the  bar  I. 

Claim. — The  arrangement  of  the  wire-cloth  cylinder  G,  scourer  E, 
deflecting  or  separating  bar  I,  spout  /^,  and  shoe  J,  as  and  for  the 
purpose  set  forth. 

No.  20,683. — HmrBT  F.  Bbad,  of  Brooklyn,  New  York,  assignor  to 
Himself  and  Samuel  J.  Burb,  of  said  Brooklyn. — Improvement  in 
Stuffing-Boxes.— PsA^ut  dated  June  22,  1858.— The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventors  say :  I  claim,  ftr«t,  the  metallic  rings  rrr  placed 
upon  the  shalt  A  lor  the  purpose  of  protecting  from  friction  the  shaft 
aiid  flexiUe  tube  O,  within  whieh  s^d  wings  are  placed. 

Second.  The  arrangement  ei  tiM  flexible  tube  on  the  outside  of  thef 
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metallic  riDgB,  so  as  to  allow  said  flexible  tubing  to  give  or  twist 
equally  its  whole  length,  and  also  to  carry  with  it  each  ring  a  pro- 
portionate distance  according  to  the  distance  travelled  by  the  shaft. 

Third.  In  combination,  as  described,  the  thimble  E  as  used  for  the 
purpose  of  packing  the  joint  at  the  end  *^g**  of  the  outside  case  D,  and 
at  the  same  time  holding  permanently  one  end  of  the  flexible  tube. 

Fourth.  The  combination  of  the  flexible  tubing  and  the  metallic 
rings  working  together  on  the  shaft,  together  with  the  metallic  casing 
D,  substantially  in  the  manner  described  and  for  the  purposes  set 
forth. 

No.  21,139. — Jessb  Lantz  and  John  Bussbll,  of  Wheeling,  Vir- 
ginia.— Improvement  in  Machines  for  Gleaning  Wheat. — Patent  dated 
August  10,  1858. — The  claim  and  engravings  will  give  the  reader  an 
idea  of  the  nature  of  this  invention. 

'  The  inventors  say:  First.  We  claim  the  additional  air  tube  or  arch 
F,  in  connexion  with  the  air  tube  or  arch  E,  for  the  purpose  of 
receiving  the  wheat  through  an  aperture  in  pipe  F,  above  the  hopper 
V,  and  from  the  hopper  Q,  as  described. 

Second.  We  claim  the  adjustable  reeded  rubber  o,  combined  with 
the  flange  rubber  i,  constructed  and  operating  as  and  for  the  pur- 
poses described. 

No.  20,318. — Qeorok  W.  Barnbtt,  of  Springfield,  Ohio. — Improve- 
ment in  Driving 'Wheels  for  Portable  Steam  Engines  and  AgricuUurai 
Implements. — Patent  dated  May  25, 1858. — This  invention  consists  in 
providing  the  peripherv  or  tread  of  the  wheels  with  one  or  more  series 
of  radial  feet  a  in  such  a  manner  that  they  will  gradually  yield  by 
compression  as  the  wheel  advances,  and  again  project  as  the  resistance 
is  removed. 

Claim. — Providing  a  wheel  with  one  or  more  series  of  radial  elastic 
feet,  in  the  manner  and  for  the  purposes  substantially  as  set  forth. 
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No.  22,195. — Martin  Norrib,  of  Broad  Brook,  Connecticut. — /m- 
proved  Auger  for  Wood. — Patent  dated  November  30, 1858.— A  repre- 
sents an  ordinary  half-inch  auger  with  a  screw  shank  a  formed  on 
it,  to  enable  the  attachment  to  be  applied. 

The  auger  is  generally  shortened,  so  as  to  leave  only  the  cutter 
and  a  turn  or  two  of  the  <^  twisty"  or  sulBScient  to  discharge  the  chips 
properly. 

The  attachment-cutter  C  has  a  chisel  edge  /  for  paring  up  the 
bottom  of  the  hole,  and  a  ^^  nicker"  d  for  shaping  the  periphery 
thereof. 

Claim. — The  attachment  applicable  to  the  common  auger,  bit,  or 
other  boring  tool,  substantially  as  and  for  the  purposes  specified. 
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No.  22,394. — ^NoRMAN  8.  Whitb  and  Aaron  Dbnio,  of  Shaftsbury, 
Vermont. — Improved  Method  of  Altaching  Cutting  Lips  to  Auger 
Shanks. — Patent  dated  December  21,  1858. — The  nature  of  this  in- 
vention consists  in  preparing  the  body  of  the  auger,  independent  of 
the  head  or  cut,  in  the  usual  form,  and  of  any  suitable  wrought  or 
cast  metal,  having  about  one-third  of  its  width  in  the  centre  at  the 
bottom  cut  off  horizontally,  and  the  sides  or  spiral  edges  cut  verti- 
cally, so  that  the  sharp  edges  of  the  sides  extend  below  the  horizontal 
line,  and  have  a  hole  in  the  centre  to  receive  the  centre  tenon  in 
the  top  of  the  head. 

Claim. — The  inventors  say:  We  do  not  claim  broadly  attaching 
the  cutting  parts  to  the  screw  shaft  or  angers. 

But  we  claim  the  specific  manner  set  forth  and  shown  in  the  speci- 
fication. 

No.  21,179. — Charles  L.  Barnes,  of  New  York,  N.  Y. — Improved 
Method  of  Securing  the  Cutters  to  the  Spindles  of  Augers, — Patent  dat6d 
August  17,  1858. — The  nature  of  this  invention  consis's  in  the  man- 
ner of  securing  the  cutter  to  the  spindle  of  the  bit,  so  that  it  cannot 
be  detached  and  left  in  the  bored  hole  when  the  motion  of  the  bit  is 
reversed  to  take  it  out  of  the  hole  to  clean  out  the  chips  and  cuttings, 
so  that  it  can  be  readily  attached  to  and  detached  from  the  spindle 
when  required  ;  and  in  the  peculiar  conformation  of  the  cutting  edge 
or  edges  of  the  cutter,  by  which  its  efficiency  is  increased. 

The  inventor  says :  I  do  not  claim  a  bit  having  detached  cutters, 
nor  a  bit  by  which  different  sized  holes  may  be  bored  by  changing  the 
size  of  its  cutters. 

But  I  daim  the  combination  of  the  spindle  A,  cutter  B,  and  check 
nut  F,  for  the  purpose  of  securing  the  cutter  to  the  spindle,  arranged 
in  the  manner  and  for  the  purpose  as  set  forth. 

No.  19,829. — Nicholas  Clare  and  John  Quiglt,  of  Maiden. — Im- 
proved Method  of  Attaching  Expansible  Cutting  Lips  to  Augers y  dec. — 
Patent  dated  April  6,  1858. — This  invention  consists  in  a  reamer  and 
plug-cutter  formed  of  two  pieces  a  and  6,  so  constructed  that  it  may 
be  attached  to  or  detached  from  the  auger  or  other  boring  or  drilling 
tool,  and  so  adjusted  upon  the  same  as  to  commence  reaming  or  cutting 
at  the  desired  distance  from  the  cutting  end  of  the  tool,  and  cut  or 
ream  the  plug -hole  or  countersink  of  the  desired  diameter. 

Claim. — The  detachable  and  adjustable  reamer  or  plug-borer,  con- 
structed and  capable  of  being  operated  as  set  forth. 

No.  20,261.— Benjamin  Fitch,  of  Mooer's,  N.  Y .—Improved Bar- 
rd'Head  Machine.— Fatent  dated  May  18,  1858.— The  heading  is 
placed  upon  the  platform,  and  secured  by  the  disk  D*  pressing  against 
it.  Motion  is  given  to  the  shaft  C,  to  revolve  the  head  ;  the  circular 
saw  is  then  carried  against  the  heading,  by  moving  the  handle  Q,  to 
cut  the  head  to  a  circular  form  and  to  proper  size  ;  the  cutters  U  IP 
are,  by  the  same  movement  of  the  handle,  carried  against  the  sides 
of  the  periphery  of  the  head,  to  cut  it  to  a  proper  thickness  and  level. 

The  inventor  says  :  I  daim^  first,  the  combination  of  the  frame  P 
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and  the  plane  stocks  U  U^  operated  by  the  moyement  of  the  handle 
Q,  as  and  for  the  purposes  set  forth. 

Second.  The  combination  of  the  friction  band  K  with  the  swing- 
ing platform  Y,  operated  at  one  and  the  same  time  through  the 
handle  L,  in  the  manner  and  for  the  purposes  set  forth. 

Third.  Releasing  the  spring  catch  a  from  the  arm  «,  to  allow  the 
frame  P  to  return  to  its  first  position  after  the  saw  0  has  effected  ite 
purpose,  by  the  lever  b  acting  upon  the  stop  o,  as  described. 

No.  19,066. — WiLUAM  BsYARD,  of  Muscatine,  Iowa. — Improved 
Method  of  Connecting  the  Bevetling-Knivea  in  CircuLar-Cutting  Barr el- 
Head  Machinery. — Patent  dated  January  12, 1858. — In  operating  the 
machine,  the  pieces  to  compose  the  head  are  dropped  between  the 
disks  B  and  C,  and  rest  upon  the  iron  step  J,  which  is  held  up 
against  or  near  the  disks  by  the  foot  pressing  down  the  lever  0  ;  the 
right  hand  is  then  laid  upon  the  end  of  the  lever  H,  and  by  a  slight 
pressure  closes  the  disks  and  relieves  the  foot,  which  is  then  placed 
upon  the  treadle  I,  and  applies  the  force  necessary  to  hold  the  beading 
firmly  between  the  disks. 

Claim. — The  described  method  of  connecting  the  two  bit-holdera 
M  and  N,  so  as  to  cause  them  to  act  as  set  forth. 

No.  19,509. — WnjiAMMANNiNG,  of  Rouse's  Point,  N.  Y. — Improved 
Machine  for  Cutting  Barrel  Heads, — Patent  dated  March  2,  1858  — 
The  nature  of  this  improvement  will  be  understood  by  reference  to 
the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim,  separately  or  in  itself  con- 
sidered, any  of  the  parts  described. 

But  I  daim  the  arrangement,  as  shown  and  described,  of  the 
annular  plate  F,  disk  I,  hub  J,  and  cutters  27,  whereby  the  stuff  is 
held  between  the  annular  plate  F  and  the  disk  I,  and  is  simulta- 
neously operated  upon  both  sides  without  changing  the  position  of 
any  part  of  the  macnine. 

No.  19,510. — Jambs  H.  Mattison,  of  Scriba,  N.  Y. — Improved 
Machine  for  Cutting  Barrel  Heads. — Patent  dated  March  2,  1858. — 
E  is  a  round  stationary  shaft,  with  a  square  end  clamped  by  the  cap 
E^  to  the  bar  C  to  prevent  it  from  turning.  The  disk  E^  is  fastened 
to  the  upper  end  of  the  shaft  E,  and  may  be  provided  with  spars  to 
hold  the  heading  while  it  is  being  shaped.  F  is  a  hollow  shaft  turn- 
ing on  the  shaft  E,  and  supported  by  the  bar  F'  fastened  to  the  front 
posts.  The  shaft  F  is  provided  with  a  pulley  F^  to  turn  it  and  carry 
the  planing  disk  G  fastened  to  its  upper  end.  The  disk  Gr  has  one 
or  more  bevelling  cutters  OS  ftnd  one  or  more  spare  cutters  G^,  to 
form  the  edge  of  the  head  H  on  the  disk  E^,  against  which  it  is 
clamped  by  the  disk  H^  on  the  stationary  transversing  shaft  H', 
which  trans  verses  under  the  cap  I  on  the  top  bar  C^  and  is  prevented 
from  turning  by  the  lever  V  connected  to  it,  and  by  which  it  is 
operated  to  clamp  the  heading  and  release  the  head  H  after  it  is 
formed  or  cut  as  desired. 

Claim. — Automatically  transversing  the  disk  cutters  in  any  man- 
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ner  substantially  as  described,  for  the  purpose  of  operating  upon  the 
heading  either  at  the  same  time  or  alternately. 

No.  20,864.— A.  H.  Crozibr,  of  Oswego,  N.  Y.— Improved  Machine 
for  Cutting  Barrel  Heads, — Patent  dated  July  13, 1858. — The  nature 
of  this  invention  consists  in  an  improved  arrangement  of  machinery  for 
cutting  and  bevelling  the  heads  of  barrels,  casks,  &c.,  in  which  both 
the  cutting  and  bevelling  tools  are  controlled  by  a  single  winch  or 
lever  X  worked  by  the  operator,  and  in  which  it  is  not  necessary  to 
stop  the  motion  in  order  to  put  in  the  material  or  take  out  the  finished 
work. 

The  inventor  says:  I  daim^  first,  the  disk  M,  constructed  and 
operated  as  described. 

Second.  The  method  described  of  connecting  th<e  saw  G  and  cuttery 
so  that  both  are  controlled  by  the  same  winch  or  lever,  substantially 
as  specified. 

Third.  Attaching  the  saw  to  a  sliding  stock,  as  and  for  the  purpose 
described. 

No.  20,962. — Asa  D.  Stewart,  of  Bennington,  Vermont. — Improved 
Machine  for  Cutting  both  Bevels  simultaneously  on  Barrel  Heads, — 
Patent  dated  July  20, 1858. — This  invention  consists  in  using,  in  con- 
nexion with  a  circular  concave  saw,  and  on  the  same  mandrel,  a  cutter 
formed  of  two  or  more  saws  arranged  in  a  novel  way,  whereby  the 
heads  are  cut  out  from  the  stuff  and  a  bevel  cut  on  both  sides  of  the 
heads  at  one  and  the  same  operation. 

The  inventor  says:  I  do  not  claim  broadly  the  use  of  a  concave 
cutter,  nor  do  I  claim  broadly  the  employment  of  more  than  one  saw 
or  cutter  upon  an  arbor. 

But  I  claim  the  arrangement  and  combination  of  saws  /  gr,  saw 
J,  and  mandrel  H,  as  shown  and  described,  whereby  both  bevels  are 
simultaneously  cut. 

No.  21,117. — A  H.  Crozibr  and  Cyrus  Carrier,  of  Oswego,  New 
York. — Improved  Marine  for  Chamfering  and  Crozing  Barrels.- — 
Patent  dated  August  10, 185& — In  the  engravings,  A  marks  the  frame 
of  the  machine;  B  the  platform  for  the  barrel;  C  the  rack  attached  to 
the  side  of  the  platform;  D  the  foot  lever  working  the  segments  of 
pinions  which  gear  into  rack  C  to  raise  and  lower  platform  B;  E  the- 
guides  upon  which  B  rises  and  falls ;  F  the  hoop  to  receive  the  upper 
end  of  the  barrel ;  G  a  section  of  barrel  to  be  operated  upon ;  K  the' 
cutter  stock;  I  the  crozing  tool;  J  the  chamfering  tool;  K  the  slide* 
of  the  crozing  tool ;  L  an  arm  operating  slide  K ;  M  a  cam  or  eccentric; 
N  an  arm  operated  by  M ;  0  an  arm  of  the  chamfering  tool ;  P  a  solid 
shaft  of  cam  M ;  Q  is  a  spur-wheel  at  the  top  of  shaft  P ;  R  is  a  hollow 
shaft  of  the  cutter  stock  fl ;  S  is  a  spur-wheel  at  the  top  of  the  hollow 
shaft  R ;  T  is  a  friction  pinion  gearing  into  the  spur-wheels  Q  and  8 ; 
U  is  a  bevel- wheel  by  which  shaft  R  is  driven;  V  a  bevel- wheel 
attached  to  the  driving  shaft  and  gearing  into  wheel  U ;  W  the  maim 
or  driving  wheel,  and  X  a  winch. 

Claim. — ^The  method  described  of  moving  the  crozing  and  chamfer* 
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ing  tools  to  and  from  their  work  by  meana  of  the  differential  move- 
ment  of  the  wheels  Q  and  8,  produced  in  the  manner  described,  when 
operating  the  cam  or  eccentric  which  controls  the  action  of  the  tools^ 
all  substantially  as  specified. 

No.  21,769. — James  H.  Mattison,  of  Scriba,  New  York. — Improved 
Machine  for  Chamfering  and  Crozing  Ban'ds. — Patent  dated  October 
12,  1858.-^The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

The  inventor  says:  I  daim  a  crozing  tool  provided  with  two  spurs, 
one  before  the  other,  to  cut  the  sides  of  the  croze  or  score,  and  a  hook 
or  grooving  tool  to  cut  the  bottom  of  the  score,  when  the  whole  is 
made  or  formed  of  a  single  piece  of  metal,  substantially  as  described. 

I  claim  the  use  of  the  solid  shaft  P  and  hollow  shaft  Q  in  combina- 
tion with  the  pulleys  T  U  V  and  W,  or  their  equivalents,  which  ope- 
rate them  with  different  velocities,  when  used  for  the  purpose  of  giving 
motion  to  the  cliamfering  and  crozing  tools,  or  their  equivalents,  and 
for  moving  or  carrying  them  (the  chamfering  and  crozing  tools)  for- 
ward to  perform  their  work  in  chamfering  and  crozing  barrels  in  the 
way  and  manner  described. 

No.  21,718. — William  S.  Arnall,  of  Sperryville,  Va.,  assignor  to 
Himself,  0.  P.  Smith,  and  A.  C.  Jordan,  of  said  Sperryville. — Im- 
proved Machine  for  Croting,  Oham/eringj  and  Bevelling  Barrda. — 
Patent  dated  October  5,  1858. — A  represents  the  frame-work  of  the 
machine.  C  is  a  large  cog  wheel,  which  drives  the  machine ;  this 
wheel  is  secured  to  a  shaft  L;  on  one  end  of  this  shaft  is  a  screw  E, 
and  on  the  other  is  a  handle  L^     The  cog  wheel  C  works  into  the 

£inion  D^,  on  a  shaft  marked  D^  B  is  a  balance  wheel  located  on  shaft 
*^.  J  J  represent  two  arms,  which  are  secured  to  one  end  of  the 
shaft  D',  and  to  these  arms  are  secured  the  cutting  blades^  which  are 
four  in  number — a  blade  d  for  the  purpose  of  bevelling  the  end  of  the 
barrel,  blade  e  for  howelling,  and  the  croze  c;  two  of  these  blades  are 
secured  to  each  of  the  arms. 

Claim, — Not  the  employment  of  several  tools,  but  \he  arrangement 
of  the  adjustable  croze  and  howel  blade  with  the  stationary  bevelling 
blade  and  chamfering  tool,  when  the  same  are  constructed  and  operated 
in  the  manner  and  for  the  purpose  specified. 

No.  21,725. — Jacob  Bsbs^  of  Elk  Horn  Grove,  111.,  assignor  to 
JoNAe  L.  Rebs,  of  Elk  Horn  Grove. — Improvement  in  Madiinefor 
Forming  Barrelsy  (fee.— Patent  dated  October  5,  1858. — The  nature  of 
this  invention  consists  in  constructing  machinery,  whereby  the  staves 
«f  barrels,  casks,  and  kegs  are  put  together,  the  bulge  or  swell  formed, 
and  the  chamfering  and  crozing  of  each  end  are  done  simultaneously! 
and  forming  the  barrel  ready  for  receiving  the  hoops  and  headings. 

Cloiin — The  construction  of  the  cylinder  S  8  8^,  with  the  radial 
arms  U  U  U  U,  and  segmental  parts  W  W  W  W  W,  and  disks  X  X 
X  X,  the  circular  clamps  Z  Z  Z  Z,  and  guide  hands  &  &  &  &,  the 
suspension  devices  I IJ  J  Y  Y^  arranged  and  operated  as  described. 
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No.  19,595. — ^Edwin  B.  Whitk,  of  Nashua,  N.  H. — Improved  Bench 
Hook. — PateDt  dated  March  9,  1858. — The  claim  and  engravings  ex- 
plain the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  shell  or  case,  nor  the  hook 
C|  provided  with  the  shank  D,  which  fits  within  the  shell  A;  for  these 
parts  have  been  previously  used. 

But  I  daim  securing  the  hook  C  at  the  desired  height  by  means  of 
the  lever  E  attached  to  the  shell  in  case  A,  and  operated  or  adjusted 
by  the  screw  F  or  ita  equivalent,  so  that  the  shank  D  of  the  hook 
will  be  pressed  against  both  at  its  upper  and  lower  end,  and  thereby 
firmly  secured  within  the  shell  or  case,  as  described. 

No.  21,351. — John  L.  Mann,  of  Ravenna,  Ohio. — Improvement  in 
Madiine/or  Bending  Felliea. — Patent  dated  August  31,1858. — A 
represents  the  frame-work  of  the  machine  ;  B  the  mounted  forming 
block ;  this  consists  of  a  half  cylinder,  having  a  diameter  eqUal  to 
the  size  of  the  wheel  which  is  to  be  made  with  the  fellies.  Thisbalf 
cylinder-forming  block  B  is  mounted  upon  each  end  upon  a  pair  of 
truck  wheels  C,  which  rest  upon  the  track  D  D  E  E,  for  the  purpose 
of  conveniently  moving  it  under  the  bending  apparatus. 

Claim. — The  arrangement  of  the  mounted  forming  block,  and  the 
system  of  tracks  D  E  F  G,  operating  as  described,  when  used  in  com- 
bination with  the  apparatus  described,  operating  in  the  manner  and 
for  the  purpose  set  forth. 

No.  19,480  — Thomas  Blanchard,  of  Boston,  Mass. — Improved 
Method  oj  Bending  Shovel  Handles, — Patent  dated  March  2,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  broadly  bending  wood  so  that 
its  fibres  are  prevented  from  being  distended  longitudinally  wTiile 
being  bent;  for  this  has  been  previously  done,  and  was  formerly  patented 
by  me. 

But  I  daim  the  method  of  confining  the  wood  while  being  bent,  to 
wit :  by  means  of  a  key  t,  arranged  to  pass  through  straps  E  F,  and 
also  through  the  handle  H,  substantially  as  and  for  the  purposes  set 
forth. 

No.  22,474. — Harlet  Stonk,  of  Blackstone,  Mass.,  assignor  to  Paul 
P.  Todd,  of  said  Blackstone. — Improved  Expanding  Bit. — Patent  dated 
Jiecember  28^,  1858. — The  nature  of  this  invention  consists  of  a  bit  A, 
with  one  lip  a,  into  which  is  dovetailed  a  slide  cutter  B,  in  which  is  a 
diagonal  slit  C  opposite  to  this,  and  in  the  main  bit  is  another  slit  D 
of  equal  length,  running  near  to  and  parallel  with  the  edge  of  the 
main  bit.  Through  the  two  slits  is  passed  a  small  sliding  bolt  E, 
having  upon  one  end  a  nut  e,  and  upon  the  other  a  round  flat  head, 
both  of  which  project  over  the  edges  of  the  slits.  Stamped  upon  the 
main  bit  and  slide  cutter  is  a  graduated  scale  F/,  by  means  of  which 
the  exact  size  can  be  determined. 

Claim. — The  mode  and  application  of  the  slide  cutter  B,  the  slits 
0  and  D,  the  bolt  E,  and  the  graduated  scale  F  /,  constructed  and 
operating  as  above  set  forth  and  described. 
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No.  21,597. — William  A.  Clark,  of  Bethany,  Connecticut. — Im- 
proved Expansive  Bit. — Patent  dated  September  28, 1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  the  combination  of  the  follower 
D,  bevelled  upon  its  under  side  in  such  a  manner  that  driving  it  home 
against  the  cutter  shall  crowd  it  upward,  with  a  lip  or  shoulder 
above  it  upon  the  shank,  which  lip  or  shoulder  is  so  formed  that  this 
upward  pressure  above  mentioned  shall  crowd  the  upper  edge  of 
the  follower  in  against  the  seat  back  of  it,  when  the  upper  edge  of 
the  follower  is  bevelled  to  correspond  as  set  forth,  for  the  purposes 
stated,  the  follower  being  brought  home  to  its  place  by  a  screw  or  in 
any  equivalent  manner. 

2d.  So  arranging  the  movable  and  stationary  cut^^rs  in  relation  to 
each  other  and  to  the  other  parts,  that  all  the  chips  made  by  the 
instrument  shall  be  delivered  upon  one  and  the  same  side  of  the  shank 
of  the  bit,  thereby  allowing  the  back  side  of  the  shank  of  the  bit  to 
be  left  entire,  as  set  forth. 

No.  19,028.— B.  B.  Hill  and  S.  W.  Adams,  of  Chicopee,  Mass  — 
Improved  Bit  Holder. — Patent  dated  January  5, 1858. — This  bit  holder 
is  intended  to  be  used  for  boring  holes  near  to  the  walls  of  a  room, 
or  in  a  corner,  and  many  places  where  holes  cannot  be  made  by  the 
straight  bit  or  auger  when  used  in  the  common  bit  stock. 

When  in  use,  the  bit  is  placed  in  the  socket  G,  the  stock  is  attached 
at  E,  and  the  casing  is  held  in  a  fixed  position  with  one  hand,  while 
the  brace  or  bit  stock  is  turned  with  the  other. 

Claim. — The  combination  of  the  two  boxes  or  bearings,  placed  at 
any  required  angle  with  each  other,  with  the  intervening  globular 
connexion  which  forms  a  casing  for  the  bevelled  gear. 

No.  20,010. — David  H.  Whittemorb,  of  Worcester,  Massachusetts. 
— Improved  Bit  Holder. — Patent  dated  April  20,  1858. — A  A  is  the 
body  of  the  shank  of  the  brace,  it  being  cut  off  from  the  same  at 
N.  B  B  is  a  common  boring  tool  inserted  in  the  brace.  C  D  is  the 
holder  having  been  turned  about  one-quarter  of  the  way  around  upon 
its  centre  after  the  tool  has  been  inserted,  holding  it  firm  in  its  socket. 
The  part  E  of  the  holder  is  a  thumb  piece  to  turn  the  holder  by;  but 
a  burr  upon  the  edge  of  the  same  may  be  substituted. 

Claim. — The  holder  C  E,  with  its  cam,  when  applied  in  the  manner 
and  for  the  purpose  set  iorth. 

No.  21,160  — William  Tuckbr,  of  Gloucester,  Rhode  Island. — Imr 
proved  Variable  Boring  Bit. — Patent  dated  August  10,  1858. — A 
exhibits  the  shank  of  the  bit  as  constructed  with  two  male  screws  a 
and  6,  one  of  which  has  its  threads,  pitch,  or  incline  in  opposite  direo- 
tions  to  those  of  the  other,  one  being  a  right  threaded  and  the  other  a 
left  threaded  screw.  One  screw  a  is  arranged  in  advance  of  the  other 
b,  and  carries  at  its  outer  end  a  cutter  edge  or  cutter  c,  and  a  tapering 
centring  point  or  screw  centre  d. 

^  The  inventor  says :  I  am  aware  that  it  is  not  new  to  make  a  centre 
bit  with  a  tapering  or  screw  centre,  made  adjustable  in  such  manner, 
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with  respect  to  the  extreme  outer  edge  of  its  catter,  as  to  enable  the 
centre  bit  to  be  capable  of  boring  holes  of  different  dimensions  ;  there- 
fore I  do  not  claim  such  in  the  abstract.  But  what  I  do  daim  is  the 
combinalion  of  a  tapering  centre  point  or  screw  centre  d  and  an 
auxiliary  cutter  c  arranged  on  the  shank  A,  as  described ,  with  a  main 
cutter  /  applied  to  the  shank  so  as  to  be  capable  of  being  revolved 
thereon,  and  fixed  in  position  thereon,  hj  means  substantially 
explained. 

No.  20,192.— WiLUAM  A.  Clark,  of  Bethany,  Connecticut. — Im- 
proved Method  of  Seating  the  Movable  Cutier  in  Expansive  Bits. — Patent 
dated  May  11,  1858. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

Claim. — The  combination  of  the  V-shaped  projection  or  seat  a,  or 
its  equivalent,  with  the  corresponding  groove  in  the  movable  cutter 
above  the  cutting  edge,  by  which  I  am  enabled  to  vary  the  distance 
of  the  edge  of  the  cutter  B,  near  the  stock,  above  that  of  the  central 
cutter,  to  any  desirable  extent,  substantially  as  and  for  the  purposes 
set  forth. 

No.  20,'779. — L.  A.  Doylb,  of  Salem,  Ohio. — Improved  Boring  Ma- 
chine.— Patent  dated  July  6,  1858. — The  claim  and  engravings  will 
explain  the  nature  of  this  invention. 

The  inventor  says:  I  daim,  first,  the  combination  of  two  drill 
stocks  F  F,  by  means  of  an  internally  geared  driving-wheel  G  and  a 
small  pinion  H,  so  that  a  slow  or  fast  speed  drill  or  auger  may  be 
uded  at  pleasure,  as  the  necessity  of  the  case  may  require,  in  the  same 
machine,  and  by  the  turning  of  one  and  the  same  crank,  substantially 
as  and  for  the  purposes  set  forth. 

Second.  Effecting  the  combination  of  both  of  said  drill  stocks  F  F 
with  the  feeding  rack  bar  I  and  the  two  segment  levers  K,  by  means 
of  a  flange  g  on  the  rear  end  of  the  rack  bar,  and  collars  A  A  on  the 
drill  stocks  F  F^,  so  that  both  shall  be  fed  up  together,  substantially 
as  and  for  the  purposes  set  forth* 

No.  22,379.— Qborok  F.  Riob,  of  Worcesfcr,  MsLSs.^Improved Ma- 
chine for  Boring  Wood. — Patent  dated  December  21,  1858. — This 
invention  consists  in  arranging  the  uprights  by  means  of  semi-circles 
attached  to  the  sides  of  the  bed  piece  or  bottom  of  the  machine,  with 
slots  that  allow  the  uprights  to  vibrate  and  stand  at  any  angle  re- 
quired, by  means  of  a  double-headed  bolt  which  passes  through  the 
cross-piece,  and  slides  in  the  slots  of  the  semi- circles,  with  a  nut  on 
the  opposite  end  to  inake  the  uprights  fast  at  any  angle  desired;  thus 
enabling  the  operator  to  bore  a  hme  on  any  angle  required. 

Claim. — The  hollow  cross-bar,  together  with  the  double  head  bolt, 
which  enables  the  operator  to  fasten  the  uprights  at  any  angle  by 
simply  turning  one  nut ;  the  whole  being  constructed  substantially  in 
the  manner  as  described,  and  for  the  purposes  specified. 

No.  20,495. — Samuel  U.  Kino,  of  Windsor,  Vt. — Improved  Device 
for  Attaching  the  Bits  to  the  Brace.— PeLtent  dated  June  8, 1858.— The 
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natnre  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

Claim. — The  mode  of  fixing  the  tool  or  anger  in  its  handle  or  bit 
stock,  viz:  by  the  projection  b  on  the  tool,  in  connexion  with  the  wedge 
C  and  the  spring  D,  applied  to  the  handle  or  stock  A  and  the  socket 
a  thereof,  substantially  as  specified. 

No.  22,101. — Jabibs  Lyon  and  George  H.  Bbadt,  of  New  York,  N. 
Y.,  assignors  to  Themselves  and  Thomas  J.  Falls,  jr.,  of  said  New 
York. — Improved  Machine  for  Cutting  Bungs, — Patent  dated  Novem- 
ber 16,  1858. — The  nature  of  this  invention  consists  of  a  revolving 
face  chuck,  carrying  adjustable  stocks,  through  which  cutters  are  slid 
and  forced  down  upon  the  article  to  be  cut,  or  withdrawn  therefrom 
by  means  of  a  face  plate  acting  on  the  ends  of  said  cutters.  A  revolv- 
ing cutter  is  also  made  use  of  to  finish  the  outer  end  of  the  bung. 

Claim, — The  cutters  d  d  and  stocks  c  c,  sliding  in  the  adjustable 
blocks  6  6,  that  are  revolved  by  the  face  plate  E,  and  which  cutters  (2  cf 
are  projected  by  means  of  the  disk  F,  and  act  to  cut  a  tapering  bung, 
substantially  as  specified. 

No.  19,T00. — John  W.  Kennedy,  of  Plainfield,  Connecticut. — Im- 

irovement  in  Holding  BoU  for  Carpenters'  Brackets, — Patent  dated 
[arch  23,  1858. — This  invention  consists  of  an  iron  or  steel  bolt,  with 
a  groove  on  its  side  extending  to  the  inner  end.  In  this  groove  is  a 
dog  or  pawl,  with  a  spiral  point  or  turn.  The  bolt  is  used  by  passing 
it  through  the  bracket  into  a  hole  made  to  receive  it  in  a  timber  in 
the  side  of  the  building. 

Claim — The  spiral  pointed  dog  or  pawl,  as  used  with  the  bolt,  to 
hold  and  secure  carpenters'  brackets  lor  fasteners  to  buildings^  as  set 
forth. 

No.  21,247. — Justin  Devooe,  of  Randolph,  Pennsylvania. — /m- 
proved  Carpenters*  Work-Bench, — Patent  dated  August  24,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — First,  in  regulating  the  inclination  of  the  cutting  instru- 
ment to  the  angle  requited,  to  give  to  the  edge  of  a  board  a  given 
bevel,  by  raising  or  lowering  one  of  the  jaws  B  of  the  clamp  between 
which  the  board  is  held,  substantially  as  described,  or  in  an  equivalent 
manner. 

Second.  Combination  of  the  bevel  boards,  arranged  as  described, 
with  the  jaws  A  B  of  the  clamp  between  which  the  board  is  held,  for 
the  purposes  set  forth. 

No.  20,918. — Samuel  E.  Foster,  of  Fitchburg,  Mass.,  aesi^jnor  to 
The  Walter  Hbywood  Chair  Company. — Improved  Machine  for  Manu- 
facturing Chair-Backs. — Patent  dated  July  13,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim. — The  described  rest,  cousistiog  of  two  jaws  F,  which  are 
moved  an  equal  amount  on  each  side  of  a  vertical  plane  passing 
through  the  centre  of  the  cutters  as  the  thickness  of  the  stuff  varies, 
in  the  manner  and  for  the  purpose  substantially  as  set  forth. 


^ 
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No.  20,913.— Hiram  C.  Wight,  of  Worcester,  Massachusetts. — Im- 
proved Floor-Clamp. — Patent  dated  July  13, 1858. — In  this  invention 
a  toggle  is  employed  in  connexion  with  a  power-screw  B^  claw-plate  E, 
and  jaw  or  pressure-plate,  the  whole  heing  fitted  or  attached  to  a 
proper  framing  or  support,  so  as  to  form  a  powerful,  portable,  and 
economical  clamp,  suitable  for  laying  floors,  or  other  work  in  which 
clamps  are  employed. 

The  inventor  says :  I  do  not  claim  broadly  the  employment  or  use 
of  a  toggle,  for  that  is  a  well  known  mechanical  device. 

But  I  claim  the  toggle  formed  of  the  levers  C  D,  connected  with  a 
screw  B,  which  passes  or  works  through  a  pivoted  nut  c,  in  combina* 
tion  with  the  claw-plate  E  and  head  or  jaw  G,  attached  respectively 
to  the  levers  C  D  ;  the  whole  being  arranged  and  connected  with  the 
frame  A,  substantially  as  and  for  the  purpose  set  forth. 

No.  19,982. — Edward  Conrot,  of  Boston,  Massachusetts. — Improved 
Sharpening  Device  for  Rotary  Cutters. — Patent  dated  April  20, 1858. — 
The  bar  H  is  attached  at  its  lower  end  to  a  plate  I,  which  is  secured 
to  the  under  side  of  the  platform  B  by  a  screw  c^ ,  which  passes  through 
an  oblong  slot  a  in  the  plate  I  into  the  platform.  This  plate  I  is 
consequently  allowed  to  slide,  and  it  is  adjusted  or  operated  upon  by 
a  screw  J,  which  is  fitted  into  the  end  of  the  framing,  and  has  its 
inner  end  connected  with  the  plate  I,  so  that  by  turning  the  screw  J 
the  bar  H  may  be  adjusted  near  to  or  further  from  the  cutter  G. 

The  inventor  says :  I  do  not  claim  broadly  the  idea  of  rendering 
revolving  cutters  self-sharpening  by  bringing  their  edges  into  contact 
with  a  sharpening  instrument. 

But  I  claim  the  sharpening  device  H,  when  arranged  and  employed 
substantially  in  the  manner  shown  and  described. 

No.  19,035. — G.  H.  Mallary,  of  New  York,  N.  Y. — Improved  Me- 
thod of  Dovetailing  Rotary  Cutters  in  their  Heads. — Patent  dated  Jan- 
uary 5,  1858. — This  improvement  consists  in  forming  cutters  c  in  the 
segment  of  a  cylinder  of  the  size  of  the  cutting  cylinder,  and  placed 
in  a  spiral  direction  around  said  cylinder ;  and  m  the  mode  of  attach- 
ing the  same  for  use. 

The  inventor  says :  I  do  not  claim  a  spiral  cutter,  or  a  cutter  made 
straight  on  the  outer  surface  of  the  arm. 

But  I  claim  the  mode  described  of  attaching  spiral  cutters  to  the 
curve  segmental  surface  of  the  arms  by  tongues  and  grooves  for  the 
determination  of  their  proper  position,  and  for  forming  recesses  for 
the  heads  of  the  bolts  by  which  they  are  affixed,  all  as  fully  set  forth. 

No.  19,406.— G.  W,  BnjJNGS,  of  Cleveland,  Ohio. — Improved  Dove- 
tailing  3W.— Patent  dated  February  23,  1858.— The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Ciatm.— The  dovetailing  tool  having  semi-circular  lips  B  B,  for  the 
purpose  of  cutting  tenons  to  fit  mortises  made  by  simply  boring  with 
a  common  auger  or  bit,  substantially  as  set  forth. 
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No.  21,503. — T.  B.  King,  Albxandkr  Einq,  and  Edwin  King,  of 
Cherry  Valley,  Ohio. — Improved  Machines  for  Cutting  Dovetails. — 
Patent  dated  September  24,  1858. — The  natnre  of  this  invention  con- 
sists in  snch  a  constrnction  of  parts  and  arrangement  of  devices  that 
the  work  usually  performed  by  the  use  of  the  saw  and  chisel  in  dove- 
tailing cabinet  work,  such  as  drawers,  &c.,  can  be  done  with  more 
accuracy  and  greater  facilitv  than  it  can  be  done  by  hand. 

The  process  consists  in  the  performance  of  two  operations:  first,  of 
cutting  mortises  or  gains  in  the  drawer  fronts;  and  second^  of  cutting 
the  pegs  in  the  drawer  ends. 

The  inventors  say :  We  daim  the  parts  shown  in  figs.  4, 5,  7  and  8, 
arranged  and  operating  as  described,  for  the  purpose  of  cutting  the 
mortises  or  gains  in  the  drawer  fronts. 

We  also  elaim  the  instruments  shown  in  figs.  9  and  10,  arranged 
and  operating  as  specified,  for  the  purpose  of  cuttine  the  end  pieces 
of  drawers,  substantially  as  set  forth ;  these  several  devices  being 
arranged  to  operate  conjointly  in  the  manner  and  for  the  purpose  set 
forth. 

No.  22,369. — ^Edwtn  A.  Jbffbrt,  of  Corning,  N.  Y. — Improvement 
in  Hoop  Lock. — Patent  dated  December  21,  1858. — This  invention 
consists  in  having  a  metal  socket  or  shell  provided  with  a  recess  or 
indentation,  and  a  conical  pin  or  key  which  passes  through  the  socket, 
whereby  the  ends  of  the  hoop,  by  being  looped  or  doubled,  and  fitted 
in  the  socket,  may  be  firmly  secured  and  connected  together. 

Claim. — As  an  improved  article  of  manufacture,  a  hoop  lock  com- 
posed of  a  shell  or  socket  A  and  a  taper  pin  B,  made  as  shown  and 
described. 

No.  21,507. — Sanpord  Littlbfieu),  of  West  Troy,  N.  Y. — Improved 
Machine/or  Notching  and  Trimming  Hoops. — Patent  dated  September 
14,  1858  — The  nature  of  this  invention  consists  in  so  constructing  a 
machine  with  cutter-knives  as  to  cut  a  notch  with  hoops  for  locking 
their  respective  ends,  and  at  the  same  time  and  operation  trim  the  said 
notch  upon  the  back  side  of  it.  lialso  consists  in  arranging  the  cutter- 
knife  to  cut  the  notch  with  and  upon  the  same  movable  frame  con- 
taining the  cutter-knife  to  trim  the  said  notch.  It  also  consists  in  so 
arranging  the  movable  frame  that,  by  the  downward  motion  of  the 
treadle,  a  downward  and  oblique  motion  is  given  to  the  said  frame, 
whereby  the  said  notch  is  cut  ready  for  locking  purposes  without 
further  work  or  trouble. 

Claim. — The  relative  arrangement  of  the  cutters  D  and  E,  movinff 
in  ways  rectilinearly  and  obliquely,  whereby  the  notch  is  cut  and 
trimmed  in  one  operation,  as  described  and  set  forth. 

No.  21,508. — Hiram  Littlbjohn,  of  Troy,  N.  Y.—In^roved  MaMne 
for  Cutting  and  Finishing  the  Lodes  of  Wooden  Hoops. — Patent  dated 
September  14,  1858. — ^The  claim  and  engravings  ^cplain  the  nature  of 
this  invention. 

The  inventor  says :  I  datm,  first,  the  two  separate  knives  A  6,  when 
arranged  together  with  a  suitable  bed  C,  substantially  as  described, 
Ar  use  in  catting  the  locks  of  wooden  hoops. 
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I  also  claim  the  knife  D,  when  arranged  in  combination  with  the 
knives  A  B,  or  their  substitute,  and  the  bed  C,  substantially  as 
described,  for  '^  barking  "  the  lock,  while  the  hoop  remains  in  the  same 
place  on  the  bed  that  it  occupies  during  the  cuttmg  of  the  lock. 

I  also  claim  the  knife  E,  when  arranged  in  combination  with  the 
knives  A  B,  or  their  substitute,  and  the  bed  C,  substantially  as  set 
forth,  for  trimming  the  lock,  while  the  hoop  is  in  the  same  place  that 
it  occupied  during  the  cutting  of  the  lock. 

No.  20,345.— Jonathan  P.  Grosvenor,  of  Lowell,  Mass. — Improved 
Cutter-head  and  TaMe-^est /or  CvUing  Irregular  Forma. — Patent  dated 
May  25,  1858. — This  invention  consists  in  dispensing  with  the  table, 
and  in  the  employment  in  the  place  thereof  of  a  rest  H,  in  combination 
with  the  cutter-head  shown  in  fig.  2,  by  which  means  mouldings  may 
be  cut  upon  articles  curved  in  any  possible  variety  of  directions,  or 
upon  the  face  as  well  as  the  edges  of  irregular  curved  forms. 

The  inventor  says  :  I  daim^  first,  the  rest  H  in  combination  with  a 
cutter-head,  operating  in  the  manner  set  forth  for  the  purpose  specified. 

Second.  I  claim  securing  the  cutters  to  the  head  by  means  of  grooves 
in  the  collars,  as  set  forth,  when  the  cutters  are  set  in  planes  forming 
angles  with  each  other,  as  described. 

No.  20,505. — William  N.  Oakbs,  of  Dana,  Massachusetts. — 7m- 
proved  Machine  for  Cutting  Irregular  Forma, — Patent  dated  June  8, 
1858. — This  invention  consists  in  the  employment  of  two  carriages 
B  C,  both  of  which  have  a  rectilinear  motion,  but  which  are  so  con- 
nected by  gearing  as  to  run  at  difierent  speeds  ;  the  one  having  the 
pattern  upon  it  having  the  most  rapid  motion,  and  the  pattern  being 
elongated  so  as  to  reduce  the  abruptness  of  the  ascent. 

Claim. — The  combination  of  the  two  carriages  B  C,  having  a  recti- 
linear motion  at  different  speeds,  with  the  elongated  pattern,  tracers, 
and  cutter,  for  the  purposes  set  forth ;  not  intending  to  claim  an 
elongated  pattern  as  such,  or  combined  with  other  machinery  to  cut 
irregular  forms,  but  only  its  combination  with  two  carriages  having  a 
rectilinear  motion  at  different  speeds,  in  the  manner  described. 

No.  21,379. — Hbnry  D.  Stovbr,  of  Boston,  Massachusetts. — Im- 
proved  Machine  for  Cutting  hregular  Forms. — Patent  dated  August 
31^  1858. — The  nature  of  the  improvements  in  this  machine  will  be 
understood  by  examining  the  claim  and  engravings. 

The  inventor  says :  I  oZotm,  first,  the  guards  3  and  bar  1  carrying 
them,  combined  with  the  revolving  cutters  and  table,  in  the  manner 
described  and  for  the  purposes  ftiUy  set  forth. 

2d.  I  claim  the  guide  J,  so  constructed  and  fitted  to  the  outer  sur- 
face of  the  bearing  or  tube  B  as  to  be  vertically  adjustable  thereon  to 
guide  the  pattern  without  wearing  it,  while  the  piece  secured  to  the 
pattern  relieves  the  shape  from  the  cutting  knives  immediately  above^ 
eiseatially  as  set  forth. 

3d.  I  claim  the  combination  of  the  adjustable  elastic  sleeve  L  with 
the  tube  or  bearing  B  and  guide  Js  in  the  manner  described  and  for 
the  purposes  fully  set  forth. 

4tn,  I  claim  the  slabbed  spindle  4,  oollars  6|  and  the  cutters^  oour 
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structed  and  relatively  arranged  and  operated,  in  connexion  with  eacli 
other,  essentially  in  the  manner  and  for  the  purposes  fully  set  forth 
and  described. 

No.  22,302.— Z.  F.  Nancb,  of  Richmond,  Virginia.— Zmprcwed 
Machine  for  Turning  Irregular  Forms, — Patent  dated  December  14, 
1858. — A  is  the  main  frame ;  C  is  a  secondary  frame  swinging  from 
frame  A  upon  pins  i  and  supporting  the  pattern  carriage  C^  The 
cutter  B  is  hollow,  and  rotates  upon  shaft  B^  driven  by  pulley  B*. 
Around  its  mouth  are  arranged  the  cutters  B.  Upon  the  carriage  0^ 
is  the  pattern  P  jour  nailed  at  vit  n  and  rotated  by  a  cog-wheel  con- 
nexion//—the  former  upon  the  pattern  and  the  latter  upon  screw  shaft 
g — meshing  with  the  long  pinion  a  on  the  main  frame,  said  long 
pinion  being  rotated  from  the  driving  pulley  B*  by  reason  of  the 
band  t^;,  pulley  a?,  shaft  y,  and  wheels  z  z. 

Claim, — Passing  the  piece  to  be  turned  through  the  pattern,  and 
the  combination  of  the  same  with  the  swinging  frame  C  and  parts 
connected  therewith,  as  and  for  the  purposes  set  forth. 

No.  21,861. — Linus  Yale,  jr.,  of  Philadelphia,  Pennsylvania. — 
Improved  Device  for  Adjusting  at  a  Right  Angle  the  Joiner's  Square. — 
Patent  dated  October  19,  1858. — This  invention  consists  in  providing 
the  blade  of  the  square  with  a  lateral  projection  or  arm  proportioned 
to  its  length  to  serve  as  a  lever,  by  which,  through  two  screws  at  its 
extreme  end^  the  blade  may  be  made  readily  to  assume  a  position  ex- 
actly at  right  angles  to  the  handle. 

Claim. — Extending  an  arm  a^,  or  its  equivalent^  to  act  as  a  lever, 
along  the  handle  or  stock  far  enough  to  insure  the  proper  effect  of  the 
adjusting  screws,  or  their  equivalents,  for  the  purpose  and  substan- 
tially as  described. 

No.  22,058. — JosiAH  Black,  of  Memphis,  Tennessee. — Improved 
Lath  Machine. — Patent  dated  November  16,  1868. — This  machine  is 
designed  to  act  automatically  from  the  reception  of  the  bolt  until  it  is 
cut  into  laths.  F  is  the  main  frame ;  C  is  the  carriage  in  which  the 
bolt  is  secured  between  dogs  a  a^,  and  which  is  made  to  traverse  the 
upper  portion  of  the  frame  F  by  connexion  of  cords  b  b^  with  drum  D 
on  shaft  c,  the  opposite  rotation  of  the  drum  giving  the  opposite 
movements  of  the  carriage. 

Claim. — The  vibrating  table  and  lever  B,  together  with  mechanism 
connected  therewith  for  giving  change  of  motion  to  carriage,  in  com- 
bination with  the  lever  &  and  the  mechanism  for  opening  and  closing 
the  dogs,  the  whole  being  arranged  for  joint  operation  substantially 
as  and  for  the  purpose  set  forth. 

No.  22,449.— Jacob  Pbplet,  of  Bainbridge,  Ind. — Improved  Laih 
ifacAtnc." Patent  dated  December  28, 1858.-This  invention  consistsin  a 
novel  arrangement  of  a  reciprocating  cutter  or  knife  with  a  stationary 
bed  and  reciprocating  supports  ior  sustaining  the  bolt,  and  also  in  a  re- 

E 'storing  device  applied  to  the  machine,  and  used  in  connexion  with  a 
ill ;  the  whole  being  arranged  as  described,  whereby  a  self-feeding 
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or  automatic  machine  isobtained,  and  one  that  performs  its  work  verj 
expeditiously. 

The  inventor  says :  I  daim  the  combination  of  the  reciprocating 
knife  E,  the  bolt  supports  or  bars  k,  and  the  stationary  bar  or  bed  x, 
arranged  to  operate  substantially  as  and  for  the  purpose  set  forth. 

I  also  claim  the  shaft  H  provided  with  the  bent  rods  h^  and  con- 
nected or  arranged  with  the  rock  shaft  Y  of  the  bars  k  ky  through  the 
medium  of  the  lever  Q  R,  bars  S  B^  and  the  arm  U,  substantially  aB 
and  for  the  purpose  set  forth. 

I  further  claim,  in  connexion  with  the  knife  E,  bars  k  k^  and  bed  Y, 
the  registering  device  operated  from  the  rock  shaft  Y  through  the 
medium  of  the  pall  t^,  connected  with  the  lever  CS  rod  k^y  and  bent 
lever  Z^,  so  as  to  be  thrown  in  contact  with  the  ratchet  A^  by  the  bolt 
a,  as  set  forth. 

No.  21,675. — Rkubkn  Haynes,  of  Oberlin,  Ohio. — Improved  Ma- 
chine for  Cutting  Laths. — Patent  dated  October  5,  1858. — ^Upon  the 
driving  shaft  is  keyed  the  beyel  gear  G,  which  meshes  into  the  inter- 
mediate gear  G^  and  by  which  the  bevel  gear  H  is  operated.  In  the 
wheel  H  is  secured  a  wrist,  which  works  in  the  slot  I  in  the  arm  or 
lever  I^.  The  opposite  end  of  this  arm  is  hung  loosely  upon  the 
shaft  J,  to  which  the  ratchet  wheel  E  is  keyed.  The  pall  L  rotates 
the  ratchet  wheel  by  the  action  of  the  arm  I^  as  the  wheel  H  is  rotated, 
which  gives  a  vibratory  motion  to  the  arm. 

Claim. — The  arrangement  of  the  curved  slot  I  and  lever  I^,  in 
combination  with  the  revolving  sliding  shafts  c  m, and  gears  top  and. 
n,  when  arranged  as  described,  for  the  purpose  of  raising  and  giving; 
a  throw  to  the  log  conjointly  and  acting  with  the  immediate  gearing, 
in  the  manner  described. 

No.  20,292. — James  Nbvmon,  of  Morgan,  Ohio. — Improved  method' 
of  Feeding  the  Bolt  in  Lath  Machines. — Patent  dated  May  18,  1858. — 
This  improvement  relates  to  a  lath  machine  with  a  wedge-rack  for 
elevating  the  log.     The  claim  and  engravings  will  give  the  reader  an 
idea  of  its  nature. 

Claim. — The  wedge-rack  D  riding  on  an  inclined  plane  D^,  in  com- 
bination with  the  arms  G,  provided  with  the  spur-wheel  F,  ratchet- 
wheel  I,  and  ratchet  J,  for  the  purpose  of  elevating  the  log  and  giving, 
it  a  throw,  and  also  for  holding  it  in  place  during  the  stroke  of  the; 
knives,  when  arranged  and  operated  substantially  as  set  forth. 

No.  20,323. — Jarkd  T.  Buncb,  of  East  Haddam,  Conn. — inpravi^ 
ment  in  Lathes. — Patent  dated  May  25, 1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  screw  F  and  a  nut  E,  nor  the 
pinion  g  and  rack  t,  for  moving  or  finding  the  slide-rest ;  for  these 
are  well  known  devices,  and  in  common  use  for  such  pur()0se. 

But  I  daim  constructing  the  side-rest  of  two  parts  C  D,  arranged 

as  shown,  so  that  the  part  C  may  have  a  movement  independent  of  the 

other  in  combination  with  the  nut  E,  formed  of  the  parts/  £,  operated 

as  shown  and  used  in  connexion  with  the  worm-wheels,  which  ia 
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actuated  simultaneously  with  the  parts  y  k  of  the  nut,  substantiallj  as 
described. 

No.  20,166. — John  McNart,  of  Brooklyn,  N.  Y. — Improved  AtUO" 
maiic  Lathe. — Pate;it  dated  May  4,  1868. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daim  the  sliding  or  travelling  lathe  heads  K 
L,  between  which  the  stick  to  be  turned  is  centred,  in  combination 
with  the  rotary  cutters  c,  when  the  above  parts  are  arranged  to  operate 
as  shown,  viz.,  so  that  the  stick  will  be  gradually  fed  to  the  cutters  until 
the  desired  form  is  given  it,  and  then  its  feed  motion  stopped  and  the 
stick  rotated,  so  that  a  perfect  symetrical  form  may  be  given  it. 

I  further  claim  giving  the  feed  and  return  motion  to  the  stick  to  be 
turned,  and  also  rotating  the  same  from  the  cutter-shaflb  B  by  means 
of  the  screw  g  on  said  shaft,  worm-wheel  h  on  shaft  F,  in  connexion 
with  the  gearing  w  a^¥y  screw  d^,  worm-wheel  e*,  and  the  screw p  on 
shaft  G,  together  with  the  gearing  through  the  medium  of  which  the 
screw-shaft  I  is  rotated ;  the  above  parts  being  used  in  connexion  with 
the  lever  H  and  the  catch  n,  rod  a,  and  with  the  pawls  2^  nS  actuated 
by  lever  0  and  pinion  u^,  the  whole  being  arranged  to  operate  as  and 
for  the  purpose  set  forth. 

No.  21,232. — Simeon  Qoodfellow,  of  Troy,  N.  Y.,  assignor  to  Him- 
self and  John  Fish,  of  said  Troy. — Improved  Chuck  for  Latnea. — Patent 
dated  August  17, 1858. — This  invention  consists  in  a  peculiar  arrange- 
ment of  sliding  jaws,  frame,  and  screws,  and  also  in  the  use  of  a  button 
or  stop. 

The  inventor  says :  I  daim  the  button  or  stop  H  attached  to  the 
slide  I,  and  arranged  rel atively  with  the  jaw  C^ ,  for  the  purpose  specified. 

I  further  claim  adjusting  the  frame  fi  by  means  of  the  screw  O, 
when  said  frame  is  arranged  with  the  jaws  G  C^  and  screws  D  E, 
whereby  the  chuck  may  l^  used  either  as  an  eccentric  or  concentric 
^ne,  and  manipulated  with  equal  facility  in  either  capacity. 

No.  20,298.— Nathan  M.  Phillips,  of  New  York,  N.  Y.— Improved 
Zathe  2?ogr.— Patent  dated  May  18,  1858.— To  be  used,  the  dog  is 
placed  on  and  over  the  end  of  the  article  to  be  turned,  the  follower 
neing  moved  toward  the  upper  end  of  the  aperture  E,  and  the  set 
screw  is  turned  down  upon  the  follower  G  until  the  article  is  firmly 
secured  between  the  lower  part  of  the  circular  hole  H  in  the  body 
and  the  upper  part  of  the  hole  in  the  follower.  It  is  released  from 
the  article  by  turning  back  the  set  screw  and  allowing  the  follower  to 
move  toward, the  top  of  the  aperture  named. 

The  inventor  says :  I  do  not  claim  broadly  making  the  hole  in  a 
lathe  dog  in  which  the  article  to  be  turned  is  placed,  adjustable  to  fit, 
receive,  and  hold  difierent  sized  articles. 

But  I  daim  the  lathe  dog  described,  having  its  body  formed  of  one 
piece^  and  having  an  aperture  E,  in  which  the  follower  G  operates^ 
m  the  manner  and  for  the  purposes  set  forth. 
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No.  21,240.— FRKDmicK  Baldwin,  of  South  Wardsboro',  Yt.— Im- 
proved Lnthe  for  Turning  Beaded  Work.—Paieut  dated  August  24, 
1868. — ^This  invention  consists  in  the  use  of  a  rotating  pattern  in  con- 
nexion with  rotating  cutter  disks,  hollow  stationary  mandrel  and 
feeding  device,  whereby  the  several  parts  are  made  to  work  automa- 
tically and  a  simple  machine  obtained.  The  invention  is  designed 
for  turning  beaded  work  on  cylindrical  sticks,  such  as  broom  handles, 
tool  handles,  chair  rounds,  &c. 

The  inventor  says :  I  daimy  firsts  the  stationary  mandrel  H,  pro- 
vided with  the  movable  or  adjustable  dies  d  and  spurs  e,  rotating 
cutter  dbks  F  G,  provided  respectively  with  the  cutters  I C*^  the  feed- 
ing nut  /,  and  the  rotating  pattern  Q  actuating  the  cutter  C*  through 
the  medium  of  rod  X^  collars  Y  h,  and  plate  B^;  the  whole  being 
combined  and  arranged  to  operate  as  and  for  the  purpose  set  forth. 

Second.  The  guide  %  ana  wheel  K,  provided  with  the  stop  pin  {, 
pin  0,  and  bar  n,  in^connexion  with  the  slides  B  S  connected  by  the 
spring  t,  the  lever  W,  clutch  Y,  and  collars  U  U^  provided  with  the 
pins  V  ;  the  whole  beins  combined  and  arranged  substantially  as  and 
for  the  purposes  set  forth. 

Thira.  The  feeding  nut  /,  placed  in  the  cutter  disk  F,  in  combina- 
tion with  the  stationary  mandrel  H  and  cutter  disk  G,  substantially  as 
described. 

No.  22,447. — Pbteb  H.  Niles,  of  Boston,  Mass. — Improved  Lathe 
for  IhAming  Masts,  do. — Patent  dated  December  28,  1868. — The  ope- 
rating parts  of  the  machine  are  carried  by  a  strong  frame-work  A  of 
iron  and  of  timber,  upon  which  slides  the  cutter  carriage  B  ;  upon  the 
top  of  this  carriage  revolves  a  hollow  shaft  C,  that  carries  the  cutters^ 
and  through  which  the  mast  or  spar  passes. 

Claim. — ^The  inventor  says :  I  claim  the  revolving  traversing  cut- 
ters in  combination  with  the  dogs  S,  or  their  equivalents,  for  supporting 
the  stick  of  timber^  operating  in  the  manner  described^  for  the  purpose 
set  forth. 

Second.  I  claim  raising  the  dogs  automatically  as  the  cutters  ap- 
proach them,  for  the  purpose  set  forth. 

Third.  I  claim  the  method  of  controlling  the  position  of  the  cutters 
by  means  of  the  combination  of  the  slotted  wheels  D  and  L,  the 

Sears  P  Q  and  B,  and  the  pattern  W,  and  their  connexions  M  K^  N 
>  T  y,  operating  in  the  manner  substantially  as  set  forth. 

No.  20,705. — John  Gardner,  William  Gardner,  and  Gborob  Gari>- 
NBR,  of  New  York,  N.  Y.— Improved  Lathe  for  Turning  Oval  Frames. — 
Patent  dated  June  29,  1858. — The  claim  and  engravings  will  ex- 
plain the  nature  of  this  invention. 

The  inventors  say  :  We  neither  claim  the  device  for  obtaining  the 
eccentric  motion  of  the  frame,  nor  causing  the  cutters  as  well  as  the 
frame  to  revolve. 

But  we  ctaim  conslructine  oval  picture  frames  by  the  application  of 
the  revolving  cutters  N  and  P  to  the  frame  0,  'when  the  latter  is 
caused  to  revolve  in  an  oval  path,  and  when  the  cutters  are  so  arranged 
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as  to  act  simaltaneotusly,  one  cntter  to  form  the  inside,  and  the  other 
cutter  the  outside  moulding  of  the  frame,  as  set  forth. 

Ko.  19,056.— Amahdbr  N.  Wiloox,  of  Watervliet,  N.  Y.— Jm- 
proved  Lathe  for  Turning  Wood. — Patent  dated  Januarys,  1868. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  employment  or  use  of  slides 
carrying  cutters,  and  operated  hy  patterns  or  guides  acting  in  combi- 
nation with  springs. 

But  I  daim  the  use  of  cutter  slides  M  and  N,  moving  vertically,/' 
and  acting  by  their  own  weight,  in  combination  with  the  levers  a  6, 
rods  d  e,  and  pattern  guides  L,  constructed  and  arranged  to  operate 
the  cutters  E  and  G,  as  described. 

I  further  claim  the  combination  of  the  cutter  slides  and  cutters, 
arranged  and  operated  as  described,  with  the  slides  H  and  J  and  their 
operating  mechanism,  so  as  to  support  the  article  being  turned  close 
to  the  cutters,  excepting  when  the  square  parts  of  the  article  need 
passage  through  the  said  slides,  substantially  as  described. 

No.  22,043. — Albin  Warth,  of  Stapleton,  N.  Y. — Improved  Lathe 
for  Turning  Wood. — Patent  dated  November  9,  1858. — This  inven- 
tion relates  to  improvements  in  that  class  of  turning  lathes  which  are 
designed  for  turning,  by  automatic  mechanism,  beaded  or  ornamental 
work,  chiefly  in  wood,  such  as  stair  and  other  balusters,  newels,  bed- 
stead posts,  and  the  like.  It  is  an  imnrovement  on  a  turning  lathe 
patented  by  the  above  named  inventor  October  10,  1854. 

The  inventor  says :  I  do  not  claim  a  slide  rest  provided  with  cutting 
tools  set  in  vibrating  or  sliding  heads  and  actuated  through  the  medium 
of  certain  mechanism  by  fixed  patterns,  for  such  device  was  formerly 
patented  by  me.  Neither  do  I  claim,  broadly  and  irrespective  of 
arrangement,  the  employment  or  use  of  eccentrics  for  operating  the 
stuff  or  pattern. 

But  I  daimy  first,  the  eccentric  A^  connected  with  the  tool  v,  and 
rotated  through  the  medium  of  the  gearing  q^  r^  ff^  or  g^  i^  r^  «',  or 
their  equivalents,  from  the  mandrel  a,  so  as  to  turn  or  cut  the  work 
in  oval  or  polygonal  form,  as  described. 

Second.  I  claim  the  combination  of  the  patterns  S  T,  the  eccentric 
A^,  and  cutting  tools  puv^  attached  to  the  slide  rest  G,  and  the  feed- 
ing device  formed  of  the  screw  E  and  nut  i,  when  the  whole  are 
arranged  to  operate  automatically  as  and  for  the  purpose  set  forth. 

No.  19,395. — ^Daniel  White,  Jr.,  of  Lowell,  Mass. — Improved  Beai 
JUachment  for  Lathes.— FeLtent  dated  February  16,  1858.— The  back 
rest  c  is  first  confined  at  a  sufficient  height  to  free  it  from  contact  with 
the  piece  to  be  turned ;  the  piece  is  then  confined  firmly  in  the  lathe, 
after  which  it  is  roughed,  turned  and  sized  down.  The  back  rest  c  is 
then  lowered  and  brought  firmly  to  bear  upon  the  sized  portion  of  the 
wood  now  turned,  the  upper  portion  of  the  index  rest  is  then  turned 
back.  ^ 

daun.—^The  hinged  index  rest,  as  seen  at  M,  for  the  purpose  of 
longhing  the  material  to  be  turned,  in  connexion  with  its  subsequent 
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use,  as  shown  at  H  G  and  n  n,  arranged  as  shown  and  for  the  purpose 
set  forth. 

No.  19,051. — WiLUAM  D.  Sloan,  of  New  York,  N.  Y.— Improve- 
ment in  Iteming  Lathes. — Patent  dated  January  6^  1858. — This  inven- 
tion consists  in  combining  with  a  serie:!  of  rotating  mandrels  d, 
arranged  about  a  common  centre,  and  so  arranged  that  the  blocks  jT^ 
which  they  carry  and  turn,  can  be  shifted  in  succession  from  one  posi- 
tion to  another,  to  undergo  a  succession  of  operations,  a  series  of  radial 
rests  o  so  arranged  that  they  are  forced  outward  to  give  support 
to  the  said  blocks  when  rotated  and  acted  upon  by  suitable  cutters, 
and  drawn  inward  to  relieve  the  said  blocks  preparatory  to  the  shift- 
ing operation. 

Claim. — The  combination  of  the  series  of  radially  sliding  rests,  as 
described,  in  combination  with  the  series  of  shifting  mandrels,  as  and 
for  the  purpose  specified. 

No.  20,956. — Adam  Rbnnib,  of  Binghampton,  N.  Y. — Improved 
method  of  Feeding  the  Tod  Carriage  in  Turning  Lathee. — Patent  dated 
July  20,  1858. — The  rest  which  carries  the  tools  or  cutters,  &c., 
moves  lengthwise  on  ways  in  the  usual  manner ;  A  is  the  operating 
lever  by  which  the  work  is  done  by  raising  and  lowering,  and  by 
which  movement  the  rest  is  carried  forward  by  operating  on  the 
jointed  arm  or  propeller  B,  which  works  on  the  rack  G.  The  arm  D, 
attached  to  the  lever  A,  meshes  into  the  rack  E  and  holds  the  rest  in 
proper  place  till  the  tool  F  has  done  its  work  ;  the  lever  is  again  raised 
and  lowered  until  the  work  is  completed;  the  lever  is  then  raised  up- 
right for  the  purpose  of  drawing  the  rest  back  to  the  place  of  begin- 
ning. 

Claim. — The  combination  of  the  lever  A  with  the  arms  D,  and  the 
jointed  propeller  B  B  with  the  racks  E  G,  respectively,  for  the  purpose 
of  feeding  the  tool  carrier  as  described.  Also  the  back  rest  L,  for  the 
purpose  described. 

No.  20,745.— E.  H.  Titus,  of  Wilksbarre,  Pa.,  and  John  Sharp,  of 
Phillipsburg,  Pa. — Improved  Machine  for  Sawing  Lumber. — ^Patent 
dated  June  29,  1858. — This  invention  consists  in  having  the  feed  and 
pressure  rollers  /n,  rotary  planers  j,  and  jointing  cutters  1 1  fitted 
within  an  adjustable  frame  D,  in  such  a  manner  that  the  rollers  are 
Tendered  susceptible  of  an  independent  adjustment  to  conform  to  the 
varying  thickness  of  boards  or  other  ^'stufif"  to  be  resawed,  and  the 
frame,  at  the  same  time,  allowed  to  be  tilted  or  inclined,  so  that  the 
^' stuff"  maybe  presented  obliquely  to  the  saw  when  required;  the 
whole  being  so  arranged  that  the  ''stuff"  may  be  resawed  into  strips 
or  pieces  with  parallel  or  taper  sides,  and  planed  and  jointed  at  the 
6ame  time. 

The  inventors  say:  We  are  aware  that  boards  or  "stuff"  have 
been  presented  and  fed  obliquely  to  saws  for  the  purpose  of  sawing 
in  taper  form,  and  we  therefore  do  not  claim  broadly  such  operation. 

But  we  daim  the  tilting  frame  D,  provided  with  feed  and  pressure 
rollers  /  n,  and  also  with  the  planer  j  and  jointing  cutters  <  <,  if  de- 
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aired,  the  frame  being  applied  to  the  machine  and  arranged  to  operate 
snbBtatially  as  and  for  the  purpose  set  forth. 

No.  22,386.~AsA  F.  Tare,  of  Rockport,  Mass. — Improved  MUre- 
Box. — Patent  dated  December  21,  1868. — The  stick  E  to  be  operated 
upon  is  placed  in  the  box  A  as  usual,  and  the  saw  D  is  fitted  in  the 
proper  slots  d^  of  the  plates  G.  The  saw  rests  upon  the  stick  and 
passes  into  the  corresponding  slots  e^  retaining  the  saw  in  the  slots  d, 
and  the  plates  C  descend  as  the  saw  cuts;  and  as  the  slots  d  d^  d^  are 
not  acted  upon  by  the  saw  teeth,  they  will  constantly  be  kept  true ; 
and  when  the  slots  ^  c^  o^  are  cut  by  the  saw  teeth,  it  will  not  affect 
the  accuracy  of  the  implement,  for  the  slols  in  plate  C  serve  as  guides. 

Claim. — As  an  improved  article  of  manufacture,  a  mitre-box  having 
a  sliding  frame  F  attached  to  pivoted  standards  g  and  otherwise  made 
as  shown  and  described. 

No.  21,194. — Stephen  W.  Hall,  of  Williamsport,  Pa. — Improved 
Machine  for  Cutting  Mitres.— Psitent  dated  August  17,  1858.— The 
knives  A  A  are  ground  to  an  edge  on  the  inner  sides,  so  that  when 
they  are  in  the  act  of  cutting  the  moulding  M,  the  tendency  is  to  crowd 
or  spring  the  knives  outward,  which  tendency,  if  permitted,  would 
interfere  seriously  with  the  proper  working  of  the  machine;  but  the 
said  crowding  out  or  springing  is  prevented  by  the  groove  at  x  and 
by  the  flanges  G  G,  since  both  the  outer  and  inner  edges  of  said  knives 
when  at  work  are  guided  and  supported  and  prevented  from  springing 
outward  or  laterally  by  resting  and  sliding  against  the  groove  x  and 
the  flanges  G  G. 

The  inventor  says :  I  do  not  claim  as  my  invention  the  use  of  knives 
A  A,  adjusted  at  right  angles  and  attached  to  the  sliding  rest  B,  since 
the  same  arrangement  substantially  is  shown  in  the  combination 
patented  by  George  Le  Bow,  June  27, 1854. 

But  I  daimj  first,  the  use  in  mitre  machines  of  the  flanges  G  G, 
and  the  groove  X  in  the  frame  E  E,  for  the  purpose  of  guiding  and 
sustaining  the  outer  and  inner  edges  of  the  knives  A  A  and  preventing 
them  from  springing,  substantially  as  set  forth. 

Second.  I  claim  the  combination  together  of  the  flanges  G  G,  the 
frame  E  E  with  the  groove  X  and  the  sliding  rest  B,  substantially  in 
the  manner  and  for  the  purpose  set  forth. 

No.  22,222.— SoLANDBR  WiTHiNGTON,  of  St.  Louis,  Mo. — Improved 
Machine  for  Cutting  Dove-Tailed  Mouldings. — Patent  dated  November 
SO,  1858. — This  invention  consists  in  a  certain  combination  of  saws, 
and  in  so  arranging  and  adjusting  these  saws  into  a  machine  as  to 
cause  them  to  cut  off  the  stile  the  proper  length  and  cut  a  dove- 
tailed mortise  in  both  ends  at  one  and  the  same  time  and  in  one 
operation. 

The  inventor  says :  I  daim  the  combination  of  the  saws  I^  I  and  J^ 
J  with  each  other  and  with  the  saws  K^  E,  in  the  manner  described, 
the  two  saws  J^  J  being  set  in  a  diagonal  plane  in  the  manner  and 
for  the  purpose  set  forth. 
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And  I  also  claim  the  adapting  and  arranging  of  the  carriage  C  with 
the  described  combination  of  saws  for  the  purpose  specified. 

And  I  farther  claim  the  arranging  of  the  three  saws  K^  I^  and  J^ 
in  the  carriage  B,  by  which  the  machine  is  adap^d  to  cat  the  different 
lengths  of  stile. 

No.  21,783. — Frederick  Stamm,  of  Lancaster,  Pa. — Improved  mode 
of  Revolving  the  Chisel  in  Mortising  Machines. — Patent  dated  October 
12,  1858. — The  nature  of  this  invention  consists  in  a  device  attached 
to  the  machine  for  the  purpose  of  reversing  the  chisel  and  expediting 
the  mortising  operation. 

Claim, — The  arrangement  and  combination  of  the  devices  E  F  2  S 
T  u  V  W  and  X,  substantially  as  described,  for  the  purpose  of  revers- 
ing the  chisel  whilst  in  operation. 

No.  19,492. — 0.  K.  Collins,  of  Murfreesboro',  Tenn. — Improved 
Machine  for  Cutting  the  Moulding  for  Sash. — Patent  dated  March  2, 
1858. — The  bits  or  knives  a  a  are  set  in  such  manner  that  each  one  cuts 
a  shaving  at  the  same  time.  A  piece  of  wood  is  placed  upon  the  way 
C  with  one  end  resting  against  the  stop  s.  Then,  by  turning  the  crank 
E  so  as  to  drive  the  piece  upon  which  the  moulding  is  to  be  cut  past 
the  planes,  a  complete  moulding  will  be  cut  at  a  single  stroke  of  the 
machine. 

The  inventor  says :  t  do  not  claim  the  separate  devices  employed  by 
me,  but  I  believe  that  my  machine,  as  a  whole,  is  new,  and'on  account 
of  its  functions,  as  well  as  its  simplicity,  cheapness,  efficiency,  and 
durability,  it  is  a  substantial  improvement  over  all  other  planing 
machines  heretofore  invented. 

I  daim  the  two-fold  and  adjustable  planes  in  combination  with  the 
removable  posts  M  and  a  reciprocating  way  C,  for  the  purpose  of  cut- 
ting mouldings  of  window  sashes,  substantially  as  set  torth. 

No.  20,824. — Hezeeiah  B.  Smith,  of  Lowell,  Massachusetts. — Im- 
proved  Arrangement  of  Devices  for  Planing  Mouldings. — Patent  dated 
July  6,  1858. — The  nature  of  this  invention  consists  in  the  arrange- 
ment of  an  adjustable  balance  to  the  revolving  cutter-heads  F  for 
cutting  mouldings,  and  in  so  constructing  the  table  or  platen  L  with 
gibs,  or  their  equivalents,  that  it  may  be  moved  up  and  down  and 
caused  to  remain  in  any  desired  position  by  one  single  screw  J,  and  in 
an  adjustable  spur-wheel  so  arranged  as  to  be  adjusted  laterally  as 
desired. 

Claim. — The  relative  arrangement  and  combination  of  the  spire 
feed-wheel  M  with  the  cutter-head  F  and  table  L;  they  being  adjusted 
.with  each  other  in  the  manner  described  and  for  the  purposes  set 
forth. 

No.  20,493. — Henry  Lee  Kendall,  of  Baltimore,  Md. — Improved 
Bench  Plane. — Patent  dated  June  8, 1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  wedges  have  been  inserted  in 
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plane  mouths  for  compensating  for  wear  on  tke  under  surface  of  the 
plane;  such  therefore  I  do  not  claim. 

But  I  claim  the  compensating  piece  C,  formed  as  described,  so  as  to 
be  tightened  by  the  gripe  and  nave  its  face  /  move  parallel  to  itself, 
as  specified,  whereby  the  opening  in  front  of  the  bit  is  not  diminished 
by  adjustment  of  the  compensator. 

No.  19,130. — S.  G.  Crank,  of  Rochester,  New  York. — Improved 
Crossing  Pfane.— Patent  dated  January  19,  1858. — ^The  nature  of  this 
invention  consists  in  constructing  crozine  planes  with  two  adjustable 
plates  P  so  arranged  as  that  their  radius  may  be  changed  to  suit 
oarrels,  half-barrels,  &c.;  and  in  attaching  the  knife  Y  to  one  of  said 

Elates  P.  The  "  board"  M  is  constructed  in  the  usual  way  ;  also  the 
lock  K.  The  plates  P  are  attached  to  said  block  by  screws  J. 
There  are  slots  in  the  plates  for  the  screws  J  to  pass  through.  The 
fllots  are  covered  by  the  washers  C.  The  knife  Y  is  attached  to  the 
rear  plate  P  by  the  screw  Y  and  the  nut  D. 

Claim. — ^The  construction  and  arrangement  of  the  adjustable  plates 
P  and  the  arrangement  of  the  knife  Y,  as  and  for  the  purposes  speci- 
fied. 

No.  19,639. — Charles  E.  Barlow,  of  Philadelphia,  Pa. — Improved 
Floor  Plane. — Patent  dated  March  9, 1858. — A  is  a  carpenter's  plane, 
having  a  pivot  B  firmly  fixed  to  each  side,  said  pivots  working  freely 
in  the  bearings  formed  on  the  lower  part  of  an  iron  frame  C.  The 
upper  part  of  the  frame  C  passes  through  the  lower  stay  of  the  wood 
mime  D,  and  is  secured  thereto  by  a  key  E. 

The  inventor  says:  I  do  not  claim  broadly  the  manner  of  con- 
necting the  handle  with  the  stock. 

But  I  daim  the  construction  of  a  self-adjusting  floor  plane,  with  its 
handle  or  handles  hinged  to  the  stock,  substantially  as  described,  for 
the  purposes  set  forth. 

No.  19,359. — P.  A.  Qladwin,  of  Boston,  Mass. — Improved  method 
<jf  Securing  the  Flane-Iron  to  its  Stock. — Patent  dated  February  16, 
1858. — This  invention  consists  in  a  new  way  of  securing  the  iron  in 
the  plane,  so  that  the  iron  may  be  readily  adjusted  in  the  plane,  and 
«t  the  same  time  firmly  secured  therein. 

Claim. — The  two  plates  D  F  constructed  as  shown,  viz. :  the  plate 
D  being  provided  with  the  foot  pieces  or  projections//^,  and  the  oval 
opening  e  and  the  plate  F  provided  with  the  bit  g  and  pivoted  to 
tne  part  c  of  the  throat  C,  so  that  the  bit  may  work  within  the  oval 
opening  e  of  plate  D,  substantially  as  and  for  the  purpose  set  forth. 

No.  20,615. — ^Leonard  Bailbt,  of  Winchester,  Mass. — Improved' 
device  for  Adjusting  Plane-irons. — Patent  dated  June  22,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  combination  of  the  movable  friction  plate  I  (separate 
from  the  plane  iron  C)  and  its  adjuster,  or  the  equivalent  of  the  latter, 
with  the  throat  of  the  plane  stock,  and  to  operate  the  plane-iron,  sub- 
stantially as  specified. 
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No.  19,620.— Thomas  A.  Chandler,  of  Bocbport,  111. — Imjoroved 
Joiners'  Bevelling  Plane. — Patent  dated  March  16,  1858. — Tne  two 
planes  are  connected  together  by  the  jointed  slides  H  and  H^.  In  the 
elides  are  elongated  slots  I,  which  receive  the  shank  of  the  bolts  J, 
which  shank  passes  through  the  plane,  and  has  a  thumb  screw  K  on 
the  opposite  side.  The  slides  being  thus  formed,  and  provided  with  a 
hinge  joint  at  H',  allow  the  planes  to  be  moved  to  any  position  or 
angle  upon  the  slides  and  be  secured  in  place  by  the  bolts  and  thumb 
screws  J  and  K.  From  the  slide  H^  extend  two  arms  L  L,  in  the 
outer  ends  of  which  are  slots  to  receive  the  sector  M.  The  set  screws 
N  N  enter  the  slots  for  the  purpose  of  holding  the  sector  in  place. 

Claim. — Making  one  or  both  plane  stocks  adjustable  on  the  arms  or 
shanks  of  the  hinges,  so  as  to  plane  bevels  of  the  same  angle  on  boards 
of  various  thicknesses,  substantially  as  described. 

No.  21,311. — ^Leonard  Bailey,  of  Winchester,  Mass. — Improved 
method  of  Screwing  Plane-irona  to  the  Stocks  of  Bench  Planes. — l^atent 
dated  August  31,  1858. — The  object  of  this  invention  is  to  provide 
the  plane  with  a  ready  means  of  fixing  the  plane-iron  or  cutter  in  the 
stock,  or  of  removing  the  same  therefrom,  as  well  as  of  adjusting  the 
plane-iron  in  the  atock,  as  circumstances  may  require. 

Claim. — The  application  and  arrangement  of  one  or  more  bearers 
F,  the  clamp  lever  G,  and  the  thumb  cam  H,  together  and  with  respect 
to  the  top  surface  of  the  plane-iron  and  the  bearing  surface  or  cutter- 
seat  d  dof  the  throat,  suDstantially  as  represented  and  described. 

No.  19,619. — Charles  Carlisle  and  Leonard  Worcester,  of  Wood- 
stock, Vermont. — Improved  Machine/or  Planing  Blind  Slats. — Patent 
dated  March  16,  1858.— The  shafts  of  the  two  feed  rollers  E  E^  and 
the  elastic  roll  L^  extend  back  to  the  plate  Q  of  the  frame  work ; 
between  the  plate  Q,  fig.  1,  which  supports  the  rear  ends  of  the  shafts, 
and  the  matrice  H  I^  the  above  shafts  are  supplied  with  the  necessary 
pulleys;  from  a  small  pulley  B  on  the  rear  end  of  the  main  shaft  B  B 
motion  is  communicated  to  a  counter  or  diminishing  shaft  and  pulleys 
S  T  U  by  belt  g,  thence  to  the  feed  roll  E  by  the  belt  r  and  pulley  V, 
thehce  to  the  feed  roll  E^  by  the  cross  belt  t  and  pulley  W,  thence  to 
the  elastic  roll  L  by  the  belt  v  and  pulley  X. 

The  inventors  say :  We  disclaim  all  old  devices  and  combinations 
described  in  the  foregoing  specification. 

But  we  daim  the  arrangement  of  the  several  separate  devices  as 
shown  and  described,  and  for  the  purposes  set  forth. 

No.  21,782. — John  Sperrt,  of  New  York,  N.  Y. — Improved  Botary 
Planing  Cutter.— FAteut  dated  October  12,  1858.— The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2am,  first,  a  plane  formed  of  a  series  of  thin 
plates,  said  plates  being  in  form  of  a  cima-reversa,  or  other  form 
approximating  thereto,  and  placed  side  by  side  one  another  on  a  revolv- 
ing axis  or  shaft,  and  connned  in  place  bv  means  of  a  screw  nut^ 
substantially  as  and  for  the  purposes  set  forth. 

Second.  Having  the  central  portion  of  the  several  sections  of  the 
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plane  at  back  and  front  run  at  right  angles  to  the  axis  of  the  plane^ 
snbstantiallj  as  and  for  the  purposes  set  forth. 

No«  21,618. — James  H.  Nelson,  of  Oskaloosa,  Iowa. — Improved 
Machine  for  Planing  Irregular  Surfaces, — Patent  dated  September  28, 
1868. — This  invention  consists  in  having  rotary  planers  placed  within 
yielding  or  elastic  frames,  and  using  in  connexion  therewith  feed  rollers 
also  placed  in  a  yielding  frame,  the  parts  being  arranged  so  that  the 
planers  and  feed  rollers  may  conform  to  the  curvatures  of  the  stuff  and 
perform  their  respective  functions  equally  as  well  as  if  they  were 
stationary  and  operating  on  straight  stuff  or  stuff  with  parallel  sides. 

Claim, — The  combination  of  the  elastic  or  yielding  frames  B  B  I, 
provided  respectively  with  planers  G  G  and  feed  rollers  K,  and 
arranged  relatively  with  each  other  so  as  to  operate  as  and  for  the 
purpose  set  forth. 

No.  20,527. — Jamks  A.  Woodbury,  of  Winchester,  Massachusetts. — 
Improved  Planing  ifacAfne.— Patent  dated  June  8, 1858.— The  tonguing 
and  grooving  cutters  m  n  are  placed  upon  horizontal  plates  o  />, 
and  applied  to  the  top  of  the  vertical  shafts  q  r.  These  shafts  turn  in 
boxes  or  bearings  statj  said  boxes  projecting  from  two  sliding  frames 
or  bars  u  v,  which  slide  freely  in  transverse  directions  on  two  horizontal 
fixed  shafts  w  x.  The  movable  guide  L  is  made  to  turn  or  swivel  on 
the  shafts  r  of  the  cutter  stock.  The  under  cutter  stock  C  is  placed  at 
or  near  one  end  of  the  frame,  so  that  the  cutters  may  be  readily  got  at 
for  the  purpose  of  changing,  arranging,  or  sharpening  them. 

The  inventor  says:  I  daim^  first,  protecting  the  face  of  the  board  in 
tonguing  and  grooving  by  pressure  surfaces,  constructed  and  operating 
with  rotary  cutters  as  described. 

Second.  The  swivel  guide  L,  when  made  to  operate  substantially  as 
described. 

Third.  Placing  the  under  cutter  at  or  near  the  end  of  the  frame  for 
the  purpose  specified,  substantially  as  described. 

No.  19,702. — Joseph  W.  Kellam,  of  East  Wilton,  New  Hamp- 
shire.— Improved  Method  of  Clamping  Polygonal  Pieces  in  Planing 
Machines. — Patent  dated  March  23,  1858. — The  stick  to  be  planed  is 
put  upon  the  carriage  in  the  corner  groove  formed  by  the  triangular 
piece  I  and  the  sliding  piece  L,  and  made  fast  by  means  of  the  dogs  J 
and  K,  and  in  the  hub  or  head  H  is  adjusted  to  the  proper  height  by 
turning  the  screw  (2,  and  also  adjusted  laterally  by  turning  the  screw 
A,  so  as  to  have  the  cutters  /  operate  on  either  or  both  of  the  upper 
sides  of  the  stick  as  required. 

Claim. — The  triangular  piece  I  and  the  sliding  piece  L  and  the  dog 
K,  in  combination  with  each  other,  for  the  purpose  described. 

No.  20,762. — Sands  P.  Forman,  of  New  York,  N.  Y.,  assignor  to 
Henry  Z.  Drew,  of  said  New  York. — Improved  Device  for  Securing 
Cutters  in  Rotary  Planing  Machines. — Patent  dated  June  29,  1858. — 
The  cutter  d  is  inserted  into  a  mortise  planed  across  the  stock  h 
immediately  below  the  cutter  or  knife  c,  and  the  cutter  d  is  of  such  a 
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size  that  when  inserted  while  the  screws  1  1  are  slackened,  the  said 
CQtter  c  will  hind  on  to  and  firmly  clamp  the  cutter  d  when  the  screws 
1 1  are  screwed  in  tightly;  and  to  prevent  any  sidewise  motion,  the 
screw  2  is  inserted  and  takes  against  the  said  cutter  a  and  clamps  it  in 
the  direction  of  the  axis  of  the  cylinder. 

The  inventor  says:  I  do  not  claim  a  heading  or  rehating  cutter 
attached  to  the  cylinder  of  a  planing  machine  in  itself. 

But  I  ddim  securing  a  beading  or  rebating  cutter  into  a  slot  in  the 
stock  of  a  planing  machine  cylinder  by  pressure  from  the  straight 
cutter  or  knife,  and  from  a  screw  running  nearly  parallel  with  the  axis 
of  the  rotary  cutter,  substantially  as  and  for  the  purposes  specified* 

No.  20,999. — IvBRS  Gibbs,  of  Worcester,  Massachusetts. — Improved 
Stock  for  Holding  the  Cutters  in  Rotary  Planing  Machines, — Patent 
dated  July  27, 1858. — This  invention  consists  in  an  oval  hollow  planer 
arm  for  wood  planers. 

A  is  an  oval  bar  with  a  vertical  hole  or  eye,  E  through  its  centre  to 
receive  the  spindle  or  shaft  of  the  planer  upon  which  it  is  fastened. 
At  each  end  of  this  bar  there  is  an  opening  G  G,  in  which  the  knives  or 
cutters  are  made  fast.  This  bar  or  arm  is  hollow,  the  cavity  H  running 
into  each  of  the  openings  and  also  into  the  eye. 

The  inventor  says :  I  am  fully  aware  that  many  things  have  been 
wrought  and  cast  hollow,  for  the  sake  of  strength  and  lightness.  This 
I  do  not  claim. 

But  I  claim  a  planer  arm  of  the  external  form  described,  and  having 
both  longitudinal  and  vertical  openings  through  it^  for  the  purpose 
and  in  the  manner  set  forth. 

No.  21,720. — G.  B.  Gottrell,  of  Westerly,  Rhode  Island,  assignor 
to  Himself  and  Nathan  Babcock,  of  said  Westerly. — Improved  Marine 
for  Planing  Wood, — Patent  dated  October  5,  1858. — This  invention 
consists  in  the  use  of  rotating  cutters  and  central  stationary  gauge  used 
in  connexion  with  an  adjustable  gauge,  whereby  the  designed  work,  to 
wit,  the  planing  of  wood^  may  be  performed  in  a  smooth  and  perfect 
manner. 

Claim. — The  rotating  cutters  h  h  and  central  stationary  gauge  D,  in 
connexion  with  an  adjustable  gauge  F,  or  its  equivalent,  arranged  to 
operate  as  and  for  the  purpose  set  forth. 

No.  19,110. — Georgk  S.  Golburn,  of  South  Reading,  Massachusetts, 
assignor  to  Gyrus  Waeefibld,  of  South  Reading,  Massachusetts. — 
Improved  Device  for  Retaining  in  proper  position  the  Splitting  Knife  in 
Rattan  Machines. — Patent  dated  January  12,  1858. — That  the  knife 
B  may  move  horizontally  a  distance  equal  to  one-half  the  distance 
moved  by  the  roll  I,  a  pin  A,  rising  from  the  centre  of  the  lever  K, 
enters  a  hole  in  the  block  D,  and  thus  this  block,  with  the  knife,  is 
moved  laterally  a  distance  equal  to  one-half  of  that  passed  through 
the  roll  I.  It  will  Im3  perceived  that  by  this  arrangement  the  roll  I 
is  preserved  in  the  plane  of  rotation  of  the  stationary  roll,  whenever 
it  is  moved  by  the  varying  size  of  the  rattan^  while  the  splitting  knife 
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is  held  intermediate  between  the  two,  whatever  may  be  the  8i» 
operated  upon. 

The  inventor  says :  I  do  not  claim  connecting  a  yielding  feed  roll 
to  the  splitting  knife,  so  as  to  maintain  the  knife  midway  between  the 
feed  rolls,  as  in  the  patent  of  Joseph  Sawyer  of  April  7, 1857. 

But  I  daim  so  connecting  the  roll  with  the  knife  that  it  shall  always 
remain  parallel  with  the  stationary  roll,  as  set  forth. 

No.  19,454. — Charles  Strong,  of  Hartford,  Connecticut. — Improve- 
ment in  Saw  Mills. — Patent  dated  February  23,  1858.— Motion  is 
communicated  to  the  saw  from  beneath  by  the  crank  and  pitman  I  J. 
The  pitman  J  is  attached  to  the  stirrup  F.  In  attaching  the  pendents 
D  Df  fig.  2,  to  the  frameworks,  the  main  levers  A  A^  are  brought  to 
a  horizontal  position ;  the  upper  pendents  J)  are  then  set  with  their 
lower  ends  inclining  from  a  vertical  position  to  the  right,  at  an  angle 
equal  to  the  angle  of  oscillation  ;  and  then  the  lower  pendents  D'  are 
set  in  an  exact  vertical  position,  so  that  when  the  levers  A  A^  are 
elevated  the  upper  pendents  D  will  be  vertical,  and  the  lower  ones 
D^  will  have  their  upper  ends  inclining  to  the  left,  at  an  angle  equal 
to  the  angle  of  oscillation,  as  shown  in  the  engraving. 

Claim. — The  arrangement  shown  and  described  of  the  workine 
levers  A  A,  axis  B,  oscillating  pendents  D  D^  bracket  lever  E,  hinged 
at  6  6^  to  levers  A  A,  and  at  ^  ^^  to  braces  G  G^  and  stirrups  F^, 
counter  levers  k  k^j  straining  rods  o  o,  and  rockers  p  p^^  the  above 
parts  being  combined  and  operating  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  21,588. — John  PEifBERTON,  (deceased,)  late  of  Jonesborough, 
Indiana. — Improved  Sato  Mill. — Patent  dated  September  21,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  as  new  the  devices  enumerated, 
but  simply  their  relative  arrangement  as  specified,  for  the  purposes 
set  ferth,  to  wit :  First.  The  roller  T,  ropes  t  and  ti,  to  raise  the  bars 
M  and  M^,  in  combination  with  the  pin  o,  slide  X,  lever  u;^,  bar  NS 
and  rock  shaft  P,  with  its  arms,  rod  g,  and  lever  q^j  the  whole  being 
so  constructed  and  arranged  as  to  throw  the  feeding  out  and  the  back- 
ing devices  into  gear,  by  operating  the  lever  e^,  and  move  the  gate  or 
valve  to  reduce  the  speed  of  the  mill  at  the  proper  time,  or  after  the 
saw  cuts  through  the  log. 

Second.  The  arms  J,  rock  shaft  S^  and  bar  S,  in  combination  with 
the  projection  or  stop  e,  connected  to  the  lever  E,  or  its  equivalent,  to 
turn  the  ratchet-wheel  shaft  and  traverse  the  rack  to  set  the  log,  as 
described. 

Third.  The  ratchet  wheel  F^,  bent  lever,  and  pawl  G,  in  combina- 
tion with  the  pin  /,  or  its  equivalent,  in  the  lover  F,  to  stop  the 
ratchet  wheels  when  they  have  moved  far  enough,  so  as  to  prevent  the 
log  from  being  moved  too  far  when  it  is  set  for  a  new  cut. 

Fourth.  The  pin  n  in  the  head  block,  and  slide  X,  in  combination 
with  the  lever  W,  which  releases  the  hook  Y^,  to  let  M^  M  descend  to 
increase  the  speed  of  the  mill,  as  described. 

Fifth.  The  rod  a  and  stop  L,  in  combination  with  the  elide  Y  and 
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lever  IT,  so  constrncted  and  operated  as  to  hold  up  the  bar  M,  after 
the  log  is  sawed,  and  prevent  it  from  descending  and  increasing  the 
speed  of  the  mill,  and  at  the  same  time  stop  the  apparatus  which  sets 
the  log. 

No.  22,268. — Samuel  R.  Smith  and  Philander.  P.  Lane,  of  Cincin- 
nati, Ohio,  assignors  to  Lane  &  Bodlbt,  of  said  Cincinnati. — Improved 
Saw  Mill, — Patent  dated  December  7,  1858. — This  improvement  con- 
sists, first,  in  an  arrangement  of  '^  setting"  mechanism  which  admits 
of  the  head  blocks  being  placed  in  an  effective  communication  with 
the  setting  lever,  at  any  distance  asunder,  without  disconnecting  the 
parts. 

Second.  In  an  improved  arrangement  of  devices  for  restraining  and 
regulating  the  lateral  play  of  a  circular  saw. 

Third.  In  means  of  preventing  the  clogging  of  certain  parts  of  the 
machinery  with  saw  dust. 

The  inventors  say :  We  clainij  first,  the  longitudinal  rack  bar  ly 
combined,  as  described,  with  the  segment  wheel  K,  pinion  j,  and  ac- 
cessory rack  t,  so  as  to  admit  of  the  head  blocks  being  placed  in  gear 
at  any  required  distance  asunder,  without  disconnexion  or  adjustment 
of  parts. 

Second.  The  described  arrangement  of  the  collar  G,  box  H,  cushions 
L,  and  temper  screws  J,  whereby  the  saw  may  be  fixed  rigidly  in  any 
position,  or  allowed  lateral  play  to  any  desired  extent,  and  return 
automatically  to  its  normal  plane  when  released,  and  by  means  of 
which  the  position  of  the  said  normal  plane  may  be  varied  at  pleasure. 

Third.  The  perforations  6,  applied  to  the  transverse  racks  p,  in  the 
manner  and  for  the  purpose  explained. 

No.  20,910. — Hiram  Wells,  of  Florence,  Massachusetts. — Improved 
Saw  Mill  Block. — Patent  dated  July  13,  1858. — This  is  an  improve- 
ment on  a  former  patent  granted  to  this  inventor,  June  9,  1867.  In 
that  invention  the  dogs  of  both  the  head  and  tail  blocks  were  operated 
simultaneously,  by  means  of  a  rack  bar  connected  to  the  dog  bars  by 
means  of  levers,  pawls,  &c.,  arranged  so  as  to  form  a  comparatively 
complicated  device.  The  object  of  the  present  invention  is  to  attain 
the  same  ends  by  a  simpler  arrangement  of  parts^  less  liable  to  get 
out  of  repair,  and  of  cheaper  construction. 

Claim. — Operating  the  doe  bar  I  of  the  block  C  bv  means  of  the 
lever  E  fitted  in  the  underside  of  said  bar,  the  ribbed  plate  D,  con- 
nected with  the  bar  F  by  the  obliquely  slotted  plate  E,  and  pin  &,  the 
whole  being  arranged  and  applied  to  the  carriage,  substantially  as 
and  for  the  purpose  set  forth. 

No.  20,660.— J.  CoMLY  Past,  of  Wilmington,  Delaware. — Improved 
method  for  Clamping  a/nd  laterally  Feeding  the  Log  in  Saw  MiUa. — 
Patent  dated  June  22,1858. — The  nature  of  this  invention  consists  in 
providing  and  applying  certain  movable  dogs  or  jaws  E  H,  adjusted 
to  the  movable  upright  piece  of  the  head  block,  which  jaws  are 
operated  and  controlled  by  a  screw  X,  for  the  purpose  of  holding  the 
log  securely  in  place  during  the  operation  of  sawing  it.    It  also  con- 
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Bists  in  a.movable  guard  or  trigger  Y  applied  to  the  ratchet  wheel  B, 
which  is  operated  by  the  tambler  S  in  the  self-acting  attachment^  and 
which  gives  motion,  through  the  gear  wheels  and  shafts  L  P^  to  the 
upright  piece  to  which  the  log  is  secured. 

Claim. — ^The  method  described  of  clamping  and  holding  the  log, 
and  also  the  derice  b^  which  the  lateral  feed  of  the  log  is  regulated, 
substantially  as  described. 

No.  20,147. — Jbbbmiah  Darung,  of  Cincinnati,  Ohio. — Improved 
Feeding  Device  for  Cross-cut  Sawing. — Patent  dated  May  4,  1858.— 
The  nature  of  this  invention  will  be  understood  by  the  claim  and  en- 
gravings. 

Claim. — ^The  reciprocating  table  F,  suspended  at  one  end,  and  sup- 
ported by  rollers  at  the  other,  to  facilitate  the  operation  of  cross-cut 
sawing,  substantially  as  set  forth. 

No.  19,099. — Ezra  Perin  and  John  Z.  Pbrin,  of  Connorsville,  In- 
diana.— Improved  Horse-Fotoer  Machine  for  Cross-cut  Saunng.—'PBient 
dated  January  12,  1858. — ^In  the  engravings  H  is  the  horse-power. 
At  the  foot  of  the  horse-power  is  erected  an  upright  frame  E,  from 
which  extend  two  timbers  a  a^,  constituting  the  ways  of  a  slide  piece 
G.  This  slide  is  reciprocated  from  the  rotation  of  the  foot  shaft  b  of 
the  horse-power,  through  the  wheels  w  w^j  crank  shaft  c,  pitman  d, 
rock  shaft  r,  and  pitman  6, — pitman  d  connecting  crank  /  with  arm 
g  of  the  rock  shaft,  and  pitman  e  connecting  arm  i  of  the  rock  shaft 
with  stud  j  of  the  carriage  or  slide  piece  C. 

The  object  of  this  machine  is  to  saw  lo^s  short  lengths. 

The  inventors  say :  We  daim  the  combination  of  the  saw  frame  and 
slide  piece  G,  with  the  combination  of  devices  communicating  the 
motion  of  the  horse-power,  arranged  and  operating  as  described. 

We  also  claim  making  the  head  shaft  of^the  power  movable  verti- 
cally, and  dDmbining  the  same  with  roller  m,  rim  n,  lever,  and  lifting 
piece,  for  the  purpose  set  forth. 

No.  19,128. — Edwin  P.  Gavbtt,  of  St.  Louis,  Missouri. — Improved 
Device  for  Adjusting  two  Circular  Saws  to  the  same  Flane  in  Sawing 
Lumber. — Patent  dated  January  19, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says:  I  lay  no  claim  to  the  ^^end  play."  But  one  of 
my  improvements  is  for  the  government  of  the  end  play  automatically. 

Neither  do  I  lay  any  claim  to  the  springs  or  their  arrangement. 

Neither  do  I  claim  the  compound  lever  I),  as  such. 

But  I  daim  the  application  of  the  compound  lever  D  to  the  two  saw 
arbors,  substantially  in  the  manner  described,  whereby  the  lateral 
motion  of  one  saw  will  automatically  govern  the  lateral  motion  of  the 
other,  as  set  forth. 

I.  also  claim  the  combination  of  the  saw  arbor  with  the  hollow  man- 
drel and  the  air  funnel  G,  whereby  a  current  of  air  is  made  to  pass 
through  the  arbor  against  the  sides  of  the  saw,  substantially  in  the 
manner  set  forth. 
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No.  19,145. — John  Mats,  of  Yazoo  City,  MiBsissippi. — Improved 
Sawing  Machine. — Patent  dated  January  19,  1858. — The  frame  C  is 
arranged  diagonally  to  a  vertical  plane,  so  that  when  the  saw  swings 
horizontally  it  serves  for  catting  the  logs  into  blocks  for  firewood, 
and  when  it  swings  vertically  it  serves  to  cat  the  logs  int^boards  and 
planks. 

Claim. — The  arrangement  of  the  angular  frame  C,  diagonallv  to 
the  vertical  plane,  so  that  when  the  saw  swings  horizontally  it  snail 
serve  to  cut  the  logs  into  blocks  for  firewood,  and  when  it  swings  ver- 
tically it  shall  serve  to  cut  the  logs  into  boards  or  planks,  without 
any  other  alteration  of  the  mechanism  of  mill  but  a  change  of  the 
saw  and  frame  from  a  horizontal  to  a  vertical  position,  all  substantially 
as  shown  and  described. 

No.  19,536. — ^Thomas  J.  Alkxandkr,  of  Westerville,  Ohio. — Improved 
Sawing  Machine, — Patent  dated  March  9,  1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  daim^  first,  the  combination,  with  the  endless 
chain  E  and  driving  pin  /to  the  reciprocating  feed  carriage,  of  the 
carriage  slide  G,  set  in  independent  motion  at  intervals  as  described, 
lever  H,  and  pawl  I J  of  the  feeding  ratchet,  or  their  equivalents,  for  actu- 
ation of  both  the  longitudinal  and  cross  feeds  essentially  as  specified. 

Secondly,  I  also  claim  the  gear  of  the  cross  feeding  ratchet  wheel 
K  with  the  feeding  roller  L,  by  frictional  contact  and  support  or  gear 
of  said  roller,  through  centre  points  or  end  pins  with  lever  appliances, 
or  their  equivalents  at  its  end  or  ends,  to  admit  of  the  free  run  of  the 
roller  independent  of  its  frictional  contact  with  the  feeding  ratchet 
wheel,  also  admitting  of  the  frictional  bite  of  said  wheel  and  roller 
being  established  or  broken  with  facility,  without  interfering  with  the 
motion  of  the  ratchet  and  gear  therewith  of  the  actuating  pawl  or 
pawls,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,644. — ^H.  H.  Low,  of  Galena,  Illinois. — Improved  Samng 
Machine, — Patent  dated  March  16,  1858. — The  bolt  0  is  secured  to 
the  bar  E  by  the  dogs  N  N,  and  the  weights  H  H  are  sufficiently 
heavy  to  keep  the  frame  G  elevated  and  the  bolt  0  above  the  saw. 
By  depressing  the  treadle  G^  it  forces  down  the  gate  F  and  frame  G, 
and  the  bolt  0  is  thereby  fed  down  to  the  saw  D,  which  is  rotated  by 
means  of  a  band  passing  around  pulley  C  ;  when  the  saw  has  made  its 
cut,  the  pressure  is  removed  from  the  treadle,  and  the  ! weights  H  H 
raise  the  frame  G,  the  bolt  0  beins  raised  above  the  saw  ;  when  the 
frame  reaches  ita  highest  point,  the  bolt  0  is  adjusted  by  operating 
the  levers  L  L. 

The  inventor  says :  I  do  not  claim  separately  any  of  the  parts 
described. 

But  I  daim  the  vertically  sliding  and  balanced  bolt  gate  G  and 
saw  D,  in  combination  with  the  feeding  device  formed  of  the  bar  E, 
levers  L,  pawls  M,  and  racks  J,  the  whole  being  arranged  to  operate 
conjointly  as  and  for  the  purpose  set  forth. 
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No.  19,906. — John  L.  Beadlb,  of  Marengo,  N.  T. — Improvement  in 
Sawing  Machines, — ^Patent  dated  April  13,  1858. — This  invention 
consists  in  arranging  on  a  strong  and  substantial  frame  work  a  three 
foot  circular  saw  and  a  table,  which  can  be  raised,  in  the  act  of  sawing, 
and  lowere#at  will.  And  upon  the  table  a  cross  head  so  arrang^ 
upon  ways  that,  by  means  of  a  screw  at  each  end  of  the  cross  h^, 
it  can  be  moved  to  or  from  the  saw  or  held  to  its  position  when 
set,  or  to  alternate  the  moving  of  one  end  of  the  cross  head  forward 
of  the  other,  in  order  to  obtain  the  taper  of  the  shingle  required  and 
cut  the  butt  of  the  shingle  from  opposite  ends  of  the  block  alternately. 

Claim. — The  combination  embraced  in  the  manner  of  raising  the 
table  with  the  matiner  of  adjusting  the  cross  head  and  dogs,  as  de- 
scribed and  for  the  purposes  set  forth. 

No.  20,184. — Hbnkt  S.  Vrooman,  of  New  York,  N.  Y.,  assignor  to 
Henry  Albro,  of  Covington,  Kentucky. — Improved  Sawing  Machine. 
Patent  dated  May  4,  1858. — This  invention  consists  in  a  peculiar  ar- 
rangement of  means  for  operating  a  reciprocating  knife  or  saw,  and 
also  in  giving  the  log  a  gradually  progressive  rotating  speed  so  as  to 
compensate  for  its  gradually  diminishing  diameter  while  being  sawed, 
and  thereby  allow  the  saw  to  cut  the  log  in  spiral  or  volute  form  from 
periphery  to  centre  in  a  single  or  continuous  piece. 

The  inventor  says :  I  do  not  claim  broadly  the  sawing  of  logs  or 
bolts  in  volute  form,  for  this  has  been  previously  done. 

But  I  ctfiimy  first,  the  travelling  or  sliding  collar  M,  on  lever  E,  as 
connected  with  the  knife  or  saw  frame  B,  the  pawl  arms  N  N,  in  com- 
bination with  the  reciprocating  connecting  rod  G,  the  vibrating  lever 
E,  the  pawls  ww^j  and  the  ratchet  wheel  0,  whereby  an  increasing 
rotary  speed  of  the  log  or  bolt  U  is  obtained  from  the  travelling  collar 
M,  passing  down  to  a  wider  sweep  of  lever  E,  as  set  forth,  the  power 
being  transmitted  from  the  ratchet  shaft  P  to  the  bolt  Q,  as  shown, 
or  by  any  other  equivalent  device  for  the  purposo  described. 

Second.  The  cutters  jp,  attached  to  the  carriage  L,  operated  auto- 
matically by  and  in  combination  with  the  vertical  screws  for  the  pur- 
pose set  forth. 

Third.  The  lateral  moving  knife  plate  or  stock  c,  crank  D,  operated 
by  and  in  combination  with  the  vibrating  lever  E,  for  the  purpose 
shown. 

Fourth.  The  combination  of  the  knife  C,  cutters  p,  and  the  feed 
movement  of  the  bolt  or  log  U,  when  the  whole  are  arranged  to  ope- 
rate as  and  for  the  purpose  set  forth. 

No.  20,870.— Henry  Fbathbrstonb  and  Peter  Engmann,  of  New 
Orleans,  Louisiana. — Improved  Sawing  Machine. — Patent  dated  July 
13,  1858. — The  nature  of  this  invention  consists  in  the  lateral  move- 
ment of  the  saw,  which  enables  the  operator  to  saw  with  a  backward 
and  forward  motion.  All  the  movements  of  the  machine  are  under 
the  control  of  the  sawyer ;  it  occupies  a  small  space  on  account  of 
doing  away  with  the  cumbrous  carnage. 

The  inventors  say :  We  daim^  1st.  The  lateral  movement  of  the 
saw,  as  represented. 
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2d.  The  snspeDsion  guides,  with  their  cups  and  balls,  as  applied 
here,  to  guide  the  saw  and  its  connexions  with  the  saw  shaft. 

3d.  The  back-bone  rack  connecting  the  truck. 

4th.  The  truck  and  dog,  with  their  movement,  by  m^ns  of  the 
sector  and  rack,  all  a^i  shown.  ^ 

No.  20,995. — WiLUAM  H.  Doane  and  Carlislb  Mason,  of  Chicago, 
Illinois. — Improved  Sawing  Machine. — Patent  dated  July  27, 1858. — 
The  object  of  this  invention  is  to  obtain  a  self-adjusting  feed  device, 
or  to  so  arrange  the  feed  rollers  that  they  will  always  present  the 
stuff  centrally  to  the  saw  without  any  manipulation  on  the  part  of  the 
attendant,  so  far  as  the  rollers  are  concerned.  The  invention  has  also 
for  its  object  the  ready  adjustment  of  the  feed  rollers,  so  that  the 
same  may  present  the  stuff  vertically  or  obliquely  to  the  saw,  as  occa- 
sion may  require. 

The  inventors  say ;  We  daim  the  arrangement  of  the  gearing 
k  I  b  b  c  c,  in  connexion  with  the  levers  Q  and  feed  rollers  B,  so  that 
the  rollers  may  be  expanded  and  contracted  without  at  all  interfering 
with  their  rotation. 

We  further  claim  placing  the  rollers  B  on  the  shafts  0,  as  shown, 
to  wit :  having  the  rollers  hollow,  provided  with  bearings  f,  which 
are  fitted  on  the  upper  ends  of  the  shafts  0,  and  also  provided  with 
pendant  pins  g  gr,  which  are  fitted  over  the  drivers  e  of  the  shafts  0, 
the  upper  journals  of  the  rollers  being  fitted  in  adjustable  bearings  S, 
substantially  as  and  for  the  purposes  set  forth. 

No.  20,886. — A.  C.  Miller,  of  Morgantown,  Va. — Improved  Car- 
riage for  Sawing  Machines. — Patent  dated  July  13,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim, — Arranging  the  head-blocks  in  long  mortises  in  the  side- 
pieces  F  F,  and  connecting  the  outer  ends  of  said  head  blocks  by 
overlapping  arms  or  levers  H  H  furnished  with  adjusting  holes  or  an 
adjusting  sqrew,  so  that  any  length  of  bolt  within  the  capacity  of  the 
saw  may  be  held  and  operated  therein,  as  set  forth  and  described. 

No.  19,801. — Gborob  Telford,  of  Pike,  N.  Y,— Improved  Cross- 
Cut  Sawing  Machine, — Patent  dated  March  30, 1858. — Motion  is  given  • 
to  the  shaft  C,  and  as  the  wheel  D  rotates  a  reciprocating  motion  is 
given  the  bar  H  through  the  medium  of  the  rod  E  and  arm  F.  When 
the  saw  M  has  made  its  cut,  it  is  elevated  by  drawing  down  the  outer 
end  of  the  lever  L,  amd  the  log  is  moved  forward  by  rotating  the 
cylinder  P.  . 

The  inventor  says  :  I  do  not  claim  attaching  a  saw  to  a  reciprocat- 
ing bar,  which  is  fitted  in  or  allowed  to  work  through  an  adjustable 
frame  for  the  purpose  of  allo^Kng  the  saw  to  be  elevated  so  that  the 
log  may  be  fed  to  the  saw,  for  this  device  has  been  previously  used 
Nor  do  I  claim  the  swinging  guide-bar  N. 

But  I  daim  the  bar  H  with  saw  M  attached  to  the  arm  F,  connect 
ing  rod  E,  and  wheel  D,  when  arranged  relatively  with  each  other  as 
shown  and  for  the  purpose  set  forth. 

I  also  claim  the  bar  H  and  saw  M,  operated  as  shown,  in  combina. 
Vol.  ii 23 
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tion  with  the  log  carriage  0  and  cylinder  P  grooved  and  armed  with 
spikes;  the  whole  heing  arranged  to  operate  substantially  as  and  for 
tne  purpose  set  forth. 

No.  19,8^. — H.  PoTTBR,  of  Carthage,  New  York. — Improvement  in 
Saw  Mills, — Patent  dated  April  6,  1858. — In  operating  this  machine, 
the  front  end  of  the  beam  A  is  placed  on  the  log  I  to  be  sawed,  the 
log  being  on  the  ground,  and  the  opposite  end  of  the  beam  also  rest- 
ing on  the  ground.  The  operator  stands  on  a  platform  q  on  the  bar 
or  beam,  and  with  his  right  hand  operates  the  lever  C,  oscillating  the 
same,  and  thereby  communicating  a  reciprocating  movement  to  the 
saw  E,  which  works  transversely  on  the  log  I.  The  saw  is  fed  to  its 
work  by  the  operator,  who  presses  his  foot  on  treadle  H,  and  thereby, 
through  the  medium  of  levers  F  G,  forces  the  roller  g  down  on  the 
bar  D,  the  rack  I  preventing  the  lever  Ot  from  casually  rising.  When 
one  cut  is  made  the  operator  raises  the  front  end  of  the  bar  or  beam, 
places  it  again  on  the  log  at  the  proper  point  for  a  succeeding  cut, 
and  the  operation  is  repeated. 

Claim, — Operating  the  saw  E  by  means  of  the  bent  lever  C, 
arranged  substantially  as  shown,  in  connexion  with  the  feeding  device 
formed  of  the  levers  F  Ot  and  guide  /;  the  whole  being  combined  and 
arranged  to  operate  conjointly  as  and  for  the  purposes  set  forth. 

No.  19,983. — Richard  M.  Cosby,  of  Indianapolis,  Ind. — Improved 
Cross-Cttt  Salving  Machine, — Patent  dated  April  20,  1858. — B  is  a 
guide  frame ;  C  a  spring ;  D  a  stick  of  wood ;  E  a  frame  or  buck ;  F 
a  bar ;  Gt  a  lever  pawl  designed  to  catch  the  notched  H  and  hold  the 
bar  F  down  upon  the  wood ;  I  is  a  weight,  and  J^  a  rule  or  measure 
upon  the  buck  or  frame  E. 

The  inventor  says :  I  claim  no  gain  of  power  by  leverage,  nor  any 
of  the  parts  described,  when  taken  separately,  as  new. 

But  I  daim  the  combination  of  the  rocking  lever  K,  spring  c,  and 
weight  J,  with  the  saw-frame,  as  described  and  shown. 

No.  21,177. — ^JoHN  T.  ARMS^fRONG,  of  Jacksontown,  Ohio. — Im- 
proved  Crosa^Out  Sawing  Machine. — Patent  dated  August  17,  1858. — 
The  nature  of  this  invention  is  certain  new  improvements  in  the  parts 
of  a  cross-cut  sawing  machine  for  sawing  logs  into  lengths  for  shingle 
bolts,  fence  posts,  fire-wood,  and  other  purposes,  made  portable,  to  be 
used  in  the  woods,  and  to  be  shifted  from  place  to  place  to  the  vicinity 
of  the  timber  to  be  cut,  if  required. 

Claim, — The  combination  of  the  frame  A,  wheel  E,  and  guide-rod 
F,  with  the  frame  C  and  carriage  L  and  saw  I,  when  arranged  in  re- 
lation to  each  other,  and  operated  in  the  manner  and  for  the  purposes 
set  forth. 

No.  21,256. — Albert  Hbth  and  Gaylon  Hall,  of  Adams  Centre, 
N.  Y. — Improved  Crose-CtU  Sawing  Machine, — Patent  dated  August 
24,  1858. — This  invention  is  more  especially  designed  for  cutting  or 
sawing  logs  into  cord  wood  for  fuel,  and  consists  in  a  novel  means  for 
operating  or  applying  power  to  the  saw  whereby  the  weight  of  the 


XI7. — LUMBER.  355 

operator  is  made  to  assist  mascular  strength^  and  the  latter  applied  in 
the  most  advantageous  manner  to  the  saw. 

Claim, — The  lever  Q  and  oscillating  platform  D  connected  by  the 
rods  F  F,  and  attached  to  the  saw  bar  or  beam  J  by  th^endant  I, 
the  above  parts  being  used  in  connexion  with  the  beam  X  and  cross 
bar  B  for  the  purpose  set  forth. 

No.  21,482. — Harvbt  Brown,  of  New  York,  N.  Y. — Invfroved  End- 
less  Sectional  Sawing  Machine. — Patent  dated  September  14  1858 — A 
is  the  endless  sectional  saw;  B  B  the  wheels  or  pulleys  upon  which  the 
saw  is  mounted;  C  C  the  plummer  blocks  having  set  screws  D  D  D  D, 
by  which  the  saw  is  strained  or  tightened;  E  the  guide  plates;  F  F  F  F 
the  saw  guides ;  0*  the  saw  teeth ;  I  the  wedge  to  hold  the  teeth ; 
and  H  the  frame  of  the  machine 

The  inventor  says:  Idatm,  1st,  the  form  and  manner  of  construct- 
ing the  sections  of  my  saw,  substantially  as  set  forth. 

2d.  I  claim  the  mode  of  inserting  the  teeth  in  the  saw  in  the  man- 
ner set  forth. 

3d.  I  claim  the  guide  plate  E,  constructed  and  arranged  as  described, 
when  used  in  connexion  with  the  saw,  as  set  forth. 

No.  21 ,200.— William  C.  Huntington,  of  Newark,  N.  J. — Improved 
BeciproccUing  Sawing  Manhinefor  Sawing  Plank, — Patent  dated  Au- 
gust 17,  1858. — The  claim  and  engraving  explain  the  nature  of  this 
invention. 

The  inventor  says  :  I  do  not  claim  making  the  saw  guides  F  G-  ad- 
justable to  different  angles  with  the  line  of  the  cutting  edge  of  the 
saw,  to  give  to  the  saw  a  greater  or  less  amount  of  cut;  nor  do  I 
claim  making  the  feed  adjustable  to  increase  or  lessen  the  amount  of 
feed  to  be  given  to  the  lumber  being  sawed;  nor  do  I  claim  a  cam- 
shaped  dog  for  the  purpose  of  alternately  taking  and  releasing  its 
hold  to  transmit  an  intermittent  motion;  nor  do  I  claim  straining 
and  tightening  the  saw  by  attaching  to  it  a  tightening  belt. 

But  I  dainty  1st,  connecting  the  saw  wheels  a  &  to  the  cross-heads 
c  d  by  pivots  when  the  saw  is  worked  without  a  saw  gate,  and  is 
strained  and  tightened  by  being  attached  to  a  tightening  belt,  as  and 
for  the  purposes  set  forth. 

2d.  The  combination  of  the  cam-shaped  feeding  and  retaining  dogs 
p  and  r,  operating  in  opposite  directions  to  each  other,  with  the  flanged 
disk  0,  for  the  purpose  of  communicating  a  feed  motion  to  the  lumber 
being  sawed,  and  retaining  the  lumber  firmly  in  place  while  the  saw 
is  cutting  it,  as  described. 

No.  20,696. — Harvey  Brown,  of  New  York,  N.  Y.— Improved  Bo" 
tary  Sawing  Machine, — Patent  dated  June  29,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  this  device  for  setting  the  block, 
as  I  have  it  already  in  a  patent  granted  to  me  for  a  sawing  machine, 
dated  November  10,  1857.  In  arranging  the  carriage  in  reference  to 
the  saw  it  should  be  so  placed  that  the  plane  of  the  saw  shall  be  at  the 
centre  of  the  block  to  be  sawed. 
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What  I  daim  is  the  arrangement  of  the  hoop  or  band-saw  F,  opera- 
tine  vertically  within  a  circular  horizontal  carriage  G  with  adjustable 
feed  motion,  by  which  there  is  a  continuous  motion  of  both  saw  and 
carriage^  9J^  operating  in  unison  with  reference  to  the  desired  end 
when  in  mlnon,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  19,168. — Ulysses  B.  Vidal,  of  Philadelphia,  Pa  — Improved 
Scroll  Sawing  Machine. — Patent  dated  January  19,  1858. — This  in- 
vention consists  in  attaching  the  upper  and  lower  ends  of  the  saw  a 
reciprocating  motion  by  means  of  a  camF,  the  parts  being  so  arranged 
that  the  saw  is  properly  strained  without  a  sash,  and  the  saw  being 
operated  smoothly,  all  *'  back  lash"  being  prevented. 

In  this  invention  means  are  used  for  clearing  the  platform  and  work 
of  saw  dust,  so  that  the  tracing  on  the  work  may  not  be  obscured 
thereby. 

The  inventor  says :  I  am  aware  that  a  cam  similar  to  the  one  F  de- 
scribed has  been  previously  used  for  operating  reciprocating  saws, 
but  I  am  not  aware  that  said  cam  has  ever  been  used  in  connexion 
with  springs  applied  to  the  saw  so  as  to  strain  the  saw,  and  at  the 
same  time  prevent  re-action  or  '*  back  lash/'  which  would  otherwise 
attend  the  operation  of  the  same  by  means  of  the  cam. 

But  I  claim  the  arrangement  of  the  slotted  slide  H  with  a  cam  F^ 
embraced  by  the  friction  rollers  gr,  and  operated  in  conuexion  with  the 
springs //c  c,  all  as  set  forth. 

No.  20,900.— E.  SiRRET,  jr.,  of  Buffalo,  N.  Y.— Improved  ScroU 
Sawing  Machine. — Patent  dated  July  13, 1858. — This  invention  relates 
to  an  improvement  in  that  class  of  sawing  machines  in  which  no  saw 
frame  or  sash  is  employed,  and  which  are  generally  known  as  muUey 
saws.  The  invention  consists  in  the  peculiar  manner  of  hanging  and 
driving  the  saw,  so  that  it  may  be  readily  strained  and  kept  while  in 
operation  at  a  proper  degree  of  tension,  and  readily  removed  from  the 
machine  when  necessary. 

The  inventor  says :  I  am  aware  that  revolving  cranks  have  been 
directly  connected  to  the  upper  and  lower  ends  of  reciprocating  saws 
for  the  purpose  of  driving  the  saws  without  a  frame  or  sash;  but  I  am 
not  aware  that  reciprocating  bent  levers  or  bell  cranks  have  been  em- 
ployed, and  arranged  as  shown  and  described,  for  the  purpose  of  opera- 
ting th(B  <3aw,  and  also  allowing  it  to  be  kept  perfectly  strained  while 
at  work,  and  readily  relaxed  when  it  is  to  be  removed  from  the  machine. 

I  daim,  1st,  the  bent  levers  or  bell  cranks  H  I,  attached  to  the 
cross-heads  «  m  of  the  saw  K,  and  operated  by  the  eccentrics  E  F,  or 
their  equivalents. 

2d.  Having  the  upper  lever  or  bell  crank  I  attached  to  an  adjustable 
plate  c  operated  by  a  screw  h  or  its  equivalent,  for  the  purpose  of 
readily  and  properly  straining  the  saw  and  allowing  the  same  to  be  re- 
laxed and  removed  with  facility  from  the  machine. 

No.  19,166.— Hiram  Wells,  of  Florence,  Mass. — Improved  Ar- 
rangemeni  of  Devices  to  Feed  and  Oig  Back  the  Carriage  in  CirctUar 
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Sawing  Machines. — Patent  dated  January  19,  1858. — This  is  an  im- 
proved arrangement  of  means  for  feeding  the  "stuff"  to  the  saw, 
and  also  gigging  back  the  same  by  friction. 

The  inventor  says :  I  am  aware  that  various  devicea  have  been 
employed  for  feeding  the  carriage  to  the  saw,  and  giggmg  back  the 
same  by  means  of  friction,  and  friction  and  gearing  combined;  and  I 
therefore  do  not  claim  broadly  such  device,  irrespective  of  the  ar- 
rangement and  particular  means  employed  for  the  purpose  as  shown. 

I  daim  the  arrangement  of  the  rack  V,  pinion  S,  rack-bar  P,  lever 
Q,  roller  I,  slot  c,  pin  D,  and  roller  D*,  as  set  forth,  whereby  the 
shaft  K  will  be  rotated  in  either  direction  at  pleasure,  according  as 
the  lever  X  is  moved. 

No.  20,160. — William  M.  Fbrry,  jr.,of  Ferrysburg,  Michigan. — 
Improved  Device  for  Governing  Lateral  Motion  of  Carriage  in  Gigging 
Ba^k  in  Circular  Sawing  Machines, — Patent  dated  May  4,  1858. — 
The  nature  of  this  invention  will  be  explained  by  examining  the 
claim  and  engravings. 

Claim. — Providing  a  short  auxiliary  rail  I  alongside  the  inner  rail 
of  the  log  carriage  C,  and  opposite  the  oblique  inclined  gauge-bar  Q, 
and  furnishing  the  carriage  with  an  auxiliary  wheel  J,  which  has  a 
vertical  axis  a,  and  having  said  wheel  come  in  contact  with  and  run 
against  the  side  of  the  auxiliary  rail,  and  thereby  prevent  any 
lateral  movement  of  the  carriage  other  than  that  necessary  to  prevent 
the  log  rubbing  against  the  face  of  the  saw  and  heating  the  same, 
and  also  avoid  the  scratching  of  the  face  of  the  board  by  the  teeth  of 
the  saw,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,345. — WiLLLAM  D.  Lbavitt,  of  Cincinnati,  Ohio. — Im- 
proved Method  of  Attaching  the  Spreader  to  Saws  of  Circular  Sawing 
Machines. — Patent  dated  August  31,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  wish  to  be  understood  as  claiming  the 
spreading  flange,  when  taken  separately. 

But  I  Satm  furnishing  the  side  of  the  saw  plate  with  the  groove  or 
recess  4,  when  the  spreading  flange  ^  ^  is  arranged  therewith  in  the 
manner  represented  for  the  purpose  of  preventing  the  end  of  the 
lumber  when  being  sawed  from  butting  against  or  catching  to  the 
end  of  the  said  flange,  as  mentioned  in  the  specification. 

No.  22,107.— Dbrwin  E.  Butlbr,  of  Chesterfield,  0\i\o.— Improved 
Devices  far  Clamping  and  Feeding  the  Bolt  in  Felloe  Sawing  Ma- 
chines.—Pektent  dated  November  23,  1858. — O  is  a  bed  on  which  the 
bolt  from  which  the  fellies  are  sawed  is  placed.  This  bed  rests  on 
two  rods  or  bars  rf'  rf^  the  ends  of  which  are  fitted  on  arms  ee^  ^ 
at  each  side  of  the  bed  piece  A,  said  arms  being  secured  to  the  ends 
of  shafts/,  which  pass  through  the  bed  piece.  I  is  a  jaw  or  clamp, 
which  is  fitted  in  the  bed  G,  near  the  wheel  D.  This  jaw  is  formed 
otL  the  upper  end  of  a  bent  bar  i,  which  is  secured  in  the  bed  by  a 
pivot  i,  and  the  inner  end  of  the  bar  k  is  attached  by  a  link  m  to  a 
spring  J,  which  is  fitted  in  the  under  side  of  the  bed  piece. 


358  XIV, — L13MBER. 

The  inventor  says :  I  daimy  Ist^  the  bed  piece  Ot,  arranged  with 
the  rods  d^  d\  arms  e  e  e^  e^y  connected  by  the  bar  h  and  spring  H, 
for  the  purpose  of  readily  operating  the  '^  bolt "  L,  or  feeding  and 
removing  the  same  from  the  saws,  as  described. 

2d.  The^Etw  I  formed  on  the  bent  bar  ky  attached  to  the  bed  G  and 
spring  J,  so  that  the  jaw  may  be  operated  to  grasp  the  '^  bolt/'  and 
the  '*  bolt "  relieved  therefrom  by  the  movement  of  the  bed  G,  sub- 
stantially as  set  forth. 

No.  19,774. — William  Hawkins  and  William  C.  Clary,  of  Mil- 
waukie,  Wisconsin. — Improved  Sawing  Mill, — Patent  dated  March 
30,  1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventors  say :  We  €iaim  the  manner  described  of  automati- 
cally changing  the  saws  after  each  cut  alternately  from  an  oblique 
position  in  one  direction  to  an  oblique  position  in  a  contrary  direction 
to  the  line  of  the  log  carriage  by  means  of  the  studs  p,  slide  K, 
double  lever  D,  connecting  rods  d,  in  combination  with  the  frame  F 
and  the  guides  n  and  n^,  lor  the  purpose  set  forth. 

We  also  claim  the  use  of  the  two- wedge  rollers  or  wedges  P*  P", 
to  keep  the  board  clear  of  the  saw  while  cutting  in  either  direction, 
substantially  in  the  manner  described. 

We  also  claim  the  combination  of  pinions  i  and  their  pins  o,  enter- 
ing into  the  recesses  of  plates  6,  the  ratchet  wheels  ^,  the  ratchets  r, 
the  adjustable  segments  J,  the  wheels  GS  the  screws  G,  and  the  rods 
ky  with  their  clutches  z  and  v,  for  the  purpose  of  automatically  setting 
the  log  to  the  saw,  and  stopping  the  setting  when  the  log  frame  ad , 
vances  too  close  to  the  saw. 

We  also  claim  the  notched  plate  ty  in  combination  with  the  latch 
gr,  lever  w,  and  link  P,  for  the  purpose  of  operating  the  belt  shifter  I 
without  turning  the  lever  u,  substantially  in  the  manner  set  forth. 

No.  21,838. — William  D.  LBAvrrr,  of  Cincinnati,  Ohio — Improved 
Re-Sawing  Machine, — Patent  dated  October  lU,  1858. — The  claini  and 
engraving  explain  the  nature  of  this  invention. 

The  inventor  says:  I  datm  the  combination  of  the  yoked  feed-rollers 
and  clamps  extending  up  to  or  near  the  perimeter  of  the  saw,  for 
the  purpose  of  feeding  through  and  pressing  out  all  the  warps  or 
bends  in  the  board  or  plank,  and  holding  them  so  pressed  out  until 
the  same  acts  substantially  as  described. 

I  also  claim  the  combination  with  the  yoked  feed-rolls  and  clamps 
operating  together  as  described,  the  auxiliary  feed-rolls  I  P,  to  re- 
ceive and  feed  in  the  next  succeeding  board  or  plank  without  affecting 
the  action  of  the  other  rolls  on  the  plank  or  board  being  sawed,  sub- 
stantially as  described. 

No.  19,692. — Harry  H.  Evarts,  of  Chicago,  Illinois. — Improved 
Madiine  Jor  Sawing  Staves. — Patent  dated  March  23,  1858. — The 
nature  of  this  invention  consists  in  so  forming  and  arranging  the  saw 
and  machinery  as  to  enable  any  one  to  saw  the  stave  in  the  direc- 


XIV. — ^LUMBER-  359 

tion  of  the  fibre  of  the  wood,  so  that  the  stave,  after  the  stave  is  cut, 
will  need  no  further  dressing. 

Claim, — The  arrangement  of  the  machinery  as  described  and  shown 
in  the  specification,  and  for  the  purposes  set  forth. 

No.  20,135. — Ja2£bs  Balla,  of  Richmond,  Indiana. — Improved  De- 
vice for  Sheltering  from  Dust  the  Lower  Carrying  Pulley  of  Band 
Saws. — Patent  dated  May  4,  1858. — This  invention  relates  to  an  im- 
provement in  that  class  of  sawing  machines  in  which  the  saws  are 
attached  to  straps  or  bands  which  pass  over  pulleys  having  a  recipro- 
cating rotating  motion.  The  object  of  the  invention  is  to  obviate  the 
difficulty  attending  the  accumulation  of  saw  dust  between  the  lower 
pulley  and  saw  band.  This  is  done  by  having  shields  or  guards 
^placed  over  the  lower  pulley,  properly  arranged,  to  protect  it. 

The  inventor  says:  I  do  not  claim  hanging  saws  by  attaching  the 
same  to  straps  which  pass  over  reciprocating  pulleys,  for  this  has  been 
previously  done. 

But  I  claim  the  shields  or  guards  J  J  placed  over  the  lower  pulley 
D,  when  constructed  and  arranged  relatively  with  the  straps  H  of  said 
pulley,  substantially  as  and  for  the  purpose  set  forth. 

No.  21,651. — J.  D.  C.  Carpenter,  of  Cincinnati,  Ohio. — Improve- 
ment in  Deflecting  Plates  for  Circular  Saws. — Patent  dated  October  5, 
1858. — This  saw  is  made  of  a  central  flange  B  of  cast  iron,  to  which 
the  segments  D  are  fastened  by  screws  in  the  usual  manner.  The 
flange  B  is  very  thick,  and  has  curved  ribs  cast  upon  its  convex  side, 
in  order  to  stiffen  the  flange  without  straining  the  metal  in  cooling. 
Near  the  centre  of  this  flange  is  an  annular  groove  or  bearing,  into 
which  a  ring  S  of  Babbett's  metal  is  inserted.  This  ring  is  made  ad- 
justable by  means  of  the  screws  6.  The  deflecting  plate  A  may  be 
cast  with  ribs  on  its  concave  side,  and  it  is  to  have  an  annular  bearing 
to  meet  the  ring  S. 

The  inventor  says:  I  daim^  first,  the  rotary  deflecting  plate  or 
spreader  A,  provided  with  an  adjustable  friction  bearing  8,  substan- 
tially as  set  forth. 

Second.  I  claim  the  cutters  t  placed  near  the  margin  of  the  deflect- 
ing plate  A,  substantially  as  set  iorth. 

No.  22,252. — Reuben  S.  James,  of  Bethel,  Vt. — Improved  Guard 
for  Circular  Saws. — Patent  dated  December  7,  1858. — The  nature  of 
this  invention  consists  in  so  placing  an  adjustable  shield  over  the 
edge  of  a  circular  saw,  with  the  exception  of  the  space  occupied  by 
the  log  in  feeding  the  saw,  shall  be  completely  covered  and  prevented 
not  only  from  receiving,  but  from  doing  injury  to  any  person  who, 
through  accident  or  inadvertence,  might  be  exposed  to  contact  there- 
with. 

Claim, — The  shield  G  with  blade  H  arranged  with  or  without 
tongue  I  for  circular  saws,  operating  substantially  as  described  and 
for  the  purposes  set  forth. 

No.  19,978. — Job  BatchbloBj  of  Camden,  N.  Y. — Improvement  in 
Dressing  5aw;«.— Patent  dated  April  20,  1858.— The  file  a,  which  is 
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the  principal  agent  in  this  mode  of  sharpening  or  gumming  saw  teeth, 
is  made  ot  good  steely  and  is  about  three  and  a  halt  inches  in  diameter 
and  one-fourth  of  an  inch  thick.  It  is  cut  into  a  file  surface  on  the 
under  side  on  the  edge,  and  for  a  short  space  back  from  the  edge  on 
the  upper  side.  It  is  capable  of  being  hardened  in  the  same  manner 
as  other  files,  and  presenting  a  large  surface  of  any  desired  diameter, 
may  le  re-cut  when  desired,  and  made  to  last  a  long  time.  Both  the 
carriage  /and  base  C  are  made  ot  cast  iron. 

Claim, — The  horizontal  disk  file  a  for  the  purposes  described,  and 
its  connexion  and  combination  with  the  movable  parts  of  the  machine 
by  wh'ch  the  same  is  operated  as  described  ;  the  whole  being  oombined, 
arranged,  and  operating  substantially  in  the  manner  set  forth. 

No.  20,313. — ^HiRAM  Smith,  of  Camden,  N.  J.,  assignor  to  Hbnrt 
DissTON,  of  Philadelphia,  Pa. — Improved  Devices  Attached  to  Hand 
Saws  for  Squaring  and  Marking, — Patent  dated  May  18,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  desire  to  claim  the  graduating  of  a  saw 
blade,  so  that  it  may  serve  the  purpose  of  a  rule. 

Neither  do  I  claim  broadly  so  constructing  a  saw  as  to  answer  the 
purposes  of  both  a  hand  saw  and  square  in  one  and  the  same  instru- 
ment. 

But  I  daim  an  improvement  on  the  combined  hand  saw  and  square 
for  which  a  patent  was  granted  to  Jackson  Gorham  on  the  12th  of 
May,  1856. 

First.  Riveting  the  shoulder  strips  C  C  directly  to  the  blade,  and 
independent  of  the  handle,  for  the  purpose  specified. 

Second.  The  combination  of  the  sharpened  projection  e  with  the 
graduated  saw  blade,  as  and  for  the  purpose  set  forth. 

No.  20,337. — Henry  Disston  and  Thomas  L.  Morss,  of  Philadel- 
phia, Pa. — Improved  Levelling  Device  Attached  to  Hand  Saws. — Patent 
dated  May  25,  1858. — On  one  side  of  the  handle  of  the  saw  two  spirit 
levels  a  b  are  placed  at  right  angles  to  each  other,  in  such  a  position 
that  they  may  be  used  as  a  plum  and  level  as  well  as  a  saw  ;  placing 
the  two  spirit  tubes,  or  levels  a  6,  in  the  handle  B  of  the  saw,  rela- 
atively  with  ecu^h  other,  and  the  back  edge  c  of  the  saw,  substantially 
as  and  for  the  purpose  set  forth. 

No.  19,300. — Qt,  P.  Kbicham,  jr.,  of  Bloomington,  Ind. — Improved 
Method  of  Straining  Reciprocating  Saws, — Patent  dated  February  9, 
1858. — The  nature  of  this  improvement  will  be  understood  from  the 
claim  and  illustrations. 

The  inventor  says:  I  do  not  claim,  broadly  and  separately,  con- 
necting a  saw  at  both  ends  to  crank  pulleys. 

But  I  daim  connecting  the  slides  c  c  at  both  ends  of  the  saw  to 
crank  pulleys  a  a  on  the  shafts  B  C  by  means  of  pitman  &,  the  opposite 
ends  of  the  shafts  B  C  being  connected  by  the  crank  or  cranks  E  and  pit- 
man or  pitmen  F,  whereby  the  shafts  are  made  to  move  simultaneously, 
and  the  same  relative  positions  of  their  cranks  and  working  parts  con- 
nected therewith  retained  at  all  points  of  their  movement,  and  the 
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saw  D  operated  or  driven,  and  kept  equally  strained,  or  at  the  same 
degree  of  tension,  at  all  points  ot  its  stroke,  substantially  as  described. 

No.  19,893. — John  C.  Clinb,  of  Philadelphia,  Pa.,  assignor  lo 
Himself  and  Samubl  Rhodes,  of  said  Philadelphia.  — Improved  Method 
of  Guiding  Reciprocating  Scroll  Saws. — Patent  dated  April  6,  1858. — 
In  this  invention  an  ordinary  mandrel  6,  pivoted  at  7  and  8,  having 
a  cast  steel  pinion  9  directly  over  and  gearing  into  the  driving 
wheel  F.  When  it  is  desired  to  adapt  the  machine  to  the  circular 
saw,  the  whole  operation  is  performed  by  an  expert  workman  within 
the  space  of  five  minutes,  and  consists  in  relaxing  the  swivel  L,  re- 
moving the  jig  saw  X,  and  the  top  b  of  the  table,  then  removing  the 
connecting  rod  2  by  loosening  the  bolt  10,  removing  or  turning  out  of 
the  way  the  cross-head  B,  and  unscrewing  the  pivot  bearing  the 
mandrel,  and  slipping  the  circular  saw  into  place  between  the  washer 
11  and  the  mandrel  head  12. 

Claim, — The  employment  of  a  cap  3,  in  combination  with  a  tubular 
guide  Zy  in  the  manner  and  for  the  purpose  substantially  as  set  forth 

No.  19,534. — Henry  F.  Shaw,  of  Boston,  Mass.,  assignor  to  Him- 
self and  Moses  U.  Graqg,  of  said  Boston. — Improved  Method  of  Ope- 
rating  Scroll  Saws, — Patent  dated  March  2,  1858. — This  invention 
consists  in  the  use  of  sets  of  double  arms,  and  attaching  the  two  ends 
of  the  saws  to  the  centres  of  the  strips  which  unite  the  extremities  of 
said  arms  ;  by  means  of  which  arrangement  the  saw  is  carried  up  and 
down  in  a  nearly  vertical  position. 

Claim, — The  use  of  the  two  sets  of  double  arms,  constructed  sub- 
stantially as  described,  and  attaching  the  two  ends  of  the  saw  to  the 
centres  of  the  strips  E  and  H,  which  unite  the  extremities  of  said 
arms,  substantially  as  set  forth  and  for  the  objects  specified. 

No.  19,033. — Robert  Law,  of  Portage  City,  Wisconsin. — Improved 
Shingle  Machine, — Patent  dated  January  5,  1858. — This  invention 
consists  in  the  employment  of  a  pendulous  frame  B,  provided*  with  a 
proper  clamp  to  hold  the  bolt  P,  and  arranged  relatively  with  a  cir- 
cular saw  D,  and  setting  device  for  adjusting  the  bolt  within  the  frame  ; 
the  whole  being  so  arranged  that  the  shingles  are  cut  from  the  bolt 
and  adjusted  so  as  to  be  cut  in  proper  taper  form. 

Claim, — First.  The  combination  ot  the  pendulous  frame  B  which 
receives  the  bolt  I^  and  the  saw  D,  arranged  substantially  as  and  for 
the  purpose  set  forth. 

Second.  The  peculiar  means  employed  for  securing  and  adjusting 
the  bolt  I  in  the  pendulous  frame  E,  viz  :  the  adjustable  plate  I,  loaded 
cord  K,  connected  with  spring  L^  the  corrugated  bottom  plate  F,  and 
lever  G,  with  bar  &^,  arranged  substantially  as  shown  and  described. 

No.  19,136. — George  Derby  and  James  E.  Young,  of  Augusta,  Me. — 
Improved  Shingle  Machine, — Patent  dated  January  19,  1858. — The 
nature  of  this  invention  will  be  understood  by  an  examination  of  the 
claim  and  engravings. 

The  inventors  say  :  We  claim^  first,  efifecting  a  continuous  recipro- 
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cation  of  the  shingle  carriage  by  means  of  a  pinion  wheel  H  and  the 
tooth  bar  F,  which  has  only  a  single  line  of  teeth  c  c,  and  is  arranged 
loosely  in  grooves  on  the  under  side  of  the  carriage,  so  as  to  be  com- 

{)elled  to  move  with  it  longitudinally,  and  yet  to  be  capable  of  moving 
aterally  to  the  right  and  left,  independently  of  it,  and  at  the  comple- 
tion of  each  stroke  of  the  carriage,  of  alternately  assuming  positions 
which  are  opposed  to  one  another,  and  which  are  oblique  or  diagonal 
to  the  path  in  which  the  carriage  is  moving,  and  which  will  allow  the 
pinion  to  take  hold  of  the  opposite  side  of  the  teeth^  substantially  as 
and  for  the  purposes  set  forth. 

Second.  The  head-block  N,  when  furnished  with  a  yoke  0,  which 
has  ears  h  A,  and  a  set  screw  9,  in  combination  with  the  grooved  shingle 
carriage  B,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,199. — Elijah  Morgan,  of  Morgantown,  Va. — Improved 
Shingle  Machine. — Patent  dated  January  26,  1858. — This  invention 
relates  to  the  particular  device  for  receiving  and  holding  the  bolt  5, 
to  give  it  the  proper  inclination  for  defining  the  taper  of  the  shingle, 
and  also  to  the  auxiliary  adjustable  carriage  G,  which  regulates  the 
angle  at  which  the  bolt  is  brought  up  to  the  saw. 

The  inventor  says :  I  dainty  in  combination  with  the  traversing  car- 
riage G,  the  horizontally  semi-rotating  piece  I,  with  its  flanges  m  n 
and  m^  n^,  operated  in  the  manner  and  for  the  purpose  set  forth. 

I  also  claim,  in  combination  with  the  carriage  G,  the  auxiliary  car- 
riage H,  when  made  susceptible  of  adjustment  as  set  iorth,  for  the 
purpose  of  changing  the  line  or  angle  at  which  the  bolt  is  brought 
against  the  saw,  as  described. 

No.  19,233  — David  M.  Boyd,  of  Indianapolis,  Indiana. — Improved 
Shingle  Machine. — Patent  dated  February  2,  1858. — The  nature  of 
this  improvement  will  be  understood  from  the  claim  and  engravings. 

Claim. — The  arrangement  and  combination  of  the  reciprocating 
sliding  frame  D,  with  the  wheels  C  A  and  0,  when  the  parts  or  their 
equivalents  are  all  arranged  as  a  whole,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

No.  19,293. — William  Grbgor,  of  New  York,  N.  Y. — Improved 
Shingle  Machine. — Patent  dated  February  9, 1858. — The  double-edged 
knife  K  is  attached  to  the  bed-plate  A  near  the  centre  by  means  of  the 
pins  p  py  but  in  such  a  manner  as  to  allow  the  knife  an  up  and  down 
as  well  as  an  inclined  motion  forward  or  backward  as  may  be  desired. 
H  H  are  two  rods  provided  with  inclined  surfaces  n  n^  at  each  end, 
by  which  the  ends  of  the  slides  D  D  are  alternately  raised  up  and 
kept  in  an  inclined  position  with  the  surface  of  the  bed-plate. 

Claim. — The  arrangement  of  two  slides  turning  upon  centres  and 
acted  upon  by  inclined  surfaces,  which  latter  are  operated  by  the 
motion  of  the  bed-plate,  as  described. 

I  further  claim  the  attachment  of  a  double-edged  knife  to  the  bed- 
plate in  the  manner  described,  moving  back  and  forth  with  said  bed- 
plate^ and  at  the  same  time  being  acted  upon  by  the  above-mentioned 
itlides^  in  the  manner  as  and  for  the  purpose  set  forth. 
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No.  19,349. — George  Craine,  of  Fairfield,  Iowa. — Improved  Shingle 
Machine, — Patent  dated  February  16, 1858. — The  claim  and  engraving 
will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daim^  first,  in  combination  with  the  pivoted 
reciprocating  cradle  L,  the  pawl  lever  t^,  ratchet  v,  and  its  shaft  u, 
for  tilting  said  cradle  alternately  from  one  side  to  the  other  to  form 
the  butts  and  points  of  the  shingle,  substantially  as  described. 

I  also  claim,  in  combination  with  the  reciprocating  carriage,  the 
device  for  giving  to  it  a  slow  forward  motion  and  a  quick  backward 
motion,  viz:  the  elliptical  spur  gears  E  F,  with  their  shafts,  cranks 
and  connecting  rods,  as  set  forth  and  represented. 

I  also  claim  so  arranging  the  two  carriages  and  two  saws  as  that 
one  shall  serve  as  a  check  balance  or  governor  to  the  other,  and  vice 
versa,  by  making  the  sum  of  the  forces  of  the  two  saws  when  sawing 
to  conform  to  that  of  one  of  them  when  it  alone  is  sawing,  the 
compensation  being  effected  by  the  comparative  length  of  the  kerfs 
that  each  or  the  single  saw  may  be  cutting,  as  set  forth. 

No.  20,638. — Jbrrib  R.  Hall,  of  Brunswick,  Maine. — Improved 
Shingle  Machine. — Patent  dated  June  22,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  standing  the  bolt  on  the  end  to 
be  sawn  sidewise,  as  the  same  thing  in  principle  is  accomplished  by 
other  machines. 

Neither  do  I  claim  the  wheel  with  alternate  long  and  short  teeth. 

But  I  daim^  first,  the  combination  of  rods  q  q^  with  their  pins  7*  7, 
thimbles  5*  5«  with  their  slots  6  8,  slaves  2  2*.  and  the  pawls  1  1«,  in 
combination  with  notched  wheels  4  4^  and  feed  rollers  T  T^  for  feed- 
ing the  bolt  to  the  saw. 

Second.  The  arrangement  of  frame  U  in  relation  to  the  other 
parts  for  fastoLing  and  holding  the  bolt  while  being  sawn. 

Third.  The  hinged  fender  E  with  its  cord  and  spring  Z. 

Fourth.  The  combination  of  springs  m^  and  n^  clutch  lever  j*, 
lever  R,  car  n,  with  its  catch  S^  cams  Q  and  PS  in  combination  with 
pulleys  P  P  and  h  h^  for  giving  motion  to  the  carriage  Y,  all  of  which 
operate  substantially  as  and  for  the  purpose  set  forth. 

No.  20,876. — Erastus  Hall  <and  Joel  F.  Stewart,  of  East  Ran- 
dolph^ New  York. — Improved  Shingle  Machine. — Patent  dated  July 
13,  1858. — This  invention  consists  in  the  peculiar  means  employed 
for  feeding  and  setting  the  bolt  to  the  saw,  whereby  the  machine  is 
rendere<i  automatic  in  its  operation,  or  the  bolt  when  applied  or 
adjusted  to  the  carriage,  and  the  machine  put  in  operation,  is,  by  a 
continuous  operation,  without  attendance,  sawed  into  shingles  of 
proper  taper  form. 

The  inventors  say :  We  daim  the  rack  J  pivoted  to  the  carriage  I, 
in  combination  with  the  rod  L,  plate  F,  pinion  w,  and  lever  G,  with 
weight  H  attached,  the  parts  being  arranged  as  shown,  for  the  purpose 
of  feeding  the  bolt  to  the  saw  and  gigging  back  the  same  automati- 
cally, as  shown. 

We  also  claim  setting  the  bolt  of  the  saw  by  means  of  the  bar  M^ 
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provided  with  the  rack  k  i,  operated  by  the  backward  movement  of 
the  carriage  through  the  medium  of  the  wipers  m  m  aad  boss  or  hub 
0  on  shaft  N,  provided  with  spiral  ledges  n  and  the  spring  catcti 
Py  the  parts  being  arranged  to  operate  conjointly  and  automatically 
with  the  carriage  I,  as  described. 

No.  21,490. — AuoasTUS  Day,  of  Detroit,  Michigan. — Improved 
Shingle  Machine, — Patent  dated  September  14,  1868. — This  invention 
consists  in  the  use  of  a  riving  or  splitting  knife  E,  jointing  cutters 
H  H,  planers  M,  and  a  squaring  knife  Y,  arranged,  operated,  and  Hsed 
in  connexion  with  retaining  dogs  and  other  concomitant  parts,  whereby 
the  several  operations  of  riving  or  splitting,  jointing,  planing,  and 
squaring  may  be  done  by  one  and  the  same  machine  at  one  operation, 
and  the  work  performed  in  a  perfect  manner. 

The  inventor  says  :  I  claim,  first,  the  butting  or  squaring  knife  V, 
operated  by  the  curved  arms  T,  and  used  in  connexion  with  the 
stationary  knife  V*  and  adjusting  clamps  W. 

Second.  The  combination  of  the  riving  knife  E,  jointing  cutters 
H  H,  planers  M  M  and  Z  Z,  and  butting  or  squaring  knives  Y  Y^; 
the  whole  being  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  21,744. — Jonathan  Crbagkr,  of  Cincinnati,  Ohio. — Improved 
Circular  Sawing  Shingle  Machines, — Patent  dated  October  12,  1858. — 
This  invention  consists  in  a  construction  of  feed  rest  by  which  the 
bolt  or  block  is  forwarded  with  a  specific  diagonal  presentation  to  the 
saw,  so  that  the  entire  cut  is  in  the  direction  of  the  grain;  in  a  device 
by  which  the  power  is  made  available  for  advancing  the  bolt  to  the 
action  of  the  saw  at  the  option  of  the  operator,  and  in  devices  for  in- 
suring the  proper  discharge  of  the  shingles. 

The  inventor  says :  I  ctotm,  first,  the  feed  rest  D  cf  E  tangential  to 
the  saw,  at  the  end  toward  which  the  saw  cuts,  and  having  a  motion 
parallel  to  the  plane  of  the  saw,  as  set  forth. 

Second.  In  this  connexion  the  feed  rolls  ii  G  and  their  accessories, 
constructed  to  elevate  the  feed  rest  by  power  under  control  of  the 
operator,  as  set  forth. 

Third.  The  use  in  this  connexion  of  the  elastic  fingers  M^  M,  as  set 
forth. 

No.  20,704. — K.  Freeman,  of  Fond  du  Lac,  Wisconsin. — Improved 
Rotary  Shingle  Machine, — Patent  dated  June  29,  1858. — This  inven- 
tion consists  in  the  employment  of  a  horizontal  rotating  carriage  E, 
circular  saw  C,  setting  plate  or  bed  F  Gr,  and  dogs,  so  that  it  will  saw 
shingles  with  the  proper  taper  from  a  series  of  bolts  very  quickly. 

Olaim, — The  horizontal  rotating  plate  or  carriage  E,  circular  saw 
C,  stationary  and  setting  beds  F  Gr,  and  jaws  c  dy  in  connexion  with 
the  roller  K  and  arm  o;  the  whole  being  arranged  to  operate  substan- 
tially as  bnd  for  the  purpose  set  forth. 

No.  20,174. — A.  C.  Sawyer,  of  Canton,  N.  Y. — Improved  Deviceby 
which  the  Width  of  the  Bolt  Checks  the  Feed  in  Shir^gle  Machines. — 
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Patent  dated  May  4,  1858. — The  nature  of  this  invention  will  be 
understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  do  not  claim  the  use  of  a  race  bar  N,  nor  do  I 
claim  or  limit  myself  to  the  use  of  a  rack  and  pinion  feed,  as  a  screw 
or  chain  could  easily  be  substituted  ;  nor  do  I  limit  myself  to  the  par- 
ticular place  in  which  the  lever  L  hangs,  whether  before  or  after  the 
saw. 

But  I  claim  the  use  of  a  lever  L  hanging  by  the  side  of  the  saw  in 
such  a  manner  that  the  bolt,  in  running  under  it,  willjraise  or  lower  it 
and  adjust  the  travel  of  the  carriage,  for  the  purpose  and  in  the  manner 
substantially  as  set  forth. 

No.  20,501. — Elijah  Morgan,  of  Morgantown,  Virginia. — Improved 
Device  for  Operating  the  B6U  to  'Obtain  Taper  in  Shingle  Machines. — 
Patent  dated  June  8,  1858. — When  sawing  shingles,  and  the  swings 
H  H  are  properly  set  on  the  roller  F,  the  lever  c  is  changed  at  every 
through  from  the  notch  1  to  the  notch  3,  and  vice  versa.  When  saw- 
ing staves  or  heading,  the  lever  is  set  at  the  notch  2.  When  the 
notches  1  3  are  being  used,  the  switch  L  is  let  down  so  as  to  allow  it 
to  slip  past  the  notch  2  without  catching. 

Claim. — The  combination  of  the  eccentric  roller  F,  the  swings  H  H, 
and  the  lever  stop  and  switch,  substantially  in  the  manner  and  for  the 
purpose  set  forth  and  described. 

No.  19,193. — W.  D.  GusEMAN,  of  Morgantown,  Virginia. — Improved 
Device  /or  Shifting  the  BoU  to  Effect  the  Taper  in  Sliingle  Machines. — 
Patent  dated  January  26,  1858. — This  invention  consists  in  a  device 
for  receiving  the  bolt  every  time  it  is  dropped  from  its  carriage,  so  as 
not  only  to  change  the  ends  thereof  from  which  the  butts  and  points  of 
the  shingles  are  cut^  but  also  to  regulate  the  taper  and  thickness  of 
the  shingle  as  may  be  required. 

Claim, — ^The  rocking  pieces  N  N,  with  their  adjustable  tongues  u  u 
and  boxes  m  m,  for  forming  a  bed  to  receive  the  bolt  and  reverse  its 
inclination,  so  as  to  cut  on  the  shingles'  butt  and  point  and  adjust 
their  taper  and  thickness,  as  set  forth. 

No.  20,553. — Elbridgb  Drakb,  of  Gardiner,  Maine. — Improved 
Device  in  Feed  Motion  of  Shingle  Machines, — Patent  dated  June  15, 
1858. — When  the  machine  is  in  motion  the  carriage  will  move  up 
until  the  dog  D  strikes  the  lever  E,  when  the  slide  C  will  commence 
moving  in  the  reverse  direction,  drawing  the  knee  H  up  until  the  catch 
T  of  the  knee  I  drops  under  the  end  of  the  knee  H.  The  pin  M  is 
then  at  the  point  N  of  the  slot  N,  and  the  projection  0  of  the  knee  G 
is  resting  upon  the  catch  of  the  knee  F. 

Claim. — The  application  to  shingle  machines  of  the  knee  G,  com- 
bined with  the  slide  C,  in  such  manner  as  will  produce  the  desired 
effect,  as  described. 

No.  19,275 — ^TwKNTYMAN  Wood,  of  Greenwich,  Conn. — Improved 
Method  of  Feeding  the  BoU  in  Shingle  Machines. — Patent  dated  Feb- 
ruary 2y  1858. — This  invention  consists  in  the  arrangements  of  parts 
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for  securiDg  the  proper  vibratioDS  of  the  blocks  from  which  the  shingles 
are  cut.  This  vibration  is  controlled  to  produce  the  desired  result  by 
the  pins  /  working  into  and  out  of  the  notches  g  on  the  outer  edge  of 
the  plate  ky  said  notches  being  so  constructed  and  arranged  in  relation 
to  the  other  parts  that  the  stock  E  will  be  vibrated  as  it  is  moved  to 
bring  the  timber  under  the  knife  to  give  the  proper  shape  to  the 
shingle,  and  bring  the  point  of  it  at  either  end  alternately,  the  arms 
M  being  kept  up  to  the  plate  k  by  the  spring  A,  which  is  so  attached 
to  both  arms  as  to  have  a  tendency  to  draw  them  together. 

The  inventor  says :  I  daim  the  combination  of  the  notched  or  corru- 
gated guides  with  the  arms  M,  or  their  equivalents,  and  an  apparatus 
ior  setting  the  block  forward  to  the  knife,  as  set  forth. 

No.  22,350. — Henry  T.  Clay,  of  Gardiner,  Me. — Improvement  in 
Shingles. — Patent  dated  December  21,  1858. — The  nature  of  this  in- 
vention consists  in  the  peculiar  shape  of  the  shingle,  it  being  so 
constructed  that  a  portion  of  the  shingle  at  the  butt  is  made  of  an 
uniform  thickness,  as  from  a  a  to  bb,  and  from  the  point  b  on  the 
upper  side  of  the  shingle  it  is  tapered  to  the  point  c  ;  thus  giving  it 
all  the  taper  on  the  upper  side,  as  &  to  c,  and  a  perfect  straight 
surface  on  the  under  side,  as  from  6  to  c,  and  a  perfect  straight  surface 
on  the  under  side,  as  from  a  to  c. 

The  inventor  says  :  I  cZatm,  first,  a  shingle  of  uniform  thickness  at 
the  butt,  so  far  as  it  is  to  be  laid  to  the  weather. 

Second.  A  shingle  that  commences  to  taper  at  the  point  on  the 
upper  side,  where  the  next  layer  above  covers  it,  and  tapers  all  on  that 
side. 

No.  21,453. — C.  L.  Story,  of  Owensboro',  Ky. — Improved  Method 
of  Manvfacturing  Shingles  from  the  Log, — Patent  dated  September  7, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  circular  saws,  rotary  cutters, 
and  travelling  carriages  have  been  used  and  arranged  in  many  ways 
for  sawing  various  articles,  and  I  do  not  claim  broadly  the  use  of  such 
parts,  irrespective  of  their  arrangement,  as  shown. 

I  daim  the  circular  saw  C,  rotary  and  laterally  moving  cutters  h  h  t, 
the  rotary  cutters  a  a,  and  travelling  carriage  I,  arranged  and  com- 
bined, as  shown,  whereby  the  shingles  are  cut  from  the  bolt,  tapered 
and  jointed  at  one  operation. 

I  also  claim  the  particular  means  described  for  rotating  the  bolt  M 
at  each  terminat^ion  of  the  movement  of  carriage  I,  and  thereby  setting 
the  bolt  to  the  saw,  to  wit:  the  screw  n* ,  worm  wheel  m* ,  actuated  through 
the  medium  of  the  arm  o*,  rod  p^  bar  }*,  rod  r*,  and  guide  ledge  P. 

No.  22,083. — Gborgb  H.  Mallory,  of  New  York,  N.  Y. — Improved 
Machine  for  Sawing  and  Planing  Shingles. — Patent  dated  November 
16,  1858. — The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

Claim. — The  particular  means  employed  for  adjusting  the  bolt  J  to 
the  saw,  in  order  to  give  the  taper-form  to  the  shingle,  in  combination 
with  the  means  employed  for  adjusting  or  moving  the  planer  C  to  it« 
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work,  to  wit,  the  bars  p  q,  connected  as  shown  by  the  pendant  q^  and 
set  screws  t  ty  operated  by  the  wiper  u  and  pins  c  c,  and  attached, 
respectively,  to  the  bar  I,  containing  the  jaws  n  n,  which  hold  the  bolt 
J  and  the  bar  Vy  connected  with  the  planer  head  D;  the  whole  being 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  19,167. — MosHB  D.  and  Alphbus  Wells,  of  Morgantown,  Va. — 
Improved  Method  of  Bating  and  Pointing  the  Bdt  to  he  Sawed  into 
Shingles. — Patent  dated  January  19,  1858. — The  nature  of  this  in- 
vention consists  in  resting  the  bolt  upon  two  sharp-edged  vertical 
slides  B  B,  alternately  elevated  and  depressed  by  the  movement  of  a 
horizontal  piece  D,  upon  which  they  rest. 

The  inventors  say  :  We  make  no  claim  to  regulating  the  position 
of  the  bolt  by  an  oscillating  table. 

But  we  daim  the  vertical  knife-ed^e  slides  B  B^  and  horizontal 
doable  inclined  slide  D,  in  combination  with  each  other,  and  the 
carriage  and  saw,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,886. — LuKB  L.  Knight  and  D.  H.  Rice,  of  Barre,  Mass. — 
Improved  Spoke  Machine. — Patent  dated  October  26,  1858. — This  in- 
vention consists  in  the  employment  or  use  of  two  carriages,  in  con- 
nexion with  a  proper  cutting  tool  or  tools,  arranged  and  operated  so 
that  when  the  machine  is  in  full  operation  two  spokes  are  in  course  of 
construction  at  the  same  time,  the  desired  work  produced  in  a  rapid 
and  perfect  manner. 

The  inventors  say :  We  claim  the  employment  of  two  carriages  L^ 
L*,  in  combination  with  expanding  cutter  heads  0  0,  or  any  proper 
cutting  tool,  arranged  to  operate  substantially  as  and  for  the  purposes 
set  forth. 

We  also  claim  the  circular  saw  (J,  in  combination  with  the  expanding 
cutter  heads  0  0,  when  the  parts  are  connected  so  as  to  operate  con- 
jointly as  shown,  to  wit :  as  regards  their  lateral  and  rotating  move- 
ments, and  used  in  connexion  with  the  carriages  L^  L^,  for  the  pur- 
pose specified. 

We  further  claim  the  loaded  arms  e,  attached  to  the  swivels  d, 
the  arms  forked  at  their  outer  ends  and  used  in  connexion  with  the 
curved  bars^;  the  whole  being  arranged  substantially  as  and  for  the 
purposes  set  forth. 

No.  20,459 — Charles  H.  Weston,  of  Nashua,  N.  B.,— Improved 
Spoke  Shave. — Patent  dated  June  1,  1858. — The  claim  and  engrav- 
ings will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  c^atm,  first,  the  plate  B,  provided  with  arms 
6  6,  so  as  to  operate  substantially  as  set  forth,  in  combination  with  the 
fulcrum  arms  a  a,  and  thumbscrew  G,  and  projections  d  e2,  both  as  a 
cap  and  holder  to  the  cutter  c. 

Second.  Making  the  cap  or  holder  B  adjustable  by  means  of  knobs 
e  e  and  holes  1  2,  or  their  equivalents,  that  it  may  operate  either  as 
^  simple  cap  and  holder  to  the  cutter  C,  or  in  combination  with  it  as 
the  upper  iron  of  a  double  iron  plane,  substantially  as  described. 
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No.  20,855. — Leonard  Bailey,  of  Winchester,  Mass. — Improved 
Spoke  Shave, — Patent  dated  July  13,  1858. — This  invention  consists 
in  an  improved  spoke  shave,  constructed  with  its  bearing  surface  in 
front  of  its  cutter  B*,  applied  to  the  stock  by  means  of  a  lever  C, 
having  an  adjusting  screw  c  or  its  equivalent,  or  an  adjusting  and  a 
retracting  spring  I,  so  applied  to  it  as  to  enable  the  bearing  surface 
to  be  moved  either  toward  or  away  from  the  cutting  edge  of  the  cutter, 
in  order  to  diminish  or  enlarge  the  chip  passage  as  well  as  to  vary  the 
angular  position  of  the  bearing  surface  with  respect  to  that  in  rear  of 
the  cutter  ;  also  in  an  application  and  arrangement  of  a  protecting 
cavity  or  chamber  with  respect  to  the  lever  and  its  retracing  spring. 

The  inventor  says  :  I  daim  the  improved  spoke  shave,  as  constructed 
with  its  bearing  surface  in  front  of  its  cutter,  applied  to  the  stock  by 
means  of  a  lever  having  an  adjusting  screw,  or  its  equivalent,  or  a 
screw  and  a  spring  applied  to  it,  so  as  to  enable  the  said  bearing  sur- 
face to  be  moved,  with  respect  to  the  cutter  and  the  bearing  surface  in 
rear  thereof,  substantially  in  manner  as  described. 

I  also  claim  the  arrangement  and  application  of  a  protecting  cavity 
or  chamber  within  the  lever,  and  to  the  spring  thereof,  in  manner  and 
for  the  purposes  set  forth. 

No.  20,642.— Andrew  Hofbr  and  George  Wilkinson,  of  Colon, 
Michigan. — Improved  Machine  for  Setting  Spokes  in  Hubs. — Patent 
dated  June  22,  1858. — In  order  to  attach  the  sweep  to  the  hub  the 
plate  B  is  placed  over  its  front  end,  the  operator  grasps  the  handle  A, 
and  then  shoves  the  plate  B  around  by  means  of  the  handle  E.  As 
the  plate  B  is  turned  the  curved  grooves  a  actuate  the  jaws  G  and 
force  them  toward  the  centre  of  the  plate  B.  The  jaws  are  pressed 
against  the  edge  of  the  hub  and  secure  the  disk  A  firmly  to  it  and 
•  concentric  with  it.  The  pawl  h  prevents  the  casual  movement  of  the 
plate  B. 

Claim. — The  disk  A,  having  teeth  f  formed  on  a  portion  of  its 
periphery,  and  curved  grooves  a  made  in  its  inner  face,  the  plate  B, 
provided  with  slotted  arm«,  in  which  jaws  0  are  placed,  the  plate 
oeing  provided  with  a  pawl  h  and  handle  E,  and  fitted  to  the  disk  by 
means  of  the  pin  /  and  nut  G,  the  pin  forming  the  axis  of  the  sweep 
D  ;  the  whole  being  combined  and  arranged  as  and  for  the  purpose 
set  forth. 

No.  21,830.— William  HALDERMAN,of  Freeport,  Illinois.— Improved 
Stave  Jointer.— FAient  dated  October  19,  1858. — This  invention 
consists  in  the  employment  of  a  rotating  polygonal  feed  wheel,  in 
connexion  with  conical  cutter-heads,  arranged  so  that  staves  may  be 
jointed  in  a  perfect  manner,  and  also  dressed  or  cut  in  proper  taper 
form  for  the  bilge. 

Claim. — The  combination  of  the  rotating  conical  cutter-heads  1 1 
and  the  polygonal  feed- wheel  E,  arranged  for  joint  action,  substantially 
as  and  for  the  purpose  set  forth. 

No.  19,064.— Leonard  B.  Averill,  of  Barre,  Yermout.— Improved 
Stave  Machine. — Patent  dated  January  12,  1858. — Fig.  2  represents 
the  top  of  the  main  frame,  with  the  shave's  pinion  wheel,  cog  wheel, 
and  crank,  attached  to  the  frame  in  their  proper  places. 
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At  one  end  of  the  carriage  (fig.  3)  there  is  a  steel  spring,  one  end 
of  which  is  holted  to  the  carriage,  the  other  end  is  raised  from  one  to 
two  inches  ahove  it,  and  is  marked  g;  near  the  other  end  of  the 
carriage,  and  extending  to  within  ahout  twelve  or  fifteen  inches  of  the 
end  of  the  spring,  a  piece  of  plank  is.  holted  to  the  carriage,  being 
about  two  inches  thick  and  of  a  width  sufficient  to  fill  the  space 
between  the  side-pieces,  one  end  of  which  is  cut  down  half  the 
thickness  for  about  three  inches  from  the  end  ;  near  the  end  of  which 
is  a  dog  to  hold  one  end  of  the  stave  to  be  shaved,  and  near  the  edge 
of  the  dog  there  are  screws  which  may  be  raised  or  lowered  to  govern 
the  thickness  of  the  stave  to  be  shaved  ;  near  the  centre  of  the  last 
mentioned  plank  there  is  another  dog  to  hold  one  end  of  the  stave  to 
be  shaved ;  one  end  of  the  stave  is  placed  on  the  end  of  the  spring, 
and  the  other  is  made  fast  by  the  dog,  and  in  such  a  manner  that  the 
shave  will  cut  a  little  across  the  grain  ;  the  shave  begins  to  cut  over 
the  spring,  cuts  one  side,  when  the  stave  is  passed  to  the  other  end  of 
the  carriage  and  made  fast  in  a  similar  manner,  when  the  other  side 
is  shaved. 

Claim. — The  arrangement  and  combination  of  the  different  parts  of 
the  machine  in  the  manner  and  for  the  purpose  specified. 

No.  19,308. — EuAS  Moorb,  William  Clark,  and  Jambs  Lindsbt,  of 
Shelbyville,  Indiana. — Improved  Stave  Machine. — Patent  dated  Feb- 
ruary 9,  1858. — The  machine  operates  as  follows :  The  timber,  after 
a  thorough  preparatory  steaming,  is  placed  upon  the  table  E  in  front 
of  the  knife  B  and  between  the  knives  C  G ;  gauge  F  having  been 
adjusted  to  the  thickness  that  the  stave  is  desired  to  be  cut,  and  the 
knife  frame  being  set  in  motion  from  connecting  rod  H,  after  the 
adjustment  of  cropping-knives  C  C  to  the  length  that  the  stave  is 
required  to  be ;  then  the  operator  moves  said  stick  of  timber  up  to  the . 
gauge  F  as  the  knives  move  up,  and  in  their  downward  motion  the 
stave  is  cut,  both  in  thickness  and  length,  as  it  is  desired. 

Claim. — The  combination  of  parts,  acting  as  a  whole,  substantially 
as  specified,  and  for  the  purposes  set  forth. 

No.  19,444. — ^William  Robinson,  of  Augusta,  Georgia. — Improved 
Slave  Machine.— ?%XQui  dated  February  23,  1858.— The  knives  h  h^ 
are  loosely  connected  with  the  carriage  0  and  bar  E,  and  vary  an 
inclination  with  the  thickness  of  the  bolt.  In  front  of  these  knives 
are  the  cutters  m  m^,  one  secured  to  the  carriage  and  the  other  to  the 
bar  E.  As  soon  as  the  stave  is  separated  it  falls  into  the  space  behind 
the  guide-plate  F,  and  is  caught  bj  a  spring  do^  g  passing  through 
the  longitudinal  piece  G-.  The  motion  of  the  carriage  is  then  reversed, 
and  the  stave  forced  by  this  dog  under  the  spring  roller  r  to  the  double- 
bitted  stationary  cutter  «,  which  is  convex,  and  dresses  the  interior  of 
the  stave. 

Opposite  to  the  plate  H,  and  connected  with  bars  p  p^ ,  is  a  plate  H^ , 
and  at  the  upper  extremities  of  these  bars  are  attached  two  plates  11^. 
These  plates  have  curved  slots  t  which  constitute  the  guide  of  shafts 
u  u^  of  two  systems  of  rotary  cutters  v  v.  The  cutter  shafts  u  u^ 
rest  in  boxes  x  capable  of  vertical  movement  on  rods  2. 
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The  iaventor  says :  I  daim  the  self-adjasting  bar  E  and  cap-piece 
Dy  in  combination  with  the  knives  k  k^,  substantially  as  and  for  the 
purposes  set  forth. 

I  also  claim  the  combination  of  the  expanding  guide-plates  with  the 
rotary  cutters  v  v,  arranged  and  operating  as  set  forth. 

I  further  claim  the  longitudinal  piece  G-,  spring  dog  q^  pressure 
roller  r,  and  stationary  cutter  S^  in  combination  with  each  other  and 
the  rotary  cutters. 

No.  20,737. — William  M.  Sloanb,  of  Buffalo,  New  York. — Im- 
proved  Stave  Machine. — Patent  dated  June  29,  1858. — This  invention 
relates  to  operating  two  rotary  adjustable  cutters  B  B  in  a  vertically 
moving  frame  F ;  in  the  arrangement  and  combination  of  the  said 
cutters  in  relation  to  a  revolving  bed,  feed  rollers  or  frame;  and  in  the 
construction  of  a  cam  K  of  a  peculiar  form  for  the  purpose  of  commu- 
nicating the  required  movement,  the  frame  supporting  the  cutters. 

The  inventor  says :  I  daim  operating  the  two  rotary  cutters  B  B  in 
a  vertically  moving  frame  F,  substantially  as  set  forth. 

Second.  I  claim  the  arrangement  of  the  cutters  B  B  and  P  relatively 
to  the  revolving  bed  A,  former  L,  and  feed  rollers,  for  the  purposes 
and  substantially  as  set  forth. 

Third.  I  claim  the  cam  E,  when  constructed  according  to  the 
formula  and  used  for  the  purpose  as  set  forth. 

No.  19,853. — Abraham  Hupp,  of  Lancaster,  Ohio. — Improved  Method 
€if  Hdding  and  Feeding  the  BoU  in  Stave  Machines. — Patent  dated  April 
6,  1858. — The  nature  of  this  invention  consists  in  the  means  employed 
for  the  purpose  of  adjusting  and  holding  that  portion  of  the  machinery 
for  cutting  different  thicknesses  of  staves,  and  the  combined  arrange- 
ment of  machipery  for  moving  and  holding  the  piece  of  timber  to  the 
cutter  from  which  the  staves  are  cut. 

Claim. — The  combined  arrangement  of  the  levers  14  and  15,  catch- 
rod  21,  and  slides  5  5,  arranged  with  levers  n  n  and  m,  pawl  12, 
ratchet  wheel  8,  cord  7  7,  and  plate  6  6,  all  for  holding  and  feeding 
the  timber  B  to  the  cutter,  as  represented,  and  for  the  purpose  men- 
tioned in  the  specification. 

No.  21,856. — William  Stkblb,  of  Wheeling,  Va. — Improved  Mc^ 
chine  for  Cutting  Staves  from  the  Belt. — Patent  dated  October  19, 
1858. — This  invention  consists  in  the  combination  and  arrangement 
of  the  machinery  in  such  a  manner  that  an  apron  can  be  so  attached 
that  it  can  be  held  under  or  back  of  the  knife  to  support  the  piece 
whilst  it  is  being  separated  from  the  block,  and  then  swung  down  or 
fall  back  so  as  to  allow  the  piece  to  drop  from  the  knife  during  the 
return  motion  of  the  machine. 

The  inventor  says :  I  do  not  confine  myself  to  cutting  wood  in  any 
particular  form  or  shape. 

But  I  daim^  first,  the  use  of  an  apron  M  hinged  to  the  bed  plate 
K,  as  described,  or  otherwise  attached  to  the  machine  in  such  a  man- 
ner that  it  can  be  held  under  or  back  of  the  knife  to  support  the  piece 
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during  the  process  of  cutting,  and  then  swing  down  or  fall  back  to  • 
allow  the  piece  to  drop  from  the  knife. 

Second.  I  claim  the  combination  of  the  levers  L  L  and  stops  B  and 
D,  as  described,  or  their  equivalen^ts. 

Third.  I  claim  my  improvement  to  be  applicable  to  machinery  for 
cutting  steamed  wood  lor  any  or  all  of  the  purposes  for  which  it  is 
now  (or  may  be)  cut. 

No.  22,231. — Isaac  W.  Forbes,  of  Jefferson,  Wis. — Improved  Mar 
chine  for  Gutting  Staves  from  the  Bolt, — Patent  dated  December  7, 
1868. — Before  placing  the  bolt  of  wood  which  is. to  be  converted  into 
staves  upon  the  platform  d^  the  operator  connects  the  vibrating  edge 
of  said  platform  with  the  ribbed  segment  m  by  throwing  the  latch 
bolt  /,  forward  into  the  aperture  a  in  said  segment,  which  keeps  the 
edge  of  the  knife  in  contact  with  the  platform  d  and  prevents  acci- 
dents whilst  the  operator  is  placing  a  block  of  wood  in  its  proper 
position  upon  the  platform. 

Claim. — ^The  arrangement  of  the  hinged  platform  d  and  its  latch 
bolt  /  in  such  a  manner,  with  relation  to  the  concaves  a  and  m  and 
the  knife  h  of  the  cutter  head,  that  the  said  parts  can  be  operated 
substantially  in  the  manner  and  tor  the  purpose  set  forth. 

No.  19,760. — William  B.  Dunning,  of  Geneva,  N.  Y. — Improved. 
Botary  Beciprocating  Knives  for  Smoothing  Staves. — Patent  dated  March^ 
30,  1858. — On  the  arms  D  D  are  attached  the  circular  rims  H  H  H  H^ 
and  to  these  rims  are  attached  the  smoothing  cutters  1 1 1 1.  These^ 
cutters  are  located  at  such  a  distance  from  the  main  rock  shaft  B  as  to* 
correspond  in  that  respect  with  the  jposition  of  the  cutting  saws  G-  G^. 
and  allow  the  staves  to  pass  directly  from  the  saws  through  the  smooth*- 
ing  cutters,  the  stave  being  carried  along  by  the  feed  rollers  K  K  K  K« 

The  inventor  says  :  I  do  not  claim  the  vibrating  saws^  as  they  have^ 
been  used  before. 

But  I  claim  the  construction,  arrangement,  and  employment  of  the» 
oscillating  cutting  tools  for  smoothing  the  stave,  &c.,  substantially  ia 
the  manner  set  forth. 

No.  21,512. — John  McCreart,  of  Delaware,  Ohio. — Improved  Ten- 
oning Machine. — Patent  dated  September  14,  1858. — The  nature  of 
this  invention  consists  in  the  construction  of  a  machine  for  forming 
round  tenons  on  wood  in  such  a  manner  that  tenons  may  be  formed 
either  lengthwise  or  crosswise  of  the  grain  of  the  wood,  and  of  any 
desired  size,  the  machine  being  perfectly  adjustable.  Also  in  so 
arranging  set  screws  for  increasing  the  cut  of  the  cutting  bits  that 
the  edges  may  be  elevated  while  the  backs  rest  firmly,  thus  avoiding 
the  trembling  of  the  bits  occasioned  by  elevating  the  entire  end  of 
the  bit,  as  is  done  in  some  of  the  tenoning  machines  now  in  use. 

The  inventor  says :  Having  fully  described  the  nature  of  my  inven- 
tion, and  being  aware  that  many  kinds  of  machines  have  been  invented 
and  used  by  others  for  forming  round  tenons,  I  therefore  do  not  claim 
forming  such  tenons. 
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But  I  daim  the  coDstmction  and  arrangement  of  the  hit-holders,  as 
set  forth. 
I  also  claim  the  manner  of  applying  the  set-screw^  as  described. 

No.  19,292. — Mahlon  Qrbgg,  of  Philadelphia,  Pennsylvania. — Imr 
proved  Machine  for  Cutting  Tenons  on  Spokes. — Patent  dated  February 
9,  1858. — This  improvement  refers  to  the  construction  of  the  cutter 
head  and  relates  to  the  manner  of  securing  and  adjusting  the  cutters. 
The  cutter  head  consists  of  a  tubular  piece  G  passing  over  the  end  of  the 
Sjpoke  S  and  made  to  revolve  in  guide  C.  Secured  by  bolts  Z  m  n  to  a 
nange  j9  of  this  tube,  are  the  cutter  carrier  P  and  bearer  Q,  the  former 
double  branched  and  embracing  the  latter.  One  branch  of  the  cutter 
bearer  runs  in  a  lever  L  for  turning  the  cutter  head  in  its  guide.  It 
is  adjusted  to  the  size  of  tenon  required  by  moving  the  cutter  carrier 
P  and  bearer  Q  in  opposite  direction. 

The  inventor  says :  I  daim  securing  the  cutters  at  an  angle,  sub- 
fitantially  as  and  for  the  purpose  set  forth. 

I  further  claim  the  combination  of  cutter  carrier  P,  bearer  Q,  and 
tubular  piece  G,  substantially  as  and  for  the  purpose  specified. 

No.  19,806. — James  A.  Woodbury,  of  Winchester,  Massachusetts. — 
Jmproved  Rotary  Cutter  for  Tonguing  and  Grooving. — Patent  dated 
ilarch  30, 1858. — In  the  engravings,  a  a  represent  the  cutter  head  for 
the  tonguing  tools,  and  b  b  the  cutter  head  for  the  ^roovin^  tools. 
The  tongue  cutters  consist  of  two  lip  cutters  c  c,  having  their  sides 
formed  by  cutting  lips  d  d  projecting  beyond  a  chisel  cutter  e;  the 
three  cutters  are  fastened  in  the  cutter  head  a  a  by  screws  and  bolta 
//.  The  groove  cutters  consist  of  a  lip  cutter  g^  projecting  beyond 
and  held  between  the  two  chisel  cutters  h  h. 

Claim. — The  combination  of  the  chisel  cutter  or  cutters  with  the 
lip  cutter  or  cutters,  substantially  as  described. 

No.  20,866. — Georgb  Davibs,  of  Duquesne,  Pennsylvania. — Im- 
proved  Tod  for  Cutting  Cylindrical  or  Tapering  Sticks. — Patent  dated 
July  13,  1858. — This  improved  implement  is  designed  to  cut  pieces 
of  wood  round  and  smooth,  and  either  tapered  or  of  uniform  diameter 
for  handles  of  tools  and  other  purposes. 

Claim. — The  combination  of  the  cylindrical  stock  a,  adjustable 
block  E,  and  bit  F,  constructed  and  arranged  as  described^  forming 
an  improved  tool  for  cutting  round  or  tapered  sticks  for  handles^  &c. 

No.  22,430. — John  Humphrey,  of  Keene,  New  Hampshire. — Im- 
proved Tod  for  Slotting  Clothes  Pins. — Patent  dated  December  28, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Arranging  knives  or  cutters  to  widen  or  flare  the  outer 
ends  of  the  slots  in  clothes  pins  simultaneously  with  the  sawing 
thereof,  by  having  portions  of  the  plate  of  the  saw  removed  and  the 
cutters  secured  to  the  disks  or  flanches  on  the  arbor,  and  held  thereby 
independent  of  the  saw,  as  shown  and  described  ;  by  which  arrange- 
ment a  perfect  and  complete  slot  may  be  cut  at  a  single  operation, 
•and  the  cutters  may  be  quickly  and  accurately  adjusted  to  any  required 
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position  and  securely  kept  therein,  or  be  readily  removed  when  desired, 
as  set  forth. 

No.  20,693. — William  Bbnnbtt,  of  New  York,  N.  Y. — Improved 
Socket  for  Tod  JJandte*.— Patent  dated  June  29,  1868. — The  nature 
of  this  invention  consists  in  rendering  the  socket,  fig.  1,  self- fastening, 
80  that  when  the  handle  is  driven  home  it  becomes  permanently  fixed 
and  immovable,  and  not  liable  to  come  out,  as  in  the  ordinary  method 
of  fastening. 

The  inventor  says  :  I  do  not  claim  broadly  the  socket  having  the 
form  described,  when  used  independently  of  the  wedge. 

Neither  do  I  claim  the  wedge  when  inserted  into  the  end  of  a  handle, 
and  both  handle  and  wedge  driven  into  a  socket  or  space  having  sides 
parrallel  with  each  other,  whether  such  space  or  socket  be  closed  or 
open  at  the  bottom. 

But  I  daim  a  tapering  socket  made  widest  at  the  bottom  or  closed 
end,  in  combination  with  the  wedge  &,  constructed  as  described  and 
for  the  purpose  specified. 

No.  22,167. — Gborob  Coopbr,  of  Berlin,  Wisconsin — Improved  Ar- 
rangernent  of  Gutters  for  Turning  Hubs, — Patent  dated  November  30, 
1858. — The  nature  of  this  invention  consists  in  the  arrangement  of  a 
preparatory  cutter-stock  set  with  a  series  of  edge  cutters,  and  a  main 
catter-stock  set  with  a  finishing  cutter  made  in  one  piece,  or  in  sections, 
in  the  same  machine,  in  such  a  manner  and  in  such  relation  to  each 
other  that  when  the  cutters  of  the  preparatory  cutting-stock  are  brought 
into  action  the  cutters  of  the  main  cutter-stock  are  thrown  out  of  ope- 
rative position,  and  vke  versa. 

Claim, — The  arrangement  in  the  same  machine  of  the  adjustable 
preparatory  and  main  cutter-stocks  D  E,  furnished  with  suitable  cut- 
ters, in  combination  with  any  ordinary  turning  lathe  or  revolving 
centring  shaft,  substantially  as  and  for  the  purpose  set  forth. 

No.  21,443. — Alexander  RicKART,  of  Schoharie,  N.  Y. — Improved 
Machintfor  Turning  Hubs. — Patent  dated  September  7,  1858. — This 
invention  relates  to  a  hub-turning  machine  for  which  letters  patent 
were  granted  to  the  inventor  July  1, 1857.  The  object  of  the  improve- 
ment is  to  obtain  by  far  simpler  means  the  same  result  that  is  obtained 
by  the  patented  machine  above  alluded  to.  The  claim  and  engravings 
will  give  the  reader  an  idea  of  the  present  improvement. 

The  inventor  says  :  I  daim  rotating  the  mandrel  B  of  the  carriage 
D  from  the  cutter-shaft  B,  through  the  medium  of  the  worm  wheel 
and  screw  gearing /A  i  n,  as  described,  it  being  understood  that  I  do 
not  claim  broadly  and  in  the  abstract  the  well  known  mechanical  de- 
vice of  a  worm  wheel  and  screw  gearing,  but  the  parts  above  named, 
when  arranged  with  the  cutter-shaft  B  and  mandrel  K  of  the  carriage 
D,  so  that  the  mandrel  K  will  be  connected  with  the  shaft  B,  and  dis- 
connected therefrom  at  the  proper  time  by  the  movement  of  the 
carriage  D,  for  the  puriJ\/K  described. 
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No.  20,344. — Newton  J.  Glover,  of  Wavelaad,  Indiana. — Improved 
Machine  for  Turning  Irregular  Forma. — Patent  dated  May  25, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  two  traversing  and  vibrating  cutters  L 
L,  arranged  to  work  on  the  opposite  sides  oi  the  piece  of  wood  turned 
in  the  way  and  manner  described. 

I  claim  arranging  the  nuts  or  racks  of  teeth  (upon  which  the  screw 
E  acts  to  traverse  the  cutters)  upon  the  cutter-bars  in  such  a  way  and 
manner  that  when  the  cutters  are  brought  into  action,  tlie  racks  li  and 
V  will  be  brought  to  the  screw  so  as  t^)  traverse  the  cutters,  and  when 
the  cutters  are  thrown  out  of  action  the  racks  which  traverse  them  are 
released  from  the  screw^  as  described. 

No.  22,400. — Keuben  K.  Huntoon,  of  Concord,  N.  H.,  assignor  to 
Himself  and  Jacob  B.  Band,  of  said  Concord. — Improved  Machine  for 
Teaming  Tapering  Twists  on  Wood. — Patent  dated  December  2 1 ,  1858. — 
The  inventor  says:  I  so  apply  the  rests  or  supports  P  P  of  the  guides 
E  to  the  frame  A  as  to  enable  each  of  them,  or  each  two  of  them,  to 
be  adjusted  or  changed  in  height  and  afterward  fixed  in  position. 
This  is  accomplished  by  having  each  guide  move  freely  up  and  down 
in  the  frame,  and  to  be  fixed  therein  by  a  screw.  The  driving-gear  D 
which  is  placed  on  the  mandrel  of  the  twist-block  A  is  applied  thereto 
so  as  to  oe  capable  of  being  freely  turned  thereon. 

Claim. — The  arrangement  of  the  several  separate  devices  described, 
when  operated  as  set  forth,  for  turning  irregular  tapering  forms  of  wood. 

No.  19,711. — Hiram  Plumb,  of  Honesdale,  Pennsylvania. — 7m- 
proved  Machine  for  Turning  Tool  Handles,  &c. — Patent  dated  March 
23, 1858. — This  invention  consists  in  the  employment  or  use  of  a  series 
of  cutters  combined  and  arranged  with  a  pattern  and  stops,  whereby 
a  series  of  the  desired  articles  may  be  turned  and  cut  successively 
from  a  bolt  or  stick  in  a  perfect  manner. 

The  inventor  says :  I  do  not  claim  broadly  and  irrespective  of  the 
arrangement  shown,  the  employment  or  use  of  a  pattern  in  connexion 
with  cutters  to  a  carriage,  for  such  device  has  been  previously  used 
for  the  purpose  of  turning  various  articles. 

But  1  daim  the  employment  of  roughening-off  cutter  K,  socket  J, 
forming  cutter  M,  pattern  0,  finishing  cutter  Q,  and  stops  Jk,  combined 
and  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  21,590. — Gilbert  Bishop,  of  Fairfield,  Connecticut,  assignor 
to  Edward  Whitb,  of  New  York,  N.  Y. — Improved  Machine  for  Cui- 
ting  Veneeis. — Patent  dated  September  21,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  claim,  first,  the  cutting  of  veneers  from 
opposite  sides  of  the  log  by  knives  arranged  and  operating  in  opposite 
directions,  so  as  to  cut  with  the  grain  of  the  wood. 

Second.  The  construction  and  arrangement  of  the  diagonally-faced 
side  pieces  D^  D'  D^,  and  the  sliding  frames  g^  g  g,  in  connexion 
with  the  knives,  so  as  to  give  the  thrust  of  the  knives  into  the  centre 
^f  the  log,  and  thus  cut  the  veneer  clear  from  the  log. 
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Third.  The  arrangement  of  the  wheels  H  H  in  comhination  and 
connexion  with  the  sliding  frames  and  knives,  so  as  to  produce  the 
drawing  cut  at  the  same  time  that  the  knives  are  heing  thrust  in  upon 
the  log. 

Fourth.  The  comhination  and  arrangement  of  cam  19,  the  pair  of 
bars  13  14,  the  connecting  rod  12,  and  vibrating  arm  11,  and  pawl 
and  ratchet,  so  as  to  operate  in  the  manner  described,  to  raise  or  lower 
the  feed  screws. 

No.  19,243. — Nathaniel  T.  Edson,  of  New  Orleans,  Louisiana. — 
Improved  Wheelunrighta'  Machine. — Patent  dated  February  2, 1858. — 

The  form  is  represented  by  fig.  3 ;  the  centre  of  the  form  is  provided 
with  a  shallow  orifice ;  the  outer  rim  is  divided  into  as  many  sections 
as  the  wheel  is  intended  to  contain  spokes ;  there  are  formed  four 
divisions  D  near  the  junction  of  the  spokes  and  hub.  Fig.  2  rep- 
resents a  press  frame  with  a  screw  B. 

Claim. — The  form  or  its  equivalent,  in  combination  with  the  press, 
substantially  as  represented  and  described. 

No.  19,928. — Samuel  Holl,  of  Beading,  Pennsylvania — Improved 
WhedwrigJUa'  Machine.— Feitent  dated  April  13, 1858.— The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  the  advantage  of  cutting  the 
whole  length  of  the  tenons  from  the  circumference  of  the  spokes 
toward  the  centre,  thereby  economizing  time  and  labor  to  what  all 
other  tenoning  machines  require,  as  they  commence  cutting  at  the  end 
of  the  spokes  against  the  grain  of  the  wood ;  consequently  their  cutters 
or  bits  cannot  compete  with  mine  for  economy  and  durability. 

Second.  The  advantage  of  my  machine  answering  the  double  purpose 
of  tenoning  and  hub-boring  on  the  same  frame  or  table  work  without 
removing  the  wheel.  I  am  aware  that  gearing  of  different  kinds  has 
been  heretofore  used,  but  I  am  not  aware  that  this  device  or  motion  of 
gearing  has  been  heretofore  used  for  the  purpose  specified ;  I  therefore 
do  not  broadly  claim  the  gearing  separately. 

But  I  claim  the  sliding  feed  rest  c,  or  anything  essentially  the  same, 
in  combination  with  the  devices  of  the  open  ended  shaft  B,  bevel  gear- 
ing V  and  6,  check-screw  d,  and  nuts  e  andy/,  also  feed-screw  a,  shaft 
7,  spur  gear  8  and  9,  and  guide  b,  when  arranged  as  described,  and 
usea  for  the  purpose  set  forth. 

I  also  claim  the  combination  and  arrangement  of  the  device  for 
cutting  tenons  and  boring  hubs  without  removing  the  wheel  from  the 
machine,  substantially  as  and  for  the  purpose  set  forth. 

No.  21,002. — William  Hinds,  of  Otsego,  New  York. — Improved 
Wheeltorights'  Machine.— Feitent  dated  July  27,  1858.— The  claims 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says:  My  claims  to  the  improvements  embodied  and 
combined  in  this  machine  over  others  for  the  same  uses  are,  that  it  is 
constructed  in  a  stronger,  more  compact,  and  in  a  more  durable  man- 
ner, and  is  less  liable  to  get  out  of  repair.  That  the  machine  in  all  its 
parts  is  in  a  form  to  render  its  construction  simple  and  cheap,  and  caa 
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he  more  speedily  shifted  and  adapted  to  the  different  kinds  of  work  to 
be  performed.  That  it  is  more  simple,  easy,  and  expeditious  to  use, 
and  works  with  a  precision  as  exact  as  man  can  think  or  desire. 

I  daim^  first,  combining;  regular  perpendicular  ways,  both  in  the 
mandrel  carriage  and  in  the  head-blocks  C  C,  to  operate  conjointly  in 
adjusting  the  augers  to  different  positions  for  boring. 

Second.  I  claim  the  method  of  adjusting  the  hubs  for  boring  by 
suspending  and  revolving  them  on  gudgeons  in  a  carriage  that  vibrat^ 
the  other  way  on  a  pin^  and  is  set  and  controlled  by  thumb-screws  at 
d  dj  the  revolving  motion  of  the  hub  being  set  and  controlled  by  index* 
wheels  and  the  latch  at/. 

Third.  I  claim  the  entire  construction  of  the  spoke-holder  H  and 
carriage,  embodied  therewith,  together  with  the  catch  or  hook  for  con- 
trolling  its  motion. 

Fourth.  I  claim  the  wheel-carriage  and  plates  to  be  used  on  the 
ends  of  the  hub  to  confine  the  motion  of  the  wheel  to  the  axis  of  the 
hub  and  axle. 

No.  22,193. — Qborgb  Mullkb,  of  Sacramento,  California. — Im- 
proved Machine  for  Cutting  Gurvxlinear  Surfaces  on  Angular  Pieces  of 
Wood. — Patent  dated  November  30, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

Claim. — A  concave  plane-bit,  with  edges  bevelling  inward  toward 
the  centre,  for  cutting  smooth  chamfers  of  any  shape  on  the  edges  of 
railing  for  express  wagons^  or  on  other  pieces  of  wood,  and  the  stand 
or  rest  connected  therewith  in  the  same  machine  by  means  of  jaws 
movable  in  the  frame.  The  rest  or  stand  may  be  secured  in  any 
desired  angle  toward  the  plane,  to  obtain  a  chamfer  of  any  desired 
depth  and  bevel,  and  also  of  different  shapes. 

No.  19,307. — Hbnrt  Miller,  of  Grafton,  Virginia. — Improved 
Clamp  for  Holding  Rectangular  Pieces  of  Wood  while  being  Bored^ 
Tapped^  dec. — Patent  dated  February  9,  1858. — This  invention  con- 
sists in  combining  with  a  rectangular  box  A,  which  holds  the  cutting 
tool  or  tools,  an  adjustable  support  for  regulating  the  height  of  the 
same,  and  for  sustaining  the  post  G  in  its  vertical  position^  and  a 
screw  clamp  I  which  takes  against  one  of  the  corners  of  the  post  and 
forces  it  aeainst  the  diagonal  corner  of  the  frame,  to  fix  the  horizontal 
position  01  the  said  post,  and  to  firmly  hold  the  bed-post  against  the 
action  of  the  cutting  tools. 

Claim. — The  described  apparatus  for  adjusting,  holding,  and  clamp- 
ing bed-posts,  whilst  their  previously  bored  holes  are  having  the 
screw-threads  cut  therein,  as  explained  and  set  forth. 

No.  20,137. — ^Thomas  Blanchard,  of  Boston,  Mass. — Improved  Mar 
chine  for  Bending  Wood, — Patent  dated  May  4,  1858. — The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

The  inventor  says:  I  do  not  claim  broadly  what  is  termed  '^  com- 
pound bending,"  or  preventing  the  fibres  of  the  wood  from  being 
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distended  longitudinally  while  being  bant  in  the  required  form,  for 
this  process  was  formerly  patented  by  me. 

But  I  claim  the  particular  means  employed  for  thus  bending  the 
wood  in  the  required  form,  for  the  special  purpose  mentioned,  that  is 
to  say,  the  employment  or  use  of  the  rotating  mould  E,  with  the  strap 
G  attached,  in  combination  with  the  sliding  pressure  bar  K,  provided 
with  the  adjustable  slide  or  stop  H,  the  outer  end  of  the  strap  G-  being 
attached  to  the  bar  K  or  box  L,  and  the  parts  arranged  as  shown, . 
whereby  the  strips  N  may  be  bent  in  regular  or  irregular  curved  form, 
with  the  ends  adjoining  each  other,  for  the  manufacture  of  picture  and 
slate  frames,  chair  bottom  hoops,  and  similar  articles. 

No.  19,867. — ^Franz  Nobttb,  of  Brooklyn,  New  York. — Improved 
Machine  for  SpUtting  l^ood.— Patent  dated  April  6,  1858.— This 
invention  consists  in  the  employment  of  an  intermittingly  rotating 
table  and  plunger  provided  with  cutters  arranged  in  a  peculiar  way, 
the  above  parts  being  combined  and  arranged,  whereby  wood  that 
is  sawed  into  proper  lengths  maybe  split  into  kindling  wood  with 
great  facility. 

Claim, — The  intermittingly  rotating  table  or  bed  D,  in  combination 
with  the  vertical  reciprocating  cutter  shaft  F,  arranged  to  operate 
substantially  as  and  for  the  purpose  set  Ibrth. 

No.  19,538. — Hkman  A.  Barnard,  of  Moline,  Illinois. — Improved 
Method  of  Bending  Several  Pieces  of  Wood  of  Unequal  Lengths  a4 
Once. — Patent  dated  March  9,  1858. — This  improvement  will  be  un- 
derstood by  reference  to  the  claim  and  engravings. 

Claim. — Combining  the  clamp  J,  or  its  equivalent,  by  which  the 
timber  is  grasped  and  held  with  the  strip  of  metal  I  and  the  bending 
form  H,  substantially  as  and  for  the  purpose  set  forth. 

No.  20,016. — Amos  H.  Boyd,  of  Saco,  Maine,  assignor  to  Samuel 
F.  Chasb,  of  said  Saco. — Improved  Machine  for  Making  Dowel  Pins. — 
Patent  dated  April  20,  1858. — The  nature  of  this  invention  consists 
in  the  arrangement  of  gangs  of  two  or  more  circular 'saws,  in  combina- 
tion with  a  clamp  carriage,  or  bed  piece,  for  the  purpose  of  holding  and 
splitting  a  board  or  flat  piece  of  wood  into  strips,  and  cross  cutting 
the  strips  into  shorter  pieces,  the  wood  or  board  pieces  being  held 
firmly  and  safely  in  the  clamp  carriage  after  as  well  as  before  it  is 
divided. 

The  inventor  says:  I  daim^  first,  the  slotted  clamp  carriage  or  bed 
piece,  in  combination  with  a  gang  of  two  or  more  circular  saws  for 
splitting  or  cutting  off  wood,  substantially  as  specified. 

Second.  The  arrangement  and  adaptation  of  said  circular  cutters,  in 
combination  with  said  clamp  carriages  and  circular  saws,  substantially 
as  specified  for  the  purpose  specified. 

No.  21,961. — W.  0.  HicKOK,  of  Harrisburg,  Pennsylvania. — Im- 
proved Die  for  Cutting  Wooden  Screws. — Patent  dated  November  2, 
1858. — This  invention  consists  in  making  a  sectional  follower-thread 
immediately  in  rear  of  the  first  cutter,  which  shall  have  the  same 
pitch  as  the  thread  of  the  die,  and  fill  the  groove  as  it  is  made  by  the 
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first  cutter  and  so  compel  the  cylinder  of  wood  upon  which  the  screw 
is  to  be  cut,  as  it  is  being  rotated,  to  advance  to  the  second  cutter 
within  the  die  at  the  regular  speed  required  to  produce  a  perfectly 
uniform  screw  thereon. 

The  inventor  says:  I  do  not  claim  the  arrangement  of  two 
cutters,  in  combination  with  the  lower  die,  so  as  to  cause  the  one  to 
commence  and  the  other  to  finish  the  groove  which  produces  the 
thread  upon  the  cylinder  of  wood  operated  upon,  as  this  arrangement 
and  combination  is  well  known. 

But  I  claim  the  reduced  sectional  thread  E,  in  combination  with 
the  first  cutter  C,  when  the  same  is  made  to  operate  in  the  manner 
and  for  the  purpose  set  forth  and  described. 

No.  21,960. — W.  0.  HiCKOK,  of  Harrisburg,  Pennsylvania. — /m- 
proved  Tap  for  Cutting  Wooden  Screws. — ^Patent  dated  November  2, 
1858. — This  invention  consists  in  constructing  the  cylindrical  projec- 
tion, at  its  cutting  end,  of  a  diameter  slightly  larger  than  the  diameter 
of  the  required  hole  in  the  wood  in  which  the  screw  is  to  be  cut,  and 
making  spirally  around  on  its  outer  side  or  periphery  a  series  of  minute 
threads^  each  of  the  same  pitch  as  that  of  the  regular,  usual  screw- 
threads  of  the  tap. 

Claim. — Making  screw-threads  d  d  around  the  outer  surface  or 
periphery  of  the  cylindrical  projection  6,  so  that  they  shall  0{)erate 
m  the  manner  and  for  the  purpose  described,  the  said  projection  b 
being  made  slightly  larger  than  the  hole  in  the  wood  in  which  the 
required  screw  is  to  be  cut,  for  the  purpose  described. 
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No.  22,129. — John  L.  Mason,  of  New  York,  N.  Y. — Improvement 
in  Moulds  for  Making  Bottles. — Patent  dated  November  23,  1868. — 
By  this  improvement  in  moulds  for  blowing  bottles,  jars,  &o.,  a 
screwthread  is  produced  on  the  neck  of  the  jar  or  bottle  of  a  peculiar 
(Character,  and  which  disposes  the  refuse  portion  of  glass  adhering  to 
the  top  of  the  bottle-neck  on  leaving  the  mould,  so  that  it  will  pre- 
serve the  neck  of  the  bottle  or  jar  in  perfect  form  when  handling. 

The  inventor  says:  I  daim  the  combination  of  the  screw-thread 
with  the  rim/,  and  also  its  combination  with  the  rim  r,  for  the  pur- 
poses set  forth. 

I  also  claim  the  combination  of  the  grooves  in  the  female  screw  of 
the  mould  with  the  air  passages  through  the  mould,  for  the  purposes 
43et  forth. 

I  also  claim  the  '^blow-over,"  as  described,  for  the  purposes  set 
forth. 

No.   21,831. — Thomas  B.   Hartbll,  of  Philadelphia,  Pennsyl- 
vania.— Improved  Apparatus  for  Making   Glass  Stoppers  for  Bot- 
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ilea,  dc. — Patent  dated  October  19,  1858. — This  invention  consists  in 
a  certain  combination  of  a  hollow  block  or  die  with  vertical  recesses, 
a  spindle  and  disk  with  a  groove  for  operating  a  system  of  radial 
punches ;  the  whole  being  arranged  for  joint  action  so  as  to  form  glass 
stoppers. 

Claim. — The  block  or  die  C;  with  its  vertical  recesses,  in  combina- 
tion with  the  spindle  D,  its  grooved  disk  dy  and  the  radial  punches 
a  a,  when  the  whole  are  arranged  for  joint  operation  substantially  as 
and  for  the  purpose  set  forth. 

No.  21,774. — James  Ostrander  and  Jonas  S.  Heartt,  of  Troy,  New 
York. — Improvement  in  Manufacture  of  Fire-Bricks. — Patent  dated 
October  12,  1858. — The  claim  will  give  the  reader  an  idea  of  the 
nature  of  this  invention. 

Claim. — The  manufacturfng  of  fire-bricks,  tiles,  or  blocks  of  a  com- 
position consisting  essentially  of  pulverized  steatite  or  soapstone,  raw 
fire-clay,  (with  or  without  kaolin,)  and  fire-sand  or  ground  '^  biscuit," 
or  both,  the  ingredients  being  mixed  in  the  ratio  specified,  or  in  any 
other  available  proportions,  as  set  forth. 

No.  20,146. — John  W.  Crary,  of  New  Orleans,  Louisiana. — Im- 
proved Brick  Kilns. — Patent  dated  May  4,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  first,  the  peculiar  arrangement  and 
manner  described  of  constructing  the  furnaces  so  that,  by  means  of 
the  arches  B  B  placed  as  specified,  and  constructed  of  brick  or  other 
argillaceous  substance,  intermediate  supports  of  grates  or  otherwise  for 
the  fuel  are  rendered  unnecessary. 

Second.  T.^e  peculiar  arrangement  of  auxiliary  ash-pits  or  air 
chambers  C^  w  th  main  air  chambers  or  ash-pits  C  and  arches  D^  D|, 
formed  by  settiog  the  brick  zigzag  and  alternately  diagonal,  as  speci- 
fied, for  the  purpose  set  forth. 

Third.  The  specified  manner  of  constructing  the  brick  arches  D^  D^, 
when  the  bricks  are  ''set''  as  specified,  so  that  the  horizontal  area  of 
their  interior  chamber  shall  be  greater  than  that  of  the  throat  of  the 
furnaces,  for  the  purposes  set  forth. 

Fourth.  The  specified  zigzag  and  alternately  diagonal  setting  of 
the  brick  throughout  the  kiln,  for  the  purpose  set  forth. 

Fifth.  The  specified  arrangement  and  construction  of  auxiliary  end 
arches  and  furnaces,  in  combination  with  the  main  side  arches,  for 
the  purposes  set  forth. 

Sixth.  The  specified  arrangement  of  vertical  flues  and  horizontal 
passages  in  the  wall,  in  combination  with  the  partly  open  top  and  the 
iiirnaces,  for  the  purpose  set  forth. 

No.  19,236. — Charles  Carnell,  of  Philadelphia,  Pa. — Improve-^ 
ment  in  Brick  Machines. — Patent  dated  February  2, 1868. — The  nature 
of  this  improvement  will  be  understood  from  the  claim  and  engravings. 

The  inveqltor  says :  I  daim,  first,  the  piece  F  in  two  divisions  com- 
posed of  three  plates,   and  the  friction  pins  arranged  alternately  in 
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combination  with  the  levers  M  and  M^  and  adjustable  lugs  N  and  N^^ 
80  as  to  give  M  M^  anj  requisite  amount  of  motion. 

Second.  I  claim,  in  combination  with  the  feeding  device  X  X^,  the 
slip  clutch  2  and  the  forked  rod  6,  the  whole  constructed  and  operating 
as  and  for  the  purposes  set  forth. 

Third.  I  claim,  in  combination  with  the  feeding  device  X  X^  and 
carriage  U,  the  guide  19  and  revolving  table  18,  for  receiving  the 
filled  moulds  from  said  carriage  and  delivering  them  at  the  side  of  the 
machine ;  the  whole  being  constructed  and  operated  in  the  manner  set 
forth  and  described. 

No.  19,366. — Gborgb  0.  Houck  and  Henrt  Gorb,  of  Springfield, 
Ohio. — Improvements  in  Brick  Machines, — Patent  dated  February  16, 
1858. — This  invention  consists  in  a  novel  device  connected  with  the 
pressing  mechanism,  whereby  this  mechanism  may  be  rendered 
inoperative  while  the  tempering  device  is  in  operation.  It  also  con- 
sists in  the  peculiar  means  employed  for  presenting  the  moulds  G  to 
the  press-boxes  and  for  cutting  off  the  excess  of  clay. 

The  inventors  say :  We  daim^  first,  the  boxes  or  followers  F  F, 
applied  to  or  fitted  on  the  ends  c  c  of  the  frame  E  and  connected 
thereto,  substantially  as  shown  for  the  purpose  set  forth. 

Second.  The  hinged  plates  or  shelves  e,  which  receive  the  moulds 
attached  to  the  frame  A,  as  shown  and  used  in  connexion  with  the 
stationary  frames  M  and  sliding  frames  H,  provided  with  the  wires  g  ; 
the  whole  being  arranged  to  operate  as  and  for  the  purpose  set  forth. 

Third.  The  sliding  frames  H,  provided  with  the  wires  gr,  or  their 
equivalents,  and  connected  with  the  springs  i  in  connexion  with  the 
spring  catches  I,  the  above  parts  being  arranged  so  as  to  be  operated 
automatically  from  the  reciprocating  follower  frame  E,  substantially 
as  and  for  the  purpose  specified. 

Fourth.  The  strips  or  ledges  h  placed  within  the  box  B^  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  19,470. — Daniel  Lokbard,  of  Boston,  Mass.,  assignor  to 
Himself  and  GsoRaB  F.  Kichardson,  of  said  Boston. — Improvements 
in  Brick  Machines, — Patent  dated  February  23,  1868. — In  the  opera- 
tion of  the  machine  the  hopper  B  is  charged  with  wet  clay.  The 
mixers  D  D  break  it  up  and  reduce  it  to  a  proper  consistency.  The 
moulding  wheel  forces  it  forward  under  the  gauge,  which,  by  its  resist- 
ance and  inclined  under  surface,  causes  the  clay  to  pass  the  moulds  and 
depress  the  pistons  in  case  their  own  weight  should  not  cause  them  to 
descend  in  the  matrices.  In  passing  under  the  condensing  roller  the 
clay  is  rolled  into  and  forced  into  the  moulds.  The  scraper  next 
operates  to  reduce  to  a  plane  surface  the  rolled  surface  projecting  from 
each  mould. 

The  inventor  says :  I  daim  combining  with  the  brick-making 
machinery  a  means  of  heating  the  condensihg  roller  F,  as  described. 

I  also  claim  the  combination  of  the  gauge  E,  constructed  as  de- 
scribed, the  scraper  G,  and  the  condensing  roller  F,  with  the  hopper 
B,  the  moulding  wheel  C,  and  mixers  D  D,  the  whole  being  arranged 
as  and  for  the  purpose  specified. 
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No.  19,792.— J.  L.  Bastsom,  of  Cliarleston,  8.  C. — Improved  Brick 
Machine, — Patent  dated  March  30, 1858. — When  the  box  B  is  supplied 
with  tempered  clay  and  a  mould  Q  placed  on  the  bar  L,  the  oar  is 
elevated  by  turning  down  the  upper  end  of  lever  P,  and  the  mould 
Q  is  forced  upward  directly  in  front  of  the  grating  P.  The  lever  E 
is  then  actuated,  which  forces  forward  the  follower  C,  and  the  clay  is 
forced  through  the  grating  F  into  the  mould  Q.  The  scraper  G 
smoothes  off  the  face  sides  of  the  moulds,  removing  all  superfluous 
clay. 

The  inventor  says :  I  daim  the  box  B,  provided  with  the  follower 
C,  in  combination  with  the  roller  frame  I,  feeding-bar  L,  and  scraper 
G,  when  the  whole  are  arranged  relatively  with  each  other,  so  as  to 
operate  substantially  as  and  for  the  purpose  set  forth. 

I  also  claim  the  adjustable  roller  t,  arranged  as  shown,  and  operated 
by  means  of  the  cams  I  on  shaft  J,  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  20,109.— J.  Z.  A.  Wagner,  of  Philadelphia,  Pennsylvania.— 
Improved  Brick  Machine — Patent  dated  April  27, 1858. — This  inven- 
tion consists  in  the  employment  of  two  wheels,  the  peripheries  of  which 
are  notched  or  recessed  in  such  a  way  as  to  form,  as  the  wheels  rotate 
and  the  projections  formed  by  the  notches  come  in  contact,  rectangular 
chambers  or  moulds,  into  which  the  clay  is  compressed  by  the  rotation 
of  the  wheels  which  work  through  the  lower  part  of  a  hopper  in  which 
the  clay  is  pressed. 

The  inventor  says :  I  ctaim,  first,  moulding  and  pressing  bricks  by 
means  of  the  two  rotating  wheels  C  C^  and  hopper  H,  or  its  equiva- 
lent, the  wheels  having  their  peripherics  notched  or  recessed  as  shown, 
so  as  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second.  Having  the  hopper  H  formed  of  two  parts  and  arranged 
substantially  as  shown  in  connexion  with  the  plates  I  P,  so  that  the 
sides  of  the  hopper  and  the  plates  may  be  adjusted  to  the  wheels  to 

Erevent  the  escape  of  clay  between  their  ends  and  the  sides  of  the 
opper  and  plates. 

Third.  Pin  L,  operated  from  the  wheel  J  by  the  rod  K,  with  its 
wedge  a  and  spring  I,  substantially  as  shown,  where  said  pin  is  used 
in  connexion  with  the  moulding  and  pressing  wheels  C  C^  and  hopper 
H,  or  its  equivalent,  substantially  as  and  for  the  purpose  set  forth. 

No.  20,107. — Stephen  UsncK,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Brick  Machines. — Patent  dated  April  27, 1858. — This 
invention  is  an  improvement  on  the  machine  patented  by  the  same 
inventor  June  7,  1857,  and  September  8,  1857,  and  consists  in  the 
peculiar  construction  of  the  clay  charger  and  parts  attached  to  the 
same,  and  of  the  lower  piston  and  parts  connected  with  it,  by  which 
the  mould  is  filled  deeper  along  its  sides  and  ends  than  in  the  main 
area  of  the  same ;  also  in  a  peculiar  construction  of  the  piston  £Eu;ings, 
by  which  they  are  expanded  readily  to  compensate  for  the  wearing  of 
their  edges,  and  a  novel  device  for  regulating  the  depth  of  the  clay 
in  the  condensing  mould,  and  at  pleasure  cutting  off  the  communica- 
tion between  it  and  the  hopper. 
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The  inventor  says :  I  daim,  first,  the  combination  and  arrangement 
of  the  filling  box  E^,  scraper  E',  and  guides  6^  6^  or  their  equiva- 
lent, as  an  improvement  on  the  filling  box  E'  in  the  machine  for 
which  letters  patent  were  granted  to  me  on  September  8,  1857,  when 
said  parts  are  constructed  and  arranged  to  operate  substantially  as 
described. 

Second.  The  piston  K  and  plunger  E'  combined  and  arranged 
to  operate  in  the  manner  and  for  the  purposes  set  forth,  the  plunger 
K'  being  operated  by  the  spring  K  or  its  equivalent. 

Third.  The  grooves  l^  in  the  facing  I  of  the  piston  K^,  and  the 
grooves  m^  in  the  facing  m  of  the  plunger  E^,  constructed  substan- 
tially as  described  for  the  purposes  above  stated. 

Fourth.  The  curved  piece  U  in  combination  with  the  segmental 
piece  V  and  pin  n,  arranged  as  described. 

No.  20,594. — George  L.  Smull,  of  Meadville,  Pennsylvania. — 
Improvement  in  Brick  Machines. — Patent  dated  June  15,  1858. — The 
clay  is  put  into  the  hopper  E,  and  in  this  hopper  is  hung  a  shaft  L 
with  flanges  on  its  lower  end  constructed  in  the  form  of  the  flanges 
of  a  screw  propeller  ;  on  the  upper  end  of  this  shaft  is  a  pinion  wheel 
k  hung  loosely  and  made  to  revolve  like  the  pinion  Q-  by  means  of  a 
pawl  1,  and  a  catch  in  the  upper  surface  of  tne  wheel  like  12.  The 
wheel  E  is  made  to  revolve  on  the  shaft  L  in  an  opposite  direction 
from  X  by  placing  the  pawl  and  catch  in  a  reverse  position  from  G,  so 
that  the  shaft  L  revolves  while  the  wheel  C  is  standing  still,  and  as 
there  is  a  mould  under  E  at  this  time,  the  clay  is  forced  into  it  by  the 
flanges  at  the  end  of  the  shaft  L,  and  is  filled  ready  for  use. 

The  inventor  says :  I  olaim,  first,  the  moulding  wheel  C  in  combi- 
nation with  the  press  V,  toggle  joint  P,  and  the  incline  plane  0,  for 
operating  the  followers  U  U,  when  these  several  parts  are  constructed^ 
arranged,  and  operated  as  described,  and  for  the  purposes  set  forth. 

Second.  I  claim  the  hooks  S,  constructed  as  described,  and  operated 
by  the  crank  J  for  operating  through  the  rod  R  the  toggle  joint  P, 
in  the  manner  and  for  the  purpose  set  forth. 

Third.  I  claim  the  half  wheel  I  in  combination  with  the  pinions  H 
and  G,  cranks  n  and  m,  and  connecting  rod  11,  for  giving  intermittent 
motion  to  the  moulding  wheel  C,  when  the  several  parts  are  con- 
structed^ arranged,  and  operated  as  and  for  the  purposes  described. 

No.  20,536. — Qbrabd  Bancker,  of  New  York,  N.  Y. — Improvement 
in  Brick  Machines, — Patent  dated  June  15, 1858. — W  is  a  hopper,  inte 
which  the  pulverized  clay  is  put  for  delivering  it  to  the  reciprocating 
feed-box  X.  This  feed-box  X  is  secured  in  suiteble  guide-ways  upon 
the  frame  A,  so  that  its  lower  surface  is  on  a  level  with  the  upper 
surface  of  the  moulding  plate  G.  Attached  to  the  upper  back  edge  of 
the  feed-box  is  a  fiange  Y,  and  a  similar  one  Y'  attecned  te  the  lower 
front  edge  of  it. 

The  inventor  says  :  First.  I  claim  the  use  of  the  fianges  Y  and  Y* 
in  combination  with  the  feed-box  X,  and  rotating  moulding  plate  C, 
or  equivalents,  substantially  as  described  and  for  the  purposes  set  forth. 

Second.  I  also  claim  the  use  of  the  air-expeller  piston  Z  in  combina- 
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tion  with  the  rotating  moulding  plate  C  and  the  flange  Y^,  or  equiva- 
lents, actuated  simultaneously  with  the  feed-box,  for  the  purpose 
substantially  as  described. 

Third.  I  also  claim,  in  combination  with  the  rotating  plate  C,  the 
reciprocating  feed-box  X,  having  the  flanges  Y  and  Y'  attached  thereto, 
the  bell  crank /^,  pin  A%  on  the  cam  a%  when  these  several  parts  are 
constructed  and  operated  in  the  manner  and  for  the  purposes  set  forth* 

No.  20,612. — Francis  Allkn,  of  Boston,  Mass. — Improvement  in 
Brick  Machines, — Patent  dated  June  22,  1858. — Directly  under  the 
hopper  B  is  an  endless  mould  carrier  C,  constructed  of  a  series  of  sec- 
tions or  boards  aaa^  hinged  together  and  supported  by  two  drums  D  D 
and  sets  of  friction  rollers  EEE.  Each  of  thesections  is  made  of  alength 
sufficient  to  give  support  to  two  moulds  when  placed  on  it,  as  M  M^, 
fig.  1.  The  prismatic  drum  N  is  for  the  purpose  of  striking  the  clay 
off  the  mould.  Over  the  striker  N  is  a  clearer  or  board  0,  which  is 
arranged  in  such  manner  as  to  clear  or  scrape  each  edge  of  the  pris- 
matic striker  during  the  revolution  of  the  striker. 

The  inventor  says  :  I  do  not  claim  the  use  of  a  single  bar  or  striker. 

But  I  daim  the  combination  of  the  prismatic  striker  N  and  its  edge 
clearer  0  with  the  hopper  B  and  the  mould  carrier  C,  when  the 
several  parts  are  constructed  and  arranged  as  described. 

I  also  claim  the  application  of  the  mould  joint  coverer  or  bar  Q-  to 
the  discharging  passage  of  the  hopper  B,  and  so  as  to  cover  the  joint 
between  the  two  abutting  ends  of  two  moulds  M  M^  as  specified. 

I  also  claim  the  arrangement  of  each  mould  directly  over  a  joint 
between  two  sections  a  a  of  the  mould  carrier,  and  so  as  to  cover  and 
protect  the  said  joint  in  combination  with  the  projection  and  recess, 
or  the  equivalent  thereof  applied  to  the  mould  and  the  carrier^  and 
to  operate  substantially  as  specified. 

No.  21,025. — S.  C.  Salisbury,  of  Milwaukie,  Wis. — Improvement 
in  Brick  Machines. — Patent  dated  July  27,  1858. — This  invention 
consists  in  certain  improvements  in  making  brick  and  pottery  by  ma- 
chinery. 

The  inventor  says  :  I  claim  the  large  cylinder  M  in  combination  with 
a  series  of  small  cylinders  I,  spring  guard  plates  a^  a^,  and  die  box  a^j 
the  whole  being  arranged  and  operating  as  set  forth. 

I  claim  cutting  the  bricks  of  the  required  lengths  from  the  continu- 
ously moving  body  of  clay,  by  means  of  the  double  knife  passing  through 
the  forming  die,  in  the  manner  set  forth. 

No.  21,186. — J.  W.  Crary,  of  New  Orleans,  La. — Improvement  in 
Brick  Machines. — Patent  dated  August  17, 1858. — ^The  nature  of  this 
invention  consists,  first^  in  the  combination  of  an  annular  rim  or  con- 
eave  moulding  surface,  with  a  roller  or  concave  pressing  surface,  so 
that  the  bricks  are  moulded  by  pressure  operating  to  the  circum- 
ference, and  discharged  in  a  direction  toward  the  axis  of  said  concave 
moulding  surface. 

Second.  In  arranging  a  pug  mill  for  the  preparation  of  the  dry  clay, 
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to  work  in  connexion  with  the  first  feature  of  this  invention  hj  means 
of  gearing. 

The  inventor  sajs :  I  daim,  first,  the  combination  of  an  annular 
rim  or  concave  moulding  surface  with  a  roller  or  convex  pressing 
surface,  so  that  the  bricks  are  moulded  bj  pressure  operating  toward 
the  circumference,  and  discharged  in  a  direction  toward  the  axis  of 
said  concave  moulding  surface,  substantially  as  and  for  the  purposes 
set  forth. 

Second.  Arranging  a  pug  mill  for  the  preparation  of  the  dry  clay, 
to  work  in  connexion  with  said  first  feature  of  my  invention  by  means 
of  the  gearing  described,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,458. — Henry  White,  of  Cleveland,  Ohio. — Improvement  in 
Bride  Machines. — Patent  dated  September  7,  1858. — ^The  following  is 
the  mode  of  operating  this  machine  :  The  clay  having  been  properly 
prepared  in  the  usual  way,  care  having  been  taken  to  remove  the 
stones,  and  the  clay  or  pug  having  become  suflBiciently  dry  to  break  up 
into  fragments  under  a  rase,  is  thrown  into  the  grate,  through  which 
it  falls  into  the  buckets  of  the  elevator,  and  is  carried  up  and  thrown 
into  the  chute  U,  and  thus  through  the  hoppers  and  feea-box  into  the 
mould,  where  it  is  pressed  by  the  combined  action  of  cams  1  and  2, 
both  from  the  upper  and  under  side  ;  the  upper  plunger  is  intended  to 
press  the  clay  into  the  mould,  but  not  to  a  definite  thickness ;  while  the 
process  of  pressing  the  brick  is  being  performed,  all  the  other  parts  of 
the  machine  are  at  rest,  or  nearly  so.  The  brick  being  pressed, 
and  the  upper  plunger  raised  about  two  inches,  and  the  feed-box 
raised,  the  plane  is  made  to  pass  over  the  top  of  the  mould  and  cut 
away  all  surplus  clay;  then  the  mould  is  spread  and  the  brick  raised 
above  the  top  thereof,  and  carried  off  on  the  endless  apron. 

The  inventor  says :  I  daim,  first,  the  bevelled  joints  of  the  mould, 
as  arranged  and  for  the  purpose  specified. 

I  also  claim  the  mechanism,  as  described,  when  relatively  arranged 
and  combined  in  its  several  parts,  as  set  forth  and  for  the  purposes 
specified. 

No.  21,645. — John  Booth,  of  Mobile,  Alabama. — ImprovemetU  in 
Brick  Machines. — Patent  dated  September  21,  1858. — The  operation 
of  the  machine  is  as  follows :  The  clay  in  it«  crude  state  is  received 
into  the  chamber  B,  where  it  is  subjected  to  the  action  of  inclined 
blade  F,  which  tempers  and  forces  it  through  the  perforations  t  into 
the  chamber  C.  Shaft  D  being  revolved  in  direction  of  arrow,  cam 
S  secured  to  the  shaft  acts  upon  the  projection  n,  and  causes  the  mould 
I^  to  be  brought  in  position  as  shown  in  engraving,  fig.  2.  When 
the  mould  filler  K  forces  the  clay  through  the  openings  I  in  the  bottom 
of  chamber  C  into  the  mould  and  completely  fills  it,  causes  it  to  be 
compact  and  removes  the  surplus  clay.  The  mould  is  then  withdrawn 
by  the  action  of  cam  S  upon  the  projection  n^  and  platform  0^ 

Claim. — -The  chambers  B  and  0  separated  by  the  perforated  floor 
a,  in  combination  with  the  spring  blade  F,  scraper  K,  and  recipro- 
cating mould  carriage  H,  all  constructed,  arranged,  and  operating 
substantially  as  and  for  the  purpose  set  forth. 
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No.  21,888. — John  Kutts,  of  Philadelphia,  Pennsylvania. — Irn^ 
provement  in  Brick  Machines. — Patent  dated  October  26,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  main  cylinder  F  when  constructed 
and  arranged  in  the  manner  and  for  the  purpose  specified — that  is  to 
say,  with  the  stationary  hollow  axis  with  the  beam  or  truss  J  through 
the  same,  the  eccentric  collar  H,  piston  G,  with  its  knuckle  joint  and 
shoe  K  and  division  plates  0,  these  several  parts  being  constructed, 
arranged,  and  operated  as  and  for  the  purposes  set  forth.  I  also  claim 
the  arrangement  of  the  double  chamber  or  box  beam  W  over  the 
cylinder  F,  as  described,  in  combination  with  the  back  horizontal 
pistons  b  and  cut-ofif  slide  e,  propelling  bars  m  and  n,  and  levers  t 
and  kj  all  arranged  for  joint  operation  in  the  manner  and  for  the 
purpose  set  forth.  I  also  claim  the  compound  or  double  levers  A  and 
B,  m  the  box  H^  over  the  press  beam  X,  when  these  are  constructed 
and  arranged,  in  connexion  with  the  gearing  or  fly  wheel  J,  substan- 
tially in  the  manner  and  for  the  purpose  set  forth.  I  also  claim  the 
double  rimmed  elevating  and  filling  boxes  T,  Plate  2,  Nos.  9, 10,  and 
11,  when  constructed  as  and  for  the  purpose  specified. 

I  also  claim  the  pulverizers  A^  a,  when  constructed,  arranged,  and 
operated  in  the  manner  and  for  the  purpose  specified. 

I  also  claim  the  fly  or  wing  wheel  for  lowering  the  brick  from  one 
belt  to  another  at  right  angles  thereto,  when  constructed,  arranged, 
and  operated  substantially  as  described. 

No.  21,876. — Thomas  Forbes,  of  Kansas  City,  Missouri. — Improve- 
ment  in  Brick  Machines. — Patent  dated  October  26, 1858. — ^At  one  end 
of  the  mill  A  a  cast-iron  box  G  is  attached.  This  box  extends  the 
whole  width  of  the  mill,  and  communicates  with  the  interior  of  the 
mill  by  an  opening  or  passage  c.  Within  the  box  C  a  cast-iron  fol- 
lower D  is  fitted,  said  follower  being  transversely  of  sector  or  V-form, 
and  working  on  a  rod  d  a  toothed  sector  E  is  fitted,  and  these  sectors 
are  connected  with  the  follower  D  by  a  rod  e. 

In  each  sector  E  a  pinion  gears.  These  pinions  F  F^  are  attached 
to  a  shaft  G,  and  to  the  pinion  F^  a  bent  bar  /is  attached,  said  bar 
being  connected  to  a  crank  pinion  ^  by  a  connecting  rod  H.  The 
rod  n  is  attached  to  the  bar  /,  by  having  it  fitted  in  a  socket  A,  a  pin 
f  passing  through  the  socket  and  rod. 

Claim. — The  arrangement  and  combination  of  the  variable  rods  H 
with  the  sockets  A,  bars  /,  pinions  g  g^,  and  spur  wheel  I,  as  and  for 
the  purpose  shown  and  described. 

No.  20,433. — Thomas  James,  of  Canton,  Maryland. — Improvement 
in  Manufacture  of  Brick. — Patent  dated  June  1,  1858. — The  nature 
of  this  invention  relates  to  the  compounding  of  ninety-seven  parts  of 
quartz  pebbles  and  three  parts  of  quick  lime  ;  the  pebbles  are  crushed 
to  fine  gravel  and  mixed  with  the  lime  water  ;  the  material  is  placed 
in  moulds  and  then  burnt  in  a  kiln. 

Claim. — In  the  manufacture  of  fire-bricks  or  tiles  compounded  of  the 
ingredients  described,  the  described  process  of  heating  or  burning  to* 
convert  said  ingredients  into  a  substantial  fire-brick  or  tile. 
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No.  19,309. — A.  J.  MiTLLBN&BoBKRTHALL,of  Greensboro',  Ala. — 
Improved  Mode  of  Burning  Bricks. — Patent  dated  February  9, 1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  illustrations. 

Claim. — We  claim  the  construction  of  a  brick  kiln  with  an  inclined 
bottom  a  leading  to  the  drawing  pit,  when  used  in  combination  with 
the  irregular  setting  of  the  brick  in  the  kiln,  as  set  forth. 

No.  22,119. — Jabihs  A  Hambr,  of  Reading,  Pa. — Improvement  in 
Brick  Moulds. — Patent  dated  November  23, 1858. — C  0  are  two  crank 
rods  with  a  number  of  cranks  upon  each  rod  corresponding  with  the 
number  of  moulds  in  the  frame  or  box.  Said  crank  rods  are  also  pro- 
vided with  a  number  of  journals  or  bearings,  corresponding  with  the 
partitions  or  divisions  of  the  frame  to  which  they  are  secured  by  means 
of  the  cap  pieces  D;  the  said  journals  are  made  eccentric  with  the  body 
of  the  roas  in  order  to  let  the  cap  pieces  in  level  with  the  surface  of 
the  same,  and  at  the  same  time  allow  as  much  strength  as  possible  to 
them.  The  crank  rods  are  thus  secured  to  the  partitions  or  divisions 
in  such  a  manner  that  they  may  turn  freely  from  a  horizontal  to  nearly 
a  vertical  position. 

Claim, — The  two  crank  rods  or  their  equivalents,  as  connected  with 
the  followers  and  secured  to  the  frame,  and  as  operated  upon  by  the 
hand  piece;  the  whole  being  arranged  and  combined  and  operated  sub- 
stantially as  set  forth. 

No.  21,419. — Thomas  Hoadlby,  of  Cleveland,  Ohio. — Improvement 
in  Machines  for  Moulding  Clay. — Patent  dated  September  f,  1858. — 
The  object  of  this  invention  is  to  mould  the  clay  so  that  it  will  be  of 
equal  density  throughout  each  part  or  portion  of  the  clay  as  the  pro- 
cess of  moulding  is  carried  on,  being  subjected  to  an  equal  ramming, 
so  that  when  the  articles  are  moulded  they  will  be  perfectly  free  from 
air-cells,  more  compact  than  usual,  and  consequently  more  durable 
and  less  liable  to  leak  on  account  of  porosity,  and  also  less  liable  to 
fracture  in  baking. 

Claim. — ^The  inventor  says:  I  do  not  claim  broadly  the  employment 
or  use  of  rammers  operated  by  wipers  or  lappets,  for  such  device  is 
well  known  and  in  common  use. 

But  I  claim  the  rotating  mould  D  and  rods  or  rammers  0,  in  con- 
nexion with  the  rammer  elevating  plate  Q,  arranged  for  joint  operation 
as  and  for  the  purpose  set  forth. 

I  also  claim  the  guides  P  P,  one  or  more,  attached  to  the  shaft  F, 
and  used  in  connexion  with  the  elastic  bands  m  on  the  rammers,  for 
the  purpose  set  forth. 

No.  21,506. — Henky  Lbouay,  of  St.  Louis,  Mo. — Improvement  in 
Machintsfor  Working  Clay. — Patent  dated  September  14, 1858. — The 
nature  of  this  invention  consists  in  making  openings  and  valves  in  the 
spaces  between  the  teeth  of  one  or  both  of  thegrinding  or  crushing  gears, 
so  that  the  teeth  of  one  wheel  will  force  the  clay  or  substance  ground 
through  said  openings  into  the  hollow  space  in  the  interior  of  the  other 
wheel  with  sufficient  pressure  to  force  the  substance  ground  out  through 
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the  moulding  or  forming  apparatus  applied  to  the  other  side  of  the 
wheel,  either  with  or  without  the  aid  of  a  screw  or  carrier  in  the  mould- 
ing tuhe.  Also  in  a  cutting  apparatus  arranged  and  applied  so  that  it 
may  be  operated  automatically  by  the  machine  or  by  hand^  to  separate 
the  substance  moulded  into  parts  as  desired  to  make  brick  or  other 
articles. 

The  inventor  says :  I  dmm  as  my  invention,  in  mills  or  grinding 
gears  for  grinding  clay  or  other  substances,  making  openings  and 
valves,  sul^tantially  as  described,  in  the  spaces  between  the  teeth  in 
one  or  both  gears  to  receive  and  hold  the  clay  or  substance  ground, 
substantially  as  described. 

I  also  claim,  in  combination  with  the  grinding  ^ears,  the  moulding 
tube,  when  these  parts  are  constructed  ana  arranged  for  joint  operation , 
Hubstantially  as  described. 

No.  22,460. — Jambs  Pilghiim,  of  New  Britain,  Conn. — ImTprowmeinJ^ 
in  Gores  far  Moulding  Plastic  Substances. — Patent  dated  December  28, 
1858. — This  invention  consists  in  the  formation  of  cores  for  moulding 
in  plastic  clay,  cement,  and  other  similar  substances  of  India-rubber, 
or  other  equivalent  material,  and  in  such  manner  that  they  may  be 
inflated  and  allowed  to  collapse  for  extraction  from  the  moulded  form, 
as  described. 

Claim. — Oonstructing  cores  for  moulding  in  plastic  clay,  cement,  or 
other  like  substances  of  India-rubber  or  equivalent  material,  so  that 
they  may  be  inflated  and  collapsed,  substantially  as  described. 

No.  22,091.— Samubl  S.  Shinw,  of  Lancaster,  N.  T. — Improved 
Mould/or  Glass  5o«fe».— Patent  dated  November  16,  1858.— This  in- 
vention consists  in  constructing  the  moulds  in  which  the  glass  bottles 
are  blown  partly  of  clay,  plaster  of  Paris,  or  other  of  the  earthy  mat- 
ters commonly  employed  for  the  purpose,  and  partly  of  metal,  by 
which  the  advantages  of  the  two  materials  are  combined  in  such  a 
manner  as  to  make  a  mould  superior  to  one  made  entirely  of  either 
material,  like  the  moulds  commonly  used. 

Claim. — ^The  mould  constructed  with  its  stationary  portion  A  of 
clay,  plaster,  or  material  of  similar  character,  clamped  between  plates 
B  C  and  the  opening  portions  E  B  of  metal  hinged  to  the  upper 
clamping  plate  C,  substantially  as  and  for  the  purpose  set  forth. 

No.  22,393. — ^EzRA  Wells,  of  Covington,  Pennsylvania. — Improve- 
m,€nt  in  Manufacture  of  Glass  Furnaces  and  Pots. — ^Patent  dated 
December  21, 1858. — This  invention  consists  of  an  improvement  in 
the  art  of  making  pots  and  furnaces,  to  be  employed  in  the  manufacture 
of  glass  and  glassware,  by  the  use  of  black  American  clay. 

The  clay  is  prepared  by  grinding  it  very  fine  and  then  sifting  it 
through  a  fine  sieve.  Thus  prepared  the  clay  is  mixed  with  water 
into  a  paste  hard  enough  to  handle.  This  jpaste  is  then  thoroughly 
trodden  twice  a  day  for  two  weeks,  when  it  is  fitted  for  working  into 
pots  or  into  blocks  for  making  furnaces. 

Claim. — A  new  article  of  manufacture,  namely,  pots  and  furnaces 
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made  of  the  black  American  clay,  for  use  in  manufacturing  glass  and 
glassware,  substantially  as  set  forth  for  the  purposes  described. 

No.  19,569. — Alexander  Lindsay,  of  Malone,  New  York, — Im- 
provement in  Machinery  for  P  dishing  Glass  ^  dkc. — Patent  dated  March 
9,  1858. — The  nature  of  this  improvement  will  be  understood  by 
reference  to  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim  producing  a  simple  rotary  motion 
of  grinders  or  polishers,  or  the  surfaces  to  be  ground  or  polished 
by  the  friction  produced  by  the  rotation  of  the  opposed  surface  or 
surfaces. 

But  I  daxm  the  arrangement  of  the  grinders  or  polishers,  substan- 
tially as  specified,  whereby  they  are  caused  to  derive  a  compound 
rotary  motion  such  as  is  specified,  by  the  friction  produced  upon  them 
by  the  rotary  motion  of  the  surface  or  surfaces  to  be  ground  or 
polished,  or,  what  is  equivalent,  the  reverse  arrangement  by  which  the 
surface  or  surfaces  to  be  ground  or  polished  are  caused  to  derive  similar 
compound  rotary  motion  by  the  friction  produced  by  a  rotary  motion 
of  the  grinding  or  polishing  surface. 

No.  19,023. — H.  R.  Fell,  of  Texas,  Maryland. — Improvement  in 
Lime  Kilns. — Patent  dated  January  5,  1858. — A  represents  a  kiln 
constructed  with  a  circular  central  chamber  B  suitable  for  burning 
limestone  and  coal  together.  The  basin  a  of  this  central  chamber  is 
similar  in  form  to  an  inverted  cone,  and  has  a  discharge  opening  C 
through  which  the  manufactured  lime  discharges;  D  D  represent 
the  air  chambers ;  they  are  constructed  in  the  building  of  the  wall  of 
the  stack,  and  present  in  their  hoi'izontal  section  an  annular  space  a^ 
intermediately  between  the  inner  and  outer  surfaces  of  the  kiln.  The 
chamber  D  is  double  the  depth  of  the  air  chamber  D^,  and  has  two 
internal  inlet  passages  a'  a',  while  D^  only  has  one  b. 

Claim. — The  peculiarly  constructed  air  chambers  D  D^,  intermediate 
between  the  inner  and  outer  surfaces  of  the  wall  of  the  kiln,  and 
arranged  as  described,  for  the  purposes  set  forth. 

No.  19,525. — Abner  B.  Weeks,  of  Rockland,  Maine. — Improvement 
in  Lime  Kilns. — Patent  dated  March  2, 1858. — This  invention  will  be 
understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim  any  of  the  devices  shown  in  the 
patent  of  Aaron  Jeffries,  dated  April  21,  1857 ;  nor  any  of  those 
shown  in  the  patent  of  Isaac  Richardson,  dated  February  21,  1840. 

Nor  do  I  claim  a  single  stack,  having  at  its  top  a  single  mouth  of 
discharge,  and  at  its  bottom  or  lower  part  a  wall  to  extend  above  such 
bottom  about  one-third  the  height  of  the  stack,  the  same  being  as 
shown  in  Hebert's  Cyclopaddia,  vol.  2,  page  16. 

But  I  claim  my  improved  arrangement  of  a  single  hopper  with 
respect  to  two  separate  stacks,  such  being  placed  at  or  over  their  upper 
ends,  and  so  as  to  flare  and  increase  in  width  from  them  upward  and 
communicate  with  them,  as  represented  and  described. 

I  also  claim  arranging  air  or  cooling  passages  horizontally,  or  with 
the  inclinations  as  described,  under  broad,  flat  hearths  of  any  suitable 
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material,  in  the  manner  and  for  the  purpose  as  set  forth,  and  in  com- 
bination and  connexion  with  the  farnace  of  a  lime  kiln,  by  means  of 
pipes  or  passages  constructed  and  relatively  arranged  as  specified. 

No.  20,015. — Bernard  Zwart,  of  Keokuk,  Iowa. — Improvement  in 
Lime  Kilns. — Patent  dated  April  20,  1858. — In  this  improved  kiln 
the  stone  is  placed  in  an  oblique  vertical  stack,  to  which  the  flame 
and  gaseous  products  of  the  fuel  are  admitted  from  the  fire  chambers 
below,  placed  in  the  centre  of  the  kiln. 

The  inventor  says :  I  daim  the  construction  of  a  division  wall  B.  in 
combination  with  the  two  adjoining  fire-places  E  and  walls  g^j  to  secure 
the  even  burning  of  both  sides  when  desired. 

I  claim  the  combination  of  the  solid  spherical  triangle  I,  in  connex- 
ion with  the  form  of  the  canals  from  B  down  to  E,  for  the  uses  and 
purposes  as  above  more  fully  described. 

I  claim  the  particular  construction  of  the  hot  air  conductors  X,  in 
combination  with  the  division  wall  B,  and  in  combination  with  the 
draught  flues  y^  to  procure  the  horizontal  draught  of  hot  air,  and  make 
the  same  serviceable,  so  as  to  act  direct  on  the  limestone  in  the  man- 
ner and  for  the  uses  as  fully  described. 

No.  20,649. — Gborgb  W.  Calkins  and  Hbnry  Whitb,  of  Cleveland, 
Ohio. — Improvement  in  lAme  Kilns. — Patent  dated  June  15,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventors  say :  We  do  not  claim  any  of  the  parts  separately. 

But  we  daim  the  arrangement  of  a  lime  kiln,  or  parts  of  a  lime  kiln, 
as  described,  that  is  to  say,  the  arrangement  of  the  furnaces  F^  and  F, 

Srovided  with  the  diagonal  mouths  GG^  G*,  in  combination  with  the 
ampers  H  H^  and  K,  the  ash  pits  0,  the  cold  blast  aperture  P,  the 
flue  J,  and  a  hinge  chute  draw  D,  when  the  several  parts  are  con- 
structed and  arranged  with  relation  to  each  other  as  described,  and 
operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  22,239. — Clark  D.  Paob,  of  Rochester,  N.  T. — Improvement  in 
lAme  Kilns. — Patent  dated  December  7,  1858. — The  nature  of  this 
invention  consists  in  so  constructing  the  cupola  and  arranging  the 
flues  that  a  portion  of  the  flame  ana  hot  gases  arising  from  the  com- 
bustion of  the  fuel  will  be  deflected  towards  the  centre,  thus  causing 
the  limestone  to  become  equally  heated. 

Claim. — The  construction  of  the  cupola  with  the  sectional  form 
shown  in  fig.  2,  combined  with  the  arrangement  of  the  flues  E  E  F  F  F, 
substantially  as  described. 

No.  20,458.— Caleb  Warner,  of  Washington,  D.  0.— Improvement 
in  Machines  for  Working  Marble. — Patent  dated  June  1,  1858.— The 
object  of  this  improvement  is  to  overcome  the  difficulty  of  working  or 
turning  marble  or  other  hard  stone  as  a  piece  of  wood  is  turned  in  a 
lathe,  and  consists  of  such  an  arrangement  of  mechanism  that,  in  the 
production  of  articles  with  angular  sides  or  corners,  the  arris  may 
be  formed  and  preserved. 


390  XT.— «rONB  AMD  CLAY. 

Claim, — The  arrangement  of  the  saws  //,  bevel  gearing  a  a^j  and 
feed  screws  b  &,  when  employed  in  combination  with  a  lathe  consisting 
of  head-blocks  g  g^  pulleys  h  A,  substantially  as  described,  for  the  pur- 
pose of  fcusilitating  the  working  of  marble  or  other  hard  stone,  in  the 
manner  and  for  the  purpose  set  forth. 

No.  21,622. — Jambs  Norman  and  AAfiONB.  McLean,  of  West  Dresden, 
N.  T. — Improvement  in  Machines/or  Sawing  Marble^  Stone^  dho. — ^Patent 
dated  September  28, 1858. — In  using  this  machine  the  stone  to  be  cut 
is  placed  securely  in  the  carriage,  and  the  motive  power  applied  to  the 
wheels,  putting  them  in  motion  to  drive  the  saw  S ;  the  sand  and 
water  are  then  applied  in  the  usual  manner.  To  give  direction  to  the 
cut  of  the  saw,  the  operator  turns  the  hand  wheels  K^  and  L^,  by 
which  any  irregular  or  regular  line  may  be  sawed.  As  the  line  varies 
from  a  perpendicular,  Q  is  used  for  rotating  the  stone  to  the  desired 
position,  which  is  in  a  perpendicular  form. 

Claim. — ^The  carriage  as  constructed  of  the  parts  E  E^  and  F  P, 
with  the  means  of  holding  and  adjusting  the  same,  and  for  holding 
and  adjusting  the  stone  thereon,  in  combination  with  the  endless  saw, 
when  the  several  parts  are  constructed  and  arranged  substantially  in 
the  manner  and  for  the  purpose  set  forth. 

No.  19,194. — Jambs  A.  Hambr,  of  Beading,  Pennsylvania. — Im- 
provement in  Pug  MiUa. — Patent  dated  January  26,  1858. — Motion  is 
applied  to  resisting  plunders  by  means  of  arms  P  P,  which  are  fur- 
nished with  rollers  B  B  m  the  end,  secured  to  shaft  K,  which  is 
supported  on  frames  B  B  by  means  of  bearings  SS;  the  resisting 
plungers  are  provided  with  brackets  T  T,  which  form  pockets  to  re- 
ceive the  ends  of  vibrating  beam  U,  supported  on  frame-work  V,  which 
forms  guides  for  the  plungers,  and  is  secured  to  frame  B  B ;  the  arms 
P  P  on  shaft  E  are  set  opposite  each  other,  and,  in  revolving,  catch 
on  the  ends  of  brackets  T  T,  which  withdraws  one  plunger  and  one 
end  of  the  beam  U,  and  forces  the  other  into  the  hopper ;  while  one 
is  withdrawn,  the  thread  of  the  screw  passes  the  point  Z,  and  the 
other  plunger  enters. 

The  inventor  says:  I  am  aware  that  screws  of  different  kinds  have 
been  used  for  tempering  and  carrying  clay  into  brick  machines ;  I 
therefore  do  not  claim  the  screws  separately. 

But  I  claim  the  arresting  plungers  or  their  equivalent,  in  com- 
bination with  the  screw,  the  whole  being  constructed  and  arranged 
for  operation  in  the  manner  and  for  the  purpose  set  forth* 

No,  19,407.— Elijah  Beady,  of  New  York,  N.  Y.— Stone  Dresfting 
Mcuikine. — Patent  dated  February  23, 1868. — The  machine  is  operated 
as  follows :  The  stones  Z  are  secured  to  the  platforms  E,  which  are 
raised  to  such  a  height  as  the  size  of  the  stones  require  by  means  of 
screws  L  ;  the  tool  stocks  E  are  brought  in  such  a  position  that  the 
tools  are  in  line  with  the  outer  edges  of  the  two  stones,  and  the 
machine  is  started.    By  the  action  of  the  screws  S  the  tools  will  be 
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made  to  travel  over  the  surfaces ;  one  of  the  tools  will  work  in  one 
direction,  while  the  other  works  in  the  other  direction. 

Claim. — ^The  arrangement  and  comhination,  as  shown  and  described, 
of  the  two  adjustable  platforms  K  with  the  self-adjusting  tool  stocks 
E,  for  the  purposes  specified. 

No.^  22,113. — A.  G.  Eluthorpb  and  Ives  Scovillb,  of  Chicago, 
Illinois. — ImprovemerU  in  Machines  for  Breaking  Stones  for  BaUasting 
Badbroads  and  Turnpikes. — ^Patent  dated  November  23,  1868. — The 
nature  of  this  invention  consists  in  constructing  the  crcusking  cylinders 
A  B  of  a  solid  central  core  or  base  C  and  of  a  sectional  outer  shell 
D,  the  sections  of  the  solid  shell  being  fastened  together  by  tongues 
and  grooves  a  6,  and  the  outer  surface  of  the  flhell  dressed  with  stone- 
cracking  teeth  E,  which  are  set  in  rows  running  parallel  longitudi- 
nally, and  diagonal  transversely  to  the  axis  of  the  cylinder,  and 
which  are  shaped  similar  to  one-half  of  a  pyramid,  which  is  cut 
vertically  through  its  centre  in  a  line  parallel  with  one  of  its  sides,  or 
so  that  the  front  or  cracking  sides  c  are  flat,  or  at  right  angles  to  the 
axis  of  the  cylinder,  while  their  transverse  and  rear  sides  de  f  are 
similar  to  the  sides  of  the  pyramid,  with  the  exception  that  the  rear 
sides  d  take  the  form  of  a  quadrant  of  a  circle  as  they  rise  to  the 
apex  or  point  of  the  teeth. 

Claim. — ^The  cylinders  A  B,  constructed  with  a  solid  base  G  and 
sectional  shell  D,  when  the  said  shell  is  made  in  segments  and  dove- 
tailed and  secured  together,  and  dressed  with  teeth  shaped  and  set  as  de- 
scribed, and  when  the  said  cylinders  are  used  for  breaking  stone  for 
macadamizing  or  ballasting  railroads,  &c.,  substantially  as  set  forth. 

No.  21,639.— Elbazbr  B.  Knight,  of  Maiden,  N.  Y.,  assignor  to 
Himself  and  Nathan  Ejblloog,  of  said  Maiden. — Improvement  in 
Stone-Holding  M^hines. — ^Patent  dated  September  14,  1858. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daimy  first,  a  box  or  holder,  detachable  from 
its  guiding  or  supporting  frame,  and  provided  with  sets  and  means 
as  recited  for  holding  stones  or  other  substances  to  be  operated  upon 
in  being  rubbed  or  ground,  and  which  can  be  adjusted  to  plain  or 
bevelled  edges,  and  for  angular  pieces,  as  described. 

Second.  I  daim  the  angular  guides  or  standards,  as  arranged  for 
keeping  the  box  or  holder  in  its  proper  position  in  relation  to  the 
rubbing  bed. 

Third.  I  also  claim  the  adjustable  rests  or  supports  A  for  keeping 
the  box  or  holder  at  any  point  desired,  as  set  forth. 

No.  20,542. — Em  W.  Blakb,  of  New  Haven,  Gonn, — Improvement 
in  Machines  for  Crushing  Stones. — Patent  dated  June  15,  1858. — 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

The  inventor  says :  I  claim  the  combination  of  the  following 
features  in  the  construction,  arrangement,  and  movement  of  the  jaws 
A  B,  to  wit : 
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First.  Making  the  acting  faces  of  the  jaws  upright^  or  so  nearly  so 
that  stones  will  descend  by  their  own  gravity  between  them. 

Second.  Making  the  acting  iaoes  of  the  jaws  convergent  in  such 
manner  that  while  the  space  between  them  at  the  top  is  sufficient  to 
peceive  the  stones  that  are  to  be  broken,  that  at  the  bottom  shall  be 
only  sufficient  to  allow  the  fragments  to  pass  when  broken  to  the  re- 
quired size. 

Third.  Giving  a  short  vibratory  movement  to  the  movable  jaw. 

I  disclaim  the  above  three  features  severally,  and  limit  my  claim 
to  their  joint  co-operation,  as  described,  in  a  machine  for  breaking 
stones  or  other  hard  substances. 

No.  21,742. — WiLUAM  Cooper,  of  Mount  Gilead,  Ohio. — Improve- 
ment in  Machines  for  Dressing  Stone. — Patent  dated  October  12, 
1868. — The  operator  sits  upon  the  machine,  and  while  he  operates 
the  picks  with  one  hand,  he  can  with  the  other  move  the  slide  bars 
E  E^  forward  when  necessary,  thus  making  the  picks  to  progress  to 
unpicked  portions  of  the  stone.  Furrows  may  be  made  with  this 
machine,  or  the  stone  may  be  dressed  level,  and  any  number  of  picks 
may  be  used  that  the  capacity  of  the  machine  will  allow  of,  or  all 
may  be  removed  but  one. 

Claim. — The  arrangement  of  the  picks  A  A,  screw  a  a,  springs  c  c, 
and  shaft  D,  with  the  adjustable  carriage  E,  ratchet  wheels  mnoy 
and  ratchet  F,  the  same  being  constructed,  combined,  and  operated 
in  the  manner  and  for  the  purpose  specified. 

No.  20,885.— John  H.  Lyon,  of  Baltimore,  Md.— Improvement  in 
Machines  for  Drilling  and  Splitting  Stone. — Patent  dated  July  18, 
1858. — ^The  nature  of  this  invention  consists  in  a  new  method  of 
drilling  a  slab  of  stene  and  afterwards  drilling  it  inte  blocks  for  paving 
and  other  purposes. 

In  the  engravings,  A  is  the  frame  of  the  machine;  B  the  space  in 
which  the  slab  is  placed;  C  the  drill-steck;  D  the  drills;  E  the  slug 
attached  te  the  drills;  F  the  ropes  or  chains  for  raising  and  lowering 
the  drill-steck;  G  the  ftuUeys  over  which  the  ropes  F  pass;  H  the 
windlass  around  which  the  ropes  are  wound;  I  the  worm-shaft  driving 
the  wheels  a  a  a;  and  J  the  spring  pawl  working  ratehet  wheel  K. 

Claim. — The  hammer  stock  M  and  hammers  N,  arranged  and  ope- 
rated as  described,  in  combination  with  the  drills  D  and  removable 
slugs  E,  for  drilling  and  splitting  blocks  of  stene;  the  whole  being 
constructed  and  arranged  ror  joint  operation  in  the  manner  and  for 
the  purposes  set  forth. 

No.  20,981. — Horace  L.  Arnold,  of  Elkhorn,  Wis. — ImprovemeiU 
in  Stone-Sawing  Machines, — Patent  dated  July  27, 1858. — This  inven- 
tion consists  of  a  peculiar  arrangement  of  means  for  giving  a  lateral 
feed  movement  te  reciprocating  saws  while  they  are  being  operated, 
and  also  in  the  peculiar  manner  of  arranging  the  saws  in  connexion 
with  their  frames,  the  whole  bein^  so  arranged  whereby  stene  or 
marble  blocks  may  be  sawn  with  either  curved  or  taper  sides,  with 
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parallel  sides,  or  sides  of  irregular  form,  such  as  are  used  for  monu- 
ments, fence  posts,  &c. 

The  inventor  says :  I  do  not  claim  the  employment  or  use  of  screws 
A  h^  for  giving  saws  a  lateral  movement,  for  they  have  been  pre- 
viously used. 

But  I  daim  the  particular  means  employed  for  operating  the  screws 
h  h^  to  wit:  the  rack  J  and  pinion  a,  gearing  u^^  rack  shaft  H,  rack 
n^,  and  the  wheel  o^,  pawl  I,  and  pinion  p^  placed  on  the  shaft  F;  the 
whole  being  arranged  to  operate  as  set  forth. 

I  also  claim,  in  combination  with  the  above^  the  racks  m'  g^,  at- 
tached respectively  to  the  collar  l^  and  shaft  G,  and  used  in  connexion 
with  the  pinion  h^  and  pattern  K,  for  the  purpose  specified. 

I  further  claim  the  plates  y,  provided  with  inclined  planes  9,  and 
having  rods  k  and  slotted  bars  t  attached,  which  bars  are  connected 
with  adjustable  arm  c^,  whereby  the  saws  are  tilted  or  slightly  raised 
at  the  termination  of  each  stroke  of  the  frame,  and  the  saws  also  in- 
clined as  occasion  may  require,  substantially  as  described  and  for  the 
purpose  set  forth. 
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No.  20,434. — ^RoBBKT  Jancovins,  of  Newark,  N.  J. — Improved  Sdf- 
adjusting  and  Vibrating  Bach-Ba/nd  Strap. — Patent  dated  June  1, 
1868. — The  nature  of  this  invention  consists  in  attaching  the  sculdle 
to  the  shaft  by  means  of  the  peculiar  construction  of  the  vibrating 
sector  B,  having  a  curved  groove  or  slot  F,  through  which  is  the  pin 
D^,  connected  with  the  pointed  back  support  D,  and  working  on  the 
centre  bolt  C,  causing  an  easy  movement  of  the  back  band  strap  on 
the  saddle. 

The  inventor  says :  I  do  not  claim  broadly  the  joints,  hinges,  or 
chain  linka  L. 

But  I  daim  the  peculiar  construction  of  thcT  vibrating  sector  B,  pro- 
vided with  the  slot  F,  the  pointed  back  support  D,  with  the  pin  D^ 
attached;  the  whole  in  connexion  with  the  several  joints,  hinges,  and 
link  L,  or  their  equivalents,  for  the  object  and  purposes  set  forth  and 
described  in  the  specification. 

No.  22,102. — Isaac  Rich,  of  Manchester,  Conn.,  assignor  to  Samukl 
C.  Arnold,  of  said  Manchester. — Improved  Instrument  for  Trimming 
the  Edges  of  Boot  and  Shoe  Soles. — Patent  dated  November  16, 1858. — 
The  nature  of  this  improvement  consists  in  constructing  a  cutting 
instrument  in  such  a  manner  as  that  a  boot  or  shoe  sole  may  be 
trimmed  with  more  or  less  projection,  true  with  the  form  of  the  Doot 
or  shoe,  and  will  also  avoid  the  liability  of  otherwise  entering  the 
upper  leather. 

Claim. — ^The  described  instrument  for  trimming  the  soles  of  boots 
and  shoes,  consisting  of  the  handle  A,  guard  B,  knife  C,  and  sliding 
gauge  D. 
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No,  22,095. — Daniel  J.  Tapley,  of  Danvers  Centre,  Mass. — Improve- 
ment  in  Machine  for  Motdding  Boot  and  Shoe  Soles. — Patent  dated 
November  16,  1858. — The  ol^'ect  of  this  invention  is  to  produce  a 
machine  for  moulding  or  shaping  soles  for  shoes,  by  which  a  workman 
can  conveniently  and  rapidly  mould  or  shape  his  soles  every  day,  and 
one  at  a  time,  so  that  they  may  always  be  in  proper  season  to  work ; 
and  at  the  same  time  a  machine  which  shall  be  compact,  simple,  and 
cheap. 

Tne  inventor  says :  I  do  not  claim  pressing  soles  between  a  concave 
and  convex  former,  in  order  to  shape  them  to  the  last,  as  that  is  old ; 
nor  do  I  claim  any  one  particular  part  of  the  machine  independently 
of  its  combination. 

But  I  daim,  first,  providing,  substantially  as  described,  the  lower 
former  B  with  a  socket  G  to  receive  the  upper  end  of  the  wooden 
standard  D,  and  also  with  projecting  ears  6  6  to  guide  the  rods  F  F 
and  holes  e  e  in  the  back  flange,  to  admit  screws  for  confining  the 
machine  to  a  bench  or  the  side  of  a  shop. 

Second.  The  combination  of  the  spring  H,  lever  G,  and  connecting 
guide  rod  F  F  with  the  upper  former  A,  substantially  as  set  forth, 
and  for  the  object  specified. 

No.  20,992.— John  Dick,  of  New  York,  N.  Y.— Improved  Method 
of  Cutting  Boot  Fronts. — Patent  dated  July  27,  1858. — ^The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  boot  ironts  have  been  made 
without  crimping,  by  being  made  of  more  than  one  piece  of  leather  or 
other  material ;  and  I  do  not  therefore  claim  making  a  boot  front  which 
can  be  used  without  bein^  crimped. 

But  I  daim  cutting  a  Doot  front  out  of  a  single  piece  of  leather  or 
other  material  to  the  form  described,  or  to  any  other  form  substan- 
tially the  same,  whereby  it  can  be  used  (in  making  the  same  into  a 
boot)  without  undergoing  the  operation  of  crimping,  as  set  forth. 

No.  19,227. — Leonard  J.  Wordbn,  of  Utica,  N.  T.,  assignor  to 
Himself  and  Edwin  L.  Swartwout,  of  said  Utica. — Improved  Method 
of  Securing  Straps  upon  Boot  Legs. — Patent  dated  January  26,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  metal  plates  have  been  used 
for  fastenings  in  various  ways  in  the  construction  of  harness,  carpet- 
bags, book-clasps,  and  the  like,  by  rivet  pins  cast  upon  the  plate,  or 
by  riveting  on  the  plate  by  the  use  of  separate  rivets,  and  that  boot- 
straps and  leather  belting  have  been  fastened  by  riveting  the  parts 
together  by  the  use  of  separate  rivets.  I  do  not,  therefore,  claim  any 
such  devices. 

But  I  daim  the  fastening  of  straps  upon  boot-legs  by  the  use  of  the 
toothed  clasp  A,  as  I  have  described  it,  formed  of  a  simple  flat  piece 
of  sheet  metal,  with  the  points  or  teeth  by  which  it  is  fastened  punched 
or  projected  from  the  plate  by  the  use  of  a  punch,  die,  or  other  equiva- 
lent means,  which,  being  angular  in  their  shape  and  pointed,  are  at 
once  a  substitute  for  the  separate  nail  or  rivet,  and  capable  of  being 
driven  through  the  leather,  and  easily  clenched  on  the  opposite  side. 
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No.  22,205. — ^Bradford  Stevenb  and  Lorenzo  Stevens,  of  Stonghton, 
Mass. — Improvement  in  Crimping  Boot  Soles. — Patent  dated  November 
30, 1868. — A  is  a  bifurcated  block,  having  its  top  surface  formed  or 
curved  to  the  form  to  which  a  boot  sole  is  to  be  bent.  The  prongs 
lb  of  the  fork  are  hollow,  as  seen  at  c  c,  to  constitute  a  seat  for  the 
heel  part  of  the  sole  and  the  upper  leather  of  the  boot  when  the  sole 
is  applied  to  the  block. 

Each  of  the  holders  consists  of  a  jaw  df,  famished  with  a  notched 
shank  e,  which  enters  and  slides  longitudinally  on  a  tabular  supporter 
/,  which  at  its  lower  end  is  hinged  to  the  block. 

Claim, — ^The  said  article  or  boot-sole  crimper,  made  of  the  bifur- 
cated and  grooved  block,  or  its  equivalent,  and  the  holders  applied 
thereto,  substantially  in  manner  and  to  operate  as  specified. 

No.  19,912. — Perez  0.  Olapp,  of  Stoughton,  Mass. — Machine  for 
Turning  the  Edpea  of  Circular  Boot  Tops. — Patent  dated  April  13, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

Claim. — The  arrangement  of  the  boot  board  J,  the  movable  frame 
X  Y,  the  slide  W,  and  the  boot  form  Z,  for  turning  the  edges  of  the 
circular  and  other  shaped  boot  tops,  in  the  manner  set  forth. 

No.  19,508. — Bbubbn  L.  Lewis,  of  Milford,  Mass. — Improvement  in 
Boot  Trees. — ^Patent  dated  March  2, 1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

Claim. — C!ombining  the  backs  with  the  axial  stretching  rod  by  means 
of  the  inclined  raides  F  and  cross-heads  B,  or  other  equivalent  means, 
so  that  the  backs  can  be  readily  changed  in  the  manner  and  for  the 
purposes  set  forth. 

No,  20,185. — William  W.  Willmott,  of  Boston,  Mass.^  assignor  to 
Himself  and  Hbnrt  F.  Gardner,  of  said  Boston. — Improvement  in 
Boot  Itees. — Patent  dated  May  4, 1858. — By  connecting  the  lower  ends 
or  other  proper  parts  of  the  two  portions  A  B  by  a  steple  and  hook, 
they  are  prevented  from  falling  asunder  as  well  as  from  moving  out 
of  place  endwise,  while  the  stretching  mechanism  may  be  in  operation. 
The  mode  of  supporting  the  lapping  parts  L  M  is  very  advantageous, 
ibr  either  of  the  parts  A  B  may  be  moved  with  less  friction  than 
would  be  the  case  were  the  lapping  plate  to  be  iiEUstened  to  it. 

The  inventor  says:  I  claim j  in  the  application  of  the  screws  the  rod 
and  toggles  (or  mechanical  equivalents)  to  the  front  and  back  portions 
A  B  of  the  leg  of  a  boot  tree,  the  arrangement  of  the  two  sets  of  toggles 
•as  shown  in  the  drawings,  and  the  application  thereto  of  the  screw 
rod  H  in  such  manner  that  it  may  be  free  to  move  longitudinally 
during  its  rotary  motions  on  its  axis,  the  same  being  for  the  purpose 
'AS  specified. 

I  also  claim  combining  the  regulator  or  latching  mechanism  Nee 
(or  their  equivalent)  with  the  back  and  front  parts  A  B  of  the  leg 
portion  of  the  boot  tree  and  the  separating  mechanism  applied  thereto 
and  made  to  operate  therewith,  substantially  as  described. 

No.  20^914. — A.  J.  WiBNER,  of  Homer,  N,  T. — Improvement  in 
Boot  2Vce».— Patent  dated  July  13,  I858.j-T\ie  o\>i^  o^  ^W\K^^\i5C^ss^ 
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is  to  oonstract  the  boot  tree  bo  that  either  the  upper  or  lower  portion  of 
the  same  may  be  forced  to  any  desired  position  and  kept  there  as  long 
as  necessary  and  without  reference  to  the  movement  of  the  other  parts; 
and  also  to  provide  the  means  of  preventing  the  stretching  of  the  boot 
from  removing  the  crimp. 

Claim, — The  combination  of  shaft  G,  bevel  wheels  W  WS  screw 
H,  nut  I,  screw  F,  and  yoke  6,  with  the  thin  shaft  E  and  hinged  sole  D; 
the  whole  constructed  and  arranged  for  joint  operation,  substantially 
as  and  for  the  purpose  set  forth. 

No.  21,424. — Jacob  Jenkins,  of  Charlestown,  Mass. — Improved 
Apparatus  for  Applying  Soles  to  Boots  and  Shoes, — Patent  dated  Sep- 
tember 7,  1858. — In  operating  this  machine,  a  shoe  on  a  last,  and 
having  a  cemented  sole  placed  against  the  under  side  of  the  insole, 
should  be  arranged  on  the  top  suriiEice  of  the  elastic  bed  D  and  directly 
over  the  sole-adjusting  cavity.  This  being  accomplished,  the  screw 
F  should  be  turned  around  so  as  to  force  the  bearer  E  down  upon  the 
shoe  and  the  last,  and  cause  them  to  be  firmly  pressed  against  the 
elastic  bed  D  and  into  the  adjusting  cavity  G,  the  elastic  oed  at  the 
same  time  being  crowded  into  the  adjusting  cavity  and  down  upon  the 
horizontal  arms  of  the  clamps  h  h.  By  continuing  to  depress  the  shoe 
and  last,  the  clamps  will  be  so  caused  to  act  as  to  depress  the  sole  to 
its  proper  position  on  the  insole,  such  adjustment  having  partially 
taken  place  by  the  action  of  the  sole-adjusting  cavity  0. 

The  inventor  says:  I  daim  the  combination  of  the  elastic  bed  D  and 
the  sole-adjusting  cavity  or  space  C,  arranged  in  a  press,  and  so  as  to 
operate  together,  substantially  as  specified. 

I  also  claim  constructing  such  sole-adjusting  cavity  C,  with  adjust- 
able sides  a  a,  or  adjastame  ends  b  6,  or  both  its  sides  and  ends  made 
adjustable,  substantially  as  set  forth. 

I  also  claim  the  combination  of  the  lever  clamps  h  h  with  the  ad- 
justing cavity  G  and  the  elastic  bed,  and  so  as  to  operate  therewith, 
substantially  as  described. 

I  also  claim  the  combination  and  arrangement  of  the  tank  B  with 
the  elastic  bed  D  and  the  sole-adjusting  cavity  G. 

No.  21,564. — Jacob  Jbnkins,  of  Gharlestown,  Mass. — Improved 
Apparatus  for  Applying  Soles  to  Boots  and  Shoes. — Patent  dated  Sep- 
tember 21,  1868. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

The  inventor  says :  I  do  not  claim  an  elastic  bed  and  a  sole-adjust- 
ing cavity  or  space,  nor  do  I  claim  constructing  such  sole-adjusting 
cavity  with  adjusting  sides  or  jaws,  as  such  have  been  the  subjects  of 
claim  in  another  application  for  a  patent  which  1  have  made. 

But  I  daim  the  application  of  the  rocker-jaws  or  jaw-holders  to  the 
elastic  bed,  whereby  the  latter,  when  forced  downward,  is  made  to 
draw  the  jaws  towards  one  another  in  manner  as  explained. 

I  also  claim  the  combination  of  the  elastic  cushion  or  sole  pressure 
with  the  elastic  bed  A,  and  a  mechanism  for  forcing  the  shoe  down 
upon  the  said  bed. 

I  also  claim  the  combination  of  the  rocker-bearer  H  and  its  screws 
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1 1  with  the  holding  lever  F  or  its  equivalent,  and  to  operate  there- 
with, substantially  as  specified. 

I  also  claim  the  contrivance  shown  in  figs.  7,  8,  and  9,  and  as  above 
described,  to  be  used  in  manner  and  for  the  purpose  specified. 

No.  20,960. — ^Varanes  Snkll,  of  North  Bridgewater,  Mass.— 
Improved  Heel-Shavera  for  Boots  and  Shoes, — Patent  dated  July  20, 
1868. — This  improvement  consists  in  combining  with  a  knife  rigidly 
secured  to  the  stock  or  handles  a  an  adjustable  guard  c  that  can  be 
removed  from  the  stock  at  pleasure,  thereby  exposing  the  edge  of  the 
knife  6,  and  permitting  it  to  be  applied  to  the  grinder  and  sharpened 
without  removing  it  from  the  handles. 

Claim. — Combining  with  the  stock  and  the  stationary  knife  the 
adjustable  guard,  so  arranged  as  to  be  susceptible  of  being  removed 
from  the  said  stock,  as  set  forth. 

No.  22,328. — Samuel  Flint  and  Eobert  S.  Rogers,  of  Lynn, 
Massachusetts,  assignors  to  William  F.  Johnson,  of  said  Lynn. — 
Improvement  in  Heels  for  Boots  and  Shoes. — Patent  dated  December  16, 
1868. — The  nature  of  this  invention  consists  in  a  combination  of  a 
wooden  body  or  heel,  and  an  elastic  or  India-rubber  guard  applied 
within  the  heel,  and  so  as  to  make  a  part  thereof. 

The  inventor  says:  I  daim  an  improved  manufacture  of  heel  made 
of  wood  and  India-rubber  combined,  and  arranged  together  substan- 
tially as  set  forth. 

No.  20,936. — John  Orawshaw,  of  Rochester,  New  York. — Improve- 
ment  in  Machines  for  Cutting  out  the  Soles  of  Boots  and  Sfioes. — Patent 
dated  July  20,  1858. — This  invention  consists  in  a  certain  mode  of 
applying  and  operating  a  pattern  and  a  cutter,  whereby  a  cheap,  easy 
working,  and  easily  managed  machine  is  obtained. 

Claim. — Combining  the  cutter  and  the  pattern  with  each  other  and 
with  the  wheel  D^  by  means  of  the  pattern  gear  m,  pinion  o,  groove 
n,  tongue  r,  cutter  carriage  c  c2  e,  slot  /,  and  the  cutter  stock  E,  or 
their  equivalents ;  the  whole  being  arranged  to  operate  substantially 
as  specified. 

No.  21,693. — B.  F.  Sturtevant,  of  Boston,  Massachusetts,  assignor 
to  Himself  and  Elmer  Townsend,  of  said  Boston. — Improvement  in 
Machine  for  Pegging  Boots  and  Shoes. — Patent  dated  September  21, 
1868. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  ciaim,  first,  causing  the  hammer  to  descend 
each  time  a  peg  is  driven  a  short  distance  below  the  stationary  rest, 
for  the  purpose  of  compressing  the  soles,  as  set  forth,  and  of  relieving 
the  shoe  from  contact  with  the  rest,  that  it  may  be  fed  forward,  as 
described. 

Second.  The  arrangement  of  the  hammer  X'  and  stationary  rest 
H,  constructed  and  operating  as  described,  in  connexion  with  the 
weighted  lever,  as  set  forth. 

Third.  I  claim  the  peculiar  holder^  for  the  blank,  the  same  having 
several  knife-edges  lymg  in  the  direction  of  the  feed,  operating  ia  thd 
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manner  set  forth,  to  hold  the  last  peg  of  the  blank  whilst  it  is  bdng 
separated  from  the  one  preceding  it. 

JFourth.  And  in  combination  with  the  holder  p,  I  claim  the  pawl 
A'y  operating  upon  several  points  of  the  blanks,  in  the  manner  set 
forth,  for  the  purpose  specified. 

Fifth.  I  claim  sawinff  off  the  pegs  in  the  machine  by  a  saw  opera- 
ting into  and  through  the  trough  through  which  the  pegs  are  fed. 

oixth.  I  claim  the  spring  f^  m  the  end  of  the  trough,  operating  as 
described,  for  the  purpose  specified. 

No.  19,611. — ^Edward  8.  Snkll,  of  North  Bridgewater,  Massachu- 
setts, assignor  to  Himself  and  Francis  B.  Washburn,  of  said  North 
Bridgewater. — M(ichine  for  Pricking  a/nd  Cutting  Heels  of  Boots  and 
Shoes. — Patent  dated  March  9,  1868. — The  nature  of  this  inventien 
will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says :  I  daim  the  arraneement  of  devices  described, 
for  pricking  the  holes  in  boot  and  shoe  heels,  the  same  consisting  of 
the|;,block  a  furnished  with  a  series  of  awls  A,  the  plate  h^  and  a  pat^ 
tern  or  bed  piece  n,  upon  which  tbe  heel  is  placed,  the  whole  operated 
substantially  as  set  forth. 

<  In  connexion  with  the  above,  I  also  claim  the  cutting  apparatus, 
consisting  of  a  knife  so  arranged  upon  a  sliding  carriage  as  to  keep 
up  to  the  pattern,  and  furnished  with  a  wheel  that  travels  on  the 

Eattern  in  front  of  the  knife,  to  adapt  the  knife  to  short  curves  in 
eels,  whereby  a  heel  is  formed  and  pricked  accurately,  as  set  forth. 

No.  19,040. — George  A.  Mitchell,  of  Turner,  Maine. — Metai  Tips 
for  Toes  of  Boots  and  SJioes. — Patent  dated  January  5,  1858. — The 
plate  as  applied  to  the  shoe  may  be  seen  in  the  engravings.  B  repre- 
sents the  plate  when  set. 

The  inventor  says :  I  am  aware  that  in  George  S.  McWalters's 
rejected  application  for  a  patent  (1847)  it  was  proposed  to  cover  the 
ends  of  shoe  lasts  with  metallic  tips,  and  therefore  I  disclaim  the 
application  of  such  tips  to  lasts. 

I  daim  a  boot  or  shoe  the  toe  part  of  which  is  provided  with  a 
metallic  tip  A,  as  described. 

No.  19,305.— Abram  T.  Merwin,  of  New  Haven,  Connecticut. — 
Improved  Method  of  Attaching  India-Bubber  Soles  to  Boots  and  Shoes. — 
Patent  dated  February  9,  1858. — ^The  nature  of  this  invention  con- 
sists in  so  connecting,  by  means  of  a  binder,  an  outer  sole  of  India- 
rubber,  gutta-percha,  or  other  like  material,  with  the  side  or  edge  of 
an  inner  sole,  and  also  with  the  body  or  upper  of  the  shoe,  as  that  an 
entire  surface  of  India-rubber  or  like  material  shall  be  presented  on 
the  part  most  exposed  to  wear. 

Claim. — Securing  a  sole  of  India-rubber,  gutta-percha,  or  other 
like  material,  to  a  shoe  by  means  of  a  binder,  as  shown  and  described. 

No.  21,334. — George  W,  Gribwold,  of  Carbondale,  Pennsylvania. — 
Improved  Method  of  Stretching  Boots  and  Shoes. — Patent  dated  August 


XVI. — ^LEATHEB,   ETC.  399 

31 9  1858. — ^The  claim  and  engravingB  explain  the  nature  of  this  in- 
vention. 

Claim. — Stretching  boots  or  shoes  from  the  outside,  and  at  any 
part  or  point,  without  stretching  other  parts  or  points,  by  means  of  a 
skeleton  last  on  the  inside  and  a  pressing  apparatus,  substantially 
such  as  that  described^  on  the  outsioe  of  said  shoe  or  boot. 

No.  20,610. — Jamrs  H.  Roobib,  of  New  York,  N.  Y.— Improvement 
in  JSevclving  Heels  of  Boots  and  Shoes. — Patent  dated  June  8, 1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  combination  of  the  slotted  or  perforated  slide  F,  bent 
at  its  forward  end  as  described,  with  the  hub  bed  shank  C  and  notched 
rim  plate  H,  arranged  and  operating  substantially  in  the  manner  set 
forth. 

No.  21,760. — ^William  Johnsok,  of  Hampstead,  New  Hampshire. — 
Improved  locH  for  Chamfering  Seles  for  Boots  and  Shoes. — Patent 
dated  October  12,  1858. — This  invention  has  reference  to  a  tool  com- 
posed of  a  knife-holder  A,  a  gauge  B,  a  rest  C,  a  sprin^-presser  D, 
and  a  handle  E,  combined  and  arranged  together,  the  Knife-holder 
beinff  for  the  purpose  of  receiving  and  carrying  a  shoemaker's  knife  F, 
which  is  placed  in  it  with  its  cutting  edge  against  the  edge  gauge  B. 

Claim. — The  improved  chamfering  tool  as  constructed,  with  means 
not  only  of  adiusting  the  angular  position  of  the  knife  with  respect  to 
the  sole  rest,  but  the  distance  of  tne  said  edge  at  the  gauge  from  the 
rest,  as  described. 

No.  22,248. — Gborgb  C.  Todd,  of  Lynn,  Massachusetts. — Improve- 
ment in  Edge  Keys  for  Boots. — Patent  dated  December  7,  1858. — This 
invention  consists  in  certain  improvements  in  the  construction  of  the 
edge  key  for  which  letters  patent  were  granted  to  the  above  named 
inventor  on  the  25th  of  November,  1856,  by  which  the  objections  to 
said  key  are  remedied  and  a  more  perfect  tool  is  produced. 

The  side  of  the  shank  at  a  is  slightly  rounded  as  well  as  bevelled. 
The  edge  of  the  disk  C  is  grooved  at  /,  the  face  or  shoulder  of  the 
groove  forming  such  an  angle  with  the  inclined  surface  or  guard  a  of 
the  shank  B  as  will  give  the  required  bevel  to  the  edge  of  the  sole  or 
shoe. 

Claim. — The  shank  B,  in  combination  with  the  disk  C,  so  attached 
to  the  side  of  it  that  the  angle  of  inclination  of  the  disk  to  the  shank 
may  be  varied  as  required,  substantially  as  set  forth. 

No.  19.269. — Thomas  C.  Wales,  of  Dorchester,  Massachusetts. — 
Improvement  in  Water-Proof  Oaiter  Shoes  and  Boots. — Patent  dated 
February  2,  1858. — The  body  of  the  shoe,  or  foxing  and  sole,  as  it 
may  be  termed,  does  not  extend  entirely  between  the  outer  and  inner 
layers  of  cloth,  but  is  only  connected  to  the  inner  layer  or  lining  and 
to  the  edges  of  the  layer,  so  as  to  permit  nearly  .the  whole  outer  layer 
to  be  cemented  directly  to  the  inner  layer.  The  outer  layer  of  cloth 
may  be  broadcloth  or  any  fancy  material,  and  may  be  of  a  drab  or  any 
other  color,  while  the  inner  layer  or  lining  may  be  of  napped  cloth. 
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having  a  furzy  or  raised  nap  on  its  inner  surface.  The  fiirzy  nap, 
while  it  keeps  the  foot  warm,  furnishes  ventilation  of  the  shoe,  or 
permits  the  moisture  or  perspiration  of  the  foot  to  escape  between  its 
nbres. 

The  inventor  says:  I  do  not  claim  the  vulcanizing  process;  nor  do 
I  claim  making  articles  of  cloth  cemented  together  with  rubber  cement 
and  afterwards  vulcanizing  them;  nor  do  I  claim  making  shoes  partly 
of  leather  and  partly  of  cloth,  the  same  being  made  by  connecting  the 
leather  and  cloth  together  by  water-proof  caoutchouc  cement;  as  such, 
when  made  partly  of  leather,  cannot  be  vulcanized,  owing  to  the  &ct 
that  the  great  heat  required  in  the  vulcanizing  process  injures  or 
destroys  the  leather. 

I  daim  a  new  or  improved  manufacture,  or  water-proof  vulcanized 
rubber  and  cloth  gaiter  shoe^  made  in  manner  and  with  its  external 
layer  of  cloth  and  its  lining  of  cloth  arranged  together,  and  with 
respect  to  the  remainder  or  rubber  parts  or  foxing,  substantially  as 
specified. 

No.  21,889. — John  M.  Lanibb,  of  Eufaula  Alabama. — Improvement 
in  Bridles  to  prevent  Horses  from  Kicking  or  Bunning  away. — Patent 
dated  October  26, 1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

Claim. — The  employment  of  two  bits  so  arranged  with  two  sets  of 
reins  that  one  bit  will  operate  upon  the  lower  jaw  while  the  other 
operates  upon  the  roof  of  the  mouth  and  uppei  jaw,  the  same  being 
combined  and  operated  in  the  manner  and  for  the  purpose  specified. 

No.  22,362. — John  Cumberland,  of  Mobile,  Alabama,  and  James 
R.  McClintock,  of  New  York,  N.  Y. — Improvement  in  Buckles. — Patent 
dated  December  21,  1868. — The  nature  of  this  invention  consists  in 
making  the  buckle  in  two  parts,  one  of  which  slides  upon  the  face  of 
the  other,  attached  to  each  other,  by  means  of  grooves  or  pins,  in  such 
a  manner  as  to  allow  of  the  requisite  movement  of  the  sliding  part. 
The  sliding  part  is  made  to  bite  upon  the  strap  or  article  to  be  held,  by 
means  of  the  pressure  caused  by  tightening  the  buckle. 

Claim. — The  buckle  or  clasp  composed  of  the  parts  A  and  B  or  their 
equivalents,  substantially  as  described  and  for  the  purposes  described. 

No.  19,169. — G.  W.  N.  Yost,  of  Cincinnati,  Ohio. — Improvement 
in  Combined  Horse  Collar  and  Homes, — Patent  dated  January  19, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  adjusting  breast  yoke  E,  in  combination  with  the  hame 
bows  A  A,  for  the  purpose  of  making  the  hames  press  directly  backward 
and  upon  the  fleshy  portions  of  the  shoulders^  in  order  to  enable  the 
horse  to  draw  with  greater  ease,  and  also  for  more  accurately  fitting 
different  horses,  and  thus  preventing  the  chafing,  galling,  and  stiffen- 
ing of  the  shoulders^  substantially  us  set  forth. 

No.  19,846. — Elanson  D.  Gould,  of  Darien,  New  Yovli.— Improve- 
ment in  Horse^CoUar  jBtocfe.— Patent  dated  April  6, 1858.— The  thick 
part  of  the  block  which  forms  the  rear  of  the  collar  is  shown  at  A, 
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with  a  score  B  cut  from  its  narrowest  end  into  about  the  centre.  There 
is  a  groove  in  each  side  of  the  score  B  for  the  tongues  C  C  of  the  bar 
D  to  traverse  in,  which  bar  D  is  fitted  to  traverse  in  the  score  B,  and  is 
made,  as  shown  in  the  engraving,  with  a  semi-circular  head  to  form 
the  top  of  the  collar. 

The  inventor  says:  I  do  not  claim  a  collar  block  with  a  base  to  mould 
the  rear  or  belly  of  the  collar. 

But  I  daim  a  collar  block  so  constructed  as  to  shape  the  interior  of 
the  front  of  the  collar,  and  the  interior  of  the  rear  of  the  collar  next 
to  the  front,  and  the  interior  only,  and  stretch  them  at  the  same  time, 
and  hold  them  firmly  in  the  form  required,  while  the  rear  or  belly  of 
the  collar  is  manipulated  by  hand,  and  worked  and  beat  into  the  form 
required  with  a  mallet,  and  other  suitable  tools,  substantially  an 
described. 

No.  21,301.— B.  W.  McClurb  and  George  Marsh,  of  Pike  Hollow, 
New  York,  assignors  to  B.  W.  McClurb  and  J.  H.  Windsor,  of  said 
Pike  Hollow. — Improvement  in  Horse  Collar  Blocks. — Patent  dated 
Augufet  24, 1858  — The  nature  of  this  invention  consists  in  the  peculiar 
arrangement  of  the  mould-block,  the  rim-setter^  the  hame-cord^  and 
the  stretcher. 

Claim. — The  peculiar  arrangement  of  the  mould-block  B  and  rim- 
setter  C,  with  the  cord  a  and  stretcher  D,  when  the  same  are  con- 
structed, operated,  and  combined  in  the  manner  set  forth  and  for  the 
purposes  described. 

No.  21,821. — C.  K.  CucKLER,  of  Columbus,  Ohio. — Improvement  in 
Horse  Collars. — Patent  dated  October  19,  1858. — The  nature  of  this 
invention  consists  in  combining  and  arranging  in  a  collar  the  breast 
and  side  plates  in  such  a  manner  that  the  collar  may  be  adjusted,  later- 
ally or  longitudinally,  to  suit  the  size  of  the  horses  neck. 

Claim. — The  combination  of  the  breast-plate  E,  springs  D  D,  side 
plates  a  a,  and  springs  c  c,  when  the  whole  are  arranged,  constructed, 
and  operated  in  the  manner  specified  and  for  the  purpose  set  forth. 

No.  20,816 — Levi  Plonk,  of  Newton,  North  Carolina. — Improve- 
ment  in  Machines  for  Stuffing  Horse  Collars. — Patent  dated  July  6, 
1858. — H  represents  two  rails  which,  at  their  upper  ends,  are  secured 
to  the  cross-piece  I;  the  rollers  b  of  the  rails  H  rest  on  the  frame  A, 
while  the  cross-piece  I  rests  against  the  upper  end  of  the  feed-rod  E. 
The  parts  H  and  I  thus  form  a  frame  or  gate  which  rests  on  the  in- 
clined frame-work  of  the  machine,  q  aud  r  represent  two  flexible 
pieces  of  metal  which  are  fastened  respectively  one  to  the  curved  brace 
fcj,  and  the  other  to  the  forward  end  of  the  piece  g. 

The  inventor  says :  I  daim  the  straw  conveyers  d^  in  oombinatioa 
with  the  loose  sliding  frame  H  I,  for  the  purpose  of  carrying  the  straw 
to  the  feed-rod,  substantially  in  the  manner  set  forth. 

I  also  claim  the  elastic  blades  q  r,  in  combination  with  the  guards 
t  «,  for  the  purpose  of  guiding  the  straw  to  the  funnel^  substantiallj 
in  the  manner  described. 

Vol.  u 26 


402  XVI. — LEATHEB,   ETC. 

No.  21,674. — Samuel  C.  Hawkins,  of  Patchogne,  New  York. — Im- 
provement in  Holtera  and  BricUea  for  Horses. — Patent  dated  October 
6,  1858. — This  inyention  consists  in  having  a  flanch  cast  or  formed 
on  the  ring  of  the  halter  so  that  the  straps  may  be  riveted  and  perma- 
nently secared  thereto  and  prevented  from  slipping  on  the  ring,  the 
halter  or  bridle  being  thereoy  rendered  more  durable  than  those  con- 
structed in  the  ordinary  way. 

Claim. — Forming  the  ring  A  with  a  flanch  o,  and  securing  the 
straps  B  to  the  ring  by  rivets  b  which  pass  through  the  straps  and 
flanch,  substantially  as  and  for  the  purpose  specified. 

No.  22,096. — John  Tingley,  of  Potter  county,  Pennsylvania. — 
Hame  Fastener. — Patent  dated  November  16,  1858. — The  inventor, 
in  describing  his  invention,  says  :  I  construct  two  hooks,  each  having 
an  acute  angular  catch,  as  seen  at  letters  A  and  £.  There  is  also  a 
projection  formed  on  each  of  the  hooks,  as  seen  at  B  and  G;  the  former 
has  a  notch  in  it,  and  the  latter  is  shaped  to  fit  the  notch  when  they 
come  together,  as  seen  at  B  and  C.  1)  is  a  steel  spring  inlaid  and 
fastened  to  the  handle  of  plate  F,  and  is  so  placed  that  it  presses  B 
and  C  together,  causing  them  to  lock  and  hold  the  fastener  in  a  closed 
position.  The  f«tce-plate  F  is  provided  with  two  perpendicular  posts, 
upon  which  the  shank  of  each  hook  is  placed  by  means  of  the  hole,  as 
seen  at  N  and  0. 

The  inventor  says :  I  do  not  claim,  broadly,  a  metallic  hame  fastener, 
for  I  know  there  has  been  at  least  one  patent  granted  for  a  luetallio 
fastener. 

I  daim  the  combination  of  two  hooks  coupled  together  by  a  semi- 
revolving  force  plate,  and  the  spring  D,  figure  4,  the  catch  B,  and 
the  projection  C,  when  made  and  combined  substantially  as  set  forth 
and  for  the  purpose  described. 

No.  20,278.— Ed.  D.  Lockwood,  of  Churchville,  New  York.— 
Improved  Hame  Tug  Fastener. — Patent  dated  May  18,  1858. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  claim,  broadly,  the  fastening  of  hame 
tugs  by  means  of  revolving  studs  or  buttons. 

But  what  I  claim  is  connecting  the  hame  tug  to  the  tongue  t  by 
means  of  a  joint  c,  so  that  any  strain  upon  the  tug  will  tend  to  turn 
and  lock  the  stud  or  pin  P,  thus  rendering  the  contrivance  self-iast- 
ening,  substantiallyias  and  for  the  purposes  set  forth. 

No.  20,246. — Joseph  E.  Ball,  of  Newark  N.  J. — Improved  Fasten- 
ings for  Hame  Tugs. — Patent  dated  May  18,  1858. — In  figure  2  C  is 
the  draught  plate;  D  is  a  small  loop  or  keeper;  E  is  a  large  loop  with 
a  groove;  F  is  a  key  which  is  provided  with  two  projections  ii^  on  its 
under  side;  projection  t  is  a  little  shorter  than  t^,  so  that  i^  may  pass 
through  the  trace  in  order  to  strike  against  the  projection  upon  the 
upper  surface  of  the  plate  C  when  the  key  F  is  drawn  home  or  in  the 
position  in  figs.  1  and  2.  The  loop  E  has  a  stop  K  which  secures  the 
small  end  of  the  dovetailed  key  F,  at  the  same  time  i^  comes  in  con- 
tact with  the  projection  on  the  upper  surface  of  the  draught  plate  C. 
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Claim, — The  combination  of  the  loop  E,  the  dovetailed  elide  or  key 
F,  the  projections  t  and  t^,  and  plate  C,  arranged  and  operated  in  the 
manner  and  for  the  purpose  substantially  as  shown  and  described. 

No.  21,267. — Freedom  MoiirROB,  of  Romeo,  Mich  — fmprovemerU  in  ' 
Harnesses. — Patent  dated  August  24,  1858. — This  invention  consists 
(in  such  arrangement  of  the  coupling  tree)  of  the  novel  combination 
therewith  of  bow  whiffletrees  pivoted  to  said  coupling  tree,  and  pass- 
ing, but  perfectly  free  from  contact,  round  the  breasts  and  along  the 
sides  of  either  horse,  said  bows  being  made  with  rigid  arms  or  stiff 
back  extensions,  with  appliances  for  hitching  on  to  the  ordinary  or 
any  other  suitable  plough  harness. 

Claim. — ^The  combination  of  the  rigid  bow  whiffletrees  A  A  with 
the  front  coupling  bar  or  tree  B,  connected  by  swivel  joints  c  c,  said 
bows  having  hooks  or  other  appliances  for  connecting  the  ends  at  F  F 
with  an  ordinary  plough  harness,  constructed  and  operating  in  con- 
nexion with  the  central  draught  bar  or  chain,  in  the  manner  and  for 
the  purposes  specified. 

No.  22,383. — Orin  B.  SMrru,  of  Monticello,  N.  T. — Improvement  in 
Harness  Buckles. — Patent  dated  December  21,  1858. — The  nature  of 
this  invention  consists  in  having  a  bow  attached  to  the  end  of  one 
strap  and  a  lever  secured  to  the  end  of  the  bow  opposite  to  where  the 
end  of  the  strap  is  attached.  The  other  strap  passes  through  the  bow, 
and  a  tongue  attached  to  the  end  of  the  lever  fits  in  holes  in  said  strap. 

Claim. — The  combination  of  the  lever  C,  operating  as  described, 
with  the  bow  B^  for  the  purpose  of  making  a  harness  or  other  bucklci 
and  to  which  may  be  attached  straps  A  and  B,  as  set  forth. 

No.  21,989. — Adolph  STEJiPEL,  of  Oquaroka,  111. — Machine  for 
Creasing  and  Blacking  Leather  for  Harness. — Patent  dated  November 
2,  1858. — The  nature  of  this  invention  consists  in  the  use  of  creasing 
and  embossing  rollers,  and  a  pressure  roller,  combined  and  arranged 
with  two  color  fountains  provided  with  felt  distributors,  the  whole 
being  arranged  for  creasing,  embossing,  and  coloring  the  edges  of 
leather  straps. 

Claim. — The  pressure  roller  F  and  the  creasing  and  embossing 
rollers  i,  in  combination  with  the  color  fountains  K  L  and  felt  rolb 
M  M,  the  whole  being  arranged  to  operate  as  and  for  the  purpose  set 
forth. 

No.  20,588. — Robert  M.  Sellbck,  of  New  York,  N.  Y. — Improve- 
ment in  the  Construction  of  Harness  Fads. — Patent  dated  June  15, 
1858. — This  invention  relates  to  first  class  coach  pads  made  upon  iron 
plates  enclosed  in  the  housing  by  being  stitched  around  the  edge. 
A  full  description  would  require  too  much  space  to  be  given  here. 

The  inventor  says :  I  daim^  first,  the  cast-iron  frame^  having  the 
depressions  E  E,  in  combination  with  the  recesses  0  0  cast  on  each 
side,  for  the  side  straps  D  to  fit  in,  substantially  as  and  for  the  pur- 
poses described. 

Second.  The  under  plates  or  clamps  to  secure  the  ^«d&^^\^Tt^^ 
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with  hooks  F  F  fitting  into  the  depressions  and  recesses  S  S  on  the 
frame,  the  ends  of  the  pads  heing  secured  hy  screws,  substantially  as 
and  ior  the  purposes  set  forth. 

No.  19,048.— Henry  Sanders,  of  Utica,  New  York. — Improvement 
in  Harness  Saddles, — Patent  dated  January  5,  1858. — In  the  plates 
A  are  formed  holes  b,  having  screw  threads  cut  in  them,  into  which 
the  screw  end  of  the  turrets  c  and  pad-screws  d  take,  by  which  the 
top  plates  A  are  firmly  secured  to  the  lower  plates  B,  between  which 
the  edges  of  the  leather  that  forms  the  pad  are  secured,  there  being 
fianges  e  and  /  formed  around  the  edges  of  both  plates,  (A  and  B,) 
whereby  a  firm  hold  is  given  to  them  on  the  leather. 

Claim. — The  flanged  plates  A  and  B,  when  constructed  and  arranged 
in  relation  to  each  other,  in  the  manner  as  and  for  the  purposes  set 
forth. 

No.  20,463. — F.  P.  Ambler,  jr.,  of  Trumbull,  Connecticut,  assignor 
to  F.  P.  Ambler  &  Sons,  of  Bridgeport,  Connecticut. — Improvement 
in  the  Construction  of  Wooden  Saddlt'Trees  for  Harness  Saddles. — 
Patent  dated  June  1,  1858. — The  seat  B  projects  some  distance  above 
the  upper  surface  of  the  sides  A  A  of  the  tree,  so  that  its  form  is^clearly 
defined  and  the  seat  may  be  covered  with  the  greatest  facility.  The 
upper  ends  of  the  ** jockeys*'  C  may  be  fitted  within  the  recess  a. 

The  inventor  says :  I  do  not  claim  broadly  the  employment  or  use 
of  a  raised  seat  of  harness  saddle-trees  irrespective  of  the  material 
used  and  the  construction  of  the  whole  viewed  as  a  new  and  useful 
article  of  manufacture. 

But  I  daim  a  saddle-tree  having  a  separate  or  independent  raised 
seat  of  wood,  made  substantially  as  shown  and  described. 

No.  22,290. — B.  B.  Hotchkiss,  of  Sharon,  Connecticut. — Improve- 
ment in  Harness  Snaps. — Patent  dated  December  14,  1858. — The 
nature  of  this  invention  consists  in  securing  the  spring  to  the  hook 
by  the  application  of  a  collar,  with  a  projection  extending  in  the  oppo- 
site direction  from  the  spring,  and  which  collar  is  powerfully  com- 
pressed and  the  projection  thereon  bent  down  by  suitable  means  after 
the  parts  are  all  in  place,  so  that  the  metal  is  caused  to  embrace  the 
spring  on  every  side  and  the  projection  is  made  to  extend  over  the 
end  of  the  spring  and  enter  the  angle  of  the  wire,  thus  rendering 
it  impossible  for  the  spring  to  work  backward  or  the  collar  to  work 
forward. 

CZatm.— Securing  the  spring  B  to  the  snap-hook  A  by  means  of 
a  collar  G  C%  so  constructed  and  applied  as  to  press  against  the  broad 
end  as  well  as  the  faces  of  the  spring,  substantially  in  the  mani.er  and 
for  the  purposes  set  forth. 

No.  19,073. — Thomas  Dempset,  of  Newark,  N.  J. — Improvement  in 
Harness  2Vce«.— Patent  dated  January  12,  1858. — This  invention  is 
entirely  adapted  to  light  carriages  or  coach  harness  trees,  and  not  to 
saddles  of  any  kind. 

7he  inventor  says :  I  am  aware  of  the  application  of  springs  of 
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yarious  kinds  having  been  applied  to  riding  saddles  and  harness 
saddles,  and  that  pads  have  been  made  upon  plates  that  were  hinged 
to  the  terret,  nut,  and  other  parts  of  the  tree,  and  that  these  plates 
have  been  held  to  their  places  by  means  of  the  terret  and  nut.  Spiral 
springs  have  been  used  between  the  pad  plate  and  nut,  for  the  pur- 
pose of  easing  the  horse.     I  disclaim  either  of  the  above  applications. 

Neither  do  I  claim  to  be  the  inventor  of  the  individual  parts  of  the 
described  harness  trees. 

But  I  daim  the  plates  B  B^,  tongues  (2 and  d^y  in  combination  with 
the  nuts  k  and  tree  A,  in  such  a  manner  that  I  relieve  the  horse's 
back,  and  not  bis  side,  by  means  substantially  as  described  and  shown 
in  the  drawings. 

No.  19,371. — F.  B.  KuBHNHOLD  and  D.  B.  Sturqrs,  of  Newark,  N. 
J. — Improvement  in  Hax^ieaa  Trees. — Patent  dated  February  16, 
1858. — a  represents  the  tree,  with  the  inside  hook  6  6  on  the  end, 
which  forms  two-thirds  of  the  joint  for  the  reception  of  the  cross  bar 
d  on  the  pad  e.  The  groove  nut  /  completes  the  joint,  and  is  held 
together  by  the  screw  of  the  turret  g. 

Claim, — The  hook  6,  in  combination  with  the  grooved  nut  /  and 
cross  bar  dy  to  form  the  concealed  joint,  in  the  manner  and  for  the 
purpose  specified. 

No.  20,222. — William  Straw  and  Ransom  H.  Armstrong,  of  ^m^- 
WiXiy^xQh,— Improved  Harness  Tug  Buckle, — Patent  dated  May  11, 
1858. — There  is  a  plate  B  attached  by  a  sliding  joint  to  a  frame  A, 
the  plate  being  provided  with  one  or  more  tongues  i  t,  and  so  arranged 
in  connexion  with  a  catch  that  the  tug  0  can  be  readily  adjusted  so 
as  to  be  of  greater  or  less  length  as  desired,  and,  at  the  same  time,  the 
connexion  rendered  more  secure  than  in  the  usual  way. 

Claim, — The  plate  B,  provided  with  one  or  more  tongues  i,  attached 
to  the  frame  A  at  one  end  by  means  of  a  sliding  joint,  and  attached 
at  the  opposite  end  to  the  frame  by  means  of  a  catch  h  and  dove-tail 
connexion  formed  by  the  groove  /in  the  cross  piece  g  of  the  frame, 
and  the  bevelled  front  end  e  of  plate  B,  the  whole  being  arranged  as 
and  for  the  purpose  set  forth. 

No.  20,997. — John  H.  Ferow,  of  Hinsdale,  N.  Y.— Improved  Har- 
ness Tug  jBucife.— Patent  dated  July  27,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

Claim, — The  double  tongue  cog  wheel  a,  the  traversing  bars  &, 
arranged  and  operating  in  the  body  or  box  in  a  manner  so  as  to 
adjust  itself  in  lengthening  out  and  taking  up  the  traces,  as  described. 


5 


No.  20,861.— John  R.  Bumgarner  and  Lyman  White,  of  Daven- 
ort,  Iowa. — Machines  for  Dressing  Hides  and  Leather, — Patent  dated 
'uly  13,  1858. — This  machine  is  designed  for  unhairing,  fleshing, 
scraping,  dressing,  and  finishing  hides,  these  several  operations  being 
performed  successively.  The  hides  are  clamped  upon  a  table  B  D 
which  has  a  gradual  longitudinal  movement,  and  are  continuously 
operated  upon  by  the  unhairing,  fleshing,  scrapm^^  %.\A  ^\i\^««i% 
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frames,  which  reciprocate  across  it  in  a  direction  at  right  angles  to  the 
move  ment  of  the  table. 

The  inventors  say:  We  cfeifw,  first,  the  combination,  by  means  sub- 
stantially as  specified,  of  two  carriages  B  D  moving  at  right  angles 
to  each  other,  one  having  an  intermittent  longitudinal  motion,  and 
serving  to  feed  the  hides  or  skins  to  the  action  of  the  dressing  frames, 
and  the  other  D  having  a  transverse  reciprocating  motion,  and 
serving  to  carry  and  move  the  dressing  frames  across  the  hides  or 
skins,  as  set  forth. 

Second.  The  peculiar  manner  of  constructing  the  intermittent  car- 
riage B  in  sections,  and  with  long  and  short  clamps  c  c,  whereby 
hides  or  skins  of  different  sizes  can  be  clamped  and  distended  oh  the 
same,  substantially  as  and  for  the  purposes  set  forth. 

Third.  The  automatic  device  G  specified  for  clearing  the  knives 
X  Xy  just  after  the  completion  of  their  movement  from  one  edge  of  the 
hide  or  skin  to  the  other,  of  all  matter  which  may  have  accumulated 
on  them  and  which  would  be  likely  to  clog  their  action,  as  set  forth. 

Fourth.  The  arrangements  of  the  standards  qqqq,  set  screws 
r  r  r  Vy  levers  8  8  8  8^  cords  1 1,  and  windlass  shaft  u,  substantially  as 
and  for  the  purposes  set  forth. 

Fifth.  The  combination  of  the  windlass  shaft  u  with  the  dressing 
frame  carriage  by  means  of  the  ratchet  movement  8  T  and  the  pro- 
jection U  U^,  substantially  as  and  for  the  purposes  set  forth. 

No.  20,228. — Sidney  S.  Turner,  of  Westborough,  Mass. — Im- 
provement in  La8i8, — Patent  dated  May  11,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim. — A  last  made  of  wood,  and  provided  with  metallic  edge 
guards  a  a,  and  with  grooves  b  &,  arranged  along  and  against  the 
inner  sides  of  such  edge  guards,  and  for  the  purpose  of  receiving 
strips  of  wood  c  c  or  other  suitable  material  for  the  points  of  the  pegs 
to  enter  while  the  last  is  in  use,  or  a  shoo  thereon  is  being  pegged,  as 
described. 

No.  20,393. — David  Philbrick,  of  Manchester,  N.  H.,  assignor 
to  Himself  and  Elmer  Townsend,  of  Boston,  Mass. — Improved  Botary 
La8t  Holder. — Patent  dated  May  25, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  a  cylindrical  journal  and  a  cir- 
cumscribing socket  held  together,  not  only  by  a  groove  running  around 
the  journal,  but  a  pin  or  screw  extending  from  the  socket  into  the 
groove. 

Nor  do  I  claim  attaching  the  radial  arm  to  a  revolving  plate  held 
to  the  circular  face  of  a  support  or  standard  by  a  clamp. 

But  what  I  claim  is  my  improved  support  piece  of  the  radial  arm, 
viz :  as  made  of  a  standard  and  plate  K,  recessed  as  specified,  and  a 
circular  plate  T  formed  to  enter  the  recess  of  the  plate  K,  and  to 
make  with  such  a  dove-tailed  groove  or  its  equivalent  for  receiving  the 
head  of  the  clamp  screw  L,  the  two  plates  beiag  confined  together  by 
a  screw  and  nut,  constructed  and  operating  as  and  for  the  purpose 


XVI. — LEATHEB,  ETC,  407 

I  also  claim  the  improved  last  holder^  hinge,  and  clamp  G-,  as  made 
essentially  as  above  described,  viz :  with  its  clamping  and  hinge  pin 
B  constructed  with  a  hecui  to  bear  against  one  end  of  the  male  part 
of  the  hinge,  and  to  turn  and  be  supported  in  one  of  the  prongs  of  the 
fork  of  the  hinge,  as  explained. 

No.  21,721. — William  Kbmblb  Hall,  of  West  Hoboken,  N.  J., 
assignor  to  Amos  Broadnax,  of  8t.  Louis,  Mo. — Improvements  in  Arti- 
fidal  Leather, — Patent  dated  October  5,  1858. — The  nature  of  this 
invention  consists  in  combining  the  chemical  constituents  of  leather, 
procurable  at  a  comparatively  cheap  rate,  to  form  a  substance  re- 
sembling leather,  and  applicable  to  the  manufacture  of  boots,  shoes, 
harness,  trunks,  &c.  The  gelatine  and  fatty  matters  of  the  skin  or 
hide  are  represented  or  replaced  by  glue  and  grease,  and  the  tannic 
acid  and  mucilaginous  matters  of  the  tanned  leather  by  catechu  or 
terra-japonica.  To  accomplish  their  combination  with  water,  as  the 
cheapest  possible  solvent,  the  fatty  portion  of  the  composition  is  used 
in  the  modified  condition  of  soap,  which  occasions  its  solubility  in 
water. 

Claim. — The  combination  of  the  chemical  constituents  of  leather,  or 
their  equivalents,  substantially  as  described,  for  the  purpose  of  forming 
a  substitute  for  leather. 

No.  19,583. — John  Bosb,  of  Newark,  N.  J. — Improvem^ent  in 
Enamelling  Leather. — Patent  dated  March  9,  1868. — The  leather  is 
first  stretched  uniformly.  There  is  then  applied  a  mixture  of  aqua 
ammonia  and  warm  water,  about  one  part  aqua  ammonia  to  five  parts 
water,  rubbed  on  with  a  soft  brush.  The  surface  of  the  leather  is  then 
rubbed  o\rer  with  a  brush  dipped  in  the  common  iron  liquor  of  tanners. 
When  the  leather  is  dry,  there  is  a  coating  applied  of  a  mizture  of 
dissolved  India-rubber,  lampblack,  and  a  little  common  salt ;  the 
leather  is  left  about  six  hours  to  dry  in  a  temperature  of  from  50^  to 
TO^  Fahr.  Then  the  coated  surface  of  the  leather  is  sprinkled  with 
water  slightly  salted,  and  afterwards  is  rubbed  smooth  with  pumice 
stone.  There  are  then  applied  two  more  coats  of  the  rubber  mixture 
in  the  same  manner.  When  the  third  coating  is  dry  and  rubbed 
smooth,  there  is  applied  with  a  camel's  hair  pencil,  a  mixture  of  two 

farts  Canada  balsam  to  three  parts  spirits  turpentine,  with  lamp- 
lack  or  other  coloring  matter.  This  also  dries  at  the  same  tempera- 
tare  as  above. 

The  inventor  says:  I  am  aware  that  carbonate  of  ammonia  and  sea- 
salt  have  been  mixed  with  India-rubber,  but  in  a  manner  and  with 
results  widely  different  from  my  invention ;  such  use  of  these  sub- 
stances I  do  not  claim. 

Neither  do  I  claim  the  invention  of  Canada  balsam  varnish. 

But  I  claim  the  process  of  enamelling  leather,  the  whole  operation 
being  substantially  as  described  and  for  the  purpose  specified  and  set 
forth. 

No.  20,093. — Charlbs  E.  Bobikson  and  L.  D.  Sanborn,  of  Concord, 
N.  H. — Improvement  in  Apparatus  for  Maieing  Leather  from  VqIa. — 
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Patent  dated  April  27,  1858. — The  claim  and  engrayings  explain  the 
nature  of  this  invention. 

The  inventors  say :  We  do  not  claim  the  crab  machine  wholly  as 
our  invention. 

We  daim  the  manner  of  taking  leather  out  of  tan  vats  by  using 
hooks,  as  aforesaid,  on  a  movable  frame  with  copper  rods,  to  be  placed 
in  the  bottom  of  each  vat  before  the  leather  is  placed  therein,  or  any 
way  similar  to  the  same,  by  which  all  of  the  leather  and  bark  can  be 
taken  out  at  one  time. 

No.  21,114. — Nathan  Bube,  of  Fulton,  N.  Y. — Improvement  in 
Machines  for  Rolling  Leather  into  Bales. — Patent  dated  August'  10, 
1868. — The  operation  of  this  machine  is  as  follows :  The  ends  of  the 
hides  are  passed  over  and  between  the  rods  or  shafts  c  6,  and  the  crank 
h  is  turned,  which,  through  the  pinion  a  and  gear-wheel  C,  rotates 
said  rods  on  shafts,  and  they,  clamping  the  ends  of  the  hides  between 
them,  wind  them  around  themselves  into  a  bale  or  bundle.  The  spring 
G  under  the  table  forces  the  roller  h  and  the  hides  drawn  over  it 
hard  up  against  the  bale  or  bundle,  and  thus  compresses  it  into  a  very 
small  bundle. 

Claim. — In  combination  with  the  windinj^  and  clamping-shafts,  the 
spring-table,  with  its  friction-roller,  stops,  and  string-guides,  arranged 
and  operating  together  in  the  manner  and  for  the  purpose  set  forth. 

No.  22,108. — Hbnby  E.  Chapman,  of  Albany,  N.  T. — Improvement 
in  Machine  for  Splitting  Leather. — Patent  dated  November  23,  1858. — 
C  is  a  circular  knife  of  any  required  diameter,  made  of  a  dishing  form, 
and  placed  with  its  convex  side  uppermost ;  D  is  a  sliding  bed  or 
table^  over  which  the  cut  is  made^  and  which  also  carries  the  folding 
apparatus  ;  d  d  are  racks  attached  to  the  table  D  for  the  purpose  of 
moving  it  in  and  out  of  gear  ;  d^  d^  are  guides  for  the  racks  ;  G  G 
are  a  series  of  springs  for  nolding  the  leather  to  the  table,  and  which 
are  split  to  allow  them  to  pass  over  any  unequal  thickness  of  the 
leather  ;  the  edge  of  these  springs  are  made  to  conform  to  the  circumfer- 
ence of  the  knile  so  as  to  keep  the  leather  down  to  the  table  close  up 
to  the  cutting  edge  of  the  knife. 

OZatm.— The  arrangement  of  the  dished  circular  knife  C,  the  series 
of  split  springs  G  G  G  G,  and  the  sliding  bed  D,  in  their  relation  to 
each  other,  as  described. 

No.  20,911.— John  B.  Wbntworth,  of  Lynn,  Mass.— //nprxwfd 
Leather  Shaving  Zwi/e.— Patent  dated  July  13,  1858.— C  C  is  the 
stock  made  in  two  parts.  These  halves  are  made  of  steel  and  are 
bevelled  from  the  line  x  to  y  ;  the  part  between  x  and  w  being  parallel 
with  the  inner  side.  The  halves  of  the  stock  are  held  together  and 
confine  the  blade  D  between  them  by  means  of  seven  screws  which 
pass  through  the  half  cc  to  c^  (f  ;  two  of  said  screws //passing 
through  the  shanks,  and  five  e  e  e  e  e  through  the  unbevelled  part  of 
the  stock. 

Claim. — ^The  described  leather  shaving  knife,  consisting  of  a  stock 
0  CS  with  a  bevel  only  on  one  edge,  extending  beyond  the  centre 
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from  T  to  Z,  and  provided  with  screws  c,  combined  with  a  blade  D, 
having  slots  dy  operating  as  and  for  the  purpose  specified. 

No.  20,098. — H.  Lee  Sultzback,  of  Marietta,  Pa. — Improved  Leather 
Slicker. — Patent  dated  April  27,  1858. — A  represents  a  knob  in  the 
centre  of  the  handle  of  the  adjustable  slicker,  which,  by  being  pressed 
upon,  slides  the  bolt  B  off  the  neck  C,  the  latter  being  hidden  in  fig. 
J.  The  pressure  on  the  knob  relieves  the  blade  D,  and  thus  enables 
it  to  be  adjusted  in  three  different  positions,  in  which  curriers  are 
required  to  use  it.  The  pressure  being  removed  from  the  knob,  the 
forc^  of  the  spiral  spring  holds  the  blade  firmly  in  either  of  the  three 
positions. 

Claim. — ^The  arrangement  of  the  bolt  B  with  the  blade  D,  operated 
by  the  knob  A  and  spring,  or  its  equivalent,  in  the  manner  and  for 
the  purpose  specified. 

No.  21,937. — James  Bridgek,  of  Eichland,  Iowa. — Tod  for  Cham- 
fering Leather  Straps. — Patent  dated  November  2, 1858. — ^The  nature 
of  this  invention  consists  in  a  groove  in  a  block  provided  with  cham- 
fering and  scoring-knives  so  arranged  as  to  chamfer  and  score,  or 
channel  the  leather  straps  as  they  are  drawn  through  the  groove  in 
the  block. 

Claim. — The  tool  described  for  chamfering  and  channelling  leather 
straps^  as  described. 

No.  20,821. — Charles  L.  Russell,  of  Derby,  Conn. — Machine  for 
Leathering  Tacks. — Patent  dated  July  6,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  one  or  more  separators  5  6  A,  leaving 
a  cavity  in  their  ends,  or  an  equivalent  therefor,  which  shall  grasp 
the  header  body  of  the  tack,  or  both,  substantially  as  and  for  the  pur- 
poses herein  described. 

Second.  The  fingers  W  W*  arranged  in  the  relation  shown  to  the 
tube  or  guide  P,  and  working  alternately,  so  that  one  serves  as  a  stop 
to  the  tack  and  the  other  as  a  discharger  thereof,  in  such  a  manner  as 
,  to  insure  the  dropping  of  the  tack  into  the  tube  or  guide  P  with  un- 
erring certainty  at  the  precise  time  and  place  necessary,  substantially 
as  and  for  ^he  purposes  set  forth. 

Third.  The  fork  5,  or  its  equivalent,  when  working  through  or 
across  a  tube  near  its  top  as  shown,  for  the  purpose  of  insuring  the 
dropping  of  the  tacks  perpendicularly  into  the  tube  P,  substantially  as 
described. 

Fourth.  The  guide  or  conducting  tube  P  PS  having  inclined  or 
horizontal  pas8ages  running  into  each  other  in  combination  with  the 
driving  punch  0,  cutting  punch  L  N,  die  M  M,  race  «,  and  feed  motion 
I  J,  substantially  as  and  for  the  purposes  set  forth. 

Fifth.  The  self-adjusting  grooved  rest  or  guide  v  for  receiving  and 
supporting  the  point  of  the  tack,  when  arranged  so  that  the  tack  shall 
be  kept  on  the  guide  by  its  own  weight,  substantially  as  and  for  the 
purpose  herein  specified.  • 

Sixth.  Feeding  leather  or  other  material  to  the  machviiA  Vcl  IV^  ^^^ 
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eration  of  leathering  tacks,  by  each  Bucceeding  tack  itself,  which  is 
driven  into  or  through  the  material  used  for  forming  the  heads  or 
disks,  and  acts  as  a  stop  to  a  feed  motion  whereby  to  effect  the  move- 
ment  of  the  material  to  a  position  in  front  of  the  cutting  punch,  sub- 
stantially as  described. 

No.  20,819. — Jbssb  Eked,  of  Marshfield,  Mass. — Machine  for  Leath- 
ering Tacks, — Patent  dated  July  6, 1858. — In  operating  this  machine, 
as  each  tack  drops  down  the  tube  Q  it  is  arrested  at  the  bottom  of  it 
by  the  shield  v,  the  end  of  which  hangs  within  the  opening  9,  cut  in 
the  tube,  and  catches  the  head  of  the  tack  whilst  the  point  of  it  hangs 
down  below  the  end  of  the  tube  in  the  space  6  between  the  jaws  of  the 
nippers  N ;  then,  as  the  nippers  are  drawn  back  in  the  direction  of  their 
arrow,  the  head  of  the  tack  being  still  in  the  tube  and  the  point  of  it 
in  front  of  the  stop  a:,  it  is  prevented  from  being  drawn  back  by  the 
nippers,  and  they  are  forced  apart  by  the  body  of  the  tack  itself.  At 
the  next  vibration  of  the  arm  M  the  tack  is  carried  by  the  nippers 
under  the  punch  E,  which  pushes  the  tack  through  the  leather. 

The  inventor  says :  I  cZatm,  first,  driving  the  tacks  and  cutting  out 
the  pieces  of  leather  by  a  solid  punch,  operating  in  the  manner  sub- 
stantially as  set  forth. 

Second.  I  claim  the  nippers  N,  in  combination  with  the  rest  a;,  and 
tube  g,  operating  as  described  for  the  purpose  specified. 

No  22,340. — Thomas  D.  Bailey,  of  Lowell,  Mass. — Improvement  tn 
Pegging  Jaclcs, — Patent  dated  December  21, 1858. — The  nature  of  this 
invention  consists  in  providing  means  for  jacking  the  last  by  simply 
turning  the  plate  or  turn-table  on  which  the  last  is  supported.  Also, 
in  providing  means  by  which  the  sole  of  the  shoe  may  be  turned  from 
a  horizontal  position^  either  way,  until  it  is  brought  to  a  perpendicular 
position,  or  fastened  at  any  intermediate  angle,  as  may  be  desired  for 
the  convenience  of  the  operator.  And  it  also  consists,  in  connexion 
with  both  the  foregoing,  in  having  it  so  arranged  that  the  plate  or 
table  to  which  the  shoe  is  fastened  may  be  turned  freely  about,  so  that 
either  side  or  heel  or  toe  may  be  presented  to  the  operator. 

The  inventor  says :  I  daimy  first,  the  method  of  jacking  the  last  by 
turning  the  plate  to  which  the  last  is  fastened. 

Second.  I  claim  the  combination  of  the  lever  H,  screw  F,  and  turn- 
table T,  for  jacking  the  last,  substantially  as  described. 

Third.  I  claim  mstening  the  screw  F,  or  its  equivalent,  stationary 
by  means  of  the  coupling  pin  L^  and  plate  I,  so  that  when  the  turn- 
table T  is  revolved  it  shall  operate  the  lever  and  jack  the  last,  sub- 
stantially as  described. 

Fourth.  I  claim  fastening  the  screw  F,  or  its  equivalent,  to  turn  the 

Elate  T,  after  the  last  has  been  jacked,  by  means  of  the  coupling  wheel 
r  and  pin  B,  operated  by  the  thumb  latch  0  and  spring  P,  for  the 
purpose  of  preventing  the  screw  F  from  turning  round  and  loosing 
the  lever  U,  substantially  as  described. 

Fifth.  I  claim  the  combination  of  two  hinges  S  S^  cam  levers  U  U^, 
hinge  seat  B,  the  link  C,  and  h%nd-set  screw  W,  for  the  purpose  and 
irab^tantially  as  described. 
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No.  21,091. — ^Edgar  M.  Stevens,  of  Boston,  Mass. — Improvement  in 
Pegging  Machines. — Patent  dated  August  3,  1858. — This  invention 
relates  to  that  portion  of  the  mechanism  of  a  pegging  machine  which 
operates  directly  on  the  pegs,  and  is  particularly  applicable  to  the 
pegging  machine  patented  by  this  inventor  on  the  15th  of  December, 
1857,  and  numbered  18,879.  It  may  also  be  applied  to  ether  varieties 
of  pegging  machines. 

The  inventor  says :  I  daim,  first,  a  peg  wood  box  or  receptacle  «, 
which  is  vibrated  or  reciprocated  so  as  to  bring  the  peg  wood  8  as  upon 
the  knife  r,  for  the  purpose  of  splitting  a  peg  from  the  peg  wood,  and 
which  is  so  located  and  arranged  as  to  present  the  peg  to  or  directly 
over  the  hole  in  the  sole  into  which  it  is  to  be  driven. 

But  I  do  not  claim  broadly  any  moving  peg  wood  box,  which  is  ar- 
ranged remotely  from  the  awl  hole  made  in  the  sole,  and  there  delivers 
the  peg  wood  or  pegs,  which  ultimately  are  fed  to  the  awl  hole  into 
which  they  are  to  be  driven. 

Second.  In  combination  with  the  vibrating  or  reciprocating  peg 
wood  box  8,  a  stop  which  is  adjustable  to  the  length  of  the  peg  wood 
8  8  8,  and  is  located  in  the  mouth  of «  near  the  peg  tube  in/,  and  within 
less  distance  of  the  plane  of  the  edge  face  of  the  knife  r  than  the  big- 
ness of  one  peg,  and  whose  function  is  to  hold  the  peg  wood  against 
the  action  of  the  knife  in  splitting  off  the  peg,  and  this  I  claim  whether 
such  stop  forms  a  part  of  the  cover  of  the  peg  wood  box  S  or  is  sepa- 
rate therefrom. 

Third.  I  am  aware  that  it  is  not  new  to  use  a  feed  instrument  hav- 
ing a  compound  movement  like  that  described  for  m  ;  that,  therefore, 
J  disclaim. 

But  I  claim  the  mechanical  means,  or  their  equivalents^  for  producing 
said  compound  movement  of  m,  the  same  consisting  of  the  bell-crank 
lever  u  hinged  to  m,  and  the  friction  block  w  which  is  arrianged  to  slide 
in  the  slot  in  Uy  both  u  and  w  being  arranged  to  pivot  upon  x. 

Fourth.  The  use  of  a  spring  (the  spring  on  i;)  or  its  equivalent,  in 
combination  with  a  peg  wood  feeder  m,  having  a  range  of  feed  move- 
ment when  unobstructed^  greater  than  the  bigness  of  a  peg,  for  the 
purpose  of  rendering  the  movement  of  the  feeeder  m  self-regulating, 
as  set  forth. 

No.  19,354. — J.  A  DuNWORTH  and  F.  Dunworth,  of  Dobbs'  Ferry, 
N.  Y. — Device  for  holding  Horee  Reins. — Patent  dated  February  16, 
1858. — This  invention  provides  a  permanent  hold-fast  for  the  reins, 
orne  that  may  be  connected  to  the  reins  and  not  at  all  interfere  with 
their  proper  management  while  the  horse  or  horses  are  being  driven, 
and  at  the  same  time  holding  the  reins  as  soon  as  they  are  dropped 
irom  the  hands  of  the  driver. 

Claim. — The  elastic  tubes  0  C,  or  their  equivalents,  placed  within 
a  case  A  attached  to  the  dash-board,  the  reins  being  attached  to  the 
tubes,  and  the  whole  arranged  substantially  as  and  for  the  purpose 
set  forth. 
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No.  22,130. — Jesse  Nece,  of  Philadelphia,  Pa. — Improvement  i% 
Saddle-Trees. — Patent  dated  November  23,  1858. — ^The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says  :  I  cZatm,  first,  rounding  the  underside  of  both  the 
pommel  B  and  cantle  C  of  a  wooden  saddle-tree,  where  they  bear  on 
the  side  pieces,  and  employing  in  combination  with  the  whole,  the 
side  slips  h  and  i  and  h^  t^,  so  that  the  said  side  pieces  may  be  free  to 
vibrate  on  their  hinges  and  still  retain  their  proper  relative  position 
with  regard  to  the  pommel  and  cantle,  as  set  forth. 

Second.  The  metal-arched  pieces  E  and  F  secured  to  the  pommel 
and  cantle  of  the  saddle- tree,  as  described  and  for  the  purposes 
specified. 

No.  20,439.— F.  W.  Michel,  William  C.  Willcox,  and  Henry  T. 
Miller,  of  Utica,  N.  Y. — Straw  and  Wood  Over-Shoes. — Patent  dated 
June  1,  1858. — The  over-shoe  A  is  made  of  braided  straw  C,  and  is 
formed  by  sewing  the  braid  over  a  last  of  the  desired  size  and  fashion. 
The  heel  B  is  made  of  wood  and  is  fastened  to  the  shoe  by  means  of 
copper  rivets. 

Claim, — The  straw  over-shoe,  constructed  in  the  manner  and  for  the 
purposes  mentioned. 

No.  19,461. — Abijah  Woodward,  ofKeene,  N.  H. — Improved  Shoe' 
Peg  Machine. — Patent  dated  February  23,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  claim  a  fiuted  feed  roller  and  splitting 
knife  combined,  irrespective  of  the  manner  in  which  the  combining  is 
effected. 

Nor  do  I  claim  the  arrangement  ot  the  roller  in  an  adjustable  frame 
which  cannot  be  adjusted  without  injuriously  affecting  the  feed  mov^ 
ment  of  the  roller. 

But  I  daim  giving  an  uniform  and  arbitrary  intermittent  rotary 
motion  to  the  fluted  feed  roller,  whatever  may  be  its  adjustment,  by 
means  of  two  bevel  wheels  k  Z,  peculiar  3crew  cam  I,  worm-wheel  A, 
and  pinions  t'y,  arranged  as  follows :  one  of  the  bevel  wheels  being 
on  the  upper  end  of  a  vertical  shaft,  and  the  other  which  must  always 
gear  with  the  first,  being  on  the  end  of  the  fluted  roller,  and  both  being 
adjustable  so  as  to  suit  different  thicknesses  of  peg  blocks  without 
getting  out  of  gear  with  one  another,  and  with  the  driving  shaft ;  th« 
cam  being  so  constructed,  and  its  screw-thread  arranged  in  such  rela- 
tion to  the  eccentric  pin  which  moves  the  splitting  knife,  that  the  feed 
or  movement  of  the  block  will  always  cease  or  be  completed  before  the 
knife  commences  to  descend,  and  again  commences  just  as  the  knife  has 
completed  its  ascent,  all  substantially  as  and  for  the  purpose  set  forth. 

No.  19,730. — Amos  H.  Boyd,  of  Saco,  Maine,  assignor  to  Samuel  1*. 
Chase,  of  said  Saco. — Improvement  in  the  Manufacture  of  Shoe  Pegs. — 
Patent  dated  March  23,  1858. — The  nature  of  this  invention  consists, 
first,  in  combining  in  one  machine  the  several  offices  of  feeding  the 
block  of  wood  from  which  they  are  to  be  cut,  pointing  and  splitting 
them.     Second,  in  moving  by  a  single  shaft  the  several  departmenta 
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of  macliinery  wblch  perform  the  said  several  offices,  each  of  said 
departments  keeping  pcu^  with  the  other  till  the  block  is  pointed  and 
split.  Third,  in  the  continuous  operation  of  the  machine  upon  a 
succession  of  blocks,  without  requiring  stoppage  or  interruption  for 
the  purpose  of  adjustment.  Fourth,  in  the  transversely  grooved 
rollers,  to  hold  the  block  firmly  while  being  pointed. 

The  inventor  says :  First.  I  claim  the  combination  of  the  pointer, 
splitter,  and  intermittent  feed  of  the  block,  operated  conjointly,  sub- 
stantially as  specified. 

Second.  The  construction  and  arrangement  of  the  transversely  or 
drcumferentially  grooved  or  threaded  rollers,  as  a  means  of  feeding 
and  holding  the  block  or  bolt  for  pointing,  substantially  as  specified. 

No.  22,061. — AzRO  Brown,  of  West  Waterford,  Vermont. — Im- 
proved Shoe-Peg  Mdchine. — Patent  dated  November  16,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  daim^  first,  the  combination  and  arrangement 
of  the  radial  slotted  plate  /,  eccentric  helical  or  spiral  edged  plate, 
between  which  and  the  lower  plate  e  it  is  confined,  said  lower  plate  e 
having  depressions  and  gutters  in  its  upper  surface  for  receiving  cor- 
responding parts  formed  on  the  lower  surface  of  the  slotted  plate/, 
and  a  raised  or  ridged  portion  nearer  its  centre,  whose  inner  edge 
corresponds  with  the  eccentric  curvature  of  the  edge  of  the  plate;  the 
said  slotted  plate  /,  and  the  other  parts  mentioned^  being  arranged 
and  operated  substantially,  in  the  manner  and  for  the  purpose  set 
forth. 

Second.  I  claim  giving  an  intermittent  progressive  motion  to  the 
slotted  plate/,  by  the  combination  of  the  ratchet  notches  on  its  under 
surface,  spring  pawl  K,  and  oscillating  lever  2,  attached  by  a  connect- 
ing rod  m  to  the  pitman  rod,  as  described. 

Third.  I  also  claim  forcing  or  conveying  the  strips  of  wood  from 
which  the  pegs  are  formed  after  being  cut  from  the  block  or  bolt,  by 
means  of  the  combination  and  arrangement  of  the  traversing  bars  Y^ 
Y^,  guided  by  wheels  on  the  end  of  the  cross-head,  at  the  angle 
where  they  are  connected,  curved  groove  Y  in  the  drum  P,  and  knives 
W,  between  which  the  strip  is  first  deposited  and  subsequently  con- 
veyed through  the  slot  in  the  rim  of  the  plate  or  rim  e,  and  under 
the  Y-shaped  cutter  Y,  substantially  as  set  forth. 

Fourth.  I  claim  the  combination  of  the  cylindrical  knife  H  and 
cutters  J,  as  described. 

No.  21,104.— Isaiah  G.  Worth,  of  Yassalborough,  Maine. — Im- 
proved  Machine  for  Manufacturing  Shoe  Pegs. — Patent  dated  August 
3,  1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says :  I  do  not  claim  the  combination  of  a  recipro- 
cating knife,  a  fiuted  feeding  roller,  and  a  mechanism  for  so  operating 
both  as  to  feed  a  peg  block  along  with  an  intermittent  motion,  and 
cat  pegs  from  it,  as  I  am  aware  that  such  is  the  principle  of  the  well 
known  Baldwin  peg  cutting  machine. 

Bat  T  rJaim  an  improved  machine  consisting  of  a  combination  and 
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arrangement,  essentially  as  specified,  of  a  vibrating  knife  F,  or  its 
equivalent,  a  bench  or  table,  two  fluted  feed  rollers  L  L,  and  mechan- 
ism for  imparting  to  such  rollers  intermittent  feeding  motions,  in 
opposite  directions,  the  same  being  productive  of  advantage  in  cutting 
blocks  into  pegs. 

No.  19,282. — B.  F.  Sturtbvant,  of  Boston,  Massachusetts,  assignor 
to  Himself  and  Elmer  Townsbnd,  of  said  Boston. — Improved  Method 
of  Preparing  Blanks  for  Shoe  Pegs. — Patent  dated  February  2, 
1858. — In  operating  this  machine  the  lumber  employed  is  first  sawed 
into  planks  of  two  inches  thickness,  then  into  strips,  from  which  all 
knots  and  other  imperfections  are  then  cut  out  and  the  clear  strips 
are  glued  together,  forming  a  new  plank  of  clear  stuff;  these  planks 
are  then  sawed  into  blocks  the  thickness  of  which  is  equal  to  the 
length  of  the  pegs.  The  blanks  thus  formed  are  assembled  in  pack- 
ages and  are  held  together  by  narrow  bands  of  adhesive  paper  which 
attaches  itself  to  opposite  sides  of  each  strip,  the  blanks  being  torn 
off  one  by  one,  the  adhesive  paper  holds  all  the  remaining  blanks  in 
a  body. 

Claim. — First.  The  described  process  of  making  blanks  for  shoe 
pegs  by  sawing  and  gluing  up  the  material  in  the  manner  substan- 
tially as  set  forth  for  the  purpose  specified. 

Second.  I  claim  the  method  described  of  securing  the  blanks  in 
packages,  by  means  of  bands  of  adhesive  paper,  or  their  equivalentSi 
whereby  the  blanks  may  be  placed  in  the  machine  and  removed  there- 
from in  bundles,  as  set  forth. 

No.  21,223. — Daniel  J.  Tapley,  of  Danvers,  Massachusetts. — 7m- 
proved  Combination  tlhoe-Tool, — Patent  dated  August  17,  1858. — The 
nature  of  this  invention  consists  in  making  a  combination  tool  which 
will  answer  in  the  place  of  a  **tack  stamp,"  "  last  hook,"  and  "  peg 
cutter;"  a  is  the  '*tack  stamp,"  B  the  last  hook,  and  A  the  peg 
cutter. 

Claim. — The  combination  and  arrangement  of  the  "tack  hole 
stamp,"  'Mast  hook,"  and  "peg  cutter,"  substantially  as  described 
and  tor  the  objects  specified. 

No.  20,882. — Freeman  Killbrith,  of  Pembroke,  Massachusetts. — 
Improvement  in  Shoemakers*  Edge-Planes, — Patent  dated  July  13, 1858. 
The  nature  of  this  invention  will  be  understood  by  reference  to  the 
claim  and  engravings. 

Claim  — The  attachment  to  the  edge  now  in  use,  and  known  as 
Dunham's  patent,  of  the  movable  guard  C  with  its  screw  e,  the  guard 
being  movable  to  and  from  the  edge  of  knife  D,  and  sliding  on  the 
face  of  the  shank  B,  and  also  the  attachment  to  the  shank  B  of  the 
knife  D,  with  its  screw  /  working  in  a  slot,  and  raised  or  lowered  to 
any  desired  gauge  for  paring  soles,  and  which  knife  D  can  be  wholly 
removed  from  the  shank  B  by  unscrewing  the  screw  /  and  so  ground 
or  sharpened,  and  be  replaced  by  a  new  knife  if  necessary. 
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No.  19,284. — John  Allbitder,  of  New  London,  Connecticut. — /m- 
flement  for  Holding  Open  ShoeSy  Bags,  dtc. — Patent  dated  February  9, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

Claim, — A  pair  of  forceps  with  one  jaw,  provided  with  a  plate  for 
the  inside  of  a  shoe,  sack,  or  other  article;  the  other  jaw  carrying  two 
arms,  one  to  clamp  the  shoe,  sack,  or  other  article,  against  the  first 
mentioned  jaw  or  plate  upon  it,  and  the  other  arm  carrying  a  bar  or 
plate  to  spread  the  opening  in  the  shoe,  sack^  or  other  article,  sub- 
tan  tially  as  described. 

I  also  claim  making  the  bar  that  carries  the  arm  that  spreads  the 
shoe,  sack,  or  other  article,  adjustable^  substantially  as  described,  so 
that  the  forceps  or  apparatus  may  be  adapted  to  shoes  and  sacks  of 
various  sizes. 

No.  21,500. — Jacob  Jenkins,  of  Charlestown,  Massachusetts. — 7m- 
proved  Heating  Apparatus  for  the  Manufacture  of  Cemented  Sole  Shoes, 
ratent  dated  September  24, 1858. — The  claim  and  engravings  explain 
the  nature  of  this  invention. 

Claim. — An  improved  heating  apparatus  for  the  manufacture  of 
cemented  sole  shoes,  consisting  of  the  box  A  provided  with  door  B, 
glass  front  6,  deflector  /,  as  described,  openings  d,  and  lamp  C  or  its 
equivalent,  for  heating,  arranged  and  operating  substantially  as  and 
for  the  purposes  set  forth. 

No.  21,051. — Leander  Laceet,  of  Sutton,  Massachusetts,  assignor 
to  Himself  and  Elbcer  Townsbnd,  of  Boston,  Massachusetts. — Improve- 
ment in  Machines  for  Pegging  Shoes. — Patent  dated  July  2T,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  holding  the  last  or  shoe  up  to 
the  pegging  mechanism  by  means  of  a  weighted  lever  and  a  standard 
connected  together  by  a  universal  joint. 

But  I  daim  the  combination  of  the  heavy  inertia  block  P  with  the 
weighted  lever  B,  and  either  the  last  or  the  standard  for  supporting 
the  last,  the  same  being  for  the  purpose  as  specified. 

I  also  claim  the  arrangement  of  the  inertia  block  with  reference  to 
the  lower  bearings  K  K  of  the  universal  joint — that  is,  so  that  a  ver- 
tical line  passing  through  the  centre  of  gravity  of  the  inertia  block 
shall  fall  on  one  side  of  and  at  a  distance  from  the  axis  of  such  bear- 
ings, the  same  being  for  the  purpose  as  set  forth. 

I  also  claim  combining  with  the  inertia  block  and  its  universal  joint, 
a  mechanism  for  revolving  the  inertia  block  twice  while  a  sole  on  the 
shoe  last  is  being  pegged,  such  a  mechanism  as  shown  in  the  draw- 
ings, consisting  of  the  fiange  n,  the  griper  o,  the  connexion  bar  p^ 
the  lever  q,  the  pitman  r,  and  the  cam  E. 

I  also  claim  so  arranging  and  applying  the  last  standard  on  the 
inertia  block  that  the  position  of  the  standard  may  be  varied  on  the 
block,  in  order  to  change  the  inclination  or  slant  of  the  pegs,  as  de- 
scribed. 

I  also  claim  arranging  and  combining  with  the  peg  feeding  mechan- 
ism^  substantially  as  described,  a  mechanism  for  receiving  eaclv  ^^% 
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and  condensiDg  or  compressing  it  just  prior  to  its  being  driven  into 
the  solo ;  such  a  mechanism  is  shown  in  the  drawing,  consisting  of 
the  slider  y\  the  hook,  slide  bar  m^  the  toggles  t^  i^  the  pitman  y, 
and  the  mechanism  for  actuating  the  said  pitman  as  described. 

I  also  claim  the  combination  of  the  wedged  pitman  6^,  its  side  cam 
cPy  the  recessed  post  Z,  and  the  stud  of  the  feeder  C,  the  same  being 
the  mechanism  for  feeding  the  shoe  along. 

I  also  claim  combining  with  the  feeding  mechanism  a  mechanism, 
substantially  as  described,  for  imparting  to  the  shoe  last  an  intermit- 
tent, reciprocating  lateral  motion,  such  as  will  cause  the  machine, 
when  in  motion,  to  insert  two  rows  of  pegs  in  the  sole  ;  such  a  me- 
chanism as  shown  in  the  drawings,  consisting  of  the  pitman  cPy  the 
notch  x^,  the  recess  2^,  the  stud  e*,  the  heart  cam  a^,  and  the  plate  t;*. 

No.  19,542. — John  H.  Browne,  of  Abbey  Mills,  Romsey  Hants, 
England. — Improvement  in  Manufacture  0/  Artificial  Skins. — Patented 
in  England  November  18, 1853.— Patent  dated  March  9,  1858.— This 
invention  has  for  its  object  to  produce  artificial  skins  for  the  manufac- 
ture of  parchment,  or  such  like  article,  and  leather ;  and  consists  in 
employing  the  other  parts  of  hides  and  skins,  by  reducing  the  same 
to  pulp,  and  then^  by  rollers  or  pressure,  to  produce  sheets.  For  this 
purpose  the  parts^f  hides  or  skins  should  have  the  outer  surfaces 
removed,  and  soaked  in  water  having  dissolved  therein,  by  preference, 
barilla  and  caustic  lime,  though  other  matters  may  be  used.  They 
are  then  well  washed  and  subjected  to  a  bath  of  water  having  therein 
alum  and  sulphuric  acid.  The  parts  of  hides  are  then  washed,  pulped, 
and  subjected  to  pressure  between  rollers  or  other  pressure. 

Claim. — The  manufacture  of  artificial  skins  described. 

No.  21,764. — John  Loudon  and  Hans  Iversen,  of  New  York,  N.  Y. — 
Improvement  in  Stirrups. — Patent  dated  October  12, 1858. — The  nature 
of  this  invention  consists  in  the  application  of  a  joint  a  a  in  each  of 
the  sides  6  6  of  the  stirrup,  about  midway  between  the  bottom  or  tread 
c  and  the  eye  d  receiving  the  strap  e,  whereby  the  bottom  c  cannot 
become  impinged  on  to  the  sole  of  the  shoe^  because  in  cases  where  a 
person  is  thrown  from  a  horse  the  foot  turns  the  lower  part  c  into  a 
position  shown  in  figure  2,  when  the  bottom  c  approaches  toward  a 
parallel  line  with  the  pull  of  the  strap  e,  and  the  stirrup  will  slide  off. 

Claim. — Constructing  a  stirrup  with  a  joint  at  or  near  the  centre  of 
the  sides  6,  substantially  as  and  for  the  purposes  specified. 

No.  21,755. — Barzilla  Harrington  and  Nelson  Kussell,  of  China, 
Maine. — Improvement  in  Tannning. — Patent  dated  October  12, 1858  — 
By  this  invention  comptonia  aspenifolia,  or  sweet  fern,  is  used  in  lieu 
of  bark  or  other  tanning  material  for  the  purpose  of  converting  raw 
hides  into  leather.  The  fern  is  leached  in  the  same  way  as  bark  in 
the  usual  mode  ot  tanning,  the  use  of  a  bark  mill  being  unnecessary. 

Claim. — The  use  of  comptonia  aspenifolia,  or  sweet  fern,  in  room  of 
bark  or  any  other  tanning  material  now  in  use. 


X?I  — LEA!  HER,  ETC.  417 

No.  21,705.— A.  0.  TAGGARTand  A.  Gray,  of  Alleghany  City,  Pa.— 
Improved  Tannery. — Patent  dated  October  5,  1858.— The  nature  of 
this  invention  consists  in  an  arrangement  for  agitating,  separating, 
and  conveying  the  liquor  from  one  tan  vat  to  another,  a  are  the  rock- 
ing shafts,  which  have  their  bearings  on  pivots,  marked  y,  placed  in 
the  cross  beams  of  frame  e,  and  are  held  on  the  pivots  by  the  links  x; 
to  the  shafts  are  attached  arms  d,  and  upright  levers  6,  which  are 
attached  to  a  beam  c;  this  beam  is  connected  to  the  driving  power; 
the  length  of  the  arms  will  regulate  the  dip  of  the  agitating  frames  3 ; 
to  these  frames  are  attached  rods  1  ;  these  rods  are  connected  to  arms 
dj  on  the  shafts  a. 

The  inventors  say  :  We  clainif  first,  the  arrangement  of  the  pivot  y, 
and  links  x,  as  herein  described,  and  for  the  purposes  set  forth. 

Second.  The  use  of  the  pipes  n,  when  placed  near  the  top  of  the 
vats  and  used  in  connexion  with  the  pipe  o,  as  described  and  repre- 
sented and  for  the  purpose  specified. 

No.  21,168. — Theodor  Klbmm,  of  PfulHngen,  of  Rentlingen,  near 
Stuttgart,  Wurtemberg,  Germany,  assignor  to  Edward  Moss,  of  Lon- 
don, England. — Improvement  in  Tanning  Hides. — Patent  dated  August 
10,  1858. — This  invention  consists  in  the  preparation  for  preservation 
of  hides,  skins,  and  other  animal  tissues,  by  impregnating  them  with 
compounds  of  certain  vegetable,  animal  and  saline  substances,  or  any 
equivalent  therefor,  by  means  of  mechanical  agitation  and  heat. 

The  inventor  says :  I  do  not  wish  to  be  understood  as  limiting  my 
claim  to  the  use  of  the  special  composition  of  matter  herein  specified, 
as  the  said  composition  of  matter  may  be  varied  within  the  range  of 
my  invention. 

What  I  claim  is,  the  process  of  treating  and  impregnating  hides^ 
skins,  and  other  animal  tissues,  by  alternately  agitating  them  in  a 
heated  atmosphere  or  current  of  heated  air,  and  rubbing  or  smearing 
them  with  the  substances  specified,  substantially  as  and  for  the 
purpose  specified. 

No.  21,126. — Lewis  C.  England,  of  Owego,  New  York. — Improve*- 
m^ent  in  Apparatus  for  Tanning  Hides, — Patent  dated  August  10, 1858. — 
This  improvement  consists  in  suspending  the  hides  in  the  vat,  at  the 
commencement  of  the  process,  in  suck  a  manner  that  they  shall  be 
free  to  shrink,  and  keeping  them  so  suspended,  without  disturbance, 
until  suflBciently  tanned,  the  different  liquors  required  being  supplied 
one  after  another,  and  each  liquor  being  kept  at  all  times  among  the 
hides.     A  is  the  vat,  and  a  represents  the  skins  or  hides. 

Claim, — The  described  improvement  in  the  art  of  tanning — that  is 
to  say,  causing  the  liquors  to  circulate  among  hides  which  are  kept  in 
fixed  positions,  for  the  purpose  and  substantially  in  the  manner  set 
forth. 

No.  19,201.— Butler  G.  Noble,  of  White  Water,  Wisconsin.— 7»i- 
provemetU  in  Tanning  Leather, — Patent  dated  January  26,  1858. 

The  inventor  says  in  describing  his  improvement :  One  hundred 
calf-skins,  having  been  prepared  by  depilating  and  bathing  in  any  of 
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the  usual  modes,  are  immersed  in  a  preparation  consisting  of  ten 
pounds  of  catechu  dissolved  in  a  sufficient  quantity  of  water  to  cover 
the  skins.  In  this  they  are  kept  in  motion  for  two  or  three  hours 
until  well  colored,  when  there  is  added  ten  pounds  more  of  catechu  to 
the  solution,  aod  permitted  to  remain,  with  occasional  handling,  from 
fifteen  to  twenty-iour  hours.  They  are  then  removed,  and  there  is 
then  added  to  the  vat  containing  the  liquor  fifteen  pounds  of  catechu, 
ten  pounds  of  sulphate  of  soda,  and  two  pounds  of  common  salt. 

The  skins  are  then  immersed  in  the  liquor  and  allowed  to  remain, 
with  the  addition  of  ten  pounds  of  catechu  each  day  thereafter,  until 
tanned,  which  is  usually  from  five  to  ten  days.  They  are  then  re- 
moved and  a  new  liquor  is  prepared,  consisting  of  water  sufficient  to 
cover  the  skins  ;  catechu,  five  pounds  ;  alum,  three  pounds ;  and  com- 
mon salt,  one  pound.  In  this  the  skins  are  placed  and  remain  about 
twenty-four  hours  when,  they  are  removed.  The  "fixing  bath"  is 
then  prepared,  consisting  of  water  sufficient  to  cover  the  skins,  one 
ounce  of  commercial  nitric  acid,  and  one-half  ounce  of  glycerine  to 
every  four  gallons  of  water,  in  this  the  skins  are  placed. 

The  inventor  says :  I  am  aware  that  sulphate  of  soda,  chloride  of 
sodium,  alum,  and  nitric  acid,  have  been  used  in  different  proportions 
and  combinations  in  other  processes  of  tanning,  and  therefore  1  do  not 
claim  their  use  in  any  manner  differing  substantially  from  my  own. 

But  I  claim  the  fixing  bath  composed  of  nitric  acid  and  glycerine 
diluted  with  water,  in  the  proportions  specified  or  thereabouts,  and 
employed  substantially  in  the  manner  set  forth. 

No.  20,565. — HoRACB  G.  Johnson,  of  Cleveland,  Ohio. — Improve- 
ment in  Tanning  Leather. — Patent  dated  June  15,  1858. — The  tan 
liquor  is  prepared  in  the  following  manner  :  To  one  gallon  of  strong 
decoction  of  Anthemis  Cotula  (one  pound  of  the  dry  herb  to  one  gallon 
of  water)  is  added  ^  of  a  pound  of  catechu,  or  terra  japonica,  two  ounces 
of  alum,  and  two  ounces  of  common  salt,  mixed  well  together. 

Claim. — The  use  of  the  Anthemis  Cotula,  or  any  other  species  of 
Maruta,  either  separately  or  mixed  with  terra  japonica  in  any  pro- 
portion, or  combined  with  alum  and  common  salt  or  their  chemical 
equivalents,  in  the  manner  and  for  the  purpose  set  forth,  not  intend- 
ing, however,  to  confine  myself  to  the  exact  proportions  named. 

No.  20,502. — Jkssb  Morgan,  of  Sumterville,  ISouth  Carolina. — /m- 
fyrovement  in  Method  of  Tanning. — Patent  dated  June  8,  1858. — The 
claim  will  explain  the  nature  of  this  improvement. 

Claim  — The  compound,  composed  of  saccharine  matter,  glauber 
salts,  and  muriate  of  soda,  in  about  the  proportions  set  fortn,  for  the 
purpose  of  expeditiously  completing  the  process  of  tanning  as  des- 
cribed. 

No.  19,211. — Charles  A.  Shaw  and  James  Cijirk,  of  Biddeford, 
Maine. — Improvement  in  Apparatus  for  Tanning  /Siin*.— Patent  dated 
January  26,  1858. — In  fig.  1,  a  a  a  a  is  a  strong  frame  work,  or 
false  vat,  having  two  open  sides  and  made  exactly  to  fit  the  real  vat 
J^  in  which  the  hides  b  h  are  placed,  firmly  secured  on  two  opposite 
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sides  to  sticks  cccc.  These  sticks  are  supported  at  each  end  hj 
horizontal  rests  d  dd  d^  which  rests  are  strongly  bolted  to  the  inside 
of  the  ends  of  the  frame-work  at  a  sufficient  distance  only  from  the 
side  of  said  frame  to  freely  admit  the  said  sticks,  thus  keeping  the 
sides  fully  extended  while  in  the  frame  a. 

The  inventors  say :  We  make  no  claim  whatever  to  the  invention 
of  Wattles,  as  patented  by  him  May  26,  1857,  or  any  part  thereof. 

We  claim  the  use  of  the  horizontal  movable  frame  rods  or  sticks 
c  cccy  the  toothed  bars  mmmmy  and  the  rests  d  d  dd,  or  their  equi- 
valents, for  the  purposes  set  forth  and  specified. 

No.  21,394.— John  0.  Db  Witt,  of  West  Bloomfield,  N.  J., 
assignor  to  Himself  and  Terah  Bbnedict,  of  Newark,  N.  J. — Ln- 
proved  Trace  Fastening, — Patent  dated  August  31, 1858. — The  object 
of  this  invention  is  to  obtain  a  buckle  or  fastening  for  securing  the 
traces  of  harness  to  their  hame-tugs  without  injuring  the  traces,  and 
at  the  same  time  obtain  also  a  fastening  that  will  admit  of  a  ready 
adjustment  and  form  a  sure  connexion. 

Claim, — The  frame  or  body  D,  provided  with  the  tongue /pro- 
jecting from  it  at  right  amgles  when  the  frame  or  body  is  connected 
with  the  plates  e  of  the  tug  A  by  means  of  the  pivots  6  6  of  said  plate, 
fitting  in  oblong  slots  c  in  the  sides  d  d  o{  the  frame  or  body,  so  that 
the  same  may  be  shoved  forward  and  backward  to  admit  of  its  being 
locked,  and  also  of  being  opened,  substantially  as  described. 

No.  22,454. — Uel  J.  Kbynolds,  of  Webster,  N.  Y. — Improvement 
in  Trace  Fastenings. — Patent  dated  December  28,  1858. — This  buckle 
is  called  the  ''  box  buckle"  and  is  used  for  attaching  tugs  to  harness. 
It  is  to  be  made  of  various  sizes,  and  of  any  metallic  substance  suitable 
to  the  purpose  for  which  they  are  designed. 

The  inventor  says :  I  daim  the  formation  of  the  eye  d  which  re- 
ceives the  tongue  E,  for  the  purpose  described  and  set  forth. 

Second.  The  tongue  E,  in  combination  with  the  tube  c,  spiral 
spring  and  bolt  e  in  the  eye  d^  as  described. 

No.  19,934* — Samuel  Lagowitz,  of  Newark,  N.  J. — Improvement  in 
the  Mode  of  constructing  Trunk  Handles, — Patent  dated  April  13, 
1858. — A  is  a  metallic  male  die,  made  the  exact  shape  and  size  of  a 
leather  handle  for  a  trunk ;  this  die  corresponds  with  and  fits  in  the 
female  die  B,  thus  forming  a  mould  to  shape  the  upper  or  ornamental 
portion  of  the  leather  handle  shown  at  C. 

The  inventor  says :  I  do  not  claim  to  be  the  inventor  of  pressing 
leather  into  dies  or  moulds  for  the  purpose  of  ornamenting  the  same ; 
this  has  long  been  in  common  use  for  various  purposes. 

I  daim  the  thin  leather  shell,  prepared,  packed  and  stitched  in  the 
manner  and  for  the  specified  purpose,  substantially  as  described  and 
shown. 

No.  20,832.— Robert  M.  Wade,  of  Wadesville,  Va.—IVwnft  Pro- 
teclOT. — Patent  dated  July  6,  1858. — The  object  of  this  invention  is 
to  prevent  injury  to  trunks  by  rough  usage.     It  consists  in  providing 
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a  skeleton  casing  of  sufficient  strength  and  elasticity  to  resist  the 
blows  to  which  the  trunk  may  be  subjected,  which  casing  is  to  be 
attached  in  the  manner  of  an  ordinary  canvas  cover. 

Claim, — Tbe  skeleton  trunk  casing  made  up  of  wooden  strips  B  B, 
with  bent  extremities  connected  with  straps  S  S  and  attached  to  the 
trunk,  substantially  as  and  for  the  purposes  set  forth. 

No.  20j259. — Joseph  Dudlet,  of  Fall  River,  Mass. — Improvement  in 
Card  Plates  for  Trunks.— Fsktent  dated  May  18,  1858.— This  device 
consists  in  a  metallic  frame  A,  having  a  transverse  central  cross-piece 
and  two  transverse  end  pieces,  and  a  spring  or  elastic  D  plate  placed 
on  the  central  cross-piece,  its  ends  being  underneath  the  end  pieces 
and  used  in  connexion  with  it  to  secure  the  cards  in  the  frame  which 
is  placed  on  the  trunk. 

Claim. — The  frame  A,  provided  with  transverse  bars  B  C  C,  and  an 
elastic  plate  D,  the  frame  being  secured  to  the  trunk,  and  the  whole 
arranged  substantially  as  and  tor  the  purpose  set  forth. 
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No.  21,218.— J.  B.  Sargent,  of  New  Britain,  Connecticut.— 7m- 
proved  Andiron. — Patent  dated  August  17, 1858. — The  nature  of  this 
invention  consists  in  the  mode  of  manufiacture,  whereby  they  are 
cheaply  made  and  easily  detached  to  be  packed  closely  in  crates  or 
boxes,  in  order  to  prevent  breakage  in  transportation. 

The  inventor  says :  I  am  aware  that  andirons  have  been  made  hav- 
ing a  bolt  with  a  screw  on  the  upper  end  for  the  purposo  of  securing 
the  ornamental  pillar,  and  also  having  a  shoulder  on  the  lower  end 
passing  through  the  legs  and  fire-iron,  and  riveted  on  the  under  side, 
which  cannot  be  said  to  be  detachable;  neither  do  I  claim  such. 

But  I  claim  the  construction  and  arrangement  of  the  legs  A,  the 
fire-iron  B,  the  pillar  C  D,  all  secured  together  by  the  bolt  E,  in  the 
nut  c,  in  the  upper  portion  of  the  pillar  D,  all  of  which  can  be  readily 
detached  when  desired,  in  the  manner  and  for  the  purpose  as  described. 

No.  19,402. — Ahaz  N.  Alcott,  of  Gowanda,  New  York. — Improved 
Apple  (7orer.— Patent  dated  February  23,  1858. — This  invention  con- 
sists in  combining  with  a  shaft  D,  which  is  first  bored  into  the  apple, 
a  knife  F,  which  may  be  thrown  out  from  the  shaft  while  the  apple  is 
upon  it,  to  cut  out  the  larger  part  of  the  core  in  the  middle  of  the 
apple.  The  knife  is  thrown  out,  so  as  to  cut  this  part  of  the  core,  by 
the  collar  I,  which  rotates  with  the  shaft  D,  but  is  kept  from  sliding 
with  it  by  the  bracket  or  arm  J,  which  is  attached  to  the  standard  D, 
and  a  disk  flange  t,  turning  in  a  notch  in  this  bracket  or  arm  J  for 
that  purpose. 

Claim. — The  combination  of  the  knife  F  with  the  shaft  D  and  collar 
I,  or  its  equivalent,  by  which  the  knife  may  be  thrown  out  from  the 
6ha{t  to  cut  out  the  core  in  its  largest  part,  as  set  forth. 
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No.  21,695. — Adam  Oot,  of  Minetto,  New  York. — Improved  Apple- 
Faring  Knife. — Patent  dated  October  5,  1858. — The  nature  of  this 
invention  consists  in  attacliing  to  a  curved  stock  or  handle,  hj  means 
of  adjusting  screws,  a  curved  blade,  for  the  purpose  of  forming  a  con- 
venient fruit-paring  knife  for  hand  use.! 

Claim, — The  combination  and  arrangement  of  the  curved  blade, 
with  its  projecting  end,  and  the  guard  or  stock,  substantially  as  and 
for  the  purpose  specified. 

No.  20,295.— H.  Norton  and  J.  8.  B.  Norton,  of  Farmington, 
Maine. — Improved  Device  for  Slicing  Apples, — Patent  dated  May  18, 
1858. — In  this  apparatus  a  reciprocating  frame  D,  provided  with 
knives  d,  a  pressure  bar  £,  and  a  rotating  fork  or  arbor  M,  is  used  for 
the  purpose  of  slicing  vegetables  rapidly. 

The  inventors  say :  We  do  not  claim  separately  any  of  the  parts 
described. 

But  we  dmm  the  combination  of  reciprocating  frame  D,  provided 
with  the  knives  d  and  pressure  bar  E,  with  the  intermittingly  rotating 
arbor  G,  the  whole  being  arranged  to  operate  as  and  for  the  purpose 
set  forth. 

No.  21,141. — Charles  Lounsberry,  Jr.,  of  Nichols,  New  York. — 
Improved  Machine  for  Goring  and  Quartering  Apples. — Patent  dated 
August  10,  1858. — The  nature  of  this  invention  consists  in  so  ar- 
ranging and  combining  a  cup  or  receptacle  for  the  cores  as  they  are 
cut,  with  a  lever  operating  the  cutting  blades  and  coring  tube,  that 
the  cores  may  be  kept  separate  from  the  quartered  apples,  and  thus 
dispense  with  the  labor  consequent  to  other  machines  worked  with  a 
lever,  when  this  feature  does  not  exist. 

The  inventor  says :  I  am  aware  that  the  knife  with  a  handle  at- 
tached has  been  operated  before  now  by  hand,  and  therefore  do  not 
claim  it. 

I  claim  the  combination  and  arrangement  of  the  knife  with  the 
movable  step  1 1,  the  standard  a,  with  its  attachment  df,  the  cup  h  A, 
and  spring  «,  being  substantially  made  as  described  and  for  the  pur- 
pose set  forth. 

No.  20,814. — J.  J.  Parker,  of  Marietta,  Ohio. — Improwd  Machine 
for  Paring  J  Slicing^  and  Coring  Apples. — Patent  dated  July  6, 1858. — • 
In  this  device  there  is  employed  a  rotating  coring  bit  I,  provided  with 
radial  flanches,  a  stationary  screw  F,  and  rotating  slicing  knives  c,  all 
constructed  and  arranged  so  that  the  operations  ot  coring,  slicing^ 
and  paring  are  performed  in  a  perfect  manner. 

The  inventor  says :  I  claim  the  combination  of  the  stationary  screw, 
slicing  and  paring  knives,  by  which  the  apples  are  fed  and  revolved^ 
arranged  substantially  as  and  for  the  purpose  described. 

I  further  claim  feeding  the  apples  past  the  paring  knife  to  the 
sliding  device,  by  giving  the  apples  a  rotating  motion,  and  using  a 
stationary  screw,  the  screw  slicing  device  and  paring  knife  being  ar-* 
ranged  relatively  with  each  other,  substantially  as  specified. 
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No.  20,550.— WiLUAM  S.  Carr,  of  New  York,  N.  Y.— Improved 
AUachment  of  Pipes  to  Water  Closet  Basins, — Patent  dated  June  15, 
1858. — The  nature  of  this  invention  consists  in  a  metallic  socket  a, 
attached  to  the  end  of  the  pipe  c,  and  connected  to  the  arm  b  of  the 
basin  by  a  rod  e  passing  through  said  arm,  one  end  of  which  attaches 
to  the  basin  itself,  and  the  other  end  passes  through  said  socket  and 
is  provided  with  a  nut  /,  the  parts  being  rendered  water-tight  bj 
leather  washers. 

Claim, — The  socket  d,  rod  c,  and  nut  /,  connecting  the  pipe  c  and 
and  arm  6,  substantially  as  and  for  the  purposes  specified. 

No.  21,042.— Elly?on  Ybrbt,  of  Washington,  D.  C— Improved 
Batter  Machine. — Patent  dated  July  27, 1858. — This  machine  consists 
of  a  cap  or  head  piece  a,  two  upright  side  timbers  b  6,  whicb  connect 
with  head  piece  a  and  the  feet  c  c  below ;  d  is  the  brace  between  the 
bead  and  feet ;  e  is  the  horizontal  shaft,  wheel,  and  crank ;  /  is  the 
perpendicular  shaft  and  wheel,  extending  from  the  cap  downwards 
through  the  brace  to  within  one  inch  of  the  bottom  of  the  feet. 

Claim, — The  slide  ^,  as  a  disconnecting  apparatus,  when  said  slide 
is  used  in  combination  with  the  conical  pan  and  agitator,  the  said  pan 
and  agitator  constructed  substantially  as  and  for  the  purpose  described. 

No.  20,362. — James  M.  Noblb,  of  Delhi,  Iowa. — Improved  Bed 
Bottom, — Patent  dated  May  25,  1858. — A  series  of  pulleys  are  at- 
tached to  the  head  and  foot-rails  of  the  bedstead  by  means  of  straps, 
or  other  flexible  material,  and  a  rope  passes  through  a  pulley  on  the 
head-rail,  and  then  around  one  on  the  foot-rail,  from  side  to  side  of 
the  bed,  so  that  the  rope  forms  a  flexible,  secure  bottom. 

The  inventor  says  :  I  am  aware  that  pulleys  have  been  placed  on 
pins  attached  to  the  rails  of  bedsteads,  to  serve  merely  as  friction 
rollers  or  pulleys  to  ease  and  facilitate  the  adjusting  of  sacking  bot- 
toms to  bedsteads,  but  I  am  not  aware  that  rollers  have  been  attached 
to  bedstead  rails  as  shown,  and  a  rope  passed  around  said  pulleys  as 
described,  so  as  to  form  a  flexible  and  yielding  bed  bottom.  I  do  not 
claim  broadly,  therefore,  the  employmt  nt  or  use  of  friction  rollers. 

But  I  daim  the  pulleys  B,  attached  to  two  opposite  sides  or  ends  of 
the  bedstead  by  cords,  straps,  or  equivalent  means,  so  as  to  admit  of 
the  free  turning  of  the  pulleys  and  the  twisting  of  the  same  in  planes 
at  right  angles  with  their  plane  of  rotation,  in  combination  with  the 
rope,  which  is  strained  around  the  pulleys,  the  whole  being  arranged 
as  and  for  the  purpose  set  forth. 

I  also  claim,  in  combination  with  the  pulleys  B  and  rope  C^  the 
elastic  bands  e,  for  the  purpose  specified. 

No.  20,486. — Benjamin  Griffin,  of  Lawrence,  Mass. — Improved 
Bed  Bottom, — Patent  dated  June  8,  1858. — The  mortise  bars  D  D  are 
bolted  to  the  rails  opposite.  The  lower  end  of  the  spring  A  in  the 
mortise  is  placed  in  one  of  the  bars.  One  end  of  the  slat  is  then  put 
into  the  link  C  attached  to  the  said  spring. 

Claim, — The  mortise  bar,  the  open  link,  the  lifter  spring  with  the 
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tapered  slat,  when  combined  and  arranged  for  a  bed  bottom  in  the 
form  and  manner  as  specified. 

No.  21,123.— W.  H.  Elliot,  of  Plattsburgh,  N.  Y.— Improved  Bed 
Bottom. — Patent  dated  August  10,  1858. — The  nature  of  this  inven- 
tion consists  in  the  combination  and  arrangement  of  certain  devices 
by  which  is  produced  a  bed  bottom  which  is  entirely  supported  by 
conically-coiied  springs  6,  the  upper  surface  in  all  parts  yielding  alike 
to  pressure,  and  m  there  being  no  unyielding  frame-work  of  any  kind 
above  the  beams  upon  which  the  springs  rest  to  interfere  with  its 
oomforts. 

The  inventor  says :  I  am  aware  that  beds  have  been  constructed 
with  springs,  slats,  and  flexible  strap,  therefore  I  do  not  claim  theui 
or  any  of  them  independent  of  other  devices,  or  of  the  peculiar  ar- 
rangement set  forth. 

But  I  daim  the  combination  and  arrangement  of  braces  d*,  flexible 
strap  e,  slats  d  and  c,  and  springs  6,  whether  the  said  braces  d^  reach 
from  one  outside  slat  to  the  other,  or  only  to  some  of  the  intermediate 
slats,  and  whether  said  braces  are  attached  to  the  upper  or  lower  side 
of  slats  d,  &c.,  as  and  for  the  purpose  specified. 

No.  21,263. — RuFUS  Lbavitt,  of  Cambridge,  Mass. — Improved  Bed 
Bottom, — Patent  dated  August  24, 1858. — To  secure  the  spring  bottom 
to  the  bedstead,  when  combined  with  the  webbing,  it  is  necessary  to 
compress  the  springs  b  nearest  the  catches  c,  and  slip  each  catch  over 
the  head  of  its  pin  d;  when  the  springs  are  released  they  will  draw 
the  catches  upon  the  pins  to  the  position  shown  in  the  engravings, 
thereby  securing  the  spring  bottom  to  the  bedstead. 

Claim, — The  construction  of  an  elastic  bed  bottom  by  means  of  a 
series  of  springs,  constructed  and  arranged  substantially  in  the 
manner  described. 

No.  21,519. — Franklin  Russell,  of  Otselic,  N.  T. — Improved  Bed 
Bottom. — Patent  dated  September  14, 1858. — In  this  invention,  instead 
of  cords  made  of  flax  or  any  other  vegetable  substance,  metallic  rods  are 
used.  The  net- work  is  secured  to  the  bedstead  by  iron  bolts  or  hooks. 
There  are  ordinarily  five  of  these  hooks  on  each  side,  and  three  at 
each  end. 

Claim.-^  The  oombination  and  arrangement  of  the  rods  2  and  3 
with  the  wires  5,  the  bolts  4  in  the  rails  1,  substantially  as  and  for 
the  purposes  specified. 

No.  19,473  — Oharlbs  Schrokdbr,  of  New  York,  N.  T.,  assignor  to 
Himself  and  P.  H.  Tuska,  of  said  New  York. — Improved  Bed  Bot- 
tom.— Patent  dated  February  23,  1858. — In  this  invention  the  wire 
a  is  inserted  in  one  of  the  sides  of  the  frame  X,  and  thence  is  so 
wound  upon  a  rod  6,  which  extends  along  the  frame,  that  it  shall  leave 
the  rod  upon  the  upper  side.  The  spiral  spring  being  formed  upoa 
the  rod  6,  the  wire  passes  over  the  upper  side  to  another  rod  c  placed 
parallel  with  the  first  on  the  general  line  of  an  arch  and  at  a  short 
distance  from  it.     The  wire  passes  on  to  the  under  side  of  this  one. 
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and  18  wound  upon  it  the  game  direction  as  before,  thence  leaving  this 
rod  c  it  is  carried  over  a  similar  rod  d,  placed  as  far  from  c  as  that 
was  from  6,  the  wire  resting  upon  the  rod  d  and  going  on  to  the 
under  side  of  the  next  equidistant  one  e.  This  is  continued  entirely 
across  the  frame,  the  last  rod  I  receiving  the  wire  upon  its  upper  side, 
and  which  wire  is  inserted  into  the  side  of  the  frame  at  a'  ;  another 
wire  i  is  now  started  from  the  frame  X  in  the  same  manner,  but  this 
one  passes  over  the  rod  c,  merely  resting  upon  it,  and  is  wound  as 
l^efore  from  the  under  side  upon  the  next  rod  d.  This  is  continued 
across  to  the  opposite  side  where  the  wire  i  is  inserted  into  the  frame 
att^ 

The  inventor  says:  I  am  well  aware  that  helical  springs  coiled 
upon  rods  have  been  employed  in  bed  bottoms,  &c.,  and  of  course  I 
make  no  claim  broadly  to  that  device. 

But  I  daim  the  spring  bottom  constructed  as  described. 

No.  19,410. — Jacob  Coovbr,  of  Chambersburg,  Pa  — Improvement 
in  Spring  Bed  Bottoms, — Patent  dated  February  23,  1858. — The  na- 
ture of  this  improvement  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  I  daim  constructing  the  lower  slats  D  with 
joints  at  or  near  the  centre,  by  means  of  plate  G  and  hinges  L,  and 
the  screw  H  passing  through  plate  G,  for  raising  and  lowering  the 
slats,  as  set  forth. 

No.  19,922.— Elbridgb  Foster,  of  Hartford,  Connecticut. — Improved 
Spring  Bed  Bottom, — Patent  dated  April  13,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 
The  inventor  says  :  1  do  not  claim  the  peculiar  spring. 
But  I  c/atmthe  arrangement  of  the  side  and  end  springs — that  is, 
so  that  while  one  set  of  springs  shall  be  attached  at  the  middle  parts 
of  each  to  the  frame  A  and  be  made  to  bear  at  their  ends  against  the 
bars  F  F,  the  other  set  shall  be  attached  at  their  middle  parts  to  the 
bars  F  F,  and  be  made  to  bear  at  their  ends  on  the  frame  A. 

No.  20,609. — Gkorgb  E.  Safford,  of  New  York,  N.  Y.,  assignor  to 
Himself,  F.  G.  Ward,  and  F.  T.  Ward,  of  Buffalo,  N.  Y.— Improved 
Spring  Bed  Bottom — Patent  dated  June  15,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  notclaim  the  elliptic  springs,  thumb-screws, 
or  frame  E,  separately  considered,  as  my  invention,  neither  do  I  claim 
hinges  or  a  hinged  frame  as  such. 

What  I  daim  is  the  jointed  frame,  hinged  beneath  and  sui»ported 
above,  in  combination  with  the  springs,  substantially  as  and  ibr  the 
purpose  described. 

No.  22,098. — Noah  Waruck,  of  Chambers  Court-House,  Ala. — 
Improved  Spring  Bed  Bottom. — Patent  dated  November  16,  1858. — 
This  invention  consists  in  having  the  bed  bottom  formed  of  a  series  of 
longitudinal  wooden  strips,  or  slats,  having  their  lower  ends,  or  the 
ends  at  the  foot  of  the  bedsteads,  permanently  attached  at  equal  dis- 
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taDces  apart  to  a  transverse  bar,  the  slats  at  about  their  centre  being 
attached  to  springs  which  rest  on  a  traverse  bar  attached  permanently 
to  the  bedstead,  and  the  upper  ends  of  the  slats  attached  to  a  strap 
which  serves  as  a  stay;  the  whole  being  arranged  so  that  an  elastic, 
simple,  and  cheap  bed  bottom  is  obtained. 

The  inventor  says  :  I  am  aware  that  wooden  slats  have  been  used 
with  spiral  springs,  and  therefore  do  not  claim,  broadly  and  irrespective 
of  arrangement,  such  device. 

But  I  claim  the  wooden  springs  D  attached  to  the  under  side  of  the 
longitudinal  slats  B  and  resting  on  the  transverse  bar  E. 

I  also  claim  the  use  of  metal  or  India-rubber  springs  resting  upon 
said  transverse  bar  for  the  purpose  specified. 

No.  20,097. — Noah  W.  Spbers,  of  Cincinnati,  Ohio. — Improved 
Bedstead, — Patent  dated  Apiil  27,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says  :  The  connexion  of  the  posts  at  top  gives  addi- 
tional strength,  but  I  do  not  intend  to  confine  myself  thereto  in  all 
cases,  as  the  other  features  of  my  inveivtion  may  be  successfully  used 
in  the  construction  of  bedsteads  with  short  posts. 

I  dainiy  first,  the  bent  posts  A,  in  combination  with  the  clamp  B 
C,  or  substantially  equivalent  device,  by  which  they  are  connected  at 
top. 

Second.  The  outside  encircling  rail  D  for  supporting  the  posts  and 
fastening  the  various  parts  together. 

Third.  The  construction  and  arrangement  of  the  corner  fastening 
F  in  the  described  connexion  with  the  rails  and  posts^  for  the  purpose 
explained. 

No.  20,435. — William  B.  Johns,  of  United  States  Army. — Improved 
Bedstead  — Patent  dated  June  1,  1858. — The  posts  B  B  are  made  of 
thin  bar  iron,  and  are  welded  together  along  the  straight  portion  6, 
an  enlargement  c  being  formed  for  the  passage  of  the  bolts  0  0^.  The 
head  posts  A  A  have  a  branch /at  top  for  the  reception  of  the  head 
board  H.  The  outer  slats  D  D  have  notches  m  cut  in  their  outer  edges 
for  the  reception  of  the  straight  portion  of  the  post.  The  bolts  0 
have  lever  nuts  n  for  permitting  the  application  of  sufficient  power  to 
thoroughly  tighten  the  bedstead. 

Claim, — The  combination  of  slHts,  posts,  and  screw  bolts,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  20,518. — William  St.  Charles,  of  Fairmonnt,  Va. — Improved 
Bedstead. — Patent  dated  June  8,  1858. — The  nature  of  this  invention 
consists  in  framing  the  four  posts  of  a  bedstead  together  by  passing 
three  round  tenons  of  a  suitable  size  attached  to  the  rails  E  E  F  F 
thereof  through  each  post,  two  parallel  tenons  and  the  other  at  a  right 
angle,  and  receiving  a  screw  nut  or  incline  outside  of  the  post,  and 
on  the  projecting  end  of  the  tenon. 

The  inventor  says :  I  do  not  claim,  separately,  any  of  the  parts 
described. 

But  I  daim  the  combination  of  the  old  devices  newly  axt^\i%<^  V^ 
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the  following  manner:  The  collar  L,  the  tenons  A  B  C  D,  the  holes 
A  B  C  D,  the  nuts  efg  A,  and  cylindrical  bearded  wire,  arr*inged  in 
combination  with  the  construction  of  the  head  and  foot  board  1 1  LL; 
the  whole  being  arranged  to  operate  conjointly  as  and  for  the  purposes 
set  forth. 

No.  20,750. — 0.  A.  Warner,  of  Bristol,  Connecticut  — Improved 
Bedstead. — Patent  dated  June  29,  1858. — The  nature  of  this  improve- 
ment consists  in  the  mode  of  constructing  and  arranging  staples  or 
pins  C  D,  with  pulleys  B  thereon,  placed  at  regular  intervals,  over 
which  the  cord  is  placed  ;  one  end  of  which  is  secured  at  or  near  one 
corner  of  the  bedstead,  and  the  other  to  a  winding  spindle  F,  having 
a  ratchet  G  and  pawl  H  secured  thereto,  so  that  the  cord  may  be  tight- 
ened at  will  without  removing  the  bedding. 

The  inventor  says :  I  do  not  claim  either  of  the  parts  separately 
considered,  as  I  know  they  have  been  in  use. 

But  I  daim  the  arrangement  of  the  staples  and  pins  C  D,  pulleys 
B,  spindle  F,  ratchet  G^  pawl  H,  in  the  manner  and  for  the  purpose 
as  described. 

No.  20,723. — Norman  Lanphear,  of  Monmouth,  Illinois. — Improved 
Bedstead. — Patent  dated  June  29,  1858. — By  turning  the  rods  d  rf,  or 
swivels  ff,  the  springs  a  a  can  be  reduced  in  diameter  vertically,  and 
their  diameter  increased  horizontally.  Also,  the  centre  rail  i  is  raised 
or  lowered  by  means  of  the  rods  d  d,  or  swivels//. 

The  inventor  says :  I  do  not  claim  the  invention  of  circular  or 
elliptical  springs. 

But  I  cfAiim  the  arrangement  of  those  parts  of  bedstead  with  each 
other  which  serve  for  stretching  and  securing  permanent  elasticity  in 
the  bottoms  thereof  in  the  manner  and  by  the  means  specifically  set 
forth. 

No.  21,527. — Williams.  Todd, of  Mechanicsville, Iowa. — Improved 
Bedstead. — Patent  dated  September  14, 1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  attaching  the  ends  of  the  side 
rails  D  D^  of  the  bedstead  to  the  foot  and  head  posts  B  B%  by  the 
butt  hinges  £  E^,  arranged  in  reverse  positions  with  each  other,  so 
as  to  enable  the  said  side  rails  and  the  head  and  foot  rails  to  be  folded 
together  almost  parallel  with  each  other,  in  the  manner  and  for  the 
purpose  described. 

Second.  I  also  claim  the  combination  of  the  right-angled  brace  or 
rod  I,  groove  L,  in  which  it  traverses,  and  turning  winged  or  cam 
shafts  M  for  disengaging  tbe  right-angled  end  of  the  said  rod  from 
the  openings  in  the  projections  on  the  inner  sides  of  the  side  rails, 
substantially  as  described. 

No.  21,841. — RuFUS  Maxwell,  of  Tucker  county,  Va. — Improved 
Bedstead. — Patent  dated  October  19, 1858. — The  engraving  representa 
the  position  of  the  rails  when  in  use,  as  they  would  be  seen  from  the 
outside  of  the  bedstead  if  the  post  was  removed.     The  outlines  of  the  * 
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pofit  are  shown  by  the  dotted  lines  A  A.     The  dotted  circle  shows  the 
outer  periphery  of  the  side  rail.     C  is  the  end  of  the  rail. 

Claim, — The  construction  and  arrangement  of  the  end  rail  C,  with 
the  notch  c2,  the  side  rail  with  the  tenon  B^  substantially  as  described, 
as  and  for  the  purpose  specified. 

No.  21,878. — Samijbl  E.  Hartwell,  of  New  York,  N.  T. — Improved 
Bedstead  Bottom,— V^Xent  dated  October  26,  1858. — This  invention 
consists  of  an  adjustable  attachment  between  the  side  rails  of  th'e  bed- 
stead and  the  slats,  whereby  one  end  of  a  rubber  or  elastic  loop  is  ad- 
justably connected  to  the  slat,  and  the  other  sets  over  a  bar  or  rod 
connected  to  the  sides  of  the  bedstead,  so  that  by  adjusting  the  afore- 
said attachment  the  bedstead  bottom  can  be  adapted  to  different  varia- 
tions in  the  size  of  the  bedstead,  and  also  to  the  particular  strain  or 
weight  of  each  slat. 

Claim, — The  adjustable  rack  /  carrying  the  elastic  loop  gr,  and  con- 
nected to  the  slat  c  by  the  clasp  e,  substantially  as  and  for  the  pur- 
poses specified. 

No.  21,926. — Francis  Hoffman,  of  New  York,  N.  Y.,  assignor  to 
Himself  and  John  Menzell,  of  said  New  York. — Improvement  in 
Bureau  Bedstead. — Patent  dated  October  26,  1858. — A  is  a  box  of 
rectangular  form,  and  constructed  externally  to  imitate  a  bureau.  The 
front  part  of  the  box  is  movable,  and  is  secured  to  the  sides  6,  when 
the  box  is  closed  by  means  of  the  hooks  b^  and  cleats  c,  the  latter 
being  attached  to  the  front  edges  of  the  side  of  the  box.  The  back  d 
and  sides  h  are  permanently  secured  together,  and  a  lid  e  is  secured  by 
hinges  /  to  the  upper  end  of  the  back,  the  lid  e  proiecting  a  trifle  be- 
yond the  top  edges  of  the  sides  h  and  front  a,  and  when  the  box  is 
closed  it  is  secured  by  a  lock. 

Claim. — A  bureau  bedstead,  in  which  the  bed  bottom  B  is  hinged 
so  as  to  fold  and  expand  horizontally,  when  opened  or  closed,  as 
shown  and  described. 

No.  19,451. — A.  C.  Semplb,  of  New  York,  N.  Y. — Improvement  in 
the  Fastening  of  Cast  Iron  Bedsteads, — Patent  dated  February  23, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engraving. 

Claim, — Fastening  the  corners  of  bedsteads  and  other  similar  fur- 
niture by  the  mitre  joint  and  the  projections  on  the  rails  or  sides,  and 
the  projections  on  the  legs  or  supports  catching  behind  them,  by 
which  the  parts  form  their  own  fastening  and  mutually  support  each 
other,  substantially  as  set  forth. 

No.  19,544.— William  Clark,  of  Weymouth,  Ohio.— Improvement 
in  Bedstead  Fastenings.— Tsktent  dated  March  9,  1858— The  finger  I 
projecting  from  the  under  side  of  the  bolt,  near  the  head,  prevents  the 
bolt  D  from  entering  too  far  into  the  washer  E,  and  affords  greater 
strength  to  the  fastening.  On  the  under  side  of  the  rails  A  is  secured 
a  spring  J  at  each  end,  as  seen  in  figure  1,  which  reaches  into  the 
post  Oj  where  it  clasps  a  pin  K  inserted  in  the  posts;  this  connexion  of 
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the  spring  J  with  the  pin  K  prevents  the  bottom  of  the  posts  from 
slipping  out. 

Claim, — The  arrangement  of  the  bolt  D  with  the  head  D^  an4 
finger  I  and  the  washer  E,  provided  with  the  slot  E^  flange  E^,  in  con- 
nexion with  the  jointed  rails,  which  are  provided  with  springs  J  and 
pins  K,  for  the  purpose  set  forth. 

No.  20,478. — GEORaB  Burebt,  of  Croghan,  Ohio. — Improved  Bed- 
stead Fastenings. — Patent  dated  June  8, 1868. — This  invention  consists 
in  a  bedstead  fastening  composed  of  a  straight  metallic  pin  a  passed  at 
right  angles  through  the  tenon  on  the  rail,  and  of  two  metallic  pins 
b  b  passed  obliquely  through  the  mortise  in  different  directions,  one 
being  at  or  near  the  bottom,  and  the  other  being  at  or  near  the  top  of 
the  mortise,  so  that  when  the  pin  on  the  tenon  or  rail  is  passed  through 
between  the  two  pins  in  the  mortise,  and  the  rail  then  slightly  turned 
round  the  fastening  shall  be  complete. 

Claim, — Forming  a  bedstead  fastening  by  a  straight  pin  through 
the  tejion,  and  two  oblique  pins  through  the  mortise,  as  set  forth  and 
represented. 

No.  20,839.— Edward  S.  Wright,  of  Buffalo,  N.  Y.— Improved 
Bedstead  Fastening. — Patent  dated  July  6,  1868. — This  invention 
consists  in  the  combination  of  a  coupling  hook  C,  pin  E,  and  wedge 
D,  for  the  purpose  of  a  simple,  cheap  and  effective  method  of  coupling 
and  fastening  the  post  and  rail  of  a  bedstead  together. 

The  inventor  says  :  I  disclaim  either  device  separately  considered. 

But  I  daim  the  combination  of  the  coupling  hook  C,  wedge  D,  and 
pin  E,  arranged  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,511. — Isaac  M.  May,  of  Anderson.  Ind. — Improved  Bed- 
stead Fastening. — Patent  dated  September  14,  1858. — This  invention 
consists  in  constructing  the  fastening  in  such  a  way  that  when  it  is 
applied  to  a  bedstead  it  not  only  connects  the  side  rails  to  the  posts,  but 
the  end  rails  also,  and  dispenses  with  the  use  of  mortises  and  tenons, 
thereby  considerably  diminishing  the  cost  of  construction  of  bedsteads, 
and  adding  to  the  strength  and  durability  of  the  same. 

Claim.—  The  inventor  says:  I  do  not  claim,  irrespective  of  construc- 
tion and  the  special  adaptation  shown  and  described,  the  employment 
or  use  of  pins  fitting  in  slots  for  the  purpose  of  securing  or  connecting 
together  the  posts  and  rails  of  a  bedstead,  for  various  forms  of  such 
device  have  been  used  for  the  purpose. 

But  I  daim  the  combination  of  the  plates  D  E,  secured  respectively 
to  the  post  A  and  rails  B  C,  and  provided  with  the  oblique  slots// 
and  pins  g  g,  substantially  as  and  for  the  purpose  set  forth. 

No.  22,456. — Olivbr  Robinson,  of  Rochester,  N.  Y.— Improved  Bed- 
stead Fastening. — Patent  dated  December  28,  1868. — This  lock  con- 
sists of  two  parts,  the  hooked  bolt  A  and  circular  wrench  B.  A  hole 
in  the  diameter  of  the  circular  part  of  the  wrench  and  of  a  suitable 
depth  to  receive  it  is  bored  in  the  rail  c,  and  another  longitudinally 
in  the  same  rail ;  a  block  M  being  glued  on  to  give  the  requisite 
thickness,  and  at  right  angles  with  the  first  until  they  meet,  receives 
the  bolt  A. 
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Claim. — The  combination  and  arrangement  of  the  hooked  locking 
bolt  A  with  the  circular  wrench  and  eccentric  B,  constructed  as  de- 
scribed, for  holding  the  bolt  by  means  of  the  lip  t  in  the  proper 
position  for  entering  the  post  and  tightening  the  connexion  made 
with  the  pin /or  its  equivalent,  substantially  as  and  for  the  purpose 
set  forth. 

No  19,254. — George  Miller,  of  Fremont,  Ohio. — Improved  Inva- 
lid jBccb^ead.— Patent  dated  February  2,  1858. — The  lower  portion  of 
the  frame  H  is  connected  by  cords  c  with  the  windless  I,  first  passing 
over  the  roller  R.  As  the  windlass  is  turned  frame  H  is  drawn  out, 
causing  frame  A  to  be  lifted  and  frame  C  to  be  drawn  down  by  reason 
of  its  connexion  with  pieces  G;  the  back  of  the  chair  is  thus  supported 
by  the  cords  and  springs  8.  Any  inclination  can  be  given  the  back 
by  stopping  the  rotation  of  the  windlass  at  the  time  the  back  inclines, 
as  desired. 

The  inventor  says :  I  claim,  the  three  frames  A  B  C,  in  combination 
with  the  longitudial  pieces  F,  connecting  pieces  G,  secondary  frame 
H,  sprino^s  S,  and  drawing  mechanism,  constructed,  arranged,  and 
operating,  as  set  forth. 

I  also  claim,  in  combination  with  the  foot-piece  of  the  bed,  the  roller 
K^  and  plate  P,  attached  thereto,  operating  as  and  for  the  purpose  set 
forth. 

No.  20,580.— JosEPii  Parker,  of  Liverpool,  England. — Improved 
Invalid  Bedstead, — Patent  dated  June  15,  1858;  patented  in  England, 
December  14,  1857. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  bedsteads  have  heretofore  been 
made  in  which  parts  of  the  frame  have  been  made  movable,  so  that 
the  whole  or  part  of  the  body  of  the  patient  or  persons  reclining  thereon 
may  be  raised  into  various  positions  as  may  be  required.  I  do  not, 
therefore,  mean  or  intend  to  claim  the  exclusive  right  to  use  or  apply 
movable  frames  to  bedsteads  for  such  purposes  except  when  such  object 
is  effected  in  the  manner  and  by  the  means  of  the  mechanical  appli- 
ances and  arrangements  above  described,  or  any  analogous  contriv- 
ances. 

But  I  daim,  Ist.  The  mode  shown  and  described  of  constructing 
and  operating  the  movable  parts  of  invalid  bedsteads.  I  claim, 
particularly,  the  combination  of  the  movable  head-board  c  with 
movable  frame  t,  and  alfo  the  attachment  of  the  bolster  to  the  head 
so  as  to  prevent  it  from  slipping  behind  the  patient. 

2d.  I  claim  the  use  and  application  for  the  purposes  mentioned,  or 
for  analogous  purposes,  of  the  movable  foot-board,  and  the  piode  of 
constructing  and  operating  the  same. 

No.  19,987.— Zebulon  C.  Favor,  of  Chicago,  Illinois.— improvement 
in  Portable  Invalid  Bedsteads.— Patent  dated  April  20,  1858.— The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  arrangement  in  an  invalid  cot  bedstead  embracing  the 
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following  several  features,  to  wit :  two  slotted  straps  G  G  Z,  two  stop 

Ein8Jj\  two  loops  ky  turniog  thimble  eyes  D  D,  punctured  strips  e  c, 
evelled  rails  A  A,  obliquely-set  pivoted  legs  B,  and  turning  thimble 
stop  catches  C,  in  the  manner  specified,  and  for  th«  purpose  of  pro- 
ducing an  improved  new  article  of  manutacture  of  the  character  set 
forth. 

No.  20,092. — Charles  Robinson,  of  Cambridgeport,  Massachusetts. — 
Improved  Bedstead  Bail. — Patent  dated  April  27,  1858. — This  elastic 
support  rail  may  compose  the  rail  of  the  bedstead  proper  or  may  be 
separate,  so  as  to  be  placed  upon  or  attached  to  the  ordinary  rails  of 
the  bedstead  and  removed  at  pleasure ;  or  it  may  compose  part  of  a 
bed  frame  to  be  placed  on  the  bedstead  for  the  reception  of  the  bed,  as 
shown  in  the  engravings. 

The  inventor  says :  I  do  not  claim  the  employment  of  a  stretched 
elastic  band  supported  at  intervals  by  projecting  pins  or  their  equiva- 
lents, on  which  to  place  the  bed  or  slats,  such  being  liable  to  objections 
which  my  improved  arrangement  obviates. 

But  I  limit  my  invention  to  an  elastic  support  rail,  composed 
essentially  of  the  constituents  described,  united  as  a  complete,  insep- 
arable whole  and  unit  of  construction. 

I  daim  an  elastic  support  bedstead  rail,  composed  of  the  notched 
rail-piece  A,  stretched  elastic  band  B,  and  confining  or  cap  strip  C, 
arranged,  combined,  and  operating  in  the  manner  and  for  the  purpose 
specified. 

No.  20,206. — John  Irwin,  of  Philadelphia,  Pennsylvania. — Im- 
proved Sofa  Bedstead. — Patent  dated  May  11,  lb58. — This  improve- 
ment consists  in  constructing  sofa  bedsteads  with  threefold  hinges, 
having  two  of  the  straps  bent  at  right  angles,  so  as  to  embrace  both 
the  edge  and  side  of  the  back  D  and  seat  £,  thus  giving  better  support 
to  the  wood  and  preventing  the  liability  of  splitting  or  of  tearing  the 
screws  from  their  hold,  or  of  breaking  the  hinge. 

The  inventor  says :  I  am  aware  that  the  branches  of  gate  hinges 
have  been  bent,  and  that  a  threefold  hinge  is  not  in  itself  new  ;  but 
my  hinge  difiers  from  all  other  known  hinges,  and,  in  its  application 
to  sofa  bedsteads,  forms,  I  believe,  both  an  important  and  a  patentable 
improvement. 

1  daim  the  described  hinge,  in  combination  with  the  back  and  seat 
of  sofa  bedsteads,  for  the  purposes  substantially  as  set  forth. 

No.  19,649. — Nathan  M.  Phillips,  of  New  York,  N.  T. — Improve- 
ment in  Spring  Bedstead. — Patent  dated  March  16,  1858. — C  U^  are 
cross-bars,  in  which  the  springs  E  are  placed,  and  which  swing  on 
pivots  in  their  ends  in  the  boxes  or  catches  D  secured  at  the  head  and 
foot  of  each  side  of  the  bedstead.  £  is  a  coiled  spring,  one  of  which 
is  connected  to  each  end  of  each  of  the  bottom  bars  F  by  the  flexible 
connexion  F^.  They  are  formed  of  wire  and  are  inserted  in  apertures 
made  in  the  cross-bars  C  C^,  and  confined  in  place  by  the  caps  of  the 
cross-bars  being  screwed  or  fastened  down  upon  them. 

Claim. — The  combination  of  the  cross-bars  C  C^  and  the  spiral 
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springs  E  with  the  hottom  hars  F  and  flexible  coQDexioDS  F^,  con- 
nected, arranged;  and  operated  as  and  for  the  purposes  set  forth. 

No.  19,449. — Chandler  Bobbins,  of  Chicago,  Illinois. — Improve- 
merU  in  Wardrobe  Bedsteads. — Patent  dated  February  23, 1858.— The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  inventor  says :  I  am  aware  that  press  bedsteads  have  before 
been  used,  but  I  am  not  aware  that  the  peculiar  arrangement,  con- 
struction, and  combination  specified  have  ever  before  been  known  or 
used ;  therefore, 

I  daim  the  arrangement  of  the  attachment  of  the  sacking  to  the  bar 
I  with  the  strap  e  e,  for  holding  the  bed  and  clothes  in  position, 
substantially  as  described. 

No.  21,108.— Thomas  W.  Moorb,  of  Plattsburgh,  New  York, 
assignor  to  Elliot  &  Moorb,  of  said  Plattsburgh. — Improvement  in 
Machines  for  making  Beef  and  other  Stakes  tender. — Patent  dated 
August  3,  1858  — The  nature  of  this  invention  consists  in  the  employ- 
ment of  a  pair  of  strong  iron  jaws  filled  with  pointed  teeth,  and 
operated  by  means  of  a  lever  in  such  a  manner  that  the  meat  is  pierced 
by  the  teeth  of  both  jaws,  and  by  the  peculiar  motion  of  one  jaw  in 
relation  to  the  other  the  meat  is  torn  without  being  crushed. 

Claim. — The  combination  of  joint  gr,  lever  6,  and  the  jaws  c  and  c?, 
when  the  devices  are  so  arranged  that  the  jaws  operate  in  relation  to 
each  other,  substantially  as  and  for  the  purpose  specified. 

No.  19,082.— Nevinoson  G.  Du  Bois,  of  Brooklyn,  New  York.— 
Improvement  in  BeU  Hanging. — Patent  dated  January  12, 1858. — The 
nature  of  this  invention  consists  in  connecting  the  flat  crank  plate, 
fig.  1,  at  right  angles  with  a  head  plate,  fig.  2,  by  means  of  a  dove- 
tail, fig.  3. 

The  inventor  says :  I  do  not  claim  the  invention  of  the  bell  crank 
or  the  dovetail. 

But  I  daim  the  improvement  of  bell  cranks  by  connecting  the  flat 
crank  plate  with  the  pillar  crank  plate  by  means  of  a  dovetail,  and 
thereby  make  one  crank  answer  for  either,  substantially  as  described. 

No.  21,335. — Albert  W.  Hale,  of  New  Britain,  Connecticut. — Im- 
proved Fortable  HoiLse  BeU. — Patent  dated  August  31,  1858. — This 
invention  consists  in  the  employment  of  a  sliding  arbor  having  a  pin 
projecting  horizontally  from  it,  and  also  having  a  spiral  spring  placed 
around  it ;  the  above  parts  being  used  in  connexion  with  a  spring,  or 
elastic  tongue,  provided  with  a  projecting  plate,  whereby  a  simple 
device  is  obtained  for  sounding  the  bell  by  a  single  longitudinal 
movement  of  the  arbor. 

Claim. — A  spring  hammer  tongue  E  provided  with  a  projection  gr, 
so  arranged  as  to  be  operated  upon  by  a  pin  e  attached  to  an  arbor 
C,  for  the  purpose  set  forth. 
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No.  21,422.— Gborqb  R.  Mbnbelt,  of  West  Troy,  New  York.— /in- 
provement  in  Hanging  BeUs. — Patent  dated  September  7,  1868. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Uniting  a  bell  furnished  with  horns  to  a  yoke,  through 
the  intervention  of  a  cap  and  clevis  bolts,  that  said  bell  may  be 
turned  in  its  yoke,  in  the  manner  and  for  the  purpose  specified. 

No.  19,075. — Jambs  M.  Connbl  and  John  Connel,  of  Newark, 
Ohio. — Machine  for  Blacking  BootSj  SlioeSy  dec, — Patent  dated  Jan- 
uary 12,  1868. — The  nature  of  this  invention  consists  in  a  shaft  on 
which  is  mounted  cleaning,  blacking,  and  polishing  brush  wheels, 
and  an  adjustable  blacking  box  for  the  supply  of  the  blacking  wheel. 

The  box  E  is  adjusted  so  that  the  brush  W^  when  revolving,  will 
be  supplied  with  blacking.  The  boot  is  held  against  wheel  W,  which 
removes  the  dirt ;  the  boot  is  then  applied  to  wheel  W*,  which  coats 
it  with  blacking;  the  friction  brush  W**  performs  the  polishing. 
As  the  blacking  in  box  E  is  consumed  the  box  is  elevated  by  screw  F. 

The  inventors  say :  We  do  not  claim  rotary  brushes  as  polishers, 
broadly  considered,  as  such  are  not  new. 

But  we  claim  the  arrangement  upon  a  rotary  shaft  of  cleaning, 
blacking,  and  polishing  brushes  W,  W^,  W^',  as  described,  when  com- 
bined with  the  vertically  adjustable  blacking  box  E  under  the  brush 
W*,  as  and  for  the  purposes  set  forth. 

No.  20,307. — Orson  S.  Sikes,  of  Suffield,  Connecticut. — Improved 
Bootjack. — Patent  dated  May  18,  1868. — This  improvement  consists 
in  attaching  clamps  to  the  jacks  as  ordinarily  constructed,  so  that  the 
foot  or  heel  portion  of  the  boot  is  brought  back  into  the  jack  ;  the  heel 
portion  of  the  clamps  open  against  pins,  or  stops,  and  clamps  the  heel 
of  the  boot,  while,  at  the  same  time,  the  toe  portion  of  the  clamps 
close  over  the  toe  of  the  boot  and  thus  holds  the  boot  while  it  is  being 
drawn  off. 

Claim. — The  arrangement  of  the  clamps  B,  spring  D,  pins  F, 
operating  in  the  manner  and  for  the  purpose  described. 

No.  22,404. — Fbedbrik  Ahl,  of  West  Meriden,  Connecticut. — /m- 
proved  Bootjack. — Patent  dated  December  28,  1868. — This  improve- 
ment consists  in  constructing  a  bootjack  that  will  afford  a  rest  for 
both  hands  to  hold  it  steady  while  drawing  the  foot  from  the  boot. 
And  in  not  only  having  the  notch  or  space  for  the  heel  of  the  boot, 
but  also  a  vibrating  piece  of  the  proper  shape  to  rest  upon  the  upper 
surface  of  the  foot  of  the  boot  between  the  toe  and  instep,  so  as  to  bold 
the  boot  in  the  most  convenient  position  to  draw  the  foot  from  it. 

Claim. — The  described  arrangement  of  the  platform  A,  vibrating 
arm  F,  and  cross  bar  H,  when  the  whole  is  arranged,  constructed, 
and  made  to  produce  the  result  described. 

No.  19,844.— F.  C.  Goffin,  of  Newark,  New  Jersey. — Bootjack 
and  Burglars  Alarm  Combined. — Patent  dated.  April  6,  1868. — This 
invention  consists  in  the  employment  of  two  adjustable  or  movable 
jaws  B  B  and  a  spring  treadle  attached  to  a  bed  or  plate  A  and  used 
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in  conBexioQ  with  a  catch  e,  the  parts  being  so  arranged  that  the 
treadle  C  is  made  to  perform  the  double  function  of  operating  the  jaws 
when  pressed  down  by  the  foot  and  the  implement  used  as  a  bootjack, 
and  of  sounding  an  alarm  when  the  implement  is  used  as  a  burglar 
alarm  and  placed  in  proper  position  against  a  door. 

The  inventor  says:  1  do  not  claim  broadly  the  employment  of 
movable  jaws,  to  clamp  and  hold  the  heel  of  the  boot. 

Nor  do  I  claim  broadly  the  employment  of  spring  door  alarms,  to 
give  them  a  signal  when  attempt  is  made  to  force  an  entrance. 

But  I  olafm  as  an  improved  article  a  bootjack  alarm,  made  sub- 
stantially as  described,  to  wit :  the  bed  A,  jaws  B,  treadle  C,  pendant 
E9  slide  F,  and  spring  D,  arranged  substantially  as  described,  whereby 
the  article  serves  the  double  purpose  of  a  bootjack  and  door  alarm. 

No.  21,619. — William  R.  Nbvins  and  Josbph  J.  Yates,  of  New 
York,  N.  Y. — Improvement  in  Bread  and  Cracker  Machines. — Patented 
in  England  March  13,  1857 ;  patent  dated  September  28,  1858.— 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventors  say  :  We  daim^  first,  extending  the  endless  apron  H 
for  the  conveyance  of  biscuit  or  crackers,  and  oval  or  angular  bar  J, 
over  which  it  passes,  beyond  the  end  of  the  frame  A,  and  arranging: 
the  same  in  the  relation  to  the  hexagonal  roller  over  which  the  end- 
less metallic  apron  H^  of  the  oven  passes,  and  which  has  a  correspond- 
ing intermittent  progressive  motion  with  the  endless  apron  H,  in  the* 
manner  and  for  the  purpose  described. 

Second.  We  also  claim  combining  and  arranging  with  the  lower 
endless  apron  H,  in  the  relation  described,  the  upper  endless  apron  D, 
for  separating  the  scraps  from  the  biscuit,  as  described ;  the  two  aprons 
H  D  being  made  to  move  together  by  means  of  the  ratchet  wheels  F  G, 
notched  bars  L  L^,  and  oscillating  arm  or  bar  L^  attached  to  rock 
shaft  S,  which  may  be  actuated  by  an  eccentric  or  other  convenient 
means,  as  set  forth. 

No.  19,238.— Matthew  Chapman,  of  Greenfield,  Massachusetts. — 
Improved  B^^ead  Cutter. — Patent  dated  February  2,  1858. — This  in- 
vention consists  in  a  rotary  knife  and  bed  in  connexion  with  a  station- 
ary hopper,  in  which  the  bread  is  placed,  and  a  platform,  all  arranged 
so  that  the  bread  may  be  cut  in  a  rapid  manner. 

The  inventor  says :  I  daim  the  rotating  knife  G  and  bed  H  placed 
on  the  shaft  B,  wben  used  in  connexion  and  arranged  relatively  with 
the  platform  A  and  hopper  or  opening  F,  so  as  to  operate  substantially^ 
as  and  for  the  purpose  set  forth. 

No.  19,190. — Thomas  Floyd,  of  Chambersburg,  Virginia,  assignor 
to  Himself,  Daniel  K.  Wundbrlich,  and  Benjabun  F.  Knead,  of  said 
Chambersburg. — Improvement  in  the  Art  0/ Making  Brooms. — Patent 
dated  January  26,  1868. — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  clamp  plates  stamped  up  of  sheet 
metal,  as  this  is  not  new. 

But  I  daim  the  cast  metallic  clamp  plates  B  with  points  d^  between. 
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which  is  placed  and  compressed  the  material  used  by  means  of  the 
holt  and  screw  b  which  passes  through  the  plates  and  material,  and 
which  is  firmly  secured  by  means  of  said  bolt  and  screw,  as  described, 
and  for  the  purpose  of  making  brooms  or  brushes  without  sewing,  as 
set  forth. 

No.  19,039. — Abner  Mitchell,  of  Eaton,  Pennsylvania. — Improve^ 
merU  in  the  Construction  of  Brooms. — Patent  dated  January  5, 1858. — 
This  invention  consists  in  having  a  metal  socket  A  attached  to  two 
clamps,  whereby  the  whisks  of  corn  are  secured  together,  and  also  the 
socket  which  receives  the  handle  is  secured  to  the  whisks  of  corn. 

Claim. — The  metal  socket  A,  with  shank  a  and  cross  bars  B  G 
attached,  the  cross  bars  having  rods  or  bars  b  b^/f^  attached  or  con- 
nected at  one  end  by  joints,  so  that  the  whisks  of  broom-corn  may  be 
secured  or  clamped  between  them,  for  the  purpose  set  forth. 

No.  19,971. — John  W.  Wheeler,  of  Cleveland,  Ohio,  assignor  to 
liimself  and  C.  D.  Williams,  of  said  Cleveland. — Improved  Machine 
for  Manufacturing  Splints  for  Brooms, — Patent  dated  April  13, 1858. — 
The  purpose  for  which  this  machine  is  intended  is  to  divide  the  splints 
made  from  the  ash  tree,  or  other  timber,  into  narrow  strips  of  uniform 
width,  thus  preparing  them  for  the  manufacture  of  brooms,  brushes, 
or  similar  structures. 

Claim, — The  groove  cylinders  A  A,  the  periphery  of  whose  tongues 
or  ribs  c  c  c  c  pass  each  other  as  seen  at  e  e  e  e,  the  edges  being  in 
contact  and  acting  like  revolving  shears  when  arranged  in  combina- 
tion with  the  delivering  combs  E  E,  all  operating  in  the  manner  and 
for  the  purpose  set  forth. 

No.  20,226. — JoelEaywoodTatum,  of  NewTork,  N.  Y. — Improved 
Brush. — Patent  dated  May  11,  1858. — This  invention  consists  in  hav- 
ing the  back  of  the  brush,  in  which  the  bristles  are  secured^  formed 
of  a  thin  metal  plate,  the  bristles  being  detached  from  each  other  and 
at  equal  distances  apart. 

claim. — The  brush  constructed  as  herein  shown  and  described,  so 
as  to  form  a  new  and  useful  article  of  manufacture,  to  wit :  Having 
the  bristles  6  secured  in  detached  positions  in  a  metal  plate  A,  which 
forms  the  back  of  the  brush. 

No.  22,381. — Beuben  Shaler,  of  Madison,  Connecticut. — Improved 
Brush, — Patent  dated  December  21,  1858. — This  invention  consists 
in  the  mode  of  constructing  the  brush  by  drawing  the  bristles  of  which 
it  is  composed  into  a  spiral  groove  around  a  cylindrical  or  polygonal 
handle,  and  securing  them  in  place  by  means  of  a  wire  or  its  equiva- 
lent ;  also  in  the  mode  of  cementing  the  bristles  in  place  by  which 
they  are  prevented  from  being  drawn  out,  and  the  tension  which  it 
would  be  otherwise  necessary  to  give  the  wire  which  holds  them  in 
place  is  much  reduced. 

Claim. — As  a  new  article  of  manufacture,  a  brush,  the  bristles  of 
which  are  secured  by  winding  them  into  a  spiral  groove  and  fastening 
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them  in  the  manner  described,  or  by  winding  tbem  into  cement,  as 
set  Ibrth. 

No.  19,459.— Charles  Williams,  of  Philadelphia,  Pennsylvania.— 
Improvement  in  Whitewash  Brush  Blocks. — Patent  dated  February 
23, 1858. — This  improvement  consists  in  providing  a  block  for  white- 
wash or  wall  brushes  with  broad  permanent  rests  or  gauges  C  C,  sq 
that  all  the  bristles  may  be  set  with  their  butts  in  line  without  the 
use  of  a  vise  jaw  as  a  gauge.  Also  in  covering  the  blade  with  metal 
for  strengthening  and  protecting  the  tie-holes,  and  thus  rendering  the 
block  available  for  second  using.  It  further  consists  in  making  the 
blade  or  tongue  B  with  serrateS  surfaces  and  with  slits  P  from  its 
edge  to  the  tie-holes  E. 

The  inventor  says :  I  cZatm,  first,  the  permanent  rests  or  gauges 
C  C,  and  in  combination  with  the  same  the  slitted  and  serrated  tongue 
B,  substantially  as  and  for  the  purpose  set  forth. 

Second.  Covering  the  blade  with  serrated  metal,  substantially  as 
and  for  the  purposes  set  forth. 

Third.  The  slits  F  in  the  tongue,  forming  part  of  and  intersecting 
with  each  tie-hole  E,  as  and  for  the  purposes  set  forth. 

No.  21,092. — Charles  D.  Thum,  of  Philadelphia,  Pennsylvania. — 
Improved  Case  Shoe  Brush. — Patent  dated  August  3,  1858. — This  in- 
vention consists  in  providing  a  case  2,  of  any  requisite  shape,  and 
made  of  any  suitable  material,  said  box  being  provided  with  lids,  as 
shown  in  the  engravings,  and  numbered  1  and  3,  forming  the  top  and 
bottom  of  the  case.     The  engravings  show  the  shape  of  the  brushes. 

The  inventor  says :  I  do  not  claim  to  be  the  inventor  of  any  of  the 
parts  taken  separately. 

But  I  daim  the  combination  of  tho; brushes  and  case  as. shown,  the 
same  being  made  of  suitable  material,  such  as  wood,  metal,  India-rub- 
ber, or  its  equivalents,  and  of  any  desirable  shape;  the  whole  being 
arranged  and  combined  as  set  forth  and  shown,  for  the  purposes 
specified. 

No.  20,447. — David  W.  Shaw  and  William  A.  Megraw,  of  Balti- 
more, Maryland. — Improved  Whitewash  Brush, — Patent  dated  June 
1,  1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engraving. 

Claim. — The  arrangement  of  the  metallic  box  with  two  or  more 
divisions  and  slotted  ends,  and  the  centre  or  wedged-shaped  bar  for 
dovetailing  the  end  of  the  bristle,  and  a  movable  or  top  plate  fastened 
by  pins  or  screws,  for  the  purposes  specified. 

No.  21,464. — Stephen  Barnes,  of  New  Haven,  Conn.,  assignor  to 
Himself,  Henr/  S.  Parsons,  and  Samuel  Rowland,  of  said  New 
Haven. — Improvement  in  the  Manufacture  of  Brushes. — Patent  dated 
September  7,  1858. — ^This  invention  consists  in  the  employment  of  a 
movable  tubular  block,  constructed  to  hold  bristles  in  tufts  as  required 
for  the  manufacture  ot  toilet  brushes. 

The  inventor  says :  I  do  not  claim  to  be  the  first  to  secure  bristles 


436  XVn. — HOUSEHOLD  FURNITURE,  ETC. 

in  a  clamp,  or  its  equivalent,  wbile  their  tops  are  cemented  togetber, 
for  this  has  already  been  done. 

But  I  daim  the  securing  of  the  bristles  in  separate  tufts  in  the  man- 
ner described  by  the  employment  ol  the  tubular  block  A,  or  its  equiva- 
lent, substantially  as  set  forth. 

No.  19,069. — J.  D.  Burton,  of  Boston,  Mass. — Improvemeni  in  the 
Conaiructixm  of  Bureaus  and  Washaiands, — Patent  dated  January  12, 
1858. — In  the  bureau  the  top  has  dovetailed  grooves  cut  on  its  under 
sides  from  the  back  toward  the  front  thereof,  but  so  as  to  stop  short 
of  the  front  and  not  be  seen  from  that  side.  These  grooves  receive 
dovetailed  tenons  or  tongues  a  on  the  top  of  the  side  pieces  C  On 
the  bottoms  of  the  side  pieces  C  are  also  cut  dovetailed  tongues  c, 
which  slide  into  similarly  formed  grooves  b  in  the  bottom  piece  B. 
To  put  together  the  bureau,  the  bottom  piece  B  is  first  laid  upon  the 
floor,  and  the  two  side  pieces  C  slipped  into  its  grooves.  The  support- 
ing pieces  D  are  then  slid  into  grooves  cut  in  the  side  pieces  from 
behind,  and  the  back  piece  F  is  then  slid  down  from  the  top  into  the 
vertical  grooves  i  %  in  the  side  pieces  ;  and,  finally,  the  top  piece  A  is 
run  into  the  side  pieces,  and  the  whole  is  firmly  united,  the  back 
holding  in  the  pieces  D,  and  the  top  preventing  the  back  from  rising. 

Claim. — The  combination  of  the  dovetail  grooves  and  tenons,  by 
means  of  which  a  bureau  or  washstand  may  be  dismembered  and  again 
united  or  set  up  in  the  particular  order  or  sequence  of  parts,  as  set 
forth,  for  the  purpose  specified. 

No.  21,220. — James  H.  Stimpson,  of  Baltimore,  Md. — Improved  But- 
ter Bucket. — Patent  dated  August  17,  1868. — This  invention  consists 
in  a  new  butter  kettle  made  with  two  walls  A  and  B,  for  the  purpose 
of  keeping  butter  and  other  articles  for  which  the  kettle  may  be  used 
cool. 

The  inventor  says :  What  I  daim  is  the  new  article  of  manufacture, 
the  same  being  the  double  walled  butter  bucket  or  kettle,  constructed 
as  set  forth. 

No.  20,902. — James  H.  Stimpson,  of  Baltimore,  Md. — Improved 
Butter  Cooler. — Patent  dated  July  13,  1858. — The  claim  and  engrav- 
ings will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  broadly  the  placing  of  the  ice 
above  the  butter. 

But  I  daimy  as  an  improved  article  of  manufacture,  a  butter  cooler 
made  substantially  as  snown  and  described,  to  wit :  with  an  ice  re- 
ceiptacle  D  suspended  over  the  dish  B  in  the  manner  and  for  the  pur- 
poses set  forth. 

No.  19,103. — Justin  M.  Sboth,  of  Lyme,  Conn. — Improved  Butter 
Worker. — Patent  dated  January  12,  1858. — This  invention  consists 
in  having  a  series  of  oblique  arms  grgrti  attached  to  a  vertical  rotating 
shaft  C.  which  is  fitted  in  an  inverted  conical  case  provided  with  a 
Derforated  plate  at  its  bottom,  the  parts  being  so  arranged  that  the 
butter,  without  being  Bub^ooUd  to  any  undue  action^  will,  as  the  shaft 
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18  rotated,  have  all  the  butter-milk  which  it  contains  fully  expressed 
from  it. 

The  inventor  says :  I  do  not  claim  broadly  a  rotating  shaft  placed 
within  a  case,  and  provided  with  arms  irrespective  of  the  construction 
and  arrangement  of  the  arms  and  dependent  parts,  as  shown,  for  such 
devices  are  in  common  use,  and  may  be  seen  in  various  churns  and 
clothes- washing  machines. 

But  I  claim  the  shaft  C  provided  with  arms  or  blades  g  g  1 1,  arranged 
as  shown,  and  placed  within  the  inverted  conical  case  A,  suspended 
within  a  proper  framing,  and  having  a  perforated  plate  D  fitted  in  its 
bottom  b;  the  whole  being  arranged  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  21,106. — N.  W.  Bancroft,  of  Burlington,  Vt.,  assignor  to 
Himself  and  H.  M.  Proctor,  of  said  Burlington. — Improved  Butter 
Worker, — Patent  dated  August  3,  1858. — This  invention  consists  in 
the  employment  of  a  rotating  basin  and  corrugated  adjustable  roller 
in  connexion  with  a  shave  and  guide  roller,  the  whole  being  arranged 
to  operate  so  that  the  butter  may  be  thoroughly  worked. 

The  inventor  says :  I  daim  the  combination  of  the  roller  P  with  the 
roller  J  and  share  0,  substantially  as  and  for  the  purposes  shown  and 
described. 

I  also  claim  the  ^combination  of  double- geared  shell  pinion  D  with 
the  bc^in  A,  adjustable  shaft  H,  socket  E  I,  and  pinion  G,  substan- 
tially as  shown  and  described,  so  that  by  turning  the  screw  K  the 
shaft  H  may  be  raised  or  lowered,  and  the  height  of  the  roller  J 
altered  at  pleasure. 

No.  21,460.— ZiBA  WnjJAMS,  of  Ithaca,  N.  Y. — Improved  Butter 
Worker, — Patent  dated  September  7,  1858. — The  operation  of  this 
apparatus  is  as  follows :  The  ladle  is  so  arranged  as  to  exert  great 
power  in  crushing  the  butter  in  cold  weather,  as  well  as  the  gentlest 
force.  The  trough  being  open,  there  is  the  freest  access  to  the  butter. 
The  motion  of  the  ladle  reciprocating  from  side  to  side  extracts  the 
milk,  and  yet  does  not  crush  the  butter  too  much. 

Claim, — The  combination  of  a  trough  and  a  ladle  having  paral- 
lelism to  the  axis  thereof  for  the  purpose  of  working  butter,  when 
the  same  are  constructed  and  arranged  in  the  manner  described. 

No.  20,054. — Adam  Fischer,  of  Dayton,  Ohio. — Improved  Cabbage 
Cutter, — Patent  dated  April  27,  1858. — In  using  this  machine  the 
cabbage  to  be  cut  is  placed  in  the  upper  section  of  the  cylinder  and 
held  stationary  by  a  stop  board  while  being  cut  to  any  desired  degree 
of  thickness  by  the  knives,  which  are  caused  to  revolve  rapidly  by 
means  of  a  crank  and  two  bevel  wheels,  the  cut  cabbage  escaping  in 
the  lower  section  of  the  cylinder,  and  discharged  automatically  into 
a  receiver. 

The  inventor  says :  I  do  not  claim  a  horizontally  revolving  disk 
set  with  knives  and  gauge  plates ;  neither  do  I  claim  the  partitioned 
hopper  or  upper  section  C ;  nor  do  I  claim  broadly  controlling  the 
fineness  or  coarseness  of  the  cut  of  knives. 
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But  I  daim  the  cabbage  cutter  specified,  where  all  its  parts  are 
constructed  and  arranged  for  united  operation,  substantially  as  and 
for  the  purposes  set  forth. 

No.  20,209. — A.  S.  Lyman,  of  New  York,  N.  T. — Improvement  in 
Cans  for  Preserving  Food. — Patent  dated  May  11, 1858. — The  nature 
of  this  improvement  will  be  understood  by  reference  to  the  claim  and 
engravings. 

Claim. — In  cans  for  preserving  food  the  combination  of  the  reser- 
voir or  filter  of  suitable  material,  with  a  can  having  an  arrangement 
for  discharging  its  contents  in  such  a  manner  that,  whenever  any  food 
is  drawn  off,  air  or  gas  deprived  of  the  primary  cause  of  decomposi- 
tion shall  supply  its  place^  substantially  as  and  for  the  purposes 
specified. 

No.  20,722. — AzEL  Storks  Lyman,  of  New  York,  N.  Y. — Improve- 
ment in  Cans  for  Preserving  Food^  dec. — Patent  dated  June  29, 
1858. — F  is  the  float,  made  of  such  size  that  it  shall  fall  freely  and 
without  friction  on  the  sides  of  the  can,  and  of  such  weight  that  it 
shall  sink  about  two-thirds  of  its  depth  into  the  liquid  to  be  pre- 
served. ^  is  a  tube,  forming  the  handle  of  the  float,  and  from  which 
the  air  under  the  float  escapes,  t;  is  a  valve  for  drawing  off  the 
material  from  the  can. 

Claim. — The  employment  of  the  float,  surrounded  by  the  protecting 
liquid,  in  combination  with  a  vessel  having  an  arrangement  for  dis- 
charging its  contents,  substantially  as  described,  for  the  purposes 
specified. 

No.  22,436. — W.  W.  Lyman,  of  West  Meriden,  Conn. — Improve- 
ment in  Fruit  Cans. — Patent  dated  December  28,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — In  comoination  with  the  groove  for  receiving  and  holding 
the  packing,  and  the  flange  m  on  the  cover,  fitting  into  said  groove 
and  against  the  packing,  the  sleeve  C  with  its  cam  slots,  and  the 
studs  on  the  neck  of  the  can,  for  drawing  the  fiange  of  the  cover 
tight  down  on  to  the  packing  without  crimping  it,  substantially  in 
the  manner  specified. 

No.  19,063. — ^EzRA  J.  Warnbr,  of  Waterbury,  Conn.,  assignor  to 
Himself,  William  H.  Warnbr,  and  RufusE.  Hitchoock,  of  Water- 
bury,  Conn. — Instrument  for  Opening  Cans. — Patent  dated  January  5, 
1858. — The  looped  bar  c  is  made  of  steel,  or  any  other  suitable  mate- 
rial, and  attached  to  the  piercer  bar  B  near  its  end  by  a  fulcrum  or 
joint  pin,  as  shown  at  c,  so  that  it  may  readily  swing  or  rock  from 
the  position  shown  in  fig.  1  to  that  shown  in  fig.  2. 

Claim. — The  combination  of  the  curved  cutter  a  with  the  looped  bar 
c,  when  constructed  and  made  to  operate  substantially  as  described. 

No.  20,203.— Edwin  W.  Gilmorb,  of  North  Easton,  Mass.— im- 
provement in  Preserve  Cans. — Patent  dated  May  11,  1858. — k.  bar 
lever  B  is  arranged  across  the  cover  D  and  top  of  the  can,  formed 
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with  journals  c  c,  to  extend  through  stirrups  C  C.  The  har  lever  is 
formed  with  an  arm  d,  and  is  furnished  with  a  cam  or  projection  e,  so 
arranged  with  respect  to  the  arm  d  that,  while  the  latter  is  being 
turned  down  from  a  vertical  to  a  horizontal  position,  the  said  cam  shall 
force  the  cover  D  firmly  down  upon  its  seat  or  rubber  annulas,  so  as 
to  effect  an  air-tight  sealing  of  the  can. 

Claim. — The  arrangement  of  the  arm  and  the  cam  and  the  bar  B, 
whereby  the  cam  is  not  only  made  to  operate  to  aid  in  strengthening 
the  bar  when  supported  as  described,  but  the  arm  is  enabled  to  ope- 
rate as  a  stop  to  maintain  the  cam  in  place  while  forcing  down  the 
cover,  as  set  forth. 

No.  20,485. — H.  G.  Dayton,  of  Maysville,  Ky. — Improvement  in 
Preserve  Cans. — Patent  dated  June  8,  1868. — This  inveQtion  consists 
in  the  employment  of  an  India-rubber  band  6  attached  permanently 
to  the  cover  C  in  such  a  manner  as  to  enable  it  to  lap  over  the  sides 
of  the  can  and  cover  the  joint,  and  keep  the  latter  closed  tightly  by 
the  shrinking  consequent  upon  its  elasticity.  It  further  consists  in 
the  employment  of  an  elastic  metal  clasp  D  around  the  India-rubber 
band  to  secure  it  in  place  upon  the  can. 

Claim. — The  employment  of  the  rubber  band  in  combination  with 
a  metal  cover  and  metal  clamp,  substantially  as  set  forth. 

No.  21,078. — Emmons  Manlbt,  of  Marion,  N.  Y. — Improvem^ent  in 
Preserve  Cans. — Patent  dated  August  3,  1858. — This  invention  con- 
sists in  forming  a  depression  around  the  edge  of  the  mouth  of  the  can^ 
and  fitting  the  mouth  with  a  stopper  G  the  form  of  a  cup,  whose  ex- 
terior combines  with  the  depression  round  the  mouth  to  form  a  chan- 
nel to  receive  the  sealing  composition,  and  whose  interior  serves  to 
receive  cold  water  to  cool  and  cause  the  cement  to  set  after  the  closing 
and  sealing  of  the  can,  and  to  receive  the  hot  water  to  melt  and  soften 
the  cement,  so  that  the  stopper  may  be  removed  when  necessary  to 
open  the  can. 

The  inventor  says :  I  do  not  claim  broadly  the  formation  of  a  wax 
space  between  the  lip  and  the  stopper. 

But  I  claim  the  combination  of  the  depression  around  the  mouth  of 
the  can  and  the  cup-formed  stopper,  constructed  and  operating  sub- 
stantially as  described. 

No.  22,351. — P.  H.  Cotton,  of  Demopolis,  Ala. — Improvemetd  in 
Preserve  Carw.— Patent  dated  December  21,  1858. — This  invention 
consists  in  the  application  of  fastenings  to  confine  the  cover  on  the 
can  against  the  pressure  of  steam  that  is  generated  to  expel  the  air 
until  condensation  takes  place  and  the  sealing  composition  becomes 
sufficiently  hard  to  retain  the  cover  in  its  place.  It  also  consists  in 
forming  a  recess  in  the  lower  part  of  the  neck  of  the  can,  and  making 
the  rim  of  the  cap  to  extend  down  some  distance  over  said  recess,  for 
the  purpose  of  preventing  the  sealing  composition  becoming  detached 
from  the  sides  of  the  channel,  and  the  cap  heing  thereby  unsealed. 

Claim. — In  combination  with  the  channel  C  outsiJe  of  the  neck  of 
the  can,  the  employment  of  a  recess  e  in  the  neck,  and  the  exteu&\ft\iL 
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of  the  rim  of  the  cap  over  such  reoefls,  sabstantially  as  and  for  the 
purpose  specified. 

No.  21,348.— W.  W.  Lyman,  of  West  Meriden,  Conn.— Improved 
Method  of  Sealing  Preserve  Cans. — Patent  dated  August  30,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  exhausting  and  sealing  fruit  jars  and 
cans,  or  other  similar  vessels,  hy  means  of  the  tube  0,  the  cement  e, 
and  opening  c,  and  an  exhausting  apparatus  D,  substantially  as  de- 
scribea,  by  which  means  the  operation  is  rendered  very  easy,  simple, 
and  effective,  and  the  closing  of  the  air  vent  accomplished  by  the  same 
device  through  or  by  which  the  air  is  drawn  from  the  can. 

No.  22,247. — Allbn  Taylor,  of  Baltimore  Maryland. — Improvemeni 
in  Sealing  Preserve  Cans.— Patent  dated  December  7,  1858. — ^The 
claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — The  forming  of  the  gutter-shaped  rim  E  which  supports 
the  sealing  cement  of  a  porous  or  textile  substance,  said  substance 
being  applied  to  the  downwardly  bent  edge  of  the  cover,  and  forming 
with  said  edge  a  V-shaped  gutter,  in  which  the  cement  when  melted 
will  be  confined,  yet  allowed  to  come  in  contact  with  the  metal  surface, 
and  thus  seal  the  cover  to  the  can  with  a  small  expenditure  of  cement, 
and  in  such  a  manner  thatthe  cover  can  be  readily  unsealed  without 
cutting  up  and  wasting  the  cement,  as  when  other  modes  of  sealing 
are  adiopted,  substantially  as  set  forth. 

No.  19,465. — Joseph  Harris,  jr.,  of  Boxbury,  Massachusetts,  and 
Daniel  Holmes,  of  Chelsea,  Massachusetts,  assignors  to  Dakiel  Holmes, 
aforesaid. — Improved  Carpet-Beaiing Madiine. — Patentdated  February 
23, 1858. — The  claim  and  engravings  will  explain  the  nature  of  this  in- 
vention. 

The  inventor  says :  We  daim  the  use  of  the  elastic  whips  a  connected 
together  at  their  ends  by  the  cord  9,  in  the  manner  and  for  the  purpose 
substantially  as  described. 

Second.  We  claim  placing  an  elastic  cushion  L  in  front  of  the 
carpet  for  the  whips  to  strike  on,  in  the  manner  and  for  the  purpose 
substantially  as  described. 

Third.  We  claim  the  vibrating  beaters  /  for  beating  the  op[>oeke 
surface  of  the  carpet,  arranged  and  operating  substantially  as  specified. 

No.  21,211. — AuausnNB  W.  Nonby,  of  Bridgeport,  Connecticut. 
Improved  Carpet  Cleaner. — Patent  dated  August  17,  1858. — A  A  are 
the  sides  of  the  box  ;  B  B^  the  travelling  wheels,  one  on  each  side  of 
the  box,  connecting  by  belts  or  cords  with  the  brush  pulleys  E  ES 
which  are  shown  on  the  axis  of  the  brush  G  ;  D  is  the  dust  pan  ;  H 
H^  are  the  flexible  flaps  or  drags ;  L  L^  L  U  are  the  slotted  ears, 
where,  by  means  of  set  screws,  the  shields  or  guides  J  E  may  be  ad- 
justed together  with  the  flaps. 

The  inventor  says :  I  do  not  claim  the  revolving  cylinder  brush,  nor 
the  dust  pan,  nor  the  enclosing  box,  nor  the  combination  of  the  three, 
ull  these  having  been  long  known  and  used. 
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But  I  daim  the  combination  and  arrangement  of  said  flaps  or  drags^ 
and  the  said  shields  with  the  revolving  cylinder  brush,  box,  and  dust 
pan,  in  the  manner  described,  as  and  lor  the  purpose  specified. 

No.  19,164. — Charles  A.  Wakefield,  of  Dalton^  Massachusetts. — 
Imj^roved  Carpet  Fastener. — Patent  dated  January  19,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — A  carpet  fastener  composed  of  metal  plates  bent  so  as  to 
form  parallel  sides  or  plates  a  b  provided  with  teeth  c,  and  each  per- 
forated with  a  hole  d,  tne  plates  beine  fitted  and  secured  on  the  edge  of 
the  carpet,  and  used  in  connexion  with  the  tacks  e,  or  their  equivalents, 
driven  in  the  floor,  substantially  as  shown  for  the  purpose  set  forth. 

No.  20,341. — Warren  Filkins,  of  Lancaster,  New  York. — Improved 
Carpet  Fastener. — Patent  dated  May  25,  1858. — The  nature  of  this 
invention  consists  in  the  combination  of  a  swinging  slotted  cap  a,  with 
a  plate  6,  and  spur  6,  the  whole  to  be  used  as  a  carpet  fastener. 

Claim. — The  arrangement  of  the  horizontal  swinging  slotted  cap  a 
with  the  plate  e  and  the  spur  6,  in  the  manner  specified  and  for  the 
purpose  set  forth. 

No.  21,325. — Morris  Dbwet  and  Ira  Phillips,  of  Clarendon,  New 
York. — Improved  Carpet  Fastener. — Patent  dated  August  31, 1858. — 
The  nature  of  this  invention  consists  in  the  construction  of  a  pin 
about  one  inch  in  length,  of  proper  size,  pointed  at  both  ends,  or 
pointed  at  one  end  and  flattened  at  the  other,  as  seen  in  the  engraving. 

Claim. — The  pin  and  the  set,  as  described,  combined  and  arranged 
for  fastening  carpets  to  floors  in  the  manner  specified. 

No.  21,365. — Joseph  Reynolds,  of  New  Britain,  Connecticut. — 7m- 
proved  Carpet  Fastener. — Patent  dated  August  31,  1858. — This  im- 
proved carpet  fastener  is  constructed  of  suitable  metal  in  form  similar 
to  the  plan  in  figure  1,  A  6  C,  made  with  one,  two,  or  more  points  ; 
the  single  points  are  intended  to  go  into  the  corners  of  the  room  ;  the 
double  pointed  ones  are  for  both  sides  of  the  room. 

Claim. — The  hook  and  plate  in  one  piece,  as  described,  as  a  new 
article  of  manufacture,  substantially  as  set  forth. 

No.  22,354. — Richard  DeCharms,  of  Philadelphia,  Pennsylvania. — 
Improved  Carpet' Fastener. -^Pektent  dated  December  21,  1858.— In 
this  improvement  stair  rods  and  tacks  are  dispensed  with  in  putting 
down  carpets,  screws  only  being  used  in  the  eyelet  holes. 

Claim. — The  described  new  article  of  manufacture,  to  wit :  an  eye- 
letted  carpet  or  fioor  cover  binding,  for  the  purposes  set  forth. 

No.  19,882.— Horace  Thayer,  of  Warsaw,  New  York. — Improved 
Carpet  Holder. — Patent  dated  April  6,  1858.— The  nature  of  this  in- 
vention consists  in  making  a  carpet  holder,  which  is  driven  into  holes 
bored  in  the  floor  to  hold  down  carpets  firmly,  with  a  clasp  and  spur 
at  the  top  of  said  fastener,  thus  dispensing  with  the  u^e  of  nails. 
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The  inventor  says :  I  do  not  claim  as  new  the  parts  composing  my 
device. 

But  I  doim  the  arrangement  of  the  spring-tube  clasp  and  slide 
forming  a  carpet  holder,  constructed  and  operated  substantially  as 
described. 

No.  19,230. — Hermann  Blau,  of  Washington,  D.  C. — Improved 
Carpet  Stretcher. — Patent  dated  February  2,  1858. — This  improved 
carpet  stretcher  is  operated  in  the  following  manner :  The  teeth  of  the 
fork  g  having  been  inserted  in  the  edge  of  a  carpet,  the  outer  end  of 
one  of  the  bars  a  or  6,  or  of  an  elongated  bar  composed  of  both  of 
them  united,  is  placed  against  the  washboard,  or  some  other  suitable 
support,  in  an  opposite  portion  of  the  room,  and  then  the  inner  end 
of  the  lever  C  is  inserted  in  one  of  the  notches  in  said  ratchet  bar, 
when  a  small  amount  of  downward  force  at  the  angle  of  junction  of 
the  ratchet  bar  and  lever  is  applied. 

The  inventor  says :  I  am  aware  that  a  carpet  fork  has  been  com- 
bined with  one  end  of  one  of  the  legs  of  a  pair  of  permanently-hinged 
and  non-adjustable  levers. 

I  am  also  aware  that  the  legs  of  a  carpet  stretcher  have  been  com* 
bined  with  each  other  by  means  of  a  movable  pin  and  a  series  of  holes, 
and  therefore  I  do  not  claim  such  articles  as  my  inventions. 

But  I  daim  my  double  extensible  carpet  stretcher,  composed  of  the 
combined  notched  bars  a  and  b  and  the  fork-armed  ratchet  lever  c, 
combined  with  each  other,  and  operating  substantially  as  set  forth. 

No.  19,596. — Joseph  Warner,  of  New  Britain,  Connecticut. — Im- 
proved Carpet  Stretcher. — Patent  dated  March  9,  1858. — This  is  a 
lever  A  having  teeth  d  pivoted  to  a  plate  B  provided  with  spurs  e, 
the  parts  being  arranged  so  that  the  implement  may  be  readily  secured 
to  the  floor  and  connected  to  the  edge  of  the  carpet  in  such  a  way  that, 
as  the  latter  is  tacked  to  the  floor,  it  may  be  stretched  with  the  greatest 
facility. 

Claim. — The  lever  A,  of  any  proper  form  or  shape,  provided  at  one 
end  with  teeth  d,  and  pivoted  to  a  plate  B  having  spurs  e  attached, 
substantially  as  and  for  the  purpose  set  forth. 

No.  21,303. — Hbnrt  Bidlet,  of  Hartford,  Connecticut,  assignor  to 
S.  P.  Thatcher  and  Walter  Stillman,  of  said  Hartford. — Improved 
Carpet  Stretcher. — Patent  dated  August  24,  1858. — In  using  this  im- 
proved carpet  stretcher,  it  is  first  secured  to  the  floor,  and  the  carpet 
IS  caught  in  the  clamps  at  E,  when  the  machine  is  wound  up  until  the 
carpet  is  sufficiently  stretched  and  tacked,  then  the  machine  is  re- 
moved to  another  point,  and  so  on  until  the  work  is  done. 

Claim, — The  construction  and  arrangement  of  the  clamps  I,  straps 
H,  wheel  C,  ratchet  E,  and  pawl  G,  in  the  frame-work  A  B,  substan- 
tially in  the  manner  as  and  for  the  purpose  described. 

No.  21,654.— W.  C.  Conant,  of  New  York,  N.  Y.— Improved 
Carpet  Stretcher. — Patent  dated  October  5,  1858. — This  invention 
consists  in  combining,  with  the  other  necessary  parts  of  a  carpet 
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Btretcher,  the  clamp  for  grasping  the  carpet,  by  which  the  danger  of 
injary  is  avoided,  and  at  the  same  time  present  its  edge  in  a  straight, 
smooth  form  in  soitable  shape  for  nailing. 

Claim. — A  carpet  stretcher  made  by  combining  the  clamp  and 
wedge  D  and  E  with  the  other  necessary  parts  of  a  carpet  stretcher, 
as  set  forth. 

No.  21,233. — HiBAM  H.  Hbrrigk,  of  East  Boston,  Massachusetts, 
assignor  to  La  Fatbtib  Culver,  of  said  East  Boston. — Improved 
Carpet  Sweeper. — Patent  dated  Augost  17, 1858. — This  indention  has 
reference  to  certain  improvements  in  machines  for  sweeping  floors  and 
carpets,  in  which  the  rotation  of  the  brush  is  effected  by  the  move- 
ment of  the  box  which  contains  it  across  the  floor. 

The  inventor  says :  I  daim,  Ist,  inclining  or  grooving  the  brush 
shaft,  as  at  o  and  k^  as  described,  for  the  purpose  specified. 

2d.  I  claim  protecting  the  bearings  from  dust  by  means  of  the 
plates  I  m  and  n  operating  in  the  manner  described  for  the  purpose 
specified. 

3d.  I  claim  the  peculiar  construction  of  the  dust  pan,  with  its 
spring  lip  6,  in  combination  with  the  screen  ^,  operating  as  set  forth 
for  the  purpose  specified. 

4th.  I  claim  dividing  the  brush  in  the  centre,  and  connecting  each 
half  with  one  of  the  driving  wheels,  as  set  forth,  in  combination  with 
the  method  described  of  pivoting  the  inner  ends  to  a  suspended  sup- 
port, as  described,  whereby  the  continuity  of  the  brush  is  not  inter- 
rupted, as  set  forth. 

No.  21,451. — Rbubbn  Shalbr,  of  Madison,  Connecticut. — Improved 
Carpet  Sweqper, — Patent  dated  September  7,  1858. — The  claim  and 
engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daimj  1st.  The  combination,  in  a  machine 
for  sweeping  carpets,  of  a  brush,  the  bristles  of  which  are  set  at  an 
angle  of  about  forty-five  degrees  from  a  radial  line  passing  directly 
outward  from  axis,  constructed  substantially  as  described  with  a  trac- 
tion roller,  substantially  as  and  for  the  purposes  set  forth. 

2d.  The  construction  of  the  traction  roller  of  a  sweeping  machine 
in  the  tnanner  described — that  is  to  say,  by  winding  a  spiral  flange 
of  India-rubber,  or  other  flexible  and  adhesive  substance,  around  a 
cylinder,  as  set  forth,  by  which  a  very  powerful  adhesive  traction  of 
said  roller  is  insured  ;  and  the  roller  is  much  more.cheaply  manufac- 
tured than  an  equally  efficient  one  could  otherwise  be. 

No.  21,660. — Jacob  Edson,  of  Boston,  Mass. — Improved  Carpet 
Sweeper. — Patent  dated  October  5,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says:  I  daimy  first,  the  arrangement  described  of 
hanging  the  brush  at  or  near  one  of  its  journals  in  a  bridle,  and 
attaching  the  opposite  end  of  the  said  brlile  at  a  point  on  the  case  of 
the  machine,  between  the  centre  of  the  driving-wheel  and  the  other 
journ|tl  of  the  brush,  whereby  the  machine  is  made  self-adjusting,  so 
as  to  adapt  itself  to  heavy  or  light  sweeping. 

Second.  Attaching  the  handle  of  the  mao\i\iiQ  to  \\i^  V\5\a  e  e^^^ 
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point  near  the  driving- wheels  instead  of  in  the  centre  of  the  machine,  as 
set  forth,  and  for  the  purpose  specified. 

Third.  Forming  the  entire  machine  of  a  tapering  shape,  as  described, 
whereby  the  brush  can  work  successfully  in  the  corner  of  an  apartment 
to  be  swept. 

Fourth.  The  combination  of  the  revolving  brush,  having  the  bristles 
arranged  spirally  thereon,  with  the  tapering-shaped  dirt  receiver,  so 
as  to  sweep  and  convey  the  dirt  into  the  larger  end  of  the  receptacle. 

Fifth.  Combining  in  one  the  door  for  removing  the  dirt  and  the  dirt 
receiver,  by  constructing  it  as  described. 

No.  21,673. — Danibl  Harris,  of  Boston,  Mass.— Improved  Carpd 
Sweeper. — Patent  dated  October  5,  1858. — This  invention  has  refer- 
ence to  that  description  of  carpet  or  floor  sweepers  in  which  a  revolving 
brush,  set  in  motion  by  the  travel  of  apparatus  across  the  floor,  is  made 
to  take  up  and  deposit  the  sweepings  in  a  case  covering  the  brush.  It 
has  for  its  object  important  improvements  connected  with  the  working 
or  transmission  of  motion  to  the  brush,  and  connected  with  the  con- 
struction of  the  case  for  preventing  the  return  of  the  sweepings  by  the 
brush,  and  facilitating  tne  removal  of  them. 

Claim. — The  arrangement  of  a  revolving  brush  driven  by  means  of 
a  padded  driving-wheel  from  one  side  only,  within  a  semi-cylindrical 
casing  provided  with  stationary  pockets  and  deflectors  in  front  and 
rear  of  the  said  brush,  substantially  in  the  manner  and  for  the  purpose 
of  acting  together  as  described. 

No.  21,701. — Stephen  P.  Bowell,  of  Beading,  Mass. — Improved 
Carpet  Stretcher. — Patent  dated  October  5,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim^  in  combination  with  the  brush  and  its 
main  operating  gear,  devices  substantially  as  described,  for  adjusting 
the  brush  and  maintaining  its  axis  at  the  same  or  at  its  proper  distance 
from  the  axis  of  the  gear,  in  order  to  maintain  the  gear  in  engagement 
with  its  pinion,  as  specified. 

I  also  claim  the  application  of  the  rear  dust  receptacle  to  the  frame, 
so  as  to  be  capable  of  being  swung  or  turned  upward  and  outward 
therefrom^  substantially  in  the  manner  and  for  the  discharge  of  dust 
as  specified. 

No.  21,815. — Augustus  C.  Carey,  of  Ipswich,  Mass. — Improved 
Carpet  Sweeper. — Patent  dated  October  19,  1858. — This  machine  is 
operated  as  follows  :  It  is  pushed  in  the  direction  of  its  arrow  over  the 
carpet  to  be  swept  by  the  handle  D,  and  as  the  brush  is  revolved 
rapidly  in  contact  with  the  carpet,  the  dust  is  brushed  up  over  the 
front  edge  4  of  the  dust  pan  G  and  is  collected  in  it.  The  dust  pan 
may  be  afterwards  removed  by  simply  slipping  it  out  from  the  staples 
m,  and  the  dust  be  removed  from  it. 

The  inventor  says :  I  cJatz/i,  first,  placing  the  revolving  brush  at  the 
extreme  front  of  the  box  A,  and  hanging  it  in  adjustable  bearings  H^ 
in  the  manner  substantially  as  set  forth. 
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Second.  I  claim  the  deflector  I,  operating  substantially  as  described 
for  the  purpose  specified. 

Third.  I  claim  the  combination  of  the  revolving  brush,  the  double 
pulley  a  6,  or  its  equivalent,  and  the  roll  B,  when  so  arranged  that  the 
brush  may  be  disconnected  from  the  roll  B  and  be  operated  by  hand, 
substantially  in  the  manner  and  for  the  purpose  specified. 

No.  19,824. — Edmund  Bigslow,  of  Springfield,  Mass. — Improved 
Syrup  Casters. — Patent  dated  April  6,  1858. — The  mode  of  operating 
this  caster  is  as  follows :  The  several  syrup  apartments  or  reservoirs 
A  A  having  been  filled,  each  with  its  appropriate  syrup,  the  syrup  has 
flowed  through  pipe  G  and  filled  the  register  B.  The  rod  D  being 
then  pressed  down  by  the  hand,  valve  0  is  brought  firmly  into  its  seat 
P,  closing  the  port  0,  and  stopping  the  flow  of  the  syrup  into  the 
register.  By  the  same  movement  of  the  rod  D  the  valve  F  is  openedi 
and  the  syrup,  already  in  the  register,  flows  into  the  glass.  On  re- 
moving the  hand  from  rod  D,  the  spiral  spring  J  forces  the  rod  D  back 
to  its  original  position,  bringing  valve  Fto  a  oearing  and  opening  the 
port  0,  and  the  register  again  instantly  fills  with  syrup,  and  may 
again  be  emptied  by  removing  the  pressure  on  rod  D. 

Claim. — The  described  measuring  faucet  or  register  in  combination 
with  the  revolving  syrup  fountain  or  reservoir. 

No.  20,376. — Austin  S.  Smith,  of  Lawrence,  Mass. — Combined 
Booking  Chair  and  Cradle — Patent  dated  May  25,  1858. — This  chair 
is  provided  with  rockers  attached  in  such  a  way  that  they  can  be  turned 
from  one  leg  to  another,  and  this  combined  with  a  movable  back  and 
foot  rest  forms  a  convenient  cradle  from  the  chair. 

The  inventor  says  :  I  do  not  claim,  separately,  the  adjustable  back 
nor  the  adjustable  foot  rest^  for  they  have  been  used  and  arranged  in 
various  ways. 

But  I  daim  the  adjustable  back  B  and  foot  rest  F,  connected  by  the 
levers  Q,  and  arranged  relatively  with  the  seat  0,  as  shown,  and  used 
in  connexion  with  the  rockers  H  H^  connected  to  tho  legs  a  by  the 
swivel  sockets  J;  the  whole  being  constructed  and  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  22,297.— R.  McG.  Lytlb,  W.  I.  Alston,  and  Lorenzo  W. 
Teub,  of  Williamson  County,  Tenn, — Improved  Folding  Chair. — 
Patent  dated  December  14,  1858. — This  chair  in  its  general  form 
resembles  the  ordinary  arm  chair,  with  a  seat  A  supported  by  four 
legs  a  a^  connected  with  each  other  by  cross  bars  66^,  both  at  the  sides 
and  at  the  front  and  back,  and  provided  with  a  back  B  and  arms  0. 
The  back  is  connected  to  the  seat  by  a  hinge  joint  dj  and  also  by  the 
arms ;  the  upper  leaf  of  the  hinge  is  made  fast  to  the  back,  and  the 
lower  leaf  attached  to  the  seat  by  a  sliding  bolt  e,  the  withdrawing 
of  which  release*)  the  hinge  from  the  seat. 

The  inventors  say:  We  rfaim,  first,  the  arrangement  of  the  arms 
and  also  of  the  back,  substantially  as  described,  so  that  the  back  retains 
the  arms  in  place  when  folded. 
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Second.  The  arrangement  of  the  legs  substantially  as  described,  so 
that  one  set  of  legs  folds  over  and  retains  the  other  set  in  place. 

Third.  The  combination  of  the  slotted  bolt  with  the  socket  plate 
and  spring  stop  arranged  substantially  as  described  for  connecting 
the  arms  with  the  seats. 

Fourth.  In  combination  with  the  side  bars  we  claim  the  screw  strap 
or  its  equivalent,  for  connecting  the  bars  with  the  legs^  so  that  when 
folded  between  the  legs  one  is  raised  and  the  other  depressed  for  the 
purpose  set  forth. 

Fifth.  Connecting  the  legs  with  the  seat  by  means  of  a  socket  joint 
arranged  substantially  as  described,  so  that  each  pair  of  legs  can  be 
withdrawn  from  their  sockets  and  folded  down  without  being  disoon* 
nected  from  each  other  or  from  the  seat  for  the  purpose  set  forth. 

No.  20,198. — Augustus  Eliabrs,  of  Boston,  Masp. — Improved  Be- 
dining  Chair, — Patent  dated  May  11,  1858. — The  nature  of  this  in- 
vention will  be  understood  by  rieference  to  the  claim  and  engravings. 

The  inventor  says:  I  dainty  first,  the  general  arrangement  of  the 
chair  described,  whereby  the  back,  foot-rest,  &c.,  are  sustained  and 
actuated  as  specified,  and  the  foot-rest  made  adjustable  and  locked  in 
any  desired  position  as  set  foith. 

I  also  claim  the  combination  of  the  hinged  rails  j?  p^  sliding  arms 
8  8 J  and  mortises  to  receive  the  rails  p  p,  or  in  lieu  of  the  rails  enter- 
ing the  mortises  in  the  said  combination,  the  arm  g^  attached  to  the 
back  and  turning  upon  a  pivot  in  the  grooved  or  mortised  sliding  arm, 
whereby  I  am  enabled  to  obtain  a  very  long  arm,  as  set  forth. 

No.  22,145. — AmosE.  Kendall  and  Petbr  K.  Kbybs,  of  New  York, 
N,  Y.,  assignors  to  Themselves  and  Calvin  W.  Elton,  of  said  New 
York. — Improved  Bedining  Chair. — Patent  dated  November  23, 
1858. — The  nature  of  this  invention  consists  in  an  arrangement  of 
means  for  fixing  the  back  of  a  chair  at  any  degree  of  inclination  and 
holding  it  firmly  in  the  desired  position. 

Claim. — In  combination  with  the  swinging  post  E,  jointed  arm  D, 
and  back  C,  the  employment  of  a  serrated  segment  F  and  fastening  e^ 
constructed  and  operating  substantially  as  set  forth  and  for  the  pur- 
poses specified. 

No.  21,320. — David  Buzzbll,  of  Charlestown,  Mass. — Improved Be^ 
cumbent  Chair. — Patent  dated  August  31,  1858. — The  object  had  in 
view  in  the  invention  of  this  chair  has  been  to  enable  a  person  while 
sitting  in  it  to  easily  operate  the  leg-rest  and  thebackby  a  slight  pres- 
sure against  the  foot-rest  of  the  leg-rest.  By  pressing  the  feet  against 
the  foot-rest,  and  at  the  same  time  lifting  his  legs,  the  said  person  can 
with  great  ease  not  only  raise  the  leg-rest  up  to  any  desired  inclina- 
tion to  the  horizon,  but  will  at  the  same  time  correspondingly  decline 
the  back,  and  these  parts  will  easily  maintain  any  such  position  as 
long  as  the  same  may  be  agreeable  to  the  sitter.  A  little  downward 
pressure  of  the  legs  on  the  leg-rest  will  suffice  to  depress  the  same 
and  bring  the  back  forward.     The  seat  moves  with  the  back  and  the 
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leg-rest  and  contributes  hj  the  weight  of  the  sitter's  body  to  facilitate 
the  operation  of  moving  the  back  and  the  leg-rest. 

Claim — The  arrangement  and  application  of  a  lever  Eand  notched 
cams  F  G  to  either  or  both  sides  of  the  seat  frame  A,  and  to  the  back 
B  and  leg-rest  D,  substantially  as  explained  and  as  represented  in  the 
drawings. 

No.  19,352. — Thomas  W.  Currieb,  of  Lawrence,  Massachusetts. — 
Improvement  in  BocJdng  Chairs. — Patent  dated  February  16,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  above  described  mode  of  combining  rockers  F  F  with 
the  chair-stand  A  and  the  recumbent  back  B,  viz  :  by  levers  D  D  and 
arms  E  E,  arranged  and  connected  with  the  back  B,  the  arm-rests 
G  C,  and  the  chair-stand  A,  and  jointed  to  the  rockers,  substantially 
in  the  manner  described,  so  as  to  enable  a  person,  by  laying  hold  of 
and  moving  the  back,  either  to  cause  the  chair  to  be  supported  on  its 
legs  or  on  its  rockers,  as  occasion  may  require. 

No.  20,863,— Isaac  P.  Carribr,  of  South  Glastenbury,  Connecti- 
cut,— Improved  Rocking  Chair. — Patent  dated  July  13,  1858. — The 
nature  of  this  improvement  consists  in  constructing  the  chair  so  that 
the  seat  will  oscillate,  and  a  free  and  easy  motion  1^  produced  by  the 
aid  of  reaction  springs  G. 

Claim. — The  arrangement  of  the  frame  or  arms  E,  rod  F,  springs 
stud  H,  and  the  pin  c,  holes  &,  substantially  in  the  manner  and  for 
the  purposes  as  described. 

No.  19,343. — Leopold  R.  Brbisach,  of  New  York,  N.  Y. — Improved 
Rotary  Blast-Producing  Chair. — Patent  dated  February  16,  1858. — 
This  improvement  consists  in  the  combination  of  a  portable  rotary 
chair  A  B,  with  double-acting  side  bellows  0  C,  and  in  the  application 
of  a  mechanism  by  which  a  constant  current  of  air  can  be  obtained. 

The  inventor  says :  I  do  not  claim  the  arrangement  of  stationary 
seats  with  one  pair  of  bellows,  with  one  foot  to  be  worked  upon  by 
a  kind  of  pump  handle,  in  order  to  produce  a  current  of  air. 

But  I  claim  the  combination  of  the  portable  rotary  chairs,  with 
double-acting  two  pairs  of  side  bellows,  and  the  mechanism  described, 
by  which,  with  little  muscular  exertion,  constant  currents  of  air  are 
obtained  for  cooling  the  operator. 

No.  22,419. — Patrick  Gallagher,  of  Pleasant  Unity,  Pennsyl- 
vania.— Improved  Spring  Bottom  for  Chairs  and  other  Seats  — Patent 
dated  December  28,  1858. — The  nature  of  this  invention  consists  in 
making  a  spring  bottom  for  seats  of  any  kind  out  of  a  spring  plate 
of  steel,  or  cold  rolled  iron,  having  the  proper  strength  and  elasticity, 
when  said  plate  constitutes  the  seat  and  spring  both  within  itself. 

Claim. — Making  the  bottoms  of  chairs,  or  other  seata,  of  spring 
plate  metal,  so  that  when  placed  loosely  upon  the  frame  said  plates 
shall  be  both  a  bottom  and  a  spring,  substantially  as  set  forth. 

No.  21,409. — John  R.  Cannon,  of  New  Albany,  Indiana. — Improved 
Cane-Seat  for  Chairs. — Patent  dated  September  7,  1858. — ^The  nature 


448  XVII.— HOUSEHOLD  PUBNTTURE,  ETC. 

of  this  invention  consists  in  the  use  of  a  double  rattan  stuffed  bottom. 
The  frame  of  this  chair  differs  very  little  from  that  of  the  ordinary 
chair.  The  only  peculiarity  in  the  construction  of  this  frame  is,  that 
the  stretchers  around  which  the  bottom  passes  are  always  made  round, 
so  as  to  prevent  breaking  or  cutting  the  rattan.  In  constructing  the 
bottom  the  rattan  is  plaited  closely  and  passed  around  the  stretchers, 
and  joining  it  again  so  as  to  form  a  double  bottom  ;  between  these  two 
bottoms  any  kind  of  stuflSng  is  inserted,  or  any  kind  of  suitable  spring. 
Claim. — The  manufacture  of  chair  bottoms  substantially  in  the 
manner  and  for  the  purpose  specified. 

No.  19,582. — Charles  Robinson,  of  Cambridgeport,  Mass. — Im- 
provement  in  the  Spring-Seats  of  Chairs,  Sofas,  dec. — Patent  dated 
March  9,  1858. — When  the  seat  of  the  chair  is  unoccupied  the  elas- 
ticity of  the  band  or  bands  D  draws  the  arms  C  C  toward  each  other 
and  keeps  the  inner  edges  of  the  supporting  blocks  B  B  raised  firmly 
against  the  middle  of  the  cushion.  But  if  pressure  is  applied  on  the 
top  of  the  chair-seat  the  inner  adjoining  edges  of  the  supporting  blocks 
are  forced  downward,  and  the  elastic  band  or  bands  stretched. 

Claim. — The  hinged  supporting  blocks  B  B  and  their  projecting 
arms  C  0,  connected  by  a  band  or  bands  D,  and  operating  substan- 
tially as  and  for  the  purpose  specified. 

No.  20,6^3.— Henry  A.  Roe,  of  West  Andover,  Ohio. — Improved 
Cheese  Vat. — Patent  dated  June  22,  1858.— The  nature  of  this  inven- 
tion will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  daim  attaching  the  milk  vat  to  the  casing  by 
a  hinge  joint,  or  its  equivalent,  and  so  arranging  the  whey-sate  that 
the  weight  of  the  milk  vat  and  its  contents  will  act  as  a  lever,  in 
keeping  the  cellar  and  packing  C  in  closo  contact  with  the  inner  sur- 
face of  the  water  chamber. 

I  also  claim,  in  combination  therewith,  the  short  legs  E^  and  the 
jointed  legs  E^,  all  operating  in  the  manner  and  for  the  several  pur- 
poses set  forth. 

No.  19,476. — Joseph  Baker,  of  Washington  county,  D.  C. — Ifo- 
chine  for  Stoning  Cherries. — Patent  dated  March  2, 1858. — The  nature 
of  this  improvement  will  be  understood  by  reference  to  the  claim  and 
engravings. 

The  inventor  says :  I  daim  the  perforator  A,  by  which  the  stone  is 
extracted  from  the  pulp  of  the  fruit,  and  the  bevelled  feeding  slide  0. 

I  also  claim  the  combination  of  perforators  A,  the  bent  lever  P,  and 
feeding  slide  0,  operated  and  arranged  in  relation  to  each  other  as 
described,  and  for  the  purpose  specified. 

No.  22,464.— William  P.  Uhlinoer,  of  Philadelphia,  Pa.— Jm- 
proyed  Closet  for  Sewing  Machines.— Fsitent  dated  December  28, 1858. — 
This  invention  consists  in  an  improved  construction  of  the  stands  for 
sewing  machines,  in  which  the  machine  is  attached  to  a  movable  plat- 
form or  table,  the  latter  being  so  connected  with  suitable  mechanical 
devices  that  it  may,  when  the  machine  is  required  for  operation,  be 
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elevated  to  the  top  of  the  stand,  while  hy  lowering  the  platform  into 
the  interior  of  the  same  the  machine  is,  when  standing  idle,  not  onlj 
removed  from  sight  and  entirely  protected  from  injury,  but  the  stand 
itself  is,  upon  shutting  the  lid,  transformed  into  an  ornamental  piece 
of  furniture. 

Claim, — Combining  the  sewing  machine  platform  G  with  the  lid  B 
of  the  closet,  that  the  opening  and  shutting  of  said  lid  shall  operate 
the  platform  G,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  19,772. — James  J.  Hamilton,  of  New  Castle,  Indiana. — Im- 
proved Clothes  Dryer. — Patent  dated  March  30, 1858.— The  nature  of 
this  invention  consists  in  an  upright  post  21,  to  which  is  attached  four 
arms  12  3  4,  which  are  attached  to  the  post  in  such  a  manner  that 
they  may  be  suspended  in  a  horizontal  position,  forming  a  right  angle 
with  said  post ;  a  cord  is  run  through  the  arms,  upon  which  the  clothes 
may  be  hung. 

Claim. — The  application  of  the  roller  and  pulleys  to  the  arms  and 
the  folding  of  the  arms  to  the  post. 

No.  20,964.-8.  H.  Tipr,of  Morrisville,  Vermont.— Improved  Oto/7ie5 
Dryer. — Patent  dated  July  20,  1858. — The  nature  of  this  invention 
consists  in  so  constructing  a  machine  that  the  arms  will  always  be 
properly  held  in  position,  under  all  circumstances  of  contraction  or 
expansion  of  the  cords,  while  the  frame  will  be  at  liberty  to  turn  upon 
the  shaft.  This  result  is  arrived  at  by  combining  with  other  parts  of 
the  dryer  a  sliding  collar  with  a  ratchet  catch,  capable  of  being  secured 
to  the  shaft  at  any  point,  and  affording  a  bearing  for  the  sliding  head 
of  the  folding  frame. 

I  disclaim  the  mere  combination  of  a  sliding  hub  with  expanding 
arms,  as  such  does  not  constitute  my  invention. 

But  I  claim  the  combination  of  shaft  A,  hubs  6  and  C,  arms  D,  and 
braces  E,  with  the  sliding  collar  F  and  catch  G,  the  whole  constructed, 
arranged  and  operating  as  and  for  the  purpose  set  forth. 

No.  21,035. — Stephen  H.  Tift,  of  Morrisville,  Vermont. — Improved 
Clothes  Dryer. — Patent  dated  July  27, 1858. — This  invention  consists 
in  the  arrangement  of  the  arms,  when  made  flexible,  fast  in  the  head 
of  the  standard,  and  considerably  oblique  to  a  horizontal  plane,  in 
combination  with  the  arrangement  of  the  standard  which  supports 
the  arms,  so  that  its  lower  end  nearly  touches  the  floor,  in  a  socket 
which  is  mounted  upon  flexible  obliquely  set  legs. 

Claim. — The  arrangement  of  the  light  yielding  bars  A  A  A  A  A, 
cords  or  ropes  D  D  D  D,  standard  B,  and  light  yielding  legs  C  C  C, 
substantially  as  and  for  the  purposes  set  forth. 

No.  21,639.— E.  G.  Gibson,  of  Owego,  New  York,  assignor  to  H. 
G.  FiNKHAM,  of  said  Owego. — Improved  Clothes  Dryer. — Patent  dated 
September  28,  1858. — The  object  of  this  invention  is  to  simplify  the 
construction  of  revolving  clothes  dryers^  and  at  the  same  time  obtain 
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a  double  device ;  one  that  may  be  readily  kept  in  repair  and  con- 
structed at  comparatively  small  cost. 

The  box  head  B  rests  on  the  cap  or  plate,  and  is  allowed  to  turn 
freely  thereon  ;  and  the  arms  c  are  retained  at  a  suitable  height  by  a 
pin  J*  which  passes  through  the  post,  and  on  which  the  box  D  rests. 

Claim. —  I  do  not  claim  broadly  a  rising  and  falling  frame,  nor 
the  lifting  thereof  by  windlass  and  cords. 

But  I  daim  the  arrangement  of  the  square  or  box  head  B  between 
the  pieces  a^  a^  of  the  arms  c  c,  as  and  for  the  purposes  shown  and 
described. 

No.  21,626. — Emma  T.  Porter,  of  Washington,  District  of  Colum- 
bia.— Improved  Clothes  Dryer. — Patent  dated  September  28,  1858. — 
The  nature  of  this  invention  consists  in  a  light  adjustable  frame, 
peculiarly  adapted  to  the  drying  of  clothes  by  a  stove  fire,  and  that, 
when  not  in  use,  may  be  closed  or  adjusted  so  as  to  occupy  but  little 
space,  and  may  be  conveniently  hung  up  against  the  wall  of  a  room. 

Claim. — The  combination  of  the  adjustable  frame  and  supporting 
braces  with  the  pivoted  stand  or  foot-piece,  substantially  as  and  for 
the  purpose  specified. 

No.  20,868. — Olonzo  R.  Dinsmoor,  of  Auburn,  N.  H. — Improved 
Clothes  Drying  Apparatris. — Patent  dated  July  13,  1858. — In  the  en- 
gravings, A  denotes  a  small  building,  or  shed,  carrying  within  it  a 
large  grooved  wheel  B,  such  being  arranged  therein  and  supported  by 
a  post  C.     The  grooved  wheel  is  made  about  five  inches  in  diameter. 

The  endless  line  carries  one  or  more  travellers  K,  each  of  which  con- 
sists of  a  block  c  carrying  a  pulley  d,  within  a  space  e  formed  in  and 
throu  r\i  the  block. 

The  inventor  says :  I  daim  the  combination  of  the  endless  clothes- 
line, the  sheltering  shed  or  building,  and  the  stretching  apparatus, 
the  whole  being  made  to  operate  substantially  as  specified. 

I  also  claim  combining  one  or  more  travellers  K  with  the  endless 
clothes-line  applied  to  a  building,  and  a  stretching  apparatus,  and 
constructed  so  as  to  operate  essentially  as  described. 

No.  20,579. — Enos  Page,  of  Streetsborough,Ohio. — Improved  Clothes 
Frams. — Patent  dated  June  15,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  am  aware  that  folding  clothes-racks  and 
frames  have  been  known  and  used. 

But  I  daim  the  combined  sections  I  J  K,  composed  of  the  vertical 
jointed  and  folding  standards,  in  combination  with  the  adjustable 
cross-bars,  when  arranged  as  set  forth  for  the  purpose  described. 

No.  22,398. — William  Hathaway,  of  Worcester,  Mass.,  assignor 
to  William  G.  Maynard,  of  said  Worcester. — Improved  Clothes 
Frams. — Patent  dated  December  21,  1858. — This  frame  consists  of  a 
central  post  A  supported  by  the  foot-block  B,  with  a  series  of  outer 
posts  D  connected  to  the  center  by  cross-bars  E.  To  the  central  post 
IS  itted  a  series  of  ooUaiB  a  at  regular  intervals^  with  projecting  radial 
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branches  b  to  which  the  inner  ends  of  the  cross-bars  are  pivoted, 
forming  a  hinge  joint  which  allows  the  cross-bar  to  be  moved  up  and 
down. 

Claim. — Arranging  the  centre  of  motion  of  the  cross-bars,  sub- 
stantially as  described,  so  that  the  centre  of  motion  of  the  outer  end 
of  the  cross-bar,  when  the  frame  is  closed,  will  be  over  or  within  the 
centre  of  motion  of  the  inner  end  of  the  cross-bar,  for  the  purpose  set 
forth. 

No.  20,669. — Chester  Stone,  of  Ravenna,  Ohio. — Improved  Frame 
for  Drying  Clothes. — Patent  dated  June  22, 1858. — By  crowding  upon 
the  wedge  F  the  head  B  is  pushed  down  the  standard  A,  this  spreads 
the  lower  ends  of  the  arms  C  and  makes  the  cords  G  H  I  taut.  In 
this  case  the  standard  A  is  drawn  upward,  so  that  the  weight  of  the 
frame  rests  upon  the  ends  of  the  arms  C. 

Claim. — The  described  manner  of  constructing  a  clothes  frame, 
consisting  of  the  standard  A,  head  B,  arms  C,  braces  D,  and  cords 
G  H  I,  when  arranged  and  operating  in  the  manner  and  for  the  pur- 
pose specified. 

^o.  21,231. — E.  Culver,  Jr.,  of  Shelburne  Falls,  Mass.,  assignor 
to  Himself  and  8.  M.  Blackwbll,  of  said  Shelburne  Falls. — Improved 
Clothes-Horse. — Patent  dated  August  17, 1858. — A  is  a  post,  or  stand 
supported  on  feet  a.  To  this  post  are  attached  and  pivoted  at  c  the 
rods  b.  A  vertical  rod  d  is  placed  over  the  ends  of  tbe  rods  6  and  the 
screws  c  pass  through  both  rods  into  the  post  A ;  this  binds  and 
steadies  the  rods  b,  so  that  they  may  be  vibrated  on  their  pivots  c,  in 
a  vertical  plane  parallel  to  the  inclined  face  of  the  post  to  which  they 
are  attached. 

The  inventor  says :  I  do  not  claim  joining  the  rotis  b  to  standards, 
so  that  they  may  be  folded  up  or  spread  out. 

But  I  daim  the  combination  of  the  panels  B,  panels  C,  and  con- 
necting links  1 1^ ,  with  a  self-supporting  pedestal  A^  the  whole  arranged 
to  operate  substantially  as  described  for  the  purpose  set  forth. 

No.  22,435.— Tristram  S.  Lewis,  of  Kendall's  Mills,  Me. — Improved 
Clothes-Horse. — Patent  dated  December  28,  1858. — The  arrangement 
of  the  four  spring  catches  is  such  that  the  spring  K,  while  in  operation 
to  press  the  horse  open,  and  to  maintain  it  in  an  extended  state  when 
unfolded,  will  also  operate  to  maintain  all  the  catches  in  engagement 
with  their  respective  slats. 

The  inventor  says :  When  the  posts  A  B  are  hinged  together,  and 
the  four  folding  sets  of  slats  are  applied  to  them  and  arranged  on 
them  as  described,  I  daim  the  arrangement  of  the  spring  k  and  the 
two  sets  of  spring  catches  f  g  hi,  in  order  that  the  said  spring  may 
perform  at  one  and  the  same  time  the  two  functions  as  specified. 

No.  21,818. — Benjamin  Chesnut,  of  Philadelphia,  Pa. — Improved 
Post  for  Clothes  Lines. — Patent  dated  October  19, 1858. — This  inven- 
tion consists  in  arranging  a  clothes  post  to  slide  between  brackets 
attached  to  a  board,  which  may  be  secured  to  the  wall  or  fence  o€  tJ^^ 
yard  or  garden  selected  for  drying  clothes.    TVi%  '^o^X^Ka  ^vix^^^'^Nfit^ 
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inclined  teeth  on  one  Bide,  so  as  to  be  retained  at  any  desired  altitude 
by  a  pawl  hung  to  the  board,  and  in  the  brackets  as  well  as  in  the  post 
near  its  lower  end  are  rollers,  which  render  the  raising  and  lowering 
of  the  posts  a  matter  of  ease. 

Claim. — The  post  B,  with  its  row  of  inclined  teeth,  and  its  roller  m 
and  pawl  e,  and  the  brackets  a  and  a^  with  their  rollers,  when  the 
several  parts  are  combined  and  arranged  substantially  as  and  for  the 
purpose  set  forth. 

No.  20,470. — Edwin  L.  Hagak,  of  Frankfort,  N.  T.,  assignor  to 
Himself  and  T.  D.  Aylsworth,  of  Ilion,  N.  Y. — Improved  Machine 
for  Wringing  Clothes. — Patent  dated  June  1,  1858. — The  nature  of 
this  invention  consists  in  providing  a  self-acting  clasp  B,  which  is 
attached  to  the  rim  or  edge  of  the  tub  A,  which  receives  and  holds 
one  end  of  the  article  to  be  wrung,  while  with  the  two  hands,  twisting 
in  one  direction,  the  article  is  wrung  to  great  advantage. 

Claim. — The  clasp  B^  and  its  attachment  and  adjustment  to  the 
tub  as  described  and  shown^  the  whole  being  arranged  and  operating 
substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  22,451. — Ezra  Pollard,  of  Albany,  N.  Y.,  assignor  to  Himself 
and  B.  W.  Sbelby,  of  New  York,  N.  Y. — Pestles  for  Cleansing 
Clothes, — Patent  dated  December  28,  1858. — A  is  a  circular  head  or 
stock  of  requisite  thickness,  and  B  represents  a  series  of  tubes,  which 
are  fitted  at  one  end  in  the  head  or  stock  A,  parallel  with  each  other, 
and  in  planes  parallel  with  the  handles  C.  The  handle  as  well  as  the 
head  or  stock  and  tubes  may  be  constructed  of  wood,  and  the  tubes 
may  be  of  any  suitable  dimensions,  the  proportion  of  the  above  named 
parts  may  be  about  as  shown  in  figure  1. 

The  inventor  says :  I  daim  this  invention  as  a  new  article  of  manu- 
facture ;  a  clothes  pounder  or  pestle,  composed  of  a  stock  A,  handle  C, 
and  tubes  B,  and  openings  a,  as  shown  and  described. 

No.  20,364. — Dbxtbr  Pierce,  of  Sunapee,  N.  H. — Improved  Clothes 
Pin. — Patent  dated  May  25,  1858.— The  limbs  of  this  improved  pin, 
as  will  be  seen  at  ''A"  "A"  retain  an  equality  of  thickness  until 
near  the  end  of  the  slit,  when  it  slightly  enlarges  to  prevent  the  break- 
ing off  of  the  one  limb  or  the  other,  as  would  be  the  result  if  the  pin 
were  made  entirely  straight  on  the  outside.  By  placing  the  thumb 
and  forefinger  on  the  hollows  marked  "  B  "  "  B,"  the  swell  on  each 
side  of  the  hollows  serves  to  tighten  the  grasp  of  the  holder,  and 
tighten  the  pin. 

The  inventor  says :  I  claim  as  a  new  article  of  manufacture,  to  wit, 
a  clothes  pin,  all  the  parts  of  which  are  constructed  substantially  as 
set  forth. 

No.  21,029. — Isaac  A.  Sergeant,  of  Springfield,  Ohio. — Improved 
Clothes  fTrfnjrer.— Patent  dated  July  27,  1868.— The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says:  I  cJatm,  first,  the  yoke  B,  provided  with  a 
Buitahle  hitching  arm,  the  said  yoke  being  adapted  to  be  temporarily 
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attached  to  a  wash  tuh,  or  readily  disconnected  therefrom,  as  explained, 
and  employed  as  a  bearing  for  a  rotary  clamp  for  wringing  clothes. 

Second,  [n  the  describe  connexion  with  the  yoke  B,  I  claim  the 
movable  clamp  H  I  J  K,  and  pawl  and  dog  P  0,  by  means  of  which 
the  said  clamp  is  retained  within  the  yoke,  or  may  be  readily  removed 
therefrom  at  will  to  be  cleansed  or  dried. 

Third.  In  the  described  connexion  with  a  rotary  clamp  for  wringing 
clothes  I  claim  the  hinged  and  yielding  hitching  arm  E,  for  the 
purposes  explained. 

No.  21,066.— John  Dbnlet  and  Thomas  H.  Heberliko,  of  Warsaw, 
Illinois. — Improved  Apparatus  for  Making  Coffee.  —  Patent  dated 
August  3,  1868. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

The  inventors  say :  We  do  not  claim  the  process  of  scalding  oofifee 
and  boiling  it  afterwards  by  additional  heat,  or  forcing  water  through 
ground  coffee  resting  in  a  strainer. 

Neither  do  we  claim  the  application  of  a  heater  to  a  vessel  containing 
coffee. 

But  we  daiMj  first,  the  apparatus,  substantially  as  described,  for 
the  forcible  expulsion  of  the  water  through  the  bed  of  the  coffee, 
resting  on  the  strainer  t  in  the  mouth  of  the  inverted  vessel  a,  by  the 
pressure  of  steam  in  the  upper  part  thereof,  produced  when  the  red- 
hot  heater  e  is  inserted  in  the  central  tube  d. 

Second.  We  claim  the  cup  Z,  for  retaining  a  part  of  the  water 
around  the  foot  of  the  heater  tube  (2,  and  the  tin  arch  m,  for  the 

C)ose  of  preventing  the  joint  at  the  end  of  the  heater  tube  from 
ming  unsoldered  when  the  rest  of  the  water  is  driven  from  the 
interior  of  the  vessel,  as  described. 

No.  19,827. — Robert  Brown,  of  Ashtabula,  Ohio. — Improved  Ap- 
paratus for  Boasting  Coffee. — ^Patent  dated  April  6,  1858. — ^In  using 
this  improved  machine  the  coffee  is  placed  in  the  vessel  A,  which  is 
placed  over  a  proper  fire  and  the  shaft  B  is  turned  by  hand,  the 
scrapers  and  snovels  rotated  and  the  coffee  properly  stirred,  and  as 
each  rod  t  is  of  a  different  length  the  scrapers  or  shovels  will  traverse 
over  the  surface  of  the  bottom  b  at  different  points,  in  order  that  the 
whole  of  the  coffee  may  be  properly  stirred. 

The  inventor  says :  I  do  not  claim  separately  any  of  the  parts 
described. 

But  I  daim  the  vessel  A,  provided  with  the  adjustable  rotating 
scrapers  or  blades  D,  attached  to  rods  t  of  varying  lengths,  which 
rods  are  pivoted  to  the  shaft  C,  and  the  whole  arranged  to  operate  as 
and  for  the  purpose  described. 

No.  20,577.— Charles  Nebr,  of  Troy,  N.  Y.— Improved  Cracker 
Machine. — Patent  dated  June  15,  1858. — This  invention  is  especially 
adapted  to  making  '^  butter  crackers"  by  machinery  in  a  way  corres- 
ponding to  those  made  by  hand,  although  it  may  be  applied  to  the 
manufacture  of  any  character  of  crackers  :  a  is  a  suitable  frame,  b  is 
an  endless  apron  around  the  rollers  c  c,  dis  the  handle  b^  ^\2l\^^^ 
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apron  and  the  crackers  are  drawn  along,  A  is  a  box  into  which  the 
dough  is  placed,  i  is  a  grating  with  conical  holes  at  the  bottom  of  the 
box  A,  i  is  a  follower  pressed  down  on  the  dough  by  the  rack  I, 
pinion  and  ratchet  wheel  m  on  the  frame  m^  actuated  by  the  lever  n 
and  pall  o  or  other  suitable  device.  After  the  dough  is  placed  in  the 
box  A,  the  follower  k  is  pressed  down  on  the  same  to  consolidate  the 
dough  and  force  it  into  the  grating  t. 

The  inventor  says :  I  claim,  1st.  The  grating  t,  perforated  with 
conical  holes,  in  combination  with  the  dough  box  A,  and  follower  i, 
substantially  as  and  for  the  purposes  specified. 

2d.  I  claim  the  worker  r,  having  the  eccentric  motion  specified, 
and  provided  with  the  cavities  11,  substantially  as  and  for  the  purposes 
specified. 

3d.  I  claim  the  plate  y  formed  with  the  convex  parts  15,  substan- 
tially as  and  for  the  purposes  set  forth. 

Ko.  21,606. — J.  HoLYLAND  &  J.  C.  HoLTLAND,  of  Rochester,  New 
York. — Improved  Cracker  Machine. — Patent  dated  September  28, 
1858. — This  invention  relates  to  an  improvement  in  machines  that 
are  used  for  cutting  out  crackers  from  sheets  of  dough,  and  which  are 
generally  known  as  cracker  machines.  This  invention  consists  in  ap- 
plying springs  to  rods  which  are  connected  with  the  cutter  plate,  so 
that  the  machine  will  be  protected  from  all  strain,  and  the  cutter 
plate  made  to  act  more  efficiently  than  usual. 

Claim, — The  arrangement  and  combination  of  the  socket  Z,  arm  ifc, 
springy,  and  rod  n,  as  and  for  the  purposes  shown  and  described. 

No.  22j056.— Thomas  0.  Ball,  of  Keene,  N.  R.— Improved  In/anfs' 
Cradle, — Patent  dated  November  16, 1858. — The  nature  of  this  inven- 
tion consists  in  having  pieces  which  are  worked  by  cranks  driven  by 
springs,  or  other  equivalent  mechanism,  arranged  to  lift  alternately  on 
opposite  sides  of  a  cradle  with  sufficient  force  to  cause  it  to  rock,  or 
when  it  is  set  to  rocking  to  maintain  the  momentum  and  keep  it  in 
motion. 

Claim. — The  arrangement  of  the  cranks  C  C,  pieces  D  D,  slot  E, 
and  cross-bar  F,  in  combination  with  the  spring  and  gearing  ope- 
rating in  the  manner  explained,  for  the  purposes  specified. 

No.  20,284. — Jean  B.  Malbbrt  &  Auodsti  Cheviron,  of  St.  Louis, 
Missouri. — Improved  Spring  Hocking  Cradle. — Patent  dated  May  18, 
1858. — This  invention  consists  of  a  combination  of  springs,  cog  and 
ratchet  wheels,  which  are  secured  in  a  frame  and  placed  inside  of  one 
of  the  columns  which  constitutes  a  part  of  the  frame  of  the  cradle. 
The  machine  is  connected  to  the  cradle  by  means  of  the  small  shafts 
and  lever  shown  at  A  0.  The  cradle  is  swung  on  pivots  in  the 
columns  as  shown  at  Q. 

The  inventors  say :  We  do  not  claim  broadly  the  application  of 
machinery  to  the  column  or  frame  of  the  cradle,  neither  do  we  claim 
the  double  escapement  (which  consists  of  the  beams  X  X,  the  pallets 
B  B,  and  the  springs  c  c)  as  such. 

But  we  claim  the  arrangement  of  this  double  escapement  with  the 
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escape  wheel  D,  in  the  manner  described,  the  wheel  being  operated 
by  the  described  combination  of  wheels  and  springs,  in  the  manner 
set  forth. 

No.  22,349.— Henry  P.  Clawson,  of  New  Berne,  N.  C. — Improved 
Pepper  Cruet. — Patent  dated  December  21,  1858.— This  invention 
consists  in  placing  within  the  top  of  the  pepper  cruet  or  box,  a  ro- 
tating or  semi-rotating  brush,  whereby  the  perforations  of  the  top  of 
the  box  are  prevented  from  becoming  choked  or  clogged,  and  a  free 
discharge  of  the  pepper  insured. 

Claim. — Placing  within  the  perforated  top  or  cap  B  of  a  pepper 
cruet  or  box  A  a  rotating  or  reciprocating  partially  rotating  brush  C, 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  19,560. — Joseph  F.  Hall,  of  Bangor,  Maine. — Improved  Cur- 
tain Fixture. — Patent  dated  March  9,  1858. — The  nature  of  this 
improvement  consists  in  the  adaptation  of  a  cap  piece  over  the  pulley 
at  one  end  of  the  roller,  which  shall  have  the  effect  simultaneously  to 
cover  the  pully  as  a  protection  against  dust  and  injury,  and  guide  the 
cord  from  getting  out  of  place,  and  also  to  act  as  a  spring  bearing 
against  the  pulley  to  hold  it  in  position. 

Claim. — ^The  combination  of  the  spring  E,  and  the  pulley  i,  sub- 
stantially as  set  forth. 

No.  20,013. — Thomas  K.  Work,  of  Hartford,  Conn. — Improvement 
in  Curtain  Fioctures. — Patent  dated  April  20,  1858. — This  invention 
consists  in  a  novel  application  of  friction  rollers  to  a  semi-circular 
yoke,  the  rollers  and  yoke  being  fitted  within,  or  to  a  case,  and  the 
whole  arranged  so  that  the  shade  or  curtain  may  be  retained  at  any 
desired  point  by  friction  produced  by  the  pressure  of  the  friction  rollers 
on  the  shade  roller,  and  the  shade  roller  relieved  of  the  friction  when- 
ever it  is  turned  by  the  band. 

The  inventor  says :  I  do  not  claim  broadly  the  application  of  fric- 
tion rollers  to  the  shade  roller,  nor  do  I  claim  any  of  the  parts 
separately. 

But  I  ciatm,  first,  the  specified  arrangement,  consisting  of  rollers  h 
A,  bar  c,  pin  e,  yoke  c,  case  A,  endless  band  F,  roller  D,  for  the  pur- 
pose set  forth. 

Second.  I  claim,  in  combination  with  the  above,  the  plates  A  A^, 
constructed  with  the  projecting  ears  a,  as  shown,  so  that  the  plates 
may  be  attached  either  to  the  front  or  side  of  the  window  casing  as  may 
be  desired. 

No.  22,153.— Thomas  C.  Baldwin,  of  Buffalo,  N.  Y.— Improved  Cur- 
tain Fixture. — Patent  dated  November  30,  1858. — A  is  the  window 
frame,  B  the  curtain  roller,  0  the  curtain  or  shade,  and  D  is  the 
winding  pulley  thereof,  such  pulley  having  a  cord  and  tassel  depend- 
ing from  it,  as  shown  at  E  ;  another  cord  and  tassel  being  suspended 
from  the  middle  of  the  lower  part  of  the  curtain,  as  seen  at  P.  G  and 
H  are  the  two  bearing  blocks  of  the  curtain  roller,  one  of  them,  viz  :  G, 
or  that  opposite  to  the  one  against  which  the  pulley  D  T\m%  Ss^  ^orccbsft^ 
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¥7ith  a  bearing  recess,  or  supporting  bearing  a,  for  the  reception  of  the 
cylindrical  end  of  the  curtain  roller.  Directly  over  the  recess  a  is 
what  is  termed  the  detaching  recess,  or  chamber  6,  which  opens  into 
the  bearing  a,  and  is  made  of  greater  depth  than  such  bearing  a. 

The  inventor  says:  I  claim  the  detaching  chamber  b  and  passage  i 
in  their  combination  and  arrangement  with  the  journal  bearings  of 
the  two  bearing  blocks  G  H,  and  with  the  rotary  friction  ratchet,  its 
spring  and  the  pulley  arranged  at  one  end  of  the  curtain  roller ,  sub- 
stantially as  described  and  for  the  purpose  specified. 

I  also  claim  the  arrangement  of  the  rotary  friction  ratchet,  the 
spring  and  the  pulley  at  one  and  the  same  end  of  the  curtain  roller, 
or  so  that  the  said  ratchet  may  turn  on  the  journal  projecting  from  said 
pulley,  in  manner  and  for  the  purpose  to  obtain  the  advantages  as 
described. 

No.  20,906. — Alson  Vail  &  Tracy  Vail,  of  Berlin,  Wis. — Improved 
Earthenware  Dishes, — Patent  dated  July  13,  1858. — This  invention 
consists  in  making  dishes  porous  on  their  inner  surface,  so  that  the 
moisture  shall  be  absorbed  from  hot  eatables,  and  at  the  same  time 
kept  in  a  dry  palatable  condition.  To  accomplish  this  result  the  dish 
is  formed  of  some  porous  argillaceous  substance  land  only  glazed  on  its 
exterior. 

Claim, — A  new  article  of  manufacture,  to  wit :  a  covered  dish  with 
an  absorbent  lining,  perforated  or  unperforated^  as  specified,  for  the 
purposes  set  forth. 

No.  21,683. — JosBB  Johnson,  of  New  York,  N.  Y. — Improved  Ap- 
paratuafor  Raising  Dough  for  Bread, — Patent  dated  October  5, 1858. — 
The  nature  of  this  invention  consists  in  attaching  a  brake  or  reversed 
arch  to  the  bottom  a  a  for  giving  even  temperature  to  the  heat  through- 
out the  whole  length  of  the  box ;  and  the  reversed  conical  shield  for 
receiving  and  concentrating  the  fllame  of  the  lamp,  and  slotted  in  such 
a  manner  that  the  lamp  may  be  easily  placed  in  its  position,  and  be 
removed  when  desired  without  removing  the  box. 

Claim, — The  double  brake  a  and  aS  in  combination  with  the  conical 
shield  6,  operating  as  described,  and  for  the  purposes  set  forth. 

No.  19,968. — Isaac  S  Schuyler,  of  New  York,  N.  Y.,  assignor  to 
J.  McCollum,  of  said  New  York,  N.  Y. — Improved  Machine/or  Boiling 
and  Cutting  Dough,— Patent  dated  April  13,  1858.— The  nature  of 
this  invention  consists  in  the  substitution  of  removable  shifting  guides 
in  the  place  of  permanent  guides,  in  combination  with  the  slides  of 
reciprocating  cutters ;  in  the  combination  of  mechanical  devices  by 
which  the  shifting  guides  are  operated,  and  in  the  substitution  of  an 
acyustable  perforated  clearer  plate  I  in  place  of  the  well  known 
stationary  perforated  clearer  plate,  in  combination  with  reciprocatiBg 
cutters  £  E,  for  the  purpose  of  discharging  the  dough,  and  also  in 

Jiving  the  said  adjustable  clearer  plate  a  yielding  pressure  on  the 
ough  when  acting  to  discharge. 

The  inventor  says :  I  daim,  first,  the  removable  guides  A  A  or 
their  equivalent,  wheu  used  in  combination  with  the  slides  of  a  reoip- 
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rocating  cutter,  and  operated  for  the  purpose  of  releasing  and  securing 
the  cutter,  substantially  as  herein  before  described. 

Second.  I  claim  the  perforated  discharging  plate,  either  with  or 
without  yielding  resistance,  in  combination  with  the  reciprocating 
cutter  when  made  adjustable  substantially  as  described. 

No.  19.610. — Jambs  Pbrry  and  Elisha  Fitzgerald,  of  New  York, 
N.  Y.,  assignors  to  Jambs  Perry,  Daniel  Fitzgerald,  and  Horatio 
BoGERT,  of  said  New  York,  N.  Y. — Improvement  in  Raising  Dov^h, — 
Patent  dated  March  9,  1858. — The  object  of  this  invention  is  to  pre- 
pare doiigh  or  paste  in  such  a  way  that,  in  the  process  of  preparing 
and  baking,  it  will  be  raised  or  leavened.  It  consists  in  mixing  the 
dough  in  a  close  vessel  under  gaseous  pressure.  It  also  consists  in 
discharging  the  dough,  which  has  been  mixed  under  gaseous  pressure, 
from  the  vessel  in  which  it  was  so  mixed  by  the  pressure  of  the  gas, 
so  that  it  can  be  taken  in  quantities  of  the  required  size. 

The  inventors  say :  We  claim  the  process  of  preparing  dough  or 
paste  for  making  bread,  cakes,  or  other  farinaceous  articles  of  food, 
by  mixing  the  materials  with  gas,  under  pressure,  in  a  closed  vessel, 
substantially  as  described,  as  a  means  of  leavening  or  raising  the 
same^  as  set  forth. 

We  also  claim  discharging  the  dough  as  aforesaid  from  the  ves- 
sel, by  the  gaseous  pressure,  as  it  is  required,  substantially  as  and  for 
the  purpose  specifiea. 

No.  19,738. — Patrice  Mihan,  of  Boston,  Massachusetts,  assignor 
to  Himself  and  Q.  Davis,  of  said  Boston. — Improved  Egg  Beater. — 
Patent  dated  March  23,  1858. — A  is  a  circular  plate  of  tin,  the  edge 
of  which  is  turned  down  at  right  angles  with  the  surface,  so  as  to 
give  stiffness  to  the  plate.  B  is  a  tinned  wire  passing  through  a  hole 
in  the  centre  of  the  plate  A.  To  the  lower  part  of  B  is  soldered  a 
metallic  foot-piece  C  and  wire  D  d.  E  is  a  pinion  fast  to  the  shaft  B. 
F  is  a  strip  of  metal  bent,  and  serves  to  prevent  the  shaft  from  moving 
up  and  down.  Gis  the  sector  of  a  large  pinion  turning  on  the  axle  H. 
I  is  the  handle  which  is  soldered  to  U-. 

Claim, — Beating  apparatus,  constructed  and  operating  substantially 
as  described,  in  combination  with  the  portable  plate  or  cover  A,  so 
that  it  may  be  either  held  in  the  operator's  hand  or  placed  on  the 
top  of  a  vessel. 

No.  22,161. — Henrt  Burt,  of  Newark,  New  Jersey. — Improved 
Apparatus  /or  Assorting  Eggs. — Patent  dated  November  30,  1858. — 
The  nature  of  this  invention  consists  in  the  employment  of  a  box 
made  to  exclude  the  light.  The  top  of  this  box,  which  may  be 
movable  or  fixed,  is  perforated  with  holes  of  proper  mm  to  receive 
the  eggs  ettdwise  and  permil  th^r  resting  therein  at  their  longe0t 
diameter. 

CJmm, — The  arrangement  of  the  perforated  surface  b  for  receiving 
the  eggs  and  excluding  the  light  m  described;  also  the  mirror  (2,  in 
combination  with  the  above,  arranged  sabstantially  as  and  for  the 
purpose  specified. 
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No.  20,032. — William  Borrman,  of  Cincinnati,  Ohio. — Improved 
Apparatus  for  Beating  Eggs,  Ghuming,  and  the  like  Processes. — Patent 
dated  April  27,  1858. — The  leading  feature  of  novelty  in  this  inven- 
tion is  the  provision  of  a  semi-spherical  dasher  formed  of  wire  or  other 
open  work,  and  rotated  concentrically  within  a  bowl  of  corresponding 
size  and  form  ;  also  in  retaining  beyond  the  action  of  the  dasher  such 
portions  of  the  egg  or  other  matter  as  are  not  sufficiently  beaten. 

The  inventor  says :  I  claims  first,  the  semi-spherical  open  work 
dasher  0  in  the  described  combination,  with  a  bowl  A  of  correspond- 
ing form  and  size,  for  the  purposes  set  forth. 

Second.  In  connexion  with  the  above  I  claim  the  inverted  cup  B, 
adapted  to  receive  the  egg  or  other  matter  as  it  becomes  sufficiently 
beaten,  and  retain  it  beyond  the  reach  of  the  dasher. 

No.  20,359. — Allan  McKbachnib,  of  New  York,  N.  Y. — Improved 
Foot  Gleaner, — Patent  dated  May  25,  1858. — By  means  of  a  scraper, 
rotary  brushes,  and  brush  cleaners,  placed  in  a  proper  frame  or  basin, 
a  very  convenient  device  is  obtained  to  scrape  and  brush  shoes  or 
boots  quite  clean. 

The  inventor  says :  I  am  aware  that  brushes  have  been  previously 
combined  with  scrapers  for  the  purpose  of  cleaning  the  feet,  but  so 
far  as  I  am  aware  stationary  brushes  have  been  only  used  and 
arranged  in  a  very  inefficient  manner.  I  therefore  do  not  claim 
broadly  a  scraper  combined  with  brushes,  irrespective  of  the  eon- 
struction  and  arrangement  shown  and  described. 

But  I  claim  the  scraper  B,  in  combination  with  the  rotary  brushes 
D  and  elastic  rotary  brushes  E  E,  with  or  without  the  cleaners  h  f  f, 
the  above  parts  being  placed  within  a  suitable  shell  or  basin  A,  and 
arranged  as  and  for  the  purpose  set  forth. 

No.  19,733. — Enoch  S.  Farson,  of  Philadelphia,  Pa.,  assignor  to 
Himself  and  Henry  H.  Brown,  of  said  Philaaelphia. — Improvement 
in  Gream  Freezers, — Patent  dated  March  23,  1858.T-This  invention 
consists  in  arranging  the  cream  cylinder  so  that  it  shall  oscillate  in  a 
horizontal  position  in  the  ice  chamber  on  rotating  its  shaft;  and  in 
constructing  the  beater  p  so  as  to  cause  it  to  force  air  through  the 
cream  as  it  is  carried  round  in  the  cylinder  in  operating  the  machine. 

Glaim, — The  concave  beater  p  in  combination  with  a  scraper  q  and 
an  oscillating  horizontally  placed  cream  cylinder  B,  the  same  being 
arranged  so  as  to  operate  together  in  the  manner  and  for  the  purpose 
set  forth  and  described. 

No.  19,147. — H.  B.  Massbr,  of  Sunbury,  Pa. — Improvement  in  Ice- 
Gream  Freezers. — Patent  dated  January  19,  1868. — The  nature  of 
this  improvement  consists  in  a  bevelled  pivoted  stop  arranged  on  the 
ice  vessel  top  and  an  inclined  or  bevelled  stop  on  the  bottom  of  the 
cream  cylinder  for  operation  in  combination  with  an  offset  or  projec- 
tion on  the  upper  edge  of  the  cream-cylinder  0  and  one  on  the  lower 
end  of  the  agitator,  whereby,  when  the  crank  shaft  which  carries  the 
agitator  or  scraper  b  will  turn  together,  and  when  turned  in  an  opposite 
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direction,  the  agitator  c  will  turn  and  scrape  oflf  the  frozen  cream  that 
may  have  adhered  to  the  sides  of  the  cream  cylinder. 

Claim, — The  bevelled  pivoted  stop  E  arranged  on  the  top  of  the  ice 
vessel,  and  the  bevelled  stop  G  on  the  bottom  of  the  cream  cylinder, 
for  operation  in  combination  with  the  offset  F  on  the  upper  edge  of 
the  cream  cylinder,  and  the  offset  G  on  the  lower  edge  of  the  agitator 
and  scraper,  substantially  as  and  for  the  purposes  set  forth. 

No.  19,635. — WhiLIAM  Hbaton,  of  Green  county,  Pa. — Improvement 
in  Apparaiuafor  Drying  Fruit, — Patent  dated  March  16,  1858. — ^The 
claim  and  engraving  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  well  aware  that  hot  air  vents,  flues,  heat- 
ing cells,  and  vapor  vents,  have  been  used,  and  therefore,  singly,  in 
themselves,  I  disclaim  all  such  devices. 

But  I  claim  the  construction  of  a  fruit-drying  apparatus,  when  formed 
with  an  inner  casing  or  chamber  mm  mm  having  series  of  hot  air 
vents  nnnn^  series  of  hot  air  flues  or  heating  cells  r  r  r  with  the 
compound  register  chimney// formed  with  a  smoke  flue  0  J  Q,  and 
hot,  air  exit  flues  J  J,  and  vapor  vents  or  escapes  1 1,  when  arranged 
and  used  substantially  as  described. 

I  am  also  aware  that  rotating  reels  and  drying  sieves  and  pans  have 
been  employed  singly  for  various  purposes  and  individual  devices;  I 
do  not  claim  them. 

But  I  daim  the  revolving  or  rotating  drying  reel  tuv  tOy  the  dry- 
ing sieves  a;  xand  pans  y  y  when  used  in  arrangement  with  the  casing, 
vents,  flues,  cells,  register  chimney,  smoke  flues,  exit  flues,  and  vapor 
escapes,  in  the  manner  and  for  the  purposes  set  forth. 

No.  21,415. — Nicholas  Hallock,  of  Flushing,  N.  Y. — Improved 
Fruit  Box. — Patent  dated  September  7,  1858. — The  nature  and  object 
of  this  invention  is  to  obviate  objections  heretofore  made  to  baskets 
used  for  packing  fruit,  and  make  a  fruit  box  capable  of  proper  venti- 
lation  for  the  preservation  of  fruit,  adapting  it  so  as  to  secure  the 
greatest  economy  as  to  space  or  bulk,  and  rendering  the  box  strong 
and  cheap,  costing  much  less  than  baskets. 

Claim. — Constructing  a  fruit  box  consisting  of  two  sheets  of  mate- 
rial, one  of  which  forms  the  body  of  the  box,  the  other  the  bottom, 
being  ventilated  as  described,  and  combining  therewith  the  folding 
handle,  substiEintially  as  set  forth  and  for  the  purposes  specified. 

No.  22,433.— John  K.  Jbnkiks,  of  Kingston,  Pa  — Improvement  in 
Preserving  Fruits. — Patent  dated  December  28, 1858. — The  nature  of 
this  improvement  consists  in  giving  to  fruit,  vegetables,  hams,  eggs, 
&c.,  an  air-tight  water-proof  coating  or  envelope,  impervious  to  damp- 
ness or  dryness  of  cellars  or  climate,  and  a  safeguard  against  rats^ 
vermin,  and  insects  of  all  kinds.  The  composition  used  for  this  pur- 
pose is  made  of  the  following  ingredients,  viz :  16  parts  resin,  2  parts 
tallow  or  lard,  and  1  part  beeswax.  The  resin  is  melted  and  the 
whole  well  mixed  together,  and  put  on  the  article  to  be  preserved 
while  hot.    Plaster  of  Paris,  pulverized  chalky  coal  or  wood  ashes^ 
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is  used  for  dusting  the  article  coated  to  prevent  the  coating  from 
sticking. 

Claim. — Dusting  the  article  to  be  coated  with  any  dry  powder,  such 
as  plaster  of  Paris  or  its  equivalent,  to  prevent  the  coating  from  ad- 
hering to  the  article  coated,  and  permitting  it  to  come  off  readily. 

No.  20,031.— Hknry  D.  Blakb,  of  New  Hartford  Centre,  Conn.— 
Improvement  in  Furniture  VaMera, — Patent  dated  April  27,  1858. — 
In  operating  this  caster  the  plate  A  is  secured  to  the  object  through 
the  flange  or  rim  a  by  means  of  screws  or  nails ;  the  pin  is  then  made 
to  enter  the  plate,  the  spring  c  catching  into  the  groove  (2,  thus  sus- 
taining the  two  parts  together.  The  lower  portion  may  be  easily 
removed  by  pulling  it  gently,  the  spring  giving  and  slipping  out  of 
the  sustaining  groove. 

The  inventor  says :  I  am  aware  that  the  spring  and  groove  have 
been  employed  before,  a  groove  being  made  in  the  plate  or  socket 
tube,  the  spring  secured  in  it,  and  catching  on  the  groove  made  in 
the  pin  ;  but  this  is  inconvenient  and  expensive;  hence  I  do  not  claim 
the  spring  or  the  groove,  my  claim  being  confined  to  the  manner  of 
securing  and  arranging  the  groove  and  spring  for  the  purpose  of 
making  a  cheaper  article  to  the  trade. 

But  I  claim  the  described  arrangement  of  the  several  parts  of  the 
caster,  constructed  and  operated  in  the  manner  and  for  the  purpose 
fully  set  forth. 

No.  22,243. — Hbnby  E.  Richards,  of  Newark,  N.  J. — Improved 
device  for  supporting  Furniture  OaMera. — Patent  dated  December  7, 
1858. — The  concavity  seen  at  A  is  for  the  caster  to  fit  into,  and  the 
points  or  projection  B  B  B  and  the  concavity  A,  and  to  give  the  strong- 
est form  consistent  with  amount  of  metal. 

Claim. — A  new  article  of  manufacture  for  a  caster  rest,  consisting 
of  the  arrangement  of  the  concavity  A  and  the  points  B  B  B,  sub- 
stantially as  and  for  the  purpose  described. 

No.  19,369. — Jacob  Kinzer,  of  Pittsburgh^  Pa. — Improved  Caster 
for  Furniture, — Patent  dated  February  16,  1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim  — The  improved  mode  of  constructing  casters  for  furniture 
described,  (having  the  shank  and  its  body  cast  in  one  piece,  and  the 
roller  and  its  pivot  in  another,)  by  making  in  each  arm  of  the  shank 
a  deep  recess  with  a  collar  above  and  a  wedge-shaped  entrance  from 
beneath,  for  the  purpose  of  receiving  the  axis  or  pin  of  the  roller  in 
the  manner  herein  before  described.     The  recess  to  hold  the  roller  in 

C*    e  when  there  is  no  weight  upon  it,  and  the  collar  to  serve  as  a 
ing  for  the  journals  of  the  axis  to  sustain  the  weight  it  has  to 
support. 

No.  19,127. — A.  D.  Browh,  of  Glasgow,  North  Britain. — Improve- 
ment in  Construction  of  Fufmiix^re. — Patent  dated  January  19,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Connecting  together  the  several  parts  of  chairs^  and  of 
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other  articles  of  furniture,  by  the  employmeut  of  metallic  differently- 
slotted  dovetail  pieces,  when  the  said  dovetail  pieces  are  secured  into 
recesstrs  in  the  wood  or  material  of  the  furniture  by  means  of  screws 
passing  through  the  bottom  of  said  slots ;  and  the  centre,  or  thereabouts, 
of  the  parts  in  combination  with  wedge  dovetailed  projections,  secured 
also  by  means  of  screws  when  said  screws  pass  through  the  central 
line  thereof,  substantially  in  the  manner  as  described. 

No.  19,405. — John  H.  Belter,  of  New  York,  N.  Y. — Improvement 
in  the  Method  of  Manufacturing  Fufniture, — Patent  dated  February 
23,  1858. — ^The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  do  not  claim  the  simple  pressing  of  veneers 
and  glue  between  dies  or  "  cawls,"  one  of  which  is  convex,  and  the 
other,  or  others,  concave. 

Nor  do  I  claim  the  so  gluing  of  veneers  together  that  the  grain  of 
each  stands  at  right  angles  to  that  of  the  next. 

But  I  claimj  first,  the  described  method  of  accurately  finishing  at 
one  operation  a  suitable  stave  for  each  layer  of  the  spherical  work 
described,  viz:  the  applying  together  of  as  many  of  the  roughly- 
manufactured  staves  as  there  are  to  be  layers  in  the  work  and  bending 
the  whole  between  clamps  of  the  form  and  bevel  required,  and  re- 
moving the  superfluous  material  by  a  plane,  or  its  equivalent,  substan- 
tially as  and  for  the  purposes  set  forth. 

Second.  I  claim  the  applying  together  of  the  edges  of  the  staves  of 
the  several  layers  at  one  operation  by  confining  the  staves  in  their 
proper  positions  at  one  or  more  points,  and  compelling  the  remainder 
of  the  edges  to  guide  each  other  as  the  cawls  are  compressed,  substan- 
tially in  the  manner  and  for  the  purposes  set  forth. 

Third.  I  claim  the  described  method  of  accurately  breaking  the 
joints  of  the  several  layers  of  staves  by  notching  the  ends  of  the  staves 
of  each  layer  differently  from  the  staves  of  the  other  layers,  and 
resting  the  notches  of  all  the  staves  across  knife-edges  projecting 
perpendicularly  from  the  surface  of  the  inside  cawl,  all  in  the  manner 
and  for  the  purposes  set  forth. 

No.  19,507. — John  Kbezbr,  of  Chillicothe,  Ohio. — Improvement  in 
Hominy  Mortars. — Patent  dated  March  2,  1858. — The  nature  of  this 
improvement  will  be  understood  by  reference  to  the  claim  and 
engravings. 

The  inventor  says :  I  disclaim  wire  gauze  mortars  used  for  hulling 
rice  as  constituting  no  part  of  my  invention. 

I  daim  the  construction  of  mortars  for  operating  on  moist  com, 
with  perforations  bevelling  outward  and  presenting  sharp  edges  on  the 
interior^  substantially  as  and  for  the  purpose  specified. 

No.  20,538. — Jason  Barton,  of  East  Hampton,  Conn. — Improved 
House  Bell. — Patent  dated  June  15,  1858. — This  invention  consists  in 
the  peculiar  arrangement  of  a  spring  G,  lever  D,  tongue  or  hammer 
£,  and  bandit?  or  rod,  placed  relatively  with  each  other;  and  with  a 
bell  ijy  whereby  the  tongue  or  hammer ,  as  the  handle  on  t^^  S& 
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actuated,  is  made  to  move  gradually  about  half  the  distance  of  its 
stroke,  and  then  move  the  remaining  space  with  an  accelerated  speed, 
so  as  to  strike  the  bell  forcibly,  the  hammer  striking  the  bell  at  one 
or  at  two  opposite  points,  and  having  the  same  movement  in  either 
direction. 

The  inventor  says :  I  am  aware  that  springs  and  levers  have  been 
previously  used  and  arranged  in  various  ways,  to  force  a  tongue  or 
hammer  from  one  point  to  another,  and  back  again,  so  as  to  strike  a 
bell,  and  hammers  also  have  been  forced  across  the  mouth  of  a  bell 
against  two  opposite  points  thereof.  I  therefore  do  not  claim  such 
devices. 

Nor  do  I  claim  broadly  such  operation  of  the  tongue  or  hammer. 

I  claim  the  arrangement  of  the  parts  in  a  house  bell,  as  specified, 
for  the  purposes  set  forth. 

No.  21,891.— David  Lithgow,  of  Philadelphia,  Ts,.— Improved 
Flat-iron, — Patent  dated  October  26,  1858. — This  iron  consists  of  a 
hollow  triangular  metallic  box  A  A,  with  a  chimney  B  and  a  non- 
conducting handle  C.  The  gas  is  introduced  at  the  rear  of  the  box 
through  a  flexible  tube  D,  and  thence  through  the  tubes  E  E,  about 
one-eighth  of  an  inch  in  diameter,  having  a  series  of  jets  e  e  along 
their  inner  side. 

Claim, — The  combination  of  the  two  jet  pipes  E  E  and  the  heating 
plate  F,  in  the  manner  substantially  as  described. 

No.  21,450. — John  Shaefbr,  of  Lancaster,  Pa. — Improved  Machine 
for  Ironing  Clothes.  -  Patent  dated  September  7,  1858. — On  the  base 
frame  B  are  erected  two  uprights  A,  of  any  desired  dimensions  and 
distance  apart,  with  a  cross  piece  c,  with  the  thread  for  a  screw  E  in 
its  centre.  This  cross  piece  is  firmly  framed  to  the  uprights  A.  The 
screw  E  operates  on  a  movable  cross  piece  D,  the  end  of  which  has  a 
piece  /  attached  at  right  angles  in  a  groove  in  the  uprights  A,  and 
resting  upon  the  axis  of  the  cylinder  Gr,  and  thus  enables  the  operator 
to  adapt  the  pressure  to  the  thickness  of  the  goods  to  be  passed 
through  or  under  it,  and  over  the  rollers  J  J. 

Claim, — The  combination  and  arrangement  of  the  hollow  cylinder 
G,  with  the  rollers  J  J,  the  screws  and  caps  1  2  and  3,  the  spigot  4, 
the  screw  plug  gr,  the  screw  E,  the  tables  K,  all  secured  in  the  frame 
A  and  B,  and  operated  by  the  crank  and  gear  wheels,  substantially  as 
and  for  the  purposes  specified. 

Noc  19,964. — Joseph  Borden,  of  Bridgeton,  N.  J.,  assignor  to 
David  Potter  and  Francis  L.  Bodise,— Improvement  in  Preserving' 
Jars, — Patent  dated  April  13, 1858. — This  improvement  in  preserving- 
jars  relates  more  especially  to  those  made  of  glass,  and  to  that  clas^-in 
which  a  groove  or  recess  is  formed  on  the  outside  to  hold  the  cementing 
material,  by  which  the  cover  is  hermetically  sealed  to  the  jar. 

Claim, — A  preserve  jar,  in  which  the  cup  or  groove  for  holding  the 
cement  is  formed  on  the  exterior  from  the  wall  of  the  jar  by  the 
method  described. 
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No.  22,066. — Reuben  M.  Dalbby,  of  Mount  Washington,  Ohio. — 
Improvement  in  Sealing  Preserve  Jars. — Patent  dated  November  16, 
1858. — This  invention  consists  in  the  application  of  the  yoke  or  ring 
to  an  ordinary  jar  or  bottle,  by  means  of  which  a  lid  may  be  securely 
attached  to  the  top  of  the  vessel  by  the  use  of  screws  or  other  device. 

Claim, — The  yoke  or  ring,  in  combination  with  the  leather  or  its 
equivalent,  as  applied  to  vessels  substantially  as  described,  for  the 
uses  and  purposes  set  forth. 

No.  21,442. — William  S.  Rbinbrt,  of  Philadelphia,  Pa. — Improved 
Kneading  Machine. — Patent  dated  September  7, 1858. — This  invention 
relates  to  an  improvement  in  those  machines  in  which  a  traversing 
rotating  roller  is  used  in  coniunction  with  a  trough  or  table  to  knead 
butter,  dough,  clay,  or  other  like  plastic  substances;  and  the  improve- 
ment consists  in  a  certain  combination  of  a  corrugated  roller,  pinions, 
guides,  and  racks,  and  so  arranged  in  respect  to  the  trough  that  the 
roller  and  the  appliances  for  operating  the  same  may  be  allowed  an 
upward  and  downward  movement  independent  of  the  trough,  in  order 
that  the  roller  may  be  caused  to  bear  with  more  or  less  pressure  on 
the  material  to  be  kneaded  at  the  will  of  the  operator. 

The  inventor  says:  I  do  not  claim  broadly  the  employment  of  a 
traversing^  rotating,  corrugated  roller  for  kneading  purposes. 

But  I  daim  the  shaft  D  with  its  corrugated  roller  £  and  pinions  clcl, 
in  combination  with  the  guides  /  and  pinions,  when  the  whole  of  the 
above  named  parts  are  so  constructed  and  arranged  in  respect  to  the 
trough  that  they  may  have  an  upward  or  downward  movement,  con- 
trolled by  the  weight  I,  or  its  equivalent,  independently  of  the  trough, 
substantially  as  and  for  the  purpose  set  forth. 

No.  20,724. — James  Macnish,  of  Berlin,  Wisconsin. — Improved 
Knife  and  Spoon  Cleaner. — Patent  dated  June  29,  1858. — The  scour- 
ing powder  being  applied,  the  knives  are  introduced  between  the  faces 
of  the  disks  C  D  E  and  the  diska  revolved  rapidly  by  means  of  the 
gearing  which  is  actuated  through  a  handle  j  of  the  large  cog  wheel 
K.  The  forks  and  spoons  are  first  scoured  on  their  backs  by  being 
held  against  the  concave  periphery  of  the  disk  C,  then  on  their  front 
side  by  being  held  against  the  convex  periphery  of  the  disk  E. 

Claim. — An  improved  new  article  of  manufacture,  to  wit:  a  machine 
combining  three  disks,  C  D  E,  the  faces  of  which  are  adapted  for 
cleaning  large  and  small  knives  and  the  periphery  of  one  of  tne  same 
for  sharpening  knives,  and  the  peripheries  a  /  of  the  other  two  for 
cleaning  the  front  and  back  of  spoons  and  forks,  substantially  as  set 
forth. 

No.  20,391. — William  Miller,  of  Waltham,  Mass.,  assignor  to 
Himself  and  Daniel  S.  French,  of  Wadham's  Mills,  N.  Y. — Improve- 
ment in  Knife  Cleaners, — Patent  dated  May  25,  1858. — This  machine 
is  operated  as  follows:  the  box  b  is  filled  with  fine  sand,  emory,  or 
other  polishing  material,  which  works  down  through  the  slots  g  and 
k;  the  knife  is  inserted  between  the  lips  5  of  the  leathers  and  is  worked 
back  and  forth  between  them,  or  is  moved  along  laterally  betweexLtJx^ 
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other  parts  of  the  leathers,  the  spread  lips  5  allow  the  round  portion 
next  to  the  handle  and  the  shank  of  the  fork  to  be  polished  as  well  as 
the  blades  and  tines. 

The  inventor  says :  I  am  aware  that  knife  cleaners  have  been  con- 
structed in  which  a  box  is  employed  to  hold  the  polishing  material 
and  deliver  it  to  the  rubbing  surfaces;  I  therefore  lay  claim  to  no  such 
invention. 

But  what  I  claim  as  an  improvement  in  knife  cleaners  is  the  shelves 
B  operating  in  the  manner  substantially  as  set  forth. 

No.  20,929. — Jacob  J.  Banta,  of  Jersey  City,  N.  J. — Improved 
Knife  Cltaner. — Patent  dated  July  20,  1858. — This  invention  consists 
in  the  use  of  a  spring  hopper  containing  brick  dust  or  other  cleaning 
material  and  forming  one  side  of  a  cleaning  cushion,  faced  with  leather 
or  other  equivalent  material,  and  forced  against  the  stationary  side  of 
the  cushion  by  suitable  springs,  so  that  a  knife  inserted  between  said 
cushion  and  drawn  back  and  forth  is  cleaned  on  said  cushion  by  the 
brick  dust  or  other  cleaning  material  supplied  from  the  hopper. 

Claim, — The  combioations  of  the  cushions  6  and  c,  and  hopper  e, 
with  the  spring  h  A,  the  whole  acting  substantially  as  and  for  the  pur- 
poses specified. 

No.  20,340. — Horace  T.  Field,  of  New  Braintree,  Mass. — Improved 
Knife  Priisher. — Patent  dated  May  25,  1858. — The  improvement  in 
this  knife  polisher  relates  more  especially  to  the  rotary  disk  polisher 
which  generally  consists  in  two  parallel  circular  disks  mounted  on  the 
same  shaft,  one  of  which  is  fixed  to  the  shaft  and  the  other  moves  lon- 
gitudinally and  is  held  against  the  fixed  disk  by  a  spring  which  allows 
it  to  yield  and  admit  a  knife  blade  within. 

These  improvements  consist  of  a  frame  A  on  which  is  mounted  a 
shaft  H,  carrying  two  circular  disks  B  B^;  the  disk  B  is  fast  to  the 
shaft,  the  other,  B^,  can  move  laterally.  To  the  adjacent  faces  of  the 
disk  is  attached  a  narrow  elastic  annular  buffer  E  of  the  same  diameter 
at  its  outer  edge  as  the  disk,  which  leaves  a  chamber  G-  between  the 
inner  edges  of  the  buffers  to  hold  the  polishing  powder. 

Claim, — The  combination  of  the  annular  buffers  with  the  disks, 
when  arranged  on  the  adjacent  faces  of  both  disks,  as  described,  for 
the  purpose  set  forth. 

No.  21,058. — John  J.  Armstrong  and  Aushn  T.  Armstrong,  of 
Brooklyn,  N.  Y. — Improved  Knife  Sharpener. — Patent  dated  August 
3,  1858. — This  invention  consists  in  securing  a  file  B,  or  its  equiva- 
lent, by  its  edges  between  the  two  bevelled  sides  c  d  or  supports  for 
the  knife  by  which  the  whole  breadth  of  the  file  is  made,  while  at  the 
same  time  the  proper  bevel  is  given  to  either  side  of  the  knife  without 
reversing  the  instrument. 

Claim, — The  combination  and  arrangement  of  parts  described,  that 
is  to  say,  securing  the  file  by  its  edges  between  the  inclines  c  and  d, 
by  which  the  advantages  stated  are  secured,  as  set  forth. 

No.  22,055. — Alexander  Annan,  of  New  York,  N.  Y. — Improved 
Knife  iSharpener. — Patent  dated  November  16,  1868. — This  invention 
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'  consists  in  having  two  cutters  formed  of  rectangular  steel  plates  cut 
or  corrugated  at  their  sides,  similar  to  files^  and  fitted  in  oblique 

Sooves  in  a  metallic  frame,  the  cutters  being  placed  in  such  position 
at  they  retain  each  other  in  the  frame,  and  are  rendered  capable  of 
being  adjusted  in  varying  positions  in  the  plane  of  their  movement, 
80  that  the  whole  surface  of  the  plates  may  be  used  as  cutting  surfaces. 
.  Claim, — The  two  cutter  plates  C  C,  with  cut  or  corrugated  surfaces, 
placed  in  oblique  positions  relative  with  each  other,  and  arranged  or 
fitted  between  the  upright  plates  B  B  of  a  base  A,  substantially  as 
and  for  the  purpose  set  forth. 

No.  21,746. — Jambs  Dodge,  of  Waterford,  N.  Y. — Improvement  in 
Grinding  and  Polishing  Knives. — Patent  dated  October  12,  1858. — 
The  claim  and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  method  of  grinding  and  polishing 
articles,  and  forming  their  surfaces  upon  a  revolving  grindstone  or 
polishing  wheel,  by  attaching  them  to  a  drum  or  cylinder,  which  is 
made  to  revolve  in  the  same  direction  with  the  stone  or  wheel,  and 
with  velocity  adjustable  thereto,  substantially  as  set  forth. 

I  further  claim  the  method  of  attaching  and  supporting  upon  a 
curved  surface  the  article  to  be  ground,  so  as  to  permit  it  to  rock, 
thereon,  thereby  shaping  the  surface,  when  formed  either  flat,  concave^ 
or  convex,  substantially  as  set  forth. 

No.  19,419. — Joseph  C.  Haines,  of  Dublin,  Ind. — Improved  Culinaryt 
Ladle, — Patent  dated  February  23, 1858. — Projecting  from  the  haadle 
of  the  strainer  B,  a  short  distance  from  the  bowl,  is  a  hook  6,  to  receive- 
the  handle  of  the  ladle  A.  At  each  fresh  charge  of  cracklings  the 
ladle  A  is  placed  in  an  elevated  position,  and  is  then  gradually  pushed 
forward  on  the  fulcrum  6,  and  at  the  same  time  closed  down. 

Claim. — The  ladle  A  and  strainer  B  6,  adapted  to  operate  in  con^ 
junction  substantially  in  the  manner  set  forth. 

No.  21,044.— D.  CuMMiNO,  jr.  of  Mobile,  Alabama,  assignor  to  D. 
CuMMiNa,  sr.,  of  Mobile,  aforesaid. — Improvement  in  Manxes. — Patent 
dated  July  27, 1858. — This  invention  consists  m  the  employment  of  & 
rotating  cylinder  having  fixed  bearings,  a  rotating  clothes  cylinder, 
and  a  cylinder  with  a  segment  removed  so  as  to  ibrm  a  plane  face  ;. 
the  latter  cylinder  havine  its  axis  placed  in  yielding  or  adjustable 
bearings,  which  are  acted  upon  by  wedges  and  weights,  so  that  the 
clothes  may  be  operated  upon,  or  mangled  in  an  expeditious  manner. 

The  inventor  says  :  I  do  not  claim  broadly  the  employment  or  use 
of  pressure  rollers  for  mangling  clothes,  for  they  have  been  used  and 
arranged  in  various  ways  for  accomplishing  the  purpose ;  but^^  so  far 
as  I  am  aware,  they  have  been  used  in  connexion  with  a  hdrizontal 
bed  or  plane  surface  on  which  the  clothes  were  placed,  thus  making  a 
cumbrous  machine. 

What  I  claim  is,  the  employment  or  use  of  the  cylinder  B,  havinflr 
its  axis  fitted  in  fixed  bearings  a,  the  cylinder  C  having  an  ellipKicid 
surface  c  on  a  portion  of  its  periphery,  and  having  its  axis  fitted  in 
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sliding  bearings  b  b,  and  the  wedges  D  D  haying  weights  F  attached, 
the  whole  being  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  20,002. — Sabiuel  Nowlan,  of  New  York,  N.  T. — Improved 
Domestic  Mangle. — Patent  dated  April  20,  1858. — When  the  bureau 
is  to  be  used  as  a  mangle,  the  table  T  is  lifted  so  as  to  occupy  a  hori- 
Bontal  position ;  the  strat  S  is  taken  out  of  the  groove  and  placed 
upright  beneath  the  table  to  support  it.  The  crank  is  then  put  in 
motion  in  the  direction  of  the  arrow  o,  whereby  the  apron  L  is 
unwound.  The  cloth  to  be  mangled  is  then  slightly  wetted,  folded, 
and  laid  on  the  apron  ;  when  this  is  done  the  crank  motion  is  reversed, 
t.  e.,  turned  in  the  direction  of  the  arrow  w.  By  this  operation  the 
apron  is  wound  up  together  with  the  cloth.  After  the  cloth  has  been 
rolled  and  pressed  sufficiently,  the  crank  motion  is  again  reversed,  the 
apron  unrolled,  and  the  cloth,  completely  mangled,  taken  out. 

The  inventor  says :  I  do  not  confine  myself  to  the  application  of 
mangles,  conducted  and  arranged  as  described,  to  bureaus  only,  as 
substantially  the  same  principle  of  construction  can  be  applied  to  any 
kind  of  furniture,  such  as  wardrobes,  tables,  desks,  &c. 

I  daim  the  mechanism  of  a  mangle  constructed  and  arranged  in 
relation  to  and  in  combination  with  parts  of  any  suitable  articles  of 
furniture  in  the  manner  and  for  the  purposes  specified. 

No.  19,347. — Edwin  M.  Chafpeb,  of  Providence,  Rhode  Island. — 
India-Rubber  Door  Aa^.— Patent  dated  February  16,  1858.— The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

The  mventor  says  :  I  do  not  intend  to  confine  myself  to  the  lozenge 
cells,  as  it  is  obvi')Us  that  square  and  some  other  forms  will  do  as  well. 

Neither  do  I  intend  to  confine  myself  to  ribs  or  ridges  intersecting 
each  other,  as  it  is  evident  that  ridges  forming  various  figures  will 
answer  much  the  same  purpose,  such,  for  instance,  as  run  circular, 
parallel,  serpentine,  zigzag,  or  angular,  or  any  other  raised  surface 
of  rubber. 

Nor  do  I  confine  myself  to  rubber  alone  as  the  only  gum,  as  gutta- 
percha and  other  gums  may  be  substituted  for  it. 

I  claim  the  mat  as  formed  by  ridges  or  grating,  together  with  the 
cells  or  spaces,  of  whatever  form,  the  one  to  serve  as  scrapers  to  clean 
the  foot,  and  the  other  to  contain  the  dirt,  whether  of  rubber,  gutta- 
percha, or  other  flexible  gums. 

No.  20,112. — William  Welm,  of  Harrisburgh,  Pennsylvania  — 
Improved  Folding  Mattress. — Patent  dated  April  27,  1858.—  A  is  the 
top  frame ;  B  the  raised  or  angular  hinge  joint ;  C  the  bottom  of  the 
frame ;  D  the  bottom  strips;  and  £  the  springs. 

Claim. — The  inclined  seats  of  the  hinge  B,  on  which  seats  the  hinge 
is  fastened  for  the  purpose  of  folding  the  mattress  in  the  manner  set 
forth,  and  for  the  purposes  specified. 

No.  22,037.— Thomas  Briqgs  Smith,  of  Marietta,  Ohio. --Improved 
.fflastic  Material  for  Mattreaaes  and  CtMhions.—'Patent  dated  November 
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9,  1858. — The  nature  of  this  invention  consistfl  in  cutting  hickory, 
poplar,  cedar,  or  other  suitable  wood,  into  thin  elastic  shavings  of 
any  desired  length,  width,  and  thickness,  and  at  the  same  time 
dividing  said  shavings  longitudinally  and  coiling  them  so  as  to  form 
compound  shavings  or  conical  wooden  springs,  consisting  of  numerous 
thread-like  fibres  compactly  and  spirally  coiled  one  within  another, 
and  then  subjecting  these  to  the  action  of  steam  in  a  suitable  chamber. 
Claim. — The  compound  coil  of  spiral  woody  fibres  described  and 
represented,  when  prepared  substantially  as  described,  and  used  as  a 
substitute  for  curled  hair. 

No.  19,681. — PlumerH.Chbslby,  of  Lynn,  Massachusetts. — Improve" 
ment  in  Meat  Choppers. — Patent  dated  March  23,  1858. — The  nature 
of  this  invention  consists  in  constructing  a  wheel  a  with  cogs  b  bb  ao 
placed  upon  its  Burface  that  upon  turning  it  with  a  crank  c  they  will 
successively  come  in  contact  with  the  projections  dd  d  on  the  rods/// 
to  which  the  knives  kkk  are  attached,  and  drive  them  down  through 
their  spaces  in  the  slots  g  g  g  until  they  are  detached  from  the  cogs 
on  the  wheel  by  its  rotary  motion. 

Claim. — Arrangement  of  the  cogged  wheel,  the  series  of  spring 
cutters  and  cleaner  with  each  other,  operating  substantially  in  the 
manner  and  for  the  purposes  as  described. 

No.  20,258. — L.  A.  Dolb,  of  Salem,  Ohio. — Improved  Meat  Chop- 
per. — Patent  dated  May  18,  1858. — This  machine  consists  of  a  circu- 
lar and  revolving  tub  A  mounted  on  legs  B  G.  Two  knives  D  D 
vibrate  up  and  down  in  said  tub  and  mince  the  meat  perfectly.  The 
tub  has  a  very  slow  circular  motion  imparted  to  it  by  a  peculiar  system 
of  gearing,  while  the  knives  have  a  rapid  up  and  down  movement 
by  means  of  a  crank  shaft  G  g. 

Claim. — The  arrangement  of  the  horizontally  slotted  reciprocating 
vertical  knife  shaft  cf  F,  grooved  ways  c  c,  horizontal  crank  shaft  G-  y, 
and  central  guide  tube  d,  for  use  in  combination  with  the  following 
arrangement  of  gearing,  consisting  of  the  toothed  rim  H  on  the  bottom 
of  the  tub,  loose  pinion  k  gearing  in  the  same,  loose  and  fast  pinions 
J  L  arranged  on  the  stationary  axis  I  of  the  large  driving  pinion  J, 
and  two  small  pinions  P  N  which  are  arranged  on  a  shaft  6  passing 
through  the  face  of  said  driving  pinion  J,  and  have  an  independent 
motion  of  the  pinion,  while  they  and  it  move  round  a  common  stationary 
axis  and  are  actuated  by  the  same  crank  or  belt,  substantially  as  and 
for  the  purposes  set  iorth. 

No.  19,547. — Abnbr  B.  Davenport,  of  Petersham,  Mass. — Improved 
Mea^  Cutter. — Patent  dated  March  9,  1858. — The  meat  is  placed  in 
the  tray  G,  and  motion  is  given  to  the  shaft  C;  the  cam  H,  throwing 
back  the  lever  J,  turns  the  shaft  F,  raising  the  knife  L  by  the  cams 
K  K.  Each  of  the  corners  of  the  cam  wheel  H  raising  the  knife  gives 
a  succession  of  strokes,  while  the  pinion  I  gives  motion  to  the  gear  M 
N  and  0,  and,  through  them.,  drives  P  and  R,  carrying  the  tray  G, 
which,  as  the  end  comes  near  the  knife  L,  by  the  wedge  acsting  on  the 
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lever  8,  niovea  the  gear  P  into  the  other  driyer,  reversing  the  motion 
of  the  tray  as  each  arrives  near  the  knife  L. 

The  inventor  says :  I  am  aware  that  vihrating  knives  have  been 
used  with  moving  trays  ;  these  I  do  not  claim,  mine,  it  will  be  seen, 
containing  a  different  feature  (its  springing  or  yielding)  in  connexion 
with  its  vibration  ;  neither  do  I  claim  the  use  of  cams  to  operate  the 
knife. 

But  I  claim  the  combination,  in  the  manner  and  for  the  purposes 
set  forth,  of  the  cam  wheel,  spring  knife,  and  reciprocating  tray,  when 
constructed  and  operating  as  set  Ibrth  and  descrioed. 

No.  20,019. — Pierre  Deiieurb,  of  Brooklyn,  New  York,  assignor  to 
Charles  Chepy,  of  New  York,  N.  Y. — Improvement  in  Meat  OttUera. — 
Patent  dated  April  20,  1868. — ^The  claim  and  engravings  explain  the 
nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  original  invention  of  S. 
Millet. 

But  what  I  daim  as  an  improvement  on  the  said  patent  of  8.  Millet, 
of  May  24, 1853,  is,  first,  the  opening  I  in  the  cover  e,  placed  near  the 
front  part  of  said  cover  for  the  purposes  and  as  specified. 

8econd.  I  claim  the  arrangement  of  the  hinged  cover  e  and  latches 
6  5,  in  connexion  with  the  removable  basin  d^ ,  for  the  purposes  and  as 
specified. 

Third.  I  claim  the  arrangement  of  the  cutters  t  t,  acting,  through 
slots  in  the  cover  e,  in  opposite  directions  on  the  meat,  &c.,  to  be  cut 
as  the  same  is  presented  by  the  revolving  basin,  substantially  as  and 
for  the  purposes  specified. 

No.  21,421. — Jacob  K.  Hoyer,  of  Reading,  Pa. — Improved  Meat 
Cutter. — Patent  dated  September  7, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  screw  knives  setting  in  a  spiral 
position  on  the  periphery  of  the  revolving  cylinder,  and  forming  a 
screw  feed,  have  been  heretofore  used.  I  therefore  do  not  claim  that 
part. 

But  I  claim  the  arrangement  of  Ihe  knives  in  pairs  on  the  periphery 
of  the  revolving  cylinder,  with  their  edges  radiating  from  the  centre 
of  the  cylinder,  so  as  to  operate  the  same  as  shears  in  passing  between 
the  knives  of  the  hollow  cylinder,  when  constructed  as  and  for  the 
purpose  set  forth. 

No.  21,514. — M.  Newman,  of  Oak  Hill,  New  York. — Improved  Meat 
Cutter.— PBLteut  dated  September  14,  1868.— The  object  of  this  inven- 
tion is  to  make  a  cheap,  simple,  and  effective  machine  that  can  easily 
be  ckansed  and  kept  in  repair,  and  thus  secure  a  desirable  article  of 
kitchen  furniture.  The  whole  machine  is  made  of  cast-iron,  except  the 
knives,  and  the  parts  almost  entirely  put  together  without  screws, 
pins,  or  any  other  devices,  except  those  that  are  cast  iu  or  on  the  parts 
themselves. 

The  inventor  says:  I  c^atm,  first,  in  combination  with  the  cutters, 
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the  two-brancbed  rack  or  comb  for  holding  the  material  against  the 
cutter,  sabstantially  as  set  forth. 

I  also  claim  holding  the  rack  or  comb  in  its  recess  by  the  clamping 
of  the  two  parts  of  the  shell  together,  substantially  as  and  for  the 
purpose  described. 

I  also  claim  the  manner  of  holding  and  arranging  the  screw  feeder 
H  on  the  shaft,  so  that  a  portion  of  the  section  of  the  screw  shall  be 
on  said  shaft,  as  shown  and  represented,  and  lor  the  purpose  set 
forth. 

No.  19,728. — Frederick  WoBFERSBBRasR,  of  Salem  Station,  Ohio. — 
Improvement  in  Meat-Uutting  Machines. — Patent  dated  March  23, 
1858. — The  nature  of  this  improvement  will  be  explained  by  reference 
to  the  claim  and  engravings. 

Claim, — The  segment  plates  M  arranged  spirally  on  the  roller 
between  the  pins  in  combmation  with  the  knives  H,  substantially  as 
described. 

No.  21,016. — Edward  H.  Nash,  of  Westport,  Connecticut. — Im- 
proved  Closet  /or  IfiZi.— Patent  dated  July  27,  1858.— The  object  of 
this  invention  is  to  obtain  a  cheap  and  portable  device  in  which  a  large 
number  of  milk-pans  placed  in  as  small  space  as  possible,  and  in  a  very 
expeditious  manner,  the  device  being  so  arranged  as  to  allow  the  air 
to  circulate  freely  through  it,  and  at  the  same  time  obstruct  the  sun. 

The  inventor  says :  I  do  not  claim  simply  constructing  a  box  or 
closet  with  blinds  for  sides,  so  as  to  admit  air  and  exclude  the  sun,  for 
this  is  a  common  device,  and  is  used  in  many  instances,  as  in  well- 
houses,  &c. 

But  I  daim  the  box  or  case  A,  in  combination  with  the  rotating  shaft 
G  and  shelves  D,  arranged  as  and  for  the  purpose  specified. 

No.  21,842. — Henry  McClat,  of  Niles,  Michigan. — Improved  Com- 
hined  Mop  and  Brush, — ^Patent  dated  October  19,  1858. — This  inven- 
tion consists  in  having  a  block  or  head  of  triangular  form,  with  a 
handle  fitted  into  it,  one  side  of  the  head  being  fitted  with  bristles 
and  forming  a  brush,  and  another  side  being  corrugated,  and  having 
a  cloth  attached  to  one  end,  the  cloth  and  head  rendered  capable  of 
being  so  adjusted  that  the  device  may  be  used  both  as  a  scrub-brush 
and  a  mop. 

Claim. — The  tri-lateral  block  or  head  A  attached  at  one  side  to  the 
handle  6,  and  having  a  brush  formed  on  one  of  the  other  sides,  the 
remaining  side  being  corrugated  and  having  a  cloth  C  attached,  the 
whole  being  arranged  as  and  for  the  purpose  set  forth. 

No.  21,019. — Frederick  C.  Payne,  of  Hebron,  Connecticut. — Im- 
proved Means  of  Adjusting  Mosquito  Bars. — Patent  dated  July  27, 
1858. — The  nature  of  this  improvement  consists  in  attaching  a  slotted 
projection  D  to  the  body  of  the  sheave  E,  and  securing  therein  a 
weighted  arm  F,  so  that  it  may  form  what  may  be  called  a  cramp- 
holder  to  whatever  passes  between,  the  end  thereof  up  over  the  surface 
of  the  sheave. 
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The  inventor  says :  I  do  not  claim  the  sheave  arrangement  as  used 
for  hanging  lamps,  &c. 

But  I.daim  the  application  of  the  slotted  projection  D,  the  hanging 
weighted  arm  F,  in  the  manner  and  for  the  purpose  substantially  as 
set  forth  and  described. 

No.  19,965. — J.  S.  Brown,  of  Washington,  District  of  Columbia, 
assignor  to  Himself  and  Joseph  Ebnt,  of  Baltimore,  Maryland. — 
Improvement  in  Ovens, — Patent  dated  April  13, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  claim  heating  the  draught  air  before 
it  is  introduced  into  the  furnace  or  heater. 

But  I  claim  introducing  the  draught  air  in  a  thin  sheet  around  the 
top  of  the  oven  and  sides,  substantially  as  described,  whereby  the  heat, 
which  otherwise  would  radiate  from  the  outer  surface  of  the  oven,  is 
employed  for  improving  the  combustion  in  the  furnace  or  heater. 

1  also  claim  the  strips  or  plates  b  d  arranged  in  the  enclosed  air 
spaces,  substantially  as  described,  for  the  purpose  of  confining  the 
heated  air  closely  to  or  near  the  inner  case  of  the  oven,  as  specified. 

No.  19,050. — John  Seipel  and  William  Rupp,  of  Washington,  D. 
C. — Improvement  in  Oyster  Openers. — Pat-ent  dated  January  5, 1858. — 
The  nature  of  this  invention  consists  in  a  hollow  tube  A  to  carry  off 
the  ends  of  the  shell  and  to  support  the  knife  5  and  levers  7  and  / 
working  the  same. 

Claim. — The  hollow  shaft,  in  combination  with  the  double  levers, 
for  operating  the  adjustable  knife,  and  these  with  the  movable  bed- 
plate or  rest;  the  whole  being  relatively  arranged  and  constructed  as 
set  forth. 

No.  19,648. — Solomon  Oppenhbimer,  of  Peru,  Indiana. — Improved 
Milking  Pail. — Patent  dated  March  16,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  am  aware  that  plugs  or  valves  are  pressed 
against  the  orifices  of  vessels  for  holding  liquids,  and  the  same  kept 
closed  through  the  instrumentality  of  springs,  and  such  has  been 
described  in  the  English  Patent  Journal,  vol.  VII,  page  146,  by  Theo. 
de  Mevillac  on  his  oil  can  ;  also  a  similar  device  has  been  patented  to 
Oeorge  Trott,  on  his  lubricating  cup,  in  1856.  I  therefore  disclaim 
any  such  devices. 

But  I  daim  the  pendent  rod  and  lever  bar,  when  combined,  and  for 
the  purpose  of  keeping  the  orifice  in  the  milking  pail  open,  when  the 
same  stands  uninterrupted  and  in  its  proper  position  ;  anything  else 
I  hereby  disclaim. 

No.  20,811. — Thomas  E.  McNeill,  of  Philadelphia,  Pennsylvania. — 
Improved  Dust  Pan. — Patent  dated  July  6,  1868. — This  dust  pan  is 
iormed  of  an  inclined  and  slightly  concave  surface  h  and  a  dirt  recep- 
tacle or  box  a,  so  that  the  dust  is  prevented  from  being  thrown  back 
upon  the  floor  by  the  return  movement  of  the  broom  while  the  dirt  is 
vkng  swept  into  the  pan. 
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Clam. — Constructing  the  dust  pan  with  a  dust  receptacle  or  box  a 
and  inclined  surfaoe  i,  substantially  as  and  for  the  purpose  set  forth. 

No  19,182. — Edbcund  Brown,  of  Lynn,  Massachusetts. — Air-Tight 
Pepper  Box. — Patent  dated  January  26,  1858. — A  is  the  box;  D  is 
its  top  or  cover,  and  like  those  in  common  use,  except  that  it  is  air- 
tight instead  of  being  perforated.  The  lower  part  of  A,  constituting 
the  neck  or  valve,  is  smaller  than  the  upper  part,  the  perforations  a 
for  the  delivery  of  the  spice  being  made  in  the  periphery  of  said  neck 
or  valve,  and  not  in  the  bottom.  B  is  a  cylinder  or  case  of  tin  or 
other  material  into  which  the  pepper  box  A  is  fitted,  so  as  to  play 
up  and  down  with  freedom,  the  bottom  of  the  case  being  provided 
with  a  round  hole  through  which  the  perforated  neck  or  valve  can  be 
pressed.  C  C  is  a  coil  spring  encircling  the  valve,  one  end  resting 
on  the  shoulder  of  A  and  the  other  on  the  bottom  of  B.  £  is  the 
handle,  F  is  the  check  and  thumb-piece.  The  contents  of  this  box 
are  delivered  from  the  neck  at  the  bottom,  instead  of  at  the  top,  as  in 
other  boxes. 

Claim, — Making  a  spice  and  pepper  box  air-tight  and  self-closing, 
substantially  as  described,  and  for  the  object  specified. 

No.  19,855.— Ernrst  Kauffman,  of  Philadelphia,  Pa. — Improved 
Ice  Pitcher, — Patent  dated  April  6,  18>8. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

Claim. — The  ice  pitcher  having  the  inner  portion  or  lining  B  fitted 
to  the  outer  portion  or  casing  A,  with  screw-threads  or  their  equiva- 
lents, which  make  a  tight  joint,  but  provide  for  its  ready  removal 
and  replacement  or  renewal,  as  set  forth. 

No.  20,592. — Gborob  W.  Sboth,  of  Hartford,  Conn. — Improved  Ice 
Pitcher. — Patent  dated  June  15,  1858. — This  invention  consists  in 
surrounding  an  ordinary  double-walled  pitcher,  or  other  vessel  for 
holding  liquids,  with  an  additional  shell  E^  arranged  concentrically 
with  it,  and  arranged  above  the  double  top  and  bottom  of  the  com- 
mon pitcher  corresponding  additional  disks  G  C^  in  such  a  manner  as 
to  interpose  an  additional  air  space  to  the  entrance  of  the  external 
heat. 

The  inventor  says  :  I  am  aware  that  vessels  have  been  constructed 
with  a  double  wall  for  the  purpdse  of  preserving  their  contents  from 
the  exterior  heat,  and  I  therefore  do  not  claim  this  device. 

But  I  daim  surrounding  double-wall  pitchers  with  an  additional 
concentric  shell  E,  and  their  double  bottoms  and  covers  with  corre- 
sponding additional  disks  G  C^;  for  the  purpose  of  protecting  the  same 
from  being  battered  through  carelessness  in  handling  and  other 
cause,  and  preserving  them  from  the  direct  contact  of  external  heat, 
and  thus  keeping  a  colder  body  of  air  in  contact  with  them  of  such 
temperature  as  shall  not  only  more  thoroughly  preserve  the  cold  tem- 
perature of  the  ice  and  water  contained  in  the  said  pitchers,  but  also 
prevent  the  condensation  of  air  on  the  exterior  surfaces  of  the  same^ 
and  the  consequent  dripping  of  the  water  thus  accumulated  there- 
from, substantially  in  the  manner  set  forth. 


J: 
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No.  21,717. — Jambb  H.  Stimpson,  of  Baltimore,  Md.,  execntor  of 
James  Stimpson,  deceased,  late  of  said  Baltimore. — Improved  lot 
Pitcher. — Patent  dated  October  5,  1858, — This  invention  is  an  ice 
pitcher  with  three  walls  constructed.  The  construction  is  shown  in 
the  section  2,  where  letters  ah  c  indicate  the  three  walls  for  the  body, 
bottom,  and  cover  of  the  pitcher,  and  d  e  the  intervening  non-con- 
ducting spaces  occupied  with  air. 

Claim. — The  treble  wall  for  ice  pitchers,  as  set  forth. 

No.  20,499. — W.  W.  Lyman,  of  West  Meriden,  Conn.— Inqnvved 
Befrigerating  Pitcher. — Patent  dated  June  8,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  make  no  claim  to  a  valve  in  the  end  of  the 
nozzle  or  on  the  lid  of  the  pitcher,  as  valves  have  heretofore  been 
placed  there. 

Nor  do  I  claim  a  siugle  valve  located  anywhere. 

But  I  claim^  in  the  manufacture  of  ice  pitchers,  the  particular  loca- 
tion of  the  valve,  viz^  in  the  throat  of  the  nozzle,  when  said  valve  shuts 
into  instead  of  against  the  opening,  and  is  constructed  with  double 
sides,  or  made  hollow,  provided  with  a  projection  lip  or  shoulder  f, 
and  having  its  seat  provided  with  a  lip  or  shoulder  gr,  substantially 
as  shown  and  described. 

No.  21,808. — Nblson  Barlow,  of  New  York,  N.  Y. — Improvement 
in  Cofee-Pots — Patent  dated  October  19,  1858. — The  general  natnre 
of  this  invention  is  an  improved  oondensing  arrangement,  whereby 
the  vapor  and  aroma  is  retained,  and  also  a  graduated  means  for  re- 
turning the  same  to  the  boiler. 

A  is  the  boiler  or  coffee-pot,  with  in  which  a  strainer  may  be  used 
if  desired  ;  the  boiler  should  have  a  cap  on  the  end  of  the  spout,  and 
its  joints  well  fitted  to  prtvent  the  escape  of  steam. 

Claim. — The  tubular  condensing  vessel  B  c  in  its  specified  arrange- 
ment, when  cold  water  is  used  in  the  same,  and  the  discharge  is 
graduated  in  the  manner  described. 

No.  19,780. — James  M.  Ingraham,  of  New  York,  N.  Y. — Improve^ 
meni  in  Coffee  and  Tea  Pots.— Fatent  dated  March  30,  1858.— The 
water  chamber  A  having  been  partially  filled  with  boiling  water,  the 
space  above  the  water  becomes  filled  with  steam,  which,  pressing  upon 
the  surface,  forces  the  boiling  water  into  the  siphon  F.  The  cock  L 
being  now  opened,  the  water  passes  through  it  into  the  filterer  c,  which 
lias  previously  been  charged  with  the  required  quantity  of  coffee  or 
other  material;  the  scalding  water  percolates  through  the  material, 
and  finally  reaches  the  bottom;  it  then  passes  out  through  the  perfora- 
tions around  the  apex,  and  there  collects  between  the  filterer  and  the 
pot,  ready  for  use. 

Claim, — The  steam-tight  coffee-pot,  the  filterer  c,  with  the  conical 
chamber  B  B  and  the  siphon,  combmed,  arranged,  and  operating  in  the 
manner  and  for  the  purpose  as  described. 
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No.  21,589. — ^William  Austin,  of  Philadelphia,  Pa.,  assignor  to 
Himself  and  William  Obdtkb,  of  said  Philadelphia  — Improvement  in 
Tea-Poia, — Patent  dated  September  21,  1858. — This  invention  con- 
sists in  furnishing  the  inside  of  an  ordinary  tea-pot  with  a  plunger 
fitting  in  an  annular  casing,  and  is  so  arranged  that  by  depressing  the 
said  plunger  the  whole  strength  of  the  tea  is  extracted,  thereby  re- 
quiring less  tea  to  make  the  same  amount  of  liquid  of  the  same 
strength  as  that  made  in  ordinary  tea-pots. 

The  inventor  says :  I  do  not  desire  to  claim  the  use  of  an  interior 
casing  for  confining  the  tea  in  the  inside  of  the  same. 

But  I  claim  the  plunger  or  presser  D,  in  combination  with  the  in- 
terior casing  B,  the  whole  being  so  arranged  in  the  manner  set  forth, 
or  any  equivalent  to  the  same,  and  for  the  purpose  specified. 

No.  22,278. — Stephen  Culver,  of  Newark,  N.  J. — Improvement  in 
Tea  and  Coffee  Pote.— Patent  dated  December  14,  1858  — B  is  the 
leach,  composed  of  three  parts  ;  a  a  the  receptacle  in  which  the  canister 
iR  held;  b  a  canister  into  which  the  material  from  which  the  extract  is 
made  is  enclosed;  and  c  a  tube  or  siphon  by  which  the  fluid  extract  is 
conducted  from  the  receptacle  to  the  hold  below,  d  is  a  diaphragm  or 
partition  separating  the  hold  A  from  the  chamber/.  Over  the  orifioe 
♦  is  a  cap  or  hood,  directed  centrally,  for  the  purpose  of  conducting 
the  steam  and  vapor  more  directly  against  the  bottom  of  the  reservoir 
D  and  the  stream  running  through  the  hole  k. 

The  inventor  says :  I  dkim^  first,  the  leach  B,  composed  of  the  re- 
oepticle  a,  the  canister  6,  and  the  tube  or  siphon  c,  constructed  and 
arranged  substantially  as  described. 

Second.  The  combination  of  the  reservoir  D  with  the  leach  B  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth. 

Third.  The  diaphragm  with  the  steam  orifice  t,  as  specified,  and  the 
combination  thereof  with  the  receptacle  of  the  leach  in  the  manner  and 
for  the  purpose  described. 

No.  20,517. — William  Smith,  of  Cincinnati,  Ohio. — Improved  Pro- 
vision Cutter. — Patent  dated  June  8,  1858. — The  cutters  h  are  held 
and  ikdjusted  to  the  circular  plate  /with  the  screws  J  J  K  and  a  a ; 
the  screws  J  are  for  drawing  the  cutters  up  to  the  plate,  and  the  screws 
K  for  forcing  them  away,  m  m  is  a  semi-cylindrical  piece,  closed  at 
one  end  and  made  io  slide  on  the  plate  a  in  the  grooves  R  R  for  the 
purpose  of  feeding  the  provision  to  the  cutters. 

The  inventor  says :  I  daim  the  arrangement  of  the  semi-cylindrical 
piece  m  and  guide-slides  R,  arranged  with  the  stock  a  and  circular 
plate/,  all  as  constructed,  for  feeding  the  provision  to  the  cutters  as 
mentioned. 

I  also  claim  the  arrangement  of  the  screws  J  J  K  and  S  S  with  the 
cutters  h  and  plate/,  for  adjusting  the  cutters  from  and  to  the  plate, 
as  represented,  for  purposes  mentioned  in  the  specification. 

No.  20,513. — Alanson  Brown,  of  Rochester,  New  York. — Improved 
Quilting  Frame.-^PeLtent  dated  June  15,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  inventioa« 
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The  inventor  says  :  I  daim  the  construction  of  the  frame  A  A  B  B 
B  C,  and  its  combination  with  the  standards  S  S,  said  frame  consist- 
ing essentially  of  the  revolving  bars  B  B,  the  end  pieces  A  A,  and 
the  rigid  bar  C,  which  bar  C  revolves  in  the  standards  S  S  in  the 
manner  and  for  the  purpose  substantially  as  described. 

I  also  claim  my  method  of  converting  the  whole  into  a  cradle  by 
means  of  the  reversible  feet  F  F. 

It  being  understood  that  I  disclaim  the  mere  substitution  of  rockers 
for  feet  in  any  form  of  bed  or  cradle,  that  being  a  common  practice, 
but  claim  the  feet  or  rockers  F  F,  reversible,  in  the  manner  and  for 
the  purpose  substantially  as  set  forth. 

No.  20,7^4. — John  E[ino,  of  Little  Falls,  New  York,  assignor  to 
William  Higbib,  Henry  Link,  and  Gborgb  R.  Comstock,  of  said  Little 
Falls. — Improved  QuUiing  Frame. — Patent  dated  June  29,  1858. — C 
and  G  are  two  shafts  or  rollers  arranged  parallel  to  each  other,  and 
turning  in  bearings  at  either  end  in  the  two  end  pieces  M  N.  H  is  a 
third  roller,  also  working  in  the  end  pieces,  and  arranged  parallel  to 
the  other  two  rollers  a  little  back  of  the  roller  G,  and  a  little  higher 
than  it.  The  main  rollers  C  G  have  selvage  £  F  nailed  on  to  them, 
and  to  which  the  quilt  lining  may  be  stitched.  The  two  end  frames 
M  N  are  united  by  means  of  a  tie  bar  or  board  B. 

Claim, — The  arrangement  of  the  shafts  C  G  and  H,  and  connecting 
bar  B,  operating  substantially  as  and  for  the  purpose  described. 

No.  19.107. — Chbstbe  Stone,  of  Ravenna,  Ohio. — Improved  ClotJiea- 
RaxJc. — Patent  dated  January  12, 1858. — A  A  represent  the  two  main 
or  centre  standards,  and  A^  A^  A  A,  the  end  standards — two  on  each 
side.  Attached  to  the  face  or  outer  side  of  the  standards  are  bars  D, 
each  bar  being  at  one  end  and  attached  to  one  of  the  centre  standards, 
and  at  the  other  end  attached  to  one  of  the  en(i  standards. 

The  inventor  says :  I  am  aware  that  various  kinds  of  folding  frames 
or  clothes-horses  have  been  invented,  and  also  hanging  frames,  with 
jointed  connexion  bars  and  tension  racks  ;  but  these  all  differ  widely 
from  my  invention,  and  I  do  not  claim  any  of  them. 

But  I  daim  the  adjustable  standards  A  and  A^,  in  combination  with 
the  pin-jointed  bars  D  D,  for  the  purpose  of  supporting  clothes  and 
rendering  the  clothes-horse  capable  of  adjustment,  and  of  folding 
and  unfolding,  substantially  in  the  manner  and  for  the  purposes  set 
forth. 

No.  20,974.— Georqb  Youno,  jr.,  of  Saratoga  Springs,  N.  Y.— 
Improved  Clothes  iZocife.— Patent  dated  July  20, 1858.— The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim, — The  arrangement  of  the  folding  timbers  hh  h  h  with  the 
central  timber  a,  by  which  the  said  folding  timbers,  when  extended, 
form  supporting  legs,  in  combination  with  the  lower  arms  ddj  widened 
for  the  reception  of  the  supporting  pins,  in  the  manner  and  for  the 
purpose  set  forth. 
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No.  21,131. — A.  A.  Harris,  of  Ravenna,  Ohio. — Improved  Clothes- 
Back, — Patent  dated  August  10,  1858. — This  invention  consists  in 
having  radial  arms  d  jointed  or  pivoted  to  hubs  c  in  such  a  manner 
that  the  arms  will  be  supported  by  the  joints  or  attachments  to  the 
hub,  the  hubs  being  placed  loosely  on  a  staff  A  so  as  to  revolve,  and 
at  equal  distances  apart^so  as  to  form  a  series  of  horizontal  and  parallel 
frames,  and  having  the  outer  ends  of  the  arms  pivoted  to  vertical  bars 
/,  so  that  the  frames  when  not  in  use  may  be  folded  together  in  sec- 
tions from  a  horizontal  position  by  raising  the  radial  arms  or  sections, 
80  that  one  or  more  of  these  sections  may  be  in  use  while  the  rest  are 
folded  up. 

The  inventor  says  :  I  do  not  claim  the  employment  or  use  of  folding 
or  expanding  arms  broadly  or  irrespective  of  the  arrangement  shown 
and  described. 

But  I  daim  the  radial  arms  so  jointed  or  pivoted  to  hubs  that  they  will 
be  supported  by  the  joints  or  attachments  to  the  hub,  the  hubs  being 
loose  on  the  staff  so  as  to  revolve,  and  at  equal  distances  apart  to  form 
a  series  of  horizontal  and  parallel  frames,  each  of  which  series  may 
be  folded  up  separately,  and  the  whole  be  adjusted  vertically  by  the 
main  staff,  as  set  forth. 

No.  19,373. — William  D.  Ludlow,  of  New  York,  N.  Y. — Improve- 
ment  in  Be/rigeralors. — Patent  dated  February  16,  1858. — A  is  the 
outer  chamber  containing  chamber  for  water,  &c.;  B  an  inner  one 
rising  vertically  from  the  floor  of  the  former  to  contain  ice;  the  mouth 
of  the  chamber  B  is  hermetically  closed  by  means  of  an  annular  India- 
rubber  gasket  E  and  a  lid  F,  the  latter  being  secured  by  a  button  or 
key  D  pivoted  to  its  centre,  and  engaging  with  lu^s  C  C. 

Claim. — The  provision  substantially  as  described  of  an  hermetically 
closed  or  sealed  ice  reservoir  within  or  in  connexion  with  a  vessel  con- 
taining water,  or  any  other  matter  to  be  cooled  or  kept  cool. 

No.  19,837. — WnjjAM  Ferris,  Philip  Garrett,  and  James  Mborat- 
TBN,  of  \\'ilmington,  Delaware. — Improvement  in  Be/rigeratora. — 
Patent  dated  April  6,  1858. — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

The  inventors  say :  We  do  not  claim  the  outer  and  inner  boxes  or 
oases,  nor  their  combination. 

Neither  do  we  claim  filling  the  space  between  the  inner  and  outer 
box  with  any  composition  or  matter  which  may  be  a  non-conductor  of 
beat. 

But  we  daim  the  combining  the  third  or  inner  box  or  frame  o  ooo 
with  the  interior  of  a  refrigerator,  as  shown,  so  that  a  perfect  circula- 
tion of  cold  air  may  be  kept  up  in  the  interior  of  the  box  or  case  oooo, 
and  also  around  it,  as  shown  and  set  forth. 

No.  20,621. — John  D.  Burton,  of  Oharlestown,  Massachusetts. — 
Improved  Befrigerator. — Patent  dated  June  22,  1858. — This  refrige- 
rator is  oonstructed  with  an  ice  receptacle  A  arranged  in  its  upper 
part ;  below  this  are  chambers  B  C  D  E  separate  from  one  another. 
From  the  ice  chamber  A  a  cold  air  passage  or  pipe  F  is  led  do^\LHi^x^ 
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and  into  each  of  the  refrigerating  chambers  and  terminates  near  the 
bottom  of  the  same,  and  so  that  cold  air  from  the  ice  receptacle  may 
pass  down  through  sach  passage  F  into  the  refrigerating  chamber, 
each  chamber  being  furnished  with  such  a  pipe  F. 

Claim, — The  arrangement  of  the  separate  refrigerating  chambers, 
the  ice  chamber,  and  the  air  passages  leading  from  the  latter  into  the 
separate  refrigerating  chambers. 

No.  20,907. — ^Nathaniel  Waterman,  of  Boston,  Massachusetts. — 
Improved  Refrigerator, — Patent  dated  July  13,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  arrangement  of  the  air  supply  and 
discharge  pipes  with  respect  to  the  case  and  its  refrigerating  chamber, 
in  which  arrangement  the  supply  pipe  or  pipes  are  disposed  within 
the  refrigerating  chamber,  while  the  discharge  pipe  or  pipes  are  dis- 
posed outside  of  the  same  in  manner  as  specified. 

I  also  claim  the  combination  of  a  series  of  grooves  or  an  auxiliary 
space  or  spaces,  and  a  discharge  pipe  or  their  equivalents  with  the 
metallic  bottom  or  lining  of  the  refrigerating  chamber,  and  arranged 
under  the  same  and  within  the  case  or  the  stopping  or  bottom  part  of 
such  case. 

I  also  claim  the  arrangement  of  a  space  H  within  the  cover  of  the 
refrigerator,  as  described,  and  around  the  odor  discharge  pipe  G,  the 
same  being  to  operate  in  the  manner  and  for  the  purpose  set  forth. 

No.  20,895. — Henry  Rehahn,  of  New  York,  N.  Y. — Improved 
Refrigerator. — Patent  dated  July  13,  1858. — The  nature  of  this  im- 
provement will  be  explained  by  reference  to  the  claim  and  engravings. 

The  inventor  says:  I  do  not  claim  circulating  the  air  through  the 
ice  and  through  the  refrigerating  chamber,  as  that  has  heretofore  been 
done. 

But  I  cfatm,  in  combination  with  the  ice-box  C  and  ventilator  ar- 
ranged near  the  top  of  the  refrigerator  box,  the  centrally  located  cold 
air  tube  for  carrying  the  cold  air  from  said  ice-box  down  to  or  near  the 
bottom  of  the  refrigerator,  and  admitting  it  into  the  refrigerating 
chamber  D  and  in  between  the  inner  and  outer  cases,  thence  it  ascends 
and  escapes  through  the  register,  substantially  as  set  forth  and  de- 
scribed. 

No.  21,897.— Jabies  Naughtbn,  of  Cincinnati,  Ohio.— Improved 
Refrigerator. — Patent  dated  October  26, 1858. — This  invention  relates 
to  an  improvement  in  refrigerators  for  preserving  meats,  &c.,  and 
consists  in  a  peculiar  arrangement  whereby  the  warm  air  is  prevented 
from  entering  the  ice  compartment  when  the  door  of  the  refrigerator 
is  opened,  thereby  causing  a  saving  of  ice. 

Claim. — The  combination  of  the  valves  H  I  and  rods  M  K, 
arranged  and  operating  substantially  as  and  for  the  purposes  set 
forth. 

No.  21,977. — Benjamin  M.  Nycb,  of  Kingston,  Indiana. — Improved 
Refrigerator. — Patent  dated  November  2,  1858. — T.i.  '^vention  has 
reference  to  the  conalxuclioii  wid  %xx«.\i^\si^\i\.  ^\  \^^^\^tin^  and 
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preserying  rooms  or  apartments,  within  which  a  desired  even  tem- 
perature can  he  maintained  without  material  variation,  and  the  most 
perfect  desiccation  produced. 

The  inventor  says:  I  dam,  first,  the  employment  of  the  fan  K, 
when  arranged  as  set  forth,  for  producing  a  circulation  of  the  contained 
air,  so  as  to  brin^  it  in  immediate  contact  with  the  lime  or  other  de- 
siccating composition  for  the  purposes  specially  set  forth. 

Second.  I  claim  the  peculiar  construction  of  the  beam  T;  that  is  to 
say,  I  claim  the  metal  bar  Xj  the  insulating  beam  v,  the  trough  y, 
and  supporting  beam  U,  all  arranged  for  the  purposes  and  in  the 
manner  described. 

Third.  I  claim  the  partition  0,  when  arranged  and  operating  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth. 

No.  22,104. — Abkl  H.  Bartlett,  of  Spuyten  Duyvil,  New  York. — 
Improved  Refrigerator, — Patent  dated  November  23, 1858. — J  J  show 
the  outer  casing  of  the  refrigerator,  and  h  h  the  inner  case ;  0  0  the 
space  between  the  inner  and  outer  casings ;  C  C  is  the  ice  receptacle ; 
D  is  the  ice,  and  S  slats  for  the  support  of  the  ice ;  M  is  a  door  which 
opens  into  the  ice  receptacle;  c^  is  the  lower  angle  of  the  ice  recepta- 
cle^ which  contains  the  ice  water. 

Claim, — The  wedge-form  and  position  of  the  ice  and  water  recepta- 
cle D  and  c^,  dividing  the  provision  chambers  B  B,  arranged  substan- 
tially as  and  for  the  purposes  specified. 

No.  22,127. — Adolphus  Lippmann,  of  New  York,  N.  Y. — Improved 
Befrigeralor, — Patent  dated  November  23, 1858. — This  invention  con- 
sists in  a  series  of  coiled  pipes,  which  emanate  from  the  sides  of  the 
ice  chamber  in  such  a  manner  that  they  descend  between  the  two  walls 
of  the  refrigerator,  where  they  are  surrounded  by  some  non-conducting 
material,  so  that  when  the  same  are  connected  at  their  ends  to  another 
coil  which  extends  through  a  central  tube  from  top  to  bottom  of  the 
refrigerator,  and  back  into  the  ice  chamber,  the  cold  air  from  this 
chamber  is  caused  to  descend  through  the  first  named  series  of  coiled 
pipes,  and  to  ascend  and  flow  back  to  the  ice  chamber  through  th« 
central  coil,  and  so  that,  by  such  circulation  of  the  air,  the  tempera- 
ture in  the  refrigerator  may  be  brought  to  a  very  low  degree  with  a 
comparatively  small  amount  of  ice. 

Claim. — The  described  arrangement  of  a  series  of  coiled  pipe  E 
which  emanate  from  the  ice  chamber  C,  and  which  are  carried  down 
between  the  two  walls  a  and  b  of  the  refrigerator  to  a  central  coil  G, 
substantially  as  and  for  the  purposes  specified. 

No.  19,432.— Charlks  A.  McEvoy,  of  Richmond,  Va. — Improvement 
in  Table  Befrigeratara.— Patent  dated  February  23,  1858.— A  is  the 
ice  dish,  accessible  from  the  top;  B  B  are  two  tubes  through  which  the 
drip  water  from  the  dish  escapes  into  the  compartment  c  c,  from  which 
it  is  emptied  through  the  holes  D  D  ;  E  is  a  large  hollow  space  beneath 
the  dish,  the  object  of  which  is  that  it  may  be  placed  over  a  dish  that 
may  require  cooling. 
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The  inventor  says :  I  do  not  use  nor  do  I  claim  double  air-tight 
sideS)  such  as  are  used  in  water  or  ice  pitchers. 

But  I  daim  a  combined  ice-dish  and  cover  cooler,  constructed  as 
described,  with  the  tubes  or  outlets  B  B,  in  connexion  with  the  ice- 
pan  A,  an  annular  space  c  c,  and  having  the  apertures  D  D  in  the  ex- 
ternal casing,  the  several  parts  being  relatively  arranged  as  and  for 
the  purpose  specified. 

No.  21,337. — WnxTAM  Heath,  of  Lincoln,  Me. — Intproved  Sad 
Iron  Heater  Cover, — Patent  dated  August  31,  1858. — This  invention 
consists  in  the  production  of  a  cover  for  the  sad-iron  heater,  which, 
while  it  in  a  measure  protects  the  handle  of  the  iron  from  the  heat, 
serves  to  confine  the  heated  air  around  the  body  of  the  iron  and  con- 
tribute materially  to  its  more  rapid  heating. 

Claim, — The  described  cover  for  sad-iron  heater,  constructed  and 
operating  in  the  manner  substantially  as  described. 

No.  20,815. — John  G.  Pbrry,  of  South  Kingston,  R.  I. — Improved 
Sausage  Filler. — Patent  dated  Jaly  6, 1858. — To  operate  this  improved 
filler  the  cases  are  put  on  the  tube  or  nozzle  G-,  which  are  made  of 
diflFerent  sizes  for  diflFerent  kinds  of  cases  or  bags,  when  the  lever  C 
being  raised  until  the  head  of  the  piston  D  is  out  of  the  cylinder,  the 
meat  is  to  be  put  in,  and  by  pressing  down  the  lever  it  is  forced  out 
into  the  cases  which  are  drawn  off  of  the  nozzle  by  the  operation. 

Claim, — The  combination  of  the  tube  or  nozzle  with  the  curved  cyl- 
inder, for  the  purposes  set  forth  substantially  as  described. 

No.  21,965. — ^R.  V.  Jonbs,  of  Johnstown,  Pa. — Improved  Sausage 
Machine, — Patent  dated  November  2,  1858. — A  is  the  hopper  into 
which  the  meat  is  deposited,  which  is  at  once  received  by  the  flanged 
cylinder  B ;  said  flanges  having  a  twisted  form  in  order  that  as  the 
cylinder  revolves  the  meat  may  be  pressed  upon  and  cut  or  sheared  off 
by  the  knife  D.  The  knife  D  has  a  series  of  hooked  or  V-shaped  teeth, 
and  is  placed  at  the  bottom  of  the  concave  cylinder,  and  secured  to  its 
place  by  wedges  H,  or  by  means  of  set  screws  if  desired. 

Claim. — The  arrangement  of  flanged  cylinder  B  with  a  knife  D 
having  hooked  or  Y-shaped  teeth,  substantially  as  and  for  the  purpose 
specified. 

No.  19,106. — Andrew  Stevelet,  of  New  Haven,  Conn. — Improved 
Scissors  Sharpener, — Patent  dated  January  12, 1858. — The  engravings 
and  claim  show  the  nature  of  this  invention. 

Claim, — An  instrument  or  tool  formed  by  securing  a  file  or  other 
cutting  edge  or  edges  at  a  proper  angle  variable  or  otherwise  to  the 
side  of  a  plane  surface,  so  as  to  form  a  cheap  and  efficient  sharpener 
for  all  sizes  of  shears  and  scissors  for  family  use,  when  combined  and 
fitted  for  use  substantially  as  set  forth. 

No.  19,467. — Qbobob  Hinman,  of  New  Haven,  Connecticut,  as- 
signor to  Himself  and  John  H.  Pardee,  of  said  New  Haven. — Improved 
Scissors  iS&arpencr.— Patent  dated  February  23, 1858. — This  improve- 
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ment  consists  in  so  constructing  the  sharpener  that  the  cutter  B  and 
guide  C  may  he  readily  adjusted  to  any  required  angle,  either  by 
having  the  cutting  hlade  moved  and  secured  by  a  cam  lever  D,  to 
adjust  the  angle  with  a  stationary  or  fixed  guide,  or  by  having  the 
guide  susceptible  of  being  moved  to  adjust  the  angle  with  a  stationary 
or  fixed  cutting  blade,  for  the  purpose  of  suiting  it  to  the  bevels  of 
the  cutting  edges  of  any  kind  of  scissors  or  shears. 

Claim. — Making  or  producing  a  scissors  sharpener  as  a  new  article 
of  manufacture,  when  constructed  and  made  to  operate  substantially 
in  either  of  the  ways  particularly  described  and  set  forth. 

No.  19,784.— John  C.  Lovbland,  of  Springfield,  Vermont. — Im- 
proved Scissors  Sharpener. — Patent  dated  March  30,  1858. — The  file 
jB  is  placed  in  the  box  6,  the  stud  g  projecting  up  into  the  hole/;  the 
cap  C  is  placed  on  top  of  the  file,  with  its  notch  7  corresponding  to 
the  notch  6  of  the  rim  c;  the  screw  i  is  then  entered  and  screwed  down 
tight  on  to  the  cap  C.  The  scissors  is  pressed  with  its  flat  side  against 
the  edge  5  of  the  guide  d\  it  is  then  drawn  a  few  times  over  the  edge 
of  the  file. 

Claim. — As  a  new  article  of  manufacture,  the  described  instrument 
for  sharpening  scissors,  consisting  essentially  of  the  revolving  file  B 
and  guide  d^  constructed  and  operating  in  the  manner  substantially 
a8  set  forth. 

No.  21,868. — Samubl  M.  Barnbtt,  of  New  Orleans,  Louisiana. — 
Improved  Scrubbing  Machine. — Patent  dated  October  26,  1858. — 
This  invention  consists  in  having  a  tri-lateral  frame  provided  to  a 
vertical  arbor,  to  which  a  brush  is  attached,  the  frame  being  also 
provided  with  adjustable  bars  to  which  small  brushes  or  wipers  and 
mops  are  secured  ;  the  frame  being  mounted  on  casters,  provided  with 
soap  and  water  reservoirs,  arranged  so  that  the  operation  of  scrubbing 
is  done  quickly  and  in  a  perfiect  manner. 

Claim. — The  tri-lateral  frame  A,  provided  with  the  soap  and  water 
boxes  d  e,  arbor  B  with  brush  C  attached,  and  the  movable  bars  Qt 
with  brushes  and  sponges  m  n,  either  or  both,  or  their  equivalents, 
attached ;  the  whole  being  arranged  as  and  for  the  purpose  set  forth. 

No.  20,018. — Francis  A.  Cannon,  of  Brooklyn,  New  York,  assignor 
to  John  Puilltps,  of  said  Brooklyn. — Improved  Smoothing  and  Polishing 
Iron. — Patent  dated  April  20,  1858. — A  in  each  figure  represents  the 
body  of  the  iron ;  a  a  are  the  notches  for  the  reception  of  the  catch  D ; 
B  B  are  the  rollers  or  cylinders,  varying  in  size  according  to  the  siae 
of  the  iron,  and  projecting  beyond  the  surface  ;  C  is  the  frame  of  the 
handle ;  D  is  the  catch  to  hold  the  iron  in  position  ;  F  is  a  slot  in 
the  frame  in  which  the  catch  acts ;  G  G  are  pivots  upon  which  the 
iron  revolves  in  its  frame  or  handle. 

Claim. — The  application  and  arrangement  of  rollers  or  cylinders 
to  smoothing  and  polishing  irons  as  described,  by  which  a  high 
degree  of  polish  is  imparted  to  linen  and  other  fabrics  with  the  least 
expenditure  of  muscular  power. 


^■^ 


480  XVU. — HOUSEHOLD  FUBNITURE,  ETC 

No.  20,445. — Abraham  Eudisill,  of  York,  Pennsylvania. — Im- 
proved Smoothing  Iron, — Patent  dated  June  1,  1858. — A  A  A  repre- 
sents a  movable  handle,  by  means  of  which  the  same  smoothing  iron 
may  be  used  both  with  a  flat  or  concave  surface.  B  is  a  spring  to  keep 
the  handle  in  its  place.  C  C  contain  holes  into  which  the  handle 
slides  when  the  concave  surface  is  used.  D  D  contain  holes  into  which 
the  handle  slides  when  the  flat  surface  is  used. 

Claim. — The  smoothing  iron  with  concave  pressing  surface,  con- 
structed substantially  as  described. 

No.  20,451. — William  Stakhlkn,  of  Williamsburgh,  New  York. — 
Improved  Spittoon — Patent  dated  June  1,  1858. — ^This  invention 
consists  in  having  the  treadle  c  of  the  spittoon,  which  actuates  its  lid, 
80  placed  relatively  with  a  loaded  base  e  that  the  spittoon  will  be 

i)revented  from  upsetting  when  the  treadle  is  depressed  by  the  foot 
or  the  purpose  of  raising  the  lid. 

The  inventor  says :  I  do  not  claim  a  lid  attached  to  the  spittoon, 
and  so  arranged  as  to  be  actuated  by  a  treadle,  for  such  device  has 
been  previously  used  or  applied  to  spittoons. 

But  I  claim  arranging  the  treadle  c  relatively  with  the  loaded 
base  or  foot  e,  substantially  as  and  for  the  purpose  set  forth. 

No.  21 ,799. — Thomas  J.  Matall^  of  Roxbury,  Massachusetts,  as- 
signor to  Himself  and  Benjamin  F.  Cooke,  of  Boston,  Massachusetts. 
— Improved  Elastic  Stair  Pad. — Patent  dated  October  12, 185  -'. — This 
stair  pad  is  made  of  the  following  composition  :  1  pound  India-rubber ; 
f  pound  pulverized  alum ;  f  pound  white  lead ;  2  ounces  sulphur. 
A  18  the  step  ;  B  the  elastic  pad  ;  C  the  carpet.  The  edge  of  the  pad 
at  a  is  so  formed  as  to  bend  over  and  clasp  the  front  edge  of  the  step, 
whilst  the  other  edge  h  gradually  tapers  off  thin,  leaving  the  part  on 
which  the  foot  more  directly  rests  in  ascending  the  stairs  somewhat 
thicker ;  this  gives  the  required  degree  of  elasticity,  whilst  the  part 
turned  over  the  front  edge  of  the  step  protects  the  carpet  from  contact 
with  the  wood  at  the  place  where  it  is  soonest  worn  or  cut  out. 

Claim, — As  a  new  article  of  manufacture,  the  above  described 
^'Elastic  Stair  Pad,"  of  the  composition  and  form  substantially  as 
set  forth. 

No.  22,301. — F.  H.  Moore,  of  Boston,  Massachusetts. — Improved 
Stair  Sweeper. — Patent  dated  December  14,  1858. — This  invention 
consists  in  operating  the  brush  within  a  box  or  cover,  which  prevents 
the  escape  of  the  dust. 

Claim.— 'The  combination  of  the  box  B  and  brush  E  with  the  dust 
pan  C,  arranged  and  operating  in  the  manner  substantially  as  de- 
scribed, whereby  the  dust  is  prevented  from  escaping,  as  set  forth. 

Second.  And  in  combination  with  the  above  I  claim  the  curtain  F, 
operating  substantially  in  the  manner  specified. 

No.  21,633. — William  H.  Trowbridge,  of  Saginaw,  Michigan. — 
Improved  Embroidering  and  Sewing  Stand.— PAteui  dated  September 
28,  1858. — This  improvement  consists  of  a  plate  m  of  iron  of  conve- 
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nient  thickness  and  six  inches  square,  upon  which  plate,  near  the  edge, 
are  fixed  two  springs  e,  by  means  of  which  springs,  pressing  upon 
said  plate,  the  needle  is  to  be  held ;  said  springs  e  are  held  by  the  iron 

f>late  171  by  two  screws  o  and  t  to  each  spring,  so  that  by  raising  or. 
owering  the  forward  screw  i  the  tenacity  of  the  spring  is  increased 
or  diminished  as  convenience  may  require. 

The  inventor  says :  I  do  not  make  any  claim  to  the  invention  of 
the  spool  rack,  or  to  the  work-box  and  its  appendages. 

But  I  daim  the  combination  of  the  plate  m,  the  spring  e,  the  screws 
o  and  i,  the  thumb-screws  gr,  the  box  c7,  the  spool  rack  k  I,  arranged 
substantially  as  described  for  the  purpose  specified. 

No.  21,275. — Henry  A.  Roberts,  of  Hartford,  Conn. — Improved  Ice 
Stand. — Patent  dated  August  24, 1858. — ^The  nature  of  this  invention 
consists  in  the  mode  of  construction  and  in  the  application  of  a  recep- 
tacle or  stand,  on  which  blocks  of  ice  are  placed  ior  refrigerating  pur- 
poses, to  be  used  in  any  locality,  or  in  or  independent  of  a  refrigerator. 

Claim. — As  a  new  article  of  manufacture,  an  ice  stand  with  convoluted 
angular-shape  drip  supports  A,  constructed  and  arranged  in  an  ad- 

S stable  frame  F  with  the  cross  channel  C,  flexible  discharging  tube 
,  rollers  E,  substantially  in  the  manner  and  for  the  purpose  de- 
scribed. 

No.  20,088. — Michael  Quigley,  of  Watertown,  N.  Y. — Improved 
ConvertiUe  Extension  Table. — Patent  dated  April  27, 1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daim  securing  the  leaf  A  to  the  legs  a^  a^,  and 
leaf  E,  as  described,  for  the  purpose  of  forming  an  extension  table,  the 
leaves  of  which  are  folded  in  a  perpendicular  position,  as  fully  set 
forth. 

2d.  The  arrangement  of  the  case  C,  as  constructed  with  the  inclined 
brackets  c  c,  for  the  purpose  of  forming  a  convenient  receptacle  for 
stationery,  and  for  the  purpose  of  completing  the  bed  of  the  table 
when  required,  substantially  as  set  forth. 

No.  20,530. — George  Pratt,  of  Boston,  Mass.,  assignor  to  John  A. 
Elus,  of  Cambridge,  Mass.,  and  J.  E.  Hazleton,  of  Newton,  Mass. — 
Improved  Extension  Table. — Patent  dated  June  8,  1858. — The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

The  inventor  says :  I  do  not  claim  a  spring  catch  nor  the  mere  du- 
plication of  such. 

But  I  daim  the  combination  of  the  auxiliary  turning  stop  h  and  its 
recess  gr,  or  the  equivalent  thereof,  with  the  main  stop/,  applied  to  one 
of  the  slides  and  the  rebate  made  in  the  other,  the  whole  being  as  and 
for  the  purpose  described. 

I  also  claim  the  combination  and  arrangement  of  the  two  spring 
catches  m  n,  catch  bars  q  r,  and  the  space  p,  whereby,  during  the  mo- 
tion of  the  supporter  S  on  its  hinges,  one  catch  is  made  to  pass  between 
the  two  catch  bars,  and  one  catch  bar  to  pass  between  the  two  catches. 

Vol.  ii 31 


482  XVIL — HOUSEHOLD  FURHITUBE,  ETC. 

No.  20,489. — William  Hbkrdt,  of  New  York,  N.  Y. — Improved 
Bxtensian  Table.— FAtent  dated  June  8,  1858.— The  nature  of  this  in- 
vention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  do  not  claim  broadly  the  employment  or  use 
of  metal  plates  in  the  construction  of  slides  or  guides  for  extension 
tables^  for  they  have  been  previously  used,  although,  so  far  as  I  am 
aware,  not  in  connexion  witn  wooden  bars. 

But  I  claim  the  metal  plates  a  6,  attached  to  the  upper  and  lower 
gurfaces  of  the  bars  B  B*  0,  swaged  or  so  formed  as  to  be  provided 
with  ledges  and  grooves  c  dj  which  fit  one  into  the  other,  the  whole 
being  arranged  as  and  for  the  purpose  set  forth. 

No.  22,224. — Adolphus  Badkr,  of  New  York,  N.  Y. — Improved 
Extension  Talle. — Patent  dated  December  7,  1858. — This  invention 
consists  in  arranging  a  number  of  additional  plates  on  arms  which 
slide  under  the  table  top,  said  arms  being  made  of  such  a  shape  and 
form  that  when  they  are  drawn  out  half  way  the  plates  which  are 
supported  by  the  same  are  brought  to  form  a  continuous  plane  with 
the  stationary  top,  thereby  doubling  the  area  of  the  table,  and  that 
when  the  arms  are  wholly  drawn  out  the  plates  which  rest  on  them 
may  be  unfolded  and  brought  in  the  same  plane  with  the  stationary 
top,  so  that  the  area  of  the  table  is  increased  threefold.  The  arms 
are  provided  with  springs  and  guide-pins,  which  move  in  suitable 
grooves,  and  which  serve  to  guide  the  arms  and  keep  them  in  their 
proper  places  during  the  operation  of  drawing  them  in  and  out. 

The  inventor  says :  I  claim  the  arrangement  of  additional  plates 
F  O  in  arms  E,  of  such  a  shape  and  form  that  by  drawing  out  the 
arms  the  plates  are  brought  to  a  level  with  the  top  of  the  table,  sub- 
stantially as  described. 

I  also  claim  confining  these  arms  at  the  proper  places  by  means  of 
the  notches/ and  the  hook  g^,  and  to  guide  the  same  by  means  of  pins 
c  and  notches  d^  substantially  as  specified. 

No.  22,294. — Charles  Lammrich,  of  New  York,  N.  Y. — Improve- 
mefU  in  Folding  Table. — Patent  dated  December  14,  1868. — The  na- 
ture of  this  invention  consists  in  combining  with  the  hinged  tog,  fold- 
ing legs  fitted  in  such  a  manner  that  the  table,  when  distended  or 
opened  for  use,  shall  be  firm  and  rigid,  and  when  folded  together  for 
transportation,  or  otherwise,  occupies  but  small  space,  the  legs  shut- 
ting together  and  folding  down  closely  against  the  table. 

Claim. — The  folding  legs  a  a,  combined  with  and  hinged  on  to  the 
bed  or  top  of  the  table,  in  substantially  the  manner  and  for  the  pui^ 
poses  specified. 

No.  19,390. — William  Vandenburg  and  James  Harvey,  of  New 
York,  N.  Y. — Improved  Ironing  Table. — Patent  dated  February  16, 
1858. — To  put  on  the  garment  to  be  ironed,  the  catch  G  is  drawn  ofif  the 
board,  which  is  then  instantly  lifted  to  the  position  by  the  spring  d 
and  stud  H,  in  which  position  the  garment  can  be  easily  put  on  over 
the  end  d.     When  the  garment  is  on,  the  board  C  D  E  is  depressed 
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by  the  operator  till  it  rests  on  the  upright  B^  when  the  catch  G  springs 
forward  and  retains  it. 

The  inventors  say:  We  claim  an  ironing  table  composed  of  a  stand 
of  suitable  form,  having  the  board  hinged  or  pivoted  to  it  at  one  end, 
and  a  suitable  support  for  the  same  at  the  other,  with  a  spring  or  its 
equivalent  applied  to  raise  the  board  from  its  support,  the  whole  being 
combined  to  operate  substantially  as  described. 

No.  19,883. — ^WnxiAM  Vandbnburo,  of  New  York,  N.  Y. — Improved 
Ironing  Table. — Patent  dated  April  6,  1858. — In  operating  this  im- 
proved table,  when  a  shirt,  or  other  article  which  is  double,  has  been 
put  upon  the  board,  the  movable  piece  F  is  moved  down  to  the  posi- 
tion shown  in  the  engravings,  where  it  offers  no  obstacle  to  the  pas* 
sage  of  the  article  over  the  end  0  of  the  board,  the  said  piece  is  raised 
by  the  hand  to  an  upright  position  to  support  the  said  end,  and  allowed 
to  remain  so  till  the  article  has  been  ironed,  and  it  is  desired  to  remove 
it  from  the  board. 

Claim, — The  ironing  table,  composed  of  a  board  rigidly  attached  at 
one  end  to  a  stand,  which  is  provided  with  a  movable  support  for  the 
other  end  of  the  board,  to  operate  in  the  manner  and  for  the  purpose 
specified. 

No.  20,231. — William  Vandenburo,  of  New  York,  N.  Y. — Improved 
Ironing  Table. — Patent  dated  May  11,  1858. — The  nature  of  this  in- 
vention will  be  undeistood  by  reference  to  the  claim  and  engravings. 

Claim. — The  ironing  table,  composed  of  a  board  attached  to  one  end 
of  a  stand  in  such  a  manner  as  to  be  capable  of  moving  horizontally 
thereon  to  and  from  the  other  end  of  the  stand,  that  it  may  be  sup- 
ported at  both  ends  during  the  ironing  operation,  but  permitted  to 
have  a  garment  passed  over  one  end  before  and  after  the  ironing  ope- 
ration, in  the  manner  specified. 

No.  19,773. — George  W.  Haget,  of  Smithland,  Conn  — Improved 
Self-Waiting  Table.— Patent  dated  March.  30,  1858.— The  shaft  0  is. 
fastened  to  revolving  part  B,  the  centre  pillar  D  is  made  hollow,  and 
provided  with  a  socket  £  to  support  phaft  C,  and  a  collar  Q-  to  steady^ 
the  shaft  while  revolving.     The  handles  F  will  revolve  the  part  B. 

Claim. — The  handles  F,  for  the  purpose  of  turning  the  table,  and  to 
which  a  table  cloth  may  be  buttoned,  substantially  as  described. 

No.  21,832. — Jacob  S.  Haskell,  of  Salem,  Massachusetts. — Im^ 
proved  Writing  Table.— Vateut  dated  October  19,  1858. — ^The  support 
of  this  table  may  be  of  any  suitable  form  or  design,  to  which  the  hodj 
of  the  table  is  fastened  by  a  circular  bolt,  upon  which  it  may  freely 
turn.  In  this  table  there  is  one  large  drawer  and  ten  small  ones,  all 
moving  in  the  lines  of  the  respective  radii  which  psiss  through  their 
centers. 

Claim. — The  arrangement  of  the  circular  bolt  with,  and  for  fastening 
of  the  several  drawers,  substantially  as  and  for  the  purposes  specified 
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No.  21,885. — Alexander  KiKKEAD,  of  Washington  county,  Ohio. — 
Improvement  in  Dining  and  other  Tables. — Patent  dated  Octoher  26, 
1358. — ^The  nature  of  these  improvements  consists  in  the  arrangement 
and  combination  of  an  ordinary  dining  or  other  table  with  an  adiust- 
able  receptacle,  rotating  tablet,  and  an  upwardly  folding  hinged  disk. 

Claim. — The  combination  and  arrangement  of  the  adjustable  drawer 
or  chambered  rotating  tablet  L  L-,  and  with  the  hinged  upwardly 
folding  desk  J  J  K  E,  when  constructed  as  shown,  and  used  with  a 
dining  or  other  table,  for  the  purposes  substantially  in  the  manner  set 
forth  and  described. 

No.  22,086. — James  M.  Meschutt,  of  New  York,  N.  Y. — Improved 
Tonga  for  coal,  dtc, — Patent  dated  November  16,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — As  a  new  article  of  manufacture,  the  metallic  tongs  for  coal 
fires,  &c.,  constructed  with  fingers  or  curved  prongs  and  the  projec- 
tions for  the  purpose  of  preventing  the  fingers  coming  too  closely  to- 
gether, substantially  as  specified. 

No.  22,0Y0. — Bartholomew  Essio,  of  Pittsburgh,  Pennsylvania.— 
Improved  Vegetable  Cutter  and  Coffee  MUl  combined. — Patent  dated 
November  16,  1858. — The  nature  of  this  invention  consists  in  a  novel 
mode  of  combining  a  rotary  cutter  for  cutting  and  slicing  vegetables, 
such  as  cabbage,  turnips,  onions,  apples,  and  other  vegetables  used  in 
cookery,  with  a  cofiee  or  spice  mill,  in  such  a  manner  that  either  the 
cutter  can  be  operated  and  the  mill  be  set  out  of  gear,  or  that  the  mill 
is  operated  when  the  cutter  is  disengaged. 

Claim. — The  mode  of  arranging  and  combining  a  vegetable  cutter 
and  a  cofiee  mill  in  such  a  manner  that,  by  means  of  the  sliding  shaft 
B,  either  of  the  two  may  be  set  in  or  out  of  gear,  substantially  as  set 
forth. 

No,  20,4Y3.— Silas  M.  Barrett,  Rufus  8.  Lee,  and  Jabez  M.  Wa- 
ters, of  Cincinnati,  Ohio. — Improved  Washboard. — Patent  dated 
June  8,  1858. — The  nature  of  this  invention  consists  in  providing 
the  edges  of  the  sheet  of  metal  with  teeth  d  dddj  eo  arranged  to  the 
edges  of  the  sheet  that  the  width  of  the  teeth  will  be  parallel  with 
the  grain  of  the  wood  composing  the  legs  A  A  of  the  board  in  which 
they  are  incised,  and  be  made  at  the  top  and  bottom  of  the  corruga- 
tions of  the  plate,  as  shown  in  the  engravings. 

Claim. — The  teeth  d  d  d  d,  made  and  arranged,  as  represented,  to 
the  edges  of  corrugated  sheets  of  metal  for  washboards,  for  increasing 
and  holding  the  edges  of  the  sheet  of  metal  in  and  to  the  sides  of  the 
legs  of  the  board,  as  represented,  and  for  the  purposes  mentioned  and 
described  in  the  specification. 

No.  20,644.— Joseph  Keech,  of  Waterloo,  New  York,— Improvement 
in  Washboards. — Patent  dated  June  22,  1858. — The  nature  of  this 
invention  consists  in  the  construction  of  washboards  with  a  convex 
beaded  rib  R  running  from  top  to  bottom  through  the  centre  of  the 
boards  said  rib  being  grooved  on  each  side  for  the  reception  of  the 
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corrugated  washing  surface  B^  and  serving  the  purpose  of  giving 
strength  to  the  board. 

Claim. — The  combination  of  the  central  beaded  rib  R  with  the  cor- 
rugated plates  B  B,  constructed,  arranged,  and  operating  substantiall7 
as  and  for  the  purposes  set  forth. 

No.  22,087.— John  Miner  and  Sn^AS  Merrick,  of  New  Brighton, 
Pennsylvania. — Improved  Washboard, — Patent  dated  November,  16, 
1858. — The  nature  of  this  invention  consists  in  so  striking  up  from 
sheet  metal  the  usual  ribs  of  a  washboard  that  there  shall  be  left  an 
entire  border  or  narrow  space  upon  the  four  sides  of  the  corrugated 
metal  plate  that  shall  be  plain  and  not  corrugated,  so  that  the  groove 
in  the  wooden  frame  which  receives  the  four  edges  of  the  metal  plate 
shall  be  only  of  the  same  thickness  as  the  plain  part  of  the  metal  plate 
itself. 

Claim. — We  are  aware  that  it  is  not  new  to  strike  up  in  a  mould  or 
die  the  metal  plate  of  a  washboard,  to  make  raised  and  depressed 
figures  in  general,  or  even  the  rib  work  described ;  nor  yet  to  make  a 
metallic  crimped  plate  without  a  support  or  brace  in  the  back  side 
thereof. 

But  we  contend  that  it  is  new  to  stiffen  a  crimped  metallic  plate  of  a 
washboard  by  confining  the  crimped  portion  within  the  frame,  so  that 
the  plane  border  only  shall  be  received  into  the  narrow  groove  of  the 
frame,  provided  the  corrugations  or  ribs  be  so  formed  as  to  project 
equally  on  both  sides  of  the  medial  line  of  the  plate,  so  that  each  side 
of  the  plate  shall  be  equally  braced  by  the  crimping  of  the  metal,  and 
consequently  be  equally  adapted  to  washing  on  both  sides. 

We  disclaim  the  general  device  of  making  a  crimped  metal  wash 
board  with  a  plane  border  received  into  a  plane  groove  in  a  frame. 

But  we  claim  so  impressing  the  corrugations  equally  upon  both  sides 
of  the  plate  that  the  medial  or  central  line  of  the  corrugated  part  of 
the  plate  may  be  in  a  line  with  the  plane  border  c  c,  and  that  the  ribs 
shall  project  equally  on  both  sides,  forming  two  equally  good  washing 
surfacesj  as  set  forth. 

No.  22,053. — John  Adams,  of  Pittsburgh,  Pennsylvania. — Improve- 
ment in  Washboards. — Patent  dated  November  16, 1858. — A  represents 
a  wooden  frame,  which  is  constructed  similarly  to  the  frames  of  the 
ordinary  washboards,  a  a  being  two  side  pieces,  b  b^  l^Ave  cross  pieces 
at  their  upper  and  lower  parts,  and  c  a  box  or  receptacle  for  soap.  B 
is  the  rubber,  or  corrugated  portion,  against  which  the  clothes  are 
rubbed.  This  rubber  is  constructed  of  glass,  and  is  pressed  in  a  mould 
of  proper  form. 

Claim. — As  a  new  article  of  manufacture,  a  washboard  having  its 
rubber  B  composed  of  glass,  as  and  for  the  purposes  shown  and  de* 
scribed. 

No.  20,428. — Francis  W.  HAMaxoN,  of  Conshohocken,  Pennsyl- 
vania.— Improved  Combined  Washstand  and  Night  Stool. — Patent  dated 
June  1,  1858. — When  a  night  stool  is  required  the  lid  H,  with  its 
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drawer  I,  is  raised,  the  door  G  opened,  the  lid  F  raised,  and  a  suitable 
vessel  placed  in  the  opening  of  the  seat  E. 

Claim, — The  seat  E,  as  enclosed  within  a  body  or  casing  composed 
of  the  back  B,  the  two  sides  C,  and  the  door  G,  in  combination  with 
the  lid  H  and  its  drawer  I,  the  whole  being  arranged  substantially  as 
and  for  the  purpose  specified. 

No.  19,694. — Christian  Gibs,  of  New  York,  N.  Y. — Improved 
Water-iigld  Waahstand.— Patent  dated  March  23,  1858.— The  claim 
and  ensravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  the  raised  flange,  ridge,  elevation, 
or  projection  upon  the  basin  c,  in  combination  with  the  conntersunk 
marble  slab  &,  to  fit  such  flange  for  the  purpose  set  forth. 

Second.  I  claim  the  cap-like  attachment  upon  the  faucet  D,  fitting 
closely  over  the  projection  upon  the  marble  slab,  through  which  the 
faucet  passes,  for  the  purpose  set  forth. 

No.  19,037. — Sabiuel  P.  Mecat,  of  Killbourne,  Ohio. — Improved 
Washing  Machine, — Patent  dated  January  6,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  reciprocating  washboards  have 
been  previously  used,  and  arranged  in  a  great  variety  of  ways,  and  I 
therefore  do  not  claim,  separately,  either  of  the  parts  shown. 

I  daim  the  arrangement  and  combination,  as  shown,  of  a  lever  D, 
washboard  B,  arm  F,  and  dashboard  G,  so  that^  by  the  movement  of 
lever  D,  the  boards  B  G  will  simultaneously  approach  each  other  and 
act  upon  the  clothes,  each  board  doing  its  share  of  the  work  ;  and,  by 
a  reverse  movement  of  lever  D,  the  boards  B  G  will  simultaneously 
separate  and  leave  an  open  space  for  the  admission  or  removal  of  the 
clothes. 

No.  19,181. — Nicholas  Bknnet,  of  New  Lebanon,  New  York,  as- 
signor to  David  Parker,  of  Shaker  Village,  New  Hampshire. — Im- 
proved Washing  Machine, — Patent  dated  January  26,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  arrangement  of  two  or  more  washing  chambers  with 
a  travelling  frame  carrying  two  or  more  rubbers,  one  for  each  cham- 
ber, said  travelling  frame  resting  on,  and  supported  by,  the  sides  of 
the  washing  chambers,  as  set  forth,  for  the  purpose  of  washing  several 
kinds  or  qualities  of  clothes  at  the  same  time,  without  allowing  the 
suds  or  water  in  one  chamber  to  flow  or  be  dashed  over  into  the  next 
one  to  it,  as  described. 

No.  19,257.— W.  W.  Neal,  of  Yellow  Springs,  Ohio.— Improved 
Washing  Machine. — Patent  dated  February  2,  1858. — By  turning  the 
winch  B  a  reciprocating  motion  is  communicated  to  the  rubber  G,  and, 
at  the  same  time,  while  the  front  end  thereof  remains  nearly  at  a 
constant  height,  the  rear  end  is  alternately  raised  and  lowered  by  the 
direct  action  of  the  crank  ;  thus  both  a  rubbing  action  and  an  inter- 
mitting pressing  action  are  produced  simultaneously  on  the  clothes — 
the  best  that  can  be  adopted.    By  allowing  one  end  of  the  rubber  to 
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simply  move  backward  and  forward  the  position  of  the  clothes  is  con- 
tinually changed,  so  as  to  subject  different  surfaces  to  action. 

Claim, — The  arrangement  and  combination  of  the  rubber  O,  con- 
necting bar  E,  crank  D,  yielding  standard  n,  or  its  equivalent,  and 
yielding  suspending  rods  11  H,  substantially  in  the  manner  and  for 
the  purposes  described. 

No.  19,299.— Edward  Julier,  of  McConnellsville,  Ohio. — Improved 
Washing  Machine. — Patent  dated  February  9,  1858. — The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and  en- 
gravings. 

Olaim, — The  construction  and  arrangement  of  the  sliding  carriage, 
coniposed  of  the  side  pieces  q  q  q  q^q^q^^  the  compensating  yoke 
y  y,  the  pressure  spring  piece  z  2,  the  plain  roller  U,  the  ratchet  roller 
V  V  X  X,  the  compensating  roller  W  W,  the  staff  rod  A' ,  and  notched 
pressure  beam  and  weight  L^  L^  n^,  combined  and  operating  together 
with  the  driving  pitman  rod  b^  b^,  as  set  forth. 

I  also  daim  the  jointed  shoulder  pieces  d^  d^,  the  elbow  lengths  e^ 
6%  and  forearms/' /%  when  arranged  and  combined  as  set  forth,  and 
operated  in  connexion  with  an  ordinary  washtub  or  board. 

No.  19,315. — ^W.  H.  Tamblino,  of  Berlin,  Wisconsin. — Improved 
Washing  Machine. — Patent  dated  February  9,  18^8. — The  nature  of 
this  improvement  will  be  understood  by  reference  to  the  claim  and 
illustrations. 

The  inventor  says :  I  do  not  claim  the  employment  or  use  of  corru- 
gated and  plain  cylinders  or  rollers  in  wasning  machines,  for  they 
have  been  previously  used. 

Neither  do  I  claim  placing  said  rollers  in  elastic  or  yielding  bear- 
ings, irrespective  of  the  arrangement  shown,  whereby  the  bearings  of 
the  cylinder  B  may  be  rendered  either  elastic  or  permanent,  as  desired* 

But  I  daim  the  combination  of  the  corrugatea  or  fluted  cylinder  B, 
and  elastic  or  yielding  frame  C,  provided  with  rollers  Z,  when  the 
bearings  c  of  the  axis  a  of  the  cylinder  B  are  fitted  in  an  elastic  or 
yielding  and  adjustable  frame,  and  the  whole  arranged  as  shown,  for 
the  purpose  set  forth. 

No.  19,474. — Benjamin  B.  Smith,  of  East  Whiteland,  Pennsylvania, 
assignor  to  John  Hbllings,  of  West  Whiteland,  Pennsylvania. — /m- 
proved  Washing  Machine. — Patent  dated  February  23,  1868. — By 
turning  the  lever  sidewise  and  resting  it  on  the  queen  post  Q,  by 
rasing  the  lever  A  the  worker  is  lifted  and  pushed  back  on  the  guides 
and  bearers  which  puts  the  machine  out  of  working  position,  by  which 
means  the  clothes  and  water  can  be  put  in.  When  done  draw  the 
lever  towards  you,  letting  the  gudgeons  G  G  drop  into  their  proper 
places,  which  puts  the  machine  in  working  order  ;  then,  by  working 
the  lever  up  and  down  the  clothes  are  pressed,  rolled  and  rubbed. 

Claim. — The  combination  of  the  guides  and  bearers  with  the  seat 
of  the  queen  post,  and  the  lever  hook  F,  as  before  set  forth,  for  the 
shifting  of  the  movable  worker  from  its  concave  bed. 
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No.  19,609.— Henby  Lawkknce,  of  Newark,  Ohio,  assignor  to  Him- 
self and  J.  M.  Connell,  of  said  Newark. — Improved  Washing  J/o- 
cfttne.— Patent  dated  March  9,  1858. — The  nature  of  this  improvement 
consists  of  an  oscillating  box  B,  having  a  curved  bottom  in  combina- 
tion with  a  stationary  piece  or  frame  F  for  securing  the  clothes,  and 
a  system  of  rubbers  above  this  frame  and  ^moving  over  it  by  the  oscil- 
lation of  the  box  B. 

The  inventor  says :  I  do  not  claim  oscillating  boxes  for  washing 
machines,  broadly  considered. 

But  I  daim  the  combination  as  described  of  the  stationary  clothes- 
holder/,  with  the  oscillating  box  B,  and  flexible  rubbing  system  con- 
nected therewith,  and  made  to  pass  over  the  said  frame/,  substantially 
as  set  forth.    * 

No.  19,653. — Jabies  Bobb,  of  Lewistown,  N.  Y. — Improved  Washing 
Machine. — Patent  dated  March  16,  1858. — In  the  drawings,  a  a  are 
the  side  pieces,  b  b  are  the  cross  pieces,  and  c  the  centre  brace  of  the 
frame.  Over  this  frame  is  stretched  the  rubber  R  of  cloth,  or  the  rub- 
ber B^  of  fine  wire  gauze.    The  pins  /  hold  the  rubber  on  the  frame. 

The  inventor  says :  I  do  not  claim,  broadly  considered,  the  employ- 
ment of  a  flexible  base  on  which  to  wash  clothes. 

But  I  daim  the  combination  of  the  open  frame  ab  c^  with  their 
movable  flexible  casing  B  or  B^,  constructed  and  operating  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  19,634.— Lewis  Hannum,  of  Homer,  N.  Y. — Improved  Washing 
Machine, — Patent  dated  March  16,  1858. — This  invention  consists  in 
construction  and  arrangement  within  the  periphery  of  a  tub  of  the 
cross  board  B,  through  which  the  stem  F  passes  for  operating  the 
rubbing  disk  D,  said  board  being  provided  with  projecting  stubs  or 
pins  on  the  one  side  and  a  swivel  bolt  on  the  other  for  entering 
suitable  recesses  within  the  periphery  of  the  tub. 

Claim. — The  employment  of  the  projections// in  the  bottom  of  the 
tub  in  combination  with  the  knuckles  on  the  under  side  of  the  disk,  as 
Be  forth  substantially  in  the  specification. 

No.  19,788. — James  McVicker,  of  Green  county,  Pennsylvania. — 
Imjproved  Washing  Machine, — Patent  dated  March  30,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — Forming  a  receptacle  within  the  wash-box  for  containing 
the  clothes  to  be  steamed  preparatory  to  their  being  washed  by  means 
of  the  ribs  or  slats  m,  attached  to  the  wash-box,  and  the  ribs  or  slats 
r,  attached  to  the  lid  P,  so  that  upon  opening  the  lid  of  the  wash-box 
the  receptacle  also  is  opened  for  the  introduction  or  removal  of  the 
clothes,  substantially  as  described. 

No.  19,911.— Henry  Cassell,  of  Fredericktown,  Ohio. — Improved 
Washing  Machine, — Patent  dated  April  13,  1858. — This  machine  is 
operated  thus :  The  clothes  are  placed  in  the  tub  B  and  a  requisite 
quantity  of  soap  and  water  placed  therein.  The  pinion  /  is  thrown 
jh  gear  with  the  teeth  on  the  upper  edge  of  the  tub.    By  turning  the 
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shaft  F  the  tuh  is  rotated,  the  belt  Ti  rotating  the  pinion  /.  As  the 
shaft  rotates,  the  catches  or  pawls  w  act  against  the  hooks  u  and  draw 
upward  or  raise  the  pounders  J  J,  and  as  the  catches  or  pawls  pass 
underneath  the  upper  part  of  the  spring  M  they  are  depressed  in  their 

Srooves  and  the  hooks  u  are  liberated,  the  pounders  beinfi^  forced 
own  upon  the  clothes  within  the  tub  by  the  springs  r.     The  two 
pounders  are  raised  and  lowered  alternately. 

Claim. — The  arrangement  of  the  spring  pawls  to  and  grooves  t;  on 
the  shaft  F,  and  these  arranged  with  the  hooks  u  for  elevating  the 
pounders  and  the  spring  M,  for  purposes  mentioned  in  the  specification 

No.  20,101. — Edmund  Tharp,  of  Cincinnati,  Ohio. — Improved  Wash- 
ing Machine. — Patent  dated  April  27, 1858. — This  invention  consists 
in  the  combination  of  a  trough  of  quarter  spherical  form  with  a  ver- 
tical rotating  disk,  by  means  of  which  a  gyratory  motion  is  imparted 
to  the  materials  to  be  washed,  and  all  parts  are  successively  subjected 
to  compression  and  rubbing. 

Claim. — The  arrangement  and  combination,  substantially  as  set 
forth,  of  the  vertical  rotating  disk  D  and  quarter  spherical  trough  C, 
for  the  purpose  explained. 

No.  20,099. — Charles  M.  Swany,  of  Richmond,  Indiana. — Improved 
Washing  Machine. — Patent  dated  April  27,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  broadly  claim  either  set  of  rubbing 
surfaces  shown,  when  separately  considered,  as  analogous  devices  are 
separately  in  use. 

But  I  daim^  first,  such  a  construction  and  arrangement  of  the  disk 
B  and  rubber  case  with  the  tub,  that  the  disk  and  rubber  case  are  free 
to  move  in  opposite  directions  simultaneously,  the  above  being  made 
and  fashioned  substantially  as  shown  and  described. 

Second.  I  claim  the  manner  shown  of  arranging  the  rubbers  or 
ribs  upon  the  horizontal  rubbing  surfaces  of  the  disk  and  rubber  case, 
for  the  purpose  of  keeping  the  clothes  in  place  during  the  process  of 
washing. 

No.  20,123. — Henry  Yost,  of  St.  Louis,  Missouri. — Improved  Wash- 
ing Machine. — Patent  dated  April  27,  1858. — A  is  a  tub,yy  is  the 
rubber  rack,  ^jiA.  f  f  are  the, spring  bearings  upon  which  the  said 
rack  is  fixed,  the  said  springs  being  coiled  around,  which  reach 
through  the  rack,  whereby  it  is  held  in  a  given  position  ]  c  cc  are 
the  cross-bars  composing  the  rack  and  d  is  the  canvas  with  which 
it  is  covered.  B  is  the  revolving  rubber,  which  is  fluted  and  covered 
with  canvas. 

Claim. — The  traversing  rubber  in  connexion  with  the  yielding 
rack  y,  over  the  surface  of  the  water  in  the  manner  described. 

No.  20,154. — Ashman  Hall,  of  Dansville,  New  York. — Improved 
Washing  Machine— Patent  dated  May  4,  1858. — ^This  improvement 
relates  to  that  class  in  which  the  clothes  are  scrubbed  by  being  passed 
between  two  or  more  sets  of  rubbers,  all  of  which  may  re<»v^^\s^^*^^^* 
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As  the  clothes  are  drawn  between  these  rubbers  they  are  folded  or 
plaited  longitudinally,  and  the  rubbers  press  these  folds  down  as  they 
pass  over  and  only  rub  one  side  ;  hence  it  is  necessary  to  change  the 
position  of  the  article  while  being  washed,  and  nass  and  repass  it 
through  the  machine  in  order  that  all  parts  may  oe  subjected  to  the 
direct  action  of  the  rubbers.  The  object  of  this  improvement  is  to 
displace  or  change  the  position  of  these  folds  in  the  clothes  while 
under  the  action  of  the  rubbers,  to  prevent  the  articles  from  being 
carried  toward  the  edge  or  corners  of  the  rubbers,  and  also  to  regulate 
or  vary  the  pressure  of  the  rubbers  on  the  clothes  at  the  will  of  the 
attendant  without  leaving  the  position  in  which  he  operates  the 
machine. 

The  inventor  says :  I  clainij  first,  constructing  the  slats  or  bars 
which  form  the  rubbers  with  spiral  grooved  and  ridged  surface,  for  the 
purpose  described. 

Second.  In  arranging  the  spiral  grooves  and  ridges  formed  on  the 
slats  so  that  they  incline  in  opposite  directions  in  each  succeeding  slat, 
for  the  purpose  set  forth. 

Third.  The  combination  of  the  dipping  scoop  with  the  vibrating 
rubber  arranged  as  described  for  the  purpose  set  forth. 

No.  20,244. — David  E.  Rohr,  of  Charlestown,  Virginia,  assignor 
to  Himself  and  Thomas  W.  Davis,  of  said  Charlestown — Improved 
Washing  Machine, — Patent  dated  May  11,  1858. — The  articles  to  be 
washed  are  placed  upon  th?  sqtftezer  or  washboards  I  J  J,  when  the 
crank  is  turned,  and  the  rotating  device  a  being  revolved  from  left  to 
right,  the  flutes  or  beads  eeee  come  in  contact  with  the  clothes  as 
the  washboard  advances  towards  the  beads,  and  while  the  device  a  is 
rotating  around  in  the  direction  of  the  arrow  over  and  under.  The 
device  or  sliding  scoop  h  h  moves  to  and  fro,  or  reciprocates  back  and 
forth  ;  and  thus  while  the  device  a  has  a  continuous  motion  around, 
the  sliding  scoop  device  A  h  has  an  alternating  motion. 

Claim, — The  construction  of  the  fluted  rotating  device  ah  cdj  the 
sliding  reciprocating  scoop  h  7i,  with  fluted  or  grooved  squeezer  or 
washing  board  I  J  J,  witn  yoke,  beam,  and  pendant  devices  K  K  L 
L  m,  arranged,  combined,  and  operating  substantially  as  in  the 
manner  fully  described. 

No.  20,230. — Miner  Van  Aukbn,  of  Chazy,  New  York. — Improved 
Washing  Machine. — Patent  dated  May  11, 1858. — This  is  an  improve- 
ment on  that  class  of  washing  machines  in  which  an  oscillating  and 
curved  corrugated  rubber  is  employed  in  a  box  with  a  corrugated 
bottom.  The  improvement  is  in  the  hanging  of  a  rubber  E,  and  in 
the  employment  of  a  board  F  to  facilitate  and  aid  the  more  perfect 
cleansing  of  the  fabrics  to  be  washed. 

Claim.  The  adjustable  stop  board  F,  arranged  at  the  rear  end  of 
the  rubber  in  combination  with  the  scroll  terminating  slots  i  j  in  the 
I)endulous  arms  of  the  rubber  E,  substantially  as  and  for  the  purposes 
set  forth. 

No.  20,369. — Abraham  Quimby,  of  Terre  Haute,  Indiana. — Improved 
Washing  Machine. — Patent  dated  May  25,  1858. — The  nature  of  this 
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invention  consists  in  the  combination  of  approximating  plungers  with 
the  revolving  tub,  whereby  the  clothes  are  subjected  to  a  continuous 
rotary  action. 

Claim. — The  combination  of  the  approximating  plungers  E  £  with 
the  revolving  tub  A,  whereby  the  clothes  are  subjected  to  a  continuous 
rotary  action,  and  at  intervals  to  a  squeezing  or  expressing  action^ 
and  thereby  thoroughly  washed,  substantially  as  set  forth. 

No.  20,365.— F.  B.  Pratt  and  F.  Tyler,  of  Cleveland,  Ohio.— 7m- 
proved  Washing  Machine. — Patent  dated  May  25,  1858. — The  brake 
F  is  fluted,  as  seen  at  F^,  to  correspond  with  the  fluting  of  the  roller 
E,  and  is  attached  to  the  bearings  c  c  by  pin  joints  at  c^  c^.  The 
apron  K  being  in  place,  the  clothes  to  be  washed  are  placed  upon  it 
at  E,  and  the  flap  L  laid  over  them,  which  prevents  much  of  the 
wearing  of  the  clothes  by  preventing  them  from  coming  in  contact 
with  the  roller  B. 

The  inventors  say :  We  do  not  claim  the  parts  named  as  new,  sepa- 
rately considered. 

But  we  daim  the  fluted  brake  F  when  attached  to  yielding  bearings 
c  c,  parallel  with  fluted  roller  £,  in  combination  with  the  united  open 
flapped  and  endless  aprons  L  K,  and  when  arranged  and  operating  in 
the  manner  and  for  the  purpose  set  forth. 

No.  20,408. — J.  L.  CoNKLiN,  sr.,  and  Josrph  Foust,  of  St.  Louis, 
Mo. — Improved  Washing  Machine. — Patent  dated  June  1,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — ^The  construction  and  attachment  of  the  rubber  A,  pro- 
vided with  parallel  concave  slats  COG,  when  combined  and  arranged 
with  the  concave  provided  with  diagonal  slats  a  a  a^  for  the  purpose 
of  forming  a  washing  machine,  as  is  fully  described. 

No.  20,482. — Edwin  B.  Clement,  of  Barnet,  Vt. — Improvement  in 
Washing  Machines. — Patent  dated  June  8, 1858. — A  vibrating  rubber 
1 1 1  is  made  to  work  horizontally  on  the  rollers  D  D  D,  by  means  of 
two  slotted  elbow  brakes  L  L,  and  up  and  down  by  means  of  a  foot 
brake  V,  which  is  adjustable  for  either  foot,  and  spring  and  connecting 
rods  U  U,  which  enable  the  operator  to  rub  hard  or  lightly  any  par- 
ticular place  of  the  article  to  be  washed. 

Claim. — The  adjustable  foot  brake  Y,  in  combination  with  the 
slotted  elbow  brakes  L  L  and  connecting  rods  U  U,  the  whole  made 
and  operating  substantially  as  described,  and  for  the  purpose  set 
forth. 

No.  20,5T4. — Benjamin  D.  Morrell,  of  Windham,  Maine. — Im- 
proved Washing  Machine. — Patent  dated  June  15,  1858. — By  this 
improvement  in  tub  washing-machiDes  the  rubbing  board  can  be  ad- 
justed or  raised  or  lowered,  more  or  less,  to  suit  the  quantity  and 
quality  or  texture  of  the  clothes  to  be  washed,  and  thus  either  a  direct 
action  of  the  rubber  upon  the  clothes  or  simply  the  motion  given  to  the 
water,  by  the  circular  vibration  of  said  rubber,  can  be  employed  for 
removing  the  dirt  from  the  clothes. 

The  inventor  says:  I  do  not  claim  lioVAiti^  VJaferdJfi^x  \<^^^\s^  ^ 
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spring  and  adjusting  collar,  nor  do  I  claim  a  socket  arranged  below 
the  bottom  of  the  tub. 

But  I  daim  the  fitting  and  adjusting  up  and  down  of  the  rubber  D^ 
over  and  within  a  hollow  detachable  metallic  socket  C,  projecting  up 
from  the  bottom  of  the  tub  by  means  of  a  central  hole  6,  a  revolving 
spindle  D^  and  sliding  collar  G  H,  arranged  precisely  as  specified  and 
snown. 

No.  20,732. — Perry  C.  Eudb,  of  Morgantown,  Va. — Improved 
Washing  Machine. — Patent  dated  June  29, 1858. — This  invention  con- 
sists in  the  manner  in  which  is  arranged  and  combined  the  concave 
slotted  rack  with  the  center  rib  stationary,  and  the  others  hinged  so 
as  to  spring  from  the  end  of  the  wash  box,  the  object  being  to  admit 
the  water  behind  the  rack,  and  when  the  plunger  comes  up  against  it 
the  hinged  ribs  shall  act  as  valves  to  force  the  water  through  the 
openings  in  the  stationary  ribs,  and  thus  subject  the  clothes  to  the  jets 
or  streams  of  water  in  front  of  them  as  well  as  by  the  plunger  in  the 
rear. 

Claim, — In  combination  with  the  plunger  G,  the  concave  rack 
formed  of  stationary  ribs  /,  and  hinged  ones  g,  so  that  the  water 
behind  the  rack  shall  be  jetted  through  the  openings  i  in  the  sta- 
tionary ribs  into  the  clothes,  substantially  in  the  manner  set  forth. 

No.  20,791. — ^Robert  H.  Harrison,  of  Laurel,  Md. — Improved 
Washing  Machine. — Patent  dated  July  6, 1858. — ^The  strips  bcCybcc, 
b  ccy  are  arranged  within  the  surrounding  bottom  transversely  across 
the  machine,  leaving  spaces  or  openings  between  as  at  d  (2  d.  The 
lateral  or  side  surroundings  e  e  e  e  are  beaded,  fluted,  or  grooved  as  at 
///,  vertically  or  oblic[uely.  The  ends  of  the  tub  or  receptacle  part 
aaa^  e  e  ey  terminate  m  concave  curves  g  g  g.  In  the  tub  are  used 
one  or  more  hundred  beaded,  ribbed,  or  oval  formed  elastic  or  soft 
wood  haWsiiii,  The  hand  rocking  lever  o  o  o  is  connected  at  its 
lower  extremity  to  the  lower  rail  of  the  framing  or  stand  K  K,  by  a 
joint  pin  or  fulcrum  bolt  P. 

Claim. — The  construction  of  a  washing  machine  having  a  concave 
bottom  a  a  a  attf  with  a  secondary  grating-like  or  fluted  bottom  6  c  c, 
b  c  c,b  c  Cy  the  slotted  rocking  lever  o  o  or  r^  and  the  corrugated  balls 
i  i  i  i  or  their  equivalents,  the  whole  constructed,  arranged,  and 
operated  substantially  in  the  manner  as  set  forth  and  descrilj^d. 

No.  20,872.— B.  F.  Ghormley,  of  New  Frankfort,  Jnd.— Improved 
Washing  Machine. — Patent  dated  July  13,  1858. — The  nature  of  this 
improvement  consists  in  providing  the  box  case  with  projecting  lugs 
c  c,  so  that  they  may  be  entered  through  notches  b  6,  formed  in  the 
jaws  of  the  pedestal,  and  allow  of  a  ring  being  placed  on  the  axle,  and 
then  admit  of  the  descent  of  the  jaws  by  lowering  the  truck  frame ; 
the  aforesaid  lugs,  by  passing  behind  the  projecting  edges,  formed  on 
the  parallel  faces  of  the  jaws  of  the  pedestal,  will  scarcely  retain  the 
box  case  between  the  jaws  (yet  allow  of  the  slight  vertical  movement 
consequent  to  the  use  of  the  springs)  when  the  weight  of  the  truck 
frame  c  c  is  thrown  on  the  axle. 
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Claim. — The  oombination  and  arraDgement  of  the  fluted  and  grooved 
roller  B,  and  the  cords  a  a,  and  roller  C,  with  the  hinged  washboard 
D,  springs  c  Cy  and  temper  screws  d  dj  all  being  operated  and  con- 
structed in  the  manner  and  for  the  purpose  fully  described. 

No.  20,932. — William  Brown,  of  Duncannon,  Pa.— /mprtwcrf  Washr 
ing  Machine. — Patent  dated  July  20,  1858. — This  washing  machine 
coDsists  of  a  tub  with  a  fluted  concave  bottom  and  a  fluted  rubber  b  6, 
which  is  hung  above  and  vibrates  over  said  bottom  ;  the  clothes  are 
attached  to  the  rubber  so  as  to  be  washed  between  it  and  the  concave 
tub  bottom.  The  rubber  is  suspended  by  springs,  so  as  to  allow  of 
any  desired  force  being  applied  to  the  clothes  without  the  necessity  of 
the  operator  being  compelled  to  bear  the  labor  of  lifting  the  rubber  to 
apply  said  force. 

The  inventor  says:  I  dainty  first,  the  manner  described  of  hinging 
the  forward  portion  b  of  the  rubber  to  the  rear  portion  6  of  the  same, 
for  the  purposes  set  forth. 

Second.  The  manner  described  and  shown  of  hinging  the  rubber  b  b 
to  the  uprights,  in  combination  with  the  manner  of  suspending  the 
uprights  a  a  by  means  of  slots,  pivots,  and  springs,  for  the  purpose 
set  forth. 

No.  21,216.— D.  0.  Rood,  of  Altona,  I\\.— Improved  Washing  Ma- 
chine.— Patent  dated  August  17,  1858. — This  invention  consists  in 
the  employment  of  a  hollow  rotating  cylinder  and  a  yielding  concave 
placed  m  a  suitable  box,  the  cylinder  being  provided  with  a  flap  or 
door,  a  fi|stening  or  catch,  and  covered  with  an  inflated  belt  or  thick 
fabric  of  any  suitable  material,  the  whole  being  arranged  for  the  ready 
and  effectual  cleansing  or  washing:  of  clothes,  especially  those  kinds 
which  require  a  peculiar  treatment. 

The  inventor  says :  I  am  aware  that  rotating  cylinders  and  concaves 
have  been  previously  used  and  arranged  in  various  ways  for  washing 
clothes,  and  I  therefore  do  not  claim  broadly  such  device  separately 
or  in  itself  considered. 

But  I  daim  having  the  rotating  cylinder  B  provided  with  a  flap  or 
door  /  and  a  flap  or  fastening  c,  and  covered  by  an  inflated  band  or 
belt  or  any  suitable  cloth  or  rabric  A,  in  combination  with  the  yielding 
concave  D,  provided  with  the  corrugated  board  E  and  rollers  j  j\  the 
whole  being  placed  in  a  proper  box  A,  and  arranged  substantially  as 
and  for  the  purpose  set  forth. 

No.  21,1T5. — David  Allan,  of  St.  Louis,  Mo. — Improved  Washing 
Machine. — Patent  dated  August  17,  1858. — In  the  engravings  A  is 
the  dasher  or  plunger  insert^  in  the  tubs  B  B,  connected  with  the 
beam  C  by  the  pitmans  D  D,  and  worked  by  the  handle  or  brake  E, 
supported  by  the  post  F.  The  top  of  dasher  G  is  kept  in  the  situation 
shown  by  a  key  or  wedge  H  until  the  clothes  are  put  on  or  moved 
from  the  dasher  A.  When  the  clothes  are  placed  on  the  dasher  A, 
the  top  of  the  dasher  G  is  brought  down  upon  them  and  is  there 
secured  by  the  key  H  at  the  points  J.  The  water  or  soapsuds  being 
about  six  inches  below  the  bottom  of  the  dasher  when  the  beo^tOL  Cj  \& 
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horizontal,  and  the  top  of  the  dasher  G  being  ooncave,  as  shown  in  the 
engravings. 

Claim. — The  air-chamber  or  top  of  the  concaye  dasher  G  G,  or  its 
equivalent. 

No.  21,261. — William  A.  Jordan,  of  Thibodeaux,  La. — Improved 
Washing  Machine, — Patent  dated  August  24,  1868. — This  invention 
consists  in  having  a  vertical  tube  G  fitted  centrally  in  the  bottom  a  of 
the  tub  A,  so  as  to  serve  as  a  guide  for  the  shaft  F  of  the  disk  or  rub- 
ber D,  and  at  the  same  time  serve  as  an  eduction  pipe  to  let  off  the 
water  from  the  tub.  The  disk  or  rubber  shaft  being  slotted  longi- 
tudinally, and  having  a  key  or  pin  passing  through  it,  which  key 
serves  to  retain  the  shaft  and  allow  the  rubier  when  raised  to  rest  on 
the  side  of  the  tub. 

Claim. — The  combination  of  the  tube  C,  slotted  shaft  F,  and  pin  or 
key  G  attached,  respectively,  to  the  tub  A  and  disk  or  rubber  D,  and 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  21,385. — Thomas  J.  Tindall,  of  New  York,  N.  Y. — Improved 
Washing  Machine, — Patent  dated  August  31,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  combining  with  a  suitable  vessel  for 
containing  the  clothes,  &c.,  to  be  washed,  and  the  washing  liquid, 
an  exhausting  pump  or  equivalent  therefor,  communicating  with 
the  said  vessel  above  the  intended  charge,  substantially  as  described, 
to  exhaust  the  said  vessel  above  the  charge  and  relieve  the  pressure 
to  effect  the  circulation  of  the  washing  liquid  by  ebullition  below  the 
recognized  boiling  point,  as  set  forth. 

No.  21,477.— W.  T.  Armstrong,  of  Sandwich,  111. — Improved  Wash- 
ing  Machine. — Patent  dated  September  14,  1868. — This  invention 
consists  in  making  the  yoke  or  shaft  which  supports  the  rubber  in 
bearings  stationary  while  in  operation,  so  far  as  vertical  motion  is 
concerned,  and  allowing  the  necessary  vertical  play  to  accommodate 
the  thickness  of  the  mass  of  clothes  which  are  being  operated  upon  by 
means  of  a  slide  attached  to  the  rubber  and  passing  through  the  yoke, 
being  guided  by  it  in  such  a  manner  as  to  allow  the  rubber  to  rise  or 
fall  without  interfering  with  the  position  or  action  of  the  bearings  of 
the  shaft. 

Claim, — The  combination  of  the  rubber  and  the  slide  F,  with  the 
stationary  shaft  G,  substantially  as  and  for  the  purposes  set  forth. 

No.  21,476.— John  Allbn,  of  Galena,  UL^.— Improvement  in  Wash- 
ing Machines. — Patent  dated  September  14,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  What  I  daim  is,  so  dressing  with  zig-zag  ribs 
F  F  the  bottom  of  the  tub  and  under  surface  of  the  rubbing  disk, 
that  the  approximating  angles  by  of  the  ribs  F^  of  the  disk  and  tub 
shall  form  rnomboidal  figures  wherein  the  clothes  are  subjected  to  an 
angular  squeezing  and  oblique  rubbing  action,  and  the  approximating 
Jrnuckle  or  wedged  shaped  ends  a  of  said  angles  shall,  when  the  motion 
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of  tbe  disk  is  reversed,  alter  the  rhomboidal  spaces  and  pnmmel  and 
loosen  np  the  clothes,  so  as  to  allow  a  fresh  supply  of  cleansing  water 
to  circulate  through  them,  and  thus  prepare  them  for  a  succeeding 
angular  squeezing  and  oblique  rubbing  action,  substantially  as  and 
for  the  purposes  set  forth. 

No.  21,565.— Hrnry  R.  June,  of  Millport,  N.  Y.— Improved  Wash- 
ing Machine. — Patent  dated  September  21, 1858. — The  inventor  says: 
The  arrangement  of  the  sets  of  projecting  slats  dddy  alternating  with 
the  receding  or  depressed  boards//,  is  found  to  be  very  effective  in 
connexion  with  the  elastic  stationary  rubber  E,  by  the  alternate  com- 
pressing and  relieving  from  pressure  of  the  clothes  and  the  consequent 
alternation  of  their  saturation  with  and  nearly  depriving  of  water. 
The  various  degrees  of  pressure  which  are  so  readily  given  to  the 
stationary  rubber  also  finely  adapts  to  the  most  delicate  as  well  as  the 
hardest  rubbing. 

The  inventor  says :  I  daim  the  combination  of  the  revolving  rubber 
C,  having  alternate  slats  dddy  and  receding  boards//,  as  described, 
with  the  rubber  E,  constructed  and  operating  in  the  manner  specified. 

I  also  claim  the  elastic  pivot  rod  m,  operating  in  the  manner  and 
for  the  purpose  set  forth. 

No.  21,665. — John  Fordycb,  of  Morgantown,  Va. — Improved  Wash- 
ing Machine. — Patent  dated  October  5, 1858. — This  invention  consists 
in  the  combination  of  the  tipping  and  stationary  racks  with  the 
plunger,  for  the  purpose  of  locsening  up,  raising  and  turning  over 
the  clothes  and  preventing  them  from  l^ing  drawn  back  by  the  plunger 
and  off  from  the  tipping  rack. 

Claim. — In  combination  with  the  reciprocating  plunger  D,  the  tip- 
ping rack,  and  the  stationary  rack  teeth,  the  three  parts  operating 
together  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,653.— Samuel  W.  Cole,  of  Millington,  Md. — Improved 
Washing  Machine. — Patent  dated  October  5,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Claim.— The  combination  of  the  lever  E,  shaft  C,  and  hinged  levers 
b  6,  with  each  other  and  with  the  rubbers  D  F,  for  the  purpose  of 
moving  said  rubbers  in  contrary  directions  at  the  same  time,  and  allow 
the  upper  rubber  to  rise  and  fall,  to  adapt  itself  to  the  clothes,  the 
whole  Deing  arranged  and  operating  as  set  forth. 

No.  21,875. — Theodore  G.  Eiswald,  of  Providence,  R.  I. — Im- 
proved Washing  Machine. — Patent  dated  October  26,  1858. — A  is  the 
outer  cylinder  which  is  made  to  revolve  one  way  by  a  cross-belt  e  ;  B 
is  the  inner  cylinder  which  is  made  to  rfcvolve  in  the  opposite  direction 
by  being  connected  with  crank/ so  that  the  same  power  applied  to  the 
crank  acts  upon  shaft  G,  thus  causing  the  two  cylinders  to  rotate 
around  a  common  center  at  the  same  time  and  in  opposite  directions. 

Claim, — The  washing  of  clothes  by  means  of  the  arrangement,  con- 
struction, and  combination  of  the  two  cylinders  A  B  revolving  in 
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different  directions,  substantially  as  and  for  the  purposes  shown  and 
described. 

No.  21,867. — William  T.  Armstrong,  of  Sandwich,  HI. — Improve- 
ment in  Washing  Machines. — Patent  dated  October  26,  1858. — ^The 
nature  of  this  improvement  in  washing  machines  consists  in  making 
one  or  more  inverted  curves  in  an  arched  or  curved  rubber,  arranged  to 
work  in  a  vat  or  box,  with  a  curved  bottom,  provided  with  ribs  upon 
which  the  clothes  to  be  washed  are  rolled  or  rubbed  by  said  rubber,  and 
when  the  clothes  are  opposite  the  inverted  curve  they  are  partially 
released  to  allow  them  to  absorb  water,  which  is  squeezed  or  pressed 
out  by  the  arched  portion  of  the  rubber,  carrying  the  dirt  from  the 
clothes,  which  has  been  loosened  by  the  rubber. 

Claim. — Making  one  or  more  inverted  ribbed  curves  (N  0)  in  an 
arched  or  curved  rubber,  substantially  as  described. 

No.  21,909. — Hamilton  E.  Smith,  of  Philadelphia,  Pa. — Improved 
Washing  Machine. — Patent  dated  October  26,  1858. — This  improve- 
ment consists  in  placing  within  the  vessel  a  valved  diaphragm,  and 
above  the  latter  a  perforated  diaphragm,  or  its  equivalent,  both 
diaphragms  being  arranged  to  yield  together  to  the  pressure  of  the 
plunger  on  the  clothes,  and  to  return  to  their  former  positions  on  the 
removal  of  this  pressure,  the  whole  being  combined  with  two  pipes 
connected  to  any  suitable  heating  apparatus,  and  communicating  with 
the  vessel  one  above  and  the  other  below  the  diaphragms,  so  that 
portions  of  the  cooler  water  at  the  upper  portion  of  the  tub  may  pass 
into  the  heater,  and  a  supply  of  reheated  water  brought  to  act  on  the 
clothes  by  the  action  of  the  plunger. 

Claim. — The  vessel  B,  with  its  yielding  valved  diaphragm  J,  and 
the  perforated  diaphragm  I,  or  its  equivalent,  in  combination  with  a 

Eipe  G,  communicating  with  the  vessel  at  a  point  above,  and  the  pipe 
[  at  a  point  below  the  said  diaphragms,  ana  both  pipes  communicat- 
ing with  any  suitable  heating  apparatus,  substantially  as  and  for  the 
purpose  set  forth. 

No.  21,903. — Joseph  F.  Pond,  of  Cleveland,  Ohio. — Improved 
Washing  Machine. — Patent  dated  October  26,  1868. — The  nature  of 
this  invention  consists  in  hanging  the  lower  rollers,  over  which  the 
apron  passes,  at  opposite  extremities  of  vibrating  bars,  for  rendering 
said  rollers  self-adjustable. 

Claim. — The  suspension  of  the  rollers  E^  E^  upon  the  vibrating 
bars  //  at  the  extremities  of  slide  rods  b  by  in  combination  with  the 
springs  d  and  upper  roller  E,  the  whole  constructed,  arranged,  and 
operating  substantially  as  and  for  the  purposes  set  forth. 

No.  22,236. — John  G.  Haley,  Isaac  Wilson,  and  Jackson  Lyon,  of 
Cameron,  111. — Improved  Washing  Machine. — Patent  dated  December 
7,  1858. — ^This  invention  relates  to  that  class  of  washing  machines 
which  are  constructed  with  a  horizontal  washboard,  on  which  a  re- 
volving rubber  is  operated,  and  consists  in  making  the  slabs  or  ribs 
on  the  rubber  and  washboard  of  different  widths,  but  so  as  to  inter- 


XVn. — HOOSEHOLD  FUKNITURB,  ETC  497 

lock  or  mesh  with  each  other,  and  so  that  the  slip  hetween  them  shall 
cause  the  clothes  to  change  position  whilst  being  acted  upon  by  them. 
Claim, — Making  the  spaces  between  the  edges  of  the  slats  a  of  the 
washboard  of  a  width  dijQEerent  Vrom  that  of  the  spaces  between  the 
edges  of  the  slats  b  of  the  cylinder  F,  and  allowing  the  slats  of  each 
to  interlock  or  mesh  and  slip  upon  each  other,  for  the  purpose  of 
causing  the  clothes  to  move  or  change  their  position  in  the  wash  box 
whilst  they  are  undergoing  the  rubbing  process,  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

No.  22,227.— Jbssb  Bowbn,  of  Yellow  Bud,  Ohio.— Improved  Wash- 
ing Machine. — Patent  dated  December  7,  1858. — The  tub  a,  which  is 
to  contain  the  water  and  the  clothes  to  be  washed,  has  a  vertical  shaft 
/extending  from  its  bottom  downward.  This  shaft  rests  in  a  step 
upon  the  cross  piece  y,  and  has  a  bearing  in  the  bridge  i  t,  both  pieces 
y  and  1 1  forming  part  of  the  frame-work  of  the  machine.  A  pinion 
g  is  attached  to  the  shaft/,  and  meshes  with  the  horizontal  racks  h  h 
sliding  on  and  guided  by  the  upright  rails  of  bridge  1 1,  forming  part 
of  the  frame-work  of  the  machme. 

Claim. — The  alternating  rotation  of  the  tub  in  one  direction,  and 
the  similar  rotation  of  the  rubber  in  an  opposite  direction,  by  means 
of  the  levers,  racks,  and  pinions,  arranged  and  operating  as  set  forth. 

No.  22,461. — Gborgb  W.  Swiorrt,  of  Monmouth,  Illinois. — Wash- 
ing  Machine. — Patent  dated  December  28,  1858. — The  claim  and 
engraving  explain  the  nature  of  this  invention. 

Claim. — A  washing  machine  provided  with  a  cylinder  of  brushes  0, 
a  concave  J  supported  on  springs  d,  guard  K  attached  to  rod  e, 

Sounders  L,  tappet  drum  M,  and  otherwise  constructed  as  shown  and 
escribed. 

No.  21,819. — John  8.  Clark,  of  Philadelphia,  Pennsylvania. — 7m- 
proved  Arrangement  of  Means  for  Making  Tight  Joints  Around  the 
Faucets  of  Water  Cboicr*.— Patent  dated  October  19,  1858.— This  in- 
vention relates  to  the  making  of  a  convenient  and  perfectly  tight  joint 
between  the  faucet,  or  cock^  and  the  passage  which  leads  to  the  inte- 
rior of  the  well. 

Claim. — The  projection  gr,  ring  h,  and  cap  i,  as  an  arrangement  of 
means  for  allowing  of  the  making  of  a  perfect  joint,  as  described. 

No.  19,226. — Charlbs  8.  Schlbibr,  of  Brooklyn,  New  York,  as- 
signor to  John  H.  Boicn,  of  Weehawken,  New  Jersey. — Improvement 
in  Window-Shade  Fiacres. — Patent  dated  January  26,  1858. — The 
inventor  thus  describes  his  improvement :  I  attach  the  lower  pulley 
A,  around  which  the  cord  B  of  the  shade  passes,  to  the  upper  end  of 
a  screw  rod  0.  The  pulley  A  is  fitted  within  a  socket  or  block  a,  and 
this  socket  or  block  is  so  attached  to  the  end  of  the  screw  rod  C  that 
it  may  turn  freely  around  on  it.  It  will  therefore  be  seen  that  the 
pulley  A  is  a  swivel  pulley. 
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The  rod  C  passes  through  a  nnt  I)  which  is  attached  to  a  plate  E. 
This  plate  is  secured  to  the  lower  part,  and  on  one  side  of  the  window, 
as  nsnal.  E  is  the  pulley  at  one  end  of  the  roller  G,  around  whiqh 
pulley  the  cord  B  also  passes,  said  roller  being  at  the  upper  part  of 
the  window. 

Claim, — As  an  improved  article  of  manufacture,  a  window-shade 
fixture  having  the  swivel  pulley  A  attached  to  the  screw  rod  C,  which 
is  fitted  in  or  passes  through  the  nut  I)  on  the  plate  E,  substantially 
as  described,  and  for  the  purpose  set  forth. 

No.  19,336. — Jacob  B.  Bailey,  of  New  York,  N.  Y. — Improvement 
in  BoUera  for  Window  Shades — Patent  dated  February  16,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  spring  F  for  the  purpose  of 
holding  the  roller  in  any  position,  as  that  has  been  before  used,  and 
patented  by  Purchase  Miles,  of  Hartford,  Connecticut,  improvements 
m  window-curtain  rollers  and  fixtures,  patented,  respectively,  March 
3,  1857,  and  April  7,  1857. 

Nor  do  I  claim  the  endless  band. 

Nor  do  I  claim  the  use  of  the  India-rubber  as  new  for  the  purpose 
of  creating  friction  on  a  pulley^  bls  that  has  been  before  known  and 
used. 

But  I  claim  the  application  of  an  India-rubber  band,  or  equivalent 
substance,  on  the  plane  of  the  pulley  at  M,  in  combination  with  the 
endless  band  or  cord,  for  the  purpose  of  rolling  and  unrolling  a  curtain 
or  shade,  in  the  manner  set  fortn. 
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No.  22,199.-8.  E.  Pbttee,  of  Mansfield,  Massachusetts.— Pa^*n^ 
Apparaluafor  Bag  Machines^  etc.- Patent  dated  November  30, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Controlling  the  flow  or  draught  of  the  paste  when  carried 
from  a  reservoir  by  a  wheel  or  roll  placed  in  the  passage  through  the 
bottom  of  said  reservoir,  the  roll  receiving  its  motion  from  the  pas- 
sage of  the  paper  under  it,  when  said  controlling  is  effected  by  means  of 
the  piece  D  and  screw  E  in  the  manner  and  for  the  purposes  set  forth 
and  described. 

No.  19,046.— Stephen  P.  Rugglbs,  of  Boston,  Massachusetts.— Jii»- 
provement  in  Shears/or  Cutting  Bank  NoteSy  €6c.~Patent  dated  Janu- 
ary 5,  1858. — The  nature  of  this  invention  consists  in  so  hanging  the 
movable  blade  of  a  pair  of  shears  as  that  in  the  act  of  cutting  it  shall 
continue  to  be  drawn  close  up  to  the  stationary  blade  throughout  its 
whole  length,  but  without  allowing  the  cutting  edges  to  shear  each 
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other,  and  at  the  same  time  spread  at  their  heels,  uncontrolled  hj  a 
tight  rivet  or  screw,  as  in  other  shears. 

Claim, — The  keeping  of  the  moving  blade  in  close  and  equal  con- 
tact with  the  stationary  one  throughout  their  entire  length,  and  the 
allowing  of  the  blades  to  separate  at  the  heel  when  in  the  act  of  cut- 
ting, as  described  and  represented. 

No.  21,984. — ^Forrest  Shbpbiu),  of  New  Haven,  Connecticut. — Com^ 
bined  Book  and  Slate, — Patent  dated  November  2,  1858. — This  im- 
provement consists  in  so  connecting  the  slate  with  the  book  that  the 
slate  (and  its  back)  will  form  one  side  of  the  cover  of  the  book  when 
shut;  and  when  it  is  open,  the  book  may  be  opened  at  any  desired 
page  or  portion,  while  the  slate  will  be  directly  below  it  in  a  conve- 
nient position  for  use. 

Claim, — The  combination  of  the  slate  with  the  book,  when  so  con- 
nected and  arranged  that  the  slate  can  be  used  with  equal  convenience 
and  facility  with  each  page  of  the  book,  while  the  page  and  the  slate 
are  continually  before  the  eye  of  the  user,  as  represented  in  figure  1, 
and  the  whole  is  constructed  and  connected  substantially  as  described. 

No.  21,759. — JosEK  Johnson,  of  New  York,  N.  Y. — Index/or  Book 
Marker. — Patent  dated  October  12,  1858. — ^This  invention  consists  in 
BO  forming  the  extremities  of  a  thin  strip  of  metal  as  to  enable  the 
terminating  portion  of  one  to  point  as  an  indicator  or  marker,  while 
the  other  extends  at  an  acute  angle,  more  or  less,  therefrom,  in  such 
a  manner  as  to  form  an  index,  which  is  easily  att€kched  to  the  edge  of 
a  sheet  of  paper,  and  capable  of  being  raised  and  lowered  over  the 
same,  and  retained  at  any  desired  point,  to  indicate  a  line,  letter,  or 
figure. 

Claim. — The  clasp  A  made  of  one  piece  of  metal,  with  the  angle 
between  its  points  for  receiving  the  leaf,  while  the  clasp  is  applied  in 
a  vertical  position,  or  nearly  so,  and  opening  to  receive  the  leaf  as  it  is 
pressed  against  its  edge,  and  firmly  grasping  the  leaf  when  applied, 
operating  as  described  and  for  the  purposes  set  forth. 

No.  21,708. — ^Edward  Town  and  Calvin  E.  Town,  of  Jersey  City, 
New  Jersey. — Machine  for  Numbering  the  Pages  of  Books. — Patent 
dated  October  5,  1868. — A  is  the  frame  of  the  machine.  On  the  two 
upper  stretchers  the  bed  pieces  B  B  are  adjustable,  and  may  be 
secured  at  any  requisite  distance  apart  by  set-screws  or  other  device. 

The  bed  pieces  are  constructed  with  channels,  through  which  the 
type  blocks  C  C  are  driven  by  the  ratchet  pawls  c  c  cc  affixed  to  the 
slides  c^  c^. 

The  channels  are  covered  with  a  sheet  of  brass  or  other  metal, 
which,  with  the  movable  bars  P  P  P,  form  the  table  of  the  machine. 

The  inventors  say :  We  claim  the  use  of  type  blocks,  containing  a 
limited  number  of  types,  constructed  as  above  described,  with  the 
ratchet  teeth  at  the  side,  or  any  equivalent  device  to  secure  their 
uniform  motion. 

We  also  claim  the  level  bed  pieces,  as  described,  in  combination 
with  type  blocks. 
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We  further  claim  the  mode  of  delivery  of  the  type  blocks  by  meana 
of  the  discharge  boxes,  as  described. 

We  further  claim  the  general  combination  of  these  parts  with  each 
other  and  with  the  other  parts  of  the  machine. 

No.  19,654. — A.  C.  Semplb,  of  New  York,  N.  Y .—Improvement  in 
Machines  for  Trimming  ^ooA».~Patent  dated  March  16,  1858.— The 
nature  of  this  invention  consists  in  mounting  the  carriage  or  table  0 
which  holds  the  books,  papers,  or  other  material  to  be  cut,  and  mov- 
ing it  on  inclined  ways  against  the  knife  or  cutter,  by  which  means 
the  necessary  draw  cut  is  produced. 

Claim. — Bringing  the  table  or  carriage  C  which  contains  the  books 
or  paper  to  be  cut  to  the  knife  by  moving  it  up  an  inclined  plane  a  a, 
by  means  substantially  such  as  described. 

No.  21,748. — Adolphb  Drbtspbinq,  of  Montgomery,  Alabama. — 
Improvement  in  Portable  Boxes. — Patent  dated  October  12,  1858. — ^In 
making  this  box,  the  joints  at  %  and  g  are  made  by  turning  inside 
small  portions  i  v  and  g  w  of  the  rectangles  by  making  slight  incis- 
ions. The  four  vertical  joints  thus  formed  are  then  pasted  together 
on  the  inside,  and  the  outside  of  said  joints  are  covered  with  and 
pasted  to  linen,  cotton,  cloth,  or  other  suitable  material,  for  the  pur- 
pose of  preventing  the  breaking  of  the  joints  by  frequent  folding  and 
unfolding  of  the  box. 

Claim. — Constructing  boxes  capable  of  being  folded  and  unfolded 
without  thereby  impairing  their  shape  or  their  usefulness,  substan- 
tially as  described. 

No.  21,381. — Frai^cis  M.  Sweet,  of  Syracuse,  N.  T. — Improvement 
in  Bracelets. — Patent  dated  August  31,  1858. — The  nature  of  this  in- 
vention consists  in  providing  hollow  metallic  bracelets  with  an  elastic 
connexion  of  rubber  or  metal  spring,  so  arranged  as  to  admit  of  the 
enlargement  of  the  bracelet  to  pass  over  the  hand,  and  closing  the 
same  upon  the  wrist  and  holding  the  parts  together  by  the  contraction 
of  the  rubber  or  spring. 

Claim. — The  employment  of  the  elastic  rubber  or  spring  connexion 
between  the  two  parts  of  the  bracelet,  operating  substantially  as  de- 
scribed, and  when  the  parts  F  and  C  are  furnished  with  guides,  in 
the  manner  and  for  the  purpose  set  forth. 

No.  21,208.— John  McEliieran,  of  Brooklyn,  N.  Y .—Feed  Motion 
for  Cerotypography. — Patent  dated  August  17,  1858. — In  the  engra- 
vings the  waxed  matrix  A  is  shown  to  slide  in  direction  of  the  length 
of  a  feeding  bar  a,  on  or  across  an  under  sliding  plate  B,  which  trav- 
erses at  rignt  angles  to  the  upper  plate  A  on  and  along  a  bed  plate  C. 
These  right  angled  movements  are  for  the  purpose  of  giving  the  ne- 
cessary feed  or  adjustment  to  the  plastic  surface  plate  or  matrix  A  for 
impression  of  the  type  thereon  at  suitable  distances  apart,  as  in 
printing  by  type  in  lines;  the  lower  sliding  plate  B,  which  may  be 
adjusted  by  a  screw  &,  serving  to  give  the  '^  line  '*  feed  at  intervals 
to  the  matrix  A,  and  the  type  serving  in  a  novel  manner  to  a^ujst^  by 
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tlie  act  of  impression,  the  matrix  each  succeeding  letter,  character,  or 
sign  that  is  made  in  the  same  line. 

Claim. — The  manner  described  of  causing  the  type,  by  their  inser- 
tion in  an  adjustable  type  socket  or  its  eq^uivalent,  to  regulate  their 
own  required  position  relatively  to  the  impression  surface,  substan- 
tially as  specified. 

No.  20,183. — Jambs  Lancklott,  of  Cranston,  R.  I.,  assignor  to 
Sagkbtt,  Davis  &  Co.,  of  Providence,  R.  I. — Improvement  in  Sheet 
Metal  Chains  — Patent  dated  May  4,  1858. — The  nature  of  this  im- 
provement will  be  understood  by  referring  to  the  claim  and  engrav- 
ings. 

The  inventor  says  :  I  do  not  claim  the  making  of  an  ornamental 
chain  from  steel  metal;  neither  do  I  claim  the  weaving  of  a  chain  by 
turning  over  the  arms  of  each  link  upon  the  body  of  the  next  link 
without  the  use  of  solder. 

But  I  daim  the  forming  of  the  body  of  each  link  into  a  dome  disk 
or  cap,  80  as  to  admit  of  the  projecting  arms  of  each  link  being  bent 
at  a  very  acute  angle  against  the  sides  of  the  dome  or  cap  of  the  next 
succeeding  link,  for  the  purposes  specified. 

No.  21,456. — William  Van  Anden,  of  Poughkeepsie,  N.  T. — 7/w- 
provement  in  Portable  Copying  Apparatus. — Patent  dated  September  7, 
1868. — The  nature  of  this  improvement  in  the  manufacture  of  portable 
copying  books  or  presses  consists  in  the  method  of  uniting  a  cylin- 
drical removable  back  or  holder  with  a  copying  book  by  means  of  a 
concave  channel  or  groove  cut  longitudinally  in  the  face  or  surface  of 
the  cylinder,  so  that  the  book  can  be  slid  into  and  out  of  the  groove 
almost  instantly,  and  at  the  same  time,  when  adjusted  in  the  groove, 
firmly  held  in  its  place  during  the  operation  of  rolling  on  the  cylinder 
to  take  a  copy  in  the  book. 

The  inventor  says :  I  daim  the  improved  method  of  uniting  a 
cylindrical  removable  back  or  holder  with  a  copying  book  by  means  of 
a  concave  or  tubular  channel  cut  longitudinally  with  the  face  of  the 
cylindrical  back  or  holder,  for  the  purposes  and  substantially  in  the 
manner  set  forth. 

No.  20,436. — ^Edward  Q-.  Kinsley  and  Samuel  A.  W.  Parker,  jr., 
of  Stoughton,  Mass. — Hinge  for  Daguerreotype  and  other  Cases. — Pa- 
tent dated  June  1,  1858. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

The  inventors  say  :  We  do  not  claim  a  hinge  of  common  construc- 
tion, or  one  having  each  of  its  leaves  bent  at  a  right  angle  in  order 
that  it  may  be  inserted  in  a  mortise  made  in  the  side  of  a  case  or 
box. 

Nor  do  we  claim  so  applying  a  hinge  to  a  daguerreotype  or  picture 
case  moulded  of  a  plastic  material  or  made  of  frangible  substance  or 
substances,  that  such  hinge  may  have  each  of  its  leaves  bent  twice, 
and  so  applied  to  the  halves  of  the  box  as  to  embrace  two  contiguous 
sides  of  them,  and  be  independent  thereof,  or  not  to  have  any  tenon 
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or  projection  to  enter  the  same,  but  extend  or  lap  over,  and  be  fastened 
to  the  top  and  bottom  plates  of  the  said  box. 

But  we  daim  our  improved  mode  of  arranging  and  applying  the 
hinge  with  reference  to  the  side  and  end,  or  the  end  and  the  bottom 
of  either  half  of  the  box  ;  that  is,  extending  the  hinge  leaf  through 
the  side  of  the  half,  and  against  the  inner  surface  of  its  end  or  the 
same,  and  the  inner  surface  of  the  bottom,  and  fastening  such  leaf  to 
the  end,  or  to  the  end  and  bottom,  the  whole  serving  to  attain  advan- 
tages as  specified. 

No.  20,*ri8.— Charles  Ketcham,  of  Penn  Tan,  New  York. — Im- 
provement in  Machines  for  Cleaning  Daguerreotype  Plates. — Patent 
dated  June  29,  1858 — E  E  are  the  main  plates  of  the  cleaners,  and 
may  be  made  of  tin,  brass,  wood,  or  iron,  to  which  parts  J  are 
attached,  or  they  may  be  perforated  so  that  the  parts  J  may  be  in- 
serted. F  is  a  clasp  surrounding  the  plate  E,  and  is  used  to  hold  the 
cloth  or  other  substance  that  may  be  used  to  cover  the  parts  J.  1 1 1 1 
are  springing  braces  that  serve  to  hold  the  cleaners  in  position.  G  is 
a  bar  extending  from  one  cleaner  to  the  other  ;  its  use  is  to  prevent 
the  cleaners  from  revolving  with  the  shafts  D  D. 

Claim. — Cleaners  made  as  specified,  with  the  projections  J,  as  set 
forth ;  also  the  means  for  holding  them  in  position  with  respect  to 
each  other,  and  the  means  for  giving  motion  to  the  cleaners^  when 
arranged  as  specified. 

No.  19,770.— LuDwiG  Grbinkr,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Constructing  Dolls  Rends. — Patent  dated  March  30, 
1858. — The  claim  will  explain  the  nature  of  this  invention. 

Claim. — Strengthening  the  seams  and  protecting  the  exposed  parts 
of  doll  heads,  by  cementing  or  pasting  on  those  parts  muslin,  linen, 
silk,  or  other  equivalent  material,  in  the  manner  and  for  the  purpose 
set  forth. 

No.  21,336.— IssACHAR  P.  Hansell,  of  Springfield,  Illinois.— 7w». 
frovement  in  Draxoing  Boards. — Patent  dated  August  31, 1858. — This 
invention  consists  in  having  an  adjustable  curved  strip  fitted  in  each 
side  of  the  board,  the  outer  edges  of  the  strips  being  the  curved  parts 
and  forming  guides  for  the  square,  the  curves  being  struck  or  formed 
from  the  vanishing  point,  or  point  of  distance  ot  the  object  to  be 
drawn,  and  determining  the  proper  angle  at  any  point  of  their  curved 
surface  for  the  vanishing  lines.  The  board  has  also  straight  guides 
at  each  side,  in  order  that  the  square,  when  required,  may  l^  adjusted 
parallel  with  the  base  of  the  board. 

Claim. — The  strips  B  B  placed  at  each  side  of  the  board  A,  and 
having  their  outer  edges  curved,  or  made  of  concave  form,  in  the 
manner  described,  and  used  in  connexion  with  the  square,  having  its 
blade  C  and  head  D  arranged  relatively  with  respect  to  each  other  as 
set  forth,  the  whole  being  for  the  purpose  specified. 

No.  19,602. — Charles  M.  Zimmbrmann,  of  Philadelphia,  Pennsyl- 
vania.— Improvement  in  the  Construction  of  Military  Drums. — ^Patent 
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dated  March  9, 1858. — A  are  the  hoops  forming  the  ends  of  the  drum; 
bbbb  are  pulleys  fastened  to  the  hoops  A  A;  c^  c^  c^  c^  is  the  rope 
passing  over  the  pulleys  \  dddd  are  leather  slides  for  tightening  the 
ropes  ;  F  F  F  F  show  parts  of  the  metal  shell  hent  over  the  hoops 
A  A  for  the  drum  to  rest  or  stand  on ;  ib  is  the  back  of  the  metal 
fihell  clasping  the  hoops  securing  the  pulleys  in  their  proper 
position. 

The  inventor  says :  I  do  not  claim  tightening  the  ends  of  military 
drums  by  a  rope  passing  through  holes  made  in  the  hoops,  and  over 
the  same,  as  this  is  in  common  use. 

But  I  daim  arranging  and  adapting  a  series  of  pulleys  bbbb  to  the 
sides  of  drum  hoops,  for  the  purpose  set  forth. 

No.  21,509. — Henry  Lovejoy  and  Robert  Whbelbr,  of  Brooklyn, 
New  York. — Machine  for  Coating  Electrotype  Moulds. — ^Patent  dated 
September  14,  1858. — This  invention  consists  in  giving  to  the  brush 
of  the  machine  a  peculiar  motion  by  which  its  operation  is  rendered 
more  thorough  and  perfect,  and  in  combining  with  the  operation  of 
the  brush  a  wind-blast  for  the  removal  from  the  mould  of  the  super- 
fluous coating  material. 

The  inventors  say :  We  do  not  claim  operating  a  brush  by  mechan- 
ical means  to  coat  electrotype  moulds  with  coating  material. 

But  we  daimy  first,  suspending  the  brush  bar  I  by  the  crank  J  at 
one  end,  and  attaching  it  to  and  operating  it  by  the  crank  of  the  crank- 
shaft E  at  the  other  end,  in  the  manner  and  for  the  purpose  set  forth. 

Second.  The  combination  of  the  brush  H  and  bed  G  with  the  blower 
8  and  wind-chest  Y,  in  the  manner  and  for  the  purpose  described. 

No.  20,711. — Thomas  R.  Hopkins,  of  Petersburg,  Ya. — Ring  Clamp 
for  Engravers y  dtc. — Patent  dated  June  29,  1858 — This  invention 
consists  in  an  adjustable  ring  clamp  or  hand  tool  for  jewelers  or  en- 
gravers' use,  its  office  being  to  hold  and  firmly  clasp  rings  of  difier- 
ent  diameters  during  the  operation  of  filing  out  and  engraving  names 
or  devices  on  the  inner  side  of  the  same.  It  also  answers  for  holdiag 
a  watch  while  cutting  out  the  open  spaces  between  the  rim  and  centre 
to  form  the  arms. 

Claim. — The  adjustable  encircling  spring  D  arranged  in  the  end  of 
the  stock  A  C  and  attached  to  an  adjustable  rod  E,  substantially  as 
and  for  the  purposes  set  forth. 

No.  19,607. — John  Hope,  of  Providence,  R.  I.,  assignor  to  Himself 
and  Thomas  Hope,  of  said  Providence. — Improved  Device  for  Pentd- 
graphic  Engraving  Macninea. — Patent  dated  March  9,  1858. — The 
nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engravings. 

Claim. — Combining  with  the  main  tracer  of  a  pentagraphic  engra- 
ving machine  a  grooved  tablet  A  or  its  equivalent,  and  an  arm  D  and 
secondary  tracer  or  guide  E,  to  run  or  work  in  the  grooves  of  the 
tablet,  and  to  govern  the  direction  of  the  movements  of  the  main 
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tracer  in  producing  the  grounded  lines  of  thei  engrayed  figures^  as 
specified. 

I  also  claim  combining  with  the  tracer  B  the/rest  G  so  as  to  opero^ 
therewith,  as  specified. 

No.  20,528. — John  Hope,  of  Providence,  R.  I.,  assignor  to  Himself 
and  Thomas  Hope,  of  said  Providence. — Apparatus  for  Supporting  and 
Adjusting  Qravers  for  Engraving  Machines. — Patent  dated  June  8 
1858. — The  claim  and  engravings  will  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  daim  the  curved  arm  or  bar  B  and  the  graver 
carriage  D,  as  combined,  together  and  with  the  graver  lever  E,  and 
made  to  operate  therewith,  substantially  as  specified. 

I  also  claim  the  adjustable  weighted  arm  F,  in  combination  with  the 
balanced  tracer  arm  or  graver  E. 

I  also  claim  coDstructmg  the  tracer  carriage  D  in  two  parts  h  c,  sub- 
stantially as  described,  in  order  that  the  tracer  or  graver  may  be 
adjusted  in  a  vertical  direction  to  cylinders  or  rollers  of  different  sizes. 

I  also  claim  making  the  arm  H  and  stop  L  adjustable  on  their  shaft 
and  rod^  as  described,  in  order  to  bring  them  into  proper  positions  to 
cause  the  elevation  of  the  graver  under  any  situation  of  it  on  the  sur- 
face of  the  cylinder,  and  when  the  lever  S  is  moved  backward. 

I  also  claim  making  the  weight  G  in  two  parts  I  m^  for  the  purpose 
specified. 

No.  20,087. — Charles  Phelps,  of  Salem,  Mass. — Improvement  in 
Envelopes  for  Letters^  dtc. — Patent  dated  April  27, 1858. — This  inven- 
tion consists  of  a  piece  of  cord  ofany  suitable  size  and  material  laid  in 
parallel  with  and  attached  to  one  of  the  creases  formed  by  the  folding 
of  the  envelope,  and  of  such  length  that  it  shall  fill  the  said  crease 
and  project  beyond  far  enough  to  be  readily  seized  when  its  use  is 
required. I 

Claim. — ^The  application  to  a  letter  envelope  of  an  opener  there- 
fore ;  said  opener  to  be  attached  to  and  from  part  of  said  envelope, 
and  to  be  attached  and  operated  substantially  in  the  manner  set  forth 
and  described. 

No.  22,405. — James  G.  Arnold,  of  Worcester,  Mass. — Letter  Et^ 
velope. — Patent  dated  December  28,  1868. — The  nature  of  this  inven- 
tion consists  in  so  shaping  the  pattern  that  when  one  piece  is  cut  from 
the  roller  or  continuous  sheet  the  end  of  the  sheet  is  left  in  the  right 
form  to  use ;  and  also  in  making  the  adhering  parts  that  close  the 
ends  or  sides  to  consist  of  narrow  folds  or  laps  that  shall  come  inside 
or  between  the  face  and  back. 

The  inventor  says :  I  dam,  as  a  new  article  of  manufacture,  making 
letter  envelopes  by  cutting,  folding,  and  pasting  the  paper,  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth  and  de- 
scribed. 

1  also  claim  narrow  folds  at  the  enas  or  sides,  so  as  to  come  inside 
between  the  face  and  back,  in  the  manner  and  for  the  purposes  sub- 
BtantiaUj  as  set  forth  and  described. 
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No.  22,149. — ^Milton  G.  Puffer,  of  Rockville,  Conn.,  assignor  to 
Cyeus  White  and  Lewis  A.  Cobbin,  of  said  Bockville. — Improved 
Machine  for  Making  Envdopea. — Patent  dated  November  23,  1858. — 
The  natnre  of  this  improvement  consists  in  so  oonstrncting  a  self- 
feeding  machine  that  when  motion  is  given  it  will  take  one  sheet  of 
paper  at  a  time,  paste,  carry  it  forward,  fold,  press,  and  deliver  it  in 
the  required  numoer  for  a  package,  separated  from  the  others. 

The  inventor  says :  I  claim  the  shape  essentially  of  the  cams  Nos. 
1  2  3  4  5  6  7  8  9,  for  the  purpose  set  forth. 

The  employment  of  the  jack  F,  arm  c^  operating  as  described,  to 
paste  and  lift  the  paper,  and  the  fly  6  to  separate  it  therefrom  on  the 
carrier  H,  as  described. 

The  carrier  H,  shaft  o,  fingers  n,  arm  ti;^  studj?,  catches  m,  and 
armsy,  for  the  purpose  as  described. 

The  combined  action  bed  N  with  the  plunger  B^  for  the  purpose  as 
described  ;  also,  the  employment  of  the  springs  in  the  plunger  B, 
for  the  purpose  as  described. 

I  claim  the  folding  flaps  o  projecting  from  the  centre,  or  nearly  so, 
from  the  end  of  a  shaft  or  shafts,  and  having  their  bearings  on  one 
end  or  on  each  end  thereof,  whether  with  or  without  the  half  circle 
X  Xy  substantially  as  shown  and  described. 

The  construction  and  arrangement  of  the  catch-wheel  ^  with  a  long 
tooth  q  and  guard  ^,  for  the  purpose  as  described. 

The  arrangement  of  the  nippers  T^,  operated  in  the  manner  and 
for  the  purpose  described. 

No.  21,430. — ^BoBBRT  J.  Marcher,  of  New  York,  N.  Y. — Apparatus 
for  Preparing  Elliptical  Frames  for  Oilding. — Patent  dated  September 
7,  1858. — This  invention  consists  in  a  peculiar  arrangement  and  adap- 
tation of  the  well  known  trammel  for  tne  purpose  of  giving  a  position 
or  arbitrary  elliptical  movement  to  a  tool,  said  movement  corresponding 
with  the  shape  of  the  frame  to  be  operated  upon,  so  that  the  tool  may 
traverse  over  the  frame  and  properly  distribute  the  compound  or  sub- 
stance thereon  which  receives  the  gold  leaf. 

^  Claim. — The  inventor  says:  I  am  aware  that  a  bar  provided  with 
pins,  and  fitted  in  slots  or  recesses  crossing  each  other  at  right  angles, 
forms  an  old  and  well  known  implement  termed  a  '^trammel,"  for 
drawing  ovals,  and  such  implement  has  been  arranged  and  adapted 
in  various  ways  for  various  purposes.  But  I  am  not  aware  that  the 
implement  above  named  has  been  arranged  as  shown,  and  used  in 
connexion  with  a  foot  piece  or  rest. 

I  do  not  claim,  therefore,  broadly,  and  irrespective  of  construction 
and  arrangement,  a  trammel,  that  is  to  say,  a  bar  provided  with  pins, 
which  are  fitted  in  cross  slots  or  grooves. 

But  I  claim  providing  the  bar  D  with  a  foot  or  support  E  and 
sliding  plate  or  tool  F,  when  the  bar  D  is  arranged  relatively  with  its 
upright  grooved  or  slotted  bar  C  and  the  frame  B,  substantially  as 
and  for  the  purpose  shown  and  desciibed. 
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No.  21,173.  James  W.  Campbell,  of  New  York,  N.  Y. — MacMne 
far  Preparing  Frames  for  OUding. — Patent  dated  August  10, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  the  lathe  C^  for  this  is  a  well 
known  device,  and  in  common  use  for  turning  oval  and  circular  frames ; 
but 

I  claim  the  inclined  lathe  C  in  combination  with  the  inclined  tool 

F,  when  said  tool  is  arranged  substantially  as  shown,  so  as  to  be  ren- 
dered capable  of  being  adjusted  to  the  frame  D  by  the  treadle  frame 

G,  and  at  the  same  time  allowed  a  lateral  movement  or  play,  to  con- 
form to  any  irregular  movement  of  the  frame  due  to  an  imperfect 
centring  of  the  same  on  the  plate  b  of  the  lathe,  for  the  purpose 
specified. 

No.  20,078.— Peter  V.  Mathews,  of  Philadelphia,  Pa.— Mxfe  for 
Protectifig  GUding  on  Olaaa. — Patent  dated  April  27,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  anything  described  in  such  devices, 
nor  confine  my  claim  to  the  use  of  any  particular  kind  of  adhesive 
substance  or  sizing  for  causing  either  the  gilding  or  the  metallic 
backing  to  adhere  to  the  glass  or  to  each  other,  as  described. 

But  I  daim  the  use  of  the  tin  foil,  or  other  thinly  laminated  or  rolled 
metal,  as  a  backing  for  the  gilded  letters,  figures,  &c.,  which  are 
generally  required  on  the  inner  surfaces  of  the  panes  of  glass  or  win- 
dows, transoms,  and  doors  of  stores,  &c.,  for  the  purpose  of  securing 
and  protecting  the  said  letters,  figures,  &c.,  from  being  damaged 
and  described,  and  without  obstructing  the  free  passage  of  the  rays 
of  light  through  the  immediately  surrounding  parts  of  the  glass  from 
either  side  of  the  same,  as  described. 

No.  21,896. — Jasper  8.  Mile?,  of  Ann  Arbor,  Mich. — Improvement 
in  Ornamenting  Glass. — Patent  dated  October  26, 1858. — ^The  inventor 
says :  The  coral  glass  is  pi*oduced  by  applying  paint  to  one  of  the 
surfaces  of  each  of  two  plates  of  glass,  and  treating  the  paint  and 
glass  in  a  peculiar  manner. 

The  colors  to  be  used  for  the  paint  may  be  various,  but  I  propose 
generally  to  use  zinc  white,  vermilion,  Paris  green,  and  ultramarine 
blue.  These  are  ground  very  fine  and  mixed  for  use  with  equal 
Quantities  of  boiled  linseed  oil  and  Demar  varnish  much  thicker  than 
for  common  painting,  viz.,  of  about  the  consistency  of  cold  tar.  The 
glass  may  be  common  window  glass. 

Claim. — ^The  said  manufacture  produced  by  combining  two  plates 
of  glass  with  coloring  matters  by  a  process  like  that  specified. 

No.  19,707.— John  McElheran,  of  Brooklyn,  N.  Y. — Improvement 
in  Oraphotype. — Patent  dated  March  23, 1858. — This  invention  relates 
to  a  new  method  of  producing  picturetypes  or  other  raised  surfaces  to 
be  printed  from,  and  consists  in  the  process  of  electrotyping  applied  to 
and  in  combination  with  the  method  of  producing  moulds,  matrices,  or 
reversed  copies  of  such  objects  wherein  the  metal  is  by  electrical 
action  directly  deposited. 
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Claim. — ^The  method  described  of  producing  the  monld  or  matrix, 
wherein  the  metal  is  deposited  by  electrical  action  to  form  picture- 
types  or  their  equivalents  of  wax,  applied  to  and  in  combination  with 
a  hard,  transparent,  smooth,  and  level  plate,  substantially  in  the 
manner  set  forth. 

No.  20,612. — ^Alexander  ScmMMELFBNNia  and  Julius  Ends,  of 
Washington,  D.  C. — Improvement  in  Ink- Boilers. — Patent  dated  June 
8,  1858. — The  inventors  say  :  A  very  soft  and  elastic  roller  being  de- 
sired, the  juice  is  used  as  it  flows  from  the  tree,  or  we  apply  solvents 
in  order  to  bring  the  cakes  of  gum  into  a  plastic  flowing  state.  The 
substance  is  then  filtered  and  spread  over  an  even  plane,  in  a  horizontal 
position;  it  is  laid  on  equally  thick  and  evaporates  equally.  When 
the  layer  of  gum  has  nearly  become  dry,  it  is  rolled  upon  the  required 
axis  as  soon  as  the  particles  become  adhesive,  and  the  whole  forms  one 
sheet.  When  a  hard  roller  is  required,  we  roll  upon  an  axis  a  sheet  of 
caoutchouc  which  is  of  equal  thickness,  and  fasten  the  end  of  the  sheet 
to  the  surface  of  the  roller  by  means  of  a  fresh  cut.  The  sheet  is  then 
rolled  upon  the  axis,  and,  if  necessary,  it  is  provided  with  a  cover  of  dry 
caoutchouc  or  gutta-percha. 

Claim. — To  manufacture  ink-rollers  out  of  elastic  gums,  such  as 
caoutchouc  or  gutta-percha,  or  of  compounds  of  the  latter,  in  the  modes 
described  in  the  specification,  or  in  any  similar  modes. 

No.  20,710. — Alpheus  A.  Hakscom,  of  Saco,  Maine. — Improvemeni 
in  Ink-ItoUera. — Patent  dated  June  29, 1858  — In  the  operation  of  this 
roller  the  wheels  c  e  roll  upon  the  frame  in  which  the  form  is  placed. 
And  the  inking  roller,  being  provided  with  ink,  is  lowered  by  means 
of  nuts  c  c  on  to  the  type,  and  by  taking  hold  of  the  handles  g  g  the 
carriage  C  may  be  rolled  backward  and  forward  over  the  type. 

The  inventor  says:  1  claim  j  first,  the  employment  of  the  several 
parts  specified  for  the  purpose  of  adapting  the  carriage  to  different 
sized  forms,  as  set  forth. 

Second.  Suspending  the  ink-roller  B  in  the  rolling  carriage  0,  con- 
structed in  the  manner  set  forth,  and  regulating  and  stationing  said 
roller  by  means  of  screws  a  a  and  nuts  o  o,  for  the  purpose  of  making 
an  adjustable  hand  roller  for  inking  type^  the  peculiarities  and  ad- 
vantages of  which  are  fully  described. 

No.  19,613. — LuciBN  E.  Hicks,  of  Boston,  Mass.,  assignor  to  David 
0.  Field,  of  Brooklyn,  N.  Y. — Improvement  in  Inkstands, — Patent 
dated  March  9, 1858. — In  the  centre  of  the  top  a  there  is  a  female 
screw  or  nut  for  the  reception  of  the  screw  c  on  the  tube  d;  c  is  the 
basin  or  bowl  united  to  the  tubo  d;  it  is  formed  of  metal  or  glass,  and 
provided  with  a  considerable  shoulder-fiange,  for  the  purpose  of  making 
a  good  air  joint  when  secured  in  the  nut. 

Claim. — The  employment  of  the  bottom  6  of  a  fiexible  inkstand, 
constructed  substantially  in  the  manner  set  forth,  for  the  purpose  of 
serving  as  a  valve  in  its  use  with  the  tube  (f,  operating  in  the  manner 
and  for  the  purposes  set  forth  in  the  foregoing  specification. 
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No.  20,028. — John  M.  Batchblder,  of  Cambridge,  Mass. — Jm- 
provement  in  Inkatanda. — Patent  dated  April  27,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim. — An  inkstand  having  a  central  dipping-cup,  with  an  exte- 
rior screw,  hj  which  it  is  raised  and  depressed,  causing  a  corresponding 
rise  and  fall  of  the  ink  in  the  stand  as  the  plunger  enters  and  leaves 
it,  the  combined  screw,  dipping-cap,  and  plunger  being  made  in  one 
piece. 

No.  21,395. — Valbntinb  Foobrty,  of  Cambridgeport,  Mass.,  as- 
signor to  Feanoib  Houghton,  of  Somerville,  Mass. — Improvement  in 
I^cstands. — Patent  dated  August  31,  1858. — The  nature  or  main 
feature  of  this  invention  consists  in  a  combination  of  a  common  ink- 
reservoir  or  vessel,  and  an  auxiliary  pan  or  dipper  applied  to  operate 
therewith. 

The  inventor  says :  I  cJotm,  in  combination  with  an  inkstand  or 
ink-reservoir  and  its  mouth,  a  dipper  or  vessel  so  applied  within  said 
reservoir  as  to  be  capable  of  being  within  it,  and  towards  and  away 
from  said  mouth,  substantially  in  the  manner  and  for  the  purpose  of 
taking  up  ink  or  a  liquid  from  the  reservoir,  as  specified. 

I  also  claim  the  application  of  the  dipper  to  the  movable  cap  of  the 
mouth  of  the  reservoir,  so  as  to  be  operated  by  the  said  cap,  in  manner 
substantially  as  explained. 

No.  21,564. — Samuel  Darling,  of  Bangor,  Maine. — Improvement  in 
Inkstands. — Patent  dated  September  21,  1858. — This  improved  ink- 
stand differs  firom  all  others  in  having  a  pen-cup  or  dipping-cup,  the 
ink  in  which  cannot  be  made  to  communicate  with  the  ink  m  the 
reservoir  while  the  stand  is  in  its  proper  position,  and  yet  being  so 
constructed  that  the  ink  can  readily  be  supplied  to  the  cup  when 
necessary. 

Claim. — An  inkstand,  with  a  dipping-cup  and  reservoir,  arranged 
and  constructed  substantially  as  described. 

No.  22,123. — Orlando  H.  Jadwin,  of  Carbondale,  Penn. — Improve- 
ment  in  Inkstands. — Patent  dated  November  23, 1858. — This  invention 
consists  in  combining  with  a  hollow  plunger  for  forcing  up  the  ink 
from  the  bowl,  a  cup  which  will  receive  and  retain  such  ink  without 
any  liability  of  its  flowing  back  into  the  reservoir. 

Claim. — In  combination  with  a  hollow  plunger  for  raising  the  ink 
in  an  independent  cup  for  holding  said  ink,  and  from  which  it  cannot, 
by  the  ordinary  want  of  tightness,  flow  back  into  the  reservoir,  sub- 
stantially as  described. 

No.  22,429.— Thomas  S.  Hudson,  of  East  Cambridge,  Mass.— 
Inkstand. — Patent  dated  December  28,  1858. — The  nature  of  this 
improvement  consists  in  the  application  of  a  vent-hole  within  the 
flexible  diaphragm,  and  with  respect  to  the  ink-receiver  in  such  man- 
ner that  when  the  latter  is  in  its  highest  position,  or  covered,  the  air 
within  the  reservoir  may  have  free  communication  with  that  outside 
of  the  reservoir ;  and  when  the  ink-receiver  is  depressed  it  will  serve 
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as  a  valve  to  cover  the  vent-hole  and  prevent  any  communication 
between  the  air  within  and  that  without  the  reservoir. 

Claim. — The  arrangement  of  the  vent-hole  i  within  the  flexible 
elastic  diaphragm  C,  and  with  respect  to  the  ink-receiver  B,  essen- 
tially in  manner  and  to  operate  as  described  and  for  the  purpose  before 
explained. 

No.  19,497. — Charles  W.  Dickinson,  of  Newark,  New  Jersey. — 
Improvement  in  Loop  Chains  for  Jewelry. — Patent  dated  March  2, 
1858. — The  outer  rings  a  a  are  flat  hoop  or  band  rings,  and  are 
connected  together  by  the  two  cross-bars  c  c,  by  soldering  the  bars  to 
the  inside  of  the  rings.  The  inner  rings  e  ee  are  the  loops  which 
embrace  the  bars  and  give  flexibility  to  the  chain.  These  loops  are 
"  rounded  up,"  or  made  concavo-convex,  so  as  to  present  the  convexity 
outside.  They  are  made  from  flat  strips  of  metal  struck  or  rolled  up 
into  the  required  form,  and  when  bent  or  curled  into  rings  they  are 
'^  soldered  up,"  and  thus  complete  the  loop. 

Claim. — The  concavo-convex  links  made  entire,  as  set  forth. 

No.  19,783. — Hymen  L.  Lipman,  of  Philadelphia,  Pennsylvania. — 
Combination  of  Lead  Pencil  and  Eraser. — Patent  dated  March  30, 
1858. — This  invention  consists  of  a  lead  pencil  made  in  the  usual 
manner,  with  a  groove  A  in  one  end,  in  which  is  inserted  a  piece  of 
prepared  rubber,  secured  by  glue  at  one  edge.  On  cutting,  one  end 
18  the  lead  B,  and  in  the  other  is  a  piece  of  rubber  C,  which  can  be 
pointed  for  use. 

The  inventor  says :  I  do  not  claim  the  use  of  a  lead  pencil  with  a 
piece  of  India-rubber  or  other  erasing  material  attached  at  one  end  for 
the  purpose  of  erasing  marks. 

But  I  daim  the  combination  of  the  lead  and  India-rubber,  or  other 
erasing  substance,  in  the  holder  of  a  drawing  pencil,  the  whole  being 
constructed  and  arranged  substantially  in  the  manner  and  for  the 
purpose  set  forth. 

No.  19,624. — Almira  M.  Cole,  of  Windham,  Maine. — Impr(yoement 
in  Mounting  Fluid  Lenses. — Patent  dated  March  16,  1858. — The 
nature  of  this  invention  consists  in  providing  a  fluid  lens  with  a  shade 
A,  and  placing  said  lens  and  shade  between  two  upright  studs  B  B, 
and  made  to  slide  with  ease  upon  the  same,  for  the  purpose  of  elevating 
and  depressing  the  shade  and  lens  to  conform  to  the  different  height 
of  tapers  that  may  be  placed  in  the  rear  of  the  lens. 

Claim. — The  appendage  to  the  shade  of  a  fluid  lens  a  woman's 
sewing  utensils,  as  described. 

No.  22,089. — ^IsAAo  Kbhn,  of  Philadelphia,  Pennsylvania. — Im^ 
provement  in  Melodeons, — Patent  dated  November  16,  1858. — ^This 
invention  consists  in  the  employment  of  independent  wind  chests,  and 
in  a  peculiar  arrangement  of  valves  between  the  said  chest  and  the 
bellows,  and  the  appliances  for  operating  the  same. 

The  inventor  says :  I  daim,  first,  the  employment  of  independent 
wind  chests  in  melodeonS|  harmoneums,  and  other  similar  r«edv\^%te^«. 


510  XVra. — ARTS  POLITE,   FINE,    ETC. 

ments,  in  combination  with  the  suction  bellows^  for  the  purpose 
specified. 

Second.  The  introduction  of  the  stop  valves  between  the  independent 
wind  chests  and  the  bellows,  in  combination  with  the  appliances 
described,  or  their  equivalents,  for  operating  the  said  valves,  when  the 
said  appliances  are  situated  within  the  bellows,  as  set  forth. 

No.  21,262. — ^Edwin  Lsach,  of  Norwich,  Connecticut. — Improved 
Music  Stod, — Patent  dated  August  24,  1858. — ^The  nature  of  this 
invention  consists  in  constructing  a  stool  of  metal  in  a  novel  way, 
whereby  a  strong,  light,  ornamental,  and  econominal  stool  is  obtained. 

Claim. — The  rods  B,  annular  or  serpentine  case  A,  boss  C,  nut  D, 
and  screw  E,  when  arranged  or  disposed  substantially  as  shown,  for 
the  purpose  set  forth. 

No.  19,296. — Ureu  C.  Hill,  of  Jersey  City,  New  Jersey,  and 
Charles  F.  Hill,  of  New  York,  N.  Y. — Improvement  in  Musical  Instru- 
ments.— Patent  dated  February  9, 1858  — The  nature  of  this  improve- 
ment will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventors  say :  We  do  not  claim  the  cells  as  agents,  in  con- 
junction with  forks,  to  produce  a  musical  instrument,  nor  forms,  nor 
modes  of  constructing  cells. 

But  we  daimy  first,  the  wing  and  hammer  wire  to  fork  prongs,  as 
used  in  this  instrument. 

Second.  The  placing  of  keys,  action,  and  cells  in  lateral  or  oblique 
ranges,  the  cells  and  keys  crossing  each  other  at  right  angles,  and  the 
manner  of  suspending  cells. 

Third.  The  yoke,  and  method  of  holding  the  fork  to  the  cell. 

Fourth.  The  arrangement  of  dampers  and  damper  levers  to  the  keys 
and  forks,  so  as  to  damp  the  forks  on  their  edges. 

Fifth.  The  transverse  upright  action  for  the  movement  of  hammers 
across  instead  of  parallel  with  the  keys,  all  substantially  as  shown  and 
described.  . 

No.  20,397. — John  D.  Akin,  of  Spartansburg,  Pennsylvania. — 
Musical  Instrument. — ^Patent  dated  June  1,  1858. — Between  the  two 
rows  of  violins  is  a  narrow  piece  of  wood  or  metal  B  B,  and  on  this  is 
a  number  of  small  pulleys;  B  8  S  S  are  cords,  one  end  of  each  of  which 
is  attached  to  the  violins,  and  passing  over  the  side  pulleys  is  attached 
to  the  keys  13  41  16  16  17  18  19  20  by  passing  around  the  pins 
21  21  by  which  the  length  of  said  cords  can  be  adjusted. 

Claim. — The  construction  of  the  violins  suspended  on  pins  w  and  by 
cords  S  S  S  S  S  attached  to  keys,  so  that  they  may  be  brought  in  contact 
with  the  bows  by  depressing  the  keys  in  the  manner  described,  or  any 
other  substantially  the  same,  and  which  will  produce  the  same 
results. 

No.  19,345. — DhrwinE.  Butler,  of  Chesterfield,  Ohio. — Machine  for 
Cutting  Key-Boards j  ike. j  for  Mtisicallnstruments. — Patent  dated  Feb- 
ruary 16,  1858. — The  nature  of  this  invention  will  be  understood  by 
an  examination  of  the  claim  and  engravings. 
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The  inventor  says :  I  do  not  claim  to  have  invented  the  mode  of 
making  uniform  and  equal  or  unequal  divisions  by  the  intervention 
of  a  spacing  or  **dial  plate,"  with  holes  or  notches  corresponding  with 
the  required  divisions,  as  gearing  is  cut,  and  many  similar  operations 
performed  through  its  instrumentality. 

But  I  daim  the  use  of  the  spacing  plate  H  with  ranges  of  holes  h} 
Ti?  A',  and  others  if  necessary;  but  one  range  of  which  shall  conform  to 
and  correspond  with  the  musical  chromatic  scale,  and  the  other  with 
the  mechanical  divisions  of  the  key-board  and  its  frame,  in  combination 
with  the  oarriage  and  platform,  the  oscillating  frame  F  and  tool  mandrel 
C,  and  the  vertical  bar  F^,  (said  carriage  having  a  longitudinal  and 
transverse  motion,)  and  the  whole  operated  in  the  manner  and  for 
the  purposes  as  set  forth  by  the  mechanical  devices  described,  or  their 
equivalents. 

No.  22,139.— Cornelius  J.  Van  Oecklbn,  of  New  York,  N.  Y.— 
Improvement  in  Wind  Musical  Instruments. — Patent  dated  November 
23,  1858. — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says:  First,  I  daim  the  application  to  a  musical 
instrument  of  several  different  rows  of  reeds  combined  in  such  manner 
that  each  key  of  the  instrument  can  produce  several  different  sounds, 
by  causing  one  or  several  reeds  to  vibrate  according  to  the  pleasure  of 
the  performer,  preserving  always,  nevertheless,  the  proper  musical 
expression  of  the  note,  in  the  manner  substantially  as  described. 

oecond.  The  arrangement  of  the  several  parts  in  such  an  instrument 
by  which  the  power  is  obtained  of  causing  each  note  to  vibrate  on 
itself,  and  independently  of  all  others,  in  the  manner  substantially  as 
described. 

Third.  The  application  to  a  musical  instrument,  the  sounds  of  which 
are  produced  by  the  vibration  of  the  reeds  of  several  rows  of  valves,  so 
arranged  as  to  act  one  upon  the  other,  and  that  the  valves  of  the 
different  rows  thus  connected  can  be  opened  either  altogether  or  only 
one  or  more  at  a  time,  by  touching  the  same  key  of  the  instrument,  at 
the  pleasure  of  the  performer,  preserving  always,  nevertheless,  the 

S roper  musical  expression  of  the  note,  in  the  manner  substantially  as 
escribed. 

No.  19,187. — CflEisnAN  H.  Eisenbrandt,  of  Baltimore,  Maryland. — 
Improvement  in  Musical  Wind  Instruments. — Patent  dated  January  26, 
1858. — The  nature  of  this  improvement  consists  in  constructing  a  wind 
instrument  possessing  within  itself  the  inherent  quality  of  instantaneous 
transposition  from  one  tone  or  key  note  into  that  of  another  note,  and 
vice  veraay  at  the  will  of  the  performer,  without  removing  the  instru- 
ment from  his  mouth. 

Claim. — The  construction  and  arrangement  of  wind  musical  instru- 
ments by  the  addition  of  compensation  sliding  extension  crooks  or 
curved  tubes  D  E  F  G,  the  auxiliary  transition  valve  H,  the  key-bar 
L  L,  the  secondary  keys  M  N,  the  connexion  actuating  rods  and  arms 
OPQRSTUV  together,  and  in  combination  with  the  valves,  tubes, 
and  pipes,  substantially  as  set  forth,  shown,  and  described^ 
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No.  19,814. — JuLBS  MoNBSTiRR,  of  St.  Denis,  near  Paris,  France, 
assignor  to  R.  F.  Spangbnbbrq,  of  Brooklyn,  N.  T. — Hand  Exercisea 
far  Muaiciana. — Patent  dated  March  30,  1858. — The  natnre  of  this 
invention  consists  in  applying  weights  to  the  wrist  or  fingers  in  such 
a  manner  that  while  the  free  movements  of  the  joints  are  not  obstructed, 
the  fingers  and  wrists  are  strengthened  by  the  exercise  in  moving  said 
weights,  the  blow  or  force  of  the  fingers  on  the  instrument  is  increased, 
and  the  hand  is  rendered  supple  and  capable  of  greater  freedom  of 
movement. 

The  inventor  says :  I  do  not  limit  myself  to  any  particular  size  or 
weight  of  my  ^'  agUi'tnainy"  nor  to  the  manner  of  fastening  the  same 
in  place,  although  I  believe  that  shown  to  be  the  best. 

But  I  daim  the  manner  described  of  giving  agility  and  suppleness 
to  the  fingers,  hand,  and  wrist  of  musicians  by  the  exercise  induced 
by  the  application  of  my  ^^  agUi-mainj"  substantially  as  and  for  the 
purposes  specified. 

No.  19,312. — Thomas  Robjohn,  of  New  York,  N.  Y. — Improvement 
in  Pedaiafor  Organs^  ike, — ^Patent  dated  February  9,  1858. — A  is  the 
pedal  frame,  placed  as  usual  in  front  of  the  key-board,  and  beneath  the 
organist's  seat,  which  will  be  above  and  rest  upon  the  platform  B. 
The  other  ends  are  hinged  beneath  the  platform  in  the  usual  manner, 
as  shown  at  C.  They  extend  from  B  in  a  somewhat  fan-shaped  ar- 
rangement. Their  surface  is  concave,  as  shown  by  the  curve  of  the 
cross- rail  D. 

Claim. — ^The  described  arrangement  of  organ  pedals  in  the  radial 
and  concave  form,  to  facilitate  the  performance  thereon,  as  set  forth. 

No.  20,480  —William  B.  Carpbntbr,  of  Brooklyn,  N.  Y. —Method 
of  Attaching  Ornaments  to  the  Ear, — Patent  dated  June  8, 1858. — The 
daim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  mode  of  attaching  ornaments  to  the  ear  without  boring 
or  piercing  holes  therein  by  the  use  of  the  hooked-shaped  wire  B,  in 
connexion  with  the  wire  A  and  the  spring  0,  substantially  as  and  far 
the  purpose  as  described. 

No.  19,316. — Horace  Thayer  and  Levi  L.  Martin,  of  Warsaw, 
N.  Y. — Painting  and  Varnishing  Machine. — Patent  dated  February  9, 
1858. — The  nature  of  this  invention  will  be  understood  by  examining 
the  claim  and  engravings. 

Claim. — The  mode  of  flowing  paint,  size,  varnish,  or  any  liquid  sub- 
stance, on  articles  of  wood  or  iron,  by  passing  them  horizontally,  or 
otherwise,  through  holes  cut  in  two  sides  of  any  vessel,  while  said  vessel 
is  filled  with  the  liquid  substance,  to  be  used  as  represented,  said  holes 
to  be  cut  directly  opposite  each  other,  and  to  be  appropriately  packed 
with  fiannel,  fulled  cloth^  or  any  other  appropriate  packing,  as  de- 
scribed by  the  letters  XXX,  and  figure  I  I,  and  to  correspond  in 
shape  with  the  articles  to  be  run  through,  as  set  forth. 

We  also  claim  the  funnel-shaped  India-rubber  tube,  with  its  packing, 
as  represented,  and  its  application  to  painting,  sizing,  and  varnishing 
articles  that  dunmiah  in  size  from  one  end  to  the  other,  or  that  vary 
in  diameter. 
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We  also  claim  the  hollow  brash  k,  standing  on  the  further  side  of 
the  chamber  from  the  operator,  and  its  adaptation,  as  described. 

No.  20,111.— C.  A.  Watbrbury,  of  New  York,  ^.Y.— Improved 
Apparatus  for  Damping  Paper. — Patent  dated  April  2T,  1858. — The 
nature  of  this  invention  consists,  in  part,  in  keeping  cop)  ing  tablets, 
used  for  the  purpose  of  copying  letters,  immersed  in  water,  thereby 
avoiding  the  cutting  of  the  leaves  of  the  copy  book,  and  also,  by  means 
of  such  immersed  tablets,  two,  four,  or  more  letters,  with  duplicates  or 
both  sides  of  a  written  sheet,  can  be  copied  at  the  same  time. 

The  inventor  says :  I  am  aware  that  tablets  are  in  use  made  of  wood 
and  metal,  for  copying  letters,  which  are  dampened  by  means  of  a  brush 
or  substitute,  and  also  by  dampening  the  leaves  of  the  book  with  a 
brush  or  substitute  before  the  letters  are  put  therein,  I  disclaim  the 
use  of  any  such  process. 

But  I  daimj  first,  the  application  of  one  or  more  tablets,  when  kept 
in  a  wet  state,  for  the  purpose  of  taking  copies  of  written  letters  and 
other  documents,  substantially  as  described  in  the  specification. 

Second.  I  claim  the  use  of  wood  or  other  substances,  when  used  as 
copying  tablets,  for  the  purposes  in  manner  and  form  substantially  as 
aforesaid. 

Third.  I  claim  the  use  of  the  case  or  substitute,  which  contains  the 
water  and  tablets,  when  used  in  connexion,  for  the  purposes  substan- 
tially as  aforesaid. 

No.  19,506. — Jacob  KBLLBR,of  Fairview  Township,  York  Co.,  Pa. — 
Machine  for  Making  Paper  Bags. — ^Patent  dated  March  2,  1858. — 
The  manner  of  operating  this  machine  is  as  follows:  The  paper  being 
laid  smooth  and  flat  on  the  top,  the  operator  presses  upon  the 
treadle  B,  and  the  flanged  wheel  D  is  partly  revolved  until  its  pin  I 
raises  the  spring  catch  r,  at  the  same  time  fly  lid  W  falls  down  upon 
the  paper  at  top,  the  movable  frame  S  is  thrown  forward  and  the  paste 
roller  L  deposits  the  paste  on  the  front  edge  of  the  paper.  The  short 
lever  T  then  operates  on  the  long  lever  B,  and  the  movable  frame  S 
is  thrown  back  with  its  paste  roller  L,  and  the  spiral  spring  F  brings 
the  devices  of  the  machine  back  to  their  places. 

Claim. — The  treadle  B,  shaft  C,  wheels  D  G,  roller  H,  lever  J,  roller 
L,  folders  N  0,  and  the  devices  P  Q  B  S  T,  as  arranged  in  combina- 
tion, substantially  as  described,  for  the  purpose  of  making  paper  bags.^ 

No.  20,838. — Francis  Wow^b,  of  Bethlehem,  Pa. — Improvement  in 
Machines  for  Making  Paper  Bags. — Patent  dated  July  6,  1858.— By 
this  invention  in  preparing  a  piece  of  paper  for  making  a  bag  it  is 
lapped  over  so  that  when  the  piece  is  doubled  the  strip  B  B  comes 
between  the  two  sides  of  the  bag.  This  is  performed  by  what  is  called 
a  lapping  apparatus,  consisting  of  three  principal  parts,  namely,  the 
shear  D  D^  the  creaser  C,  and  the  lapper  F  G. 

The  inventor  says  :  I  daim,  first,  the  combinatior  of  the  creaser  0 
and  lapper  F  G,  arranged  and  operating  substantially  in  the  manner 
and  for  the  purpose  described  and  set  forth.  v^ 
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Second.  The  revolving  lapper  shaft  u  in  combination  with  the  creaser 
t;  8y  the  feed  roller  M  and  apron  u,  substantially  as  described,  the 
creaser  being  brought  into  operation  on  the  bags  during  the  inter- 
mission in  the  motion  of  the  feed  rollers. 

No.  21,657. — Hbnky  R.  David,  of  New  York,  N.  Y. — Improvement 
in  Knives  to  cut  Paper  BagSy  dec. — Patent  dated  October  5,  1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  a  serrated  edge  knife  in  itself,  as 
the  same  has  been  used  with  a  reciprocating  motion  for  cutting  the 
edges  of  books,  &c. 

Ifeither  do  I  claim  a  serrated  shear  or  blade  for  cutting  paper,  as 
this  has  before  been  used. 

I  claim  the  serrated  knife  a,  having  a  vertical  movement,  in  combi- 
nation with  the  narrow  slot  in  the  bed  plate /for  sustaining  the  paper, 
while  several  thicknesses  are  being  cut  for  bags  or  other  irregular 
forms,  as  set  forth. 

I  also  claim  forming  said  serrated  knife  with  alternate  long  and 
short  serrations,  for  piercing  and  cutting  several  thicknesses  of  paper, 
in  substantially  the  manner  and  for  the  purposes  specified. 

No.  21,775. — Arnold  Palmeb,  of  Lee,  Mass. — Improvement  in  Paper 
Clamps. — Patent  dated  October  12,  1868. — This  implement  is  used 
as  follows :  The  bar  D  is  adjusted  to  the  lever  C  so  that  when  the  lever 
I  is  fully  depressed  the  box  £  will  be  at  such  a  height  to  receive  the 
pile  of  sheets  E  to  be  trimmed.  The  pile  of  sheets  is  then  placed  under 
the  box  and  the  lever  I  depressed  by  the  hand  of  the  operator.  This 
movement  of  lever  I  forces  the  box  down  firmly  on  the  sheets,  and  the 
operator  then  adjusts  the  box  to  the  reciprocating  knife  arranged  in 
the  usual  way,  said  knife  cutting  successively  the  edges  of  the  sheet 
at  the  sides  of  the  box  E  which  serves  as  a  guide  or  pattern,  the  paper 
being  cut  the  exact  size  of  the  box. 

CUiim, — The  pressure  box  E,  placed  over  the  bed  F,  and  attached 
to  the  lever  I,  through  the  medium  of  the  bar  D,  lever  C,  and  adjust- 
ing rods  Q-  H,  actuated  by  the  nut  or  tube  /,  the  above  parts  being 
arranged  to  operate  as  shown,  and  with  or  without  the  spring  catch  t, 
for  the  purpose  set  forth. 

No.  19,748.— W.  Z.  W.  Chapman,  of  New  York,  N.  Y.—Improve- 
ment  in  Paper  Files. — Patent  dated  March  30,  1858. — This  invention 
consists  in  one  or  more  wires  o  extending  along  the  rod  or  shaft  a  in 
a  groove.  The  upper  ends  of  the  wires  are  bent  into  a  hook  c^,  and 
when  the  wires  are  brought  into  place  each  one  enters  into  a  notch  in 
lock  plate  /.  Around  the  outside  of  plate  /  there  is  one  or  more 
rings  t;  these  rings  ha^e  an  opening  k  cut  through  them,  which  permit 
the  wire  to  be  drawn  out  for  releasing  or  inserting  a  paper. 

The  inventor  says:  I  daim  the  combination  and  arrangement  of  two 
or  more  wires  or  their  equivalents,  on  a  rod,  or  its  equivalent,  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth. 

I  also  claim  the  combination  of  the  ring  or  rings  i  and  lock  plate/, 
for  securing  the  ends  of  the  wires,  as  set  forth. 
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No.  22,363. — Edwabd  K.  Qodprby,  of  New  York,  N.  Y. — Improve- 
ment in  Paper  Files. — Patent  dated  December  21,  1858. — The  nature 
of  this  invention  consists  in  the  method  of  combining  with  the  back  or 
steadying  weight  the  hooks  or  wires  C  and  d,  by  forming  a  groove  or 
channel  in  the  lower  surface  of  the  back  or  steadying  weight,  so  that 
when  the  ends  of  the  hooks  or  wires  are  bent  down  in  the  groove  and 
united  by  a  small  touch  of  solder,  they  are  more  securely  and  firmly 
held  from  turning  in  the  holes  h^  6^,  to  prevent  dropping  the  files  of 
papers,  than  by  any  other  means  equally  cheap  or  lasting,  and  at  the 
same  time  allowing  the  back  or  steadying  weight  to  be  set  down  flat 
upon  the  table,  so  as  to  give  firmness  and  steadiness  to  it  when  over- 
hauling the  files  of  papers  on  the  hooks. 

Claim, — The  method  of  securing  and  transferring  hooks  c  and  d  to 
the  back  or  steadying  weight  a  by  folding  and  uniting  their  ends 
down  the  entire  length  of  the  channel  or  groove  in  the  lower  surface 
of  the  back,  so  as  to  prevent  them  from  twisting  and  dropping  the  file 
of  papers,  as  would  be  the  case  if  the  ends  of  the  wires  were  simplj 
riveted  into  the  back. 

No.  20,965. — T.  Van  Deventbr,  of  New  Brunswick,  N.  J.— Improve* 
meni  in  Apparatus  for  hanging  up  and  carrying-off  Paptr  Hang- 
ings.— Patent  dated  July  20,  1858. — ^This  invention  consists  in  a  cer- 
tain arrangement  of  belts  for  carrying  the  laths  on  which  the  paper 
is  hung  and  carried  ofiF,  whereby,  as  the  paper  is  formed  into  festoons, 
the  sides  of  the  festoons  are  prevented  from  striking  each  other  and 
smearing  or  otherwise  injuring  the  wet  impression  or  coating.  It 
further  consists  in  the  application  of  springs  to  the  lath-feeding  box, 
to  permit  laths  of  varying  thickness  to  be  used,  and  also  to  permit 
laths  that  may  be  warped  to  pass  out  from  the  box,  and  yet  to  prevent 
the  passage  out  of  more  than  one  lath  at  a  time. 

The  inventor  says:  I  daim^  first,  the  employment  of  the  interme- 
diate bands  l^  Z^,  in  combination  with  the  hanging-up  belts  o  c^  and 
carrying-off  bands  t^  t^,  substantially  as  described,  the  whole  operating 
as  set  forth. 

Second.  The  springs  5  5  applied  to  the  lath-box  E,  to  operate  sub* 
stantially  as  and  for  the  purpose  set  forth. 

No.  21,710.— John  Waugh,  of  New  York,  N.  Y .—Improvement  in 
Machines  for  Trimming  the  Edges  of  Paper  Hangings. — Patent  dated 
October  5,  1858. — The  nature  of  this  invention  consists  in  providing 
paper  hangers  and  others  with  a  machine  to  trim  the  edges  or  slit  roll 
paper,  either  in  a  right  or  waved  line,  as  circumstances  may  require. 

Claim. — Rotating,  concave^  self-sharpening  circular  knives,  whose 
shafts  do  not  revolve  in  the  same  line,  but  at  an  angle  to  each  other, 
giving  the  knives  a  pressure  against  each  other  at  the  point  of  contact 
only ;  the  reverse  sliding  motion  of  hopper  and  reel  spindle  in  combi- 
nation with  wooden  roller  I,  pulleys  U  8  T,  and  band  and  hand 
crank  z,  in  the  manner  and  for  the  purpose  substantially  set  forth. 

No.  20,858. — Milton  B.  Bioblow,  of  Boston,  Mass. — Imprcyoemen 
in  Machines  for  Gutting  Paper. — Patent  dated  July  13,  1868. — The 
claim  and  engravings  will  explain  the  nature  of  this  inveotlow.^ 
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The  inventor  says :  I  do  not  confine  myself  to  the  precise  mechani- 
cal devices  described,  as  they  are  susceptible  of  various  modifications. 

It  is  very  obvious,  for  instance,  that  V-shaped  rails  might  be  em- 
ployed for  sustaining  and  directing  the  sliding  carriage  and  cutting- 
board  in  their  movements ;  also  that  a  short  shaft  with  a  crank  and 
pinion  on  it  might  be  attached  to  the  frame,  said  pinion  being  made 
to  engage  in  a  gear  wheel  affixed  to  the  rock-shaft  0,  for  the  purpose 
of  moving  the  cutting-board  and  paper. 

But  I  daim  the  described  mechanism,  or  any  other  essentially  the 
same,  by  means  of  which  the  cutting-board  is  prevented  from  moving 
in  any  other  direction  than  a  straight  line,  in  its  horizontal  motions, 
said  mechanism  consisting  of  the  guide-rails  y  y  and  the  sliding 
carriage  v  Vy  constructed  and  operating  in  the  manner  substantially  as 
and  for  the  purpose  specified. 

I  also  claim  actuating  the  sliding  carriage  v  v,  and  with  it  the  cut- 
ting-board x^  by  means  of  the  mechanism  described,  or  any  other 
essentially  the  same,  said  mechanism  consisting  of  the  levers  q  and  r, 
the  rock-shaft  o,  and  the  straight  lever  pj  connected  and  operating  in 
the  manner  substantially  as  and  for  the  purpose  specified. 

No.  21,172 — John  North,  of  Middletown,  Conn.,  assignor  to 
Steuben  T.  Bacon,  of  Boston,  Mass. — Machine  for  Folding  Paper. — 
Patent  dated  August  10,  1858. — The  claim  and  engravings  explain 
the  nature  of  this  invention. 

The  inventor  says :  I  daim  placing  the  sheet  direct  in  register  upon 
the  knife  to  receive  its  first  fold,  in  the  manner  and  for  the  purpose 
above  described. 

Second.  Folding  paper  by  means  of  a  straight  edge  or  knife  0  and 
reciprocating  rollers  3  3,  4  4,  6  6  and  7  7. 

Third.  Hanging  the  frame  m  m,  with  reciprocating  rollers  and 
folding  knife  E  attached,  to  remove  and  reciprocate  in  the  arc  of  a 
circle. 

Fourth.  Causing  the  rollers  to  rotate  and  change  their  motion 
alternately,  for  the  purpose  specified. 

Fifth.  Cutting  on  the  inset  for  the  12-mo  folding,  at  the  same  time 
it  is  being  folded. 

No.  21,411.— J.  C.  FoRMAN,  of  Cleveland,  Ohio.— ifacAtne  for 
Ruling  Paper. — Patent  dated  September  7,  1858. — This  invention 
relates  to  a  machine  for  ruling  paper  with  parallel  lines  bounded  by 
curved  or  semi-circular  ends  terming  borders  for  cards,  checks^  bill- 
heads and  the  like. 

The  invention  consists  in  giving  a  bed  on  which  the  paper  is  placed 
a  movement  below  the  pens  corresponding  to  the  form  oi  the  border 
to  be  ruled,  so  that  the  desired  lines  will  be  drawn  on  the  paper,  the 
bed  having  a  frisket  attached  and  so  arranged  that  the  paper  may  be 
readily  shifted  on  the  bed  and  the  machine  generally  manipulated 
with  facility. 

Claim. — The  inventor  says  :  I  claim  the  moveable  bed  F,  operated 
through  the  medium  of  the  rack  D  and  grooved  plate  E,  in  connexion 
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with  the  gearing  c  d  C  or  its  equivalent,  as  and   for  the  purpose  set 
forth. 

I  also  claim  the  frisket  G,  when  arranged  as  shown,  to  wit :  the 
frisket  heing  attached  to  the  har  k  provided  with  the  bar  9,  and  used 
in  connexion  with  the  bar  J  on  the  pen  beam  I,  for  the  purpose 
specified. 

No.  20,077. — John  A.  Lynch,  of  Boston,  Mass. — Machine  for 
Wetting  Paper. — ^Patent  dated  April  27,  1858. — This  apparatus  con- 
sists of  a  hollow  perforated  cylinder  E  covered  with  cloth  and  con- 
taining water,  and  a  second  cylinder  covered  with  blotting  paper,  the 
two  cylinders  being  connected  by  a  handle  I  and  revolving  in  a  frame 
G,  whereby  the  sheet  upon  which  the  impression  is  to  be  made  will 
be  dampened  by  the  water  cylinder  and  the  superfluous  moisture 
absorbed  by  the  second  cylinder  at  one  operation,  by  passing  the 
machine  once  over  the  sheet. 

The  inventor  says :  I  do  not  claim  a  hollow  perforated  cylinder 
through  which  water  oozes,  as  a  similar  device  has  been  used  for 
coating  the  inking  roller  of  a  printing  press. 

But  I  daim  the  combination  of  the  wetting  cylinder  E,  handle  I, 
and  roller  H,  as  described,  the  whole  constituting  a  new  implement 
or  machine  by  which  the  sheet  on  which  the  impression  is  to  be  taken 
can  be  dampened^  and  its  superfluous  moisture  absorbed  by  passing 
the  apparatus  once  over  the  sheet. 

No.  22,009. — Moses  8.  Bbach,  of  Brooklyn,  N.  Y. — Apparatus  for 
Wetting  Paper. — Patent  dated  November  9,  1858. — The  object  of  this 
invention  is  to  wet  paper  in  rolls,  or  endless  sheets,  for  use  in  printing 
presses  in  which  the  paper  is  supplied  from  such  rolls  or  endless 
sheets. 

The  operation  of  the  machine  consists  in  winding  the  paper  ofif 
from  roller  A  on  to  roller  C,  the  water  passing  by  capillary  attraction 
through  the  flannel  and  depositing  itself  upon  the  paper  while  it  is 
passing  the  roller  B.  The  quantity  of  water  is  regulated  by  elevating 
or  depressing  the  lip  attached  to  the  tank  D. 

Claim. — The  employment  of  the  cloth,  arranged  and  operated 
substantially  as  ana  for  the  purposes  described 

No.  21,584. — Charles  Williams,  of  Philadelphia,  Pa. — Apparatus 
for  Coloring  Paper,  dkc. — Patent  dated  September  21,  1858. — This 
invention  consists  in  providing  an  apparatus  to  be  used  in  connexion 
with  the  usual  **  trough,"  or  with  a  support  of  the  paper,  whereby 
the  color  is  taken  up  and  discharged,  or  distributed  automatically 
upon  the  surface  of  the  gum  water  or  paper  in  such  a  manner  as  to 
produce  a  perfect  uniformity  in  the  aesign  on  the  several  sheets, 
whether  the  said  spots  or  figures  of  the  design  be  either  of  regular 
or  irregular  size  and  arrangement. 

Claim. — Distributing  or  laying  the  color  in  the  process  of  marbling 
or  coloring  paper,  by  means  of  an  apparatus  constructed  so  as  to 
operate  substantially  in  the  manner  and  for  the  purpose  described. 
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No.  19,831. — John  Cockbukn,  of  New  York,  N.  Y. — Improvement  in 
Pen  and  Pencil  Cases. — Patent  dated  April  6,  1858. — This  invention 
consists  in  the  arrangement  of  means  for  operating  the  pen  and  pencil 
whereby  the  pen  and  pencil  are  pushed  in  and  out  of  the  case  at  the 
same  end. 

The  inventor  says :  I  do  not  claim,  separately,  operating  the  pencil 
tube  C  by  means  of  the  spirally  slotted  tube  D,  for  this  has  been  pre- 
viously done. 

But  I  daim  the  arrangement  and  combination,  as  shown  and  de- 
scribed, of  a  pen  slide  H,  which  girdles  the  tube  G  with  a  boss  b, 
which  latter  girdles  its  tube  B,  for  the  purposes  set  forth. 

No.  20,065. — ^Thomas  S.  Hudson,  of  Boston,  Mass. — Pen  Cleaner 
and  Holder. — Patent  dated  April  27,  1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  forming  the  inside  of  the  stand  with  a 
tapering  or  bevelled-shaped  neck,  through  which  a  bunch  of  bristles  is 
drawn,  as  described,  whereby,  when  the  bristles  are  fastened  at  their 
lower  ends  with  cement  or  glue,  they  are  so  rigidly  held  as  to  prevent 
their  being  drawn  out  or  displaced. 

I  also  claim,  in  combination  with  the  above,  the  use  of  a  hollow 
stand,  the  lower  portion  or  base  of  which  is  fitted  with  plaster  of  Paris 
or  other  non-conductor  of  heat,  whereby  the  cement  or  pitch  in  which 
the  bottom  of  the  bristles  is  embedded,  is  protected  and  prevented 
from  being  softened  or  melted  by  heat,  as  sot  forth. 

No.  20,T41. — Susan  E.  Taylor,  of  East  Cambridge,  Mmb.— improve- 
ment in  Fountain  Pens. — Patent  dated  June  29, 1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  a  pen  combined  or  provided  with 
a  fountain  or  reservoir  stationary  within  the  handle  or  penholder,  and 
having  a  conduit  leading  from  it  in  a  manner  so  as  to  conduct  ink 
from  the  fountain  to  the  pen ;  nor  do  I  claim  providing  such  fountain  or 
reservoir  conduit  and  pen  with  a  piston  to  move  in  the  reservoir;  nor 
do  I  claim  furnishing  the  fountain  with  a  stop  cock  arranged  in  the 
conduit  and  to  regulate  the  supply  of  fluid  to  the  pen;  nor  do  I  claim 
providing  the  upper  end  of  the  reservoir  or  fountain  with  a  screw  cap, 
one  or  more  air  holes  so  arranged  as  to  be  covered  by  the  screw  cap. 

But  I  daim  an  improved  fountain  pen,  made  with  a  penholder  and 
a  separate  adjustable  fountain  d,  applied  so  as  to  be  movable  with  the 
holder,  substantially  as  and  for  the  purpose. as  described. 

I  also  claim  when  the  tubular  reservoir  is  provided  with  a  piston  /, 
as  described,  arranging  a  small  air  hole  g  through  the  side  of  the 
reservoir,  so  that  the  piston,  besides  being  able  to  perform  the  office 
of  elevating  the  ink  into  the  fountain,  may  be  made  to  cover  the  air 
hole  more  or  less  and  to  operate  as  a  valve  to  it,  substantially  in  the 
manner  and  for  the  purpose  as  described. 

No.  21,881. — JosBB  Johnson,  of  New  York,  N.  Y. — Improvement  in 
Pen  Fountains, — Patent  dated  October  26,  185S. — The  nature  of  this 
invention  consists  of  the  construction  of  a  spiral  spring  fountain,  at- 
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taching  it  to  a  pen  or  penholder  as  an  adjastable  and  movable  foantain, 
for  the  purpose  of  rendering  it  a  fountain  pen. 

Claim. — The  application  to  the  ordinary  pen  of  a  spiral  spring 
fountain  A,  when  constructed  with  an  adjustable  bana  B,  in  the 
manner  described,  and  for  the  purpose  set  forth. 

No.  22,017.— Johns.  CuTTB,of  Philadelphia, Pa.— Pew Fown^atn.— 
Patent  dated  November  9,  1868. — The  claim  and  engravings  explain 
the  nature  of  this  invention. 

Claim. — The  elastic  tubular  fountain  D,  open  at  both  ends,  and  so 
combined  with  the  pen  that  the  fountain  may  be  filled  with  ink  through 
its  upper  open  end  by  dipping  the  pen,  as  set  forth. 

No.  21,758. — JosBB  Johnson,  of  New  York,  N.  T. — Penholder. — 
Patent  dated  October  12,  1858. — ^The  nature  of  this  invention  consists 
in  making  penholders  of  seamless  thimbles  formed  with  one  solid  or 
closed  end,  the  solid  end  being  perforated  so  as  to  form  a  suitable  in- 
cision in  the  reception  of  the  pen;  the  incision  is  cut  in  such  a  manner 
as  to  allow  the  pen  to  pass  against  the  inner  side  of  the  thimbles,  be- 
tween the  thimble  and  pen  stock,  or  any  other  suitable  substance  in 
the  thimble;  in  this  manner  the  pen  is  conveniently  attached  or  de- 
tached, and  is  held  sufficiently  firm  by  coming  in  contact  with  the 
end  of  the  pen  stock,  or  some  elastic  substance  that  may  be  placed  in 
the  thimble  for  that  purpose. 

Claim  — The  thimble  A,  with  incision  0,  when  formed  of  one  piece 
of  metal  and  applied  to  tne  pen  stock  B  as  a  penholder,  operating  as 
described  and  for  the  purposes  set  forth. 

No.  20,056.— Walter  K.  Foster,  of  Bangor,  Me.— PcncS  Sharp- 
ener. — Patent  dated  April  27,  1858. — The  claim  and  engravings  ex- 
plain the  nature  of  this  invention. 

Claim. — As  an  improved  article  of  manufacture,  a  pencil  sharpener, 
made  substantially  as  described^  that  is,  of  a  steel  or  cutting  blade 
and  a  cast  metal  body  as  specified,  cast  or  founded  on  the  said  blade, 
so  as  not  only  to  confine  it  in  its  proper  place  with  respect  to  the  conical 
cavity  of  the  body  or  holder,  but  so  that  the  metal  of  the  body  or 
holder  shall  embrace  opposite  sides  and  the  back  of  the  blade  and  ter- 
minate at  or  near  the  cutting  edge  of  the  blade,  by  a  surface  made  to 
stand  at  a  right  an^le  or  thereabouts  to  the  outer  surface  of  the  knife, 
the  same  when  the  instrument  is  in  use,  serving  not  only  to  support 
the  knife  under  pressure  against  its  inner  surface  and  cutting  edge, 
but  also  to  turn  a  chip  or  shaving  so  as  to  enable  the  sharpener  to 
operate  to  great  advantage  on  the  lead  and  wood  of  the  pencil,  par- 
ticularly when  the  wood  is  cross-grained. 

No.  20,262. — Walter  K.  Focter,  of  Bangor,  Maine. — Improvement 
in  Pencil  Sharpeners. — Patent  dated  May  18,  1858. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  making  the  pencil  sharpener  with  a 
space  e,  or  its  equivalent,  so  arranged  oeyond  the  inner  end  of  the 
blade  C  as  to  cause  the  pencil  lead  to  be  turned  or  reduced  cylindri- 
cally  while  passing  beyond  the  inner  or  upper  end  of  t\i^  Vx^^. 
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I  also  claim  the  arraDgement  of  the  space  e  with  reference  to  the 
handle,  that  is,  so  as  to  be  separated  therefrom  or  not  open  into  the 
space  or  opening/ thereof,  the  same  being  for  the  purpose  as  set  forth. 

I  also  claim  making  the  body  A  of  the  pencil  sharpener  with  a  light 
port  or  opening  f*  arranged  opposite  to  the  chip  throat,  and  for  the 
purpose  described. 

I  also  claim  arranging  the  auxiliary  chamber  e,  or  its  side  A,  with 
respect  to  the  conical  chamber  a,  so  that  while  the  lead  is  being  cut 
by  the  knife  the  lead  may  not  touch  the  side  of  the  auxiliary  chamber 
or  be  so  near  it  as  to  be  ground  or  injured  by  particles  of  lead  which 
may  adhere  to  the  sides  of  the  auxiliary  chamber. 

No.  21,649.— William  Buknbt,  of  New  York,  N.  Y.— Slate  PencU 
Sharpener. — Patent  dated  October  5,  1858. — The  claim  and  engrav- 
ings explain  the  nature  of  this  invention. 

Claim. — The  manufacture  of  a  pencil  sharpener  made  of  inclined 
cylindrical  rods  having  raised  teeth  upon  them,  either  in  the  form  of 
screw  threads  or  sharp  parallel  ridges,  and  the  attachment  of  these  to 
any  suitable  plate  or  framework  of  metal  for  securing  the  cylindrical 
bars  or  rods  in  their  proper  position,  and  for  securing  the  whole  to 
the  framework  of  the  slate^  made  and  arranged  substantially  as  de- 
scribed. 

No.  19,191. — Walter  K.  Foster,  of  Bangor,  Maine.— improvement 
in  making  Blades  for  Pencil  Sharpeners. — Patent  dated  January  26, 
1868. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

Claim. — For  supporting  small  pieces  of  metal  and  aiding  in  their 
reduction  to  wedges  or  knife  blades  under  the  action  of  a  grinder  or 
grinding  wheel,  a  gauge  bed  plate  or  holder  constructed  with  recesses 
made  so  as  to  operate  substantially  as  described,  such  bed  being  moved 
along  under  the  grinder^  or  the  grinder  moved  over  it  in  such  a 
manner  as  to  successively  reduce  each  of  the  blanks  that  may  be 
within  its  recesses. 

No.  20,219. — Gerard  Sickels,  of  Brooklyn,  New  York. — Instrument 
for  Sharpening  Slate  Pencils. — Patent  dated  May  11,  1858. — This  in- 
vention consists  in  a  plate  of  steel  having  its  transverse  section  formed 
with  a  concave  arch  lor  the  greater  portion  of  its  length,  and  having 
float  or  file-like  teeth  on  its  concave  arched  face  and  eyes  at  its  ends, 
which  admit  of  tacks  or  screws  to  attach  it  to  the  frame  of  a  slate. 
The  pencil  is  held  in  proper  position  and  scraped  along  it,  and  the 
teeth  cut  it  to  a  point. 

Claim. — The  instrument  consisting,  as  described,  of  a  piece  of  steel, 
with  an  arched  concave  surface,  on  which  teeth  are  cut,  and  with  eyes 
at  its  ends  to  attach  it  to  the  slate  frame  or  other  foundation. 

No.  21,679,— Bernhard  Hufnagle,  of  New  York,  N.  Y. — Improve- 
ment in  Photographic  Baths. — Patent  dated  October  5,  1858. — The 
nature  of  this  invention  consists  in  the  construction  of  silver  baths, 
principally  of  the  largest  size)  which  shall  require  the  smallest  quan- 
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tity  of  solution  of  silver  and  at  the  same  time  preserve  said  solution 
from  all  foreign  action,  so  as  to  be  able  to  use  the  same  a  great  number 
of  times  until  the  silver  is  all  absorbed. 

Claim. — The  construction  of  a  silver  bath  for  photographic  and 
ambrotypc  purposes,  made  out  of  two  plates  of  glass,  with  india 
rubber  between,  and  &8tened  together  between  wooden  or  other  frame- 
work, in  the  manner  described  and  for  the  purpose  substantially  as 
specified. 

No.  21,470. — Charles  C.  Harrison  and  Josbph  Schnitzer,  of  New 
York,  N.  Y.,  assignors  to  Charles  C.  Harrison,  aforesaid. — Z>ta- 
phragm  for  PhoiographicCameraa. — Patent  dated  September  7, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventors  say :  We  claim  the  adjustable  diaphragm  or  stop 
described,  composed  of  overlapping  plates  operating  concentrically  by 
the  ring  D,  or  its  equivalent,  said  ring  being  operated  from  the  out- 
side of  the  tube  by  means  of  a  lever  or  arm  E,  or  other  appropriate 
device,  substantially  as  described  for  the  purposes  set  forth. 

No.  19,252. — WnuAM  Lewis  and  William  H.  Lewis,  of  New 
York,  N.  Y. — Improvement  in  Pirate  Frames  for  Photographic 
Cam^eras, — Patent  dated  February  2,  1858. — The  nature  of  this  im- 
provement consists  in  the  use  of  a  strip  or  bar  of  glass  g  in  combina- 
tion with  a  spring  h  in  such  a  manner  that  the  strip  or  bar  will 
spring  into  the  opening  and  cut  off  rays  of  light  when  the  slide  is 
withdrawn.  There  is  attached  to  the  frame  corners  of  glass  6  e  in 
such  a  manner  as  to  hold  them  firmly  in  their  place,  which  receive 
the  surface  and  edges  of  the  glass  or  other  photographic  plate. 

The  inventors  say :  We  daim  the  cut-off  g  of  opaque  glass  or 
equivalent  material,  in  combination  with  a  suitable  spring,  by  which 
said  cut-off  is  made  to  close  the  aperture  through  which  the  slide 
passes,  substantially  as  and  for  the  purposes  specified. 

We  also  claim  securing  the  corners  e  of  glass  or  equivalent  ma- 
terial into  the  frame  by  means  of  the  rib  and  groove,  substantially  as 
specified. 

No,  20,401. — Arbnd  D.  Bollkns,  of  Newburg,  N.  Y, — Imprcm^ 
menl  in  Plate  Hdders  for  Photographic  Cameras. — Patent  dated  June 
1,  1858. — This  invention  consists  in  a  novel  method  of  constructing 
a  continuous  glass  lining,  and  fitting  and  securing  the  same  in  the 
frame  of  the  plate  holder  to  form  a  seat  for  the  glass  or  other  plate 
to  prevent  the  chemicals  with  which  said  plate  is  prepared  from 
coming  in  contact  with  the  wood  or  other  material  of  which  the  frame 
is  made. 

Claim. — The  continuous  glass  lining  a  a  bb  of  the  frame,  con- 
structed and  fitted,  and  secured  in  the  frame,  in  the  manner  substan- 
tially as  specified. 

-  No.  22,158.— Henry  Bryant  and  R.  D.  0.  Smith,  of  Washington, 
D.  C. — Photographic  Plate  Shield. — Patent  dated  November  30, 
1868. — In  operating  this  device  the  outer  end  of  tiiQ  'vvt^^  \2^  ix-^n^^ 
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from  the  camera  to  clear  the  ring  from  its  slot,  and  then  moved  for- 
ward, the  door  being  drawn  open  by  the  corresponding  motion  of  the 
inner  end  of  the  wire  A. 

The  inventors  say :  We  do  not  claim  the  application  of  the  door 
to  the  plate  shield,  for  that  has  been  nsed  before. 

But  we  claim  the  application  of  the  bent  wire  or  its  equivalent, 
substantially  for  the  purpose  of  opening  and  closing  the  door  on  the 
inside  of  the  camera,  in  the  manner  and  for  the  purpose  described. 

No.  21,829. — Ebbnbzbr  GrORDON,  of  New  York,  N.  Y. — Photographic 
Shidd. — Patent  dated  October  19,  1858. — The  interior  of  this  frame 
forms  a  square  opening  of  a  little  more  than  the  longest  length  of  the 
plate  to  be  used  therein,  d  d  are  the  improved  corners  that  are 
formed  of  suitable  material,  and  each  corner  piece  has  two  recesses 
for  receiving  the  glass  or  other  plate;  the  recesses  1  1  sustaining 
the  same  when  the  longest  sides  of  the  plate  are  vertical,  and  the 
recesses  2  2  receiving  the  plate  when  in  position  for  a  landscape  or 
similar  picture. 

Claim. — The  corners  d  d,  formed  with  two  recesses,  and  applied  at 
the  angles  of  a  square  frame,  to  receive  the  photographic  plate  or  its 
equivalent  in  a  horizontal  or  vertical  position,  as  set  forth. 

No.  20,213. — Thobias  Miltbnbbroer,  of  Bellefontaine,  Ohio. — Im^ 
provem^fU  in  Compound  Photographs. — Patent  dated  May  11,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  production  of  a  compound  photograph,  or  the  taking 
of  separate  distinct  photographic  impressions  on  each  side  of  a  glass 

{>late  or  transparent  tablet,  and  producing  thereby  a  compound  re- 
ievo  or  double  stereoscopic  effect  on  a  single  or  simple  plane  or  flat 
surface,  in  combination  with  a  totally  black  back  ground,  through 
which  solely  is  produced  a  transparent  collodion  film,  in  the  manner 
substantially  as  set  forth  and  described. 

No.  19,626.— Jambs  A.  Cutting  and  L.  H.  Bradford,  of  Boston, 
Mass. — Improvement  in  Photolithography. — Patent  dated  March  16, 
1858. — The  stone  is  first  prepared,  and  after  which  has  the  following 
solution  applied  to  its  surface :  Water,  1  quart;  gum  arabic,  4  oz. ; 
sugar,  160  grains  ;  bichromate  potassa,  160  grains.  The  stone  thus 
prepared  is  preserved  in  the  dark  until  required,  and  when  the  coat- 
ing is  dried  it  may  be  exposed  in  the  camera  a  suitable  length  of  time 
to  fix  the  gum  upon  those  parts  of  the  picture  where  the  lights  are  to 
appear.  After  it  is  thus  ^'  lighted"  the  stone  is  washed  with  a  solu- 
tion of  soap  {\  lb.  of  soap  to  6  quarts  of  water)  which  attacks  the  stone, 
removing  the  coating  and  fixing  itself  upon  the  surface  in  place  of 
the  coating  removed. 

The  inventors  say :  We  daim  the  employment  of  gum  arabic  de- 
prived of  its  power  of  intimate  union  with  the  stone  by  means  of  sugar 
or  its  equivalent,  as  set  forth. 

And  in  combination  with  the  above  we  claim  the  use  of  soap  as  set 
forth,  for  the  purpose  of  readily  removing  the  unlighted  portions  of 
gnm,  and  of  forming  tlie  printing  surface,  as  described. 
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No.  19,081. — Spkncbr  B.  Driggs,  of  New  York,  N.  Y. — Improve- 
ment in  PiaTUhJjprtes. — Patent  dated  January  12,  1858  — ^This  im- 
provement is  intended  to  assist  the  vibration  of  the  ordinary  sound- 
Doard  and  increase  the  power  of  the  instrament  and  the  volume  of  its 
tone.  The  whole  of  the  interior  of  the  instrament  below  the  usual 
sound  board,  by  this  improvement  constitutes  a  sound  chamber  similar 
in  character  to  the  interior  of  a  violin. 

The  inventor  says :  I  do  not  claim  generally  the  employment  of  two 
sound-boards  in  a  piano-forte,  as  I  am  aware  that  they  have  been  em- 
ployed in  two  different  ways,  viz :  in  one  mode  both  of  them  having 
Deen  arranged  within  or  above  the  bottom  of  the  case,  and  in  the 
other  mode  one  having  been  employed  in  the  usual  position,  and  the 
other  below  the  usual  solid  bottom  of  the  instrument,  and  connected 
with  the  first  named  one  by  a  sound-post  passing  through  a  hole  in 
the  solid  bottom  of  the  case. 

But  I  daim  so  applying  a  second  sound-board  in  addition  to  the 
ordinary  sound- board  upon  which  the  strings  rest,  that  such  additional 
sound-board  shall  constitute  a  bottom,  and  the  only  bottom,  to  the 
case,  and  produce  results  substantially  as  described. 

No.  19,857. — Henry  A.  Lbaman,  of  New  York,  N.  Y. — Improve- 
ment in  Piano-forte  Action. — Patent  dated  April  6,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  c2atm,  first,  the  attachment  of  the  hammer  of 
an  upright  piano- forte  action  to  the  rear  extremity  of  the  key,  and 
the  arrangement  of  the  notch  d  in  the  back  side  of  the  butt  B  of  such 
hammer,  so  that  the  working  face  of  the  notch  will  operate  substan- 
tially as  described,  in  contact  with  the  edge  of  a  stationary  bar/,  and 
by  such  operation  cause  the  hammer  to  move  back  to  strike  the  string 
when  the  front  end  of  the  key  is  depressed. 

Second.  In  combination  with  the  attachment  of  the  hammer  to  the 
rear  extremity  of  the  key,  I  claim  the  attachment  of  the  damper  to 
the  hammer  butt  below  the  pivot  b  which  attaches  the  hammer  to  the 
key  substantially  as  herein  specified,  whereby  it  is  made  to  serve  as  a 
stop  to  the  hammer  or  means  of  regulating  the  length  of  stroke  of 
the  hammer,  and  depth  or  level  of  the  key,  substantially  as  described. 

Third.  I  claim  the  application  of  the  regulating  screw  c  in  the  rear 
end  of  the  key  to  operate  in  combination  with  a  portion  B^,  of  the 
hammer  butt  extenaed  below  the  pivot,  which  attaches  the  butt  to  the 
key,  substantially  as  described. 

Fourth.  I  claim  the  arrangement  of  the  damper-lever  C  behind  the 
downwardly  extended  portion  B%  of  the  hammer  butt,  substantially 
as  and  tor  tne  purpose  specified. 

No.  20,500. — John  V.  Marshall,  of  Albany,  New  York. — Piano- 
forte  Action. — ^Patent  dated  June  8,  1858. — A  is  the  key;  B  the  jack, 
with  its  base  or  socket  o ;  D  the  flange  upon  which  is  pivoted  the  butt 
E  of  the  hammer  H ;  J  the  rest ;  and  K  the  back  check.  The  faintly 
shaded  parts  show  the  key  when  untouched  and  the  correspondin[ 
position  of  the  machinery,  with  the  exception  of  the  hammer  H  an 
butt  E. 
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The  inventor  says :  I  am  aware  of  the  existence  of  the  patent  issued 
to  James  A.  Grray,  March,  1857,  for  an  action  intended  to  effect  a 
movement  of  the  hammer  somewhat  similar  to  that  described  in  my 
specification ;  bat  I  expressly  disclaim  the  use  of  mechanism,  like  that 
set  forth  in  his  specification  as  constituting  his  claim,  to  make  an 
action  such  as  I  produce  upon  the  hammers  of  a  piano-forte. 

What  I  daim  is  the  formation  and  position  of  the  butt,  as  described 
and  for  the  purposes  set  forth. 

I  further  claim  the  combination  of  the  butt  spring  S  and  back  check, 
substantially  as  arranged  and  for  the  purpose  set  forth. 

No.  20,595. — Hknby  Stbinwat,  of  New  York,  N.  T. — Improvement 
in  Piano-forte  Actions. — Patent  dated  June  15,  1858, — The  object  of 
this  invention  is  to  provide  for  the  instantaneous  return  of  the  jack  to 
its  notch  in  the  hammer  butt  after  the  hammer  has  struck  the  string, 
for  the  purpose  of  enabling  a  quick  repetition  of  the  blow  to  be  given. 

Cfctm.— The  spring  c  attached  to  an  arm  j  at  tho  back  of  the  jack, 
and  arranged  relatively  to  the  hammer,  substantially  as  described  for 
the  purpose  set  forth,  and  in  combination  with  the  spring  thus 
arranged  and  applied,  I  claim  the  hooked  screw  h  applied  to  the  arm 
y,  as  described,  to  adjust  the  spring  relatively  to  the  hammer  and 
confine  it  laterally  in  a  proper  position. 

No.  21,990.— William  B.  Stetson,  of  Taylor,  New  York.— Pedal 
Attachment  for  Pianos. — Patent  dated  November  2,  1«68. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim, — The  construction  and  arrangement  of  the  pedal  chord  bars 
&&& connecting  suspension  rods  cccccc,  and  upper  bars///,  and 
finger  rods  i  i  i  i  i  i,  and  operated  as  described,  in  combination  with 
key-board  instruments,  and  whereby  the  corresponding  harmony  of 
any  melody  or  air  is  produced  simultaneously  therewith  by  the  per- 
former, through  the  agency  of  the  feet,  substantially  as  set  forth. 

No.  21,192. — WiLLUM  Gardner,  of  New  York,  N.  Y. — Improve- 
ment  in  Machinery  for  preparing  Oval  Picture  Frames. — Patent  dated 
August  17,  1858. — The  claim  and  engravings  explain  the  nature  of 
this  invention. 

Claim. — A  lathe  with  a  face  plate  E  revolving  in  an  oval  path,  in 
combination  with  a  scraper  L,  adapted  to  the  form  of  the  desired 
moulding  of  the  oval  frame,  when  the  said  scraper  is  so  arranged  as 
to  be  self  adjusting  laterally  with  the  said  moulding,  substantially 
as  and  for  the  purpose  set  forth. 

No.  20,670.— Peter  W.  Toy,  of  New  York,  N,  Y.— Portfolio  File.— 
Patent  dated  June  22, 1858. — The  nature  of  this  invention  consists  in 
combining,  with  a  portfolio  and  file  for  music,  papers,  &c.,  a  con- 
trivance for  holding  down  the  leaves  of  music  while  playing,  and  a 
device  for  converting  the  portfolio  into  a  perfect  bound  book  when 
full. 

The  inventor  says  :  I  do  not  claim  separately  the  sides  and  back 
A  By  or  the  mode  of  filing  by  the  cords  D  D  and  rod  C. 
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But  I  do  claim  separately  the  elastic  bands  E  E  and  the  loops  F  F, 
arranged  and  operating  as  described. 

I  also  claim  the  combination  of  the  portfolio  cover  with  the  file, 
loop,  and  bands,  substantially  as  described,  as  forming  a  new,  con- 
venient, and  useful  article. 

No.  21,902. — Edwin  Platt  and  Jacob  B.  Platt,  of  Clarke  county, 
Georgia. — Improved  Oopying  Preae. — Patent  dated  October  26, 1858. — 
The  nature  of  this  invention  consists  in  the  manner  in  which  the  fol- 
lower is  made  at  pleasure  to  maintain  a  variable  mean  distance  from 
the  bed-plate,  and  in  such  an  arrangement  of  the  different  parts  of 
the  press  as  that  they  can  be  easily  separated  from  each  other,  and 
packed  in  a  manner  convenient  for  transportation. 

The  inventors  say,':  We  daim  the  stirrup  F  and  its  plates,  arranged 
and  operating  substantially  as  set  forth  and  described. 

We  also  claim  the  frame  A  A^  A*^,  in  combination  with  its  levers, 
so  arranged  with  the  bed-plate  and  follower  as  that  they  can  be  easily 
separated  from  each  other,  and  then  packed  to  form  a  portable  copy- 
ing press. 

No.  21,997. — ^Danibl  Zubrn  and  L.  L.  Bbvan,  of  Shamokin,  Penn- 
sylvania.— Self-Inking  Hand  Press.  —  Patent  dated  November  2, 
1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventors  say :  We  daim  the  combination  of  the  arm  or  lever 
G,  with  the  shaft  H,  the  crank  I,  and  the  vertical  revolving  shaft  J, 
and  the  connexion  of  shaft  J  with  the  revolving  arm  K,  thereby 
accomplishing  a  double  action,  viz :  first  upon  the  ink  roller  D,  second 
upon  the  movable  bed  E  for  reception  of  card  or  paper  to  be  stamped 
or  printed.  By  down  vertical  pressure  of  lever  A,  roller  D  moves 
horizontally  over  ink  sponge  F,  and  in  contact  with  it. 

We  also  claim  the  combination  of  finger  d  with  hook  e  on  movable 
bed-plate,  with  the  mode  of  adjustment  and  disconnexion,  for  the 
purpose  of  effecting  movement  of  movable  bed-plate  E,  and  also  the 
movable  bed-plate  E,  for  the  purpose  substantially  as  set  forth. 

But  we  do  not  claim  any  other  part  or  portion  of  the  machine  as 
new  or  of  our  invention. 

No.  21,9T6. — John  Nagblb,  of  Altoona,  Pennsylvania. — Improve- 
ment  in  Presses  for  Embossing  and  Figuring  Velvety  Ac. — Patent  dated 
November  2, 1868. — This  machine  is  operated  in  the  following  manner: 
As  motion  is  given  to  the  roller  A  by  the  wheels  a  and  b,  the  chain 
h  communicates  this  motion  to  the  rollers  B  B,  and  the  pulley  on 
lever  H  H  keeps  the  chain  tight  by  means  of  the  weight  w  attached 
to  said  lever.  The  lever  L  is  provided  with  a  weight  B,  which  slides 
on  the  hiver  L  by  means  of  the  slide  y,  which  is  moved  by  the  wire- 
rope  X  by  means  of  the  wheel  n  and  shafts  G  g.  By  these  means 
any  required  pressure  can  be  applied  without  necessitating  the  lifting 
or  the  changing  of  a  series  of  weights.  As  the  wheel  n  is  turned  to 
the  right  or  to  the  left  the  weight  K  moves  to  or  recedes  from  the  end 
of' the  lever,  thus  causing  an  increase  or  decrease  of  pressure  on  the 
rollers. 
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The  inventor  says :  I  cZatm,  first,  the  application  of  steam  to  presses 
for  figuring  silks,  Tclvets,  and  similar  materials,  substantially  as 
descrined. 

Second.  The  combination  of  rollers  A  B  B  C,  with  the  wheels  r  r 
and  chains  z. 

Third.  The  double  lever  H  H,  in  combination  with  the  chain  H  and 
weight  W. 

Fourth.  The  movable  guide  N,  in  combination  with  the  rollers,  all 
in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  20,276. — G.  H.  Korpp,  of  Hoboken,  New  Jersey. — Improvement 
in  Presses  for  Zinoographic  Printing. — Patent  dated  May  18,  1858. — 
The  nature  of  this  invention  will  be  understood  from  the  claim  and 
engravings. 

The  inventor  says :  I  cZaim,  first,  the  cylinder  B,  in  combination 
with  the  inking  rollers  J  J^  and  moistening  rollers  K  K^,  when  ar- 
ranged as  shown,  namely,  the  rollers  J  K  having  their  bearings  con- 
nected with  rods  L,  and  used  in  connexion  with  the  adjustable  rings 
LS  80  that  either  of  the  rollers  J  K  may  be  moved  out  free  from  the 
cylinder  B,  or  all  moved  simultaneously  as  may  be  desired. 

Second.  In  combination  with  the  cylinder  B  and  rollers  J  J^,  K  K^, 
I  claim  the  pressure  rollers  C  D,  in  connexion  with  the  bars  k  k  and 
shaft  E,  provided  with  projections  I  ^  for  the  purpose  of  producing 
the  "bite,"  or  subjecting  the  paper  to  the  proper  pressure  between 
the  cylinder  B  and  roller  0. 

Third.  The  feed-rollers  F  H,  fitted  in  elastic  bearings  Gr  o,  and 
arranged  relatively  with  each  other,  the  pressure  roller  C,  feed-board 
M,  and  cylinder  B,  as  described,  whereby  with  the  aid  of  the  curved 
rods  N  on  the  cylinder  B  the  blank  sheets  are  fed  between  the  cylinder 
B  and  roller  0. 

Fourth.  I  claim  the  peculiar  construction  of  the  cylinder  B  and 
rollers  J  J^,  K  K,  as  shown  and  described,  viz:  having  plaster  of 
Paris  d  moulded  around  tubes  e,  so  as  to  obtain  the  necessary  strength 
and  infiexibility  with  a  requisite  degree  of  lightness. 

No.  21,321. — Alexandbr  Calhoun,  of  Hartford,  Conn. — Improve- 
ment in  Printers'  Composing  Sticks. — Patent  dated  August  31,  1858. — 
The  nature  of  this  invention  consists  in  the  application  of  a  clasping 
band,  attached  and  combined  with  the  sliding  Knee  bracket  to  prevent 
springing  back  by  the  pressure  of  tight  spacing  or  long  continued  use. 

Claim. — The  application  of  the  band  B,  in  the  manner  and  for  the 
purpose  substantially  as  set  forth  and  described. 

No.  20,714. — William  A.  Hunter,  of  Bryan,  Ohio. — Improved  Type 
Case  for  Printers. — Patent  dated  June  29,  1858. — The  nature  of  this 
invention  consists  in  the  peculiar  construction  of  the  type  case, 
whereby  it  is  kept  constantly  clear  from  the  dust  resulting  from  the 
abrasion  of  the  types,  and  in  collecting  the  dust  on  a  shelf  or  drawer, 
whence  it  can  be  removed  when  required. 

The  inventor  says:  I  daim  making  the  bottom  of  a  type  case  of  a 
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metallic  screen  or  other  perforated  material,  substantially  in  the 
manner  and  for  the  purpose  described. 

I  also  claim  the  sliding  shaft  C,  in  combination  with  the  perforated 
bottom  B  of  a  type  case,  substantially  in  the  manner  and  for  the  pur- 
pose described. 

No.  21,429. — Jabces  Lord,  of  Pawtucket,  Mass. — Machine  for 
Printing  Addresses  on  Newspapers^  do. — Patent  dated  September  7, 
1858. — The  claim  and  engravings  explain  the  nature  of  .this  invention. 

The  inventor  says:  I  daimj  1st.  Imprinting  the  name  and  addresses 
of  subscribers  and  others  on  newspapers,  envelopes,  &c.,  by  inserting 
type  expressing  such  name  and  address  in  boxes  secured  spirally  on 
the  periphery  of  a  revolving  cylinder,  and  causing  the  said  news- 
papers or  envelops  to  be  successively  pressed  against  the  type  in  the 
boxes  by  means  of  a  platen  or  follower  Xy  which  is  made  to  act  in  con- 
cert with  the  cylinder,  in  the  manner  described. 

2d.  I  claim  the  combination  and  arrangement  of  the  connecting  rod 
«,  vibrating  lever  p^,  pawl  r,  ratchet «,  and  screw  shaft  M,  for  giving 
the  required  revolving  motion  to  the  printing  cylinder  B,  and  longi- 
tudinal motion  to  the  platen  x^  and  receiving,  conducting,  and  distri- 
buting rollers  b  h  i,  in  the  manner  and  for  the  purpose  described. 

3d.  I  claim  the  combination  and  arrangement  of  the  eccentric  cams 
u,  longitudinal  shaft  Y,  and  upright  rod  m  for  raising  the  platen  or 
follower  Xy  to  produce  the  required  impression  upon  the  paper,  as  de- 
scribed. 

4th.  I  claim  the  combination  and  arrangement  of  the  cima-reversa- 
formed  slots  n^  in  the  ears  n,  and  ends  of  the  branch  rods  A;%  of  the 
curved  bars  k,  with  the  distributing  and  conducting  ink  rollers  h  t, 
in  the  manner  and  for  the  purpose  set  forth. 

6th.  I  claim  the  combination  of  the  adjustable  plate  dy  oscillating 
bar  c^y  and  plate  between  which  it  is  secured,  and  graduating  thumb 
screws/,  with  the  ink  receiving  roller  6,  as  described. 

No.  21,418.— Gborgb  I.  Hill,  of  Buffalo,  N.  Y.— Printing  and  Num- 
bering Press. — Patent  dated  September  7,  1868. — By  this  invention 
the  printing  press  is  operated  in  a  common  manner.  The  iiumbering 
machine  is  connected  to  the  bed  plate  and  moves  with  it.  As  the  bed 
plate  is  moved  inwardly,  the  spring  pall  F  catches  into  the  teeth  of 
the  ratchet  I,  and  causes  the  proper  movement  of  the  required 
number.  B  represents  a  numbering  machine,  and  12  3  4  the  num- 
bering wheels,  each  wheel  containing  all  the  numerals,  so  arranged 
as  to  form  any  required  combination.  Each  wheel  has  the  nine 
numerals  and  cypher  thereon.  In  this  operation  the  first  card  or 
ticket  printed  will  be  numbered  at  the  same  time  the  second  card  or 
ticket  is  printed  and  so  on  through  the  whole  operation.  The  wheels 
can  be  set  so  as  to  commence  with  any  desired  number. 

The  inventor  says:  Idaim,  1st.  Having  a  shaft  c  extended  from 
one  end  of  the  seat  to  the  other,  when  said  shaft  is  furnished  at  one 
end  with  a  crank  E,  and  at  each  end  with  a  pinion  or  friction  roller 
D,  and  said  pinion  or  friction  rollers  work  in  connexion  with  large 
spur  wheels  or  large  friction  rollers  F  F,  which  have  the  arms  G  G  of 
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the  back  d,  or  the  arms  H  H,  of  the  foot  board  c,  pivoted  eccentrically 
to  them,  substantially  as  and  for  the  purposes  set  forth. 

2d.  Attaching  the  arms  of  the  foot  board  c  to  the  lower  spur  wheel 
or  friction  rollers  F  F,  by  means  of  turning  pivots  and  hinge  joints  i 
and  k,  in  combination  with  attaching  the  suspension  rods  of  the  foot 
boards  by  loose  eyes  A,  to  long  staples  or  brackets  g  g^  substantially 
as  and  for  the  purposes  set  forth. 

No.  21,723. — John  Hope,  of  Providence,  Bhode  Island,  assignor  to 
Himself  and  Thomas  Hopb,  of  said  Providence. — Improvement  in  Rollers 
f(/r  Oalico  Printing, — Patent  dated  October  5,  1858. — The  mandrel 
connexion  c  is  generally  made  from  vulcanized  caoutchouc  composi- 
tion, which,  when  cold,  becomes  solidified  or  indurated,  such  com- 
position being  composed  of  coal  tar,  pitch,  sulphur,  and  caoutchouc, 
either  alone  or  with  other  matter,  and  being  that  from  which  combs, 
walking  canes,  toys,  &c.,  are  now  made  and  on  sale  in  the  market. 
This  composition  can  be  softened  by  heat  or  applied  around  a  mandrel 
and  vulcanized  thereon. 

Claim, — I  am  aware  of  the  jeweller's  roller  which  forms  the  sub- 
stance of  the  United  States  patent  No.  21,039.  My  invention  differs 
essentially  therefrom,  because  the  outer  shell  of  my  roller  is  not  to  be 
hardened  by  being  heated  and  afterwards  suddenly  cooled  on  its  cast 
iron  carrier  or  cylinder  encompassing  the  arbor  or  shaft,  for  the  great 
heat  of  the  outer  shell  would  so  heat  the  shaft  connexion,  composition, 
or  shell  as  to  either  injuriously  soften  or  melt  it.  Furthermore,  another 
material  difference  is  in  the  nature  and  character  of  the  shaft  connexion, 
as  well  as  in  the  mode  of  effecting  the  same,  it  being  not  only  formed 
by  the  process  of  casting  it  within  a  shell  or  tube,  and  around  a 
grooved  and  slightly  tapering  cylindrical  shaft,  but  made  of  a  caou- 
tchouc composition,  or  a  material  suitable  for  the  purpose,  and  such  as 
will  admit  of  being  cast  or  moulded  between  the  arbor  and  tube,  so  as 
to  form  a  proper  connexion  therefor  of  the  kind  described. 

I  claim  my  said  new  manufacture  of  calico  printing  roller  made 
substantially  as  described,  viz:  of  the  copper  shell  a,  cast  metal  foun- 
dation tube  6,  and  with  a  mandrel  connexion  cast  in  the  metallic  shell 
or  tube,  and  on  an  arbor  or  mandrel  in  manner  and  of  a  material  sub- 
stantially as  described. 

No.  19,797. — Georgb  Schaub,  of  Hamburgh. — Improvement  in  Oast" 
ing  Types  for  Printing. — Patent  dated  March  30,  1858. — The  nature 
of  this  invention  will  be  explained  by  reference  to  the  claim  and 
engravings. 

The  inventor  says :  I  wish  it  to  be  understood  that  I  do  not  limit 
myself  to  the  precise  details  described  and  represented,  as  the  same 
may  be  varied  without  departing  from  the  nature  of  my  said  invention. 

But  I  daim  the  new  or  improved  manufacture  of  types  for  printing 
before  described,  and  illustrated  by  the  accompanying  drawing,  that 
is  to  say,  manufacturing  types  for  printing  by  casting  the  stems  or 
bodies  of  the  types  at  the  back  of  a  sheet  of  type  heads,  and  finishing 
the  same  as  described ;  also  the  manufacture  of  spaces  used  in  setting 
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Up  printing  types  by  the  use  of  the  movable  frame  described  and 
represented. 

No.  21,148» — Elisha  Pratt,  of  Salem,  Massachneetts. — Improve- 
ment in  PrifUing-Ink  Boilers. — Patent  dated  August  10,  1858. — The 
following  are  the  ingredients  used  in  making  these  improved  ink- 
rollers  :  Four  pounds  of  glue,  two  ounces  of  gum  shellac,  in  a  suf- 
ficient quantity  of  alcohol  to  dissolve  it,  and  one  table  spoonful  of 
saleratus  or  sal  soda. 

The  inventor  says :  I  daim  the  employment  of  an  alkali  in  the 
manufacture  of  inking  rollers,  in  the  manner  and  tor  the  purpose 
substantially  as  set  forth. 

I  also  claim  the  use  of  rosin  oil,  rosin  and  shellac,  in  combination 
with  the  other  materials  employed,  in  the  manner  set  forth,  for  the 
purpose  specified. 

No.  22,136. — James  Spbncbr,  of  Toronto,  Canada. — Improvement 
for  Prifiting  Names  or  Directions  on  Packages^  dec, — Patent  dated 
November  2.^,  1868. — The  claim  and  engraving  explain  the  nature  of 
this  invention. 

Claim, — The  application  of  common  type,  arranged  in  a  form  upon 
a  plane  bed,  to  the  printing  of  successive  names,  numbers,  or  addresses, 
one  at  a  time,  upon  papers,  pages,  books,  tickets,  or  other  articles 
requiring  to  be  printed,  marked,  or  addressed,  and  the  construction 
of  the  machinery  as  described,  or  any  other  similar  combination  of 
machinery  for  producing  the  same  motions,  causing  the  bed  to  traverse, 
80  as  to  bring  all  the  names,  numbers,  or  addresses  in  the  form  suc- 
cessively under  the  aperture  in  the  tympan,  and  causing  the  matter 
placed  under  the  platen  to  receive  the  desired  impression. 

No.  19,672. — Henkt  A.  Bilm,  of  West  Winsted,  Connecticut,  and 
Stephbk  W.  Wood,  of  Cornwall,  New  York. — Printing  Press. — 
Patent  dated  March  23,  1858. — The  nature  of  this  invention  will  be 
understood  by  reference  to  the  claim  and  engravings. 
^  The  inventors  say :  We  daim,  first,  setting  a  form  of  type  upon 
fiat  rotating  forms  or  beds  in  separate  and  independent  columns  c 
arranged  alternately  U[)on  the  peripheries  of  cylinders,  with  corre- 
sponding cylinders  upon  whose  peripheries  are  segments  of  impression 
cylinders,  the  whole  arranged  substantially  as  described. 

Second.  Grooving  or  notching  types,  and  keying  them  by  inde- 
pendent keys  a  e  to  a  bed  or  form,  in  the  manner  and  for  the  purpose 
substantially  as  set  forth. 

No.  19,T58.— G.  W.  Davis,  of  Seneca  Falls,  N.  Y.—hi^provemeni 
in  Printing  Presses. — Patent  dated  March  30,  1858. — By  rai«ing  and 
lowering  the  outer  end  of  the  lever  G,  the  platen  E  will  be  swung  «r 
moved  up  and  down,  and  a  reciprocating  motion  also  given  the  bed  C. 
The  form  D  is  inked  as  it  passes  under  the  lower  rollers  L  L,  and  the 
blank  sheets  are  laid  upon  the  frisket  K^,  which,  when  the  plate 
descends  or  is  depressed,  yieWs  or  gives  to  its  pressure  in  consequence 
of  its  elasticity  in  connexion  with  its  spring  bearings  nn  r,  so  that 
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the  sheet  will  be  pressed  down  upon  the  form  D  by  the  platen  and 
receive  the  impression. 

Claim. — The  arrangement  of  the  double-armed  lever  G,  plate  E, 
bed  C,  and  the  adjustable  spring  frisket  K^,  as  and  for  the  purposes 
shown  and  described. 

No.  20,090. — Thomas  S.  Ebynolds,  of  Athens,  Georgia. — Printing 
Press, — Patent  dated  April  27, 1858. — The  nature  of  this  invention  is 
described  by  the  claim  and  engravings:  I  cZatm,  first,  the  rotating 
segment  D,  in  combination  with  the  intermittingly  rocking  bed  Y, 
when  constructed  and  arranged  to  operate  as  described,  to  wit :  the 
segment  having  a  continuous  rotary  movement  while  the  bed  rocks  to 
and  from  the  segment,  and  remainiog,  while  in  a  vertical  or  nearly 
vertical  position,  stationary  a  sufficient  length  of  time  to  have  the  form 
properly  inked. 

Second.  The  inking  device,  formed  of  the  fountain  J  and  the  roller 
K  L  N  0  ^  ^  operated  by  the  cams  S  T,  levers  U  V,  bar  W,  and  the 
frame  M,  with  the  weight  h  and  cam  e,  arranged  to  operate  conjointly 
with  the  segment  D  and  bed  Y,  so  that  the  form  will  be  properly  inked 
during  the  '^  dwell/'  or  the  cessation  of  the  movement  of  the  bed,  as 
described. 

Third.  The  counterpoises  Z  Z,  when  used  in  connexion  with  the 
springs  o^  as  shown,  whereby  the  counterpoises  may  be  graduated  as 
circumstances  may  require. 

Fourth.  The  frame  F^  attached  to  the  shaft  D^,  which  is  fitted  in 
the  bars  E^ ,  and  having  the  spring  v}  and  rod  w^  attached,  substantially 
as  described,  and  for  the  purpose  set  forth. 

No.  20,204.— Georqb  P.  Gordon  and  F.  0.  Dbgbnbr,  of  New  York, 
N.  Y. — Improvement  in  Printing  Presses, — Patent  dated  May  11, 
1858. — This  invention  relates  to  an  improvement  in  that  class  of 
printing  presses  in  which  a  continuous  rotating  cylinder  that  receives 
the  sheet  to  be  printed  is  used  in  connexion  with  a  reciprocating  bed 
K,  on  which  the  ibrm  is  placed.  The  object  of  this  invention  is  to 
simplify  the  construction  of  such  presses,  and  also  to  give  a  positive 
or  arbitrary  movement  to  the  cylinder  and  bed  relatively  with  each 
other  at  the  time  the  impression  is  given  to  the  sheet. 

The  inventors  say :  We  do  not  claim  the  peculiar  manner  of  hang- 
ing or  arranging  the  reciprocating  bed  K,  for  that  is  already  patented, 
as  previously  stated. 

Nor  do  we  claim  broadly  giving  a  continuous  rotary  motion  to  a 
cylinder,  when  used  with  a  reciprocating  bed,  as  this  has  been  pre- 
viously d -ue,  and  is  common  to  many  cylinder  presses  in  use. 

But  we  claim  communicating  motion  to  the  cylinder  at  the  time  of 
giving  the  impression  by  and  through  the  motion  of  the  bed,  while 
the  revolution  of  the  cylinder  shall  be  perfected  by  or  through  ordinary 
gearing,  or  other  means  entirely  independent  of  the  motion  of  the  bed, 
thus  alternating  from  one  of  these  means  to  the  other  to  give  a  full 
revolution  to  the  Cylinder. 
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No.  S0,874  — Gborob  P.  Qordon,  of  New  York,  N.  Y.—Improv&' 
merU  in  Printing  Presses. — Patent  dated  July  18,  1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim,  first,  one  or  more  sets  of  gripers  or  nip- 
pers, independent  in  themselves,  which  shall  revolve  upon  their  axes, 
and  carry  the  sheet  from  its  point  of  feeding  to  its  place  of  deposit, 
whether  operated  in  the  precise  manner  described  or  in  some  equiva- 
lent way. 

Second.  I  claim  the  ^'stop,"  or  its  equivalent,  for  holding  the  said 
gripers,  or  their  equivalents  in  the  desired  position,  for  the  purpose 
of  insuring  an  exact  and  regular  feeding,  registering,  and  delivering 
of  the  sheet,  as  fully  set  forth. 

Third.  I  claim  one  or  more  sets  of  gripers,  (which  revolve  upon 
their  axes)  having  a  movable  base,  with  fingers  to  close  upon  said 
base  and  hold  the  sheet,  whether  constructed  in  this  precise  manner, 
or  in  some  equivalent  way,  to  produce  a  like  result. 

Fourth.  I  claim  the  combined  action  of  said  gripers  and  the  vibra- 
ting springs,  strips  or  frisket,  for  the  purpose  of  conveying  the  sheet 
to  and  receiving  and  holding  it  in  the  proper  position  for  the  recep- 
tion of  the  impression,  and  insuring  its  proper  delivery  after  it  shall 
have  been  printed. 

Fifth.  I  claim  the  vibrating  double  cam  for  throwing  off  and  on  the 
impression. 

Sixth.  I  claim  two  or  more  distributing  rollers,  having  a  lateral 
motion  upon  a  main  distributor,  which  shall  move  independent  of 
and  in  opposite  direction  to  each  other,  and  thus  alternately  cross  and 
recross  each  other's  distribution,  for  the  purpose  of  giving  an  uniform 
inking. 

Seventh.  I  claim  the  relative  arrangement  of  the  feed  table,  the  fly- 
board,  the  platen  and  the  bed,  substantially  as  described,  in  combi- 
nation with  the  revolving  gripers. 

Eighth.  I  claim  the  two  distributions  given  to  the  inking  rollers 
upon  one  cylinder  for  each  impression,  (heretofore  patented  by  me,)  in 
combination  with  the  rotating  reciprocating  bed  with  its  spring  exten- 
sions, as  fully  set  forth. 

Ninth.  I  claim  the  fly-board  with  its  adjustable  ledge  in  combina- 
tion with  the  gripers,  to  insure  the  even  piling  of  the  sheet,  whatever 
its  size  may  be« 

No.  21,080. — Frederick  B.  Nichom,  of  Morrisania,  N,  Y. — /m- 
provement  in  Printing  Presses. — Patent  dated  August  3,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim,  first,  the  employment  of  the  polished 
metallic  roller  E,  arranged  immediately  in  front  of  the  inking  roller 
H,  and  made  adjustable  by  set-screws,  so  as  to  enable  its  smooth  peri- 
phery to  be  pressed  against  the  periphery  of  the  printing  cylinder  on 
a  line  parallel  with  the  axis  of  both,  and  with  such  force  as  to  prevent 
any  ink  on  the  engraved  surface  of  the  printing  cylinder  from  passing 
between  the  two,  and  thereby  removing  the  excess  of  ink  from  the 
smooth  portions  of  the  electrotype  or  thin  plate,  and  causing  the  same 
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to  descend  oyer  the  rising  side  of  the  said  polished  roller  K  into  th6 
ink  trough  M,  as  described. 

Second.  I  claim  arranging  the  rollers  P  P^  and  endless  band  B 
over  the  same,  in  front  of  and  in  snch  relation  to  the  periphery  of  the 
printing  cylinder  C,  as  to  canse  the  descending  portion  of  the  endless 
Dand  B  to  extend  from  the  same  tangential  to  a  circle  smaller  than 
it  in  diameter,  and  to  bear  upon  a  portion  of  the  periphery  with  an 
equal  degree  of  tension  over  every  part  which  it  touches,  and  giving 
to  the  said  part  of  the  endless  band  a  zigzag  movement  by  means  of 
the  zigzag  grooved  drum  Y  and  lug  or  arm  6,  in  the  manner  and  for 
the  purpose  set  forth. 

No.  21,154.— E.  EnwARD  Snbidbr,  of  New  York,  N.  Y. — Imprave- 
ment  in  Printing  Presses, — Patent  dated  August  10,  1858. — This  in- 
vention consists  in  the  employment  of  a  revolving  segment  frame 
which  receives  the  blank  sheets  of  paper,  and  serves  at  the  same  time 
to  carry  and  support  the  inking  rollers  and  to  communicate  motion 
to  the  same  ;  in  the  employment  of  a  rocking  bed,  on  which  the  form 
is  placed,  and  between  which  and  the  segments  the  impression  is 
given,  said  rocking  bed  being  worked  likewise  from  the  segment 
frame  and  provided  with  suitable  ways  on  its  under  side  passing  over 
rollers  to  produce  the  required  impression  ;  and  also  in  the  employ- 
ment of  a  novel  fly-motion  by  which  the  printed  sheets  are  brought 
upon  the  fly-board. 

The  inventor  says :  I  cZotm,  first,  the  revolving  double  segment 
frame,  with  segments  balancing  each  other,  in  combination  with  a 
rocking  type-bed  T,  operated  through  the  segment  frames^  substan- 
tially as  described. 

Second.  I  claim  the  rocking  type-frame  T,  with  eccentric  ways  W 
attached,  working  over  fixed  rollers,  in  the  manner  and  for  the  pur- 
pose described. 

Third.  I  claim  the  arrangement  and  the  manner  of  operating  the 
distributing  cylinder  E,  supported  between  the  segment  frames  C 
upon  the  shaft  B,  to  which  the  segment  frames  are  attached^  said 
cylinder  being  made  to  revolve  in  the  opposite  direction  to  the  motion 
of  the  shaft,  and  having  at  the  same  time  a  side  motion  communicated 
to  the  said  cylinder  for  the  purpose  of  distributing  the  ink  upon  the 
inking  rollers,  as  described,  in  connexion  with  an  arrangement  of  ink- 
ing rollers  operated  in  the  manner  substantially  as  specified. 

Fourth.  I  claim  the  arrangement  and  construction  of  the  fly-motion 
in  the  manner  and  for  the  purpose  as  described,  operating  in  con- 
nexion with  the  nipper  8  substantially  as  specified. 

No.  21,228.— Daniel  Wolfe,  of  Dixon,  Ohio.— Tmprovemeni  in 
Printing  Presses, — Patent  dated  August  17,  1858 — The  machine 
being  set  in  motion  for  inking  the  type,  the  sheet  to  be  printed  is  laid 
upon  the  frame  x  and  friskets  u  u;  the  rollers  being  inked,  crank  / 
is  turned  until  the  platen  is  raised,  then  crank/ remains  stationary 
and  crank  g  is  turned,  running  the  carriage  under  the  platen  until 
the  sheet  stands  directly  under  the  platen,  between  it  and  the  type  ; 
then  the  carriage  stands  still,  and,  by  turning  the  crank  /,  driving 


XVIII. — ARTS  POLITE,  FINE,    ETC.  533 

wheel  C  operates  upon  wheel  D,  the  shaft  of  which  operates  pitman 
i»,  which  draws  toward  the  centre  of  the  machine  straightening  bars 
M  M^^  and  M  bearing  upon  the  frame  e  to  which  the  platen  is  secured, 
the  platen  is  brought  down  upon  the  sheet,  pressing  it  against  the 
type,  thus  making  the  impression. 

Claim. — The  inventor  says  :  I  daim  the  self  emptying  spring  frisk- 
ets  u  u,  arranged  with  the  springing  frames  x  a;  in  the  manner  set 
forth,  and  these  in  arrangement  with  the  stationary  bed  plate,  falling 
platen  frame  L,  bars  H  and  H^,  and  lever  p,  when  all  are  combined 
and  constructed  in  the  manner  and  for  the  purpose  set  forth. 

No.  21,528.— Ervin  B.  Tripp,  of  New  York,  N.  Y.— Printing 
Presses. — Patent  dated  September  14,  1858. — This  invention  consists, 
first,  in  attaching  to  and  combining  with  the  type  cylinder  of  a  rotary 
printing  press  a  flattened  plate  or  type  bed  which  contains  the  type 
and  revolves  with  the  cylinder,  and  is  so  attached  to  it  as  to  move 
over  the  impression  cylinder  in  a  circular  line  or  in  the  arc  of  a  circle ; 
second,  in  a  feeding  roller,  operated  by  a  positive  movement  derived 
from  some  of  the  rotating  parts  of  the  press,  which  can  be  adjusted 
in  its  movements  to  feed  the  paper  to  be  impressed  by  the  type  at 
such  given  portion  of  the  movement  of  the  type  cylinder  as  may  be 
required  to  give  the  paper  the  requisite  amount  of  magin  ;  and  third, 
in  a  feeding  guide,  up  to  and  against  which  the  J>aper  to  be  printed 
is  fed,  and  which  is  governed  in  its  movements  by  the  movements  of 
the  feeding  roll,  so  that  it  is  elevated  to  allow  the  paper  to  pass  it, 
when  the  feeding  roll  is  depressed  and  brought  in  contact  with  the 
paper  to  feed  the  paper  to  the  press,  and  is  depressed  when  the  feeding 
roll  is  elevated  and  raised  from  the  feeding  table. 

The  inventor  says  :  I  do  not  claim  producing  a  printed  impression 
from  type  attached  to  and  revolving  with  a  type  cylinder. 

But  I  dainiy  first,  the  employment,  in  connexion  with  the  type  cyl- 
inder D,  of  a  cylinder  or  rotary  printing  press,  of  a  flattened  plate  or 
type  bed  H,  in  which  the  type  to  produce  the  printed  impression  upon 
the  paper  are  placed,  which  plate  or  type  bed  is  revolved  with  that 
cylinder,  and  is  so  connected  with  and  attached  to  it  as  to  have  the 
fSftce  of  the  type  contained  in  it  move  over  the  impression  roller  I  in 
the  arc  of  a  circle,  as  and  for  the  purposes  set  forth. 

Second.  The  feeding  roll  L,  operated  by  a  positive  motion,  as  speci- 
fied, when  combined  with  and  elevated  and  depressed  by  the  arms  M 
and  cams  N,  in  the  manner  and  for  the  purpose  described. 

Third.  The  feeding  guide  o,  operated  in  connexion  with  the  feeding 
roll  L,  as  and  for  the  purpose  set  forth. 

No.  21,484. — James  A.  Campbell,  of  New  Orleans,  Louisiana. — Im- 
provement in  Printing  Presses  — Patent  dated  September  14,  1858.— 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  teeth  placed  on  a  portion  of  the 
perimeter  of  the  roller  H  for  the  purpose  of  pushing  the  card  through 
the  opening  above  the  perpendicular  grooves  c  c,  by  the  operation  of 
these  teeth  on  the  surface  presented  by  the  front  card  of  the  packj  in 
combination  with  the  rollers//,  substantially  as  specified^ 
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Also,  the  adjustable  plates  g  gr,  as  specified,  for  the  purpose  of  re^ 
nlating  the  opening  through  which  the  cards  have  to  pass,  to  the 
thickness  of  the  card. 

Also,  the  combination  of  the  stationary  arm  T,  ball  aod  socket  Z, 
rod  U,  short  arm  V,  and  the  working  joint  Y,  for  the  purpose  of 
giving  the  inking  cylinder  a  lateral  motion. 

No.  22,027. — Charles  Montague,  of  Hartford,  Connecticut. — hnr 
provement  in  Printing  Presses. — Patent  dated  November  9,  1858. — 
The  nature  of  this  invention  consists  in  such  an  arrangement  of  a 
horizontal  reciprocating  bed  and  revolving  cylinder  for  impression 
that  the  surface  of  the  bed  or  form  placed  upon  it  shall  always  travel 
in  correspondence  with  the  surface  of  the  cylinder,  and  the  cylinder 
is  made  to  complete  its  revolntion  by  other  means  independent  of  the 
motion  imparted  to  it  by  the  bed  after  the  impression  is  given. 

Claim. — Communicating  motion  to  the  cylinder  at  the  time  of  giving 
the  impressions  by  and  through  the  motion  of  the  bed,  while  the 
revolution  of  the  cylinder  shall  be  perfected  by  or  through  ordinary 
gearing,  or  other  means  entirely  independent  of  the  motion  of  the  bed, 
thus  alternating  from  one  of  these  means  to  the  other  to  give  a  full 
revolution  to  the  cylinder,  in  the  manner  substantially  as  set  forth. 

No.  22,010. — Moses  S.  Beach,  of  Brooklyn,  N.  Y. — Improvement  in 
Printing  Presses. — Patent  dated  November  9,  1858. — The  object  of 
this  invention  is  to  dispense  with  the  use  of  tapes  in  throwing  the 
sheet  out  from  the  impression  cylinder  of  a  printing  press  after  it  has 
received  its  impression.  The  engravings  represent  its  application  to 
an  eight-cylinder  type-revolving  press  constructed  for  printing  the 
sheet  on  both  sides  at  one  operation,  in  accordance  with  the  improve- 
ments patented  by  this  inventor  in  1856. 

Claim. — Producing  intermittent  blasts  of  air  by  means  of  the  revolv- 
ing hollow  core  A,  having  openings  d  dy  and  the  stationary  box  B, 
having  openings  e  e,  arranged  and  operating  substantially  as  shown 
and  described. 

No.  22,181.— David  E.  James,  of  Utica,  N.  Y.— Printing  Press.— 
Patent  dated  November  30,  1858. — The  plan  of  this  press  is  designed 
to  furnish  the  means  by  which  one  person  may,  by  a  continaous  opera- 
tion, place  the  cards  to  be  printed  upon  the  press,  print  and  remove 
them;  inking  the  type  by  the  same  movement  which  carries  and  re- 
turns the  paper,  and  the  whole  work  completely  and  rapidly. 

The  inventor  says  :  I  claim  the  arrangement  and  combination  of  the 
leverage,  as  described,  through  which  the  operations  of  the  press  are 
performed,  including  the  use  of  the  spring  S  which  permits  the  ex- 
tension of  the  lever  q  while  the  carriage  is  at  rest,  as  described. 

I  also  claim,  in  combination  with  the  said  arrangement  of  leverage, 
the  swinging-post  V  and  its  connexion  with  the  lever  0,  as  described; 
the  whole  being  arranged  and  operating  substantially  in  the  manner 
set  forth. 
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No.  22,414. — S.  R.  Cotton,  of  Green  Bay,  Wisconsin. — Printing 
Press. — Patent  dated  December  28,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  operating  the  form-bed  J  from  the 
pressure-cylinder  B  by  means  of  the  cam,  or  eccentric  m,  provided  with 
the  pins  o  ;  rack-bar  D,  provided  with  the  projection  p  and  roller  n; 
the  pinions  E  G  on  the  shaft  F,  with  or  without  the  pinion  H;  slide- 
bar  L  and  springs  9,  and  the  rack- bar  I;  the  whole  being  arranged  to 
operate  as  and  lor  the  purposes  set  forth. 

I  also  claim  the  toothed  sector  x^  which  gears  into  the  pinion  y  of 
roller  a*,  and  is  connected  with  the  rack-bar  and  the  arm  u?  of  the 
sector  provided  with  the  pin  o,  the  rod  c*  attached  to  the  arm  d*,  the 
pawl  t*  attached  to  the  arm  d^,  and  the  ratchet  A*  attached  to  the  roller 
g^;  the  whole  being  arranged,  as  shown  and  described,  so  that  the 
inking  device  will  be  operated  automatically  from  the  pressure  of  the 
roller. 

I  further  claim  having  the  bearings  6  6  of  the  pressure-cylinder 
attached  to  the  rods  d  d  which  are  connected  by  tension-nuts  c  e  to 
straps /that  encompass  the  eccentrics  g  of  the  shaft  A,  for  the  purpose 
of  readily  raising  when  necessary  the  cylinder  B  and  regulating  its 
pressure. 

No.  21,591. — William  Bullock,  of  Newark,  New  Jersey,  assignor 
to  Ghorob  W.  Taylor,  of  sai  I  Newark. — Automatic  Paper-Feeder  for 
Printing  Presses, — Patent  dated  September  21, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  dmm  operating  the  hands,  or  their  equiva- 
lents, which  eflfect  the  feeding  of  the  sh-  et  of  paper  in  manner  sub- 
stantially as  set  forth,  so  that  they  have  a  greater  capacity  for  moving 
the  sheet  than  is  necessary  for  the  purpose. 

I  also  claim  controlling  the  operation  of  the  hands,  or  their  equiva- 
lents, upon  the  sheets  of  paper  by  mechanism,  whose  t)peration  is 
dependent  upon  the  position  of  the  sheet  being  fed,  so  that  the  length 
of  time  during  which  the  hands,  or  their  equivalents,  are  permitted 
to  act  upon  each  sheet  of  paper  does  not  bear  any  fixed  relation  to  the 
movements  of  the  other  parts  of  the  printing  press. 

I  also  claim  intermitting  the  operation  of  the  hands,  or  their  equiv- 
alents, upon  the  paper  while  the  latter  is  being  drawn  into  the  press 
by  mechanism,  acting  substantially  as  set  forth. 

I  also  claim  effecting  the  progressive  movement  of  the  pile  of  papcT 
by  mechanism  whose  operation  is  dependent  upon  the  position  of  the 
pile,  substantially  as  set  forth. 

I  also  claim  the  combination  of  the  flap-guides  and  nozzles,  or  their 
equivalents,  for  stopping  the  movement  of  the  forward  edge  of  the 
sheet  and  for  releasing  the  same  in  the  manner  described. 

I  also  claim  moving  sheets  of  paper  by  automatic  rubbing-hands,  or 
their  equivalents,  constructed  substantially  as  set  forth. 

I  also  claim  operating  the  stop-cocks  of  the  air-cylinder  and  the 
flap-guides  by  a  cam,  or  its  equivalent,  whose  movement  is  coincident 
with  or  bears  a  fixed  relation  to  the  movement  of  the  fingers  whick 
draw  the  paper  into  the  press. 
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No.  20,039. — William  W.  Clarkson,  of  Baltimore,  Md.— (7afrf 
Printing  Press. — Patent  dated  April  27,  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZaim,  first,  the  combination,  by  the  pecu- 
liar arrangement  of  mechanism  specified,  of  the  slide  D,  which  feeds 
the  cards  singly  from  the  card-box  ;  the  bed-plate  B,  which  supports 
and  carries  the  impression  form  ;  and  the  inking^roUer  C,  which  inks 
said  form,  substantially  as  and  for  the  purposes  set  forth. 

Second.  The  combination  of  the  vibrating  slide  D,  which  feeds  the 
cards  singly  with  the  groove-guide  F  F,  which  receive  and  retain  the 
cards  below  the  platen,  and  directly  above  the  impression  form  while 
being  printed,  substantially  as  and  for  the  purposes  set  forth. 

Third.  The  peculiar  manner  of  adapting  the  card-box  F^  for  cards 
of  difierent  widths,  lengths,  and  thicknesses,  to  wit :  by  having  its 
side  front  and  back  boards  or  strips  adjustable  laterally,  perpendicu- 
larly, and  longitudinally,  by  means  of  slots  and  set-screws,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  22,011. — MosBsS.  Beach,  of  Brooklyn,  N.  Y. — ImprovemefU  in 
Feeding  out  Paper  from  Printing  Presses. — Patent  dated  November 
9,  1858. — The  object  of  this  invention  is  to  conduct  sheets  of  paper 
from  more  than  one  impression  cylinder  or  source  of  supply  into  a 
single  set  of  guide-tapes,  and  also  to  count  them  in  desired  quantities. 

The  inventor  says :  I  cZam,  first,  the  stationary  guides  M  S,  and 
the  arrangement  of  the  rollers  E  B  G,  or  their  equivalents,  by  which 
sheets  coming  from  difierent  directions  are  conducted  into  a  single  set 
of  guide-tapes  or  strings^  in  the  manner  substantially  as  shown  and 
dercribed. 

Second.  Counting  sheets  into  desired  quantities  by  a  counting-table, 
consisting  of  an  endless  belt  having  an  intermittent  motion,  arranged 
and  operating  substantially  as  shown  and  described. 

No.  20,556. — Charlbs  A.  Haskins,  of  New  York,  N.  Y. — Improve- 
ment in  Band  Printing  Presses. — Patent  dated  June  15,  1858. — 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — The  application  oi  the  ink  reservoir  G  with  the  plunger  or 
gate  F  of  gutta-percba,  or  its  equivalent,  for  letting  down  the  ink,  in 
combination  with  the  spring  bed  plate  J  and  the  inking  roller  E,  which 
is  accommodated  to  the  face  of  the  type  in  the  process  of  inking  by 
means  of  slots  in  the  arm  N  and  spiral  springs  attached  to  the  same, 
substantially  as  described. 

No.  21,980.— James  N.  Phelps,  of  New  York,  N.  Y.— Improved 
Hand  Printing  Presses. —Fsiieut  dated  November  2, 1858. — The  claim 
and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim,  first,  the  combination  and  arrange- 
ment of  the  radial  pins  T,  on  the  transverse  shaft  and  shoulder  cams 
«,  on  the  sides  of  the  lever  N,  oscillating  arms  J,  spiral  springs  U,  for 
moving  the  same  automatically,  and  spiral  springs  M,  for  pressing 
the  inking  roller  in  contact  with  the  printing  rollers  Q  R,  when 
receiving  the  ink  from  the  same,  and  in  contact  with  the  face  of  the 
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type  in  the  form  secared  to  the  under  part  of  the  platen  Q,  suhstan- 
tially  in  the  manner  and  for  the  purpose  described. 

Second.  I  claim  arranging  the  inking  rollers  Q  B  in  the  relation  to 
each  other  and  to  the  inking  roller  K,  at  the  lower  end  of  the  bars  or 
arms  J,  and  the  lower  surface  of  the  platen  Q,  when  raised  as  described^ 
and  in  combination  therewith. 

Third.  I  claim  the  segmental  shield  or  plate  P,  so  arranged  in  rela- 
tion to  them  and  the  corresponding  segmental  formed  arm  or  support 
C,  as  to  thoroughly  protect  the  sheets  of  paper  being  imprinted  from 
contact  with  the  said  inking  rollers,  and  enable  its  edges  to  be  moved 
upward  in  the  space  between  the  shield  or  plate  P  and  arm  or  support 
C,  substantially  in  tbe  manner  aj  described. 

No.  21,859. — Lbmubl  T.  Wells,  of  Cincinnati,  Ohio. — Paper 
Feeder  /or  Printing  Presses, — Patent  dated  October  19,  1858. — This 
invention  consists  in  mounting  the  nippers  on  a  frame  having  a  lim- 
ited motion  concentric  with,  but  independent  of,  the  cylinder  1,  the 
object  being  to  insure  a  more  perfect  foed  by  causing  the  nippers  to 
seise  the  paper  while  in  a  quiescent  state,  or  moving  in  an  opposite 
direction  to  the  cylinder. 

Claim. — In  the  described  connexion  with  the  cylinder  of  a  printing 

Eress,  the  vibrating  frame  A,  bearing  the  nippers  10  and  opposing 
Eir  A^  and  operated  substantially  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  20,179. — L.  T.  Wells,  of  Cincinnati,  Ohio. — Improvement  in 
Tympansfor  Printing  Presses, — Patent  dated  May  4, 1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — Attaching  the  cloth  or  parchment  B  to  the  frame  A  of  the 
tympan  by  means  of  the  leather  strips  c  provided  with  eyelets  cf,  said 
strips  c  being  fitted  in  grooves  or  rebates  in  the  frame,  and  the  cloth 
or  parchment  attached  to  the  strip  of  the  lace  C,  substantially  as 
described. 

No.  19,881.— Benjamin  B.  Stanton,  of  New  York,  N.  Y.—Hand 
Printing  Stamp. — Patent  dated  April  6,  1858. — The  nature  of  this 
invention  consists  in  the  arrangement  and  operation  of  the  printing 
die,  it  being  so  constructed  as  to  move  readily  from  the  ink  pad  to  the 
printing  pad,  which  are  both  placed  in  line  upon  a  base  of  cast  iron, 
or  any  other  suitable  material,  and  the  printing  die  moving  from  one 
to  the  other  in  a  straight  line.  To  accomplish  this  movement,  the 
stamping  rod,  to  which  the  die  is  attached,  passes  freely  through  a 
spool  having  a  square  form,  which  slides  freely  backward  and  forward 
between  two  guides,  and  upon  a  plane  bed  arranged  for  that  purpose 
upon  a  stationary  arm  over  the  inking  and  printing  pads.^ 

The  inventor  says :  I  am  aware  that  band  stamps  tor  printing  have 
long  been  made  with  a  movable  die,  for  the  purpose  of  first  being 
bn  ught  in  contact  with  the  inking  pad,  and  then  with  the  printing 
pad.     I  do  not  claim  such  movable  die. 

But  I  do  daim  moving  the  die  from  the  inking  pad  to  the  printing 
pad  and  backwards  by  means  of  the  spool  A  A  through  which  the 
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Btamping  rod  papses,  operating  in  a  straight  line  between  parallel 
guides  arranged  for  that  purpose  upon  a  stationary  arm  over  the 
inking  and  printing  pads. 

I  also  claim,  in  combination  with  the  sliding  spool  A  A,  the  catch 
F,  when  arranged  and  operated  in  the  manner  and  for  the  purpose 
specified. 

No.  22,353. — Samuel  Fribnd  and  Georgb  Seiler,  of  New  York, 
N.  Y. — Extension  Finger  Ring. — Patent  dated  December  21,  1858. — 
The  nature  of  this  invention  consists  in  the  use  of  a  divided  spring 
ring  with  the  ends  connected  together  by  folding  bars,  which  both  form 
an  ornamental  connexion,  or  carry  ornaments  of  stones  or  other  setting, 
and  attach  the  ends  of  said  spring  ring  to  each  other. 

Claim. — The  combination  of  the  spring  ring  and  folding  bars, 
substantially  as  and  for  the  purposes  specified. 

No.  20,273. — James  TTarrison,  of  Albany,  N.  Y. — Improvement  in 
Signs. — Patent  dated  May  18,  1858. — The  claim  and  engraving  will 
explain  the  nature  of  this  invention. 

Claim. — The  construction  of  block  letters,  figures,  and  other  devices, 
with  an  interstitial  surface  of  carved  ornamental  work,  with  which  a 
colored  or  illuminated  back  ground  may  be  employed  for  rendering 
signs  clearly  perceptible  at  a  great  distance  when  viewed  obliquely, 
substantially  as  set  forth. 

No.  19,970. — John  T.  Wellman,  of  Lowell,  Mass.,  assignor  to 
Charles  0.  Thompson,  of  said  Lowell. — Improvement  in  Signs,  Door- 
Plates,  &c — Patent  dated  April  13,  1858. — The  nature  of  this  im- 
provement in  door-plates  and  signs  consists  in  covering  the  leather, 
cloth,  or  paper,  or  other  material  which  is  to  form  the  foundation  of 
a  sign,  with  a  coat  of  Japan  varnish,  and  drying  them  in  a  high  heat 
and  rubbing  the  glass  off  with  rotten  stone  or  similar  powder;  then 
pressing  the  gold,  silver,  or  other  kind  of  leaf  on  the  varnished  surface 
with  heated  types,  rollers,  or  other  tools;  then  laying  the  material  with 
the  varnished  or  gilded  surface  on  the  glass  which  is  to  form  the 
covering  for  it,  and  heating  the  glass  and  the  varnished  surface,  and 
then  applying  pressure  at  the  same  time  until  the  varnished  surface 
adheres  to  the  glass,  making  a  water-proof  plate  adapted  to  in-Joor 
and  outdoor  service. 

Claim, — The  new  manufacture  of  door-plate  or  sign  described,  to 
wit,  a  transparent  plate  having  a  backing  containing  the  name  or 
device  affixed  to  said  backing,  and  the  backing  affixed  to  the  plate,  as 
described. 

No.  21,798. — Samuel  L.  Hill,  of  New  York,  N.  Y.,  assignor  to 
Spelling  Block, — Patent  dated  October  12,  1858. — The  nature  of  this 
invention  consists  in  preparing  a  series  of  wooden  blocks  of  any  required 
number,  each  block  having  placed  upon  it  certain  letters  of  the  alpha- 
bet, for  the  purpose  of  spelling.  The  object  of  this  invention  is  to 
place  in  the  hands  of  children  a  useful  and  instructive  recreation. 
Albeblt  Palmer,  Himself,  and  A.  Sidney  Doanb,  of  said  New  York. — 
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The  inventor  says :  I  datm  the  arrangement  of  letters  on  any  num- 
ber of  8ix-8ided  blocks,  in  the  manner  described  and  for  the  purpose 
specified. 

Second.  I  claim  giving  to  and  placing  upon  each  block  its  proper 
numerical  figure,  for  the  purpose  specified. 

No.  20,922. — William  Morsb  and  John  Huqhrs,  of  Boston,  Massa- 
chusetts, assignor  to  Gborob  H.  Devbrbux,  A.  F.  Devbreux,  0.  W. 
Barrbtt,  and  E.  E.  Barrbtt,  of  Salem,  Massachusetts. — Improvement 
in  Hand  Stamps. — Patent  dated  July  13,  1858. — The  nature  of  this 
invention  consists  in  combining  with  the  bed  and  stamp,  or  printing 
mechanism,  a  **  letter  cast-off,"  or  device  or  mechanism  for  discharg- 
ing a  letter,  or  its  equivalent,  from  over  the  bed  after  such  letter  may 
have  been  stamped. 

The  inventors  say :  We  daim  combining  with  the  stamping  mechan- 
ism a  cast-off  mechanism  for  discharging  the  letter  or  article  to  be 
stamped  from  the  bed  or  the  cast-off  over  the  same. 

We  also  claim  combining  the  pid  or  cushion  h  with,  or  arranging 
it  directly  upon,  the  cast-off  or  plate  K  thereof,  substantially  as  speci- 
fied. 

We  also  claim  the  combination  for  operating  the  cast-off,  the  same 
consisting  of  the  arm  r,  the  tripper  n^,  the  arm,  the  shaft  L,  and  the 
spring  A;,  the  same  being  arranged  and  made  to  act  together  essen- 
tially as  specified. 

No.  20,217. — S.  E.  Pbttbb,  of  Mansfield,  Massachusetts,  and  Elias 
G.  Cobb,  of  Foxborough,  Massachusetts. — Improvement  in  Sdf-InJdng 
Hand  Stamps. — Patent  dated  May  11,  1858. — The  nature  of  this  in- 
vention will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim, — The  hand  stamp,  the  roller  Q  or  its  equivalent  on  the 
lever  H,  working  against  the  curve  R  or  its  equivalent  on  the  lever  N, 
to  operate  said  lever  and  carry  the  inking  roller  on,  across,  and  off  of 
the  type  parallel  or  nearly  parallel  with  the  face  of  the  type,  so  as  to 
ink  them  uniformly  and  evenly  to  make  a  fair  impression. 

No.  22,272. — Robert  A.  Adams,  of  St.  Louis,  Missouri. — Improve- 
m^ent  in  Stencil, — Patent  dated  December  14,  1858. — The  body  of  the 
stencil  is  of  paper,  or  its  equivalent,  which  is  first  soaked  in  shellac 
and  oil,  the  proportions  of  which  must  bo  regulated  by  the  amount  of 
stiffening  required  in  the  stencil.  After  the  stencil  blank  has  been 
thus  soaked  in  shellac  and  oil  the  back  of  it  is  coated  with  glue,  to 
which  a  coating  of  sand  or  emery  is  applied,  after  which  it  is  allowed 
to  dry,  which  complets  the  stencil  blank. 

Claim, — The  preparation  of  the  ** stencil"  blank  in  the  manner 
described,  to  wit:  in  oil,  shellac,  and  glue,  applied  as  set  forth  ;  and 
I  also  claim  the  application  of  the  sand  or  emery  to  the  back  of  the 
**stencil,"  in  the  manner  described,  for  the  purpose  specified. 

No.  19,943. — Joseph  H.  Mbrriam,  of  Boston,  Massachusetts. — 
Stencil  Fallet.—Fatent  dated  April  13,  1858.— a  a  exhibits  a  flat, 
flexible,  or  elastic  plate,  made  of  tinned  iron  or  other  suitable  m&t^ 
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rial,  and  forming  the  top  of  a  narrow  reserroir  b  which,  if  desirable, 
may  be  provided  with  a  handle  c.  Such  reservoir  should  have  a  filling 
hole  or  mouth  ci,  furnished  with  a  stopple  e,  which  may  screw  into  it 
or  be  otherwise  applied  so  as  to  fit  closely  and  be  air-tight. 

Claim, — As  a  new  manufacture,  a  stencil  maker's  pallet  or  pot,  con- 
structed substantially  as  described. 

No.  20,081.— John  McElhbran,  of  Brooklyn,  New  York. — Method 
of  Preparing  Stereoiype  Pto^M.— Patent  dated  April  27,  1858.— The 
nature  of  this  invention  consists  in  using  letter  dies  for  the  purpose 
of  impressing  them  into  the  surface  of  a  plate,  the  plate,  or  material 
with  which  the  plate  is  covered,  being  softer  than  the  material  of 
which  the  dies  are  made;  the  arrangement  being  such  that  the  letters 
will  all  be  sunk  to  a  uniform  depth,  in  order  that  a  cast  or  electrotype 
may  be  taken  of  said  plate,  for  the  purpose  of  printing  the  former  on 
a  letter  press. 

Claim. — ^The  method  described  of  producing  a  plate  of  fixed  metallic 
types  for  printing  from,  by  stamping  letter  dies  in  succession  to  each 
other  into  a  plate  made  of  or  coated  with  such  a  substance  as  will 
readily  take  and  preserve  their  impressions,  and  allow  a  stereotype  or 
electrotype  to  be  made  thereof,  either  directly  or  by  means  of  an  inter- 
mediate plaster  cast,  whereby  the  ordinary  process  of  setting  and  dis- 
tributing the  type  is  dispensed  with,  and  but  one  set  of  types  is  used, 
substantially  as  set  forth. 

No.  21,341.— Ira  A.  Ivbs,  of  New  York,  N.  Y .—Lock- Joint  Faa- 
iener  for  Stud8y  ike. — Patent  dated  August  31,  1858. — The  object  of 
this  invention  is  so  to  arrange  and  connect  a  pin,  either  with  a  shirt 
button,  stud,  or  breastpin,  or  any  like  article,  that  when  once  secured 
to  the  clothes  it  shall  not  become  unfastened,  either  by  pulling  or  by 
accident.  And  this  invention  consists  in  connecting  the  pin  to  any 
article,  such  as  a  shirt  stud,  &c.,  by  means  of  a  spring  joint  in  com- 
bination with  a  recess  so  arranged  and  situated  that  the  pin  when 
drawn  in  by  the  tension  of  the  spring  shall  have  its  poiut  below  the 

Projections  forming  the  said  recess^  and  thereby  prevent  the  pin  from 
Biug  drawn  out  of  the  clothes. 

The  inventor  says :  I  do  not  wish  to  be  understood  as  limiting  any 
claim  of  invention  to  the  two  special  modes  of  application  described, 
as,  no  doubt,  other  modes  of  applying  the  principle  of  my  invention 
may  be  devised. 

What  I  daim  is  the  spring-iiinged  pin,  in  combination  with  the 
recess,  substantially  as  described,  and  for  the  purpose  specified. 

No.  19,645. — John  McEliieran,  of  Brooklyn,  N.  Y — Improvement 
in  Ficturetypes. — Patent  dated  March  16,  1858. — A  smooth  and  level 
plate  of  glass  is  covered  with  a  thin  layer  of  beeswax.  The  original 
drawing  is  then  placed  under  the  glass,  and  its  lines,  seen  through 
the  glass  and  wax,  are  to  be  followed  and  engraved  through  the  wax 
by  means  of  engraver's  tools.  A  plaster  cast  is  next  taken,  which 
when  dry  is  to  be  varnished  with  cement.     Fine  silex  powder-ground 
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glass-,  sand,  or  the  like,  is  then  thickly  put  on  the  varnished  parts  ; 
when  dry  and  hard  the  loose  grains  are  to  be  brushed  off. 

Claim, — The  mode  descrilwd  of  preparing  the  pictaretypes  to  be 

!)rin ted  from  granulated  surfaces,  producing  various  shades  and  effects, 
or  the  purposes  specified. 

No.  22,423. — Hbnry  Harger,  of  Delhi,  Iowa. — Mechanical  Typo- 
^apher. — Patent  dated  December  28,  1858. — This  invention  consists 
m  an  improved  arrangement  of  means  for  actuating  type,  feeding 
thereto  the  article  or  substance  to  receive  the  impressions,  and  also  for 
keeping  the  parts  properly  adjusted  relatively  with  each  other,  so 
that  the  desired  work,  vis:  printing  direct  from  the  type,  may  be  per- 
formed with  great  facility. 

The  inventor  says :  I  dainij  first,  the  employment  or  use  of  the  bed 
piece  B,  frames  D  and  C,  and  type  frame  formed  of  the  plates  E  E, 
arranged  substantially  as  and  for  the  purposes  set  forth. 

Second.  The  particular  means  employed  for  feeding  the  frame  C, 
and  paper  or  wax  to  the  type,  to  wit :  the  bent  lever  O  connected  with 
the  hand  lever  F,  the  ratchet  H,  and  cords  or  chains  o  attached  to  the 
frame  0. 

Third.  Regulating  the  feed  movement  of  the  frame  C,  by  having 
the  types  h  made  of  varying  heights  or  lengths,  so  as  to  give  corres- 
ponding lengths  of  vibration  to  the  lever  F,  substantially  as  described. 
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No.  21,219. — RuFDS  SiBLBY,  of  Greenville,  Conn. — TmprovemerU  in 
Bomb  Lance. — Patent  dated  August  17,  1858. — This  invention  con- 
sists, first,  in  making  the  shank  or  guiding  part  of  the  projectile  in 
skeleton,  and  this  whether  the  connexions  be  made  by  solid  bars  or 
tubes.  Secondly,  the  confining  of  the  fuse  in  the  fuse  tube,  by  com- 
pressing the  end  of  the  fuse  tube  after  the  fuse  is  inserted ;  and 
thirdly,  the  construction  of  the  guiding  wings  and  their  location,  so 
as  to  be  closed  upon  the  skeleton  shank. 

The  inventor  says :  I  c^am,  first,  uniting  the  front  and  base  of  the 
bomb  or  projeotile  by  tubes  or  bars  in  skeleton,  substantially  as  set 
forth. 

I  also  claim  confining  the  fuse  in  the  fuse  tube,  by  drawing  down 
the  end  of  the  tube  upon  the  fuse  after  it  is  placed  therein,  for  the 
purpose  set  forth. 

I  also  claim,  in  combination  with  the  skeleton  shank  or  connexion, 
the  wings  g  g^y  whether  used  in  pairs  or  single,  but  so  that  they  may 
be  pressed  down  into  and  singly  fit  the  spaces  between  the  skeleton 
ribs,  tubes,  or  bars,  and  be  thrown  out  when  the  bomb  is  projected, 
as  set  forth. 
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No.  22,054. — A.  F.  Andrews  and  J.  H.  Andrews,  of  Avon,  Conn. — 
Improvement  in  Bomb  Lance. — Patent  dated  November  16, 1858. — A  is 
a  cylindrical  tube  of  cast  metal,  and  having  a  conical  or  pointed  front 
end  a.  B  is  a  plug  which  is  screwed  into  the  back  end  ot  the  tube  A, 
and  has  a  recess  b  formed  in  it.  The  plug  B  may  be  partially  or 
wholly  formed  of  soft  metal,  such  as  lead  or  Babbit's  metal,  and  an 
annular  groove  6^  is  made  in  its  back  end.  In  the  tube  A  two  grooves 
are  made  circumferentially,  in  which  soft  metal  bands  d  are  placed, 
the  bands  d  projecting  somewhat  beyond  the  periphery  of  the  tube,  as 
shown  in  the  engraving. 

Claim, — The  employment  of  the  independent  movable  fuse  tube  D, 
arranged  within  a  bomb  lance,  substantially  as  shown  and  described, 
so  that  the  fuse  will  be  ignited  by  the  motion  of  the  missile. 

No.  21,463. — Calvin  Young,  of  Auburn,  N.  T. — Improvement  in 
Bullet  Machine. — Patent  dated  September  7,  1868. — This  invention 
relates  to  the  mode  of  constructing  machines  for  the  manufacture  of 
bullets  from  cold  lead  by  pressure,  in  respect  to  which  a  caveat  was 
filed  by  said  Calvin  Young  in  the  month  ot*  April,  1867. 

The  claim  and  engravings  give  an  idea  of  the  nature  of  this 
invention. 

The  inventor  says  :  I  cZatm,  first,  the  application  of  elastic  rolls,  for 
the  purpose  of  feeding  lead  wire  into  the  machine,  substantially  as 
described. 

Second.  The  application  of  the  arrangement  or  device  for  gauging, 
cutting,  and  depositing  the  lead  into  the  dies  by  the  same  instrument, 
and  the  manner  of  constructing  and  operating  this  portion  of  the  ma- 
chine, substantially  as  described. 

Third.  The  application  of  the  arrangement  or  device  of  lateral 
punches  for  removing  the  bullet  from  the  dies,  substantially  as 
described. 

The  above  is  a  full  description  of  improven^ients  in  the  mode  of 
constructing  machines  for  the  manufacture  of  bullets  from  cold  lead 
by  pressure,  in  respect  to  which  a  caveat  was  filed  by  said  Calvin 
Young  in  the  month  of  April,  1857,  in  the  secret  archives  of  the 
Patent  Office. 

No.  21,505. — John  Aris  Knight,  of  St.  Louis,  Mo. — Improvement 
in  Bullet  Machine. — Patent  dated  September  14, 1868. — This  machine 
is  composed  of  one  or  more  stationary  and  one  or  more  swinging  mould 
bars  arranged  in  pairs,  and  containing  the  halves  of  a  number  of 
moulds  combined  with  a  sliding  pouring  trough  or  plate,  which  con- 
stitutes at  the  same  time  a  series  of  cutters,  and  with  proper  mechan- 
ism for  operating  the  said  swinging  bar  or  bars  and  pouring  trough 
or  plate. 

The  inventor  says:  I  do  not  claim  the  combination  of  the  stationary 
and  swinging  mould  bars. 

But  I  daimy  first,  arranging  the  movable  mould  bars,  so  that  in 
opening  the  moulds  they  move  not  only  away  from  the  stationary  mould 
bar,  but  to  some  extent  in  a  direction  transverse  to  the  said  stationary 
bars,  as  set  forth  and  illustrated  in  fig.  1,  to  produce  the  dragging 
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action  described,  for  the  purpose  of  loosening  the  bullets  from  both 
parts  of  the  moulds. 

Second.  Arranging  the  said  swinging  mould  bars  between  centre 
screws  1 1,  applied  in  such  manner  as  to  provide  for  their  adjustment 
longitudinally,  to  obtaia  a  perfect  registration  of  the  two  halves  of 
the  several  moulds. 

I 

No.  22,286. — Richard  Gornall,  of  Baltimore,  Md. — Improvement 
in  Machine  for  Making  Hollow  Bviiets. — Patent  dated  December  14, 
1858. — The  claim  and  engraving  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  confine  myself  to  the  use  of  a  single 
core,  as  a  series  of  cores  may  be  arranged  on  a  revolving  or  recipro- 
cating plate  operated  to  carry  them  alternately,  first  into  positions  to 
combine  with  the  dies,  and  afterwards  into  proper  positions  relatively 
to  a  cutter  or  cutters  to  turn  the  bullets  ;  nor  do  I  confine  myself  to 
the  use  of  a  core  of  any  particular  form,  nor  to  the  manufacture  of 
any  particular  form  of  bullet,  nor  to  the  use  of  any  particular  con- 
trivances for  giving  motion  to  the  several  parts  of  the  machine. 

But  I  daimj  first,  the  employment,  in  combination  with  a  punch 
and  a  set  of  dies,  or  their  equivalent,  for  pressing  blanks  or  pieces  of 
lead  into  a  form  approximating  more  or  less  to  the  desired  form  for 
hollow  bullets  of  a  revolving  core,  serving,  firstly,  to  produce  the 
cavities  in  the  bullets,  and,  secondly,  as  a  mandrel  to  revolve  them, 
for  the  purpose  of  finishing  their  exteriors  by  turning  them  substan- 
tially as  specified. 

Second.  The  employment,  in  combination  with  the  revolving  core,  of 
a  turning  cutter  operating  automically,  substantially  as  specified. 

Third.  The  employment,  in  combination  with  the  revolving  core 
and  turning  cutter,  of  a  female  centre,  operating  substantially  as  de- 
scribed, for  the  purpose  of  securing  the  bullets  on  the  core  during  the 
turning  operation,  and  liberating  them  after  such  operation. 

No.  20,608. — James  H.  Murrill,  of  Baltimore,  Md.,  assignor  to 
Himself,  James  Flynn,  and  Peter  Emrich,  of  said  Baltimore. — /m- 
provemmt  in  Breech- Loading  Cannon. — Patent  dated  June  15, 1868. — 
The  nature  of  this  improvement  consists  in  the  construction  of  the 
breech  portion  of  the  gun,  in  which  a  slot  or  pocket  G  is  formed  for 
the  reception  of  the  charge,  combined  with  devices  by  which  the  breech 
is  more  perfectly  closed  than  heretoibre,  so  that  all  escape  of  gas  on 
firing  is  prevented,  and  fouling  of  the  gun  is  obviated. 

The  inventor  says :  I  daim  the  employment  of  the  slot  G,  serving 
as  a  pocket  for  the  reception  of  the  charge  in  a  proper  position  for 
entering  the  bore  J,  when  arranged  in  combination  with  the  packing 
a,  operated  in  the  manner  and  ibr  the  purposes  as  set  forth. 

I  claim  the  employment  of  the  screw  B,  in  combination  with  the 
packing  a,  operating  in  the  manner  as  described,  for  the  purpose  of 
closing  the  cnamber  and  ramming  the  charge  at  the  same  operation, 
substantially  as  set  forth. 

No.  22,299. — Edward  Marshall,  of  New  Fork,  N.  T. — Improve- 
ment in  Breech- Loading  Cannon. — Patent  dated  December  14^  18S^. — 
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The  nature  of  this  invention  consistB  in  the  arrangement  of  the  chnclrfl, 
the  cams,  and  the  hreech-pin  with  the  cannon,  the  same  being  con- 
Btructed  for  the  purpose  of  making  a  breech-loading  cannon  which 
may  be  reloaded  without  waiting  for  the  recoil  of  the  gun. 

The  inventor  says :  I  daim,  first,  the  employment  of  the  adjustable 
chucks  c  c,  constructed,  arranged,  and  operated  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

Second.  I  claim  the  recesses  E  E,  made  from  the  outside  of  the  gun 
into  the  bore,  for  the  purpose  of  containing  and  concealing  the  chucks 
c  c,  as  is  set  forth. 

Third.  I  claim  the  combination  of  the  chucks  c  c  with  the  pin  F, 
constructed  substantially  in  the  manner  described. 

Fourth.  I  claim  the  arrangement  of  the  pin  F,  the  collar  G-,  and 
the  screw  H,  substantially  in  the  manner  and  for  the  purpose  specified. 

Fifth.  I  claim  the  employment  of  projections  I,  for  the  purpose  of 
securing  and  concealing  the  handles  of  the  cam,  as  is  fully  set  forth. 

No.  22,325.— Edward  S.  Wright  and  Thbodorb  P.  Gtouu),  of  Buffalo, 
N,  Y. — ImprwemefUinBreech^LcHxdingCaTmon. — Patent  dated  Decem- 
ber 14,  1858. — The  nature  of  this  invention  relates  to  making  an 
opening,  or  mortise,  transversely  through  the  breech  of  a  cannon,  and 
in  the  construction  and  use  of  a  sliding  abutment  in  combination 
therewith.  Also,  in  the  construction  and  use  of  an  expansive  cham- 
ber, wnich  contains  the  cartridge,  and  which  expands  when  the 
cannon  is  discharged,  and  fills  the  bore  so  perfectly  as  to  prevent 
^'  windage,"  and  which  also  absorbs  a  greater  portion  of  the  heat, 
and  has  the  effect  to  keep  the  cannon  cool.  And  it  also  consists  in  the 
application  of  a  wrought-iron  band,  shrunk  around  the  breech  of  a 
cannon,  when  the  same  is  combined  with  an  opening,  or  mortise,  and 
sliding  abutment. 

The  inventors  say :  We  daim  a  mortise  made  through  the  breech 
pf  a  cannon,  in  combination  with  the  sliding  abutment  D,  for  the 
purposes  and  substantially  as  set  forth. 

Second.  We  claim  the  expansive  chamber  H  or  its  equivalent,  in 
combination  with  the  cannon  A  and  sliding  abutment  D,  for  the  pur- 
poses  and  substantially  as  described. 

Third.  We  claim  the  application  of  a  wrought-iron  band  shrunk 
around  the  breech  of  a  cannon,  when  the  same  is  combined  with  a 
mortise  and  sliding  abutment,  as  set  forth. 

No.  22,427.— John  W.  Hollbnsrury,  of  Alexandria,  Va. — Improve- 
Ment  in  Breech-Loading  Cannon. — Patent  dated  December  28, 1858. — 
The  claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  a  breech-loading  cannon  formed  in  two 
parts  and  secured  together  by  means  of  a  frame,  substantially  as 
described. 

^iJecond.  In  combination  with  the  two  divisions  of  the  cannon,  as 
described,  I  claim  the  frame  D  E  F  G,  fitting  closely  up  against  the 
breech  A,  and  capable  of  being  elevated  or  depressed  ;  the  whole  con- 
structed and  operated  substantially  as  and  for  the  purpose  set  forth. 

Third.  In  combination  with  the  two  divisions  of  tlie  gun/  I  also 
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claim  the  band  or  circular  wedge  W,  constructed  and  operated  sub- 
stantially as  described. 

No.  20,727. — Gbokgb  W.  Morse,  of  Baton  Eouge,  La. — Improve^ 
ment  in  Cartridges. — Patent  dated  June  29,  1858. — ^This  invention 
consists  in  the  mode  of  providing  the  metallic  case  with  a  tige,  secured 
in  the  interior  of  the  same,  and  extending  towards  the  rear  of  the 
cartridge,  so  as  to  serve  as  a  means  of  exploding  the  percussion  cap, 
when  it  is  struck  by  the  hammer  of  the  gun.  It  also  consists  in  the 
combination  and  arrangement  of  the  cap  with  a  perforated  disk  of 
some  elastic  material,  whereby  the  contents  of  the  cartridge  case  are 
secured  against  moisture,  and  the  cap  protected  from  accidental  ex- 
plosion. 

The  inventor  says  :  I  daim  the  tige  secured  in  the  cartridge  case  in 
either  of  the  modes  described,  and  all  equivalents  thereto  for  the  pur- 
pose mentioned. 

I  also  claim  the  combination  and  arrangement  of  the  percussion  cap 
and  perforated  disk  as  described,  and  for  the  purpose  mentioned,  and 
any  and  all  equivalents  thereto. 

No.  20,214. — Gborgb  W.  Morse,  of  Baton  Rouge,  La. — Improved 
Cartridge  Case. — Patent  dated  May  11, 1858. — In  the  engravings  A 
is  the  tubular  case  or  body  of  the  cartridge  open  at  both  ends,  and 
with  an  annular  shoulder  a  a  extending  around  its  head,  B  is  an  ex- 
pansible head  made  of  thin  metal ;  it  is  so  constructed  as  to  fit  into 
the  rear  end  of  the  case  A.  In  the  case  A  is  a  furcated  tige  G, 
which  consists  of  a  wire  bent  and  having  two  of  its  prongs  b  b  soldered 
to  the  internal  surface  of  the  case  A. 

Claim. — The  improved  cartridge  case,  as  constructed  with  a  tige  C, 
an  annular  shoulder  a,  and  an  expansible  cartridge  closer  B,  arranged 
within  the  body  A  of  the  cartridge,  and  made  to  slide  longitudinally 
therein,  and  to  operate  in  other  respects  substantially  as  above  speci- 
fied. 

No.  21,253. — Edwin  Gomez  and  William  Milm,  of  New  York, 
N.  Y. — Improvement  in  Cartridge  for  Fire-Arma. — Patent  dated 
August  24,  1858. — This  invention  consists  in  a  means  for  distributing 
the  force  of  an  explosive  compound  over  a  sufficient  extent  of  surface 
to  prevent  the  arm  from  exploding.  It  relates  also  to  a  means  for 
removing  the  paper  or  case  of  a  cartridge  from  the  barrel  of  the 
fire-arm. 

Claim. — The  manner  specified  of  forming  cartridges  for  fire-arms 
and  other  purposes,  by  alternate  layers  of  explosive  material  and 
paper  or  similar  substance,  for  the  purposes  as  specified ;  also  the 
winding  of  string  or  equivalent  material  attaching  the  case  to  the  base 
of  the  ball,  for  the  purpose  of  removing  said  case  and  any  refuse  matter 
irom  the  barrel,  as  described  and  shown. 

No.  19,327. — Frederick    D.  Newbury,  of  Albany,  New  York, 
assignor  to  Richard  Varick  De  Witt,  jr.,  of  said  Albany. — Improve- 
menJt  in  Fire-Arms. — Patent  dated  February  9,  1858, — ThA^%tea^«*i 
Vol.  ii 35 
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tliis  invention  will  be  understood  by  examining  the  claim  and  illostra- 
tions. 

Claim. — The  main-spring  8,  arranged,  as  described,  to  operate  the 
hammer  and  trigger  simultaneously,  where  the  hammer  is  cocked  by 
ike  trigger. 

I  further  claim  the  ratchet  wheel,  lever,  and  pin  in  combination, 
arranged  as  described,  so  as  to  revolve  the  cylinder,  and  to  hold  it 
firmly  in  the  act  of  firing. 

I  further  claim  the  combination  of  the  main  spring,  trigger,  ratchet 
wheel,  lever,  and  pin,  for  the  purpose  of  cocking  the  piece,  revolving 
the  cylinder,  holding  it  in  place,  and  firing  the  piece  by  one  move- 
ment of  the  finger  upon  the  trigger,  substantially  as  set  forth  in  the 
specification. 

No.  20,041. — Calvin  Cox,  of  Coxville,  North  Carolina. — Improve- 
metU  in  Breech-Loading  Fire-Arms. — Patent  dated  April  27,  1858. — 
The  nature  of  this  invention  consists  in  the  arrangement  of  a  blade  or 
cutter  in  the  rear  part  of  the  breech  of  the  fire-arm,  for  use  in  combi- 
nation with  a  bored  sliding  cartridge  carrier  and  cartridge  magazine. 
It  is  designed  to  render  practicable  the  firing  of  common  paper 
cartridges. 

The  inventor  says :  I  do  not  claim  the  magazine,  neither  do  I  claim 
a  sliding  carrier,  nor  do  I  claim  the  combination  of  both. 

But  I  daim  the  arrangement  of  a  blade  or  cutter  K  in  the  rear  part 
of  the  breech  of  the  fire-arm,  for  use  in  combination  with  a  bored 
sliding  cartridge  carrier  and  cartridge  magazine,  the  whole  constructed, 
arranged,  and  operating  in  the  manner  specified. 

No.  20,073. — Thomas  Lbb,  of  New  York,  N.  T. — Improvemeni  m 
Breech-Loading  Fire-Arms. — Patent  dated  April  27,  1868. — The 
nature  of  this  invention  consists  in  a  peculiar  arrangement  of  devices 
for  opening  and  closing  the  breech  of  the  fire-arm  ;  also  in  a  manner 
of  delivering  pillets  or  capsules  of  detonating  material  as  the  hammer 
is  discharged  for  firing  the  piece. 

The  inventor  says :  I  daim^  first,  the  breech  piece  d  on  its  centre 
pin  1,  in  combination  with  the  lever  6,  blocking  piece  /,  and  cam- 
shaped  end  4,  the  whole  constructed  and  acting  substantially  as 
specified. 

Second.  I  claim  the  manner  described  of  delivering  the  detonating 
pillets,  and  shutting  ofi"  fire  from  the  same  by  the  use  of  the  inclined 
ended  rods  8  and  10  and  shield  n,  constructed  and  operating  sub- 
stantially as  specified. 

No.  20,503. — Gborqe  W.  Morse,  of  Baton  Rouge,  Louisiana. — 
Improvemeni  in  Breech-Loading  Fire-Arms. — Patent  dated  June  8, 
1858. — ^The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

The  inventor  says :  First.  I  daim  the  percussion  rod  in  a  movable 
breech-piece,  in  combination  with  the  sliding  bolt  E,  when  so  arranged 
that  the  lock  in  the  act  of  firing  shall  both  make  fast  the  breech-pieoe 
and  fire  the  charge. 
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Second.  I  claim  the  construction  and  use  of  the  globular  surface  on 
the  front  end  of  the  movable  breech-piece,  in  combination  with  the 
«nd  of  the  cylindrical  cartridge  case,  for  the  purpose  of  more  effectually 
preventing  the  escape  of  gas  at  the  joint. 

Third.  I  claim  the  construction  and  use  of  the  lever  H  o  Z,  when 
arranged  substantially  as  described,  for  the  purpose  of  retracting  the 
carriage  case. 

No.  20,825. — Gbokoe  H.  Soijlh,  of  Jersey  City,  New  Jersey. — 
Improvement  in  Breech-Loading  Fire-Arms. — Patent  dated  July  6, 
1858. — The  nature  of  this  invention  consists  in  the  mode  of  construct- 
ing the  breech  so  as  to  insert  the  cartridge,  and  by  means  of  the  lever 
which  acts  on  the  plunger  to  force  it  tight  on  the  bore. 

The  inventor  says :  I  daim  the  peculiar  construction  and  mode  of 
operating  the  plunger  £  and  securing  it  to  its  place  while  the  gun  is 
being  discharged.  Also  the  brace  C,  and  the  connexion  of  the  breech 
piece  B,  and  the  lever  D.  Also  the  cams  {%)  (j),  as  applied  to  raising 
the  brace,  and  any  similar  device  by  which  the  same  results  as  are  set 
forth  are  substantially  obtained. 

No.  20,776. — Enoch  Brooks  and  Georgb  Walker,  of  Philadelphia, 
Pennsylvania. — Improvement  in  Breech- Loading  Fire-Arm. — Patent 
dated  July  6,  1858. — The  claim  and  engravings  will  explain  the  na- 
ture of  this  invention. 

The  inventors  say :  We  do  not  claim  the  faucet-like  construction 
and  manner  of  applying  the  movable  breech. 

But  we  claimj  first,  the  attachment  of  the  hammer  to  an  arm  I 
having,  a  curved  back,  to  which  the  main-spring  k  is  applied,  to 
operate  in  the  manner  substantially  as  described. 

Second.  The  arrangement  of  the  cocking  lever  J,  the  sere  0,  and 
trigger  r,  as  applied  in  combination  with  the  main-spring  B  and  ham- 
mer arm  I,  substantially  as  set  forth. 

Third.  Combining  the  cocking  lever  J  with  the  breech  by  means 
of  a  slider  S,  rod  t;,  and  wrist  pin  t»,  applied  as  described,  to  cock  the 
lock  by  the  movement  given  to  the  breech,  to  permit  the  loading. 

No.  20,954. — Jambb  H.  Merrill,  of  Baltimore,  Maryland. — 7m- 
provement  in  Breech- Loading  Fire-Arm. — Patent  dated  July  20, 
1858. — The  claim  and  engravings  will  explain  the  nature  of  this  in- 
vention. 

Claim. — Converting  what  is  known  as  the  "  Jenks'  carbine"  from 
a  loose  powder  and  ball  loader  to  a  cartridge  loader,  viz :  by  plugging 
up  the  vertical  opening  through  which  that  gun  was  loaded,  cutting 
away  in  rear  of  the  barrel  B,  so  as  to  load  at  the  rear  end  of  the  bore, 
and  allowing  the  lever  A,  toggle,  and  piston  to  come  far  enough  back 
to  admit  a  cartridge  to  be  dropped  in  behind  the  bore,  and  then  run 
up  into  the  chamber,  with  a  groove  and  pin  to  guide  the  toggle  and 
piston,  as  set  forth. 

No.  21,523.— E.  T.  Starr,  of  New  York,  N.  Y.— Improvement 
in  Fire-Arma. — Patent  dated  September  14,  1858. — The  claim  and 
engravings  explain  the  mature  of  this  invention^ 
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Claim. — Opening  and  closing  the  rear  end  of  the  barrel,  to  insert 
and  enclose  the  charge  by  a  plate  a  turning  on  an  axis  below,  and  ia 
the  plane  of  the  rear  face  of  the  barrel,  substantially  as  specified, 
when  this  is  connected  and  combined  with  a  wedge  A,  or  its  equivalent^ 
operated  by  a  lever  below,  substantially  as  specified,  so  that  in  the 
act  of  drawing  out  the  wedge  to  the  breech  plate  c,  the  rear  end 
of  the  barrel  shall  be  opened  to  receive  a  charge,  and  by  the  act 
of  lifting  or  forcing  up  the  wedge,  the  charge  shall  be  enclosed,  and 
the  breech  piece  secured,  while  at  the  same  time  all  the  injurious 
effects  of  expansion  and  contraction  and  of  fouling  are  avoided,  as  set 
forth. 

No.  21,802. — John  P.  Schenkl,  of  Worcester,  Massachusetts,  as- 
signor to  Himself  and  Edward  .A  Dana,  of  Boston,  Massachusetts. — 
Improvement  in  Breech-Loading  Fire-Arm. — Patent  dated  October  12^ 
1858. — The  claim  and  engravings  explain  the  nature  of  this  inven- 
tion. 

The  inventor  says :  I  c2atm,  in  combination  with  the  bore  or  cham- 
ber of  a  fire-arm,  or  piece  of  ordnance,  a  secondary  and  smaller  fire- 
arm or  barrel  arranged  within  it,  substantially  in  manner  and  tc^ 
operate  as  described. 

I  do  not  claim  a  conical  tige,  as  used  in  the  '^  carabine  &  tige,"  and 
for  the  purpose  of  spreading  a  ball. 

But  I  claim  the  conical  or  taperiig  spreader,  or  end  of  the  tige,  ia 
connexion  or  combination  with  the  chamber  within  the  tige,  and  to 
operate  in  the  manner  as  specified. 

I  also  claim  the  improvement  of  the  chambered  tige  or  secondary 
barrel,  as  made  with  a  cutting  front  end,  and  particularly  as  made 
with  a  serrated  end,  as  specified. 

I  also  claim  the  arrangement  of  the  touch-hole  of  the  hollow  tige 
in  the  breech  screw  thereof,  in  such  manner  that  when  the  breech 
screw  is  in  place  in  the  main  barrel,  not  only  shall  its  touch-hole  com- 
municate with  that  of  the  main  barrel,  but  the  breech  screw  shall 
intercept  all  communication  of  the  touch-hole  of  the  main  barrel  with 
the  bore  or  chamber  of  such  main  barrel,  except  through  the  touch- 
hole  and  bore  of  the  secondary  barrel. 

I  also  claim  the  improved  combination  of  tige,  that  is  with  the  base 
of  the  spreader  made  of  greater  diameter  than  the  neck  or  part  of 
the  tige  which  is  immediately  below  it,  the  same  being  for  the  purpose 
as  set  forth. 


No.  22,094.— John  Clevbs  Sybimks,  of  Watertown  Arsenal,  Massa- 
chusetts.— Improvement  in  Breech-Loading  Fire-Arms. — Patent  dated 
h  November  16, 1858. — The  nature  of  this  invention  consists  in  making 

the  surfaces  of  the  breech  or  barrel,  where  they  lie  together,  of  such 
shape  that  the  effort  of  the  gas  under  compression  shall  be,  in  general, 
not  to  push  these  two  surfaces  apart  so  much  as  to  push  the  inner 
against  the  outer,  and  thus  close  together  against  the  passage  of  gas 
between  them. 

Claim. — The  elastic  flexible  lip,  substantially  as  described,  however 
it  may  be  applied  to  checking  the  escape  of  gas  from  the  breech  of 
!^i'  breech-loading  guns. 
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No.  22,343. — E.  Claude,  of  New  York,  N.  T. — Improvement  in 
Breech-Loading  Revolving  Fire- Arm, — Patent  dated  December  21, 
1858. — The  nature  of  this  invention  will  be  understood  by  an  exami- 
nation of  the  claim  and  engravings. 

Claim. — Making  the  arm  U,  between  the  barrel  and  exterior  shaft, 
the  bearing  for  the  cylinder  by  a  shaft  on  the  forward  end  of  the 
cylinder,  passing  through  and  secured  to  the  arm,  substantially  as 
described,  when  the  said  parts  are  combined  with  breech-piece  and 
49tock,  so  that  the  cylinder  is  rotated  and  stopped,  and  the  discharge 
effected,  substantially  as  set  forth. 

No.  20,129.— Daniel  G.  Rollin,  of  New  York,  N.  Y.,  assignor  to 
Gkorgb  Or.  Martin,  of  Brooklyn,  N.  Y. — Improvement  in  Continuous 
Priming  for  Fire-Arms, — Patent  dated  April  27, 1858. — The  inventor 
says :  I  form  the  compound  when  properly  mixed  and  in  a  plastic  state 
into  short  sticks,  an  inch  or  two,  more  or  less,  and  about  the  sixteenth 
of  an  inch  in  diameter,  the  figure  being  cylindrical,  prismatic,  or 
other  convenient  form,  as  seen  at  a  &  c.  This  priming  is  used  for 
fire-arms  by  cutting  off  a  small  portion  thereof,  and  exploding  at  the 
vent  of  the  arm  by  any  convenient  apparatus  for  the  purpose. 

Claim, — The  continuous  priming,  formed  as  set  forth,  to  be  combined 
with  and  operating  in  fire-arms  by  means  of  an  independent  cut-off  as 
specified. 

No.  19,213. — David  W.  Smith,  of  Boston,  Mass. — Improvement  in 
Nipple-Guard  of  Fire-Arms. — Patent  dated  January  26,  1858. — ^The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  applying  a  cover-guard  to  the 
percussion  nipple. 

Nor  do  I  claim  applying  the  cover-guard  directly  to  the  lock  so  as 
to  turn  on  a  pin  or  fulcrum  projecting  therefrom,  and  operating  and 
throwing  up  the  said  guard  by  a  lever  separate  from  it,  and  actuated 
or  moved  by  a  cam  on  the  lower  part  of  the  hammer  or  cock. 

But  I  c2atm  applying  the  cover-guard  to  the  lock  in  manner,  and 
o^eratinff  it  by  means,  substantially  as  described,  that  is  to  say,  by 
joining  the  cover-guard  directly  to  the  lever  c,  and  operating  the  said 
guard  by  means  of  the  tongue  k  and  the  lever,  in  connexion  with  the 
arm  d  or  its  equivalent,  extending  from  the  cock  or  hammer,  sub- 
49tantially  as  described. 

No.  19,387. — Charlto  C.  Tbrrbl,  of  Shullsburgh,  Wisconsin. — Im- 
provement inSepeating  Fire-Arms, — Patent  dated  February  16, 1858.— 
The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  do  not  claim  the  invention  of  a  double  cham- 
bered slide,  when  each  chamber  is  furnished  with  a  solid  or  permanent 
breech. 

But  I  cZatm,  first,  the  employment  of  a  double  sliding  charge-holder 
C,  having  openings  b  V  right  through  it,  in  combination  with  a  breech- 
ecrew  D  arranged  opposite  the  bore  of  the  barrel,  so  that  the  said 
breech-screw  makes  a  complete  chamber  of  either  opening  6  or  6^, 
which  is  in  line  with  the  barrel,   and  at  the  same  time  m&kfi.^  ^ 
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tight  joint  between  the  chamber  and  barrel,  while  the  opening  is  ia 
condition  to  receive  a  cartridge  through  its  rear  from  a  magazine  in 
the  stock  of  the  gnn,  and  easily  detached. 

Second.  In  combination  with  the  use  of  two  magazines,  arranged  aa 
described,  I  claim  combining  the  double  sliding  charge-holder  C  and 
the  hammer,  with  the  lever  E  under  the  stock,  by  means  of  the  bevel 
gearing  E^  F,  and  the  eccentric  pin  (2,  and  wrist  pin  k?,  substantially 
as  described,  so  that  by  moving  the  lever  in  either  direction  the 
charge-holder  has  imparted  to  it  the  necessary  movement  to  receive  a 
new  cartridge  from  one  of  the  magazines,  and  present  another  cartridge 
in  line  witli  the  barrel,  and  the  hammer  is  cocked,  thus  enabling  the 
gun  to  be  fired  twice  with  one  movement  of  the  lever  back  and  forth. 

Third.  Combining  the  hammer  with  the  breech  screw  so  that  the 
cocking  and  letting  ofi"  of  the  former  will  draw  back  and  drive  up  the 
latter  by  means  of  the  fork  15,  16,  the  slide  Q  with  its  finger  11,  and 
the  spiral  groove  12  in  the  head  of  the  breech-screw,  the  whole 
operating  substantially  as  described. 

No.  19,553. — Alkxes  C.  FArvBB,of  Meadville,  Pa. — Improvement  in. 
Repealing  Fire- Arm. — Patent  dated  March  9,  1858. — In  fig.  1,  A 
represents  the  stock  of  the  gun,  B  is  the  barrel,  and  C  is  the  powder 
magazine.  D  is  a  box  in  the  stock  that  coctains  the  ball,  in  the 
bottom  of  the  box  is  a  spiral  spring  like  a  watch  spring,  one  end  of 
which  is  attached  to  the  wood  of  the  gun-stock  under  the  bottom  of  the 
box,  and  the  other  end  is  attached  to  an  axle  n.  This  axle  is  made 
square  so  that  it  can  be  turned  with  a  key  similar  to  a  watch  key,  so  aa 
to  wind  up  the  spring.  On  the  top  of  this  spring  is  the  box  which 
holds  the  balls.  This  box  has  a  spiral  partition  coiled  around  in  it  so 
as  to  form  a  spiral  tube,  and  to  connect  with  the  tube  E  E,  through 
which  the  balls  pass  to  the  ball  chamber  F. 

The  inventor  says ;  I  cUxim^  first,  the  screw  valve  or  cut-off  J,  in 
combination  with  the  lever  t  and  cover  4,  constructed  as  described. 

Second.  I  claim  the  concave  7,  with  the  ball-chamber  F  and  the 
powder-chamber  T,  in  combination  with  the  lever  H  and  ramrod  Zy 
constructed  as  described. 

Third.  I  claim  the  cylinder  6,  constructed  as  described,  with  the 
charge  chamber  and  ball  tube  in  combination  with  the  box  D  and  the 
concave  7,  all  constructed  as  described,  or  any  other  construction 
substantially  the  same,  and  which  will  produce  the  same  results. 

No.  21,149.— Franklin  B.  Prindlb,  of  New  Haven,  Conn. — Im-- 
provemefU  in  Repeating  Fire-Arm. — Patent  dated  August  10,  1858, — 
The  claim  and  engravings  explain  the  rature  of  the  invention. 

The  inventor  says:  I  am  aware  that  many  pistols,  &c.,  are  cocked 
by  pulling  the  trigger,  and  that  the  charge  has  been  carried  to  the 
rear  end  of  the  barrel  by  pulling  a  separate  trigger,  and  that  a  tube 
has  been  used  to  contain  the  charges,  and  a  spring  to  force  them  to 
the  rear  end  of  the  tube. 

And  that  pistols,  &c.,  have  been  charged  and  discharged  by  the 
same  trigger,  as  is  seen  in  the  natent  issued  to  Lewis  Jennings,  De- 
cember 26,  1849;  and  that  two  charge  tubes  have  been  used  under  the 
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barrel,  as  is  seen  in  the  application  of  Frederick  Newbnrj^  rejected 
and  withdrawn,  February,  1856.  I  therefore  do  not  claim  either  of 
these  as  such  as  my  invention. 

But  I  do  daim  the  use  of  two  charge  tubes  B  C,  (one  of  which  to 
contain  the  balls,  and  the  other  the  cartridges,)  in  combination  with 
the  two  chargers  and  ramrod,  when  constructed,  arranged,  and  made 
to  receive  the  charge  and  deposit  it  in  the  barrel  simply  by  pulling 
the  trigger^  substantially  as  set  forth. 

Second.  I  claim  the  combination  of  the  hammer  G  and  sectors  n 
with  the  chargers  and  ramrod  (so  that  I  may  charge,  cock,  and  fire  by 
simply  pulling  the  trigger  L,)  when  the  whole  is  constructed,  arranged^ 
and  made  to  operate  substantially  as  described. 

No.  19,739. — Frbdkrick  D.  Newbury,  of  Albany,  N.  Y.,  assignor 
to  R.  V.  Db  Witt,  jr.,  of  said  Albany. — ImprovemerU  in  Revdving 
Fire-Arm. — Patent  dated  March  23, 1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention.  A  full  description  would 
require  too  much  space  to  be  given  here. 

The  inventor  says :  I  daim  the  lever  I,  formed  and  fitted  as  de- 
scribed, for  the  purpose  of  cocking  the  hammer,  holding  the  same 
when  it  has  been  cocked  by  hand,  rotating  the  cylinder^  and  holding 
the  cylinder  firmly  in  the  act  of  firing, 

I  also  claim  the  hammer,  with  its  pin  &,  in  combination  with  lever  I^ 
for  cocking  by  hand.  The  combination  of  hammer,  lever,  ratchet 
wheel,  and  trigger,  arranged  substantially  as  and  for  the  purposes  set 
forth. 

No.  19,961. — RoLLiN  White,  of  Hartford,  Conn. — Improvement  in 
Repeating  Fire-Arm^, — Patent  dated  April  13,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  here  intend  to  claim  extending  the 
chambers  right  through  the  rear  of  the  rotating  cylinder,  as  that  forms 
part  of  the  subject  matter  of  letters  patent  of  the  United  States  ob- 
tained by  me,  dated  April  3,  1855. 

But  I  daim^  first,  the  enlargement  of  the  chambers  in  the  rotating 
cylinder,  or  in  a  position  thereof  in  a  rearward  direction,  when  such 
cylinder  or  portion  thereof  is  detached  from  the  breech  and  thereby 
rendered  capable,  by  such  enlargement,  of  being  driven  forward,  sub- 
stantially as  described,  into  contact  with  the  stationary  barrel,  for  the 
purpose  of  preventing  windage. 

Second.  Making  the  detached  breech  of  the  rotating  chambered 
cylinder  rotate  with  the  cylinder,  substantially  as  and  for  the  purpose 
set  forth. 

Third.  Constructing  the  breech  of  the  revolving  cylinder  with  a 
recess  i  in  its  face  at  the  back  of  each  chamber,  and  a  notch  j  in  its 
periphery,  meeting  the  said  recess  substantially  as  described,  so  thi^ 
tiie  hammer  H,  swinging  in  the  manner  most  common  to  fire-arms, 
may  strike  into  the  chaml^rs  and  cut  or  tear,  and  thereby  explode  tiie 
cartridge. 

Fourth.  The  fitting  of  the  hammer  to  close  that  portion  of  the 
breech  which  is  left  open  by  the  notches  j  j\ 
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No.  20,160. — Benjamin  F.  Josltn,  of  Worcester,  Me^B.— Improve- 
ment in  Bevdving  Fire-Arm. — Patent  dated  May  4, 1858. — ^The  nature 
of  this  invention  consists  in  combining  and  arranging  a  series  of 
parts  in  such  relation  to  the  hammer  shaft  as  to  enable  it  to  operate 
upon  the  same  in  such  a  manner  as  to  not  only  revolve  the  required 
distance  by  the  act  of  cocking  the  hammer,  but  also  secure  them  firmly 
^hile  in  communication  with  the  stationary  barrel;  and  also  in  making 
the  ramrod  susceptible  of  being  increased  or  diminished  in  length,  and 
operating  it  by  a  duplex  motion. 

Claim. — Revolving  the  cylinder  B  by  means  of  a  slotted  spring 
clutch  cylinder  D,  operated  by  a  lever  G,  as  described. 

No.  20,144. — Samuel  Colt,  of  Hartford,  Conn. — Improvement  in 
Bevclving  Fire-Arm. — Patent  dated  May  4, 1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engrav-^ 
ings. 

Claim.'-rln  combination  with  a  central  pin  which  is  inserted  from 
behind,  to  admit  of  readily  taking  out  and  replacing  the  rotating 
breech,  and  which  is  feathered  or  otherwise  fitted  to  the  central  bore 
of  the  rotating  breech  so  as  to  turn  therewith,  and  which  passes  en- 
tirely through  the  central  bore  of  the  said  rotating  breech,  and  into 
the  framing  in  front  for  support,  the  making  of  the  rear  end  or  head 
of  the  said  central  pins  with  ratchet  teeth,  or  the  equivalent  thereof, 
to  be  acted  upon  by  the  mechanism  for  turning  and  holding  the  ro- 
tating breech,  all  substantially  as  and  for  the  purpose  described. 

No.  20,496. — Moses  Kinsbt,  of  Newark,  N.  J. — Improvement  in 
JSevoMng  Fire^Arm. — Patent  dated  June  8,  1858. — ^Thedog  Q  which 
28  attached  to  the  hammer  is  furnished  with  an  additional  tooth  K, 
00  arranged  relatively  to  the  tooth  which  rotates  the  chambered 
cylinder  C,  and  to  the  ratchet  wheel  D  of  the  cylinder,  as  to  act  as  a 
0top  in  combination  with  one  of  the  teeth  of  the  cylinder,  to  prevent 
the  latter  from  being  rotated  beyond  the  proper  distance,  the  teeth  of 
the  ratchet  wheel  being  properly  formed  lor  this  purpose. 

CTotm.— Furnishing  the  dog  G  with  the  additional  tooth  K,  arranged 
to  operate  in  combination  with  square  or  equivalently  formed  bottom 
parts  of  the  backs  of  the  teeth  of  the  ratchet  wheel  D,  in  the  manner 
and  for  the  purpose  described. 

No.  20,607. — Francis  H.  Harrington,  of  Springfield,  Massachu- 
setts, assignor  to  Horace  Smith  and  Daniel  B.  Wesson. — Improve- 
ment in  Revdving  Fire-Arm. — Patent  dated  June  15, 1858. — In  cocking 
the  pistol  the  jointed  thumb-piece  C  moves  first,  and,  before  raising 
the  hammer,  disengages  the  catch  of  the  stop  bolt  D  and  allows  the 
cylinder  to  revolve,  so  that  as  the  hammer  is  drawn  back  to  its  position 
for  firing,  the  cylinder,  by  the  action  of  ihe  lever  F,  is  carried  one  step 
forward  in  its  circle^  and  another  chamber  is  brought  in  the  line  of  the 
barrel. 

^  Claim. — The  combination  of  the  stop  bolt  D  and  the  jointed  thumb- 
piece  C  of  the  hammer  with  the  revolving  cylinder,  substantially  in 
the  manner  and  for  the  purpose  specified. 
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No.  20,Y65. — Frederick  D.  Newbury,  of  Albany,  N.  T.,  aasignor 
to  BiCHARD  Varick  DeWitt,  jr.,  of  said  Albany. — Improvement  iti 
lievolmng  Fire-Arm. — Patent  dated  June  29,  1858. — The  trigger  T  is 
pivoted  to  the  frame  at  e  near  its  top,  and  has  projecting  from  it  for- 
wards a  limb  a,  which  is  fitted  to  conform  to  the  spaces  between  the 
teeth  of  the  wheel  r.  The  limb  x  operates  the  hammer  H  by  means 
of  a  pin  b  inserted  into  its  side  above  its  axis,  the  upper  edge  of  the 
limb  lying  under  the  pin  before  the  trigger  is  drawn. 

The  inventor  says :  I  claims  first,  the  trigger  T,  formed,  fitted  and 
operating  as  described,  for  the  purpose  of  cocking  the  hammer,  re- 
volving the  cylinder,  holding  the  cylinder  in  the  act  of  firing,  and 
firing  the  piece. 

Second.  The  combination  of  hammer,  its  pin  b,  the  trigger,  and  the 
ratchet  wheel,  formed  and  arranged  substantially  as  and  for  the  pur- 
poses set  forth  in  this  specification. 

No.  21,054. — Edward  A.  Kaymond  and  Charles  Robitaile,  of 
Brooklyn,  N.  Y.,  assignors  to  Themselves,  John  B.  Bichards,  and 
Thomas  K.  Aushn,  of  Brooklyn  aforesaid. — Improvement  in  Bevclmng 
Fire- Arm, — Patent  dated  July  27,  1858. — ^This  is  an  improvement  on 
the  invention  of  C.  F.  Pettengill,  patented  July  22, 1856,  and  relates 
to  a  manner  of  working  the  main-spring  and  lever  so  as  to  perform 
all  the  functions  required  of  them ;  also,  to  a  manner  of  causing  the 
end  of  the  lever  itself  to  lock  and  hold  the  chambers  with  the  proper 
one  exactly  on  the  line  of  the  barrel,  thereby  dispensing  with  the 
hinged  locking-pin  of  Pettengill. 

The  inventors  say :  We  do  not  claim  any  part  of  the  invention  of 
Pettengill  secured  by  patent. 

Bu^  we  daimy  first,  the  manner  specified  of  controlling  the  motions 
of  the  lever  h  and  spring  t,  by  means  of  the  spring  m,  roller  ;,  and 
incline  10,  as  and  for  the  purposes  described  ana  shown. 

Second.  We  claim  locking  the  chambers  d  by  the  end  of  the  lever 
%,  taking  the  triangular  recesses  8,  in  the  rear  of  the  chambers,  as 
6aid  lever  completes  its  upward  movement,  for  the  purpose  as  specified. 

No.  21,215.— Joseph  Eider,  of  Newark,  Ohio. — Improvement  in 
Bevcivinq  Fire- Arm, — Patent  dated  August  17, 1858. — This  invention 
consists  in  a  certain  mode  of  combining  the  several  parts  of  the  lock 
whereby  a  single  spring  is  made  to  serve,  in  a  very  effective  manner, 
the  purposes  of  a  main-spring  and  trigser-spring,  and  for  keeping  in 
its  operative  position  the  do^  through  which  the  rotation  of  the 
cylinder  is  effected  by  the  cocking  of  the  hammer,  and  also  for  opera- 
ting the  stop  which  locks  the  cylinder  while  the  hammer  is  cocked. 

The  inventor  says  :  I  chUm,  first,  combining  the  springs  with  the 
hammer,  the  rotating  dog  6,  and  the  peculiarly  constructed  notched- 
trigger,  by  means  of  the  reacher/,  constructed,  applied^  and  operating 
substantially  as  described,  to  make  the  single  spring  serve  the  pur- 
poses of  main-spring,  dog-spring,  and  trigger-spring. 

Second.  The  combination  of  the  stop  lever  /  m  with  the  notched 
trigger  and  the  reacher,  by  which  the  said  stop  is  brought  by  the 
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single  spring  S  into  operation  on  the  cylinder  as  the  cocking  takes 
place. 

No.  21,188. — W.  H.  Elliot,  of  Plattsbnrgh,  N.  T. — Improvement 
in  Revolving  Fire-Arm. — Patent  dated  August  17,  1858. — The  object 
of  this  invention  is  to  produce  a  very  much  more  compact,  safe,  and 
convenient  repeating  pocket  pistol  than  has  heretofore  been  made. 
The  claim  and  engravings  show  the  nature  of  the  invention. 

The  inventor  says  :  I  c^atm,  first,  extending  the  frame  of  the  breech 
forward  of  the  supporting  point  of  the  cutter  pin,  and  placing  in  the 
part  so  extended  the  cock  c  and  trigger  d,  when  these  devices  are 
arranged  in  relation  to  the  several  revolving  barrels  as  specified. 

Second.  The  arrangement  of  lever  o  and  trigger  rf,  in  advance  of 
dog  p  and  ratchet  y,  by  which  the  barrels  are  revolved,  as  and  for  the 
purpose  specified. 

Third.  The  method  of  operating  the  cock  c  by  means  of  fly  gr,  the 
same  being  hinged  at  or  near  the  centre  of  motion  of  the  cock,  and 
moving  independently  of  the  cock  in  one  direction  but  not  in  the 
other,  as  and  for  the  purpose  specified. 

Fourth.  The  employment  of  wings  a^,  when  so  constructed  as  t« 
serve  the  double  purpose  of  bracing  the  support  of  the  centre  pin, 
and  of  protecting  the  hands  from  injury  by  the  discharge  of  gases 
and  pieces  of  caps  irom  the  nipples,  and  being  a  portion  of  the  frame 
of  the  breech,  as  set  forth. 

No.  21,400. — Ethan  Allen,  of  Worcester,  Mass. — Improvement  in 
Revolving  Fire- Arm. — Patent  dated  September  7, 1858. — That  part  of 
the  pin  C  that  projects  in  front  of  the  cylinder  A  is  formed  of  such  a 
shape  as  to  present  a  projecting  angle  0  toward  the  junction  of  the 
barrel  B  and  cylinder,  so  that  the  gas  or  smoke  that  is  directed  down 
against  the  pin  will  be  divided  by  the  angle  0  and  deflected  off  later- 
ally instead  of  back  and  front,  and  thus  be  prevented  from  being  forced 
into  the  hole  around  the  pin  C. 

The  inventor  says:  I  do  not  mean  to  be  understood  as  confining 
myself  to  any  particular  angle  on  that  part  of  the  pin,  or  to  the  pre- 
cise form  of  the  guards  given. 

But,  first,  I  daim  constructing  that  part  of  the  pin  C  that  projects 
in  front  of  the  cylinder  so  as  to  produce  a  projecting  angle  towards 
the  junction  of  the  barrel  and  chamber  that  is  being  discharged,  for 
the  purpose  set  forth. 

Second.  I  claim  the  guards  D  and  E  when  constructed  and  operate 
ing  as  described. 

No.  21,478. — FoRDYCB  Bbais,  of  New  Haven,  Conn. — Impro^^ement 
in  Revolving  Fire-Arm. — Patent  dated  September  14,  1858. — ^Thia 
•  invention  consists  in  so  constructing,  applying,  and  arranging  the 
centre  pin  on  which  the  cylinder  rotates  and  the  lever  which  operates 
the  rammer^  that  the  said  pin  is  secured  in  place  by  a  shoulder  pro- 
vided for  the  purpose  on  said  lever,  when  said  lever  is  brought  to  a 
position  close  under  the  barrel,  and  that  said  pin  can  be  withdrawn 
to  allow  the  cylinder  to  be  taken  out  when  the  lever  is  moved  down 
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to  a  position  far  enough  from  the  barrel  to  let  the  rammer  interfere 
with  the  cylinder. 

Claim, — Constructing,  applying,  and  arranging  the  centre  pin  P 
and  the  rammer  lever  H  substantially  as  described,  so  that  the  former 
is  locked  in  place  by  the  latter,  when  the  latter  is  close  to  the  barrel, 
and  that  the  former  is  permitted  to  be  withdrawn  by  bringing  the  latter 
to  a  position  in  which  the  rammer  will  not  interfere  with  the  cylinder. 

No.  21,623. — William  Palmer,  of  New  York,  N.  Y. — Improvement 
in  Revolving  Fire-Arm. — Patent  dated  September  28,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — The  combination  of  the  trigger  gr,  hammer  e,  sere  or  hair 
trigger  i,  and  slotted  plate  A,  or  its  equivalent,  substantially  as  speci- 
fied, whereby  the  hammer  is  cocked  by  the  pull  of  the  trigger  ^,  and 
then  disconnected  therefrom,  so  that  the  strain  is  transferred  from  the 
trigger  g  to  the  hair  trigger  h^  and  then  the  latter  is  disconnected  by 
the  further  pull  of  the  trigger  g^  as  set  forth. 

No.  21,'730. — ^Thomas  K.  Austin,  of  New  York,  N.  Y. — Improve-^ 
ment  in  Revolving  Fire-Arm. — Patent  dated  October  12,  1858. — The 
nature  of  this  invention  consists,  first,  in  a  manner  of  applying  the 
main-spring  on  or  as  a  part  of  the  trigger.  Second,  in  an  arrange- 
ment of  sliding  centre  pin,  latch,  and  toggle  joint,  whereby  the  cham- 
bers are  successively  pressed  to  and  withdrawn  from  the  rear  end  of 
the  barrel.  Third,  in  the  arrangement  of  a  double-acting  return 
spring  to  cock  the  hammer  and  restore  the  parts  to  their  previous 
position. 

The  inventor  says :  I  daim^  first,  the  main-spring  J  attached  to  or 
formed  on  the  trigger  A,  substantially  as  specified,  whereby  the  pull 
on  said  trigger  strains  the  main-spring,  as  set  forhh. 

Second.  I  claim  the  sliding  centre  pin  I,  shield  H,  pin  H^  and 
toggle  joints  G  OS  when  combined  with  the  latch  o^  for  disconnecting 
the  pin  I^  as  described  and  shown. 

Third.  I  claim  the  double  acting  spring  N,  fitted  and  acting  aa 
specified,  to  return  the  sere  L,  and  trigger  A,  and  parts  attached,  to 
their  quiescent  position,  as  set  forth. 

No.  22,005. — ^Ethan  Allbn,  of  Worcester,  Mass. — Improvement  in^ 
Revolving  Fire-Arms. — Patent  dated  November  9,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  datm,  first,  forming  the  stud  or  pin  to  support 
the  tumbler  and  hammer  solid  with  the  case  or  frame,  when  the 
hammer  is  placed  outside  the  case  and  constructed  and  operating  sub* 
fitantially  as  described. 

Second.  The  cam  surfaces  of  the  tumbler  and  piece  L  or  their 
equivalents,  to  rotate  the  cylinder  by  means  of  the  piece  M,  sub- 
stantially in  the  manner  and  for  the  purposes  set  forth. 

No.  22,412. — John  W.  Cochran,  of  New  York,  N.  Y. — Improve-- 
mmt  in  Revolving  JFire-^rm.— Patent  dated  December  28, 1868. — The 
elaim  and  engravings  explain  the  nature  of  this  invention. 
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The  inventor  Bays :  I  claimy  first,  the  hinged  or  jointed  thumb-piece 
of  the  hammer  or  cock,  constructed  and  arranged  and  having  the 
functions  substantially  as  set  forth. 

Second.  I  claim  the  worm-wheels  upon  the  cylinder  shaft  and  the 
tumbler  shaft  or  hammer  shaft,  combined  and  operated  as  and  for  the 
purposes  described. 

Third.  I  claim  the  means,  substantially  as  set  forth,  for  allowing 
the  cylinder  to  be  rotated  within  its  frame  independent  of  the  shatt 
of  the  hammer  or  tumbler,  and  also  allowing  of  the  detaching  of  the 
cylinder  and  its  shaft  from  the  frame  and  from  the  means  for  rotation. 

No.  19,868. — Henry  S.  North,  of  Middletown,  Connecticut. — Im- 
provement  in  Removable  Hammer  of  Revolving  Fire- Arms. — Patent  dated 
April  6,  1858. — This  invention  relates  to  that  description  of  revolver 
whose  chambered  cylinder  rotates  on  an  axis  parallel  with  the  bore  of 
the  barrel.  It  consists  in  a  new  method  of  applying  a  rammer  to  ram 
the  charges  into  the  chamber  of  the  cylinder. 

Claim. — Having  the  rack  d  and  passage  or  chamber  h  made  in  the 
head  of  the  base  pin  B,  substantially  as  described,  thus  rendering  the 
rammer  independent  of  every  other  part,  and  facilitating  its  removal 
and  construction  as  set  forth. 

No.  19,328. — John  F.  Thomas,  of  Ilion,  New  York,  assignor  to 
Himself  and  Samuel  RsinNaTON,  of  said  Ilion. — Improvement  in  Cane 
Gun. — Patent  dated  February  9,  1858. — The  nature  of  this  improve- 
ment will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says  :  I  daim,  first,  connecting  the  case  A  and  barrel 
B  by  means  of  the  hammer  and  its  rod  F,  and  the  trigger-block  and 
trigger,  as  set  forth. 

I  also  claim,  in  combination  with  the  case  and  barrel,  the  catch- 
spring  e,  for  holding  the  case  and  hammer  when  the  arm  is  cocked, 
as  set  forth. 

I  also  claim  the  continuous  grooves  or  shoulder  around  the  end  of 
the  rod  F,  so  that  the  said  rod  may  turn  in  its  bearings  without  pre- 
venting the  sere  from  catching  it,  whenever  drawn  l^k  past  it,  as 
described. 

I  also  claim  the  combination  of  the  trigger-block  G,  trigger  I,  with 
its  sere  3,  and  springs  4,  and  the  hammer  and  its  rod,  substantially 
in  the  manner  and  for  the  purpose  set  forth. 

No.  20,597. — Gbrshom  J.  Van  Brunt,  of  Dedham,  Massachusetts.— 
Improvement  in  Gun  Carriage. — ^Patent  dated  June  15,  1858. — The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  a  friction  apparatus  and  a  taper- 
ing bed  or  tongue  applied  to  a  gun-carriage,  so  as  to  arrest  the  rear- 
ward moti6n  of  the  gun  and  carriage  after  a  discharge  of  the  piece, 
although  I  believe  myself  to  have  b^n  the  original  and  first  inventor 
of  the  same. 

But  I  daim  the  application  of  friction  apparatus,  substantially  as 
described,  to  the  gun-carriage  and  tongue  in  such  manner  that,  whea 
the  carriage  is  being  retracted  or  under  recoil,  it  shall  be  elevated  in 
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a  manner  to  raise  its  wheels  off  the  deck  or  floor  under  it,  and  cause 
the  whole  weight  of  the  gun  and  carriage,  or  that  of  the  latter,  to  be 
borne  by  the  tongue  or  friction  apparatus,  and  in  a  manner  to  increase 
the  friction  and  pressure  of  ;the  friction  bearers  or  the  tongue  on  their 
supporting  surface,  substantially  as  described. 

1  also  claim  the  arrangement  of  the  shaft  E,  the  friction  bearers 
C  C,  and  their  eccentrics  D  D  and  straps  E^  ES  or  equivalents,  with 
reference  to  the  gun-carriage  A  and  the  tongue  B  thereof. 

I  also  claim  the  combination  of  the  tripper  H  with  the  tongue  and 
friction  apparatus,  the  same  being  for  the  purpose  and  to  operate  as  . 
specified. 

I  also  claim  the  combination  of  the  adjustable  spring-stop  K  with 
the  gun-carriage  A  and  the  lever  F  of  the  friction  apparatus. 

No.  22,3Y7. — David  D.  Porter,  of  United  States  Navy. — Improve- 
merU  in  Quoins  for  Oun  Carriages. — Patent  dated  December  21, 1858. — 
The  mechanism  consisting  of  the  wedge  F  and  bed  E,  and  termed  a 
quoin  and  bed,  is  to  be  used  on  a  gun  carriage,  and  for  supporting 
the  breech  of  a  cannon  and  imparting  to  it  such  an  elevation  as  cir- 
cumstances may  require. 

The  inventor  says :  I  daim  the  combination  and  arrangement  of  the 
degree  rack  or  racks,  the  axle  thereof^  the  T-bolt,  and  its  groove,  with 
the  bed  and  wedge,  substantially  as  and  for  the  purpose  as  described. 

I  do  not  claim  the  mere  use  of  raised  projections  for  indicating  num- 
bers by  the  touch  of  the  figures,  as  I  am  aware  that  such  is  not  new. 

But  I  claim  the  combination  and  arrangement  of  the  tangible  scale 
and  axle  with  the  decree  rack  and  the  wedge,  so  that  by  the  applica- 
tion of  the  finger  to  both  scale  and  axle  at  one  and  the  same  time^ 
and  during  the  night  or  otherwise,  the  proper  position  of  the  wedge 
may  be  determined  for  any  desirable  elevation  of  the  gun. 

No.  21,109. — C.  B.  Thayer,  of  Boston,  Mass.,  assignor  to  Himself 
and  Charles  BoBmsoN,of  Cambridgeport,Masfl. — Improvement  in  Cen- 
trifugal Oun. — Patent  dated  August  3,  1858. — The  principal  parts  of 
this  new  machine  for  throwing  projectiles  by  centrifugal  force  are  a 
strong  ring  or  short  cylinder  A  mounted  on  a  suitable  base  B,  and  a 
revolving  thrower  c  mounted  on  a  shaft  G,  by  the  rapid  revolutions 
and  consequently  swift  motions  of  which  the  required  velocity  is 
imparted  to  the  projectiles. 

The  inventor  says :  I  claim  the  spiral  groove  c?,  arranged  substan- 
tially as  specified. 

In  combination  with  the  spiral  groove  (i,  I  also  claim  the  space  g 
and  heel  h  at  the  extremity  of  each  arm  or  aperture  of  the  thrower, 
arranged  and  operating  substantially  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  20,Y57. — Elias  Bret,  of  Pennsburgh,  Pa.,  assignor  to  Himself 
and  J.  8.  Swartlbt,  of  said  Pennsburgh. — Improvement  in  Double" 
Acting  Oun  Lock. — Patent  dated  June  29,  1858. — The  hammer  H  is 
attached  to  the  head  of  the  tumbler  T  by  a  pin  a,  about  which  it  is 
capable  of  moving.    The  amplitude  of  this  movement  is  suck  tk1^^}^^ 
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hammer  head  shall,  in  each  of  its  extreme  positions,  be  over  the  rent 
tnbes  of  the  barrels.  This  is  determined  by  the  length  of  a  pin  C 
passing  through  tongue  b  of  the  hammer,  and  piece  G  connecting  the 
hammer  with  main-spring  S. 

Claim. — The  swivel  hammer  H  in  combination  with  the  centre  swell 
pin  C,  or  its  equivalent^  constructed,  arranged,  and  operating  sub- 
fitantiallj  as  and  for  the  purpose  set  forth. 

No.  19,121. — Henry  Barnes,  of  Wilson,  N.  C. — Improvement  in 
Lock  of  Double-Barreled  Ouna. — Patent  dated  January  19,  1858. — 
The  nature  of  this  invention  consists  in  placing  upon  the  ordinary 
trigger- plate  of  a  gun  lock  but  one  trigger  on  a  double-barrelled  gun, 
which,  when  pulled,  will  fire  one  or  both  barrels  as  may  be  desired. 

Claim, — The  placing  a  projection  upon  the  trigger-plate,  a  corre- 
sponding one  on  the  trigger,  and  fly-lever  with  a  projection  of  a  simi- 
lar kind,  and  a  concave  groove,  substantially  arranged  so  as  to  form 
a  permanent  hinge,  for  the  uses  and  purposes  set  forth  in  the  specifi- 
cation. 

No.  19,068. — William  Burghart,  of  Lawrence,  Mass. — Improve- 
mentin  Needle  Guns. — Patent  dated  January  12,  1858. — The  nature 
of  this  invention  is  described  by  the  claim  and  engravings. 

The  inventor  says :  I  am  aware  that  darting  needles  with  coiled 
springs,  casings,  and  carriers  have  been  used  before  for  the  purpose 
of  loading  and  firing  of  guns. 

I  am  also  aware  that  breech-loading  guns  have  been  constructed^  in 
which  the  drawing  back  and  the  elevating  of  the  chambers  is  effected 
by  means  of  lever  and  cam  attachment.  I  therefore  do  not  claim  either 
of  these  devices  as  my  invention. 

Neither  do  I  claim  the  operation  of  the  spring  E  on  the  chamber, 
nor  the  construction  of  the  principal  casing,  nor  the  construction  of 
the  darting  needle. 

But  I  claim,  first,  elevating  the  chamber,  drawing  back  the  darting 
needle,  and  pressing  back  the  coiled  spring  simultaneously  by  one  and 
the  same  movement  of  the  lever,,  as  described. 

Second.  The  chain  g  with  its  pin  N,and  also  their  combination  with 
the  cam,  pivot,  and  carrier,  as  described. 

Third.  Ctnnecting  the  tubular  casing  P  with  the  chamber  D,  as 
described. 

Fourth.  The  peculiar  construction  of  the  carrier  in  combinatidm 
with  the  chain,  the  trigger,  and  the  coiled  spring  casing,  as  described. 

No.  19,086.— Albert  Qernunder,  of  Springfield,  Mass. — Improve- 
ment in  Spring  Ouna. — Patent  dated  January  12,  1858.— This  inven- 
tion consists  in  attaching  to  the  muzzle  of  a  gun  or  pistol  barrel  a 
cylindrical  cap  fitting  upon  the  barrel  like  the  ring  of  a  bayonet.  To 
the  outer  extremity  of  this  cylinder  a  strong  spiral  wire  is  attached  in 
the  manner  indicated  at  a,  the  end  being  sharpened  to  a  point,  so  that 
it  may  penetrate  and  be  screwed  into  the  meat  or  other  bait  by  which 
the  game  is  to  be  attracted.  The  barrel  is  furnished  with  a  cone,  oft 
which  the  percuasiou  ca^  is  placed* 
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Claim. — First.  The  cylindrical  cap,  with  its  spiral  wire  for  attach- 
ing the  bait,  and  with  its  parts  and  adjustments  substantially  as 
described  and  shown. 

Second.  The  use  of  the  cylindrical  cap,  in  combination  with  the 
other  parts  of  the  gun,  for  the  purpose  of  sustaining  the  bait,  and  of 
discharging  the  gun  by  means  of  tne  discharging  rod  and  lever,  sub- 
stantially as  described  and  as  shown. 

No.  19,6Y4. — BoBERT  R.  Bbckwith,  of  New  York,  N.  T. — Improve- 
ment  in  Walking-Stick  (7t«n.— Patent  dated  March  23,  1858.— To 
charge  the  barrel,  the  tube  D  is  drawn  off,  and  the  charge  and  ball 
inserted  at  the  muzzle  of  the  barrel,  after  which  the  tube  D  is  replaced. 
The  sleeve  H  is  slid  forward  to  uncover  the  opening  e  in  the  tube  A, 
and  the  cap  is  introduced  through  the  opening,  after  which  the  sleeve 
is  drawn  back.  The  sleeve  F  is  drawn  back  by  hand  till  the  hole  j 
arrives  over  the  catch  pin  gr,  which  is  forced  by  the  spring  t  through 
the  hole  j\  and  thus  cocks  the  hammer  and  keeps  it  cocked  till  the 
pin  is  withdrawn. 

Claim. — The  combination  of  the  hammer  E,  pin  C,  sleeve  F^  and 
the  locking  lever  I,  as  and  for  the  purposes  set  forth. 

No.  21,7'73. — Lorenzo  B.  OLBfSTBAD,  of  Binghamton,  New  York. — 
Improvement  in  Compound  Shell  for  Ordnance. — Patent  dated  October 
12,  1858. — This  invention  consists  in  the  employment  of  a  shell  com- 
posed of  an  inner  cast-iron  bursting  shell,  which  serves  also  as  a 
nucleus  or  core  upon  which  is  constructed  a  second  shell  or  outer 
coating  in  sections. 

These  sections  form,  also,  a  series  of  independent  chambers  to  be 
charged  with  explosive  material  and  projectiles. 

Claim. — Surrounding  an  explosive  shi?!!  with  a  number  of  cham- 
bered segments,  each  charged  with  cartridges  or  other  projectiles,  and 
discharged  by  fuses  properly  connected  with  the  inner  exploding  shell, 
the  whole  forming  a  second  or  outer  spherical  shell  arranged  in  the 
manner  set  forth. 

No.  20,229. — Grey  Utley,  of  Louisburg,  North  Carolina. — 7m- 
provement  in  Repeating  Ordnance. — Patent  dated  May  11, 1858. — The 
nature  of  this  invention  will  be  understood  by  the  claim  and  en- 
gravings. 

Claim. — The  shaft  S,  with  cams  D  and/,  as  described,  in  combina- 
tion with  the  reciprocating  hammer  %,  the  laterally  moving  toothed 
wheel  m,  and  the  detent  g^,  said  parts  being  connected  and  operating 
with  a  many  chambered  breech  piece  having  a  rectilinear  movement, 
substantially  as  and  for  the  purposes  before  set  forth. 

No.  19,342. — J.  H.  Brbckenridge,  of  Meriden,  Connecticut. — 7m- 
p^'ovement  in  Powder  Flasks. — Patent  dated  February  16,  1858. — The 
cut-off  A  in  the  engravings  is  composed  of  metal,  and  contains  a 
chamber  B  large  enough  to  hold  the  charge  of  powder ;  the  chamber 
is  divided  into  three  divisions  by  means  of  the  partitions  e  e ;  this 
chambered  cut-off  slides  between  two  plates  D  and  E  \  D  eq^^xa^j^ 
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it  from  the  flask  F  ;  and  E  has  secured  to  it  a  tube  G,  through  which 
the  powder  is  poured  into  the  fire-arm. 

Claim. — The  combination  of  a  chambered  cut-off,  constructed  and 
operating  substantially  as  set  forth,  with  a.reeoeptacl  or  flask  and  a 
delivery  tube ;  the  whole  constituting  an  apparatus  for  charging  fire- 
arms. 

No.  20,315. — Charles  W.  Alexander,  of  Moorefield,  Vermont. — 
Improvement  in  Br eechr Loading  Rifle. — Patent  dated  May  25,  1858. — 
The  nature  of  this  invention  consists  in  providing  a  rifled  cylinder  E 
containing  load  and  cap,  and  which  is  forced  laterally  to  a  point 
•orresponding  exactly  with  the  rifled  bore  of  the  barrel,  by  being 
introduced  at  the  front  of  a  revolving  chamber  D,  in  which  chamber 
it  is  kept  from  turning  by  means  of  the  point  of  a  screw  fitting  exactly 
into  a  notch  in  the  hinder  end  of  the  cylinder  E,  and  to  which  revolv- 
ing chamber  is  attached  a  lever  or  handle  by  which  it  is  forced  to 
revolve,  and  is  kept  in  its  place  by  means  of  a  spring  H. 

C/atm.— The  replaceable  rifled  cylinder,  with  its  dovetail  for  cap, 
and  notch  for  holding  it  in  its  place,  in  combination  with  the  revolving 
chamber  that  bears  it  and  holds  it  to  its  place. 

No.  21,924. — Lucius  Qibbs,  of  New  York,  N.  T.,  assignor  to  The 
Gdbbs  Arms  Compaky,  of  said  New  York. — Improvement  in  Patching 
BaUefor  Breech-Loading  Bifles.—FAtent  dated  October  26,  1858.— 
This  invention  has  for  its  object  the  employment  of  a  patch  for  the 
"picket"  or  conical  ball,  now  generally  preferred,  whereby  a  patched 
ball  may  be  used  with  breech-loading  arms  to  as  much  advantage  a» 
is  realized  by  the  ordinary  mode  of  patching  for  muzzle-loading  guns, 
and  it  consists  in  a  method  of  so  constructing  the  patch  and  the  ball> 
and  affixing  the  said  patch  upon  the  ball,  that  the  patch  will  not  cover 
any  portion  of  the  ball,  except  that  part  which  would  otherwise  be  ia 
contact  with  the  bore. 

Claim. — The  method  of  patching  a  rifle  ball,  substantially  as  is 
set  forth. 

No.  19,505. — William  H.  Hubbbll,  of  Philadelphia,  Pa. — Improve- 
ment in  Eccentric  Explosive  Shells. — Patent  dated  March  2,  1858. — 
The  nature  of  this  invention  consists  in  the  manner  of  arranging  the 
metal  of  the  shell  so  as  to  obtain  the  combined  results  of  reinforcing 
the  maximum  point  of  resistance  to  the  action  of  the  cartridge,  making 
the  shell  light  and  very  strong,,  maintaining  in  proportion  to  the 
strength  and  weight  the  largest  amount  of  powder  space,  diminishing 
the  weight  of  the  shell  in  proportion  to  its  strength,  diminishing 
thereby  the  strain  on  the  gun  in  discharging  the  shell,  and  causing 
it  to  fly  with  a  higher  velocity  than  a  heavier  shell  of  the  same  strength, 
describe  a  less  curvature  in  its  flight,  and  be  therefore  more  liable 
to  strike  and  not  overshoot  an  enemy's  vessel  in  an  action. 

Claim. — The  combination  of  the  flat-based  segment  or  bridge  piece 
behind,  the  flat-based  reinforce  around  the  fuze-hole,  and  the  thinner 
sides  or  walls  of  the  shell,  with  the  external  surface  of  the  shell  smooth 
and  spherical,  as  described. 
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No.  20,250. — Alfred  Booth,  of  New  York,  N.  Y. — Improvement 
in  Making  Shot, — Patent  dated  May  18, 1858. — The  claim  and  engrav- 
ings will  explain  the  nature  of  this  invention. 

Claim. — Filling  a  chamber  with  spray  and  dropping  melted  lead 
through  it  to  facilitate  the  cooling  of  the  shot,  constructed  and  arranged 
substantially  as  set  forth. 
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No.  22,293.— N.  Jensbn,  of  Washington,  District  of  Columbia.— 
Improvement  in  Bandages. — Patent  dated  December  14,  1858. — This 
invention  consists  of  a  steel  wire  spring  a,  a  bag  b  which  contains  raw 
cotton  or  a  sponge  y,  and  a  waistband  c,  to  which  are  attached  three 
elastic  straps  d  e/j  whose  other  ends  are  fastened  to  the  steel  spring  a. 
The  bag  6  is  fitted  to  a  second  wire  spring  9,  which  is  hinged  to  the 
wire  spring  a  at  x  x,  and  has  at  its  rear  end  a  little  hook  A,  which 
latter,  when  placed  over  the  rear  portion  of  spring  a,  will  keep  the  two 
springs  in  close  contact,  and  thus  hold  the  bag  up  the  same  as  if  it 
were  fitted  to  the  main  spring  a. 

Claim. — Forming  instruments  of  two  wire  springs  a  and  g,  the 
spring  gr,  which  supports  the  bag,  being  hinged  and  hooked  to  the 
other  spring  a,  for  the  purposes  as  set  forth. 

No.  22,298. — Joseph  Mansfield,  of  Jefferson,  Wisconsin. — Improve- 
mentin  Shower  Baiha. — Patent  dated  DecemberH,  1858. — Arepresents 
an  upright  sheet  metal  cylindrical  chamber,  which  is  divided  by 
horizontal  partitions  a  into  four  compartments  or  chambers  B  C  D  E. 
The  chambers  B  C  E  are  about  of  equal  dimensions,  and  the  upper 
one  B  is  open  at  the  top.  The  chambers  B  C  are  connected  at  their 
lower  ends  by  a  tube  F  which  is  provided  with  a  cock  &,  and  the  cham- 
bers B  E  are  connected  at  their  lower  ends  with  a  tube  G  which  is 
provided  witb  a  cock  c. 

The  chambers  0  D  are  connected  by  an  air  tube  H,  the  lower  end  of 
which  communicates  with  the  upper  part  of  E,  and  the  upper  part 
passes  vertically  up  into  the  chamber  C  within  a  short  distance  of  its 
top.  I  is  a  pipe,  one  end  of  w^iich  passes  into  the  chamber  C  and 
nearly  reaches  its  bottom ;  the  opposite  end  projects  out  from  the 
cylinder  A,  and  has  a  horizontal  rose  J  attached  to  it. 

Claim. — An  itaproved  article  of  manufacture,  a  shower  bath  having 
chambers  B  C,  tubes  F  G  H  I,  and  stop-cocks  D  C,  eubstantially  as 
shown  and  described. 

No.  21,138. — Frrdbrick  Erabicer,  of  Brooklyn,  New  York. — hnr 
provtment  in  Bathing  Apparatus. — Patent  dated  August  10,  1858. — 
The  object  of  this  invention  is  to  obtain,  within  reasonable  dimensions, 
Vol.  ii-^S6 
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a  bathing  device  whereby  a  complete  bath  may  be  taken  or  the  body 
completely  immersed  ecjnally  as  well  as  in  large  bathing  tubs  or 
houses.  The  invention  is  designed  to  be  used  in  private  houses,  and 
to  be  a  portable  affair  that  may  be  moved  from  place  to  place  with 
facility,  and  fitted  up  as  occasion  may  require. 

Claim, — The  tub  A,  constructed  of  two  semi-cylindrical  portions  a  h, 
connected  together  as  shown,  in  connexion  with  the  steps  c,  supply 
cocks  h  h,  and  discharge  valves  B;  the  whole  forming  a  new  and 
improved  article  or  apparatus  for  the  purpose  specified. 

No.  22,080. — Thomas  Lewis,  of  Maiden,  Massachusetts. — Improve- 
ment in  Breast  Pipes. — ^Patent  dated  November  16, 1858. — This  inven- 
tion consists  in  so  combining  a  nipple  shell  of  the  ordinary  construction 
with  a  breast  pipe  that  the  two  shall  constitute  but  one  instrument, 
and  shall  take  up  the  room  usually  occupied  by  the  ordinary  nipple 
shell,  at  the  same  time  it  shall  always  be  ready  to  be  used  as  a  breast 

1 3  pipe  or  pump. 

j  Claim, — The  described  combined  nipple  shell  and  breast  pipe,  con- 

i  structed  by  the  attachment  of  a  neck  and  pipe  to  an  ordinary  nipple 

if  shell,  as  set  forth,  for  the  purpose  described. 

;  No.  21,790. — CoRYDON  WuBAT,  of  Geneva,  New  York. — Improvement 

\  in  Com  Eradicatora, — Patent  dated  October  12,  1858. — This  device 

I  is  simply  the  combination  of  an  elastic  band  with  the  pad  or  cushion^ 

so  as  to  enable  the  wearer  to  readily  slip  it  on  to  the  spot  required ,  where 

it  will  be  steadily  and  firmly  held,  can  be  easily  and  speedily  removed 

and  replaced,  and  is  always  ready  for  use  without  further  adjustment. 

Claim. — The  corn  eradicator  constructed  as  described,  as  an  article 

of  manufacture,  substantially  in  the  manner  and  for  the  purposes  set 

forth. 

No.  19,858. — Morris  Lbvett,  of  New  York,  N.  Y. — Improvement 
V    .  in  Atmospheric  Pressure  Denial  Plates. — Patent  dated  April  6, 1858. — 

A  is  the  plate,  to  which  the  artificial  teeth  b  are  to  be  attached  in  any 
of  the  usual  modes.  Said  plate  is  to  be  shaped  so  as  to  fit  the  mouth 
of  the  person  wearing  the  same.  Through  this  plate  elliptical  open- 
ings 1  1  are  made,  to  the  under  side  of  which  cap  plates  2  2  are 
attached,  so  as  to  form  the  desired  number  of  cavities  around  the  ridge 
of  the  gums.  The  plate  containing  the  artificial  teeth  is  caused  to 
adhere  to  the  gums  by  drawing  the  air  out  of  the  cavities  by  producing 
a  partial  vacuum  in  the  mouth  by  the  tongue. 

The  inventor  says  :  I  do  not  claim  retaining  the  plates  of  artificial 
teeth  in  place  by  means  of  atmospheric  pressure,  as  the  same  has  been 
applied  both  to  the  roof  of  the  mouth  and  also  at  the  alveolar  ridge. 

But  I  daim  the  manner  herein  described  of  attaching  the  plates  of 
artificial  teeth  by  means  of  separate  cells  or  cavities  acting  upon  the 
I  alveolar  ridge,  substantially  in  the  manner  and  for  the  purposes 

specified. 

No.  21,562.— Alexander  M.  Holmes,  of  Morrisville,  New  York.— 
Improvement  in  Dentists'  Chairs. — Patent  dated  September  21, 1858. — 
This  invention  consists  in  having  the  chair  provided  with  an  adjustable 
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fiM)t-TeBt,  an  adjustable  head-rest,  and  supplemental  back,  the  whole 
being  arranged  so  that  the  body  of  the  chair  may  be  rotated  and  also 
inclined  in  any  direction  and  secured  in  varying  positions,  so  that  the 
operator  may,  with  facility,  place  the  occupant  of  the  chair  in  positions 
most  favorable  for  his  comfort  and  for  the  successful  and  ready 
performance  of  the  operation. 

The  inventor  says :  I  oZatm,  first,  the  foot-rest  0,  arranged  with  the 
slidesyy^  racks  n,  pinions  m,  and  pawls  o,  substantially  as  described. 

Second.  The  supplemental  back  P  attached  to  links  q  which  are 
fitted  in  the  slot  p  of  the  back  c,  and  actuated  by  the  set-screw  «, 
substantially  as  set  forth. 

Third.  The  adjuHtable  head-rest  formed  of  the  slide  t*,  pinion  u;, 
plates  Q  B  and  a^  &S  arranged  relatively  to  each  other  and  applied  to 
the  back  c,  substantially  as  set  forth. 

No.  19,052. — Gborgb  W.  Tripp,  of  Auburn,  N.  T. — ImprovemeiU 
in  Dentista'  OptrcUing  GhcUrs — Patent  dated  January  5,  1858  — 
This  invention  consists,  first,  in  arranging  the  handles  of  the  holding 
and  releasing  catches  of  the  adjusting  mechanism,  so  that  the  operator 
from  the  rear  of  the  chair,  and  without  stooping,  has  entire  control  of 
all  the  adjusting  mechanism,  enabling  him  while  operating  to  adjust 
and  regulate  the  chair  as  he  pleases. 

Second.  In  arranging  the  adjustable  rods  for  regulating  the  height 
and  inclination  of  the  chair,  so  that  one  set  is  made  the  fulcrum  on 
which  the  chair  turns  and  is  steadied,  while  the  other  set  is  being 
raised  or  depressed;  and  the  chair  itself  forms  a  strong  bent  lever  by 
which  the  operator  is  enabled  to  make  the  adjustment  from  the  rear 
while  the  patient  is  in  it. 

Claim. — First,  the  arrangement  of  the  holding  and  releasing 
catches  and  of  the  adjusting  mechanism  as  described,  so  that  all  the 
adjustments  can  be  made  from  the  rear  of  the  chair  without  stooping. 

Second.  The  combination  of  supporting  rods  {  with  the  inclining 
link  r,  arranged  as  described,  for  the  purpose  set  forth. 

No.  22,063. — Jambs  J.  Clark,  of  Philadelphia,  Pa. — Improvement  in 
the  Mode  of  Connecting  Electro-Magnetic  Apparatus  with  Tooth  Forces. 
— Patent  dated  November  16,  1858. — This  invention  consists  in  the 
interposition  of  a  foot  key  in  the  course  of  one  of  the  wires  composing 
the  circuit,  so  that  the  dentist  can  have  the  circuit  open  or  incomplete 
until  the  proper  moment,  and  then  with  his  foot  close  it,  thus  pre- 
serving the  free  use  of  his  hands. 

Claim. — The  employment  of  the  foot  key  K  or  its  equivalent,  in 
combination  with  the  electro-magnetic  machine  and  forceps,  arranged 
and  operating  substantially  as  described. 

No.  22,018. — Charles  H.  Davidson,  of  Charlestown,  Mass. — Imr 
provement  in  Lad^eal  Instruments. — Patent  dated  November  9, 1858. — 
Thee  laim  and  engravings  explain  the  nature  of  this  invention. 

Claim. — Constructing  the  article  known  and  worn  asa  ^^breast  shell/' 
and  made  of  any  size,  form,  or  material,  suitable  for  the  performance 
of  the  well-known  functions  or  uses  proper  to  such  device^  mv<K%^ 
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transfer  pipe  or  tube  forming  an  integral  part  of  the  shell,  when  said 
tube  is  arranged  as  described,  and  serves  for  the  ready  and  advan- 
tageous attachment  of  a  flexible  pipe  with  nipple  jointed  to  it,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  21,289. — Oliver  David  Wilcox,  of  Elmira,  N.  Y. — Improve- 
ment in  Attachm^ents  to  Artificial  Legs. — Patent  dated  August  24, 
1858. — This  invention  consists  in  providing  for  the  adjustment  of  the 
sack  which  forms  part  of  the  subject-matter  of  letters  patent  granted 
to  this  inventor  September  30,  1856,  to  adapt  it  to  the  condition  of 
the  stump  by  means  of  straps  and  buckles  applied  as  described. 

Claim, — Providing  for  the  adjustment  of  the  sack  H  by  means  of 
straps  and  buckles  applied  substantially  as  described. 

No.  22,362. — Hbnry  Glynn,  of  Baltimore,  Md. — Improvement  in 
Medicated  Fo6ru».— Patent  dated  December  21, 1858.— The  following 
quantities  of  the  ingredients  used  in  this  invention  or  discovery  will 
show  their  relative  proportions,  viz  :  10  or  15  pounds  of  electric  calo- 
mine,  16  pounds  ot  sulphate  of  copper,  and  15  pounds  of  any  com- 
mon hard  soap  ;  the  two  latter  ingredients  to  be  dissolved  in  boiling 
water. 

The  material  is  immersed  in  the  above-named  composition,  which  is 
mixed  in  boiling  water,  and  suffered  to  remain  about  twenty  minutes ; 
alter  which  it  is  taken  out  and  washed  in  several  waters. 

Claim, — As  a  new  article  of  manufacture,  cloth  or  paper  chemically 
prepared,  for  sanitary  purposes,  with  a  solution  of  which  copper  or 
copper  and  calomine  are  the  bases,  such  manufactured  article  being 
designed  for  the  prevention  of  or  as  a  protection  against  infectious  or 
contagious  diseases,  and  made  as  statea. 

No.  20,896. — Alexander  F.  Eosb,  of  Brooklyn,  N.  Y. — Improve- 
ment in  Medicated  Vapor  Apparatus. — Patent  dated  July  13,  1858. — 
This  apparatus  consists  of  a  heater  or  cooler  for  heating  or  cooling  air 
or  other  gaseous  or  aeriform  body,  or  a  generator  for  generating  steam 
or  other  vapor  or  fume,  and  a  pair  of  bellows  and  pipes  connecting  the 
halter  or  cooler  with  a  proper  mouth-piece  or  mask  D,  to  be  directed 
or  applied  to  any  part  of  the  body  for  the  purpose  of  bringing  hot  or 
cold  air,  vapor,  or  fume,  in  contact  with  the  body,  to  act  as  a  remedial 
agent. 

The  inventor  says  :  1  daim^  first,  the  construction  of  the  mask  D, 
with  a  marginal  cushion,  a  single  or  double  back,  and  passages,  sub- 
stantially as  described. 

Second.  The  construction  of  masks  for  encircling  the  neck  or  other 
part,  in  the  manner  substantially  as  represent^  in  figs.  3  and  4; 
that  is  to  say,  with  a  band  of  wire  cloth  or  other  sufficiently  flexi- 
.ble  but  yet  sufficiently  stiff  material,  a  marginal  cushion  g,  a  passage 
box  H,  and  an  enveloping  cloth  I,  of  water-proof;  the  whole  being 
combined  substantially  as  described. 

No.  21,291.— e.  C.  WiNGO,  of  Newport,  Yh.— Improvement  in  Ob- 
stetrical CAatrs.— Patent  dated  August  24,  1868.— The  nature  of  this 
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inyention  consists  in  combining  with  a  portable  chair  of  a  peculiar 
construction  a  set  of  pads,  straps,  and  handles^  so  that  the  patient, 
without  aid  or  assistance,  can  readily  apply  them  to  her  person,  and 
obtain  that  support  to  the  back,  and  relief  from  the  distressing  pains 
of  the  thighs  in  the  hours  of  parturition,  which  are  so  much  desired  in 
such  cases. 

The  inventor  says  :  I  do  not  claim  as  new  any  and  every  arrange- 
ment of  the  pads  and  straps  which  would  produce  like  results. 

But  I  daim  passing  the  straps  or  cord  b  through  the  standard  H  of 
the  portable  chair  at  a  point  on  a  level,  or  nearly  so,  with  the  pad  0 
and  cord  a  around  the  pulleys  c  in  the  back  of  the  chair,  and  a  little 
above  the  seat  of  the  same,  substantially  as  described,  so  that  the  op- 
eration of  the  straps  or  cords  will  be  in  the  direction  in  which  support 
is  most  needed,  and  the  counter  pressure  produced  by  the  action  of  the 
two  pads  0  and  G-  may  have  the  fullest  effect. 

I  also  claim  the  adjustable  hand  slats  c  o  and  the  foot  pieces  J  J, 
when  arranged  and  combined  with  a  portable  chair,  substantially  as 
described,  for  the  purpose  of  adapting  the  chair  to  different  persons. 

No.  21,189. — WiLLUM  Elmer,  of  New  York,  N.  Y. — Improvement 
in  Pessaries. — Patent  dated  August  17,  1858. — The  nature  of  this  in- 
vention consists  in  forming  a  uterine  supporter  of  a  light,  flexible  or 
elastic  bar  or  tube  of  gold,  or  other  suitable  material,  bent  in  the 
form  of  a  yoke  at  its  middle  and  posterior  part,  curved  outward  and 
downward  at  this  part  to  correspond  with  the  raphe  of  the  perinaaum ; 
then  extending  along  the  vagina,  resting  upon  the  sphincter  vaginie, 
and  terminating  in  a  small  bulb  or  rounded  end  which  rests  against 
the  pubic  bones  on  either  side  of  the  urethra,  so  as  to  adapt  its  several 
parts  to  the  portions  upon  and  against  which  they  respectively  rest ; 
and  in  providing  the  upper  rear  end  of  this  curved  bar  with  a  circular 
or  nearly  circular  cup,  or  inverted  frustum  of  a  cone,  in  which  the 
oervex  uteri  rests,  in  such  a  manner  as  to  form  a  support  for  the  uterus 
in  case  of  its  displacement  from  any  cause,  without  in  any  manner 
impairing  or  in  any  manner  interfering  with  the  performance  of  the 
functions  of  the  uterus,  or  any  of  the  a^acent  organs. 

Claim, — Giving  the  peculiar  form  to  Ihe  curved  bar  or  tube  A 
described  and  represented,  and  attaching  to  its  posterior  or  rear  part 
a  ring-shaped  cup  or  inverted  frustum  of  a  cone  C,  in  such  relation 
thereto  as  to  enable  the  instrument  to  perform  the  functions  for  which 
it  is  designed,  in  the  manner  and  for  the  purpose  before  described. 

No.  20,754. — ^William  M.  Wright,  of  Pittsburg,  Pa. — Improvement 
in  the  use  of  Dentists'  Pattern  Plates.— P^ktent  dated  June  29, 1858.— 
The  nature  of  this  invention  consists  in  usin^  a  material  for  the  pattern 
that  can  be  readily  rolled  to  any  desired  thickness,  sufficiently  strong 
when  modelled  to  the  cast,  to  be  handled,  and  have  the  teeth  attached 
to  try  them  in  the  mouth,  without  danger  of  alteration  or  change  in 
the  pattern,  and  also  to  possess  the  quality  of  melting  at  a  low  degree 
of  heat. 

The  inventor  says :  I  make  no  claim  to  the  casting  of  such  work, 
the  process  being  described  in  the  Dental  Journal  of  1852. 
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Bat  I  daim  the  use  of  metallic  pattern  plates,  or  their  equiyalents, 
made  as  described,  for  the  purpose  set  forth  and  specified. 

No.  19,025. — John  Gruol,  of  New  York,  N.  Y. — Attachment  of 
Adjustable  Foot-Boards  to  Splifits. — Patent  dated  January  5,  1858. — 
A  A  represent  two  boards  or  strips,  the  adjoining  ends  of  which  are 
fitted  in  sockets  a,  having  each  a  rack  b  attached.  These  racks  are 
fitted  and  work  in  a  box  B  through  which  a  shaft  c  passes,  said  shaft 
having  a  pinion  d  upon  it,  which  pinion  gears  into  the  racks  b  6,  the 
pinion  being  between  the  two  racks. 

The  inventor  says :  1  am  aware  that  in  the  patent  of  George  Jarvis, 
1843^  a  rack  and  pinion  are  used  far  the  purpose  of  giving  the  ne- 
cessary extension  of  the  side  frame;  therefore  I  disclaim  such  use  of 
racks  and  pinions. 

I  daim  the  combination  of  an  adjustable  foot-piece  D  with  the 
board  A,  substantially  as  set  forth. 

No.  21,872. — William  Bunob,  of  Sullivan,  Ohio. — Improvemeni  t» 
Extension  Splints, — Patent  dated  October  26,  1858. — The  nature  of 
this  invention  consists  in  the  construction  of  an  adjustable  extension 
splint  and  pads  for  the  reduction  of  fractures  and  dislocations,  being 
so  constructed  and  arranged  that  extension  to  any  desired  extent  can 
be  made  without  removing  the  splint  from  the  limb  of  the  patient ;  in 
the  adjustment  of  the  pads  in  such  a  manner  that  the  pressure  ia  not 
produced  upon  the  arteries;  and  also  in  such  an  arrangement  that  the 
free  use  of  the  knee-joint  is  allowed  without  disturbance  to  the  frac- 
tured bone,  either  above  or  below  the  knee-joint. 

Claim. — The  combination  and  arrangement  of  the  side  pieces  B  D  E, 
forming  the  band  cc^  g  g^j  and  set-screws,  and  adjustable  splint ;  the 
foot-piece  A  with  its  joint  b  and  set-screw,  the  flexing  braces  F,  the 
extension  bar  E,  the  windlass  N  and  cord  M,  perineal  pad  H,  and  pads 
12  3  4,  all  combined  and  arranged  as  described,  so  as  to  form  an 
extension  splint,  operating  in  the  manner  substantially  as  set  forth  for 
the  purpose  specified. 

No.  19,916. — Gborob  Diffenbaoh,  of  New  York,  N.  Y. — Improve- 
mentin  Bases  for  AHifidal  Tec^A.-— Patent  dated  April  13, 1868.— The 
inventor  says  he  makes  these  articles  in  the  following  manner :  I  take 
an  impression  in  wax  or  plaster  of  Paris  of  that  part  of  the  mouth 
which  I  wish  to  imitate.  I  then  pour  fluid  plaster  into  that  impres- 
sion, and  leave  it  therein  until  dry ;  thereby  1  obtain  the  original 
mould.  I  then  arrange  and  fasten  the  requisite  number  of  artificial 
teeth  on  this  mould,  which  is  now  ready  to  receive  the  hot  composi- 
tion^ consisting  of  amber,  linseed  oil,  ^utta-percha,  and  sulphur. 

Olaim. — Making  the  base  for  artificial  teeth  of  a  composition  of 
matter  in  which  amber  forms  the  principal  ingredient,  in  the  manner 
substantially  as  described. 

No.  20,905.— Charlbs  C.  Thomas,  of  Natchez,  Uibs.— Improvement 
in  Apparatus  as  Aids  in  Eoctracting  Teeth. — Patent  dated  July  13, 
1858. — This  invention  consists  in  an  instrument  which  is  held  in 
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jiilaoe  b^  being  grasped  between  the  upper  and  lower  jaw,  and  which 
18  provided  with  a  pad  for  holding  out  the  cheek,  as  well  as  a  shield, 
guard,  or  finger,  for  holding  the  tongue  away  from  the  tooth  or 
place  to  be  operated  upon ;  by  which  means  the  operator  has  the 
free  use  of  both  his  hands,  whilst  the  patient  is  free  from  the  incon- 
venience of  having  the  mouth  drawn  down  or  away,  as  heretofore 
practiced. 

Olaim, — A  dental  instrument  having  the  adjustments  substan- 
tially as  stated,  and  adaptable  to  the  purposes  specified. 

No.  21,853. — Jacob  S.  Simbibrman,  of  Glassborough,  N.  J. — Im- 
provement in  the  Method  of  Applying  Electricity  during  Eoctraction  of 
Teeth. — Patent  dated  October  19,  1858. — The  claim  and  engraving 
explain  the  nature  of  this  invention. 

Claim, — Applying  electricity  to  the  gums  or  teeth,  or  both,  during 
the  operation  of  extracting  teeth,  by  means  of  the  insulated  adjustable 
spring  clip  described,  or  its  equivalent,  the  said  clip  being  connected 
to  one  of  the  poles  of  an  adjustable  electro-magnetic  machine,  or  its 
equivalent,  as  set  forth,  and  for  the  purpose  specified. 

No.  20,390. — Jbbomb  B.  Francis,  of  Philadelphia,  Pa.,  assignor  to 
William  Ha&peb,  jr.,  of  said  Philadelphia,  assignor  to  Jeromb  B. 
Francis,  assignor  to  James  F.  Clark,  of  said  Philadelphia. — Im- 
provement in  the  Method  of  Eoctracting  Teeth. — Patent  dated  May  25, 
1858. — This  improvement  consists  in  combining  with  a  common 
dental  forceps  an  electro-magnetic  machine  in  such  a  manner  that  a 
wire  C  from  the  negative  pole  P  of  the  machiue  shall  form  a  metallic 
connexion  with  that  part  of  the  forceps  D  that  grasps  the  tooth,  and 
that  the  positive  pole  of  the  machine  shall  be  connected  with  the 
patient's  hand  by  a  metallic  connexion. 

Claim. — The  combination  of  the  electro-magnetic  machine,  or  its 
equivalent,  with  the  forceps,  for  removing  teeth  without  pain,  ar- 
ranged and  operating  substantially  in  the  manner  described. 

No.  19,914. — William  F.  Daily,  of  Baltimore,  Md. — Improveme$U 
in  Tru88  Pads, — Patent  dated  April  13^  1858. — The  claim  and  en- 
gravings explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daimj  first,  constructing  a  hollow  truss  pad 
or  supporter  A  for  hernia,  with  a  series  of  small  perforations  c  in  its 
front  plate  a,  in  combination  with  enlarged  openings  in  its  back 
plate,  so  as  to  allow  some  healing  substance  to  be  brought  in  con- 
tact with  the  body,  and  also  ventilation  or  a  perfect  and  healthful 
circulation  of  air  through  it  and  over  or  about  that  part  of  the  body 
covered  by  and  with  which  the  pad  or  supporter  A  comes  directly  and 
constantly  in  contact,  substantially  as  set  forth. 

Second.  Attaching  the  pad  A  to  the  main  spring  of  the  truss  or 
body  strap  C,  by  means  of  the  combined  agency  of  a  recess  or  groove 
C  in  the  back  of  the  pikd^  an  oblong  slot  D  in  the  main  spring, 
and  a  single  set-screw  E,  whereby  every  facility  of  adjusting  the  pad 
A  speedily,  by  simply  operating  one  screw  E,  is  afibrded,  and  at  the 
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same  time  the  liability  of  the  pad  A  twisting  round  and  rubbing  18 
avoided,  subetantially  as  set  forth. 

No.  20,444. — Hiram  H.  RBYifOLDS,  of  Buffalo,  New  York. — Improve^ 
ment  in  Truss  Pads. — ^Patent  dated  June  1,  1858. — ^The  yertical  pro- 
jection B  runs  diagonally  across  the  pad  A,  and  is  placed  parallel  with 
the  pubic  bone,  c  is  the  concavity  made  in  the  pad  below  the  vertical 
projection  ;  it  is  cushioned  with  soft  material,  so  as  to  rest  easily  on 
the  pubic  bone  and  protect  the  spermatic  cord;  I  corrugations  mad« 
in  the  oval  face  of  the  pad  for  the  purpose  of  facilitating  the  healing 
process. 

The  inventor  says :  I  claim,  first,  the  transverse  vertical  projection 
B,  for  purposes  and  substantially  asset  forth. 

8e<x)nd.  I  claim  making  the  pad  concave  below  its  vertical  projec- 
tion, as  represented  at  c,  for  the  purposes  and  substantially  as  described. 

Third.  I  claim  corrugating  the  oval  face  of  the  pad,  for  the  pur- 
poses and  substantially  as  set  forth. 

No.  21,548. — CoRNKUUS  Campbell,  of  St.  Louis,  Missouri. — Improve- 
ment in  Truss  Pads. — Patent  dated  September  21,  1858. — ^This  is  an 
improved  mode  of  preventing  the  escape  of  viscera  through  hernial 
openings  in  the  human  body,  by  obtaining  exact  and  perfect  impres- 
sions of  such  openings,  by  means  of  compression  in  gutta-percha, 
and  using  the  same  lor  truss  pads,  which,  fitting  with  accuracy  to  the 
openings  and  surrounding  parts^  prevent  the  escape  of  the  contained 
viscera,  and^  by  exercising  constant  pressure  upon  the  condensed 
cellular  tissue  which  constitutes  the  hernial  rings,  causing  them  to 
harden  and  contract  in  order  to  produce  a  cure. 

'  These  pads  can  be  placed  on  any  of  the  known  truss  springs. 

I  Claim. — The  application   of  pads  made  of  gutta-percha  in   the 

manner  described  in  the  specification  for  the  prevention  of  the  escape 

J'  of  viscera  through  hernial  openings  in  the  human  body. 

^  No.  21,767. — Lazarus  B.  McLain,  sr.,  of  New  Lisbon,  Ohio. — 

Improvement  in  Truss  Pewfo.— Patent  dated  October  12, 1858.— The 
claim  and  engravings  will  give  the  reader  an  idea  of  the  nature  of  this 
invention. 

Claim. — Constructing  pads  for  trusses,  for  hernia,  or  rupture,  of 
solid  blocks  of  half  cones  with  plane  and  curved  faces,  as  set  forth. 
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No.  19,932.— Whitten  E.  Kidd,  of  New  York,  N.  Y.—Improve- 
.ment  in  Bonnet  Frames. — Patent  dated  April  13, 1858. — The  inventor 
says,  in  describing  his  invention :  I  cut  out  two  thicknesses  of  cape 
net  to  make  the  front  6,  two  others  to  make  the  crown  c,  and  two 
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others  to  make  the  tip  d;  hat  for  greater  expedition,  I  cut  some 
twenty.  Having  cut  the  parts,  I  take  three  thicknesses  of  the  material 
known  as  huckram,  moisten  one  of  them  with  water  hj  ruhbing  it  over 
with  a  soft  brush  dipped  in  water,  and  lay  it  between  the  other  two 
dry  ones.  On  these  I  pile  twenty  (more  or  less)  thicknesses  of  the 
cape  net,  cut  as  before  stated^  and  on  the  top  I  lay  three  thicknesses  of 
buckram  prepared  in  like  manner  as  those  below.  On  the  top  I  pile 
another  batcn  of  pieces  of  cape  net,  and  so  proceed  until  I  get  the 
desired  quantity  ;  I  then  lay  on  the  top  a  board  with  a  slight  weight, 
to  make  a  slight  pressure,  and  let  it  remain  o^er  night,  when  the 
whole  will  be  found  slightly  moistened.  The  next  day  I  take  the 
pieces,  two  at  a  time,  and  subject  them  to  pressure  between  heated 
moulds  of  the  required  configuration,  by  which  they  assume  the  figure 
desired,  and  the  two  thicknesses  unite  where  they  come  in  contact. 

Claim. — Making  ladies'  bonnet  frames  of  two  thicknesses  of  cape 
lace,  substantially  as  and  in  the  manner  specified. 

No.  22,242. — Charles  A.  Postlby,  of  Jersey  City,  N.  J. — Improve- 
ment in  Btistles. — Patent  dated  December  7,  1858. — This  invention 
consists  in  a  bustle  composed  of  a  series  of  elastic  hoops  and  ribs  con- 
nected together  by  slides  in  such  manner  that  the  diameters  of  the 
hoops  can  be  extended  or  contracted,  and  their  positions  in  relation  to 
each  other  and  to  the  ribs  can  be  changed,  as  well  as  the  relation  of 
the  ribs  to  each  other. 

Claim.— 'The  combination  of  adjustable  hoops  and  adjustable  waist 
ribs,  arranged  in  the  manner  described,  so  that  the  size  of  the  bustle 
and  the  position  of  the  hoops  may  be  varied  to  suit  the  wearer. 

No.  20,865. — Handel  N.  Daggett,  of  Attleboro',  Mass. — Improve^ 
metU  in  Bristles  and  Skirts. — Patent  dated  July  13, 1858. — In  the  en- 
gravings A  exhibits  an  ordinary  skirt,  of  which  a  aa  are  the  hoops,  6 
the  waist  band,  and  c  c  c  the  connecting  bands ;  B  represents  the 
adjusting  cord  as  roved  through  eyelets  made  in  two  of  the  adjusting 
bands. 

The  inventor  says :  I  wish  it  distinctly  understood  that  I  lay  no 
claim  to  the  invention  of  the  adjusting  cord  as  applied  to  a  bustle  or 
a  skirt. 

But  I  daim  the  improvement  or  combination  of  the  back  strut  with 
the  bustle  or  skirt  and  the  adjusting  lacing,  such  being  applied  and 
made  to  operate  as  and  for  the  purpose  specified. 

No.  22,133.— George  V.  Pierce  and  Edwin  A  Pierce,  of  New  York, 
N.  Y. — Improvement  in  Bustles  for  Ladies*  Dresses. — Patent  dated  ^ 

November  23,  1858. — This  invention  consists  in  the  use  of  curved  fT 

springs  of  steel  or  equivalent  material,  arranged  in  a  peculiar  manner 
in  an  outer  covering  or  thickness  of  material,  or  connected  in  skeleton 
form,  and  an  inner  lining,  or  connexion  between  the  ends  of  the 
curved  springs,  whereby  their  general  shape  is  maintained,  and  may 
be  packed  for  transportation  in  a  small  space. 

The  inventors  say :  We  daim  the  springs  a  a  fitted  into  a  bishop 
or  bustle^  in  combination  with  a  linking  or  strap  forming  a  sttais^^ 
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line  of  connexion  between  the  ends  of  said  springs,  for  the  purposes 
set  forth ;  and  in  combination  with  said  springs  a  a  fitted  into  a  bishop 
or  bustle  in  the  manner  specified,  we  claim  the  springs  c  c,  arranged 
and  acting  in  the  manner  and  for  the  purpose  described. 

We  also  claim  the  strap  /  or  tape,  in  combination  with  the  springs 
a  a  and  bustle,  substantially  as  and  for  the  purposes  specified. 

No.  20,707.— Lbbtbr  (Joodwin,  of  New  York,  N.  Y. — Button  Fas- 
tening. — Patent  dated  June  29,  1858. — When  the  horizontal  arms  D 
M  are  pointing  in  nearly  the  same  direction,  (fig.  11,)  they  can  be 

Eassed  together  through  a  sufficient  aperture ;  then  one  arm  D  M  can 
e  extended  in  another  direction  0  M,  to  prevent  withdrawal,  and  is 

fastened  in  that  position  by  the  spring  E  F,  easily  passing  the  obstruo- 

tion  L  on  the  surface  H  K,  from  which  it  can  return  only  when 

elevated  from  it. 

The  inventor  says  :  I  do  not  claim  the  employment  of  two  parallel 

stationary  bars  with  arms  forcibly  bent  at  right  angles  in  different 
jl  directions  to  fasten,  and  which  must  be  forcibly  bent  back  again  when 

'  {.  removed  for  that  is  recognised  as  a  well  known  idea. 

'  But  I  daim  making  one  right-angled  piece  M  D  A  E  movable  on 

its  perpendicular  leg,  in  and  embraced  by  a  band  B  to  another  right- 
j.  angular  piece  M  D  C  G,  and  depending  upon  it  for  support.     And  the 

controlling  of  the  position  of  the  movable  right-angled  piece  by  a 

spring  F  £.  And  the  confining  thespring  FE,by  obstructions  L,  on  the 
!  surface  H  E  swept  by  it,  substantially  combined  as  represented. 

J  No.  20,632. — Charles  Currier,  of  Providence,  R.  I. — ImprovernetU 

\  for  Cutting  Button  Holes. — Patent  dated  June  22,  1868. — This  inven- 

tion consists  in  the  employment  of  rotating  cutters  F,  peculiarly  con- 
I  structed  and  fitted  within  a  lever  or  handle  E,  an  adjustable  bed  C^ 

and  adjustable  guide,  so  that  a  very  simple  and  efficient  implement  ib 
P  obtained  for  the  purpose  designed. 

The  inventor  says :  I  am  aware  that  rotatory  cutters  and  tools  of 

.    ^       various  kinds  have  been  arranged  or  connected  with  rotating  stocks^ 

BO  that  in  the  same  implement  tools  of  various  kinds  and  of  different 

sizes  might  be  used.    I  do  not  claim,  therefore,  the  rotating  cutters 

F,  when  separately  considered. 

But  I  daim  the  lever  E  provided  with  cutters  F,  in  combination 
with  the  adjustable  bed  C  and  gauge  D,  arranged  substantially  as  and 
for  the  purpose  specified. 

I  also  claim  the  snips/ made  separate  from  the  parts  e  of  the  cutters 
F,  and  attached  to  the  plat(es  g  by  means  of  the  screws  i,  whereby  the 
snips  may  be  readily  detached  from  the  parts  e  of  the  cutters,  and 
sharpened  or  ground  with  facility. 

I  No.  19,120. — Jean  Felix  Baptbrossbs,  of  Paris,  France. — Improv&' 

'  ment  in  Buttons.— FsA^ntei  in  France  January  7,  1857  ;  patent  dated 

January  19,  1858. — The  claim  and  engravings  explain  the  nature  of 

this  invention. 
The  inventor  says:  I  daim,  as  a  new  article  of  manufacture,  the 

button  composed  of  porcelain,  enamel,  or  of  any  material  susceptible 
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of  being  cast  wherein  the  neck  or  shank  is  fixed  by  means  of  fusible 
metal  melted  into  tapped  or  conical  holes  or  recesses  made  during  the 
process  of  casting  of  said  button,  by  means  of  the  mechanism  de- 
scribed,  or  its  equivalent,  substantially  as  specified. 

No.  20,194. — Henry  Cogswell,  of  Providence,  Khode  Island. — 
Fasteners  for  Sleeve  BtUUma, — Patent  dated  May  11,  1858. — This  in- 
vention consists  in  pivoting  a  bar  to  a  projection  at  one  end  of  the 
under  side  of  a  plate,  said  bar  being  secured  to  a  projection  at  the 
opposite  end  of  the  plate  by  a  ^^snap,"  the  whole  being  so  arranged 
that  one  button  is  made  to  answer  the  purpose  of  two  linked  plates. 

Claim. — Constructing  sleeve  buttons  by  attaching  the  bar  B  to  the 
projections  a  6  at  the  inner  side  of  the  plate  A,  as  shown,  viz:  one  end 
of  the  bar  being  pivoted  in  one  projection  a,  and  the  other  projection 
containing  a  catch  e  and  spring  %  to  retain  the  opposite  end  of  the  bar 
when  closed,  substantially  as  shown  and  described. 

No.  22,443. — Anne  S.  McLean,  of  Williamsburg,  Now  York. — 
Improvement  inCorsets. — Patent  dated  December  28, 1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

Claim, — Providing  the  upper  section  or  pads  of  the  corset  with  cone- 
shaped  flat  steel,  or  their  equivalent,  springs  and  spring-supporting 
plate  next  the  body  for  the  purpose  of  giving  elasticity  to  the  pads, 
which  pads  are  held  in  their  places  by  the  weight  of  the  corset. 

No.  19,418. — J.  H.  Hall,  of  Kittanning,  Pennsylvania. — SubstittUe 
for  InfanJts'  i?tap«jr«.— Patent  dated  February  23,  1858. — This  inven- 
tion consists  of  an  air  cushion  A^,  which  is  of  such  form  as  to  fit  the 
posterior  of  an  infant,  and  is  provided  with  an  opening  a  in  the  centre, 
combined  with  a  cloth  of  a  proper  form  and  a  bag  or  receptacle  of 
India-rubber^  or  other  water-proof  material,  in  such  a  manner  that 
when  the  cushion  is  attached  to  the  body  the  excrement  and  urine 
will  be  discharged  through  the  opening  in  the  cushion  into  the  bag 
or  receptacle,  where  it  will  be  retained  without  coming  in  contact  with 
the  body,  which  will  be  protected  from  it  by  the  interposition  of  the 
cushion. 

Claim. — The  combination  of  a  cushion  A,  bag  or  receptacle  B,  and 
cloth  C  D,  substantially  as  described  for  the  purpose  set  forth. 

No.  22,366. — John  C.  Hall,  of  Fayette,  Mississippi. — Improved 
Manu/a^cture  of  Portable  Fans. — Patent  dated  December  21,  1858. — 
A  represents  a  series  of  short  bars  which  are  placed  parallel  with  each 
other,  and  B  represents  a  series  of  bars  which  are  also  placed  parallel 
with  each  other,  but  are  placed  in  a  reverse  position  with  and  cover 
the  bars  A,  the  two  series  of  bars  being  connected  together  by  rivets  a 
and  forming  an  endless  frame.  The  bars  A  thus  joined  or  connected 
together  will  form,  when  closed  or  folded  together,  a  cylinder,  and 
when  opened  an  annular  frame,  as  shown  in  the  engravings;  the  bars, 
as  they  are  distended,  assuming  a  flat  position,  or  a  position  at  right 
angles  to  that  occupied  by  them  when  m  a  folded  state. 


572  XXI. — ^WEARnra  appakel. 

Claim. The  fan  as  a  new  article  of  manufacture,  when  constructed 

in  the  manner  described. 

No.  19,271.— Jambs  M.  Weston,  of  Chesterfield,  New  York. — Imr 
provemmt  in  Machines  far  Draughting  Garmenia. — Patent  dated  Febru- 
ary 2,  1858. — This  improvement  consists  of  a  connecting  scale  and 
rotary  arm  size.  It  is  very  simple;  and  from  its  easy  and  cheap  con- 
struction, and  the  correctness  and  accuracy  with  which  the  scales  are 
made  to  apply,  every  lady  may  be  able  by  the  use  of  the  machine 
to  cut  garments  with  accuracy  and  with  little  expense. 

Claim, — ^The  adjustable  curved  plate  or  arm  size  7  and  index  pointer 
9,  in  combination  with  bed  rule  2  and  connecting  rule  5,  provided 
with  their  several  scales,  when  constructed  and  operating  in  the  man- 
ner described,  for  the  purpose  specified. 

No.  19,228. — Francis  Arnold,  of  Middle  Haddam,  Connecticut. — 
Improvement  in  Clampa  for  Holding  Ladies'  Hair  in  Curl. — Patent 
dated  February  2, 1858. — This  invention  is  designed  to  supersede  the 
use  of  papers  for  curling  ladies'  hair  by  means  of  a  "  pinch,"  as  it  is 
technically  termed  by  hairdressers.  This  invention  consists  in  the 
employment  or  use  of  thin  metal  tubes,  provided  each  with  an  elastic 
strap,  or  an  equivalent  device,  for  a  fastening. 

Claim. — The  described  device  for  curling  the  hair,  consisting  of  a 
tube  A,  constructed  as  shown,  and  provided  with  elastic  straps  B,  or 
their  equivalents,  for  the  purpose  set  forth. 

No.  20,069. — Asa  Johnson,  of  Cairo,  New  York. — Improvement  in 
Hose  Suppor(ei*8, — Patent  dated  April  27,  1858. — The  nature  of  this 
invention  consists  in  forming  a  supporter  for  ladies'  hose  of  hair 
cloth,  or  any  other  equivalent  texture,  whereby,  at  the  same  time, 
the  hose  can  be  supported  and  form  given  to  the  limb. 

In  figs.  1  and  2  those  parts  marked  A  represent  pieces  of  elastic 
inserted  in  the  material  on  the  front,  in  order  to  allow  the  supporter 
to  stretch  and  give  room  for  the  foot  as  it  passes  through  and  make  it 
fit  snugly  at  the  ankle  and  above  the  calf  of  the  leg  when  on. 

Claim. — The  hose  supporter,  or  its  equivalent,  for  the  purpose  of 
supporting  the  hose  and  giving  form  to  the  limb,  in  the  manner 
specified  and  set  forth. 

No.  20,834.— William  P.  Ware,  of  Cincinnati,  Ohio.— jE?ar,  Cfieek, 
and  Chin  ilfti/.— Patent  dated  July  6,  1858.— The  nature  of  this 
improvement  consists  in  making  pockets  for  each  ear  by  taking  a  ring 
or  frame  of  wire  aa^  or  other  material,  and  covering  it  with  fur  or 
other  substances  with  such  a  fulness  as  to  form  a  pocket  in  which 
the  ears  are  placed  for  the  double  purpose  of  protecting  them  from 
cold  and  supporting  and  holding  the  cheeks  and  chin  portion  of  the 
muff  to  their  respective  parts. 

Claim. — The  arrangement  of  the  ear,  cheek,  and  chin  pieces,  con- 
structed as  represented  in  fig.  1  of  the  drawings,  and  joined  together 
in  themanner  represented  and  for  purposes  specified  in  thespecitication. 
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No.  20,708.— Benjamin  J.  Greeley,  of  Springfield,  Massachusetts. — 
Improvement  in  Pantaloons. — Patent  dated  June  29, 1858. — The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

C?am.— Making  up  the  back  part  of  pants  with  a  lapel  and  elastic 
straps  A,  instead  of  seaming  them,  as  thej  have  invariably  been  made; 
also  the  cutting  of  the  top  part  or  waistbands  of  pants  so  as  to  be^ 
perfectly  and  pleasantly  suspended  at  only  two  points,  as  C. 

No.  19,280. — John  G.  KuNaBR,  of  Jersey  City,  New  Jersey, 
assignor  to  Ignatius  Sturn,  of  New  York,  N.  Y. — Improvement  in 
Diaper  or  Shawl  Pins. — Patent  dated  February  2, 1858. — In  describing 
this  improvement  the  inventor  says :  I  employ  a  curved  pin  or  hook  a, 
which  is  thrust  beyond  and  retracted  within  the  case  b;  but  instead  of 
a  straight  slot  in  the  side  of  the  case  along  which  the  projecting  part 
of  the  hook  slides,  I  form  the  slot  in  a  spiral  direction  around  it. 
The  base  of  the  hook  is  affixed  to  a  slide  that  fits  the  interior  of  the 
shield  and  slides  along  within  it  when  the  shield  is  revolved. 

Claim. — The  spiral  shield,  the  stops,  and  friction  detent,  all  as 
specifically  and  severally  set  forth. 

No.  21,966. — JosBB  Johnson,  of  New  York,  N.  Y. — Improvement 
in  Shield  Pins. — Patent  dated  November  2,  1858. — The  nature  of 
this  invention  consists  in  an  improved  method  of  more  securely  shield- 
ing the  point  of  the  pin,  which  is  effected  by  forming  a  fold  or  coil 
on  each  side  of  the  body  of  the  pin,  thus  forming  the  shield,  the  fold 
or  coil  being  left  open  on  each  side  of  the  body  of  the  pin  at  the  point 
where  the  pin  enters  and  passes  into  the  centre  of  the  shield,  so  as  the 
more  readily  to  allow  the  point  to  be  sprung  in  and  out,  to  or  from 
either  side,  with  ease  and  rapidity. 

Claim. — Shielding  the  point  of  the  pin  within  folds  or  coils  when 
turned  on  both  sides  the  main  stem  as  described  at  B,  in  figures  1  2 
and  3,  and  at  C,  in  figures  5  6  and  7. 

No.  22,159. — Joel  Bryant,  of  Brooklyn,  New  York. — Improvement 
in  Scissors. — Patent  dated  November  30,  1858. — The  nature  of  this 
invention  consists  in  the  construction  of  scissors  which  are  provided 
with  a  spring  or  springs  connecting  with  the  rivet,  joint,  and  blades, 
BO  as  to  produce  a  uniform  pressure  upon  the  blades  at  whatever  angle 
they  cut ;  so,  also,  to  obviate  the  results  of  wear  from  use  by  the  con- 
traction of  the  said  spring  or  springs  ;  so  as  to  prevent  the  blades  of 
the  scissors  from  becoming  loose  or  '^ shaky  ;"  so  as  to  require  tight- 
ening-like  scissors  secured  at  the  joint  by  an  inflexible  rivet,  or  as 
when  the  blades  are  bound  together  by  firm  and  unyielding  plates  of 
metal. 

Claim. — The  exclusive  use  of  scissors  when  provided  with  a  spring 
or  springs  connecting  with  the  rivet  and  blades^  substantially  as 
described  and  for  the  purposes  set  forth. 

No.  21,369. — Jaubs  H.  Roomb,  of  New  York,  N.  Y. — Improvement 
in  Shears. — Patent  dated  August  81,  1858. — The  nature  of  this  im- 
provement consists  in  forming  the  handle  and  upper  cutting  blade  <\i 
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the  shears  in  two  parts,  and  so  connecting  the  former  to  the  body  or 
shank  of  the  lower  cutting  blade  and  to  the  upper  one  as  to  enable 
the  leverage  exerted  by  the  thumb  to  be  gradually  increased  with  the 
closing  of  the  blades. 

Claim, — The  combination  of  the  additional  connecting  rod  F  with 
Hhe  rod  D  and  upper  slotted  handle  E,  for  enabling  the  leverage 
exerted  by  the  thumb  to  be  increased  with  the  closing  of  the  upper 
blade  A,  substantially  as  described. 

No.  22,039. — John  Stevens,  of  New  York,  N.  T. — Lnprovemeni  in 
Shirt  Bosom  Folders. — Patent  dated  November  9,  1858. — This  inven- 
tion consists  in  the  arrangement  of  a  series  of  strips  of  metal  made 
of  equal  lengths  and  width,  with  a  number  of  pins  secured  in  a  slot 
in  angle  irons  attached  to  the  ends  of  the  bed  plate  and  there  secured 
by  a  nut  on  the  under  side;  the  angle  irons,  being  graduated,  admit 
of  a  ready  adjustment  of  the  pins  to  any  distance  apart,  the  distance 
being  equal  to  the  width  of  the  plates  described  in  tne  bosom. 

CUiim. — The  combination  of  a  series  of  tins,  made  as  described, 
with  a  series  of  pins  arranged  in  a  slot  in  the  angle  irons  attached  to 
the  bed-plate,  the  pins  being  adjustable,  by  means  of  which  the  plates 
can  be  made  of  any  desired  width  without  different  sizes  of  tins,  with 
the  lifters  for  raising  the  tins  from  the  pins,  the  whole  being  arranged 
as  described,  for  the  purposes  set  forth. 

No.  22,442.— Charlto  McTntirb,  of  Newark,  N.  J.—ShiH  Stud.— 
Patent  dated  December  28,  1858. — The  nature  of  this  invention  con- 
sists in  using  and  applying  a  peculiarly  constructed  spring  latch  for 
the  purpose  of  connecting  the  parts  of  a  stud  or  button  together. 

The  spring  e  is  soldered  fast  to  and  forms  part  of  the  latch  d,  both 
being  held  in  place  by  having  the  end  of  the  spring  soldered  fast  to 
the  back  of  the  plate  at  the  extreme  end  from  the  latch,  and  also  by 
the  guard-piece/,  as  well  as  the  edges  where  the  top  of  the  latch 
projects  through  the  back. 

Claim, — The  latch  d  and  catch,  constructed  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

No.  22,376. — John  Pbckham,  of  New  Haven,  Conn. — Improvement 
in  Draughting  Shirts. — Patent  dated  December  21,  1858. — The  object 
of  this  invention  is  to  obtain  a  definite  rule  or  system  of  measurement 
for  draughting  shirts,  by  which  a  person's  measure  may  be  taken  and 
laid  or  drawn  out  upon  the  muslin  or  other  material  with  perfect 
accuracy,  and  in  such  a  manner  as  not  only  to  insure  a  perfect  fit, 
but  also  to  have  the  parts  so  disposed  as  to  economize  in  the  bosom 
material  and  render  the  shirt  more  durable  and  capable  of  being 
ironed  with  more  facility  than  usual.  * 

Ciotm.— Draughting  shirts  by  means  of  the  neck  and  breast  meas- 
ures A  B,  formed  and  applied  to  the  cloth  as  shown  and  described,  so 
that  the  neck  circle  will  be  chiefly  cut  or  formed  in  the  back  portion 
of  the  shirt,  and  the  upper  part  of  the  back  portion  folded  over  and 
united  to  the  top  of  the  front  portion  on  a  line  with  the  base  of  the 
neck,  as  set  forth. 
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No.  21,839. — Gborgb  Mallory,  of  Watertown,  Conn. — Improve- 
merU  in  Hoop  Skirts. — Patent  dated  October  19, 1858. — ^The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says  :  I  claim  the  constraction  of  one  or  more  of  the 
hoops  or  springs  A^  A^  of  a  skirt,  with  elastic  pieces  a  a,  or  their 
equivalent,  arranged  one  on  each  side,  so  as  to  provide  for  flexure  of « 
said  hoop  or  hoops  over  the  edge  of  a  seat  when  its  or  their  back  parts 
are  sat  upon,  without  impairing  the  inflexibility,  in  an  upward  and 
downward  direction,  of  anv  other  parts  than  those  where  the  flexure 
is  immediately  required,  substantially  as  described. 

No.  20,561. — ^David  Holmes,  of  Westfield,  Mass. — Improvement  in 
Skirt  Hoops. — Patent  dated  June  15,  1858. — The  hoops  in  this  skirt 
are  connected  together  by  a  series  of  interlacing  hoops.  A  peculiar 
kind  of  clasp  is  employed  for  connecting  the  hoops,  and  eyes  e  e  are 
formed  at  the  extremity  of  the  hoops  which  act  as  slides. 

The  inventor  says:  I  daim,  first,  the  connexion  of  the  hoops  by 
interlacing  loops  in  the  manner  substantially  as  described. 

Second.  The  attachment  of  the  loops  to  the  hoops  by  two  lipped 
clasps  E  E,  applied  in  the  manner  substantially  as  described. 

Third.  The  formation  of  eyes  e  e  in  the  braiding  at  the  extremities 
of  the  hoops,  to  serve  as  slides,  substantially  as  specified. 

No.  20,681. — ^Robert  J.  Mann,  of  Brooklyn,  New  York,  assignor 
to  L.  A.  OsBORN,  of  Newark,  New  Jersey,  and  I.  J.  Vinoint,  of  New 
York,  N.  Y. — Improvement  in  Skirt  Hoops. — Patent  dated  June  22, 
1868. — The  claim  and  engravings  will  explain  the  nature  of  this  in- 
vention. 

The  inventor  says:  I  do  not  claim  as  new  the  expansion  of  the 
'  hoops  in  ladies'  skirts,  for  that  is  not  new. 

But  I  daimj  first,  the  peculiar  formation  of  the  slide  g,  the  said 
slide  being  made  of  brass  or  other  metals,  and  having  its  slides  bent 
two  ways,  the  one  clasping  the  end  of  the  loop  and  made  fast  thereto, 
and  the  other  end  made  to  slide  freely  on  the  hoop. 

Second.  Securing  the  hoop  d  to  the  perpendicular  straps  by  means 
of  small  clamps  constructed  as  described. 

Third.  The  formation  of  a  bustle  or  corrugated  projection  a  a  on 
the  upper  hoops  on  the  back  of  the  skirt^  in  the  manner  and  for  the 
purpose  set  forth. 

No.  20,720.— Martin  Landbnbbrgbr,  of  Philadelphia,  Pa. — Improve- 
ment in  Skirt  Hoops. — Patent  dated  June  29,  1858. — A  series  of  loops 
sufficient  to  form  a  fringe  for  the  bottom  of  the  skirt  having  been 
knitted  by  an  ordinary  knitting  machine  with  two  straight  rows  of 
the  usual  needles,  an  elastic  strip  of  steel,  brass,  whalebone,  cane,  or 
other  substance,  is  introduced  into  the  knitting  machine  in  such  a 
manner  as  to  become  interlocked  in  one  of  the  rows  of  loops.  B  is  a 
gum-elastic  band  with  a  buckle  or  other  fastening  for  securing  the 
skirt  to  the  waist  of  the  wearer.  D  is  a  band  or  strap  in  front  of  the 
skirt. 

Claim. — Constructing  hooped  skirts  of  a  knitted  fabric  with  elastic 
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hoops  interlooped  in  the  same,  substantially  in  the  manner  and  for 
the  purpose  set  forth. 

No.  20,801. — Austin  Kbllet,  of  New  York,  N.  Y. — Impropemeni 
in  Skirt  Hoops. — Patent  dated  July  6, 1858. — In  the  engravings  a aa 
represent  the  outside  hoops  connected  together  by  means  of  the  strips 
of  cloth  bbb;  d  is  a  band  at  the  top  of  this  series  of  hoops;  said  band 
goes  around  the  waist  and  secures  the  hoops  to  the  person  of  the 
wearer.  The  ends  of  the  outer  hoops  moet,  and  are  secured  together 
by  means  of  the  elastic  bands  e  e  e.  c  are  a  series  of  smaller  hoops 
within  hoops  a  ;  hoops  c  are  adjustable  like  the  outer  hoops,  and  are 
connected  at  x. 

Claim. — Combining  and  arranging  two  hoop  skirts  together  in  the 
manner  set  forth,  the  inner  skirt  being  adjustable,  for  the  purpose  of 
forming  a  bustle  when  contracted,  and  for  an  additional  support  to 
the  outer  skirt  when  expanded,  as  fully  described. 

No.  22,385. — JoHNSTBVENsand  Jambs  Hanlet,  of  New  York,  N.  Y. — 
Improvement  in  BwMea  for  Skirt  Hoops. — Patent  dated  December 
21,  1858. — ^The  nature  of  this  invention  consists  in  making  a  buckle 
with  an  eye  formed  to  admit  the  passage  of  the  hoop's  ends  through 
it,  as  seen  at  A,  one  end  of  the  hoop  overlapping  the  other,  as  seen  at 
the  depression  of  the  end  of  the  buckle  operating  as  a  lever  press- 
ing them  together;  each  end  of  the  buckle  terminates  with  a  hook 
H  H  ;  and  when  the  end  of  the  buckle  is  brought  down  to  the  hoop's 
surface,  a  ring  slide  with  a  hole  in  it  at  b  is  passed  over  the  end  of 
the  buckle,  so  that  the  hook  of  the  buckle  springs  into  the  hold  of  the 
slide,  and  thus  the  fastening  is  made  secure. 

Claim. — The  buckle,  when  constructed  substantially  in  the  manner 
described,  in  combination  with  the  slides  having  holes  to  receive  the 
hook  of  the  buckle,  for  the  purpose  set  forth. 

No.  20,598. — Thomas  Wallace,  jr.,  of  Ansonia,  Conn. — Claap/or 
Skirt  Hoops. — Patent  dated  June  15,  1858. — This  is  a  convenient  and 
simple  clasp  for  attaching  the  tapes  to  the  hoops  of  ladies'  skeleton 
skirts. 

Claim. — The  clasp  formed  with  lips  6  6  at  each  side  of  each  end, 
and  with  teeth  c  c  at  its  edges,  to  operate  in  the  manner  set  forth. 

No.  21,373.— A.  Smart,  of  New  York,  N.  Y.— Improvement  in  Clasps 
for  Hoop  Skirts.— FsLtent  dated  August  31, 1858.— This  clasp  consists 
in  a  piece  of  metal  plate  A,  the  greater  portion  of  which  is  of  a  width 
about  equal  to  that  of  the  skirt  hoops,  but  is  made  wider  at  the  ends, 
as  shown  in  the  engravings,  to  form  on  each  side  two  lips  a  a,  by 
which  it  can  be  clamped  to  the  hoop. 

The  inventor  says :  I  do  not  claim  to  be  the  first  inventor  of  hoop 
clasps,  nor  do  I  claim  any  part  of  the  described  clasp  that  is  seen  in 
the  patent  granted  to  T.  Wallace,  jr.,  January  15,  1858. 

But  I  datm,  as  an  improved  article  of  manufacture,  a  hoop  clasp 
constructed  with  a  longitudinal  loop  c,  substantially  as  and  for  the 
purposes  shown  and  described. 
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No^  21,747. — Alexander  Douglas  and  Samuel  S.  Sherwood,  of  New 
York,  N.  Y. — Improvement  in  Fastenings  for  Skirt  Hoops. — Patent 
dated  October  12,  1858. — ^This  improvement  consists  in  the  combina- 
tion of  a  clasp  which  embraces  the  ends  of  the  hoop,  and  has  an  open- 
ing on  one  side  to  receive  the  end  of  the  link,  with  a  spring  link  which 
passes  through  both  the  clasp  and  the  ends  of  the  hoop,  and  is  retained 
in  a  proper  position  bj  resting  in  an  opening  in  the  side  of  the  clasp, 
while  yet  it  is  so  constrncted  as  to  be  readily  removed  to  release  the 
clasp  and  the  ends  of  the  hoop. 

Claim. — The  combination  of  the  link  or  loop  0  with  the  clasp  B 
having  an  opening  in  its  side  to  receive  and  retain  one  prong  of  said 
loop,  and  with  the  hook,  substantially  as  and  for  the  purposes  set  forth. 

No.  22,366. — Alexander  Douglas  and  Samuel  S.  Sherwood  of  New 
York,  N.  Y. — Improved  Slide  and  Fastening  for  Skirt  Hoops. — Patent 
dated  December  21,  1868. — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

Claim. — The  combined  clamp  and  slide,  made  entire  of  one  piece  by 
forming  the  clamp  of  the  divisions  b  and  c,  and  the  slide  of  the  lips  d, 
as  described,  the  division  b  and  c  being  entire,  and  connected  at  both 
ends  to  the  plate,  as  shown,  thus  forming  a  continuous  connexion 
around  the  end  of  the  hoop,  for  the  purpose  stated. 

No.  21,709.— William  M.  Warren,  of  New  York,  N  Y.— Improve- 
meni  in  Slides  for  Skirt  Hoops. — Patent  dated  October  6,  1858. — This 
slide  is  composed  of  two  separate  pieces  of  metal  plate,  one  of  ^hich 
clasps  either  end  of  the  hoop,  and  the  other  the  portion  of  the  hoop  against 
which  the  end  laps,  the  two  being  united  between  the  hoops  by  the 
locking  of  their  edges  in  such  a  manner  that,  except  at  its  extremi- 
ties, the  clasp  presents  no  edge  upon  the  portion  of  the  hoop  upon 
which  it  slides,  and  therefore  permits  the  adjustment  of  the  hoops  with 
less  danger  of  tearing  their  covering. 

Claim. — The  slide  composed  of  the  two  parts  A  B,  formed  as  speci- 
fied, and  combined  by  a  lock  ab  Cy  between  the  lapping  portions  of 
the  hoop,  substantially  as  described. 

No.  21,681.— W.  S.  Thomson,  of  New  York,  N.  Y .—Improvement 
in  Eyelet  Fastenings  for  Ladies'  ^Skirts. — Patent  dated  September  21, 
1868. — The  nature  of  this  invention  consists  in  combining  with  an 
eyelet  a  metallic  washer  or  fastener,  having  attached,  and  forming  a 
part  thereof  on  two  opposite  sides,  arms  or  clasps,  which,  when  bent 
upon  the  hoop,  firmly  and  securely  attaches  it  to  the  suspender  straps, 
in  which  the  eyelet  has  been  fastened. 

Claim. — The  use  of  the  H-shaped  washer  or  fastener,  or  equivalent, 
in  combination  with  an  eyelet,  as  a  means  of  fastening  together  the 
straps  and  hoops  of  elastic  skirts,  substantially  as  set  forth. 

No.  21,479- — Samuel  Bbberdy,  of  Philadelphia,  Pa. — Improvement 
in  Ladies'  Hoop  Skirts. — Patent  dated  September  14,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

Ctotm.— The  combination  of  a  spiral  stay  B  with  a  fabric  which 
Vol.  u 3T 
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constitutes  a  lady's  skirt,  when  said  stay  is  formedby  winding  a  flexi- 
ble strip  or  rod  made  of  one  piece  or  a  series  of  pieces  spliced  or  united 
together,  continuously  round  the  skirt  from  the  bottom  to  the  top  of 
the  body  of  the  same,  substantially  as  and  for  the  purposes  set  forth. 

No.  22,197. — Samuel  Pkbbrdt,  of  Philadelphia,  Pa. — ImprovemerU 
in  Ladies'  Hoop  /SifciW.— Patent  dated  November  30,  1858.— The  na- 
ture of  this  invention  consists  in  constructing  the  expanding  stay  or 
support  of  ladies'  skirts  of  one  continuous  rod  or  strip  of  flexible  ma- 
terial, which  is  bent  and  arranged  spirally,  the  fabric  constituting  the 
skirt,  or  interwoven  in  a  spiral  with  the  same,  as  shown  in  the  en- 
^avings,  the  spirals  of  the  stay  being  of  gradually  decreasing  dia- 
meters from  the  bottom  to  the  top  of  the  skirt. 

Claim. — The  combination  of  a  spiral  stay  B  with  the  fabric  which 
constitutes  a  lady's  skirt,  where  said  stay  is  formed  by  winding  a 
flexible  strip  or  rod  made  of  one  piece,  or  a  series  of  pieces  spliced, 
or  united  together  continuously  round  the  skirt,  from  the  bottom  to  the 
top  of  the  body  of  the  same,  substantially  as  and  for  the  purposes  set 
forth. 

No.  22,426.— John  HoLMKS,  of  Boston,  Mass. — Improvement  in  Ladies* 
Hooped  Skirts. — Patent  dated  December  28,  1858. — This  invention 
consists  in  a  circular  net- work  of  cords  or  twine  of  a  similar  structure  to 
the  nets  used  for  fishing  ;  but  so  formed  that,  when  the  loops  are  passed 
through  its  meshes,  the  entire  fullness  of  the'skirt  will  be  thrown  in 
one  direction  in  such  a  manner  as  to  give  it  the  bishop  or  bustle  shape, 
and  so  that  the  skirt  so  formed  will  he  self-sustaining,  which  enables 
it  to  retain  the  fullness  in  one  direction  and  support  the  bishop  or 
bustle  shape  from  the  top  to  the  extreme  bottom  of  the  skirt,  regard- 
less of  the  weight  of  the  dress  upon  it. 

Claim. — The  described  net-work  fabric,  having  the  number  or  size 
of  its  meshes  reduced  toward  the  top  in  such  a  manner  as  to  throw 
the  fullness  in  one  direction,  or  on  one  side,  so  that  when  the  hoops 
are  inserted  it  is  self-sustaining  to  produce  tbe  '^  bishop"  or  '*  bustle" 
form,  and  preserve  that  form  to  the  bottom  of  the  skirt,  as  set  forth^ 
without  the  use  of  lacings,  springs,  extra  **  bustles,"  or  other  con- 
trivances. 

No.  21,806. — E.  G.  Atwood,  of  Derby,  Connecticut. — Improvement 
wi  Skeleton  Skirts. — Patent  dated  October  19,  1858. — The  claim  and 
engraving  explain  the  nature  of  this  invention. 
^  Claim. — A  skirt  formed  of  tape  or  similar  material,  and  a  series  of 
circle  hoops,  when  the  tape  is  passed  over  one  hoop  and  under  the  next 
below  it,  in  opposing  oblique  directions,  and  the  tapes  fastened  at  the 
points  where  they  interlock  on  the  hoops  themselves,  by  clasping, 
sewing,  or  tying,  substantially  as  and  for  the  purposes  set  forth. 

No.  22,051.— Robert  J.  Mann,  of  Brooklyn,  New  York,  assignor 
to  L.  A.  OsBORN  and  I.  J.  Vincent,  of  said  Brooklyn. — Improvement 
in  Skeleton  Hoop  Skirts. — The  nature  of  this  invention  consists  in 
making  ladies'  skirts  by  forming  a  series  of  hoops,  each  being  cut  or 
parted  so  as  to  fotm  t^o  ot  mox^  %AY3Ata.ble  ends,  so  arranged  that 
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the  diameter  of  tlie  skirt  may  be  enlarged  or  diminislied  by  connecting 
the  ends  of  the  hoops  in  sach  a  manner  that  the  ends  will  slide  toward 
and  from  each  other  to  enlarge  and  diminish  the  diameter  of  the  skirt, 
in  combination  with  belts  or  cords  crossing  the  hoops  to  hold  them 
together. 

Claim, — In  the  construction  of  ladies'  skeleton  skirts  the  combina- 
tion of  a  series  of  horizontal  hoops,  adjustable  in  diameter,  substantially 
as  described,  with  bands  or  cords  crossing  and  connecting  them,  sub- 
stantially as  described. 

No.  19,576. — ^N.  C.  Nki^n,  of  Concord,  N.  H. — Improvement  in 
Skirt  Supporters. — Patent  dated  March  9,  1858. — The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

The  inventor  says:  I  do  not  claim  a  supporter  waistband  with 
shoulder  straps. 

I  do  not  claim  the  use  of  hooks  or  buttons  upon  a  supporter  waist- 
band for  the  purpose  of  attaching  skirts  thereto. 

But  I  do  daim  the  projecting  out  or  flaring  of  the  lower  edge  of  the 
frame  of  the  waistband,  or  of  pieces  attached  to  it,  as  E  E  E,  (making 
the  waistband  shaped  like  the  natural  waist,^  substantially  in  the 
manner  described  above,  in  order  that  the  skirts  may  be  supported, 
not  by  hooking,  buttoning,  or  tying  them  to  the  supporter  waistband, 
but  by  simply  putting  the  skirt  waistbands  about  the  supporter  waist- 
band, in  the  same  manner  as  they  are  put  about  the  waist  when  no.- 
supporter  is  used. 

No.  19,946.— David  Perry,  of  Paterson,  N.  J  .—Improvement  tV- 
Cords  for  Skirts.— FeLtent  dated  April  13,  1858,  antedated  October 
13,  1857. — ^This  invention  consists  in  the  manufacture  of  a  cord  with-- 
out  tension  or  twist  from  any  fibrous  or  filamentous  material,  the  core 
of  the  same  being  covered  and  held  together  by  spun  yarn  or  thread 
wound  tightly  around  in  two  opposite  and  contrary  directions,  whilst 
the  fibrous  core  is  in  a  state  of  considerable  compression,  and  producing: 
in  consequence  of  such  compression,  together  with  the  mode  of  lapping; 
and  winding,  a  hoop-like  article  in  the  Ibrm  of  a  cord  of  great  buoyancy^ 
stiffness,  and  elasticity. 

Claim, — The  hoop-like  manufacture  of  cordage,  when  made  in  the' 
manner  and  for  the  particular  purposes  described  ;  that  i9  to  say,  I 
claim  the  untwisted  fibrous  or  filamentous  core,  when  compressed  and 
lapped  or  wound,  while  in  that  state,  in  the  manner  and  for  the  pur- 
poses described. 

No.  22,308.— Gborob  D.  Russel,  Samuel  A.  Russel,  and  Charlk 
L.  Russel,  of  Birmingham,  Conn. — Improved  Forceps  for  Fastening 
Clasps  on  Hoop  Skirts.— PeLieni  dated  December  14,  1858.— This  in- 
vention consists  of  a  pair  of  pliers,  whose  jaws  are  provided  with  re- 
cesses and  lips,  and  with  a  lever  or  wedge-like  attachment,  operating  in 
combination  with  said  lips  to  close  the  ears  of  the  clasps  upon  the  hoop. 

Claim.— The  pliers  having  their  jaws  provided  with  recesses  b  6,  and 
lips  c  c,  and  with  a  lever  or  wedge-like  attachment  B,  to  operate  in 
combination  with  the  said  lips^  substantially  as  described. 
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No.  21,324. — Anthony  G.  Davis,  of  Watertown,  Conn. — Imprave- 
merU  in  Sun  Shades. — Patent  dated  August  31, 1858. — This  invention 
consists  in  having  the  handle  of  the  parasol  or  umhrella  formed  in  two 
parts,  one  part  bein^  fitted  into  and  allowed  to  slide  in  and  out  from 
the  other,  and  used  in  connexion  with  a  stop  and  pressure  bar,  slide, 
ferrule,  and  hub  or  boss,  the  whole  being  arranged  so  that  the  handle 
may  be  extended  or  lengthened  as  the  implement  is  opened,  and  short- 
ened as  it  is  closed  or  folded  ;  one  movement  or  operation  answering 
for  the  opening  of  the  parasol  and  extending  of  the  handle,  and  one 
movement  for  the  closing  of  the  same  and  shortening  the  handle. 

Claim, — The  rod  A  provided  with  the  hub  or  boss  D,  and  the 
pressure  bar  and  stop  /  in  connexion  with  the  hollow  or  tubular  rod 
fe, provided  with  the  ferrule  E*,  the  above  parts  being  arranged  in  rela- 
tion with  the  frame  B  and  slide  D  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  20,424. — Benjamin  J.  Greeley,  of  Springfield,  Ohio. — Shoulder 
Brace  Suspender. — Patent  dated  June  1,  1858. — ^The  nature  of  this 
invention  will  be  understood  by  the  claim  and  engravings. 

The  inventor  says  :  I  do  not  claim  the  invention  of  either  shoulder 
braces  or  suspenders,  as  they  have  both  been  long  known  and  used. 

Nor  do  I  claim  anything  as  set  forth  in  Daniel  Minthorn's  patent, 
rigranted  June  6,  1855,  for  ^'an  improved  brace  for  supporting  gar- 
scents." 

But  I  daim  the  arrangement  and  combination  of  two  straps  of  une- 
qual length,  joined  and  running  over  the  shoulders  and  across  the 
back,  and  attached  at  two  points  on  the  sides  of  the  waistbands  of 
pantaloons,  operating  as  a  shoulder  brace  and  a  suspender,  snbstan- 
-  tially  as  set  forth. 

No.  20,826.— W.  R.  Stacb,  of  Rochester,  New  York.— Tailors' 
Measure. — Patent  dated  July  6,  1858. — This  invention  consists  in  an 
improved  means  of  locating  the  shoulder  point,  or  of  placing  the 
^islioulder  in  proper  position  with  the  back  part  of  the  coat. 

Claim. — The  construction  and  use,  substantially  as  described,  of  an 
instrument  for  measuring  and  drafting  garments,  said  instrument 
consisting  of  the  graduated  arcs  or  dial  plates  A^  and  B^,  connected 
by  the  graduated  arc  C^,  said  arc  being  expansible  by  means  of  slots, 
pins,  and  screws^  as  described. 

No.  20,519.— L.  B.  Stores,  of  Canton,  New  Yor^.— Tailors'  Press- 
ing Machine. — Patent  dated  June  8,  1858. — The  claim  and  engrav- 
ings will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  broadly  the  application  of  a 
treadle  to  a  pressing  iron ;  for  this  has  been  previously  done,  and  may 
be  seen  in  hat-pressing  and  analogous  machines. 

But  I  daim  the  lever  C,  arm  F,  "  goose"  H,  and  treadle  D,  when 
connected  together  and  arranged  relatively  with  each  other  and  the 
press-board  J  so  as  to  operate  as  and  for  the  purpose  set  forth. 

I  further  claim  the  particular  manner  of  connecting  the  ''goose" 
H  to  the  arm  F,  as  shown,  viz  :  having  the  "  goose"  provided  with 
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the  spindle  m,  which  passes  loosely  through  the  sphere  K  of  the  uni- 
versal joint  t,  whereby  the  "  goose"  is  allowed  an  independent  rotary 
movement,  it  being  understood  that  I  do  not  claim  the  sphere  K  and 
fork  Z,  with  its  shank  fitting  in  the  arm  F — for  this  is  the  usual  uni- 
versal joint — but  only  the  peculiarity  attending  the  connexion  of  the 
'*  goose"  to  the  sphere,  as  set  forth,  in  connexion  with  the  sphere  and 
fork. 

No.  20,879. — BocHUS  Hedosch,  of  Newark,  New  Jersey. — Improve- 
ment  in  Tailors*  Shears. — Patent  dated  July  13,  1858. — The  nature 
of  this  invention  consists  in  constructing  tailors'  shears  with  an  ob- 
lique slot  C  in  the  shank  E  of  the  lower  blade  A,  running  from  the 
rear  downwards,  and  in  connecting  the  blades  by  a  lever  B,  which,  on 
the  separation  of  the  cutting  edges,  has  the  effect  of  moving  the  lower 
blade  longitudinally  and  vertically,  so  as  to  give  it  a  drawing  cut, 
without  the  effect  of  diminishing  the  extent  of  the  cutting  edges. 

The  inventor  says :  I  do  not  daim  elongating  the  upper  blaide  of  a 
tailor's  shears  by  means  of  an  eccentric  pivot. 

Neither  do  I  claim  a  stop  set  in  one  blade  and  working  in  a  curved 
slot  in  the  other,  as  that  is  fully  shown  in  Joseph  Phares'  improve- 
ment on  tailors'  shears,  patented  September  12,  1854. 

But  I  daim  the  oblique  rectilinear  slot  C  in  the  elongated  shank  of 
the  lower  blade  A,  in  combination  with  the  fulcrum  D  and  lever  B 
connecting  the  shanks,  the  whole  constructed  and  operating  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  22,124. — Benjamin  Johnson,  of  Philadelphia,  Pennsylvania. — 
Improvement  in  Toumurta. — Patent  dated  November  23,  1858. — The 
claim  and  engraving  explain  the  nature  of  this  invention. 

Claim, — A  curved  elastic  projection  or  support,  consisting  of  the 
springs  B  B^  B'  and  webbing  C  C,  or  their  equivalents,  when  the  said 
springs  are  constructed,  arranged,  and  fixed  to  a  waistband  A,  so  as 
to  be  held  out  thereby  free  from  the  under  garments  and  person,  as 
described^  that  they  may  operate  in  connexion  with  the  webbing, 
substantially  in  the  manner  described,  and  for  the  purposes  specified. 

No.  19,998. — Henry  Kurth,  of  Brooklyn,  N.  Y. — Improvement  in 
Umbrellas. — Patent  dated  April  20,  1858. — A  represents  the  stock,  B 
the  rib,  C  the  stretcher  of  the  runner,  and  d  the  notcher  of  the  umbrella 
frame. 

Claim. — Making  the  rib  by  coiling  the  wire  into  loops,  which  serve 
like  ordinary  holes  in  the  rib  for  the  joints,  and  attaching  the  stretcher 
to  the  middle  loop  without  the  interposition  of  intermediate  links, 
substantially  in  the  manner  and  for  the  purpose  as  described. 

No.  21,313. — Charles  Boernicke,  of  Baltimore,  Md. — Improvement 
in  Umbrdlas. — Patent  dated  August  31,  1858. — This  improvement 
refers  to  that  class  of  umbrellas  which  can  be  folded  together  to  occupy 
very  little  space,  so  that  they  may  be  carried  in  the  pocket  of  a  coat. 

Claim. — Constructing  a  pocket  umbrella  as  described,  consisting  of 
rods  D  D  D*,  E  F  G,  joint  lever  n*  p,  collar  piece  a*,  rod  C  witK 
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projection  m,  stick  A  A*  A^  A',  provided  with  disks  a  a>  o^,  and 
lever  6,  with  springs  c,  all  combined  and  operated  as  set  forth. 

No.  21,855. — Henry  Steele,  of  Jersey  City,  N.  J. — Improvement  in 
Umbrellas. — Patent  dated  October  19,  1858. — This  improvement  con- 
sists in  the  combination  of  a  lock  with  the  closing  catch  of  an  um- 
brella, so  that  when  the  umbrella  is  locked  it  can  only  be  opened  by 
the  possession  of  the  key  ;  it  will  be  thus  rendered  useless  to  others. 

Claim. — The  combination  of  a  lock  with  a  closing  catch  of  an 
umbrella,  for  the  purpose  specified. 

No.  22,033. — Frederick  Reichhold,  of  New  York,  N.  Y. — Improve- 
ment  in  Frames  f(yr  Umhrdlaa  and  Parasols. — Patent  dated  November 
9, 1858.— The  stretcher  E  is  formed  of  two  wires  E  and  ES  the  latter 
being  coiled  around  the  former,  and  extending  its  coils  beyond  both 
ends  of  the  exterior  wire ;  the  upper  coils  are  then  bent,  hooked,  or 
fastened  on  or  into  the  loop  or  eye  o  formed  by  the  exterior  wire  of 
the  wire  rib  D  D^.  The  lower  coils  of  the  stretcher  are  fastened  in 
similar  manner  to  the  runner  wire  C,  and  the  upper  coils  of  the  rib 
are  fastened  in  similar  manner  to  the  notcher  B  on  the  stick  A. 

Claim. — Making  the  stretcher  and  rib  of  two  wires  each,  forming 
the  loops  or  eyes  of  the  rib  by  coils  of  the  exterior  wire,  and  attach- 
ing the  stretcher  to  the  rib,  the  rib  to  the  notcher,  and  the  stretcher 
to  the  runner,  by  coils  or  hooks  of  the  exterior  wire,  all  in  the  manner 
and  for  the  purpose  substantially  as  described. 

No.  22,142. — Edward  Young,  of  Philadelphia,  Pa. — Improvement 
in  Parasols  and  Umbrellas. — Patent  dated  November  23,  1858. — The 
nature  of  this  invention  consists  in  attaching  to  the  upper  end  of  the 
lower  half  of  the  stick  or  pole  a  fixed  or  stationary  tube  c,  said  tube 
being  secured  by  either  pin,  screw,  or  cement,  said  stick  penetrating 
the  tube  about  one-third  of  its  length.  In  tube  c  is  soldered  a  piece 
of  metal/,  of  the  same  diameter  of  the  tube,  with  a  hole  in  the  centre, 
throuffh  which  a  swivel  rod  works,  said  rod  having  on  its  lower  end 
a  knob,  or  head,  which  prevents  the  rod  from  coming  entirely  through 
when  it  is  desired  to  fold  the  stick.  The  upper  end  of  the  rod  c  enters 
the  lower  part  of  the  joint  6,  where  it  is  securely  soldered,  said  joint 
being  hollow. 

Claim. — The  combination  and  arrangement  of  the  stationary  tnhec 
with  the  swivel  rod  d,  substantially  as  set  forth  and  for  the  purposea 
described. 

No.  22,274.— Daniel  8.  Baker,  of  Providence,  R.  L— Wristband 
Fastfner.—FeLtent  dated  December  14,  1858.— The  nature  of  this  in- 
vention consists  in  a  metallic  spring  so  constructed  and  operated  as  to 
form  a  wristband  fastener. 

^  Claim.— The  spring  E  firmly  attached  to  the  front  of  the  fastener 
m  Its  application  to  the  heel  H,  by  means  of  a  shoulder  G  and  the 
•end  j^  ,n  g^ch  manner  as  to  form  a  perfect  fastener,  and  easily  ope- 
TOted  upon,  substantially  as  set  forth. 
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No.  19,527.— William  D.  Wright,  of  Baltimore,  Ud.— Burglars' 
Alarm. — Patent  dated  March  2,  1858. — ^The  nature  of  this  invention 
will  be  explained  by  reference  to  the  claim  and  engravings. 

Olaim. — Confining  a  torpedo  within  a  chamber  or  dox  between 
weights  or  slugs,  so  that  when  said  box  drops  and  strikes  against 
anything,  the  force  or  rebound  of  the  weights  shall  cause  the  torpedo 
to  explode,  and  thus  cause  an  alarm,  as  set  forth. 

No.  19,973. — Hbnrt  Hersh,  Benjamin  Bauman,  and  Henry  C. 
LocHBR,  of  Lancaster,  Pa. — Burglars'  Alarm. — Patent  dated  April 
13,  1858. — The  nature  of  this  invention  consists  in  a  combination  of 
horizontal  shifting  levers  with  sliding  pins  operating  on  wires. 

Claim. — The  shape  and  construction  of  the  levers  C  with  their 
beams  I  and  weights  E,  together  with  the  sliding  pins  E,  as  operating 
through  levers  C  against  the  spring  G,  all  in  combination  as  described 
for  the  purposes  set  forth. 

No.  21,555. — A.  W.  Decrow,  of  Bangor,  Me. — Burglars'  Alarm. — 
Patent  dated  September  21,  1858. — This  invention  consists  in  ar- 
ranging a  series  of  slides  and  tumblers  with  a  bolt  and  an  alarm 
movement,  whereby  an  alarm  will  be  sounded  when  an  attempt  is 
made  to  open  the  till  without  having  recourse  to  the  bolt  which  locks 
it,  or  by  actuating  in  an  improper  way  the  slides  which  move  the  bolt. 

The  inventor  says :  I  do  not  claim  broadly  an  alarm  bell  attached 
to  or  connected  by  mechanism  with  a  till  rr  drawer,  so  that  an  alarm 
will  be  sounded  when  the  drawer  is  opened,  for  such  devices  have 
been  previously  used. 

But  I  claim  the  slides  D  E  F,  tumblers  G  H  I,  bar  or  bolt  J,  and 
an  alarm  formed  of  the  clock  movement  C  and  bell  D,  combined  and 
Arranged  to  operate  substantially  as  and  for  the  purpose  set  forth. 

I  further  claim  the  particular  manner,  as  shown,  of  operating  the 
tumblers  G  H  I  from  the  sUdes  D  E  F,  to  wit:  by  means  of  the 
oblique  ledges  »,  formed  on  the  slides,  and  the  adjustable  pins  p,  which 
pass  through  the  tumblers,  whereby  the  tumblers  are  not  only 
actuated,  but  changes  also  allowed  to  be  made,  so  as  to  require  a 
varying  movement  of  the  slides  in  order  to  throw  back  the  bolt  J. 

I  also  claim  connecting  the  tumbler  G  and  bolt  J  with  a  bar  L, 
substantially  as  shown,  to  serve  as  a  check  or  supplemental  device  to 
give  an  alarm,  in  case  an  attempt  is  made  to  open  the  drawer  by  force 
or  otherwise,  without  tampering  with  the  slides  D  E  F. 

No.  21,849.— Henry  R.  Bobbins,  of  Baltimore,  MA.— Burglars' 
Alarm. — Patent  dated  October  19,  1858. — The  nature  of  this  inven- 
tion consists  in  the  manner  of  combining  and  arranging  relatively  to 
each  other  on  a  door  and  door  frame  the  alarm  movement,  cap  nipple, 
exploding  spring-hammer,  and  stop  or  set  pin,  whereby,  simulta- 
neously with  the  operation  of  setting  the  hammer  so  as  to  explode  a 
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cap  when  the  door  is  opened,  the  verge  of  the  alarm  movement  is 
caused  to  lock  the  verge  wheel,  and  thus  prevent  the  running  down 
of  the  spring,  and  simultaneously  with  the  opening  of  the  door  and 
the  explosion  of  cap  the  verge  wheel  is  unlocked^  and  the  alarm  move- 
ment caused  to  give  a  continuous  alarm. 

Claim. — ^The  manner  specified  of  combining  and  arranging  rela- 
tively to  each  other  on  a  door  G  and  door  frame  Q^  or  other  structure, 
the  alarm  movemeut,  cap  nipple  K,  exploding  spring-hammer  H,  and 
stop  or  set  pin  J,  for  the  purpose  set  forth. 

No.  22,024. — N.  Jensen,  of  Washington,  D.  C. — Burglars'  Alarm. — 
Patent  dated  November  9,  1858. — The  alarm  consists  of  a  small  can- 
non c,  arranged  with  muzzle  pointing  downward,  and  separated  from 
the  taper  and  lighting  mechanism  by  a  partition  E,  so  that  the  gasee 
generated  in  firing  the  cannon  may  not  extinguish  the  taper. 

An  inclined  tube  H  passes  from  the  vent  of  the  cannon  upward 
through  the  partition  ;  the  upper  end  is  spread  out,  forming  a  shield 
over  the  taper,  and  the  lower  end  is  disconnected  from  the  vent.  A 
fuse  passes  from  this  vent  through  the  tube,  and  then  through  an 
opening  in  the  shield,  so  that  its  end  will  be  directly  over  the  flame 
of  the  taper. 

The  inventor  says :  I  do  not  confine  myself  to  the  alarm  cannon,  or 
the  precise  mode  of  firing  it  as  described,  as  other  alarms,  as  the  bell, 
may  be  used,  and  the  mechanism  by  which  they  are  sounded  set  in 
operation  by  the  movement  of  the  socket  holding  the  taper;  or  instead 
of  the  flame  of  the  taper  lighting  a  fuse,  a  projecting  point  may  ex- 
tend from  the  socket,  which,  when  the  socket  springs  back,  explodes  a 
cap  and  fires  a  cannon. 

1  c2atm,  first,  supporting  the  taper  by  a  spring  socket,  arranged 
substantially  as  described,  so  that  by  the  movement  of  the  socket  when 
the  holding  catch  is  withdrawn  the  taper  is  lighted. 

Second.  On  releasing  the  spring  socket  holding  the  taper,  I  claim 
lighting  the  taper,  and  causing  the  alarm  to  be  sounded  by  the  move- 
ment of  the  socKet,  substantially  as  described. 

Third.  Arranging  the  alarm  and  the  light  in  separate  oompart- 
ments  in  the  box,  for  the  purposes  set  forth. 

Fourth.  The  fuse-tube,  constructed  and  arranged  as  described,  so 
that  the  p;ases  escaping  from  the  vent  will  pass  over  the  flame,  and 
not  come  in  contact  with  and  extinguish  the  light. 

No.  20,852. — George  D.  Sargent,  of  Boston,  Mass.,  assignor  to  Him- 
self and  Thomas  B.  Abbott,  of  Maiden,  Mass. — Improved  Burglara* 
Alarm  Clock. — Patent  dated  July  6, 1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  combination  of  the  lamp  and  its 
lighting  apparatus  with  an  alarm  apparatus,  its  case,  and  the  door 
thereof,  so  as  to  be  operated  thereby,  or  to  operate  in  connexion  there* 
with,  substantially  as  specified. 

I  also  claim  arranging  the  lamp  and  the  match-carrier  on  the  door 
G  of  the  case  A,  in  combination  with  applying  the  match- grater  to 
the  stationary  part  or  body  of  the  case,  substantially  as  specified. 
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I  also  claim  tlie  combination  for  operating  the  extingnislier  G,  the 
same  consisting  in  the  match-grater  l,  the  spring-lifter  c,  the  depressor^ 
the  catch  H,  and  the  detacher  K,  the  whole  being  applied  and  made 
to  operate  together  substantially  as  specified. 

No.  20,810. — John  Matthbwman,  of  New  Haven,  Conn. — Improved 
Burglars'  Alarm  Clock— Patent  dated  July  6,  1858.— The  object  of 
this  invention  is  to  give  alarm  on  the  entrance  of  burglars  into  a  room 
or  building,  and  to  furnish  an  instantaneous  light  in  the  chamber  or 
room  in  which  it  is  placed,  when  it  is  operated  either  by  a  person  en- 
tering the  room  or  building,  or  by  an  alarm  clock  set  to  awaken  the 
occupants  of  the  room  at  a  given  hour. 

The  inventor  says :  I  do  not  claim  making  an  alarm  which  lights 
a  lamp  at  the  same  time  that  it  rings  an  alarm,  as  I  am  aware  that 
that  has  been  before  effected. 

But  I  daimj  first,  the  application  to  the  lamp  I  of  the  revolving 
emery  paper  cylinder  M,  operated  as  described  and  for  the  purposes 
set  forth. 

Second.  The  combination  of  the  frame  F,  having  duplicated  brackets, 
with  the  tube  G,  match-holder  J,  and  the  lamp  I,  as  and  for  the  pur- 
poses described. 

Third.  Connecting  the  lighting  apparatus  with  an  alarm  clock  so 
as  to  operate  either  by  the  opening  of  the  door  or  window  of  the  room, 
or  by  the  clock,  as  set  forth. 

Fourth.  The  combination  of  the  detaching  lever  C  with  the  lever 
B  and  tongue  E  and  their  connecting  wires,  so  that  the  lighting  appa- 
ratus and,  if  desired,  the  alarms  can  be  operated  from  a  distant  pointy 
as  described. 

No.  19,295. — HoRACB  L.  Hbrvey,  of  Windsor,  Conn. — Improvement 
in  Jlarm  Locks. — Patent  dated  February  9, 1858.^ — In  the  engravinga 
A  represents  the  back  end  of  the  iron  case,  T  the  bottom,  B  the  front 
end,  S  the  side.  The  top  and  one  side  are  represented  as  being  removed 
so  as  to  show  the  works,  B  the  bolt  for  the  purpose  of  holding  the  draw 
shut  when  in  use, /is  the  connecting  link  between  the  bolt  B  and  the- 
lever  E,  which  works  upon  a  pin  passing  through  it  at  h.  This  lever 
is  operated  by  the  sliding  piece  D  sliding  upon  shaft  0.  The  sliding 
piece  D  is  made  to  slide  back  to  operate  the  lever  E,  by  means  of  any^ 
one  of  the  pins  L  to  which  it  should  be  placed  in  connexion  with  any 
of  the  pins  L,  by  turning  the  slide  catch-wheel  F  in  the  direction  de- 
sired. D^  is  a  slide  piece  sliding  on  shaft  0,  for  operating  the  alarm? 
alone,  and  is  operated  by  the  pins  L  pressing  against  plate  F,  which 
presses  against  it  and  causes  it,  in  being  pressed  forward,  to  disengage- 
the  alarm  works,  and  thus  sound  the  alarm. 

Claim. — First.  The  main  lock-bolt  G,  or  its  equivalent,  used  for 
the  purposes  as  set  forth  and  described. 

Second.  The  sliding  notch-wheel  F,  for  the  purpose  set  forth  and 
described. 

Third.  The  slide  piece  D,  when  used  in  connexion  with  sliding^ 
spring-knobs  L. 


I 


588  XXIL — MISCELLANEOUS. 

Fourth.  The  sliding  spring-knohs  L,  for  the  purpose  set  fortt  and 
i    ^^'         descrihed 

:  [ '^*^.  Fifth.  The  sliding  spring-ratchet  C,  when  used  for  the  purpose  set 

forth  and  described. 

No.  19,926. — Horace  L.  Hervey,  of  Windsor,  Connecticut. — Alarm 
Lock. — Patent  dated  April  13, 1858. — In  using  this  lock  first  raise  the 
spring  K  so  that  it  is  clear  of  the  holes  in  the  dial  G,  then  turn  the 
dial  around  so  as  to  bring  the  opening  in  said  dial  in  any  desired  po- 
sition. Then  look  on  the  dial  and  see  what  the  number  of  the  hole  in 
that  the  spring  K  passes  into,  then  shut  the  drawer  and  remember  the 
number.  When  it  is  necessary  to  open  the  drawer  without  giving  the 
alarm,  the  knob  of  the  drawer  must  be  turned  so  that  the  index  pointer 
shall  stand  at  the  same  number  upon  the  outside  dial  as  the  spring 
catch  K  stands  on  the  inside  dial,  then  pull  the  knob  Q  and  the  piece 
P  will  pass  the  slot  in  the  dial  and  pass  between  the  pins  in  the  pin- 
wheel  D  ;  then  turn  the  knob  either  right  or  left,  and  the  bolt  will 
be  drawn  so  that  the  drawer  can  be  opened,  but  if  pulled  out  when  the 
index-hand  stands  at  any  other  number  than  that  to  which  it  is  set, 
the  alarm  will  be  given  by  means  of  the  dial  holder  E. 

The  inventor  says :  I  claim,  first,  the  pin  wheel  D,  or  its  equivalent, 
constructed  and  operating  as  described  and  for  the  purpose  set  forth. 

Second.  I  claim  the  revolving  slotted  dial  G,  either  plane,  pointed, 
or  corrugated  on  its  face,  in  combination  with  the  dial  holder  E, 
operating  as  described  and  for  the  purposes  set  forth. 

Third.  I  claim  piece  P  on  the  rear  end  of  the  knob-shaft,  and 
working  on  the  face  of  the  dial  G  for  operating  the  pin  wheel,  as 
described  and  set  forth. 

Fourth.  I  claim  the  dial  M,  illuminated  or  not,  and  index-hand  L, 
when  arranged  and  operating  in  connexion  with  inside  dial  G. 

Fifth.  I  claim  the  manner  of  changing  the  lock  into  a  common 
spring  lock  by  means  of  pin  u^  in  the  manner  set  forth. 

No.  21,457. — Jonathan  W.  Wells,  of  Pittsburg,  Pa. — Improve-' 
ment  in  Alarm  Locks. — Patent  dated  September  7,  1858. — The  claim 
and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  claim  the  use  and  combination  of  a  bell-catch 
in  the  keeper  of  a  lock  and  a  spring-catch  in  the  locking  bolt,  so  ar- 
ranged as  before  described,  to  set  the  alarm  by  simply  locking  the 
door,  and  to  spring  the  alarm  and  ring  a  bell  whenever  the  door  is 
unlocked,  substantially  in  the  manner  set  forth. 

No.  20,333. — Addison  Corey,  ofCasstown,  Ohio. — Improvemeniin 
Burglars'  Alarm  Locks.— Vatent  dated  May  25, 1858.— The  claim  and 
engravings  explain  the  nature  of  this  invention. 

Ulaim. — The  application  to  door  locks  of  the  insulated  knob  A,  these 
extra  bolts/ and  jr,  levers  p  i,  and  springs  in  this  arrangement  with 
any  lock,  and  these  several  galvanic  attachments  in  combination  with 
the  lock,  as  described,  or  any  others  substantially  the  same,  and  which 
will  produce  the  intended  effect. 
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No.  21,339. — William  0.  Hills,  of  Nottingham,  N.  H. — Apparatus 
for  Prison  Alarm, — Patent  dated  August  31,  1858. — ^The  nature  of 
this  inyention  consists  in  making  the  gratings  of  either  a  prison  door 
or  window  tubular  or  hollow  and  air-tight,  and  in  combining  there- 
with and  in  such  a  manner,  an  air-pump  or  an  exhaust  air-pump,  a 
cylinder  and  its  elastic  diaphragm  or  piston,  or  their  equivalents,  and 
an  alarm  apparatus  of  some  kind,  that  should  an  attempt  be  made  to 
sever  or  saw  off  one  of  the  bars  of  the  grating,  the  escape  of  the  air 
through  the  orifice  made,  or  the  inrush  of  air  into  the  same,  shall  cause 
the  piston  either  to  be  raised  or  lowered  so  as  to  set  off  or  put  in  opera- 
tion an  alarm  apparatus. 

Claim. — The  tubular  or  chambered  window  or  door  grating,  an 
alarm  apparatus,  and  an  air-pump  or  apparatus  as  described,  or  the 
equivalent  therefor,  combined  so  as  to  operate  together,  substantially 
in  manner  and  for  the  purpose  as  specified. 

No.  19,495. — Thomas  Dbnham  and  Joseph  W.  Briggs,  of  Cleveland, 
Ohio. — Alarm  Sash  Balance, — Patent  dated  March  2,  1858. — When 
the  sash  is  either  raised  or  lowered,  the  arms  or  points  K  successively 
strike  against  the  curved  arm  I,  and  this  gives  the  bell  F  a  shaking 
motion,  and  thus,  in  opening  the  window  by  burglars,  the  alarm 
would  be  given  to  the  inmates  of  the  house. 

The  inventors  say :  We  are  aware  that  fire  alarms  and  burglar 
alarms  are  not  new,  and  we  do  not  claim  the  separate  devices  em- 
ployed by  us;  but  we  believe  that  the  particular  combination  invented 
Dy  us  is  new,  and  a  substantial  improvement  upon  all  alarms  hereto- 
fore known. 

We  claim  the  combination  of  the  alarm  with  the  sash  balance  and 
window  sash  when  constructed  and  arranged  substantially  as  de- 
scribed, for  the  purpose  of  alarming  the  inmates  of  a  house  when 
burglars  open  the  windows,  as  set  forth. 

No.  19,196. — Abel  Hildrbth,  of  Thomaston,  Maine. — Improve- 
ment in  2 idol  Alarms. — Patent  dated  January  26,  1858. — In  the 
operation  of  this  improvement  one  of  the  chains  will  be  drawn  upon 
and  the  other  slackened  by  the  float,  while  such  float  is  ascending  or 
descending.  That  chain  which  is  drawn  upon  by  the  float  will  cause 
the  shaft  K  to  be  put  in  rotation,  the  slack  in  the  other  chain  in  the 
mean  time  being  taken  up  by  the  rotary  movement  imparted  to  the 
windlass  barrel  by  the  descent  of  the  weight  B  of  the  said  barrel. 
Each  windlass  barrel,  while  being  put  in  revolution  by  its  float-chain, 
will  wind  up  the  chain  P  of  its  weight  R,  so  as  to  provide  a  power  of 
putting  its  said  barrel  in  rotation  in  the  opposite  direction  when  its 
float-chain  is  next  slackened. 

The  inventor  says :  I  would  remark  that  I  am  aware  that  a  fog-bell 
has  been  sounded  by  a  striking  apparatus  whose  motive  power  has 
been  obtained  by  the  tidal  movements  of  a  float,  therefore  I  do  not 
claim  such  as  my  invention. 

What  1  claim  is  my  improved  tidal  alarm,  constructed  with  the  two 
windlass  barrels,  the  ratchets  and  pawls,  the  reversing  chains  and 
weights,  and  the  two  float-chains,  arranged  and  applied  in  connexion 
with  the  striking  mechanism,  and  the  float  and  its  stem  or  rod^  so  aa 
to  operate  therewith,  substantially  aa  do&mV^^. 
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No.  21,T19.— John  Chiloott  and  James  Scringbour,  of  Brooklyn, 
N.  Y.,  assignors  to  Themselves  and  Gborob  F.  Taylor,  of  said  Brook- 
lyn.— Improvement  in  the  Construction  of  Aquaria. — Patent  dated 
October  5,  1858. — The  nature  of  this  invention  consists  in  confining 
the  ends  of  the  glass  plates  of  which  aquaria  are  formed  between  the 
angular  marginal  surfaces  of  metallic  plates,  between  which  and  the 
glass  plates  strips  of  India  rubber  or  other  packing  are  interposed, 
the  said  angular  plates  and  ends  of  the  glass  plates  being  so  formed 
in  relation  to  each  other  as  to  form  a  well  or  space  between  the  same 
for  the  reception  of  cement,  which  is  poured  therein  in  a  heated  and 
liquid  state,  and  allowed  to  cool  and  solidify,  and  thus  produce  a 
water-tight  joint  at  the  corners  of  the  aquarium. 

Claim. — ^The  combination  of  the  dovetailed  tenons  or  tongues  C  and 
acute  angular  plate  D  sliding  over  the  same,  with  the  outer  trian- 
gular plate  A  and  ends  of  the  plates  of  ^lass  B,  for  forming  a  space 
or  well  between  the  same  for  the  reception  of  the  cement,  and  thus 
enabling  a  perfect  water-tight  joint  to  be  formed  at  the  corner  of 
aquaria  and  other  vessels,  substantially  in  the  manner  and  for  the 
purpose  set  forth. 

No.  22,019.— Elijah  D.  Davis,  of  Brooklyn,  N.  Y.— Improvement 
in  Aquaria. — Patent  dated  November  9, 1858. — A  is  the  bottom,  B  B 
the  ends,  and  C  the  front  plate  of  the  aquarium,  all  constructed  in  the 
ordinary  manner,  except  that  the  breadth  of  the  aquarium  is  less  than 
usual ;  D  is  a  plate  of  ordinary  silvered  glass ;  £  is  a  sheet  of  any 
suitable  material  to  protect  the  amalgam  and  increase  the  strength 
of  the  back  ;  the  back  E  D  is  much  higher  than  the  front  C,  as  repre- 
sented in  the  engraving. 

The  inventor  says  :  I  c2atm,  first.  The  mirror  D,  extending  above 
the  level  of  the  front  plate  C,  and  arranged  in  relation  thereto,  and 
to  the  contents  of  the  aquarium,  substantially  in  the  manner  and  for 
the  purposes  set  forth. 

Second.  The  sustaining  of  the  earthy  matter  H  in  removable  bottom 
G,  and  protecting  its  upper  surface  by  a  hand  coating  9,  for  the  par- 
poses  as  set  forth. 

No.  22,176.— William  Gbb,  of  New  York,  N.  Y.— Ashes  and 
Garbage  Safe.— VAieut  dated  November  30,  1858.— The  object  of  this 
invention  is  to  prevent  any  access  to  garbage  and  ashes  by  any  other 
than  the  street  scavenger  ;  also  to  prevent  the  ashes  from  being  blown 
about  the  streets  during  high  winds. 

Claim. — The  combination  in  a  close  case  of  the  two  chests  F  E  with 
rollers  1 1 1 1,  fig.  2,  and  arms  extending  from  foot  0,  fig.  1,  attached 
to  the  case  B  B,  the  top  being  ornamented.  Also,  the  mode  of  secur- 
ing the  said  chests  and  case  as  described,  for  the  purpose  set  forth. 

No.  20,085.— WiLUAM  0.  Paribkn,  of  New  York,  N.  Y.— Metal 
Awning.— FsLtent  dated  April  27,  1858. — This  invention  consists  in 
the  employment  of  a  series  of  metal  plates  so  arranged  as  to  lap  one 
over  another,  each  plate  being  fitted  between  guides  which  are 
attached  to  the  lower  end  of  the  plate  immediately  above  it,  and  the 
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plates  connected  to  toggles,  which,  in  connexion  with  arms  and  a 
windlass,  allow  the  plates  to  be  raised  and  folded  together  or  to  fall 
and  be  distended. 

Claim. — The  metal  plates  or  strips  B  so  arranged  that  one  may 
overlap  the  other,  and  be  kept  in  proper  position  by  gnides  b,  when 
said  plates  are  used  in  connexion  with  toggles  C  C  and  arms  E  E  Q 
and  a  windlass  I,  arranged  so  as  to  raise  and  lower  or  fold  or  unfold 
the  plates,  substantially  as  and  for  the  purpose  set  forth. 

No.  20,256. — Allan  Cumminos,  of  New  York,  N.  Y. — Improvement 
in  BaUoi'Boxea. — Patent  dated  May  18,  1868. — The  base  of  the  cover 
is  a  plate  of  glass  a  a,  and  the  sides  of  it  are  of  perforated  metal  or 
wire  netting,  supported  by  the  angle  straps  or  frame  b  b  constituting 
the  corners  of  the  cover.  Its  truncated  apex  is  sealed  over  with  a  sheet 
metal  crown-piece,  from  which  projects  a  short  metallic  nozzle  or  tube 
O,  which  communicates  with  a  glass  tube  C^,  which  traverses  the  entire 
top  vertically,  ending  just  through  and  below  the  glass  plate  a  a  in 
which  it  is  fixed. 

Claim. — The  peculiar  formed  cover  or  top,  combining  the  glass  plate 
a,  transparent  tube  C^  and  the  wire  screens  constituting  the  sides,  all 
for  the  purpose  and  substantially  in  the  manner  described. 

No.  21,684.— SAiniEL  C.  Jollie,  of  New  York,  N.  Y.—BaUot-Box.— 
Patent  dated  October  6, 1858.— The  claim  and  engravings  explain  the 
nature  of  this  invention. 

Claim. — The  employment  of  a  glass  globe  in  the  construction  of  a 
ballot-box  by  mounting  the  globe  as  described,  so  that  it  shall  be 
simply  held  in  place  without  concealing  the  contents,  and  having  a 
hole  at  top  of  sufficient  size  for  the  hand,  which  hole  is  to  be  provided 
with  a  hinged  cover  with  a  hole  of  the  required  size  to  drop  the  ballots 
through,  substantially  as  and  for  the  purpose  specified. 

No.  19,384.— William  H.  Simpson,  of  New  York,  N,  Y.—Bank 
Check  Canceller.— Pektent  dated  February  16,  1868.— The  nature  of 
this  invention  will  be  understood  by  reference  to  the  claim  and 
engravings. 

The  inventor  says:  I  claim,  first,  the  application  and  use  of  the 
cancelling  knives  a  a  a  in  combination  with  an  ordinary  press  for  the 
purpose  fof  cancelling  checks  and  other  instruments  in  writing, 
substantially  as  described. 

Second.  I  claim  as  new  and  of  my  own  invention  the  use  of  the 
sectors  D  D  D,  operating  between  the  knives  a  a  a  through  the  disk 
0,  by  means  of  the  pins  E  E  E,  and  in  contact  with  the  checks  below 
and  the  projecting  edge  of  the  barrel  H  above,  substantially  in  the 
manner  and  for  the  purposes  set  forth. 

Third.  I  claim  the  combination  together  of  the  disk  0,  the  sectors 
D  D  D,  and  pins  E  E  E,  with  the  knives  a  a  a,  piston  C,  and  barrel 
H,  substantially  as  set  forth. 

No.  19,229. — Artbmas  Baker,  of  Templeton,  Massachusetts. — Im- 
proved Tool /or  Manufacturing  Splint  Baskets. — Patent  dated  February 
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2,  1858. — The  object  of  this  invention  is  to  produce  a  tool  with  which 
f*  thin  strips  of  wood,  to  be  used  for  basket  stuff,  chair-bottoms,  and 

other  purposes,  may  be  cut  from  a  piece  of  stuff  with  their  surfaces 
smoothed  at  one  operation.  The  nature  of  this  invention  is  further 
shown  by  the  claim  of  the  inventor. 

The  inventor  says:  I  am  aware  that  planes  have  been  used  having 
the  edge  of  the  iron  inclined  to  the  path  of  the  plane,  therefore  I  do 
not  claim  this  feature  alone. 

But  I  daim  the  described  tool,  consisting  essentially  of  the  guide  £, 
the  plate  C,  and  the  horizontal  iron  D,  with  its  inclined  edge  c,  in 
connexion  with  a  horizontal  recess  B  and  opening  a,  operating  in  the 
manner  and  for  the  purpose  substantially  as  set  forth. 
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No.  22,371. — Tristram  S.  Lewis,  of  Kendall's  Mills,  Maine. — Im- 
proved  Folding  Bench. — Patent  dated  December  21,  1868. — A  B 
denote  two  boards  having  hinge  blocks  a  b  applied  to  them,  and  bo  as 
to  project  below  their  abutting  ends.  These  blocks  have  hinges  c  d 
screwed  to  them  for  the  purpose  of  connecting  the  two  parts  A  B 
together  and  enabling  one  to  be  folded  down  upon  the  other. 

Two  sets  of  legs  or  supporters  0  D  are  also  hinged  respectively  to 
the  boards  A  B  by  hinges  e/,  and  so  as  to  enable  the  legs  either  to  be 
turned  down  flatwise  against  the  under  sides  of  the  board  or  turned 
out  into  right  angles  therewith. 

Claim. — The  arrangement  and  combination  of  the  hinge  blocks  a  &, 
the  leg  slides  E  F,  and  the  confining  slide  G,  as  applied  to  the  parts 
A  B  and  their  lefts  C  D,  connected  or  hinged  together  so  as  to  fold  up 
in  the  manner  substantially  as  specified. 

No.  21,444. — Calvin  B.  Boqers,  John  Rogers,  and  William  C. 
KoGERS,  of  Deep  Biver,  Connecticut. — Improvement  in  Billiard  Balls. — 
Patent  dated  September  7, 1858. — This  invention  consists  in  construct- 
ing ivory  billiard  balls  in  sections,  or  of  a  series  of  pieces  cemented  or 
otherwise  secured  together,  and  disposed  or  arranged  relatively  with 
each  other  in  a  novel  way  in  respect  to  their  fibre,  whereby  several 
important  advantages  are  obtained. 

The  inventors  say :  We  do  not  claim  simply  the  cementing  of  a 
^  series  of  pieces  of  ivory  together,  and  turning  the  same  to  form  a 
billiard  ball,  irrespective  of  the  disposition  and  arrangement  of  said 
pieces  in  respect  to  each  other,  as  described  ;  for  various  articles  are 
formed  in  sections,  or  of  a  series  of  pieces  joined  together,  and  turned 
or  otherwise  formed  into  proper  shape. 

But  we  daim  constructing  billiard  balls  of  a  series  of  pieces  aab^ 
three  or  more  cemented  or  otherwise  secured  together,  when  said  pieces 
are  disposed  or  arranged  in  relation  to  each  other  in  respect  to  their 
ber  or  grain  as  set  forth. 

No.  21,159.— William  R.  Winant,  of  Brooklyn,  New  York.— Im- 
provement in  Billard  Cushions. — Patent  dated  August  10, 1858. — This 
invention  relates  to  a  metallic  bearing  bar  against  which  the  cushion 
sets,  which,  by  its  rigidity  and  inertia,  causes  the  rubber  cushion  to  be 
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more  effective  than  if  it  set  directly  against  the  wooden  cushion  rail^ 
and  also  lessens  the  sound  from  the  concussion  of  the  ball. 

The  inventor  says:  I  do  not  claim  a  steel  facing  to  a  billiard 
cushion,  neither  do  I  claim  the  attaching  said  strip  or  facing  to  the 
rubber,  by  causing  said  rubber,  while  melted,  to  flow  against  or 
around  said  strip  of  steel ;  neither  do  I  claim  India  rubber,  or  other 
facing  between  the  steel  and  the  ball,  but — 

I  daim  the  strip  t  of  steel  or  equivalent  material  inserted  into  the 
crease  or  incision  in  the  India  rubber  cushion,  substantially  as  and  for 
the  purposes  specified. 

I  also  claim  the  metallic  bearing  bar  c,  between  the  back  of  the 
India  rubber  and  the  cushion  rail,  substantially  as  and  for  the  purposes 
set  forth. 

No.  22,001.— Daniel  D.  Winant,  of  New  York,  N.  T.,  assignor 
to  WiLLUM  R.  Winant,  of  Brooklyn,  New  York. — Improved  BUliard 
Table. — Patent  dated  November  2,  1858. — a  is  the  usual  wood  frame 
of  the  desired  size  and  shape  receiving  the  slab,  and  these  frames 
are  to  be  adapted  to  setting  together  in  the  usual  way  on  the  base  of 
the  table ;  b  is  the  slab  of  glass,  the  edges  of  which  are  ground  or 
dressed  to  a  level  at  distances  of  about  two  inches  apart,  more  or 
less,  arouod  the  edges,  which  bevels  are  about  two  inches  in  width, 
and  adapted  to  receive  the  metal  clip  c  that  is  formed  to  set  over  the 
said  inclined  part  of  the  edge  and  is  screwed  down^  securely  holding 
the  glass  to  the  bed ;  sufficient  number  being  applied  around  the 
edges  of  the  glass  for  this  purpose.  The  frame  is  then  finished  out 
level  by  the  strip  cZ,  which  also  sustains  the  clip  c. 

/  is  the  cushion  rail,  and  g  is  the  screw  passing  through  said  rail 
and  into  a  hole  in  the  block  e,  3  is  the  nut  dropped  into  a  mortise  in 
said  block  e,  and  into  which  the  screw  g  is  entered. 

The  inventor  says :  I  daim^  first,  constructing  the  beds  of  billiard 
tables  of  shbs  of  glass,  substantially  as  and  for  the  purposes  specified. 

Beoond.  I  claim  the  clips  c  c,  taking  the  bevellea  edges  of  the  slab 
to  retain  the  same,  as  described  and  shown. 

Third.  I  claim  the  block  e  receiving  the  screws  g  of  the  cushion 
rail,  as  and  for  the  purposes  described. 

No.  22,064.— H.  W.  Collkndkr,  of  New  York,  N.  Y.— Improved 
BiUard  TaWc.— Patent  dated  November  16,  1858.— The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  am  aware  that  strips  of  steel  have  been  used 
in  cushions  for  billiard  tables,  but  in  such  cases  the  strips  have  been 
secured  above  the  bed  of  the  table  to  cushion  blocks  or  frames  of  the 
usual  construction,  and  therefore  I  do  not  wish  to  be  understood  as 
makine  claim  broadly  to  the  use  of  strips  of  steel  for  the  cushions  of 
billiard  tables. 

What  I  claim  is  the  manner,  substantially  as  described,  of  applying 
steel  springs  as  cushions  to  billiard  tables  by  clamping  the  lower 
portion  thereof  to  the  edge  of  the  bed,  as  set  forth. 

And  I  also  claim  making  the  height  of  the  cushions  above  the  bed 
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of  the  table  adjustable  substantially  as  described,  that  tbey  may  be 
adapted  to  balls  of  difiFerent  diameter,  as  set  forth. 

And  I  also  claim  combining  with  the  bed  and  cushions,  applied 
substantially  as  described,  a  flanch  or  ledge  outside  of  the  cushions 
on  a  level  with  the  bed,  or  nearly  so,  substantially  as  described,  to 
form  a  rest  for  the  hand  when  playing  with  the  ball  near  the  cushion, 
as  set  forth. 

No.  20,156. — Gborob  W.  Holman,  of  New  York,  N.  T. — Improw- 
ment  in  Billiard  Table  Ci«Aion».— Patent  dated  May  4,  1868. — ^The 
claim  and  engravings  will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  do  not  claim  an  elastic  cushion  for  billiard 
tables,  but  I  am  not  aware  that  a  whalebone  facing  has  ever  before 
been  applied  to  said  elastic  cushion,  whereby  the  new  and  nseful 
results  specified  are  attained. 

Thereibre  I  claim  the  whalebone  facing  to  the  elastic  cushions  of 
billiard  tables,  substantially  as  and  for  the  purposes  specified. 

No.  22,263. — John  E.  Came,  of  Boston,  Massachusetts,  assignor  to 
Himself  and  Jambs  E.  Came,  of  said  Boston. — Improved  Billiard  Table 
Cushion. — Patent  dated  December  7, 1858. — ^The  claim  and  engravings 
explain  the  nature  of  this  invention. 

Claim, — An  improved  mode  of  making  a  billiard  table  cushion,  viz: 
of  a  vulcanized  caoutchouc  body  A,  a  thin  facing  a  of  hickory  or  ite 
equivalent,  and  a  covering  thereto  of  water-proof  cloth  or  material, 
the  whole  being  applied  together  and  covered  with  one  or  more  layers 
of  cloth,  substantially  as  described. 

No.  19,101. — Michael  Phelan,  of  New  York,  N.  Y.,  assignor  to 
H.  W.  CoLLBNDER,  of  New  York,  N.  Y. — Improvement  in  Cushions 
for  Billiard  2a6fc«.— Patent  dated  January  12, 1858. — The  claim  and 
engravings  explain  the  nature  of  this  improvement. 

The  inventor  says :  I  daim^  first,  giving  the  side  and  corner  pocket 
iron  of  billiard  tables  the  form  of  a  semi-circle  or  regular  concave  as 
shown,  instead  of  a  form  which  is  partly  convex  and  partly  concave, 
or  similar  to  a  cima-reversa  ogee^  as  shown  in  figure  3,  substantially 
as  and  for  the  purposes  set  forth. 

Second.  Having  the  cushions  extended  with  a  fiat  or  rectilinear 
surface  along  their  whole  length,  or  of  an  equal  thickness  from  pocket 
to  pocket,  and  terminate  at  or  slightly  beyond  the  comer  pockets  in 
flat  bevelled  ends,  and  at  the  side  pockets  in  similar  fiat  bevelled  ends, 
substantially  as  and  for  the  purposes  set  forth. 

No.  19,074, — H.  W.  CoLLENDER,  of  New  York,  N.  Y. — Improvemeni 
in  Cushions  for  Billiard  Tables. — Patent  dated  January  12,  1858. — 
This  invention  is  described  by  the  claim  and  engravings. 

The  inventor  says :  I  do  not  claim,  in  this  application,  the  use  of 
two  rubbers  of  different  densities,  as  this  is  covered  by  a  former  patent 
of  mine. 

Nor  do  I  claim  a  steel  strip,  a  whalebone  strip,  or  any  other  sub- 
stances which  are  used  with  a  view  of  producing  a  cushion  which  has 
an  elastic  foundatvon  an^  ^  ^m'^%x%NA:^^^  ^M^^i^^. 


XXII. — ^MISCELLANEOUS.  693 

Bat  I  daim  uniting  the  parts  employed  in  forming  combination 
billiard  casbions,  by  placing  the  harder  or  more  dense  and  less  elastic 
substances  in  a  mould,  and  allowing  the  melted  rubber  to  flow  against, 
around,  or  into  the  harder  or  dense  and  less  elastic  substances,  or 
causing  the  plastic  rubber  by  pressure  to  unite  with  the  same,  sub- 
stantially as  and  for  the  purposes  set  forth. 

No.  22,020. — Levi  Decker,  of  Bergen,  New  Jersey. — Improved 
Gtishiona/or  BiUiard  Tables.— Fatent  dated  November  9,  1858.— The 
nature  of  this  invention  is  to  employ,  in  the  construction  of  billiard- 
table  cushions,  India  rubber,  in  a  stretched  and  unstretched  state, 
combined  together,  for  the  purpose  of  making  the  cushions  of  such 
flexibility  or  softness  as  to  oner  on  their  surface  but  little  or  no  resist- 
ing force. 

Claim. — The  combination  in  a  billiard-table  cushion  of  stretched 
and  unstretched  rubber,  for  the  purpose  described. 

No.  19,755. — Charles  Croley,  of  Cincinnati,  Ohio. — Folding  BU- 
Uard  Tahle.— Patent  dated  March  30,  1858.— The  nature  of  this 
invention  will  be  understood  by  reference  to  the  claim  and  engravings. 

Claim. — The  arrangement  of  certain  devices  for  folding  and  moving 
the  frame  of  the  table,  and  swinging  the  bed  of  the  table,  as  repre- 
sented, consisting  of  the  pieces  C  C,  hinges  d  and//,  the  levers  r  P, 
leg  pieces  m  and  rollers  n,  and  the  links  g  g  and  rollers  J,  all  con- 
nected and  arranged  as  represented,  and  for  the  purpose  specified. 

No.  20,548. — John  E.  Came  and  Simeon  Havens,  of  Boston,  Mass. — 
Improved  Pocket  Supporter  for  BUlard  Tables. — Patent  dated  June 
16,  1858. — The  claim  and  engravings  will  explain  the  nature  of  the 
invention. 

The  inventors  say :  We  are  aware  that  it  is  not  new  to  apply  a 
cushion  to  a  surface  to  protect  such  from  injury ;  therefore  we  do  not 
claim  such. 

Nor  do  we  claim  the  application  of  elastic  cushions  to  the  guards  of 
a  billard  table. 

But  we  daim  the  arrangement  of  a  strip  of  vulcanized  rubber  &,  or 
its  equivalent,  along  the  inner  edge  of  the  pocket  sup^rter,  and 
between  the  same  and  its  leather  covering,  the  same  being  for  the 
object  and  purposes  as  set  forth. 

No.  19.546. — Charles  Croley, of  Cincinnati,  Ohio. — Improvement  in 
BiUard'Tahle  Tops  or  Beds.— Patexit  dated  March  9, 1858.— The  claim 
and  engravings  will  explain  the  nature  of  this  invention. 

Claim. — Constructing  the  bed  of  billiard  tables  with  the  grain  of 
the  wood  at  right  angles  with  the  surface  of  the  bed,  and  confining  the 
bed  to  the  frame  a  of  the  table  with  the  cross-bars  ccCj  screws///, 
and  blocks  of  wood  ddd,  arranged  as  represented,  for  the  purpose  of 
allowing  the  bed  B  B  to  expand  and  contract  without  becominj^  untrue, 
as  before  mentioned,  and  for  other  purposes  specified  in  the  foregoing 
specification. 
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No.  22,186. — John  L.  Mason,  of  New  York,  N.  Y. — ImpropeTnent 
in  ScrevhNeck  Botttes.— Patent  dated  November  30, 1858. — The  en- 
graviDg  A  represents  the  top  or  nozzle  of  the  bottle.  The  screw 
thread  terminates  before  reaching  the  top  or  bottom  of  the  neck. 

The  inventor  says  :  I  daim  a  screw  neck  or  nozzle  of  a  jar  or  bottle 
in  combination  with  a  groove  separating  the  head  from  the  shoulder 
of  the  bottle  or  jar,  as  described. 

I  also  claim  a  screw  on  the  exterior  of  the  neck  of  a  bottle  or  jar  in 
which  the  neck  extends  above  the  screw  thread  and  the  thread  vanishes 
into  the  neck  of  the  bottle  or  jar^  substantially  as  described. 

No.  19,323.— Jeremiah  B.  Williams,  of  New  York,  N.  Y. — Im- 
proved Bottle  Stopper. — Patent  dated  February  9,  1858. — The  nature 
of  this  improvement  will  be  understood  by  reference  to  the  claim  and 
engravings. 

Claim. — I  am  aware  that  a  ball  valve  is  not  new,  and  I  lay  no  claim 
to  it  in  its  general  application. 

But  I  daim  a  bottle  stopper  composed  of  a  metal  tube  having  proper 
flanges,  one  end  of  which  is  covered  with  cork  and  its  top  furnished 
with  a  ball  valve  which  moves  between  guides  attached  to  the  tube  or 
its  flange,  the  whole  being  made  as  set  forth. 

No.  22,370. — Thomas  Lewis,  of  Maiden,  Massachusetts. — Improve- 
ment in  Bottle  Stoppers. — Patent  dated  December  21,  1858. — In  this 
improved  stopper  the  ball  and  its  seat  are  placed  within  a  chamber 
not  only  with  a  set  of  three  or  more  guide  ribs,  but  with  a  separate 
screw  cap  provided  with  retaining  bars  or  their  equivalents  and  a 
discharging  mouth  or  tube.  By  unscrewing  and  removing  the  cap 
from  the  main  tube  the  ball  can  easily  be  taken  out  of  the  latter 
and  cleansed. 

Claim, — My  improved  ball-valve  stopper,  as  made,  with  the  separate 
cap  C,  provided  with  a  discharging  tubular  mouth  t  and  crossed  bars 
g  h,  or  equivalents,  for  detaining  the  ball  as  described,  and  connected 
with  the  main  tube  or  body  by  a  screw  or  its  equivalent. 

No.  20,'7'78. — MuNSON  C.  Cronk,  of  Auburn,  New  York. — Improve- 
ment' in  Stoppers  for  Bottles. — Patent  dated  July  6, 1858. — The  nature 
of  this  invention  consists  in  enlarging  the  mouth  of  the  neck  of  the 
bottle,  and  attaching  thereto  a  metallic  tube  B  of  the  form  of  a  frus- 
tum of  a  cone,  having  a  cylindrical  tube  A  cast  concentrically  around 
its  upper  portion,  on  which  is  screwed  a  cap  G  in  such  a  manner  as  to 
enable  a  part  or  the  whole  of  the  effervescent  liquid  to  escape  from  a 
tube  F  in  the  side  of  the  cylindrical  tube  by  partially  unscrewing  the 
cap. 

.  Claim. — Attaching  to  the  necks  of  bottles,  and  within  a  taperine 
space  B,  a  tapering  or  flaring  tube  A,  having  a  concentric  cylindricid 
tube  E  cast  or  secured  around  the  same,  with  a  cap  G  screwed  on  its 
top,  and  an  outlet  tube  F  attached  to  its  sides,  in  the  manner  and  for 
the  purpose  described. 
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No.  20,843. — Jambs  Ewing,  of  New  York,  N.  Y.,  assignor  to  Frbdb- 
BICK  V.  RusHTON,  of  New  York  aforesaid. — Improved  Stopper  for  Bot- 
tles.— Patent  dated  July  6,  1858. — The  claim  and  engravings  will 
explain  the  nature  of  this  invention. 

Claim. — An  improvement  in  bottle  stoppers  for  bottles  containing 
gaseous  liquids  confined  under  high  pressure,  is  the  arrangement  of 
the  tubular  stem  valve  B  within  the  chest  A,  with  the  cork  tube  B  ; 
the  whole  being  constructed  and  operated  substantially  as  set  forth. 

No.  20,520  —WiLLUM  J.  Stevenson,  of  New  York,  N.  Y.— Im- 
provement in  Metallic  Caps  for  Bottles,  Jars,  dc. — Patent  dated  June 
8,  1858. — The  nature  of  this  invention  will  be  understood  by  the  claim 
and  engravings. 

Claim. — The  construction  of  the  cap  B  with  the  band  d,  fitted  and 
united  to  the  exterior  of  a  rim  formed  upon  its  head,  and  with  a  lap 
/,  which  is  left  unsoldered  or  simply  tacked,  so  as  to  be  capable  of 
being  laid  hold  of,  to  strip  the  band  from  the  exterior  of  the  head, 
substantially  as  described,  when  it  is  desired  to  open  the  bottle  or 
vessel. 

No.  20,113. — William  B.  White  and  John  A.  Whitpoiu),  of  Sara- 
toga Springs,  New  York. — Machine  for  Washing  Bottles. — Patent 
dated  April  27,  1858. — The  claim  and  engiavings  explain  the  nature 
of  this  invention. 

The  inventors  say :  We  do  not  claim  generally  the  washing  of 
bottles  by  causing  them  to  rotate  against  stationary  inside  or  outside 
brushes,  as  that  device  has  been  used  before  and  is  well  known. 

Nor  do  we  claim  any  particular  form  or  arrangement  of  brushes. 

But  we  claim,  first,  the  series  of  devices  described,  including  the 
pulleys  D  and  D^  the  clutches  E  E^,  the  collar  F,  the  radial  arms 
G  G,  the  springs  H  H,  and  the  gripers  1 1,  with  the  parts  connected, 
constructed,  and  operating  substantially  as  set  forth,  whereby  the 
bottle  is  rotated  in  one  direction,  while  the  chain  or  brush  or  other 
device  for  cleansing  the  inside  of  the  bottle  is  rotated  in  the  other, 
for  the  purposes  set  forth. 

Second.  We  also  claim  the  use  of  a  cam  (like  that  of  a  pocket-knife 
blade)  on  the  hinged  end  of  the  rod  I,  whereby  the  same  tends  to 
remain  in  a  line  continuous  with  the  main  spindle,  or  at  right  angles 
or  any  other  given  angle  thereto. 

Third.  We  also  claim  the  use  of  the  spring  N  on  the  bar  m  so 
as  to  adapt  the  same  to  different  depths  of  bottles. 

No.  20,240. — George  K.  Farrington  and  Samuel  Brown,  jr.,  of 
Xenia,  Ohio,  assignors  to  Themselves  and  David  B.  Tiffany,  of  said 
Xenia. — Improvement  in  Candy  Machines. — Patent  dated  May  11, 
1858. — The  operation  of  this  machine  is  as  follows :  The  kettle  being 
adjusted  in  its  proper  place,  and  filled  with  melted  sugar,  the  handle 
A^  is  turned  forward,  which  moves  the  pitman  K  L  L  to  which  the 
knife  M  M  N  N  is  attached  downwards,  and  when  the  knife  begins  to 
descend  the  long  pitman  P  P  commences  ascending,  the  hook  at  the 
lower  end  catches  the  wheel  B,  and  as  the  pitman  P  P  asceada  tb^^ 
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roller  8  is  revolved,  and  the  endless  apron  is  drawn  out  a  sufficient 
distance  to  remove  the  last  row  of  "  mint  drops  "  cut  off  from  under 
the  succeeding  drop. 

The  inventors  say :  We  do  not  claim  the  endless  apron,  although 
we  do  not  know  of  its  ever  heing  used  in  the  manner  described. 

What  we  daim  is  the  construction  of  the  machine,  the  construction 
of  the  sugar  kettle  and  spouts  as  described,  the  method  described  of 
cutting  off  all  the  drops  with  one  stroke  of  the  knife  working  verti- 
cally, in  connexion  with  the  adjustable  pitman,  or  any  other  means 
substantially  the  same,  producing  the  same  effect. 

No.  21,384.— T.  R.  Timbt,  of  Medina,  N.  Y .—Improved  Travdling 
Casket. — Patent  dated  August  31, 1858. — The  nature  of  this  invention 
consists  in  attaching  the  stiff  slides  of  the  travelling  casket  to  the 
intermediate  metal  or  other  framing  by  means  of  rubber  or  other 
springs,  so  that  the  flexible  carpeting  or  other  material  of  which  the 
casket  is  covered  shall  be  contracted,  or  may  be  extended  at  the  ends 
and  edges  of  the  casket,  and  thus  made  to  confine  securely  in  place  the 

I  goods  within  the  casket,  or  afford  greater  space  for  the  introduction 

i  of  goods  into  the  casket. 

Claim. — Attaching  the  stiff  sides  c  c  of  the  travelling  casket  to  the 
intermediate  metal  or  other  framing  d  d,  by  means  of  rubber  or  other 
springs  B  B,  substantially  as  and  for  the  purposes  set  forth. 


!  No.  21,6irir. — ^Edmund  Hoolb,  of  Mount  Vernon,  N.  T. — Improve- 

, '  ment  in  Baggage  Checks. — Patent  dated  October  5, 1858. — ^This  inven- 

I  tion  consists  in  stamping,  engraving,  or  otherwise  marking  both  sides 

of  the  metal  plate  which  forms  the  check  with  the  names  of  stations 
on  the  line  of  the  route  of  the  conveyance  for  which  the  checks  are 
intended,  and  sd  attaching  or  arranging  the  strap  of  the  plate  or  check 
relatively  with  it  that,  by  properly  adjusting  the  strap,  either  side  of 
the  check  may  be  made  the  face  or  obverse  side  as  occasion  may  require, 
and  consequently  one  plate  or  check  may  be  made  to  answer  the  pur- 
pose of  two  ordinary  checks. 

Claim. — Stamping,  engraving,  or  otherwise  marking  on  the  plate 
or  check  A  the  names  of  two  different  stations,  one  at  each  side,  when 
said  plate  thus  stamped  or  engraved  is  used  in  connexion  with  a  strap 
B  attached  to  the  plate,  and  rendered  capable  of  being  adjusted  as 
shown,  for  the  purpose  specified. 

No.  lOj^lT.— Hknrich  Reimann,  of  Hartford,  Conn.— Improvement 
in  Cigar-Lighting  Cinders. — Patent  dated  March  23, 1858. — The  nature 
of  this  invention  consists  of  various  ingredients  made  into  a  small  cake 
or  pellet.  The  ingredients  are  as  follows:  12  parts  pulverized  char- 
coal, 6  parts  nitre,  2  of  wheat  flour  ;  this  preparation  is  used  for 
making  the  body  part  of  the  cinder  for  lighting.  The  second  prepara- 
tion used  to  impregnate  the  top  part  of  the  body,  which  causes  it 
to  instantly  ignite,  is  made  as  follows  :  4  parts  phosphorus,  6  of  cal- 
cined plaster ,6  of  gum  arable,  and  two  of  gunpowder. 

Claim. — The  cigar  lighting  cinders,  compounded  and  formed  as 
described  and  for  ike  'pxxTijo^e  ^^\»  fexUv. 
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No.  19,580. — Henrich  Rbinmann,  of  Hartford,  Conn. — Apparatus 
for  Containing  and  Igniting  Cigar-Lighting  Cinders. — Patent  dated 
March  9,  1858. — The  box  is  held  in  the  hand  with  the  round  grated 
end  G  downwards.  The  thumb  piece  E  is  then  drawn  back,  which 
causes  the  circular  sliding  part  or  passage  C  to  revolve,  and  open  a 
space  to  receive  one  cinder  in  the  end  of  the  slide.  The  thumb  piece 
E  is  then  released,  and  the  return  of  the  circular  slide  C,  caused  by 
the  re-action  of  the  coiled  spring  F,  suddenly  conveys  the  cinder  into 
the  grated  cavity  G,  which,  in  its  quick  passage  under  the  toothed 
edge  friction-piece,  becomes  ignited  by  the  teeth  passing  through  the 
phosphorus  dot  on  the  centre  of  the  cinder  face  The  cinder  flames 
up  for  a  few  seconds,  then  dies  out^  and  leaves  the  body  of  the  cinder 
a  live  bright  coal. 

Claim. — The  combination  of  the  conveyor  c  and  ring  b  with  the 
toothed  ring  a,  constructed  and  operated  substantially  in  the  manner 
and  for  the  purpose  set  forth. 

No.  21,558. — Henry  Durell,  of  Morrisania,  N.  Y. — Improvement 
in  Cigar  Wrappers. — Patent  dated  September  21,  1858. — The  object 
of  this  invention  is  to  convert  the  stalks,  stems,  or  other  parts  of  the 
tobacco  plant,  now  comparatively  useless,  into  an  artificial  leaf,  which, 
while  it  shall  be  composed  only  of  the  same  constituent  parts  or  ele- 
ments as  the  natural  tobacco  leaf,  shall  yet  be  more  valuable  and 
useful  in  its  application  to  the  various  purposes  to  which  the  tobacco 
leaf  may  be  applied. 

The  inventor  says :  I  do  not  claim  converting  the  fibrous  or  ligneous 
parts  of  the  tobacco  plant  into  sheets  or  leaves. 

But  I  daim  the  removal  of  the  coloring  and  flavor  of  the  plant  by 
means  described,  then  redacing  to  pulp  and  thence  to  paper  the  fibrous 
or  woody  parts  of  the  plant  in  any  known  way,  and  then  re-charging 
said  paper  with  the  solution  or  volatile  matters  previously  removea 
therefrom,  in  order  to  prepare  said  paper  to  be  used  as  wrappers  for 
cigars. 

No.  19,746. — TnoBiAS  Blanchard,  of  Boston,  Mass. — Improvement 
in  Cigars. — Patent  dated  March  30,  1858. — ^The  paper  is  first  cut  in 
pieces  of  a  suitable  size,  fig.  1,  and  the  edge  is  turned  over  by  means 
of  two  wires  a  b.  The  fine  tobacco  is  then  applied  to  the  paper,  and 
the  whole  is  wrapped  up;  the  edge  at  /  being  parted,  the  wires  are 
then  withdrawn,  and  the  ends  are  rolled  up  to  prevent  the  escape  of 
the  tobacco. 

Claim. — The  described  cigaretta  or  paper  cigar,  made  in  the  manner 
substantially  as  set  forth. 

No.  19,341. — Loms  Beauchb,  of  Paris,  France. — Machine  far  making 
Cigars. — Patent  dated  February  16,  1858. — The  claim  and  illustra- 
tions will  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  forming  the  core  of  cigars,  and  covering 
the  same  with  tobacco  leaves,  so  as  to  acquire  a  perfect  shape,  by  means 
of  the  apparatus  described,  consisting  mainly  of  endless  bands  made 
of  India  rubber,  or  any  other  suitable  yielding  substance,  revolving 
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in  contrary  directions,  so  as  to  gather  the  tobacco  for  forming  the  core 
under  required  pressure. 

I  also  claim,  at  or  near  the  ends  of  the  covering  bands,  shaping-dies, 
which  are  so  constructed  as  to  allow  the  leaves  to  be  fed  in  and  beween 
them,  to  give  a  perfect  form  to  the  conical  end  of  the  cigar. 

I  also  claim  the  arrangement  described  of  knives  on  each  of  the 
frames  supporting  the  band  rollers. 

I  also  claim  the  general  arrangement  of  parts  constituting  a  cigar- 
making  machine,  substantially  as  specified. 

No.  21,704. — James  S.  Sutbr  and  George  M.  Palmer,  of  Baltimore, 
Md. — Improvement  in  Wrappers  for  Cigars, — Patent  dated  October  5, 
1868. — The  nature  of  this  invention  consists  in  an  arrangement  for 
agitating,  separating,  and  conveying  the  liquor  from  one  tan- vat  to 
another. 

The  inventors  say  :  Being  aware  that  the  stems  and  refuse  tobacco 
have  been  before  used  for  making  a  material  similar  to  paper  and  for 
like  purposes,  by  John  Adcock,  in  England,  we  desire  to  disclaim  the 
use  of  said  stems  and  refuse  tobacco. 

But  we  daim  taking  pearl  ash,  powdered  sal  ammoniac,  lobelia  or 
Indian  tobacco,  oil  of  anise  seed,  oil  of  caraway,  alcohol,  grass,  rope, 
rum,  cascarilla  bark,  opium,  sumac,  and  stems  or  refuse  tobacco,  and 
converting  it  into  sheets  for  wrapping  woollen  goods  to  prevent  moths 
from  eating  them,  lining  for  cases  for  the  same,  covering  for  carpets, 
and  wrappers  for  cigars  or  tobacco. 

No.  19,503. — ^Daniel  Hooker  and  Solomon  E.  Hooker,  of  West 
Poultney,  Vermont. — Improvement  in  Coffins, — Patent  dated  March 
2,  1858. — The  nature  of  this  improvement  will  be  understood  by 
reference  to  the  claim  and  engravings. 

The  inventors  say :  We  daim  the  employment  of  a  skeleton  frame 
composed  of  strips  of  angular  metal  extending  along  the  angles  of  the 
coffin  and  firmly  secured  together,  so  as  to  furnish  the  main  support 
of  the  coffin,  and  at  the  same  time  a  proper  means  of  attaching  the 
slab  or  stone,  and  of  securing  tight  joints,  as  specified. 

We  also  claim  the  combination  of  this  frame  with  a  thin  slab  of 
slate  or  other  stone,  whereby  a  coffin  of  superior  strength,  durability, 
and  lightness  is  produced. 

No.  20,095. — ^IsAAC  C.  Shuler,  of  Amsterdam,  N.  T. — Improve- 
ment in  Constructing  Coffins. — Patent  dated  April  27,  1858. — The 
claim  and  engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  daimy  first,  the  combination  of  the  self-se- 
curing frame  H,  with  the  catch  on  the  false  head-piece  B,  operated  by 
the  sprinig  C,  as  a  cover  over  the  joints  after  soldering  in  the  top  of  a 
metal  comn. 

1  claim,  second,  the  arrangement  of  placing  inside  of  a  metal  coffin, 
near  the  upper  edge  of  the  walls,  the  iron  frame  E,  or  its  equivalent, 
fastening  it  securely,  for  the  purpose  of  shaping  permanently  the 
upper  part  of  the  body  of  the  coffin,  exactly  like  the  beaJed  frame  D 
at  the  bottom,  and  as  a  means  of  securing  a  close  joint  on  the  top 
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for  soldering  the  same  to  the  walls  of  the  coffin.  Also  for  the  purpose 
of  supporting  the  top  on  a  line  sunk  somewhat  helow  the  upper  edge, 
sufficient  to  leave  an  extension  or  projection  of  the  metal  all  around 
the  upper  edge  of  the  walls  ahove  the  coffin  top,  when  fixed  in  its 
proper  place.  This  extension  of  the  metal,  which  shows  itself  ahove 
the  frame  E,  is  made  expressly  for  the  purpose  of  soldering  on  the 
coffin  top  without  using  the  lap  or  lock  joint. 

I  claim,  third,  the  fialse  head-piece  B  and  the  spring  0  or  its 
equivalent. 

No.  20,770. — Robert  P.  Abernetht,  of  Cincinnati,  Ohio,  assignor 
to  Union  Cork  Manufacturino  Cobipany,  of  Cincinnati  aforesaid. — 
Improved  Machine  for  Gutting  Gorka. — Patent  dated  July  6,  1858. — 
Journaled  horizontally  to  the  frame  a  (so  as  to  move  in  a  vertical 
plane)  is  an  arm  cf,  having  a  rectangular  notched  head  e  adapted  to 
hold  the  square  piece  or  "blank"  out  of  which  a  bottle  cork  is 
made.  At  one  end  of  the  notch  is  a  small  yielding  strip  of  metal  /, 
of  such  shape  as  when  advanced  to  remain  clear  of  the  stationary 
mandrel.  A  lip  y,  which  curves  outward  and  downward  from  the 
head  e,  receivcH  the  finished  cork  from  the  mandrels  r  8,  and  conducts 
it  into  the  discharging  spout  g^.  An  intermediate  vibratory  motion  is 
given  to  the  arm  d  by  means  of  a  suitable  cam  F,  which  derives  its 
motion  from  the  same  mechanism  which  operates  the  mandrels.  Four 
counter  shafts  I  are  so  geared  together  as  to  revolve  four  times  at  each 
revolution  of  the  cutter  wheel  j. 

The  inventor  says :  I  ciaiwi,  first,  in  this  connexion,  the  automatic 
feed-rest  de  fg,  substantially  as  set  forth. 

Second.  Imparting  to  the  mandrels  of  a  cork-cutting  machine  a 
compound  rotary  and  vibratory  movement,  by  means  and  for  the  pur- 
poses substantially  as  set  forth. 

No.  20,771. — Robert  P.  Abbrnethy  and  Mahlon  M.  Wobibaugh,  of 
Cincinnati,  Ohio. — Improved  Machine  for  Gutting  Gorka. — Patent 
dated  July  6,  1858. — The  claim  and  engravings  will  explain  the 
nature  of  this  invention. 

The  inventors  say  :  We  daim,  first,  the  rotary  cutter  head,  having 
alternate  blades  and  spaces,  in  combination  with  the  automatic  man- 
drels, to  admit  of  the  removal  of  the  finished  cork;  and  clamping  the 
fresh  blank  without  removing  either  cutter  or  mandrels  r  «,  to  admit 
of  the  removal  of  the  finished  cork;  and  clamping  the  fresh  blank 
without  removing  either  cutter  or  mandrel. 

Second.  In  combination  with  the  intermittent  cutting  disk  and 
mandrels,  substantially  as  described,  we  claim  the  described  arrange- 
ment of  half-wheel  cam  movement  and  the  accessories,  for  the  pur- 
poses set  forth. 

Third.  We  claim  in  this  connexion  the  feed  apparatus,  consisting  of 
the  hopper^,  notched  piston,  and  cam  movement,  with  their  accessories, 
substantially  as  described. 

Fourth.  In  the  described  connexion  with  the  feed  piston  and  man- 
drels, we  claim  the  spring  pressure  plate  or  finger,  operated  substan- 
tially as  and  for  the  purpose  set  forth. 
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Fifth.  In  the  described  combination  with  the  feed  piston  x  and 
mandrels,  we  claim  the  discharging  spring  or  strip,  substantially  as 
set  forth. 

No.  21,944. — Edward  Conboy,  of  Boston,  Mass. — Improved  Machine 
far  Gutting  Corks. — Patent  dated  November  2,  1858. — The  natnre  of 
this  invention  and  improvement  consists  in  the  employment  of  certain 
appliances,  in  connexion  with  the  rotary  cutters  and  sharpening  de- 
vice described  in  the  cork-cutting  machine  of  this  inventor,  patented 
April  20,  1858,  as  will  enable  the  former  to  vore-cut  the  corks,  the 
latter  to  be  more  simply  operated,  and  the  corks  to  be  automatically 
and  in  a  more  simple  and  correct  manner  brought  and  embraced  be- 
tween revolving  heads  while  being  cut  and  discharged  therefrom,  than 
heretofore. 

The  inventor  says  :  I  daim,  first,  the  combination  and  arrangement 
of  the  sliding  plate  V,  sliding  plate  and  spring  or  pointers  W  in  iront  of 
the  same,  vibrating  angular  lever  T,  and  cams  a  a  on  inclined  revolv- 
ing shaft  P^,  partly  cogged  wheel  B,  and  spring  arbor  or  shaft  T,  for 
placing  and  securing  the  rough  pieces  of  corks  to  be  cut  between  the 
pointed  end  of  the  said  arbor  or  shaft  T  and  correspondingly  pointed 
revolving  hub  TJ^,  the  whole  being  constructed  and  operating  sub- 
stantially as  described. 

Second.  I  claim  the  combination  of  the  cam  K,  secured  to  the  ix)p 
of  the  frame  A  and  curved  spring  J,  with  the  sharpening  device  u 
and  rotating  cutter-plate  H,  for  sharpening  the  cutters  after  they  have 

I;!  cut  the  cork  and  are  in  the  act  of  being  again  withdrawn  and  moved 

}^  toward  the  arbor  or  shaft  T,  as  described. 

i  Third.   I  also  claim  the  combination  of  the  cam  o'  and  friction 

roller  b  with  the  sliding  frame  B,  as  set  forth. 

No.  19,109.— Lbonhardt  Witting,  of  Philadelphia,  F^.— Improved 
Creeper. — Patent  dated  January  12, 1858. — This  invention  consists  of 
I  a  metal  socket  B,  furnished  with  spikes  at  the  bottom,  and  adapted  to 

the  form  of  the  heel  of  a  boot  or  shoe,  the  said  socket  being  furnished 
in  front  with  spring  lips  d,  and  at  the  back  with  a  spring  catch  E,  so 
that  the  whole  constitutes  a  secure  and  efficient  creeper. 

Claim. — The  spiked  socket  B,  with  its  spring  lips  d,  in  combination 
with  the  spring  catch  E,  the  whole  being  arranged  substantially  as  set 
forth  and  tor  the  purpose  specified. 

No.  21,955.— Louis  Grosholz,  of  Philadelphia,  Ta.— Improved 
Drinking  Cup.—PaXeni  dated  November  2,  1858. — This  invention 
consists  in  combining  a  small  cup  with  one  or  more  rings,  both  cup 
and  rings  having  sides  inclined  at  precisely  the  same  angle,  and  the 
whole  being  so  arranged  that  when  extended  they  shall  form  a  water- 
tight drinking  cup  of  ordinary  capacity,  and  when  depressed  shall 
occupy  no  more  space  than  the  uppermost  ring,  the  whole  forming  a 
portable  cup,  which  can  be  carried  in  the  pocKet  without  any  incon- 
venience. 

Claim. — The  inventor  says:  I  do  not  desire  to  confine  myself  to  the 
employment  of  three  sections,  inasmuch  as  two  might  be  used  for  a 
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small  sized  cnp,  and  for  those  of  a  larger  size  four  or  five  sections 
might  be  advantageously  employed. 

But  I  claim  as  a  new  and  improved  article  of  manufacture  a  drink- 
ing cup  formed  of  two  or  more  sections  with  inclined  sides,  said  sec- 
tions being  adapted  to  and  detachable  from  each  other,  substantially 
as  set  forth  and  for  the  purpose  specified. 

No.  19,791. — Charles  Pbrley,  of  New  York,  N.  Y. — Improved 
Desk  Seats  far  Schools.— FaXeni  dated  March  30,  1858.— The  nature 
of  this  invention  will  be  understood  by  reference  to  the  claim  and 
engravings. 

Claim. — Supporting  the  seat  by  a  bracket  h  extending  from  the 
pedestal  or  column  of  the  desk,  whether  said  seat  be  a  permanent  fix- 
ture or  fitted  to  swing  around,  substantially  as  and  for  the  purposes 
specified ;  whereby  the  floor  is  unobstructed  by  the  separate  legs  or 
pedestals  of  the  seat,  and  greater  facility  afforded  for  clearing  the 
room,  and  more  space  given  for  the  feet  of  the  scholars. 

No.  20,487. — Joseph  H.  Grimslby  and  Perry  J.  Anknby,  of  New 
Lexington,  Ohio. — Improved  Writing  Desk — Patent  dated  June  8, 
1858. — The  nature  of  this  invention  consists  in  providing  in  the 
inside  of  the  upper  part  or  body  of  the  table  or  desk  two  movable 
resting  boards  E  F,  which  are  raised  and  lowered  by  cords  and  pul- 
leys, on  which  boards  the  book  is  placed  while  being  written  upon. 
The  object  of  raising  and  lowering  is,  that  the  book  may  be  kept 
perfectly  level  while  the  writer  is  writing  thereon. 

Claim. — The  application  to,  or  construction  of,  writing  tables  or 
desks,  in  the  manner  substantially  as  set  forth  and  described. 

No.  21,249. — John  W.  Fibster,  of  New  Lexington,  Ohio. — Im- 
proved Writing  Desk.—F&tent  dated  August  24,  1858.— In  the  opera- 
tion of  this  invention  the  record  is  placed  at  the  lower  end  of  the  desk, 
and  the  hand  board  C  turned  over  it,  or  it  may  be  turned  out  from  the 
desk.  This  board  is  bevelled  in  front  to  a  feather  edge,  and  is  attached 
to  the  desk  with  its  thick  edge  by  means  of  hinges  ;  when  it  is  thus 
arranged  and  turned  buck,  the  edge  of  the  board  acts  as  a  fulcrum  for 
its  leverage  and  holds  it  in  its  place,  the  cord  I  is  drawn  down  to  the 
book  and  is  attached  to  it^  the  copy  is  then  placed  in  the  slot  in  the 
roller  j,  passing  through  the  opening  under  spring  n,  and  as  the 
rreater  part  of  the  weight  of  the  book  will  be  on  the  right  side  of  the 
desk,  it  will  press  more  heavily  on  the  right  side  of  the  scales  and  at 
the  same  time  raise  up  the  left  side,  thus  making  the  plane  of  both 
sides  of  the  book  equal  or  even,  and  this  equality  of  the  plane  or  sur- 
face of  the  book  is  kept  up  at  all  times,  however  the  weight  of  the 
sides  of  the  book  may  vary,  v/hether  on  the  right  or  left  hand. 

Claim. — The  arrangement  of  rollers  A  A  with  coiled  springs  at- 
tached, with  the  horizontal  cords  0  on  pulley  »,  the  canvas  arranged 
on  the  rollers  and  scales,  and  the  hand  board  c  hinged  to  the  desk,  as 
and  for  the  purposes  set  forth. 
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No.  20,859. — Jbrbmy  W.  Bliss,  of  Hartford,  Connecticut. — hh 
provemerU  in  Door  Plates. — Patent  dated  July  13, 1858. — ^This  improve- 
ment consists  in  arranging  the  door  plate  B  with  an  opening  and  bell 
R,  bell  pull,  &c.,  in  such  a  manner  that  it  may  become  a  permanent 
fixture  to  a  house,  and  answer  the  three-fold  purpose  of  a  door-plate, 
door  bell,  and  letter  and  paper  receiver. 

Claim. — The  perforated  door  plate  A  B  and  bell  arrangement  UK 
P  N  0  M,  constructed  and  arranged  to  secure  the  three-fold  object, 
substantially  in  the  manner  and  for  the  purpose  as  described. 

No.  20,100. — Henry  R.  Taylor,  of  Roxbury,  Massachusetts. — 2b- 
proved  Drawer  for  OlosetSy  Bureaus^  dtc. — Patent  dated  April  27, 
1858.- -In  moving  this  improved  drawer,  as  the  drawer  B  is  pulled 
out,  the  metal  boxes  e  strike  against  the  shoulders  h,  and  draw  out 
it  /"  the  sliding  piece  0.     The  tongue  b,  running  in  the  groove  a,  pre- 

vents any  lateral  vibration  of  the  pieces  C,  and  they,  in  turn,  keep 
the  drawer  straight.  When  the  drawer  is  out  it  is  effectually  sup- 
ported by  the  rollers  /,  resting  on  the  pieces  C ;  these  being  drawn 
out  but  part  way  supported  in  the  bureau  between  the  bottom  E,  over 
which  the  drawer  slides,  and  the  cleats  D  above  them. 

Claim. — The  sliding  pieces  C,  or  their  equivalents,  connected  with 
the  drawer,  and  operating  in  the  manner  substantially  as  set  forth. 
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No.  20,703. — Adam  Ebikigh,  of  Jerusalem,  New  York. — Apparcdm 
for  Skinning  Eds. — Patent  dated  June  29,  1858. — ^This  invention 
consists  in  the  employment  or  use  of  a  holder  or  clamp  C  and  decapi- 
tating knife,  used  in  connexion  with  a  griper  T  and  ripping-knife  E, 
or  their  equivalents,  whereby  the  skinning  of  eels  may  be  performed 
very  expeditiously. 

[  Claim. — The  holder  or  clamp  formed  of  the  frame  C,  connected 

with  a  spring  treadle  E,  and  provided  wita  spurs  d  d,  and  the  knife 
;  G,  and  leger  blade  F,  arranged  relatively  with  each  other  as  shown, 

I  the  above  parts  being  fitted  in  or  attached  to  a  frame  A,  and  used  in 

f  connexion  with  a  griper  T  and  ripping-knife  K,  or  their  equivalents, 

substantially  as  and  for  the  purpose  set  forth. 

;  .  No.  21,282.— Owen  Sweeney,  of  Brooklyn,  New  York.— Fire  Es- 

cape.— Patent  dated  August  24, 1858. — This  invention  consists  in  the 
use  of  a  drum,  having  a  rope  and  basket  or  car  attached,  a  brake  and 
platform,  and  compensating  spring,  combined  and  arranged,  whereby  a 
person  can  descend  to  the  ground  from  a  window  in  the  upper  stories 
of  a  building  in  safety. 

The  inventor  says:  I  daim  the  drum  D,  with  rope  E  attached, 
brake  F,  and  compensating  spring  J,  and  vibrating  or  tilting  plat- 
form board  0,  placed  within  the  box  A,  combined  and  arranged  to 
operate  as  and  for  the  purposes  set  forth. 

I  further  claim  the  particular  arrangement  of  the  rack-bar  H,  pall 
I,  platform  or  board  0,  and  strap  or  brake  F,  as  shown,  whereby  the 
person  that  descends  solely  by  its  own  gravity  releases  the  drum  from 
the  brake,  and  causes  the  car  or  basket  to  ascend,  and  also  by  the 
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same  means  regulates  for  his  descent  the  pressure  of  the  brake  on  the 
drum^  as  described. 

No.  20,752. — Joseph  Wbltb,  of  Buffalo,  New  York. — ImprovemerU 
in  Fire  Ladders. — Patent  dated  June  29,  1858. — The  claim  and  en- 
gravings will  explain  the  nature  of  this  invention. 

The  inventor  says:  I  do  not  claim  the  ladders  described,  nor  their 
combination,  nor  the  extension  thereof  by  any  means.  Neither  do  I 
claim  hinging  the  ladders  to  the  carriage. 

I  dadm  the  combination  of  the  right  angled  levers  B  and  B^ 
(hinged  to  the  carriage)  with  the  frame  B  and  windlass  E,  for  the 
purpose  of  elevating  the  ladders  and  lowering  the  foot  thereby  easily 
to  the  ground,  and  for  detaching  the  same  from  the  carriage,  substan- 
tially as  set  forth. 

I  also  claim  the  combination  of  the  right  angled  frame  h  A,  includ- 
ing the  wheels  1 1,  with  the  topmost  ladder,  for  the  purposes  as  set 
forth. 

No.  20,961. — WiLLUM  Staehlen,  of  Williamsburg,  New  York. — 
ImprovemerU  in  Firemens'  Trumpets. — Patent  dated  July  20,  1858. — 
This  invention  consists  in  constructing  the  body  of  the  trumpet  and 
also  the  flaring  terminus  or  end  piece  each  of  paraboloidal  form^  and 
placed  in  such  relation  to  each  other  and  to  the  mouth  piece  that  the 
sound  will  not  only  be  projected  from  the  flaring  end  piece  in  parallel 
lines  of  vibration,  thereby  sending  the  sound  a  greater  distar^ce  than 
when  it  is  allowed  to  diverge,  but  the  instrument  is  also  rendered 
available  as  an  ear  trumpet,  thereby  containing  two  instruments 
in  one. 

The  inventor  says  :  I  am  aware  that  paraboloidal  end  pieces  have 
been  applied  to  trumpets,  and  I  do  not  claim  such  device  ;  but  I  am 
not  aware  that  an  end  piece  and  body  each  of  paraboloidal  form  have 
been  previously  used  in  the  construction  of  speaking-trumpets. 

I  claim  the  end  piece  C  and  body  B,  constructed  in  paraboloidal 
form,  and  arranged  relatively  with  each  other  and  the  mouth-piece  A 
substantially  as  and  for  the  purpose  set  forth. 

No.  20,343. — Jacob  Garl,  of  Suffield,  Ohio. — Apparatus  for  Catchr- 
ing  Fish. — Patent  dated  May  25,  1858. — The  nature  of  this  invention 
consists  of  a  toothed  jaw,  which,  upon  the  fish  touching  a  sliding 
cross-bar,  closes  instantly  upon  the  fish,  which  is  held  firmly  between 
the  toothed  jaws. 

Claim. — The  sliding  trigger  E,  the  notch  B,  key  F,  nut  y,  as  ap- 
plied to  a  machine  for  catching  fish,  and  described  in  my  specification 
tor  that  purpose. 

No.  20,725. — Benjamin  Merritt,  jr.,  of  Charlestown,  Mass. — Net 
for  Catching  Fish  at  Sea. — Patent  dated  June  29,  1858. — Extended  in 
opposite  directions  are  two  arms  d  d.  From  each  strut,  near  the  heel  or 
inner  end,  a  belt  e  projects,  which  has  the  heel  of  a  boom /connected 
to  it  by  a  rope  or  connexion  g  of  such  nature  as  will  allow  the  booms 
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to  be  moved,  either  upward,  downward,  or  laterally.  Each  of  the 
booms //has  two  sets  of  hauling  tackle :  h  h  and  i  t. 

The  inventor  says :  I  daim  combining  a  seine  or  net  with  the  hull 
of  a  navigable  vessel,  substantially  in  the  manner,  and  so  as  to  ope- 
rate therewith,  as  described. 

I  also  claim  the  mode  of  spreading  the  ends  and  outer  edge  of  the 
net,  viz:  by  the  booms//,  the  sprits  d  d,  and  the  hauling  tackles 
h  A,  arranged  and  applied  together  and  to  the  vessel  as  specified. 

I  also  claim  the  combination  of  the  brailing  line  I  and  the  lifting 
tackles  i  i  and  m^  with  the  net,  its  booms,  and  the  masts. 

No.  20,309. — J.  0.  Undbrwood  and  Thomas  J.  Bargis,  of  Richmond, 
Indiana. — Improvement  in  Tips  for  Fishing  Bods. — Patent  dated  May 
18,  1858. — The  claim  and  engravings  explain  the  nature  of  this  in- 
vention. 

Claim. — Attaching  the  pulley  d  to  the  top  A  of  the  rod,  through 
the  medium  of  the  socket  B,  or  its  equivalent,  so  arranged  that  the 

})ulley  d  is  prevented  from  turning  entirely  around  the  tip,  and  the 
ine  thereby  prevented  from  winding  around  the  rod,  and  at  the  same 
time  the  pulley  allowed  to  adjust  itself,  so  that  the  plane  of  its  rota- 
tion may  at  all  times  be  made  to  coincide  with  that  of  the  line  e, 
substantially  as  and  for  the  purpose  set  forth. 

No.  20,539. — John  G.  Baker,  of  New  Brunswick,  N.  J. — Improved 
Machine  for  Gutting  Glaziers*  Pins. — Patent  dated  June  15,  1858. — 
As  the  drum  or  cylinder  M  rotates,  the  cutter  Q  cuts  points  from  the 
edge  of  the  plate  U,  which  moves  with  such  a  speed  relatively  with 
the  rotation  of  the  drum  that  intermediate  portions  o*  are  left  of  the 

?reci8e  size  and  shape  as  the  points  cut  from  the  plate  by  the  cutter  c. 
he  parts  a*  are  cut  from  the  plate  by  the  cutter  R. 
Glaim. — The  rotating  drum  M,  provided  with  the  cutters  Q  R,  two 
or  more,  in  combination  with  the  stationary  die  or  bolster  S,  provided 
with  the  recesses/  g  and  the  feed  rollers  o,  arranged  to  operate  sub- 
stantially as  and  for  the  purposes  set  forth. 

No.  19,205. — Horatio  Pollard,  of  Boston,  Mass. — Improved  Heel 
Spur  to  Prevent  Slipping  on  Ice. — Patent  dated  January  26, 1858. — In 
the  engravings  a  a  represents  a  stud  or  spur  with  a  sharpened  point, 
and  having  a  male  screw  thread  cut  on  its  surface ;  6  6  is  a  socket 
fastened  into  a  heel  c  c  by  a  screw  thread  d,  having  a  female  screw 
thread  fitting  into  its  inner  circumference,  into  which  the  male  screw 
of  the  spur  a  a  fits.  By  turning  the  spur  by  means  of  a  key,  it  can 
be  moved  up  into  the  heel  or  made  to  project  therefrom. 

Glaim. — The  combination  of  the  screw  socket  and  screw  stud  or 
spur,  as  described,  and  for  the  purpose  specified. 

No.  19,761. — John  J.  Eshleman,  of  Lancaster,  Pa. — Sdf-Loosening 
Horse  and  GatUe  2Yc.— Patent  dated  March  30, 1858.— Near  the  centre 
of  the  casing  A  is  the  guard  G,  through  which  is  admitted  the  upper 
section  D  of  the  bolt,  as  far  as  the  shoulder  0.  The  bolt  B  consists 
of  two  parts,  detached  and  fitted  together  when  in  working  operation  by 
the  scarf  joint  H.    "E  \b  l\i^  «^Yt^V%^x\ii%  which  rests  on  the  guard  G, 


XXn. — ^mSCELLANEOUB.  605 

and  is  held  in  its  place  by  the  concave  and  nnt  E^  which  screws  on  the 
top  of  section  B  of  the  bolt  B. 

The  inventor  says:  I  daim  the  bolt  B  in  two  sections,  connected  by 
the  sliding  scarf  joint  H,  for  the  purpose  of  instantly  loosening  the 
horse,  as  set  forth. 

I  also  claim  the  devices  of  the  bolt  B,  spiral  spring  F,  and  casing 
A ;  all  in  combination  operating  together,  substantially  in  manner 
and  for  the  purposes  set  forth. 

No.  22,210. — HmAM  Van  Stbbnburgh  and  Jobl  Egnor,  of  Catskill, 
New  York. — Improvement  in  Apparatus  for  Hoisting  and  Storing 
Ice, — ^Patent  dated  November  30,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventors  say :  We  daim  the  method  of  transporting  ice  upon 
inclined  planes  by  carrying  the  ice  up  between  parallel  endless  chains^ 
having  bars  extended  between  said  chains  to  hold  the  ice  and  propel 
the  same ;  the  planes  being  placed  with  openings  for  the  passage  of 
the  ice  to  successive  stories  of  tlie  ice  houses,  and  the  propelling  bars 
being  so  arranged  that  the  descending  bars  shall  not  interfere  with 
the  free  passage  of  the  ice  through  the  openings  in  the  plane. 

We  further  claim  the  use  of  the  hatches  described  to  close  the  open- 
ings in  the  plane,  in  order  to  permit  the  ice  to  pass  beyond  a  lower 
to  an  upper  story  of  the  ice  house,  the  whole  apparatus  substantially 
as  described  and  set  forth  in  the  above  specification. 

No.  19,195. — R.  W.  Hbtwood,  of  Baltimore,  Maryland. — Improve- 
ment in  Machines  for  Planing  away  Ice  in  Rivers. — Patent  dated 
January  26, 1858. — The  nature  of  this  invention  consists  in  the  bevel- 
edged  plane-irons  connected  with  the  series  of  grooving  bevelled  cut- 
ters c  c,  for  the  purpose  of  grooving  and  planing  away  ice  in  navigable 
waters ;  also  in  an  arrangement  of  parts  whereby  the  shaft  carrying 
the  grooving  cutters  and  planing  irons  can  be  adjusted  without  affect- 
ing the  driving  gear,  so  as  not  to  come  into  operation  at  all,  or  to 
suit  different  thicknesses  of  ice. 

The  inventor  says :  I  daim^  first,  the  bevel-edged  plane-irons  E, 
connected  with  the  series  of  grooving  bevelled  cutters  0  0,  for  the  pur- 
pose of  grooving  and  planing  away  ice  on  navigable  waters,  substan- 
tially as  set  forth. 

Second.  The  peculiar  arrangement  consisting  of  the  adjustable 
standards  D  D  D^,  pulleys  ijy  endless  chain  I,  pin,  pinions//,  crank- 
shaft E,  in  combination  with  the  ice-grooving  and  planing  mechanism, 
substantially  as  and  for  the  purposes  set  forth. 

No.  20,322.— William  G.  Bbowkr,  of  Staatsburgh,  New  York.— 
Machine  fyr  Hoisting  Ice. — Patent  dated  May  25, 1858. — ^This  inven- 
tion consists  in  the  employment  of  a  vertically  sliding  receptacle  or 
box  D,  provided  with  a  door  or  flap  c  connected  with  a  windlass  H, 
which  is  arranged  with  a  clutch  J  and  spring-catch  e;  the  several 

5 arts  being  so  combined  and  arranged  that  by  the  rotation  of  the 
riving-shaft  I  the  receptacle  or  box  will  be  elevated,  the  ice  dis- 
charge therefrom,  the  box  allowed  to  descend  and  again  elevated, 
and  so  on  the  several  parts  working  automatically  by  a  continu(m& 
application  of  the  driving  power. 
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Claim, — ^The  receptacle  or  box  D,  connected  with  the  drum  or 
windlass  H  by  the  chain  or  rope  G,  the  drum  or  windlass  being  fitted 
loosely  on  the  driving  shaft  I,  and  connected  with  and  detached  from 
it  at  the  proper  time  by  means  of  the  clutch  J,  actuated  through  the 
medium  of  the  sliding  bars  K  N,  spring  L,  and  lever  catches  O  0,  the 
whole  being  arranged  substantially  as  shown,  so  that  the  several  parts 
will  operate  automatically  by  a  continuous  motion  of  the  driving 
shaft  and  for  the  purpose  set  forth. 

No.  22,403. — John  L.  Rowb,  of  New  York,  N.  Y.,  assignor  to 
Frederick  Stevens,  of  said  New  York. — Improved  Ice  Pick. — Patent 
dated  December  21,  1858. — The  nature  of  this  inveotion  consists  in 
constructing  an  instrument  which  shall  enable  the  party  using  it  to 
combine  in  one  instrument  the  advantages  usually  obtained  by  two, 
namely,  the  use  of  a  common  ice  pick  and  a  hammer  or  mallet. 

Claim. — The  spiral  spring  D,  in  combination  with  the  handle  A, 
rod  F,  and  point  B,  as  arranged,  substantially  as  and  for  the  purpose 
specified. 

No.  19,376. — Charles  Monnin,  of  Bufialo,  New  York. — Improved 
Ice  Spur. — Patent  dated  February  16,  1858. — ^This  invention  consists 
in  attaching  to  the  heel  of  a  boot  or  shoe  a  metallic  strip  or  plate  D 
bent  in  a  bow  form,  serrated  at  one  edge  c,  which  will  prevent  the 
wearer  from  slipping  when  walking  on  ice.  It  is  so  arranged  that 
when  it  is  not  required  it  can  be  turned  over  the  heel,  and  can  be 
removed  in  summer. 

Claim. — The  curved  or  bow-shaped  metallic  plate  D,  attached  to 
the  heel  B  of  the  boot  or  shoe,  and  constructed  and  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  22,390.— William  W.  Wade  and  Francis  T.  Cordis,  of  Long 
Meadow,  Massachusetts. — Labels  for  TreeSy  dec. — Patent  dated  De- 
cember 21,  1858. — Figures  6  and  7  show  the  mode  of  constructing 
the  ta^  or  label,  with  a  metallic  plate  back  F  and  a  face  of  mica, 
while  between  these  is  contained  the  paper,  or  other  substance,  on 
which  the  descriptive  matter  is  written  or  printed.  *'C"  is  the  ring 
by  which  the  tag  is  hung  or  tied  to  the  tree  or  shrub,  or,  when  used 
to  indicate  the  place  where  seeds  are  planted,  to  the  stake  ^^D." 

Claim. — The  combination  of  a  metallic  rim  or  back  with  paper,  or 
other  suitable  substance,  on  which  is  written  or  printed  the  name  of  a 
tree,  shrub,  plant,  or  seed,  and  a  plate  or  plates  of  mica  and  a  metallic 
ring,  in  either  of  the  modes  in  the  specification  described,  as  a  tag  or 
label  for  designating  and  distinguishing  the  varieties  of  trees,  shrubs, 
plants,  and  seeds,  in  orchards,  nurseries,  and  gardens,  as  described. 

No.  19,578. — Albert  Potts,  of  Philadelphia,  Pennsylvania. — Mode 
of  Attaching  Metallic  Letter- Boxes  to  Lamp  Posts.  — Patentjdated  March  9, 
1858. — The  nature  of  this  invention  will  be  understood  by  reference 
to  the  claim  and  engravings. 

Claim. — Combination  of  the  letter  boxes  and  lamp  posts,  by  making 
the  letter  boxes  (metallic)  with  a  perforation  or  socket  through  the 
centre  or  side  iheioot)  m  fS\[iQ^xi  ^\*^  ^xl\^  ^^«^  ^s^^  «iUde  over  and 
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embrace  the  shaft  of  the  ordinary  cast  iron  lamp  post,  as  above  de- 
scribed and  for  the  purposes  mentioned. 

No.  21,716. — Algernon  S.  Wright,  of  Lawrence,  Massachusetts. — 
Machine  for  Stamping  Trade-marks  on  Glothj  <tc, — Patent  dated  Octo- 
ber 6,  1868. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says:  I  claim  the  arrangement  and  combination  of  the 
reciprocating  carriage  or  table,  the  stamping  mechanism,  the  inking 
apron,  and  its  vat  or  trough,  as  made  to  operate  together  substantially 
in  manner  and  for  the  purpose  as  described. 

I  also  claim  the  combination  of  the  stamp  connexion  bar  and  the 
spring,  as  applied  to  the  lifter  rod,  and  the  stamps,  as  specified. 

I  also  claim  the  peculiar  means  or  combination  for  operating  the 
stamps,  viz:  a  mechanism  for  lowering  them  gradually  toward  the 
apron ;  a  mechanism  for  allowing  the  stamp  to  fall  by  the  force  of 
gravity  upon  or  toward  the  table;  mechanism  for  elevating  the  stamp 
off  the  table  as  well  as  off  the  apron,  as  described,  and  mechanism  for 
maintaining  the  stamp  at  rest  during  each  movement  of  the  bed  or 
carriage,  the  whole  being  in  one  cam,  as  applied  to  a  lifter  bar,  as 
described. 

No.  21,794.— E.  G.  Byam,  of  Boston,  Massachusetts,  and  B.  E. 
Parkhurst,  of  Brunswick,  Maine,  assignors  to  Ezeeiel  Btam,  of 
Gharlestown,  Massachusetts,  S.  A.  Carlton  and  E.  0-.  Byam,  of  Bos- 
ton, Massachusetts. — Improved  Rack  for  Holding  Comb  MatchrCards. — 
Patent  dated  October  12,  1858. — The  object  of  this  invention  is  to 
form  an  improved  rack  for  holding  match  cards  for  the  purpose  of 
dipping  them  in  the  sulphur,  or  other  preparations,  and  igniting  sub- 
stance or  material. 

The  inventors  say :  We  are  aware  that  racks  have  been  used  in 
which  match  cards  are  fitted  and  secured  preparatory  to  dipping 
them,  a  single  frame  being  used,  having  one  compartment  or  cell,  and 
cards  secur^  in  the  frame  by  wedges. 

But  we  are  not  aware  that  springs  B  have  been  employed  for  retaining 
each  individual  card,  as  it  is  placed  in  its  compartment. 

We  do  not  claim,  therefore,  broadly,  the  employment  of  a  frame  to 
receive  the  match  cards. 

But  we  daim  the  arrangement  and  combination  of  the  frame  A, 
bars  a,  spring  B,  and  screws  (2,  as  and  for  the  purposes  shown  and 
described. 

No.  19,608. — Samxjbl  Miller,  of  Hammond,  New  York,  and  Wil- 
liam Gates,  jr.,  of  Frankfort,  New  York,  assignors  to  Willum  Gates, 
jr.,  aforesaid. — Improved  McUch  Machine. — Patent  dated  March  9, 
1858. — The  claim  and  engravings  will  explain  the  nature  of  this  in* 
vention. 

The  inventors  say:  We  do  not  claim  the  endless  chain  clamps  C  nor 
the  cutting  tool  0;  for  they  have  been  previously  used,  as  stated. 

But  we  claim  operating  or  moving  the  chain  of  clamps  C  intermit- 
ingly,  retaining  it  during  the  proper  dwells,  and  opening  th^^  c»\»s&:^ 
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during  said  dwells,  by  means  of  the  cams  I IJ  J,  constracted  and 
arranged  substantially  as  described. 

We  further  claim  the  guide  S  fitted  in  the  gate  M  and  used  in  com- 
bination  with  the  grooved  bar  R,  for  the  purpose  of  guiding  the  match 
sticks,  or  causing  them  to  be  properly  presented  to  the  clamps. 

We  also  claim  the  bar  R,  with  or  without  the  guide  8,  when  said 
bar  R  is  used  in  connexion  with  the  cutting  tool  0,  for  the  purpose  of 
retaining  the  bolt  in  proper  position  as  the  cutting  tool  ascends. 

No.  21,*r70. — Platt  Merrill,  of  Port  Sanilac,  Michigan. — Improved 
PortaUe  and  Waterloo/  Friction-Match  Safe. — Patent  dated  Octo- 
ber 12,  1858. — This  invention  consists  in  having  a  portable  box  or 
case,  similar  to  a  portemonnaie  case,  provided  internally  with  certain 
mechanism,  so  arran^iced  that  when  the  box  or  case  is  supplied  with 
matches,  disposed  within  it  in  a  certain  way,  a  match  may,  by  actua- 
ting a  lever,  be  shoved  from  the  box  or  case  in  an  ignited  state  ready 
for  use,  without  exposing  the  matches  within  the  box  either  to  damp- 
ness or  casual  ignition. 

Claim. — The  lever  B  provided  with  the  spring  or  yielding  slide  C, 

the  plate  F  having  the  spring  G  and  guides  r  r  for  retaining  the 

matches  in  place,  and  the  arm  E  provided  with  the  corrugated  spring 

1 1  catch  jp,  the  whole  being  arranged  within  and  connected  to  the  case  A, 

substantially  as  and  for  the  purpose  set  forth. 

No.  21,082. — William  Painter,  of  Wilmington,  Delaware. — Money 
Table. — Patent  dated  August  3,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says :  I  daim  the  combination  of  the  dish  or  seat  A, 
with  its  levers  D  D  and  slotted  guide  C,  seated  and  arranged  as  set 
forth  and  shown,  composed  of  wood  or  of  a  metallic  substance,  or 
composed  of  both  wood  and  metal,  for  the  purpose  of  a  money  chanter 
or  money  receiver  ;  not  limiting  myself  to  the  exact  form  of  the  dish 
or  seat  A,  so  that  the  construction  is  substantially  the  same  as  to 
^uide  the  money  without  any  possibility  of  its  falling  elsewhere  than 
into  the  palm  of  the  hand. 

No.  20,125. — Thomas  Hall,  of  Gloucester,  Mass.,  assignor  to 
Thomas  Hall  &  Co.,  of  said  Gloucester. — Fishing  Nets. — Patent  dated 
April  27,  1858.— The  nature  of  this  invention  consists  in  the  applica- 
tion to  a  common  seine  of  a  long  bag,  or  net,  to  float  on  the  surface  of 
the  water  and  extend  beneath,  and  open  at  its  mouth  into  the  body  of 
the  seine  during  the  draft  of  the  seine  so  as  to  take  a  shoal  of  fish  ;  on 
elevating  the  bottom  of  the  seine,  the  fishes  will  be  caused  to  pass  into 
the  bag-net  so  as  to  be  entrapped  therein. 

Claim. — The  art  of  taking  fish  by  means  of  a  seine,  the  employment 
of  a  bag  B,  in  combination  with  the  seine  A,  substantially  in  the 
manner  as  specified. 

No.  20,235. — ^Robert  Wilsok,  of  Milton,  Pennsylvania. — Improve 
ment  in  Fly  Nets. — Patent  dated  May  11,  1858. — ^The  claim  and  en- 
gravings will  expVam  Wi^  u%.l\w:^  of  this  invention. 
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Claim.— The  peculiar  construction  of  the  fly-net,  having  the  stitch 
set  parallel  with  the  rib  combined  with  the  two  right  angles  formed 
by  the  lashes  in  passing  through  the  rib,  whether  the  ribs  are  made  flat, 
round,  or  any  other  shape,  substantially  in  the  manner  and  for  the 
purpose  set  forth. 

No.  21,274. — Alexander  Robertson,  of  Upper  HoUoway,  Middlesex 
county,  England. — Improvement  in  Packages/or  Dry  Ooods. — Patented 
in  England  June  26,  1855  ;  patent  dated  August  24,  1858. — This  in- 
vention consists  in  the  adaption  of  wood  and  metal,  to  be  combined, 
for  the  formation,  in  suitable  shapes  and  sizes,  of  packages  for  dry 
goods. 

A  represents  the  section  of  a  cast-iron  bored  cylinder,  to  be  made  of 
the  diameter  and  length  required  to  fit  the  exterior  of  the  intended 
package.  E  shows  the  tube  of  wood  in  section.  B  shows  the  section 
of  a  tubular  wooden  block,  which  is  cut  longitudinally  into  six  or 
eight  sections,  as  shown,  and  marked  a.  C  is  a  conical  plug  in  the 
centre  of  wooden  block  B. 

Claim, — A  new  manufacture  and  process  and  method  of  manufao- 
ture  of  packages  for  dry  goods,  by  the  combination  of  wood  and  iron, 
or  other  metal,  and  constructed  and  made  in  the  manner  described. 

No.  20,715. — Oliver  Hyde,  of  Benicia,  California. — Improved  Screw 
Picket. — Patent  dated  June  29,  1858. — The  claim  and  engravings 
will  explain  the  nature  of  this  invention. 

Claim. — The  application  of  a  loose  swivel  C  to  the  top  of  a  coarse 
threaded  screw,  in  combination  with  a  catch  or  lug  B  under  the  head 
of  the  screw,  so  that  in  connexion  the  swivel  becomes  the  lever  to  turn 
the  screw  into  the  ground. 

No.  19,832. — Oliver  Cox,  of  Alexandria  county,  Virginia. — Method 
of  Securing  Pocket  Books,  &c. — Patent  dated  April  6. 1858. — A  repre- 
sents the  plate  or  base  of  the  lock,  and  may  be  made  of  any  size  ;  B  is 
the  pocket  book  ;  C  the  catch  lever,  working  on  screw/ as  its  fulcrum, 
and  by  which  it  is  attached  to  the  base  or  plate  ;  D  is  the  projecting 
lever  resting  on  the  end  of  the  catch  lever,  guide  gr,  and  the  frame  of 
the  pocket  book  for  operating  the  catch  for  unlocking  the  lock  ;  a  is  a 
spring  for  keeping  the  catch  lever  in  its  place ;  h  are  the  sides  or  rim 
of  the  lock ;  and  o^  the  screw  holes  for  fastening  on  the  face  plate. 

Claim. — ^The  lock,  constructed  as  described,  and  attached  to  the 
pocket  book,  &c.,  in  combination  with  the  button,  constructed  as  de- 
scribed, the  whole  operating  as  set  forth  for  the  purpose  of  attaching 
pocket  books,  porte-monnaies,  ^nd  purses  to  the  pocket  of  the  wearer, 
as  set  forth  and  described. 

No.  20,055. — ^Thomas  Fisler,  of  Camden,  New  Jersey. — Improve- 
ment in  Bvlers. — Patent  dated  April  27,  1858. — ^The  claim  and  en- 
graving exp  Ian  the  nature  of  this  invention. 

Claim. — The  application  to  rulers  of  India-rubber,  which  will  pre- 
vent the  ruler  from  slipping,  as  described,  using  for  that  purpose  the- 
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aforesaid  India-rubber  or  any  otber  article  substantially  the  same,  and 
which  will  produce  the  intended  eflFect. 

No.  21,585. — C.  A.  Williams,  Robert  Williams,  and  G.  A.  Morsb, 
of  Bloomfield,  Maine. — Improvement  in  Skate  Irons. — Patent  dated 
September  21,  1858. — The  claim  and  engravings  explain  the  nature 
of  this  invention. 

The  inventors  say :  We  do  not  claim  that  portion  of  the  studs 
included  between  the  runner  and  the  wood. 

We  do  not  claim  the  collar  C  nor  the  nut  N. 

Nor  do  we  claim  any  heel  spur  which  is  not  a  continuation  of  a  stud 
that  is  solid  to  the  runner. 

But  we  daim  that  portion  of  skate  studs  (solid  to  their  runners) 
above  the  collars  C  upon  which  is  cut  the  screw-thread  T,  in  the 
manner  and  for  the  purposes  substantially  as  set  forth  in  the  descrip- 
tion. 

No.  21,973. — Charles  Mathews,  of  New  York,  N.  Y. — Smoking- 
Tul>e. — Patent  dated  November  2,  1858. — The  claim  and  engravings 
explain  the  nature  of  this  invention. 

The  inventor  says  :  I  daim  arranging  the  tubes  C  and  E  with  the 
mouth-piece  D  in  such  relation  to  each  other  that  they  form  a  com- 
pound smoking-tube  for  smoking  tobacco  or  other  substances  in  a 
nnely  divided  state^  the  whole  oeing  constructed  and  arranged  as 
specified. 

And  I  also  claim  closing  the  upper  end  of  the  tube  E  in  such  a 
manner  that  the  same  when  inserted  into  the  draught-tube  C  and 
brought  close  up  to  the  inner  end  of  the  mouth-piece  D  leaves  a 
su£Scient  space  for  the  passage  of  the  smoke  up  through  the  central 
opening  of  the  mouth-piece  described. 

And  I  further  claim  constructing  an  ash-pan  in  such  a  manner  that 
the  same  slides  on  the  componnd  smokin^-tube  by  means  of  a  loop  H, 
so  that  the  ashes  dropping  from  the  lighted  end  of  the  tube  are 
,  deposited  in  the  ash-pan^  substantially  as  specified. 

[Ijlli 

j  i||]  No,  21,473. — William  M.  Storm,  of  New  York,  N.  Y.,  assignor 

to  Allan  Cumminos,  of  said  New  York,  N.  Y. — Apparatus  for  Stamp- 
ing Milk-Cans. — Patent  dated  iSeptember  7,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says:  I  daim  the  press  with  the  counterpart  die- 
bearers  forming  segments  of  two  concentric  circles  to  fit  the  exterior 
and  interior  of  the  ** breast"  of  a  narrow-mouthed  can,  and  having 
the  movable  S-shaped  head-block  carrying  the  follower  by  guide-rods, 
as  shown,  on  the  one  part  of  a  die-bearer,  while  the  counterpart  die- 
bearer  is  provided  with  rods  with  hands  that  pass  through  holes  pro- 
vided in  the  can  to  catch  upon  the  head-block,  the  whole  being  so 
constructed  that  two  parts  of  the  press  may  be  combined  and  operated 
through  the  thickness  of  the  can  to  perform  its  office,  and  thereafter 
be  readily  separated  and  removed,  substantially  as  described ;  the 
purpose  being  to  facilitate  the  marking  of  such  cans  after  construction 
IS  completed. 
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No.  20,306. — George  K.  Snow,  of  Watertown,  Massachusetts. — 
Machine  for  Affixing  Post  Office  Stamps  to  Letters, — Patent  dated 
May  18,  1858. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

The  inventor  says :  I  daim  the  combination  of  feeding  mechanism, 
shearing  or  cutting  mechanism,  a  platen  H  and  bed  G,  applied  to- 

S^ether,  so  as  to  constitute  a  machine  for  affixing  postage  stamps  to 
etters,  substantially  as  described. 

I  also  claim  the  arrangement  of  the  feeding  mechanism,  the  platen 
and  the  shear  or  shears,  with  respect  to  the  lever  C  and  the  bed,  sub- 
stantially as  specified,  whereby,  by  the  reciprocating  motions  of  the 
lever,  results  will  take  place  as  set  forth. 

I  also  claim  the  gags  D,  in  combination  with  the  bed,  or  the  table, 
and  the  post-stamping  mechanism. 

I  also  claim  combining  with  the  post-stamping  apparatus,  or  in 
one  frame  with  it,  a  means  of  damping  or  wetting  the  surface  F,  or 
that  part  of  a  letter  on  which  a  stamp  is  to  be  affixed,  as  described. 

No.  20,303. — Andrew  J.  Roberts,  of  Boston,  Massachusetts. — Itn- 
provement  in  Street-Sweeping  Machines. — Patent  dated  May  18, 1858. — 
This  invention  is  described  by  the  claim  and  engravings. 

The  inventor  says:  I  daim^  first,  hanging  the  brooms  or  brushes 
in  a  swinging  frame  on  centres  so  arranged  that  it  can  be  readily 
levelled  and  adjusted  as  fast  as  the  brooms  become  worn,  as  described. 

Second.  The  combination  of  devices  whereby  the  brooms  are  raised 
or  lowered,  and  at  the  same  time  the  communication  between  the 
driving  power  and  brooms  established  or  cut  off,  the  same  consisting 
of  the  bent  lever  arm  n  nn^  short  arms  s  Sy  and  pulleys  i  t,  substan- 
tially as  described. 

Third.  I  claim  attaching  the  spring  plates  to  a  swinging  movable 
frame  which  is  raised  and  lowered  with  the  brooms,  as  described, 
whereby  the  said  springs  are  raised  from  the  ground  when  the  brooms 
are  not  in  use,  and  adapt  themselves  closely  to  the  surface  of  the 
ground  and  press  against  the  same  when  the  brooms  are  at  work, 
thereby  preventing,  by  the  weight  of  the  brooms  acting  upon  the 
springs,  the  vibrating  or  "bobbing"  motion  which  otherwise  the 
brooms  would  receive. 

Fourth.  In  combination  with  the  stud  W  W  in  the  driving-wheels 
the  circular  grooved  pulleys,  as  set  forth. 

No.  21,743. — Amzi  Crane,  of  Newark,  New  Jersey. — Machine  for 
Sweeping  Streets. — Patent  dated  October  12,  1858. — The  claim  and 
engravings  explain  the  nature  of  this  invention. 

The  inventor  says :  I  cZatm,  first,  the  brush  or  sweeping-frame, 
being  so  adjusted  that  when  the  machine  is  in  operation  the  weight  of 
the  said  frame  is  supported  as  much  as  may  be  required  at  its  corners 
upon  the  springs  W  W  W  W  in  the  posts  S  S  S  S,  and  is  free  to 
conform  to  the  uneven  surface  of  the  ground  either  as  a  whole  or  at 
any  of  its  corners,  substantially  as  described. 

Second.  I  claim  the  endless  band  or  chain  of  brushes,  when  said 
band  or  chain  of  brushes  is  operated  for  the  purpose  of  dft^<i%\^\\sj^*^^ 
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and  arranged  substantially  as  above  set  forth,  for  equalizing  and  crimp- 
ing rolls  in  the  manufacture  of  lump  tobacco. 

No.  20,199. — Jambs  W.  Evans,  of  New  York,  N.  T. — Improvement 
in  Pipes  and  Cigar  Holders  or  Mouth-Pieces  for  Smoking  Tobacco. — 
Patent  dated  May  11,  1858. — The  claim  and  engravings  will  explain 
the  nature  of  this  invention. 

Claim. — The  combination  of  the  bulb  or  chamber  and  the  sponge 
or  any  other  suitable  material  saturated  with  water,  in  the  construction 
of  smoking  pipes  or  cigar  holders,  constructed  and  arranged  sub- 
stantially as  described. 

No.  20,075. — Conrad  Liebrich,  of  Philadelphia,  Penn. — Toy. — 
Patent  dated  April  27, 1858  — The  claim  and  engravings  explain  the 
nature  of  this  invention. 

Claim, — Arranging  certain  numbers,  letters,  words,  or  other  signs, 
upon  two,  three,  or  more  disks,  and  combining  them  with  certain  de- 
vices for  setting  the  disks  in  motion,  and  stopping  them  in  such  a  way 
that  after  each  stoppage  the  relative  position  of  the  disks  shall  be 
changed,  so  as  to  show  a  di£ferent  relative  position  of  those  numbers, 
letters,  words,  or  other  signs,  upon  the  circumferences  of  the  disks, 
and  arranging  the  whole  in  such  a  manner  that  the  nature  of  the 
change  in  the  relative  position  of  the  disks  after  each  stoppage  will 
be  a  matter  of  accident^  as  set  forth. 

No.  22,078. — 0.  JiLifiON,  of  Worcester,  Mass. — Improvement  in 
Animal  Traps. — Patent  dated  November  16, 1858. — The  nature  of  this 
invention  consists  in  so  making  a  trap  that  the  hole  shall  close  up  or 
collapse^  and  thus  bring  up  the  fork  or  spears  that  are  arranged  in 
the  trap. 

Claim. — A  rat  or  animal  trap  in  which  the  jaws  are  moved  from 
each  other  in  a  plane,  and  thus  enlarge  the  opening  between  them, 
and  which,  when  tripped,  shall  close  up  or  contract  the  said  opening, 
substantially  as  described  and  represented,  and  for  the  purpose  set 
forth. 

No.  21,647. — MosBS  H.  Biddlb,  of  Mount  Carmel,  111. — Improvement 
in  the  Construction  of  Animal  Traps. — Patent  dated  October  6, 1858.-^ 
This  invention  relates  to  that  class  of  traps  which  is  automatically 
reset  in  the  act  of  entrapping  the  animal,  and  it  consists  in  the  pecu- 
liar arrangement  and  combination  of  the  parts  which  effect  this  object. 

The  inventor  says :  I  am  aware  that  traps  have  been  hitherto  made 
with  revolving  platforms,  which  would  set  themselves  in  the  act  of 
entrapping  the  animals. 

And  I  do  not  claim  broadly  all  traps  with  these  distinctive  features. 

But  I  daim  the  combination  and  arrangement  of  the  pivoted  bar  c, 
spring  detent  2,  and  the  spring  catch  c?,  for  the  purpose  set  forth  and 
as  described. 

I  also  claim  the  arrangement  of  the  spring  pulley  gr,  cord/,  and 
axis  e  of  the  revolving  platform  of  a  rat  trap  m  combination,  for  the 


614  XXn. — MISCELLANEOUS, 

purpose  of  effecting  a  prompt  revolution  of  the  platform  as  soon  as 
the  detent  is  disengaged. 

No.  21,676. — EDBiUND  Hill,  of  Cincinnati,  Ohio. — Improvement  in 
the  Construction  of  Animal  Traps. — Patent  dated  October  5,  1858.— 
The  trap,  when  set,  is  open  at  both  ends.  A  is  the  trap  proper ;  B  is 
the  receiving  box ;  C  C^  are  the  doors  which  are  held  open  by  the 
trigger  D,  which  a  fox  is  about  to  disengage  by  getting  on  the  plat- 
form E,  which  act  releases  the  trigger  and  closes  the  trap,  as  seen  in 
fig.  2.     The  fox  being  now  entrapped,  and  seeing  a  light  in  the  upper 

1  chamber  clambers  to  it,  and,  rushing  forward  under  and  past  the  fall- 

ing gate  F,  thereby  lifts  the  lever  G,  and  with  it  the  doors  c  c*  and 
the  trigger-setting  apparatus  1 1. 
Claim, — The  ridge  or  step  K,  in  combination  with  the  door  F  and 
lever  G,  for  the  purpose  of  resetting  the  trap. 

No.  19,382.— Thomas  M.  Scott,  of  La  Grange,  Ga.— i^y  Trap.— 

^  Patent  dated  February  16,  1858.— When  the  flies  alight  on  the  end 

A^  of  the  apron  that  projects  through  the  end  of  the  box  A  they  are 

carried  through  the  space/ and  around  through  the  box  A  into  the 

chamber  c,  the  partition  a  preventing  their  egress  from  the  chamber, 

mji  and  the  flies  will  then  pass  upward  through  the  opening  t  into  the 

'  receptacle  D. 

Claim, — The  arrangement  of  the   recess  C,  end   A^,  spaces  c /, 
chambers  c  d,  end  piece  gr,  openings  i  t^,  receptacles  D  D^,  box  A, 
and  partition  a,  all  as  described,  whereby  the  catching  and  retaining 
i  ijl  capacity  of  the  contrivance  is  doubled  without  any  augmentation  of 

the  driving  power,  and  with  little  or  no  increased  expense  in  con- 
struction. 

No.  20,091.— William  Riley,  of  Madison  county.  Miss.— jFZy  Trap.— 

Patent  dated  April  27,  1858. — The  claim  and  engravings  explain  the 

nature  of  this  invention. 
I  ill  Claim. — The  shape  of  the  trap  ;  the  sliding  drawer,  as  described ; 

the  manner  in  which  the  triggers  are  made,  as  described  ;  the  tube 
I  which  prevents  the  flies  from  returning  from  the  bag  to  the  box  ;  the 

!  bag  and  circle  by  which  the  flies  are  destroyed,  by  detaching  the  bag 

!  and  circle  from  the  box  ;  and  the  glass  on  the  back  part  of  the  box, 

•  introduced  to  give  light,  and  lead  the  flies  away  from  the  place  of 

entrance  to  the  bag. 

No.  21,646. — Brtan  Atwatbr,  of  Berlin,  Conn.— Fly  Trap.— 
Patent  dated  October  5,  1858. — In  this  invention  a  suds  reservoir  A 
is  used,  which  is  made  in  the  torm  of  a  deep  trough,  and  has  one  side 
notched  or  provided  with  its  top  arranged  about  one-third  of  an  inch 
below  the  upper  edges  of  the  two  ends  and  the  other  side,  so  as  to 
form  a  passage  a  extending  from  one  end  b  to  the  other  b^  of  the 
trough.  This  reservoir  is  to  be  attached  to  a  handle  B  in  such  a 
manner  as  to  enable  it  to  be  held  up  to  and  moved  on  a  ceiling  of  a 
/  room  with  its  mouth  against  the  same. 

Claim. — Ab  a  ne^^  thing  or  manufacture,  a  fly-catcher  constructed 
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with  the  notch  or  passage  a  arranged  with  respect  to  the  upper  edges 
of  its  side  and  two  ends,  and  so  as  to  operate  sobstantially  as  described 
under  circumstances  as  specified. 

No.  19,825. — John  L.  Brabyn,  of  New  York,  N.  Y. — Improvement 
in  lYaps/or  Animals. — Patent  dated  April  6,  1858. — In  one  side  of 
this  trap  and  near  the  top  is  an  opening  of  suitable  capacity  to  admit 
the  animal  for  which  it  is  intended,  ^hich  constitutes  the  entrance 
into  the  trap.  This  opening  is  surrounded  on  three  sides  and  upon 
the  top  by  a  partition,  thus  forming  a  sort  of  recess,  extending  to 
near  nie  centre  of  the  trap.  The  bottom  or  floor  of  this  recess  is 
level,  and  forms,  in  connexion  with  an  inclined  plane  having  its  posi- 
tion on  the  outside  of  the  trap,  what  may  be  termed  a  tilting  platform. 

The  inventor  says :  I  do  not  claim  the  straight  platform  in  any 
position. 

But  I  claim  a  tilting  platform  in  combination  with  the  enclosed 
recess  C  C,  when  the  platform  is  comprised  of  the  inclined  plane  and 
horizontal  floor  A  A,  as  described,  and  for  the  purpose  specified. 

No.  20,873. — Samuel  Gibson,  of  Martic  Township,  Pa. — Improve- 
ment in  TYapa  for  Animals. — Patent  dated  July  13,  1858. — I  is  the 
reception  chamber,  open  at  the  rear,  and  shorter  than  the  main  box 
or  trap  ;  across  this  opening  is  suspended  a  movable  wire  cage  A; 
the  dotted  lines  show  where  the  wires  are  inserted,  to  the  projecting 
arms  of  which  a  wire  i  passes,  running  square  in  front  with  a  de- 
pressed centre,  passing  through  and  keeping  the  swinging  nozzle 
catch  B  in  place.  The  bait  slightly  acted  upon  will  unslip  the  catch, 
and  the  wire  cage  drops  down  behind  and  shuts  the  animal  in  ;  seek- 
ing to  escape,  it  enters  through  an  opening  G  into  the  tilting  chamber 
1 1  on  to  the  tilting  bottom  E  pivoted  at  0. 

The  inventor  says :  I  do  not  claim  the  tilting  fioor  and  parts  sepa- 
rately. 

But  I  claim  the  chambered  box,  wire  drop  cage,  and  tilting  bottom, 
when  combined  and  operated  substantially  as  set  forth. 

No.  21,302. — Frkderick  Rbuthe,  of  Hartford,  Connecticut,  assignor 
to  MoRiTZ  Loth,  of  said  Hartford. — Trap  for  ^ntmob.^  Patent  dated 
August  24,  1858  — The  nature  of  this  invention  consists  in  the  con- 
struction of  a  metallic  trap,  of  a  fiat  circular  form,  to  be  placed  over 
or  near  the  place  of  resorts  of  rats,  moles,  or  other  small  class  of 
animals. 

Olaim. — The  notched  carved  yoke  B  and  the  application  and  oom- 
'  ination  of  the  various  parts  to  form  a  trap,  in  the  manner  and  for 
the  *^urpose  substantially  as  set  forth  and  described. 

No.  21,454. — ^RuFus  M.  Turner,  of  Woodland,  Michigan. — Im- 
proved Trap  for  Animcds. — Patent  dated  September  7,  1858. — ^Thia 
invention  consists  in  the  employment  of  a  pivoted  or  swinging  plat- 
form with  spring-treadle  attached,  to  which  a  catch  or  fastening  is 
connected  that  sustains  the  platform  in  a  proper  horizontal  position, 
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inward  and  downward  towards  the  centre  of  the  trap.  In  the  centre 
of  the  trap  is  an  upright  stem  C,  which  supports  the  bait-pan  D  ;  this 
pan  must  be  made  loose  so  as  to  be  lifted  o£f  when  the  trap  is  to  be 
emptied,  that  the  bait  may  be  saved.  The  bait-pan  is  placed  nearly 
on  a  level  with  the  top  of  the  trap,  so  that  when  the  roaches  ascend 
the  outside  of  the  trap  they  are  enabled  to  see  or  smell  the  bait  in  the 
pan,  and  begin  to  travel  toward  it ;  in  doing  this  they  descend  the 
inclined  annular  ring  and  drop  off  the  edge  into  the  body  of  the  trap. 
Claim. — The  centre  bait-pan  D,  in  combination  with  the  annular 
ring  B,  when  located  as  shown  and  described,  for  the  purposes  set  forth. 

No.  20,931. — W.  R.  Bennett  and  C.  Stoker,  of  Boston,  Mass. — 
Twine  Box. — Patent  dated  July  20,  1858. — This  invention  consists 
in  a  device  for  holding  and  bringing  out  the  twine  from  the  ball,  so 
that  when  one  is  exhausted  the  end  from  another  may  be  brought  out 
without  delay,  and  in  so  guarding  the  edge  of  the  knife  attached  to 
the  box  that  the  persons  using  it  will  not  be  liable  to  wound  their 
hands,  and  yet  that  the  twincj  when  pressed  down  on  the  knife  in  a 
hurried  manner,  will  always  strike  the  edge  in  such  a  position  as  to 
insure  its  being  cut  off. 

The  inventors  say  :  We  dainiy  in  combination  with  the  box  A,  the 
eyelets  a,  attached  to  the  shaft  D,  and  operating  in  the  manner  sub- 
stantially as  set  forth. 

Second.  We  claim  the  knife  guard  E,  constructed  and  operating  in 
the  manner  substantially  as  described. 

No.  19,875. — Jacob  T.  Sargent,  of  Carlinville,  Illinois. — WaUet 
Fastener. — Patent  dated  April  6,  1858. — The  object  of  this  invention 
is  to  enable  a  pocket  book,  purse,  or  other  article  of  value,  to  be 
attached  to  a  pocket  in  such  a  manner  as  to  prevent  it  being  stolen  or 
removed  therefrom  by  a  pickpocket. 

Claim. — The  combination  of  the  spring  catch  and  the  attachment 
plate,  the  same  constituting  a  safety  apparatus  for  the  purpose  described. 

Also  arranging  the  spring  catch  and  attachment  plate  together  as 
specified,  and  making  the  said  catch  with  a  bend  or  recess  d,  disposed 
with  respect  to  the  attachment  plate  in  manner  and  for  the  purpose 
set  forth. 

No.  20,299.— P.  PoppENHiiSBN,  of  New  York,  N.  Y .—Improvements 
in  Manufacture  of  Ariiftcial  Whalebone.— VAieni  dated  May  18,  1858. 

The  inventor  says :  I  do  not  claim  saturating  rattan  with  dyeing 
materials  or  with  boiled  linseed  oil,  as  these  processes  have  before  been 
practised. 

But  I  claim  in  the  preparation  of  rattan  subjecting  it  to  mechanical 
pressure  after  it  has  been  saturated  with  linseed  oil  or  equivalent  sub- 
stance, and  whilst  the  oil,  or  other  equivalent  saturating  substance, 
is  in  a  viscid  state,  substantially  as  described. 

No.  21,740. — George  J.  Colby,  of  Waterbury,  Vt. — Machine  for 
Peeling  JFi«au;.— Patent  dated  October  12,  1858.— The  nature  of  this 
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is  moved  along  by  the  feeding  apparatus  to  space  the  stitches,  sub- 
stantially as  described. 

I.  M.  Singer. 

Edward  Clark. 

No.  519. — Improvement  in  Printing  Presses, — ^I  claim  the  gauge-bar 
for  cards,  herein  above  referred  to,  in  combination  with  the  vibrating 
platen,  and  stop  finger,  and  crank  which  operates  the  same,  in  the  man- 
ner and  for  the  purpose  herein  above  described. 

I  also  claim  the  use  of  a  segment  of  a  cylinder,  in  combination  with 
the  stationary  form  bed,  so  that  the  rotary  inking  apparatus  may 
move  over  the  foim,  and  then  after  taking  ink  from  the  fountain,  dis- 
tribute it  on  said  cylinder,  as  herein  above  set  forth. 

I  also  claim,  in  combination  with  the  stationary  form  bed,  the 
revolving  cheek  plates  1 1,  for  carrying  the  rolls  over  the  form,  as  set 
forth  and  described. 

I  also  claim  the  movable  bearers  on  the  side  of  the  form  bed, 
arranged  and  operated  substantially  as  herein  above  described,  so  as 
to  be  moved  outwards  when  the  inking  rollers  are  passing  over  the 
form,  and  drawn  inwards  when  the  sheet  or  tympan  is  moved  up  to 
said  form.        , 

I  also  claim  regulating  the  delivery  of  the  ink,  by  combining  with 
the  delivery  roller  a  grooved  ratchet  wheel  and  weighted  pawl  band, 
operating  with  the  lever  stud,  cam  roller,  and  stop  lever,  substantially 
as  herein  above  specified. 

I  also  claim  supporting  the  journals  of  one  of  the  inking  rollers  on 
sliding  bearers,  so  that  it  may  be  moved  up  against  the  delivery  roll 
by  means  of  studs  on  said  bearers  and  cams,  operating  the  same  as 
herein  above  set  forth. 

Stephen  F.  Bugolbb. 

No.  520. — Improvement  in  Vaidt  Covers. — I  claim  combining  glasses 
of  an  inverted  pyramidal,  polygonal,  or  conical  form,  with  the  sash  or 
metallic  portion  of  an  illuminating  vault  cover,  or  its  equivalent,  for 
the  purpose  of  producing  a  wide  spread  and  perfect  diffusion  of  the 
rays  of  light  which  may  pass  through  said  cover  into  the  apartment 
beneath^  substantially  as  herein  set  forth. 

Geo.  R.  Jackson. 

No.  521. — Improvement  in  Eccentric  Explosive  Shells. ^L  claim  the 
combination  of  the  head  or  segment  of  the  solid  sphere  with  flat  base 
uniformly  around  the  fuse  hole  with  the  segment  of  the  hollow  part, 
forming  a  spherical  shell  with  flat  based  head  and  externally  smooth, 
as  described. 

Wm.  W.  Hubbbll, 

No.  522. — Improvement  in  Air-tight  Stoves. — I  claim  a  fire-pot,  a  com- 
bustion chamber  and  descending  flues  leading  from  the  bottom  thereof 
and  between  the  fire-pot  and  outer  casing  to  a  chimney,  all  arranged 
in  the  interior  of  a  box  enclosure  or  casing  of  suitable  materials,  with 
proper  provisions  for  admission  of  air  or  fhel,  all  substantially  such 
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No.  527. —  Walking 'Stick  Gun. — ^I  claim,  Ist,  moving  the  lock  piston 
H  backwards  to  effect  the  cocking  of  the  lock  by  revolving  the  section 
T  and  its  attached  spiral  cam  T^ ,  as  described. 

2d.  Cocking  the  lock  ^or  retaining  the  lock  piston  H  in  position 
when  moved  backward  to  its  full  extent)  by  the  locking  plate  E  drop- 
ping into  a  transverse  groove  in  the  top  of  the  piston,  as  described. 

3d.  The  construction  and  operation  of  the  trigger  G-,  as  described, 
which  enables  the  trigger  to  be  closed  up  against  the  body  of  the  gun 
while  the  lock  is  cocked. 

4th.  The  combination  of  the  locking  plate  E  with  the  trigger  G,  as 
described,  by  which  the  strain  of  the  spring  of  the  piston  H  is  brought 
entirely  upon  the  locking  plate,  leaving  the  trigger  free  from  strain 
or  pressure,  and  enabling  the  trigger  to  discharge  the  lock  with  slight 
effort. 

5th.  The  thimble  Y,  as  described,  for  the  purpose  of  being  moved 
over  the  lock  catch  E  and  trigger  G  to  confine  and  secure  them,  so  that 
the  lock  cannot  be  operated  without  first  moving  back  the  thimble. 

6th.  Extending  the  body  M  beyond  the  barrel  N,  and  constructing 
it  of  lighter  material  than  the  barrel,  as  described^  for  the  purpose  of 
making  the  cane  of  requisite  length,  and  of  guiding  and  directing  the 
course  of  the  bullet  after  it  is  nred  from  the  barrel,  without  adding 
materially  to  the  weight  of  the  implement. 

Ira  Buckman,  Jr. 

Na.  528. — Improvement  in  Moulds  for  Casting  Pencil  Sharpeners. — 
I  claim,  in  combination  with  the  matrix  for  casting  or  forming  the 
hollow  conical  or  bell-shaped  body  of  a  pencil  sharpener,  essentially 
as  described,  a  device  or  mechanism  for  holding  the  blade  in  the  ma- 
trix, and  one  for  forming  the  chip  throat  of  such  blade  and  body 
during  the  process  of  casting  or  founding  the  said  body  on  the  blade, 
as  specified. 

And,  in  combination  with  a  device  or  mechanism  for  holding  the 
blade  in  the  matrix,  I  claim  a  slider  or  device  for  supporting  its  back 
while  such  blade  is  in  contact  with  the  core  and  the  throat  slide  or 
former. 

I  also  claim  making  the  core  d  with  a  groove  If^  arranged  in  its 
outer  surface,  in  manner  and  for  the  purpose  as  set  forth,  or,  in  other 
words,  combining  with  the  said  core  and  the  mechanism  for  holding 
the  blade  a  groove  arranged  in  the  core,  substantially  in  the  manner 
and  for  the  purpose  specified. 

I  also  claim  the  mode  of  making  the  throat  slide  or  chip  mouth 
former  A,  viz :  in  two  parts  or  plates  9*  p,  applied,  respectively,  to  the 
two  parts  or  sections  i  I  of  the  mould,  essentially  in  manner  and  for 
the  purpose  as  described. 

I  also  claim  combining  with  the  base  a  its  core  d  and  the  parts  % 
of  the  mould,  when  applied  to  each  other  substantially  as  described^ 
an  adjusted  gauge  or  stop  i,  arranged  on  the  base  plate,  or  in  other 
respects,  so  as  to  operate  essentially  as  set  forth. 

Walter  K.  Fosibb. 
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No.  529. — Improvements  in  a  Printing  Press. — First.  I  claim  the 
arrangement  of  a  distributing  cylinder,  or  segment  of  a  cylinder,  or 
other  suitable  form  of  distributing  surface,  which  shall  always  be 
held  or  fixed  in  the  desired  position  without  resort  to  stops,  latches, 
or  other  secondary  and  movable  attachments^  and  at  the  same  time 
allow  the  rollers,  or  set  of  rollers,  to  move  unimpeded  in  an  onward 
direction  around  or  over  it,  for  the  purpose  of  distributing  the  ink 
evenly,  and  meeting  and  inking  the  form  of  types  in  their  transit,  one 
set  atler  the  other,  at  each  succeeding  passing  over  the  distributing 
surface  and  form  of  types,  performing  its  proper  duties ;  the  whole 
being  one  continuous  operation. 

Second.  I  claim  carrying  two  or  more  sets  of  rollers  in  an  onward 
direction  around  and  over  a  distributing  surface,  or  surfaces,  and  a 
type  bed,  when  such  sets  of  rollers  shall  admit  an  impression  1o 
be  taken  immediately  after  the  passage  of  each  set  of  rollers  consecu- 
tively, whether  the  rollers  are  carried  in  the  precise  manner  herein 
set  forth,  or  by  some  equivalent  mechanical  contrivance  to  produce  a 
like  result — that  is  to  say,  the  allowing  of  several  sets  of  rollers 
alternately  or  consecutively  to  pass  over  or  around  the  distributing 
surface  and  the  form  of  types,  and  admit  of  an  impression  to  be  taken 
between  the  time  one  of  the  sets  of  rollers  leaves  the  form  and  the 
next  set  arrives  at  it,  for  the  purpose  of  giving  a  slow  motion  to  the 
inking  with  rapid  impressions  upon  the  same  form  of  types,  thus 
J     I  j^  i  efiecting  more  speed  as  regards  the  number  of  impressions  in  a  given 

*     i   ;  time,  as  herein  set  forth. 

Third.  I  claim  the  arrangement  of  a  fixture  to  the  frame,  and  form- 

I        '  ]  ing  a  part  thereof,  one  on  each  side  of  the  press,  extending  inwards 

1^        '  towards  its  longitudinal  centre,  of  tubular  projections,  or  studs,  or 

staves,  or  shoulders,  or  their  equivalent-s,  for  the  purpose  of  support- 

i  ing  both  the  bed  and  inking  apparatus,  or  either  of  them^  upon  such 

i  tubes  or  projections,  while,  at  the  same  time,  the  frame  or  roller  car- 

^'  riage  may  be  snugly  fitted  to  the  outside  of  such  tubes,  so  as  to  have 

its  bearing  and  revolve  upon  it;  and  the  projecting  tubes  from  the 

journal  boxes,  in  which  the  main  shaft  rests  and  revolves — each  of 

1  these  by  diflerent  gearing  and  at  diflerent  speeds,  if  need  be — so  that 

by  the  use  of  such  projecting  studs  may  be  efiected  change  of  speed 

j  between  the  inking  rollers  and  the  impression  shaft,  all  working  upon 

and  from  one  general  centre. 

Also  the  separate  revolving  of  the  rollers  upon  the  outside  of  the 
same,  regardless  where  the  main  shaft  may  be  placed,  studs  forming 
supports  for  the  inking  and  impression  apparatus. 

Fourth.  I  do  claim  the  arrangement  of  the  gauge  1,  guides  2,  pawl 
6,  cranks  s  and  d^,  rod  e*,  pin  /,  and  wheels  a*,  in  combination  with 
the  shears  for  cutting  oflF  the  sheet  after  it  is  printed,  and  the  cam  y, 
from  which  it  receives  its  motion,  the  whole  of  these  parts  operating 
as  described ;  all  of  which  is  herein  fully  described  and  set  forth. 

Gboroe  p.  Gordon. 

No.  530. — Improvement  in  Safety  Indicators  for  Steam  Boilers. — ^I 
do  claim  the  within  described  arrangement  of  the  vessels  C  and  D,  as 
applied  and  connected  ^\th  the  feed  pumps  and  steam  whistle,  for  the 
purpose  of  Teg\iVat\ng  W^  -jwoi^  %:sA  ^wx\i^\xi%^\jL^^x\s3L^aa  set  forth. 


•  *'C??? 


CLAIMS  OF  RE-IBSUES,   ETC.  623 

I  also  claim  coDDecting  the  pipe  I  with  the  hoiler  by  means  of  the 
feed  pipes  B,  as  set  forth,  lor  the  purpose  described. 

L.  J.  Knowlbs. 

No.  531. — ImprovemetU  in  Billiard  Cues, — I  claim  my  mode  of  pro- 
viding said  cae  tops,  or  the  cues,  with  screws,  and  adjusting  them  to 
each  other  in  the  manner  as  above  substantially  described. 

C!0NRAD  LeICHT. 

No.  532. — Improvement  in  Carding  Machines. — I  claim  the  applica- 
tion of  the  steel  ring,  hooked  tooth  cylinder  or  cylinders,  to  act  as 
combers,  workers,  or  doffers,  in  combination  with  wire  tooth  carding, 
for  the  purpose  of  quicker  and  more  effectively  opening  wool  and 
other  fibrous  materials,  substantially  in  the  manner  described  and 
shown. 

S.  R.  Paekhurst. 

No.  533. — Improved  Machine  for  Making  Barrels  and  other  Casks. — 
I  claim  the  vibratory  block  or  bed  D^  adjustable  gauge  C,  and  knife 
or  cutter  B,  arranged  relatively  with  each  other,  so  as  to  operate  as 
and  for  the  purpose  set  forth. 

Isaac  Crosseti. 

No.  534. — Improvement  in  Running  Gear  for  Locomotive  Engines. — 

.  I  claim  so  arranging  the  running  gear  of  a  locomotive  engine  as  to 

make  the  drivers  support  its  entire  weighty  in  combination  with  a  pilot 

truck  vibrating  freely  to  guide  the  engine,  substantially  as  described. 

Septimus  Norris. 

No.  535. — Improvement  in  Life-Preserving  Rafts. — I  claim  a  life- 

E reserving  raft  formed  by  the  ordinary  water  casks  or  tanks  of  ships, 
aving  eyes  secured  thereto  so  as  to  be  air-tight,  and  connected  by 
spring  stay  rods,  substantially  as  described,  in  combination  with  a 
rope  net- work  and  canvas  sheet^  operating  as  and  for  the  purpose  set 
forth. 

Lorenzo  Taggart. 

No.  536. — Improved  Oas  Tube  Joint. — I  do  claim  a  conduit  uni- 
versal joint,  made  substantially  as  described,  viz:  with  the  armed 
branches  g  h  and  their  connexion  cross  jointed  together,  and  provided 
with  one  or  more  passages  so  arranged  in  them  as  to  open  a  commu- 
nication from  one  leading  tube  a  to  the  other  5,  with  which  such 
conduit  joint  may  be  connected. 

And  1  also  claim  the  combination  of  the  relief  ring  c,  or  its  equiva- 
lent, with  the  armed  branches  and  the  connexion  cross,  the  same  being 
arranged  therewith  substantially  in  the  manner  and  for  the  purpose 
as  specified. 

Charles  Monson. 

No.  537. — Improvement  in  Lard  Lamps. — I  claim  the  combination 
of  the  hot-air  chamber,  which  is  formea  by  the  arrangement  of  flat 


CLAIMS  OF  RE-ISSUES,   ETC.  625 

Bubstantially  as  described,  and  connected  with  another  hollow  annnlns 
or  ring  by  a  solid  ring,  substantially  as  described,  whereby  ample 
provision  for  yielding  to  the  unequal  contraction  is  obtained,  while  at 
the  same  time  the  metal  composing  the  wheel  is  so  disposed  as  to  pre* 
vent  in  a  great  measure  the  injurious  effects  of  vibrations,  and  to  resist 
the  jars  and  concussions  to  which  railroad  wheels  are  exposed  in  use. 

Wm.  B.  Trbadwell. 

No.  542  — Improved  Sawing  Mill. — I  claim,  first,  the  particular 
means  and  their  arrangement  as  described  for  accomplishing  that  end. 

Second.  Effecting  by  means  of  an  eccentric  the  combination  of  the 
log  carriage  and  automatic  reversing  mechanism,  thereby  rendering 
the  saw  mill  capable  of  self-feeding  and  self-gigging,  as  set  forth. 

Third.  So  adjusting  the  ganging  incline  d^  that  its  hinge  or  pivoted 
joint -and  its  opposite  end  or  terminus  shall  always  be  at  the  same  and 
equal  distances  from  the  set  shaft  F,  as  described. 

Fourth.  The  application  in  the  manner  described  of  the  adjustable 
self-fastening  trip  2  to  a  saw  mill  which  operates  with  a  continuous 
rapid  motion  back  and  forth,  in  combination  with  the  vibrating 
reversing  stop  u;^,  substantially  as  and  for  the  purposes  set  forth. 

Wm.  M.  Fbrrt,  Jr. 

No.  543. — Improvement  in  Rollers  for  Window  Shades. — I  do  claim 
the  Qpmbination  of  India-rubber  or  equivalent  substance  with  a 
window  shade  roller  or  its  pulley,  substantially  as  and  for  the  pur- 
pose described. 

J.  B.  Bailey. 

No.  544. — Improvement  in  Steam  Boilers. — We  claim,  first,  con- 
necting the  water  legs,  extending  from  the  front  to  the  rear  end  of 
the  boiler,  continuously  to  the  shell  of  the  boiler  at  the  point  of  the 
greatest  horizontal  diameter  of  the  boiler,  substantially  as  herein  set 
forth. 

Second.  Interposing  perforated  plates  between  the  flanges  of  the 
water  legs  and  the  shell  of  the  boiler,  as  and  for  the  purposes 
described. 

Wm.  M.  Ellis. 
J.  B.  Ellis. 

No.  545. — Improvement  in  Grass  Harvesters. — I  claim,  in  combina- 
tion with  a  main  frame,  a  loose  cutter  bar  or  finger  beam  that  projects 
laterally  from  it,  and  so  hung  to  the  frame  of  the  machine  as  that,  in 
being  dragged  over  the  ground,  it  shall  receive  all  its  vertical  move- 
ments solely  from  the  undulations  of  the  ground  over  which  it  is  drawn 
by  means  substantially  as  described. 

I  also  claim  the  bars  or  rods  K  K^  for  connecting  the  beam  1o  tbe 
main  frame,  when  said  bars  effect  the  objects  herein  stated,  and  by  the 
means  substantially  as  described. 

I  also  claim  the  combination  of  two  hinged  or  jointed  rods  or  bars 
K  m  for  allowing  the  cutter  or  finger  bar  or  beam  its  vertical  but 
restraining  its  lateral  iQotion,  substantially  as  described. 

JOH ATH AK  HAINia. 
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roller  being  placed  between  tbe  foantain  and  the  cylinders  K*  K*,  in 
the  manner  substantially  as  herein  shown. 

13th.  I  also  claim  the  mode  herein  described  of  laying  the  ink  npon 
the  types  by  passing  the  rollers  K*  K*  between  the  bed  and  platen, 
said  rollers  being  brought  to  a  stand,  in  their  horizontal  movement, 
for  the  purpose  of  receiving  their  supply  of  ink  from  a  cylinder  or 
cylinders,  substantially  as  herein  stated. 

14th.  I  also  claim  the  within  described  mode  by  which  the  nuts  g^ 
g^y  which  sustain  the  impression,  are  brought  to  their  proper  positions 
and  secured  there,  that  is,  by  the  hoops  jr",  set-screws  ^*,  and  pins  gf*, 
substantially  as  specified. 

15th.  I  also  claim  the  mode  of  producing  the  impressions  by  means 
of  toggle  joints  applied  to  the  under  or  reverse  side  of  the  bed, 
substantially  ae  herein  described. 

16th.  I  also  claim  the  combination  of  the  rocker-shafb  cP  and  the 
levers  d^  with  the  bed,  the  same  being  for  the  purpose  of  keeping  the 
bed  levels  substantially  as  herein  described. 

Isaac  Adams. 

No.  547. — Improved  Sirup  Caelers. — I  claim  the  combination  of  a 
self-measuring  faucet  and  air-tube  with  each  of  two  or  more  reservoirs 
for  sirup  or  like  fluids,  the  reservoirs  being  on  a  common  base,  forming 
a  caster  substantially  as  and  for  the  purpose  specified. 

Edmund  Bigelow. 

No.  548. — Improvement  in  Harvesters. — I  claim,  first,  operating  and 
changing  the  speed  of  the  cutters  by  means  of  the  internally  geared 
wheel  I  and  spur-wheel  D*,  in  combination  with  the  pinion  J,  the  same 
being  arranged  and  rendered  adjustable,  substantially  as  herein  set 
forth  and  for  the  purpose  specified. 

Second.  Connecting  tbe  rod  Or  to  the  end  of  the  lever  F  by  means 
of  the  swivel  joint  t,  when  the  said  joint  is  situated  at  or  near  the 
centre  of  vibration  of  the  cutter-frame. 

Chas.  Crook. 

No.  5i9.—Improvemenf  in  Bagasse  Furnaces. — We  claim  inserting 
in  the  furnace  a  skeleton  dome  rising  above  the  exit  flue,  so  as  to  arrest 
the  fall  of  the  wet  bagasse,  and  for  a  limited  time  retain  it  above  the 
fire  without  obstruction  to  the  draught  of  the  furnace,  substantially 
as  hereinbefore  set  forth. 

TocjNGS  Alltk. 
Abraham  Hagbr. 

No.  550. — Improvement  in  Boxes/or  Meceiving  Passengers*  Fares. — 
I  claim  a  fare  box  having  two  compartments,  into  which  one  of  the  fare  is 
first  deposited  and  temporarily  arrested  previous  to  its  being  deposited 
in  the  other,  when  the  former  is  provided  with  glass  sides,  so  arranged 
that  the  passengers  can  see  through  one,  and  the  driver  or  conductor 
through  another  in  the  same  manner,  substantially  as  and  for  the 
purposes  set  forth. 

J.  B.  Slawbon. 
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No.  551. — Improved  Arithmometer  for  Adding. — I  claim,  first,  the 
combination  of  the  repeater  X,  the  stationary  repeater  stop  17,  the 
sliding  stop-bars  T^  T*,  &c.,  and  the  stationary  stop-pin  w,  with  the 
driving-wheel  D,  or  its  equivalent,  provided  with  a  series  of  holes  e  e, 
the  whole  operating  substantially  as  described  to  control  the  motion  of 
the  register. 

Second.  Combining  the  shaft  of  the  driving-wheel  D,  or  its  equiva^- 
lent,  with  the  keys  S*  S^,  &c.,  by  means  of  a  stronger  spring  y  and  a 
weaker  spring  B  and  a  lever  13,  deriving  motion  irom  the  keys,  the 
whole  operating  substantially  as  herein  described,  for  the  purpose  set 
forth. 

Third.  (Combining  the  keys  with  the  sliding  stop-bars  T*  TP,  &c., 
by  means  of  the  wedges  8  8  attached  to  the  keys ;  the  arms  U  U  sliding 
on  guide-bars  Y,  and  the  collars  6  6  and  springs  7  7  applied  to  the 
guide-bars,  substantially  as  and  for  the  purpose  specified. 

Fourth.  The  loose  teeth  r  applied  to  the  wheels  o  o,  and  operating 
substantially  as  herein  described  for  the  purpose  specified. 

Fifth.  Making  the  ''  register"  movable  longitudinally  relatively 
to  the  driving-wheel  D,  or  its  equivalent,  substantially  as  described, 
for  the  purpose  of  changing  the  driving  operation  to  the  register- 
wheels  of  different  denominations  at  pleasure. 

0.  L.  Castlb. 

No.  552. — Improved  Sawing  MUl. — We  claim  changing  the  saw,  after 
each  cut,  alternately  from  an  oblique  position  in  one  direction  to  an 
t    ii   I  oblique  position  in  a  contrary  direction  to  the  line  of  the  log  carriage 

while  cutting  in  either  direction,  by  the  movements  of  the  machine, 
and  for  the  purposes  herein  set  forth. 

We  also  claim  the  swing-guides  w^  u;^  in  combination  with  the  sta- 
tionary guides  w  w,  for  the  purpose  of  guiding  the  saw,  as  described. 

We  also  claim  the  two  wedge-rollers,  or  wedges  P*  and  P^,  to  keep 
the  board  clear  of  the  saw  while  cutting  in  either  direction,  as  described. 

We  also  claim  the  combination  of  pinions  %  and  their  pins  o,  entering 
into  recesses  of  plates  b,  the  ratchet-wheels  9,  the  ratchets  r,  the  ad- 
justable segments  J,  and  the  wheels  G^,  the  screws  G,  and  the  rods 
K,  with  their  clutches  Z  and  V,  lor  the  purpose  of  setting  the  log  to 
the  saw,  and  stopping  the  setting  when  the  log  frame  advances  too 
close  to  the  saw. 

And  we  also  claim  the  notched  plate  t,  in  combination  with  the  latch 
gr,  lever  w,  and  link  i,  for  the  purpose  of  operating  the  belt-shifter  I 
without  turning  the  lever  D,  substantially  as  set  forth. 

William  Hawkins. 
'  William  C.  Clart. 

No.  553. — Improvement  in  Seed  Planters, — We  claim  the  pocketed 
roller,  as  described,  running  close  to  the  bottom  of  the  cell,  in  combi- 
nation with  the  adjustable  aperture  in  said  cell  bottom,  when  the 
relation  between  the  width  of  the  pocket  and  maximum  size  of  the 
aperture  is  such  that  the  pocket  will  always  embrace  the  apperture,  a^ 
and  for  the  purposes  described. 

B.  Kuhns. 
M.  J.  Hainib. 
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No.  554. — ImprovemerU  in  Seeding  Machines, — I  claim,  first,  the 
employment  of  a  tubular  chamber  or  discharger,  rotating  rapidly  in 
a  horizontal  position,  so  that  its  outer  edge  or  periphery  will  be  in  a 
plane  vertical  or  nearly  vertical  to  the  horizon,  and  thereby  commu- 
nicating a  centrifugal  motion  to  the  grain,  seed,  &c.,  away  from  the 
centre  of  a  circle  whose  plane  is  thus  vertical  or  nearly  vertical  to  the 
horizon. 

Second.  The  employment  of  a  funnel-shaped  discharging  chamber 
for  the  purpose,  and  rotating  in  the  position  above  described,  having 
spiral  flanches,  or  their  equivalents,  inserted  therein,  and  operating 
to  arrest  the  two  direct  flow  of  the  grain  or  seed,  &c.,  through  the 
discharger,  and  retaining  it  therein  until  the  necessary  centrifugal 
force  is  communicated  to  it  before  it  leaves  the  discharger,  as  above 
described. 

Third.  The  combination  and  use  of  the  above  described  and  above 
claimed  tubular  or  funnel-shaped  discharging  chamber,  rotating  in  the 
position  above  described,  with  the  disk  H  placed  and  operating  in 
the  manner  above  described. 

Fourth.  The  combination  and  use  of  the  above  described  and  above 
claimed  tubular  or  funnel-shaped  discharging  chamber,  rotating  in 
the  position  above  described,  whether  with  or  without  the  use  of  the 
disk  H,  with  a  hopper  constructed  of  any  proper  material,  and  fitted 
with  the  slide  b  and  rock  shaft  c,  with  teeth  d  attached,  or  their  equiva- 
lents, and  operating  substantially  in  the  manner  above  described,  to 
feed  the  grain,  seed,  &c.,  into  the  discharging  chamber. 

Charles  W.  Cahoon. 

No.  555. — Improvement  in  Machinery  for  Separating  Flour  from 
Bran. — We  claim,  first,  the  vertical  or  nearly  vertical  position  of  the 
bolt. 

Second.  A  surrounding  case  forming  a  chamber  or  chambers  around 
the  bolt,  substantially  as  and  for  the  purpose  specified,  and  provided 
with  suitable  means  for  the  delivery  of  the  flour,  as  specified. 

Third.  A  rotating  distributing  head  at  or  near  the  upper  end  of  the 
bolt,  substantially  as  described. 

Fourth.  Rotating  beaters  or  fans  within  the  bolt,  substantially  as 
and  for  the  purpose  specified. 

We  also  claim,  in  combination  with  the  first,  second,  and  fourth 
features  of  the  combination  first  claimed,  the  closed  up  top  of  the  bolt^ 
except  an  aperture  or  apertures  for  the  admission  of  the  material 
and  air,  substantially  as  and  for  the  purpose  specified. 

We  also  claim,  in  combination  with  the  first,  second,  and  fourth 
features  of  the  combination  first  claimed,  the  closed-up  bottom  of  the 
bolt  proper,  except  an  aperture  or  apertures  for  the  discharge  of  the 
bran,  substantially  as  and  for  the  purpose  specified,  whether  the  said 
bottom  be  or  be  not  specially  provided  with  an  aperture  or  apertures 
for  the  admission  of  air,  as  specified. 

We  also  claim,  in  combination  with  the  third  combination  claimed, 
or  the  equivalent  of  the  features  thereof,  the  employment  of  rotating 
arms  or  wings  moving  in  close  proximity  with  the  inner  surface  of 
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Uo.  561. — Improvement  in  Cutting  Device  for  Harvesters. — ^I  claim 
placing  the  blade  or  the  cutting  teeth  of  a  harvesting  machine  on  the 
vibrating  bar  to  which  they  are  secured,  so  that  the  said  blade  or 
cutting  teeth  may  extend  back  and  behind  such  bar,  substantially  in 
the  manner  and  for  the  purpose  specified. 

Hei^rt  Grbbn. 

No.  562. — Improvement  in  Mowing  Machines. — I  claim,  first,  a 
cutting  apparatus  behind  the  driving  wheel  of  a  machine  adapted  to 
mowing,  when  this  is  combined  with  a  tongue  or  pole  hinged  sub- 
stantially as  described,  and  with  proper  means  substantially  such  as 
described,  for  causing  the  cutting  apparatus  to  run  in  close  proximity 
with  the  ground,  the  whole  combinatioa  being  substantially  such  as 
and  for  the  purposes  set  forth. 

Second.  I  also  claim  arranging  and  combining  the  finger  beam  with 
the  rear  end  of  the  main  frame  of  the  gearing  in  such  manner  that 
while  the  portion  of  the  finger-beam  to  which  the  cutting  apparatus  is 
secured  extends  below  the  frame  and  may  run  close  to  the  ground,  the 
rear  end  of  the  frame  will  be  carried  above  the  stubble,  and  this  rela- 
tive position  of  the  rear  end  of  the  frame  of  the  finger-beam  and  of  the 
ground  will  not  be  disturbed  by  the  rising  and  falling  of  the  finger- 
beam  or  the  driving  wheel  to  follow  inequalities  in  the  surface  of  the 
ground  in  their  respective  paths. 

Third.  1  claim  the  combination  and  arrangement  of  a  metallic  shoe 
substantially  such  as  herein  described ;  the  finger-beam  and  gearing 
frame  substantially  as  herein  set  forth. 

HeNKT  GrRBBN. 

No.  563. — Improvement  in  Red  Supports  in  Mowing  Machines. — I 
claim  the  method  of  supporting  the  reel  upon  the  end  of  the  finger- 
beam  without  obstructing  the  action  of  the  divider  by  means  of  in- 
clined arms,  substantially  as  described. 

Uenrt  Grbbk. 

No.  564. — Improvement  in  Cutting  Device  for  Harvesters, — ^I  claim, 
first,  a  vibrating  cutter  having  any  proper  form  of  cutting  edge  in 
front  and  notched  or  indented  in  the  rear  thereof,  in  combination  with 
guard-fingers,  across  which  it  vibrates^  substantially  as  herein  set 
forth;  and, 

Second.  The  combination  of  a  cutting  edge  at  the  front  of  a  vibrat- 
ing cutter,  for  severing  the  stalks  of  grass  or  grain,  with  a  cutting 
edge  at  the  rear  for  cutting  up  and  facilitating  the  discharge  of  ol^ 
structing  matter,  substantially  as  herein  set  forth. 

HbNRT  GrRBBN. 

No.  565. — Improvement  in  the  Mode  of  Connecting  the  Steam  Cylinder 
with  Steam  Chests. — I  claim  so  constructing  balance  poppet-valve 
engine  steam  chests  that  a  portion  of  the  outside  of  the  cylinder  forms 
a  portion  of  the  inside  of  the  chest,  having  the  platea  which  contaia 
the  upper  and  lower  valve  seats  cast  directly  upon  the  cylinder,  sub- 
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I  also  claim  the  application  and  arrangement  of  the  links  E  E^,  or 
their  equivalents,  in  combination  with  the  lever  A,  so  that  the  said 
links  may  alternately  be  put  in  connexion  with  the  draught  chain  I  by 
means  of  the  two  link  hooks  J  and  K,  or  their  equivalents,  substan- 
tially in  the  manner  and  for  the  purpose  herein  set  forth  and  described. 

W.  W.  WiLus. 

No.  570. — Improved  Method  of  Ventilating  Ships,  (kc. — I  claim  the 
ventilating  of  vessels,  houses,  rooms,  or  any  other  description  of  en- 
closed and  covered  spaces,  by  expelling  the  foul  air  combined  therein, 
and  by  simultaneously  introducing  in  its  stead  fresh  air,  cooled  by  a 
combination  and  arrangement  of  two  sets  of  wings  on  one  shaft 
acting  simultaneously,  substantially  as  described. 

'  Rudolph  Knecht. 

No.  571. — Improvement  of  Mcxhinea  for  Marking  Time  of  Attendance 
of  Workmen, — 1  claim  the  combination  of  a  registering  surface 
operated  by  clock-work,  with  markers  so  applied  as  to  mark  on  said 
surface  and  indicate  the  presence  or  absence  of  the  employ^  or  work- 
man at  or  from  the  period  of  time  denoted  by  the  position  of  the 
registering  surface,  as  specified. 

I  also  claim  a  perforated  plate^  in  combination  with  a  slide  or  its 
equivalent,  whereby  the  presence  or  absence  of  the  employe  or  work- 
man, to  whom  each  perforation  is  allotted,  is  indicated  upon  inspection 
by  means  of  black  and  white  or  dissimilar  colors  exhibited  behind  said 
opening,  as  specified. 

Benj.  T.  Harris. 

No.  572. — Improvement  in  Sewing  Machines, — ^We  do  claim,  first, 
in  combination  with  an  upper  needle  or  eye-pointed  perforating  in- 
strument, a  non-perforating  eye-pointed  instrument  so  shaped  and 
moved,  substantially  as  specified,  that  it  shall  spread  a  loop  of  the 
thread  it  governs  while  advancing  through  the  loop  of  the  upper 
needle  thread,  substantially  in  the  manner  and  for  the  purpose  specified. 

Second.  We  claim,  in  combination  with  an  eye-pointed  upper  needle, 
a  non-perforating  instrument  having  the  function^  substantially  in 
the  manner  specified,  of  carrying  the  loop  of  upper  needle  thread  out 
of  the  location  or  position  in  which  it  was  originally  oeized,  for  the 
purpose  substantially  as  set  forth. 

Third.  We  claim,  in  combination  with  an  eye-pointed  perforating 
instrument,  an  eye-pointed  non-perforating  instrument,  substantially 
such  as  is  described,  and  performing  the  two  offices  of  spreading  a 
loop  of  its  own  thread  while  advancing  through  a  loop  of  the  upper 
needle  thread,  and  of  changing  the  locality  of  the  loop  of  upper 
thread  that  it  has  seized,  both  offices  being  performed  substantially  in 
the  manner  and  for  the  purpose  herein  before  described. 

Fourth.  We  claim  an  eye-pointed  upper  needle  and  an  eye-pointed 
needle  so  arranged  and  operating  as  to  make  a  stitch,  substantially 
such  as  is  herein  represented,  in  combination  with  a  feed  apparatus, 
one  surface  of  which  has  motion  in  four  different  directions,  substan- 
tially in  the  manner  and  for  the  purposes  described. 

W.  0.  Qrovek., 
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No.  577. — Improved  OmnUma  Fare  Box. — I  claim,  first,  the  glass 
plates  %  and  /,  as  arranged  in  connexion  with  the  apron  m,  in  the 
manner  substantially  as  and  for  the  purposes  set  forth. 

Second.  Closing  the  passage  to  the  drawer  below  from  the  chamber 
above  by  means  of  an  apron  operated  by  a  spring  8  in  the  manner 
substantially  as  set  forth. 

I.  S.  Bbeybb. 

No.  578. — Improvement  in  Reaping  Machines, — I  claim  the  employ- 
ment of  the  projecting  ends  of  the  reel  ribs  to  effect  the  separation  of 
the  grain  to  be  cut  from  that  to  be  left  standing  in  combination  with 
a  dividing  apparatus,  substantially  as  described,  which  effects  a  division 
of  the  grain  to  be  cut  from  that  to  be  left  standing  by  forming  an 
open  space  between  the  outer  and  inner  grain  for  the  ends  of  the  ribs 
of  the  reel  to  act  in,  in  which  open  space  there  is  no  reel  post  or  other 
obstruction  to  prevent  the  free  passage  of  the  grain  as  it  is  brought 
back  by  the  ends  of  the  reel  ribs  to  the  platform  of  the  machine,  and 
by  which  means  a  separation  of  the  inside  grain  to  be  cut  from  the 
outside  grain  to  be  left  standing  is  made  complete  by  the  action  and 
power  of  the  reel,  substantially  as  described. 

C.  H.   McCORMICK. 

No.  579. — Improvement  in  Heaping  Machines. — ^I  claim  the  down- 
ward curve  or  bend,  substantially  as  described,  of  the  bearers  that 
support  the  cutting  apparatus  to  facilitate  the  discharge  of  any  clog- 
ging matter  that  may  enter,  as  set  forth. 

C.    H.   McCORMICK. 

No.  580. — Improvement  in  Knife- Polishers. — I  claim,  as  the  inven- 
tion of  Reuben  Shaler,  the  combination  of  the  hopper  B,  polishing 
surfaces  C  and  D,  and  springs  E,  or  their  equivalents,  substantially 
in  the  manner  and  for  the  purposes  set  forth. 

William  H.  Horstman, 

Assignee  of  Reuben  Shaler. 

No.  581. — Improved  Printing  Press. ^l  claim,  first,  the  arrange- 
ment and  combination  of  a  rotating  disk  W  with  an  annular  ring  or 
outside  disk  X,  the  two  revolving,  each  in  an  opposite  direction  to  the 
other,  for  the  purpose  of  breaking  up  the  ink,  so  that  it  shall  by  such 
contrary  motions  become  evenly  distributed,  and  thus  imparted  to  the 
rollers,  which  ink  the  form  of  types. 

Second.  I  claim  the  rollers  T,  **  one  or  more  being  used,"  for  ink- 
ing the  form,  from  the  parallel  position  they  necessarily  assume  for 
this  purpose^  changing  to  an  oblique  position,  which  shall  give  to  them 
a  lateral  motion  when  in  contact  with  the  distributing  disks,  or  some 
equivalent^  for  the  purpose  specified. 

Third.  I  claim  the  arrangement  of  a  form-bed  which  alternately 
varies  its  motions  during  its  reciprocating  movement,  viz:  first  travel- 
ling under  and  in  contact  with  a  cylinder  to  give  an  impression^  then 
being  withdrawn  from  contact  with  the  cylinder,  and  remaining  with- 
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Fourthly.  Connecting  the  evaporator  with  the  chamber  hj  substan- 
tially in  the  manner  described,  whereby  the  saturated  water  can  be 
drawn  off  from  the  bottom  of  the  evaporator. 

Joseph  P.  Pibssomi. 

No.  585. — Improvement  in  Sktrt-Hoops. — I  claim,  first,  connecting 
the  hoops  to  each  other  by  a  series  of  loops,  substantially  as  specified. 
*  Second.  Attaching  to  the  hoops  the  tapes  or  other  articles  by  which 
the  hoops  are  suspended  by  means  of  metallic  clasps  which  embrace 
the  hoops,  substantially  as  specified. 

Third.  Forming  eyes  in  the  bi  aiding  at  the  extremities  of  the  hoops 
to  serve  as  slides,  substantially  as  specified. 

David  Holmbs. 

No.  58f5. — Improvement  in  Watch- Cases. — I  claim,  first,  in  reversing 
the  inner  case  containing  the  works  and  dial  in  the  outer  case,  to 
present  the  dial  on  either  side. 

1  claim  pivoting  the  inner  case  containing  the  works  and  the  dial 
to  the  ring  of  the  outer  case,  substantially  as  herein  described,  or  by 
equivalent  means,  so  that  it  can  be  reversed  to  present  the  dial  in 
either  direction  without  disconnecting  from  the  outer  case,  as  set 
forth. 

WicKUFF  E.  Baldwin. 
EuHU  Buss. 

No.  587. — Improvement  in  Watch-Cases. — I  claim,  first,  attaching 
the  pendent  in  double  case  watches  permanently  to  the  ring  of  the 
outer  case,  substantially  as  and  for  the  purpose  specified. 

Second.  Connecting  the  inner  case  with  the  ring  of  the  outer  case, 
80  that  the  inner  case  containing  the  works  and  dial  can  be  reversed 
and  held  within  the  ring  of  the  outer  case  to  exhibit  either  the  back 
or  the  dial  through  the  bizzle,  and  so  that  the  inner  case  may  be  held 
in  the  ring  of  the  outer  case,  independently  of  the  closing  of  the  outer 
case,  as  set  forth. 

Third.  In  reversing  the  inner  case  containing  the  works  and  dial, 
in  the  outer  case  to  present  the  dial  on  either  side,  I  claim  shifting  the 
dial  one  quarter  of  a  circle,  substantially  as  herein  described,  or  by 
equivalent  means,  so  that  the  figures  of  the  dial  may  be  properly 
located  relatively  to  the  pendant  for  either  the  ordinary  open-face 
watch  or  the  ordinary  hunting  watch. 

Fourth.  Forming  the  ring  of  the  inner  with  a  flange  or  rib,  sub- 
stantially as  described,  in  combination  with  a  corresponding  flange, 
rib,  or  rest  on  the  ring  of  the  outer  case,  to  give  the  required  support 
to  the  inner  case  within  the  outer  case  when  reversed  to  present  the 
dial  in  either  direction,  as  set  forth. 

WicKLiFF  E.  Baldwin. 
ExjHU  Buss. 

No.  588. — Improvement  in  Manufacture  of  Hard  Rubber  Goods. — 
I  claim  the  improvements  in  the  hardening  and  vulcanizing  of  India- 
rubber  or  gutta-percha  by  which  the  manufacture  of  perfectly  shaped 
articles  may  be  facilitated,  substantially  as  described. 
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No.  592. — Improvement  in  Harvesters. — What  is  claimed  as  the 
invention  of  Nelson  Piatt  is,  constructing  that  portion  of  the  plat- 
form of  the  reaping  machine  which  is  traversed  by  a  rake  working 
above  it,  with  a  solid  floor  so  shaped  as  to  allow  the  points  of  the 
teeth  of  the  rake  to  move  below  the  plane  traversed  by  the  grain, 
substantially  as  herein  set  forth. 

William  H.  Seymour. 

D.  S.  Morgan. 

No.  593. — Improvement  in  Harvesters, — What  is  claimed  as  the 
invention  of  Nelson  Piatt  is,  the  combination  of  a  vibrating  sweep- 
rake,  with  a  fence  or  guard  to  prevent  the  grain  from  being  deflected 
from  the  path  of  the  rake  by  centrifugal  force,  substantially  as  herein 
set  forth. 

William  H.  Seymour. 
d.  s.  morqan. 

No.  594. — Improvement  in  Steam  Boilers, — I  claim  the  arrangement 
of  the  tubes  and  the  connexion  of  one  or  more  receptacles,  substan- 
tially such  as  herein  described,  for  consuming  the  fine  particles  of 
coal  which  are  carried  by  the  force  of  the  blast  or  draught  from  the 
fire-chamber  into  the  flues,  the  said  receptacle  being  placed  below  the 
bottom  of  the  main  flue,  and  communicating  therewith,  and  between 
the  fire-chamber  and  a  check  or  deflector,  or  between  checks  and  de- 
flectors in  the  main  flue,  to  check  the  momentum  of  the  particles  of 
coal,  and  cause  them  to  drop  into  the  receptacle  to  be  consumed,  sub- 
stantially as  described. 

I  also  claim,  in  the  construction  of  the  boiler,  substantially  as  herein 
described,  forming  a  single  flue  in  the  middle  for  the  imssage  of  the 
products  of  combustion  from  the  main  flue  surrounding  the  water 
tubes  to  the  smoke-box,  when  this  is  connected  with  a  check  or  de- 
flector placed  in  the  main  flue  among  the  water  tubes,  and  in  front  of 
the  said  middle  flue,  substantially  as  described,  to  prevent  the  pro- 
ducts of  combustion  from  taking  a  direct  course  to  the  said  middle 
flue,  as  described.  I  also  claim  arranging  the  bent  up  ends  of  the 
water  tubes,  where  they  are  connected  with  the  crown  sheet  of  the 
furnace  in  a  series  of  double  longitudinal  rows,  and  leaving  spaces 
between  the  double  rows  of  greater  width  than  the  external  diameter 
of  the  water  tubes,  substantially  as  described,  to  admit  of  taking  out 
and  inserting  the  tubes,  whilst  in  other  respects  the  said  tubes  may 
be  placed  as  near  to  each  other  as  may  be  desired. 

I  also  claim  interposing  the  net-work  or  plate  between  the  rear  end 
of  the  flue  and  the  smoke-stack  and  the  exhaust  pipe,  as  and  for  the 
purposes  herein  set  forth  ;  and  I  also  claim  combining  with  the  de- 
flector in  the  smoke-box  the  receptacle  for  the  sparks  or  other  fine 
particles  of  coal  dust,  substantially  as  herein  described,  for  prevent- 
ing the  sparks  from  being  consumed  or  accumulating  in  the  smoke- 
box  and  interfering  with  the  draught  as  herein  set  forth. 

F.  P.  Dimpfel. 

No.  595,— Improvement  in  the  Manufacture  of  Textile  Hose. — We 
claim  the  double  tube  or  hose  as  a  new  article  of  manafacture^  ^o.^^^'x 
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Erevent  the  delivery  of  the  thread  from  the  shuttle,  and  the  adjustahle 
berating  piec5e  U  for  preventing  the  delivery  of  the  thread  trom  the 
shuttle  and  allowing  the  desired  quantity  to  be  given  out. 

I  also  claim  constructing  the  shuttle  in  two  parts,  viz :  the  shell 
and  cap,  of  which  the  latter  is  inf erted  into  and  withdrawn  from  the 
former,  as  described. 

James  Harrison,  Jr. 

No.  601. — Improvement  in  Hoisting  Winchee  for  Shipboard. — I 
claim  the  construction  and  use  of  winches  whose  bosses  or  drums, 
turned  by  cog-wheels,  operate  in  connexion  with  certain  sheaves, 
wheels,  or  pulleys  for  carrying,  operating,  and  sustaining  the  fall  or  , 
tackle  used  in  hoisting  or  lowering  the  sails  or  cargoes  of  vessels  on 
shipboard,  substantially  as  herein  described  and  for  the  purposes  set 
forth. 

J.  Brtant. 

No.  602. — Improvement  in  BaUroad  Gars  for  Day  and  Night  Service. 
I  claim,  1st.  The  employment  of  the  movable  backs  of  car  seats,  when 
used  for  the  purpose  of  filling  up  the  spaces  between  the  seats,  so  that 
a  bed  may  be  formed,  and  this  I  claim  whether  accomplished  in  the 
manner  herein  shown,  or  in  any  other  manner  substantially  the  same, 
whereby  the  same  result  is  accomplished. 

2d.  The  within  described  method  of  forming  and  concealing  when 
not  in  use,  in  the  spaces  between  the  windows,  an  upper  tier  of  beds, 
as  set  forth  and  for  the  purpose  specified,  and  also  the  same  in  arrange- 
ment with  the  device  constituting  the  subject  of  the  first  claim. 

J.    B.   CREiaHTOK. 

No.  603. — Improvement  in  the  Manufadure  of  Sulphuric  Add. — 
I  claim  the  process  of  treating  native  metallic  sulphurets  or  arsenio- 
sulphurets  in  connexion  with  the  substances  above  described,  in  order 
to  expel  all  or  part  of  the  sulphur  and  arsenic,  for  the  purpose  of  obtain- 
ing therefrom  sulphuric  acid,  and  the  metals  as  sulphates  or  oxides. 

Alfred  Monnier. 

No.  604. — Improved  Shingle  Machine. — I  claim,  first,  the  use  of  a 
set  of  two  or  more  frees,  arranged  substantially  as  hereinbefore 
described,  for  the  purpose  of  riving  two  or  more  bolts  from  the  block 
of  wood  at  the  same  time,  thus  preventing  the  tendency  of  the  wood 
to  eat  out  or  split  too  thin  at  one  end,  or  at  either  side. 

Second.  The  use  of  brace  bars  or  their  equivalents,  so  arranged  in 
combination  with  the  frees  that  the  frees  will  incase  themselves 
between  them;  thus  securing  the  perfect  separation  and  delivery  of 
the  bolts  from  the  block. 

Third.  Tne  use  of  sliding  side  pieces  L  L  with  converging  slota  c  c, 
in  combination  with  the  upright  grooves  dd  in  the  frame  in  which 
the  wrists  of  the  shaving  knives  are  inserted,  for  the  purpose  of  effect- 
ing the  gradual  approximation  of  the  shaving  knives  in  the  proper 
taper  of  the  shingles. 

J'ourth.  The  combination  of  the  lever  P  with  its  pin  B,  the  i>ro- 
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paper  shall  act  for  that  purpose  when  the  type-wheel  ceases  to  revolve 
for  a  longer  period  than  asual. 

Tenth.  I  claim,  in  combination  with  a  type-wheel  of  a  printing 
telegraph,  a  sparred  or  toothed  cylinder,  substantially  such  as  is  spe- 
cified, the  latter  causing  the  paper  to  progress  as  the  purposes  of 
printing  by  the  types  m  the  former  may  require,  substantially  as  set 
forth  ;  and  this  I  also  claim  in  combination  with  another  surface  sub- 
stantially such  as  is  specified,  to  press  the  paper  upon  such  spurs  in 
the  manner  substantially  as  described. 

BOTAL  E.  HousB. 

No.  606. — Improvement  in  Metallic  Packing  for  Steam  Pistons, — I 
claim  the  bent  or  folded  springs  inserted  between  the  piston  and 
packing  ring,  and  taking  an  even  and  extended  bearing  around  the 
interior  circumference  of  said  packing  ring  to  cause  the  said  packing 
rin^  or  rings  to  take  an  uniform  bearing  on  the  interior  of  said 
cylinder,  substantially  as  set  forth. 

I  also  claim  two  or  more  tiers  of  packing  springs  placed  between 
the  piston  and  the  rings  as  aforesaid,  when  the  said  tiers  of  springs 
are  so  placed  as  to  occupy  alternate  positions  as  break  joints,  as  set 
forth. 

Daniel  Lashbr. 

No.  607. — Improvement  in  Cleansing  Sugar, — ^What  is  claimed  as 
the  invention  of  Joseph  Hurd,  deceased,  is,  first,  the  process  of  separa- 
ting sugar  from  any  liquid  matters  with  which  it  may  be  mixed  by 
filling  the  mixed  mass  into  a  vessel,  constructed  substantially  as  de- 
scribed, and  there  acting  upon  the  same  by  centrifugal  force,  substan- 
tially in  the  manner  specified. 

Second.  Is  claimed  as  the  invention  of  Joseph  Hurd  aforesaid  the 
washing  of  impurities  out  of  tho  sugar  by  admitting  a  liquid  into  a 
vessel,  substantially  as  described,  in  which  sugar  is  being  exposed  to 
the  action  of  centrifugal  force,  as  specified. 

Third.  I  claim  as  the  invention  of  Joseph  Hurd  aforesaid  the 
process,  herein  described,  of  obtaining  a  mass  of  sugar  freed  from 
liquid  impurities  by  filling  the  mixed  mass  into  the  top  of  a  vessel,  con- 
structed substantially  as  described,  and  having  a  closed  bottom,  and 
there  exposing  the  mass  to  the  action  of  centrifugal  three,  and  then 
withdrawing  the  sugar  out  of  the  upper  end  of  said  vessel  when 
separated,  the  whole  as  specified. 

And  lastly,  I  claim  the  process  of  obtaining  a  mass  of  washed  sugar 
by  charging  sugar  into  the  top  of  a  vessel,  constructed  as  specified, 
with  a  closed  bottom,  and  then  exposing  such  sugar  to  the  action  of 
centrifugal  force,  and  while  so  exposed  admitting  currents  of  liquid 
to  wash  the  sugar ;  and  finally  withdrawing  the  washed  sugar  out  of 
the  top  or  upper  end  of  the  vessel,  the  whole  process  being  substan- 
tially as  specified,  and  being  claimed  by  me  as  the  invention  of  the 
said  Joseph  Hurd,  deceased. 

Francis  P.  Hurd, 
Administrator  of  the  estate  of  Joseph  Hurd^  deceased. 


CLAIMS  OF  BE-ISSUES,   £Ta  645 

or  bolt  A,  and  ased  in  connexion  with  said  cylinder  or  bolt  A,  and 
the  inside  brush  cylinder,  as  and  for  the  purpose  specified. 

Edward  Bradfield. 

No.  613. — Improvement  in  Sewing  Machines. — I  claim  the  forma- 
tion of  sewing  in  cloth  or  other  material  by  the  interlooping  of  two 
threads  by  the  conjoint  action  of  two  needles,  in  such  manner  that 
each  needle  shall  be  made  to  carry  a  loop  of  thread  through  a  loop 
formed  by  the  other  needle  and  through  the  cloth,  whereby  one  thread 
serves  as  a  binding  thread  to  the  other,  substantially  in  the  manner 
described. 

I  also  claim  moving  the  cloth  to  be  sewed  by  a  needle  or  its  equiva- 
lent, operating  substantially  as  herein  set  forth,  to  pierce  the  cloth 
and  move  it  the  necessary  distance  required  to  form  successive  stitches. 

Sherburne  C.  Blodgeit. 

No.  614. — Improved  Ventilating  AtlaxJtm^ent  to  be  Applied  to  Pumps. — 
I  claim  the  arrangement  and  combination  of  the  perforated  base  D, 
cap  G,  and  perforated  tube  gr,  or  their  equivalents,  with  the  pump 
barrel  A,  as  herein  set  forth,  whereby  the  ventilator  becomes  attached 
to  and  forms  a  part  of  the  pump,  all  as  herein  specified. 

George  C.Ktng, 
Assignee  in  full  of  G,  N.  Lewis  and  O.  C.  King. 

No.  615. — Improvement  in  Elliptic  Cushion  for  Railroad  Cars. — ^I 
claim,  first,  the  local  relation  and  mode  of  application  of  the  semi- 
elliptic  buffer  to  any  and  all  cars  wherever  applied,  in  such  manner 
as  is  represented  by  the  letters  B,  and  for  the  purposes  set  forth. 

Second  claim.  The  combination  and  arrangement  of  the  elliptic 
cushion  for  the  easing  of  collisions,  as  described  and  arranged  in  every 
part  thereof  in  the  frame  work,  as  represented  by  the  letters  A,  and 
operating  substantially  in  such  manner  and  wherever  applied  to  cars, 
as  describcKl,  and  for  the  purposes  set  forth. 

Samuel  B.  Jones. 

No.  616. — Improvement  in  the  Mode  of  Generating  Heat. — I  claim 
the  adaptation  of,  or  rendering  available,  tar,  as  a  fuel  for  the  produc- 
tion of  the  intense  and  steady  heat  required  for  the  melting  of  glass 
and  for  other  processes  and  manufactures,  by  introducing  water  or  the 
vapor  of  water  into  a  furnace  or  fireplace,  in  contact,  combination 
with,  or  in  close  proximity  to  the  tar,  substantially  as  herein  set  forth. 

Thomas  B.  Hartell. 

No.  617. — Improvement  in  Sewing  Machines. — We  claim  the  combi- 
nation of  mechanism  substantially  such  as  is  herein  described,  so  that 
the  cloth  or  other  fabric  to  be  sewed,  being  placed  upon  the  machine, 
will  be  automatically  fastened  on  to  the  feeding  apparatus,  carrier 
forward  to  receive  the  stitches,  and  discharged  trom  the  feeding  ap- 

Saratus,  substantially  as  herein  described,  and  so  that  seams  of  any 
esired  length  may  conveniently  be  sewed. 

Isaac  M.  Singer. 
Edward  Clark. 
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No.  622. — Improvement  in  Stoves. — I  claim  the  non-radiating  com- 
bustion chamber,  with  a  contracted  orifice  or  throat,  producing  a 
plenum  in  said  chamber,  in  combination  with  a  fire  box  or  pot,  and 
with  an  exterior  chamber  surrounding  said  combustion  chamber,  and 
from  which  exterior  chamber  the  heat  is  taken  by  radiation  or  con- 
duction, as  set  forth. 

JosBPH  C.  Henderson. 

No.  623. — Improvement  in  Seed  Planters. — I  claim,  in  combination 
with  a  corn  planting  machine,  that  is  constantly  moved  over  the 
ground  and  drops  the  grain  intermittently,  the  so  combining  of  two 
slides— one  of  which  is  at  or  near  the  seed  hopper,  and  the  other  at 
or  near  the  ground,  or  their  equivalents — with  a  lever,  so  that  the 
operator  or  attendant  on  the  machine  can  open  said  slides  at  the 

S roper  time  to  deposit  the  seed  and  prepare  a  new  charge,  by  the 
ouble  dropping  herein  specified. 

Jarvis  Case. 

No.  624. — Improved  Printing  Press. — 1st.  I  claim  the  use  of  ro- 
tating reciprocating  nippers  for  such  purpose,  when  used  either  sepa- 
rately or  in  combination  with  a  rotating  reciprocating  fly. 

2d.  I  do  claim  relieving  the  sheet  from  the  type,  and  taking  the 
sheet  directly  from  the  platen,  or  either  of  them,  with  or  by  the  same 
nippers,  which  shall  carry  such  sheet  to  its  place  of  deposit  or  piling. 

3d.  I  claim  giving  with  one  inking  cylinder  two  distributions  to 
the  inking  rollers  for  each  impression,  viz :  One  distribution  prior  to 
passing  the  form,  and  one  distribution  prior  to  the  return  of  the  form 
to  its  first  position. 

4th.  I  claim  the  arrangement  of  the  spring,  connecting  rod,  crank, 
and  stops,  as  described,  to  operate  the  bed  and  give  the  necessary 
dwell  for  the  impression. 

Geo.  p.  Gordon. 

No.  625. — Improvement  in  Grinding  Mills. — ^I  do  claim  the  improved 
method  described  of  securing  the  runner  stone  on  the  driving  spindle 
in  a  grinding  mill,  by  means  of  a  metallic  band,  or  its  equivalent, 
embracing  the  periphery  of  the  stone,  by  combining  said  band  with  a 
huh  and  a  bctck  plate  of  at  least  as  great  diameter  as  the  runner  and 
rigidly  attached  to  the  spiudle,  such  combination  operating  to  secure 
the  stone  firmly  in  its  place,  in  the  manner  and  on  the  principle  sub- 
stantially as  specified. 

Edward  Harrison. 

No.  626. — Improvement  in  Wood  Screws, — What  is  claimed  as  the 
invention  of  Thomas  J.  Sloan  is,  first,  making  the  core  with  a  conical 

Joint,  substantially  as  described,  in  combination  with  a  body  of  cylin- 
rical  form  or  nearly  so,  substantially  as  and  for  the  purpose  specified. 
Second.    Making  the  core  with  a  conical  point,  substantially  as 
described,  in  combination  with  the  thread  formed  on  such  conical  point 
of  a  gradually  less  depth  as  it  approaches  the  apex  of  the  core,  and 
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I  also  claim  arranging  the  ways  of  the  saw-gate  in  such  a  manner 
with  relation  to  the  feeding  apparatus  that  the  amount  of  feeding 
movement  imparted  to  the  carriage  will  always  be  in  perfect  harmony 
with  the  amount  of  cutting  action  exerted  by  the  saw,  substantially 
as  herein  set  forth. 

I  also  claim  arranging  the  compound  parts  of  my  improved  saw- 
mill in  such  a  manner  that  the  amount  of  cutting  action  exerted  by 
the  saw  can  be  speedily  varied  whilst  it  is  in  motion,  from  its  maxi- 
mum performance  down  to  nothing,  and  vice  versa,  substantially  as 
herein  set  forth. 

Hazard  Knowles. 

No.  630. — Improved  Chum. — I  claim  expressing  the  butker  from 
the  globules  or  sacks  of  milk  or  cream  by  friction,  such  as  rubbing, 
mashing  or  grindingy  when  accomplished  in  any  manner  equivalent  to 
that  herein  specified. 

James  Macnish. 

No.  631. — Improvement  in  Felling  for  CocUa^  HcUSy  dc. — I  claim  the 
above  described  method  of  manufacturing  articles  of  wearing  apparel, 
of  which  wool  or  other  similar  animal  fibric  constitutes  a  larger  part, 
as  above  set  forth,  substantially  in  the  manner  and  for  the  purposes 
herein  described. 

Marmadueb  Osbornb. 

No.  632.— Metal  Tips  for  Toes  of  Boots  and  Shoes.— I  claim  my 
within  described  metallic  tips,  constructed  in  the  manner  and  for  the 
purposes  fully  set  forth. 

I  also  claim,  as  a  new  article  of  manufacture,  a  metallic  tipped  boot 
or  shoe,  constructed  substantially  in  the  manner  and  for  the  purposes 
fully  set  forth  and  described. 

Gborqb  a.  Mitchell. 

No  633. — Improvement  in  Pistols  and  other  FirerArms. — I  claim  ex- 
tending the  rear  end  of  the  dog  or  catch  c  rearward,  and  beyond  where 
it  is  jointed  to  the  tumbler  of  the  percussion  hammer,  and  oonnecting 
the  upper  end  of  the  main-spring  directly  to  the  part  so  extended,  or 
otherwise  connecting  the  main-spring  to  the  dog  and  trigger,  substan- 
tially as  described,  the  same  being  for  the  purpose  herein  before  speci- 
fied ;  also  the  arrangement  of  a  mechanism  in  connexion  with  a 
self-cocking  arrangement^  whereby  I  am  enabled  to  make  the  firo-arm 
so  as  to  be  cocked  at  pleasure  by  the  hammer,  or  be  operated  entirely 
by  the  trigger  as  a  self-cocker ;  said  mechanism  consisting  of  the  stud 
d,  and  the  dog  or  catch  c  in  connexion  with  the  tumbler,  as  described, 
or  their  equivalents,  whereby  the  same  results  are  obtained. 

Also  the  piece  of  metal  g  as  combined  with  or  applied  to  the  sere  of 
the  trigger  and  in  front  of  the  notch  thereof,  and  hook  of  the  catch  c, 
and  operating  upon  and  in  relation  thereto  in  the  manner  and  for  the 
purpose  as  hereinbefore  explained. 

Also  m^  new  and  peculiar  arrangement  of  the' pitman  upon  the  sere 
of  the  trigger,  (so  as  to  operate  as  above  described,  in  combination 
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with  the  construction  and  arrangement  of  the  teeth  upon  the  breech  or 
rear  end  of  the  cylinder  or  series  of  barrels,)  by  which  improvement, 
in  constructing  or  arranging  the  aforesaid  parts,  I  am  enabled  to  very 
much  simplify  them  in  comparison  with  the  manner  in  which  they 
have  heretofore  been  made  and  disposed. 

Ethan  Alleet. 

No.  634. — Improvement  in  Com- Planters. ^I  claim,  first,  operating 
the  seed  valves  a  b  from  the  traction  wheels  A  A  by  means  of  the  rods 
or  weights  G  H,  and  cams  M  N,  arranged  substantially  as  and  for  the 
purpose  set  forth. 

Second.  The  agitator  gr,  arranged  with  relation  to  the  seed  boxes 
and  valves,  substantially  as  set  forth. 

Third.  The  rib  6  attached  to  the  upper  valve,  constructed  and  ope- 
rating as  shown  and  described  for  the  purpose  stated. 

Fourth.  Combining  with  oneof  the  weights  which  operate  the  valves, 
or  its  equivalent,  a  cam-shaped  gear-wheel,  corresponding  in  form 
with  the  cams  which  operate  said  weights,  substantially  as  and  for  the 
purpose  set  forth. 

Fifth.  Extending  the  chairs  which  operate  the  valves  down  under 
the  pulleys  cP  back  of  the  axle,  so  as  to  obviate  the  slackening  and 
taking  up  of  the  chain  by  the  vibrations  of  the  ploughs  D  and  their 
attachments,  as  set  forth, 

Nathanisl  Drakb. 

No.  635. — Improvement  in  Organs. — I  claim  the  combination  or 
arrangement  and  connexion  with  the  keys  of  a  mechanism  which  shall 
enable  the  extreme  key  touched  on  either  side,  or  both,  when  ope- 
rating itself,  shall  prevent  all  the  others  from  operating,  in  the  stop  or 
stops  connected  therewith,  in  the  manner  and  for  the  purposes  as 
above  set  forth  and  described. 

And  I  also  claim,  in  combination  with  a  wind  chest,  operating  sub- 
stantially as  above  described,  the  employment  of  auxiliary  bellows 
connected  and  combined  with  the  main  bellows  and  pedals,  substan- 
tially as  and  for  the  purposes  described. 

And  1  also  claim  combining  and  operating  the  escape  valve  by  means 
of  friction  on  the  arm,  or  its  equivalent,  in  the  manner  and  for  the 
purposes  above  set  forth  and  described. 

William  SuMinsR. 

No.  636  — Improvement  in  the  Manufacture  of  Elastic  Cloth. — What 
is  claimed  as  the  invention  of  Richard  Solis  is  the  new  elastic  cloth 
herein  described^  consisting  of  a  woven  textile  material  (or  cloth) 
having  the  threads  of  the  warp  oblique  to  the  weft  combined  with 
gum  arabic  or  india  rubber,  so  that  the  two  constitute  an  elastic  com* 
pound  fabric. 

Horace  G.  Day. 

^  No.  637. — Improvement  in  Reaping  Machines. — I  claim  the  combina- 
tion of  the  support  or  stand  for  the  raker,  placed  behind  the  axis  of 
he   reel,  baVaucedL  ot  «vx%\Al\Txft^^\tk  the  raker  thereon  by  the  driving 
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wheel,  with  the  reel  and  with  the  short  platform,  suhstantially  as 
described. 

Also,  I  claim  combining  with  the  side  draft  reel  reaping  machine, 
having  a  reel  for  gathering  the  grain  to  the  platform,  a  stand  or  seat 
for  the  raker  fixed  firmly  upon  the  platform  of  the  machine,  so  as  to 
enable  the  raker  securely  to  get  at  the  grain  as  deposited  on  the  plat- 
form by  the  reel  and  deliverer,  and  lay  it  properly  on  the  ground  from 
a  single  or  short  platform,  out  of  the  return  track  of  the  horses,  in 
suitable  gavels  for  being  bound  into  sheaves,  substantially  as  herein 
described. 

And  I  also  claim  the  combination  of  the  reel  for  gathering  the  grain 
for  the  catting  apparatus  and  depositing  it  on  the  platform  with  the 
stand  or  support  for  the  raker,  constructed  and  arranged  substantially 
as  describea,  or  the  equivalent  thereof,  to  enable  him  with  ease  and 
celerity  regularly  to  remove  the  grain  from  the  machine  and  lay  it  on 
the  ground,  out  of  the  return  track  of  the  horses. 

And  I  also  claim  the  construction  of  the  stand  or  support  for  the 
raker  on  the  frame  or  platform  of  the  machine,  substantially  as  de- 
scribed, so  that  it  gives  to  the  raker  such  lateral  and  forward  support 
to  his  body  when  standing  at  work  that  he  may  have  free  use  of  his 
arms  and  the  upper  part  of  his  body  to  remove  the  cut  grain  from  the 
platform,  while  at  the  same  time  he  is  so  held  fast  that  he  cannot  be 
thrown  upon  the  reel  nor  prevented  from  performing  his  functions  by 
the  jostling  of  the  machine  as  it  moves  over  the  uneven  ground. 

C.  H.  McCORMICK. 

No.  638. — Improvement  in  Shears. — I  claim  the  construction  of 
scissors  or  shears  with  their  blades  in  separate  pieces  from  the 
handles,  and  fitted  to  the  handles  with  stems  and  sockets,  substan- 
tially as  and  for  the  purposes  herein  set  forth. 

JosBPH  A.  Braden. 

No.  639. — Tmprovem^ent  in  Looms  for  Weaving  Figured  Fabrics. — 
I  claim  combining  with  hook  jacks  which  are  connected  with  the 
harness,  and  with  the  mechanism  for  operating  them  to  open  the 
shed,  substantially  as  described,  a  pattern  chain  or  cylinder  con- 
structed with  two  or  more  patterns,  and  operated  so  that  either  of  the 
patterns  can  be  made  to  act  on  the  hook  jacks  to  place  them  in  the 
required  position  to  be  operated  upon  by  the  mechanism  for  opening 
the  shed,  substantially  as  described. 

I  also  claim,  in  combination  with  a  pattern  chain  arranged  with 
two  or  more  patterns  in  the  direction  of  its  length,  the  mechanism, 
substantially  such  as  herein  described,  for  changing  the  movements  of 
the  chain  to  effect  the  changing  of  the  pattern,  as  described. 

I  also  claim  placing  two  or  more  patterns  upon  the  rods  of  a  pattern 
chain  side  by  side,  and  operating  them  in  succession  by  vibrating  the 
chain  laterally,  in  the  manner  substantially  as  described. 

I  also  claim  pivoting  the  lifting  and  depressing  rods  G  P  at  one  end, 
the  other  being  made  adjustable,  in  the  manner  and  for  the  purpose 
set  forth. 

And  I  also  claim  moving  the  rods  or  jacks  out  of  contact  with.  iK^ 
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No.  642. — Improvement  in  Oaa  Burners. — I  claim,  first.  The  flame 
spreader  consisting  of  the  ring  pieces  g  gr,  extending  outwardly  from 
the  gas  orifice,  substantially  in  the  manner  and  for  the  purposes 
set  forth. 

Second.  I  claim  the  heater  c,  combined  with  the  jet  gas  burner,  sub- 
stantially in  the  manner  and  for  the  purpose  herein  set  forth. 

Third.  I  claim  combining  with  the  jet  gas  burner  a  draft  coney,  the 
top  of  which  terminates  at  or  near  the  level  of  the  gas  orifice,  as  set 
forth. 

A.  H.  Wood, 
By  J.  R.  Foster, 

Assignee  of  the  whole. 
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No.  184,  to  original  Letters  Patent  No.  15,654. — For  Improvement 
in  Ploughs. — I  claim  the  adjustable  axle  H,  with  angular  journals  0 
ff ,  and  adjusting  arms  I  P,  in  combination  with  the  stirrup  or 
standard  D,  rotary  mould-board  G,  and  ground  propelling  or  driving 
wheel  N,  as  and  for  the  purpose  herein  set  forth. 

B.   C.  HOTT. 

No.  185,  to  original  Letters  Patent  No.  16,681. — For  Improvement 
in  File  Cutting  Machines. — I  claim  the  application  of  a  convex  bed- 
face  or  its  equivalent,  to  the  upper  side  of  the  cutting  bed  of  file 
machines. 

Isaac  H.  Collar. 

No.  186,  to  original  Letters  Patent  No.  17,992. — For  Improved 
Machine  for  smoothing  Planed  Wooden  Surfaces. — I  claim  substituting 
the  plane-iron  a»  for  the  scraper  n  in  the  block  U,  in  the  manner  and 
for  the  purpose  substantially  as  set  forth. 

Baxter  D.  Whitney. 

No.  187,  to  original  Letters  Patent  No.  16,040. — For  Improvement 
in  Cider  Mills. — 1  claim,  first,  preventing  the  apples  from  passing  in 
an  uncrushed  state  from  the  hopper  into  the  grinding  chamber  by 
means  of  a  joint  action  of  the  comb  S,  and  the  division-plate  t, 
arranged  in  relation  to  the  stationary  teeth  /,  in  the  concave  A,  and 
the  double  series  of  rotating  teeth  d  and  e,  and  the  cylinder  gr,  sub- 
stantially as  herein  set  forth. 

I  also  claim  extending  the  length  of  the  grinding  chamber  beyond 
the  series  of  teeth  f  in  said  chamber,  and  then  combining  a  clearing 
cam  r,  with  the  correspondingly  elongated  end  of  the  cylinder  gr,  sub- 
stantially as  herein  set  forth. 

Benjamin  Mackeble^. 
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with  the  off  bearing  wheel  B  of  my  steam  plough,  in  such  a  manner 
that  the  one  will  fill  back  the  furrow  that  the  other  has  opened,  they 
being  arranged,  constructed,  and  operated  substantially  in  the  manner 
and  for  the  purpose  herein  described  and  set  forth. 

PiBRCB  KUNGLB. 

No.  195,  to  original  Letters  Patent  No.  18,779. — For  improvement 
in  Clasps  for  Metallic  Hocps, — I  claim  bending  the  ends  of  the  clasp 
across  the  apertures  h  and  c,  so  as  to  present  an  opening  in  the  clasp 
for  the  insertion  of  the  bent  ends  of  the  bands  at  right  angles,  or 
nearly  so,  to  the  direction  in  which  the  bands  are  inserted  in  the  clasp^ 
in  the  manner  and  for  the  purposes  described. 

James  B.  Spebr. 

No.  196,  to  original  Letters  Patent  No.  8,236. — For  improvements 
in  Hanging  Carriage  Bodies. — I  claim  the  combination  and  arrange- 
ment of  the  disk  or  fifth  wheel  D,  attached  to  the  front  axle  ;  the 
embracing  circularly-flanged  annular  disk  F  with  its  laterally  pro- 
jecting arms  or  trunnions,  to  which  they  are  attached  the  bars  or 
spring  levers  K,  so  as  to  preserve  the  horizontal  position  of  the  fifth 
wheel  while  allowing  the  necessary  play  of  the  said  bars,  in  the 
manner  herein  described. 

J.  M.  Jones. 

No.  197,  to  original  Letters  Patent  No.  18,150. — For  improvement 
in  Automatic  Railroad  Car  Brake, — I  claim  the  arrangement  of  parts 
herein  described,  or  its  equivalent,  for  the  simultaneous  compression 
of  the  forward  and  rear  springs  and  the  consequent  operation  of  the 
brakes,  the  same  consisting  in  the  combination  of  the  lever  L,  with 
the  slide  bar  B  and  pushing  rods  U  D,  constructed,  arranged,  and 
operated  substantially  in  the  manner  specified. 

W.  B.  Jackson. 

No.  198,  to  original  Letters  Patent  No.  18,557. — For  improvement 
in  Hand  Printing  Press, — I  claim,  first,  the  fountain  cup  o,  combined 
with  the  inking  table  gr,  in  substantially  the  manner  and  for  the  pur- 
poses specified. 

Second.  I  claim  the  joint  16  formed  by  the  half  pieces  attached  to 
the  pressure  block  b  and  bed  a,  when  connected  by  the  horizontal 
screw  and  used  for  adjusting  the  press  block  b  to  the  printing  surface 
and  securely  retaining  the  same  in  place,  substantially  as  and  for  the 
purposes  specified. 

Third.  I  claim,  in  combination  with  the  hand  printing  lever  d,  the 
frame p  to  receive  types^  secured  and  acting  substantially  as  specified. 

Samuel  J.  Smith. 

No.  199,  to  original  Letters  Patent  No.  19,343. — For  improved 
Botary  Blast-prodtudng  Chair. — I  claim  the  arrangement  of  the  two 
bellows,  one  of  which  on  the  front  and  the  other  on  the  back  part  of 
the  rocking  chair ;  and  the  use  of  the'^S"  formed  levers  placed 
parallel  to  the  rockers,  the  parts  constructed  and  arranged  substan- 
tially as  and  for  the  purpose  specified. 

Leopold  B.  Brej^a^csl. 
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No.  207,  to  original  Letters  Patent  No.  18,779. — Improvement  in 
Clasps  for  Metallic  Hoops. — I  claim  the  use  of  a  clasp  for  metallic 
bands,  constructed  as  herein  before  described,  having  a  single  aperture 
only  for  the  insertion  of  the  hooked  ends  of  the  band,  the  plate  of  iron 
of  which  it  is  formed  bei'ig  bent  across  the  aperture  so  as  to  present  a 
sufficient  opening  for  the  ready  insertion  of  the  hooked  ends  of  the 
bands,  in  the  manner  herein  before  described. 

James  B.  Speer. 

No.  208,  to  original  Letters  Patent  No.  20,785. — For  Improved 
Method  of  Attaching  Lamps  to  Lanterns, — I  claim  the  improved  ar- 
rangement hereifi  before  described,  the  same  consisting  in  the  attach- 
ment of  the  spring  D  and  clips  E  E  to  the  lamp  case  instead  of  the 
lantern,  as  and  for  the  purpose  specified. 

John  Fleming. 

No.  209,  to  original  Letters  Patent  No.  12,823. — Far  Improved 
Propeller. — I  claim  the  wings  W  W,  made  up  of  a  series  of  horizontal 
hinged  valves,  graduated  in  width  as  described,  in  combination  with 
the  cylindrical  section  E,  either  hollow  or  solid,  substantially  as  and 
for  the  purpose  set  forth. 

Henry  Link. 

No.  210,  to  original  Letters  Patent  No.  18,410. — Improvement  in 
Cotton-Gin  Feeders. — I  claim  the  endless  toothed  apron  B,  revolving 
adjustable  toothed  bar  0,  rotary  brush  and  toothed  cylinder  D,  and 
grating  E,  combined  and  arranged  substantially  as  and  for  the  pur- 
pose set  forth. 

Jedediah  Pbesgoti. 

No.  211,  to  original  Letters  Patent  No.  21,318. — Improved  Rotary 
Pump. — I  claim  operating  three  or  more  pairs  of  sliding  valves  in 
said  pump  by  means  of  the  joint  action  of  the  rotary  valve-box  h  and 
the  three-sided  stationary  cam/,  substantially  as  herein  set  forth. 

Levi  Burnell. 

No.  212,  to  original  Letters  Patent  No.  19,754. — Improvement  in 
Manufacture  of  Soap. — I  claim  using  the  refuse  of  Indian  corn,  as 
described  above,  and  mixing  it  with  a  fat  or  oil  and  an  alkali,  and  with 
or  without  resin,  and  amalgamating  the  same  to  make  soap^  as  set 
forth  above. 

I  claim  subjecting  the  refuse  of  Indian  corn,  as  described  above,  to 
an  alkali  with  or  without  heat  and  modifying  the  strength  of  the 
alkali,  when  too  strong  and  not  required,  by  an  acid,  and  for  the  pur- 
pose of  mixing  it  more  easily  with  the  soap. 

D.  CRAWIt)RD. 

No.  213,  to  original  Letters  Patent  No.  20,109. — Improved  Brick 
Machine. — I  claim  the  covering  of  the  drying  rollers  B  with  some 
non-conductor  of  heat,  or  material  having  less  conductive  properties 
than  the  metal,  to  prevent  the  caking  or  uneven  drying  of  the  size  in 
the  warps,  as  described. 

Wm.  Bradlet. 
Vol.  ii 12 
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Letters  Patent  No.  3,410,  dated  January  20,  1844. — Re-issue  No. 
485,  dated  August  11,  1857. — Improvement  in  Boot  Crimps. — I  claim 
the  manner  of  arranging  the  block  A  and  clasps  C,  so  that  the  turning 
up  of  the  straining  screw  shall  at  the  same  time  perform  the  double 
operation  of  confining  the  ends  of  the  leather  between  the  block  and 
clasp  and  of  stretching  the  leather  over  the  boot-form ;  the  whole 
being  substantially  as  above  specified. 

J.  M:  Rbad. 

Letters  Patent  No.  3,421,  dated  January  31,  1844. — ^Re-issue  No. 
469,  dated  June  9,  1857. — Improvement  in  Ships*  Blocks. — We  claim 
passing  the  straps  through  grooves  in  the  inner  faces  of  the  cheeks  of 
the  blocks^  as  herein  described. 

Isaac  D.  Russel. 
CoBNBLiA  Watebman,  for 
Stephen  Waterman. 

Letters  Patent  No.  3,444,  dated  February  20,  1844. — Improvement 
in  Straw  Cutters. — I  claim  the  combination  of  the  guard  H  with  the 
curved  knife  and  arm,  constructed  and  operating  for  the  purpose 
above  described  and  set  forth. 

H.  M.  Sboth. 

Letters  Patent  No.  3,469,  dated  March  9, 1844. — Improvement  in 
Machinery  for  Folding  and  Measuring  Cloths. — I  claim  the  mechanism 
by  which  the  folders  are  elevated  and  depressed,  the  same  consisting 
of  the  pulley  L,  cam  lever  S,  bent  rods  P  P,  chain  or  band  N,  and 
parts  as  before  described,  as  combined  with  each  other  and  applied  to 
the  folders  and  sweeps,  and  operating  substantially  as  herein  before 
set  forth. 

Also  the  mechanism  by  which  the  cloth  is  introduced  into  the  ma- 
chine and  the  overlap  of  the  first  fold  produced^  the  same  consisting 
of  the  endless  bands  r  r,  with  their  pulleys  and  shafts  arranged  sul^ 
stantially  as  described,  and  cross-bar  «,  or  machinery  of  similar  char- 
acter, in  combination  with  the  depressing  bar  ^,  the  whole  being  for 
the  object  and  purpose  as  herein  before  defined. 

Also  my  peculiar  method  of  feeding  the  cloth  into  the  machine  so 
as  to  present  it  to  the  action  of  the  folders  as  required  bv  them^  and 
with  little  or  no  strain  upon  them,  via :  by  supporting  the  cloth  on 
one  or  more  horizontal  rods  or  shafts  w  Vy  placed  above  the  folders,  in 
combination  with  giving  to  the  surface  of  the  feed  roller  a^  a  motion 
sufficiently  increased  beyond  that  of  the  folders,  to  cause  that  part  of 
the  cloth  which  is  between  the  supporting  rod  or  rods  and  the  feed 
roller  to  be  loose  or  hang  down  in  proper  quantity  to  readily  yield 
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constructing  metal  laths  either  of  iron  or  any  other  suitable  material; 
also  the  constructing  of  ceilings  by  running  the  laths  diagonally 
across  the  room  so  as  to  be  least  affected  by  the  expansion,  all  of 
which  is  fully  set  forth  in  the  annexed  specification  and  drawings. 

Palmer  Sumner. 

Letters  Patent  No.  3,'€33,  dated  June  15,  1844. — Improvement  in 
ProccBsfar  (he  Manufacture  of  India-Rubber. — Re-issue  No.  156,  dated 
December  25,  1849. — I  claim  the  curing  of  caoutchouc,  or  India-rub- 
ber, by  subjecting  it  to  the  action  of  a  high  degree  of  artificial  heat, 
substantially  as  herein  described  and  for  the  purpose  specified. 

And  I  also  claim  the  preparing  and  curing  the  compound  of  India- 
rubber,  sulphur,  and  a  carbonate  or  other  salt  or  oxide  of  lead,  by 
subjecting  the  same  to  the  action  of  artificial  heat,  substantially 
as  herein  described. 

Charles  Gk>0DTBAR. 

Letters  Patent  No.  3,633,  dated  June  15,  1844. — Improvement  in 
Felting  India-Bubber  with  Cotton  Fabric. — Re-issue  No.  157,  dated 
December  26,  1849. — ^I  claim  incorporating  the  fibres  of  cotton  or 
other  substance  with  India-rubber  by  passing  the  fibres  of  a  fleece  or 
bat  of  cotton  or  other  fibrous  substance  into  a  sheet  of  India-rubber  in 
the  green  state,  without  subjecting  the  fibres,  after  they  have  been 
incorporated,  to  a  stretching  or  drawing  operation,  substantially  as 
herein  described. 

ChARLBS  Gk)0D7BAR. 

Letters  Patent  No.  3,648,  dated  July  1,  1844.— Re-issue  No.  533, 
dated  March  2,  1858. — Improved  Machine  for  Making  Barrels  and 
other  Casks. — I  claim  the  vioratory  block  or  bed  D,  adjustable  gauge 
C,  and  knife  or  cutter  B,  arranged  relatively  with  each  other,  so  as  to 
operate  as  and  for  the  purpose  set  forth. 

IsAAO  Crossett. 

Letters  Patent  No.  3,324,  dated  November  6,  1843. — Improvement 
in  Type-Casting  Machines. — I  claim,  first,  the  male  plate  n  constructed 
with  a  nipple  protruding  beyond  its  back  surface  and  springs  attached 
to  the  plate,  arranged  and  operating  in  the  manner  and  for  the  pur- 
pose set  forth. 

Second.  I  claim  the  method  of  opening  and  closing  the  mould  and 
tiltine  the  matrix  by  the  combination  and  arrangement  of  the  com- 
pound vibrating  arm  H  and  lever  J,  arm  M  and  N,  and  spring  t;,  said 
lever  J  having  a  simultaneous  vibrating  movement  on  an  axis  on  the 
vibrating  arm  H,  in  the  manner  and  for  the  purpose  set  forth ;  and 
this  combination  and  arrangement  I  claim,  whether  effected  precisely 
in  the  manner  here  set  forth  or  in  any  other  manner  substantially  the 
same  by  which  analogous  results  are  produced. 

Third.  I  claim  the  adjustable  mould  block  o  combined  with  the 
vibrating  arm  H,  for  the  purpose  herein  set  forth. 

Fourth.*  I  claim  the  combination  of  the  adjustable  frame  h  with  the 
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or  one  having  a  convexity  on  each  face  of  the  wheel,  in  the  manner 
herein  described  and  represented  and  for  the  purpose  set  forth. 

Ebbnezeb  a.  Lbstbr. 

Letters  Patent  No.  3,737,  dated  September  14, 1844. — TmprovemefU 
in  the  Method  of  Applying  Circular  Saws  for  Cutting  off  Files  under 
Water. — I  claim  the  sliding  saw  in  combination  with  the  scow  or 
other  floating  body,  for  the  purpose  herein  before  specified. 

Ebastus  E.  Cole. 

Letters  Patent  No.  3,772,  dated  October  3, 1844.— Re-issue  No.  607, 
dated  September  29,  1858. — Improvement  in  Cleaving  Sugar. — What 
is  claimed  as  the  invention  of  Joseph  Hurd,  deceased,  is,  first,  the 

Erocess  of  separating  sugar  from  any  liquid  matters  with  which  it  may 
e  mixed,  by  filling  the  mixed  mass  into  a  vessel  constructed  substan- 
tially as  described,  and  there  acting  upon  the  same  by  centrifugal 
force,  substantially  in  the  manner  specined. 

Second.  I  claim  as  the  invention  of  Joseph  Hurd,  aforesaid,  the 
washing  of  impurities  out  of  the  sugar  by  admitting  a  liquid  into  a 
vessel,  substantially  such  as  described^  in  which  sugar  is  being  exposed 
to  the  action  of  centrifugal  force,  as  specified. 

Third.  I  claim  as  the  invention  of  Joseph  Hurd,  aforesaid,  the  process 
herein  described  of  obtaining  a  mass  of  sugar  freed  from  liquid  impu- 
rities by  filling  the  mixed  mass  into  the  top  of  a  vessel  constructed 
substantially  as  described,  and  having  a  closed  bottom,  and  there  ex- 
posing the  mass  to  the  action  of  centrifugal  force,  and  then  with- 
drawing the  sugar  out  of  the  upper  end  of  said  vessel  when  separated, 
the  whole  as  specified. 

And  lastly.  I  claim  the  process  of  obtaining  a  mass  of  washed  sugar 
by  charging  sugar  into  the  top  of  a  vessel,  constructed  as  specified, 
with  a  clo6ed  bottom,  and  then  exposing  such  sugar  to  the  action  of 
centrifugal  force,  and,  while  so  exposed,  admitting  currents  of  liquid 
to  wash  the  sugar ;  and  finally,  withdrawing  the  washed  sugar  out  of 
the  top  or  upper  end  of  the  vessel,  the  whole  process  being  substan- 
tially such  as  specified,  and  being  claimed  by  me  as  the  invention  of 
said  Joseph  Hurd,  deceased. 

Fbancis  p.  Hu&d, 
Administrator  of  the  estate  of  Joseph  Hurd. 

Letters  Patent  No.  3,784,  dated  October  9, 1844.— Be-issue  No.  167, 
dated  Mav  7, 1850. — Improvement  in  the  Method  of  Rendering  Lard. — 
I  claim  tne  above  described  apparatus,  for  extracting  or  rendering 
lardy  &c.,  by  the  action  of  hign-pressure  steam,  x^ombining  with  a 
steam-tight  tank^  substantially  such  as  herein  described,  and  provided 
with  one  or  more  discharge  holes  for  the  discharge  of  the  residuum, 
and  with  a  perforated  steam  pipe  at  the  bottom  for  the  induction  of 
high  pressure  steam,  a  perforated  false  bottom  above  the  steam  pipe 
to  sustain  the  charge  under  the  weight  and  pressure,  substantially  as 
described,  to  admit  of  and  insure  the  free  passage  of  the  steam  through 
the  charge,  and  also  the  free  descent  of  the  water  of  condensation,  as 
described. 
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CLAIMS  OF  PATENTS  FOR  DESIGNS  GRANTED 
DURING  THE  YEAR  1858, 


No.  973. — Design  for  Stoves. — I  claim  the  configuration  and  ar- 
rangement of  ornamental  figures,  forms,  and  mouldings,  herein 
described  and  shown  in  the  annexed  drawings,  the  whole  constituting 
a  design  for  a  parlor  cooking  stove. 

N.  S.  Vbddkb. 

No.  974. — Design  for  Cook  Stoves. — We  claim  the  combination  of 
ornamental  figures  and  forms  represented  in  the  accompanying  draw- 
ing, forming  together  an  ornamental  design  for  the  plates  of  a  cooking 
stove. 

Garrettson  Smith. 

Henry  Brown. 

S.  H.  Sailor. 

No.  975. — Design  for  Stoves. — I  claim,  1st.  The  ornamentation  and 
the  ornamental  design  and  configuration  of  the  front  and  back  plates. 

2d.  The  ornamental  projection  C  covering  the  fire-brick  in  or  near 
the  centre  of  the  front  and  back  plates,  it  forming  a  projecting  ring 
around  the  stove. 

3d.  The  ornamental  fianch  b  6,  running  vertically  along  the  division 
of  the  front  and  back  plates,  it  forming  an  ornamental  finish. 

4th.  The  ornamental  design  of  the  top  and  bottom  plates,  all  united 
to  form  an  ornamental  stove,  as  described  and  represented  in  the 
drawing. 

Chas.  J.  Shkpard. 

No.  976. — Design  for  Stoves. — ^I  claim  the  ornamental  design  herein 
described  and  fully  represented  in  the  annexed  photographic  drawing, 
for  a  stove  plate. 

David  Hathaway. 

No.  977. — Design  for  Stoves. — I  claim  the  design  for  a  door  of  a 
stove,  as  herein  described  and  shown  in  the  annexed  photographic 
drawing. 

David  Hathaway. 

No.  978. — Design  far  Stoves. — ^I  claim  the'ornamental  design  above 
described  and  shown  in  the  annexed  photographic  drawing,  for  the 
base  of  a  stove. 

David  Hathaway. 

No.  979. — Design  for  Stoves. — ^I  claim  the  ornamental  design  for  a 
door  of  a  cooking  stove,  herein  described  and  shown  in  the  annexed 
photographic  drawing. 

David  HATttA?Kk^. 
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of  the  table  as  exhibited  iu  the  accompanying  drawings,  and  as  above 
explained. 

8.  F.  Pratt. 

No.  990. — Design  for  Compass  Stands, — We  claim  the  design  of 
the  pillar  A  A  A,  as  herein  described  and  represented  in  the  accom- 
panying drawings. 

Edward  A.  Tuttlb. 

Thomas  Barrt. 

« 

No.  991. — Design  for  Tea  and  Co  fee  Pots. — I  claim  the  shape  of  the 
body  and  the  configuration  and  ornamentation  of  the  upper  and  lower 
rims,  the  feet,  the  handle,  the  spout  and  the  tip,  combined  as  herein 
described  and  represented  in  the  drawing,  to  produce  an  ornamental 
design  for  a  tea  or  coffee  pot. 

Allen  Leonard. 

No.  992. — Design  for  Stove  Plates. — We  claim  the  ornamental  de- 
sign for  a  stove  plate,  herein  described  and  represented  by  the  annexed 
photographic  drawing. 

N.  8.  Vbddbr. 

Ezra  Ripley. 

No.  993. — Design  for  Carriage-Hub  Sand  Bands. — I  claim  the  curved 
form  or  ornamental  configuration  of  carriage-hubs  and  bands,  herein 
described  and  represented  in  the  annexed  drawing. 

James  Ives. 

No.  994. — Design  for  a  Copying-Press  Stand. — I  claim  the  within 
described  press-stand  foot  consisting  of  the  harp  or  vase-shaped  figure 
formed  by  the  two  reverse  curved  bands  A  A,  with  the  shell  B,  the 
two  figures  C  C,  and  the  joining  scrolls  m  m  m  my  all  supporting 
and  connected  with  each  other,  and  forming  one  harmonious  design  as 
represented. 

Charles  H.  Clayton. 

No.  995. — Design  far  Legs  and  Posts  of  Iron  Bedsteads. — I  claim  my 
design  for  feet  and  posts  for  iron  bedsteads,  consisting  of  the  described 
scroll-work,  standard  and  brace,  with  a  praying  angel  kneeling  between 
the  latter,  for  the  posts  of  iron  bedsteads,  and  the  figure  of  an  eagle 
with  outspread  wings  resting  upon  arabesque  scroll-work,  and  carrying 
a  corresponding  capital  on  its  head  and  the  ends  of  the  wings  for  the 
centre  feet  as  represented. 

John  P.  Eoce. 

No.  996. — Design  for  Cook  Stoves. — We  claim  the  combination  and 
arrangement  of  figures,  forms,  and  mouldings,  herein  specified  and 
represented  in  the  annexed  photographic  drawing,  forming  the  orna- 
mental design  of  the  plates  or  castings  of  a  cooking  stove. 

Georob  W.  Pittock. 

George  G.  Richmond. 

Charles  Phelps. 
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No.  997. — Design  for  Screens  for  Steam  PipeSy  dc. — I  claim  the 
configuration  of  the  plates  herein  represented,  for  the  purpose  of  a 
screen  for  steam  pipes  and  other  similar  purposes,  as  represented  and 
explained  in  the  drawings. 

James  L.  Jacksok. 

No.  998. — Design  for  Screens  for  Steam  PtpeSy  dc.  —I  claim  the 
ornamental  plates  herein  shown  and  represented  by  the  drawings,  for 
a  screen  for  steam  pipes  or  other  similar  purposes. 

Jambs  L.  Jackson. 

No.  999. — Design  for  Cook  Stoves. — We  claim  the  external  con- 
figuration of  the  above  described  stove. 

B.  Wheblbb. 
S.  A.  Bailby. 

No.  1,000. — Design  for  Olock-Case  Fronts. — I  claim  the  combination 
of  the  octagonal  rim  A  with  the  metal  matting  C  in  the  formation  of 
a  design  for  clock-case  fronts,  as  described  and  shown. 

Samubl  B.  Jbrome. 

No.  1,001. — Design  for  Tod  Booces. — I  claim  the  attachment  to  abox 
of  the  particular  prints  representing  mj  inventions,  as  shown  in  the 
drawings  and  on  the  box. 

Hebrice  Aikbn. 

No.  1,002. — Design  for  Cook  Stoves* — We  claim  the  general  design 
and  configuration. 

Thomas  H.  Wood. 
John  E.  Bobbbts. 
Hbnbt  S.  Hubbbll. 

No.  1,003. — Design  for  Cook  Stoves. — I  claim  the  ornamental  de- 
sign and  configuration  of  the  plate,  such  as  herein  described  and 
shown  in  the  accompanying  drawings,  of  an  elevator  oven  stove. 

8.  W.  Gibbs. 

No.  1,004. — Design  for  Parlor  Stoves. — I  claim  the  design  and  con- 
figuration of  the  ornamental  plates  of  a  parlor  stove,  as  herein 
described. 

S.    W.    GiBBS. 

Ko.  1,005. — Design  of  Stove  Doors. — I  claim  the  ornamental  design 
as  combined  and  shown  in  the  specification  and  drawings. 

Jacob  Beklby. 

No.  1,006. — Design  for  a  Set  of  Printing  Types. — I  claim  the  design 
of  the  said  tjpcj  as  described  and  sho^n. 

Gborgb  Bbucb. 

No.  1,007. — Design  for  Towel  Stands. — I  claim  such  design,  as 
represented  and.  d»iic;i^\^« 

'^wsl'xk  Watbbmav. 
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No.  1,008. — Design  for  Aquariums, — I  claim  the  ornamental  design 
for  an  aquarium,  called  ''the  marine  world,"  herein  described  and 
represented  in  the  accompanying  drawing. 

A.  L.  Blanchard. 

No.  1,009. — Design  for  a  Font  of  Types, — I  claim  the  design  of  the 
types,  as  described  and  shown  in  the  ''characters"  of  the  accompany- 
ing types  and  printed  sheet. 

James  Conner. 

No.  1,010. — Design  for  Cook  Stoves. — We  claim  the  combination 
and  arrangement  of  ornamental  figures  and  forms,  represented  in  and 
by  the  accompanying  drawing,  as  forming  together  an  ornamental 
design  for  the  front  and  two  sides  of  a  cooking  stove. 

Edward  J.  Delant. 

John  Martino. 

No.  1,011. — Design  for  an  Ornament  in  Bass-Belief  for  8ioveSy&c. — 
I  claim  the  said  design  or  ornament,  as  shown  in  the  drawing. 

George  F.  Seavey. 

No.  1,012. — Design  for  Sewing-Machine  Stands. — I  claim  the  com- 
bination and  arrangement  of  ornamental  figures  and  forms,  represented 
in  and  by  the  accompanying  drawing,  as  forming  together  an  orna- 
mental design  for  a  part  of  a  sewing-machine  stand. 

Jambs  Wilcox. 

No.  1,013 — Design  for  Stove  Doors. — I  claim  forming  configura- 
tions and  mouldings  on  the  door  plates  of  stoves  of  the  style  and  form 
described,  for  the  purpose  of  giving  a  simple  and  chaste  ornamental 
appearence  to  the  same. 

Eeubbn  H.  N.  Bates. 

No.  1,014. — Design  for  Printers'  Types. — I  claim  the  design  of  the 
said  type,  as  described  and  shown. 

George  Bruce. 

No.  1,015. — Design  for  Stove  Plates. — I  claim  the  ornamental  design 
and  configuration  of  the  plates  of  a  six  plate  stove,  substantially  as 
herein  set  forth  and  shown  in  the  annexed  drawings. 

S.   W.   GiBBS. 

No.  1016. — Design  for  Stoves. — I  claim  the  combination  and  arrange- 
ment of  ornamental  figures  and  forms,  represented  in  and  by  the 
accompanying  drawing,  forming  together  an  ornamental  design  for 
the  front  and  side  plates  of  a  cooking  stove. 

Jamb3  Horton. 

No.  1,017. — Design  for  Stoves. — I  claim  the  combination  and 
arrangement  of  the  ornamental  figures  and  forms,  represented  in  and 
by  the  accompanying  drawing,  as  forming  together  an  ornamental 
design  for  plates  of  a  cooking  stove. 

Joseph.  A..  '&ss2^. 
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No.  1018. — Design  for  Cook  Staves. — We  claim  the  combination  of 
the  ornamental  figures  and  forms,  represented  in  and  by  the  accom- 
panying drawing,  forming  together  an  ornamental  design  for  the 
plates  of  a  cooking  stove  termed  the  ^'  Lehigh." 

Garrettson  Smith. 
Henrt  Brown. 

No.  1,019. — Design  for  Cooks'  Stoves. — We  claim  the  combination 
of  the  ornamental  figures  and  forms  represented  in  and  by  the  accom* 
panying  drawing,  lorming  together  an  ornamental  design  for  the 
plates  of  a  cooking  stove  termed  the  ^'  medallion." 

Garrettson  Smith. 
Hbnry  Brown. 

No.  1,020. — Design /or  Types. — I  claim  the  design  of  the  types,  as 
described  and  shown  in  the  '^  characters"  of  the  accompanying  types 


and  printed  sheet. 


James  (Conner. 


No.  1,021. — Design  for  Printers'  T)fpes. — I  claim  the  design  of  the 
types,  as  described  and  shown  in  the  characters  of  the  accompanying 
types  and  printed  sheet. 

James  Conner. 

No.  1,022. — Design  for  Printers'  Types. — I  claim  the  design  of  the 
types,  as  described  and  shown  in  the  characters  of  the  accompanying 
types  and  printed  sheet. 

Jambs  Conner. 

No.  1,023. — Design  for  Range  Fronts. — I  claim  the  new  design  for 
the  front  plate  of  a  range,  consisting  of  the  ornamental  configurations, 
asherein  described  and  represented  in  the  drawings. 

A.  C.  Barstow. 

No.  1,024. — Design  for  Bedsteads. — I  claim  so  displaying  and 
arranging  the  several  decorations  over  the  foot,  head,  and  middle  posts 
of  children's  iron  bedsteads,  as  to  produce  the  new  and  ornamental 
design  described  and  represented. 

Heinrich  Neidig. 

No.  1,025. — Design  for  Bedsteads. — ^I  claim  forming  bed  posts  with 
the  configuration  and  embellishments  disposed  and  arranged  to  form 
a  new  and  ornamental  design,  substantially  in  the  manner  before 
described  and  represented  in  the  drawings. 

Heinrich  Neidig, 

No.  1,026. — Design  for  Cooks'  Stoves. — ^I  claim  the  several  plates 
with  their  ornamental  figures  and  forms,  represented  in  and  by  the 
accompanying  drawing,  and  forming  together  an  ornamental  design 
for  a  cooking  stove. 

Edw.  J.  Delant. 
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No.  1,027. — Design  for  Stoves. — I  claim  the  ornamental  design  of 
the  plates  A  B  C  D  and  E  of  an  elevated  oven  cooking  stove,  as  herein 
described  and  shown  in  the  annexed  photographic  drawings. 

N.  S.  Vkddkr. 

No.  1,028. — Design  for  Pitchers. — I  claim  giving  ice  and  other 
pitchers  the  oonfignrations,  flutings,  embossings,  and  embellishments 
before  described,  so  as  to  produce  a  new  and  ornamental  design, 
symmetrical  in  its  character,  and  of  a  chaste  and  harmonious 
appearance. 

Geo.  W.  Sboth. 

No.  1,029. — Design  for  Stoves. — ^We  claim  the  design,  configuration, 
and  arrangement  of  the  several  ornamental  castings,  as  herein  before 
described  and  set  forth  in  the  drawings,  as  constituting  a  new  and 
original  stove  design. 

Gkrrbibon  Smith. 

Hbnbt  Brown. 

No.  1,030. — Design  for  Can-Oovers. — ^I  claim  the  ornamental  design 
for  a  preserving  jar  cover,  herein  described  and  shown. 

John  F.  Bodinb. 

No.  1,031. — Design  for  Cooks'  Stoves. — ^I  claim  the  ornamental 
design  of  the  plates  or  castings  ABCD  EFGofa  cooking  stove, 
as  herein  described  and  represented  in  the  annexed  photographs. 

BoBERT  Ham. 

No.  1,032. — Design  for  Towd  Stands. — I  claim  the  design  or  con- 
figuration of  the  towel  stand,  as  above  described^  and  as  exhibited  in 
the  accompanying  drawings. 

Nath'l  Waterman. 

No.  1,033. — Design  for  Printers'  Types — I  claim  the  design  of  the 
said  type  as  described  and  shown. 

George  Bruce. 

No.  1,034. — Design  for  Door-Lock  Plates. — I  claim  the  design  above 
described  and  represented  in  the  accompanying  drawing,  cast  in  relief 
on  the  outside  of  a  door- lock  plate. 

C.  B.  Erwin. 

No.  1,035. — Design  for  Door-Lock  Plates. — I  claim  the  design  above 
described  and  represented  in  the  accompanying  drawing,  cast  in  relief 
on  the  outside  of  a  door  plate. 

C.  B.  Erwin. 

No.  1,036. — Design  for  Door-Lock  Plates. — ^I  claim  the  design  above 
described  and  represented  in  the  accompanying  drawing,  cast  in  relief 
on  the  outer  face  of  a  door-look  plate. 

H.  E.  Bu^isll. 
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No.  1,037. — Design  for  Box  Stoves. — ^We  claim  tlie  ornamental 
design  of  the  plates  of  a  box  or  six-plated  stove,  as  herein  described 
and  represented  in  the  annexed  photographic  drawing. 

N.  S.  Vkddkr. 

Ezra  Eipley. 

No.  1,038. — Design  for  a  Cooking  Stove. — ^I  claim  the  ornamental 
design,  herein  described  and  represented  in  the  annexed  photographic 
drawing,  for  the  plates  ABC  and  D  of  a  cooking  stove. 

N.  8.  Vkddkr. 
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No.  1,039. — Design  for  Parlor  Stoves. — I  claim  the  ornamental  de- 
sign, herein  described  and  represented  in  the  annexed  photograghic 
drawings,  for  parlor  stove  plates. 

N.  S.  Vkddbr. 

No.  1,040. — Design  for  Parlor  Stoves. — I  claim  the  ornamentel  de- 
sign, herein  described  and  represented  in  the  annexed  photographic 
drawings,  for  the  top  and  bottom  plates  of  an  oval  parlor  stove. 

N.  8.  Vkdder. 

No.  1,041. — Design  for  Stoves. — We  claim  the  combination  and  ar- 
rangement of  ornamental  figures  and  forms,  represented  in  and  by 
the  accompanying  drawing,  and  forming  together  an  ornamental  de- 
sign for  a  stove. 

Jacob  8teffe. 

Jambs  Horton. 

John  Currib. 

No.  1,042. — Design  for  Stoves. — We  claim  the  combination  and  ar- 
rangement of  ornamental  figures  and  forms,  represented  in  and  by 
the  accompanying  drawing,  and  forming  together  an  ornamental  de- 
sign for  a  stove. 

Jacob  Steffb. 

Jambs  Horton. 

John  Currib. 

No.  1,043. — Design  for  BoU-Pans. — I  claim  the  design  substantially 
as  described  and  exhibited 'in  the  drawings. 

Nathanibl  Waterblan. 

No.  1,044. — Design  for  Cooks*  Stoves. — ^I  claim  the  general  configu- 
ration of  the  parts  shown  on  the  fronts  sides,  and  back  of  the  stove, 
to  form  a  new  and  ornamental  design  for  a  cook  stove. 

W.  P.  Abendroth. 

No.  1,045. — Design  for  Screens. — I  claim  the  ornamental  configu- 
ration of  the  plates  designed  for  a  screen,  as  above  set  forth  and 
represented. 

Jambs  L.  Jackson. 
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No.  1,046. — Design  for  Bread  Pans, — ^I  claim  the  ornamental  de- 
sign for  biscuit  pans  as  herein  described  and  as  represented  in  the 
accompanying  drawings. 

Nathaniel  Waterman. 

No.  1,047. — Design  for  a  CooVs  Oven  Stove. — I  claim  the  configu- 
ration and  ornaments  above  described  and  shown  in  the  drawings  as  a 
design  for  an  **  elevated  oven  "  cooking  stove. 

William  W.  Stevens. 

No.  1,048. — Design  for  Stoves. — I  claim  the  ornamental  design  for 
a  top,  bottom,  cover,  door,  and  legs  for  a  sheet-iron  air-tight  stove 
substantially  as  exhibited  in  the  accompanying  drawings  and  as  de- 
scribed above. 

Nathaniel  F.  Bioharbson. 

No. 1,049. — Design  for  Nursery  Bottles. — I  claim  the  8-shaped  scroll 
formed  of  the  label  portion  a,  leaf  branches  6,  and  berries  c,  arranged 
or  disposed  as  herein  shown  and  described  to  form  a  new  and  orna- 
mental design  for  a  nursing  bottles. 

Francis  Ebrn. 

No  1,050. — Design  for  Cast-Iron  Bedsteads. — I  claim  the  arrange- 
ment and  combination  of  figures,  devices,  and  ornamentation,  repre- 
sented in  the  accompanying  drawing,  the  whole  forming  an  orna- 
mental design  for  a  cast-iron  bedstead  leg. 

Fhiup  Tabb. 

No.  1,061. — Suspended. 

No.  1,052. — Design  for  Stoves. — We  claim  the  design  and  configu- 
ration ot  the  mouldings  and  ornaments  as  herein  described,  forming 
an  ornamental  design  for  stoves. 

Garrettson  Smith. 

Henry  Brown. 

No.  1,053. — Design  for  Cast-Iron  Fences. — ^I  claim  the  rope  orna- 
ments D  D,  leaves  L  L,  and  scrolls  and  leaves  C,  substantially  as 
represented  in  the  accompanying  drawings. 

Martin  Briggs. 

No.  1,054. — Design  for  Trade  Marks. — We  claim  the  design  of  a 
cotton  bale  as  a  trade  mark,  as  herein  described. 

Richard  F.  Bruff. 
Charles  Bruff. 
G.  Arthur  Sbavxr. 

No.  1,055. — Design  for  Cooks'  Stoves. — I  claim  the  ornamental 
design  of  each  door  or  panel  A  B  C  D  and  foot  E  of  the  cooking 
stove,  as  herein  described  and  represented  in  the  annexed  photographic 
drawing. 

N.  8,  Y^sswa.. 
Vol.  ii 43 
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No.  1,056.— 2>cfiiflm  for  Gast-lron  Fire  Shovela, — I  claim  the  shap«^ 
configuration,    or    pattern,  for  a    cast  fire  or  ash  shoYel,  herein 


descrihed  and  set  forth. 


William  Benhbi. 


No.  1,057. — Design  for  Lockets. — I  claim  "embellishing  the  sides 
of  the  lockets  or  charms  for  containing  hair,  likenesses,  or  other 
souvenirs  or  objects,  with  clusters  of  flowers  and  other  configurations, 
as  described  and  represented." 

Albert  C.  Bakdall. 

No.  1,058. — Desianfor  Cast-Metal  Tablets, — I  claim  the  ornamental 
design  for  a  cast  tablet  of  iron  or  other  metal,  as  set  forth  and  repre- 
sented in  the  accompanying  photographic  views. 

Ezra  Clark. 

No.  1,059.— jDe^t^n  for  Stoves, — I  claim  the  configuration  and 
ornament  of  plates  fig.  1,  fig.  2,  and  fig.  3,  as  set  forth  and  shown 
in  the  annexed  drawings. 

E.  J.  CRmeB. 

No.  1 ,060. — Design  for  Statuettes  of  Henry  Clay. — ^I  claim  the  new 
design,  herein  described  and  represented  in  the  drawings,  for  a  statuette 
of  Henry  Clay. 

T.  Ball. 

No.  1,061. — Design  for  Stoves. — I  claim  the  combination  and 
arrangement  of  all  the  various  figures  or  members  making  up  the 
whole  design,  as  herein  set  forth. 

Ltman  L.  Thomas. 

No.  1,062. — Design  for  Eat  and  Cane  Stands — I  claim  the  above 
described  design  or  configuration,  as  represented  in  the  accompanying 
drawing. 

Edward  Betnolds. 

No.  1,063. — Design  for  Cooks*  Stoves. — I  claim  the  new  design  for 
a  cooking  stove,  consisting  of  the  ornamental  configurations  herein 
above  described  and  represented  in  the  drawings. 

A.  C.  Barstow. 

No.  1,064. — Design  for  Script  Types. — I  claim  the  design  of  the 
types  as  described  and  shown  in  the  *' characters"  of  the  accompanying 
printed  sheet. 

James  Conner. 

No.  1,065. — Design  for  Stove  Plates. — I  claim  the  arrangement 
and  combination  of  the  several  figures  and  mouldings,  the  whole 
forming  together  a  new  configuration  for  stove  castings,  as  herein 
described. 

Samuel  D.  Vosb. 


DESIGNS.  675 

No.  1,066. — Design  for  Stove  Plates. — I  claim  the  arrangement 
and  combination  ot  the  several  figures  and  mouldings,  the  who^e 
forming  together  a  new  configuration  for  stove  castings,  as  herein 
described. 

Samuel  D.  Vose. 

No.  1,067. — Design  for  Stove  Plates. — I  claim  the  arrangement 
and  combination  of  the  several  figures  and  mouldings,  the  whole  form- 
ing together  a  new  configuration  for  stove  castings,  as  herein  described. 

Samubl  D.  Vo^. 

No.  1,068. — Design  for  Stove  Plates. — I  claim  the  arrangement 
and  combination  of  the  several  figures  and  mouldings,  the  whole  form- 
ing together  a  new  configuration  for  stove  castings,  as  herein  described. 

Samuel  D.  Vose. 

No.  1,069. — Design  for  Iron  Fences. — I  claim  as  a  design  for  rail- 
ings, the  composition  or  combination  of  the  several  cast  ornaments 
and  curved  rods  and  standards  united,  and  producing  an  ornamental 
panel  of  the  configuration  substantially  as  specified. 

Edwin  Gomez. 

No.  1,070. — Design  for  Metallic  Coffins. — ^I  claim  the  form  and  con- 
figuration of  metallic  coffins  as  represented  and  described. 

William  H.  Forbes. 

No.  1 ,071. — Design  for  Dining  Room  Stoves. — I  claim  the  ornamental 
bass-relief  figures  on'the  several  doors  and  panels,  when  combined  and 
arranged  substantially  as  represented  in  the  accompanying  drawings. 

George  D.  Sprecher. 

No.  1,072. — Design  for  Parlor  Stoves. — We  claim  the  combination 
of  ornamental  figures  and  forms,  represented  in  and  by  the  accom- 
panying drawing,  forming  an  ornamental  design  for  the  plates  of 
parlor  stoves. 

Garrettson  Smith. 

Henry  Brown. 

No.  1,073. — Design  for  Cooks'  Ranges. — We  claim  the  ornaments 
in  bass-relief,  and  arrangement  of  mouldings  configurated,  as  shown 
and  described,  and  constituting  an  ornamental  stove  design,  designated 
as  the  "National  Bange.'' 

Garrettson  Smith. 

Hbnrt  Brown. 

No.  1,074. — Design  for  BookrMarlcs. — I  claim  the  new  design  for  a 
book-mark,  consisting  of  the  hand  placed  within  the  heart,  as  described 
and  represented  in  the  drawings. 

William  B.  French. 
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In  the  maiter  of  the  applicaiion  of  Charles  Ooodyear  for  the  extension 
of  a  patent  granted  to  him  for  **  improvement  in  India-rubber  fabrics'* 
on  the  Ibih  day  of  June^  1844,  and  which  toas  reissued  in  ttoo  sepa- 
rate patents  on  the  25/A  day  of  Decembery  1849,  under  the  deeigna- 
turns  of  ^^improvement  in  processes  for  the  manufacture  of  India- 
rubber  j"  and  ^^improvement  in  f tiling  India-rubber  with  cotton 
fibre." 

DECISION  OF  THE  COMMISSIONEB. 

United  States  Patent  Office,  June  14,  1858. 
It  appears  that  on  the  30th  January,  1844,  the  applicant,  through 
his  agent,  (Newton,)  obtained  from  the  English  government  a  patent 
for  this  invention  or  discovery,  known  in  popular  parlance  as  a  '^  process 
for  vulcanizing  India-rubber;"  and,  on  the  16th  of  June  thereafter,  the 
patent  now  sought  to  be  extended  was  issued  from  this  office.     It  is 
assumed  and  insisted  by  the  contestants  that  the  American  patent 
should  have  borne  even  date  with  the  English,  and  that  in  law  it 
expired  with  it  on  the  30th  of  January  last,  and  in  consequence  it  is 
denied  that  the  Commissioner  has  any  authority  to  entertain  a  petition 
for  its  renewal      What  shall  be  the  date  and  duration  of  a  patent  is 
a  question  which  must  be  decided  by  this  office  on  each   original 
application  ;  and,  in  the  case  under  consideration,  it  was  determined 
that  it  should  bear  date  the  16th  of  June,  1844,  and  should  secure  a 
monopoly  of  the  invention  for  fourteen  years  thereafter.    If  this  was 
irregular,  in  view  of  the  English  patent,  it  did  not  render  that  issued 
by  this  office  void,  as  was  held  by  the  Supreme  Court  in  15  Howard, 
112  ;  O'Beilly  et  al.  vs.  Morse  etal.     Being  at  most  voidable,  it  would 
seem  that  it  should  be  treated  as  valid  until  vacated  by  the  judgment 
of  some  judicial  tribunal.     At  all  events,  whatever  may  be  the  power 
of  the  courts  over  the  instrument,  it  is  not  believed  to  be  competent 
for  the  Commissioner  in  a  summary  and  in  some  respects  a  collateral 
proceeding  like  this  to  revise  and  reverse  a  former  decision  of  this 
office  under  which  so  many  rights  have  been  vested.     Were  his  power, 
however,  plenary  in  the  matter,  I  should  not  hesitate  to  hold  that  the 
provisions  of  law  cited  do  not  sustain  this  objection,  which  has  been 
taken  in  the  nature  of  a  plea  to  the  jurisdiction.     The  8th  section  of  the 
act  of  1836  and  the  6th  section  of  that  of  1839,  being  in  pari  materia, 
must  be  construed  together ;  and  as  the  latter  is  not  in  its  terms  a 
repeal  of  the  former,  it  can,  according  to  a  well-settled  principle  of 
construction,  be  allowed  to  have  that  effect  only  so  far  as  the  pro- 
visions of  the  two  are  clearly  incompatible.     The  statute  of  1836 
declares  that  nothing  therein  contained  ^'  shall  be  construed  to  deprive 
an  original  and  true  inventor  of  the  right  to  a  patent  for  his  invention 
by  reason  of  his  having  previously  taken  out  letters  patent  therefor 
in  a  foreign  country,  and  the  same  having  been  publisned  at  any  time 
within  six  months  next  preceding  the  filing  of  his  specification  and  draw- 
ings.    And  toheneocr  iKe  a<ppl\catU  shjoU  request  it,  the  patent  shall  take 
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date  from  the  filing  of  the  specification  and  drawings  ;  not,  however, 
exceeding  six  months  prior  to  the  actual  issuing  of  the  patent."  It 
is  sufficiently  clear  that  this  clause  applies  only  to  those  cases  in  which 
the  foreign  patent  has  heen  issued  before^  but  within  six  months  of  the 
filing  of  the  specification  and  drawings.  A  reference  to  the  record, 
however,  shows  that  the  specification  and  drawings  in  this  case  were 
filed  on  the  16th  of  January,  1844,  so  that  the  foreign  patent,  instead 
of  having  heen  taken  out  before^  as  contemplated  by  the  act,  was,  in 
fact,  taken  out  fifteen  days  after  the  filing  of  the  specification  and 
drawings  in  this  office.  This  would  seem  to  relieve  the  case  entirely 
from  the  operation  of  the  provision.  But  should  it  be  treated  as 
subject  to  it,  as  the  American  patent  was  issued  four  and  a  half  months 
after  the  publication  of  the  English,  the  most  that  could  be  claimed 
would  be  that  the  applicant  mi^ht,  *'  on  reqtiefttj"  have  had  his  patent 
ante- dated  so  as  to  have  reached  back  to  the  filing  of  his  specification 
and  drawings,  but  he  was  not  bound  to  do  so.  It  is  manifestly  a  privi- 
lege bestowed,  and  not  a  duty  imposed  upon  him.  He  did  not  choose 
to  avail  himself  of  that  privilege,  and  hence  the  patent  went  out 
properly  bearing  its  actual  date.     The  act  of  1839  asserts  that  '^  no 

Serson  shall  be  debarred  from  receiving  a  patent  for  any  invention  or 
iscovery,  as  provided  in  the  act  approved  on  the  4th  of  July,  1836, 
to  which  this  is  additional,  by  reason  of  the  same  having  been  patented 
in  a  foreign  country  more  than  six  months  prior  to  his  application  : 
Provided,  That  the  same  shall  not  have  been  introduced  into  public 
and  common  use  in  the  United  States  prior  to  the  application  for  such 
patent :  And  provided  also.  That  in  all  cases  every  such  portent  shall 
be  limited  to  the  term  of  fourteen  years  from  the  date  or  publication 
of  such  letters  patent."  It  will  be  perceived  that  this  provision  is 
confined  expressly  to  an  invention  or  discovery  for  which  letters 
patent  shall  have  been  taken  out  in  a  foreign  country  m/>re  than  six 
months  prior  to  the  filing  of  the  application  here,  and  declares  such 
invention  or  discovery  patentable  under  limitations.  The  act  of  1836 
referred  to  this  class  of  cases,  and,  in  effect,  treated  them  as  unpatent- 
able. To  this  extent  it  is  repealed  by  the  act  of  1839,  because  irrecon- 
cilable with  it.  But  the  act  of  1836  refers  to  another  and  very  distinct 
class  of  cases,  in  which  the  foreign  letters  patent  were  not  published 
more  than  six  months  before  the  date  of  the  application  here,  and  declares 
them  patentable.  To  this  latter  class  no  allusion  is  made  by  the  act 
of  1839  ;  and  as  this  act  is  in  this  respect  in  no  degree  inconsistent 
with  that  of  1836,  and  as  it  professes  to  be  not  abrogatory  of,  but 
"additional"  to  it,  it  must,  upon  the  soundest  principles  of  interpre- 
tation, be  held  that  this  feature  of  the  act  of  1836  remains  in  full 
force.  The  closing  language  of  the  clause  quoted  is  not  regarded  as 
in  conflict  with  the  construction  insisted  on.  The  words  are,  *'  in  all 
cases  every  such  patent  shall  be  limited,"  &c.  What  is  intended  by 
**  every  such  patent?"  Undoubtedly  the  kind  of  patent  spoken  of 
in  the  preceding  part  of  the  section,  and  no  other,  to  wit :  a  patent 
based  on  an  invention  for  which  letters  patent  had  been  issued  in  a 
foreign  country  m<yre  than  six  months  before  the  filing  of  the  applica- 
tion here.  It  may  be  very  well  supposed  that  Congress  might  consider 
six  months  as  too  small  a  fraction  of  time  to  require  its  intt^^dx^^^k^-^ 
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as  a  part  of  the  lifetime  of  the  patent,  and  would,  therefore,  leave  it 
to  be  embraced  or  not,  at  the  option  of  the  applicant,  while  to  guard 
against  abuse,  if  the  period  were  longer,  the  inclusion  of  the  whole 
might  be  consistently  and  properly  exacted. 

The  novelty  and  original  patentability  of  this  invention,  as  well  as 
its  great  public  utility,  are  fully  established  by  the  report  of  the  ex- 
aminer and  by  the  depositions  on  file.  But  two  leading  qaestions, 
therefore^  remain  to  be  disposed  of. 

First.  Has  the  applicant  used  due  diligence  in  developing  his  inven- 
tion and  in  introducing  it  into  public  use? 

Second.  Has  he,  from  the  use  and  sale  of  the  invention,  received  a 
reasonable  remuneration  for  the  time,  ingenuity,  and  expense  bestowed 
upon  the  same,  and  the  introduction  thereof  into  use? 

Upon  the  first  point,  the  testimony  alike  of  the  applicant  and  of 
the  contestants  is  concurrent  and  conclusive.  From  the  first  moment 
that  the  conception  entered  his  mind  until  his  complete  success — em- 
bracing a  period  of  from  sixteen  to  eighteen  years — ^he  applied  himself 
unceasingly  and  enthusiastically  to  its  perfection,  and  to  its  introduc- 
tion into  use,  in  every  form  that  his  fruitful  genius  could  devise.  So 
intensely  were  his  faculties  concentrated  upon  it  that  he  seems  to  have 
been  incapable  of  thought  or  of  action  upon  any  other  subject.  He 
had  no  other  occupation,  was  inspired  by  no  other  hope^  cherished 
no  other  ambition.  He  carried  continually  about  his  person  a  piece 
of  India-rubber,  and  into  the  ears  of  all  who  would  listen  he  poured 
incessantly  the  story  of  his  experiments  and  the  glowing  langua&e 
of  his  prophecies.  He  was,  according  to  the  witnesses,  completely 
absorbed  by  it  both  by  day  and  night,  pursuing  it  with  untiring 
energy  and  with  almost  superhuman  perseverance.  Not  only  were 
the  powers  of  his  mind  and  body  thus  ardently  devoted  to  the  in- 
vention and  its  introduction  into  use,  but  every  dollar  he  possessed 
or  could  command  through  the  resources  of  his  credit  or  the  in- 
fluence of  friendship  was  uncalculatingly  cast  into  that  seething  cal- 
dron of  experiment  which  was  allowed  to  know  no  repose.  The 
very  bed  on  which  his  wife  slept  and  the  linen  that  covered  his  table 
were  seized  and  sold  to  pay  his  board,  and  we  see  him  with  his  stricken 
household  following  in  the  funeral  of  his  child  on  foot,  because  he  had 
no  means  with  which  to  hire  a  carriage.  His  family  had  to  endure 
privations  almost  surpassing  belief,  being  frequently  without  an  article 
of  food  in  their  house  or  fuel  in  the  coldest  weather,  and  indeed  it  is 
said  that  they  could  not  have  lived  through  the  winter  of  1839  but 
for  the  kind  offices  of  a  few  charitable  friends.  They  are  represented 
as  gathering  sticks  in  the  woods  and  on  the  edges  of  the  nigh  ways 
with  which  to  cook  their  meals,  and  digging  the  potatoes  of  their 
little  garden  before  they  were  half  grown,  while  one  of  his  hungry 
children,  in  a  spirit  worthy  of  his  father,  is  heard  expressing  iiis 
thanks  that  this  much  had  been  spared  to  them.  We  often  find  him 
incarcerated  in  the  debtor's  prison,  but  even  amid  its  gloom  his  visions 
of  the  future  never  grew  dim,  his  faith  in  his  ultimate  triumph  never 
faltered.  Undismayed  by  discomfitures  and  sorrows  which  might 
well  have  broken  the  stoutest  spirit,  his  language  everywhere,  and 
under  all  circumstances,  was  that  of  encouragement  and  of  a  profound 
conviction  ot  ^naY  «\x^^^^*    "S^^*  qtjlI^  iu  the  United  States  did  he 
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tlius  exert  himself  to  establish  and  apply  to  every  possible  use  his 
invention,  but  in  England^  France,  and  other  countries  of  Europe,  he 
zealously  pursued  the  same  career.  In  1855  he  appeared  at  the  World's 
Fair  in  Paris,  and  the  golden  medal  and  the  Grand  Cross  of  the  Legion 
of  Honor  were  awarded  to  him  as  the  representative  of  his  country's 
inventive  genius.  Fortune,  however,  while  thus  caressing  him  with 
one  hand^  was  at  the  same  moment  smiting  him  with  the  other  ;  for 
we  learn  from  the  testimony  that  these  brilliant  memorials  passed  from 
the  Emperor  and  reached  their  honored  recipient,  then  the  occupant 
of  a  debtor's  prison,  amon^  strangers  and  m  a  foreign  land,  thus 
adding  yet  another  to  that  long  sad  catalogue  of  public  benefactors 
who  have  stood  neglected  and  impoverished  in  the  midst  of  the  waving 
harvest  of  blessings  they  had  bestowed  upon  their  race.  Throughout 
all  these  scenes  of  trial,  so  vividly  depicted  by  the  evidence^  he  de- 
rived no  support  from  the  sympathies  of  the  public.  While  the  com- 
munity at  large  seem  to  have  looked  on  him  as  one  chasing  a  phantom, 
there  were  times  when  even  his  best  friends  turned  away  from  him  as 
an  idle  visionary,  and  he  was  fated  to  encounter  on  every  side  sneers 
and  ridicule,  to  which  each  baffled  experiment  and  the  pecuniary  lose 
it  inflicted  added  a  yet  keener  edge.  The  mercenary  naturally  enough 
pronounced  his  expenditures,  so  freely  made,  culpably  wasteful ;  the 
selfish  and  the  narrow-minded  greeted  the  expression  of  his  enlarged 
and  far-reaching  views  as  the  ravings  of  an  enthusiast ;  while  it  is 
fair  to  infer  from  the  depositions  that  not  a  few  of  the  timid  and 
plodding,  who  cling,  tremblingly  apprehensive  of  change,  to  the 
beaten  paths  of  human  thought  and  action,  regarded  him  as  wander- 
ing on  the  very  brink  of  insanity,  if  not  already  pursuing  its  wild 
and  flickering  lights.  Such  in  all  times  has  been  the  fate  of  the 
greatest  spirits  that  have  appeared  on  the  arena  of  human  discovery, 
and  such  will  probably  continue  to  be  the  doom  of  all  whose  stalwart 
strides  carry  them  in  advance  of  the  race  to  which  they  belong.  With 
such  a  record  of  toil,  of  privation,  of  courage,  and  of  perseverance  in 
the  midst  of  discouragements  the  most  depressing,  it  is  safe  to  affirm 
that  not  only  has  the  applicant  used  that  due  diligence  enjoined  by 
law,  but  that  his  diligence  has  been,  in  degree  and  in  merit,  perhaps 
without  parallel  in  the  acnals  of  invention. 

Before  entering  upon  an  examination  of  the  second  leading  ques- 
tion, several  preliminary  issues  raised  by  the  contestants  must  be  met 
and  decided. 

The  amount  of  expenditures  and  receipts  originally  presented,  it  is 
admitted,  was  too  general  in  its  terms  to  be  accepted  as  a  compliance 
with  the  requirements  of  the  statute.  Hence,  subsequently,  in  April 
an  additional  or  amended  account  was  offered,  which,  in  consequence 
of  the  absence  of  the  applicant  in  England,  was  not  sworn  to  by  him 
tintil  the  23d  of  that  month,  and  was  not  filed  in  this  office,  (m  thus 
verified^  until  the  8th  May.  This  amended  statement  was  intended 
not  as  a  substitute  for  the  original,  but  as  a  correction  of  certain  inac- 
<^uracies  which  had  crept  into  it^  and  as  furnishing  the  details  which 
law  and  usage  demand.  It  is  objected  that  it  should  not  be  consid- 
ered, because  when  first  lodged  here  it  was  without  the  oath  of  the 
applicant,  and  because  when  that  oath  was  appended  on  the  8th  May 
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it  was  too  late  for  the  contestants  to  take  their  rebutting  testimonj. 
It  will  be  observed  that  there  is  nothing  in  the  circumstances  attend- 
ing this  delay  calculated  to  excite  a  suspicion  of  a  desire  on  the  part 
of  the  applicant  to  suppress  the  truth  by  stifling  inquiry;   and  it 
must  also  be  borne  in  mind  that,  although  there  is  a  rule  of  this  office 
on  the  subject,  the  statute  is  silent  as  to  the  time  when  the  account 
shall  be  filed.     It  is  true  that  it  must  be  ^'  under  oath,"  and  the  oath 
of  the  patentee  was  no  doubt  contemplated  by  the  framers  of  the  law, 
but  it  IS  also  true  that  cases  have  arisen  in  which  that  oath  was  neces- 
sarily and  properly  dispensed  with,  as  when  the  patentee  had  died  or 
become  insane.     Other  cases  may  well  be  imagined  in  which  the  oath 
of  parties  entirely  disinterested,  and  having  a  thorough  knowledge  of 
the  subject-matter^  would  be  more  satisfactory  to  the  judicial  mind 
than  that  of  the  patentee.     The  amended  account  was  as  early  as  the 
8th  of  April  verified  by  the  oaths  of  a  number  of  disinterested  wit- 
nesses professing  an  acquaintance  with  the  transactions  to  which  it 
relates,  and  this  is  claimed  to  be  a  substantial  compliance  with  the 
statute.    Assuming  that  the  contestants  were  not  bound  to  take  rebut- 
ting testimony  until  after  the  account  had  been  sworn  to  by  the  appli- 
cant, yet  they  had  notice  of  the  existence  and  character  of  that  account 
through  a  copy  served  on  them  as  early  as  the  20th  April,  and  this 
was  sufficient  to  put  them  upon  inquiry.     Being  thus  distinctly  ap- 
prised of  what  it  was  proposed  to  prove,  they  could  have  occupied 
themselves  in  discovering  such  evidence  as  might  exist  in  their  favor, 
and  in  taking  at  least  the  preliminary  steps  to  the  examination  of  the 
witnesses.    The  time  for  taking  the  proof  having  been  extended,  there 
were  at  least  sixteen  days — between  the  8th  and  24th  of  May — allowed 
for  assailing  the  account  by  counteracting  testimony,  and  we  are  war- 
ranted from  the  record  in  presuming  that  this  time  was  with  the  great- 
est zeal  end  activity  devoted  to  the  taking  of  depositions,  and  that  all 
tje  witnesses  who  could  be  found,  having  knowledge  of  facts  deemed 
important  for  the  contestants,  and  who  were  willing  to  depose,  were 
examined.     It  is  true  that  Mr.  Cozzens  in  his  deposition  expresses 
the  opinion  *'  that  there  has  not  been  anything  like  enough  time  since 
the  filing  of  the  applicant's  petition  and  statement  to  properly  prepare 
an  opposition  thereto."     Waiving  the  obvious  criticism  upon  this 
language,  it  is  a  complete  answer  to  say  that  the  name  of  no  witness 
is  given  whom  the  contestants  were  prevented  from  examining  for 
want  of  time,  nor  is  any  fact  material  to  them  alleged  to  exist  and 
be  susceptible  of  proof,  but  which  they  were  denied  an  opportunity  of 
establishing.     In  the  absence  of  any  such  specific  averment,  it  is  im- 
possible to  decide,  in  the  language  of  a  rule  of  this  office,  that  ^'  a  sub- 
stantial injury  has  been  wrought  to  the  party  raising  the  objection," 
and  hence,  according  to  that  rule,  such  objection  cannot  prevail  on 
the  final  bearing.     When  a  party  frankly  avows  that  he  has  com- 
mitted an  error  in  a  judicial  oath,  and  asks  the  privilege  of  correcting 
it  under  the  same  sanctions,  a  tribunal  whose  mission  is  the  ascertain- 
ment of  truth  should  rather  encourage  him  to  make  such  correction 
than  rebuke  him  for  an  ofier  to  do  so. 

Another  question  to  be  answered  before  proceeding  to  the  main 
inquiry  is,  whethei  m  determining  the  adequacy  of  the  remuneration 
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received  by  the  applicant  the  receipts  of  his  assignees  and  licensees — 
admitted  to  amount  to  many  millions — should  be  charged  to  the 
patent.  The  first  impression  of  my  mind  was  favorable  to  the  posi- 
tion taken  by  the  contestants,  but  a  more  critical  examination  of  the 
statute  has  led  me  to  an  opposite  conclusion.  At  the  time  of  the  pas- 
sage of  the  act  of  1836  it  was  the  universal  custom  of  inventors  to  sell 
and  assign  the  rights  secured  to  them  by  their  patents,  and  this  course 
on  their  part  has  been  constantly  contemplated  and  sanctioned  by  law. 
Hence  the  statute  declares  that  if  the  ''patentee"  shall  fail,  from 
"  the  use  and  sale  of  his  invention,"  to  realize  a  reasonable  remune- 
ration, he  shall  be  entitled  to  an  extension.  The  law,  in  its  enact- 
ments, is  generally  found  to  be  n  faithful  reflection  of  the  actual  life 
of  the  world.  It  was  well  known  that  inventors,  as  a  class,  were  par- 
ticularly liable  to  be  overreached  in  their  contracts,  and  to  be  driven 
to  dispose  of  their  inventions  at  ruinous  rates,  under  the  pressure  of 

S)verty,  and  often  before  their  utility  had  been  fully  demonstrated, 
ence  the  generous  guarantee  was  given  them  that  if  from  such 
"sales,"  no  matter  how  made,  and  from  such  '*  use"  as  they  might 
choose  to  make  of  their  inventions,  they  were  unable  to  secure  a  rea- 
sonable compensation,  their  monopoly  should  be  further  extended. 
There  is  not  the  remotest  allusion  to  their  assignees  and  licensee's, 
and,  as  the  reason  of  the  enactment  does  not  reach  them,  it  would  be 
an  unsound  principle  of  construction  which  should  embrace  them  by 
implication.  A  further  reason  why  they  should  not  be  thus  embraced 
is  found  in  the  fact  that  a  very  large  part  of  the  profits  of  these 
assignees,  who  are  generally  manufacturers,  is  the  product  of  their 
own  capital  and  enterprise  in  association  with  the  invention,  and 
could  not,  therefore,  be  properly  charged  to  its  account  in  this  pro- 
ceeding. Assignees  and  licensees  constitute  a  very  numerous  class, 
scattered  throughout  the  length  and  breadth  of  the  land,  and  their 
profits  from  inventions  must  be  regarded  as  the  profits  of  that  great 
public  of  which  they  are  so  important  a  part.  The  very  large  sums 
which  they  are  alleged  by  all  the  witnesses  who  have  spoken  on  the 
subject  to  have  made  from  this  invention  is  but  another  of  the  ever- 
multiplying  proofs  of  its  extraordinary  value  to  the  world,  for  it  is 
safe  to  conclude  that  the  consumers  of  the  fabrics  have  been  equally 
benefitted  with  the  manufacturers  who  produced  them.  If,  on  an 
application  for  an  extension,  the  patentee  were  chargeable  with  the 
receipts  of  his  assignees  and  licensees,  it  would  then  follow  that  he 
would  be  bound  to  exhibit  them  in  his  accounts — a  manifest  impos- 
sibility, it  is  scarcelv  necessary  to  say,  in  the  great  majority  of  cases. 
The  first  step  in  determining  the  sufficiency  of  the  remuneration  is 
to  ascertain,  as  far  as  practicable,  the  amount  of  the  applicant's  re- 
ceipts and  expenditures  in  connexion  with  the  invention.  The  appa- 
rently discrepant  and  informal  character  of  the  accounts  tiled  nas 
produced  much  severity  of  criticism  and  some  denunciation  on  the 
part  of  counsel.  It  is  admitted  that  they  have  not  the  precision  and 
symmetry  which  belong  to  the  products  of  the  counting-room,  and 
which  might  have  been  imparted  to  them  by  the  applicant  had  he 
been  a  merchant's  clerk,  instead  of  the  brilliant  and  impulsive  genius 
that  he  is.     In  explanation  of  the  generality  and  uncett^ixs^r^  ^^-t. 
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which,  it  is  insisted,  they  are  marked,  it  is  in  proof  that  the  applicant 
never  kept  any  books  or  memoranda  from  which  more  reliable  state- 
ments could  be  prepared.  In  this  respect  his  course  of  life  has  been 
in  entire  harmony  with  that  of  the  class  to  which  he  belongs. 
Inventors  and  other  men  of  high  creative  genius  have  ever  been  dis- 
tinguished for  a  total  want  of  what  are  called  '^business  habits." 
Completely  engrossed  by  some  favorite  theory,  and  living  in  the  da»- 
sling  dreams  of  their  own  imagination,  they  scorn  the  counsels  and 
restraints  of  worldly  thrift,  and  fling  from  them  the  petty  cares  of 
the  mere  man  of  commerce  as  the  lion  shakes  a  stinging  insect  from 
his  mane.  The  law,  in  its  wisdom,  takes  cognizance  of  human 
character,  and  deals  with  men,  and  with  classes  of  men,  as  it  finds 
them.  It  seems,  in  this  instance,  to  have  assumed,  and  justly,  that 
if  we  would  have  the  magnificent  creations  of  genius  we  must  take 
them  with  all  those  infirmities  which  seem  as  inseparable  from  them 
as  spots  are  from  the  sun.  Hence  the  statute  does  not  require  that 
the  accounts  of  inventors  shall  have  that  formality  and  that  severe 
exactitude  which  might  well  have  been  claimed  of  a  merchant  with 
his  ledger  open  before  him.  All  that  is  insisted  on  is,  that  the  state- 
ment furnished  shall  be  ^^sufficiently  in  detail  to  exhibit  a  true  and 
faithful  account  of  loss  and  proJU  in  any  manner  accruing  to  him  from 
and  by  reason  of  said  invention."  It  is  manifest  that  it  is  to  the 
results,  which  indicate  ''loss  and  profit/'  rather  than  the  minute 
elements  of  the  transactions  which  form  the  subject  of  the  account, 
that  the  law  looks.  The  applicant's  statement,  as  amended,  appears 
to  have  been  compiled  with  the  most  laborious  care,  and  from  every 
source  of  information  accessible  to  him  or  his  attorneys.  It  is  regarded 
as  fully  conforming  to  the  letter  and  spirit  of  the  statute.  The  prin- 
cipal discrepancy  between  the  original  and  amended  statement  is  sat- 
isfactorily explained.  The  applicant  held  at  the  same  moment  three 
patents  for  processes  connect^  with  the  manufacture  of  India-rubber, 
viz :  that  of  Chaffee,  that  of  Hayward,  and  that  for  his  own  vulcan- 
izing process.  In  all  his  contracts  he  transferred  these  three  patents 
together,  making  no  designation,  in  the  body  of  the  assignments,  of 
the  estimate  placed  upon  either  of  them  separately.  In  his  original 
statement  he  inadvertently  charges  to  his  own  patent  the  whole  of  the 
receipts  from  this  source ;  in  his  amendment  he  sets  the  Chaffee  and 
Hayward  patents  down  as  properly  chargeable  with  one-fourth  of  the 

Sroceeds  of  such  sales,  and  makes,  accordingly,  a  corresponding  de- 
uction  from  his  exhibit  of  receipts.  The  language  of  his  first  state- 
ment, properly  interpreted  in  the  light  of  the  assignments  themselves, 
justified  this  step.  Whatever  those  patents  may  have  cost  him,  they 
were  his  property,  and  it  was  due  to  truth  and  to  the  claim  now  under 
consideration  that  their  actual  value  should  have  been  ascertained. 
The  witnesses  who  speak  of  them  prove  conclusively  that  the  appli- 
cant has  rather  under  than  over-rated  them,  which  relieves  him  from 
all  imputation  in  the  matter. 

What,  then,  has  been  the  amount  of  the  applicant's  remuneration  ? 
His  account,  as  amended,  exhibits  $162,894  09  of  receipts,  and 
$129,535  46  of  expenditures,  thus  showing  a  profit  of  $33,358  63. 
Numerous  intelligent  and  unimpeached  witnesses,  having  intimate 
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relations  with  the  applicant  and  acquainted  with  his  husiness  affairs, 
have  deposed  in  reference  to  this  account,  and  their  testimonji 
without  an  exception,  powerfully  supports  its  truth.  Considering  the 
remoteness  and  complicated  character  of  the  transactions,  the  state- 
ments in  this  paper  are  illustrated  and  sustained  with  singular  force. 
The  rebutting  evidence  assails  directly  no  item  either  of  the  receipts 
or  expenditures,  but  consists  of  the  opinions  and  conjectures  of  a  large 
number  of  witnesses  who  clearly  had  no  means  of  knowing  either  the 
truth  or  falsehood  of  the  matters  set  forth  in  the  account.  They  pro- 
fess to  believe  that  the  applicant  could  not  have  expended  such  large 
sums  in  his  experiments  because  he  was  poor  ;  and  this  is  the  sole 
basis  of  almost  every  opinion  expres3ed  on  the  subject.  Had  these 
witnesses  known,  what  this  record  makes  so  apparent,  the  overwhelm- 
ing debts  which  have  hung  over  the  applicant  throughout  his  long 
and  self-sacrificing  career,  and  many  of  which  still  bear  him  down, 
his  enormous  outlays  would  not  have  been  to  them  so  impenetrable  a 
mystery.  The  very  elaborate  report  of  the  examiner,  after  a  severe 
scrutiny  of  the  expenditures  and  receipts  as  exhibited,  restates  the 
account,  and  in  doing  so  increases  the  applicant's  profits  to  $114,128  09. 
In  arriving,  however,  at  this  conclusion,  he  has  excluded  two  items  of 
expenditure  which  I  am  well  satisfied  should  have  been  retained. 
The  first  is  for  $13,310,  and  is  not  allowed  because  for  disbursements 
occurring  before  the  invention  or  discovery  was  made.  The  act  of 
Congress  directs  an  inquiry  into  the  ''  loss  and  profit  in  any  manner 
accruing  to  him  (the  inventor)  from  and  by  reason  of  said  invention." 
Whether  we  consult  the  letter  or  reason  of  the  law,  I  entertain  no 
doubt  but  that  expenditures  made  in  the  progress  of  experiments 
preceding  the  invention  but  looking  to  it,  are  as  clearly  chargeable  to 
the  patent  as  those  made  afterward,  either  in  perfecting  it  or  intro- 
ducing it  into  use.  The  other  item  is  for  $46,084  46,  as  set  forth  in 
Exhibit  No.  2,  and  I  am  at  a  loss  to  perceive  any  sufficient  reason  for 
its  rejection.  The  applicant  alleges  expressly  in  his  sworn  statement 
that  the  whole  of  this  sum  ''was  expended  by  him  in  perfecting  his  said 
invention  and  bringing  the  same  into  use."  De  Forest,  who  advanced 
the  money,  and  who  nolds  the  drafts  specified  in  the  exhibit,  when 
interrogated  on  the  point,  says  explicitly  that  it  was  applied  by  the 
applicant  to  ''experiments  in  developing  his  improvements,  and 
new  applications  and  branches  of  the  India-rubber  manufacture;" 
and^  this  statement  is  uncontradicted.  The  fact  averred  and  not 
denied,  that  De  Forest  has  not  been  reimbursed  these  advances 
which  constitute  a  subsisting  debt  on  the  part  of  the  applicant,  fur- 
nishes  no  argument  against  their  being  charged  to  the  patent.  All 
moneys  expended  upon  the  invention  and  its  introduction  into  use 
are  properly  so  chargeable,  no  matter  whence  or  how  obtained. 
Restoring,  then,  these  items,  and  adopting  the  other  corrections  of 
the  examiner,  there  will  still  remain  to  the  credit  of  the  invention  a 
clear  profit  of  $54,733  63.  The  applicant,  in  his  amended  statement, 
acting  under  the  promptings  of  the  same  high  sense  of  honor  which 
led  him  to  satisfy  an  indebtedness  of  $35,000,  from  which  he  had 
been  discharged  by  a  certificate  of  bankruptcy,  shrinks  from  debiting 
the  patent  with  any  expenditures  the  particulars  of  which  he  cannot 


EXTENSION  OP  THE   GOODYEAR  PATENT.  685 

erties  of  the  material  which  it  was  his  ambition  to  improve,  and  so 
thoroughly  was  he  imbued  with  the  soul  of  his  inquiry,  and  so 
intensely  quickened  was  his  vigilance,  that  no  phenomenon,  however 
minute,  could  meet  his  eye,  no  sound,  however  faint,  could  fall  upon 
his  ear  without  his  at  once  detecting  and  appreciating  its  bearing 
upon  the  great  problem  whose  solution  he  was  seeking.  From  four 
to  five  years  were  passed  in  these  unremitted  labors,  when  an  incident 
occured  which  at  once  revealed  the  lon^-sought  truth.  And  it  is  a 
singular  coincidence,  that  the  spark  of  light  yielded  by  this  incident 
was  elicited  by  a  collision,  so  to  speak,  the  result  of  that  intense  zeal 
which,  so  far  as  health  and  fortune  were  concerned,  had  been  the 
consuming  fire  of  his  iifie.  In  one  of  those  animated  conversations 
so  habitual  to  him,  in  reference  to  his  experiments,  a  piece  of  India- 
rubber  combined  with  sulphur,  which  he  held  in  his  hand  as  the  text 
of  all  his  discourses,  was  oy  a  violent  ficesture  thrown  into  a  burning 
stove  near  which  he  was  standing.  When  taken  out,  after  having 
been  subjected  to  a  high  degree  of  heat,  he  saw — what,  it  may  be 
safely  affirmed,  would  have  escaped  the  notice  of  all  others — that  a 
complete  transformation  had  taken  place,  and  that  an  entirely  new 
product — since  so  felicitously  termed  "elastic  metal" — was  the  conse- 
quence. When  subjected  to  fuller  tests,  the  thrilling  conviction  burst 
upon  him  that  success  had  at  length  crowned  his  efforts,  and  that  the 
mystery  he  had  so  long  wooed  now  stood  unveiled  before  him.  His 
history  in  this  respect  is  altogether  parallel  with  that  of  the  greatest 
inventors  and  discoverers  who  have  preceded  him.  The  lamp  had 
swung  for  centuries  in  the  Cathedral  of  Pisa,  but  of  the  thronging 
multitudes  who  worshipped  there,  none  had  heeded  the  lessons  which 
it  taught.  It  was  reserved  for  the  profound  and  observant  intellect 
of  young  Qalileo  to  extract  from  its  oscillations  the  true  laws  of  the 

?endulum,  which  led  to  the  creation  of  an  infallible  measure  of  time, 
'be  theory  of  universal  gravitation  loses  nothing  of  its  grandeur  or 
value  because  suggested  by  the  falling  of  an  apple  from  the  tree.  In 
all  lands,  by  teeming  millions,  this  phenomenon  had  been  observed, 
but  to  none  had  it  imparted  instruction — to  none  had  it  spoken  of  that 
wonderful  secret  which  lurked  beneath  its  simple  features.  At  length 
its  "still  small  voice"  fell  upon  the  delicate  and  appreciative  ear  of 
one  whom  it  startled  into  inquiry.  The  light  thus  anorded,  to  which 
all  had  been  blind,  was,  indeed,  dim  and  twinkling ;  but  following  its 
guidance  as  one  who  traces  back  the  dawn,  the  great  Newton  soon 
plunged  into  the  full-orbed  splendors  of  a  discovery  confessedly  the 
most  brilliant  which  has  gilded  and  ennobled  the  annals  of  science. 
On  all  the  hearth-stones  of  the  civilized  world,  for  thousands  of  years, 
the  kettle  had  boiled  and  lifted  its  lid  by  the  expansive  power  of  its 
steam  ;  yet  for  none  had  this  seemingly  trite  and  ever-recurring  inci- 
dent been  significant — to  none  had  it  announced  that  measureless 
power  of  which  it  was  the  humble  but  distinct  exponent.  At  length 
the  movement  caught  the  eye  of  a  lonely  student  of  nature,  then  a 
prisoner  in  the  Tower  of  London,  and  in  the  soil  of  his  prolific  mind 
it  proved '  the  rapidly-expanding  germ  of  that  steam-engine  whose 
triumphs  have  changed  the  social,  political^  and  commercial  aspects 
of  the  globe.    So  India-rubber,  in  combination  with  sulphur,  may  by 
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there  is  not  one  word  found  tending  to  its  contradiction.  Throngh- 
oat  those  long  and  toilsome  years  it  is  apparent  that  there  has  been  no 
compromise  with  the  suggestions  of  avarice,  or  with  the  claims  to 
self-indalgence  and  ease.  It  has  been  already  fully  shown  that  the 
applicant's  fortune,  his  health,  the  comforts  of  his  family,  the  fresh- 
ness of  his  early  and  the  patient  energies  of  his  latter  manhood,  have 
all  been  unhesitatingly  melted  down  in  the  crucible  of  this  inquiry, 
and  he  is  now  seen  tottering  toward  that  grave  which  must  soon  open 
in  his  path,  with  nothing  left  of  the  heroic  and  athletic  man  but  what 
remains  of  the  maimed  and  scarred  soldier  on  the  battle  field — a 
wreck  which  every  great  and  generous  people  have  taken  fondly  to 
their  bosom.  The  time  of  the  indolent,  the  selfish,  the  dissolute,  and 
the  dull,  is  little  worth  to  a  world  which  they  rather  cumber  than 
bless  by  their  presence ;  but  the  time  of  the  gifted,  the  brave,  the  philan- 
thropic, and  unconquerable  sons  of  genius  has  for  mankind  a  value 
which  we  should  but  feebly  express  in  the  arithmetic  of  dollars.  But 
while  we  may  have  no  means  by  which  to  measure  with  unerring  accu- 
racy the  intrinsic  worth  of  the  ingenuity  and  time  which  have  been 
expended,  and  cannot  by  any  analysis  weigh  or  compute  their  ingre- 
dients, there  remains  to  us  one  standard  by  which  a  proximate  estimate 
at  least  may  be  reached — that  is,  the  resuUa  tohich  have  been  produced. 
What  that  time  and  ingenuity  have  yielded  to  the  public  is  the  true 
test  of  their  value,  alike  to  that  public  and  to  the  inventor ;  for  what 
the  former  have  received  the  latter  must,  upon  every  principle  of 
sound  logic,  be  held  to  have  parted  with.  What,  then,  have  been  the 
results  ot  the  discovery  and  introduction  into  use  of  the  vulcanizing 
process  ?  The  testimony  is  very  full  upon  this  point.  We  learn  that 
through  this  instrumentality  a  large  foreign  commerce  has  been 
created  in  the  raw  material,  and  an  inland  trade  in  the  India-rubber 
fabrics,  amounting  to  between  four  and  five  millions  of  dollars 
annually ;  that  extensive  India-rubber  manufactories  have  grown  up, 
giving  profitable  investment  to  some  seven  millions  of  dollars  of  capital, 
and  active  employment  to  some  ten  thousand  operatives  ;  and  that  a 
large  portion  of  these  fabrics  is  intimately  connected  with  human 
comfort  and  the  preservation  of  human  life.  Not  to  enumerate  more 
of  the  articles  produced  bv  this  pocess,  it  would  be  hazarding  nothing 
to  say  that  the  shoes  and  wearing  apparel  perfected  by  it,  and  now 
cheaply  and  abundantly  made,  and  almost  universally  in  use,  have 
saved  thousands  from  a  premature  death,  and  may  save  millions  in 
the  ages  which  are  to  come.  In  the  presence  of  these  vast  and  still 
expanding  achievements  of  this  invention,  the  criticisms  which  have 
been  made  upon  the  applicant's  accounts,  as  though  they  were  some 
petty  grocer's  bill,  shrink  into  insignificance,  and,  indeed,  can  scarcely 
DC  listened  to  without  a  blush.  We  have,  however,  a  yet  more 
definite  basis  on  which  to  rest  our  judgment — the  testimony  of  Hay- 
ward  and  Haskins.  Both  have  long  been  India-rubber  manufacturers 
under  the  vulcanizing  process,  and  the  former  made  the  valuable  dis- 
covery of  combininj?  sulphur  with  the  gum,  for  which  a  patent  was 
nanted  to  him.  Their  depositions  are  marked  by  frankness,  and 
leave  no  doubt  of  their  per^ct  acquaintance  with  this  great  interest 
in  all  its  ramifications  and  aspects.  Hayward  says  that  the  vulcan- 
izing process  for  the  next  seven  years  would  be  worth  to  the  public 
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at  an  inventioii  which  he  has  so  long  and  so  remorselessly  pursued — 
is  a  fitting  finale  to  that  career  which  the  public  justice  of  the  country 
has  so  signally  rebuked. 

Important  as  are  to  the  parties  to  this  issue  the  immediate  con- 
sequences bound  up  with  it,  they  are  insignificant  indeed  as  compared 
with  the  value  to  the  public  of  the  principle  involved.  From  the  very 
foundation  of  this  government  it  has  been  its  settled  policy  to  secure 
a  just  reward  to  all  inventors,  and  it  is  to  the  inflexible  maintenance 
of  this  policy  that  we  are  indebted  for  the  unparalleled  advancement 
which,  as  a  people,  we  have  made  in  the  useful  arts.  All  that  is 
glorious  in  our  past  or  hopeful  in  our  future  is  indissolubly  linked  with 
that  cause  of  human  progress  of  which  inventors  are  the  preux  chevaliers. 
It  is  no  poetic  translation  of  the  abiding  sentiment  of  the  country  to 
say  that  they  are  the  true  jewels  of  the  nation  to  which  they  belong, 
and  that  a  solicitude  for  the  protection  of  their  rights  and  interests 
should  find  a  place  in  every  throb  of  the  national  heart.  Sadly  help- 
less asa  class,  and  ofiering  in  the  glittering  creations  of  their  own  genius 
the  strongest  temptations  to  unscrupulous  cupidity,  they,  of  all  men, 
have  most  need  or  the  shelter  of  the  public  law,  while,  in  view  of  their 
philanthropic  labors,  they  are,  of  all  men,  most  entitled  to  claim  it. 
The  schemes  of  the  politician  and  of  the  statesman  may  subserve  the 
purposes  of  the  hour,  and  the  teachings  of  the  moralist  may  remain 
with  the  generation  to  which  they  are  addressed,  but  all  these  must 
pass  away,  while  the  fruits  of  the  inventor's  genius  will  endure  as  im- 
perishable memorials,  and  surviving  the  wreck  of  creed  and  systems, 
alike  of  politics,  religion,  and  philosophy,  will  diff'use  their  blessings 
to  all  lands  and  throughout  all  ages. 

However  much  the  seeming  perplexity  in  the  applicant's  accounts 
may  expose  him  to  cavil  and  to  that  vituperation  which  is  so  ready  a 
coinage  of  professional  zeal,  and  however  short  some  of  the  points  in 
the  case  may  fall  of  that  complete  elucidation  which  could  have  been 
desired,  there  is  one  fact  established  beyond  all  controversy,  and  which 
stands  out  from  this  record  with  painful  prominence.  At  the  close  of 
all  his  toils  and  sacrifices,  and  of  the  humiliations  he  has  been  called 
on  to  endure,  this  public-spirited  inventor,  whose  life  has  been  worn 
away  in  advancing  the  best  interests  of  mankind,  is  found  to  be  still 
poor,  oppressed  with  debt,  and  with  the  winter  of  age  creeping  upon 
his  shattered  constitution.  It  is  perfectly  manifest  that  this  is  in  no 
degree  the  result  of  vice  or  of  improvidence  on  his  part,  but  is  an  inex- 
orable consequence  of  the  impoverishing  experiments  inseparable  from 
the  prosecution  of  his  great  enterprise,  and  of  that  prolonged  and  ex- 
hausting strife  in  which  uncrupulous  men  have  involved  him.  He 
now  begs  of  that  country  to  which  the  energies  of  his  manhood  have 
been  so  freely  and  so  faithfully  given,  that  he  may  be  allowed  to  enjoy 
for  a  few  years  longer  that  precarious  protection  which  our  most  feeble 
and  imperfect  laws  extend  to  the  fruits  of  intellectual  labor ;  and  were 
the  appeal  denied,  I  feel  that  t  should  be  false  to  the  generous  spirit 
of  the  patent  laws,  and  forgetful  of  the  exalted  ends  which  it  must 
ever  be  the  crowning  glory  ef  those  laws  to  accomplish. 

The  patent  will,  therefore,  bo  extended  for  seven  years  from  the 
15th  June,  1858. 
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port  a  patent.  The  law,  however,  in  its  wisdom,  has  declared  that  some- 
thing beyond  mere  novelty  must  be  established  before  a  patent  can 
issue.  The  invention  must  not  only  be  new,  but  it  must  be  important 
and  useful.  It  should  be  distinctly  stated,  at  the  threshold  of  the 
inquiry,  that  this  instrument,  with  a  view  of  mitigating  that  abhor- 
rence with  which  the  overhumane  might  regard  it,  disclaims  all 
designs  upon  human  life,  and  moderates  its  ambition  in  the  drama  of 
blooa  to  the  more  humble  work  of  mayhem  and  laceration.  Thus 
operating,  the  testimony  on  file  shows  that  it  would  be  eminently  use- 
ful to  policemen.  Conceding  this  assumption,  it  is  still  obvious  that 
this  is  too  limited  a  measure  of  utility  to  satisfy  the  requirements  of 
the  law.  An  invention  to  be  patentable  must  not  be  useful  to  the 
few  with  a  chance  of  being  pernicious  to  the  many,  but  it  must  clearly 
appear  that,  in  view  of  the  interests  of  the  whole  community^  the  good 
resulting  from  it  would  decidedly  preponderate  over  the  evil.  If  the 
officers  of  public  justice,  and  those  law-abiding  citizens  who  love  peace 
and  pursue  it,  could  be  induced  to  defile  themselves  with  this  instru- 
ment, and  could  its  use  be  restricted  to  such,  it  might  be  compara- 
tively harmless ;  but  when  it  passes  from  the  workshop  of  ^he 
mechanic  who  has  fashioned  it,  it  is  manifestly  beyond  the  control  of 
the  government  and  will  find  its  way  into  the  service  of  the  brawling 
profligate  as  certainly  as  the  stiletto  seeks  the  belt  of  the  bravo.  Its 
manufacture  and  distribution  through  society,  under  the  expectation 
that  good  would  result  therefrom,  would  be  an  act  of  folly  equalled 
only  by  that  of  strewing  our  pathway  with  thorns  in  the  delusive 
trust  that  they  would  bud  and  blossom  into  flowers  at  our  approach. 
It  is  barbarous  in  its  every  characteristic,  and  is  as  repujgnant  to  th^^ 
genius  of  our  institutions,  and  to  the  morality  of  that  forth  in  whose 
shining  foot-prints  our  legislation  strives  to  follow,  as  is  the  scalping- 
knife  of  the  border  savage. 

As  national  war  is  one  of  those  scourges  to  which  every  country  is 
exposed,  it  is  fully  within  the  scope  of  an  enlightened  public  policy 
^to  encourage  the  manufacture  of  weapons  for  its  efficient  prosecution. 
But  private  war — the  rude  and  sanguinary  conflict  of  members  of  the 
same  community  with  each  other — stands  upon  an  entirely  different 
footing.  It  is  everywhere  denounced  under  heavy  penalties,  so  that 
the  blow  can  only  be  justified  when  it  has  been  stricken  in  self- 
defence.  This  plainly-marked  distinction  determines  the  character  of 
the  weapons  whose  manufacture  can  claim  the  fostering  care  of  the 
government.  There  can  be  no  difficulty  in  deciding  to  which  class 
the  one  under  consideration  belongs.  It  puts  forth  no  pretension  to 
rank  as  an  instrument  of  national  warfare.  In  this  nigher  walk 
of  human  carnage  it  would  be  as  lame  and  impotent  as  would 
be  an  ordinary  squirt  in  the  presence  of  a  confiagration.  Nor 
is  there  any  mechanical  pursuit  in  which  it  could  possibly  be 
employed,  nor  any  household  or  personal  want  to  which  it  could 
possibly  minister.  It  is  intrinsically,  in  its  inception  and  con- 
summation and  aim,  a  weapon  of  ferocious  personal  conflict,  whose 
funclion  is  that  of  brutal  mutilation.  To  bring  it,  then,  within  the 
range  of  the  principle  laid  down,  it  must  be  shown  that,  however 
cruel  may  be  its  mode  of  operation,  yet  from  its  structure,  and  the 
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